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(54) METHOD AND EQUIPMENT FOR SUBSCRIBING RADIO LINK FAILURE REPORT

(57) Embodiments of the present invention provide
a method and device for subscribing to an RLF report.
The method includes: configuring, by an integration ref-
erence point manager, a subscription condition for an
RLF report, for an integration reference point agent; and
obtaining, by the integration reference point manager, an
RLF report that is sent by the integration reference point

agent and satisfies the subscription condition. The em-
bodiments of the present invention can avoid the case in
the prior art that a base station sends an RLF report ob-
tained from a UE, to an IRPManager through an IRPA-
gent in a best-effort mode, thereby decreasing the load
of information transferred between the IRPManager and
the IRPAgent.
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Description

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] This application claims priority to Chinese Pat-
ent Application No. CN201110219526.5, filed with the
Chinese Patent Office on August 2, 2011 and entitled
"METHOD AND DEVICE FOR SUBSCRIBING TO RA-
DIO LINK FAILURE REPORT" and Chinese Patent Ap-
plication No. CN201110288467.7, filed with the Chinese
Patent Office on September 26, 2011 and entitled
"METHOD AND DEVICE FOR SUBSCRIBING TO RA-
DIO LINK FAILURE REPORT", both of which are incor-
porated herein by reference in their entireties.

TECHNICAL FIELD

[0002] Embodiments of the present invention relate to
communication technologies, and in particular, to a meth-
od and device for subscribing to a radio link failure (Radio
Link Failure, RLF) report.

BACKGROUND

[0003] A radio link failure (Radio Link Failure, RLF for
short) is an abnormal link scenario that occurs on an air
interface of a radio access network. When an RLF occurs
on a user equipment (User Equipment, UE for short) in
an active (Active) state in a current cell (that is, a source
cell), the UE generates an RLF report, performs cell re-
selection, and initiates a radio resource control (Radio
Resource Control, RRC for short) connection reestab-
lishment procedure to a base station (that is, a target
base station) controlling a selected cell (that is, a target
cell). By using RRC Connection Reestablishment Com-
plete (RRC Connection Reestablishment Complete), the
UE may instruct the target base station to obtain the RLF
report. After obtaining the RLF report, the target base
station may send the RLF report to a base station con-
trolling the source cell (that is, a source base station).
[0004] However, because the source base station or
the target base station may send the RLF report obtained
from the UE, to an integration reference point manager
(Integration Reference Point Manager, IRPManager for
short) through an integration reference point agent (In-
tegration Reference Point Manager, IRPAgent for short)
in a best-effort mode, the load of RLF report information
transferred between the IRPManager and the IRPAgent
is heavy.

SUMMARY

[0005] Embodiments of the present invention provide
a method and device for subscribing to an RLF report,
so as to decrease the load of information transferred be-
tween an IRPManager and an IRPAgent.
[0006] In one aspect, the present invention provides a
method for subscribing to an RLF report, including:

configuring, by an IRPManager, a subscription con-
dition for an RLF report, for an IRPAgent; and
obtaining, by the IRPManager, an RLF report that is
sent by the IRPAgent and satisfies the subscription
condition.

[0007] In another aspect, the present invention pro-
vides a method for subscribing to an RLF report, includ-
ing:

configuring, by an IRPAgent a subscription condition
for an RLF report subscribed to by an IRPManager;
obtaining, by the IRPAgent according to the sub-
scription condition, an RLF report that satisfies the
subscription condition; and
sending, by the IRPAgent, the RLF report that sat-
isfies the subscription condition to the IRPManager.

[0008] In another aspect, the present invention pro-
vides a device, including:

a configuring unit, adapted to configure a subscrip-
tion condition for an RLF report, for an IRPAgent; and
an obtaining unit, adapted to obtain an RLF report
that is sent by the IRPAgent and satisfies the sub-
scription condition configured by the configuring unit.

[0009] In another aspect, the present invention pro-
vides a device, including:

a configuring unit, adapted to configure a subscrip-
tion condition for an RLF report subscribed to by an
IRPManager;
an obtaining unit, adapted to obtain, according to the
subscription condition configured by the configuring
unit, an RLF report that satisfies the subscription
condition; and
a sending unit, adapted to send the RLF report that
satisfies the subscription condition and is obtained
by the obtaining unit to the IRPManager.

[0010] The above technical solutions can avoid the
case in the prior art that a base station sends an RLF
report obtained from a UE, to an IRPManager through
an IRPAgent in a best-effort mode, thereby decreasing
the load of information transferred between the IRPMan-
ager and the IRPAgent. Moreover, because the RLF re-
port subscription is oriented to a specific management
application, the IRPManager does not need to process
redundant and useless RLF reports, thereby reducing
the processing load of the IRPManager.

BRIEF DESCRIPTION OF DRAWINGS

[0011] To illustrate the technical solutions in the em-
bodiments of the present invention or in the prior art more
clearly, the following briefly introduces the accompanying
drawings required for describing the embodiments or the
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prior art. Apparently, the accompanying drawings in the
following description show merely some embodiments
of the present invention, and persons of ordinary skill in
the art may still derive other drawings from these accom-
panying drawings without creative efforts.

FIG. 1 is a schematic flowchart of a method for sub-
scribing to an RLF report according to an embodi-
ment of the present invention;
FIG. 2 is a schematic flowchart of a method for sub-
scribing to an RLF report according to another em-
bodiment of the present invention;
FIG. 3 is a schematic structural diagram of a device
according to another embodiment of the present in-
vention; and
FIG. 4 is a schematic structural diagram of a device
according to another embodiment of the present in-
vention.

DESCRIPTION OF EMBODIMENTS

[0012] To make the objectives, technical solutions, and
advantages of the embodiments of the present invention
more comprehensible, the following clearly and com-
pletely describes the technical solutions in the embodi-
ments of the present invention with reference to the ac-
companying drawings in the embodiments of the present
invention. Apparently, the described embodiments are
merely a part rather than all of the embodiments of the
present invention. All other embodiments obtained by
persons of ordinary skill in the art based on the embod-
iments of the present invention without creative efforts
shall fall within the protection scope of the present inven-
tion.
[0013] The technical solutions of the present invention
may be applied to various communication systems, for
example, a universal mobile telecommunications system
(Universal Mobile Telecommunications system, UMTS
for short) system, a long term evolution (Long Term Ev-
olution, LTE) system, and so on.
[0014] The base station may be a base station control-
ler (Radio Network Controller, RNC for short) in the
UMTS system, or may be an evolved base station
(Evolved Node B, eNB or eNodeB for short) in the LTE
system, and so on.
[0015] In the technical solutions of the present inven-
tion, an interface between an IRPManager and an IRP-
Agent is a northbound interface; the IRPAgent may be a
base station or may be an independent entity, so that the
base station may communicate with the IRPManager
through the IRPAgent. The relationship between the IRP-
Manager, the IRPAgent, and the base station is not de-
scribed herein. For examples thereof, reference may be
made to the 3GPP standard 32.101 or 32.102.
[0016] In addition, the term "and/or" herein indicates
only an association relationship for describing associated
objects, and represents that three relationships may ex-
ist. For example, A and/or B may represent the following

three cases: A exists alone, both A and B exist, and B
exists alone. In addition, the symbol "/" in this document
usually represents that associated objects before and
after the symbol are in an "or" relationship.
[0017] FIG. 1 is a schematic flowchart of a method for
subscribing to an RLF report according to an embodiment
of the present invention. As shown in FIG. 1, the method
for subscribing to an RLF report in this embodiment may
include the following:
[0018] 101. An IRPManager configures a subscription
condition for an RLF report, for an IRPAgent.
[0019] In this embodiment, an attribute corresponding
to the subscription condition includes at least one of the
following:

area scope (AreaScope);
time duration (TimeDuration);
RLF occurrence frequency (OccurrenceFrequency);
UE measurement item threshold (Measurement-
Threshold);
job identifier information of a signaling trace (Trace)
job or a minimized drive test (Minimized Drive Test,
MDT for short) job in which an RLF occurs; and
identifier information of a UE in a Trace job or an
MDT job in which an RLF occurs.

[0020] A specific example is as follows:

A. Area scope

[0021] The attribute may indicate an area where an
RLF report needs to be reported. The value of the at-
tribute may include at least one piece of identifier infor-
mation, for example, a cell identifier, or a tracking area
(Tracking Area, TA for short) identifier, where the identi-
fier is applicable to the case where this embodiment is
used in an LTE or evolved LTE system, and for another
example, a routing area (Routing Area, RA for short) iden-
tifier or a location area (Location Area, LA for short) iden-
tifier, where the RA identifier/LA identifier is applicable
to the case where this embodiment is used in the UMTS
system, for example, a wideband code division multiple
access (Wideband Code Division Multiple Access, WCD-
MA for short) system or a time division-synchronous code
division multiple access (Time Division-Synchronous
Code Division Multiple Access, TD-SCDMA for short)
system. The cell identifier may be an identifier of a cell,
or may be identifiers of multiple cells (for example, an
identifier list formed by multiple cell identifiers); the track-
ing area identifier may be an identifier of a tracking area,
or may be identifiers of multiple tracking areas; the routing
area identifier may be an identifier of a routing area, or
may be identifiers of multiple routing areas; and the lo-
cation area identifier may be an identifier of a location
area, or may also be identifiers of multiple location areas.
Optionally, the subscription condition corresponding to
the attribute is: when a UE on which an RLF occurs is
located in the area scope indicated by the attribute, that

3 4 



EP 2 713 647 A1

4

5

10

15

20

25

30

35

40

45

50

55

is, when an RLF occurs on a UE in the area scope indi-
cated by the attribute, an RLF report needs to be reported
to an IRPManager. For example, if the attribute is the cell
identifier of a cell, when a UE on which an RLF occurs
is located in the cell, an IRPAgent should report the RLF
report to the IRPManager.In addition, the attribute may
be a default value, indicating the whole public land mobile
network (Public Lands Mobile Network, PLMN) scope.

B. Time duration

[0022] The attribute may indicate a time duration in
which an RLF report needs to be reported. The attribute
may be marked by two time related variables, for exam-
ple, the value of the attribute is made up of two time val-
ues, for example, start time and end time of absolute
time, or is made up of a time value and a numeric value,
for example, start time of absolute time and a duration.
Optionally, the subscription condition corresponding to
the attribute may be: when the RLF occurrence time is
within the time duration indicated by the attribute, an RLF
report needs to be reported to an IRPManager.

C. RLF occurrence frequency

[0023] The attribute may indicate a frequency of RLF
occurrences at which an RLF report needs to be reported.
The attribute may be marked by a time related variable
and a variable related to the amount of RLF occurrences,
for example, the value of the attribute is made up of a
time value and a numeric value, such as a duration and
the amount of RLF occurrences. Optionally, the subscrip-
tion condition corresponding to the attribute may be:
when an actual RLF occurrence frequency is higher than
or equal to the frequency indicated by the attribute, an
RLF report needs to be reported to an IRPManager. As-
suming that the duration and the amount of RLF occur-
rences are 5 minutes and 1000 respectively, the indicat-
ed frequency is 1000 RLF events occurring within 5 min-
utes; the subscription condition is: when the amount of
RLF occurrences within 5 minutes is greater than or equal
to 1000, an RLF report needs to be reported to the IRP-
Manager.

D. UE measurement item threshold

[0024] Optionally, here the UE measurement item
threshold may be a threshold of a UE measurement item
threshold in an RLF report. The subscription condition
corresponding to the attribute may be: when the meas-
ured value of the UE measurement item is non-compliant
with the threshold indicated by the attribute, an RLF re-
port needs to be reported to an IRPManager; here non-
compliance may indicate different cases such as the
measured value of the UE measurement item is smaller
than or equal to the threshold indicated by the attribute.
[0025] The following describes the value of the at-
tribute and the subscription condition corresponding to

the attribute by using examples.
[0026] D-1. The value of the attribute is a threshold of
reference signal received power (Reference Signal Re-
ceived Power, RSRP for short) of a source cell of a UE.
[0027] Optionally, the subscription condition corre-
sponding to the attribute may be: when the UE measure-
ment item is an RSRP value of the source cell of the UE,
and the measured value of the UE measurement item is
smaller than or equal to the threshold indicated by the
attribute, an RLF report needs to be reported to the IRP-
Manager.
[0028] D-2. The value of the attribute is a threshold of
reference signal received quality (Reference Signal Re-
ceived Quality, RSRQ for short) of a source cell of a UE.
[0029] Optionally, the subscription condition corre-
sponding to the attribute may be: when the UE measure-
ment item is an RSRQ value of the source cell of the UE,
and the measured value of the UE measurement item is
smaller than or equal to the threshold indicated by the
attribute, an RLF report needs to be reported to the IRP-
Manager.
[0030] D-3. The value of the attribute is a threshold of
RSRP of a neighboring cell of the source cell of the UE.
[0031] Optionally, the subscription condition corre-
sponding to the attribute may be: when the UE measure-
ment item is an RSRP value of a neighboring cell of the
source cell of the UE, and the measured value of the UE
measurement item is smaller than or equal to the thresh-
old indicated by the attribute, an RLF report needs to be
reported to the IRPManager.
[0032] D-4. The value of the attribute is a threshold of
RSRQ of a neighboring cell of the source cell of the UE.
[0033] Optionally, the subscription condition corre-
sponding to the attribute may be: when the UE measure-
ment item is an RSRQ value of a neighboring cell of the
source cell of the UE, and the measured value of the UE
measurement item is smaller than or equal to the thresh-
old indicated by the attribute, an RLF report needs to be
reported to the IRPManager.
[0034] It may be understood that the source cell may
be a current cell where an RLF occurs.
[0035] Optionally, the measured value of the UE meas-
urement item may be a UE measurement record in the
RLF report.

E. Job identifier information of a Trace job or an MDT job 
in which an RLF occurs

[0036] The attribute may indicate information of the job
identifier allocated in the Trace job or MDT job to the UE
on which an RLF occurs. The value of the attribute may
be a trace reference value (Trace Reference, TR), where
the value may also be referred to as a trace job reference
value.
[0037] The subscription condition corresponding to the
attribute may be: when an RLF occurs in the Trace job
or MDT job indicated by the attribute, an RLF report
needs to be reported to the IRPManager.
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F. Identifier information of a UE in a Trace job or an MDT 
job in which an RLF occurs

[0038] The attribute may indicate information of the UE
identifier allocated in the Trace job or MDT job to the UE
on which an RLF occurs. The value of the attribute may
be a combination of a TR and a trace recording session
reference value (Trace Recording Session Reference,
TRSR). In a management-based or area-based Trace or
MDT job, the value of the attribute may be a combination
of a TR, a TRSR, and a cell identifier.
[0039] The subscription condition corresponding to the
attribute may be: when the UE on which an RLF occurs
is the UE indicated by the attribute, an RLF report needs
to be reported to the IRPManager.
[0040] In this embodiment, if multiple attributes are all
configured, that is, values of multiple attributes are con-
figured, the subscription condition is an intersection of
subscription conditions corresponding to various at-
tributes. To make the method provided by the embodi-
ment of the present invention more comprehensible, the
following uses two different scenarios as examples.
[0041] Scenario 1: When the IRPManager finds that a
large number of "cell unavailable" alarms occur in an area
(including following cells: Cell1, Cell2, and Cell3) be-
tween June 5 and June 7 in 2010, the IRPManager may
subscribe to reports of RLFs whose occurrence frequen-
cy exceeds 1000 in cells Cell1, Cell2, and Cell3 between
June 5 and June 7 in 2010, so as to provide assistance
in analyzing the root cause of a radio network fault. For
example, the subscription condition for an RLF report
may be configured to: (AreaScope=Cell1 or Cell2 or
Cell3) and (TimeDuration is in between {00:00:00,
2010-06-05} and {23:59:59, 2010-06-07}) and (Occur-
renceFrequency={5 minutes, 1000}). It may be under-
stood that here "=" means that "the value is", which is
not repeated hereinafter.
[0042] Scenario 2: After the IRPManager selects Cell1
and Cell2 for creating an immediate (Immediate) MDT
job that requires periodic reporting, the IRPManager
wishes to obtain RLF reports of RLFs that occur in the
whole immediate MDT process, so as to perform back-
ground associated processing for the MDT report and
RLF report. For example, the subscription condition for
an RLF report may be configured to: (AreaScope=Cell1
and Cell2) and (TraceReference=TR1), where TR1 is in-
formation of a job identifier allocated to the immediate
MDT job.
[0043] Optionally, the IRPManager in this embodiment
may configure, in multiple mechanisms, the subscription
condition for the RLF report, for the IRPAgent.
[0044] For example, first, the IRPManager may invoke
a CreateMO (Create Management Object) operation for
the IRPAgent, for requesting the IRPAgent to create an
RLF report subscription (RLFReportingSubscription)
subcategory of a subnet category or a base station func-
tion category; then the IRPManager may invoke a Set
Management Object Attributes (SetMOAttributes) oper-

ation for the IRPAgent, for requesting the IRPAgent to
configure an attribute of the created RLF report subscrip-
tion subcategory to a value of an attribute corresponding
to the subscription condition.
[0045] For another example, the IRPManager may al-
so invoke a Subscribe Log (SubscribeLog) operation for
the IRPAgent, for subscribing to the RLF report from the
IRPAgent, and configure a filter condition of the Sub-
scribe Log operation to the subscription condition. For
example, a category of notifications reflecting an RLF
event is added to a notification categories (Notification-
Categories) parameter in the Subscribe Log operation.
[0046] For another example, the IRPManager may al-
so invoke an Activate Signaling Trace Job (activateT-
raceJob) operation from a signaling trace job integration
reference point (Trace IRP) for the IRPAgent, for request-
ing the IRPAgent to generate a signaling trace job, where
the job type (Job Type) of the signaling trace job is RLF
reporting only (RLF reporting only), and an input param-
eter of the Activate Signaling Trace Job operation is a
value of an attribute corresponding to the subscription
condition. The operation invoked by the IRPManager is
specifically an Activate Signaling Trace Job operation of
the signaling trace job, where the signaling trace job is a
management object of the IRPManager. It may be un-
derstood that, similar to an existing signaling trace job,
the IRPAgent may further allocate a trace reference value
(Trace Reference) and a trace recording session refer-
ence value (Trace Recording Session Reference) to the
generated signaling trace job, where the trace recording
session reference value may be default without configu-
ration.

102. The IRPManager obtains an RLF report that is
sent by the IRPAgent and satisfies the subscription
condition.

[0047] Optionally, the IRPManager may obtain, in mul-
tiple mechanisms, the RLF report that is sent by the IRP-
Agent and satisfies the subscription condition.
[0048] For example, the IRPManager may obtain, in a
file transfer (File Transfer) mechanism, the RLF report
that is sent by the IRPAgent and satisfies the subscription
condition. Optionally, the specific process is as follows:
The IRPManager may receive a notification provided by
the IRPAgent using a "notification file ready" function of
a file transfer integration reference point, and read a sub-
scription result file from a designated address, where the
file stores the RLF report that satisfies the subscription
condition.
[0049] For another example, the IRPManager may ob-
tain, in a notification log mechanism, the RLF report that
is sent by the IRPAgent and satisfies the subscription
condition. Optionally, the specific process is as follows:
The IRPManager may invoke an Export Log Records
(ExportLogRecords) operation or Get Log Records (Get-
LogRecords) operation for the IRPAgent and obtain a
notification log, where the notification log stores the RLF
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report that satisfies the subscription condition.
[0050] For another example, the IRPManager may al-
so obtain, in a trace result reporting mechanism of a sig-
naling trace job or a trace result reporting mechanism of
an MDT job, the RLF report that is sent by the IRPAgent
and satisfies the subscription condition. In this case, the
IRPManager may store the obtained RLF report into a
trace collection entity (Trace Collection Entity, TCE for
short) of the IRPManager.
[0051] In this embodiment, an IRPManager configures
a subscription condition for an RLF report, for an IRPA-
gent, so that the IRPManager can obtain an RLF report
that is sent by the IRPAgent and satisfies the subscription
condition, which can avoid the case in the prior art that
a base station sends an RLF report obtained from a UE,
to an IRPManager through an IRPAgent in a best-effort
mode, thereby decreasing the load of information trans-
ferred between the IRPManager and the IRPAgent.
Moreover, because the RLF report subscription is orient-
ed to a specific management application, the IRPMan-
ager does not need to process redundant and useless
RLF reports, thereby reducing the processing load of the
IRPManager.
[0052] Optionally, the IRPAgent in this embodiment
may obtain, before step 102, the RLF report that satisfies
the subscription condition, which is not further described
herein. For details, reference may be made to step 202
and its example in the embodiment shown in FIG. 2.
[0053] FIG. 2 is a schematic flowchart of a method for
subscribing to an RLF report according to another em-
bodiment of the present invention. As shown in FIG. 2,
the method for subscribing to an RLF report in this em-
bodiment may include the following:

201. An IRPAgent configures a subscription condi-
tion for an RLF report subscribed to by an IRPMan-
ager.

[0054] An attribute corresponding to the subscription
condition may include at least one of the following:

area scope (AreaScope);
time duration (TimeDuration);
RLF occurrence frequency (OccurrenceFrequency);
UE measurement item threshold (Measurement-
Threshold);
job identifier information of a Trace job or an MDT
job in which an RLF occurs; and
identifier information of a UE in a Trace job or an
MDT job in which an RLF occurs.

[0055] The attributes and subscription conditions cor-
responding to the attributes are not further described
herein. For examples thereof, reference may be made
to the related content in the embodiment corresponding
to FIG. 1.
[0056] Optionally, the IRPAgent may configure, in mul-
tiple mechanisms, the subscription condition for an RLF

report subscribed to by the IRPManager.
[0057] For example, first, the IRPAgent may create an
RLF report subscription subcategory of a subnet catego-
ry or a base station function category according to a Cre-
ate Management Object operation invoked by the IRP-
Manager; and then the IRPAgent may configure, accord-
ing to a Set Management Object Attributes operation in-
voked by the IRPManager, an attribute of the created
RLF report subscription subcategory to a value of an at-
tribute corresponding to the subscription condition.
[0058] For another example, the IRPAgent may further
subscribe to the RLF report for the IRPManager accord-
ing to a Subscribe Log operation invoked by the IRPMan-
ager, and configure a filter condition of the Subscribe Log
operation to the subscription condition. For example, a
category of notifications reflecting an RLF event is added
to a notification categories parameter in the Subscribe
Log operation.
[0059] For another example, the IRPAgent may also
generate a signaling trace job for the IRPManager ac-
cording to an Activate Signaling Trace Job (activateT-
raceJob) operation invoked by the IRPManager, where
the job type (Job Type) of the signaling trace job is RLF
reporting only (RLF reporting only), and configure the
value of the attribute corresponding to the subscription
condition as an input parameter of the Activate Signaling
Trace Job operation. It may be understood that, similar
to an existing signaling trace job, the IRPAgent may fur-
ther allocate a trace reference value (Trace Reference)
and a trace recording session reference value (Trace Re-
cording Session Reference) to the generated signaling
trace job, where the trace recording session reference
value may be default without configuration.

202. The IRPAgent obtains, according to the sub-
scription condition, an RLF report that satisfies the
subscription condition.

[0060] Optionally, the IRPAgent may obtain, in multiple
mechanisms according to the subscription condition, the
RLF report that satisfies the subscription condition.
[0061] For example, the IRPAgent queries, according
to the subscription condition, an obtained RLF report sent
by a base station in an administrative domain of the IRP-
Agent, and obtains the RLF report that satisfies the sub-
scription condition. The base station may be understood
as a source base station; the source base station sends
all obtained RLF reports to the corresponding IRPAgent;
the IRPAgent queries, according to the subscription con-
dition, the obtained RLF reports sent by the base station
in the administrative domain of the IRPAgent and obtains
the RLF report that satisfies the subscription condition.
[0062] For another example, the IRPAgent subscribes,
according to the subscription condition, from a base sta-
tion that satisfies the subscription condition in the admin-
istrative domain of the IRPAgent, and obtains the RLF
report that satisfies the subscription condition. The base
station may be understood as a source base station, or
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may be understood as a target base station. The base
station sends, according to the subscription condition of
the IRPAgent the RLF report that satisfies the subscrip-
tion condition to the corresponding IRPAgent; and the
IRPAgent obtains the RLF report that satisfies the sub-
scription condition.
[0063] The following describes how to query the RLF
reports and obtain the RLF report that satisfies the sub-
scription condition by using an example.
[0064] The content of the RLF report may include but
is not limited to at least one of the following:

1. measured value (M1 measurement item) of
RSRP/RSRQ of the source cell of the UE when an
RLF occurs;
2. measured value (M1 measurement item) of
RSRP/RSRQ of a neighboring cell of the source cell
of the UE when an RLF occurs, where the neighbor-
ing cell may be any one of the following: an intra-
frequency neighboring cell, an inter-frequency
neighboring cell, and an inter-system neighboring
cell;
3. UE location information;
4. serving cell identifier of the UE, where the serving
cell identifier may include but is not limited to at least
one of a cell global identifier (Cell Global Identifier,
CGI) of a cell where an RLF occurs on the UE, a cell
(target cell) where the UE reestablishes an RRC con-
nection, and a CGI of a cell before a handover of the
UE;
5. job identifier information of a signaling trace job
or an MDT job in which an RLF occurs, for example,
a TR; and
6. identifier information of the UE in a signaling trace
job or an MDT job in which an RLF occurs, for ex-
ample, a combination of a TR and a TRSR.

[0065] The IRPAgent or base station may query the
obtained RLF reports to see which RLF reports satisfy
the subscription condition, and report the RLF reports.
For example, according to the time of obtaining the RLF
reports, the IRPAgent or base station estimates the RLF
occurrence time, and determines whether the RLF re-
ports satisfy the subscription condition corresponding to
attribute A. The time obtained by advancing the time of
obtaining RLF reports by a duration (such as 4s) may be
used as the estimated RLF occurrence time. For another
example, the IRPAgent or base station makes statistics
according to the obtained RLF reports, for example,
makes statistics of the actual occurrence frequency of
an RLF event in the base station or cell scope, and de-
termines whether the subscription condition correspond-
ing to attribute D is satisfied. For another example, in the
case that an RLF occurs in a signaling trace job or an
MDT job, the IRPAgent or base station judges the ob-
tained RLF reports; when the job identifier information in
an RLF report is the same as the value of attribute E or
falls within the value range of attribute E, the RLF report

satisfies the subscription condition corresponding to at-
tribute E. For another example, in the case that an RLF
occurs in a signaling trace job or an MDT job, the IRPA-
gent or base station judges the obtained RLF reports;
when the UE identifier in an RLF report is the same as
the value of attribute F or falls within the value range of
attribute F, the RLF report satisfies the subscription con-
dition corresponding to attribute F.

203. The IRPAgent sends the RLF report that satis-
fies the subscription condition to the IRPManager.

[0066] Optionally, the IRPAgent may send, in multiple
mechanisms, the RLF report that satisfies the subscrip-
tion condition to the IRPManager.
[0067] For example, the IRPAgent may send, in a file
transfer mechanism, the RLF report that satisfies the sub-
scription condition to the IRPManager. That is, the IRP-
Agent sends, through a file transfer integration reference
point, the RLF report that satisfies the subscription con-
dition to the IRPManager. Optionally, the specific process
is as follows: After the IRPAgent obtains the RLF report
that satisfies the subscription condition, the IRPAgent
may store the RLF report that satisfies the subscription
into a file, and notify the IRPManager by using a "notifi-
cation file ready" function of the file transfer integration
reference point; and the IRPManager reads a subscrip-
tion result file from a designated address.
[0068] For another example, the IRPAgent may send,
in a notification log mechanism, the RLF report that sat-
isfies the subscription condition to the IRPManager.That
is, the IRPAgent sends, by using a function of a notifica-
tion log integration reference point, the RLF report that
satisfies the subscription condition to the IRPManager.
Optionally, the specific process is as follows: After the
IRPAgent obtains the RLF report that satisfies the sub-
scription condition, the IRPAgent may store the RLF re-
port that satisfies the subscription condition into a notifi-
cation log, and send the notification log to the IRPMan-
ager according to an Export Log Records (ExportLo-
gRecords) operation or a Get Log Records (GetLo-
gRecords) operation invoked by the IRPManager.
[0069] For another example, the IRPAgent may also
send, in a trace result reporting mechanism of a signaling
trace job or a trace result reporting mechanism of an MDT
job, the RLF report that satisfies the subscription condi-
tion to the IRPManager. In this case, the IRPManager
further stores the obtained RLF report into a TCE of the
IRPManager.
[0070] In this embodiment, the IRPAgent configures
the subscription condition for an RLF report subscribed
to by the IRPManager, so that the IRPAgent can obtain,
according to the subscription condition, an RLF report
that satisfies the subscription condition and send the RLF
report to the IRPManager, which can avoid the case in
the prior art that a base station sends an RLF report ob-
tained from a UE, to an IRPManager through an IRPA-
gent in a best-effort mode, thereby decreasing the load
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of information transferred between the IRPManager and
the IRPAgent. Moreover, because the RLF report sub-
scription is oriented to a specific management applica-
tion, the IRPManager does not need to process redun-
dant and useless RLF reports, thereby reducing the
processing load of the IRPManager.
[0071] It should be noted that, for ease of description,
the foregoing method embodiments are all described as
a series of actions. Persons skilled in the art should un-
derstand that the present invention is not limited to the
sequence of actions described herein, and that according
to the present invention, some steps may be performed
in other sequences or at the same time. Persons skilled
in the art should also know that the embodiments in the
specification are exemplary embodiments and that ac-
tions and modules involved in these embodiments are
not necessarily required for the present invention.
[0072] In the foregoing embodiments, the description
in each embodiment has its own focus. For the part that
is not described in a certain embodiment, reference may
be made to relevant descriptions in other embodiments.
[0073] FIG. 3 is a schematic structural diagram of a
device according to another embodiment of the present
invention. As shown in FIG. 3, the device in this embod-
iment may include a configuring unit 31 and an obtaining
unit 32. The configuring unit 31 is adapted to configure
a subscription condition for an RLF report, for an IRPA-
gent; and the obtaining unit 32 is adapted to obtain an
RLF report that is sent by the IRPAgent and satisfies the
subscription condition configured by the configuring unit
31.
[0074] The device provided by this embodiment may
be but is not limited to the IRPManager.
[0075] Any function of the IRPManager in the embod-
iment corresponding to FIG. 1 and FIG. 2 may be imple-
mented by the device provided by this embodiment.
[0076] Optionally, the configuring unit 31 in this em-
bodiment may specifically invoke a Create Management
Object operation for the IRPAgent, for requesting the
IRPAgent to create an RLF report subscription subcate-
gory of a subnet category or a base station function cat-
egory; and invoke a Set Management Object Attributes
operation for the IRPAgent, for requesting the IRPAgent
to configure an attribute of the created RLF report sub-
scription subcategory to a value of an attribute corre-
sponding to the subscription condition. Optionally, the
obtaining unit 32 in this embodiment may be specifically
adapted to obtain, in a file transfer mechanism, the RLF
report that is sent by the IRPAgent and satisfies the sub-
scription condition.
[0077] Optionally, the configuring unit 31 in this em-
bodiment may further specifically invoke a Subscribe Log
operation for the IRPAgent, for subscribing to the RLF
report from the IRPAgent, and configure a filter condition
of the Subscribe Log operation to the subscription con-
dition. Optionally, the obtaining unit 32 in this embodi-
ment may be specifically further adapted to obtain, in a
notification log mechanism, the RLF report that is sent

by the IRPAgent and satisfies the subscription condition.
[0078] Optionally, the configuring unit 31 in this em-
bodiment may specifically further invoke an Activate Sig-
naling Trace Job (activateTraceJob) operation from a sig-
naling trace job integration reference point (Trace IRP)
for the IRPAgent, for requesting the IRPAgent to gener-
ate a signaling trace job, where the job type of the sign-
aling trace job is RLF reporting only, and an input param-
eter of the Activate Signaling Trace Job operation is a
value of an attribute corresponding to the subscription
condition. The operation invoked by the IRPManager
may be specifically an Activate Signaling Trace Job op-
eration of the signaling trace job, where the signaling
trace job is a management object of the IRPManager.
Optionally, the obtaining unit 32 in this embodiment may
be specifically further adapted to obtain, in a trace result
reporting mechanism of a signaling trace job or a trace
result reporting mechanism of an MDT job, the RLF report
that is sent by the IRPAgent and satisfies the subscription
condition.
[0079] The attribute corresponding to the subscription
condition configured by the configuring unit 31 may in-
clude at least one of the following:

area scope;
time duration;
RLF occurrence frequency;
UE measurement item threshold;
job identifier information of a Trace job or an MDT
job in which an RLF occurs; and
identifier information of a UE in a Trace job or an
MDT job in which an RLF occurs.

[0080] The attributes and subscription conditions cor-
responding to the attributes are not further described
herein. For examples thereof, reference may be made
to the related content in the embodiment corresponding
to FIG. 1.
[0081] In the device provided by this embodiment, a
configuring unit configures a subscription condition for
an RLF report, for an IRPAgent, so that an obtaining unit
can obtain an RLF report that is sent by the IRPAgent
and satisfies the subscription condition, which can avoid
the case in the prior art that a base station sends an RLF
report obtained from a UE, to an IRPManager through
an IRPAgent in a best-effort mode, thereby decreasing
the load of information transferred between the IRPMan-
ager and the IRPAgent. Moreover, because the RLF re-
port subscription is oriented to a specific management
application, the IRPManager does not need to process
redundant and useless RLF reports, thereby reducing
the processing load of the IRPManager.
[0082] FIG. 4 is a schematic structural diagram of a
device according to another embodiment of the present
invention. As shown in FIG. 4, the device in this embod-
iment may include a configuring unit 41, an obtaining unit
42, and a sending unit 43. The configuring unit 41 is
adapted to configure a subscription condition for an RLF
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report subscribed to by an IRPManager; the obtaining
unit 42 is adapted to obtain, according to the subscription
condition configured by the configuring unit 41, an RLF
report that satisfies the subscription condition; and the
sending unit 43 is adapted to send the RLF report that
satisfies the subscription condition and is obtained by the
obtaining unit 42 to the IRPManager.
[0083] The device provided by this embodiment may
be but is not limited to the IRPAgent.
[0084] Any function of the IRPAgent in the embodiment
corresponding to FIG. 1 and FIG. 2 may be implemented
by the device provided by this embodiment.
[0085] Optionally, the configuring unit 41 in this em-
bodiment may specifically create an RLF report subscrip-
tion subcategory of a subnet category or a base station
function category according to a Create Management
Object operation invoked by the IRPManager; and con-
figure, according to a Set Management Object Attributes
operation invoked by the IRPManager, an attribute of the
created RLF report subscription subcategory to a value
of an attribute corresponding to the subscription condi-
tion. Optionally, the sending unit 43 in this embodiment
may be specifically adapted to send, in a file transfer
mechanism, the RLF report that satisfies the subscription
condition to the IRPManager.
[0086] Optionally, the configuring unit 41 in this em-
bodiment may further specifically subscribe to the RLF
report for the IRPManager according to a Subscribe Log
operation invoked by the IRPManager, and configure a
filter condition of the Subscribe Log operation to the sub-
scription condition. Optionally, the sending unit 43 in this
embodiment may be specifically adapted to send, in a
notification log mechanism, the RLF report that satisfies
the subscription condition to the IRPManager.
[0087] Optionally, the configuring unit 41 in this em-
bodiment may be specifically further adapted to generate
a signaling trace job according to an Activate Signaling
Trace Job (activateTraceJob) operation invoked by the
IRPManager, where the job type of the signaling trace
job is RLF reporting only, and configure an input param-
eter of the Activate Signaling Trace Job operation to a
value of an attribute corresponding to the subscription
condition. Optionally, the sending unit 43 in this embod-
iment may be specifically further adapted to send, in a
trace result reporting mechanism of a signaling trace job
or a trace result reporting mechanism of an MDT job, the
RLF report that satisfies the subscription condition to the
IRPManager.
[0088] The attribute corresponding to the subscription
condition configured by the configuring unit may include
at least one of the following:

area scope;
time duration;
RLF occurrence frequency;
UE measurement item threshold;
job identifier information of a Trace job or a minimized
drive test MDT job in which an RLF occurs; and

identifier information of a UE in a Trace job or an
MDT job in which an RLF occurs.

[0089] The attributes and subscription conditions cor-
responding to the attributes are not further described
herein. For examples thereof, reference may be made
to the related content in the embodiment corresponding
to FIG. 1.
[0090] Specifically, the obtaining unit 42 in this embod-
iment may specifically query, according to the subscrip-
tion condition, obtained RLF reports sent by a base sta-
tion in an administrative domain of the device, and obtain
the RLF report that satisfies the subscription condition;
or subscribe, according to the subscription condition,
from a base station that satisfies the subscription condi-
tion in an administrative domain of the device, and obtain
the RLF report that satisfies the subscription condition.
[0091] In the device provided by this embodiment, a
configuring unit configures a subscription condition for
an RLF report subscribed to by an IRPManager, so that
an obtaining unit can obtain, according to the subscription
condition, an RLF report that satisfies the subscription
condition, and a sending unit sends the RLF report to the
IRPManager, which can avoid the case in the prior art
that a base station sends an RLF report obtained from a
UE, to an IRPManager through an IRPAgent in a best-
effort mode, thereby decreasing the load of information
transferred between the IRPManager and the IRPAgent.
Moreover, because the RLF report subscription is orient-
ed to a specific management application, the IRPMan-
ager does not need to process redundant and useless
RLF reports, thereby reducing the processing load of the
IRPManager.
[0092] It may be clearly learned by persons skilled in
the art that, to achieve the purpose of convenient and
brief description, for a detailed working process of the
foregoing devices and units, reference may be made to
the corresponding process in the foregoing method em-
bodiments, which is not described herein again.
[0093] In the several embodiments provided in this ap-
plication, it should be understood that the disclosed sys-
tem, device, and method may be implemented in other
manners. For example, the foregoing described device
embodiments are merely exemplary. For example, the
unit division is merely a logical function division and may
be other divisions in actual implementation. For example,
multiple units or components can be combined or inte-
grated into another system, or some features can be ig-
nored or not performed. In addition, the displayed or dis-
cussed mutual couplings or direct couplings or commu-
nication connections may be implemented through some
interfaces. The indirect couplings or communication con-
nections between the devices or units may be implement-
ed in electronic, mechanical or other forms.
[0094] The units described as separate parts may or
may not be physically separate, and parts displayed as
units may or may not be physical units, that is, may be
located in one position, or may be distributed on a plurality
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of network units. A part or all of the units may be selected
according to actual needs to achieve the objectives of
the solutions of the embodiments.
[0095] In addition, functional units in the embodiments
of the present invention may be integrated into one
processing unit, or each of the units may exist alone phys-
ically, or two or more units are integrated into one unit.
The integrated unit may be implemented through hard-
ware, or may be implemented in a form of hardware plus
a software functional module.
[0096] The integrated unit implemented in the form of
software functional unit may be stored in a computer
readable storage medium. The software functional unit
is stored in a storage medium, and contains several in-
structions used to instruct computer equipment (for ex-
ample, a personal computer, a server, or network equip-
ment) to perform a part of the steps of the methods ac-
cording to the embodiments of the present invention. The
foregoing storage medium includes: any medium that can
store program codes, such as a USB flash disk, a remov-
able hard disk, a read-only memory (Read-Only Memory,
ROM for short), a random access memory (Random Ac-
cess Memory, RAM for short), a magnetic disk, or an
optical disk.
[0097] Finally, it should be noted that the foregoing em-
bodiments are merely intended for describing the tech-
nical solutions of the present invention rather than limiting
the present invention. Although the present invention is
described in detail with reference to the foregoing em-
bodiments, persons of ordinary skill in the art should un-
derstand that they may still make modifications to the
technical solutions described in the foregoing embodi-
ments, or make equivalent replacements to some tech-
nical features thereof as long as such modifications and
replacements do not cause the essence of the corre-
sponding technical solutions to depart from the scope of
the technical solutions of the embodiments of the present
invention.

Claims

1. A method for subscribing to a radio link failure RLF
report, comprising:

configuring, by an integration reference point
manager IRPManager, a subscription condition
for an RLF report, for an integration reference
point agent IRPAgent; and
obtaining, by the IRPManager, the RLF report
that is sent by the IRPAgent and satisfies the
subscription condition.

2. The method according to claim 1, wherein the con-
figuring, by the IRPManager, the subscription con-
dition for the RLF report, for the IRPAgent comprises:

invoking, by the IRPManager, a Create Manage-

ment Object operation for the IRPAgent, for re-
questing the IRPAgent to create an RLF report
subscription subcategory of a subnet category
or a base station function category; and
invoking, by the IRPManager, a Set Manage-
ment Object Attributes operation for the IRPA-
gent, for requesting the IRPAgent to configure
an attribute of the created RLF report subscrip-
tion subcategory to a value of an attribute cor-
responding to the subscription condition.

3. The method according to claim 2, wherein a mech-
anism of obtaining, by the IRPManager, the RLF re-
port that is sent by the IRPAgent and satisfies the
subscription condition comprises a file transfer
mechanism.

4. The method according to claim 1, wherein the con-
figuring, by the IRPManager, the subscription con-
dition for the RLF report, for the IRPAgent comprises:

invoking, by the IRPManager, a Subscribe Log
operation for the IRPAgent, for subscribing to
the RLF report from the IRPAgent, wherein a
filter condition of the Subscribe Log operation is
the subscription condition.

5. The method according to claim 4, wherein a mech-
anism of obtaining, by the IRPManager, the RLF re-
port that is sent by the IRPAgent and satisfies the
subscription condition comprises a notification log
mechanism.

6. The method according to claim 1, wherein the con-
figuring, by the IRPManager, the subscription con-
dition for the RLF report, for the IRPAgent comprises:

invoking, by the IRPManager, an Activate Sig-
naling Trace Job operation for the IRPAgent, for
requesting the IRPAgent to generate a signaling
trace job, wherein a job type of the signaling
trace job is RLF reporting only, and an input pa-
rameter of the Activate Signaling Trace Job op-
eration is a value of an attribute corresponding
to the subscription condition.

7. The method according to claim 6, wherein a mech-
anism of obtaining, by the IRPManager, the RLF re-
port that is sent by the IRPAgent and satisfies the
subscription condition comprises a trace result re-
porting mechanism of a signaling trace job or a trace
result reporting mechanism of a minimized drive test
MDT job.

8. The method according to any one of claims 1 to 7,
wherein the attribute corresponding to the subscrip-
tion condition comprises at least one of the following:
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area scope;
time duration;
RLF occurrence frequency;
user equipment UE measurement item thresh-
old;
job identifier information of a signaling trace job
or an MDT job in which an RLF occurs; and
identifier information of a UE in a signaling trace
job or an MDT job in which an RLF occurs.

9. The method according to claim 8, wherein when the
attribute is the area scope, the value of the attribute
comprises at least one of the following: an identifier
of one or more cells, or a tracking area identifier, or
a routing area identifier, or a location area identifier.

10. The method according to claim 8 or 9, wherein the
subscription condition corresponding to the attribute
is: when an RLF occurs on a UE in an area indicated
by the attribute, an RLF report needs to be reported.

11. The method according to claim 8, wherein when the
attribute is the time duration, the attribute is marked
by start time and end time of absolute time, or marked
by start time of absolute time and a duration.

12. The method according to claim 8 or 11, wherein the
subscription condition corresponding to the attribute
is: when an RLF occurs in the time duration indicated
by the attribute, an RLF report needs to be reported.

13. The method according to claim 8, wherein when the
attribute is the RLF occurrence frequency, the at-
tribute is marked by a duration and the amount of
RLF occurrences.

14. The method according to claim 8 or 13, wherein the
subscription condition corresponding to the attribute
is: when an actual RLF occurrence frequency is high-
er than or equal to a frequency indicated by the at-
tribute, an RLF report needs to be reported.

15. The method according to claim 8, wherein when the
attribute is the UE measurement item threshold, a
value of the attribute comprises at least one of the
following: a threshold of cell reference signal re-
ceived power RSRP and a threshold of cell reference
signal received quality RSRQ.

16. The method according to claim 8 or 15, wherein the
subscription condition corresponding to the attribute
is:

when a measured value of a UE measurement
item is non-compliant with a threshold indicated
by the attribute, an RLF report needs to be re-
ported.

17. The method according to claim 8, wherein: when the
attribute is job identifier information of a signaling
trace job or an MDT job in which an RLF occurs, the
subscription condition corresponding to the attribute
is: when an RLF occurs in a signaling trace job or an
MDT job indicated by the attribute, an RLF report
needs to be reported; and/or
when the attribute is identifier information of a UE in
a signaling trace job or an MDT job in which an RLF
occurs, the subscription condition corresponding to
the attribute is: when a UE on which an RLF occurs
is a UE indicated by the attribute, an RLF report
needs to be reported.

18. The method according to claim 8 or 17, wherein:

the job identifier information is a trace reference
value TR; and/or
the identifier information of the UE comprises a
combination of a TR and a trace recording ses-
sion reference value TRSR, or comprises a com-
bination of a TR, a TRSR, and a cell identifier.

19. A method for subscribing to a radio link failure RLF
report, comprising:

configuring, by an integration reference point
agent IRPAgent, a subscription condition for an
RLF report subscribed to by an integration ref-
erence point manager IRPManager;
obtaining, by the IRPAgent according to the sub-
scription condition, an RLF report that satisfies
the subscription condition; and
sending, by the IRPAgent, the RLF report that
satisfies the subscription condition to the IRP-
Manager.

20. The method according to claim 19, wherein the con-
figuring, by the IRPAgent, the subscription condition
for the RLF report subscribed to by the IRPManager
comprises:

creating, by the IRPAgent according to a Create
Management Object operation invoked by the
IRPManager, an RLF report subscription sub-
category of a subnet category or a base station
function category; and
configuring, by the IRPAgent according to a Set
Management Object Attributes operation in-
voked by the IRPManager, an attribute of the
created RLF report subscription subcategory to
a value of an attribute corresponding to the sub-
scription condition.

21. The method according to claim 19, wherein the con-
figuring, by the IRPAgent, the subscription condition
for the RLF report subscribed to by the IRPManager
comprises:
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subscribing, by the IRPAgent, to the RLF report
for the IRPManager according to a Subscribe
Log operation invoked by the IRPManager, and
configuring a filter condition of the Subscribe Log
operation to the subscription condition.

22. The method according to claim 19, wherein the con-
figuring, by the IRPAgent, the subscription condition
for the RLF report subscribed to by the IRPManager
comprises:

generating, by the IRPAgent a signaling trace
job according to an Activate Signaling Trace Job
operation invoked by the IRPManager, wherein
a job type of the signaling trace job is RLF re-
porting only, and configuring a value of an at-
tribute corresponding to the subscription condi-
tion as an input parameter of the Activate Sign-
aling Trace Job operation.

23. The method according to claim 19, wherein the ob-
taining, by the IRPAgent according to the subscrip-
tion condition, an RLF report that satisfies the sub-
scription condition comprises:

querying, by the IRPAgent according to the sub-
scription condition, an obtained RLF report sent
by a base station in an administrative domain of
the IRPAgent and obtaining the RLF report that
satisfies the subscription condition; or
subscribing, by the IRPAgent according to the
subscription condition, from a base station that
satisfies the subscription condition in an admin-
istrative domain of the IRPAgent, and obtaining
the RLF report that satisfies the subscription
condition.

24. The method according to claim 20 or 23, wherein a
mechanism of sending, by the IRPAgent the RLF
report that satisfies the subscription condition to the
IRPManager comprises a file transfer mechanism.

25. The method according to claim 21 or 23, wherein a
mechanism of sending, by the IRPAgent, the RLF
report that satisfies the subscription condition to the
IRPManager comprises a notification log mecha-
nism.

26. The method according to claim 22 or 23, wherein a
mechanism of sending, by the IRPAgent, the RLF
report that satisfies the subscription condition to the
IRPManager comprises a trace result reporting
mechanism of a signaling trace job or a trace result
reporting mechanism of a minimized drive test MDT
job.

27. The method according to any one of claims 19 to 26,
wherein the attribute corresponding to the subscrip-

tion condition comprises at least one of the following:

area scope;
time duration;
RLF occurrence frequency;
user equipment UE measurement item thresh-
old;
job identifier information of a signaling trace job
or an MDT job in which an RLF occurs; and
identifier information of a UE in a signaling trace
job or an MDT job in which an RLF occurs.

28. The method according to claim 27, wherein a value
of the attribute comprises any one of the following:

when the attribute is an area scope, a value of
the attribute comprises at least one of the fol-
lowing: an identifier of one or more cells, or a
tracking area identifier, or a routing area identi-
fier, or a location area identifier;
when the attribute is a time duration, the attribute
is marked by start time and end time of absolute
time, or marked by start time of absolute time
and a duration;
when the attribute is an RLF occurrence fre-
quency, the attribute is marked by a duration
and the amount of RLF occurrences; and
when the attribute is a UE measurement item
threshold, a value of the attribute comprises at
least one of the following: a threshold of cell ref-
erence signal received power RSRP and a
threshold of cell reference signal received qual-
ity RSRQ.

29. The method according to claim 28, wherein the sub-
scription condition corresponding to the attribute
comprises any one of the following:

when the attribute is an area scope, the sub-
scription condition corresponding to the attribute
is: when an RLF occurs on a UE in an area in-
dicated by the attribute, an RLF report needs to
be reported;
when the attribute is a time duration, the sub-
scription condition corresponding to the attribute
is: when an RLF occurs in a time duration indi-
cated by the attribute, an RLF report needs to
be reported;
when the attribute is an RLF occurrence fre-
quency, the subscription condition correspond-
ing to the attribute is: when an actual RLF oc-
currence frequency is higher than or equal to a
frequency indicated by the attribute, an RLF re-
port needs to be reported;
when the attribute is a UE measurement item
threshold, the subscription condition corre-
sponding to the attribute is: when a measured
value of a UE measurement item is non-compli-
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ant with a threshold indicated by the attribute,
an RLF report needs to be reported;
when the attribute is job identifier information of
a signaling trace job or an MDT job in which an
RLF occurs, the subscription condition corre-
sponding to the attribute is: when an RLF occurs
in a signaling trace job or an MDT job indicated
by the attribute, an RLF report needs to be re-
ported; and
when the attribute is identifier information of a
UE in a signaling trace job or an MDT job in
which an RLF occurs, the subscription condition
corresponding to the attribute is: when a UE on
which an RLF occurs is a UE indicated by the
attribute, an RLF report needs to be reported.

30. A device, comprising:

a configuring unit, adapted to configure a sub-
scription condition for a radio link failure RLF
report, for an integration reference point agent
IRPAgent; and
an obtaining unit, adapted to obtain an RLF re-
port that is sent by the IRPAgent and satisfies
the subscription condition configured by the con-
figuring unit.

31. The device according to claim 30, wherein the con-
figuring unit is specifically adapted to:

invoke a Create Management Object operation
for the IRPAgent, for requesting the IRPAgent
to create an RLF report subscription subcatego-
ry of a subnet category or a base station function
category; and invoke a Set Management Object
Attributes operation for the IRPAgent, for re-
questing the IRPAgent to configure an attribute
of the created RLF report subscription subcate-
gory to a value of an attribute corresponding to
the subscription condition.

32. The device according to claim 31, wherein the ob-
taining unit is specifically adapted to:

obtain, in a file transfer mechanism, the RLF re-
port that is sent by the IRPAgent and satisfies
the subscription condition.

33. The device according to claim 30, wherein the con-
figuring unit is specifically adapted to:

invoke a Subscribe Log operation for the IRPA-
gent, for subscribing to the RLF report from the
IRPAgent, and configure a filter condition of the
Subscribe Log operation to the subscription con-
dition.

34. The device according to claim 33, wherein the ob-

taining unit is specifically adapted to:

obtain, in a notification log mechanism, the RLF
report that is sent by the IRPAgent and satisfies
the subscription condition.

35. The device according to claim 30, wherein the con-
figuring unit is specifically adapted to:

invoke an Activate Signaling Trace Job opera-
tion for the IRPAgent, for requesting the IRPA-
gent to generate a signaling trace job, wherein
a job type of the signaling trace job is RLF re-
porting only, and an input parameter of the Ac-
tivate Signaling Trace Job operation is a value
of an attribute corresponding to the subscription
condition.

36. The device according to claim 35, wherein the ob-
taining unit is specifically adapted to:

obtain, in a trace result reporting mechanism of
a signaling trace job or a trace result reporting
mechanism of a minimized drive test MDT job,
the RLF report that is sent by the IRPAgent and
satisfies the subscription condition.

37. The device according to any one of claims 30 to 36,
wherein the attribute corresponding to the subscrip-
tion condition and configured by the configuring unit
comprises at least one of the following:

area scope;
time duration;
RLF occurrence frequency;
user equipment UE measurement item thresh-
old;
job identifier information of a signaling trace job
or an MDT job in which an RLF occurs; and
identifier information of a UE in a signaling trace
job or an MDT job in which an RLF occurs.

38. The device according to any one of claims 30 to 37,
wherein the device is an integration reference point
manager IRPManager.

39. A device, comprising:

a configuring unit, adapted to configure a sub-
scription condition for a radio link failure RLF
report subscribed to by an integration reference
point manager IRPManager;
an obtaining unit, adapted to obtain, according
to the subscription condition configured by the
configuring unit, an RLF report that satisfies the
subscription condition; and
a sending unit, adapted to send the RLF report
that satisfies the subscription condition and is
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obtained by the obtaining unit to the IRPManag-
er.

40. The device according to claim 39, wherein the con-
figuring unit is specifically adapted to:

create an RLF report subscription subcategory
of a subnet category or a base station function
category according to a Create Management
Object operation invoked by the IRPManager;
and configure an attribute of the created RLF
report subscription subcategory to a value of an
attribute corresponding to the subscription con-
dition.

41. The device according to claim 39, wherein the con-
figuring unit is specifically adapted to:

subscribe to the RLF report for the IRPManager
according to a Subscribe Log operation invoked
by the IRPManager, and configure a filter con-
dition of the Subscribe Log operation to the sub-
scription condition.

42. The device according to claim 39, wherein the con-
figuring unit is specifically adapted to:

generate a signaling trace job according to an
Activate Signaling Trace Job operation invoked
by the IRPManager, wherein a job type of the
signaling trace job is RLF reporting only, and
configure a value of an attribute corresponding
to the subscription condition as an input param-
eter of the Activate Signaling Trace Job opera-
tion.

43. The device according to claim 39, wherein the ob-
taining unit is specifically adapted to:

query, according to the subscription condition,
an obtained RLF report sent by a base station
in an administrative domain of the device, and
obtain the RLF report that satisfies the subscrip-
tion condition; or
subscribe, according to the subscription condi-
tion, from a base station that satisfies the sub-
scription condition in an administrative domain
of the device, and obtain the RLF report that
satisfies the subscription condition.

44. The device according to claim 40 or 43, wherein the
sending unit is specifically adapted to:

send, in a file transfer mechanism, the RLF re-
port that satisfies the subscription condition to
the IRPManager.

45. The device according to claim 41 or 43, wherein the

sending unit is specifically adapted to:

send, in a notification log mechanism, the RLF
report that satisfies the subscription condition to
the IRPManager.

46. The device according to claim 42 or 43, wherein the
sending unit is specifically adapted to:

send, in a trace result reporting mechanism of
a signaling trace job or a trace result reporting
mechanism of a minimized drive test MDT job,
the RLF report that satisfies the subscription
condition to the IRPManager.

47. The device according to any one of claims 39 to 46,
wherein the attribute corresponding to the subscrip-
tion condition and configured by the configuring unit
comprises at least one of the following:

area scope;
time duration;
RLF occurrence frequency;
user equipment UE measurement item thresh-
old;
job identifier information of a signaling trace job
or an MDT job in which an RLF occurs; and
identifier information of a UE in a signaling trace
job or an MDT job in which an RLF occurs.

48. The device according to any one of claims 39 to 47,
wherein the device is an integration reference point
agent IRPAgent.
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