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Description

[0001] The present invention relates to a wall-mounted
drum type washing machine, and more particularly, to a
wall-mounted drum type washing machine that may be
installed on a wall surface, that includes a detergent box
and a conditioner box which extend directly into a tub,
and that may prevent a washing operation from starting
when the detergent box and the conditioner box are mis-
assembled (see US-A-5 421 175).
[0002] In a general wall-mounted drum type washing
machine, a washing drum driven by a forward/reverse
motor is built in a washing tub integrated with an instal-
lation plate, and a water supply pipe and a drain pipe
provided with a solenoid valve may be placed in the wash-
ing tub.
[0003] The washing tub includes a water level sensor
capable of sensing a water level, a hot air blower to supply
hot air to the washing tub, an air blower to discharge air
in the washing tub, manipulation buttons for selecting
washing, spin-drying, rising, and drying operations, and
a control panel to control the respective units.
[0004] The forward/reverse motor to drive the washing
drum and the hot air blower to supply hot air to the wash-
ing tub are installed over the installation plate, and the
water level sensor and an air discharge pipe communi-
cating with the bottom of the washing tub and having an
upper end coupled to the air blower are installed at the
rear side of the installation plate.
[0005] A plurality of silicone anti-vibration rubbers each
having a bolt in different sides thereof are fixed to the
front side of the installation plate and coupled to anti-
vibration rubber receiving grooves of an intermediate
case having a washing tub insertion hole, a forward/re-
verse motor insertion hole, and a hot air blower insertion
hole formed therein.
[0006] A ring rim having the same diameter as the
washing tub is formed at the front side of the intermediate
case, and the intermediate case is coupled to a front case
through stay bolts. The front case is opened/closed by a
door having tempered glass coupled to the inside of a
frame, and has an input hole containing a silicone packing
material.
[0007] A rear case having a ring formed in the upper
and lower portions thereof is fixed to and/or through the
front side of the intermediate case, and the ring is coupled
to a bracket having an insertion piece that protrudes be-
tween the fixing pieces that are fixed to the wall.
[0008] The related art of the present invention is dis-
closed in Utility Model Registration Notification No.
20-0305578 published on February 26, 2003 and titled
"Wall-Mounted Small Drum type washing machine".
[0009] US 5 421 175 A refers to a stocking washing
machine includes a housing which has an access door
and an axle hole at two opposite sides, a water intake
port and a detergent dispenser at the top, a water drain
port at the bottom; a drum received inside the housing
and having a drum shaft extended out of the housing

through the axle hole; a motor cover covered on the hous-
ing over the axle hole; a control panel mounted on the
motor cover and consisted of a timer switch and a power
indicator lamp, a motor drive controlled by the timer
switch to turn the drum shaft causing the drum to rotate
on its own axis, a drain control shutter controlled by a
drain control switch to open and close the drain port.
[0010] The general wall-mounted drum type washing
machine is reduced in size so as to be mounted on a wall
surface. However, the conventional wall-mounted drum
type washing machine may not include a separate de-
tergent box and a separate conditioner box. Thus, a user
must open a door to add detergent and fabric conditioner
manually to the tub, and may have difficulties in deter-
mining when to put in the fabric conditioner.
[0011] Furthermore, since the general wall-mounted
drum type washing machine does not include a separate
detergent box and a separate conditioner box, a user
must add detergent and fabric conditioner to the tub man-
ually, and it is possible to mistakenly add detergent or
fabric conditioner at the wrong time. Thus, a washing
operation may be not smoothly performed.
[0012] Thus, there is a demand for a structure capable
of solving such problems.
[0013] The present invention is conceived to solve
such problems of the related art, and an aspect of the
invention is to provide a wall-mounted drum type washing
machine that may be installed on a wall surface, and that
includes a detergent box and a conditioner box which are
directly coupled to a tub.
[0014] Another aspect of the invention is to provide a
wall-mounted drum type washing machine that may pre-
vent a washing operation from starting when the deter-
gent box and conditioner box are misassembled.
[0015] According to the present invention, a wall-
mounted drum type washing machine in accordance with
claim 1 is provided.
[0016] The front panel has a first insertion hole config-
ured to receive the detergent box, and the first insertion
hole has a water supply hole connected to a water supply
pipe.
[0017] The detergent box includes: a first housing con-
figured to be inserted into the first insertion hole; and a
rotatable first handle connected to the first housing and
detachably coupled to the front panel.
[0018] The first housing may have a drain hole therein.
[0019] The drain hole may have a backflow prevention
protrusion configured to prevent wash water from flowing
backward.
[0020] The first insertion hole may have a first step
therein configured to prevent wash water from entering
a gap between the first housing and the first insertion
hole.
[0021] The first housing may have a first induction pan-
el at a rear surface thereof, the first induction panel having
a smaller height than side surfaces of the first housing,
wherein wash water overflowing from the first housing is
supplied to the tub.
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[0022] The front panel may have a second insertion
hole therein, and the wall-mounted drum type washing
machine further comprises a detachable conditioner box
configured to be inserted through the cover portion and
into the second insertion hole.
[0023] The conditioner box may include: a second
housing configured to be inserted into the second inser-
tion hole and having a siphon therein; and a rotatable
second handle connected to the second housing and de-
tachably coupled to the front panel.
[0024] The second housing may have a bottom surface
inclined toward the siphon.
[0025] The siphon may include: a discharge pipe pro-
truding upward from the bottom surface of the second
housing; and a cap covering an upper portion of the dis-
charge pipe, at an interval from the discharge pipe.
[0026] The second housing may have a second induc-
tion panel at a rear surface thereof, the second induction
panel having a smaller height than side surfaces of the
second housing, wherein wash water overflowing from
the second housing portion is supplied to the tub.
[0027] The wall-mounted drum type washing machine
may further include: a detachable conditioner box con-
figured to be inserted through the cover unit and into the
front panel; and a misassembling prevention unit config-
ured to prevent the detergent box and the conditioner
box from being inserted into an incorrect insertion hole.
[0028] The front panel may include: a first insertion
hole configured to receive the detergent box and a sec-
ond insertion hole configured to receive the conditioner
box.
[0029] The detergent box includes: a first housing con-
figured to be inserted into the first insertion hole; and a
rotatable first handle, connected to the first housing and
detachably coupled to the front panel.
[0030] The first handle may have a first lock formed
therein, and a first stopper is formed in a first through-
hole of the cover unit, into which the first handle is insert-
ed, and restricts rotation of the first lock.
[0031] The conditioner box may include: a second
housing configured to be inserted into the second inser-
tion hole and having a siphon therein; and a rotatable
second handle connected to the second housing and de-
tachably coupled to the front panel.
[0032] The second handle may have a second lock
portion, and a second stopper is formed in a second
through-hole of the cover unit, into which the second han-
dle is inserted, and restricts rotation of the second lock
portion.
[0033] The misassembling prevention unit may be
formed in a first blocking panel formed at one side of a
first water supply hole formed in the first insertion hole
and comprises a blocking portion is configured to inter-
fere with the siphon.
[0034] The wall-mounted drum type washing machine
may further include: a door on the front panel having
sensing grooves configured to receive the first and sec-
ond handles.

[0035] In accordance with embodiments of the present
invention, since the detergent box and the conditioner
box are installed to be connected to the inside of the tub,
a separate structure for supporting the detergent box and
the conditioner box is not needed. Therefore, detergent
and fabric conditioner may be conveniently added, and
the number of parts in the washing machine may be re-
duced.
[0036] Furthermore, since wash water supplied to the
tub through the detergent box and the conditioner box
may be prevented from flowing backward, it is possible
to prevent a malfunction caused by rapid supply of wash
water.
[0037] Furthermore, the wall-mounted drum type
washing machine may prevent wash water from remain-
ing in the detergent box and the conditioner box. Thus,
the drum type washing machine may be cleanly main-
tained after a washing operation ends.
[0038] Furthermore, the detergent box includes a first
housing inserted into a first insertion hole and a rotatable
first handle connected to the first housing portion and
detachably coupled to the front panel. Thus, detergent
may be directly added into the tub through the first inser-
tion hole.
[0039] Furthermore, since the first housing portion has
a drain hole, it is possible to prevent detergent from re-
maining in the first housing.
[0040] Furthermore, since the drain hole has a back-
flow prevention protrusion formed to prevent wash water
from flowing backward, it is possible to prevent wash wa-
ter from flowing between the first insertion hole and the
first housing.
[0041] Furthermore, the first insertion hole may have
a first step therein configured to prevent wash water from
entering a gap between the first housing and the first
insertion hole. Thus, it is possible to effectively prevent
wash water from flowing between the first insertion hole
and the first housing.
[0042] Furthermore, the first housing may have a first
induction panel at the rear surface thereof and having a
smaller height than side surfaces of the first housing.
Thus, when wash water supplied to the first housing por-
tion overflows, the overflowing wash water is supplied to
the tub. Thus, it is possible to prevent wash water from
leaking to the side of the first housing.
[0043] Furthermore, the conditioner box includes a
second housing portion configured to be inserted into the
second insertion hole and that may have a siphon therein
and a rotatable second handle connected to the second
housing and detachably coupled to the front panel. Thus,
fabric conditioner may be directly added to the tub.
[0044] The bottom surface of the second housing may
be inclined to the siphon. Thus, it is possible to prevent
fabric conditioner from remaining in the second housing.
[0045] Furthermore, the second housing may have a
second induction panel at the rear surface thereof, having
a smaller height than side surfaces of the second hous-
ing. Thus, when wash water supplied to the second hous-
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ing overflows, the overflowing wash water is supplied to
the tub. Thus, it is possible to prevent wash water from
leaking to the side of the second housing.
[0046] Furthermore, the present wall-mounted drum
type washing machine may prevent the detergent box
and the conditioner box from being switched and incor-
rectly inserted into the washing machine, and prevent
the door from being closed when the detergent box or
the conditioner box is not locked. Thus, it is possible to
prevent a malfunction and damage caused by a user’s
mistake.
[0047] Furthermore, since the detergent box and the
conditioner box cannot be switched and incorrectly in-
serted into the washing machine, it is possible to prevent
a user’s mistake of switching and inserting the detergent
box and the conditioner box into the wrong insertion
holes.
[0048] Furthermore, the first handle may have a first
lock therein, and a first stopper may be formed in the first
through-hole of the cover unit into which the first handle
is inserted. The first stopper is configured to restrict ro-
tation of the first lock. Thus, the first housing may not be
easily removed from the front panel.
[0049] Furthermore, the second handle may have a
second lock, and a second stopper may be formed in the
second through-hole of the cover unit into which the sec-
ond handle is inserted. The second stopper is configured
to restrict rotation of the second lock. Thus, the second
housing may not be easily removed from the front panel.
[0050] Furthermore, the misassembling prevention
unit may be in the first blocking panel formed at one side
of the first water supply hole in, on or above the first in-
sertion hole and may include a blocking portion that in-
terferes with the siphon. Thus, it is possible to prevent
the detergent box and the conditioner box from being
switched and inserted into the wrong insertion holes.

FIG. 1 is a perspective view of an exemplary wall-
mounted drum type washing machine in accordance
with one or more embodiments of the present inven-
tion;
FIG. 2 is an exploded perspective view of the exem-
plary wall-mounted drum type washing machine in
accordance with embodiment(s) of the present in-
vention;
FIG. 3 is an exploded perspective view of an exem-
plary front panel mounting structure for a wall-mount-
ed drum type washing machine in accordance with
embodiment(s) of the present invention;
FIG. 4 is an exploded perspective view of an exem-
plary gasket and heater mounting structure for a wall-
mounted drum type washing machine in accordance
with embodiment(s) of the present invention;
FIG. 5 is a perspective view of an exemplary bracket
for a wall-mounted drum type washing machine;
FIG. 6 is a perspective view illustrating an exemplary
tub, an exemplary front panel, and the exemplary
gasket mounting structure for a wall-mounted drum

type washing machine;
FIG. 7 is a rear perspective view of the exemplary
tub for the wall-mounted drum type washing ma-
chine;
FIG. 8 is an exploded perspective view of an exem-
plary water supply device for a wall-mounted drum
type washing machine;
FIG. 9 is a rear perspective view of an exemplary
connection portion for a wall-mounted drum type
washing machine;
FIG. 10 is a perspective view of the exemplary front
panel for a wall-mounted drum type washing ma-
chine;
FIG. 11 is a cross-sectional view of the exemplary
tub, front panel, and gasket mounting structure for a
wall-mounted drum type washing machine;
FIG. 12 is a cross-sectional view of the exemplary
wall-mounted drum type washing machine;
FIG. 13 is a perspective view of an exemplary drain
device mounting structure for a wall-mounted drum
type washing machine;
FIG. 14 is an exploded perspective view of the ex-
emplary drain device mounting structure for a wall-
mounted drum type washing machine;
FIG. 15 is an exploded perspective view of the ex-
emplary drain device for a wall-mounted drum type
washing machine;
FIG. 16 is a side cross-sectional view illustrating an
assembled drain device for a wall-mounted drum
type washing machine is assembled;
FIG. 17 is a plan cross-sectional view of the exem-
plary drain device;
FIG. 18 is a diagram illustrating an example in which
the exemplary wall-mounted drum type washing ma-
chine is installed or mounted on the wall surface;
FIG. 19 is a diagram illustrating a modified example
in which the exemplary wall-mounted drum type
washing machine is installed or mounted on the wall
surface;
FIG. 20 is an exploded perspective view of an ex-
emplary gasket mounting structure for a wall-mount-
ed drum type washing machine;
FIG. 21 is a cross-sectional view of the exemplary
gasket mounting structure for a wall-mounted drum
type washing machine;
FIG. 22 is a cross-sectional view illustrating an ex-
emplary protrusion body added to the exemplary
gasket for a wall-mounted drum type washing ma-
chine;
FIG. 23 is a cross-sectional view illustrating an ex-
emplary ring spring added to the exemplary gasket
for the wall-mounted drum type washing machine;
FIG. 24 is a perspective view of an exemplary wall-
mounted drum type washing machine;
FIG. 25 is a rear perspective view of the exemplary
wall-mounted drum type washing machine
FIG. 26 is an exploded perspective view of the ex-
emplary wall-mounted drum type washing machine
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FIG. 27 is a rear view of the exemplary wall-mounted
drum type washing machine;
FIG. 28 is a cross-sectional view of the exemplary
wall-mounted drum type washing machine in accord-
ance with the additional embodiment(s) of the
present invention;
FIG. 29 is an operation state diagram illustrating an
exemplary elastic assembling unit of the wall-mount-
ed drum type washing machine in accordance with
the additional embodiment(s) of the present inven-
tion;
FIG. 30 is an expanded view of portion A illustrated
in FIG. 28;
FIG. 31 is a cross-sectional view of an exemplary
mounting structure for a wall-mounted drum type
washing machine in accordance with the additional
embodiment(s) of the present invention;
FIG. 32 is a perspective view of an exemplary front
panel mounting structure for a wall-mounted drum
type washing machine in accordance with the addi-
tional embodiment(s) of the present invention;
FIG. 33 is a perspective view of an exemplary water
level sensor mounting structure and an exemplary
drain unit for a wall-mounted drum type washing ma-
chine in accordance with the additional embodi-
ment(s) of the present invention;
FIG. 34 is a cross-sectional view of the exemplary
drain unit for a wall-mounted drum type washing ma-
chine in accordance with the additional embodi-
ment(s) of the present invention;
FIG. 35 is a rear view of the exemplary rear panel
for a wall-mounted drum type washing machine in
accordance with the additional embodiment(s) of the
present invention;
FIG. 36 is a perspective view illustrating a state in
which the exemplary door for the exemplary wall-
mounted drum type washing machine;
FIG. 37 is an exploded view of an exemplary box
unit mounting structure for a wall-mounted drum type
washing machine;
FIG. 38 is a cross-sectional view of an exemplary
connection structure between guide protrusions and
guide grooves in an exemplary wall-mounted drum
type washing machine;
FIG. 39 is a perspective view illustrating an exem-
plary bypass unit for a wall-mounted drum type
washing machine;
FIG. 40 is a perspective view of the exemplary front
panel provided with the exemplary bypass unit for a
wall-mounted drum type washing machine;
FIG. 41 is a cross-sectional view of an exemplary
detergent box mounting structure for a wall-mounted
drum type washing machine;
FIG. 42 is a cross-sectional view of an exemplary
conditioner box mounting structure for a wall-mount-
ed drum type washing machine;
FIG. 43 is an exploded perspective view of the ex-
emplary detergent box mounting structure for the

wall-mounted drum type washing machine;
FIG. 44 is an exploded perspective view of the ex-
emplary conditioner box mounting structure for the
wall-mounted drum type washing machine;
FIG. 45 is an expanded cross-sectional view of the
exemplary detergent box mounting structure for the
wall-mounted drum type washing machine;
FIG. 46 is an expanded cross-sectional view of the
exemplary conditioner box mounting structure for the
wall-mounted drum type washing machine;
FIG. 47 is a diagram illustrating an exemplary mis-
assembling prevention unit for a wall-mounted drum
type washing machine;
FIG. 48 is a cross-sectional view of an exemplary
overflow prevention unit for a wall-mounted drum
type washing machine;
FIG. 49 is a front perspective view illustrating an ex-
emplary drum for a wall-mounted drum type washing
machine;
FIG. 50 is a rear perspective view illustrating the ex-
emplary drum for a wall-mounted drum type washing
machine; and
FIG. 51 is cross-sectional view illustrating the exem-
plary drum for a wall-mounted drum type washing
machine.

[0051] Hereinafter, figures 1 to 4 and 28 to 35 refer to
embodiments of the present invention and figures 5 to
27 and 36 to 51 will be described with reference to ac-
companying drawings. However, ffigures 1 to 4 and 28
to 35 and figures 5 to 27 and 36 to 51 are for illustrative
purposes only and are not intended to limit the scope of
the invention.
[0052] FIG. 1 is a perspective view of an exemplary
wall-mounted drum type washing machine in accordance
with one or more embodiment(s) of the present invention.
FIG. 2 is an exploded perspective view of the exemplary
wall-mounted drum type washing machine in accordance
with embodiment(s) of the present invention. FIG. 3 is an
exploded perspective view of an exemplary front panel
mounting structure for the wall-mounted drum type wash-
ing machine in accordance with embodiment(s) of the
present invention.
[0053] FIG. 4 is an exploded perspective view of an
exemplary gasket and heater mounting structure for the
wall-mounted drum type washing machine in accordance
with embodiment(s) of the present invention. FIG. 5 is a
perspective view of an exemplary bracket for the wall-
mounted drum type washing machine. FIG. 6 is a per-
spective view illustrating an exemplary tub, an exemplary
front panel, and the exemplary gasket mounting structure
for the wall-mounted drum type washing machine.
[0054] FIG. 7 is a rear perspective view of the exem-
plary tub for the wall-mounted drum type washing ma-
chine. FIG. 8 is an exploded perspective view of an ex-
emplary water supply device for the wall-mounted drum
type washing machine. FIG. 9 is a rear perspective view
of an exemplary connection portion for the wall-mounted
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drum type washing machine.
[0055] FIG. 10 is a perspective view of the exemplary
front panel for the wall-mounted drum type washing ma-
chine. FIG. 11 is a cross-sectional view of the exemplary
tub, the exemplary front panel, and the exemplary gasket
mounting structure for the wall-mounted drum type wash-
ing machine. FIG. 12 is a cross-sectional view of the wall-
mounted drum type washing machine.
[0056] Referring to FIGS. 1 to 4, the wall-mounted
drum type washing machine in accordance with embod-
iment(s) of the present invention and figures 5 to 12 in-
cludes a cabinet 110, a tub 130, a drum 156, a water
supply device 150, and a drain device 30, 40, and 50.
The tub 130 is in the cabinet 110 and is configured to
contain water. The drum 156, which is rotatable, is inside
the tub 130. The water supply device 150 serves to supply
wash water into the tub 130, and transports water into
the washing machine through the top surface of the cab-
inet 110. The drain device 30, 40, and 50 serves to dis-
charge the wash water in the tub 130 to the outside.
[0057] When a washing operation is started after laun-
dry is put into the drum 156, wash water is supplied to
the tub 130 by the water supply device 150.
[0058] The water supply device 150 is at the top or
upper surface of the cabinet 110. Therefore, the wash
water is supplied to the tub 130 through the top or upper
surface of the cabinet 110.
[0059] In the conventional wall-mounted drum type
washing machine, the water supply device is connected
to the rear surface of the cabinet. In this example of the
present invention, however, since the water supply de-
vice 150 is connected to the top or upper surface of the
cabinet 110, the cabinet 110 may be installed such that
the rear surface thereof can be attached closely or di-
rectly to a wall surface W. Accordingly, the wall-mounted
drum type washing machine may be easily implemented.
[0060] Referring to FIGS. 7 to 9, 11, and 12, the water
supply device 150 includes a water supply pipe 152 con-
nected between the top or upper surface of the cabinet
110 and the rear surface of the tub 130.
[0061] The water supply pipe 152 extends or protrudes
upward from the top or upper surface of the cabinet 110.
Therefore, when a water supply hose is connected to the
water supply pipe 152, wash water is supplied into the
cabinet 110 through the water supply pipe 152. The wash
water supplied into the cabinet 110 is supplied into the
tub 130 through the rear side of the tub 130.
[0062] The wash water supplied along the water supply
pipe 152 flows onto the outer wall of the drum 156 from
the rear side to the front side of the drum 156, and then
is supplied into the drum 156 through a plurality of holes
in the wall of the drum 156.
[0063] Since the wash water flowing to the outer wall
of the drum 156 washes off foreign matter remaining on
the outer wall of the drum 156, it is possible to prevent
foreign matter such as detergent or lint from remaining
on the outer wall of the drum 156.
[0064] Furthermore, since the wash water flowing to

the outer wall of the drum 156 is supplied into the drum
156 through the holes formed in the outer wall of the drum
156, the wash water may be uniformly supplied to the
entire laundry housed in the drum 156, which makes it
possible to increase wetting efficiency.
[0065] Since the wash water is supplied to the drum
156 while flowing from the rear side to the front side of
the tub 130, all of the laundry housed in the drum 156
may be uniformly wetted at the initial stage of the washing
operation. Therefore, as wetting is uniformly performed,
it is possible to improve the washing efficiency.
[0066] Referring to FIGS. 1 and 2, the cabinet 110 in-
cludes a rear panel 120, a box unit 118, and a cover unit
112. The rear panel 120 is mounted on the wall surface
W and integral with the tub 130. The box unit 118 is de-
tachably coupled to the rear panel 120 and is configured
to surround the tub 130. The cover unit 112 is on the box
unit 118 and has a door 114 provided thereon.
[0067] The rear panel 120 is coupled to the wall surface
W using one or more coupling members 190, and is in-
tegral with the tub 130.
[0068] Since the rear panel 120 mounted on the wall
surface W is integral with the tub 130, a separate damper
or damping spring is not required to support the tub 130,
unlike the conventional wall-mounted washing machine.
Therefore, the number of parts and the size of the wall-
mounted drum type washing machine may be reduced.
[0069] Here, the rear panel 120 serves as a support
member for supporting the tub 130 and a mounting mem-
ber for mounting the cabinet 110 on the wall surface W.
Therefore, the structure of the cabinet 110 is simplified,
and the support structure of the tub 130 is simplified.
[0070] The rear panel 120 has a front side that may
have a circular shape, and the cylindrical tub 130 is in-
tegral with the front surface of the rear panel 120. The
front shape of the rear panel 120 may have another
shape, instead of a circular shape.
[0071] The tub 130 may have a substantially cylindrical
shape, of which the diameter gradually increases toward
the door 114. Accordingly, the wash water supplied into
the tub 130 flows toward the front side of the tub 130 from
the rear side of the tub 130.
[0072] Referring to FIG. 12, a siphon drain unit 50 is
connected to the front portion of the tub 130, and the
wash water remaining in the tub 130 flows toward the
front side of the tub 130 along an inclined surface along
the inner wall of the tub 130. Then, since the wash water
that collects at the front side of the tub 130 is discharged
to the outside through the siphon drain unit 50, it is pos-
sible to prevent the wash water from remaining in the tub
130.
[0073] The box unit 118 has a cylindrical shape of
which front and rear surfaces are opened. The box unit
118 has a larger diameter than the tub 130 and surrounds
the circumferential surface of the tub 130. The rear end
portion of the box unit 118 is detachably coupled to the
rear panel 120 using one or more screws or the like. That
is, the tub 130 is surrounded by the box unit 118 when
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the box unit 118 is coupled to the rear panel 120.
[0074] The cover unit 112 is at the front opening of the
box unit 118. The cover unit 112 has a circular or circular
panel shape (e.g., a circular and/or planar shape), and
includes an opening in the central portion thereof. The
opening is generally covered by the door 114 attached
to the cover unit 112 and exposed by opening the door
114.
[0075] The tub 130 includes a front panel 136 having
a housing hole 136a therein, and the box unit 118 is cou-
pled to the rear panel 120 and surrounds the tub 130.
The cover unit 112 is at the front side of the box unit 118
and covers the front panel 136.
[0076] As such, the front panel 136 is surrounded by
the cover unit 112, the cover unit 112 is reliably fixed
while elastically coupled to the box unit 118, and the box
unit 118 is coupled to the rear panel 120 mounted on the
wall surface W using one or more coupling members or
the like. Therefore, it is possible to support the tub 130
while reducing vibrations from the front portion of the tub
130, without a damper or damping spring to support the
front portion of the tub 130.
[0077] As described above, since the wall-mounted
drum type washing machine is not placed on the ground
but installed and/or mounted on the wall, the exterior
shape of the wall-mounted drum type washing machine
is not limited to a hexahedral shape, but may be changed
to various other shapes. In the present invention, the cab-
inet 110 forming the exterior shape of the wall-mounted
drum type washing machine having a circular shape is
merely an example.
[0078] Referring to FIGS. 3, 6, and 18, the tub 130 is
integrally formed with the rear panel 120 using a process
such as insert and/or injection molding or the like. Fur-
thermore, the rear panel 120 is reliably mounted on the
wall surface W using one or more coupling members 190.
Since the tub 130 is integrally formed with the rear panel
120 which is directly coupled and fixed to the wall surface
W, a damper or damping spring for damping vibrations
may be omitted.
[0079] Furthermore, since the drum 156 in accordance
with embodiment(s) of the present invention may have a
small capacity to house and wash only a relatively small
amount of laundry, vibrations from rotation of the drum
156 may be sufficiently offset by the coupling force from
mounting the rear panel 120 on the wall surface W with
the coupling member(s) 190.
[0080] Accordingly, it is possible to not only suppress
vibrations and noise occurring during the washing oper-
ations of the wall-mounted drum type washing machine,
but also to omit a damper or damping spring for reducing
vibrations and noise as is used in the conventional wall-
mounted drum type washing machine. Therefore, the
weight of the present wall-mounted drum type washing
machine may be reduced.
[0081] Referring to FIGS. 7 and 8, the rear panel 120
may have a mounting groove 122 that forms a space
between the wall surface W and the rear panel 120. The

mounting groove 122 may be concave toward the front
side from the rear-side circumference of the rear panel
120.
[0082] Accordingly, a driving unit 180 may be located
in the space formed by the mounting groove 122 between
the wall surface W and the rear surface of the rear panel
120. Therefore, since the driving unit 180 does not need
a separate space for mounting to the front side of the
rear panel, the distance of the front surface of the present
wall-mounted drum type washing machine from the wall
surface W may be reduced. As a result, it is possible to
reduce the size of the wall-mounted drum type washing
machine.
[0083] Referring to FIG. 9, the water supply pipe 152
extends or protrudes upward from the top or upper sur-
face of the cabinet 110. Specifically, the water supply
pipe 152 is in a connection portion 124 in the circumfer-
ence of the mounting groove 122, on the top or upper
surface of the rear panel 120, and does not interfere with
the box unit 118.
[0084] Therefore, when the water supply device 150
is to be examined, inspected, replaced or repaired, the
box unit 118 does not need to be separated or removed
from the rear panel 120.
[0085] Referring to FIGS. 8 and 12, a water supply
valve 154 is on the connection portion 124 and connected
to the water supply pipe 152, and a cover 128 is detach-
ably mounted on the connection portion 124 to cover the
water supply pipe 152 and the water supply valve 154.
Accordingly, when the cover 128 is removed from the
connection portion 124, the operation of inspecting, re-
placing or repairing the water supply pipe 152 or the water
supply valve 154 may be immediately performed.
[0086] In addition to the water supply pipe 152, a plu-
rality of coupling holes 126 having a pillar shape are on
the top or upper surface of the rear panel 120. One or
more of the coupling holes 126 serves to fix the water
supply valve 154 to the connection portion 124 using a
screw or the like.
[0087] The cover 128 is coupled to a coupling hole
(e.g., coupling hole 126a) using a screw or the like. The
box unit 118 is reliably coupled to the rear panel 120 and
coupled to another coupling hole (e.g., coupling hole
126b) using a screw or the like.
[0088] When the screw or the like coupled to the cou-
pling hole 126 is removed, the cover 128 may be sepa-
rated or removed from the connection portion 124. Fur-
thermore, the water supply valve 154 exposed to the out-
side by the separation or removal of the cover 128 may
be easily separated from the water supply pipe 152.
[0089] When the water supply valve 154 is broken, the
water supply valve 154 may be immediately replaced by
removing or separating the cover 128 from the connec-
tion portion 124 when the box unit 118 is not separated
from the rear panel 120.
[0090] The rear panel 120 and the tub 130 may com-
prise a synthetic resin material. Furthermore, since the
rear panel 120 and the tub 130 may be manufactured by
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insert injection molding, the tub 130 and the rear panel
120 may be simultaneously manufactured by one mold-
ing operation, and the tub 130 and the rear panel 120
are integrated by such a molding process. Accordingly,
it is possible to reduce the time and cost for manufactur-
ing the tub 130 and the rear panel 120.
[0091] Referring to FIGS. 2, 7, and 12, the driving unit
180 that provides power to the drum 156 is at the rear
side of the rear panel 120.
[0092] The driving unit 180 includes a motor 182, a
rotating shaft 184, and a support 186. The motor 182 is
at the rear side of the rear panel 120, or specifically, in
the mounting groove 122. The rotating shaft 184 trans-
mits power from the motor 182, and extends through the
real panel 120. The support 186 connects the rotating
shaft 184 and the drum 156.
[0093] The support 186 may have a tripod shape and
be connected and/or closely attached to the outer wall
of the rear surface of the drum 156. The rotating shaft
184 is coupled to the center of the support 186 so that
the power of the motor 182 is transmitted to the drum
156 through the rotating shaft 184 and the support 186.
[0094] Referring to FIGS. 3 to 5, the tub 130 includes
a receiving groove 132 having a heater 139 therein, and
a slidable bracket 134 configured to support the heater
139 is coupled to or inserted into the receiving groove
132.
[0095] The receiving groove 132 is a flat or concave
part of the bottom or lower surface of the tub 130. The
receiving groove 132 includes a pair of rails 132a into
which the bracket 134 can be slidably inserted.
[0096] The bracket 134 includes a pair of protrusions
134b and an insertion hole 134a. The pair of protrusions
134b are slid along the rails 132a. The insertion hole
134a is formed between the pair of protrusions 134b, and
one end portion of the heater 139 is inserted into the
insertion hole portion 134a.
[0097] Referring to FIGS. 2 to 4, the front panel 136 is
installed at the front of the tub 130, and has a connection
hole 138 therein to support the heater 139. Therefore,
when the heater 139 is inserted through the connection
hole 138 and the front panel 136 is on or over the tub
130, one end of the heater 139 is supported by the in-
sertion hole 134a, and the other end of the heater 139 is
supported by the connection hole 138.
[0098] Accordingly, when the heater 139 is inspected,
repaired or replaced, an operator may remove the heater
139 through the connection hole portion 138, without re-
moving the front panel 136 from the tub 130.
[0099] The cover unit 112 having the door 114 thereon
is on the box unit 118, and the gasket 116 is in and/or on
the housing hole 136a of the front panel 136 facing the
door 114.
[0100] FIG. 13 is a perspective view of an exemplary
drain device mounting structure for a wall-mounted drum
type washing machine. FIG. 14 is an exploded perspec-
tive view of the exemplary drain device mounting struc-
ture for the wall-mounted drum type washing machine.

FIG. 15 is an exploded perspective view of the exemplary
drain device for the wall-mounted drum type washing ma-
chine.
[0101] FIG. 16 is a side cross-sectional view illustrating
an assembled drain device for a wall-mounted drum type
washing machine. FIG. 17 is a plan cross-sectional view
of the exemplary drain device.
[0102] Referring to FIGS. 13 to 17, the drain device
30, 40, and 50 is at the bottom of the tub 130 and con-
figured to discharge wash water at the bottom of the drum
156. The drain device 30, 40, and 50 includes a first drain
pipe 30, a second drain pipe 40, and a siphon drain unit
50.
[0103] The first drain pipe 30 is at the bottom of the tub
130. The wash water supplied to the drum 156 is dis-
charged to the outside of the cabinet 110 through the first
drain pipe 30 after the washing operation is performed.
[0104] The second drain pipe 40 is under the first drain
pipe 30, and has a larger diameter than the first drain
pipe 30. The second drain pipe 40 is connected to the
first drain pipe 30 through the siphon drain unit 50.
[0105] The second drain pipe 40 includes a drain valve
42 to control the discharge amount of wash water. The
drain valve 42 may include a solenoid valve. The first and
second drain pipes 30 and 40 have central lines or vertical
axes that coincide with each other.
[0106] The siphon drain unit 50 is between the first and
second drain pipes 30 and 40. The siphon drain unit 50
applies siphon pressure to water in the first drain pipe 30
using wash water discharged from the second drain pipe
40, thereby promoting the discharge of the wash water.
[0107] The siphon drain unit 50 includes a body 52, a
drain induction member 70, and a siphon induction pipe
74.
[0108] The body 52 includes an inlet 55 connected to
the first drain pipe 30 and an outlet 61 connected to the
second drain pipe 40, and has an internal space to store
wash water.
[0109] Specifically, the body 52 is divided into a first
body 54, a second body 60, and one or more fixing mem-
bers 66. The first body 54 includes the inlet 55 and a first
flange 56 on the lower circumference thereof. The sec-
ond body 60 includes the outlet 61 and a second flange
62 contacting the first flange 56. The fixing member(s)
66 couple the first and second flanges 56 and 62.
[0110] Furthermore, an O-ring 68 for sealing may be
provided on corresponding inner surfaces of the first and
second flanges 56 and 62. The O-ring 68 may have a
circular or polygonal cross-section. In this embodiment
of the present invention, the O-ring 68 has a circular
cross-section.
[0111] The O-ring 68 is in a first receiving groove 58
in the first flange 56 and a second receiving groove 64
in the second flange 62. The first and second receiving
grooves 58 and 64 face each other.
[0112] The fixing member(s) 66 include a bolt inserted
into holes in the first and second flanges 56 and 62, re-
spectively, and a nut coupled or fastened to the bolt. If
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necessary, another fixing member such as a screw may
be used.
[0113] The drain induction member 70 is in the body
52, and may have a cap shape. The drain induction mem-
ber 70 has a space therein. The drain induction member
70 is supported by a plurality of support members 72
between an inner surface of the body 52 and an outer
surface of the drain induction member 70.
[0114] The lower circumferential surface of the drain
induction member 70 is a predetermined distance from
the bottom surface of the second body 60. This structure
may be implemented by connecting the outer surface of
the drain induction member 70 and the inner surface of
the second body 52 using the support members 72.
[0115] The siphon induction pipe 74 is fixed to the body
52 such that wash water rises and is then discharged
through the outlet 61. The inner wall of the drain induction
member 70 is separate from and/or surrounding the outer
wall of the siphon induction pipe 74, and the wash water
rises through a flow path 76 in the space between the
inner wall of the drain induction member 70 and the outer
wall of the siphon induction pipe 74.
[0116] The siphon induction pipe 74 extends upward
from the bottom surface of the body 52, and is connected
to the outlet 61. The siphon induction pipe 74 may have
an inner diameter equal to that of the outlet 61. The outlet
61 may also have an inner diameter equal to that of the
second drain pipe 40.
[0117] The drain induction member 70 surrounds the
upper portion of the siphon induction pipe 74 protruding
upward from the bottom of the body 52, and the gap be-
tween the inner wall of the drain induction member 70
and the outer wall of the siphon induction member 74
serves as the flow path 76.
[0118] Therefore, wash water introduced to the body
52 through the first drain pipe 30 strikes the drain induc-
tion member 70 and then moves toward the outer edge
of the drain induction member 70 (that is, the inner wall
of the body 52). Then, the wash water drops toward the
bottom of the body 52, rises along the flow path 76 be-
tween the drain induction member 70 and the siphon in-
duction pipe 74, and then flows through the outlet 61 via
the siphon induction pipe 74.
[0119] Since the drain process may be delayed while
the wash water flows along the above-described path,
siphon pressure can be applied to the first drain pipe 30.
[0120] FIG. 18 is a diagram illustrating an example in
which the wall-mounted drum type washing machine is
installed on a wall surface. FIG. 19 is a diagram illustrat-
ing a modified example in which the wall-mounted drum
type washing machine is installed on a wall surface.
[0121] Referring to FIG. 18, the rear panel 120 is in-
stalled on the wall surface W using a plurality of coupling
members 190. Specifically, when the rear panel 120 is
attached to the wall surface W, a planar surface at the
edge of the rear surface thereof is in contact with the wall
surface W.
[0122] When the rear panel 120 is attached to the wall

surface W, the coupling member 190 is coupled, attached
or fixed to the wall surface W through a hole 121 in the
rear panel 120.
[0123] Accordingly, the rear panel 120 may be reliably
fixed to the wall surface W. Therefore, even when an
external force is applied to the wall-mounted drum type
washing machine, it is possible to prevent the wall-
mounted drum type washing machine from falling down
or falling off the wall. Furthermore, since a separate
bracket for fixing the wall-mounted drum type washing
machine to the wall is not needed, the number of parts
and weight of the wall-mounted drum type washing ma-
chine may be reduced.
[0124] Referring to FIG. 19, an additional buffer mem-
ber 192 may be between the rear panel 120 and the wall
surface W. Since the rear panel 120 and the wall surface
W do not directly contact each other because of the buffer
member 192, it is possible to reduce, minimize or prevent
vibrations of the drum 156 from being transmitted to the
wall surface W through the rear panel 120 during the
operation of the wall-mounted drum type washing ma-
chine. Accordingly, it is possible to reduce adverse ef-
fects of vibrations and noise occurring during the washing
operation of the wall-mounted drum type washing ma-
chine.
[0125] The operation of the wall-mounted drum type
washing machine will be described as follows.
[0126] When a user puts laundry into the drum 156 and
then starts a washing operation, wash water is supplied
into the tub 130 through the water supply pipe 152 by the
operation of the water supply valve 154.
[0127] At this time, the wash water supplied along the
water supply pipe 152 on the top or upper surface of the
cabinet 110 is supplied to the tub 130 through the rear
panel 120. Specifically, the wash water is supplied to the
tub 130 through the concave mounting groove 122 in the
rear panel 120 (refer to FIGS. 11 and 12).
[0128] While the wash water flows the water supply
pipe 152 to pass through the rear panel 120, the wash
water flows to the rear side of the tub 130. Then, the wash
water is supplied to the front side of the tub 130 from the
rear side of the tub 130.
[0129] Therefore, since the wash water supplied from
the rear surface of the tub 130 is supplied to both of the
rear surface and the circumferential surface of the drum
156, the wash water may wash foreign matters remaining
on the inner wall of the tub 130 and the outer wall of the
drum 156.
[0130] When the supply of the wash water is complet-
ed, power is applied to the motor 182 to rotate the drum
156 via the rotating shaft 184 and the support 186. Then,
a wash operation is performed. When the wash operation
is completed after a preset time, movement of the drum
156 is stopped, and the drain valve 42 in the second drain
pipe 40 is opened to discharge the wash water.
[0131] At this time, the body 52 and the second drain
pipe 40 may already store some wash water, before the
drain valve 42 is opened. As the wash water is discharged
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to the second drain pipe 40 at the same time as the drain
valve 42 is opened, a negative pressure is generated to
pull the wash water in the body 52 through the outlet 61,
the siphon induction pipe 74, and the flow path 76.
[0132] That is, as the negative pressure is generated
in the body 52, siphon pressure is applied to the wash
water flowing to the first drain pipe 30 having a small
diameter than the diameter of the second drain pipe 40,
thereby increasing the drain pressure. Accordingly, the
discharge of detergent bubbles and wash water remain-
ing in the drum 156 or the tub 130 may be promoted.
[0133] As such, the drain device 30, 40, and 50 pro-
motes the process of draining wash water from the tub
130 using the siphon principle, unlike the conventional
drain device using the free fall principle. Therefore, it is
possible to not only drain the wash water more smoothly,
but also reduce the drain time.
[0134] FIG. 20 is an exploded perspective view of an
exemplary gasket mounting structure for a wall-mounted
drum type washing machine FIG. 21 is a cross-sectional
view of the exemplary gasket mounting structure for the
wall-mounted drum type washing machine. FIG. 22 is a
cross-sectional view illustrating an exemplary protrusion
gasket added to the exemplary gasket for the wall-mount-
ed drum type washing machine. FIG. 23 is a cross-sec-
tional view illustrating an exemplary ring spring added to
the exemplary gasket for the wall-mounted drum type
washing machine.
[0135] Referring to FIGS. 20 to 23, the gasket 220 has
one end portion coupled to a tub 230 and another end
portion in contact with a door 314 on a cover unit 312.
[0136] The gasket 220 comprises an elastic material
such as rubber, and may have a wrinkled surface. There-
fore, the length of the gasket 220 may vary when vibra-
tions occur in the tub 230.
[0137] The tub 230 includes a plurality of mounting
holes 213 in the front end portion thereof and a plurality
of lock portions 214 that protrude or extend from the outer
circumference of thereof. The gasket 220 is locked and
fixed to the lock portions 214 and extends through the
mounting holes 213.
[0138] Each of the lock portions 214 may include a
coupling protrusion 215 and a lock protrusion 216.
[0139] The coupling protrusion 215 extends or pro-
trudes outward from the outer surface of the tub 230. The
coupling protrusion 215 is adjacent to the mounting hole
213. The plurality of mounting holes 213 are arranged
along the circumferential surface of the tub 230.
[0140] The lock protrusion 216 extends from the end
of the coupling protrusion 215 in the opposite direction
of the mounting hole 213. The lock portion 214 may in-
clude only the coupling protrusion 215, without the lock
protrusion 216.
[0141] The gasket 220 in accordance with embodi-
ment(s) of the present invention includes a bent, hooked
or curved body 221, a passing body 222, and a coupling
body 223.
[0142] The hooked body 221 has a bent, curved and/or

hooked shape configured to lock to or mate with the lock
portion 214. The hooked body 221 is bent or curved to
fit or mate closely with the coupling protrusion 215, and
has an end locked and fixed to the lock protrusion 216.
[0143] The passing body 222 is connected to the
hooked body 221, and passes through the mounting hole
213. The passing body 222 may be integral with the
hooked body 221. The passing body 222 may additionally
include a separate seal to prevent leakage of wash water
through the mounting hole 213.
[0144] The coupling body 223 is connected to the pass-
ing body 222. The coupling body 223 may be integral
with the passing body 222. The coupling body 223 gen-
erally contacts the door 314 and is configured to prevent
wash water from leaking through a gap between the tub
230 and the door 314.
[0145] The gasket 220 may further include a protrusion
body 224. The protrusion body 224 is coupled to the
hooked body 221, and protrudes in a side direction so
as to lock to the tub 230.
[0146] The protrusion body 224 may be bonded or ad-
hered to the hooked body 221, or integral with the hooked
body 221. The protrusion body 224 is configured to con-
tact the outer surface of the tub 230.
[0147] The end portion of the hooked body 221 insert-
ed into the lock portion 214 may have a U shape, and
the gasket 220 may further include a ring spring 225. The
ring spring 225 is inserted into an end portion of the
hooked body 221, and closely attaches the hooked body
221 to the circumferential surface of the tub 230.
[0148] The ring spring 225 has a diameter correspond-
ing to or slightly greater than or less than the tub 230, is
configured to surround the tub 230, and expands by an
external force.
[0149] The end portion of the hooked body 221 is bent
or curved to fit or mate closely with the lock protrusion
216, the coupling protrusion 215, and the tub 230, and
may form a space into which the ring spring 225 can be
inserted.
[0150] In this way, the shape of the cabinet, the con-
nection structure of the tub, and the mounting structure
of the driving unit may be improved to reduce the size
and number of parts of the wall-mounted drum type wash-
ing machine.
[0151] FIG. 24 is a perspective view of an exemplary
wall-mounted drum type washing machine. FIG. 25 is a
rear perspective view of the exemplary wall-mounted
drum type washing machine. FIG. 26 is an exploded per-
spective view of the exemplary wall-mounted drum type
washing machine. FIG. 27 is a rear view of the exemplary
wall-mounted drum type washing machine.
[0152] Referring to FIGS. 24 to 27, the wall-mounted
drum type washing machine includes a rear panel 1010,
a tub 1020, a drum 1023, a driving unit 1040, a water
supply device 1074 and 1074a, and a drain device 1075.
The rear panel 1010 is mounted on a wall surface. The
tub 1020 contains wash water and is supported by the
rear panel 1020. The rotatable drum 1023 is in the tub
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1020 and houses the laundry. The driving unit 1040 pro-
vides power to rotate the drum 1023. The water supply
device 1074 and 1074a supplies wash water to the tub
1020. The drain device 1075 drains wash water from the
tub 1020 to the outside.
[0153] The tub 1020 includes a front panel 1050 ther-
eon, and the rear panel 1010 includes a box unit 1030
thereon. The front panel 1050 has an opening 1053 there-
in, and the box unit 1030 surrounds the tub 1020. The
box unit 1030 includes a cover unit 1032 at the front side
thereof so as to cover the front panel 1050.
[0154] As such, the front panel 1050 is covered by the
cover unit 1032, the cover unit 1032 is elastically coupled
and reliably fixed to the box unit 1030, and the box unit
1030 is coupled to the rear panel 1010 that can be mount-
ed on the wall surface W using a coupling member or the
like. Therefore, the tub 1020 may be supported while the
vibrations of the front portion of the tub 1020 are reduced,
without a separate damper or damping spring to support
the front portion of the tub 1020.
[0155] The cover unit 1032 includes a door 1060 that
opens and closes, and the front panel 1050 includes a
detergent box 1090 and a conditioner box 1100 which
are removable (refer to FIG. 40).
[0156] When a user wants to perform a washing oper-
ation, the user opens the door 1060 on the cover unit
1032 of the drum type washing machine mounted on a
wall surface W (refer to FIG. 31), and puts laundry into
the drum 1023.
[0157] Then, the user removes the detergent box 1090
and the conditioner box 1100 from the front panel 1050,
puts detergent and fabric conditioner into the detergent
box 1090 and the conditioner box 1100, respectively, and
inserts the detergent box 1909 and the conditioner box
1100 into the front panel 1050.
[0158] When the user closes the door 1060 and oper-
ates a manipulation unit 1021a to select a washing op-
eration, wash water is supplied into the tub 1020 by the
water supply device 1074 and 1074a, and power is ap-
plied to the driving unit 1040. Then, while the drum 1023
is rotated, the washing operation is started.
[0159] When the washing operation is completed, the
wash water is discharged or drained to the outside of the
box unit 1030 by the operation of the drain device 1075.
[0160] In this aspect of the present invention, the small
drum 1023 may have a weight of 2∼4 kg is installed in
the wall-mounted washing machine. Therefore, baby
clothes, underwear, and shirts, which need to be washed
frequently, may be easily washed without burden.
[0161] Similarly, whenever a small amount of laundry
is collected, the user may wash the laundry without wor-
rying about the consumption of wash water and electric-
ity.
[0162] Furthermore, the wall-mounted drum type
washing machine may further include a control block
1022, a power line 1011a, and a guide unit 1012. The
control block is on the rear panel 1010. The power line
1011a extends from the control block 1022 to the outside

of the rear panel 1010. The guide unit 1012 is on or in
the rear surface of the rear panel 1010, guides the power
line 1011a to the outside of the rear panel 1010, and fixes
the power line 1011a.
[0163] Since the rear panel 1010 includes the guide
unit 1012, the power line 1011a may extend in a side
direction of the rear panel 1010. Accordingly, the rear
panel 1010 may be easily mounted on the wall surface.
[0164] The power line 1011a of the wall-mounted drum
type washing machine is fixed along the guide unit 1012
in the rear panel 1010, extends in or is guided towards
a circumferential direction of the rear panel 1010, and is
exposed to the outside of the rear panel 1010.
[0165] The power line 1011a is connected to the con-
trol block 1022 and extends through the rear panel 1010
and along the guide unit 1012.
[0166] The rear panel 1010 has a through-hole 1011
through which the power line 1011a passes to the control
block 1022 on a front surface 1010a of the rear panel
1010.
[0167] The power line 1011a extending from the con-
trol block 1022 toward the rear surface of the rear panel
1010 through the through-hole 1011 is guided in the cir-
cumferential direction of the rear panel 1010 along the
guide unit 1012 on or in the rear surface of the rear panel
1010.
[0168] Therefore, since the power line 1011a is ex-
posed to the outside through a side portion of the rear
panel 1010, the portion of the power line 1011a exposed
to the outside of the drum type washing machine is dis-
posed adjacent to the wall surface W. Accordingly, the
power line 1011a may be closely attached to the wall
surface W.
[0169] Since the power line 1011a extends to the rear
surface of the rear panel 1010 and is exposed to the
outside through the upper or lower side of the rear panel
1010, the exterior of the wall-mounted drum type washing
machine may be elegantly finished.
[0170] The guide unit 1012 includes a fixing portion
1012a that guides the power line 1011a from the through-
hole 1011 to one side of the rear panel 1010 and fixes
the power line 1011a in place.
[0171] The fixing portion 1012a is on the rear surface
of the rear panel 1010 and fixes the power line 1011a to
a space between the rear panel 1010 and the wall surface
W.
[0172] Therefore, the power line 1011a is not moved
by vibrations generated during washing operations, but
remains in a constant position.
[0173] The rear panel 1010 includes a plurality of re-
inforcement ribs 1013c formed on the rear surface there-
of and a plurality of radial ribs 1013 formed in a radial
manner based on the center thereof.
[0174] The fixing portion 1012a comprises cut-outs or
openings in part of the radial rib(s) 1013. The plurality of
radial ribs 1013 are spaced a predetermined distance or
angle from each other, thereby forming a space for the
power line 1011a to be placed.
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[0175] The rear panel 1010 may have a substantially
rectangular shape of which the corners may be rounded.
The rear panel 1010 may have any one of various shapes
such as circular or elliptical, and the present invention is
not limited to the substantially square shape of the rear
panel 1010.
[0176] Since the circumference of the rear panel 1010
generally contacts the wall, one or more spaces can be
formed between an interior portion of the rear panel 1010
and the wall (refer to FIG. 25).
[0177] In addition to the space(s), the plurality of rein-
forcement ribs 1013c and radial ribs 1013 may be formed
on the rear surface of the rear panel 1010 without inter-
fering with or necessarily contacting the wall surface W.
[0178] Since the strength of the rear panel 1010 is re-
inforced by the reinforcement ribs 13c and the radial ribs
1013, it is possible to inhibit or prevent the rear panel
1010 from being deformed or broken by vibrations gen-
erated by the rotation of the drum 1023.
[0179] The through-hole 1011 may be at the bottom of
the rear panel 1010, and the plurality of fixing portions
1012a in the radial ribs 1013 may serve as a path through
which the power line 1011a passes.
[0180] The plurality of fixing portions 1012a are con-
secutively formed so that the power line 1011a is extend-
ed to the top or upper of the rear panel 1010 while forming
a curve similar to a semicircle.
[0181] As the plurality of fixing portions 1012a are
placed or arranged up to the top or upper sidewall of the
rear panel 1010 a predetermined distance from each oth-
er, the power line 1011a inserted into and/or held in place
by the fixing portions 1012a may be guided from the bot-
tom to the top or upper sidewall of the rear panel 1010.
[0182] An installation hole 1013a may be located be-
tween adjacent radial ribs 1013, and a cable or wire (e.g.,
a cable member 1013b) can be wound around the power
line 1011a and fixed to the installation hole portion 1013a
with a coupling member such as a screw or the like.
[0183] The cable member 1013b may comprise a wire
that can have a shape formed by an external force, or
other material having a similar property.
[0184] Therefore, when the power line 1011a is held
by the cable member 1013b, and the cable member
1013b is fixed to the installation hole portion 1013a by
the coupling member, it is possible to prevent the power
line 1011a from moving to the outside of the fixing portion
1012a.
[0185] The rear panel 1010 has a first through-groove
1012b in the circumference thereof so that the power line
1011a guided along the fixing portions 1012a is exposed
to the outside through the top or upper sidewall of the
rear panel 1010.
[0186] Therefore, the power line 1011a can be ex-
posed to the outside of the top or upper sidewall of the
rear panel 1010 through the first through-groove 1012b.
[0187] The rear panel 1010 has a second through-
groove 1012c in the bottom or lower circumference there-
of so that the power line 1011a extending from the

through-hole portion 1011 can be exposed to the outside
through the bottom or lower sidewall of the rear panel
1010.
[0188] Therefore, when the power line 1011a is guided
toward the bottom or lower sidewall/surface of the rear
panel 1010, the power line 1011a can be exposed to the
outside of the rear panel 1010 through the second
through-groove 1012c.
[0189] FIG. 28 is a cross-sectional view of the exem-
plary wall-mounted drum type washing machine in ac-
cordance with additional embodiment(s) of the present
invention. FIG. 29 is a diagram illustrating an elastic as-
sembling unit of the exemplary wall-mounted drum type
washing machine in accordance with additional embod-
iment(s) of the present invention. FIG. 30 is an expanded
view of portion A illustrated in FIG. 28. FIG. 31 is a cross-
sectional view of an exemplary mounting structure for a
wall-mounted drum type washing machine in accordance
with additional embodiment(s) of the present invention.
[0190] Referring to FIGS. 28 to 31, the wall-mounted
drum type washing machine in accordance with addition-
al embodiment(s) of the present invention further in-
cludes a reinforcement unit 1014 connecting the tub 1020
and the rear panel 1010 and surrounding the tub 1020.
[0191] The rear panel 1010 may have a panel shape
and be mounted on the wall surface W, and the cylindrical
tub 1020 may extend or protrude to the front of the wall-
mounted washing machine from the front surface 1010a
of the rear panel 1010.
[0192] The reinforcement unit 1014 between the tub
1020 and the rear panel 1011 at a location where the tub
1020 connects to the rear panel 1011 surrounds the inner
end portion of the tub 1020 in a ring shape.
[0193] Since the reinforcement unit 1014 surrounds
the base of the tub 1020, a load applied to the physical
connection(s) between the tub 1020 and the rear panel
1010 can be distributed.
[0194] Therefore, it is possible to inhibit or prevent the
base of the tub 1020 from being deformed or broken.
[0195] Furthermore, the plurality of radial ribs 1013 and
reinforcement ribs 1013c on the rear surface of the rear
panel 1010 improve the strength of the rear panel 1010.
Therefore, the ribs 1013 and 1013c may prevent the rear
panel 1010 from being deformed or broken.
[0196] Since the reinforcement unit 1014 is integral
with the reinforcement ribs 1013c, the reinforcement unit
1014 may prevent the deformation of the base of the tub
1020, and the reinforcement ribs 1013c may prevent the
deformation of the rear panel 1010.
[0197] Therefore, the strength of the connection(s) be-
tween the tub 1020 and the rear panel 1010 can be im-
proved.
[0198] The tub 1020 extends or protrudes to the front
of the washing machine from the rear panel 1010, and
the reinforcement ribs 1013 extend or protrude to the rear
side from the rear panel 1010.
[0199] Since the reinforcement unit 1014 extends or
protrudes to the front of the washing machine from the
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rear panel 1010 and is integrally connected to the tub
1020, the reinforcement unit 1014 may surround the base
of the tub 1020, and connect the tub 1020 and the rear
panel 1010 at a position away from the front surface
1010a.
[0200] The upper end of the reinforcement unit 1014
may be curved or bent, and is integrally connected to
(e.g., integral with) the tub 1020. As the upper end of the
reinforcement unit 1014 is bent, a space 1014a is be-
tween the tub 1020 and a sidewall of the reinforcement
unit 1014.
[0201] Furthermore, the reinforcement unit 1014 and
the front surface 1010a of the rear panel 1010 may form
a stair shape.
[0202] Therefore, the rear panel 1010 and integrated
tub 1020 may be manufactured using a first mold K1 at
the front surface 1010a of the rear panel 1010, a second
mold K2 at the rear side of the rear panel 1010, and a
third mold K3 at the side of the rear panel 1010 and the
tub 1020 (refer to FIG. 34).
[0203] Using the above-described molding proc-
ess(es), the rear panel 1010, the tub 1020, and the rein-
forcement unit 1014 can be integrally formed.
[0204] The rear panel 1010 has a receiving portion
1015 on the circumference thereof, coupled to the box
unit 1030.
[0205] When the rear panel 1010 and the box unit 1030
are assembled, an end portion of the box unit 1030 may
be received (e.g., precisely received) on the receiving
portion 1015 on the circumference of the rear panel 1010.
[0206] The receiving portion 1015 is located behind or
below the front surface 1010a of the rear panel 1010,
and the reinforcement unit 1014, the front surface 1010a,
and the receiving portion 1015 may form a stair shape.
[0207] Therefore, when the box unit 1030 and the rear
panel 1010 are assembled, the end portion of the box
unit 1030 may be precisely placed on a step defined by
the receiving portion 1015 and the front surface 1010a.
[0208] Furthermore, since the base of the tub 1020 is
surrounded by the reinforcement unit 1014 extending or
protruding from the front surface 1010a, the strength of
the connection between the tub 1020 and the rear panel
1010 may be improved.
[0209] The reinforcement unit 1014, the front surface
1010a, and the receiving portion 1015 form a stair shape
extending or protruding to the front side toward the rein-
forcement unit 1014 from the receiving portion 1015.
[0210] Therefore, after the rear panel 1010 integrated
with the tub 1020 is completely manufactured, the mold
disposed at the side of the rear panel 1010 and the tub
1020 may be easily removed.
[0211] Furthermore, since the reinforcement unit 1014,
the front surface 1010a, and the receiving portion 1015
may form a stair shape extending or protruding to the
front of the washing machine toward the tub 1020, the
reinforcement unit 1014, the front surface 1010a, and the
receiving portion 1015 do not interfere with the mold that
forms the stair shape when the mold is removed from the

integrated rear panel and tub.
[0212] The rear panel 1010 has a through-hole 1016
into which a coupling member 1016a is inserted and cou-
pled to the wall surface W, and a buffer member 1016c
may be between the through-hole 1016 and the wall sur-
face W.
[0213] The rear panel 1010 has a front side having a
rectangular or similar shape, and may include a plurality
of through-holes 1016, for example at four corners there-
of (refer to FIG. 31).
[0214] The plurality of radial ribs 1013 and reinforce-
ment ribs 13c are on the rear surface of the rear panel
1010 having through-holes 1016 therein.
[0215] The radial ribs 1013 are spaced at a predeter-
mined distance from the through-holes 1016. The rein-
forcement ribs 1013c connect the respective radial ribs
1013.
[0216] Each coupling member 1016a is inserted into
the through-hole 1016 and coupled to the wall surface
W, and a nut member 1016b coupled to the coupling
member 1016a is attached to the coupling member
1016a at the front surface 1010a of the rear panel 1010
to secure the rear panel 1010 closely or tightly to the wall
surface W.
[0217] The vibrations generated during washing oper-
ations may be transmitted by the nut member 1016b to
the coupling member 1016a in the wall.
[0218] In the wall-mounted drum type washing ma-
chine in accordance with embodiment(s) of the present
invention, since the nut member 1016b is on the front
surface 1010a, a gap exists between the nut member
1016b and the wall surface W, and the reinforcement ribs
1013 and the buffer member 1016c in the gap suppress
the vibrations of the drum 1023 from being transmitted
to the wall W.
[0219] FIG. 32 is a perspective view of an exemplary
front panel mounting structure for a wall-mounted drum
type washing machine in accordance with additional em-
bodiment(s) of the present invention. FIG. 33 is a per-
spective view of an exemplary water level sensor mount-
ing structure and a drain unit for a wall-mounted drum
type washing machine in accordance with additional em-
bodiment(s) of the present invention. FIG. 34 is a cross-
sectional view of the exemplary drain unit for the wall-
mounted drum type washing machine in accordance with
additional embodiment(s) of the present invention. FIG.
35 is a rear view of the exemplary rear panel of the wall-
mounted drum type washing machine in accordance with
additional embodiment(s) of the present invention.
[0220] Referring to FIGS. 32 to 35, the exemplary wall-
mounted drum type washing machine in accordance with
embodiment(s) of the present invention further includes
a coupling unit 1017 (refer to FIG. 28) and a disposition
portion 1017b. The coupling unit 1017 is in the rear panel
1010 and coupled to a rotatable driving shaft 1023a at-
tached to the drum 1023. The disposition portion 1017b
may prevent the driving unit 1040 (refer to FIG. 25) con-
nected to the driving shaft 1023a from interfering with or
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contacting the wall surface W.
[0221] Since the coupling unit 1017 connects the driv-
ing unit 1040 to the drum 1023 in the center of the rear
panel 1010 and attached to the tub 1020, the power pro-
vided by the driving unit 1040 is transmitted to the drum
1023.
[0222] The disposition portion 1017b may comprise a
concave portion of the rear surface of the rear panel 1010.
Since the driving unit 1040 is inside the disposition portion
1017b, a driving wheel 1042 rotated by the operation of
the driving unit 1040 may be inhibited or prevented from
contacting or interfering with the rear panel 1010 and the
wall surface W.
[0223] The driving unit 1040 includes a motor 1041 that
provides power to rotate the drum 1023, the driving wheel
1042 connected to the driving shaft 1023a, and a belt
1043 that transmits power from the motor 1041 to the
driving wheel 1042.
[0224] The motor 1041 is on the front surface 1010a
of the rear panel 1010, and has a rotating shaft 1041a
extending to the rear surface of the rear panel 1010
through the rear panel 1010.
[0225] The driving wheel 1042 is inside the disposition
portion 1017b at the rear surface of the rear panel 1010,
and connected to the driving shaft 1023a.
[0226] The belt 1043 connects the rotating shaft 1041a
and the driving wheel 1042 of the motor 1041a.
[0227] Therefore, when the power of the motor 1041
is transmitted to the driving wheel 1042 by the belt 1043
to rotate the driving wheel 1042, the drum 1023 connect-
ed to the driving shaft 1023a is rotated to perform a wash-
ing operation.
[0228] The coupling unit 1017 (refer to FIG. 28) in-
cludes a rotation hole 1017c in the rear panel 1010 and
a bearing portion 1017d in the rotation hole 1017c that
supports the rotatable driving shaft 1023a.
[0229] The rotatable driving shaft 1023a may be in-
stalled in the rear panel 1010 by the bearing portion
1017d in the rotation hole 1017c.
[0230] The drum 1023 is attached to the front end of
the driving shaft 1023a, and the driving wheel 1042 is
attached to the rear end of the driving shaft 1023a.
[0231] The disposition portion 1017b may comprise a
concave surface in the rear panel 1010, and the driving
unit 1040 can be placed in the disposition portion 1017b.
[0232] Specifically, the disposition portion 1017b is
formed by concaving the central portion of the rear panel
1010, where the driving wheel 1042 is positioned, to the
front side.
[0233] Therefore, the driving wheel 1042 positioned in-
side the disposition portion 1017b may be rotated so as
not to interfere with or contact the rear panel 1010 and/or
the wall surface W.
[0234] The motor 1041 may be on the rear surface of
the rear panel 1010 so as to be directly connected to the
driving shaft 1023a. That is, a direct connection-type mo-
tor may be installed, in addition to the driving unit 1040
described herein with regard to the present invention.

[0235] This structure may be easily understood by
those skilled in the art to which the present invention per-
tains, and thus the detailed descriptions thereof are omit-
ted herein.
[0236] The motor 1041 has one or more (in this case,
a pair of) fixing hole portions 1041b therein or attached
thereto, and the rear panel 1010 has an equal number
(e.g., a pair) of boss portions 1017a that extend or pro-
trude to the front. The fixing hole portions 1041b are in-
serted into the boss portions 1017a.
[0237] The fixing hole portions 1041b extend or pro-
trude laterally from different side or corner surfaces of
the motor 1041, and are bent in the downward direction.
[0238] The boss portions 1017a extend or protrude to
the front side from the front surface 1010a of the rear
panel 1010, and the fixing hole portions 1041b are in-
serted into the boss portion 1017a.
[0239] Therefore, when the fixing holes 1041b of the
motor 1041 are inserted into the boss portion 1017a, the
motor 1041 is mounted, placed or assembled at a precise
position.
[0240] The motor 1041 is at the bottom of the front
surface 1010a of the rear panel 1010, and placed be-
tween the boss portions 1017a so as to be mounted,
placed or assembled. Then, the motor 1041 is coupled
to the front surface 1010a using a coupling member.
[0241] The motor 1041 is primarily coupled to the rear
panel 1010 by the fixing hole portions 1041b and the boss
portions 1017a, and secondarily coupled to the rear panel
1010 by the separate coupling member 1016a.
[0242] Therefore, it is possible to inhibit or prevent for-
mation of a gap which may occur between the motor 1041
and the rear panel 1010 due to the vibrations generated
when the motor 1041 is driven or operated.
[0243] Furthermore, the same or different coupling
member may be inserted into the fixing hole portions
1041b, thereby further increasing the coupling force be-
tween the fixing hole portions 1041b and the boss por-
tions 1017a.
[0244] The rear panel 1010 includes a protrusion por-
tion 1018 therein, where the water level sensor 1019 is
installed. The protrusion portion 1018 has an attach-
ment/detachment hole 1018a for removing the water lev-
el sensor 1019.
[0245] The water level sensor 1019 is a pressure sen-
sor that may be installed in a separate pipe diverging or
splitting from the drain pipe connected to the bottom of
the tub 1020.
[0246] The water level sensor 1019 senses the internal
pressure of the tub 1020 and determines the amount of
wash water in the tub 1020.
[0247] The water level sensor 1019 is at the top or up-
per surface of the tub 1020, and may be installed in or
on the protrusion portion 1018 extending or protruding
to the front from the rear panel 1010.
[0248] The protrusion portion 1018 extends or pro-
trudes to the front from the rear panel 1010, the attach-
ment/detachment hole 1018a is on the top or upper sur-
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face of the protrusion portion 1018, and the water level
sensor 1019 may be on the front surface of or simply in
front of the protrusion portion 1018.
[0249] The water level sensor 1019 may have a hook
thereon. When the hook is inserted through the front sur-
face of the protrusion portion 1018, the hook is inserted
into the protrusion portion 1018 to mount or secure the
water level sensor 1019.
[0250] When the water level sensor 1019 needs to be
inspected or replaced because of wear-and-tear (e.g.,
many washing operations over a long term), an operator
inserts a tool into the attachment/detachment hole 1018a
to push the hook to the outside of the protrusion portion
1018. Then, the water level sensor 1019 may be easily
removed.
[0251] The tub 1020 includes a front panel 1050 having
an opening 1053 therein, and the front panel 1050 is sup-
ported by a hinge 1062 to connect the door 1060 which
opens and closes the opening 1053.
[0252] The hinge 1062 is at one side of the opening
1053 and has a curved or elliptical panel shape extending
in a vertical direction, and rotatable supports 1062a ex-
tending or protruding from the upper and lower parts
thereof are connected to the door 1060.
[0253] The rear panel 1010 includes the box unit 1030
that surrounds the tub 1020, and the box unit 1030 in-
cludes the cover unit 1032 that covers the front panel
1050.
[0254] The hinge portion 1062 connected to the door
1060 is supported by the coupling member coupled to
the front panel 1050 through the cover unit 1032 (refer
to FIG. 36)
[0255] The front panel 1050 has a larger thickness than
the cover unit 1032, and includes a plurality of reinforce-
ment ribs formed on the front surface thereof. Therefore,
a support force to support the door 1060 is improved.
[0256] FIG. 36 is a perspective view illustrating an open
door on the exemplary wall-mounted drum type washing
machine. FIG. 37 is an exploded view of an exemplary
box unit mounting structure for a wall-mounted drum type
washing machine. FIG. 38 is a cross-sectional view of
an exemplary connection structure between exemplary
guide protrusions and exemplary guide grooves for a
wall-mounted drum type washing machine.
[0257] FIG. 39 is a perspective view illustrating an ex-
emplary bypass unit for a wall-mounted drum type wash-
ing machine. FIG. 40 is a perspective view of the front
panel and the exemplary bypass unit in the exemplary
wall-mounted drum type washing machine.
[0258] Referring to FIGS. 36 to 40, the wall-mounted
drum type washing machine further includes a control
unit 1021 on the front panel 1050 and a bypass unit 1070
to bypass wash water dropping toward the control unit
1021.
[0259] The control unit 1021 may be installed at the
bottom of the front surface of the front panel 1050 and
connected to the manipulation unit 1021a on or in the
cover unit 1032.

[0260] The bypass unit 1070 is located over the control
unit 1021. Therefore, any leaking wash water flowing
downward along the outer surface of the tub 1020 drops
in the side directions of the tub 1020 by the bypass unit
1070.
[0261] Accordingly, it is possible to prevent malfunc-
tion and damage of the drum type washing machine that
may occur when water contacts the control unit 1021.
[0262] The bypass unit 1070 includes a bypass rib
1071 between the control unit 1021 and the opening
1053.
[0263] The wash water flowing downward along the
outer surface of the tub 1020 may be guided toward the
edge of the tub 1020 along the bypass rib 1071, which
makes it possible to prevent any leaking wash water from
flowing toward or dripping onto the control unit 1021.
[0264] The bypass rib 1071 is elongated in a lateral or
side-to-side direction, and opposed lateral ends of the
bypass rib 107 are sloped, curved or bent (e.g., they may
have a curved surface) in a downward direction.
[0265] Therefore, wash water dripping, flowing or fall-
ing onto the top or upper surface of the bypass rib 1071
flows toward one or both ends of the bypass rib 1071.
[0266] Below the bypass rib 1071, a heater 1072 is
installed to heat wash water.
[0267] The heater 1072 receives power to heat wash
water in the tub 1020, and may be connected to an electric
device. The electric device of the heater 1072 does not
come into contact with wash water because of the bypass
rib 1071.
[0268] The water supply device 1074 and 1074a (refer
to FIG. 26) is connected to the top or upper of the rear
panel 1010, and the rear panel 1010 includes the drain
unit 1080 (refer to FIGS. 32 and 33) which prevents wash
water dropping from the water supply device 1074 and
1074a from flowing toward the control unit 1021.
[0269] The water supply device(s) 1074 and 1074a in-
clude a plurality of water supply valves 1074 (refer to
FIG. 26) in or on the rear panel 1010 and a water supply
pipe 1074a connecting the water supply valves 1074 to
a water supply source.
[0270] The water supply pipe 1074a passes into the
rear surface of the rear panel 1010 through the second
through-hole 1012c (refer to FIG. 25) at the bottom of the
rear panel 1010, and extended to the top or upper surface
of the rear panel 1010 along the circumferential surface
of the tub 1020 where it is connected to the water supply
valves 1074.
[0271] When the water supply valve 1074 malfunctions
or is broken, wash water supplied by the water supply
pipe 1074a may flow downward along the circumferential
surface of the tub 1020.
[0272] In the wall-mounted drum type washing, the
drain unit 1080 discharges or directs the wash water flow-
ing toward the bottom of the tub 1020 to the outside of
the rear panel 1010.
[0273] The drain unit 1080 includes a blocking rib 1081,
a drain hole 1082, and a guide rib 1083. The blocking rib
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1081 extends or protrudes from the tub 1020. The drain
hole 1082 formed in the rear panel 1010 so as to face
the blocking rib 1081. The guide rib 1083 guides wash
water flowing through the drain hole 1082 toward the cir-
cumference of the rear panel 1010.
[0274] The blocking rib 1081 having a funnel shape is
formed over both sides of the tub 1020, and integrally
formed with the circumferential surface of the tub 1020.
[0275] Therefore, the wash water flowing along the tub
1020 is contained in the blocking rib 1081.
[0276] The drain hole 1082 is at the bottom of a funnel-
or pocket-shaped space formed by the blocking rib 1081
and the circumferential surface of the tub 1020. The drain
hole 1082 goes through the rear panel 1010 such that
the front surface 1010a and the rear surface of the rear
panel 1010 communicate with each other.
[0277] Therefore, any wash water flowing along the
circumferential surface of the tub 1020 from the water
supply valves 1074 is collected by the blocking rib 1081,
and moved, drained or passed toward the rear surface
of the rear panel 1010 through the drain hole 1082.
[0278] The guide rib 1083 may have a ring or other
conformal shape, and is on the rear surface of the rear
panel 1010. The drain hole 1082 is placed outside the
guide rib 1083 and formed through the front and rear
surfaces of the rear panel 1010.
[0279] The wash water flowing along the circumferen-
tial surface of the tub 1020 is collected by the blocking
rib 1081, moved, drained or passed toward the rear sur-
face of the rear panel 1010 through the drain hole 1082,
and then moved toward the circumference of the rear
panel 1010 along the guide rib 1083 in the rear panel
1010. Then, the wash water drops or flows downward
toward the bottom of the rear panel 1010.
[0280] The wall-mounted drum type washing machine
includes an elastic assembling unit 1039 (refer to FIG.
26) to connect the box unit 1030 and the rear panel 1010
and generate an elastic force between the cover unit
1032 and the box unit 1030.
[0281] The box unit 1030 and the cover unit 1032 form
the outer wall of the wall-mounted drum type washing
machine, and provide an elastic force on or with each
other.
[0282] Therefore, the box unit 1030 and the cover unit
1032 are assembled by applying an external force in a
reverse direction of the elastic force generated by the
box unit 1030 and the cover unit 1032.
[0283] Even after the box unit 1030 and the cover unit
1032 are assembled, an elastic force to restore the box
unit 1030 and the cover unit 1032 to the original state still
exists.
[0284] Therefore, the coupling force among the box
unit 1030, the cover unit 1032, and the rear panel 1010
is improved by the elastic force.
[0285] The elastic assembling unit 1039 includes a ring
portion 1031a, a lock groove 1033, and the receiving por-
tion 1015. The ring portion 1031a is in the connection
hole 1031. The lock groove 1033 is in the cover unit 1032,

and the ring portion 1031a mates with and/or is inserted
into the lock groove 1033. The receiving portion 1015 is
in or on the rear panel 1010 and receives the box unit
1030.
[0286] The box unit 1030 has a connection hole 1031
at the front, and the cover unit 1032 is installed in or over
the connection hole 1031. The ring portion 1031a in the
connection hole 1031 mates with and/or is inserted into
the lock groove 1033 on the circumference of the cover
unit 1032.
[0287] The receiving portion 1015 is behind the end of
the box unit 1030, and after assembly, a gap a may be
formed between the end of the box unit 1030 and the
receiving portion 1015 when the box unit 1030 (which
may have the cover unit 1032 thereon) is on or over the
rear panel 1010 (refer to FIG. 30).
[0288] Therefore, when the box unit 1030 (optionally
with the cover unit 1032 thereon) is on the rear panel
1010 having the front panel 1050 thereon, there may be
a gap between the end of the box unit 1030 and the re-
ceiving portion 1015.
[0289] When the box unit 1030 and the rear panel 1010
are assembled, the operator or user presses the front
surface of the box unit 1030 toward the receiving portion
1015 until the end of the box unit 1030 is close to or in
contact with the receiving portion 1015, optionally while
the cover unit 1032 and the box unit 1030 are deformed.
Then, the box unit 1030 and the rear panel 1010 are
coupled to each other.
[0290] The box unit 1030 and the rear panel 1010 have
a plurality of assembling holes 1010b at the top and bot-
tom thereof and coupled to the coupling members. Spe-
cifically, two assembling holes 1010b are at the top or
upper surface of the box unit 1030, and two assembling
holes 1010b are at the bottom or lower surface of the box
unit 1030.
[0291] Therefore, after the box unit 1030 is completely
assembled, the coupling members are not exposed to
the front surface of the box unit 1030 and the cover unit
1032.
[0292] In some embodiments, the receiving portion
1015 may have guide grooves 1015a therein, and the
box unit 1030 may have guide protrusions 1038 config-
ured to be inserted into the guide grooves 1015a.
[0293] Therefore, when the box unit 1030 is placed on
the receiving portion 1015, the guide protrusions 1038
of the box unit 1030 maybe inserted into the guide
grooves 1015a. Then, the box unit 1030 may be assem-
bled at a precise position on the rear panel 1010.
[0294] The cover unit 1032 has a mounting hole 1036
therein in which part of the door 1060 may be placed or
installed therein, and a curved surface portion 1036a in-
clined towards the outside of the box unit 1030 from the
mounting hole 1036 toward the lock groove 1033 (refer
to FIG. 28).
[0295] The circumference of the cover unit 1032 has
a shape that may extend or protrude to the front, due to
the curved surface portion 1036a.
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[0296] Therefore, when pressure is put on the box unit
1030 toward the receiving portion 1015 and the cover
unit 1032 and the box unit 1030 are coupled, the end of
the box unit 1030 moves toward the receiving portion
1015 while the curved surface portion 1036a is straight-
ened.
[0297] The cover unit 1032 includes a mounting groove
1037 between the mounting hole 1036 and the curved
surface portion 1036a, through which the hinge 1062 of
the door 1060 passes.
[0298] After the hinge 1062 is placed, received or se-
cured in the mounting groove 1037, one or more coupling
members are coupled, fixed or secured to the front panel
1050 and the hinge 1062 through the mounting groove
1037.
[0299] Therefore, although the hinge 1062 seems to
be coupled to the cover unit 1032, the hinge 1062 is sup-
ported by the front panel 1050.
[0300] The front panel 1050 includes first and second
supports 1051 and 1052 integrated therein. The first sup-
port 1051 is coupled to the hinge 1062, and the second
support 1052 supports the cover unit 1032.
[0301] The coupling member(s) passing through the
hinge 1062 and the mounting groove 1037 are coupled
to the first support 1051.
[0302] When pressure is put on the cover unit 1032
and the box unit 1030 toward the receiving portion 1015,
the second support 1052 serves as a lever. Therefore,
as the curved surface portion 1036a of the cover unit
1032 is straightened, the rear end of the box unit 1030
moves toward the receiving portion 1015.
[0303] FIG. 41 is a cross-sectional view of the exem-
plary wall-mounted drum type washing machine includ-
ing an exemplary detergent box mounting structure. FIG.
42 is a cross-sectional view of the exemplary wall-mount-
ed drum type washing machine including an exemplary
conditioner box mounting structure. FIG. 43 is an explod-
ed perspective view of the exemplary detergent box
mounting structure for a wall-mounted drum type wash-
ing machine. FIG. 44 is an exploded perspective view of
the exemplary conditioner box mounting structure for a
wall-mounted drum type washing machine.
[0304] FIG. 45 is an expanded cross-sectional view of
the exemplary detergent box mounting structure for a
wall-mounted drum type washing machine. FIG. 46 is an
expanded cross-sectional view of the exemplary condi-
tioner box mounting structure for a wall-mounted drum
type washing machine. FIG. 47 is a diagram illustrating
an exemplary misassembling prevention unit for a wall-
mounted drum type washing machine.
[0305] Referring to FIGS. 41 to 47, the wall-mounted
drum type washing machine further includes a detacha-
ble detergent box 1090 that can extend into and/or
through the front panel 1050 and the cover unit 1032.
[0306] Since the wall-mounted drum type washing ma-
chine is mounted on the wall surface W, a distance be-
tween the box unit 1030 and the tub 1020 housing the
drum 1056, and a distance between the cover unit 1032

and the front panel 1050 are preferably a small value.
[0307] Therefore, in various embodiment(s), the deter-
gent box 1090 is not installed in the cover unit 1032 or
the box unit 1030, but detachably inserted into and/or
through the front panel 1050 through the cover unit 1032.
[0308] The front panel 1050 has a first insertion hole
1054 into which the detergent box 1090 is inserted, and
the first insertion hole 1054 has a first water supply hole
1054b connected to the water supply pipe 1074a.
[0309] The first insertion hole 1054 faces toward the
front from the front panel 1050, and the first water supply
hole 1054b receiving water from the water supply pipe
1074a is at the top or upper circumferential surface of
the first insertion hole 1054.
[0310] Since the water supply pipe 1074a is inserted
and/or connected to the first water supply hole 1054b,
water leakage does not occur between the water supply
pipe 1074a and the first water supply hole 1054b.
[0311] Furthermore, since the detergent box 1090 is
detachable from the first insertion hole 1054, and the
water supply pipe 1074a is connected to the first water
supply hole 1054b, a separate detergent box 1090 is not
in the box unit 1030 or the cover unit 1032, but detergent
and wash water are mixed in or behind the front panel
1050 and then directly supplied into the tub 1020.
[0312] The detergent box 1090 includes a first housing
1091 and a first handle 1092. The first housing 1091 is
inserted into the first insertion hole 1054. The first handle
1092 is rotatable and connected to the first housing 1091,
and detachably coupled to the front panel 1050.
[0313] The first housing 1091 may have a substantially
cylindrical or other container shape of which the top or
upper surface is open, and the first rotatable handle 1092
is directly or indirectly coupled to the front surface of the
first housing 1091.
[0314] For example, when the first handle 1092 is ro-
tated after the first housing 1091 is inserted into the first
insertion hole 1054, a locking operation is performed be-
tween the first handle 1092 and a first lock hole 1034 of
the cover unit 1032.
[0315] When the first handle 1092 is rotated, the first
housing 1091 and the first handle 1092 may be idle with
respect to each other. In such a case, the first housing
1091 does not rotate.
[0316] The first housing 1091 has a remaining water
hole 1091a therein. Therefore, wash water supplied to
the tub 1020 through the first housing 1091 does not re-
main in the first housing 1091, but is discharged into the
tub 1020 through the remaining water hole 1091a.
[0317] The remaining water hole 1091a is at the bottom
of the first housing 1091, and sloped toward the inside
of the tub 1020.
[0318] Therefore, wash water discharged or drained
through the remaining hole 1091a from the first housing
1091 is collected in the tub 1020.
[0319] The remaining water hole 1091a has a backflow
prevention protrusion 1091c to prevent wash water from
flowing backward.
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[0320] Therefore, wash water discharged from the first
housing 1091 does not flow back through the gap be-
tween the first housing 1091 and the first insertion hole
1054.
[0321] The backflow prevention protrusion 1091c ex-
tends or protrudes downward from the bottom surface of
the remaining water hole 1091a.
[0322] Therefore, wash water that might otherwise en-
ter the gap between the first housing 1091 and the first
insertion hole 1054 by flowing or wicking along the bottom
surface of the first housing 1091. That is, the bottom sur-
face of the remaining water hole 1091a is over the back-
flow prevention protrusion 1091c and then drops down-
ward so as to be collected into the tub 1020.
[0323] The first insertion hole 1054 has a first step
1054c configured to inhibit or prevent wash water from
entering the gap between the first housing 1091 and the
first insertion hole 1054.
[0324] The first step 1054c comprises a substantially
horizontal surface lower than a horizontal surface of the
first insertion hole 1054.
[0325] As the gap between the first housing 1091 and
the first insertion hole 1054 increase, wash water that
might otherwise enter the gap between the bottom sur-
face of the first housing 1091 and the first insertion hole
1054 is instead directed or discharged toward the tub
1020.
[0326] The first housing 1091 has a first induction panel
1091b on the rear surface of the first housing 1091 and
having a smaller height than side surfaces thereof.
Therefore, when wash water supplied to the first housing
1091 overflows, the overflowing wash water passes over
the first induction panel 1091b and is therefore supplied
to the tub 1020 by the first induction panel 1091b.
[0327] The first induction panel 1091b of the first hous-
ing 1091 has a smaller height than the sides or side sur-
face panels of the first housing 1091.
[0328] Therefore, when wash water supplied by the
first water supply hole 1054b flows into the first housing
1091, is stored in the first housing 1091, and then over-
flows from first housing 1091, the wash water drops to-
ward the tub 1020 over the top of the first induction panel
1091b.
[0329] The wall-mounted drum type washing machine
further includes a detachable conditioner box 1100 in the
second insertion hole 1055, through the cover unit 1032.
[0330] When a washing operation is performed with a
fabric conditioner in the conditioner box 1100, wash water
is supplied to the conditioner box 1100 during a rinsing
step. Then, the conditioner and the wash water are sup-
plied into the tub 1020.
[0331] The conditioner box 1100 includes a second
housing 1101 and a second handle 1102. The second
housing 1101 is inserted into the second insertion hole
1055 and has a siphon 1103 therein. The second handle
1102 is rotatable and connected to the second housing
1101, and detachably coupled to the front panel 1050.
[0332] The second housing 1101 may have a substan-

tially or partially cylindrical, or other container shape of
which the top or upper surface is open, and the second
rotatable handle 1102 is coupled to the front surface of
the second housing 1101.
[0333] Therefore, when the second handle 1102 is ro-
tated after the second housing 1101 is inserted into the
second insertion hole 1055, a locking operation may be
performed between the second handle 1102 and a sec-
ond lock hole 1035 in the cover unit 1032.
[0334] When the second handle 1102 is rotated, the
second housing 1101 and the second handle 1102 may
be idle with respect to each other. In such a case, the
second housing 1101 does not rotate.
[0335] The second housing 1101 has the siphon 1103
therein. Therefore, when wash water is supplied to the
second housing 1101, the wash water and the fabric con-
ditioner do not remain in the second housing 1101, but
are discharged toward the tub 1020, due to the siphon
effect.
[0336] The second insertion hole 1055 has a second
step 1055c to discharge wash water introduced through
a gap between the second housing 1101 and the second
insertion hole 1055.
[0337] The second step portion 1055c is formed by ex-
panding the lower portion of the second insertion portion
1055 downward.
[0338] As the gap between the second housing 1101
and the second insertion hole 1055 increases, wash wa-
ter that might otherwise enter the gap between the bottom
of the second housing 1101 and the second insertion
hole 1055 does not enter, but rather, flows or is dis-
charged toward the tub 1020.
[0339] The second housing 1101 includes a second
induction panel 1101a on the rear surface thereof and
having a smaller height than sides or side surfaces of the
second housing 1101. Therefore, when wash water sup-
plied to the second housing 1101 overflows, the over-
flowing wash water is supplied to the tub 1020 by the
second induction panel 1101a.
[0340] The second induction panel 1101a of the sec-
ond housing 1101 may have a smaller height than sides
or side surfaces of the second housing 1101.
[0341] Therefore, when the wash water supplied by
the second supply hole 1055b flows into the second hous-
ing 1101, is stored in the second housing 1101, and then
overflows from the second housing 1101, the wash water
flows or drops toward the tub 1020 over the top of the
second induction panel 1101a.
[0342] The bottom surface of the second housing 1101
is sloped or declined toward the siphon 1103.
[0343] The wash water or fabric conditioner remaining
in (e.g., on the bottom surface of) the second housing
1101 moves toward the siphon 1103 along the sloped or
declined bottom surface. Therefore, the wash waster or
fabric conditioner does not remain in the second housing
1101 due to the operation of the siphon 1103.
[0344] The siphon 1103 includes a discharge pipe
1103a and a lid 1103b. The discharge pipe 1103a ex-
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tends or protrudes upward from the bottom surface of
the second housing 1101. The lid 1103b is spaced a pre-
determined distance from the discharge pipe 1103a and
covers the top of the discharge pipe 1103a.
[0345] When wash water is supplied to the second
housing 1101 containing fabric conditioner, the wash wa-
ter and the conditioner are discharged toward the dis-
charge pipe 1103a through the gap between the dis-
charge pipe 1103a and the lid 1103b due to the siphon
effect.
[0346] Furthermore, the wall-mounted drum type
washing machine includes a misassembling prevention
unit 1059 to prevent the detergent box 1090 and the con-
ditioner box 1100 from being switched and inserted into
the other hole.
[0347] Since the first and second housing portions
1091 and 1101 have a similar shape and size, a user
may inadvertently switch the detergent box 1090 and the
conditioner box 1100.
[0348] In the wall-mounted drum type washing ma-
chine, the misassembling prevention unit 1059 prevents
the detergent box 1090 and the conditioner box 110 from
being switched and inadvertently inserted into the other
hole.
[0349] Therefore, it is possible to prevent a user’s mis-
take. Specifically, a washing operation may not start
(e.g., be prevented from being started) when the condi-
tioner box 1100 is inserted into the first insertion hole
1054 and/or the detergent box 1090 is inserted into the
second insertion hole 1055.
[0350] The first handle 1092 has a first lock 1092a ther-
eon, and the first lock hole 1034 of the cover unit 1032
into which the first handle 1092 is inserted has a first
stopper 1034a that restricts the rotation of the first lock
1092a.
[0351] The first handle 1092 has a first coupling groove
1091d on the rear surface thereof, into which a first ro-
tatable hook 1092b of the first housing 1091 is inserted.
Therefore, when the first handle 1092 and the first hous-
ing 1091 are connected, they may be idle with respect
to each other.
[0352] The first handle 1092 has a pair of first lock por-
tions 1092a on the circumferential surface thereof, and
the first lock hole 1034 of the cover unit 1032 has a pair
of first stoppers 1034a at a predetermined distance from
each other so that the first lock portions 1092a lock to
the first stoppers 1034a.
[0353] The first stoppers 1034a have a shape that ex-
tends or protrudes to the center from the circumference
of the first lock hole 1034, and may comprise a ridge or
projection at two positions along the circumference of the
first lock hole 1034. When there are two or more stoppers
1034a, they may be spaced from each other.
[0354] When the first handle 1092 is inserted into the
first lock hole 1034 and then rotated while the first lock
portions 1092a and the first stoppers 1034a are spaced
from each other, the first lock portions 1092a and the first
stoppers 1034a may overlap each other.

[0355] Therefore, the first handle 1092 can be locked
so as not to be easily removed or separated from the first
lock hole 1034.
[0356] Since the first handle 1092 and the first housing
1091 are idle with respect to each other, it is possible to
prevent the detergent in the first housing 1091 from pour-
ing.
[0357] The second handle 1102 has one or more (e.g.,
a pair of) second lock portions 1104 thereon, and the
second lock hole 1035 of the cover unit 1032, into which
the second handle 1102 is inserted, has one or more
(e.g., a pair of) second stoppers 1035a to restrict the
rotation of the second lock 1104.
[0358] The second handle 1102 has a second coupling
groove 1101b on the rear surface thereof, into which a
second rotatable hook 1102a of the second housing 1101
is inserted. Therefore, when the second handle 1102 and
the second housing 1101 are connected, they may be
idle with respect to each other.
[0359] The second handle 1102 may have a pair of
second lock portions 1104 on the circumferential surface
thereof, and the second lock hole 1035 of the cover unit
1032 may have a pair of second stoppers 1035a a pre-
determined distance from each other so that the second
lock portions 1104 lock to the second stoppers 1035a.
[0360] The second stoppers 1035a are formed in a pro-
trusion shape to protrude to the center from the circum-
ference of the second lock hole portion 1035, and are
formed at two positions of the second lock hole portion
1035 so as to be spaced at a predetermined distance
from each other.
[0361] When the second handle 1102 is inserted into
the second lock hole 1035 and then rotated while the
second lock portions 1104 and the second stoppers
1035a are spaced from each other, the second lock por-
tions 1104 and the second stoppers 1035a may overlap
each other.
[0362] Therefore, the second handle 1102 can be
locked so as not to be easily removed or separated from
the second lock hole 1035.
[0363] Since the second handle 1102 and the second
housing 1101 are idle with respect to each other, it is
possible to prevent the fabric conditioner in the second
housing 1101 from pouring.
[0364] The first lock hole 1034 has a first blocking panel
1054a extending from a top or upper surface thereof,
toward the first housing 1091, and the second lock hole
1035 has a second blocking panel 1055a extending from
a top or upper surface thereof toward the second housing
1101.
[0365] The first blocking panel 1054a is above the first
housing 1091 when the first housing 1091 is inserted,
and close to the first handle 1092 when the first housing
1091 is inserted into the first insertion hole 1054.
[0366] Therefore, when wash water is supplied by the
first water supply hole 1054b, the wash water overflowing
to the outside of the first housing 1091 may be prevented
from leaking toward the first handle 1092.
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[0367] The second blocking panel 1055a is at the top
or upper surface of the second housing 1101 when the
second housing 1101 is inserted, and close to the second
handle 1102 when the second housing 1101 is inserted
into the second insertion hole 1055.
[0368] When wash water is supplied to the second wa-
ter supply hole 1055b, the wash water overflowing to the
outside of the second housing 1101 may be prevented
from leaking toward the second handle 1102.
[0369] The misassembling prevention unit 1059 in-
cludes a blocking portion 1056 in the first blocking panel
1054a extending from the first insertion hole 1054 toward
the first housing 1091 and interfering with the siphon
1103.
[0370] The siphon 1103 in the second housing 1101
may have an elongated shape that extends or protrudes
toward the top of the second housing 1101.
[0371] When the second housing 1101 is inserted into
the first insertion hole 1054, the siphon 1103 and the
blocking 1056 interfere with each other, and the second
housing 1101 cannot be inserted into the first insertion
hole 1054.
[0372] Therefore, it is possible to prevent a user’s mis-
take. For example, a washing operation may be prevent-
ed from being started when the detergent box 1090 and
the conditioner box 1100 are switched and inserted.
[0373] Furthermore, the door 1060 on the front panel
1050 may have a sensing groove 1061 into which the
first and second handle portions 1092 and 1102 are in-
serted (refer to FIG. 36).
[0374] When the door 1060 is closed and the first and
second handle portions 1092 and 1102 are not complete-
ly locked, the first and second handle portions 1092 and
1102 cannot be inserted correctly into the sensing groove
1061.
[0375] Therefore, the user cannot close the door 1060
when the first and second handle portions 1092 and 1102
are not completely locked. As such, when the drum type
washing machine is not operated correctly, a normal
washing operation cannot be performed.
[0376] FIG. 48 is a cross-sectional view of an exem-
plary overflow prevention unit for a wall-mounted drum
type washing machine.
[0377] Referring to FIGS. 25 and 48, the wall-mounted
drum type washing machine may further include an air
discharge port 1123 and a clogging prevention portion
1120. The air discharge port 1123 is in the rear panel
1010 and discharges air from the tub 1020. The clogging
prevention portion 1120 is configured to prevent the air
discharge port 1123 from clogging.
[0378] Through the air discharge port 1123 in an upper
central portion of the rear panel 1010, air inside the tub
1020 is discharged to the outside of the tub 1020.
[0379] The air discharge port 1123 includes an air dis-
charge pipe 1125 to guide the air from the tub 1020 to
the outside, and the air discharge pipe 1125 extends to-
ward the second through-groove 1012c by the guide unit
1012.

[0380] The air discharge pipe 1125 may be coupled to
the installation hole 1013a, and the cable member 1013b
may be wound around the air discharge pipe 1125, like
the power line 1011a.
[0381] The clogging prevention portion 1120 includes
a de-foaming portion 1121 in the rear panel 1010. The
de-foaming portion 1121 expands the end portion of the
air discharge port 1123.
[0382] Since the de-foaming portion 1121 has a larger
diameter than the air discharge port 1123, the de-foaming
portion 1121 prevents the air discharge port 1123 from
clogging with foam or similar substance that may be
formed inside the tub 1020.
[0383] The clogging prevention portion 1120 may fur-
ther include a guide unit 1012 in the rear panel 1010. The
guide unit 1012 may extend the air discharge pipe 1125
connected to the air discharge port 1123 toward a higher
position than the air discharge port 1123.
[0384] Both of the power line 1011a and the air dis-
charge pipe 1125 may be inserted into the guide unit
1102. When the cable member 1013b wound around the
air discharge pipe 1125 is coupled to the installation hole
1013a by the coupling member 1016a, the air discharge
pipe 1125 may be prevented from coming off to the out-
side of the fixing portion 1012a.
[0385] The air discharge pipe 1125 along the inside of
the fixing portion 1012a may extends toward the bottom
of the rear panel 1010, and is exposed to the outside of
the rear panel 1010 through the second through-groove
1012c.
[0386] FIG. 49 is a front perspective view illustrating
an exemplary drum for a wall-mounted drum type wash-
ing machine. FIG. 50 is a rear perspective view illustrating
the exemplary drum. FIG. 51 is cross-sectional view il-
lustrating the exemplary drum.
[0387] Referring to FIGS. 49 to 51, the drum 1023 of
the wall-mounted drum type washing machine has a larg-
er diameter B than the depth A of the drum 1023. The
depth A of the drum 1023 indicates a distance from the
front surface 1023c to the rear surface 1023d of the drum
1023.
[0388] Since the diameter B of the drum 1023 is larger
than the depth A thereof, that is, the diameter B is rela-
tively large and the depth A is relatively small, the front-
to-rear length or depth of the drum 1023 may be reduced
(e.g., when the same capacity is to be implemented).
[0389] Since the front-to-rear length or depth of the
wall-mounted drum type washing machine is reduced, it
is possible to reduce the protrusion or distance of the
drum type washing machine from the wall surface W.
[0390] In accordance with embodiment(s), the depth
A of the drum 1023 may be from 120 to 130 mm. When
the drum 1023 has a depth of less than 120 mm, it may
be difficult to house the laundry between the front surface
1023c and the rear surface 1023d of the drum 1023.
Therefore, it may become inconvenient to put the laun-
dry.
[0391] Furthermore, when the drum 1023 has a depth
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of more than 130 mm, the front-to-rear length or depth
of the drum type washing machine may increase to an
extent that the drum type washing machine may occupy
a large installation space. Therefore, the exterior quality
of the wall-mounted drum type washing machine may be
degraded, and the increased space occupied by the drum
type washing machine may reduce a user’s action radius.
[0392] Therefore, when the depth A of the drum 1023
is 120 to 130 mm, it becomes easy to put the laundry in
the drum, and the exterior quality of the drum type wash-
ing machine is improved. Furthermore, the distance or
protrusion of the drum type washing machine from the
wall surface is reduced, which can increase a user’s ac-
tion radius.
[0393] The diameter B of the drum 1023 is generally
from 3 to 3.2 times larger than the depth A of the drum
1023.
[0394] When the diameter B of the drum 1023 is less
than three times larger than the depth A of the drum 1023,
the depth A of the drum 1023 may increase dispropor-
tionately. Therefore, the protrusion of the drum type
washing machine from the wall surface W may increase.
[0395] Therefore, as described above, when the front-
to-rear length of the drum type washing machine increas-
es so that the drum type washing machine occupies a
relatively large installation space. Accordingly, the exte-
rior quality or appearance of the wall-mounted drum type
washing machine may be degraded, and the space oc-
cupied by the drum type washing machine may increase
and/or reduce a user’s action radius.
[0396] When the diameter B of the drum 1023 is more
than 3.2 times larger than the depth A of the drum 1023,
the horizontal and vertical sizes of the washing machine
may increase. Therefore, the area of the wall surface W
for mounting the drum type washing machine may in-
crease, possibly making it difficult to install the drum type
washing machine.
[0397] Therefore, when the diameter B of the drum
1023 is from 3 to 3.2 times larger than the depth A of the
drum 1023, it becomes easy to put the laundry, the ex-
terior quality and/or appearance of the drum type wash-
ing machine is improved, and the distance or protrusion
of the drum type washing machine from the wall may be
reduced and/or may increase a user’s action radius.
[0398] Furthermore, the shortest distance C from the
circumference of the drum 1023 to an input hole 1023b
is set 0.4∼0.8 times the depth A of the drum 1023.
[0399] When the shortest distance C from the circum-
ference of the drum 1023 to the input hole 1023b is less
than 0.4 times the depth A of the drum 1023, the space
available for housing the laundry may be reduced and
may make it inconvenient to put the laundry. In this case,
the laundry put into the drum 1023 may come out of the
drum 1023.
[0400] Furthermore, when the shortest distance C from
the circumference of the drum 1023 to the input hole
1023b is more than 0.8 times the depth A of the drum
1023, the size of the input hole 1023b may be reduced

and may make it inconvenient or difficult to take out the
laundry.
[0401] Therefore, when the shortest distance C from
the circumference of the drum 1023 to the input hole
1023b is 0.4∼0.8 times the depth A of the drum 1023, it
becomes easy to put the laundry, and the exterior quality
of the drum type washing machine is improved. Further-
more, the distance or protrusion of the drum type washing
machine from the wall surface may be reduced to in-
crease a user’s action radius.
[0402] The drum 1023 includes a plurality of protru-
sions 1023e on the rear surface 1023d thereof, and the
protrusions 1023e are spaced from each other and con-
nected to the driving unit 1040.
[0403] A method of mounting or installing the wall-
mounted drum type washing machine on a wall will be
described as follows.
[0404] First, when the wall-mounted drum type wash-
ing machine is installed, four coupling members 1016a
are securely inserted into the wall surface W, and the
buffer member 1016c is placed over or around the cou-
pling members 1016a. Then, the rear panel 1010 is
mounted on the wall surface W by inserting the coupling
members 1016a into the through-hole portions 1016 of
the rear panel 1010.
[0405] The nut members 1016b are then secured or
tightened onto the coupling members 1016a protruding
toward the front surface 1010a of the rear panel 1010
through the through-hole portions 1016b, generally until
the nut members 1016b are closely attached to or se-
curely in place on the front surface 1010a.
[0406] Then, when the cover unit 1032 and the box
unit 1030 are assembled and the box unit 1030 is placed
on or over the rear panel 1010, the end of the box unit
1030 is received on or over the receiving portion 1015,
and the guide protrusions 1038 may be inserted into the
guide grooves 1015a. Then, the box unit 1030 is at a
precise and/or predetermined position on the rear panel
1010.
[0407] The end of the box unit 1030 is spaced a pre-
determined distance from the receiving portion 1015. The
operator may press the box unit 1030 and the cover unit
1032 toward the receiving portion 1015 and may insert
the coupling members 1016a into upper and lower por-
tions of the box unit 1030, thereby coupling the box unit
1030 to the rear panel 1010.
[0408] After the installation of the wall-mounted drum
type washing machine is completed, the box unit 1030,
the cover unit 1032, and the rear panel 1010 are fastened
or secured in place by an elastic force between the box
unit 1030 and the cover unit 1032. Therefore, the coupling
force among the respective exterior parts may be im-
proved.
[0409] When a washing operation is to be performed,
the user opens the door 1060, puts the laundry into the
drum 1023, removes the detergent box 1090 and the
conditioner box 1100, puts detergent and fabric condi-
tioner into the second housing 1101, and inserts the first
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and second housings 1091 and 1101 into the first and
second insertion holes 1054 and 1055, respectively.
[0410] The first insertion hole 1054 may have a block-
ing portion 1056 extending downward from a first block-
ing panel 1054a. Therefore, when the conditioner box
1100 is inserted into the first insertion hole 1054, the si-
phon 1103 and the blocking portion 1056 interfere with
each other. Accordingly, it is possible to prevent the de-
tergent box 1090 and the conditioner box 1100 from being
inadvertently switched and inserted into an incorrect
hole.
[0411] After the detergent box 1090 and the condition-
er box 1100 are inserted into the first and second insertion
holes 1054 and 1055, the first and second handles 1092
and 1102 are rotated to overlap the first and second lock
portions 1092a and 1104 with the first and second stop-
pers 1034a and 1035a, respectively. Accordingly, the de-
tergent box 1090 and the conditioner box 1100 can be
locked.
[0412] Then, when the user presses a manipulation
unit to start a washing operation, the water supply valves
are opened to supply wash water to the tub 1020.
[0413] The wash water supplied to the detergent box
1090 through the first water supply hole 1054b by the
water supply pipe 1074a is stored in the first housing
1091.
[0414] As the wash water is continuously supplied, the
wash water overflows from the top of the first induction
panel 1091b, thereby supplying wash water and deter-
gent into the tub 1020.
[0415] When a predetermined amount of wash water
is supplied, the motor 1041 is driven according to an op-
eration signal transmitted from the control block 1022,
and power transmitted along the belt 1043 from the ro-
tating shaft 1041a of the motor 1041 rotates the driving
wheel 1042 and the drum 1023 to perform the washing
operation.
[0416] In various embodiments, since the tub 1020,
the rear panel 1010, and the reinforcement unit 1014 are
integral with each other, it is possible to prevent the tub
1020 from moving due to vibrations generated while the
drum 1023 is rotated. Furthermore, the buffer member
1016c between the rear panel 1010 and the wall surface
W may reduce or prevent vibrations of the drum 1023
from being transmitted to the wall surface W.
[0417] Accordingly, it is possible to provide a drum type
washing machine which may be installed or mounted on
the wall surface and that includes a power line having
multiple extension directions.
[0418] Embodiments of the present invention figures
1 to 4 and 28 to 35 have been disclosed above for illus-
trative purposes.
[0419] In the embodiments of the present invention,
the wall-mounted drum type washing machine has been
taken as an example for description. However, this is
only an example, and the wall-mounted drum type wash-
ing machine in accordance with embodiments of the
present invention may be applied to other products

[0420] The scope of the invention should be limited
only by the accompanying claims.

Claims

1. A wall-mounted drum type washing machine com-
prising:

a rear panel (1010) configured to be mounted
on a wall surface (W);
a tub (1020) configured to contain washing wa-
ter, integrally formed with the rear panel (1010);
a front panel (1050) on the tub (1020);
a box unit (1030) configured to surround the tub
(1020);
a cover unit (1032) elastically coupled to a front
side of the box unit (1030); and
a detachable detergent box (1090) configured
to be inserted through the cover unit (1032) and
into the front panel (1050),
wherein the front panel (1050) has a first inser-
tion hole (1054) configured to receive the deter-
gent box (1090), and the first insertion hole
(1054) has a first water supply hole (1054b) con-
nected to a water supply pipe (1074a),

characterized in that the detergent box (1090) com-
prises:

a first housing (1091) configured to be inserted
into the first insertion hole (1054); and
a rotatable first handle (1092) connected to the
first housing (1091) and detachably coupled to
the front panel (1050).

2. The wall-mounted drum type washing machine of
claim 1, wherein the first housing (1091) has a re-
maining water hole (1091 a) therein.

3. The wall-mounted drum type washing machine of
claim 2, wherein the remaining water hole (1091 a)
has a backflow prevention protrusion (1091c) con-
figured to prevent wash water from flowing back-
ward.

4. The wall-mounted drum type washing machine of
claim 1, wherein the first insertion hole (1054) has a
first step (1054c) therein configured to prevent wash
water from entering a gap between the first housing
(1091) and the first insertion hole (1054).

5. The wall-mounted drum type washing machine of
claim 1, wherein the first housing (1091) has a first
induction panel (1091 b) at a rear surface thereof,
the first induction panel (1091 b) having a smaller
height than side surfaces of the first housing (1091),
wherein wash water overflowing from the first hous-
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ing (1091) is supplied to the tub (1020).

6. The wall-mounted drum type washing machine of
claim 1, wherein the front panel (1050) has a second
insertion hole (1055) therein, and the wall-mounted
drum type washing machine further comprises a de-
tachable conditioner box (1100) configured to be in-
serted through the cover portion and into the second
insertion hole (1055).

7. The wall-mounted drum type washing machine of
claim 6, wherein the conditioner box (1100) compris-
es:

a second housing (1101) configured to be in-
serted into the second insertion hole (1055) and
having a siphon (1103) therein; and
a rotatable second handle (1102) connected to
the second housing (1101) and detachably cou-
pled to the front panel (1050).

8. The wall-mounted drum type washing machine of
claim 7, wherein the second housing (1101) has a
bottom surface inclined toward the siphon (1103).

9. The wall-mounted drum type washing machine of
claim 7, wherein the siphon (1103) comprises:

a discharge pipe (1103a) protruding upward
from the bottom surface of the second housing
(1101); and
a cap covering an upper portion of the discharge
pipe (1103a), at an interval from the discharge
pipe (1103a).

10. The wall-mounted drum type washing machine of
claim 7, wherein the second housing (1101) has a
second induction panel (1101 a) at a rear surface
thereof, the second induction panel (1101 a) having
a smaller height than side surfaces of the second
housing (1101), wherein wash water overflowing
from the second housing (1101) portion is supplied
to the tub (1020).

11. The wall-mounted drum type washing machine of
claim 1, further comprising:

a detachable conditioner box (1100) configured
to be inserted through the cover unit (1032) and
into the front panel (1050); and
a misassembling prevention unit (1059) config-
ured to prevent the detergent box (1090) and
the conditioner box (1100) from being inserted
into an incorrect insertion hole.

12. The wall-mounted drum type washing machine of
claim 11, wherein the front panel (1050) comprises
a first insertion hole (1054) configured to receive the

detergent box (1090) and a second insertion hole
(1055) configured to receive the conditioner box
(1100).

13. The wall-mounted drum type washing machine of
claim 12, wherein the first handle (1092) has a first
lock (1092a) formed therein, and a first stopper
(1034a) is formed in a first through-hole of the cover
unit (1032), into which the first handle (1092) is in-
serted, and restricts rotation of the first lock (1092a).

14. The wall-mounted drum type washing machine of
claim 12, wherein the conditioner box (1100) com-
prises:

a second housing (1101) configured to be in-
serted into the second insertion hole (1055) and
having a siphon (1103) therein; and
a rotatable second handle (1102) connected to
the second housing (1101) and detachably cou-
pled to the front panel (1050).

15. The wall-mounted drum type washing machine of
claim 14, wherein the second handle (1102) has a
second lock portion (1104), and a second stopper
(1035a) is formed in a second through-hole of the
cover unit (1032), into which the second handle
(1102) is inserted, and restricts rotation of the second
lock portion (1104).

16. The wall-mounted drum type washing machine of
claim 14, wherein the misassembling prevention unit
(1059) is formed in a first blocking panel (1054a)
formed at one side of a first water supply hole (1054b)
formed in the first insertion hole (1054) and compris-
es a blocking portion (1056) is configured to interfere
with the siphon (1103).

17. The wall-mounted drum type washing machine of
claim 14, further comprising a door (1060) on the
front panel (1050) having sensing grooves (1061)
configured to receive the first and second handles
(1102).

Patentansprüche

1. Trommelwaschmaschine zur Wandmontage, die
Folgendes umfasst:

eine hintere Platte (1010), die konfiguriert ist, an
einer Wandfläche (W) montiert zu werden;
einen Bottich (1020), der konfiguriert ist, Wasch-
wasser zu enthalten, der mit der hinteren Platte
(1010) einteilig ausgebildet ist;
eine vordere Platte (1050) an dem Bottich
(1020);
eine Behältereinheit (1030), die konfiguriert ist,
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den Bottich (1020) zu umgeben;
eine Abdeckeinheit (1032), die mit einer Vorder-
seite der Behältereinheit (1030) elastisch ge-
koppelt ist; und
einen abnehmbaren Reinigungsmittelbehälter
(1090), der konfiguriert ist, durch die Abdeck-
einheit (1032) und in die vordere Platte (1050)
eingesetzt zu werden,
wobei die vordere Platte (1050) ein erstes Ein-
setzloch (1054) aufweist, das konfiguriert ist,
den Reinigungsmittelbehälter (1090) aufzuneh-
men, und wobei das erste Einsetzloch (1054)
ein erstes Wasserzufuhrloch (1054b) aufweist,
das mit einem Wasserzufuhrrohr (1074a) ver-
bunden ist,

dadurch gekennzeichnet, dass der Reinigungs-
mittelbehälter (1090) Folgendes umfasst:

ein erstes Gehäuse (1091), das konfiguriert ist,
in das erste Einsetzloch (1054) eingesetzt zu
werden; und
einen drehbaren ersten Griff (1092), der mit dem
ersten Gehäuse (1091) verbunden ist und mit
der vorderen Platte (1050) abnehmbar gekop-
pelt ist.

2. Trommelwaschmaschine zur Wandmontage nach
Anspruch 1, wobei das erste Gehäuse (1091) ein
Restwasserloch (1091a) aufweist.

3. Trommelwaschmaschine zur Wandmontage nach
Anspruch 2, wobei das Restwasserloch (1091a) ei-
nen Vorsprung (1091c) zum Verhindern eines Rück-
flusses aufweist, der konfiguriert ist, zu verhindern,
dass Waschwasser zurückfließt.

4. Trommelwaschmaschine zur Wandmontage nach
Anspruch 1, wobei das erste Einsetzloch (1054) eine
erste Stufe (1054c) aufweist, die konfiguriert ist, zu
verhindern, dass Waschwasser in einen Spalt zwi-
schen dem ersten Gehäuse (1091) und dem ersten
Einsetzloch (1054) eintritt.

5. Trommelwaschmaschine zur Wandmontage nach
Anspruch 1, wobei das erste Gehäuse (1091) an sei-
ner hinteren Oberfläche eine erste Einleitungsplatte
(1091b) aufweist, wobei die erste Einleitungsplatte
(1091b) eine geringere Höhe als Seitenflächen des
ersten Gehäuses (1091) aufweist, wobei Wasch-
wasser, das von dem ersten Gehäuse (1091) über-
läuft, dem Bottich (1020) zugeführt wird.

6. Trommelwaschmaschine zur Wandmontage nach
Anspruch 1, wobei die vordere Platte (1050) ein
zweites Einsetzloch (1055) aufweist, und wobei die
Trommelwaschmaschine zur Wandmontage ferner
einen abnehmbaren Weichspülerbehälter (1100)

umfasst, der konfiguriert ist, durch den Abdeckab-
schnitt und in das zweite Einsetzloch (1055) einge-
setzt zu werden.

7. Trommelwaschmaschine zur Wandmontage nach
Anspruch 6, wobei der Weichspülerbehälter (1100)
Folgendes umfasst:

ein zweites Gehäuse (1101), das konfiguriert ist,
in das zweite Einsetzloch (1055) eingesetzt zu
werden, und das einen Siphon (1103) aufweist;
und
einen drehbaren zweiten Griff (1102), der mit
dem zweiten Gehäuse (1101) verbunden ist und
mit der vorderen Platte (1050) abnehmbar ge-
koppelt ist.

8. Trommelwaschmaschine zur Wandmontage nach
Anspruch 7, wobei das zweite Gehäuse (1101) eine
Bodenfläche aufweist, die in Richtung des Siphons
(1103) geneigt ist.

9. Trommelwaschmaschine zur Wandmontage nach
Anspruch 7, wobei der Siphon (1103) Folgendes um-
fasst:

ein Abflussrohr (1103a), das von der Bodenflä-
che des zweiten Gehäuses (1101) nach oben
vorsteht; und
eine Kappe, die einen oberen Abschnitt des Ab-
flussrohrs (1103a) in einem Abstand von dem
Abflussrohr (1103a) bedeckt.

10. Trommelwaschmaschine zur Wandmontage nach
Anspruch 7, wobei das zweite Gehäuse (1101) an
seiner hinteren Oberfläche eine zweite Einleitungs-
platte (1101a) aufweist, wobei die zweite Einlei-
tungsplatte (1101a) eine geringere Höhe als Seiten-
flächen des zweiten Gehäuses (1101) aufweist, wo-
bei Waschwasser, das von dem Abschnitt des zwei-
ten Gehäuses (1101) überläuft, dem Bottich (1020)
zugeführt wird.

11. Trommelwaschmaschine zur Wandmontage nach
Anspruch 1, die ferner Folgendes umfasst:

einen abnehmbaren Weichspülerbehälter
(1100), der konfiguriert ist, durch die Abdeck-
einheit (1032) und in die vordere Platte (1050)
eingesetzt zu werden; und
eine Einheit (1059) zum Verhindern eines feh-
lerhaften Einsetzens, die konfiguriert ist, zu ver-
hindern, dass der Reinigungsmittelbehälter
(1090) und der Weichspülerbehälter (1100) in
ein falsches Einsetzloch eingesetzt werden.

12. Trommelwaschmaschine zur Wandmontage nach
Anspruch 11, wobei die vordere Platte (1050) ein
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erstes Einsetzloch (1054), das konfiguriert ist, den
Reinigungsmittelbehälter (1090) aufzunehmen, und
ein zweites Einsetzloch (1055), das konfiguriert ist,
den Weichspülerbehälter (1100) aufzunehmen, um-
fasst.

13. Trommelwaschmaschine zur Wandmontage nach
Anspruch 12, wobei der erste Griff (1092) ein erstes
darin ausgebildetes Arretierungselement (1092a)
aufweist und wobei ein erstes Stoppelement (1034a)
in einem ersten Durchgangsloch der Abdeckeinheit
(1032) ausgebildet ist, in das der erste Griff (1092)
eingesetzt ist, und eine Drehung des ersten Arretie-
rungselements (1092a) begrenzt.

14. Trommelwaschmaschine zur Wandmontage nach
Anspruch 12, wobei der Weichspülerbehälter (1100)
Folgendes umfasst:

ein zweites Gehäuse (1101), das konfiguriert ist,
in das zweite Einsetzloch (1055) eingesetzt zu
werden, und einen Siphon (1103) aufweist; und
einen drehbaren zweiten Griff (1102), der mit
dem zweiten Gehäuse (1101) verbunden ist und
mit der vorderen Platte (1050) abnehmbar ge-
koppelt ist.

15. Trommelwaschmaschine zur Wandmontage nach
Anspruch 14, wobei der zweite Griff (1102) einen
zweiten Arretierungsabschnitt (1104) aufweist, und
wobei ein zweites Stoppelement (1035a) in einem
zweiten Durchgangsloch der Abdeckeinheit (1032)
ausgebildet ist, in das der zweite Griff (1102) einge-
setzt ist, und eine Drehung des zweiten Arretierungs-
abschnitts (1104) begrenzt.

16. Trommelwaschmaschine zur Wandmontage nach
Anspruch 14, wobei die Einheit (1059) zum Verhin-
dern eines fehlerhaften Zusammenbaus als eine
erste Blockierplatte (1054a) ausgebildet ist, die an
einer Seite eines ersten Wasserzufuhrlochs (1054b)
ausgebildet ist, das in dem ersten Einsetzloch (1054)
ausgebildet ist, und einen Blockierabschnitt (1056)
umfasst, der konfiguriert ist, den Siphon (1103) zu
behindern.

17. Trommelwaschmaschine zur Wandmontage nach
Anspruch 14, die ferner eine Tür (1060) an der vor-
deren Platte (1050) umfasst, die Aufnahmerillen
(1061) aufweist, die konfiguriert sind, den ersten und
den zweiten Griff (1102) aufzunehmen.

Revendications

1. Lave-linge à tambour mural, comprenant:

un panneau arrière (1010) configuré de manière

à être monté sur une surface de mur (W);
une cuve (1020) configurée de manière à con-
tenir de l’eau de lavage, formée intégralement
avec le panneau arrière (1010);
un panneau avant (1050) sur la cuve (1020);
une unité de carénage (1030) configurée de ma-
nière à entourer la cuve (1020);
une unité de couvercle (1032) couplée élasti-
quement à un côté avant de l’unité de carénage
(1030); et
un compartiment de détergent détachable
(1090) configuré de manière à être inséré à tra-
vers l’unité de couvercle (1032) et dans le pan-
neau avant (1050),
dans lequel le panneau avant (1050) présente
un premier trou d’insertion (1054) configuré de
manière à recevoir le compartiment de déter-
gent (1090), et le premier trou d’insertion (1054)
présente un premier trou de fourniture d’eau
(1054b) connecté à un tuyau d’alimentation en
eau (1074a),

caractérisé en ce que le compartiment de détergent
(1090) comprend:

un premier boîtier (1091) configuré de manière
à être inséré dans le premier trou d’insertion
(1054); et
une première poignée rotative (1092) connectée
au premier boîtier (1091) et couplée de façon
détachable au panneau avant (1050).

2. Lave-linge à tambour mural selon la revendication
1, dans lequel le premier boîtier (1091) comporte un
trou d’eau restante (1091a) dans celui-ci.

3. Lave-linge à tambour mural selon la revendication
2, dans lequel le trou d’eau restante (1091a) com-
prend une saillie de blocage de reflux (1091c) con-
figurée de manière à empêcher l’eau de lavage de
s’écouler vers l’arrière.

4. Lave-linge à tambour mural selon la revendication
1, dans lequel le premier trou d’insertion (1054) pré-
sente un premier gradin (1054c) dans celui-ci confi-
guré de manière à empêcher l’eau de lavage d’entrer
dans un espace entre le premier boîtier (1091) et le
premier trou d’insertion (1054).

5. Lave-linge à tambour mural selon la revendication
1, dans lequel le premier boîtier (1091) comprend
un premier panneau d’induction (1091b) à une sur-
face arrière de celui-ci, la hauteur du premier pan-
neau d’induction (1091b) étant inférieure à celle des
surfaces latérales du premier boîtier (1091), dans
lequel l’eau de lavage qui déborde du premier boîtier
(1091) est conduite dans la cuve (1020).
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6. Lave-linge à tambour mural selon la revendication
1, dans lequel le panneau avant (1050) comporte un
second trou d’insertion (1005) dans celui-ci, et le la-
ve-linge à tambour mural comprend en outre un com-
partiment d’adoucissant détachable (1100) configu-
ré de manière à être inséré à travers la partie de
couvercle et dans le second trou d’insertion (1055).

7. Lave-linge à tambour mural selon la revendication
6, dans lequel le compartiment d’adoucissant (1100)
comprend:

un second boîtier (1101) configuré de manière
à être inséré dans le second trou d’insertion
(1055) et comprenant un siphon (1103) dans ce-
lui-ci; et
une seconde poignée rotative (1102) connectée
au second boîtier (1101) et couplée de façon
détachable au panneau avant (1050).

8. Lave-linge à tambour mural selon la revendication
7, dans lequel le second boîtier (1101) présente une
surface inférieure inclinée en direction du siphon
(1103).

9. Lave-linge à tambour mural selon la revendication
7, dans lequel le siphon (1103) comprend:

un tuyau de décharge (1103a) faisant saillie vers
le haut à partir de la surface inférieure du second
boîtier (1101); et
un chapeau couvrant une partie supérieure du
tuyau de décharge (1103a) à un intervalle du
tuyau de décharge (1103a).

10. Lave-linge à tambour mural selon la revendication
7, dans lequel le second boîtier (1101) comprend un
second panneau d’induction (1101a) à une surface
arrière de celui-ci, la hauteur du second panneau
d’induction (1101a) étant inférieure à celle des sur-
faces latérales du second boîtier (1101), dans lequel
l’eau de lavage qui déborde du second boîtier (1101)
est conduite dans la cuve (1020).

11. Lave-linge à tambour mural selon la revendication
1, comprenant en outre:

un compartiment d’adoucissant détachable
(1100) configuré de manière à être inséré à tra-
vers l’unité de couvercle (1032) et dans le pan-
neau avant (1050); et
une unité d’empêchement de mauvais assem-
blage (1059) configurée de manière à empêcher
que le compartiment de détergent (1090) et le
compartiment d’adoucissant (1100) soient insé-
rés dans un trou d’insertion incorrect.

12. Lave-linge à tambour mural selon la revendication

11, dans lequel le panneau avant (1050) comporte
un premier trou d’insertion (1054) configuré de ma-
nière à recevoir le compartiment de détergent
(1090), et un second trou d’insertion (1055) configu-
ré de manière à recevoir le compartiment d’adoucis-
sant (1100).

13. Lave-linge à tambour mural selon la revendication
12, dans lequel la première poignée (1092) com-
prend un premier verrou (1092a) formé dans celle-
ci, et un premier arrêt (1034a) est formé dans un
premier trou traversant de l’unité de couvercle
(1032), dans lequel la première poignée (1092) est
insérée, et qui empêche la rotation du premier verrou
(1092a).

14. Lave-linge à tambour mural selon la revendication
12, dans lequel le compartiment d’adoucissant
(1100) comprend:

un second boîtier (1101) configuré de manière
à être inséré dans le second trou d’insertion
(1055) et comprenant un siphon (1103) dans ce-
lui-ci; et
une seconde poignée rotative (1102) connectée
au second boîtier (1101) et couplée de façon
détachable au panneau avant (1050).

15. Lave-linge à tambour mural selon la revendication
14, dans lequel la seconde poignée (1102) com-
prend une seconde partie de verrou (1104), et un
second arrêt (1035a) est formé dans un second trou
traversant de l’unité de couvercle (1032), dans lequel
la seconde poignée (1102) est insérée, et qui em-
pêche la rotation de la seconde partie de verrou
(1104).

16. Lave-linge à tambour mural selon la revendication
14, dans lequel l’unité d’empêchement de mauvais
assemblage (1059) est formée dans un premier pan-
neau de blocage (1054a) formé sur un premier côté
d’un premier trou d’alimentation en eau (1054b) for-
mé dans le premier trou d’insertion (1054) et com-
prend une partie de blocage (1056) configurée de
manière à interférer avec le siphon (1103).

17. Lave-linge à tambour mural selon la revendication
14, comprenant en outre une porte (1060) sur le pan-
neau avant (1050) comportant des rainures de dé-
tection (1061) configurées de manière à recevoir les
première et seconde poignées (1102).
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