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(54) COLLECTOR SHEET FOR SOLAR CELL AND SOLAR CELL MODULE EMPLOYING SAME

(57) Provided is a collector sheet for a solar cell, for
use as internal wiring in a solar cell module, wherein the
collector sheet for solar cell can prevent short circuiting
between, for example, a non-photoreception surface side
element constituting the P pole, and a wiring section cor-
responding to the N electrode, as well as cushioning
shocks. As internal wiring of the solar cell module, this
collector sheet (2) for a solar cell has a circuit (22) dis-
posed on the back surface side of a back contact type of
a solar cell element (1), and comprising, on the back sur-
face of a resin substrate (21), a wiring section (221) of
metal and a non-wiring section (222). A sealing material
layer (23) is stacked on the circuit (22), and in the sealing
material layer (23) on the wiring section (221) is formed
a conductive recessed part (24) through which the wiring
section (221) is exposed, in order to provide conductivity
between an electrode (4) on the non-photoreception sur-
face side of the solar cell element (1), and the wiring
section (221) corresponding thereto, with the sealing ma-
terial layer (23) therebetween.
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Description

TECHNICAL FIELD

[0001] This invention relates to a collector sheet for a solar cell for extracting electricity from a back contact solar cell
element, and a solar cell module employing the same.

BACKGROUND ART

[0002] In recent years, solar cells have been receiving attention as a clean energy source due to the rise in awareness
of environmental problems. In general, a solar cell module constituting a solar cell has a configuration in which a trans-
parent front substrate, a front surface side sealing material sheet, a solar cell element, a rear front side sealing material
sheet, and a rear surface protective sheet are laminated sequentially from the photoreception surface side, and has the
function of generating electricity by sunlight being incident on the solar cell element.
[0003] Solar cell elements that generate electricity inside a solar cell module are generally provided in a plurality of
numbers inside the solar cell module, and are configured so as to be connected in series/parallel, to obtain the required
current and voltage. In order to wire the plurality of solar cell elements inside the solar cell module, for example, a
collector sheet is used for a solar cell which is formed by laminating metal foil to become a circuit on the surface of a
resin sheet as a base material (see Patent Document 1).
[0004] Incidentally, the solar cell element has a photoreception surface to receive sunlight and a non-photoreception
surface located on the rear side thereof, and there is known a back contact solar cell element in which an electrode is
not disposed on the photoreception surface but a plurality of electrodes with different polarities are disposed on the non-
photoreception surface so as to enhance the photoreception efficiency of sunlight on the photoreception surface.
[0005] There are a variety of types of back contact solar cell elements. Other than a solar cell element of a metal wrap
through (MWT) type, or an emitter wrap through (EWT) type, which includes a semiconductor substrate having a plurality
of through holes that penetrate between the photoreception surface and the non-photoreception surface and in which
a plurality of electrodes with different polarities are provided on the non-photoreception surface, there exists a solar cell
element with a structure having no through holes.
[0006] Herein, especially in the case of extracting electricity directly from the electrode of the solar cell element with
a structure having through holes, there is a risk of short circuiting between the non-photoreception surface side element
as a P-electrode and the wiring section corresponding to an N-electrode.
[0007] Such short circuiting can be prevented by forming an insulating layer on the circuit of the collector sheet for a
solar cell. Patent Document 2 discloses a solar cell module in which an insulating layer configured of an insulating
adhesive is formed on the circuit of the collector sheet for a solar cell.
[0008] On the other hand, in recent years, there are some cases where the solar cell element cracks or a contact
failure occurs in a joining section of the solar cell element and the circuit on the collector sheet for a solar cell due to a
slight shock from the outside, but the insulating adhesive is typically a curing resin cured by heat, UV or the like, and
hence the insulating layer after curing does not have shock resistant properties, whereby it is not possible to achieve
the effect of softening shocks from the outside only by means of the insulating layer.

[Patent Document 1] Japanese Unexamined Patent Application, Publication No.2007-081237
[Patent Document 2] Japanese Unexamined Patent Application, Publication No.2010-157553

DISCLOSURE OF THE INVENTION

Problems to be Solved by the Invention

[0009] For this reason, a collector sheet for a solar cell has been sought which is capable of safely extracting electricity
without giving rise to short circuiting, as well as sufficiently softening shocks from the outside.
[0010] The present invention has been made in view of such circumstances, and an object of the present invention is
to provide a collector sheet for a solar cell and a method for producing the same, the sheet being a collector sheet for
a solar cell which is joined to a back contact solar cell element and is capable of reliably preventing short circuiting
between, for example, a non-photoreception surface side element as a P-electrode and a wiring section corresponding
to an N-electrode, as well as sufficiently softening shocks from the outside on the solar cell element and a joining section
of the solar cell element and a circuit.
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Means for Solving the Problems

[0011] The present inventors conducted extensive studies in order to solve the above problems, and found as a result
that the above short circuiting can be prevented and shocks from the outside can also be sufficiently softened by forming
a sealing material layer, provided with an insulating effect on top of the original effect of shock softening, on the circuit
of the collector sheet for a solar cell, thus leading to completion of the present invention. Specifically, the present invention
provides the following.

(1) A collector sheet for a solar cell which is disposed, as internal wiring of a solar cell module, on the rear surface
side of a back contact solar cell element, the sheet including: a circuit which is formed on the surface of a resin base
material, and configured of a wiring section made of a metal and a non-wiring section; and a sealing material layer
which is laminated on the circuit, wherein the sealing material layer on the wiring section is formed with a conductive
recessed section where the wiring section is exposed for providing conductivity between an electrode on the non-
photoreception surface side of the solar cell element and the wiring section corresponding thereto via the sealing
material layer.
(2) The collector sheet for a solar cell according to (1), including as the conductive recessed section: a first conductive
recessed section corresponding to the position of a first electrode being one of the positive and negative electrodes
formed on the non-photoreception surface side through a through hole from the photoreception surface side element
of the solar cell element; and a second conductive recessed section corresponding to the position of a second
electrode being the other of the positive and negative electrodes on the non-photoreception surface of the solar cell
element.
(3) A collector sheet for a solar cell which is disposed, as internal wiring of a solar cell module, on the rear surface
side of a back contact solar cell element, the sheet including: a circuit which is formed on the surface of a resin base
material, and configured of a wiring section made of a metal and a non-wiring section; an insulating layer which is
formed on the circuit; and a sealing material layer which is formed on the insulating layer, wherein the insulating
layer and the sealing material layer on the wiring section are formed with a conductive recessed section where the
wiring section is exposed to provide conductivity between an electrode on the non-photoreception surface side of
the solar cell element and the wiring section corresponding thereto via the insulating layer and the sealing material
layer.
(4) The collector sheet for a solar cell according to (3), including as the conductive recessed section: a first conductive
recessed section corresponding to the position of the first electrode being one of the positive and negative electrodes
formed on the non-photoreception surface side through a through hole from the photoreception surface side element
of the solar cell element; and a second conductive recessed section corresponding to the position of the second
electrode being the other of the positive and negative electrodes on the non-photoreception surface of the solar cell
element.
(5) The collector sheet for a solar cell according to (1) or (2), wherein the volume resistance value measured based
on JIS C6481 is 107 Ω or more.
(6) The collector sheet for a solar cell according to (1), (2) or (5) wherein the sealing material layer is a polyethylene-
based resin or ionomer.
(7) The collector sheet for a solar cell according to (3) or (4), wherein the insulating layer is an ultraviolet curable
insulating layer.
(8) The collector sheet for a solar cell, integrated with a rear surface protective sheet, according to any one of (1)
to (7), wherein the rear surface protective sheet is integrated on the rear surface side of the resin base material.
(9) A method for producing the collector sheet for a solar cell according to any one of (1), (2), (5) or (6), including
the steps of: laminating metal foil on the surface of a resin base material and then etching the metal foil to form a
circuit; and forming a through hole that constitutes the conductive recessed section in the sealing material layer, to
laminate the sealing material layer on the circuit.
(10) A method for producing the collector sheet for a solar cell according to any one of (3), (24), or (7), including the
steps of: laminating metal foil on the surface of a resin base material and then etching the metal foil to form a circuit;
pattern-forming the insulating layer on the wiring section and the non-wiring section except for the conductive
recessed section; and forming a through hole that constitutes the conductive recessed section in the sealing material
layer to laminate the sealing material layer on the insulating layer.
(11) A solar cell module which includes a joining member formed by laminating the collector sheet for a solar cell
according to (2) or (4) on the non-photoreception surface side of a back contact solar cell element, wherein the solar
cell element is configured of a photoreception surface side element and a non-photoreception surface side element,
and provided with a first electrode which is one of the positive and negative electrodes formed on the non-photore-
ception surface side through a through hole from the photoreception surface side element, and a second electrode
which is the other of the positive and negative electrodes on the non-photoreception surface, the conductive recessed
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section of the collector sheet for a solar cell is filled with a conductive material, the first electrode and the conductive
material within the first conductive recessed section are joined so as to provide conductivity between them, and the
second electrode and the conductive material within the second conductive recessed section are joined so as to
provide conductivity between them.
(12) A solar cell module, including: a circuit which is formed on the surface of a resin base material, and configured
of a metal wiring section and a non-wiring section; a sealing material layer which is laminated on the circuit or on
an insulating layer formed on the circuit; and a back contact solar cell element laminated on the sealing material layer.

Effects of the Invention

[0012] According to the present invention, a collector sheet for a solar cell and a method for producing the same are
provided, the sheet being a collector sheet for a solar cell which is joined to a back contact solar cell element and capable
of reliably preventing short circuiting between, for example, the non-photoreception surface side element as a P-electrode
and the wiring section corresponding to an N-electrode, as well as sufficiently softening shocks from the outside on the
solar cell element and the like.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013]

FIG. 1 is a perspective view schematically representing a back contact solar cell element having through holes;
FIG. 2 is a cross-sectional view along line X-X of FIG. 1;
FIG. 3 is a perspective view schematically representing a joining member of a solar cell element and the collector
sheet for a solar cell according to the present invention;
FIG. 4 is a sectional view of the joining member 3 of FIG. 3 along line Y-Y in a state prior to the joining of the solar
cell element 1 and the collector sheet 2 for a solar cell (First Embodiment);
FIG. 5 is a cross-sectional view of the joining member 3 of FIG. 3 along the line Y-Y in the state after the joining of
the solar cell element 1 and the collector sheet 2 for a solar cell (First Embodiment); and
FIG. 6 is a cross-sectional view of the joining member 3 of FIG. 3 along the line Y-Y in the state after the joining of
the solar cell element 1 and the collector sheet 2 for a solar cell (Second Embodiment).

EXPLANATION OF REFERENCE NUMERALS

[0014]

1. Solar cell element
13. Through hole
2, 2A. Collector sheet for a solar cell
21. Resin base material
22. Circuit
23. Sealing material layer
24. Conductive recessed section
25. Conductive material
26. Insulating layer
3. Joining member of solar cell element and collector sheet for a solar cell
4. Electrode
41. First electrode
42. Second electrode

PREFERRED MODE FOR CARRYING OUT THE INVENTION

[0015] Hereinafter, a collector sheet for a solar cell and a method for producing the same according to the first em-
bodiment of the present invention will be described.
[0016] First, with reference to FIGS. 1 and 2, a back contact solar cell element 1 having through holes will be described
as an example of a solar cell element for use in the first embodiment of the collector sheet for a solar cell according to
the present invention. FIG. 1 is a perspective view schematically representing the solar cell element 1. FIG. 2 is a cross-
sectional view along the line X-X of FIG. 1.
[0017] The solar cell element 1 for use in the present embodiment is configured of a photoreception surface side
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element 11 as an N-electrode and a non-photoreception surface side element 12 as a P-electrode which are vertically
laminated, and the solar cell element 1 includes: a plurality of through holes 13 which penetrate through the photoreception
surface side element 11 and the non-photoreception surface side element; and an electrode 4 configured of a first
electrode 41 as a negative electrode which passes through the through holes 13 from the receiving surface side element
11, and a second electrode 42 as a positive electrode formed on the non-photoreception surface side.
[0018] It is to be noted that in the present specification, as an example the solar cell element 1 is illustrated where the
photoreception surface side element is the N-electrode and the non-photoreception surface side element is the P-
electrode, namely the first electrode 41 is the negative electrode and the second electrode 42 is the positive electrode.
However, the configuration of the solar cell element is not limited thereto. For example, in the case of a solar cell element
with the photoreception surface side being the P-electrode unlike FIG. 1, the positive and negative polarities of the first
electrode 41 and the second electrode 42 are reversed. The collector sheet for a solar cell according to the present
invention can also be used for the solar cell element with such a configuration. Also in that case, the completely same
effect as in the present example can be exerted.
[0019] Specific examples of the back contact solar cell element having the through holes 13 include solar cell elements
of the metal wrap through (MWT) type and the emitter wrap through (EWT) type. The MWT-type solar cell element refers
to a solar cell element with a structure where the through hole 13 of the solar cell element 1 is filled with a metal such
as silver paste 14, and electric power collected on the photoreception surface through the metal is extracted from the
first electrode 41 (negative electrode) on the non-photoreception surface side. The EWT-type solar cell element refers
to a solar cell element with a structure where a diffusion layer is provided on the inner wall of the through hole 13 of the
solar cell element 1, and electric power collected on the photoreception surface through the diffusion layer is extracted
from the first electrode (negative electrode) on the non-photoreception surface side.
[0020] It is to be noted that the collector sheet for a solar cell, for which the collector sheet for a solar cell according
to the present invention can be used, is not necessarily limited to the solar cell element having the through holes 13 as
described above. The collector sheet for a solar cell according to the present invention can be preferably used as the
foregoing collector sheet capable of preventing short circuiting while softening shocks from the outside, so long as it is
a back contact solar cell element disposed with a plurality of electrodes having different polarities on the non-photore-
ception surface, even in the case of being used for a solar cell element with a configuration not having the through hole
13. As an example, the collector sheet for a solar cell according to the present invention is also usable for an "interdigitated
back-contact (IBC)"-type solar cell element. Here, the IBC-type solar cell element refers to a solar cell element with a
structure where comb-shaped p-type and n-type diffusion layers are formed on the rear surface of the solar cell element
and electricity is extracted from the p and n regions.
[0021] With reference to FIGS. 3 to 5, the embodiment of the collector sheet 2 for a solar cell according to the present
invention will be described. FIG. 3 is a perspective view schematically representing the joining member 3 of the back
contact solar cell element 1 having the through holes 13 and the collector sheet 2 for a solar cell according to the present
invention. FIG. 4 is a sectional view of the joining member 3 of FIG. 3 along the line Y-Y in the state prior to the joining
of the solar cell element 1 and the collector sheet 2 for a solar cell. FIG. 5 is a cross-sectional view of the joining member
3 of FIG. 3 along the line Y-Y in the state after the joining of the solar cell element 1 and the collector sheet 2 for a solar cell.

Collector sheet for solar cell (First Embodiment)

[0022] The collector sheet 2 for the solar cell according to the present embodiment includes a resin base material 21,
a circuit 22, a sealing material layer 23, and a conductive recessed section 24 formed in part of the sealing material
layer 23. The circuit 22 configured of a wiring section 221 made of a metal such as copper and a non-wiring section 222
is formed on the surface of the resin base material 21. Then, the sealing material layer 23 is formed covering the circuit
22. Furthermore, a conductive recessed section 24 is formed penetrating from the upper surface of the sealing material
layer 23 to the upper surface of the circuit 22.
[0023] The resin base material 21 is a resin molded into the shape of a sheet. Herein, the shape of a sheet is a concept
including the shape of a film, and there is no difference between them in the present invention. Examples of the resin
constituting the resin base material 21 include a polyethylene resin, a polypropylene resin, an annular polyolefin-based
resin, a polystyrene-based resin, an acrylonitrile-styrene copolymer, an acrylonitrile-butadiene-styrene copolymer, a
polyvinyl chloride-based resin, a fluorine-based resin, a poly(meth)acrylic resin, a polycarbonate-based resin, polyester-
based resins such as polyethylene-terephthalate (PET) and polyethylenenaphthalate (PEN), a polyamide-based resin
such as a variety of nylon, a polyimide-based resin, a polyamideimide-based resin, a polyallyl phthalate-based resin, a
silicon-based resin, a polysulfone-based resin, a polyphenylene sulfide-based resin, a polyether sulfone-based resin, a
polyurethane-based resin, an acetal-based resin and a cellulose-based one.
[0024] The thickness of the resin base material 21 may be set as appropriate in accordance with the strength, thinness
and the like which are required for the collector sheet 2 for a solar cell. The thickness of the resin base material 21 is
not particularly limited, but as one example thereof, 20 to 250 mm can be cited.



EP 2 713 405 A1

6

5

10

15

20

25

30

35

40

45

50

55

[0025] The circuit 22 is electric wiring formed on the surface of the collector sheet 2 for a solar cell so as to have the
desired wiring shape. The wiring section 221 of the circuit 22 is a layer made of a metal such as copper. Examples of
a method for forming the circuit 22 on the surface of the resin base material 21 include a method in which copper foil is
joined to the surface of the resin base material 21 and the copper foil is then patterned by etching processing or the like.
[0026] The thickness of the circuit 22 may be set as appropriate in accordance with the magnitude of the withstand
current or the like which is required for the collector sheet 2 for a solar cell. The thickness of the circuit 22 is not particularly
limited, but as one example thereof, 10 to 50 mm can be cited.
[0027] As shown in FIG. 5, the sealing material layer 23 is formed on the circuit 22 except for the place occupied by
the conductive recessed section 24. It is to be noted that the sealing material layer in the present invention is also called
a filler, and is a layer configured of a filler such as an olefin-based resin base material, which is disposed for fixing the
position of the solar cell element within the solar cell module and for softening shocks from the outside.
[0028] As the sealing material, there are conventionally known materials such as an ethylene-vinyl acetate copolymer
resin (EVA), ionomer, polyvinyl butyl (PVB) or an olefin-based resin of polyethylene and the like, and any of these have
characteristics of being capable of softening shocks from the outside in respect of shock softening characteristics.
[0029] Herein, for example, in the conventional collector sheet for a solar cell where the sealing material is not laminated
on the circuit and the insulating layer made of thermosetting insulating ink or the like is formed on the circuit, the volume
resistance value of the insulating layer which is measured based on JIS C6481 is required to be no smaller than 107 Ω,
preferably no smaller than 1011 Ω, so as to prevent short circuiting between the photoreception surface side element
and the wiring section corresponding to the electrode with the opposite polarity to the element. The collector sheet for
a solar cell according to the present example is one that makes the sealing material layer 23 also serve as the above
insulating layer, and the short circuiting can be prevented by the resistance value of the sealing material layer 23 satisfying
the above condition for the volume resistance value.
[0030] A sample was prepared for each of the EVA and the olefin-based resin used as the sealing material layer 23,
and subjected to a test of insulating properties as described below.
[0031] The test on the insulating properties was performed by measuring volume resistance values of the below-
mentioned samples based on JIS C6481. An ultra-insulation resistance tester (produced by HIOKI E.E. CORPORATION,
Model Number: SM-8215) was used as a measuring instrument. An olefin-based resin described in Japanese Unexam-
ined Patent Application No 2003-46105 and an EVA resin with a VA content of 28% were used as the samples, and the
thickness of both samples was made to be 400 mm. Table 1 shows results.

[0032] It is found from Table 1 that the sealing material layer 23 using either the EVA or the olefin-based resin has
sufficient insulating properties to prevent the above short circuiting in the collector sheet for a solar cell.
[0033] The sealing material layer 23 preferably has excellent metal adhesive properties to copper foil or the like that
forms the wiring section 221 on the circuit 22, on top of having the foregoing shock softening properties and insulating
properties. From this viewpoint, an ionomer which is excellent in metal adhesive properties is preferably usable as the
sealing material layer 23. Furthermore, the metal adhesive properties of the olefin-based resin can be improved by
blending a tackifier, silane-modifying part of the polyethylene resin or blending a silane coupling agent, and hence the
olefin-based resin can be preferably used as the sealing material layer 23. From the above, the polyethylene-based
resin or ionomer is particularly preferably used as the sealing material layer 23.
[0034] The thickness of the sealing material layer 23 is preferably 100 mm or more and 600 mm or less, and when it
is smaller than 100 mm shocks cannot be sufficiently softened and the insulating properties also become insufficient,
which is thus not preferable. Moreover, even when the thickness exceeds 600 mm, no further effect can be obtained,
but pattern formation of the conductive recessed section 24 becomes rather difficult while it is uneconomical, which is
thus not preferable.
[0035] The color of the sealing material layer 23 is not particularly limited. The material resin may not be particularly
colored and remain colorless or transparent or translucent, or may be colored with an arbitrary color. For example, by
coloring it with a color having a high degree of light reflection such as white, it can reflect incident light and contribute
to the improvement in power generation efficiency of the solar cell module, and by coloring it with white, black or the
like, the design of the solar cell module can be enhanced.
[0036] As shown in FIGS. 4 and 5, at the time of joining the solar cell element 1 and the collector sheet 2 for a solar
cell, the conductive recessed section 24 is configured of a first conductive recessed section 241 formed immediately
under the first electrode (negative electrode) 41 of the solar cell element 1 and a second conductive recessed section

[Table 1]

EVA Olefin-based resin

Volume resistance value 1.431012Ω 1.531012Ω
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242 formed directly under the second electrode (positive electrode) 42 of the solar cell element 1. The first conductive
recessed section 241 is a hole which has substantially the same shape and area as those of the through hole 13, as
seen from the above surface of the solar cell element side in plan view, and penetrates from the upper surface of the
sealing material layer 23 to the upper surface of the wiring section 221. On the other hand, although the second conductive
recessed section 242 is also a hole which penetrates from the upper surface of the sealing material layer 23 to the upper
surface of the wiring section 221, it may just be joined with the second electrode 42, and the shape and area thereof
are thus designed to be appropriate in accordance with the shape and position of the second electrode 42.
[0037] At the time of joining the solar cell element 1 and the collector sheet 2 for a solar cell, the first conductive
recessed section 241 is formed in a position where it is superimposed vertically on the through hole 13 with the first
electrode 41 held between them, and the second conductive recessed section 242 is formed in a position where it is
superimposed vertically on the through hole 13 with the second electrode 42 held between them. A space portion between
the first conductive recessed section 241 and the second conductive recessed section 242 is filled with a conductive
material 25 such as solder.
[0038] As thus described, the sealing material layer 23 in the collector sheet 2 for a solar cell as the first embodiment
of the present invention can soften shocks from the outside by means of the shock softening properties thereof as
conventionally known characteristics. Furthermore, in addition to the shock softening effect as a known effect of the
conventional sealing material layer, the sealing material layer 23 in the present invention can exert a new effect of having
enough insulating properties to prevent short circuiting, this effect having not hitherto been considered. Therefore,
according to the collector sheet 2 for a solar cell, for example, a multi-layered structure where the insulating layer is first
formed on the circuit and the sealing material layer is then formed as superimposed thereon is not required, but just a
sealing material layer as a monolayer serves to perform shock softening and insulation, and hence just a small number
of materials and steps are required in the production process, which can contribute to improvement in productivity.

Method for producing collector sheet for solar cell

[0039] In the production of the collector sheet 2 for a solar cell, first, a laminated sheet is used where a conductive
layer made of a metal such as copper is laminated on the surface of the resin base material 21. An etching step and a
peeling step are performed on this laminated sheet, to form the circuit 22 on the collector sheet 2 for a solar cell.
Furthermore, a sealing material laminating step is performed on the laminated sheet formed with the circuit 22 to form
the insulating layer 23 on the circuit 22. Hereinafter, the etching step, the peeling step, and the sealing material laminating
step will be described.

[Etching step]

[0040] First, the etching step will be described. This step is a step in which an etching mask (not shown) patterned
into the desired shape of the circuit 22 is produced on the surface of the above laminated sheet and after this the etching
processing is performed, thereby to remove the conductive layer in the place not covered with the etching mask.
[0041] As described above, the laminated sheet for use in this step is one in which the conductive layer made of a
metal such as copper is formed on the surface of the resin base material 21. Examples of a method for forming the
conductive layer made of a metal such as copper on the surface of the resin base material 21 include a method of making
copper foil adhere to the surface of the resin base material 21 by an adhesive and a method of vapor-depositing the
copper foil on the surface of the resin base material 21, but from the viewpoint of cost, the method of making copper foil
adhere to the surface of the resin base material 21 by an adhesive is useful. Among them, preferred is a method of
making the copper foil to be adhering to the surface of the resin base material 21 by a dry laminating method using an
adhesive such as an urethane, polycarbonate or epoxy adhesive.
[0042] In this step, first, an etching mask (not shown) patterned into the desired shape of the wiring section 221 is
produced on the shape of the surface of the above laminated sheet (namely, the surface of the above conductive layer).
In the etching step, the etching mask is provided to avoid corrosion of the conductive layer, which will be the wiring
section 221, due to an immersion liquid. The method for forming such an etching mask is not particularly limited, and
for example, the etching mask may be formed on the surface of the laminated sheet by exposing a photoresist or a dry
film through a photo mask and then developing it, or the etching mask may be formed on the surface of the laminated
sheet by means of a printing technique such as an inkjet printer. In the peeling step which will be described later, the
etching mask needs to be peelable by means of an alkaline peeling liquid. From this viewpoint, it is preferable to produce
the etching mask by use of the photoresist or the dry film.
[0043] Next, the etching process in the etching step will be described. This process is for removing the conductive
layer in the place not covered with the etching mask by means of the immersion liquid. Through this process, the portion
other than the place to become the wiring section 221 is removed from the conductive layer, and hence the conductive
layer is left in the desired shape of the wiring section 221 on the surface of the resin base material 21.
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[Peeling step]

[0044] Next, the etching mask is removed using the alkaline peeling liquid in the peeling step. Through this step, the
etching mask is removed from the surface of the wiring section 221. Examples of the alkaline peeling liquid for use in
the peeling step include a caustic soda solution with a predetermined concentration.

[Sealing material laminating step]

[0045] Although the method for forming the rear surface sealing material layer 23 is not particularly limited, for example,
after the sealing material has been formed into the shape of a sheet, a through hole is previously formed by punching
or the like in a position to form the conductive recessed section 24, and the sealing material is then laminated, to allow
formation of the penetrating conductive recessed section 24 on the circuit 22.
[0046] It is to be noted that, according to the above production method, strictly speaking, the sealing material layer
23 may not be formed in the non-wiring section 222 at the stage of laminating the sheet-like sealing material on the
circuit, as shown in Fig. 4. However, in the process of vacuum heat lamination processing in a production process for
the solar cell module which will be described later, the sealing material having been softened also flows into the non-
wiring section 222 due to heat in accordance with the processing, and hence the sealing material layer 23 is also formed
in the non-wiring section 222 as shown in FIG. 5.

Method for producing solar cell module

[0047] Next, a method will be described for producing a solar cell module provided with a joining member 3 formed
by joining the solar cell element 1 with the collector sheet 2 for a solar cell as an embodiment of the present invention.
[0048] As shown in FIG. 5, first, the conductive recessed section 24 of the collector sheet 2 for a solar cell is filled with
the conductive material 25 prior to the step of integrating the collector sheet 2 for a solar cell, the solar cell element 1
and the other members. Examples of this conductive material 25 may be solder and the like. Since the conductive
recessed section 24 is thus formed so that the wiring section 221 is exposed on the bottom surface thereof, conductivity
is provided between the conductive material 25 and the wiring section 221. More specifically, in FIG. 5, conductivity is
provided by the sealer layer 23 between the wiring section 221 and the first conductive recessed section 241 connected
to the first electrode 41 (negative electrode), and between the wiring section 221 and the second conductive recessed
section 242 connected to the second electrode 42 (positive electrode), in a separate manner.
[0049] A back contact solar cell element, such as a MWT-type solar cell element shown in FIG. 5 or an EWT-type
solar cell element, is used on the one solar cell element 1 side. In the case of the MWT-type solar cell element, the
through hole 13 is filled with the silver paste 14 as shown in FIG. 5.
[0050] Next, the collector sheet 2 for a solar cell, the solar cell element 1 and the other members such as the rear
surface protective sheet, not shown, are laminated and integrated. Examples of a method for this integration include a
method for integration by vacuum heat lamination processing. The laminating temperature at the time of using the above
method is preferably within the range of 130°C to 190°C. Furthermore, the laminating time is preferably within the range
of 5 to 60 minutes, and particularly preferably within the range of 8 to 40 minutes.
[0051] However, in this integration process, the sealing material layer 23 of the collector sheet 2 for a solar cell is
softened and also flows into the non-wiring section 222 due to heating, and hence the sealing material layer 23 is also
formed in the non-wiring section 222 as shown in FIG. 5. This allows the sealing material layer 23 to also function as
an insulating layer for preventing short circuiting between the electrodes.
[0052] Furthermore, in this integration process, since the resin base material 21 of the collector sheet 2 for a solar cell
is firmly integrated with other members as the solar cell module, no problem of shrinkage or deformation occurs due to
heat even when heating is performed at Tg or higher of the resin base material of the collector sheet 2 for a solar cell.
[0053] It is to be noted that, although the collector sheet 2 for a solar cell according to the present invention refers to
one where the sealing material layer 23 is laminated on the circuit 22, the collector sheet for a solar cell according to
the present invention is not limited to one where the sealing material layer 23 is previously laminated on the circuit 22.
A solar cell module is in the scope of the present invention, the module including: a circuit which is formed on the surface
of a resin base material, and configured of a wiring section made of a metal and a non-wiring section; a sealing material
layer laminated on the circuit; and a back contact solar cell element laminated on the sealing material layer.
[0054] By the above integration, as shown in FIG. 4, electricity extracted from the first electrode 41 passes through
the silver paste 14 within the through hole 13 and is conducted to the corresponding wiring section 221 via the conductive
material 25 within the first conductive recessed section 241. Furthermore, electricity extracted from the second electrode
42 becomes conductible to the corresponding wiring section 221 via the conductive material 25 within the second
conductive recessed section 242.
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Rear surface protective sheet-integrated collector sheet

[0055] It is to be noted that, as described above, the collector sheet 2 for a solar cell becomes the solar cell module
after going through the step of integration with other members besides the solar cell element 1, but prior to that step, a
rear surface protective sheet (not shown) of a different ETFE or hydrolysis-resistant PET is previously integrated on the
rear surface side of the resin base material 21, thereby allowing formation of the rear surface protective sheet-integrated
collector sheet which is used for production of the solar cell module.
[0056] For creating the rear surface protective sheet-integrated collector sheet, the rear surface protective sheet is
laminated on the rear surface side of the resin base material 21 by a dry lamination method or the like.

Collector sheet for solar cell (Second Embodiment)

[0057] Hereinafter, a collector sheet for a solar cell and a method for producing the same according to the second
embodiment of the present invention will be described. The constitutional elements in common with those in the first
embodiment will be partially omitted, and the portion with a different constitutional element will be mainly described with
reference to FIG. 6.
[0058] As shown in FIG. 6, the collector sheet 2A for a solar cell according to the second embodiment is different from
the collector sheet 2 for a solar cell according to the first embodiment in that an insulating layer 26 is formed on the
circuit 22 and the sealing material layer 23 is formed on the insulating layer 26. According to the collector sheet 2A for
a solar cell provided with such a configuration, it is possible to provide a collector sheet for a solar cell which can more
reliably prevent short circuiting between the non-photoreception surface side element and the wiring section than the
collector sheet 2 for a solar cell, as well as softening shocks from the outside.
[0059] The collector sheet 2A includes the resin base material 21, the circuit 22, the insulating layer 26 and the sealing
material layer 23 (hereinafter, both layers in combination are also referred to as an "insulating sealing material layer"),
and the conductive recessed section 24 formed in part of the insulating sealing material layer. The insulating layer 26
is formed covering the circuit 22, and the sealing material layer 23 is formed on the upper surface of the insulating layer
26. Furthermore, the conductive recessed section 24 is formed penetrating from the upper surface of the sealing material
layer 23 to the upper surface of the circuit 22 through the insulating layer 26.
[0060] The insulating layer 26 is formed on the circuit 22 except for the place occupied by the conductive recessed
section 24. In the collector sheet 2A for a solar cell, the above short circuiting can be prevented when the resistance
value in the case of measuring the resistance value of the insulating sealing material layer formed by integrating the
insulating layer 26 and the sealing material layer 23 satisfies conditions for the above volume resistance value.
[0061] In the collector sheet 2A for a solar cell, an ultraviolet curable insulating agent can be used as the insulating
agent for forming the insulating layer 26 as a coat agent in place of thermosetting insulating ink such as epoxy-phenol
based ink, which has hitherto been widely used and has extremely high insulating properties. The ultraviolet curable
insulating coat agent is inferior to thermosetting insulating ink in respect of insulating properties in the case of forming
an insulating layer alone. However, sufficient insulating properties can be obtained even in the insulating layer using the
ultraviolet curable insulating coat agent by laminating the sealing material layer 23 thereon to give a multiple layered
insulating sealing material layer as shown in FIG. 6.
[0062] It should be noted that by using the ultraviolet curable insulating coat agent in place of the thermosetting
insulating ink, the curing temperature of the ink at the time of forming the insulating layer can be held low. Therefore,
polyethylene terephthalate (PET) or the like, which has a glassy-transition temperature of 100°C or higher and has higher
economic efficiency, can be used as the resin base material 21. Furthermore, ultraviolet curing is superior to thermosetting
in respect of economic efficiency. Therefore, using the ultraviolet curable insulating coat agent as the insulating agent
for forming the insulating layer 26 allows improvement in productivity of the collector sheet for a solar cell or the solar
cell module.
[0063] The thickness of the insulating layer 26 is preferably 5 mm or more and 25 mm or less. When the thickness is
smaller than 5 mm, it is not preferable since the insulating properties become insufficient even if the sealing material
layer is laminated; and even when the thickness exceeds 25 mm, no further effect can be obtained, but pattern formation
of the conductive recessed section 24 becomes rather difficult while it is uneconomical, which is thus not preferable.
[0064] As shown in FIG. 4, the sealing material layer 23 of the collector sheet 2A for a solar cell is formed on the
insulating layer 26 except for the place occupied by the conductive recessed section 24. That is, in the collector sheet
2A for a solar cell, the conductive recessed section 24 is formed by communication between a recessed section formed
of an unformed section in the insulating layer 26 and a hole section formed in the sealing material layer 23 which is
formed on the recessed section.
[0065] The sealing material layer 23 of the collector sheet 2A for a solar cell is laminated with the insulating layer 26
to form the insulating sealing material layer, which can bring a new effect of exerting higher insulating properties for the
whole of the insulating sealing material layer as compared to the case of the insulating layer 26 being disposed alone,
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this effect having not been required of the sealing material in the conventional collector sheet for a solar cell.
[0066] The thickness of the sealing material layer 23 of the collector sheet 2A for a solar cell is preferably 100 mm or
more and 600 mm or less. When the thickness is smaller than 100 mm, shocks cannot be sufficiently softened and the
effect of enhancing the insulating properties becomes insufficient, which is not preferable; and even when the thickness
exceeds 600 mm, no further effect can be obtained, but pattern formation of the conductive recessed section 24 becomes
rather difficult while it is uneconomical, which is thus not preferable.

Method for producing collector sheet for solar cell (Second Embodiment)

[0067] In the production of the collector sheet 2A for a solar cell, subsequently to the etching step and the peeling
step similar to those in the case of producing the collector sheet 2 for a solar cell according to the first embodiment, an
insulating coating step for forming the insulating layer 26 is performed. Then it is different from the foregoing production
method according to the first embodiment in that a sealing material coating step is performed by laminating the sealing
material layer 23 on the formed insulating layer 26. Regarding the production method according to the second embod-
iment, the insulating coating step and the sealing material laminating step will be described below.

[Insulating coating step]

[0068] Insulating coating can be performed by a method using light or a thermosetting insulating coat agent.
[0069] Specifically, the ultraviolet curable insulating coat agent is applied covering a portion except for the conductive
recessed section 24 out of the wiring section 221 and the non-wiring section 222 of the circuit 22, and thereafter this is
cured by irradiation with ultraviolet light to perform insulating coating. In this case, the ultraviolet curable insulating coat
agent like an acrylic one can be favorably used.
[0070] Moreover, the insulating coating can also be performed by a method using a conventionally known insulating
agent such as a thermosetting insulating ink like an epoxy-phenol based ink.

[Sealing material laminating step]

[0071] Although the method for forming the rear surface sealing material layer 23 of the collector sheet 2A for a solar
cell is not particularly limited, for example, after the sealing material has been formed into the shape of a sheet, a through
hole is previously formed by punching or the like in a position to form the conductive recessed section 24, and the sealing
material is then laminated so that the recessed section formed by the insulating layer 26 and the through hole are
superimposed on each other, to allow formation of the penetrating conductive recessed section 24 on the circuit 22.
[0072] As described above, each of the collector sheets 2, 2A for a solar cell according to the present invention includes
the sealing material layer 23, or the insulating sealing material layer configured of the insulating layer 26 and the sealing
material layer 23, which can realize insulation between, for example, the non-photoreception surface side element 12
and the wiring section 221 while softening shocks from the outside on the solar cell element 1 and the like at the time
of joining with the solar cell element 1, and by using this collector sheet 2 for a solar cell for extracting electricity from
the solar cell element 1, it is possible to prevent short circuiting between the non-photoreception surface side element
12 as the P-electrode and the wiring section corresponding to the N-electrode, and at the same time it is possible to
appropriately protect the solar cell element 1 and the like from shocks from the outside.

Claims

1. A collector sheet for a solar cell which is disposed, as internal wiring of a solar cell module, on the rear surface side
of a back contact solar cell element, the sheet comprising:

a circuit which is formed on the surface of a resin base material, and configured of a wiring section made of a
metal and a non-wiring section; and
a sealing material layer which is laminated on the circuit,
wherein the sealing material layer on the wiring section is formed with a conductive recessed section where the
wiring section is exposed for providing conductivity between the electrode on the non-photoreception surface
side of the solar cell element and the wiring section corresponding thereto via the sealing material layer.

2. The collector sheet for a solar cell according to claim 1, comprising, as the conductive recessed section:

a first conductive recessed section corresponding to a position of a first electrode being one of the positive and
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negative electrodes formed on the non-photoreception surface side through a through hole from a photoreception
surface side element of the solar cell element; and
a second conductive recessed section corresponding to the position of a second electrode being the other of
the positive and negative electrodes on the non-photoreception surface of the solar cell element.

3. A collector sheet for a solar cell which is disposed, as internal wiring of a solar cell module, on the rear surface side
of a back contact solar cell element, the sheet comprising:

a circuit which is formed on the surface of a resin base material, and configured of a wiring section made of a
metal and a non-wiring section;
an insulating layer which is formed on the circuit; and
a sealing material layer which is formed on the insulating layer,
wherein the insulating layer and the sealing material layer on the wiring section are formed with a conductive
recessed section where the wiring section is exposed to provide conductivity between the electrode on the non-
photoreception surface side of the solar cell element and the wiring section corresponding thereto via the
insulating layer and the sealing material layer.

4. The collector sheet for a solar cell according to claim 3, comprising, as the conductive recessed section:

a first conductive recessed section corresponding to the position of the first electrode being one of the positive
and negative electrodes formed on the non-photoreception surface side through a through hole from the pho-
toreception surface side element of the solar cell element; and
a second conductive recessed section corresponding to the position of the second electrode being the other of
the positive and negative electrodes on the non-photoreception surface of the solar cell element.

5. The collector sheet for a solar cell according to claim 1 or 2, wherein the volume resistance value measured based
on JIS C6481 is no smaller than 107 Ω.

6. The collector sheet for a solar cell according to claim 1, 2 or 5, wherein the sealing material layer is a polyethylene-
based resin or ionomer.

7. The collector sheet for a solar cell according to claim 3 or 4, wherein the insulating layer is an ultraviolet curable
insulating layer.

8. The collector sheet for a solar cell, integrated with a rear surface protective sheet, according to any one of claims
1 to 7, wherein a rear surface protective sheet is integrated on the rear surface side of the resin base material.

9. A method for producing the collector sheet for a solar cell according to any one of claims 1, 2, 5 or 6, comprising
the steps of:

laminating metal foil on the surface of a resin base material and then etching the metal foil, to form a circuit; and
forming a through hole that constitutes the conductive recessed section in the sealing material layer, and
laminating the sealing material layer on the circuit.

10. A method for producing the collector sheet for a solar cell according to any one of claims 3, 4 or 7, comprising the
steps of:

laminating metal foil on the surface of a resin base material and then etching the metal foil to form a circuit;
pattern-forming the insulating layer on the wiring section and the non-wiring section except for the conductive
recessed section; and
forming a through hole that constitutes the conductive recessed section in the sealing material layer to laminate
the sealing material layer on the insulating layer.

11. A solar cell module, which comprises a joining member formed by laminating the collector sheet for a solar cell
according to claim 2 or 4 on the non-photoreception surface side of a back contact solar cell element, wherein
the solar cell element is configured of a photoreception surface side element and a non-photoreception surface side
element, and provided with a first electrode which is one of the positive and negative electrodes formed on the non-
photoreception surface side through a through hole from a photoreception surface side element, and a second
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electrode which is the other of the positive and negative electrodes on the non-photoreception surface,
the conductive recessed section of the collector sheet for a solar cell is filled with a conductive material,
the first electrode and the conductive material within the first conductive recessed section are joined so as to provide
conductive between them, and
the second electrode and the conductive material within the second conductive recessed section are joined so as
to provide conductivity between them.

12. A solar cell module, comprising:

a circuit which is formed on the surface of a resin base material, and configured of a metal wiring section and
a non-wiring section;
a sealing material layer which is laminated on the circuit or on the insulating layer formed on the circuit; and
a back contact solar cell element laminated on the sealing material layer.
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