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Description

TECHNICAL FIELD

[0001] Embodiments of the present invention relate
generally to communication technology, and, more par-
ticularly, relate to a method and apparatus for application
behavior policy.

BACKGROUND

[0002] The modern communications era has brought
about a tremendous expansion of wireline and wireless
networks. Computer networks, television networks, and
telephony networks are experiencing an unprecedented
technological expansion, fueled by consumer demand.
Wireless and mobile networking technologies have ad-
dressed related consumer demands, while providing
more flexibility and immediacy of information transfer.
[0003] Current and future networking technologies
continue to facilitate ease of information transfer and con-
venience to users. In order to provide easier or faster
information transfer and convenience, telecommunica-
tion industry service providers (for example, mobile op-
erators) are developing improvements to existing net-
works. In this regard, for example, improvements are be-
ing made to the universal mobile telecommunications
system (UMTS) terrestrial radio access network
(UTRAN). Further, for example, the evolved-UTRAN (E-
UTRAN) is currently being developed. The E-UTRAN,
which is also known as Long Term Evolution (LTE), is
aimed at upgrading prior technologies by improving effi-
ciency, lowering costs, improving services, making use
of new spectrum opportunities, and providing better in-
tegration with other open standards.
[0004] Mobile operators and carriers are constantly ad-
justing to the growth of data traffic in their networks, com-
munication device use and in particular smartphone use
with various always-on applications and proliferation of
high definition video are examples of aspects that have
significantly impacted the amount of data in mobile op-
erators’ networks. At the same time, however, the aver-
age revenue earned by the networks on a per user basis
is not following the average increase of traffic on a per
user basis. This trend is creating affordability issues for
the mobile operators; such as how to cover investments
in capacity in the future.
[0005] In response to the aforementioned affordability
issues, mobile operators may, for example, develop strat-
egies for dealing with the data growth. Those strategies
include, but are not limited to Wi-Fi offloading, deploy-
ment of smaller cells, different data packages that are
better tailored for subscribers’ needs, etc. As part of the
offloading aspect of the strategy, operators may also con-
sider offloading, such as offloading that 3rd Generation
Partnership Project (3GPP) has defined as Access Net-
work Discovery and Selection Function (ANDSF).
ANDSF is configured to, for example, allow a mobile ter-

minal operator to push down to the devices the policies
guiding the device behavior with respect to how to use
Wi-Fi access for offloading; what kind of services may
be offloaded and to where and/or the like.
[0006] In some examples, besides using Wi-Fi offload-
ing as the means for a mobile operator to reduce the
pressure on their own cellular access, there are also
available vendor specific solutions for preserving over-
the-air bandwidth. These solutions are commonly de-
scribed as application proxies. The example application
proxy approach is either application specific or device
operating system specific solution for reducing the effects
of application keep-alive messages or for reducing the
capacity taken by web browsing, for example, by com-
pressing the traffic over the radio. US patent publication
no. US2007/226775 relates to a system and method for
enforcing policy in a communication network. "A-IMS",
ITU-T draft, Study Period 2005-2008, vol. Study Group
13 relates to advances to IP multimedia subsystem (A-
IMS) architecture. International patent publication no.
WO2011149532 relates to device-assisted services for
protecting network capacity

SUMMARY

[0007] The invention is related to a method according
to claim 1, an apparatus according to claim 13 and a
computer program product according to claim 14. Further
embodiments of the invention are defined by the depend-
ent claims.

BRIEF DESCRIPTION OF THE DRAWING(S)

[0008] Having thus described some example embod-
iments of the invention in general terms, reference will
now be made to the accompanying drawings, which are
not necessarily drawn to scale, and wherein:

Figure 1 illustrates a block diagram of a system for
enabling one or more application behavior policies
according to some example embodiments of the cur-
rent invention;
Figure 2 illustrates a block diagram of a mobile ter-
minal representative of one embodiment of a com-
munications device;
Figure 3 illustrates a block diagram of a communi-
cation device according to some example embodi-
ments of the current invention;
Figure 4 illustrates a block diagram of an access
point according to some example embodiments of
the current invention;
Figure 5 illustrates an example block diagram of an
application behavior policy system according to
some example embodiments of the current inven-
tion;
Figure 6 illustrates a flowchart according to an ex-
ample method configured to be executed by a com-
munication device according to some example em-
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bodiments of the current invention;
Figure 7 illustrates a flowchart according to an ex-
ample method configured to be executed by a com-
munication device according to some example em-
bodiments of the current invention; and
Figure 8 illustrates a flowchart according to an ex-
ample method configured to be executed by an ac-
cess point according to some example embodiments
of the current invention.

DETAILED DESCRIPTION

[0009] Example embodiments of the present invention
will now be described more fully hereinafter with refer-
ence to the accompanying drawings, in which some, but
not all embodiments of the invention are shown. Indeed,
the invention may be embodied in many different forms
and should not be construed as limited to the embodi-
ments set forth herein; rather, these embodiments are
provided so that this disclosure will satisfy applicable le-
gal requirements. Like reference numerals refer to like
elements throughout.
[0010] The terms "data," "content," "information," and
similar terms may be used interchangeably, according
to some example embodiments of the present invention,
to refer to data capable of being transmitted, received,
operated on, displayed, and/or stored. Thus, use of any
such terms should not be taken to limit the scope of the
disclosure. Further, where a computing device is de-
scribed herein to receive data from another computing
device, it will be appreciated that the data may be re-
ceived directly from the another computing device or may
be received indirectly via one or more intermediary com-
puting devices, such as, for example, one or more serv-
ers, relays, routers, network access points, base stations,
and/or the like.
[0011] The term "computer-readable medium" as used
herein refers to any medium configured to participate in
providing information to a processor, including instruc-
tions for execution. Such a medium may take many
forms, including, but not limited to a non-transitory com-
puter-readable storage medium (for example, non-vola-
tile media, volatile media), and transmission media.
Transmission media include, for example, coaxial ca-
bles, copper wire, fiber optic cables, and carrier waves
that travel through space without wires or cables, such
as acoustic waves and electromagnetic waves, including
radio, optical and infrared waves. Signals include man-
made transient variations in amplitude, frequency,
phase, polarization or other physical properties transmit-
ted through the transmission media. Examples of non-
transitory computer-readable media include a floppy
disk, a flexible disk, hard disk, magnetic tape, any other
non-transitory magnetic medium, a compact disc read
only memory (CD-ROM), compact disc compact disc-
rewritable (CD-RW), digital versatile disc (DVD), Blu-
Ray, any other non-transitory optical medium, punch
cards, paper tape, optical mark sheets, any other phys-

ical medium with patterns of holes or other optically rec-
ognizable indicia, a random access memory (RAM), a
programmable read only memory (PROM), an erasable
programmable read only memory (EPROM), a FLASH-
EPROM, any other memory chip or cartridge, a carrier
wave, or any other non-transitory medium from which a
computer can read. The term computer-readable storage
medium is used herein to refer to any computer-readable
medium except transmission media. However, it will be
appreciated that where embodiments are described to
use a computer-readable storage medium, other types
of computer-readable mediums may be substituted for
or used in addition to the computer-readable storage me-
dium in alternative embodiments.
[0012] As used herein, the term "circuitry" refers to all
of the following: (a) hardware-only circuit implementa-
tions (such as implementations in only analog and/or dig-
ital circuitry); (b) to combinations of circuits and computer
program product(s) comprising software (and/or
firmware instructions stored on one or more computer
readable memories), such as (as applicable): (i) to a com-
bination of processor(s) or (ii) to portions of proces-
sor(s)/software (including digital signal processor(s)),
software, and memory(ies) that work together to cause
an apparatus, such as a mobile phone or server, to per-
form various functions described herein); and (c) to cir-
cuits, such as, for example, a microprocessor(s) or a por-
tion of a microprocessor(s), that require software or
firmware for operation, even if the software or firmware
is not physically present.
[0013] This definition of "circuitry" applies to all uses
of this term in this application, including in any claims.
As a further example, as used in this application, the term
"circuitry" would also cover an implementation of merely
a processor (or multiple processors) or portion of a proc-
essor and its (or their) accompanying software and/or
firmware. The term "circuitry" would also cover, for ex-
ample and if applicable to the particular claim element,
a baseband integrated circuit or applications processor
integrated circuit for a mobile phone or a similar integrat-
ed circuit in a server, a cellular network device, other
network device, and/or other computing device.
[0014] In example embodiments described herein, one
or more application behavior polices are configured to
control and or influence applications operating on or in
conjunction with a communications device. For example,
applications that consume large amounts of network
bandwidth may be regulated by the application behavior
policies described herein. In some cases, the application
behavior polices may be used in replacement of or in
addition to policies regarding offloading data from a de-
vice.
[0015] The systems and methods described herein are
configured, in some example embodiments, to enable a
mobile operator of a network, access point or the like to
alter the operations of applications either at the time the
application is launched or based on a validity condition
encountered in an instance in which the application is
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executing based on the application behavior policies de-
scribed herein. In some example embodiments, a task
manager may be configured to identify an application via
application identifiers and further to initiate and/or launch
the application based on an application behavior policy.
The task manager may further be configured to control
and/or influence applications, to include third party ap-
plications (for example, over the top applications), by en-
abling an application to negotiate one or more configu-
ration parameters defined by the application behavior
policy with an application peer (for example, an instance
of the application on a server). Further, and in some ex-
ample embodiments, a mobile operator may be config-
ured to provide a financial charge, grant an application
a lower priority on the network and/or ultimately block an
application if the application does not comply with an ap-
plication behavior policy.
[0016] Referring now to Figure 1, Figure 1 illustrates a
block diagram of a system 100 for enabling application
behavior policies according to an example embodiment.
It will be appreciated that the system 100 as well as the
illustrations in other figures are each provided as an ex-
ample of some embodiments and should not be con-
strued to narrow the scope of the disclosure in any way.
In this regard, the scope of the disclosure encompasses
many potential embodiments in addition to those illus-
trated and described herein. As such, while Figure 1 il-
lustrates one example of a configuration of a system for
providing application behavior policies for one or more
applications; numerous other configurations may also be
used to implement embodiments of the present invention.
[0017] The system 100 may include one or more com-
munication devices 102, one or more access points 104
and one or more policy servers 108. The system 100 may
further comprise a network 106. The network 106 may
comprise one or more wireline networks, one or more
wireless networks, or some combination thereof. The net-
work 106 may, for example, comprise a serving network
(for example, a serving cellular network) for one or more
communication devices 102. The network 106 may com-
prise, in certain embodiments, one or more of the com-
munication devices 102, access points 104 and/or policy
servers 108 themselves. The one or more policy servers
108, in some example embodiments, may be embodied
by or included in the access point 104. According to ex-
ample embodiments, the network 106 may comprise the
Internet. In various embodiments, the network 106 may
comprise a wired access link connecting one or more
communication devices 102 to the rest of the network
106 using, for example, Digital Subscriber Line (DSL)
technology. In some embodiments, the network 106 may
comprise a public land mobile network (for example, a
cellular network), such as may be implemented by a net-
work operator (for example, a cellular access provider).
The network 106 may operate in accordance with uni-
versal terrestrial radio access network (UTRAN) stand-
ards, evolved UTRAN (E-UTRAN) standards, current
and future implementations of 3GPP LTE (also referred

to as LTE-A) standards, current and future implementa-
tions of International Telecommunications Union (ITU)
International Mobile Telecommunications - Advanced
(IMT-A) systems standards, wireless fidelity standards
and/or the like. It will be appreciated, however, that where
references herein are made to a network standard and/or
terminology particular to a network standard, the refer-
ences are provided merely by way of example and not
by way of limitation.
[0018] According to various embodiments, one or
more communication devices 102 may be configured to
connect directly with one or more access points 104 via,
for example, an air interface without routing communica-
tions via one or more elements of the network 106. Al-
ternatively, one or more of the communication devices
102 may be configured to communicate with one or more
of the access points 104 over the network 106. In this
regard, the access points 104 may comprise one or more
nodes of the network 106. For example, in some example
embodiments, the access points 104 may be at least par-
tially embodied on one or more computing devices that
comprise an element of a radio access network (RAN)
portion of the network 106. In this regard, the access
points 104 may, for example, be at least partially embod-
ied on an access point of the network 106 (for example,
a macrocell, microcell, picocell, femtocell, closed sub-
scriber group (CSG) cell, base station, base transceiver
station (BTS), node B, evolved node B, access point (AP),
group owner, mesh station (STA), mesh point, and/or the
like), which may, for example be configured to provide
access to the network 106 (for example, via a radio up-
link) to one or more of the communication devices 102.
In some embodiments, the access points 104 may com-
prise an ANDSF, and/or the like. Accordingly, each of
the access points 104 may comprise a network node or
a plurality of network nodes collectively configured to per-
form one or more operations attributed to the access point
104 as described with respect to various example em-
bodiments disclosed herein.
[0019] A communication device 102 may be embodied
as any computing device, such as, for example, a desktop
computer, laptop computer, mobile terminal, mobile com-
puter, mobile phone, smartphone, mobile communica-
tion device, tablet computing device, pad, game device,
digital camera/camcorder, audio/video player, television
device, radio receiver, digital video recorder, positioning
device, wrist watch, portable digital assistant (PDA), fixed
transceiver device (for example, attached to traffic lights,
energy meters, light bulbs, and/or the like), a chipset, an
apparatus comprising a chipset, any combination there-
of, and/or the like.
[0020] In some example embodiments, a communica-
tion device 102 may be configured to control the behavior
of one or more applications based on one or more appli-
cation behavior policies. The application behavior poli-
cies may be received from a policy server 108 in con-
junction with the access point 104 and the network 106.
Alternatively or additionally, the application behavior pol-
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icy may be generated and/or modified by the communi-
cation device 102.
[0021] In some example embodiments, the application
behavior policy consists of one or more configuration pa-
rameters. The configuration parameters include, but
should not be limited to, a maximum allowed bit rate for
a variable rate application, a maximum coding scheme
and/or resolution for an application to use for content
coding, a limit for a keep alive interval between applica-
tion peers or between the application on the client and
an application on the server, information related to the
availability of any given application proxy functionality
that may be available in a given mobile operator’s net-
work (for example, internet protocol address of the proxy,
fully qualified domain name (FQDN) of the proxy or a
specific Access Point Name (APN) to be used for con-
necting with an application proxy).
[0022] In some example embodiments, an application
or task manager operating on or in conjunction with the
communication device 102 may enforce the behavior of
the applications. Enforcement, as is described herein,
generally refers to the monitoring of an application to en-
sure that the application abides by the application behav-
ior policy. Alternatively or additionally, the enforcement
function may reside with the access point 104, the net-
work 106 and/or the policy server 108. By way of exam-
ple, the access point 104 or the network 106 may apply
different financial charging or different flow priority for
those applications that follow the application behavior
policy than for those applications that do not follow the
policy. By way of further example and in an instance in
which the network 106 experiences congestion, those
flows or applications that do not follow the application
policy may be pre-empted or de-prioritized earlier than
the compliant applications. In some example embodi-
ments the application behavior policies may be enforced
against a communication device or a user of a commu-
nication device.
[0023] In some example embodiments, a communica-
tion device 102 may be embodied as an example mobile
terminal, such as that illustrated in Figure 2. In this regard,
Figure 2 illustrates a block diagram of a mobile terminal
10 representative of one embodiment of a communica-
tion device 102. It should be understood, however, that
the mobile terminal 10 illustrated and hereinafter de-
scribed is merely illustrative of one type of computing
device (for example, communication device 102) that
may implement and/or benefit from various embodiments
and, therefore, should not be taken to limit the scope of
the disclosure. While several embodiments of the elec-
tronic device are illustrated and will be hereinafter de-
scribed for purposes of example, other types of electronic
devices, such as mobile telephones, mobile computers,
portable digital assistants (PDAs), pagers, laptop com-
puters, desktop computers, gaming devices, televisions,
and other types of electronic systems, may employ var-
ious embodiments of the invention.
[0024] As shown, the mobile terminal 10 may include

an antenna 12 (or multiple antennas 12) in communica-
tion with a transmitter 14 and a receiver 16. The mobile
terminal 10 may also include a processor 20 configured
to provide signals to and receive signals from the trans-
mitter and receiver, respectively. The processor 20 may,
for example, be embodied as various means including
circuitry, one or more microprocessors with accompany-
ing digital signal processor(s), one or more processor(s)
without an accompanying digital signal processor, one
or more coprocessors, one or more multi-core proces-
sors, one or more controllers, processing circuitry, one
or more computers, various other processing elements
including integrated circuits such as, for example, an
ASIC (application specific integrated circuit) or FPGA
(field programmable gate array), or some combination
thereof. Accordingly, although illustrated in Figure 2 as
a single processor, in some example embodiments the
processor 20 may comprise a plurality of processors.
These signals sent and received by the processor 20
may include signaling information in accordance with an
air interface standard of an applicable cellular system,
and/or any number of different wireline or wireless net-
working techniques, comprising but not limited to Wi-Fi,
wireless local access network (WLAN) techniques such
as Bluetooth™ (BT), Ultra-wideband (UWB), Institute of
Electrical and Electronics Engineers (IEEE) 802.11,
802.16, and/or the like. In addition, these signals may
include speech data, user generated data, user request-
ed data, and/or the like. In this regard, the mobile terminal
may be capable of operating with one or more air inter-
face standards, communication protocols, modulation
types, access types, and/or the like. More particularly,
the mobile terminal may be capable of operating in ac-
cordance with various mobile communication protocols,
Internet Protocol Multimedia Subsystem (IMS) commu-
nication protocols (for example, session initiation proto-
col (SIP)), and/or the like. For example, the mobile ter-
minal may be capable of operating in accordance with
2G wireless communication protocols IS-136 (Time Di-
vision Multiple Access (TDMA)), Global System for Mo-
bile communications (GSM), IS-95 (Code Division Mul-
tiple Access (CDMA)), and/or the like. Also, for example,
the mobile terminal may be capable of operating in ac-
cordance with 2.5G wireless communication protocols
General Packet Radio Service (GPRS), Enhanced Data
GSM Environment (EDGE), and/or the like. Further, for
example, the mobile terminal may be capable of operat-
ing in accordance with 3G wireless communication pro-
tocols such as Universal Mobile Telecommunications
System (UMTS), Code Division Multiple Access 2000
(CDMA2000), Wideband Code Division Multiple Access
(WCDMA), Time Division-Synchronous Code Division
Multiple Access (TD-SCDMA), and/or the like. The mo-
bile terminal may be additionally capable of operating in
accordance with 3.9G wireless communication protocols
such as LTE or Evolved Universal Terrestrial Radio Ac-
cess Network (E-UTRAN) and/or the like. Additionally,
for example, the mobile terminal may be capable of op-
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erating in accordance with fourth-generation (4G) wire-
less communication protocols such as LTE-A and/or the
like as well as similar wireless communication protocols
that may be developed in the future. The mobile terminal
may be capable in operating with various IEEE and IETF
standards, for example IEEE 802.11 standard for wire-
less fidelity (Wi-Fi) or Worldwide Interoperability for Mi-
crowave Access (WiMAX) protocols.
[0025] It is understood that the processor 20 may com-
prise circuitry for implementing audio/video and logic
functions of the mobile terminal 10. For example, the
processor 20 may comprise a digital signal processor
device, a microprocessor device, an analog-to-digital
converter, a digital-to-analog converter, and/or the like.
Control and signal processing functions of the mobile ter-
minal may be allocated between these devices according
to their respective capabilities. Further, the processor
may comprise functionality to operate one or more soft-
ware programs, which may be stored in memory. For
example, the processor 20 may be capable of operating
a connectivity program, such as a web browser. The con-
nectivity program may allow the mobile terminal 10 to
transmit and receive web content, such as location-
based content, according to a protocol, such as Wireless
Application Protocol (WAP), hypertext transfer protocol
(HTTP), and/or the like. The mobile terminal 10 may be
capable of using Transmission Control Protocol/Internet
Protocol (TCP/IP) to transmit and receive web content
across the internet or other networks.
[0026] The mobile terminal 10 may also comprise a
user interface including, for example, an earphone or
speaker 24, a ringer 22, a microphone 26, a display 28,
a user input interface, and/or the like, which may be op-
erationally coupled to the processor 20. In this regard,
the processor 20 may comprise user interface circuitry
configured to control at least some functions of one or
more elements of the user interface, such as, for exam-
ple, the speaker 24, the ringer 22, the microphone 26,
the display 28, and/or the like. The processor 20 and/or
user interface circuitry comprising the processor 20 may
be configured to control one or more functions of one or
more elements of the user interface through computer
program instructions (for example, software and/or
firmware) stored on a memory accessible to the proces-
sor 20 (for example, volatile memory 40, non-volatile
memory 42, and/or the like). The mobile terminal may
comprise a battery for powering various circuits related
to the mobile terminal, for example, a circuit to provide
mechanical vibration as a detectable output. The user
input interface may comprise devices allowing the mobile
terminal to receive data, such as a keypad 30, a touch
display, a trackpad, and/or other input device. In embod-
iments including a keypad, the keypad may comprise nu-
meric (0-9) and related keys (#, *), and/or other keys for
operating the mobile terminal.
[0027] As shown in Figure 2, the mobile terminal 10
may also include one or more means for sharing and/or
obtaining data. For example, the mobile terminal may

comprise a short-range radio frequency (RF) transceiver
and/or interrogator 64 so data may be shared with and/or
obtained from electronic devices in accordance with RF
techniques. The mobile terminal may comprise other
short-range transceivers, such as, for example, an infra-
red (IR) transceiver 66, a Bluetooth™ (BT) transceiver
68 operating using Bluetooth™ brand wireless technol-
ogy developed by the Bluetooth™ Special Interest
Group, a wireless universal serial bus (USB) transceiver
70 and/or the like. The Bluetooth™ transceiver 68 may
be capable of operating according to low power/energy
or ultra-low power/energy Bluetooth™ technology (for
example, Wibree™) radio standards. In this regard, the
mobile terminal 10 and, in particular, the short-range
transceiver may be capable of transmitting data to and/or
receiving data from electronic devices within a proximity
of the mobile terminal, such as within 10 meters, for ex-
ample. The mobile terminal may be capable of transmit-
ting and/or receiving data from electronic devices accord-
ing to various wireless networking techniques, including
6LoWpan, Wi-Fi, Wi-Fi low power, WLAN techniques
such as IEEE 802.11 techniques, IEEE 802.15 tech-
niques, IEEE 802.16 techniques, and/or the like.
[0028] The mobile terminal 10 may comprise memory,
such as a removable or non-removable subscriber iden-
tity module (SIM) 38, a soft SIM 38, a fixed SIM 38, a
removable or non-removable universal subscriber iden-
tity module (USIM) 38, a soft USIM 38, a fixed USIM 38,
a removable user identity module (R-UIM), and/or the
like, which may store information elements related to a
mobile subscriber. In addition to the SIM, the mobile ter-
minal may comprise other removable and/or fixed mem-
ory. The mobile terminal 10 may include volatile memory
40 and/or non-volatile memory 42. For example, volatile
memory 40 may include Random Access Memory (RAM)
including dynamic and/or static RAM, on-chip or off-chip
cache memory, and/or the like. Non-volatile memory 42,
which may be embedded and/or removable, may include,
for example, read-only memory, flash memory, magnetic
storage devices (for example, hard disks, floppy disk
drives, magnetic tape, etc.), optical disc drives and/or
media, non-volatile random access memory (NVRAM),
and/or the like. Like volatile memory 40 non-volatile
memory 42 may comprise a cache area for temporary
storage of data. The memories may store one or more
software programs, instructions, pieces of information,
data, and/or the like which may be used by the mobile
terminal for performing functions of the mobile terminal.
For example, the memories may comprise an identifier,
such as an international mobile equipment identification
(IMEI) code, capable of uniquely identifying the mobile
terminal 10.
[0029] Referring now to Figure 3, Figure 3 illustrates a
block diagram of a communication device 102 according
to an example embodiment. In the example embodiment,
the communication device 102 may comprise various
means for performing the various functions herein de-
scribed. These means may comprise one or more of a
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processor 110, memory 112, communication interface
114, user interface 116, and/or task manager 118. The
means of the communication device 102 as described
herein may be embodied as, for example, circuitry, hard-
ware elements (for example, a suitably programmed
processor, combinational logic circuit, and/or the like), a
computer program product comprising computer-reada-
ble program instructions (for example, software or
firmware) stored on a computer-readable medium (for
example memory 112) that is executable by a suitably
configured processing device (for example, the proces-
sor 110), or some combination thereof.
[0030] In some example embodiments, one or more of
the means illustrated in Figure 3 may be embodied as a
chip or chip set. In other words, the communication de-
vice 102 may comprise one or more physical packages
(for example, chips) including materials, components
and/or wires on a structural assembly (for example, a
baseboard). The structural assembly may provide phys-
ical strength, conservation of size, and/or limitation of
electrical interaction for component circuitry included
thereon. In this regard, the processor 110, memory 112,
communication interface 114, user interface 116, and/or
task manager 118 may be embodied as a chip or chip
set. The communication device 102 may therefore, in
some example embodiments, be configured to imple-
ment embodiments of the present invention on a single
chip or as a single "system on a chip." As another exam-
ple, in some example embodiments, the communication
device 102 may comprise component(s) configured to
implement embodiments of the present invention on a
single chip or as a single "system on a chip." As such, in
some cases, a chip or chipset may constitute means for
performing one or more operations for providing the func-
tionalities described herein and/or for enabling user in-
terface navigation with respect to the functionalities
and/or services described herein.
[0031] The processor 110 may, for example, be em-
bodied as various means including one or more micro-
processors with accompanying digital signal proces-
sor(s), one or more processor(s) without an accompany-
ing digital signal processor, one or more coprocessors,
one or more multi-core processors, one or more control-
lers, processing circuitry, one or more computers, various
other processing elements including integrated circuits
such as, for example, an ASIC (application specific inte-
grated circuit) or FPGA (field programmable gate array),
one or more other hardware processors, or some com-
bination thereof. Accordingly, although illustrated in Fig-
ure 3 as a single processor, in some embodiments the
processor 110 may comprise a plurality of processors.
The plurality of processors may be in operative commu-
nication with each other and may be collectively config-
ured to perform one or more functionalities of the com-
munication device 102 as described herein. The plurality
of processors may be embodied on a single computing
device or distributed across a plurality of computing de-
vices collectively configured to function as the commu-

nication device 102. In embodiments wherein the com-
munication device 102 is embodied as a mobile terminal
10, the processor 110 may be embodied as or comprise
the processor 20. In some example embodiments, the
processor 110 is configured to execute instructions
stored in the memory 112 or otherwise accessible to the
processor 110. These instructions, when executed by
the processor 110, may cause the communication device
102 to perform one or more of the functionalities of the
communication device 102 as described herein. As such,
whether configured by hardware or software methods,
or by a combination thereof, the processor 110 may com-
prise an entity capable of performing operations accord-
ing to embodiments of the present invention while con-
figured accordingly. Thus, for example, when the proc-
essor 110 is embodied as an ASIC, FPGA or the like, the
processor 110 may comprise specifically configured
hardware for conducting one or more operations de-
scribed herein. Alternatively, as another example, when
the processor 110 is embodied as an executor of instruc-
tions, such as may be stored in the memory 112, the
instructions may specifically configure the processor 110
to perform one or more algorithms and operations de-
scribed herein.
[0032] The memory 112 may comprise, for example,
volatile memory, non-volatile memory, or some combi-
nation thereof. In this regard, the memory 112 may com-
prise one or more tangible and/or non-transitory compu-
ter-readable storage media that may include volatile
and/or non-volatile memory. Although illustrated in Fig-
ure 3 as a single memory, the memory 112 may comprise
a plurality of memories. The plurality of memories may
be embodied on a single computing device or may be
distributed across a plurality of computing devices col-
lectively configured to function as the communication de-
vice 102. In various example embodiments, the memory
112 may comprise a hard disk, random access memory,
cache memory, flash memory, a compact disc read only
memory (CD-ROM), digital versatile disc read only mem-
ory (DVD-ROM), an optical disc, circuitry configured to
store information, or some combination thereof. In em-
bodiments wherein the communication device 102 is em-
bodied as a mobile terminal 10, the memory 112 may
comprise the volatile memory 40 and/or the non-volatile
memory 42. The memory 112 may be configured to store
information, data, applications, instructions, or the like
for enabling the communication device 102 to carry out
various functions in accordance with various example
embodiments. For example, in some example embodi-
ments, the memory 112 is configured to buffer input data
for processing by the processor 110. Additionally or al-
ternatively, the memory 112 may be configured to store
program instructions for execution by the processor 110.
The memory 112 may store information in the form of
static and/or dynamic information. This stored informa-
tion may be stored and/or used by the task manager 118
during the course of performing its functionalities.
[0033] The communication interface 114 may be em-
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bodied as any device or means embodied in circuitry,
hardware, a computer program product comprising com-
puter readable program instructions stored on a compu-
ter readable medium (for example, the memory 112) and
executed by a processing device (for example, the proc-
essor 110), or a combination thereof that is configured
to receive and/or transmit data from/to another comput-
ing device. In an example embodiment, the communica-
tion interface 114 may be at least partially embodied as
or otherwise controlled by the processor 110. In this re-
gard, the communication interface 114 may be in com-
munication with the processor 110, such as via a bus.
The communication interface 114 may include, for ex-
ample, an antenna, a transmitter, a receiver, a transceiv-
er and/or supporting hardware or software for enabling
communications with one or more remote computing de-
vices. The communication interface 114 may be config-
ured to receive and/or transmit data using any protocol
that may be used for communications between comput-
ing devices, such as for example, an open mobile alliance
(OMA) device management interface, a simple object ac-
cess protocol (SOAP) extensible markup language
(XML) interface or a client provisioning interface. In this
regard, the communication interface 114 may be config-
ured to receive and/or transmit data using any protocol
that may be used for transmission of data over a wireless
network, wireline network, some combination thereof, or
the like by which the communication device 102 and one
or more computing devices or computing resources may
be in communication. As an example, the communication
interface 114 may be configured to enable communica-
tion between the communication device 102 and another
device, such as another communication device 102. As
a further example, the communication interface 114 may
be configured to enable communication with an access
point 104 via the network 106. The communication inter-
face 114 may additionally be in communication with the
memory 112, user interface 116, and/or task manager
118, such as via a bus.
[0034] The user interface 116 may be in communica-
tion with the processor 110 to receive an indication of a
user input and/or to provide an audible, visual, mechan-
ical, or other output to a user. As such, the user interface
116 may include, for example, a keyboard, a mouse, a
trackball, a display, a touch screen display, a micro-
phone, a speaker, and/or other input/output mecha-
nisms. In embodiments wherein the user interface 116
comprises a touch screen display, the user interface 116
may additionally be configured to detect and/or receive
indication of a touch gesture or other input to the touch
screen display. The user interface 116 may be in com-
munication with the memory 112, communication inter-
face 114, and/or task manager 118, such as via a bus.
[0035] The task manager 118 may be embodied as
various means, such as circuitry, hardware, a computer
program product comprising computer readable program
instructions stored on a computer readable medium (for
example, the memory 112) and executed by a processing

device (for example, the processor 110), or some com-
bination thereof and, in some embodiments, is embodied
as or otherwise controlled by the processor 110. In em-
bodiments wherein the task manager 118 is embodied
separately from the processor 110, the task manager 118
may be in communication with the processor 110. The
task manager 118 may further be in communication with
one or more of the memory 112, communication interface
114, or user interface 116, such as via a bus.
[0036] Referring now to Figure 4, Figure 4 illustrates a
block diagram of an access point 104 according to an
example embodiment. In an example embodiment, the
access point 104 may comprise various means for per-
forming the various functions herein described. These
means may comprise one or more of a processor 120,
memory 122, communication interface 124, or applica-
tion policy manager 126. The means of the access point
104 as described herein may be embodied as, for exam-
ple, circuitry, hardware elements (for example, a suitably
programmed processor, combinational logic circuit,
and/or the like), a computer program product comprising
computer-readable program instructions (for example,
software or firmware) stored on a computer-readable me-
dium (for example, memory 122) that is executable by a
suitably configured processing device (for example, the
processor 120), or some combination thereof.
[0037] In some example embodiments, one or more of
the means illustrated in Figure 4 may be embodied as a
chip or chip set. In other words, the access point 104 may
comprise one or more physical packages (for example,
chips) including materials, components and/or wires on
a structural assembly (for example, a baseboard). The
structural assembly may provide physical strength, con-
servation of size, and/or limitation of electrical interaction
for component circuitry included thereon. In this regard,
the processor 120, memory 122, communication inter-
face 124, and/or application policy manager 126 may be
embodied as a chip or chip set. The access point 104
may therefore, in some example embodiments, be con-
figured to implement embodiments of the present inven-
tion on a single chip or as a single "system on a chip."
As another example, in some example embodiments, the
access point 104 may comprise component(s) config-
ured to implement embodiments of the present invention
on a single chip or as a single "system on a chip." As
such, in some cases, a chip or chipset may constitute
means for performing one or more operations for provid-
ing the functionalities described herein and/or for ena-
bling user interface navigation with respect to the func-
tionalities and/or services described herein.
[0038] The processor 120 may, for example, be em-
bodied as various means including one or more micro-
processors with accompanying digital signal proces-
sor(s), one or more processor(s) without an accompany-
ing digital signal processor, one or more coprocessors,
one or more multi-core processors, one or more control-
lers, processing circuitry, one or more computers, various
other processing elements including integrated circuits
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such as, for example, an ASIC (application specific inte-
grated circuit) or FPGA (field programmable gate array),
one or more other hardware processors, or some com-
bination thereof. Accordingly, although illustrated in Fig-
ure 4 as a single processor, in some embodiments the
processor 120 may comprise a plurality of processors.
The plurality of processors may be in operative commu-
nication with each other and may be collectively config-
ured to perform one or more functionalities of the access
point 104 as described herein. The plurality of processors
may be embodied on a single computing device or dis-
tributed across a plurality of computing devices collec-
tively configured to function as the access point 104. In
some example embodiments, the processor 120 may be
configured to execute instructions stored in the memory
122 or otherwise accessible to the processor 120. These
instructions, when executed by the processor 120, may
cause the access point 104 to perform one or more of
the functionalities of the access point 104 as described
herein. As such, whether configured by hardware or soft-
ware methods, or by a combination thereof, the proces-
sor 120 may comprise an entity capable of performing
operations according to embodiments of the present in-
vention while configured accordingly. Thus, for example,
when the processor 120 is embodied as an ASIC, FPGA
or the like, the processor 120 may comprise specifically
configured hardware for conducting one or more opera-
tions described herein. Alternatively, as another exam-
ple, when the processor 120 is embodied as an executor
of instructions, such as may be stored in the memory
122, the instructions may specifically configure the proc-
essor 120 to perform one or more algorithms and oper-
ations described herein.
[0039] The memory 122 may comprise, for example,
volatile memory, non-volatile memory, or some combi-
nation thereof. In this regard, the memory 122 may com-
prise a non-transitory computer-readable storage medi-
um. Although illustrated in Figure 4 as a single memory,
the memory 122 may comprise a plurality of memories.
The plurality of memories may be embodied on a single
computing device or may be distributed across a plurality
of computing devices collectively configured to function
as the access point 104. In various example embodi-
ments, the memory 122 may comprise a hard disk, ran-
dom access memory, cache memory, flash memory, a
compact disc read only memory (CD-ROM), digital ver-
satile disc read only memory (DVD-ROM), an optical
disc, circuitry configured to store information, or some
combination thereof. The memory 122 may be configured
to store information, data, applications, instructions, or
the like for enabling the access point 104 to carry out
various functions in accordance with various example
embodiments. For example, in some example embodi-
ments, the memory 122 may be configured to buffer input
data for processing by the processor 120. Additionally or
alternatively, the memory 122 may be configured to store
program instructions for execution by the processor 120.
The memory 122 may store information in the form of

static and/or dynamic information. This stored informa-
tion may be stored and/or used by the application policy
manager 126 during the course of performing its func-
tionalities.
[0040] The communication interface 124 may be em-
bodied as any device or means embodied in circuitry,
hardware, a computer program product comprising com-
puter readable program instructions stored on a compu-
ter readable medium (for example, the memory 122) and
executed by a processing device (for example, the proc-
essor 120), or a combination thereof that is configured
to receive and/or transmit data from/to another comput-
ing device. In an example embodiment, the communica-
tion interface 124 may be at least partially embodied as
or otherwise controlled by the processor 120. In this re-
gard, the communication interface 124 may be in com-
munication with the processor 120, such as via a bus.
The communication interface 124 may include, for ex-
ample, an antenna, a transmitter, a receiver, a transceiv-
er and/or supporting hardware or software for enabling
communications with one or more remote computing de-
vices. The communication interface 124 may be config-
ured to receive and/or transmit data using any protocol
that may be used for communications between comput-
ing devices. In this regard, the communication interface
124 may be configured to receive and/or transmit data
using any protocol that may be used for transmission of
data over a wireless network, wireline network, some
combination thereof, or the like by which the access point
104 and one or more computing devices or computing
resources may be in communication. As an example, the
communication interface 124 may be configured to ena-
ble communication with a communication device 102 by
the network 106, a radio uplink, and/or the like. The com-
munication interface 124 may additionally be in commu-
nication with the memory 122, and/or application policy
manager 126, such as via a bus.
[0041] The application policy manager 126 may be em-
bodied as various means, such as circuitry, hardware, a
computer program product comprising computer reada-
ble program instructions stored on a computer readable
medium (for example, the memory 122) and executed
by a processing device (for example, the processor 120),
or some combination thereof and, in some embodiments,
is embodied as or otherwise controlled by the processor
120. In embodiments wherein the application policy man-
ager 126 may be embodied separately from the proces-
sor 120, the application policy manager 126 may be in
communication with the processor 120. The application
policy manager 126 may further be in communication
with one or more of the memory 122 or communication
interface 124, such as via a bus. Alternatively or addi-
tionally, the policy server 108 may be embodied by the
application policy manager 126.
[0042] Figure 5 illustrates an example block diagram
of an application behavior policy system according to
some example embodiments of the current invention. In
some example embodiments, a task manager 118 is con-
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figured to control one or more applications 502, 504 and
506 using one or more application behavior policies. In
some cases, the task manager 118 may be configured
to access the one or more applications via an application
programming interface (API), such as API 508, that is
configured to provide an interface between operating
system operating on the communication device 102 and
the applications 502, 504 and 506. Other interfaces pro-
vided by the operating system that are configured to in-
itiate and/or control an application may also be used in
some example embodiments.
[0043] In some example embodiments, the applica-
tions 502, 504 and 506 are identifiable by the task man-
ager 118, based on application identifiers. As such the
application behavior policy uses the application identifier
to identify one or more applications. For example, the
application identifiers may be used by the application be-
havior policy in a same or similar fashion as an application
ID is used as a filter in a flow specific offloading policy
that is described in Release 11 ISRP. The application
policy may then be applied to a single application or a
group of applications.
[0044] Alternatively or additionally the application be-
havior policy may be included in a management object.
A management object may include, but is not limited to,
subscription information, access network discovery, in-
ter-system mobility, inter-system routing, and/or the ap-
plication behavior policy. In some example embodi-
ments, the application behavior policy comprises one or
more configuration parameters that take the form of gen-
eral application parameters and apply to a group of ap-
plications and/or the communication parameters may
take the form of application specific parameters that are
specific to a particular application identifier.
[0045] In some example embodiments a task manager
118 may receive, such as via the communication inter-
face 114, application behavior policies from the policy
server 108. The interface between the policy server and
the device can be an OMA-Device Management inter-
face, a SOAP XML type of interface or any client provi-
sioning interface that allows the policy server 108 or the
like to push down application behavior policies to the de-
vice. The application behavior policies may then be
stored by the communication device 102 in the memory
112. Alternatively or additionally, the application behavior
polices may be pre-provisioned and stored in the memory
112. For example, the application behavior policies may
be provided and/or updated by a mobile network provided
prior to the use of the communication device 102.
[0046] Once, an application behavior policy is re-
ceived, the task manager 118 may receive an indication,
such as from the processor 110, that an application is to
be launched. In an instance in which the application has
an applicable application behavior policy defined, the
task manager 118, such as via the processor 110 boot-
straps or otherwise initiates the application such that the
application behaves according to the application behav-
ior policy. The application behavior policy may be applied

by the processor 110, the task manager 118 or the like
via API 508.
[0047] Alternatively or additionally, in some example
embodiments, the application behavior policies may
comprise one or more validity conditions. The validity
conditions may be configured to define one or more net-
work conditions that indicate an instance in which the
application behavior policy is to be applied. As such, the
task manager 118 may determine, such as from the proc-
essor 110, that a validity condition, such as a network
condition, has occurred and thus cause the application
behavior policy to be applied, such as by the processor
110, the task manager 118 or the like.
[0048] In an instance in which the task manager 118
has initiated or otherwise launched the application sub-
ject to the application behavior policy, the application,
such as via the processor 110, the communication inter-
face 114 or the like, the application may be configured
to negotiate with its peer application (for example, appli-
cation on the server) and/or an application proxy regard-
ing the one or more configuration parameters (for exam-
ple, bit rate(s), codec(s), coding scheme, keep-alive in-
terval, etc.). For example, the application and peer ap-
plication may negotiate a bit rate that complies with the
application behavior policy.
[0049] In some example embodiments, the task man-
ager 118, the access point 104, the network 106 or the
policy server 108 may be configured to enforce and/or
monitor the application behavior policy. In some exam-
ples, the task manager is configured to enforce the ap-
plication behavior policy via the API 508. Alternatively or
additionally, the network, such as via the application pol-
icy manager 126 of the access point 104, the network
106 or the policy server 108 may be configured to monitor
application behavior with respect to the application be-
havior policy. Further, in an instance in which the appli-
cation 502, 504, or 506 is compliant, a network priority
may be increased or set higher than a predetermined
threshold, such as by the application policy manager 126.
The predetermined threshold being a baseline priority
assigned during attachment or the like. Alternatively or
additionally, an application that is compliant may receive
priority over a non-compliant application or a communi-
cation device that is controlling or executing a non-com-
pliant application. Alternatively or additionally, in an in-
stance in which the application 502, 504, or 506 is non-
compliant, a network priority may be decreased or set
lower than a predetermined threshold, such as by the
application policy manager 126. Priority may be de-
creased in situations of network congestion or other non-
normal network conditions. As described herein network
congestion may include an instance in which a link or
node is carrying so much data that its quality of service
deteriorates.
[0050] In an instance in which application 502, 504, or
506 is non-compliant, the communication device 102,
such as by the processor 110, the task manager 118 or
the like may cause an indication to be displayed to a user
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interface 116 indicating that an application behavior pol-
icy has been overruled either by a user, the application
or the like. Alternatively or additionally, the communica-
tion device 102, such as via the communication interface
114, may receive an indication that an application behav-
ior policy has been violated, such as via a short message
service message or the like.
[0051] In some example embodiments, a financial
charge may be assessed against a non-compliant appli-
cation. Alternatively or additionally, a compliant applica-
tion may receive a reduction in charges based on com-
pliance. In an instance in which application 502, 504, or
506 is non-compliant, the communication device 102,
such as by the processor 110, the task manager 118 or
the like may cause an indication to be displayed to a user
interface 116 indicating that an application behavior pol-
icy has been overruled either by a user, the application
or the like For example, in an instance in which the ap-
plication uses high definition coding in streaming when
the application behavior policy compliant behavior would
be to use low quality normal definition coding). Alterna-
tively or additionally, the communication device 102,
such as via the communication interface 114, may re-
ceive an indication that an application behavior policy
has been violated and a charge has been levied, such
as via a short message service message or the like.
[0052] Figure 6 illustrates a flowchart according to an
example method configured to be executed by a com-
munications device for enabling application behavior po-
lices. The operations illustrated in and described with re-
spect to Figure 6 may, for example, be performed by,
with the assistance of, and/or under the control of one or
more of the processor 110, memory 112, communication
interface 114, or task manager 118. As is shown in op-
eration 602, the communication device 102, may com-
prise means, such as the processor 110, the communi-
cations interface 114, the task manager 118, or the like,
for receiving one or more application behavior policies
from a policy server. In some example embodiments, the
application behavior polices may be pre provisioned on
the communications device 102.
[0053] As is shown in operation 604, the communica-
tion device 102, may comprise means, such as the proc-
essor 110, the task manager 118, or the like, for deter-
mining an application behavior policy of one or more ap-
plication behavior policies for an application, the appli-
cation behavior policy comprising one or more configu-
ration parameters. In some example embodiments, the
configuration parameters comprise at least one of a bit
rate, a codec or a keep alive interval.
[0054] As is shown in operation 606, the communica-
tion device 102, may comprise means, such as the proc-
essor 110, the task manager 118, or the like, for causing
the application to be launched, such that once launched
the application operates in accordance with the applica-
tion behavior policy. In some example embodiments, the
application is identified by an application identifier based
on an access network discovery and selection function

inter-system routing policy.
[0055] As is shown in operation 608, the communica-
tion device 102, may comprise means, such as the proc-
essor 110, the communications interface 114, the task
manager 118, or the like, for causing the application to
perform a negotiation with a remote peer, wherein the
negotiation comprises a determination with respect to
the one or more configuration parameters. As is shown
in operation 610, the communication device 102, may
comprise means, such as the processor 110, the task
manager 118, or the like, for causing the application be-
havior policy to be enforced against the application. In
some example embodiments, the application is caused
to be launched and the application behavior policy is
caused to be enforced via one or more application pro-
gramming interfaces.
[0056] Figure 7 illustrates a flowchart according to an
example method configured to be executed by a com-
munications device for enabling application behavior po-
lices based on one or validity conditions. The operations
illustrated in and described with respect to Figure 7 may,
for example, be performed by, with the assistance of,
and/or under the control of one or more of the processor
110, memory 112, communication interface 114, or task
manager 118. As is shown in operation 702, the commu-
nication device 102, may comprise means, such as the
processor 110, the task manager 118, or the like, for de-
termining an application behavior policy of one or more
application behavior policies for an application, the ap-
plication behavior policy comprising one or more config-
uration parameters and one or more validity conditions.
[0057] As is shown in operation 704, the communica-
tion device 102, may comprise means, such as the proc-
essor 110, the task manager 118, or the like, for deter-
mining that a validity condition of the application behavior
policy of one or more application behavior policies has
been met. As is shown in operation 706, the communi-
cation device 102, may comprise means, such as the
processor 110, the task manager 118, or the like, for
causing the application to be launched subject to the ap-
plication behavior policy in an instance in which the ap-
plication has not already been launched. As is shown in
operation 708, the communication device 102, may com-
prise means, such as the processor 110, the task man-
ager 118, or the like, for causing the application to be
reconfigured such that it operates subject to the applica-
tion behavior policy in an instance in which the application
has already been launched.
[0058] Figure 8 illustrates a flowchart according to an
example method configured to be executed by an access
point for enabling application behavior polices. The op-
erations illustrated in and described with respect to Fig-
ure 7 may, for example, be performed by, with the as-
sistance of, and/or under the control of one or more of
the processor 120, memory 122, communication inter-
face 124, or application policy manager 126. Alternatively
or additionally, the example method described with re-
spect to Figure 8 may also be executed by or implement-
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ed on another network device, such as a policy server or
the like. As is shown in operation 802, the access point
104, may comprise means, such as the processor 120
the application policy manager 126, or the like, for deter-
mining an application behavior policy for one or more
applications, the application behavior policy comprising
one or more configuration parameters.
[0059] As is shown in operation 804, the access point
104, may comprise means, such as the processor 120,
the communications interface 124, the application policy
manager 126, or the like, for causing the application be-
havior policy to be communicated to a communication
device. As is shown in operation 806, the access point
104, may comprise means, such as the processor 120,
the communications interface 124, the application policy
manager 126, or the like, for causing the application be-
havior policy to be enforced in an instance in which the
one or more applications are launched.
[0060] As is shown in operation 808, the access point
104, may comprise means, such as the processor 120,
the communications interface 124, the application policy
manager 126, or the like, for causing a network priority
to be assigned that is higher than a predetermined net-
work threshold in an instance in which the one or more
applications comply with the application behavior policy.
As is shown in operation 810, the access point 104, may
comprise means, such as the processor 120, the appli-
cation policy manager 126, or the like, for determining a
financial charge for a communication device in an in-
stance in which the one or more applications do not com-
ply with the application behavior policy.
[0061] Figures 6 - 8 illustrate example flowcharts of a
system, method, and computer program product accord-
ing to example embodiments of the invention. It will be
understood that each block of the flowchart, and combi-
nations of blocks in the flowchart, may be implemented
by various means, such as hardware and/or a computer
program product comprising one or more computer-read-
able mediums (as opposed to a computer-readable
transmission medium which describes a propagating sig-
nal) having one or more computer program code instruc-
tions, program instructions, or executable computer-
readable program code instructions stored therein. For
example, one or more of the procedures described herein
may be embodied by computer program instructions of
a computer program product. In this regard, the computer
program product(s) that embodies the procedures de-
scribed herein may be stored by one or more memory
devices (for example, memory 112, memory 122, volatile
memory 40, or non-volatile memory 42) of a mobile ter-
minal, server, or other computing device (for example,
the communication device 102, access point 104) and
executed by a processor (for example, the processor
110, the processor 120 or processor 20) in the computing
device. In some embodiments, the computer program
instructions comprising the computer program product(s)
that embodies the procedures described above may be
stored by memory devices of a plurality of computing

devices. As will be appreciated, any such computer pro-
gram product may be loaded onto a computer or other
programmable apparatus to produce a machine, such
that the computer program product including the instruc-
tions which execute on the computer or other program-
mable apparatus creates means for implementing the
functions specified in the flowcharts’ block(s).
[0062] Further, the computer program product may
comprise one or more computer-readable memories on
which the computer program instructions may be stored
such that the one or more computer-readable memories
can direct a computer or other programmable apparatus
to function in a particular manner, such that the computer
program product may comprise an article of manufacture
which implements the function specified in the flowcharts’
block(s). The computer program instructions of one or
more computer program products may also be loaded
onto a computer or other programmable apparatus to
cause a series of operations to be performed on the com-
puter or other programmable apparatus to produce a
computer-implemented process such that the instruc-
tions which execute on the computer or other program-
mable apparatus provide operations for implementing
the functions specified in the flowcharts’ block(s). Re-
trieval, loading, and execution of the program code in-
structions may be performed sequentially such that one
instruction is retrieved, loaded, and executed at a time.
In some example embodiments, retrieval, loading and/or
execution may be performed in parallel such that multiple
instructions are retrieved, loaded, and/or executed to-
gether.
[0063] Accordingly, execution of instructions associat-
ed with the operations of the flowchart by a processor,
or storage of instructions associated with the blocks or
operations of the flowchart in a computer-readable stor-
age medium, support combinations of operations for per-
forming the specified functions. It will also be understood
that one or more operations of the flowchart, and com-
binations of blocks or operations in the flowchart, may
be implemented by special purpose hardware-based
computer systems and/or processors which perform the
specified functions, or combinations of special purpose
hardware and program code instructions.
[0064] The above described functions may be carried
out in many ways. For example, any suitable means for
carrying out each of the functions described above may
be employed to carry out embodiments of the invention.
In example embodiments, a suitably configured proces-
sor (for example, the processor 110 and/or processor
120) may provide all or a portion of the elements of the
invention. In other embodiments, all or a portion of the
elements of the invention may be configured by and op-
erate under control of a computer program product. The
computer program product for performing the methods
of embodiments of the invention may comprise a com-
puter-readable storage medium, such as the non-volatile
storage medium (for example, the memory 112 and/or
memory 122), and computer-readable program code
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portions, such as a series of computer instructions, em-
bodied in the computer-readable storage medium.

Claims

1. A method to be performed by a mobile terminal, the
method comprising:

determining (702) an application behavior policy
of one or more application behavior policies for
an application to be operated on the mobile ter-
minal or operating on the mobile terminal, the
mobile terminal being configured to communi-
cate with an access point and the application
behavior policy comprising one or more config-
uration parameters and one or more validity con-
ditions, wherein the one or more validity condi-
tions define one or more network conditions that
indicate an instance in which the application be-
havior policy is to be applied;
determining (704) that a validity condition of the
application behavior policy has been met;
causing (706) the application to be launched
subject to the application behavior policy in an
instance in which the application has not already
been launched; or
causing (708) the application to be reconfigured
such that it operates subject to the application
behavior policy in an instance in which the ap-
plication has already been launched;
and:
enforcing the application behavior policy via one
or more application programming interfaces of
the mobile terminal.

2. A method according to Claim 1, further comprising:
causing the application to perform a negotiation with
a remote peer, wherein the negotiation comprises a
determination with respect to the one or more con-
figuration parameters.

3. A method according to any one of Claims 1 or 2,
further comprising:
causing the application behavior policy to be at least
one of enforced or monitored against the application
behavior.

4. A method according to any one of Claims 1 to 3,
wherein the application is caused to be launched and
the application behavior policy is caused to be en-
forced via one or more application programming in-
terfaces.

5. A method according to any one of Claims 1 to 4,
wherein the one or more configuration parameters
comprise at least one of a bit rate, a codec, a coding
scheme or a keep alive interval.

6. A method according to any one of Claims 1 to 5,
wherein the application is identified by an application
identifier.

7. A method according to Claim 6, wherein the appli-
cation identifier is based on an application identifier
used in conjunction with an access network discov-
ery and selection function inter-system routing poli-
cy.

8. A method according to any one of Claims 1 to 7,
wherein in an instance in which an application is not
compliant with the application behavior policy the ap-
plication may receive at least one of a lower priority
on a network or a financial charge.

9. A method according to any one of Claims 1 to 8,
further comprising:

determining that a valid application policy has
been overridden; and
causing a notification to be displayed indicating
that the valid application policy has been over-
ridden.

10. A method according to any one of Claims 1 to 9,
further comprising:
receiving (602) one or more application behavior pol-
icies from a policy server (108).

11. A method according to Claim 10, wherein an inter-
face (114) with the policy server comprises at least
one of an open mobile alliance device management
interface, a simple object access protocol extensible
markup language interface or a client provisioning
interface.

12. A method according to any one of Claims 1 to 11,
wherein the one or more application behavior polices
are pre-provisioned and are configured to be ac-
cessed from a memory (122).

13. An apparatus comprising means for performing a
method according to at least one of claims 1 to 12.

14. A computer program product comprising at least one
computer readable non-transitory memory medium
having program code stored thereon, the program
code which, when executed by an apparatus, causes
the apparatus to perform a method according to a
least one of claims 1 to 12.

Patentansprüche

1. Verfahren zum Durchführen auf einem mobilen Ter-
minal, wobei das Verfahren Folgendes aufweist:
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Bestimmen (702) einer Anwendungsverhal-
tensrichtlinie einer oder mehrerer Anwendungs-
verhaltensrichtlinien für eine Anwendung zum
Betreiben auf dem mobilen Terminal oder auf
dem mobilen Terminal arbeitend, wobei das mo-
bile Terminal ausgebildet ist zum Kommunizie-
ren mit einem Zugangspunkt und die Anwen-
dungsverhaltensrichtlinie einen oder mehrere
Konfigurationsparameter und eine oder mehre-
re Gültigkeitsbedingungen aufweist, wobei die
eine oder die mehreren Gültigkeitsbedingungen
eine oder mehrere Netzwerkbedingungen defi-
nieren, die einen Fall anzeigen, in dem die An-
wendungsverhaltensrichtlinie anzuwenden ist;
Bestimmen (704), dass eine Gültigkeitsbedin-
gung der Anwendungsverhaltensrichtlinie erfüllt
wurde;
Bewirken (706), dass die Anwendung in Abhän-
gigkeit von der Anwendungsverhaltensrichtlinie
in einem Fall gestartet wird, in dem die Anwen-
dung noch nicht bereits gestartet wurde; oder
Bewirken (708), dass die Anwendung so um-
konfiguriert wird, dass sie in Abhängigkeit von
der Anwendungsverhaltensrichtlinie in einem
Fall arbeitet, in der die Anwendung bereits ge-
startet wurde;
und:
Durchsetzen der Anwendungsverhaltensrichtli-
nie über eine oder mehrere Anwendungspro-
grammierschnittstellen des mobilen Terminals.

2. Verfahren nach Anspruch 1, das darüber hinaus Fol-
gendes aufweist:
Bewirken, dass die Anwendung eine Aushandlung
mit einer Gegenstelle durchführt, wobei die Aus-
handlung eine Bestimmung in Bezug auf den einen
oder die mehreren Konfigurationsparameter auf-
weist.

3. Verfahren nach einem der Ansprüche 1 bis 2, das
darüber hinaus Folgendes aufweist:
Bewirken, dass die Anwendungsverhaltensrichtlinie
mindestens eine einer durchgesetzten oder gegen-
über dem Anwendungsverhalten überwachten ist.

4. Verfahren nach einem der Ansprüche 1 bis 3, bei
dem die Anwendung dazu veranlasst wird, gestartet
zu werden, und die Anwendungsverhaltensrichtlinie
dazu veranlasst wird, über eine oder mehrere
Anwendungsprogrammierschnittstellen durchge-
setzt zu werden.

5. Verfahren nach einem der Ansprüche 1 bis 4, bei
dem der eine oder die mehreren Konfigurationspa-
rameter mindestens eine Bitrate, einen Codec, ein
Codierschema oder ein Halteintervall aufweisen.

6. Verfahren nach einem der Ansprüche 1 bis 5, wobei

die Anwendung durch eine Anwendungskennung
identifiziert wird.

7. Verfahren nach Anspruch 6, wobei die Anwendungs-
kennung auf einer Anwendungskennung basiert, die
in Verbindung mit einer systemübergreifenden Rou-
ting-Richtlinie für die Ermittlung und Auswahl von
Zugangsnetzwerken verwendet wird.

8. Verfahren nach einem der Ansprüche 1 bis 7, wobei
in einem Fall, in dem eine Anwendung nicht mit der
Anwendungsverhaltensrichtlinie übereinstimmt, die
Anwendung mindestens eine niedrigere Priorität in
einem Netzwerk oder eine finanzielle Belastung er-
halten kann.

9. Verfahren nach einem der Ansprüche 1 bis 8, das
darüber hinaus Folgendes aufweist:

Bestimmen, dass eine gültige Anwendungs-
richtlinie außer Kraft gesetzt wurde; und
Bewirken, dass eine Benachrichtigung ange-
zeigt wird, die angibt, dass die gültige Anwen-
dungsrichtlinie außer Kraft gesetzt wurde.

10. Verfahren nach einem der Ansprüche 1 bis 9, das
darüber hinaus Folgendes aufweist: Empfangen
(602) einer oder mehrerer Anwendungsverhaltens-
richtlinien von einem Richtlinienserver (108).

11. Verfahren nach Anspruch 10, wobei eine Schnittstel-
le (114) mit dem Richtlinienserver mindestens eine
Verwaltungsschnittstelle für eine "Open Mobile Alli-
ance"-Vorrichtung, eine "Extensible Markup Langu-
age"-Schnittstelle für das "Simple Object Access
Protocol" oder eine Client-Bereitstellungsschnitt-
stelle aufweist.

12. Verfahren nach einem der Ansprüche 1 bis 11, wobei
die eine oder die mehreren Anwendungsverhaltens-
richtlinien vorab bereitgestellt und so konfiguriert
sind, dass von einem Speicher (122) aus auf sie zu-
gegriffen werden kann.

13. Vorrichtung, die die Mittel zum Durchführen eines
Verfahrens nach mindestens einem der Ansprüche
1 bis 12 aufweist.

14. Computerprogrammprodukt, das mindestens ein
computerlesbares nicht flüchtiges Speichermedium
aufweist, auf dem Programmcode gespeichert ist,
wobei der Programmcode bei Ausführung durch ei-
ne Vorrichtung die Vorrichtung dazu veranlasst, ein
Verfahren nach mindestens einem der Ansprüche 1
bis 12 auszuführen.
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Revendications

1. Procédé à effectuer par un terminal mobile, le pro-
cédé comprenant :

la détermination (702) d’une règle de compor-
tement d’application parmi une ou plusieurs rè-
gles de comportement d’application pour une
application à exécuter sur le terminal mobile ou
s’exécutant sur le terminal mobile, le terminal
mobile étant configuré pour communiquer avec
un point d’accès et la règle de comportement
d’application comprenant un ou plusieurs para-
mètres de configuration et une ou plusieurs con-
ditions de validité, dans lequel la ou les condi-
tions de validité définissent une ou plusieurs
conditions de réseau qui indiquent une instance
dans laquelle la règle de comportement d’appli-
cation doit être appliquée ;
la détermination (704) qu’une condition de vali-
dité de la règle de comportement d’application
a été satisfaite ;
la causation (706) du lancement de l’application
dans le cadre de la règle de comportement d’ap-
plication au cas où l’application n’aurait pas en-
core été lancée ; ou
la causation (708) de la reconfiguration de l’ap-
plication de telle sorte qu’elle s’exécute dans le
cadre de la règle de comportement d’application
au cas où l’application aurait déjà été lancée ; et
la mise en oeuvre de la règle de comportement
d’application par l’intermédiaire d’une ou de plu-
sieurs interfaces de programmation d’applica-
tion du terminal mobile.

2. Procédé selon la revendication 1, comprenant en
outre :
la causation de la réalisation par l’application d’une
négociation avec un homologue distant, dans lequel
la négociation comprend une détermination concer-
nant le ou les paramètres de configuration.

3. Procédé selon l’une quelconque des revendications
1 et 2, comprenant en outre :
la causation de la mise ne oeuvre ou de la surveillan-
ce de la règle de comportement d’application par
rapport au comportement d’application.

4. Procédé selon l’une quelconque des revendications
1 à 3, dans lequel le lancement de l’application est
provoqué et la mise en oeuvre de la règle de com-
portement d’application est provoquée par l’intermé-
diaire d’une ou de plusieurs interfaces de program-
mation d’application.

5. Procédé selon l’une quelconque des revendications
1 à 4, dans lequel le ou les paramètres de configu-
ration comprennent au moins un élément parmi un

débit binaire, un codec, un procédé de codage et un
intervalle « keep alive ».

6. Procédé selon l’une quelconque des revendications
1 à 5, dans lequel l’application est identifiée par un
identifiant d’application.

7. Procédé selon la revendication 6, dans lequel l’iden-
tifiant d’application est basé sur un identifiant d’ap-
plication utilisé en conjonction avec une règle de rou-
tage entre systèmes à fonction de découverte et de
sélection de réseau d’accès.

8. Procédé selon l’une quelconque des revendications
1 à 7, dans lequel dans un cas où une application
n’est pas conforme à la règle de comportement d’ap-
plication, l’application peut recevoir au moins une
priorité inférieure sur un réseau et/ou une imputation
financière.

9. Procédé selon l’une quelconque des revendications
1 à 8, comprenant en outre :

la détermination qu’une règle d’application va-
lable a été outrepassée ; et
la causation de l’affichage d’une notification in-
diquant que la règle d’application valable a été
outrepassée.

10. Procédé selon l’une quelconque des revendications
1 à 9, comprenant en outre :
la réception (602) d’une ou de plusieurs règles de
comportement d’application d’un serveur de règles
(108) .

11. Procédé selon la revendication 10, dans lequel une
interface (114) avec le serveur de règles comprend
au moins l’une parmi une interface de gestion d’un
dispositif d’alliance mobile ouverte, une interface de
langage de balisage extensible d’un protocole d’ac-
cès aux objets simple ou et une interface de distri-
bution client.

12. Procédé selon l’une quelconque des revendications
1 à 11, dans lequel la ou les règles de comportement
d’application sont pré-approvisionnées et sont con-
figurées pour un accès à partir d’une mémoire (122).

13. Appareil comprenant des moyens pour effectuer un
procédé selon au moins l’une des revendications 1
à 12.

14. Produit de programme informatique comprenant au
moins un support de mémoire non transitoire lisible par
ordinateur, sur lequel est stocké un code de program-
me, ledit code de programme, lorsqu’il est exécuté par
un appareil, amenant l’appareil à effectuer un procédé
selon au moins l’une des revendications 1 à 12.
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