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Description

Background of the Invention

[0001] This invention relates generally to media sys-
tems, and more particularly, to systems and methods for
providing remote access to interactive media guidance
applications.
[0002] Recent advances in media communications
technology have made it possible for users to access
interactive media guidance applications implemented on
user equipment without being in physical proximity to the
user equipment. For example, users of interactive media
guidance applications in some systems may remotely
schedule recordings of television programs. In such sys-
tems, the user’s set-top box is coupled to a remote pro-
gram guide access server through a communications
network. When away from home, the user may connect
to the remote access server (or an intermediate server
such as a web server) through a device, such as a per-
sonal computer, to remotely schedule recording with the
interactive media guidance application on the user’s in-
home set-top box.
[0003] However, to work properly, such a system
needs a consistent way of identifying programs for re-
cording. When a single service provider provides the pro-
gram data for the remote access server and the interac-
tive media guidance application, this is not a problem
since the same data may be used across the system.
However, when the remote access server and the inter-
active media guidance application use different data for
identification purposes, problems can occur. For exam-
ple, the remote access system may be generating action
requests for programs on a selected channel based on
regional programming information, but the interactive
media guidance application may be using local program-
ming information that differs from the regional program-
ming information. Furthermore, for channels that change
providers depending on the time of day, for example, the
remote access system may be using the data for the day-
time service provider, when a user intends to request an
action for the nighttime service provider. As a result, a
user may, for example, inadvertently set up recording for
the wrong program based on incorrect programming in-
formation supplied by the remote access recording sys-
tem. For programs, such as series, that build on previous
episodes, such errors can prove extremely frustrating for
enthusiastic followers and lead to less than satisfactory
television viewing experience.
[0004] In view of the foregoing, it would be desirable
to provide remote access systems and methods that sup-
port algorithms and techniques for managing and cor-
recting the disparities that may be found between pro-
gram listings data when providing remote access to func-
tions on interactive media guidance applications.
[0005] JP 2005-101970 A discloses a system in which
an information terminal device in a first broadcasting area
transmits information about a program video recording

instruction to a server. A program video recording man-
aging device transmits video recording information about
a video recording channel, a video recording start time
and a video recording end time for a program correspond-
ing to the received recording instruction information to a
video recorder located in a second broadcasting area
that is different from the first broadcasting area, and the
video recorder records the program on the basis of the
received video recording information.

Summary of the Invention

[0006] According to a first aspect, there is provided a
method for remotely accessing user equipment imple-
menting an interactive media guidance application from
a mobile user device, as recited in claim 1.
[0007] According to another aspect, there is provided
a system for remotely accessing user equipment imple-
menting an interactive media guidance application from
a mobile user device, as recited in claim 9.
[0008] In particular, the systems and methods for pro-
viding remote access to interactive media guidance ap-
plications provided herein generally relate to enhancing
remote access capabilities by providing algorithms and
techniques for managing and correcting disparities that
may be found between program listings data used by the
interactive media guidance application on the user equip-
ment and that used by the remote access server.
[0009] In a typical usage scenario, a user not within
physical proximity to the user equipment may wish to
remotely set up a recording, set up a reminder, or perform
other program-specific functions with the interactive me-
dia guidance application on the user equipment. Using
a remote access user device such as a personal com-
puter, a mobile computer, a cellular telephone, an auto-
mobile navigational device, or other suitable remote ac-
cess user device, the user may authenticate with a re-
mote access server (or an intermediate server such as
a web sever) to remotely access the interactive media
guidance application on the user equipment. In some em-
bodiments, the remote access user device may have lo-
cation positioning functionality (e.g., GPS functionality)
by which the program information data source used by
the remote access server may be selected.
[0010] The user’s remote access request may be in-
cluded in an action request, which may include program-
specific parameters such as a start-time and a channel,
and transmitted for processing by the interactive media
guidance application on the user equipment. In some em-
bodiments, the action request may be generated by the
remote access user device and handed off to the remote
access server for transmission. In other embodiments,
the request may be generated by the remote access serv-
er based on user selections made on the remote access
user device. In still other embodiments, a hybrid ap-
proach may be used in which the remote access user
device generates a request based on user inputs (e.g.,
start time and channel) and sends the request to a remote
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access server, which adds additional identifying meta-
data to the action request.
[0011] In some embodiments, the action request may
be transmitted to the in-home user equipment. In such
embodiments, the interactive media guidance applica-
tion on the user equipment may match scheduling infor-
mation included in the request with its own scheduling
information obtained from the media service provider to
determine the corresponding program for which to sched-
ule the requested action. In other embodiments, the ac-
tion request is transmitted to a media guidance access
server of a media service provider for the interactive me-
dia guidance application for subsequent transmission to
the user equipment. In these embodiments, the media
guidance access server may at least store the action re-
quest prior to or after transmission to the user equipment.
In any of the aforementioned approaches, the application
running on the remote access server may be an interac-
tive media guidance application such as an interactive
program guide.
[0012] In response to receiving the action request, the
interactive media guidance application on the user equip-
ment may locate, in its media guidance data source for
the media service provider, the corresponding program
information for the scheduling information included in the
action request. For example, if the action request includ-
ed a channel and a start-time, but not a specific program
identifier (such as a program title), the interactive media
guidance application may locate the corresponding pro-
gram title for that channel and start time. If located, the
corresponding program information may be transmitted
to the remote access server in an acknowledgement that
may be sent by the interactive media guidance applica-
tion. The remote access server may compare the pro-
gram information included in the acknowledgement with
the corresponding program information for the remote
access server to detect disparities. For example, the re-
mote access server may compare the program title re-
ceived from the interactive media guidance application
with its program title for the scheduling information in-
cluded in the action request to detect any disparities in
program information. The remote access server may also
determine a disparity based on other program informa-
tion besides the program title, such as series rating, se-
ries information, episode title, and media service provid-
er.
[0013] If a disparity exists between the program infor-
mation used by the remote access server and that used
by the interactive media guidance application on the user
equipment, any of several techniques may be used, in
combination or in isolation, to ensure the requested ac-
tion is scheduled for the correct program. These tech-
niques may include searching the program information
database(s) of the interactive media guidance applica-
tion for alternate scheduling information for the program.
In some embodiments, the remote access server may
transmit a search request (e.g., SQL-type query) to a
media guidance access server which may run the search

against one or more media guidance data sources used
by the interactive media guidance application. For exam-
ple, if a user of the remote access user device had se-
lected scheduling information for an episode of "The
Crocodile Hunter," but the acknowledgement from the
interactive media guidance application on the user equip-
ment included program information for an episode of "Sex
and the City," the remote access server may transmit a
search request for searching the media guidance data
source(s) of the interactive media guidance application
for alternate scheduling information for episodes of "The
Crocodile Hunter." By sending queries to the media guid-
ance access server only when disparities are detected,
the interactive media system may minimize the costs of
such search requests to processing and communication
bandwidths, and overall system performance. For the
typical media guidance data source, querying the sub-
stantial program information hosted thereon may take
several days to weeks depending on processing speed
and processor priority accorded the query. Therefore,
frequent queries to the media guidance access server,
while possibly improving the accuracy of scheduling in-
formation included in initial action requests, may lead to
unacceptably slow system response times.
[0014] In other embodiments, the remote access serv-
er may by-pass the media guidance access server and
run the query against the media guidance data source
using, for example, a remote access connection. Here
too, although the remote access server may have direct
access to the media guidance data source, it may ad-
vantageously generate initial action requests based on
program information provided by a data provider to the
remote access service to save processing and commu-
nication bandwidths on the media guidance data source.
[0015] The search for alternate scheduling information
may include any number of additional program informa-
tion, including but not limited to, program title, series iden-
tifier, program rating, standard/high definition indicator,
episode title, and any combination of these properties.
[0016] Complex, flexible matching algorithms that may
support exact match techniques and/or partial or "fuzzy"
matching logic (e.g., searching for a closest match) may
be used to locate alternate scheduling information for the
original program selected by the user. For example, pro-
gram information associated with programs may be com-
pared to program information (e.g., title) for the original
program selected by the user. Based on the degree of
similarity between the program information for a program
and the program information for the original program se-
lected by the user, a "similarity rating" may be assigned
to the program information using any suitable algorithm
or weighting logic. For example, a substantial similarity
between program titles may be weighted more heavily in
the similarity rating algorithm than an exact match be-
tween program rating information. Program information
for a plurality of channels associated with the interactive
media guidance application on the user equipment may
be searched. Searching for alternate scheduling infor-
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mation may involve searching alternate scheduling infor-
mation from a plurality of media service providers, wheth-
er that information is stored in one database or a plurality
of databases. For example, searching for alternate
scheduling information may involve searching a plurality
of databases for the interactive media guidance applica-
tion, in which each database is associated with a different
media service provider.
[0017] If satisfactory alternate scheduling information
is found, the remote access user device or the remote
access server may transmit the alternate scheduling in-
formation to the user equipment (or to a the media guid-
ance access server of the media service provider for sub-
sequent transmission to the interactive media guidance
application). In some embodiments,
alternate scheduling information for one or more chan-
nels having similarity ratings that satisfy a predetermined
minimum similarity criterion may be transmitted. In some
embodiments, the program information for all channels
that satisfy the predetermined minimum criterion may be
transmitted. In other embodiments, the program informa-
tion for only the channel with the highest similarity rating
may be transmitted. In still other embodiments, up to a
predetermined number of program information for chan-
nels with highest similarity ratings may be transmitted.
[0018] In some embodiments, steps may be taken to
correct the program information used by the remote ac-
cess server upon detecting a disparity between the pro-
gram information used by the remote access server and
the program information used by the interactive media
guidance application on the user equipment. For exam-
ple, a disparity may be the result of the remote access
server and the interactive media guidance application on
the user equipment using different databases for pro-
gram listings. In some cases, the same channel may use
a "PBS" source during daytime and a "TNT" source at
nighttime. However, the remote access server may only
have the capability to associate each channel with only
one source, making it necessary for the remote access
server to "switch" sources when a disparity is detected.
In response to detecting a disparity between the source
information on the remote access server and the source
information of the interactive media guidance application
on the user equipment, the remote access server may
transmit a request to the user equipment or the media
guidance access server of a media service provider for
the interactive media guidance application for corrected
program information for the source. Alternatively, the re-
mote access server may directly search the media guid-
ance data source of the interactive media guidance ap-
plication. The remote access server may subsequently
correct its program information database(s). In some em-
bodiments, the remote access server may search for al-
ternate scheduling information based on the corrected
program information.
[0019] The remote access server may save informa-
tion regarding disparities and use this information to im-
prove the accuracy of future requests made to the same

geographical area, or other similar interactive media
guidance applications that use program information from
the same media guidance data source. In some embod-
iments, the remote access server may maintain a lookup
table that cross-references program identification infor-
mation used by the remote access server with that of
various media service providers. The remote access
server may construct the lookup table based on past re-
sponses received from the interactive media guidance
application for action requests. Additionally or alterna-
tively, the remote access server may construct the lookup
table based on outside information received from data
providers for the media service provider. In these em-
bodiments, when the action request is transmitted to the
interactive media guidance application on the user equip-
ment, the program for which the action is requested may
be identified using program identification information for
the media service provider. The request may additionally
or alternatively include the appropriate scheduling infor-
mation for the media service provider selected by the
user.

Brief Description of the Drawings

[0020] The above and other objects and advantages
of the invention will be apparent upon consideration of
the following detailed description, taken in conjunction
with the accompanying drawings, in which like reference
characters refer to like parts throughout, and in which:

FIGS. 1 and 2 show illustrative display screens that
may be used to provide media guidance application
listings in accordance with one embodiment of the
invention;
FIG. 3 shows an illustrative user equipment device
in accordance with one embodiment of the invention;
FIG. 4 is a diagram of an illustrative cross-platform
interactive media system in accordance with one em-
bodiment of the invention;
FIGS. 5-7 are illustrative web-based remote access
service screens in accordance with one embodiment
of the invention;
FIGS. 8A and 8B illustrate, respectively, program ac-
tion request and response datasets;
FIGS. 9, 10, 12, and 13 are illustrative process flow-
charts of steps involved in providing remote access
to interactive media guidance applications according
to various embodiments of the invention;
FIG. 11A shows an illustrative lookup table for cross-
referencing source identification information be-
tween the remote access service provider and media
service providers.
FIG. 11B shows an illustrative lookup table for cross-
referencing program identification information be-
tween the remote access service provider and media
service providers.
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Detailed Description of the Disclosure

[0021] The amount of media available to users in any
given media delivery system can be substantial. Conse-
quently, many users desire a form of media guidance
through an interface that allows users to efficiently nav-
igate media selections and easily identify media that they
may desire. An application which provides such guidance
is referred to herein as an interactive media guidance
application or, sometimes, a media guidance application
or a guidance application.
[0022] Interactive media guidance applications may
take various forms depending on the media for which
they provide guidance. One typical type of media guid-
ance application is an interactive television program
guide. Interactive television program guides (sometimes
referred to as electronic program guides) are well-known
guidance applications that, among other things, allow us-
ers to navigate among and locate many types of media
content including conventional television programming
(provided via traditional broadcast, cable, satellite, Inter-
net, or other means), as well as pay-per-view programs,
on-demand programs (as in video-on-demand (VOD)
systems), Internet content (e.g., streaming media, down-
loadable media, Webcasts, etc.), and other types of me-
dia or video content. Guidance applications also allow
users to navigate among and locate content related to
the video content including, for example, video clips, ar-
ticles, advertisements, chat sessions, games, etc.
[0023] With the advent of the Internet, mobile comput-
ing, and high-speed wireless networks, users are access-
ing media on personal computers (PCs) and other de-
vices on which they traditionally did not, such as hand-
held computers, personal digital assistants (PDAs), mo-
bile telephones, or other mobile devices. On these de-
vices users are able to navigate among and locate the
same media available through a television. Consequent-
ly, media guidance is necessary on these devices as well.
The guidance provided may be for media content avail-
able only through a television, for media content available
only through one or more of these devices, or for media
content available both through a television and one or
more of these devices. The media guidance applications
may be provided as online applications (i.e., provided on
a web-site), or as standalone applications or clients on
hand-held computers, PDAs, mobile telephones, or other
mobile devices. The various devices and platforms that
may implement media guidance applications are de-
scribed in more detail below.
[0024] One of the functions of the media guidance ap-
plication is to provide media listings and media informa-
tion to users. FIGS. 1, 2, and 5-7 show illustrative display
screens that may be used to provide media guidance,
and in particular media listings. The display screens
shown in FIGS. 1, 2, and 5-7 may be implemented on
any suitable device or platform. While the displays of
FIGS. 1, 2, and 5-7 are illustrated as full screen displays,
they may also be fully or partially overlaid over media

content being displayed. A user may indicate a desire to
access media information by selecting a selectable op-
tion provided in a display screen (e.g., a menu option, a
listings option, an icon, a hyperlink, etc.) or pressing a
dedicated button (e.g., a GUIDE button) on a remote con-
trol or other user input interface or device. In response
to the user’s indication, the media guidance application
may provide a display screen with media information or-
ganized in one of several ways, such as by time and
channel in a grid, by time, by channel, by media type, by
category (e.g., movies, sports, news, children, or other
categories of programming), or other predefined, user-
defined, or other organization criteria.
[0025] FIG. 1 shows illustrative grid program listings
display 100 arranged by time and channel that also en-
ables access to different types of media content in a sin-
gle display. Display 100 may include grid 102 with: (1) a
column of channel/media type identifiers 104, where
each channel/media type identifier (which is a cell in the
column) identifies a different channel or media type avail-
able; and (2) a row of time identifiers 106, where each
time identifier (which is a cell in the row) identifies a time
block of programming. Grid 102 also includes cells of
program listings, such as program listing 108, where
each listing provides the title of the program provided on
the listing’s associated channel and time. With a user
input device, a user can select program listings by moving
highlight region 110. Information relating to the program
listing selected by highlight region 110 may be provided
in program information region 112. Region 112 may in-
clude, for example, the program title, the program de-
scription, the time the program is provided (if applicable),
the channel the program is on (if applicable), the pro-
gram’s rating, and other desired information.
[0026] In addition to providing access to linear pro-
gramming provided according to a schedule, the media
guidance application also provides access to non-linear
programming which is not provided according to a sched-
ule. Non-linear programming may include content from
different media sources including on-demand media con-
tent (e.g., VOD), Internet content (e.g., streaming media,
downloadable media, etc.), locally stored media content
(e.g., video content stored on a digital video recorder
(DVR), digital video disc (DVD), video cassette, compact
disc (CD), etc.), or other time-insensitive media content.
On-demand content may include both movies and orig-
inal media content provided by a particular media pro-
vider (e.g., HBO On Demand providing "The Sopranos"
and "Curb Your Enthusiasm"). HBO ON DEMAND, THE
SOPRANOS, and CURB YOUR ENTHUSIASM are
trademarks owned by the Home Box Office, Inc. Internet
content may include web events, such as a chat session
or Webcast, or content available on-demand as stream-
ing media or downloadable media through an Internet
web site or other Internet access (e.g. FTP) .
[0027] Grid 102 may provide listings for non-linear pro-
gramming including on-demand listing 114, recorded
media listing 116, and Internet content listing 118. A dis-
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play combining listings for content from different types of
media sources is sometimes referred to as a "mixed-me-
dia" display. The various permutations of the types of
listings that may be displayed that are different than dis-
play 100 may be based on user selection or guidance
application definition (e.g., a display of only recorded and
broadcast listings, only on-demand and broadcast list-
ings, etc.). As illustrated, listings 114, 116, and 118 are
shown as spanning the entire time block displayed in grid
102 to indicate that selection of these listings may provide
access to a display dedicated to on-demand listings, re-
corded listings, or Internet listings, respectively. In other
embodiments, listings for these media types may be in-
cluded directly in grid 102. Additional listings may be dis-
played in response to the user selecting one of the nav-
igational icons 120. (Pressing an arrow key on a user
input device may affect the display in a similar manner
as selecting navigational icons 120.)
[0028] Display 100 may also include video region 122,
advertisement 124, and options region 126. Video region
122 may allow the user to view and/or preview programs
that are currently available, will be available, or were
available to the user. The content of video region 122
may correspond to, or be independent from, one of the
listings displayed in grid 102. Grid displays including a
video region are sometimes referred to as picture-in-
guide (PIG) displays. PIG displays and their functionali-
ties are described in greater detail in Satterfield et al.
U.S. Patent No. 6,564,378, issued May 13, 2003 and
Yuen et al. U.S. Patent No. 6,239,794, issued May 29,
2001. PIG displays may be included in other media guid-
ance application display screens of the present invention.
[0029] Advertisement 124 may provide an advertise-
ment for media content that, depending on a viewer’s
access rights (e.g., for subscription programming), is cur-
rently available for viewing, will be available for viewing
in the future, or may never become available for viewing,
and may correspond to or be unrelated to one or more
of the media listings in grid 102. Advertisement 124 may
also be for products or services related or unrelated to
the media content displayed in grid 102. Advertisement
124 may be selectable and provide further information
about media content, provide information about a product
or a service, enable purchasing of media content, a prod-
uct, or a service, provide media content relating to the
advertisement, etc. Advertisement 124 may be targeted
based on a user’s profile/preferences, monitored user
activity, the type of display provided, or on other suitable
targeted advertisement bases.
[0030] While advertisement 124 is shown as rectan-
gular or banner shaped, advertisements may be provided
in any suitable size, shape, and location in a guidance
application display. For example, advertisement 124 may
be provided as a rectangular shape that is horizontally
adjacent to grid 102. This is sometimes referred to as a
panel advertisement. In addition, advertisements may be
overlaid over media content or a guidance application
display or embedded within a display. Advertisements

may also include text, images, rotating images, video
clips, or other types of media content. Advertisements
may be stored in the user equipment with the guidance
application, in a database connected to the user equip-
ment, in a remote location (including streaming media
servers), or on other storage means or a combination of
these locations. Providing advertisements in a media
guidance application is discussed in greater detail in, for
example, Knudson et al., U.S. Patent Application No.
10/347,673, filed January 17, 2003, Ward, III et al. U.S.
Patent No. 6,756,997, issued June 29, 2004, and Schein
et al. U.S. Patent No. 6,388,714, issued May 14, 2002.
It will be appreciated that advertisements may be includ-
ed in other media guidance application display screens
of the present invention.
[0031] Options region 126 may allow the user to ac-
cess different types of media content, media guidance
application displays, and/or media guidance application
features. Options region 126 may be part of display 100
(and other display screens of the present invention), or
may be invoked by a user by selecting an on-screen op-
tion or pressing a dedicated or assignable button on a
user input device. The selectable options within options
region 126 may concern features related to program list-
ings in grid 102 or may include options available from a
main menu display. Features related to program listings
may include searching for other air times or ways of re-
ceiving a program, recording a program, enabling series
recording of a program, setting program and/or channel
as a favorite, purchasing a program, or other features.
Options available from a main menu display may include
search options, VOD options, parental control options,
access to various types of listing displays, subscribe to
a premium service, edit a user’s profile, access a browse
overlay, or other options.
[0032] The media guidance application may be per-
sonalized based on a user’s preferences. A personalized
media guidance application allows a user to customize
displays and features to create a personalized "experi-
ence" with the media guidance application. This person-
alized experience may be created by allowing a user to
input these customizations and/or by the media guidance
application monitoring user activity to determine various
user preferences. Users may access their personalized
guidance application by logging in or otherwise identify-
ing themselves to the guidance application. Customiza-
tion of the media guidance application may be made in
accordance with a user profile. The customizations may
include varying presentation schemes (e.g., color
scheme of displays, font size of text, etc.), aspects of
media content listings displayed (e.g., only HDTV pro-
gramming, user-specified broadcast channels based on
favorite channel selections, re-ordering the display of
channels, recommended media content, etc.), desired
recording features (e.g., recording or series recordings
for particular users, recording quality, etc.), parental con-
trol settings, and other desired customizations.
[0033] The media guidance application may allow a
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user to provide user profile information or may automat-
ically compile user profile information. The media guid-
ance application may, for example, monitor the media
the user accesses and/or other interactions the user may
have with the guidance application. Additionally, the me-
dia guidance application may obtain all or part of other
user profiles that are related to a particular user (e.g.,
from other web sites on the Internet the user accesses,
such as www.tvguide.com, from other media guidance
applications the user accesses, from other interactive ap-
plications the user accesses, from a handheld device of
the user, etc.), and/or obtain information about the user
from other sources that the media guidance application
may access. As a result, a user can be provided with a
unified guidance application experience across the us-
er’s different devices. This type of user experience is de-
scribed in greater detail below in connection with FIG. 4.
Additional personalized media guidance application fea-
tures are described in greater detail in Ellis et al., U.S.
Patent Application No. 11/179,410, filed July 11, 2005,
Boyer et al., U.S. Patent Application No. 09/437,304, filed
November 9, 1999, and Ellis et al., U.S. Patent Applica-
tion No. 10/105,128, filed February 21, 2002.
[0034] Another display arrangement for providing me-
dia guidance is shown in FIG. 2. Video mosaic display
200 includes selectable options 202 for media content
information organized based on media type, genre,
and/or other organization criteria. In display 200, televi-
sion listings option 204 is selected, thus providing listings
206, 208, 210, and 212 as broadcast program listings.
Unlike the listings from FIG. 1, the listings in display 200
are not limited to simple text (e.g., the program title) and
icons to describe media. Rather, in display 200 the list-
ings may provide graphical images including cover art,
still images from the media content, video clip previews,
live video from the media content, or other types of media
that indicate to a user the media content being described
by the listing. Each of the graphical listings may also be
accompanied by text to provide further information about
the media content associated with the listing. For exam-
ple, listing 208 may include more 5 than one portion, in-
cluding media portion 214 and text portion 216. Media
portion 214 and/or text portion 216 may be selectable to
view video in full-screen or to view program listings re-
lated to the video displayed in media portion 214 (e.g.,
to view listings for the channel that the video is displayed
on).
[0035] The listings in display 200 are of different sizes
(i.e., listing 206 is larger than listings 208, 210, and 212),
but if desired, all the listings may be the same size. List-
ings may be of different sizes or graphically accentuated
to indicate degrees of interest to the user or to emphasize
certain content, as desired by the media provider or
based on user preferences. Various systems and meth-
ods for graphically accentuating media listings are dis-
cussed in, for example, Yates, U.S. Patent Application
No. 11/324,202, filed December 29, 2005.
[0036] Users may access media content and the media

guidance application (and its display screens described
above and below) from one or more of their user equip-
ment devices. FIG. 3 shows a generalized embodiment
of illustrative user equipment device 300. More specific
implementations of user equipment devices are dis-
cussed below in connection with FIG. 4. User equipment
device 300 may receive media content and data via in-
put/output (hereinafter "I/O") path 302. I/O path 302 may
provide media content (e.g., broadcast programming, on-
demand programming, Internet content, and other video
or audio) and data to control circuitry 304, which includes
processing circuitry 306 and storage 308. Control circuit-
ry 304 may be used to send and receive commands,
requests, and other suitable data using I/O path 302. I/O
path 302 may connect control circuitry 304 (and specifi-
cally processing circuitry 306) to one or more communi-
cations paths (described below). I/O functions may be
provided by one or more of these communications paths,
but are shown as a single path in FIG. 3 to avoid over-
complicating the drawing.
[0037] Control circuitry 304 may be based on any suit-
able processing circuitry 306 such as processing circuitry
based on one or more microprocessors, microcontrol-
lers, digital signal processors, programmable logic de-
vices, etc. In some embodiments, control circuitry 304
executes instructions for a media guidance application
stored in memory (i.e., storage 308). In client-server
based embodiments, control circuitry 304 may include
communications circuitry suitable for communicating
with a guidance application server or other networks or
servers. Communications circuitry may include a cable
modem, an integrated services digital network (ISDN)
modem, a digital subscriber line (DSL) modem, a tele-
phone modem, or a wireless modem for communications
with other equipment. Such communications may involve
the Internet or any other suitable communications net-
works or paths (which is described in more detail in con-
nection with FIG. 4). In addition, communications circuitry
may include circuitry that enables peer-to-peer commu-
nication of user equipment devices, or communication of
user equipment devices in locations remote from each
other (described in more detail below).
[0038] Memory (e.g., random-access memory, read-
only memory, or any other suitable memory), hard drives,
optical drives, or any other suitable fixed or removable
storage devices (e.g., DVD recorder, CD recorder, video
cassette recorder, or other suitable recording device)
may be provided as storage 308 that is part of control
circuitry 304. Storage 308 may include one or more of
the above types of storage devices. For example, user
equipment device 300 may include a hard drive for a DVR
(sometimes called a personal video recorder, or PVR)
and a DVD recorder as a secondary storage device. Stor-
age 308 may be used to store various types of media
described herein and guidance application data, includ-
ing program information, guidance application settings,
user preferences or profile information, or other data
used in operating the guidance application. Nonvolatile
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memory may also be used (e.g., to launch a boot-up rou-
tine and other instructions).
[0039] Control circuitry 304 may include video gener-
ating circuitry and tuning circuitry, such as one or more
analog tuners, one or more MPEG-2 decoders or other
digital decoding circuitry, high-definition tuners, or any
other suitable tuning or video circuits or combinations of
such circuits. Encoding circuitry (e.g., for converting over-
the-air, analog, or digital signals to MPEG signals for stor-
age) may also be provided. Control circuitry 304 may
also include scaler circuitry for upconverting and down-
converting media into the preferred output format of the
user equipment 300. Circuitry 304 may also include dig-
ital-to-analog converter circuitry and analog-to-digital
converter circuitry for converting between digital and an-
alog signals. The tuning and encoding circuitry may be
used by the user equipment to receive and to display, to
play, or to record media content. The tuning and encoding
circuitry may also be used to receive guidance data. The
circuitry described herein, including for example, the tun-
ing, video generating, encoding, decoding, scaler, and
analog/digital circuitry, may be implemented using soft-
ware running on one or more general purpose or spe-
cialized processors. Multiple tuners may be provided to
handle simultaneous tuning functions (e.g., watch and
record functions, picture-in-picture (PIP) functions, mul-
tiple-tuner recording, etc.). If storage 308 is provided as
a separate device from user equipment 300, the tuning
and encoding circuitry (including multiple tuners) may be
associated with storage 308.
[0040] A user may control the control circuitry 304 us-
ing user input interface 310. User input interface 310 may
be any suitable user interface, such as a remote control,
mouse, trackball, keypad, keyboard, touch screen, touch
pad, stylus input, joystick, voice recognition interface, or
other user input interfaces. Display 312 may be provided
as a stand-alone device or integrated with other elements
of user equipment device 300. Display 312 may be one
or more of a monitor, a television, a liquid crystal display
(LCD) for a mobile device, or any other suitable equip-
ment for displaying visual images. In some embodiments,
display 312 may be HDTV-capable. Speakers 314 may
be provided as integrated with other elements of user
equipment device 300 or may be stand-alone units. The
audio component of videos and other media content dis-
played on display 312 may be played through speakers
314. In some embodiments, the audio may be distributed
to a receiver (not shown), which processes and outputs
the audio via speakers 314.
[0041] User equipment device 300 of FIG. 3 can be
implemented in system 400 of FIG. 4 as user television
equipment 402, user computer equipment 404, wireless
user communications device 406, remote access user
device 440, or any other type of user equipment suitable
for accessing media (e.g., a non-portable gaming ma-
chine). For simplicity, these devices may be referred to
herein collectively as user equipment or user equipment
devices. User equipment devices, on which a media guid-

ance application is implemented, may function as a stan-
dalone device or may be part of a network of devices.
Various network configurations of devices may be imple-
mented and are discussed in more detail below. The re-
mote access user device 440 may also be any of the
wireless user devices 406 (e.g., a PDA, mobile tele-
phone, portable video player, etc).
[0042] System 400 is a simplified illustrative cross-plat-
form interactive media system for providing remote ac-
cess to interactive media guidance applications in ac-
cordance with one embodiment of the present invention.
This exemplary system comprises remote access user
device 440, remote access server 460, media service
provider’s remote access server 490, user equipment de-
vices 402, 404, and 406, media content source 416, and
media guidance data content source 418 as well as var-
ious communication networks and data links. In this ex-
emplary figure, interactive media system 400 may host
the media guidance application that a user of remote ac-
cess user device 440 may wish to manage remotely
through use of remote access server 460 and remote
access user device 440.
[0043] In interactive media system 400, user television
equipment 402 may include a set-top box, an integrated
receiver decoder (IRD) for handling satellite television, a
television set, a digital storage device, a DVD recorder,
a video-cassette recorder (VCR), a local media server,
or other user television equipment. One or more of these
devices may be integrated to be a single device, if de-
sired. User computer equipment 404 may include a PC,
a laptop, a tablet, a WebTV box, a personal computer
television (PC/TV), a PC media server, a PC media cent-
er, or other user computer equipment. WEBTV is a trade-
mark owned by Microsoft Corp. Wireless user commu-
nications device 406 may include PDAs, a mobile tele-
phone, a portable video player, a portable music player,
a portable gaming machine, or other wireless devices.
[0044] It should be noted that with the advent of tele-
vision tuner cards for PC’s, WebTV, and the integration
of video into other user equipment devices, the lines have
become blurred when trying to classify a device as one
of the above devices. In fact, each of user television
equipment 402, user computer equipment 404, and wire-
less user communications device 406 may utilize at least
some of the system features described above in connec-
tion with FIG. 3 and, as a result, include flexibility with
respect to the type of media content available on the de-
vice. For example, user television equipment 402 may
be Internet-enabled allowing for access to Internet con-
tent, while user computer equipment 404 may include a
tuner allowing for access to television programming. The
media guidance application may also have the same lay-
out on the various different types of user equipment or
may be tailored to the display capabilities of the user
equipment. For example, on user computer equipment,
the guidance application may be provided as a web site
accessed by a web browser. In another example, the
guidance application may be scaled down for wireless
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user communications devices.
[0045] In interactive media system 400, there is typi-
cally more than one of each type of user equipment de-
vice but only one of each is shown in FIG. 4 to avoid
overcomplicating the drawing. In addition, each user may
utilize more than one type of user equipment device (e.g.,
a user may have a television set and a computer) and
also more than one of each type of user equipment device
(e.g., a user may have a PDA and a mobile telephone
and/or multiple television sets).
[0046] The user may also set various settings to main-
tain consistent media guidance application settings
across in-home devices and remote devices. Settings
include those described herein, as well as channel and
program favorites, programming preferences that the
guidance application utilizes to make programming rec-
ommendations, display preferences, and other desirable
guidance settings. For example, if a user sets a channel
as a favorite on, for example, the web site
www.tvguide.com on their personal computer at their of-
fice using, say, remote access user device 440, the same
channel would appear as a favorite on the user’s in-home
devices (e.g., user television equipment and user com-
puter equipment) as well as the user’s mobile devices, if
desired. Therefore, changes made on one user equip-
ment device can change the guidance experience on an-
other user equipment device, regardless of whether they
are the same or a different type of user equipment device.
In addition, the changes made may be based on settings
input by a user, as well as user activity monitored by the
guidance application.
[0047] In interactive media system 400, the user equip-
ment devices may be coupled to communications net-
work 414. Namely, user television equipment 402, user
computer equipment 404, and wireless user communi-
cations device 406 are coupled to communications net-
work 414 via communications paths 408, 410, and 412,
respectively. Communications network 414 may be one
or more networks including the Internet, a mobile phone
network, mobile device (e.g., Blackberry) network, cable
network, public switched telephone network, or other
types of communications network or combinations of
communications networks. BLACKBERRY is a trade-
mark owned by Research In Motion Limited Corp. Paths
408, 410, and 412 may separately or together include
one or more communications paths, such as, a satellite
path, a fiber-optic path, a cable path, a path that supports
Internet communications (e.g., IPTV), free-space con-
nections (e.g., for broadcast or other wireless signals),
or any other suitable wired or wireless communications
path or combination of such paths. Path 412 is drawn
with dotted lines to indicate that in the exemplary embod-
iment shown in FIG. 4 it is a wireless path and paths 408
and 410 are drawn as solid lines to indicate they are wired
paths (although these paths may be wireless paths, if
desired). Communications with the user equipment de-
vices may be provided by one or more of these commu-
nications paths, but are shown as a single path in FIG.

4 to avoid overcomplicating the drawing.
[0048] Although communications paths are not drawn
between user equipment devices, these devices may
communicate directly with each other via communication
paths, such as those described above in connection with
paths 408, 410, and 412, as well other short-range point-
to-point communication paths, such as USB cables, IEEE
1394 cables, wireless paths (e.g., Bluetooth, infrared,
IEEE 802-11x, etc.), or other short-range communication
via wired or wireless paths. BLUETOOTH is a trademark
owned by Bluetooth SIG, INC. The user equipment de-
vices may also communicate with each other directly
through an indirect path via communications network
414.
[0049] Interactive media system 400 includes media
content source 416 and media guidance data source 418
coupled to communications network 414 via communi-
cation paths 420 and 422, respectively. Paths 420 and
422 may include any of the communication paths de-
scribed above in connection with paths 408, 410, and
412. Communications with the media content source 416
and media guidance data source 418 may be exchanged
over one or more communications paths, but are shown
as a single path in FIG. 4 to avoid overcomplicating the
drawing. In addition, there may be more than one of each
of media content source 416 and media guidance data
source 418, but only one of each is shown in FIG. 4 to
avoid overcomplicating the drawing. (The different types
of each of these sources are discussed below.) If desired,
media content source 416 and media guidance data
source 418 may be integrated as one source device. Al-
though communications between sources 416 and 418
with user equipment devices 402, 404, and 406 are
shown as through communications network 414, in some
embodiments, sources 416 and 418 may communicate
directly with user equipment devices 402, 404, and 406
via communication paths (not shown) such as those de-
scribed above in connection with paths 408, 410, and
412.
[0050] Media content source 416 may include one or
more types of media distribution equipment including a
television distribution facility, cable system headend, sat-
ellite distribution facility, programming sources (e.g., tel-
evision broadcasters, such as NBC, ABC, HBO, etc.),
intermediate distribution facilities and/or servers, Internet
providers, on-demand media servers, and other media
content providers. NBC is a trademark owned by the Na-
tional Broadcasting Company, Inc., ABC is a trademark
owned by the ABC, INC., and HBO is a trademark owned
by the Home Box Office, Inc. Media content source 416
may be the originator of media content (e.g., a television
broadcaster, a Webcast provider, etc.) or may not be the
originator of media content (e.g., an on-demand media
content provider, an Internet provider of video content of
broadcast programs for downloading, etc.). Media con-
tent source 416 may include cable sources, satellite pro-
viders, on-demand providers, Internet providers, or other
providers of media content. Media content source 416
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may also include a remote media server used to store
different types of media content (including video content
selected by a user), in a location remote from any of the
user equipment devices. Systems and methods for re-
mote storage of media content, and providing remotely
stored media content to user equipment are discussed
in greater detail in connection with Ellis et al., U.S. Patent
Application No. 09/332,244, filed June 11, 1999.
[0051] Media guidance data source 418 may provide
media guidance data, such as media listings, media-re-
lated information (e.g., broadcast times, broadcast chan-
nels, media titles, media descriptions, ratings information
(e.g., parental control ratings, critic’s ratings, etc.), genre
or category information, actor information, logo data for
broadcasters’ or providers’ logos, etc.), media format
(e.g., standard definition, high definition, etc.), advertise-
ment information (e.g., text, images, media clips, etc.),
on-demand information, and any other type of guidance
data that is helpful for a user to navigate among and
locate desired media selections.
[0052] Media guidance application data may be pro-
vided to the user equipment devices using any suitable
approach. In some embodiments, the guidance applica-
tion may be a stand-alone interactive television program
guide that receives program guide data via a data feed
(e.g., a continuous feed, trickle feed, or data in the vertical
blanking interval of a channel). Program schedule data
and other guidance data may be provided to the user
equipment on a television channel sideband, in the ver-
tical blanking interval of a television channel, using an
in- band digital signal, using an out-of-band digital signal,
or by any other suitable data transmission technique.
Program schedule data and other guidance data may be
provided to user equipment on multiple analog or digital
television channels. Program schedule data and other
guidance data may be provided to the user equipment
with any suitable frequency (e.g., continuously, daily, a
user-specified period of time, a system-specified period
of time, in response to a request from user equipment,
etc.). In some approaches, guidance data from media
guidance data source 418 may be provided to users’
equipment using a client-server approach. For example,
a guidance application client residing on the user’s equip-
ment may initiate sessions with source 418 to obtain guid-
ance data when needed. Media guidance data source
418 may provide user equipment devices 402, 404, and
406 the media guidance application itself or software up-
dates for the media guidance application.
[0053] Media guidance applications may be, for exam-
ple, stand-alone applications implemented on user
equipment devices. In other embodiments, media guid-
ance applications may be client-server applications
where only the client resides on the user equipment de-
vice. For example, media guidance applications may be
implemented partially as a client application on control
circuitry 304 (FIG. 3) of user equipment device 300 (FIG.
3) and partially on a remote server as a server application
(e.g., media guidance data source 418). The guidance

application displays may be generated by the media guid-
ance data source 418 and transmitted to the user equip-
ment devices. The media guidance data source 418 may
also transmit data for storage on the user equipment,
which then generates the guidance application displays
based on instructions processed by control circuitry.
[0054] Media guidance system 400 is intended to illus-
trate a number of approaches, or network configurations,
by which user equipment devices and sources of media
content and guidance data may communicate with each
other for the purpose of accessing media and providing
media guidance within a home network or over a media
service provider network. Media guidance system 400
may be applied in any one or a subset of these approach-
es, or in a system employing other approaches for deliv-
ering media and providing media guidance.
[0055] In one approach, user equipment devices 402,
404, and 406 may communicate with each other within
a home network. User equipment devices can commu-
nicate with each other directly via short-range point-to-
point communication schemes describe above, via indi-
rect paths through a hub or other similar device provided
on a home network, or via communications network 414.
Each of the multiple individuals in a single home may
operate different user equipment devices on the home
network. As a result, it may be desirable for various media
guidance information or settings to be communicated be-
tween the different user equipment devices. For exam-
ple, it may be desirable for users to maintain consistent
media guidance application settings on different user
equipment devices within a home network, as described
in greater detail in Ellis et al., U.S. Patent Application No.
11/179,410, filed July 11, 2005. Different types of user
equipment devices in a home network may also commu-
nicate with each other to transmit media content. For ex-
ample, a user may transmit media content from user com-
puter equipment to a portable video player or portable
music player.
[0056] In another approach, users of user equipment
devices inside and outside a home can use their media
guidance application to communicate directly with media
content source 416 to access media content. Specifically,
within a home, users of user television equipment 404
and user computer equipment 406 may access the media
guidance application to navigate among and locate de-
sirable media content. Users may also access the media
guidance application outside of the home using wireless
user communications devices 406 to navigate among
and locate desirable media content.
[0057] In another approach, users may have multiple
types of user equipment by which they access media
content and obtain media guidance. For example, some
users may have home networks that are accessed by in-
home and mobile devices. Users may control in-home
devices via a media guidance application implemented
on a remote device. For example, users may access an
online media guidance application on a website via a
personal computer at their office, or a mobile device such
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as a PDA or web-enabled mobile telephone. The user
may set various settings (e.g., recordings, reminders, or
other settings) on the online guidance application to con-
trol the user’s in-home equipment. Various systems and
methods for user equipment devices communicating,
where the user equipment devices are in locations re-
mote from each other, is discussed in, for example, Ellis
et al., U.S. Patent Application No. 10/927,814.
[0058] In one embodiment of the present invention, us-
ers may remotely access and manage settings for inter-
active guidance applications implemented on user equip-
ment devices 402, 404, and/or 406 using any suitable
remote access user devices. Remote access user device
440 of system 400 shows a simplified illustrative embod-
iment of a remote access user device. More specific em-
bodiments of remote access user device 440 are de-
scribed below. In some embodiments, remote access us-
er device 440 is a standard user device and may include
a PC, a laptop, a tablet, a personal digital assistant (PDA),
a mobile telephone, a portable video player, a portable
music player, a portable gaming machine, a handheld
computer, a portable television system, an automobile
television system, other computer equipment, other wire-
less device, or other mobile user device having location
positioning functionality. Remote access user device 440
may be a user device outside the user’s home network
(e.g., office computer) or any of user equipment device
406 within the user’s home network.
[0059] Remote access user device 440 may include
one or more of processing circuitry 444, storage 450,
communications device 452, and remote access client
442 (which is actually an application run by processing
circuitry 444 and stored on storage 450, but has been
drawn as a separate element for clarity). Processing cir-
cuitry 444 may include all the features and components
of processing circuitry 306 in FIG. 3. Storage 450, which
is coupled to processing circuitry 444, may include mem-
ory (e.g., random-access memory, read-only memory,
flash memory, or any other suitable memory), hard
drives, optical drives, or any other suitable fixed or re-
movable storage devices (e.g., floppy disk, CD, DVD,
cassette, or any suitable recording or storage device).
[0060] Remote access user device 440 may also in-
clude location positioning circuitry 448 coupled to
processing circuitry 444. Location positioning circuitry
448 may provide location positioning functionality
through, for example, a global positioning system (GPS),
or any other suitable means. Location positioning circuit-
ry 448 may supply processing circuitry 444 with the cur-
rent location of the user, which may determine which of
a plurality of remote access servers 460 remote access
user device 440 may communicate with. The current lo-
cation of the user may also determine the source of pro-
gram information provided by remote access server 460
to remote access user device 440.
[0061] Remote access user device 440 may also in-
clude one or more communications device 452. Commu-
nications device 452 may be any device suitable for sup-

porting communications between remote access user
device 440, remote access server 460 and communica-
tions network 480, such as a communication port (e.g.,
a serial port, parallel port, universal serial bus (USB) port,
etc.), modem (e.g., any suitable analog or digital standard
modem or cellular modem), network interface card (e.g.,
an Ethernet card, token ring card, etc.), wireless trans-
ceiver (e.g., an infrared, radio, or other suitable analog
or digital transceiver), or other suitable communications
device.
[0062] Communication between remote access user
device 440 and remote access server 460 may take place
over communications path 482 and/or via communica-
tions network 480 using communications device 452.
Communications path 482 may include any of the com-
munication paths described above in connection with
paths 408, 410, and 412.
[0063] Communications path 482 may include any
suitable transmission medium. For example, communi-
cations path 482 may include a serial or parallel cable,
a dial-up telephone line, a computer network or Internet
link (e.g., 10Base2, 10Base 5, 10BaseT, 100BaseT,
10BaseF, T1, T3, etc.), an in-home network link, an in-
frared link, a radio frequency link, a satellite link, any other
suitable transmission link or suitable combination of such
links. Any suitable transmission or access scheme may
be used such as standard serial or parallel communica-
tions, Ethernet, Token Ring, Fiber Distributed Data Inter-
face (FDDI), Circuit-Switched Cellular (CSC), Cellular
Digital Packet Data (CDPD), RAM mobile data, Global
System for Mobile communications (GSM), time division
multiple access (TDMA), code division multiple access
(CDMA), any other suitable transmission or access
scheme, or any suitable combination thereof. Preferably
remote access link 482 is bidirectional. If desired, how-
ever, certain limited program guide functions may be ac-
cessed using a unidirectional link. An advantage of using
a unidirectional scheme for link 482 is that such schemes
are generally less complicated and less expensive than
bidirectional links.
[0064] Remote access user device 440 and remote ac-
cess server 460 may communicate over communication
path 482 using any suitable network and transport layer
protocols, if desired. Remote access user device 440 and
remote access server 460 may communicate, for exam-
ple, using a protocol stack which includes Sequenced
Packet Exchange/Internetwork Packet Exchange
(SPX/IPX) layers, Transmission Control Protocol/Inter-
net Protocol (TCP/IP) layers, Appletalk Transaction Pro-
tocol/Datagram Delivery Protocol (ATP/DDP) layers, or
any other suitable network and transport layer protocols
or combination of protocols.
[0065] Remote access user device 440 may include
remote access client 442 for communicating requests to
and receiving responses from remote access server 460.
It should be noted that remote access client 442 is actu-
ally an application run by processing circuitry 444 and
stored on storage 450, but has been drawn as a separate
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element for clarity. Remote access client 442 may be
accessed by users using one or more user input inter-
faces (not shown). Any suitable user input interface may
be used to access remote access client 442, such as
those described in connection with user input interface
310 of FIG. 3. Remote access client 442 may communi-
cate with application program interface (API) 462 of re-
mote server 460 using any suitable communications
scheme. In addition to using any of the already mentioned
protocols, any number of other access, data-link, net-
work, routing or other protocols may be involved in sup-
porting communications between remote program guide
access device 440 and remote access server 460 over
remote access link 482 and communications network 480
(e.g., X.25, Frame Relay, Asynchronous Transfer Mode
(ATM), Serial Line Interface (SLIP), point-to-point proto-
cols (PPP), or any other suitable access, data-link, net-
work, routing or other protocol).
[0066] It should be noted that communications be-
tween remote access user device 440 and remote access
server 460 may occur over one or more communications
paths, but are shown as a single path in FIG. 4 to avoid
overcomplicating the drawing. In addition, there may be
more than one of remote access user device 440, but
only one of each is shown in FIG. 4 to avoid overcompli-
cating the drawing. Although communication between re-
mote access user device 440 and remote access server
460 is shown as direct communications path 482, in some
embodiments, remote access user device 440 may com-
municate with remote access server 460 through inter-
mediate devices (not shown) such as those described
above in connection with paths between media content
source 416 and media guidance data source 418, and
user equipment 402, 404, and 406. Remote access serv-
er 460 may also run on an intermediate server, such as
a web server.
[0067] Remote access server 460 of media guidance
system 400 is a simplified illustrative embodiment of a
remote access server that may be used in accordance
with the principles of this invention. Remote access serv-
er 460 may include one or more processing circuitry 464,
storage 470, communications device 472, and applica-
tion program interface (API) 462 (which is actually an
application run by processing circuitry 464 and stored on
storage 470, but has been drawn as a separate element
for clarity). Remote access server 460 may be any suit-
able combination of hardware and software capable of
client-server based interactions with remote access user
device 440. Remote access server 460 may, for example,
receive user requests from remote access user device
440 and generate action requests to be transmitted for
processing. In some embodiments, remote access serv-
er 460 may run a suitable database engine, such as a
SQL server or Oracle DB, and provide program guide
data in response to queries generated by remote access
user device 440. Processing circuitry 464 may include
any suitable processor, such as a microprocessor or
group of microprocessors, and other processing circuitry

such as caching circuitry, direct memory access (DMA)
circuitry, and input/output (I/O) circuitry. Storage 470 may
include any suitable storage device including memory or
other storage devices, such as random access memory
(RAM), read only memory (ROM), flash memory, and a
hard disk drive, that is suitable for storing the program
guide data to be used by the remote access server. Pro-
gram guide data may be stored on storage device 470
in any suitable format (e.g., a Structured Query Language
(SQL) database). Storage 470 may also store user profile
information for correlating users with their respective user
equipment devices. Storage 470 may included several
levels of primary, secondary, and auxiliary storage. Al-
though storage 470 is shown in direct connection with
processing circuitry 464, in some embodiments, at least
a portion or all of storage 470 may be located on a sep-
arate data server remote from remote access server 470.
Communications device 472 may be any suitable com-
munications device such as those described in connec-
tion with communications device 452. Media guidance
system 400 may include multiple remote access servers
460. However, only one is shown to avoid overcompli-
cating the drawing.
[0068] Media guidance access server 490 of media
guidance system 400 is a simplified illustrative embodi-
ment of an access server for a media service provider of
media guidance system 400 that may be used in accord-
ance with the principles of this invention. Media guidance
access server 490 may include one or more processing
circuitry 494, storage 492, communications device (not
shown), and application program interface (API) 496
(which is actually an application run by processing cir-
cuitry 494 and stored on storage 492, but has been drawn
as a separate element for clarity). Media guidance ac-
cess server 490 may be any suitable combination of hard-
ware and software capable of interactions with media
guidance data source 418, user equipment devices 402,
404, and 406, and remote access server 460. Media guid-
ance access server 490 may, for example, receive user
requests from remote access server 460 for subsequent
transmission to user equipment devices 402, 404, and/or
406 for processing. In some embodiments, media guid-
ance access server 490 may run a suitable database
engine, such as a SQL server or Oracle DB, and provide
program guide data in response to queries generated by
remote access server 460. Processing circuitry 494 may
include any suitable processor, such as a microprocessor
or group of microprocessors, and other processing cir-
cuitry such as caching circuitry, direct memory access
(DMA) circuitry, and input/output (I/O) circuitry.
[0069] Storage 492 may include any suitable storage
device including memory or other storage devices, such
as random access memory (RAM), read only memory
(ROM), flash memory, and a hard disk drive, that is suit-
able for storing data. In a typical usage scenario, media
guidance access server 490 obtains media guidance da-
ta from media guidance data source 418. In some em-
bodiments, media guidance access server 490 may store
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or cache the media guidance data obtained from media
guidance data source 418 on storage device 492 in any
suitable format (e.g., a Structured Query Language
(SQL) database). Storage 492 may also store action re-
quests received from remote access server 460. Storage
492 may included several levels of primary, secondary,
and auxiliary storage. Although storage 492 is shown in
direct connection with processing circuitry 494, in some
embodiments, at least a portion or all of storage 492 may
be located on a separate data server remote from media
guidance access server 490. Media guidance access
server 490 may also include communications device (not
shown) that may be any suitable communications device
such as those described in connection with communica-
tions device 452. Media guidance system 400 may in-
clude multiple media guidance access servers 490. How-
ever, only one is shown to avoid overcomplicating the
drawing.
[0070] Cross-platform media guidance system 400 is
intended to illustrate a number of approaches, or network
configurations, by which user equipment devices, sourc-
es of media content and guidance data, and remote ac-
cess service providers may communicate with each other
for the purpose of providing remote access to media guid-
ance applications. The present invention may be applied
in any one or a subset of these approaches, or in a system
employing other approaches for delivering media and
providing media guidance.
[0071] In one illustrative usage scenario, a user at re-
mote access user device 440 authenticates with remote
access client 442. Using the remote access client 442,
the user may select a program to be recorded on the
user’s in-home user equipment. For example, in FIG. 5
(which will be described in more detail below), a user
may select "The Crocodile Hunter," on channel 100, start-
ing at 2:00 PM to be recorded on the user equipment.
After the user confirms the selection on FIG. 7A (which
will be described in more detail below), the remote access
user device 440 or the remote access server 460, may
generate a request to be transmitted, either directly or
through intermediate devices, for processing by the in-
teractive media guidance application on user equipment
402, 404, or 406 (all of FIG. 4).
[0072] FIG. 5 shows illustrative grid program listings
display 500 that may be included in an exemplary imple-
mentation of remote access client 442 described in con-
nection with FIG. 4 in accordance with one embodiment
of the invention. In some embodiments, a user enrollment
process including one or more user enrollment screens
(not shown) may be completed before accessing display
500 or any remote access functionality. In some embod-
iments, the interactive user enrollment process may also
present a series of questions to the user relating to the
user’s viewing habits, viewing times, favorite program-
ming, favorite actors, favorite series, or any other suitable
information. The information collected via the user en-
rollment process may be stored as a user profile on the
remote access server, remote access user device, user

equipment devices, or at a remote location (e.g., any stor-
age facility connected to communication network 480 of
FIG. 4) and may be used to automatically recommend or
advertise specific programs. In some embodiments, the
remote access service may also actively monitor a user’s
viewing behavior and actions through remote access cli-
ent 442 of FIG. 4. Information from this monitoring may
be stored as part of the user’s profile and may also be
used to recommend or suggest programs.
[0073] Each of the display screens in FIGS. 5-7 may
include a number of banner advertisements 524 and pan-
el advertisements (not shown). The size, shape, and lo-
cation of the aforementioned advertisements may be al-
tered without departing from the spirit of the invention,
and more or less advertisements than those shown in
FIGS. 5-7 may be displayed, if desired.
[0074] Display 500 may include program information
arranged by time and channel for providing remote ac-
cess to interactive guidance application functions on user
equipment. Display 500 may include grid 502 with: (1) a
column of channel/media type identifiers 504, where
each channel/media type identifier (which is a cell in the
column) identifies a different channel or media type avail-
able; and (2) a row of time identifiers 506, where each
time identifier (which is a cell in the row) identifies a time
block of programming. Grid 502 also includes cells of
program listings, such as program listing 508, where
each listing provides the title of the program provided on
the listing’s associated channel and time. Display 500
also includes drop-down box 530 which may be used to
select the media service provider for the geographical
location of the user equipment. In some embodiments,
the media server provider selected may be stored in the
user profile information and displayed during remote ac-
cess sessions. Display 500 also includes date/time menu
532 that a user of remote access client 442 (FIG. 4) may
change. The media service provider, and the date and
time selected by the user determine the program infor-
mation displayed in grid 502. With a user input device, a
user may select program listings by moving highlight re-
gion 510 of grid 502.
[0075] FIG. 6 shows illustrative screen 600 for provid-
ing information relating to the program listing selected by
highlight region 510 in FIG 5. Screen 600 may include,
for example, the program title 628, the program descrip-
tion 624, the starting time for the program 610, the chan-
nel on which the program is presented 630, the program’s
rating (not shown), and other desired program informa-
tion, such as, for example access link 622. In some em-
bodiments, screen 600 may also provide menu options
for providing remote access to specific interactive guid-
ance application functions.
[0076] For example, the user may select menu option
602 to remotely set up recording for the program on the
in-home user equipment. FIG. 7A shows illustrative re-
cording setup screen 700 that may be used by the user
to remotely set up recording for the program according
to one embodiment of the invention. Recording setup
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screen 700 may include, for example, the program title
702, the starting time 706, the channel 704, the program’s
duration 718, the program’s rating (not shown), and other
desired program information. In addition to displaying
program information, screen 700 may also be used to
define additional options for the recording. For example,
the user may instruct the user equipment on which the
recording is to be scheduled when to begin recording.
Using drop-down box 712, the user may remotely instruct
the interactive media guidance application to, for exam-
ple, begin recording the program at it’s scheduled start
time or, alternatively, at some other user-determined
time. Similarly, using drop-down box 714, the user may
remotely instruct the user equipment to, for example, stop
recording the program at it’s scheduled stop time or, al-
ternatively, at some other user-determined time. Using
drop-down box 716, the user may also determine how
long the user equipment may save the recorded program.
The user may, for example, decide to save the recording
until space is needed for new recordings or set a user-
determined date when the recording may be removed or
deleted by the user equipment. Although options 712
through 716 are depicted as drop-down boxes, any suit-
able input module may be used without departing from
the spirit of the invention. For example, radio buttons may
be used in one or more of options 712 through 716. After
selecting and/or reviewing information for remotely set-
ting up the recording, the use may confirm the recording
or abort altogether. For example, the user may select
menu item 710 to confirm the recording setup. Alterna-
tively, the user may select menu item 720 to abort the
recording setup. In some embodiments, the user may
choose to save the recording setup on, for example, stor-
age 470 of the remote access server for later confirmation
or abandonment.
[0077] Returning to illustrative screen 600 in FIG. 6,
the user may additionally or alternatively select menu
option 604 to remotely set up a reminder for the program
on the in-home user equipment. FIG. 7B shows illustra-
tive reminder setup screen 750 that may be used by the
user to remotely set up reminders for the program ac-
cording to one embodiment of the invention. Reminder
setup screen 750 may include, for example, the program
title 752, the starting time 756, the channel 754, the pro-
gram’s duration 768, the program’s rating (not shown),
and other desired program information. In addition to dis-
playing program information, screen 700 may also be
used to define additional options for setting up the re-
minder. For example, the user may instruct the user
equipment on which the reminder is to be scheduled
when to display the reminder. Using menu item 762, the
user may remotely instruct the user equipment to, for
example, present the reminder for the program at it’s
scheduled start time or, alternatively, at some other user-
determined time. Similarly, using menu item 764, the user
may remotely instruct the user equipment to, for example,
stop reminding the program at it’s scheduled stop time
or, alternatively, at some other user-determined time. Us-

ing menu item 766, the user may also determine how
long the user equipment may keep the reminder active.
The user may, for example, decide to keep the reminder
active until the series completes its seasonal run, keep
the reminder active for the specified episode only, or set
a user-determined date when the reminder may be de-
activated or deleted by the user equipment. After select-
ing and/or reviewing information for remotely setting up
the reminder, the use may confirm the reminder or abort
altogether. For example, the user may select menu item
760 to confirm the reminder setup. Alternatively, the user
may select menu item 770 to abort the reminder setup.
In some embodiments, the user may choose to save the
reminder setup on, for example, storage 470 of the re-
mote access server for later confirmation or abandon-
ment.
[0078] After a user confirms a program action request,
one or more action request definitions may be generated
for the user’s selection. For example, an action request
definition may define the specific action that the user
wishes to schedule (e.g., set up recording or set up re-
minder), the selected channel, selected start time, user
client identification information, and any additional infor-
mation that may be supported by the application program
interface of the remote access server. The action request
definition may be generated by remote access user de-
vice 440, remote access server 460 (both of FIG. 4), or
by a hybrid approach in which the remote access user
device generates a request based on user inputs (e.g.,
time and channel) and then sends the request to a remote
access service which adds additional metadata (e.g.,
program identification information) to the request.
[0079] As shown in FIG. 8A, XML tags may be used
to define one or more action request definitions. Other
suitable data structures may be used in other embodi-
ments. XML file 800 includes file name 802, which may
be used to uniquely identify the request. In some embod-
iments, name 802 includes a unique numeric descriptor.
Tag data 804 may include XML tags that define program
channel, action requested (e.g., set reminder or set re-
cording), and the start time, for the program for which the
action is requested. Program set definitions may addi-
tionally or alternatively include search criteria. This
search criteria may define a search string to be executed
on a media guidance application database or other con-
tent database which may receive the action request def-
inition.
[0080] It should be noted that the application program
interface (API) for most media guidance access servers
490 (FIG. 4) for media service providers (which may re-
ceive and store the action request) may not have the
capability to receive other program-specific information
such as a program title, a unique program identification,
a program source name (e.g., "HBO"), or a unique iden-
tifier for the program source. As a result, the examples
described herein may not include such program-specific
information. However, where the API for the cable pro-
vider’s server is capable of receiving additional program
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information, the action request definition generated for
the user request may include this additional information
without departing from the spirit of the invention.
[0081] The action request definition may be transmit-
ted to be processed by the user equipment. In some em-
bodiments, the action request may be received from the
remote access server by the user equipment (e.g., user
equipment devices 402, 404, and/or 406 in FIG. 4). The
user equipment may process the request using program
information from, for example, media guidance data
source 418 (FIG. 4). In other embodiments, the action
request may be received from the remote access server
by a cable provider’s remote service server which then
subsequently transmits the request to the interactive me-
dia guidance application. In some embodiments, the ca-
ble provider may store and monitor information relating
to the request for further analysis.
[0082] In some embodiments, the user equipment or
a service provider for the user equipment may send an
acknowledgement to the remote access server upon re-
ceiving the action request. The acknowledgement may
include information previously included in the action re-
quest definition and additional program information re-
lating to the actual program against which the requested
action is to be performed, such as the program title.
[0083] FIG. 8B shows illustrative action request ac-
knowledgement that may be transmitted by the user
equipment or a service provider for the user equipment
to the remote access server. As shown in FIG. 8B, XML
file 810 may include file name 812, which may be used
to uniquely identify the action request confirmation. Tag
data 814 may include XML tags that define the program
title, channel, and start time for the program for which
the requested action may have been scheduled. Upon
receiving XML file 810, the remote access server may
compare additional information contained in the file with
the corresponding information in the remote access pro-
gram information databases to detect if the wrong pro-
gram may have been recorded. For example, in screen
700 (FIG. 7A) the user intended to record an episode of
"The Crocodile Hunter." However, XML file 810 includes
program title information indicating that the program "Sex
and the City" was scheduled to be recorded. The remote
access server may use the disparity in title information
to detect that the wrong program may have been sched-
uled to be recorded and take steps to schedule a record-
ing for the correct program.
[0084] FIGS. 9A and 9B collectively show illustrative
process 900 for remotely scheduling an action request
with interactive media guidance applications on user
equipment according to one embodiment of the inven-
tion. A user wishing to remotely access interactive media
guidance application on user equipment may begin a re-
mote access request by, for example, providing identifi-
cation information to remote access client 442 for au-
thenticating with the remote access server 460. In some
embodiments, access to remote access server 460 may
be restricted to subscribers who may or may not pay a

subscription fee. Using a remote access client 442 (e.g.,
displays in FIGS. 5-7), the user may specify parameters
for the action request.
[0085] At step 906, an action request is generated for
the program selected by the user. In some embodiments,
the action request may be completely generated by re-
mote access user device 440 and passed on to remote
access server 460 for transmission. In other embodi-
ments, remote access user device 440 and remote ac-
cess server 460 may each generate a portion of the action
request. For example, remote access user device 440
may generate an action request including user-deter-
mined parameters and pass it off to remote access server
460 which may supplement the action request with ad-
ditional routing or identifying information for subsequent
transmission. The program scheduling information used
to generate the action request may be obtained from pro-
gram listings information stored on storage 470 of the
remote server or from a data cache included in storage
450 of remote access user device 440. The scheduling
information may be obtained from a data provider for the
remote access service (hereinafter referred to as "remote
access data") and may not correspond to the program
listings information used by the interactive media guid-
ance application implemented on user equipment 402,
404, and/or 406 (all of FIG. 4). The action request includ-
ing remote access data may be transmitted using, for
example, XML file 800 in FIG. 8A for processing. The
program information used by the user equipment devices
will hereinafter be referred to as "local guide data." In
some embodiments, local guide data, while used by the
interactive media guidance application, may be retrieved
by the media guidance access server or the cable/satel-
lite/media service provider and passed through to remote
access server 460 (FIG. 4) for inclusion in XML file 800.
[0086] At step 908, the action request is received by
remote access server 460 from the remote access user
device 440. The action request may be communicated
from remote access client 442 to remote access server
application program interface 462 over communication
path 482 (all of FIG. 4) using any suitable communication
protocol.
[0087] At step 910, remote access server 460 trans-
mits the action request to the interactive media guidance
application on the user equipment (e.g., 402, 404, and/or
406 of FIG. 4) for scheduling the requested action. The
action request may include general criteria for locating
the actual program (e.g., start time and channel). In some
embodiments, the remote access server may transmit
the action request to a media guidance access server
490 (FIG. 4) of a media service provider of the interactive
media guidance application on the user equipment for
subsequent transmission to the user equipment. The ac-
tion request may include program-specific identification
for the program (e.g., program title and/or episode title)
in cases where the API of media guidance access server
490 (FIG. 4) is capable of receiving such information.
The action request may be transmitted to the user equip-
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ment from the remote access server.
[0088] At step 912, the action request is received on
the user equipment. The action request may be received
from remote access server 460 (FIG. 4) or through an
intermediate server such as media guidance access
server 490 (FIG. 4) for the media service provider of the
interactive media guidance application. The process con-
tinues to step 914.
[0089] At step 914, the interactive media guidance ap-
plication locates, in the media guidance information (e.g.,
media guidance data source 418 of FIG. 4) provided by
a media service provider, the corresponding program in-
formation for which the requested action will be sched-
uled. The corresponding program information is located
based on scheduling information received in the action
request. In some embodiments, the received action re-
quest may include, for example, the start time and the
channel for the program for which the action is requested
without including the actual program identifier. The pro-
gram identifier for the corresponding program may be
located by the interactive media guidance application on
the user equipment or by the media service provider for
the interactive media guidance application and passed
through to the interactive media guidance application on
the user equipment. The search for the corresponding
program information may be controlled by processor 300
(FIG. 3) in user equipment devices 402, 404, and/0r 406
(all of FIG. 4) or any other processor associated with the
interactive media guidance application. In some embod-
iments the received action request may include the ap-
propriate program identifier for the media service provid-
er of the interactive media guidance application. These
embodiments will be described in detail below in connec-
tion with FIG. 10.
[0090] At step 920, a determination is made whether
program information corresponding to the scheduling in-
formation included in the action request has been located
in media guidance data source 418 (FIG. 4). If the inter-
active media guidance application is unable to locate the
corresponding program information, an acknowledge
may be transmitted to the remote access server at step
924 to indicate that the requested action was not sched-
uled. If the interactive media guidance application is able
to locate the corresponding program information, the
process continues to step 922.
[0091] At step 922, the corresponding program infor-
mation from the local guide data (e.g., channel, start time,
and program title) is transmitted to the remote access
server in an acknowledgment from the interactive media
guidance application on the user equipment. For exam-
ple, XML file 810 may be transmitted to the remote access
server in acknowledgement to the action request re-
ceived at step 912. The interactive media guidance ap-
plication may transmit the acknowledgement to the re-
mote access service without first scheduling the request-
ed action on the user equipment. In these embodiments,
the action request may be stored on media guidance ac-
cess server 490 (FIG. 4) of a media service provider

and/or on the user equipment (e.g., on storage 308 of
processor 300 in 402, 404, and/or 406) while waiting for
the remote access server to instruct the user equipment
at step 980 (described in more detail below) to proceed
to schedule the action based on the corresponding pro-
gram information transmitted to the remote access server
at step 922 above. The process continues to step 926.
[0092] At step 926, the acknowledgment is received
by remote access server 460. The acknowledgement
may be received through communications device 472 by
any suitable means. In some embodiments, remote ac-
cess server 460 may pass the acknowledgement on to
remote access client 442 through communications path
482. In other embodiments, the acknowledgement may
be alternatively (or additionally) received by remote ac-
cess user device 440 through communications device
452 (all of FIG. 4) from the interactive media guidance
application.
[0093] At step 960, using the program information in-
cluded in the acknowledgment received from the inter-
active media guidance application, a determination is
made whether a disparity exists between the program
information for the program in remote access server 460
and the program information for the program in the local
guide data used by the interactive media guidance ap-
plication on user equipment 402, 404, and/or 406 (all of
FIG. 4). This determination may be made by remote ac-
cess user device 440 (FIG. 4) or by remote access server
460 (FIG. 4). For example, program title included in the
acknowledgment in XML file 810 (FIG. 8B) may be com-
pared with the corresponding program title in the remote
access data. In the illustration presented in screen 700
(FIG. 7A) the user intended to schedule a recording of
an episode of "The Crocodile Hunter" with the interactive
media guidance application. However, when the selected
channel and start time were transmitted to the interactive
media guidance application in XML file 800 (FIG. 8A),
the interactive media guidance application responded
with acknowledgement XML file 810 (FIG. 8B) indicating
that the program corresponding to the channel and start
time was "Sex and the City." In this instance, the remote
access server may compare the program title included
in XML file 810 with the corresponding program title for
the schedule in the remote access data to detect the dis-
parity.
[0094] If no disparity is detected at step 960, the proc-
ess continues to step 980 where the requested action is
scheduled with the interactive media guidance applica-
tion on the user equipment. The interactive media guid-
ance application may schedule a recording, set up a re-
minder, or schedule some other program-specific action
for the program located by the interactive media guidance
application in step 920. Depending on the options con-
tained in the action request, the interactive media guid-
ance application may also schedule other actions related
to the action request such as, for example, scheduling a
future date for when the recorded program may be de-
leted from the user equipment.
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[0095] If a disparity is detected at step 960, the process
continues to step 961. At step 961, remote access server
460 transmits a search request for alternate scheduling
information for the program to media guidance access
server 490 and/or to media guidance data source 418
(all of FIG. 4). The search request may include a SQL-
based query for program information meeting certain cri-
teria. For example, in the illustration discussed above in
connection with step 960, the search request may include
a SQL-based query for all channel and start times asso-
ciated with all programs whose program title contains the
word "Crocodile."
[0096] At step 962, using the search request transmit-
ted by the remote access server, a search may be per-
formed on media guidance data source 418 (FIG. 4) for
alternate scheduling information for the target program
for which the user intended to schedule the action. The
search may be performed on one or more media guid-
ance data sources 418 for one or more media service
providers. In addition to the program title, the search may
consider additional program information such series
identifier, program rating, standard/high definition indica-
tor, episode title, and any combination of these proper-
ties.
[0097] Complex, flexible matching algorithms that may
support exact match techniques and/or partial or "fuzzy"
matching logic (e.g., searching for a closest match) may
be used by the search to locate alternate scheduling in-
formation for the program. During the search, program
information associated with programs on different chan-
nels may be compared to program information for the
target program selected by the user. Based on the degree
of similarity between the program information for a pro-
gram and the target program selected by the user, a "sim-
ilarity rating" may be assigned to that particular program
for that channel. The similarity rating may be determined
using any suitable algorithm or weighting logic. For ex-
ample, a substantial similarity between program titles
and/or episode titles may be weighted more heavily in
the similarity rating algorithm than an exact match be-
tween program rating information. Program information
for programs on a plurality of channels associated with
media guidance data source 418 (FIG. 4) may be
searched. Searching for alternate scheduling information
may involve searching alternate scheduling information
from a plurality of media service providers (e.g., cable
service providers and satellite service providers), wheth-
er that information is stored in one database or a plurality
of databases. For example, searching for alternate
scheduling information may involve searching a plurality
of databases for media guidance data source 418 (FIG.
4), in which each database is associated with a different
media service provider. In some embodiments, remote
access server 460 may have direct access to media guid-
ance data source 418. In these embodiments, remote
access server 460 may by-pass media guidance access
server 490 and perform a search on media guidance data
source 418 using a remote access connection. It should

be noted that the similarity rating algorithms discussed
above may occur at remote access server 460 (FIG. 4)
after the initial search results are received from the media
guidance access server at step 963 (described below).
For example, the remote access server may request (at
step 961) a "crude" set of program information that may
potentially match the target program and refine this set
to narrow it down to the closest matches. When the
search is completed, the process continues to step 963.
[0098] At step 963, remote access server 460 receives
the search results from media guidance access server
490 or alternatively from media guidance data source
418 (all of FIG. 4). The search result may include program
information sets for all programs matching the search
query. Alternatively, the remote access server and/or me-
dia guidance access server may set a maximum number
of program information sets to be returned in the results.
In some embodiments, the results may include additional
status indicator informing the remote access server of
the number of results returned by the query and/or some
other status indicia for the query. The process continues
at step 964.
[0099] At step 964, a determination is made whether
alternate scheduling information is found for the original
program selected by the user. The remote access system
may set minimum matching requirements for deciding
whether appropriate alternate scheduling information
has been located. In a typical usage scenario, the remote
access system may use a "substantial similarity" test. In
some embodiments, only scheduling information for pro-
grams having similarity ratings that satisfy the predeter-
mined minimum criterion may pass the substantial sim-
ilarity test and, consequently, be considered alternate
scheduling information for the original program selected
by the user. For example, assume that the similarity rating
for the program information for a program associated with
a channel may range from 0 to 100, where 0 indicates
that the program is completely mismatched with the orig-
inal program selected by the user, and 100 indicates an
exact match with the original program selected by the
user. In an illustrative substantial similarity test, the re-
mote access system may set a predetermined minimum
criterion that program information for the program may
be considered alternate scheduling information for the
original program selected by the user only if it has a sim-
ilarity rating that is 50 or higher. If no other program pass-
es the substantial similarity test, the remote access sys-
tem may conclude that alternate scheduling information
could not be located for the original program selected by
the user. Note that the actual method for determining
similarity between two or more programs may be based
on any appropriate test or algorithm without deviating
from the spirit of the invention. If alternate scheduling
information is not found, the process may continue to
step 970 (described in more detail below) where correc-
tive action may be taken, and to step 974 where the user
is informed that the action request could not be sched-
uled. Otherwise, the process may continue to step 966.
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[0100] At step 966, the remote access user device or
the remote access server may transmit alternate sched-
uling information to the user equipment (or to a service
provider for subsequent transmission to the interactive
media guidance application). The remote access system
may also set minimum matching requirements for choos-
ing which of several close-matching alternate scheduling
information sets to transmit to the interactive media guid-
ance application on the user equipment. In some embod-
iments, the program information for all channels that sat-
isfy the predetermined minimum criterion as described
in step 962 may be transmitted. In other embodiments,
the program information for only the channel with the
highest similarity rating may be transmitted. In still other
embodiments, up to a predetermined number of program
information for channels with highest similarity ratings
may be transmitted. The alternate scheduling information
may be transmitted in XML format similar to XML file 800
(FIG. 8). If alternate scheduling information includes
scheduling information from multiple programs, the re-
mote access server may send one XML file 800 each for
the alternate scheduling information for each program,
or send one XML file 800 including a list of the alternate
scheduling information for all programs. After alternate
scheduling information is transmitted, the process may
continue to steps 968 (described below) and 970.
[0101] At step 970, remote access server 460 may
transmit information regarding the disparity to a provider
of program information for the remote access service.
The data provider may use the disparity information to
improve the accuracy of program information available
to the remote access server for future request. In addition
to transmitting information about the disparity, the remote
access server may also store at least a portion of this
information at step 972 for use in future action requests
to interactive media guidance applications on user equip-
ment devices using the same media service provider.
[0102] At step 968, the interactive media guidance ap-
plication of media guidance system 400 receives alter-
nate scheduling information for scheduling the requested
action. Similar to step 912 described above, the interac-
tive media guidance application on user equipment 402,
404 and/or 406 (all of FIG. 4) may receive the alternate
scheduling information from the remote access server or
alternatively, from a media guidance access server 490
(FIG. 4) of a media service provider for the interactive
media guidance application. After the interactive media
guidance application receives alternate scheduling infor-
mation, the process may continue at step 980 (described
above) where the interactive media guidance application
on the user equipment schedules the action for the pro-
gram based on the alternate scheduling information.
[0103] In practice, one or more steps shown in process
900 may be combined with other steps, performed in any
suitable order, performed in parallel (e.g., simultaneously
or substantially simultaneously) or removed. For exam-
ple, information regarding the disparity may be transmit-
ted to a data provider for the remote access service at

anytime after the disparity is detected, and steps 962 and
964 may be combined into a single step of searching for
alternate scheduling information.
[0104] In some embodiments, the interactive media
guidance application may schedule the requested action
for the program (at step 980) prior to sending the program
information included in the acknowledgement and inde-
pendent of whether a disparity is later detected between
the local guide data and the remote access program data.
In these embodiments, each subsequent alternate
scheduling information set sent to the interactive media
guidance application for that action scheduling attempt
may also include instructions to the interactive media
guidance application to delete the previous scheduled
action. The previous scheduled action to be deleted may
be identified by back-feeding metadata included in the
acknowledgment and/or previous action request.
[0105] FIGS. 10A and 10B collectively show illustrative
process 1000 for remotely scheduling an action request
with interactive media guidance applications on user
equipment according to one embodiment of the inven-
tion. In process 1000, steps 1006 through 1020, and step
1024 are equivalent to steps 906 through 920, and step
924 of process 900 (all of FIG. 9A) respectively. Step
1022 is equivalent to step 922 of process 900 (FIG. 9A),
with the exception that at step 1022, the interactive media
guidance application on the user equipment (or a remote
server for a media service provider of the interactive me-
dia guidance application) also transmits the source iden-
tification (e.g., "HBO", "Spike TV") that may be providing
data for the channel and start time information retrieved
from the action request. The process continues to step
1026 which is similar to step 926 of process 900 (all of
FIG. 9A) with the exception that, at step 1026, the remote
access server also receives the source identification for
the data provider for the channel and start time informa-
tion included in the acknowledgement from the interac-
tive media guidance application. The process continues
at step 1030, where remote access server 460 (FIG. 4)
determines whether there is a disparity between the data
source ID for the interactive media guidance application
on the user equipment and the data source ID used to
by the remote access user device and/or the remote ac-
cess server to generate the action request. If no disparity
exists between the source IDs, the process continues to
step 1060 and then to step 1080 which are equivalent to
steps 960 and 980, respectively, of process 900 (FIG. 9).
[0106] If a disparity is detected between the source
IDs, the process continues to step 1032 where the remote
access server transmits a request for corrected program
information to one or more of media guidance access
server 490 (FIG. 4), media guidance data source 418
(FIG. 4), and the interactive media guidance application
on the user equipment. Corrected program information
is received at step 1034 at the remote access server and
may be stored to storage 470 (FIG. 4) at step 1036. The
process continues to step 1062 where the remote access
server may search the media guidance data source of

33 34 



EP 2 595 376 B1

19

5

10

15

20

25

30

35

40

45

50

55

the interactive media guidance application based on the
corrected remote access data for alternate scheduling
information for the target program. As described above
in connection with steps 961 to 963 of process 900 (FIG.
9) the remote access server may transmit a search re-
quest to media guidance access server 490 (FIG. 4) in-
cluding a search string for the search. Alternatively, the
remote access server may by-pass media guidance ac-
cess server 490 and connect to media guidance access
server 418 (FIG. 4) using, for example, a remote access
connection. The search may be executed against the me-
dia guidance data source using processes and algo-
rithms similar to those described above in connection
with steps 962 (FIG. 9) and the search results may be
received at the remote access server using processes
and devices similar to those described in connection with
step 963 of process 900 (FIG. 9). The process continues
with steps 1064 through 1080 which are equivalent to
steps 964 through 980 respectively of process 900 (FIG.
9).
[0107] In practice, one or more steps shown in process
1000 may be combined with other steps, performed in
any suitable order, performed in parallel (e.g., simulta-
neously or substantially simultaneously) or removed.
[0108] In some embodiments, API 496 of media guid-
ance access server 490 (FIG. 4) may accept or possibly
require action requests that specify an actual source
(e.g., "HBO") in addition to or instead of a channel (e.g.,
100). This may be especially relevant where, for exam-
ple, the channel for a source is shared by multiple sources
at different times of the day. Since the source ID is gen-
erally more specific than a channel number, using the
source ID in place of or in addition to the channel number
tends to increase the accuracy of the remote access serv-
ice. However, inconsistencies in source identification
schemes used by the remote access service and the in-
teractive media guidance application may lead to dispar-
ities between program listings information used by the
two platforms and lead to recording errors. Furthermore,
among media service providers, the same source may
be identified by a different name or identifier. For exam-
ple, a source identified as "Spike TV" by the remote ac-
cess service may be identified as "SPK" by one media
guidance application and "100-Spike" by yet another.
Hence, the remote access server may maintain a table
cross-references source identification information be-
tween the remote access service and media service pro-
viders.
[0109] FIG. 11A shows illustrative lookup table 1100
for cross-referencing source identification information
between the remote access service provider and various
media service providers according to one embodiment
of the invention. Lookup table 1100 may include source
identification information for various media service pro-
viders. Lookup table 1100 may include (1) a column 1102
of source identifiers for the remote access program list-
ings, where each source identifier (which is a cell in the
column) identifies a different program information source

available to the remote access service; and (2) a row of
media service providers 1104, where each media service
provider (which is a cell in row) identifies a program list-
ings source used by one or more interactive media guid-
ance applications and is different from the program list-
ings source used by the remote access service. Lookup
table 1100 also includes cells of source identifiers, such
as source identifier 1108, which corresponds the media
service provider’s source identifier to the remote access
server’s source identifier specified in column 1102 of the
same row. The remote access service may include the
source identifier for each media service provider in the
action request in addition to or instead of, for example,
the channel number.
[0110] The remote access server may also include a
lookup table (that is similar to lookup table 1100) for man-
aging inconsistencies between program identification
used by media service providers and that used by the
remote access service. FIG. 11B shows illustrative
lookup table 1150 for cross-referencing program identi-
fication information between the remote access service
provider and various media service providers according
to one embodiment of the invention. Lookup table 1150
may include (1) a column 1152 of program identifiers for
the remote access program listings, where each program
identifier (which is a cell in the column) identifies a differ-
ent program available to the remote access service; and
(2) a row of media service provider identifiers 1154,
where each media service provider (which is a cell in
row) identifies a program listings source used by one or
more interactive media guidance applications and that is
different from the program listings source used by the
remote access service. Lookup table 1150 also includes
cells of program identifiers, such as program identifier
1158, which corresponds the media service provider’s
program identifier to the remote access server’s program
for the same program identified in column 1152 for the
same row. The remote access service may include the
program identifier for each media service provider in the
action request in addition to or instead of, for example,
the channel number.
[0111] Lookup tables 1100 and 1150 may be stored
on storage device 470 (FIG. 4) in any suitable format
such as, in Structured Query Language (SQL) format.
Furthermore, any suitable layout may be used. For ex-
ample, instead of one table for all media service provid-
ers, the remote access service may have a separate table
for each media service provider.
[0112] FIG. 12 shows illustrative process 1200 for re-
motely scheduling an action request with interactive me-
dia guidance applications on user equipment using a
lookup table maintained by the remote access system.
At step 1202, remote access server 460 (FIG. 4) main-
tains lookup tables (such as lookup tables 1100 and 1150
of FIG. 11) for cross-referencing program and/or source
identification information for the remote access program
information provider and the media service program in-
formation provider. At step 1204, remote access server
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460 (FIG. 4) receives an action request for a program
from remote access user device 440 (FIG. 4). The action
request may include the media service provider 530 (FIG.
5) selected by the user and the program identifier for the
program selected by the user. As shown in lookup tables
1100 and 1150 (both of FIG. 11), the remote access serv-
er and the media service provider 530 (FIG. 5) selected
by the user may differ in their identification of programs
and/or media sources. Therefore, the process continues
to step 1220, where the remote access server attempts
to cross-reference the program and/or media source
identifiers in the action request to the program and/or
source identifiers of the selected media service provider
530 (FIG. 5) using lookup tables 1100 and 1150 (both of
FIG. 11). It should be noted that in some embodiments,
the remote access server may perform the cross-refer-
ence at step 1220 when the user selects a media service
provider 530 (FIG. 5). Hence, in these embodiments, the
action request received at step 1204 may include iden-
tifiers for the media service provider 530 (FIG. 5) and,
therefore, step 1220 may be performed before step 1204.
The process continues to step 1222.
[0113] At step 1222, a determination is made whether
the remote access server was able to cross-reference
the its program and/or media source identifiers with that
of media service provider 530 (FIG. 5). In some embod-
iments, the remote access server may not find the proper
cross-reference if media service provider 530 (FIG. 5)
selected by the user does not have identifier information
in lookup tables 1100 and/or 1150 (both of FIG. 11). If
corresponding program and/or source identifier is not lo-
cated for the program (or the media service provider),
the process continues to step 1240 (described below).
Otherwise, the process continues to step 1230.
[0114] At step 1230, remote access server 460 (FIG.
4) generates an action request for the program including
the program and/or media source information for the pro-
gram. The devices and processes used to generate the
action request in steps 906 and 1006 of FIGS. 9 and 10,
respectively. The action request may include program
and/or source identifiers for the media service provider
where the media guidance access server 490 (FIG. 4)
for the media service provider (or the interactive media
guidance application on the user equipment) supports
including this information in the action request. Alterna-
tively or additionally, the program and source identifier
for the media service provider may be used by the remote
access server to improve the accuracy of scheduling in-
formation (e.g., the channel and the start time) included
in the request. The process continues to step 1232.
[0115] At step 1232, the action request for the program
is transmitted for processing by the interactive media
guidance application. Similar to step 910 (FIG. 9A) the
program action request may be transmitted to the inter-
active media guidance application on the user equipment
(or to the media service provider for subsequent trans-
mission to the interactive media guidance application on
the user equipment). The process continues to step 1234

where the action request is received by interactive media
guidance application, and then to step 1250 where the
action is scheduled with the interactive media guidance
application. After the requested action is scheduled with
the interactive media guidance application, the media
guidance application may transmit an acknowledgement
back to the remote access server. Similar to step 922
(FIG. 9A), the acknowledgement may include program
information for the actual program against which the ac-
tion was scheduled. The remote access server may re-
ceive the information and compare the received program
information with its own program information for the tar-
get program selected by the user to detect any disparities.
Although not shown on the drawings, step 1250 may in-
volve the request-response sequences described in con-
nection with process 900 (FIG. 9) to ensure that the re-
quested action is scheduled for the target program.
[0116] Returning to step 1222, if source and/or pro-
gram identification information is not found for the select-
ed media service provider, the remote access server may
take steps at step 1240 to update the lookup tables. For
example, the remote access server may place requests
to the media service provider for updated program and/or
source information and store the response to the lookup
tables. At step 1242, a determination is made whether
the lookup tables have been corrected. If the have been
corrected, the process may return to step 1220 to con-
tinue processing the user’s request. Otherwise, the user
is notified at step 1244 that the request failed.
[0117] In practice, one or more steps shown in process
1200 may be combined with other steps, performed in
any suitable order, performed in parallel (e.g., simulta-
neously or substantially simultaneously) or removed.
[0118] FIG. 13 shows illustrative process 1300 for re-
motely accessing user equipment implementing an inter-
active media guidance application from a mobile device
having location positioning functionality according to one
embodiment of the invention. In this embodiment, the
data source used by the remote access server and the
data source used by the interactive media guidance ap-
plication may be selected based on their respective lo-
cations. In a typical usage scenario, a user of mobile
remote access user device 440 may be in a geographical
location (e.g., zip code) that differs from the geographical
location of the user equipment. There is therefore at least
a possibility that the programming information available
to the two geographical areas may differ. Process 1300
is an illustrative process for managing this discrepancy.
[0119] In process 1300, at step 1302, remote access
client 442 (FIG. 4) receives a request from an authorized
user of the remote access server. In some embodiments,
the user may authenticate or otherwise identify with re-
mote access client 442. The process continues to step
1306. At step 1306, remote access server 460 locates a
program information source for mobile remote access
user device 440 based on the current location of the de-
vice. Any suitable mobile remote access user device 440
with location-positioning functionality may be used such
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as, a cellular telephone, a laptop computer, a personal
digital assistant (PDA), a handheld computer, a portable
television system, and an automobile television system.
The current location of the mobile remote access user
device may be detected using location-positioning cir-
cuitry 448 in mobile remote access user device 440 (all
of FIG. 4). At step 1308, the remote access user device
generates an action request using program information
obtained from location-based program data for remote
access server 460. Similar to step 906 (FIG. 9A), the
request may be fully generated by the mobile remote
access user device or in conjunction with the remote ac-
cess server. At step 1310, the remote access server re-
ceives the action request from the mobile remote access
user device. At step 1312, the remote access server
transmits the action request to the interactive media guid-
ance application on the user equipment. The interactive
media guidance application on the user equipment may
receive the action request from the remote access server
or from an intermediate remote server for a media service
provider of the interactive media guidance application.
The interactive media guidance application schedules
the requested action based on the programming infor-
mation for its own geographical location provided by the
media service provider. After the action request is sched-
uled, the interactive media guidance application may
send an acknowledgment similar to XML file 810 to re-
mote access server 460. At step 1314, remote access
server 460 may use any of the processes previously de-
scribed in connection with FIG. 9 and FIG. 10 to deter-
mine if a disparity exists between the program informa-
tion for the target program on the remote access server
and the program information for the actual program in-
cluded in the acknowledgement received from the inter-
active media guidance application. If no disparity is de-
tected, the process continues to step 1320 where the
request is scheduled with the interactive media guidance
application on the user equipment. The processes and
devices used at step 1320 are similar to those described
above in connection with step 980 of FIG. 9. If a disparity
exists between the program information for the target pro-
gram on the remote access server and the program in-
formation for the actual program included in the acknowl-
edgement received from the interactive media guidance
application, the process continues to step 1316. At step
1316, the remote access server transmits alternate
scheduling information for the target program to the in-
teractive media guidance application for scheduling the
requested action for the program on the user equipment.
The search for alternate scheduling information may use
similar devices and processes as those described in con-
nection with steps 962 and 964 (both of FIG. 9B). The
process continues at step 1320 (described above) where
the interactive media guidance application schedules the
requested action for the program based on the alternate
scheduling information transmitted by the remote access
server at step 1316.
[0120] In practice, one or more steps shown in process

1300 may be combined with other steps, performed in
any suitable order, performed in parallel (e.g., simulta-
neously or substantially simultaneously) or removed.
[0121] It will be appreciated that while the discussion
of media content has focused on video content, the prin-
ciples of media guidance can be applied to other types
of media content, such as music, images, and multi-me-
dia content.
[0122] The above described embodiments of the
present invention are presented for purposes of illustra-
tion and not of limitation, and the present invention is
limited only by the claims which follow.

Claims

1. A method for remotely accessing user equipment
(402, 404, 406) implementing an interactive media
guidance application from a mobile user device (440)
having location positioning functionality, the method
comprising:

receiving an action request for a program from
the mobile user device (440), wherein the mobile
user device (440) utilizes first-location program
information to generate the action request for
the program, and the first-location program in-
formation is based on a user’s current location;
transmitting the action request for the program
to the user equipment (402, 404, 406), wherein
the user equipment (402, 404, 406) utilizes sec-
ond-location program information to schedule
the action request for the program, the second-
location program information is based on a lo-
cation of the user equipment (402, 404, 406),
and the location of the user equipment (402,
404, 406) is different from the user’s current lo-
cation;
scheduling the requested action based on the
first-location information;
receiving, from the user equipment (402, 404,
406), an acknowledgement (810), wherein the
acknowledgment (810) comprises the second-
location program information for the program
and wherein the second-location program infor-
mation comprises a title for the program corre-
sponding to the second-location program infor-
mation;
detecting a disparity between the first-location
program information for the program and the
second-location program information for the
program by comparing the title for the program
corresponding to the second-location program
information with a title of the program corre-
sponding to the first-location program informa-
tion;
in response to detecting the disparity, searching
for alternate scheduling information for the pro-
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gram; and
transmitting the alternate scheduling informa-
tion to the user equipment (402, 404, 406) for
scheduling the action request for the program
to be performed by the user equipment, wherein
the alternate scheduling information comprises
instructions to delete the scheduled action re-
quest for the program.

2. The method defined in claim 1 wherein the mobile
user device (440) is selected from the group consist-
ing of a cellular telephone, a laptop computer, a per-
sonal digital assistant, a handheld computer, a port-
able television system, and an automobile television
system.

3. The method defined in claim 1 wherein the mobile
user device (440) includes circuitry (448) to perform
the location positioning functionality through a global
positioning system; or wherein the location position-
ing functionality is performed utilizing a cellular tel-
ephone network; or wherein the location functionality
is performed by an automobile navigation system.

4. The method defined in claim 1 wherein transmitting
the action request comprises transmitting the action
request to a media service provider or to the user
equipment (402, 404, 406).

5. The method defined in claim 4 wherein the media
service provider is selected from the group consist-
ing of: a cable service provider, and a satellite service
provider.

6. The method defined in claim 1 wherein the action
request is for an action selected from the group con-
sisting of: scheduling a recording of the program,
and setting a reminder for the program.

7. The method defined in claim 1 wherein the user
equipment (402) comprises a set-top box and where-
in the action request comprises one or more inter-
active program guide functions executed on the set-
top box.

8. The method defined in claim 1 wherein transmitting
the action request for the program further comprises
transmitting a channel and a start time for the pro-
gram based on information in a first-location program
information database.

9. A system (400) for remotely accessing user equip-
ment (402, 404, 406) implementing an interactive
media guidance application from a mobile user de-
vice (440) having location positioning functionality,
the system comprising:

a receiver (462) to receive an action request for

a program from the mobile user device (440),
wherein the mobile user device (440) utilizes
first-location program information to generate
the action request for the program, and the first-
location program information is based on a us-
er’s current location; and
a processor (464) configured to:

transmit the action request for the program
to the user equipment (402, 404, 406),
wherein the user equipment (402, 404, 406)
utilizes second-location program informa-
tion to schedule the action request for the
program, the second-location program in-
formation is based on a location of the user
equipment (402, 404, 406), and the location
of the user equipment (402, 404, 406) is dif-
ferent from the user’s current location;
schedule the requested action based on the
first-location information;
receive, from the user equipment device
(402, 404, 406), an acknowledgement
(810), wherein the acknowledgment (810)
comprises the second-location program in-
formation for the program and wherein the
second-location program information com-
prises a title for the program corresponding
to the second-location program information;
detect a disparity between the first-location
program information for the program and
the second-location program information
for the program by comparing the title for
the program corresponding to the second-
location program information with a title of
the program corresponding to the first-loca-
tion program information;
in response to detecting the disparity,
searching for alternate scheduling informa-
tion for the program; and
transmit the alternate scheduling informa-
tion to the user equipment for scheduling
the action request for the program to be per-
formed by the user equipment, wherein the
alternate scheduling information comprises
instructions to delete the scheduled action
request for the program.

10. The system (400) defined in claim 9 wherein the mo-
bile user device (440) is selected from the group con-
sisting of a cellular telephone, a laptop computer, a
personal digital assistant, a handheld computer, a
portable television system, and an automobile tele-
vision system.

11. The system (400) defined in claim 9 wherein the mo-
bile user device (440) includes circuitry (448) to per-
form the location positioning functionality through a
global positioning system; or wherein the location
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positioning functionality is performed utilizing a cel-
lular telephone network; or wherein the location po-
sitioning functionality is performed by an automobile
navigation system.

12. The system (400) defined in claim 9 wherein the
processor (464), in transmitting the action request,
is further configured to transmit the action request
to a media service provider or to the user equipment
(402, 404, 406).

13. The system (400) defined in claim 12 wherein the
media service provider is selected from the group
consisting of: a cable service provider, and a satellite
service provider.

14. The system (400) defined in claim 9 wherein the ac-
tion request is for an action selected from the group
consisting of: scheduling a recording of the program,
and setting a reminder for the program.

15. The system (400) defined in claim 9 wherein the user
equipment (402) comprises a set-top box and where
the action request comprises one or more interactive
program guide functions executed on the set-top
box.

16. The system (400) defined in claim 9 wherein the
processor (464), in transmitting the action request
for the program, is further configured to transmit a
channel and a start time for the program based on
information in a first-location program information
database.

Patentansprüche

1. Verfahren für den Fernzugriff auf ein Benutzergerät
(402, 404, 406), das eine interaktive Medienfüh-
rungsanwendung implementiert, von einem mobilen
Benutzergerät (440), das Standortpositionierungs-
funktionalität aufweist, wobei das Verfahren Folgen-
des umfasst:

Empfangen einer Handlungsanfrage für ein Pro-
gramm von dem mobilen Benutzergerät (440),
wobei das mobile Benutzergerät (440) Program-
minformationen über einen ersten Standort ver-
wendet, um die Handlungsanfrage für das Pro-
gramm zu erzeugen, und die Programminforma-
tionen über einen ersten Standort auf dem ak-
tuellen Standort eines Benutzers basieren;
Übertragen der Handlungsanfrage für das Pro-
gramm an das Benutzergerät (402, 404, 406),
wobei das Benutzergerät (402, 404, 406) Pro-
gramminformationen über einen zweiten Stand-
ort verwendet, um die Handlungsanfrage für das
Programm zu planen, wobei die Programmin-

formationen über einen zweiten Standort auf ei-
nem Standort des Benutzergeräts (402, 404,
406) basieren, und sich der Standort des Be-
nutzergeräts (402, 404, 406) von dem aktuellen
Standort des Benutzers unterscheidet;
Planen der angefragten Handlung auf Grundla-
ge der Informationen über einen ersten Stand-
ort;
Empfangen einer Bestätigung (810) von dem
Benutzergerät (402, 404, 406), wobei die Bestä-
tigung (810) die Programminformationen über
einen zweiten Standort für das Programm um-
fasst und wobei die Programminformationen
über einen zweiten Standort einen Titel für das
Programm entsprechend den Programminfor-
mationen über einen zweiten Standort umfas-
sen;
Erfassen eines Unterschieds zwischen den Pro-
gramminformationen über einen ersten Stand-
ort für das Programm und den Programminfor-
mationen über einen zweiten Standort für das
Programm, indem der Titel für das Programm
entsprechend den Programminformationen
über einen zweiten Standort mit einem Titel des
Programms entsprechend den Programminfor-
mationen über einen ersten Standort verglichen
wird;
Suchen nach alternativen Planungsinformatio-
nen für das Programm als Reaktion auf das Er-
fassen des Unterschieds; und
Übertragen der alternativen Planungsinformati-
onen an das Benutzergerät (402, 404, 406) zum
Planen der Handlungsanfrage für das Pro-
gramm, das durch das Benutzergerät durchzu-
führen ist, wobei die alternativen Planungsinfor-
mationen Anweisungen zum Löschen der ge-
planten Handlungsanfrage für das Programm
umfassen.

2. Verfahren nach Anspruch 1, wobei das mobile Be-
nutzergerät (440) aus der Gruppe ausgewählt ist,
die aus einem Mobiltelefon, einem Laptop-Compu-
ter, einem persönlichen digitalen Assistenten, einem
Handcomputer, einem tragbaren Fernsehsystem
und einem Fernsehsystem für ein Kraftfahrzeug be-
steht.

3. Verfahren nach Anspruch 1, wobei das mobile Be-
nutzergerät (440) Schaltung (448) beinhaltet, um die
Standortpositionierungsfunktionalität durch ein glo-
bales Positionierungssystem durchzuführen; oder
wobei die Standortpositionierungsfunktionalität un-
ter Verwendung eines Mobiltelefonnetzwerks durch-
geführt wird; oder wobei die Standortfunktionalität
durch ein Navigationssystem eines Kraftfahrzeugs
durchgeführt wird.

4. Verfahren nach Anspruch 1, wobei das Übertragen

43 44 



EP 2 595 376 B1

24

5

10

15

20

25

30

35

40

45

50

55

der Handlungsanfrage das Übertragen der Hand-
lungsanfrage an einen Mediendienstanbieter oder
an das Benutzergerät (402, 404, 406) umfasst.

5. Verfahren nach Anspruch 4, wobei der Medien-
dienstanbieter aus der Gruppe ausgewählt ist, die
aus Folgendem besteht: einem Kabeldienstanbieter
und einem Satellitendienstanbieter.

6. Verfahren nach Anspruch 1, wobei die Handlungs-
anfrage für eine Handlung ist, die aus der Gruppe
ausgewählt ist, die aus Folgendem besteht: Planen
einer Aufzeichnung des Programms und Einstellen
einer Erinnerung für das Programm.

7. Verfahren nach Anspruch 1, wobei das Benutzerge-
rät (402) eine Set-Top-Box umfasst und wobei die
Handlungsanfrage eine oder mehrere interaktive
Programmführungsfunktionen umfasst, die an der
Set-Top-Box ausgeführt werden.

8. Verfahren nach Anspruch 1, wobei das Übertragen
der Handlungsanfrage für das Programm ferner das
Übertragen eines Kanals und einer Startzeit für das
Programm auf Grundlage von Informationen in einer
Datenbank mit Programminformationen über einen
ersten Standort umfasst.

9. System (400) für den Fernzugriff auf ein Benutzer-
gerät (402, 404, 406), das eine interaktive Medien-
führungsanwendung implementiert, von einem mo-
bilen Benutzergerät (440), das Standortpositionie-
rungsfunktionalität aufweist, wobei das System Fol-
gendes umfasst:

einen Empfänger (462) zum Empfangen einer
Handlungsanfrage für ein Programm von dem
mobilen Benutzergerät (440), wobei das mobile
Benutzergerät (440) Programminformationen
über einen ersten Standort verwendet, um die
Handlungsanfrage für das Programm zu erzeu-
gen, und die Programminformationen über ei-
nen ersten Standort auf dem aktuellen Standort
eines Benutzers basieren; und
einen Prozessor (464), der für Folgendes kon-
figuriert ist:

Übertragen der Handlungsanfrage für das
Programm an das Benutzergerät (402, 404,
406), wobei das Benutzergerät (402, 404,
406) Programminformationen über einen
zweiten Standort verwendet, um die Hand-
lungsanfrage für das Programm zu planen,
wobei die Programminformationen über ei-
nen zweiten Standort auf einem Standort
des Benutzergeräts (402, 404, 406) basie-
ren, und sich der Standort des Benutzerge-
räts (402, 404, 406) von dem aktuellen

Standort des Benutzers unterscheidet;
Planen der angefragten Handlung auf
Grundlage der Informationen über einen
ersten Standort;
Empfangen einer Bestätigung (810) von
dem Benutzergerät (402, 404, 406), wobei
die Bestätigung (810) die Programminfor-
mationen über einen zweiten Standort für
das Programm umfasst und wobei die Pro-
gramminformationen über einen zweiten
Standort einen Titel für das Programm ent-
sprechend den Programminformationen
über einen zweiten Standort umfassen;
Erfassen eines Unterschieds zwischen den
Programminformationen über einen ersten
Standort für das Programm und den Pro-
gramminformationen über einen zweiten
Standort für das Programm, indem der Titel
für das Programm entsprechend den Pro-
gramminformationen über einen zweiten
Standort mit einem Titel des Programms
entsprechend den Programminformationen
über einen ersten Standort verglichen wird;
Suchen nach alternativen Planungsinfor-
mationen für das Programm als Reaktion
auf das Erfassen des Unterschieds; und
Übertragen der alternativen Planungsinfor-
mationen an das Benutzergerät zum Pla-
nen der Handlungsanfrage für das Pro-
gramm, das durch das Benutzergerät
durchzuführen ist, wobei die alternativen
Planungsinformationen Anweisungen zum
Löschen der geplanten Handlungsanfrage
für das Programm umfassen.

10. System (400) nach Anspruch 9, wobei das mobile
Benutzergerät (440) aus der Gruppe ausgewählt ist,
die aus einem Mobiltelefon, einem Laptop-Compu-
ter, einem persönlichen digitalen Assistenten, einem
Handcomputer, einem tragbaren Fernsehsystem
und einem Fernsehsystem für ein Kraftfahrzeug be-
steht.

11. System (400) nach Anspruch 9, wobei das mobile
Benutzergerät (440) Schaltung (448) beinhaltet, um
die Standortpositionierungsfunktionalität durch ein
globales Positionierungssystem durchzuführen;
oder wobei die Standortpositionierungsfunktionalität
unter Verwendung eines Mobiltelefonnetzwerks
durchgeführt wird; oder wobei die Standortfunktio-
nalität durch ein Navigationssystem eines Kraftfahr-
zeugs durchgeführt wird.

12. System (400) nach Anspruch 9, wobei der Prozessor
(464) beim Übertragen der Handlungsanfrage ferner
konfiguriert ist, um die Handlungsanfrage an einen
Mediendienstanbieter oder an das Benutzergerät
(402, 404, 406) zu übertragen.
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13. System (400) nach Anspruch 12, wobei der Medien-
dienstanbieter aus der Gruppe ausgewählt ist, die
aus Folgendem besteht: einem Kabeldienstanbieter
und einem Satellitendienstanbieter.

14. System (400) nach Anspruch 9, wobei die Hand-
lungsanfrage für eine Handlung ist, die aus der Grup-
pe ausgewählt ist, die aus Folgendem besteht: Pla-
nen einer Aufzeichnung des Programms und Ein-
stellen einer Erinnerung für das Programm.

15. System (400) nach Anspruch 9, wobei das Benutz-
ergerät (402) eine Set-Top-Box umfasst und wobei
die Handlungsanfrage eine oder mehrere interaktive
Programmführungsfunktionen umfasst, die an der
Set-Top-Box ausgeführt werden.

16. System (400) nach Anspruch 9, wobei der Prozessor
(464) beim Übertragen der Handlungsanfrage für
das Programm ferner konfiguriert ist, um einen Kanal
und eine Startzeit für das Programm auf Grundlage
von Informationen in einer Datenbank mit Program-
minformationen über einen ersten Standort zu über-
tragen.

Revendications

1. Procédé pour accéder à distance à un équipement
utilisateur (402, 404, 406) mettant en oeuvre une
application de guidage multimédia interactive à partir
d’un dispositif utilisateur mobile (440) ayant une
fonctionnalité de localisation d’emplacement, le pro-
cédé comprenant :

la réception d’une demande d’action pour un
programme provenant du dispositif utilisateur
mobile (440), dans lequel le dispositif utilisateur
mobile (440) utilise des informations de pro-
gramme de premier emplacement pour générer
la demande d’action pour le programme, et les
informations de programme de premier empla-
cement sont basées sur un emplacement actuel
de l’utilisateur ;
la transmission de la demande d’action pour le
programme à l’équipement utilisateur (402, 404,
406), dans lequel l’équipement utilisateur (402,
404, 406) utilise des informations de programme
de second emplacement pour planifier la de-
mande d’action pour le programme, les informa-
tions de programme de second emplacement
sont basées sur un emplacement de l’équipe-
ment utilisateur (402, 404, 406), et l’emplace-
ment de l’équipement utilisateur (402, 404, 406)
est différent de l’emplacement actuel de
l’utilisateur ;
la planification de l’action demandée sur la base
des informations de premier emplacement ;

la réception, en provenance de l’équipement uti-
lisateur (402, 404, 406), d’un accusé de récep-
tion (810), dans lequel l’accusé de réception
(810) comprend les informations de programme
de second emplacement pour le programme et
dans lequel les informations de programme de
second emplacement comprennent un titre du
programme correspondant aux informations de
programme de second emplacement ;
la détection d’une disparité entre les informa-
tions de programme de premier emplacement
pour le programme et les informations de pro-
gramme de second emplacement pour le pro-
gramme en comparant le titre pour le program-
me correspondant aux informations de pro-
gramme de second emplacement avec un titre
du programme correspondant aux informations
de programme de premier emplacement ;
en réponse à la détection de la disparité, la re-
cherche d’informations de planification alterna-
tive pour le programme ; et
la transmission des informations de planification
alternative à l’équipement utilisateur (402, 404,
406) pour planifier la demande d’action pour que
le programme soit exécuté par l’équipement uti-
lisateur, dans lequel les informations de planifi-
cation alternative comprennent des instructions
pour supprimer la demande d’action planifiée
pour le programme.

2. Procédé selon la revendication 1, dans lequel le dis-
positif utilisateur mobile (440) est sélectionné parmi
le groupe constitué d’un téléphone cellulaire, d’un
ordinateur portable, d’un assistant numérique per-
sonnel, d’un ordinateur de poche, d’un système de
télévision portable, et d’un système de télévision
automobile.

3. Procédé selon la revendication 1, dans lequel le dis-
positif utilisateur mobile (440) inclut un ensemble de
circuits (448) pour exécuter la fonctionnalité de lo-
calisation d’emplacement par l’intermédiaire d’un
système mondial de localisation ; ou dans lequel la
fonctionnalité de localisation d’emplacement est
exécutée en utilisant un réseau de téléphone
cellulaire ; ou dans lequel la fonctionnalité d’empla-
cement est exécutée par un système de navigation
automobile.

4. Procédé selon la revendication 1, dans lequel la
transmission de la demande d’action comprend la
transmission de la demande d’action à un fournis-
seur de services multimédia ou à l’équipement utili-
sateur (402, 404, 406).

5. Procédé selon la revendication 4, dans lequel le four-
nisseur de services multimédia est sélectionné par-
mi le groupe constitué de : un câblo-opérateur, et un
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fournisseur de services par satellite.

6. Procédé selon la revendication 1, dans lequel la de-
mande d’action est destinée à une action sélection-
née parmi le groupe constitué de : la planification
d’un enregistrement du programme, et la définition
d’un rappel pour le programme.

7. Procédé selon la revendication 1, dans lequel l’équi-
pement utilisateur (402) comprend un boîtier déco-
deur et dans lequel la demande d’action comprend
une ou plusieurs fonctions guides de programme in-
teractives exécutées sur le boîtier décodeur.

8. Procédé selon la revendication 1, dans lequel la
transmission de la demande d’action pour le pro-
gramme comprend en outre la transmission d’un ca-
nal et d’un temps de début pour le programme sur
la base des informations dans une base de données
d’informations de programme de premier emplace-
ment.

9. Système (400) pour accéder à distance à un équi-
pement utilisateur (402, 404, 406) mettant en oeuvre
une application de guidage multimédia interactive
pour un dispositif utilisateur mobile (440) ayant une
fonctionnalité de localisation d’emplacement, le sys-
tème comprenant :

un récepteur (462) pour recevoir une demande
d’action pour un programme provenant du dis-
positif utilisateur mobile (440), dans lequel le dis-
positif utilisateur mobile (440) utilise des infor-
mations de programme de premier emplace-
ment pour générer la demande d’action pour le
programme, et les informations de programme
de premier emplacement sont basées sur un
emplacement actuel de l’utilisateur ; et
un processeur (464) configuré pour :

transmettre la demande d’action pour le
programme à l’équipement utilisateur (402,
404, 406), dans lequel l’équipement utilisa-
teur (402, 404, 406) utilise des informations
de programme de second emplacement
pour planifier la demande d’action pour le
programme, les informations de program-
me de second emplacement sont basées
sur un emplacement de l’équipement utili-
sateur (402, 404, 406), et l’emplacement de
l’équipement utilisateur (402, 404, 406) est
différent de l’emplacement actuel de
l’utilisateur ;
planifier l’action demandée sur la base des
informations de premier emplacement ;
recevoir, en provenance de l’équipement
utilisateur (402, 404, 406), un accusé de ré-
ception (810), dans lequel l’accusé de ré-

ception (810) comprend les informations de
programme de second emplacement pour
le programme et dans lequel les informa-
tions de programme de second emplace-
ment comprennent un titre du programme
correspondant aux informations de pro-
gramme de second emplacement ;
détecter une disparité entre les informations
de programme de premier emplacement
pour le programme et les informations de
programme de second emplacement pour
le programme en comparant le titre pour le
programme correspondant aux informa-
tions de programme de second emplace-
ment avec un titre du programme corres-
pondant aux informations de programme de
premier emplacement ;
en réponse à la détection de la disparité,
rechercher des informations de planifica-
tion alternative pour le programme ; et
transmettre les informations de planification
alternative à l’équipement utilisateur pour
planifier la demande d’action pour que le
programme soit exécuté par l’équipement
utilisateur, dans lequel les informations de
planification alternative comprennent des
instructions pour supprimer la demande
d’action planifiée pour le programme.

10. Système (400) selon la revendication 9, dans lequel
le dispositif utilisateur mobile (440) est sélectionné
parmi le groupe constitué d’un téléphone cellulaire,
d’un ordinateur portable, d’un assistant numérique
personnel, d’un ordinateur de poche, d’un système
de télévision portable, et d’un système de télévision
automobile.

11. Système (400) selon la revendication 9, dans lequel
le dispositif utilisateur mobile (440) inclut un ensem-
ble de circuits (448) pour exécuter la fonctionnalité
de localisation d’emplacement par l’intermédiaire
d’un système mondial de localisation ; ou dans le-
quel la fonctionnalité de localisation d’emplacement
est exécutée en utilisant un réseau de téléphone
cellulaire ; ou dans lequel la fonctionnalité de loca-
lisation d’emplacement est exécutée par un système
de navigation automobile.

12. Système (400) selon la revendication 9, dans lequel
le processeur (464), lors de la transmission de la
demande d’action, est en outre configuré pour trans-
mettre la demande d’action à un fournisseur de ser-
vices multimédia ou à l’équipement utilisateur (402,
404, 406).

13. Système (400) selon la revendication 12, dans lequel
le fournisseur de services multimédia est sélection-
né parmi le groupe constitué de : un câblo-opérateur,
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et un fournisseur de services par satellite.

14. Système (400) selon la revendication 9, dans lequel
la demande d’action est destinée à une action sé-
lectionnée parmi le groupe constitué de : la planifi-
cation d’un enregistrement du programme, et la dé-
finition d’un rappel pour le programme.

15. Système (400) selon la revendication 9, dans lequel
l’équipement utilisateur (402) comprend un boîtier
décodeur et où la demande d’action comprend une
ou plusieurs fonctions guides de programme inte-
ractives exécutées sur le boîtier décodeur.

16. Système (400) selon la revendication 9, dans lequel
le processeur (464), lors de la transmission de la
demande d’action pour le programme, est en outre
configuré pour transmettre un canal et un temps de
début pour le programme sur la base des informa-
tions dans une base de données d’informations de
programme de premier emplacement.
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