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Description

FIELD

[0001] The present disclosure relates to an image cre-
ating apparatus that has a color arrangement changing
unit that changes an image having a color arrangement
that is difficult to visually recognize to improve its visibility.
The present disclosure also relates to an image creating
apparatus that has a color arrangement restoring unit,
which restores an image, printed on a recording medium,
that has a changed color arrangement to the original im-
age.

BACKGROUND

[0002] A typical changed-color-arrangement image
creating apparatus creates an image having a changed
color arrangement by changing an image having a color
arrangement that is difficult to visually recognize (referred
to below as the original image) to an image having a color
arrangement for which visibility has been improved (re-
ferred to below as the changed image).
[0003] JP2011188367 discloses an image processing
apparatus comprising: a region information extraction
unit that performs region classification of color image da-
ta input for every object for extracting an object of each
region; a conversion necessity determination unit that
determines whether data conversion is required with re-
spect to input color image data of a region of an extracted
object based on a preset distinctive reference in color-
blind person; and a color area enlarged element that per-
forms data conversion for improving distinctiveness of a
color portion of a region for color blind person on deter-
mining that data conversion is required. Since the data
conversion is performed for improving distinctiveness of
color blind person with respect to a color portion of a
region on determining that data conversion is required,
the distinctiveness of a color portion of an object for the
color blind person can be improved.
[0004] However, this type of changed-color-arrange-
ment image creating apparatus cannot restore the orig-
inal image from the changed image. That is, the changed-
color-arrangement image creating apparatus cannot re-
store the original image from the recording medium on
which the changed image is printed.

SUMMARY

[0005] The present invention provides apparatus as
defined in Claim 1. The apparatus may include the fea-
tures of any one or more of dependent Claim 2 to 7.
[0006] The present invention also provides a medium
as defined in Claim 8. The medium may include the fea-
tures of any one or more of dependent Claims 9 to 13.
[0007] An image creating apparatus according to an
embodiment as in claim 1 includes a printing device, a
difficult-to-recognize color arrangement storage unit, an

object extracting unit, a difficult-to-recognize object de-
tecting unit, a representative color obtaining unit, a color
arrangement changing unit, and a changed image print-
ing unit. The printing device prints an image on a record-
ing medium. The difficult-to-recognize color arrangement
storage unit stores a difficult-to-recognize color arrange-
ment that is difficult to visually recognize. The object ex-
tracting unit extracts objects from an image. The difficult-
to-recognize object detecting unit detects, from among
the extracted objects, a difficult-to-recognize object that
has the difficult-to-recognize color arrangement (stored
in the difficult-to-recognize color arrangement storage
unit) as a color arrangement to the color of a periphery
of the difficult-to-recognize object. The representative
color obtaining unit obtains the representative color of
the difficult-to-recognize object. The color arrangement
changing unit changes the color of at least a partial area
of the difficult-to-recognize object so that the color ar-
rangement to the color of the periphery of the difficult-to-
recognize object is changed from the difficult-to-recog-
nize color arrangement. The color arrangement changing
unit also embeds information about the representative
color obtained by the representative color obtaining unit.
The changed image printing unit commands the printing
device to print, on a recording medium, an image ob-
tained as a result of the color arrangement being changed
by the color arrangement changing unit.
[0008] A non-transitory computer-readable recording
medium storing a printer driver according to an embod-
iment as in claim 8 controls a color image creating ap-
paratus having a printing device that prints an image on
a recording medium; the printer driver causes a compu-
ter, having a difficult-to-recognize color arrangement
storage unit that stores a difficult-to-recognize color ar-
rangement that is difficult to visually recognize, to exe-
cute an object extracting step of extracting objects from
an image, a difficult-to-recognize object detecting step
of detecting, from among the extracted objects, a difficult-
to-recognize object that has the difficult-to-recognize
color arrangement (stored in the difficult-to-recognize
color arrangement storage unit) as a color arrangement
to the color of a periphery of the difficult-to-recognize
object, a representative color obtaining step of obtaining
the representative color of the difficult-to-recognize ob-
ject detected in the difficult-to-recognize object detecting
step, a color arrangement changing step of changing the
color arrangement of the image by assigning, to at least
a partial area of the difficult-to-recognize object detected
in the difficult-to-recognize object detecting step, a color
by which the color arrangement to the color of the pe-
riphery of the difficult-to-recognize object is changed from
the difficult-to-recognize color arrangement stored in the
difficult-to-recognize color arrangement storage unit, and
a changed image transmitting step of transmitting, to the
color image creating apparatus as print data, an image
obtained as a result of the color arrangement being
changed in the color arrangement changing step; in the
color arrangement changing step, information about the
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representative color obtained in the representative color
obtaining step is embedded in the partial area as dots.
[0009] An image creating apparatus having a color ar-
rangement restoring unit according to an embodiment of
the present disclosure includes a printing device that
prints an image on a recording medium, a reading device
that reads an image from a draft, an area extracting unit
that extracts from the image read by the reading device
an area in which information about a color has been em-
bedded as dots, an area color obtaining unit that obtains
a color corresponding to the information embedded as
dots in the area extracted by the area extracting unit, a
color arrangement restoring unit that restores the color
arrangement of the image read by the reading device
from the draft by assigning the color obtained by the area
color obtaining unit to the area extracted by the area ex-
tracting unit, and a restored image printing unit that com-
mands the printing device to print, on a printing medium,
an image obtained as a result of the color arrangement
being restored by the color arrangement restoring unit.
[0010] These as well as other aspects, advantages,
and alternatives will become apparent to those of ordi-
nary skill in the art by reading the following detailed de-
scription with reference where appropriate to the accom-
panying drawings. Further, it should be understood that
the description provided in this summary section and
elsewhere in this document is intended to illustrate the
claimed subject matter by way of example and not by
way of limitation.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] In the accompanying drawings:

FIG. 1 shows a block diagram illustrating a configu-
ration of a network system in a first embodiment of
the present disclosure.
FIG. 2 shows a block diagram illustrating a configu-
ration of a multi-function peripheral (MFP) in the net-
work system.
FIG. 3 shows a block diagram illustrating a configu-
ration of a personal computer (PC) in the network
system.
FIG. 4 shows a flowchart illustrating an operation of
the MFP that is executed to perform a copy opera-
tion.
FIG. 5 shows a schematic diagram of a copy setting
screen displayed on a display unit included in the
MFP.
FIG. 6A shows a schematic diagram of an example
of an image read from a draft by a scanner included
in the MFP.
FIG. 6B shows a schematic diagram of a state in
which the image read by the scanner is visually rec-
ognizable.
FIG. 7A shows a schematic diagram of an image in
which a difficult-to-recognize object on the image
read by the scanner has been hatched.

FIG. 7B shows a schematic diagram of a state in
which the image including the hatched difficult-to-
recognize object is visually recognizable.
FIG. 8 shows a schematic diagram of an image in
which the color of the difficult-to-recognize object on
the image read by the scanner has been changed.
FIG. 9 shows a schematic diagram of an example of
the structure of a pattern of dot information used for
hatching, the pattern being created by a color ar-
rangement changing unit included in the MFP.
FIG. 10 shows a schematic diagram of types of di-
rections in which blocks of the pattern of dot infor-
mation used for hatching are placed.
FIG. 11 shows a schematic diagram of a specific
example of the pattern, having the structure illustrat-
ed in FIG. 9, of dot information used for hatching,
the pattern being created by the color arrangement
changing unit.
FIG. 12 shows a schematic diagram of an example
of the structure of a pattern of dot information used
to change a color, the pattern being created by the
color arrangement changing unit.
FIG. 13 shows a schematic diagram of a specific
example of the pattern, having the structure illustrat-
ed in FIG. 12, of dot information used to change a
color, the pattern being created by the color arrange-
ment changing unit.
FIG. 14 shows a flowchart illustrating an operation
of the MFP that is executed to perform a printing
operation by using print data transmitted from the
PC.
FIG. 15 shows a flowchart illustrating an operation
of the MFP that is executed to restore the original
image from a recording medium on which an image
with dot information embedded has been printed.
FIG. 16 shows a block diagram illustrating a config-
uration of the MFP in a network system in a second
embodiment of the present disclosure.
FIG. 17 shows a block diagram illustrating a config-
uration of the PC in the network system in the second
embodiment of the present disclosure.
FIG. 18 shows a flowchart illustrating the operation
of the PC in the network system in the second em-
bodiment, the operation being executed when print
data is transmitted to the MFP.

DETAILED DESCRIPTION

First embodiment

[0012] First, the structure of a network system in this
embodiment will be described.
[0013] FIG. 1 shows a block diagram illustrating the
configuration of the network system 10 in this embodi-
ment. As illustrated in FIG. 1, the network system 10 in-
cludes a multi-function peripheral (MFP) 20, which is a
color image creating apparatus; and a personal computer
(PC) 50, which is a type of computer. The MFP 20 and
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PC 50 are inter-connected through a network 11 such as
a local area network (LAN) or the Internet, so that it is
possible to communicate between the MFP 20 and PC
50.
[0014] FIG. 2 shows a block diagram illustrating the
configuration of the MFP 20. As illustrated in FIG. 2, the
MFP 20 includes a manipulating unit 21, which is an input
device such as a device having buttons, by which various
manipulations made by the user are input; a display unit
22, which is a display device such as a liquid crystal dis-
play (LCD) that displays various types of information; a
printer 23, which is a printing device that prints an image
on a recording medium such as paper; and a scanner
24, which is a reading device that reads an image from
a draft. The MFP 20 also includes a facsimile communi-
cation unit 25, which is a facsimile machine that carries
out facsimile communication through a communication
line such as a public telephone line; a network commu-
nication unit 26, which is a network communication de-
vice communicating through the network 11; a storage
unit 30, which is a storage device such as an electrically
erasable programmable read-only memory (EEPROM)
or a hard disk drive (HDD), and in which programs and
various types of data are stored; and a control unit 40
that controls the whole of the MFP 20.
[0015] The storage unit 30 is the difficult-to-recognize
color arrangement storage unit in the present invention.
It stores a difficult-to-recognize color arrangement 31,
which is a color arrangement that is difficult to visually
recognize. The difficult-to-recognize color arrangement
31 includes various color arrangement patterns.
[0016] The control unit 40 includes, for example, a cen-
tral processing unit (CPU), a read-only memory (ROM)
that stores programs and various types of data, and a
random-access memory (RAM) that is used by the CPU
as a working area. The CPU executes programs stored
in the ROM or storage unit 30.
[0017] When executing programs stored in the storage
unit 30, the control unit 40 functions as an object extract-
ing unit 41, a difficult-to-recognize object detecting unit
42, a representative color obtaining unit 43, a color ar-
rangement changing unit 44, and a changed image print-
ing unit 45. The object extracting unit 41 extracts objects
such as text and figures from an image. The difficult-to-
recognize object detecting unit 42 detects, from among
the extracted objects, a difficult-to-recognize object 41
that has the difficult-to-recognize color arrangement 31
(stored in the storage unit 30) as a color arrangement to
the color of a periphery of the difficult-to-recognize object.
The representative color obtaining unit 43 obtains the
representative color of the difficult-to-recognize object
detected by the difficult-to-recognize object detecting unit
42. The color arrangement changing unit 44 changes the
color arrangement of the image by assigning, to at least
a partial area of the difficult-to-recognize object detected
by the difficult-to-recognize object detecting unit 42, a
color by which the color arrangement to the color of the
periphery of the difficult-to-recognize object is changed

from the difficult-to-recognize color arrangement 31
stored in the storage unit 30. The changed image printing
unit 45 commands the printer 23 to print, on a recording
medium, an image obtained as a result of the color ar-
rangement being changed by the color arrangement
changing unit 44. Accordingly, the MFP 20 constitutes
the image forming apparatus having a color arrangement
changing unit in the present disclosure.
[0018] When executing other programs stored in the
storage unit 30, the control unit 40 also functions as an
area extracting unit 46, an area color obtaining unit 47,
a color arrangement restoring unit 48, and a restored
image printing unit 49. The area extracting unit 46 ex-
tracts from the image read by the scanner 24 an area in
which information about a color has been embedded as
dots. The area color obtaining unit 47 obtains a color
corresponding to the information embedded as dots in
the area extracted by the area extracting unit 46. The
color arrangement restoring unit 48 restores the color
arrangement of the image read by the scanner 24 by
assigning the color obtained by the area color obtaining
unit 47 to the area extracted by the area extracting unit
46. The restored image printing unit 49 commands the
printer 23 to print, on a printing medium, an image ob-
tained as a result of the color arrangement being restored
by the color arrangement restoring unit 48. Accordingly,
the MFP 20 constitutes the image forming apparatus hav-
ing a color arrangement restoring unit in the present dis-
closure.
[0019] FIG. 3 shows a block diagram illustrating the
configuration of the PC 50. As illustrated in FIG. 3, the
PC 50 includes a manipulating unit 51, which is an input
device such as a mouse, a keyboard, or the like, and by
which various manipulations made by the user are input;
a display unit 52 that is a display device such as an LCD
that displays various types of information; and a network
communication unit 53, which is a network communica-
tion device that communicates through the network 11.
The PC 50 also includes a storage unit 60, which is a
storage device such as an HDD in which programs and
various types of data are stored; and a control unit 70
that controls the whole of the PC 50.
[0020] A printer driver 61 that controls the MFP 20 is
stored in the storage unit 60. The printer driver 61 may
be installed on the PC 50 during the manufacturing of
the PC 50. Alternatively, the printer driver 61 may be
added to the PC 50 from a universal serial bus (USB)
memory, a compact disc (CD), a digital versatile disc
(DVD), or another storage medium, or through the net-
work 11.
[0021] The control unit 70 includes, for example, a
CPU, a ROM in which programs and various types of
data are stored, and a RAM used by the CPU as a working
area. The CPU executes programs stored in the ROM or
storage unit 60.
[0022] Next, the operation of the network system 10
will be described.
[0023] First, an operation of the MFP 20 that is exe-
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cuted to perform a copy operation will be described. A
user places a draft on the scanner 24 and manipulates
the manipulating unit 21 to command the MFP 20 to ex-
ecute a copy operation. After the user has commanded
the MFP 20 to execute the copy operation through the
manipulating unit 21, the control unit 40 in the MFP 20
starts process illustrated in FIG. 4.
[0024] FIG. 4 shows a flowchart illustrating an opera-
tion of the MFP 20 that is executed to perform a copy
operation. As illustrated in FIG. 4, the control unit 40 dis-
plays a copy setting screen, shown in FIG. 5, on the dis-
play unit 22 (S201).
[0025] FIG. 5 shows a schematic diagram of the copy
setting screen displayed on the display unit 22. The
screen in FIG. 5 includes radio buttons 81 to 85 used to
select a copy method and also has a start button 86 to
start a copy operation. On the screen, only one of the
radio buttons 81 to 85 may be selected at any given time.
The radio button 81 is used to select a normal copy op-
eration. The radio button 82 is used to select a copy op-
eration in which visibility is improved by hatching a diffi-
cult-to-recognize object without embedding in the image
information about a color represented by dots (dot infor-
mation). The radio button 83 is used to select a copy
operation in which visibility is improved by changing the
color of a difficult-to-recognize object without embedding
dot information in the image. The radio button 84 is used
to select a copy operation in which (i) visibility is improved
by hatching a difficult-to-recognize object and (ii) dot in-
formation is embedded in the image. The radio button 85
is used to select a copy operation in which (i) visibility is
improved by changing the color of a difficult-to-recognize
object and (ii) dot information is embedded in the image.
[0026] Referring again to FIG. 4, after the process in
S201 is executed, the control unit 40 repeatedly deter-
mines whether the start button 86 has been pressed. This
continues until the control unit 40 determines that the
start button 86 has been pressed (S202).
[0027] When the control unit 40 determines that the
start button 86 has been pressed in S202, the control
unit 40 commands the scanner 24 to read an image from
a draft placed on the scanner 24 (S203). The control unit
40 then determines whether an identification process
(which improves visibility) has been specified (S204). If
the radio button 81 was selected when the control unit
40 determined in S202 that the start button 86 was
pressed, the control unit 40 determines that the identifi-
cation process has not been specified. If one of the radio
buttons 82 to 85 was selected when the control unit 40
determined in S202 that the start button 86 was pressed,
the control unit 40 determines that the identification proc-
ess has been specified.
[0028] If the control unit 40 determines that the identi-
fication process has not been specified in S204, the con-
trol unit 40 commands the printer 23 to print, on a record-
ing medium, the image read from the draft in S203 (S205)
and terminates the process in FIG. 4. As a result, the
MFP 20 creates a recording medium, on which the image

read by the scanner 24 is printed.
[0029] If the control unit 40 determines that the identi-
fication process has been specified in S204, the object
extracting unit 41 in the control unit 40 extracts text, fig-
ures, and other objects from the image read in S203 by
using a known image recognition technology (S206).
[0030] Next, the difficult-to-recognize object detecting
unit 42 in the control unit 40 detects, from among the
extracted objects, a difficult-to-recognize object that has
the difficult-to-recognize color arrangement 31 (stored in
the storage unit 30) as a color arrangement to the color
of the periphery of the difficult-to-recognize object
(S207).
[0031] FIG. 6A shows a schematic diagram of an ex-
ample of an image read from a draft by the scanner 24.
FIG. 6B shows a schematic diagram of a state in which
the image in FIG. 6A is visually recognizable. In the object
91 in FIG. 6A, the color arrangement to the peripheral
color, that is, the color of the background 92, is the diffi-
cult-to-recognize color arrangement 31 stored in the stor-
age unit 30. That is, the object 91 is a difficult-to-recog-
nize object. Accordingly, the object 91 is difficult to visu-
ally recognize as illustrated in FIG. 6B.
[0032] Referring again to FIG. 4, after process in S207,
the color arrangement changing unit 44 in the control unit
40 determines the type of specified identification process
(S208). If the radio button 82 or 84 was selected when
the control unit 40 determined in S202 that the start button
86 was pressed, the color arrangement changing unit 44
determines that the type of specified identification proc-
ess is hatching. If the radio button 83 or 85 was selected
when the control unit 40 determined in S202 that the start
button 86 was pressed, the color arrangement changing
unit 44 determines that the type of specified identification
process is color alteration.
[0033] If the color arrangement changing unit 44 de-
termines in S208 that the specified identification process
is hatching, the color arrangement changing unit 44 cre-
ates an object by hatching the difficult-to-recognize de-
tected in S207 (S209). The color of the hatching is a color
by which the color arrangement to the color of the pe-
riphery of the difficult-to-recognize object is changed from
the difficult-to-recognize color arrangement 31 stored in
the storage unit 30. If the difficult-to-recognize object de-
tecting unit 42 detects a plurality of difficult-to-recognize
objects in S207, the color arrangement changing unit 44
hatches the difficult-to-recognize objects in respectively
different ways, for example, by changing the angle of the
segments of the hatching (referred to below as the visi-
bility improving segments) for each difficult-to-recognize
object.
[0034] FIG. 7A shows a schematic diagram of an im-
age in which the difficult-to-recognize object on the image
in FIG. 6A has been hatched. FIG. 7B illustrates a state
in which the image in FIG. 7A is visually recognizable.
As illustrated in FIG. 7A, a plurality of visibility improving
segments 93, which together form the hatching, are
drawn in the object 91, which is a difficult-to-recognize
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object. The color of the visibility improving segments 93
is a color by which the color arrangement to the colors
of the periphery of the hatching, that is, the color of the
object 91 and the color of the background 92, is changed
from the difficult-to-recognize color arrangement 31
stored in the storage unit 30. Accordingly, although the
object 91 itself is not easily directly visually recognized,
the object 91 is indirectly visually recognizable because
of the visibility improving segments 93 drawn in the object
91 as illustrated in FIG. 7B.
[0035] Referring again to FIG. 4, if the color arrange-
ment changing unit 44 determines in S208 that the spec-
ified identification process is color alteration, the color
arrangement changing unit 44 creates an object in which
the color of the difficult-to-recognize object detected in
S207 has been changed to a color by which the color
arrangement to the color of the periphery of the difficult-
to-recognize object is changed from the difficult-to-rec-
ognize color arrangement 31 stored in the storage unit
30 (referred to below as the color-changed object)
(S210). If the difficult-to-recognize object detecting unit
42 detects a plurality of difficult-to-recognize objects in
S207, the color arrangement changing unit 44 changes
the colors of the difficult-to-recognize objects so that they
have respectively different colors.
[0036] FIG. 8 shows a schematic diagram of an image
in which the color of the difficult-to-recognize object on
the image in FIG. 6A has been changed. As illustrated
in FIG. 8, the color of the object 91, which is a difficult-
to-recognize object, is a color by which the color arrange-
ment to the color of the periphery of the object 91, that
is, the color of the background 92, is changed from the
difficult-to-recognize color arrangement 31 stored in the
storage unit 30. Accordingly, the object 91 is directly vis-
ually recognizable.
[0037] Referring again to FIG. 4, after the process in
S209 or S210 is executed, the color arrangement chang-
ing unit 44 creates a combined image by drawing the
object that has undergone the identification process in
the process in S209 or S210 (S211). The control unit 40
then determines whether the embedding of dot informa-
tion has been specified (S212). If the radio button 82 or
83 was selected when the control unit 40 determined in
S202 that the start button 86 was pressed, the control
unit 40 determines that the embedding of dot information
has not been specified. If the radio button 84 or 85 was
selected when the control unit 40 determined in S202
that the start button 86 was pressed, the control unit 40
determines that the embedding of dot information has
been specified.
[0038] If the control unit 40 determines in S212 that
the embedding of dot information has not been specified,
the changed image printing unit 45 in the control unit 40
commands the printer 23 to print the image created in
S211 on a recording medium (S213) and terminates the
process in FIG. 4. As a result, the MFP 20 creates a
recording medium, on which a combined image is print-
ed, the combined image being created by drawing the

object that has undergone the identification process on
the image read from the draft by the scanner 24.
[0039] If the control unit 40 determines in S212 that
the embedding of dot information has been specified, the
representative color obtaining unit 43 in the control unit
40 obtains the representative color of the difficult-to-rec-
ognize object detected in S207 (S214). The representa-
tive color is, for example, the mode value of the target
difficult-to-recognize object. If the difficult-to-recognize
object detecting unit 42 detects a plurality of difficult-to-
recognize objects in S207, the representative color ob-
taining unit 43 obtains the representative color for each
difficult-to-recognize object.
[0040] The color arrangement changing unit 44 in the
control unit 40 then determines the type of specified iden-
tification process (S215). If the radio button 84 was se-
lected when the control unit 40 determined in S202 that
the start button 86 was pressed, the color arrangement
changing unit 44 determines that the type of specified
identification process is hatching. If the radio button 85
was selected when the control unit 40 determined in S202
that the start button 86 was pressed, the color arrange-
ment changing unit 44 determines that the type of spec-
ified identification process is color alteration.
[0041] If the color arrangement changing unit 44 de-
termines in S215 that the specified identification process
is hatching, the color arrangement changing unit 44 cre-
ates a pattern of dot information used for hatching ac-
cording to the representative color obtained in S214
(S216). The color arrangement changing unit 44 creates
a pattern of dot information for each visibility improving
segment of the object created in S209.
[0042] FIG. 9 shows a schematic diagram of an exam-
ple of the structure of a pattern 100 of dot information
used for hatching, the pattern 100 being created by the
color arrangement changing unit 44. The pattern 100 in
FIG. 9 is formed with at least four blocks 100a, each of
which is a rectangular block having a total of 64 zones,
eight vertical zones by eight horizontal zones. The pat-
tern 100 has the same shape and the same size as the
visibility improving segments. One zone corresponds to
one dot that is part of an image. For explanatory purpos-
es, some zones in FIG. 9 are hatched in different ways
for different functions.
[0043] The pattern 100 includes colorless and trans-
parent zones 101, which is colorless and transparent so
that the color of the visibility improving segments appears
in a process of image combination in S218, which will be
described later.
[0044] The pattern 100 further includes three start po-
sition indicating zones 102, which function to indicate a
position from which to start the embedding of dot infor-
mation. All the start position indicating zones 102 are
included in a block 100a at one end of all the blocks 100a
of the pattern 100. The colors of the start position indi-
cating zones 102 are unified to a single color (black, for
example) that is different from the color of the visibility
improving segments.
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[0045] The pattern 100 further includes three end po-
sition indicating zones 103, which function to indicate a
position at which to end the embedding of the dot infor-
mation. All the end position indicating zones 103 are in-
cluded in another block 100a at another end of all the
blocks 100a of the pattern 100, the other end being op-
posite to the end at which the block 100a to which the
start position indicating zones 102 belong is positioned.
The colors of the end position indicating zones 103 are
unified to a single color (white, for example) that is dif-
ferent from the color of the visibility improving segments.
Since a recording medium is normally white, in actual
practice, white is often a color that is not printed.
[0046] The pattern 100 further includes six color ele-
ment indicating zones 104, each of which has a function
that indicates any one element, R, G or B, of the repre-
sentative color obtained in S214. Two color element in-
dicating zones 104 that are mutually closest are paired.
In one pattern 100, the color element indicating zones
104 are included in only three blocks 100a; each of the
three blocks 100a includes one pair of color element in-
dicating zones 104. In one pattern 100, the three blocks
100a including the color element indicating zones 104
may be any three of the blocks 100a. One pair of color
element indicating zones 104 has two-bit information,
which represents one of four combinations of two differ-
ent colors (white and black, for example) different from
the color of the visibility improving segments. For exam-
ple, when the upper-right zone and lower-left zone in the
drawing are both white, the one pair of color element
indicating zones 104 indicates an R value; when the up-
per-right zone in the drawing is white and the lower-left
zone in the drawing is black, the one pair of color element
indicating zones 104 indicates a G value; when the upper-
right zone in the drawing is black and the lower-left zone
in the drawing is white, the one pair of color element
indicating zones 104 indicates a B value.
[0047] The pattern 100 further includes gray-scale in-
dicating zones 105, each of which functions to indicate
the gray scale of the representative color obtained in
S214. The gray-scale indicating zones 105 indicate the
gray scale of a color element indicated by the color ele-
ment indicating zones 104 included in the block 100a to
which the gray-scale indicating zones 105 belong. Eight
gray-scale indicating zones 105 are included for each
pair of color element indicating zones 104. The eight
gray-scale indicating zones 105 have eight-bit informa-
tion, which represents one of 256 combinations of two
different colors (white and black, for example) different
from the color of the visibility improving segments. For
example, of the eight gray-scale indicating zones 105,
the upper-left zone in the drawing corresponds to the
eighth digit of a binary number, the zone one zone to the
right of the upper-left zone in the drawing corresponds
to the seventh digit, the upper-right zone in the drawing
corresponds to the sixth digit, the zone one zone below
the upper-left zone in the drawing corresponds to the fifth
digit, the zone one zone below the upper-right zone in

the drawing corresponds to the fourth digit, the lower-left
zone in the drawing corresponds to the third digit, the
zone one zone to the right of the lower-left zone in the
drawing corresponds to the second digit, and the lower-
right zone in the drawing corresponds to the first digit.
Black corresponds to 1 in binary, and white corresponds
to 0 in binary.
[0048] The pattern 100 further includes direction indi-
cating zones 106, each of which has a function that in-
dicates a direction in which a plurality of blocks 100a are
arranged, that is, an angle of the visibility improving seg-
ments. Six direction indicating zones 106 are included in
the block 100a in which the start position indicating zones
102 are included. The six direction indicating zones 106
have six-bit information, which represents one of 64 com-
binations of two different colors (white and black, for ex-
ample) different from the color of the visibility improving
segments. There are 32 directions, as illustrated in FIG.
10, in which the blocks 100a may be arranged.
[0049] FIG. 11 shows a schematic diagram of a specific
example of the pattern 100, having the structure illustrat-
ed in FIG. 9, of dot information used for hatching, the
pattern 100 being created by the color arrangement
changing unit 44. With the pattern 100 in FIG. 11, the
representative color obtained in S214 is such that the R
value is 237, the G value is 26, and the B value is 61.
The leftmost block 100a in the drawing indicates that the
R value is 237 (11101101 in binary). The second block
100a from the left in the drawing indicates that the G
value is 26 (00011010 in binary). The third block 100a
from the left in the drawing indicates that the B value is
61 (00111101 in binary). In FIG. 11, to distinguish color-
less and transparent zones and white zones in the draw-
ing, the colorless and transparent zones 101, which are
colorless and transparent, are grayed. In practice, how-
ever, the colorless and transparent zones 101 are color-
less and transparent zones.
[0050] Referring again to FIG. 4, the color arrangement
changing unit 44 determines in S215 that the type of
specified identification process is color alteration, the
color arrangement changing unit 44 creates a pattern of
dot information used for color alteration (S217). The color
arrangement changing unit 44 creates a pattern of dot
information for each color-changed object created in
S210.
[0051] FIG. 12 shows a schematic diagram of an ex-
ample of the structure of a pattern 110 of dot information
used for color alteration, the pattern 110 being created
by the color arrangement changing unit 44. The pattern
110 in FIG. 12 is a rectangular block, which is formed
with a total of 576 zones, 24 vertical zones by 24 hori-
zontal zones. The pattern 110 is large enough to include
at least part of the corresponding color-changed object.
One zone corresponds to one dot that is part of an image.
For explanatory purposes, some zones in FIG. 12 are
hatched in different ways for different functions.
[0052] The pattern 110 includes colorless and trans-
parent zones 111, which are colorless and transparent
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so that the color of the color-changed object appears in
the process of image combination in S218, which will be
described later. The pattern 110 further includes three
start position indicating zones 112, which function to in-
dicate a position from which to start the embedding of
dot information. The colors of the start position indicating
zones 112 are unified to a single color (black, for exam-
ple) that is different from the color of the color-converted
object. The pattern 110 also includes three end position
indicating zones 113, which function to indicate a position
at which to end the embedding of the dot information.
The colors of the end position indicating zones 113 are
unified to a single color (white, for example) that is dif-
ferent from the color of the color-converted object.
[0053] The pattern 110 further includes six color ele-
ment indicating zones 114, each of which has a function
that indicates any one element, R, G or B, of the repre-
sentative color obtained in S214. Two color element in-
dicating zones 114 that are mutually closest are paired.
In one pattern 110, only three pairs of color element in-
dicating zones 114 are included. One pair of color ele-
ment indicating zones 114 has two-bit information, which
represents one of four combinations of two different
colors (white and black, for example) different from the
color of the color-converted object. For example, when
the upper-right zone and lower-left zone in the drawing
are both white, the one pair of color element indicating
zones 114 indicate an R value; when the upper-right zone
in the drawing is white and the lower-left zone in the draw-
ing is black, the one pair of color element indicating zones
114 indicate a G value; when the upper-right zone in the
drawing is black and the lower-left zone in the drawing
is white, the one pair of color element indicating zones
114 indicate a B value.
[0054] The pattern 110 further includes gray-scale in-
dicating zones 115, each of which function to indicate
the gray scale of the representative color obtained in
S214. The gray-scale indicating zones 115 indicate the
gray scale of a color element indicated by one pair of
color element indicating zones 114 that are present at
positions closest to the gray-scale indicating zones 115.
Eight gray-scale indicating zones 115 are included for
each pair of color element indicating zones 114 that are
mutually closest. The eight gray-scale indicating zones
115 have eight-bit information, which represents one of
256 combinations of two different colors (white and black,
for example) different from the color of the visibility im-
proving segments. For example, of the eight gray-scale
indicating zones 115, the upper-left zone in the drawing
corresponds to the eighth digit of a binary number, the
zone one zone to the right of the upper-left zone in the
drawing corresponds to the seventh digit, the upper-right
zone in the drawing corresponds to the sixth digit, the
zone one zone below the upper-left zone in the drawing
corresponds to the fifth digit, the zone one zone below
the upper-right zone in the drawing corresponds to the
fourth digit, the lower-left zone in the drawing corre-
sponds to the third digit, the zone one zone to the right

of the lower-left zone in the drawing corresponds to the
second digit, and the lower-right zone in the drawing cor-
responds to the first digit. Black corresponds to 1 in bi-
nary, and white corresponds to 0 in binary.
[0055] FIG. 13 shows a schematic diagram of a specific
example of the pattern 110, having the structure illustrat-
ed in FIG. 12, of dot information used for color alteration,
the pattern 110 being created by the color arrangement
changing unit 44. With the pattern 110 in FIG. 13, the
representative color obtained in S214 is such that the R
value is 0, the G value is 128, and the B value is 0. The
leftmost pair of color element indicating zones 114 and
leftmost eight gray-scale indicating zones 115 in the
drawing indicate that the R value is 0 (00000000 in bina-
ry). The second pair of color element indicating zones
114 from the left and second eight gray-scale indicating
zones 115 from the left in the drawing indicate that the
G value is 128 (10000000 in binary). The third pair of
color element indicating zones 114 from the left and third
eight gray-scale indicating zones 115 from the left in the
drawing indicate that the B value is 0 (00000000 in bina-
ry). In FIG. 13, to distinguish colorless and transparent
zones and white zones in the drawing, the colorless and
transparent zones 111, which are colorless and trans-
parent, are grayed. In practice, however, the colorless
and transparent zones 111 are colorless and transparent
zones.
[0056] Referring again to FIG. 4, after the process in
S216 or S217 is executed, the color arrangement chang-
ing unit 44 creates a combined image by drawing the dot
information pattern created in the process in S216 or
S217 on the image created in S211 (S218). Then, the
changed image printing unit 45 in the control unit 40 com-
mands the printer 23 to print the image created in S218
on a recording medium (S219) and terminates the proc-
ess in FIG. 4. As a result, the MFP 20 creates a recording
medium, on which a combined image is printed, the com-
bined image being created by (i) drawing the object that
has undergone the identification process on the image
read by the scanner 24 to create a combined image and
(ii) drawing the dot information pattern on the combined
image.
[0057] Next, an operation of the MFP 20 that is exe-
cuted to perform a printing operation by using print data
transmitted from the PC 50 will be described. The control
unit 40 in the MFP 20 prints by using print data transmitted
from the PC 50 in any one of printing methods set on a
setting screen similar to the setting screen illustrated in
FIG. 5. The control unit 40 selects any one of the following
printing methods on the setting screen: normal printing,
printing in which visibility is improved by hatching a diffi-
cult-to-recognize object without embedding dot informa-
tion in the image, printing in which visibility is improved
by changing the color of a difficult-to-recognize object
without embedding dot information in the image, printing
in which (i) visibility is improved by hatching a difficult-to-
recognize object and (ii) dot information is embedded in
the image, and printing in which (i) visibility is improved
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by changing the color of a difficult-to-recognize object
and (ii) dot information is embedded in the image. Upon
receiving of print data from the PC 50, the control unit 40
starts process illustrated in FIG. 14.
[0058] FIG. 14 shows a flowchart illustrating an oper-
ation of the MFP 20 that is executed to perform a printing
operation by using print data transmitted from the PC 50.
As illustrated in FIG. 14, the control unit 40 in the MFP
20 performs the same process as in S204 to S219 in FIG.
4, except that the control unit 40 performs the process
on an image based on print data rather than the image
read from the draft by the scanner 24 (S231 to S246).
[0059] Next, an operation of the MFP 20 that is exe-
cuted to restore the original image from a recording me-
dium on which an image with dot information embedded
has been printed will be described. After setting, on the
scanner 24, a recording medium on which an image with
dot information embedded has been printed as a draft,
the user can manipulate the manipulating unit 21 to com-
mand the MFP 20 to restore the original image. When
the user manipulates the manipulating unit 21 to com-
mand the MFP 20 to restore the original image, the con-
trol unit 40 in the MFP 20 starts process illustrated in FIG.
15.
[0060] FIG. 15 shows a flowchart illustrating an oper-
ation of the MFP 20 that is executed to restore the original
image from a recording medium on which an image with
dot information embedded has been printed. As illustrat-
ed in FIG. 15, the control unit 40 commands the scanner
24 to read an image from a draft set on the scanner 24
(S261). Next, the area extracting unit 46 in the control
unit 40 extracts text, figures, and other objects from the
image read in S261 by using a known image recognition
technology (S262). The area extracting unit 46 then se-
lects one object from the objects extracted in S262 as a
target to be processed (S263). The area extracting unit
46 then determines whether the object currently selected
as the target is a segment object (S264).
[0061] If the area extracting unit 46 determines in S264
that the current object is a segment object, the area ex-
tracting unit 46 determines whether the current object
includes the pattern 100, illustrated in FIG. 9, of dot in-
formation used for hatching (S265). If the area extracting
unit 46 determines in S264 that the current object is not
a segment object or determines in S265 that the current
object does not include the pattern 100 of dot information
used for hatching (as illustrated in FIG. 9), the area ex-
tracting unit 46 determines whether the color arrange-
ment to the color of the periphery of the current object is
a prescribed color arrangement (S266). The prescribed
color arrangement is prestored as a color arrangement
after the color alteration in S210 is executed.
[0062] If the area extracting unit 46 determines in S266
that the color arrangement to the color of the periphery
of the current object is a prescribed color arrangement,
the area extracting unit 46 determines whether the cur-
rent object includes the pattern 110, illustrated in FIG.
12, of dot information used for color alteration (S267).

[0063] If the area extracting unit 46 determines in S265
that the current object includes the pattern 100 of dot
information used for hatching (illustrated in FIG. 9) or
determines in S267 that the current object includes the
pattern 110, illustrated in FIG. 12, of dot information used
for color alteration, the area extracting unit 46 extracts
the current object as an area in which color information
has been embedded as dots (S268). Next, the area color
obtaining unit 47 in the control unit 40 obtains a color
corresponding to the information embedded as dots in
the area extracted in S268 (S269). Then, the color ar-
rangement restoring unit 48 in the control unit 40 restores
the color arrangement of the image by assigning the color
obtained in S269 to the area extracted in S268 (S270).
[0064] If the area extracting unit 46 determines in S266
that the color arrangement to the color of the periphery
of the current object is not the prescribed color arrange-
ment, or determines in S267 that the current object does
not include the pattern 110 of dot information (illustrated
in FIG. 12) used for color alteration, or if the process in
S270 terminates, the area extracting unit 46 determines
that there are objects that have not been selected as
targets (S271). If the area extracting unit 46 determines
in S271 that there are objects that have not been selected
as targets, the area extracting unit 46 selects one non-
selected object as a target (S272) and returns to the proc-
ess in S264. If the area extracting unit 46 determines in
S271 that all objects that have been selected as targets,
the control unit 40 determines in S270 whether the color
arrangement has been restored (S273).
[0065] If the control unit 40 determines in S273 that
the color arrangement has been restored, the restored
image printing unit 49 in the control unit 40 (i) commands
the printer 23 to print, on a recording medium, the image,
the color arrangement of which has been restored
(S274); and (ii) terminates the process illustrated in FIG.
15. As a result, the MFP 20 creates a recording medium,
on which an image equivalent to the original image has
been printed. If the control unit 40 determines in S273
that the color arrangement has not been restored, the
control unit 40 terminates the process in FIG. 15 without
proceeding to a next step.
[0066] As described above, when the identification
process is hatching, the MFP 20 uses visibility improving
segments to assign, to at least a partial area of an object
in which a color arrangement to the color of the periphery
of the object is difficult to visually recognize, a color by
which the color arrangement to the color of the periphery
of the object becomes easily visually recognizable (S209
and S211 as well as S236 and S238). In addition, infor-
mation about the representative color of the partial area
before the color arrangement has been changed is em-
bedded as dots in the partial area after the color arrange-
ment has been changed, that is, the area having the vis-
ibility improving segments (S216 and S218 as well as
S243 and S245). Accordingly, an image (i) that has a
color arrangement that has been changed to improve
visibility, and (ii) from which an image equivalent to the
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original image can be restored, can be printed on a re-
cording medium. When the identification process is color
alteration, the MFP 20 assigns, to the entire area of an
object in which a color arrangement to the color of the
periphery of the object is difficult to visually recognize, a
color by which the color arrangement to the color of the
periphery of the object becomes easily visually recogniz-
able (S210 and S211 as well as S237 and S238). In ad-
dition, information about the representative color of the
entire area before the color arrangement has been
changed is embedded as dots in the entire area after the
color arrangement has been changed, that is, the area
of the recolored object (S217 and S218 as well as S244
and S245). Accordingly, an image that has a color ar-
rangement that has been changed to improve visibility,
and from which an image equivalent to the original image
can be restored, can be printed on a recording medium.
[0067] When the original image is an image read from
a draft by the scanner 24 (S203), the image may not
stored in the MFP 20. In this case, if the draft is lost, the
original image is lost. Therefore, the draft needs to be
strictly managed so as not to be lost. However, the MFP
20 can print, on a recording medium, an image from which
an image equivalent to the original image can be re-
stored, reducing the burden of draft management.
[0068] When identification process is hatching, the
MFP 20 embeds, in the area having the visibility improv-
ing segments, dots representing a range in which infor-
mation about the representative color has been embed-
ded as dots, that is, dots to be embedded in the start
position indicating zones 102 and dots to be embedded
in the end position indicating zones 103 (S216 and S218
as well as S243 and S245). Accordingly, it is possible to
easily detect the information, about the representative
color, that has been embedded in the image on the print-
ed recording medium. When the identification process is
color alteration, the MFP 20 embeds, in the area of the
recolored object, dots representing a range in which in-
formation about the representative color has been em-
bedded as dots, that is, dots to be embedded in the start
position indicating zones 112 and dots to be embedded
in the end position indicating zones 113 (S217 and S218
as well as S244 and S245). Accordingly, it is possible to
easily detect the information, about the representative
color, that has been embedded in the image on the print-
ed recording medium.
[0069] The start position indicating zones 102 and end
position indicating zones 103 in the pattern 100 illustrated
in FIG. 9 not only indicate a range in which the information
about the representative color has been embedded as
dots, but also indicate a range of visibility-improving lines,
so the range of visibility-improving lines is clarified.
[0070] When the identification process is hatching, the
MFP 20 embeds information items about a plurality of
elements of the representative color, that is, information
items about R, G, and B, in different rectangular blocks
100a as dots, and also embeds, in at least one of the
rectangular blocks 100a, dots that indicate a direction in

which other rectangular blocks 100a are present, that is,
dots to be embedded in the direction indicating zones
106. When the MFP 20 embeds dots, in at least one of
the rectangular blocks 100a, dots that indicate a direction
in which other rectangular blocks 100a are present, the
flexibility in the shape of the range in which to embed
information about the representative color is increased,
so the MFP 20 can embed information about the repre-
sentative color in areas having various types of shapes.
[0071] When the identification process is hatching, the
MFP 20 embeds information items about a plurality of
elements of the representative color, that is, information
items about R, G, and B, in different rectangular blocks
100a as dots, and forms an area with visibility improving
segments, the thickness of one visibility improving seg-
ment being the width of the rectangular block 100a. Ac-
cordingly, the MFP 20 can reduce an area for which the
color arrangement is changed as compared with a case
in which the color arrangement of the entire area of a
difficult-to-recognize object is changed, so the MFP 20
can print an image for which a person with normal color
vision notices less loss in consistency.
[0072] In addition, the MFP 20 extracts the area in
which color information has been embedded as dots from
the image read from the draft by the scanner 24 (S268),
and assigns the areas a color corresponding to the infor-
mation embedded in the area as dots (S269 and S270).
Accordingly, an image equivalent to the original image
can be restored.
[0073] The structure of the pattern of dot information
indicated in this embodiment is only an example. The
pattern of dot information may have a structure other than
the structure indicated in this embodiment.
[0074] Although the image creating apparatus having
the color arrangement changing unit in the present dis-
closure and the image creating apparatus having the
color arrangement restoring unit in the present disclosure
are implemented by the same apparatus, that is, the MFP
20, they may be implemented by different apparatuses.
[0075] Although the image creating apparatus having
the color arrangement changing unit in the present dis-
closure is preferably an MFP, the image creating appa-
ratus may be a dedicated printer, a dedicated copier, or
another image creating apparatus other than an MFP.
[0076] Although the image creating apparatus having
the color arrangement restoring unit in the present dis-
closure is preferably an MFP, the image creating appa-
ratus may be a dedicated copier or another image cre-
ating apparatus other than an MFP.

Second embodiment

[0077] First, the structure of a network system in this
embodiment will be described. FIG. 16 shows a block
diagram illustrating the configuration of an MFP 120 in a
network system in this embodiment. FIG. 17 shows a
block diagram illustrating the configuration of a PC 150
in the network system in this embodiment. As illustrated
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in FIGs. 16 and 17, the network system in this embodi-
ment has a structure similar to the structure of the network
system 10 (see FIG. 1) in the first embodiment; the net-
work system in this embodiment includes the MFP 120,
which is a color image creating apparatus, and a PC 150,
which is a computer. By comparison, the network system
10 includes the MFP 20 (see FIG. 2) and PC 50 (see
FIG. 3).
[0078] As illustrated in FIG. 16, the MFP 120 has a
structure similar to the structure of the MFP 20 (see FIG.
2); the MFP 120 includes a storage unit 130, which is a
storage device such as an EEPROM or HDD and in which
programs and various types of data are stored, and also
includes a control unit 140 that controls the whole of the
MFP 120. By comparison, the MFP 20 includes the stor-
age unit 30 (see FIG. 2) and the control unit 40 (FIG. 2).
The storage unit 130 has a structure similar to the struc-
ture of the storage unit 30 (see FIG. 2); however, the
storage unit 130 does not store the difficult-to-recognize
color arrangement 31 (see FIG. 2). The control unit 140
has a structure similar to the structure of the control unit
40 (see FIG. 2); however, the control unit 140 does not
function as the object extracting unit 41 (see FIG. 2),
difficult-to-recognize object detecting unit 42 (see FIG.
2), representative color obtaining unit 43 (see FIG. 2),
color arrangement changing unit 44 (see FIG. 2), or
changed image printing unit 45 (see FIG. 2).
[0079] As illustrated in FIG. 17, the PC 150 has a struc-
ture similar to the structure of the PC 50 (see FIG. 3); the
PC 150 includes a storage unit 160, which is a storage
device such as an HDD in which programs and various
types of data are stored, and also includes a control unit
170 that controls the whole of the PC 150. By comparison,
the PC 50 includes the storage unit 60 (see FIG. 3) and
control unit 70 (see FIG. 3). The storage unit 160 has a
structure similar to the structure of the storage unit 60
(see FIG. 3); the storage unit 160 stores a printer driver
161 that controls the MFP 120 and further stores a diffi-
cult-to-recognize color arrangement 162, which is a color
arrangement that that is difficult to visually recognize. By
comparison, the storage unit 60 includes the printer driver
61 (see FIG. 3). The storage unit 160, which stores the
difficult-to-recognize color arrangement 162, constitutes
the difficult-to-recognize storage unit in the present dis-
closure. The difficult-to-recognize color arrangement 162
includes various color arrangement patterns. The printer
driver 161 may be installed on the PC 150 during the
manufacturing of the PC 150. Alternatively, the printer
driver 161 may be added to the PC 150 from a USB mem-
ory, a CD, a DVD or another storage medium or through
the network 11.
[0080] When executing the printer driver 161 stored in
the storage unit 160, the control unit 170 functions as an
object extracting unit 171, a difficult-to-recognize object
detecting unit 172, a representative color obtaining unit
173, a color arrangement changing unit 174, and a
changed image transmitting unit 175. The object extract-
ing unit 171 extracts objects from an image. The difficult-

to-recognize object detecting unit 172 detects, from
among the extracted objects, a difficult-to-recognize ob-
ject 171 that has the difficult-to-recognize color arrange-
ment 162 (stored in the storage unit 160) as a color ar-
rangement to the color of a periphery of the difficult-to-
recognize object. The representative color obtaining unit
173 obtains the representative color of the difficult-to-
recognize object detected by the difficult-to-recognize
object detecting unit 172. The color arrangement chang-
ing unit 174 changes the color arrangement of the image
by assigning, to at least a partial area of the difficult-to-
recognize object detected by the difficult-to-recognize
object detecting unit 172, a color by which the color ar-
rangement to the color of the periphery of the difficult-to-
recognize object is changed from the difficult-to-recog-
nize color arrangement 162 stored in the storage unit
160. The changed image transmitting unit 175 transmits,
to the MFP 120 as print data, an image obtained as a
result of the color arrangement being changed by the
color arrangement changing unit 174.
[0081] Next, the operation of the network system in this
embodiment will be described.
[0082] First, an operation of the PC 150 that is execut-
ed to transmit print data to the MFP 120 will be described.
When the user manipulates the manipulating unit 51 to
command the PC 150 to transmit print data to the MFP
120, the control unit 170 in the PC 150 starts process
illustrated in FIG. 18.
[0083] FIG. 18 shows a flowchart illustrating an oper-
ation of the PC 150 that is executed to transmit print data
to the MFP 120. As illustrated in FIG. 18, the control unit
170 displays a setting screen, similar to the setting screen
shown in FIG. 5, on the display unit 52 (S301). The control
unit 170 selects any one of the following printing methods
set on the setting screen: normal printing, printing in
which visibility is improved by hatching the difficult-to-
recognize object without embedding dot information in
the image, printing in which visibility is improved by
changing the color of the difficult-to-recognize object
without embedding dot information in the image, printing
in which (i) visibility is improved by hatching the difficult-
to-recognize object and (ii) dot information is embedded
in the image, and printing in which (i) visibility is improved
by changing the color of the difficult-to-recognize object
and (ii) dot information is embedded in the image.
[0084] After the process in S301 is executed, the con-
trol unit 170 repeatedly determines whether the start but-
ton on the setting button has been pressed. This contin-
ues until the control unit 170 determines that the start
button has been pressed (S302).
[0085] If the control unit 170 determines in S302 that
the start button has been pressed, the control unit 170
executes the same process as in S204, S206 to S212,
and S214 to S218 in FIG. 4 except that the process is
executed on the image specified as a target to be printed
instead of the image read from the draft by the scanner
24 (S303, S305 to S311, and S313 to S317). Specifically,
the object extracting unit 171, difficult-to-recognize object
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detecting unit 172, representative color obtaining unit
173, and color arrangement changing unit 174 in the con-
trol unit 170 respectively execute process similar to the
process executed by the object extracting unit 41, diffi-
cult-to-recognize object detecting unit 42, representative
color obtaining unit 43, and color arrangement changing
unit 44 in the control unit 40 in the MFP 20 (see FIG. 2).
The control unit 170 uses the difficult-to-recognize color
arrangement 162 stored in the storage unit 160.
[0086] If it is determined in S303 that the identification
process has not been specified, the control unit 170 com-
mands the network communication unit 53 to transmit
the image, specified as a target to be printed, to the MFP
120 as print data (S304), and terminates the process in
FIG. 18. As a result, the MFP 120 creates a recording
medium, on which the target image has been printed.
[0087] If it is determined in S311 that the embedding
of dot information has not been specified, the changed
image transmitting unit 175 in the control unit 170 com-
mands the network communication unit 53 to transmit
the image, created in S310, to the MFP 120 as print data
(S312), and terminates the process in FIG. 18. As a re-
sult, the MFP 120 creates a recording medium, on which
a combined image has been printed, the combined image
being created by drawing the object that has undergone
the identification process on the image specified as a
target to be printed.
[0088] The changed image transmitting unit 175 in the
control unit 170 commands the network communication
unit 53 to transmit the image, created in S317, to the MFP
120 as print data (S318), and terminates the process in
FIG. 18. As a result, the MFP 120 creates a recording
medium, on which a combined image has been printed,
the combined image being created by drawing the object
that has undergone the identification process on the im-
age specified as a target to be printed to create a com-
bined image and further drawing the dot information pat-
tern on the combined image.
[0089] Next, an operation of the MFP 120 that is exe-
cuted to restore the original image from a recording me-
dium on which an image with dot information embedded
has been printed will be described. After setting, on the
scanner 24, a recording medium on which an image with
dot information embedded has been printed as a draft,
the user can manipulate the manipulating unit 21 to com-
mand the MFP 120 to restore the original image. When
the user manipulates the manipulating unit 21 to com-
mand the MFP 120 to restore the original image, the con-
trol unit 140 in the MFP 120 starts process illustrated in
FIG. 15, as in the case with the control unit 40 (see FIG.
2) in the MFP 20 (see FIG. 2) in the first embodiment. As
a result, the MFP 120 creates a recording medium, on
which an image equivalent to the original image has been
printed.
[0090] As described above, when the identification
process is hatching, the PC 150, which executes the
printer driver 161, uses visibility improving segments to
assign, to at least a partial area of an object in which a

color arrangement to the color of a periphery of the object
is difficult to visually recognize, a color by which the color
arrangement to the color of the periphery of the object
becomes easily visually recognizable (S308 and S310).
In addition, information about the representative color of
the area before the color arrangement has been changed
is embedded as dots in the area after the color arrange-
ment has been changed, that is, the area having the vis-
ibility improving segments (S315 and S317). According-
ly, the MFP 120 can print, on a recording medium, an
image that has a color arrangement that has been
changed to improve visibility and from which an image
equivalent to the original image can be restored. When
the identification process is color alteration, the PC 150,
which executes the printer driver 161, assigns, to the
whole of an object in which a color arrangement to the
color of a periphery of the object is difficult to visually
recognize, a color by which the color arrangement to the
color of the periphery of the object becomes easily visu-
ally recognizable (S309 and S310). In addition, informa-
tion about the representative color of the area before the
color arrangement has been changed is embedded as
dots in the area after the color arrangement has been
changed, that is, the area of the recolored object (S316
and S317). Accordingly, the MFP 120 can print, on a
recording medium, an image that has a color arrange-
ment that has been changed to improve visibility and from
which an image equivalent to the original image can be
restored.
[0091] Although the color image creating apparatus in
the present disclosure is preferably an MFP, the color
image creating apparatus may be a dedicated printer or
another image creating apparatus other than a MFP. Fur-
ther, although the computer in the present disclosure is
a PC, the computer may be a computer other than a PC
in this embodiment. Moreover, although the image cre-
ating apparatus having the color arrangement restoring
unit in the present disclosure is an MFP, the image cre-
ating apparatus in this embodiment may be a dedicated
copier or another image creating apparatus other than
an MFP.
[0092] It should be understood that various changes
and modifications to the embodiments described herein
will be apparent to those skilled in the art. Such changes
and modifications may be made without departing from
the scope of the present subject matter and without di-
minishing its intended advantages. It is therefore intend-
ed that such changes and modifications be covered by
the appended claims.

Claims

1. An image forming apparatus (20) comprising:

a reading device (24) configured to read a first
image from a draft;
a printing device (23) configured to print images;
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a difficult-to-recognize color arrangement stor-
age unit (30) configured to store a difficult-to-
recognize color arrangement (31), wherein the
difficult-to-recognize color arrangement is diffi-
cult to visually recognize;
an object extracting unit (41) configured to ex-
tract objects from the first image read by the
reading device;
a difficult-to-recognize object detecting unit (42)
configured to detect, from among the extracted
objects, a difficult-to-recognize object that has
the difficult-to-recognize color arrangement
stored in the difficult-to-recognize color arrange-
ment storage unit as a color arrangement to a
color of a periphery of the difficult-to-recognize
object;
a representative color obtaining unit (43) config-
ured to obtain a representative color of the dif-
ficult-to-recognize object detected by the diffi-
cult-to-recognize object detecting unit;
a color arrangement changing unit (44) config-
ured to change a color arrangement of the first
image by assigning, to an area of the difficult-
to-recognize object detected by the difficult-to-
recognize object detecting unit, a color by which
the color arrangement to the color of the periph-
ery of the difficult-to-recognize object is changed
from the difficult-to-recognize color arrange-
ment stored in the difficult-to-recognize color ar-
rangement storage unit; and
a changed image printing unit (45) configured
to command the printing device to print, on a
first recording medium, the second image ob-
tained as a result of the color arrangement of
the first image being changed by the color ar-
rangement changing unit;
characterised in that:

(1) the color arrangement changing unit is
configured to embed, in the area of the dif-
ficult-to-recognize object, information about
the representative color of the difficult-to-
recognize object, the information being ob-
tained by the representative color obtaining
unit before the color arrangement of the first
image is changed by the color arrangement
changing unit and embedded as dots,
(2) the reading device is further configured
to read the second image printed by the
printing device on the first recording medi-
um, and
(3) the image forming apparatus further
comprises:

(i) an area extracting unit (46) config-
ured to extract, from the second image
read by the reading device, an area cor-
responding to an object including the

dots;
(ii) an area color obtaining unit (47) con-
figured to obtain a color corresponding
to the information embedded as the
dots;
(iii) a color arrangement restoring unit
(48) configured to restore the color ar-
rangement of the first image by assign-
ing the color obtained by the area color
obtaining unit to the area extracted by
the area extracting unit; and
(iii) a restored image printing unit (49)
configured to command the printing de-
vice to print, on a second recording me-
dium, a restored image obtained as a
result of the color arrangement of the
first image being restored by the color
arrangement restoring unit, the re-
stored image being equivalent to the
first image.

2. The image forming apparatus according to Claim 1,
wherein the dots embedded by the color arrange-
ment changing unit include dots that indicate a range
in which the information about the representative
color has been embedded .

3. The image forming apparatus according to Claim 1,
wherein:

the representative color is represented by a plu-
rality of elements, and
the dots embedded by the color arrangement
changing unit include (i) dots corresponding to
information about each of the plurality of ele-
ments in a different rectangular range , and (ii)
for at least one rectangular range, dots that in-
dicate a direction in which another rectangular
range is present.

4. The image forming apparatus according to Claim 1,
wherein:

the representative color is represented by a plu-
rality of elements, and
the area is a range with at least one segment, a
thickness of the at least one segment being a
width of the range.

5. The image forming apparatus according to Claim 1,
wherein the dots embedded by the color arrange-
ment changing unit form a rectangular block (110)
having 576 zones .

6. The image forming apparatus according to Claim 5
wherein the 576 zones comprise 24 vertical zones
by 24 horizontal zones.
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7. The image forming apparatus according to Claim 1,
wherein the image forming apparatus comprises a
multi-function peripheral, a dedicated printer, or a
dedicated copier.

8. A non-transitory computer-readable recording me-
dium storing a printer driver (161) that causes a com-
puter (150) to perform function including:

Storing a difficult-to-recognize color arrange-
ment (162), wherein the difficult-to-recognize
color arrangement is difficult to visually recog-
nize;
extracting objects from a first image;
detecting, from among the extracted objects, a
difficult-to-recognize object that has the difficult-
to-recognize color arrangement as a color ar-
rangement to a color of a periphery of the diffi-
cult-to-recognize object;
obtaining a representative color of the difficult-
to-recognize object;
changing a color arrangement of the first image
by assigning, to an area of the difficult-to-recog-
nize object, a color by which the color arrange-
ment to the color of the periphery of the difficult-
to-recognize object is changed from the difficult-
to-recognize color arrangement;
characterised by:

embedding, in the area of the difficult-to-
recognize object, information about the rep-
resentative color of the difficult-to-recog-
nize object, the information being obtained
before the color arrangement of the first im-
age is changed and embedded as dots; and
causing a second image, the second image
being obtained as a result of the color ar-
rangement of the first image being changed,
to be printed on a first recording medium,
wherein,
the printer driver further causes the compu-
ter to perform functions including:

causing the second image printed on
the first recording medium to be read;
extracting from the second image an ar-
ea corresponding to an object including
the dots;
obtaining a color corresponding to the
information embedded as the dots;
restoring the color arrangement of the
first image by assigning the obtained
color to the extracted area; and
causing a restored image, the restored
image being obtained as a result of the
color arrangement of the first image be-
ing restored, to be printed on a second
recording medium, the restored image

being equivalent to the first image.

9. The non-transitory computer-readable recording
medium according to Claim 8 wherein the embedded
dots include dots that indicate a range in which the
information about the representative color has been
embedded.

10. The non-transitory computer-readable recording
medium according to Claim 8 wherein:-

the representative color is represented by a plu-
rality of elements, and
the embedded dots include (i) dots correspond-
ing to information about each of the plurality of
elements in a different rectangular range as
dots, and (ii) for at least one rectangular range,
dots that indicate a direction in which another
rectangular range is present.

11. The non-transitory computer-readable recording
medium according to Claim 8 wherein:

the representative color is represented by a plu-
rality of elements, and
the area is a range with at least one segment,
wherein a thickness of the at least one segment
is a width of the range.

12. The non-transitory computer-readable recording
medium according to Claim 8 wherein the embedded
dots form a rectangular block (110) having 576
zones.

13. The non-transitory computer-readable recording
medium according to Claim 12 wherein the 576
zones comprise 24 vertical zones by 24 horizontal
zones.

Patentansprüche

1. Bilderzeugungsgerät (20) mit:

einer Lesevorrichtung (24), die dazu konfiguriert
ist, ein erstes Bild von einer Vorlage zu lesen;
einer Druckvorrichtung (23), die dazu konfigu-
riert ist, Bilder zu drucken;
einer Speichereinheit (30) für eine schwer zu
erkennende Farbanordnung, die dazu konfigu-
riert ist, eine schwer zu erkennende Farbanord-
nung (31) zu speichern, wobei die schwer zu
erkennende Farbanordnung visuell schwer er-
kannt werden kann;
einer Objektextrahiereinheit (41), die dazu kon-
figuriert ist, Objekte aus dem ersten Bild zu ex-
trahieren, das durch die Lesevorrichtung gele-
sen ist;
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einer Erfassungseinheit (42) eines schwer zu er-
kennenden Objekts, die dazu konfiguriert ist,
aus den extrahierten Objekten ein schwer zu er-
kennendes Objekt zu erfassen, das die schwer
zu erkennende Farbanordnung hat, die in der
Speichereinheit einer schwer zu erkennenden
Farbanordnung gespeichert ist, und zwar als ei-
ne Farbanordnung für eine Farbe eines Randes
des schwer zu erkennenden Objekts;
einer Erhaltungseinheit (43) einer darstellenden
Farbe, die dazu konfiguriert ist, eine darstellen-
de Farbe des schwer zu erkennenden Objekts
zu erhalten, das durch die Erfassungseinheit ei-
nes schwer zu erkennenden Objekts erfasst ist;
einer Farbanordnungsänderungseinheit (44),
die dazu konfiguriert ist, eine Farbanordnung
des ersten Bildes zu ändern, indem einer Fläche
des schwer zu erkennenden Objekts, das durch
die Erfassungseinheit eines schwer zu erken-
nenden Objekts erfasst ist, eine Farbe zugewie-
sen wird, durch die die Farbanordnung für die
Farbe des Randes des schwer zu erkennenden
Objekts von der schwer zu erkennenden Farba-
nordnung geändert wird, die in der Speicherein-
heit der schwer zu erkennenden Farbanordnung
gespeichert ist;
einer Änderungsbilddruckeinheit (45), die dazu
konfiguriert ist, der Druckvorrichtung ein Dru-
cken des zweiten Bildes auf einem ersten Auf-
zeichnungsmedium zu befehlen, das als ein Er-
gebnis der Farbanordnung des ersten Bildes er-
halten wird, die durch die Farbanordnungsän-
derungseinheit geändert ist;
dadurch gekennzeichnet, dass:

(1) die Farbanordnungsänderungseinheit
dazu konfiguriert ist, in der Fläche des
schwer zu erkennenden Objekts Informati-
onen über die darstellende Farbe des
schwer zu erkennenden Objekts einzubet-
ten, wobei die Informationen durch die Er-
haltungseinheit einer darstellenden Farbe
erhalten werden, bevor die Farbanordnung
des ersten Bildes durch die Farbanord-
nungsänderungseinheit geändert und als
Bildpunkte eingebettet wird,
(2) die Lesevorrichtung des Weiteren dazu
konfiguriert ist, das zweite Bild zu lesen, das
durch die Druckvorrichtung auf dem ersten
Aufzeichnungsmedium gedruckt wird, und
(3) das Bilderzeugungsgerät des Weiteren
Folgendes aufweist:

(i) eine Flächenextrahiereinheit (46),
die dazu konfiguriert ist, aus dem zwei-
ten Bild, das durch die Lesevorrichtung
gelesen ist, eine Fläche entsprechend
einem Objekt einschließlich den Bild-

punkten zu extrahieren;
(ii) eine Flächenfarberhaltungseinheit
(47), die dazu konfiguriert ist, eine Far-
be entsprechend den Informationen zu
erhalten, die als die Bildpunkte einge-
bettet sind;
(iii) eine Farbanordnungswiederher-
stellungseinheit (48), die dazu konfigu-
riert ist, die Farbanordnung des ersten
Bildes wiederherzustellen, indem der
Farbe, die durch die Flächenfarberhal-
tungseinheit erhalten wird, die Fläche
zugewiesen wird, die durch die Fläche-
nextrahiereinheit extrahiert ist; und
(iv) eine Druckeinheit (49) eines wie-
derhergestellten Bildes, die dazu kon-
figuriert ist, der Druckvorrichtung ein
Drucken eines wiederhergestellten Bil-
des auf einem zweiten Aufzeichnungs-
medium zu befehlen, das als ein Ergeb-
nis der Farbanordnung des ersten Bil-
des erhalten wird, die durch die
Farbanordnungswiederherstellungs-
einheit wiederhergestellt ist, wobei das
wiederhergestellte Bild äquivalent zu
dem ersten Bild ist.

2. Bilderzeugungsgerät gemäß Anspruch 1, wobei die
Bildpunkte, die durch die Farbanordnungsände-
rungseinheit eingebettet sind, Bildpunkte enthalten,
die einen Bereich angeben, in dem die Informationen
über die darstellende Farbe eingebettet wurden.

3. Bilderzeugungsgerät gemäß Anspruch 1, wobei:

die darstellende Farbe durch eine Mehrzahl von
Elementen dargestellt ist, und
die Bildpunkte, die durch die Farbanordnungs-
änderungseinheit eingebettet sind, (i) Bildpunk-
te entsprechend Informationen über jedes Ele-
ment der Mehrzahl von Elementen in einem un-
terschiedlichen rechteckigen Bereich und (ii) zu-
mindest für einen rechteckigen Bereich Bild-
punkte enthalten, die eine Richtung angeben, in
der ein anderer rechteckiger Bereich vorhanden
ist.

4. Bilderzeugungsgerät gemäß Anspruch 1, wobei:

die darstellende Farbe durch eine Mehrzahl von
Elementen dargestellt ist, und
die Fläche ein Bereich mit zumindest einem
Segment ist, wobei eine Dicke des zumindest
einen Segments eine Breite des Bereiches ist.

5. Bilderzeugungsgerät gemäß Anspruch 1, wobei die
Bildpunkte, die durch die Farbanordnungsände-
rungseinheit eingebettet sind, einen rechteckigen
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Block (110) mit 576 Zonen bilden.

6. Bilderzeugungsgerät gemäß Anspruch 5, wobei die
576 Zonen 24 vertikale Zonen mal 24 horizontale
Zonen aufweisen.

7. Bilderzeugungsgerät gemäß Anspruch 1, wobei das
Bilderzeugungsgerät ein Multifunktionsperipherie-
gerät, einen zugewiesenen Drucker oder einen zu-
gewiesenen Kopierer aufweist.

8. Nicht-flüchtiges, computerlesbares Aufzeichnungs-
medium, das einen Druckertreiber (161) speichert,
der einen Computer (150) zum Durchführen von
Funktionen veranlasst, die Folgendes aufweisen:

Speichern einer schwer zu erkennenden Farba-
nordnung (162), wobei die schwer zu erkennen-
de Farbanordnung visuell schwer erkannt wer-
den kann;
Extrahieren von Objekten von einem ersten Bild;
Erfassen aus den extrahierten Objekten eines
schwer zu erkennenden Objekts, das die
schwer zu erkennende Farbanordnung hat, und
zwar als eine Farbanordnung für eine Farbe ei-
nes Randes des schwer zu erkennenden Ob-
jekts;
Erhalten einer darstellenden Farbe des schwer
zu erkennenden Objekts;
Ändern einer Farbanordnung des ersten Bildes,
indem einer Fläche des schwer zu erkennenden
Objekts eine Farbe zugewiesen wird, durch die
sich die Farbanordnung für die Farbe des Ran-
des des schwer zu erkennenden Objekts von
der schwer zu erkennenden Farbanordnung än-
dert;
gekennzeichnet durch:

Einbetten in der Fläche des schwer zu er-
kennenden Objekts von Informationen über
die darstellende Farbe des schwer zu er-
kennenden Objekts, wobei die Informatio-
nen erhalten werden, bevor die Farbanord-
nung des ersten Bildes geändert wird, und
als Bildpunkte eingebettet werden; und
Veranlassen, dass ein zweites Bild auf ei-
nem ersten Aufzeichnungsmedium ge-
druckt wird, wobei das zweite Bild als ein
Ergebnis der Farbanordnung des geänder-
ten ersten Bildes erhalten wird, wobei

der Druckertreiber des Weiteren den Computer
zum Durchführen von folgenden Informationen
veranlasst:

Veranlassen, dass das auf dem ersten Auf-
zeichnungsmedium gedruckte zweite Bild
gelesen wird;

Extrahieren aus dem zweiten Bild einer Flä-
che entsprechend einem Objekt
einschließlich den Bildpunkten;
Erhalten einer Farbe entsprechend den In-
formationen, die als die Bildpunkte einge-
bettet sind;
Wiederherstellen der Farbanordnung des
ersten Bildes durch Zuweisen der erhalte-
nen Farbe zu der extrahierten Fläche; und
Veranlassen, dass ein wiederhergestelltes
Bild auf einem zweiten Aufzeichnungsme-
dium gedruckt wird, wobei das wiederher-
gestellte Bild als ein Ergebnis der Farban-
ordnung des ersten Bildes erhalten wird,
das wiederhergestellt ist, wobei das wieder-
hergestellte Bild äquivalent zu dem ersten
Bild ist.

9. Nicht-flüchtiges, computerlesbares Aufzeichnungs-
medium gemäß Anspruch 8, wobei die eingebette-
ten Bildpunkte Bildpunkte enthalten, die einen Be-
reich angeben, in dem die Informationen über die
darstellende Farbe eingebettet wurden.

10. Nicht-flüchtiges, computerlesbares Aufzeichnungs-
medium gemäß Anspruch 8, wobei:

die darstellende Farbe durch eine Mehrzahl von
Elementen dargestellt ist, und
die eingebetteten Bildpunkte (i) Bildpunkte ent-
sprechend Informationen über jedes Element
der Mehrzahl von Elementen in einem unter-
schiedlichen rechteckigen Bereich als Bildpunk-
te und (ii) für zumindest einen rechteckigen Be-
reich Bildpunkte enthalten, die eine Richtung
angeben, in der ein anderer rechteckiger Be-
reich vorhanden ist.

11. Nicht-flüchtiges, computerlesbares Aufzeichnungs-
medium gemäß Anspruch 8, wobei:

die darstellende Farbe durch eine Mehrzahl von
Elementen dargestellt ist, und
die Fläche ein Bereich mit zumindest einem
Segment ist, wobei eine Dicke des zumindest
einen Segments eine Breite des Bereiches ist.

12. Nicht-flüchtiges, computerlesbares Aufzeichnungs-
medium gemäß Anspruch 8, wobei die eingebette-
ten Bildpunkte einen rechteckigen Block (110) mit
576 Zonen bilden.

13. Nicht-flüchtiges, computerlesbares Aufzeichnungs-
medium gemäß Anspruch 12, wobei die 576 Zonen
24 vertikale Zonen mal 24 horizontale Zonen aufwei-
sen.
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Revendications

1. Appareil de formation d’images (20) comprenant :

un dispositif de lecture (24) configuré pour lire
une première image à partir d’une ébauche,
un dispositif imprimeur (23) configuré pour im-
primer des images,
une unité de stockage d’agencement de cou-
leurs difficile à reconnaître (30) configurée pour
stocker un agencement de couleurs difficile à
reconnaître (31), l’agencement de couleurs dif-
ficile à reconnaître étant difficile à reconnaître
visuellement,
une unité d’extraction d’objet (41) configurée
pour extraire des objets à partir de la première
image lue par le dispositif de lecture,
une unité de détection d’objet difficile à recon-
naître (42) configurée pour détecter parmi les
objets extraits un objet difficile à reconnaître qui
présente l’agencement de couleurs difficile à re-
connaître dans l’unité de stockage d’agence-
ment de couleurs difficile à reconnaître comme
agencement de couleurs vers une couleur d’une
périphérie de l’objet difficile à reconnaître,
une unité d’obtention de couleur représentative
(43) configurée pour obtenir une couleur repré-
sentative de l’objet difficile à reconnaître détecté
par l’unité de détection d’objet difficile à recon-
naître,
une unité de changement d’agencement de cou-
leurs (44) configurée pour changer un agence-
ment de couleur de la première image en affec-
tant à une zone d’objet difficile à reconnaître dé-
tectée par l’unité de détection d’objet difficile à
reconnaître une couleur permettant de changer
l’agencement de couleurs vers la couleur de la
périphérie de l’objet difficile à reconnaître à partir
de l’agencement de couleurs difficile à recon-
naître stocké dans l’unité de stockage d’agen-
cement de couleurs difficile à reconnaître, et
une unité d’impression d’image changée (45)
configurée pour commander au dispositif d’im-
primer sur un premier support d’enregistrement
la seconde image obtenue suite au changement
d’agencement de couleurs de la première image
par l’unité de changement d’agencement de
couleurs,
caractérisé en ce que :

(1) l’unité de changement d’agencement de
couleurs est configurée pour incorporer
dans la zone de l’objet difficile à reconnaître
des informations relatives à la couleur re-
présentative de l’objet difficile à reconnaî-
tre, les informations étant obtenues par
l’unité d’obtention de couleur représentati-
ve préalablement au changement de

l’agencement de couleurs de la première
image par l’unité de changement d’agence-
ment de couleurs et incorporées sous forme
de points,
(2) le dispositif de lecture est en plus confi-
guré pour lire la seconde image imprimée
par le dispositif imprimeur sur le premier
support d’enregistrement, et
(3) l’appareil de formation d’image com-
prend en plus :

(i) une unité d’extraction de zone (46)
configurée pour extraire de la seconde
image lue par le dispositif de lecture
une zone correspondant à un objet in-
cluant les points,
(ii) une unité d’obtention de couleur de
zone (47) configurée pour obtenir une
couleur correspondant aux informa-
tions incorporées sous forme de points,
(iii) une unité de restauration d’agence-
ment de couleurs (48) configurée pour
restaurer l’agencement de couleurs de
la première image en affectant la cou-
leur obtenue par l’unité d’obtention de
couleur de zone à la zone extraite par
l’unité d’extraction de zone, et
(iii) une unité d’impression d’image res-
taurée (49) configurée pour comman-
der au dispositif imprimeur d’imprimer
sur un second support d’enregistre-
ment une image restaurée obtenue sui-
te à la restauration de l’agencement de
couleurs de la première image par l’uni-
té de restauration d’agencement de
couleurs, l’image restaurée étant équi-
valente à la première image.

2. Appareil de formation d’images suivant la revendi-
cation 1, dans lequel les points incorporés par l’unité
de changement d’agencement de couleurs incluent
des points qui indiquent une plage, dans laquelle ont
été incorporées les informations relatives à la cou-
leur représentative.

3. Appareil de formation d’images suivant la revendi-
cation 1, dans lequel :
la couleur représentative est représentée par une
pluralité d’éléments, et les points incorporés par
l’unité de changement d’agencement de couleurs in-
cluent (i) des points correspondant à des informa-
tions relatives à chaque pluralité d’éléments dans
une plage rectangulaire différente, et (ii) pour au
moins une plage rectangulaire, des points qui indi-
quent une direction dans laquelle une autre plage
rectangulaire est présente.

4. Appareil de formation d’images suivant la revendi-
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cation 1, dans lequel :
la couleur représentative est représentée par une
pluralité d’éléments, et la zone est une plage avec
au moins un segment, une épaisseur de l’au moins
un segment étant une largeur de la plage.

5. Appareil de formation d’images suivant la revendi-
cation 1, dans lequel les points incorporés par l’unité
de changement d’agencement de couleur forment
un bloc rectangulaire (110) ayant 576 zones.

6. Appareil de formation d’images suivant la revendi-
cation 5, dans lequel les 576 zones comprennent 24
zones verticales par 24 zones horizontales.

7. Appareil de formation d’images suivant la revendi-
cation 1, l’appareil de formation d’images compre-
nant un périphérique multifonctions, une imprimante
dédiée ou un copieur dédié.

8. Support d’enregistrement non temporaire lisible par
ordinateur stockant un pilote d’imprimante (161) qui
fait exécuter par un ordinateur (150) des fonctions
incluant :

le stockage d’un agencement de couleurs diffi-
cile à reconnaître (162), l’agencement de cou-
leurs difficile à reconnaître étant difficile à recon-
naître visuellement,
l’extraction des objets à partir d’une première
image,
la détection parmi les objets extraits d’un objet
difficile à reconnaître qui présente l’agencement
de couleurs difficile à reconnaître comme agen-
cement de couleurs vers une couleur d’une pé-
riphérie de l’objet difficile à reconnaître,
l’obtention d’une couleur représentative de l’ob-
jet difficile à reconnaître,
le changement d’un agencement de couleurs de
la première image en affectant à une zone de
l’objet difficile à reconnaître une couleur permet-
tant de changer la couleur de l’agencement de
couleurs de la périphérie de l’objet difficile à re-
connaître à partir de l’agencement de couleurs
difficile à reconnaître, caractérisé en ce que :

l’incorporation dans la zone de l’objet diffi-
cile à reconnaître des informations relatives
à la couleur de l’objet difficile à reconnaître,
les informations étant obtenues préalable-
ment au changement de l’agencement de
couleurs de la première image et incorpo-
rées sous forme de points, et
la provocation de l’impression d’une secon-
de image sur un premier support d’enregis-
trement, la seconde image étant obtenue
suite au changement de l’agencement de
couleurs de la première image,

le pilote d’imprimante faisant en plus exé-
cuter par l’ordinateur des fonctions
incluant :

la provocation de la lecture de la secon-
de image imprimée sur le premier sup-
port d’enregistrement,
l’extraction à partir de la seconde image
d’une zone correspondant à un objet
incluant les points,
l’obtention d’une couleur correspon-
dant aux informations incorporées
sous forme de points,
la restauration de couleurs de la pre-
mière image en affectant la couleur ob-
tenue à la zone extraite, et
la provocation de l’impression d’une
image restaurée sur un second support
d’enregistrement, l’image restaurée
étant obtenue suite à la restauration de
l’agencement de couleurs de la premiè-
re image, l’image restaurée étant équi-
valente à la première image.

9. Support d’enregistrement non temporaire lisible par
ordinateur suivant la revendication 8, dans lequel les
points incorporés incluent des points qui indiquent
une plage, dans laquelle ont été incorporées les in-
formations relatives à la couleur représentative.

10. Support d’enregistrement non temporaire lisible par
ordinateur suivant la revendication 8, dans lequel :

la couleur représentative est représentée par
une pluralité d’éléments, et
les points incorporés incluent (i) des points cor-
respondant aux informations relatives à chaque
élément de la pluralité d’éléments dans une pla-
ge rectangulaire différente sous forme de points,
et (ii) pour au moins une plage rectangulaire,
des points qui indiquent une direction, dans la-
quelle une autre plage rectangulaire est présen-
te.

11. Support d’enregistrement non temporaire lisible par
ordinateur suivant la revendication 8, dans lequel :

la couleur représentative est représentée par
une pluralité d’éléments, et
la zone est une plage avec au moins un seg-
ment, une épaisseur de l’au moins un segment
étant une largeur de la plage.

12. Support d’enregistrement non temporaire lisible par
ordinateur suivant la revendication 8, dans lequel les
points incorporés forment un bloc rectangulaire
(110) ayant 576 zones.
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13. Support d’enregistrement non temporaire lisible par
ordinateur suivant la revendication 12, dans lequel
les 576 zones comprennent 24 zones verticales par
24 zones horizontales.
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