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Description

CROSS-REFERENCE TO RELATED APPLICATION(S) 
AND CLAIM OF PRIORITY

[0001] The present application claims the benefit un-
der the priority of Japanese Patent Application filed in
the Japan Patent Office on April 23, 2010 and assigned
serial number 2010-100196.

FIELD OF THE INVENTION

[0002] This invention relates to a drum brake device
and an incremental (a micro-adjustment) type automatic
shoe clearance adjustment apparatus installed in a drum
brake device.

BACKGROUND OF THE INVENTION

[0003] An incremental type automatic shoe clearance
adjustment apparatus is commonly known to automati-
cally adjust a shoe clearance between a brake shoe and
a brake drum, when the shoe clearance increases due
to brake shoe lining wear, by co-operating a strut assem-
bly, which is extending between a pair of brake shoes,
and a driving member, which makes a ratchet engage-
ment with adjustment teeth integrally formed on the strut
assembly to rotate the adjustment teeth, to extend the
entire length of the strut assembly.
[0004] The strut assembly includes a screw-engage-
ment unit, having a bolt member with the adjustment teeth
formed thereon and a nut member into which the bolt
member is screwed, and a fitting member relatively-ro-
tatably fitting on/in the screw engagement unit, where an
end portion of the screw-engagement unit and an end
portion of the fitting member, i.e., both ends of the strut
assembly, engage the pair of brake shoes respectively.
When assembling a drum brake device in which the in-
cremental type automatic shoe clearance adjustment ap-
paratus is installed, the strut assembly is temporarily set
between the pair of brake shoes to make a semi-assem-
bly first, and then the semi-assembly consisting of the
brake shoes and the strut assembly are mounted on a
backing plate. However, the semi-assembly of the brake
shoes and the strut assembly is not stable for moving
around. When assembling the automatic shoe clearance
apparatus in the known drum brake device, in addition
to a process of semi-assembling the pair of brake shoes
and the strut assembly, an extremely difficult process of
properly mounting the unstable semi-assembly of the
brake shoes and the strut assembly is necessary while
maintaining the semi-assembly, which makes the entire
process more difficult and increases production cost.
[0005] The Patent Document 1 shows another type of
drum brake device equipping the incremental type auto-
matic shoe clearance adjustment apparatus where the
strut assembly is installed after the pair of brake shoes
are mounted on the backing plate. When installing the

automatic shoe clearance adjustment apparatus in the
drum brake device, one side of the strut assembly is set
on one brake shoe as inclining the strut assembly relative
to the backing plate, and then the strut assembly inclines
back to level with the backing plate to superpose and set
the other side of the strut assembly on the other brake
shoe.
[0006] Also, in the drum brake device, a spring member
fits over the other side of the strut assembly making a
cantilever condition therebetween, and a top of the spring
member engages a shoe web to restrict a free rotation
of the strut assembly. Accordingly, when assembling this
drum brake device, the strut assembly cannot easily be
installed automatically, which leads to a problem of inef-
fective manual strut assembly operation. Furthermore, a
brake lever is necessary for installing the strut assembly,
and therefore this type is not suitable for a service brake
excusive drum brake device, that is, one without the
brake lever.
[0007]

[Patent Document 1] Japanese Provisional Patent
Publication No. 2003-522914 (US Provisional Patent
Publication No. 2003/0070890)

A similar brake is also known from US-A-2006/0219 493.

SUMMARY OF THE INVENTION

[0008] This invention is aimed to resolve the above-de-
scribed problems, and an object of this invention is to
provide a drum brake device comprising an incremental
type automatic shoe clearance adjustment apparatus
that enables an installation of a strut assembly while
brake shoes are being mounted on a backing plate. An-
other object of this invention is to provide a drum brake
device comprising an automatic shoe clearance adjust-
ment apparatus that facilitates an automatic installation
of the strut assembly. Another object of this invention is
to provide a drum brake device comprising an automatic
shoe clearance adjustment apparatus that can be used
for a drum brake device without a brake lever.
[0009] This invention provides particular features in the
drum brake device comprising the automatic shoe clear-
ance adjustment apparatus that includes a semi-assem-
bly having a backing plate, a pair of brake shoes mounted
on the backing plate so as to face each other, a service
brake actuator positioned between one facing ends of
the pair of brake shoes, an anchor positioned between
the other facing ends of the pair of brake shoes, and a
shoe return spring urging the pair of brake shoes in a
direction to approach each other so as to maintain both
abutments between one facing ends of the brake shoes
and the service brake actuator and between the other
facing ends of the brake shoes and the anchor. This au-
tomatic shoe clearance adjustment apparatus has a strut
assembly and a driving member, where the strut assem-
bly includes a screw a screw-engagement unit, adjacent
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to one of the pair of brake shoes, which is consisting of
a bolt member with the adjustment teeth formed thereon
and a nut member into which the bolt member is screwed
and a fitting member, adjacent to the other of the pair of
brake shoes, relatively-rotatably fitting in the screw-en-
gagement unit and the driving member engages adjust-
ment teeth integrally formed on the screw engagement
assembly of the strut assembly and rotates the adjust-
ment teeth in one direction to extend the entire length of
the strut assembly so as to automatically adjust a clear-
ance between the brake shoes and a brake drum when
the amount of brake shoe opening is more than a prede-
termined value. The strut assembly of said automatic
shoe clearance adjustment apparatus is mountable be-
tween the pair of brake shoes of said semi-assembly
when said strut assembly shifts, being parallel to the
backing plate, in the direction towards the backing plates
and said strut assembly is engageable with the brake
shoes when the length of said strut assembly is extended.
[0010] Also, the drum brake device comprising the au-
tomatic shoe clearance adjustment apparatus according
to the above-description has a feature that strut assembly
is engageable with one of the brake shoes via a brake
lever being provided on one of the brake shoes and op-
erating by the parking brake.
[0011] Furthermore, the drum brake device comprising
the automatic shoe clearance adjustment apparatus ac-
cording to the above-description has a feature that a dis-
tance between the pair of brake shoes in an axial direction
of the strut assembly is larger than a length from a first
part of the strut assembly to a second part of the strut
assembly at least when the length of the screw engage-
ment unit of the strut assembly is shortest, where the first
and second parts respectively define shoe-engagement
portions of the strut assembly at both side thereof.
[0012] According to this invention, after the strut as-
sembly makes a parallel movement toward the backing
plate, a screw-engagement unit of the strut assembly can
be extended to engage the pair of brake shoes, and there-
fore the strut assembly can be installed while the brake
shoes are mounted on the backing plate. According to
this invention, the strut assembly can be installed be-
tween the pair of brake shoes by simply extending the
entire length of the screw-engagement unit, which facil-
itates an automatic installing process of the strut assem-
bly. According to this invention, the automatic shoe clear-
ance adjustment can be used for the service brake ex-
cusive drum brake device without the brake lever.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013] FIG. 1 is a plan view of the drum brake device
equipped with the incremental type automatic shoe clear-
ance adjustment apparatus of the first embodiment of
this invention;
[0014] FIG. 2 is a cross sectional view of FIG. 1 taken
along the line II-II;
[0015] FIG. 3 is a plan view of the drum brake device

prior to the installation of the strut assembly;
[0016] FIG. 4 is a cross sectional view of the drum
brake device prior to the completion of the installation of
the strut assembly;
[0017] FIG. 5 is a cross sectional view of the drum
brake device equipped with the incremental type auto-
matic shoe clearance adjustment apparatus of the sec-
ond embodiment of this invention;
[0018] FIG. 6 is a cross sectional view of the drum
brake device prior to the completion of the installation of
the strut assembly;
[0019] FIG. 7 is an enlarged view for explaining the
dimensional relationship between an intermediate jaw
section formed on a right side of the nut member of the
strut assembly and an engagement hole of one brake
shoe;
[0020] FIG. 8 is a cross sectional view of the drum
brake device equipped with the incremental type auto-
matic shoe clearance adjustment apparatus of the mod-
ified example of the first embodiment; and
[0021] FIG. 9 is a cross sectional view of the drum
brake device equipped with the incremental type auto-
matic shoe clearance adjustment apparatus of the mod-
ified example of the second embodiment.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENT

<First Embodiment>

[0022] The first embodiment of this invention will be
explained with reference to FIGS. 1-4 in the following
paragraphs.

<1> Overall Structure of Drum Brake Device

[0023] FIG. 1 shows a plan view of a leading-trailing
(LT) type drum brake device having a parking brake
mechanism and at the same time equipped with the in-
cremental type automatic shoe clearance adjustment ap-
paratus; FIG. 2 shows a cross sectional view of the drum
brake device in FIG. 1; FIG. 3 shows a plan view of the
drum brake device prior to the installation of the strut
assembly that is a component of the automatic shoe
clearance adjustment apparatus; and FIG. 4 shows a
cross sectional view of the drum brake device prior to the
completion of the installation of the strut assembly.
[0024] In the drum brake device in FIG. 1, a backing
plate 10 is fixed on a stationary part of a vehicle using
fixing means such as screwing bolts, and a pair of brake
shoes 11 and 12 are slidably supported on the backing
plate 10 by publicly known shoe hold apparatuses 13, 13.
[0025] The pair of brake shoes 11 and 12, which are
formed by fixing shoe rims 11 b, 12b on shoe webs 11
a, 12a, thereby making T-shapes in cross section, and
affixing linings 11c, 12c on peripheral surfaces of the
shoe rims 11b, 12b, have each of one pair of ends (upper
ends of FIG. 1) engaging a piston of a wheel cylinder 14
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that functions as a shoe expander for the service brake
operation and each of the other pair of ends (lower ends
of FIG. 1) being supported by an anchor 15 fixed on the
backing plate 10.
[0026] The wheel cylinder 14 that functions as a serv-
ice brake actuator is fixed on the backing plate 10 using
fixing means such as bolts and is structured so that pis-
tons therein always move together with facing one ends
of the brake shoes 11, 12.
[0027] Shoe return springs 16, 17 are extended be-
tween the pair of brake shoes 11 and 12 so as to urge
the brake shoes 11, 12 toward a diameter reducing di-
rection.
[0028] A strut assembly 20 establishing the automatic
shoe clearance adjustment apparatus is positioned near
the wheel cylinder 14 and bridges between both brake
shoes 11 and 12. The drum brake device relating to this
invention is structured so that the strut assembly 20 can
be installed between the brake shoes 11 and 12 from a
surface side of FIG. 1 opposite to the backing plate 10
relative to the brake shoes 11, 12 after positioning the
pair of brake shoes 11 and 12 on the backing plate 10
as described later.
[0029] A brake lever 30 for the parking brake operation
lies on the shoe web 11 a of one brake shoe 11, and a
proximal end (upper end of FIG. 1) is pivotally supported
at one end of the shoe web 11 a by a lever pin 31. The
brake lever 30 that receives a spring force of the shoe
return springs 16, 17 restricts the return position as a
stopper 30a abutting against the shoe rim 11b. A brake
cable (not shown in the figures) is connected to a free
end (lower end of FIG. 1) of the brake lever 30.

<2> Automatic Shoe Clearance Adjustment Apparatus

[0030] As shown in FIGS. 1 and 2, the automatic shoe
clearance adjustment apparatus has the strut assembly
20 extending between the pair of brake shoes 11 and 12
and a driving member that automatically adjusts the shoe
clearance by extending the entire length of the strut as-
sembly 20.
[0031] This strut assembly 20 has a screw engage-
ment unit 24, which is a combination of the bolt member
22 with integrally formed adjustment teeth 22c and the
tube-shaped nut member 23 into which the bolt member
22 is screwed, and a fitting member 25 relatively-rotata-
bly fitting over the screw-engagement unit 24, where the
screw-engagement unit 24 and the fitting member 25 en-
gage the pair of brake shoes 11 and 12 respectively.
[0032] The driving member has an approximately
V-shaped adjustment lever 26, which is pivotally support-
ed at the shoe web 12a of the other brake shoe 12, and
an adjustment spring 27, which urges the adjustment le-
ver 26 in one direction. Components of the automatic
shoe clearance adjustment apparatus will be explained
in detail in the following paragraphs.

<3> Strut Assembly

[0033] The adjustment teeth 22c with small teeth on
the periphery are integrally formed on an intermediate
portion of the bolt member 22. A screw axle 22a at the
right side of the bolt member 22 engages the nut member
23, and a fitting axle 22b at the left side of the bolt member
22 slidably-rotatably fits into a closed bottom hole of the
fitting member 25 at the left side of the bolt member 22.
[0034] A first upper jaw section 23a and a first lower
jaw section 23b with a shorter projection than the first
upper jaw section 23a are positioned on a flat portion of
the nut member 23 at the right side thereof. A first notched
groove 23c and a first stepped portion 23d are formed
between both the first upper and the lower jaw sections
23a and 23b of the nut member 23, where the brake lever
30 fits in the first notched groove 23c and the shoe web
11 a of one brake shoe 11 fits in a space between the
first stepped portion 23d and the brake lever 30, thereby
disabling the rotation of the nut member 23.
[0035] A second upper jaw section 25a and a second
lower jaw section 25b with a shorter projection than the
second upper jaw section 25a are positioned on a flat
portion of the fitting member 25 at the left side thereof.
A second notched groove 25c and a second stepped
portion 25d are formed between both second upper and
lower jaw sections 25a and 25b of the fitting member 25,
where the shoe web 12a of the other brake shoe 12 fits
in the second notched groove 25c to disable the rotation
of the fitting member 25.
[0036] The strut assembly 20 is structured such that
the adjustment teeth 22c are used to rotate the bolt mem-
ber 22 to enable the bolt member 22 to screw in and out
relative to the nut member 23 for adjusting the entire
length of the screw-engagement unit 24.
[0037] The drum brake device relating to this invention
is such that a distance L1 in a strut assembly axial direc-
tion between the pair of brake shoes 11 and 12, on which
the strut assembly 20 is positioned, in order to set the
strut assembly 20 from an opposite side of the backing
plate 10 relative to the brake shoes 11, 12 after position-
ing the pair of brake shoes 11 and 12 on the backing
plate 10, is designed to be more than a distance L2 in a
strut assembly axial direction between both end portions
of the strut assembly 20 engaging the brake shoes 11
and 12 at least when the length of the screw-engagement
unit 24 of the strut assembly 20 is shortest (FIG. 4). In
other words, when the screw-engagement unit 24 of the
strut assembly 20 is contracted in the shortest length,
the length of both first lower jaw section 23b and second
lower jaw section 25b, which are formed on both ends of
the strut assembly 20, are designed to not interfere with
an inner end surface of the brake lever 30 and an inner
end surface of the shoe web 12a of the other brake shoe
12.
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<4> Driving Member

[0038] FIG. 1 shows a plan view of the adjustment lever
26 and the adjustment spring 27 as components of the
driving member, and FIG. 2 shows partially omitted ad-
justment lever 26. The adjustment lever 26 is pivotally
supported at a pin 28 rising from the shoe web 12a of
the other brake shoe 12 and has two arms 26a and 26b
extending from a pivot section with the pin 28 where one
arm 26a fits in the second stepped portion 25d of the
fitting member 25 while a pawl portion 26c of the other
arm 26b makes a ratchet engagement with the adjust-
ment teeth 22c of the bolt member 22, so that one arm
26a is urged in a clockwise direction, as shown in FIG.
1, to abut against the second stepped portion 25d using
a spring force of the adjustment spring 27 extending be-
tween the other arm 26b and the shoe web 12a.

<5> Drum Brake Device Assembling Operation

[0039] According to the assembling process of the con-
ventional drum brake device, the strut assembly is tem-
porarily set between the pair of brake shoes to form the
semi-assembly, and then the semi-assembly is mounted
on the backing plate. When compared to the conventional
assembly process, this invention provides a different as-
sembling process from the conventional assembling
process where the pair of the brake shoes 11 and 12 are
mounted on the backing plate 10 and then the strut as-
sembly 20 is installed between the pair of brake shoes
11 and 12. The drum brake device assembling operation
will be explained in the following paragraphs.
[0040] FIG. 3 is a plan view of the drum brake device
prior to the installation of the strut assembly 20 that is a
component of the automatic shoe clearance adjustment
apparatus, where the brake shoes 11, 12 are mounted
on the backing plate 10 while slidably supported by the
publicly known shoe hold apparatuses 13, 13. When in-
stalling one brake shoe 11, the proximal end of the brake
lever 30 for the parking brake operation, which is posi-
tioned under the shoe web 11 a, is designed to be pivot-
ally supported by the lever pin 31. Also, when installing
the other brake shoe 12, the pin 28 is set to stand on the
shoe web 12a of the other brake shoe 12.
[0041] The shoe return springs 16, 17 are extended
between the pair of brake shoes 11 and 12 to abut one
facing (upper) ends of the pair of the brake shoes 11 I
and 12 against the pistons of the wheel cylinder 14 re-
spectively, and the other facing (lower) ends thereof are
supported by the anchor 15 fixed on the backing plate
10, which complete the installation of the pair of brake
shoes 11 and 12.
[0042] FIG. 4 shows a cross sectional view of the drum
brake device illustrating the installation of the strut as-
sembly 20 between the pair of brake shoes 11 and 12
already mounted on the backing plate 10. The strut as-
sembly 20 prior to the installation as shown in a two-dot
chain line of FIG. 4 is positioned to face parallel to the

backing plate 10, and the first and second lower jaws 23b
and 25b are positioned to face toward the backing plate
10. Under this condition, the strut assembly 20 is paral-
lelly moved from the opposite direction of the backing
plate 10 relative to the pair of the brake shoes 11 and 12
toward the backing plate 10. When the strut assembly
20 parallelly moves toward the pair of brake shoes 11
and 12, the first and second lower jaws 23b and 25b
formed on the flat surfaces at both ends of the strut as-
sembly 20 pass without interfering the brake lever 30
pivotally supported at the shoe web 11 a of the brake
shoe 11 and the shoe web 12a of the brake shoe 12, and
the first and second upper jaws 23a and 25a formed on
the flat surfaces at both ends of the strut assembly 20
abut against one surfaces of the shoe webs 11 a, 12a of
the pair of brake shoes 11 and 12. At this time, the strut
assembly 20 is such that the length of the screw-engage-
ment unit 24 is short, and therefore the strut assembly
20 can be installed from the opposite direction of the
backing plate 10 relative to the pair of brake shoes 11
and 12 simply by parallelly moving the strut assembly 20.
[0043] Following the previous step, while the first and
second upper jaws 23a, 25a at both ends of the strut
assembly 20 are being set on the shoe webs 11 a, 12a
of the pair of brake shoes 11 and 12, the adjustment teeth
22c are rotated to extend the entire length of the strut
assembly 20. As extending the length of the strut assem-
bly 20, the brake lever 30 fits in the first notched groove
23c at the right side flat portion to abut against the bottom
portion of the first notched groove 23c. Here, the shoe
web 11a of one brake shoe 11 freely fits in a space formed
between the stepped portion 23d and the brake lever 30
with a gap between the stepped portion 23d and the shoe
web 11 a. Also, at the flat portion at the left side of the
strut assembly 20, the shoe web 12a of the other brake
shoe 12 fits in the second notched groove 25c to abut
against the bottom portion of the second notched groove
25c. When the strut assembly 20 extends, both upper
jaws 23a and 25a smoothly slide along the shoe webs
11 a, 12a of the pair of brake shoes 11 and 12.
[0044] As such, the lower jaws 23b, 25b at both ends
of the strut assembly 20 proceed to lay under the back
surfaces of the brake lever 30 and the other shoe web
12a, thereby effectively preventing the floating and rota-
tion of the strut assembly 20.
[0045] Finally, the adjustment lever 26 and the adjust-
ment spring 27 are assembled to complete the assembly
of the drum brake device. Various installing processes
for the adjustment lever 26 and the adjustment spring 27
may be used, then the adjustment lever 26 can be rotated
clockwise from a general installing position to set on the
pin 28 and the adjustment lever 26, while the adjustment
spring 27 is temporarily set between the adjustment lever
26 and the she web 12a, can be rotated counterclockwise
to complete the installing process.
[0046] As described above, the strut assembly 20,
while the brake shoes 11, 12 are mounted on the backing
plate 10, can be installed later, this invention can vastly
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reduce the production cost compared to the conventional
device.
[0047] Since the automatic shoe clearance adjustment
operation, where the adjustment lever 26 rotates the
teeth 22c to extend the entire length of the strut assembly
20 so as to maintain approximately uniform shoe clear-
ance when the linings 11c, 12c wear, is well known, the
explanation thereof will be omitted here.
[0048] Second embodiment and modifications of first
and embodiments will be explained next, and common
elements as described in the first embodiment will have
the same reference numbers and the detailed explana-
tion of which will be omitted.

<Second Embodiment>

<1> Automatic Shoe Clearance Adjustment Apparatus

[0049] FIGS. 5-7 shows another embodiment where a
top of one end of the first upper jaw 23a on the strut
assembly 20 is extended to integrally form a hook shaped
intermediate jaw 23e, and the intermediate jaw 23e pro-
ceeds in a rectangular engagement hole 11 d formed on
the shoe web 11 a of one brake shoe 11. FIG. 5 shows
a cross sectional view of the leading-trailing (LT) type
drum brake device that has the parking brake mechanism
as well as the incremental type automatic shoe clearance
adjustment apparatus; and FIG. 6 shows a cross sec-
tional view of the drum brake device prior to the comple-
tion of the installation of the strut assembly 20.
[0050] On the right flat portion of the nut member 23,
a first stepped portion 23d is formed at an inner side of
the first upper jaw 23a, and a second stepped portion 23f
is formed on the proximal end of the first upper jaw 23a.
The intermediate jaw 23e is designed such that an ex-
tended piece of top of the right nut member 23 is bent in
a right angle toward the second stepped portion 23f, and
the extended piece is further bent in a right angle parallel
to and along the longitudinal direction of the first upper
jaw 23a. This example does not have a lower jaw on the
right flat portion of the nut member 23, and therefore the
intermediate jaw 23e integrally formed from the first up-
per jaw 23a prevents the floating of the strut assembly
20 just like the lower jaw of the first embodiment. The
second stepped portion 23f is a member to be abutted
against the brake lever 30, which is the same as the first
notched groove 23c of the first embodiment.
[0051] FIG. 7 is a cross sectional view of the drum
brake device illustrating the dimensional relationship be-
tween the intermediate jaw 23e integrally formed on the
first upper jaw 23a of the nut member 23 and the engage-
ment hole 11 d formed on the shoe web 11 a of one brake
shoe 11. A length L3 of the intermediate jaw 23e integrally
formed on the first upper jaw 23a is shorter than an open-
ing width L4 of the rectangular engagement hole 11 d
formed on the shoe web 11 a, and when the strut assem-
bly 20, after mounting the pair of the brake shoes 11 and
12 on the backing plate 10, while the strut assembly 20

is positioned parallel to the backing plate 10, is assem-
bled from the opposite direction of the backing plate 10
relative to the pair of brake shoes 11 and 12 toward the
backing plate 10, the intermediate jaw 23e is able to pass
in the engagement hole 11d of the shoe web 11a. The
structures of the left side of the strut assembly 20 and
another shoe clearance adjustment apparatus of second
embodiment are same as previously explained first em-
bodiment and therefore the explanation of which will be
omitted here. In this embodiment, the distance L1, in the
strut assembly axial direction between the pair of brake
shoes 11 and 12 for the strut assembly 20 to be extended,
is designed more than the distance L2 in an strut assem-
bly axial direction between both end portions of the strut
assembly 20 engaging the brake shoes 11 and 12 at least
when the length of the screw-engagement unit 24 of the
strut assembly 20 is shortest (FIG. 6).

<2> Drum Brake Device Assembling Operation

[0052] Just like the above-explained first embodiment,
the pair of brake shoes 11 and 12 are mounted on the
backing plate 10. After completing the installation of the
pair of the brake shoes 11 and 12, the strut assembly 20
as shown in a two-dot chain line of FIG. 6 is positioned
to face parallel to the backing plate 10, and the strut as-
sembly 20 is installed from the opposite direction of the
backing plate 10 relative to the pair of brake shoes 11
and 12 toward the backing plate 10. Upon installing the
strut assembly 20, the intermediate jaw 23e of the left
flat portion of the strut assembly 20 freely fits in the en-
gagement hole 11 d of the shoe web 11 a, and then the
first upper jaw 23a abuts against one surface of the shoe
web 11 a of one brake shoe 11. The left flat portion at
the left side of the strut assembly 20 abuts against one
surface of the shoe web 12a of the other brake shoe 12.
[0053] In the next step, while the first and second upper
jaws 23a, 25a at both ends of the strut assembly 20 are
abutting against the shoe webs 11 a, 12a of the pair of
brake shoes 11 and 12, the adjustment teeth 22c are
rotated to extend the entire length of the strut assembly
20, as shown in FIG. 5, the second stepped portion 23f
at the right flat portion of the strut assembly 20 abuts
against the brake lever 30, and at the same time the
intermediate jaw 23e freely fitting in the engagement hole
11d of the shoe web 11a approaches the shoe rim 11 b
to project at a back surface side of the shoe web 11a
disabling the rotation of the nut member 23. At the flat
portion at the left side of the strut assembly 20, the shoe
web 12a of the other brake shoe 12 fits in the second
notched groove 25c to abut against the bottom portion
of the second notched groove 25c.
[0054] As such, the strut assembly 20, upon comple-
tion of the installation, because of the intermediate jaw
23e and the lower jaw 25b at both ends thereof is posi-
tioned at the back surface sides of the shoe webs 11 a,
12a, effectively prevents the floating and rotation of the
strut assembly 20. This embodiment has another advan-
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tage of omitting the lower jaw of the nut member 23 which
simplifies the structure of the strut assembly 20.

<Modification>

[0055] According to FIGS. 8-9, modifications of the first
and second embodiments applied in the service brake
exclusive drum brake device without the brake lever will
be explained in the following paragraphs. To explain the
modifications, the left flat portion of the strut assembly
20 is same as the first and second embodiments and
therefore the explanation of which will be omitted here.
Accordingly, the explanation is focused on the fitting
structure of the right flat portion of the strut assembly 20
and one brake shoe 11.
[0056] FIG. 8 illustrates a modified example of the first
embodiment which shows a cross sectional view of the
leading-trailing (LT) type drum brake device. The first up-
per jaw section 23a and the first lower jaw section 23b
with the shorter projection than the first upper jaw section
23a are positioned on the flat portion of the nut section
23 at the left side thereof. The shoe web 11 a of one
brake shoe 11 fits in the first notched groove 23c formed
between both first upper and lower jaws 23a and 23b to
abut against the bottom portion of the first notched groove
23c and to disable the rotation of the nut member 23 at
the same time. For the strut assembly 20 as shown in
FIG. 8, both first and second lower jaw 23b and 25b is
positioned at the back surface sides of the shoe webs 11
a, 12a, which effectively prevents the floating and rotation
of the strut assembly 20.
[0057] FIG. 9 illustrates a modified example of the sec-
ond embodiment which shows a cross sectional view of
the leading-trailing (LT) type drum brake device. The first
upper jaw 23a and the intermediate jaw 23e is integrally
extending from the first upper jaw 23a are formed on the
left flat portion of the nut member 23, and the stepped
portion 23d is formed on the proximal end of the first
upper jaw 23a, abutting to engage the shoe web 11a of
one brake shoe 11. The rectangular engagement hole
11 d, in which the intermediate jaw 23e can freely be
fitting, is formed on the shoe web 11 a of one brake shoe
11. For the strut assembly 20 of this example, the inter-
mediate jaw 23e formed on the left flat portion of the nut
member 23 fits in the engagement hole 11 d to is posi-
tioned at the back surface side of the shoe web 11 a, and
the second lower jaw 25b formed on the left flat portion
of the fitting member 25 is positioned at the back surface
side of the shoe web 12a, thereby effectively preventing
the floating and rotation of the strut assembly 20.
[0058] As in the above-explained modifications, the
automatic shoe clearance adjustment apparatus accord-
ing to this invention can be employed in the service brake
excusive drum brake device without the brake lever.

<Third Embodiment>

[0059] The first and the second embodiments illustrate

the arrangement where the brake lever 30 is superposed
on the shoe web 11 a of one brake shoe 11; however,
the brake lever 30 can be positioned on the shoe web
12a of the other brake shoe 12. While the embodiments
of the present invention disclosed herein are presently
considered to be preferred embodiments, various chang-
es and modifications can be made without departing from
the scope of the present invention. The scope of the in-
vention is indicated in the appended claims, and all
changes that come within the meaning and range of
equivalents are intended to be embraced therein.

<EXPLANATION OF REFERENCE NUMBERS>

[0060]

10. Backing Plate
11, 12 Brake Shoe
11a, 12a Shoe Web
11b, 12b Shoe Rim
11c, 12c Lining
13 Shoe Hold Apparatus
14 Wheel Cylinder
15 Anchor
16, 17 Shoe Return Spring
20 Strut Assembly
22 Bolt Member
22c Adjustment Teeth (of Bolt Member)
23 Nut Member
23a First Upper Jaw (of Nut Member)
23b First Lower Jaw (of Nut Member)
23c First Notched Groove (of Nut Member)
23d First Stepped Portion(of Nut Member)
23e Intermediate Jaw (of Nut Member)
24 Screw-engagement Unit
25 Fitting Member
25a Second Upper Jaw (of Fitting Member)
25b Second Lower Jaw (of Fitting Member)
25c Second Notched Groove (of Fitting Member)
25d Second Stepped Portion (of Fitting Member)
26 Adjustment Lever
26a One Arm (of Adjustment Lever)
26b The Other Arm (of Adjustment Lever)
26c Pawl Portion (of Adjustment Lever)
27 Adjustment Spring
30 Brake lever

Claims

1. A drum brake device comprising:

(I) a semi-assembly having:

(A) a backing plate (10),
(B) a pair of brake shoes (11, 12) mounted
on the backing plate (10) so as to face each
other,
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(C) a service brake actuator (14) positioned
between one facing ends of the pair of brake
shoes (11, 12),
(D) an anchor (15) positioned between the
other facing ends of the pair of brake shoes
(11, 12), and
(E) a shoe return spring (16, 17) urging the
pair of brake shoes in a direction to ap-
proach each other so as to maintain both
abutments between one facing ends of the
brake shoes (11, 12) and the service brake
actuator (14) and between the other facing
ends of the brake shoes (11, 12) and the
anchor (15), and

(II) an automatic shoe clearance adjustment ap-
paratus having:

(A) a strut assembly (20) including;

(1) a screw-engagement unit (24) con-
sisting of a bolt member (22) with the
adjustment teeth (22c) formed thereon
and a nut member (23) into which the
bolt member (22) is screwed, where
said screw-engagement unit (24) is po-
sitioned adjacent to one of the pair of
brake shoes (11, 12); and
(2) a fitting member (25) relatively-ro-
tatably fitting in the screw-engagement
unit (24) and said fitting member (25)
is positioned adjacent to the other of
the pair of brake shoes (11, 12), and

(B) a driving member (26, 27) that engages
adjustment teeth (22c) integrally formed on
the screw engagement unit (24) of the strut
assembly (20) and rotates the adjustment
teeth (22c) in one direction to extend the
entire length of the strut assembly (20) so
as to automatically adjust a clearance be-
tween the brake shoes (11, 12) and a brake
drum when the amount of brake shoe open-
ing is more than a predetermined value,

characterized in that said strut assembly (20) of
said automatic shoe clearance adjustment appara-
tus is mountable between the pair of brake shoes
(11, 12) of said semi-assembly when said strut as-
sembly (20) shifts, being parallel to the backing plate
(10), in the direction towards the backing plate, and
said strut assembly (20) is engageable with the brake
shoes (11, 12) when the length of said strut assembly
(20) is extended.

2. The drum brake device according to Claim 1, char-
acterized in that said strut assembly (20) is engage-
able with one brake shoe (11) via a brake lever (26)

being provided on said one brake shoe (11) and op-
erating by the parking brake.

3. The drum brake device according to Claims 1 or 2,
characterized in that a distance between a shoe-
engagement portions of the pair of brake shoes (11,
12) in an axial direction of the strut assembly (20) is
larger than a length from a backing plate side part
(23b; 23f) of the screw-engagement unit (24) of the
strut assembly (20) to a backing plate side part (25b)
of the fitting member of the strut assembly (20) at
least when the length of the strut assembly (20) is
shortest, where said backing plate side parts (23b;
23f) defines the shoe-engagement portion of the
strut assembly (20) at one brake shoe thereof and
said backing plate side part (25b) defines the shoe-
engagement portion of the strut assembly (20) at a
second brake shoe side thereof.

Patentansprüche

1. Trommelbremsvorrichtung, die Folgendes aufweist:

(I) eine Teilbaugruppe, die Folgendes aufweist:

(A) eine Trägerplatte (10),
(B) ein Paar Bremsbacken (11, 12), die so
auf der Trägerplatte (10) montiert sind, dass
sie einander zugewandt sind,
(C) einen Betriebsbremsaktuator (14), der
zwischen den einen gegenüberliegenden
Enden des Bremsbackenpaares (11, 12)
angeordnet ist,
(D) einen Anker (15), der zwischen den an-
deren gegenüberliegenden Enden des
Bremsbackenpaares (11, 12) angeordnet
ist, und
(E) eine Backenrückholfeder (16, 17), die
das Paar Bremsbacken in eine Richtung
drängt, in der sie sich derart einander an-
nähern, dass beide Anlagekontakte zwi-
schen den einen gegenüberliegenden En-
den der Bremsbacken (11, 12) und dem Be-
triebsbremsaktuator (14) und zwischen den
anderen gegenüberliegenden Enden der
Bremsbacken (11, 12) und dem Anker (15)
beibehalten bleiben, und

(II) eine Vorrichtung zur automatischen Einstel-
lung des Bremsbackenspiels, die Folgendes
aufweist:

(A) eine Spreizanordnung (20), die Folgen-
des umfasst:

(1) eine Schraubeingriffnahme-Einheit
(24), die aus einem Bolzenelement
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(22), an dem Einstellzähne (22c) aus-
gebildet sind, und einem Mutternele-
ment (23), in welches das Bolzenele-
ment (22) hineingeschraubt wird, be-
steht, wobei die Schraubeingriffnah-
me-Einheit (24) einer der Bremsbak-
ken des Paares (11, 12) benachbart an-
geordnet ist; und
(2) ein Montageelement (25), das rela-
tiv drehbar in die Schraubeingriffnah-
me-Einheit (24) passt, wobei das Mon-
tageelement (25) der anderen der
Bremsbacken des Paares (11, 12) be-
nachbart angeordnet ist, und

(B) ein Antriebselement (26, 27), das Ein-
stellzähne (22c) in Eingriff nimmt, die inte-
gral an der Schraubeingriffnahme-Einheit
(24) der Spreizanordnung (20) ausgebildet
sind, und das die Einstellzähne (22c) in eine
Richtung dreht, um die Gesamtlänge der
Spreizanordnung (20) derart zu vergrö-
ßern, dass automatisch ein Abstand zwi-
schen den Bremsbacken (11, 12) und einer
Bremstrommel eingestellt wird, wenn das
Ausmaß der Bremsbackenöffnung einen
vorgegebenen Wert übersteigt,

dadurch gekennzeichnet, dass die Spreizanord-
nung (20) der Vorrichtung zur automatischen Ein-
stellung des Bremsbackenspiels zwischen dem
Paar Bremsbacken (11, 12) der Teilbaugruppe mon-
tiert werden kann, wenn sich die Spreizanordnung
(20), die sich parallel zu der Trägerplatte (10) befin-
det, in Richtung zu der Trägerplatte verschiebt, und
die Spreizanordnung (20) mit den Bremsbacken (11,
12) in Eingriff gebracht werden kann, wenn die Län-
ge der Spreizanordnung (20) vergrößert wird.

2. Trommelbremsvorrichtung nach Anspruch 1, da-
durch gekennzeichnet, dass die Spreizanordnung
(20) mit einer Bremsbacke (11) über einen Brems-
hebel (26), der an der einen Bremsbacke (11) vor-
gesehen ist und bei Betätigung der Parkbremse wirk-
sam wird, in Eingriff gebracht werden kann.

3. Trommelbremsvorrichtung nach den Ansprüchen 1
oder 2, dadurch gekennzeichnet, dass eine Di-
stanz zwischen Bremsbacken-Eingriffnahmeab-
schnitten des Bremsbackenpaares (11, 12) in einer
axialen Richtung der Spreizanordnung (20) minde-
stens dann größer als eine Länge von einem träger-
plattenseitigen Teil (23b; 23f) der Schraubeingriff-
nahme-Einheit (24) der Spreizanordnung (20) zu ei-
nem trägerplattenseitigen Teil (25b) des Montage-
elements der Spreizanordnung (20) ist, wenn die
Länge der Spreizanordnung (20) am kürzesten ist,
wobei der trägerplattenseitige Teil (23b; 23f) den

Bremsbacken-Eingriffnahmeabschnitt der
Spreizanordnung (20) an einer Bremsbacke definiert
und der trägerplattenseitige Teil (25b) den Brems-
backen-Eingriffnahmeabschnitt der Spreizanord-
nung (20) auf der Seite einer zweiten Bremsbacke
derselben definiert.

Revendications

1. Dispositif de frein à tambour comprenant :

(I) un semi-ensemble comportant :

(A) un plateau de frein (10),
(B) une paire de mâchoires de frein (11, 12)
montées sur le plateau de frein (10) de ma-
nière à se faire face l’une à l’autre,
(C) un actionneur de frein de service (14)
positionné entre des premières extrémités
opposées de la paire de mâchoires de frein
(11, 12),
(D) une ancre (15) positionnée entre des
secondes extrémités opposées de la paire
de mâchoires de frein (11, 12), et
(E) un ressort de rappel de mâchoire (16,
17) sollicitant la paire de mâchoires de frein
dans une direction pour qu’elles se rappro-
chent l’une de l’autre de manière à maintenir
les deux butées entre les premières extré-
mités opposées des mâchoires de frein (11,
12) et l’actionneur de frein de service (14)
et entre les secondes extrémités opposées
des mâchoires de frein (11, 12) et l’ancre
(15), et

(II) un dispositif d’ajustement automatique de
jeu de mâchoire de frein comportant :

(A) un ensemble entretoise (20)
comportant :

(1) une unité de vissage (24) constituée
par un élément de boulon (22) avec des
dents de réglage (22c) formées sur ce-
lui-ci et un élément d’écrou (23) dans
lequel l’élément de boulon (22) est vis-
sé, où ladite unité de vissage (24) est
positionnée de manière adjacente à
l’une de la paire de mâchoires de frein
(11, 12) ; et
(2) un élément d’insertion (25) s’insé-
rant de manière à être relativement ro-
tatif dans l’unité de vissage (24), et ledit
élément d’insertion (25) est positionné
de manière adjacente à l’autre de la pai-
re de mâchoires de frein (11, 12), et
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(B) un élément d’entraînement (26,27) qui
vient en prise avec les dents de réglage
(22c) faisant partie intégrante de l’unité de
vissage (24) de l’ensemble entretoise (20)
et fait tourner les dents de réglage (22c)
dans une direction pour étendre la longueur
totale de l’ensemble entretoise (20) de ma-
nière à ajuster automatiquement un jeu en-
tre les mâchoires de frein (11, 12) et un tam-
bour de frein lorsque la quantité d’ouverture
de mâchoires de frein est supérieure à une
valeur prédéterminée,

caractérisé en ce que ledit ensemble entretoise
(20) dudit dispositif d’ajustement automatique de jeu
de mâchoire de frein peut être monté entre la paire
de mâchoires de frein (11, 12) dudit semi-ensemble
lorsque ledit ensemble entretoise (20), étant placé
parallèlement au plateau de frein (10), se déplace
dans la direction du plateau de frein, et ledit ensem-
ble entretoise (20) peut être mis en prise avec les
mâchoires de frein (11, 12) lorsque la longueur dudit
ensemble entretoise (20) est étendue.

2. Dispositif de frein à tambour selon la revendication
1, caractérisé en ce que ledit ensemble entretoise
(20) peut être mis en prise avec une mâchoire de
frein (11) par l’intermédiaire d’un levier frein (26) qui
est prévu sur ladite mâchoire de frein (11) et fonc-
tionnant par le frein de stationnement.

3. Dispositif de frein à tambour selon l’une des reven-
dications 1 ou 2, caractérisé en ce qu’une distance
entre des parties de contact de mâchoire de la paire
de mâchoires de frein (11, 12) dans une direction
axiale de l’ensemble entretoise (20) est supérieure
à une longueur allant d’une partie côté plateau de
frein (23b; 23f) de l’unité de vissage (24) de l’ensem-
ble entretoise (20) à une partie côté plateau de frein
(25b) de l’élément d’insertion de l’ensemble entre-
toise (20), au moins lorsque la longueur de l’ensem-
ble entretoise (20) est la plus courte, où ladite partie
côté plateau de frein (23b; 23f) définit la partie de
contact de mâchoire de l’ensemble entretoise (20)
au niveau d’une première mâchoire de frein et ladite
partie côté plateau de frein (25b) définit la partie de
contact de mâchoire de l’ensemble entretoise (20)
au niveau d’un second côté de mâchoire de frein de
celui-ci.
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