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Description

Technical Field

[0001] The present invention relates to a technical field
of a speech recognition apparatus for receiving a speech
made by a user, and recognizing the speech made by
the user in accordance with the received speech, and a
display method and a display processing program in the
speech recognition apparatus.

Background Art

[0002] A speech recognition apparatus has become to
a practical use, said speech recognition apparatus car-
rying out a speech recognition process of analyzing a
speech made by a user, and recognizing the speech, and
carrying out a variety of processes in accordance with
the recognized speech.
[0003] As a system with a speech recognition appara-
tus mentioned above, for example, in a case of a navi-
gation system which guides a moving object along a
route, by recognizing a speech made by a user as a com-
mand for system, the designation of destination, or the
like, a process is carried out, for example, a destination
designated by the user is searched, a display mode of
map is changed, or information concerning traffic con-
gestion is displayed.
[0004] Among such speech recognition apparatuses,
there is a speech recognition apparatus which displays
on a screen a list of speeches which can be recognized
(which can be made) at that time in accordance with a
condition of the apparatus or the like. A user selects and
make a necessary speech from the speeches displayed
in the list, so that the user can enter a command, carry
out an operation, or the like for the apparatus smoothly
and without confusion.
[0005] Among the speech recognition apparatuses,
there is some speech recognition apparatuses which do
not always receive a speech made by a user, and carry
out a speech recognition process, and which carry out a
speech recognition process when a user carries out a
predetermined operation to indicate the start of the proc-
ess, such as pressing (a pressing operation) of a speech
button. As one of reasons why such mode is adopted,
for example, in a case where a user make a speech which
is not a command or the like for a speech recognition
apparatus such as a usual conversation, if a speech rec-
ognition process is always carried out, such speech is
erroneously recognized as a command or the like for the
apparatus, resulting in a process which the user does
not intend to carry out being carried out.
[0006] However, in order to carry out a speech recog-
nition process, for example, a preparation process, an
initialization process, or the like are necessary, such as
reading out a program for speech recognition process
from a recorded medium or the like, reserving an area in
which a received speech is to be stored as speech infor-

mation. As a result, in some cases, a certain period of
time is necessary from an operation of pressing or the
like of speech button until the actual start of speech rec-
ognition process. However, in some cases, a user who
is not familiar with an operation of such apparatus makes
a speech, such as a command or the like for the appa-
ratus, immediately after the pressing or the like of speech
button. In such cases, it is not possible to properly receive
a speech, resulting in a problem.
[0007] Under the circumstances, in the past, it is usual
to inform a user, by sound, of the timing at which a speech
is to be made (for example, "Please make a speech when
you hear a beep.").
[0008] For example, in JP 2003 177789 a technique is
disclosed, in which an image with a motion or the like is
displayed in a predetermined area such as a corner of
screen, and the motion of the image or the like intuitively
informs a user of a period of time until an input of speech
is possible.
[0009] In a further example, US 2005/165609 A1 dis-
closes a speech recognition apparatus having an inter-
face for displaying elapsed response time in which a user
utterance is expected to be input.

Disclosure of the Invention

Problem to be solved by the Invention

[0010] However, since a user who is not familiar with
an operation of apparatus does not understand which
speech he should make, in most cases, he searches a
speech which he should make while observing closely a
list of speeches, which he can make, displayed on a
screen. Under the circumstances, even if an image with
a motion or the like is displayed in a predetermined area,
a user concentrates on a list of speeches which he can
make, so that it is difficult to visually recognize such im-
age, resulting in it being difficult to recognize the timing
at which the user should make a speech.
[0011] The present invention has been made in con-
sideration of the above-mentioned problem, and it is an
object of the present invention to provide a speech rec-
ognition apparatus, a display method, and a display
processing program in which a user can easily recognize
the timing at which a speech is to be made, even while
observing a list of speeches which can be made, dis-
played on a screen.

Means for solving the Problem

[0012] In order to solve the above problem, an aspect
of the invention relates to an apparatus as claimed in
claim 1.
[0013] Another aspect of the invention relates to a dis-
play method for a speech recognition apparatus, as
claimed in claim 3.
[0014] Still another aspect of the invention relates to a
display processing program for making a computer in-
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cluded in a speech recognition apparatus as claimed in
claim 4.

Brief Description of the Drawings

[0015]

[Figs. 1A and 1B] Figs. 1A and 1B are views showing
an example of configuration of screen by a naviga-
tion apparatus according to the embodiment, and
Fig. 1A shows a screen immediately after the press-
ing of speech button, and Fig. 1B shows a screen
after the start of speech recognition process.
[Fig. 2] Fig. 2 is a block diagram showing an example
of schematic structure of navigation apparatus 100
according to the embodiment.
[Fig. 3] Fig. 3 is a flow chart showing an example of
flow of process of navigation apparatus 100 accord-
ing to the embodiment.
[Figs. 4A and 4B] Figs. 4A and 4B are views showing
an example of configuration of screen by a naviga-
tion apparatus according to a modification of the em-
bodiment, and Fig. 4A shows a screen immediately
after the first pressing of speech button, and Fig. 4B
shows a screen after a guidance sound has been
played back.
[Fig. 5] Fig. 5 is a flow chart showing an example of
flow of process of navigation apparatus 100 accord-
ing to the modification of the embodiment.

Description of Reference Characters

[0016]

1: list of speeches
2a: speech prohibition message
2b: speech permission message
3: speech prohibition mark
4: guidance message
5: message for waiting for pressing of speech button
100: navigation apparatus
101: GPS receiving unit
102: sensor unit
103: interface unit
104: VICS data receiving unit
105: HD drive
106: DVD drive
107: sound processing unit
108: speaker
109: operation unit
110: display unit
111: buffer memory
112: display control unit
113: microphone
114: speech recognition unit
115: system condition monitoring unit
116: system control unit
117: RAM/ROM

Best Mode for carrying out the Invention

[0017] Referring now to the drawings, the best mode
of the present invention will be described in detail. The
embodiment explained below is one in a case where the
present invention has been applied to a navigation ap-
paratus which guides a car along a route.

[1. Configuration of Screen]

[0018] A navigation apparatus according to the em-
bodiment is one which receives a speech made by a user,
carries out a speech recognition process, recognizes a
speech made by the user as a command for the appa-
ratus, a designation of destination, or the like, and carries
out an operation in accordance with the recognized re-
sult. At this time, during a period of time from the user’s
pressing of speech button for instructing the start of
speech recognition process until the actual start of
speech recognition process, a message and a mark
which mean prohibition of speech are displayed on a
screen. First, a configuration of the display screen will be
described with reference to Figs. 1A and 1B.
[0019] Figs. 1A and 1B are views showing an example
of configuration of screen by a navigation apparatus ac-
cording to the embodiment, and Fig. 1A shows a screen
immediately after the pressing of speech button, and Fig.
1B shows a screen after the start of speech recognition
process.
[0020] First, a condition immediately after a user has
pressed a speech button is one in which a speech rec-
ognition process cannot be carried out. At this time, as
shown in Fig. 1A, a speech list 1 (an example of recog-
nizable characters) is displayed in the vicinity of the cent-
er of the screen. In the upper portion of the list 1, a speech
prohibition message 2a (an example of prohibition char-
acter) is displayed. Further, in an overlaid condition with
the speech list 1, a speech prohibition mark 3 (an exam-
ple of prohibition image) is displayed. In the lower portion
of the screeen, a guidance message 4 is arranged to be
displayed.
[0021] The speech list 1 is one in which horizontally
written speeches which can be recognized by a naviga-
tion apparatus are arranged and displayed vertically.
These speeches change according to the circumstances.
For example, under the circumstances where a usual
command is received, "Search for Destination", "Opera-
tion of Map", "Operation of Route", or the like are dis-
played. For example, under the circumstances where a
genre of destination is received, "Station", "Baseball Sta-
dium", "Amusement Park", or the like are displayed.
[0022] The speech prohibition message 2a is a char-
acter indicative of speeches which mean prohibition of
user’s speech (for example, "You cannot yet make a
speech", or the like). The character is displayed in the
uppermost in the same line as the speech list 1. A display
mode of the speech prohibition message 2a, such as a
font, the size of character, the weight of character, a char-
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acter color, and a background color, is different from that
of the speech list 1. Concretely, a square-cornered font
is used in the speech list 1, and a rounded font is used
in the speech prohibition message 2a. A big and weight
character is used in the speech prohibition message 2a,
as compared with the speech list 1. A character of the
speech list 1 is colored white, and a character of the
speech prohibition message 2a is colored red. Further,
a background of the speech list 1 is colored dark blue,
and a background of the speech prohibition message 2a
is colored pink.
[0023] A user (in particular, a beginner or the like who
is not familiar with an operation of navigation apparatus)
tries to search for a speech to be made from the speech
list 1 displayed on a screen. At this time, generally, a user
is apt to start to read from the uppermost character in the
speech list 1, and continues to read successively to the
lower characters. Here, since the speech prohibition
message 2a is displayed in the same line as the speech
list 1, and in the uppermost, there is a high possibility that
a user reads the character at first. Even if a user starts
to read from the middle or the lowermost of the speech
list 1, there is a high possibility that a user also reads the
speech prohibition message 2a while the user reads the
speech list 1 through, since the speech prohibition mes-
sage 2a is displayed in the same line as the speech list
1. Further, since a display mode of the speech prohibition
message 2a is different from that of the speech list 1, the
speech prohibition message 2a is conspicuous, and a
probability that a user reads the speech prohibition mes-
sage 2a becomes higher. Thus, a user can easily recog-
nize that he should not make a speech at the present.
Further, since a character color or a background color of
the speech prohibition message 2a is red or pink which
implies prohibition, danger, or the like, it is easy to rec-
ognize the prohibition of speech without completely read-
ing the character.
[0024] The speech prohibition mark 3 is a mark indic-
ative of prohibition of user’s speech. In an example shown
in Fig. 1A, like a prohibition mark seen in a traffic mark
or the like, a picture of lip is surrounded by a red circular
frame, and further, an oblique line is drawn on the lip. By
overlaying and displaying the speech prohibition mark 3
on the speech list 1, while a user sees the whole of the
speech list 1, or reads the speech list 1 through, the user
necessarily visually recognizes the mark. Therefore, by
the speech prohibition mark 3, a user can also easily
recognize that he should not make a speech at the
present. It is not necessary that the speech prohibition
mark 3 is overlaid on the whole of the speech list 1, and
it is possible that the speech prohibition mark 3 is overlaid
and displayed on a portion of the speech list 1 so that
the speech prohibition mark 3 and the speech list 1 are
visually recognized integrally with each other.
[0025] The guidance message 4 is is displayed as an
guidance of operation, an explanation of screen, or the
like (for example, "Please make a speech when you hear
a beep.").

[0026] Now, when a speech recognition process is
started by a navigation apparatus, as shown in Fig. 1B,
a speech permission message 2b (an example of per-
mission character 9 is displayed in the position where
the speech prohibition message 2a was displayed be-
fore. The speech prohibition mark 3 is erased from the
screen.
[0027] The speech permission message 2b is a char-
acter indicative of speech which means the permission
of user’s speech (for example, "You can make a speech",
or the like), its character color is blue, and its background
color is sky-blue. Since the speech permission message
2b is displayed in the same line as the speech list 1 sim-
ilarly with the speech prohibition message 2a, it can be
easily recognized that a user may make a speech. Fur-
ther, since a character color and a background color of
the speech permission message 2b are blue and sky-
blue, respectively, implying permission, safety, or the
like, unlike the speech prohibition message 2a, it is easy
to image the change from the speech prohibition to the
speech permission.
[0028] Further, since the speech prohibition mark 3
which was displayed before is erased, it can also be eas-
ily recognized that a user may make a speech.
[0029] It is not necessary that the speech permission
message 2b is displayed. Based on the fact that the
speech prohibition message 2a is erased from a screen,
it is possible that the permission of speech is recognized
by a user. On the other hand, it is possible that a mark
indicative of permission of speech is displayed at the po-
sition where the speech prohibition mark 3 was displayed
before.
[0030] As explained above, according to the embodi-
ment, by configurations of screens shown in Figs. 1A and
1B, the timing of speech can be easily recognized, even
while a user is seeing the speech list 1.
[0031] The speech prohibition message 2a and the
speech permission message 2b are not displayed on the
speech list 1, but may be displayed, for example, in the
middle or in the lower of the list 1.
[0032] The speech list 1 is not displayed in a horizon-
tally-written and vertically-lined manner, but may be dis-
played in a vertically-written and horizontally-lined man-
ner. It is also possible that the speech list 1 is displayed
in a plurality of lines, or are displayed in a grid pattern.
That is to say, it is sufficient that a speech which can be
recognized by a navigation apparatus is arranged in a
certain configuration.
[0033] At this time, as long as the speech prohibition
message 2a and the speech permission message 2b are
arranged in the same line as the speech list 1, they can
be displayed at any position. For example, it is possible
that they are displayed in an extension line of the heading
of the speech list 1 (for example, in the uppermost, on
the left, or the like), or in an extension line of the end of
the speech list 1 (for example, in the lowermost, on the
right, or the like), or they are included and displayed in
the speech list 1 itself (for example, in the middle of the
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speech list 1, or the like). That is to say, it is sufficient
that they are displayed at the position where a user nat-
urally reads as the user proceeds to reads the speech
list 1, or at the position which is visually recognized inte-
grally to the speech list 1 when the whole of the speech
list 1 is seen, or the like.
[0034] It is possible that the speech list 1, the speech
prohibition message 2a, and the speech permission mes-
sage 2b are displayed in the same mode. However, it is
preferable that they are displayed in the different mode
in order that they are easily distinguished and recog-
nized. At this time, it is not limited to a change of font,
size, weight, character color, or a background color which
have been mentioned above, but it is possible that, for
example, a character is oblique, or underlined. Further,
it is possible that, for example, the speech list 1 is dis-
played in Japanese language, and the speech prohibition
message 2a or the like is displayed in English language,
or a background image or pattern is changed. Further,
about the speech prohibition message 2a and the speech
permission message 2b, it is preferable that they are dis-
played in such a way that a speech prohibition and a
speech permission are easily distinguished and recog-
nized. At his time, it is not limited to a change of character
color or background color which have been mentioned
above.
[0035] Furthermore, in a screen shown in Fig. 1A, it is
not necessary that both of the speech prohibition mes-
sage 2a and the speech prohibition mark 3 are displayed.
By only displaying either one, it is possible to make a
user recognize the timing of making a speech.

[2. Structure and Function of Navigation Apparatus]

[0036] Referring now to Fig. 2, the concrete structure
and function of navigation apparatus 100 according to
the embodiment will be explained.
[0037] Fig. 2 is a block diagram showing an example
of schematic structure of navigation apparatus 100 ac-
cording to the embodiment.
[0038] As shown in Fig. 2, a navigation apparatus 100
is composed of the following units:

a GPS (Global Positioning System) receiving unit
101 which receives a GPS data,
a sensor unit 102 which detects a traveling data, in-
cluding a traveling speed, an acceleration, a
traveling direction, or the like of vehicle,
an interface unit 103 which calculates the position
of vehicle based on the GPS data and the traveling
data,
a VICS (Vehicle Information Communication Sys-
tem) data receiving unit 104 which receives a VICS
data,
an HD (Hard Disc) drive 105 which writes and reads
a data in and from an HD in which a variety of data
such as a map data have been stored,
a DVD (Digital Versatile Disc) drive 106 which reads

a variety of data from a DVD disc,
a sound processing unit 107 which produces a sound
including a route guidance, an operation guidance,
or the like,
a speaker 108 which outputs a sound produced by
the sound processing unit 107, as a sound wave of
audio frequency,
an operation unit 109 which is used when a user
inputs a command to a system,
a display unit 110 which displays a map data, a ve-
hicle position, or the like,
a display control unit 112 which controls the display
unit 110 by using a buffer memory 111,
a microphone 113 which collects the user’s speech,
a speech recognition unit 114 which recognizes the
user’s speech based on a speech collected by the
microphone 113 , as a command to a system, or the
like,
a system condition monitoring unit 115 which mainly
detects a system condition of the navigation appa-
ratus 100 concerning a speech recognition process,
a system control unit 116 which controls the whole
of the system, and
a RAM (Random Access Memory) / ROM (Read On-
ly Memory) 117.
The system control unit 116 and each unit are con-
nected to each other via a system bus.

[0039] The display unit 110 constitutes an example of
display means of the invention, the operation unit 109
constitutes an example of indication means of the inven-
tion, the microphone 113 constitutes an example of
speech input means of the invention, the speech recog-
nition unit 114 constitutes an example of speech recog-
nition means of the invention, and the system control unit
116 constitutes an example of display control means of
the invention.
[0040] The operation unit 109 is composed of a remote
control device or the like comprising a variety of buttons
including a speech button, a numeric key, a cursor key,
or the like. The operation unit 109 is arranged to output
an instruction signal corresponding to the user’s input
operation, to the system control unit 116,
[0041] The display unit 110 is composed of, for exam-
ple, a liquid crystal panel, an organic EL (Electro Lumi-
nescence), or the like, and is arranged to display a map
data or the like on a screen under the control of the display
control unit 112, and further, display a variety of informa-
tion necessary for route guidance such as the position
of vehicle in an overlaid condition therewith. The display
unit 110 is arranged to display an image shown in Fig.
1A when a speech button is pressed by a user, and dis-
play an image shown in Fig. 1B after a speech recognition
process has been started by the speech recognition unit
114.
[0042] The display control unit 112 is arranged to pro-
duce, an image data corresponding to a data inputted
under the control of the system control unit 116, in the
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buffer memory 111, and read the image data from the
buffer memory 111 at a predetermined timing, and output
it to the display unit 110. Thus, screens shown in Figs.
1A and 1B are displayed by the display unit 110.
[0043] The microphone 113 is arranged to collect a
speech made by a user, and supply it as an electrical
signal (a speech signal) to the speech recognition unit
114.
[0044] The speech recognition unit 114 is arranged to
carry out a speech recognition process under the control
of the system control unit 116. Specifically, when a control
signal indicative of start command for speech recognition
process is supplied from the system control unit 116 to
the speech recognition unit 114, the speech recognition
unit 114 carries out a set-up process (a preparatory proc-
ess for carrying out a speech recognition process), and
at the time of completion of the set-up process (at the
time when a speech recognition process is ready to be
carried out), the speech recognition unit 114 starts to
input a speech signal from the microphone 113. The
speech signal is converted to a digital signal, and is stored
as speech information in a memory included in the
speech recognition unit 114 or the like, and the stored
speech information is analyzed and a speech made by
a user is recognized. For example, by comparing the rec-
ognized speech with a list of predetermined command
patterns or the like, a command which a user issued as
a speech is recognized, and a control signal correspond-
ing to the recognized command is outputted to the system
control unit 116.
[0045] The system condition monitoring unit 115 mon-
itors an indication signal outputted from the operation
unit 109, and an operation condition of the speech rec-
ognition unit 114. When a speech button is pressed, when
the speech recognition unit 114 completes a set-up proc-
ess and starts a speech recognition process, and when
the speech recognition unit 114 finishes the process, the
system condition monitoring unit 115 outputs a control
signal corresponding to such condition, to the system
control unit 116.
[0046] The system control unit 116 is composed of,
mainly, a CPU (Central Processing Unit), and is arranged
to include a variety of input and output ports, such as a
GPS receiving port, or a key input port.
[0047] The system control unit 116 is arranged to con-
trol the whole of the navigation apparatus 100, and read
a control program (for example, a display process pro-
gram, or the like) stored in the HD drive 105, the
RAM/ROM 117, or the like, and carry out a variety of
processes, and temporally preserve a data being proc-
essed, in the RAM/ROM 117.
[0048] For example, the system control unit 116, at the
time of carrying out a route guidance, is arranged to,
based on the position data of vehicle outputted from the
interface unit 103, and a map data read from the HD
under the control of the HD drive 105, carry out a correc-
tion process such as a map matching, and control in such
a way that route guidance information is displayed on a

map indicative of a surrounding area including the
present position of vehicle in the display unit 110, and
also control in such a way that route guidance information
is outputted as sound from the sound processing unit 107.
[0049] The system control unit 116 is arranged to, in
accordance with a control signal outputted from the sys-
tem condition monitoring unit 115, control the speech rec-
ognition unit 114, and control in such a way that screens
shown in Figs. 1A and 1B are displayed in the display
unit 110, and control in such a way that an operation
guidance or the like is outputted as sound from the sound
processing unit 107.
[0050] It is possible that a display processing program,
a speech recognition processing program, a sound pro-
duction processing program, or the like are recorded, for
example, in a recorded medium such as DVD-ROM, and
is read through the DVD drive 106, or is pre-recorded in
a ROM of the RAM/ROM 117.
[0051] It is possible that a process which is realized by
a software, such as a display processing program, a
speech recognition processing program, a sound pro-
duction processing program, is carried out by the same
CPU as the system control unit 116.

[3. Operation of Navigation Apparatus]

[0052] Referring now to Fig. 3, an operation of the nav-
igation apparatus 100 will be explained.
[0053] Fig. 3 is a flow chart showing an example of flow
of process of navigation apparatus 100 according to the
embodiment.
[0054] When a user intends to make a speech of com-
mand to the navigation apparatus 100, and press a
speech button, as shown in Fig. 3, the system condition
monitoring unit 115 detects the pressing of speech but-
ton, and outputs a control signal to the system control
unit 11b (step S1).
[0055] The control unit 116 which has received the con-
trol signal controls the speech recognition unit 114 so as
to start a speech recognition process, so that a set-up
process is started by the speech recognition unit 114
(step S2).
[0056] Further, the system control unit 116 controls the
display control unit 112 in such a way that the speech list
1, the speech prohibition message 2a, the speech pro-
hibition mark 3, and the guidance message 4 of "Please
make a speech when you hear a beep." are displayed
on a screen. Thus, a screen shown in Fig. 1A is displayed
by the display unit 110 (step S3). At this time, the system
control unit 116 controls the sound processing unit 107
in such a way that the same content as the guidance
message 4 is outputted as sound. Thus, the sound of
"Please make a speech when you hear a beep." Is out-
putted from the speaker 108.
[0057] The speech recognition unit 114 whose set-up
operation has been completed starts a speech recogni-
tion process (step S4).
[0058] The system condition monitoring unit 115 which
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has detected the start of the speech recognition process
outputs a control signal corresponding to the operation
condition, to the system control unit 116. The system
control unit 116 which has received the control signal
controls the display control unit 112 in such a way that
the speech prohibition message 2a and the speech pro-
hibition mark 3 are erased from the screen, and the
speech permission message 2b is displayed on the
screen. Thus, a screen shown in Fig. 1B is displayed by
the display unit 110 (step S5).
[0059] After that, when a speech recognition process
by the speech recognition unit 114 is completed (step
S6), a control signal corresponding to the operation con-
dition is outputted from the system condition monitoring
unit 115 to the system control unit 116.
[0060] The system control unit 116 receives a com-
mand or the like recognized by the speech recognition
unit 114 from the speech recognition unit 114, and de-
termines whether a further operation by a user (including
an operation by the user’s sound input) is necessary to
carry out an operation corresponding to the command or
the like (step S7). For example, when a command of
"Search for Destination" is inputted, an operation of des-
ignating the destination is necessary in order to search
for a route to the destination. In such case (step S7, YES),
the same processes as the above steps S2 to S6 are
repeated. At his time, as the speech list 1, for example,
"Station", "Amusement Park", "Baseball Stadium", or the
like indicative of genre of destination, is displayed. For
example, a final destination is designated by the user’s
speech. When it is determined that a further operation is
not necessary (step S7, NO), the system control unit 116
controls each unit of the navigation apparatus 100 in such
a way that an operation corresponding to the result of
speech recognition process is carried out (step S8).
[0061] As explained above, according to the embodi-
ment, during a period of time from the pressing of speech
button by a user to the start of speech recognition process
by the speech recognition unit 114, the system control
unit 116 displays the speech prohibition message 2a in-
dicative of prohibition of speech in the position arranged
in the same line as the speech list 1, and displays the
speech prohibition mark 3 indicative of prohibition of
speech in the position where it is overlaid on the speech
list 1. After a speech recognition process has been start-
ed by the speech recognition unit 114, the speech pro-
hibition message 2a and the speech prohibition mark 3
are erased from the screen.
[0062] Therefore, when a user reads the speech list 1
displayed on the screen, he also reads the speech pro-
hibition message 2a, so he can easily recognize that he
should not make a speech, even while seeing the speech
list 1. After a speech recognition process has been start-
ed, the speech prohibition message 2a which was pre-
viously visually recognized is erased, so a user can easily
recognize that he may make a speech. Further, when a
user reads the speech list 1 displayed on the screen, he
necessarily visually recognizes the speech prohibition

mark 3, so he can easily recognize that he should not
make a speech, even while seeing the speech list 1. After
a speech recognition process has been started, the
speech prohibition mark 3 which was previously visually
recognized is erased, so a user can easily recognize that
he may make a speech.
[0063] After a speech recognition process has been
started by the speech recognition unit 114, the system
control unit 116 controls in such a way that the speech
permission message 2b indicative of speech permission
is displayed at the position where the speech prohibition
message 2a was displayed before, so a user can more
easily recognize that he may make a speech.
[0064] Further, since a display mode, such as a font,
a size and a weight of character, a character color, or a
background color of the speech prohibition message 2a
and the speech permission message 2b, is different from
that of the speech list 1, it is easy to distinguish and vis-
ually recognize the speech prohibition message 2a or
the like from the other characters, although they are in
the same line as the speech list 1. Therefore, a user can
more easily recognize the timing of making a speech.

[4. Modification]

[0065] Now, a modification of the embodiment will be
explained.
[0066] In the embodiment explained above, after a
set-up operation has been completed, the speech rec-
ognition unit 114 automatically starts a speech recogni-
tion process. Hereinafter, a case will be explained, in
which a speech recognition process is not started until a
speech button is pressed again.
[0067] Among speech recognition apparatuses, there
are some apparatuses in which a period of time during
which a speech recognition process is carried out is lim-
ited in terms of a capacity of memory in which a speech
made by a user is stored as speech information or the
like. Therefore, there is, for example, a case where a
speech recognition process is started while a user is
reading a speech list, and then, the speech recognition
process is finished when he tries to make a speech, so
that a speech made by him cannot be recognized suffi-
ciently. On the other hand, if a user tries to make a speech
within a limited period of time in order to avoid such sit-
uation, he should read a speech list quickly, or there is
a case where he cannot read a speech list sufficiently.
[0068] Under the circumstances, in a navigation appa-
ratus according to a modification, even if a set-up oper-
ation has been completed by the speech recognition unit
114, a speech recognition process is not started until a
speech button is pressed again.
[0069] First, a configuration of display screen accord-
ing to the modification will be explained with reference
to Figs. 4A and 4B.
[0070] Figs. 4A and 4B are views showing an example
of configuration of screen by a navigation apparatus ac-
cording to a modification of the embodiment. Fig. 4A
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shows a screen immediately after the first pressing of
speech button, and Fig. 4B shows a screen after a guid-
ance sound has been played back. In Figs. 4A and 4B,
the same characters are added to the same elements as
in Figs. 1A and 1B.
[0071] First, immediately after a user has pressed a
speech button, as shown in Fig. 4A, the speech list 1,
the speech prohibition message 2a, and the speech pro-
hibition mark 3 are displayed in the same mode as Fig.
1A. Further, as the guidance message 4, for example,
"A command list is displayed" or the like is displayed. At
this time, a guidance sound which encourages the
re-pressing of speech button (for example, "Please press
a speech button again, and make a speech.", or the like)
is played back.
[0072] After the play back of the guidance sound has
been completed, as shown in Fig. 4B, the display position
of the speech prohibition mark 3 is changed to a position
where it is not overlaid on the speech list 1 (for example,
the left edge of the screen, or the like). Since the speech
prohibition mark 3 is first displayed in an overlaid position
with the speech list 1, the mark is recognized by a user.
After that, since it is re-displayed in a position not overlaid
with the speech list 1, it is easy to read the speech list 1,
while the condition of speech prohibition is being recog-
nized. It is not necessary that a design of the speech
prohibition mark 3 shown in Fig. 4B is the same as that
shown in Fig. 4A.
[0073] A message 5 for waiting for the pressing of
speech button which encourages the pressing of speech
button (for example, "Please press a speech button, and
make a speech.", or the like) is displayed on the screen.
The timing of displaying the message 5 for waiting for
the pressing of speech button is not limited to the time
after a guidance sound has been played back. For ex-
ample, it is possible that it is displayed immediately after
the pressing of speech button, or after a predetermined
period of time has elapsed since the pressing of speech
button. Further, it is possible that it is displayed when a
set-up operation is completed, and a condition in which
a speech recognition process can be started is accom-
plished.
[0074] Here, even if a set-up operation is completed,
a speech recognition unit does not start a speech recog-
nition process at least until a speech button is pressed
again. Thus, the timing of making a speech is controlled
by a user side, so he can read the speech list 1 deliber-
ately.
[0075] After that, when a speech button is pressed by
a user, the same screen as Fig. 1A is displayed. At this
time, a user ought to have decided a speech to be made,
and he does not need to read the speech list 1. Therefore,
even if the speech prohibition mark 3 is displayed in an
overlaid position with the original speech list 1, there is
no problem. Considering the ease of visual recognition
of the mark, it is better that it is displayed in an overlaid
position with the speech list 1.
[0076] When a speech recognition process is started,

the same screen as Fig. 1B is displayed. In a case where
a set-up operation has been already completed when a
speech button is pressed again, it is possible to omit a
display screen shown in Fig. 1A.
[0077] Now, an operation of the navigation apparatus
100 will be explained with reference to Fig. 5.
[0078] Fig. 5 is a flow chart showing an example of flow
of process of navigation apparatus 100 according to a
modification of the embodiment. In Fig. 5, the same char-
acters are added to the same elements as in Fig. 3.
[0079] Similarly with Figs. 1A and 1B, when the system
condition monitoring unit 115 detects the pressing of
speech button (step S1), a set-up operation is started by
the speech recognition unit 114 (step S2).
[0080] The system control unit 116 controls the display
control unit 112 in such a way that the speech list 1, the
speech prohibition message 2a, the speech prohibition
mark 3, and the guidance message 4 are displayed on
a screen. Thus, a screen shown in Fig. 4A is displayed
(step S3).
[0081] When the system control unit 116 controls the
sound processing unit 107 in such a way that a guidance
sound which encourages the re-pressing of speech but-
ton is outputted, a sound of "Please press a speech but-
ton again, and make a speech.", is outputted from the
speaker 108 (step S11).
[0082] When a play-back of guidance sound is fin-
ished, the system control unit 116 controls the display
control unit 112 in such a way that the speech prohibition
mark 3 is displayed in a position not overlaid with the
speech list 1 (step S12), and controls the display control
unit 112 in such a way that the message 5 for waiting for
the pressing of speech button is displayed, so that a
screen shown in Fig. 4B is displayed (step S13).
[0083] Now, the system control unit 116 proceeds to
waiting for the pressing of speech button (step S14).
When the user’s pressing of speech button is detected
by the system condition monitoring unit 115 (step S14,
YES), the system control unit 116 determines whether a
set-up operation has been completed by the speech rec-
ognition unit 114 (step S15). Here, in a case where the
system condition monitoring unit 115 has detected the
completion of set-up operation before a speech button
is pressed (step S15, YES), the system control unit 116
makes the speech recognition unit 114 start a speech
recognition process (step S4).
[0084] On the other hand, in a case where a set-up
operation is not completed by the speech recognition unit
114 (step S 15, NO), the system control unit 116 erases
the message 5 for waiting for the pressing of speech but-
ton, and controls the display control unit 112 in such a
way that the speech prohibition mark 3 is displayed in an
overlaid position with the original speech list 1, so that a
screen shown in Fig. 1A is displayed (step S16). The
speech recognition unit 114 which has completed its
set-up operation starts a speech recognition process
(step S4).
[0085] After that, similarly with Fig. 3, a screen shown
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in Fig. 1B is displayed, and it is determined whether the
next operation is necessary after the completion of
speech recognition process (steps S5 to S7). In a case
where the next operation is necessary (step S7, YES),
processes of steps S2 to S6 are repeated. In a case
where the next operation is not necessary (step S7, NO),
an operation corresponding to the result of speech rec-
ognition process is carried out (step S8).
[0086] As explained above, according to the modifica-
tion, when the speech button is pressed by a user, the
system control unit 116 causes the speech prohibition
mark 3 to be displayed in an overlaid condition with the
speech list 1, and then, causes the mark to be displayed
in a condition not overlaid with the speech list 1. There-
fore, while the prohibition of speech is recognized by a
user, the speech list 1 becomes easy to read.
[0087] Further, after the speech prohibition message
2a and th speech prohibition mark 3 are displayed, the
system control unit 116 causes the speech recognition
unit 114 not to start a speech recognition process until a
speech button is pressed again. Therefore, a user can
start to make a speech after he has read the speech list
1 deliberately.
[0088] In the embodiment explained above, a speech
recognition apparatus according to the invention has
been applied to a navigation apparatus. However, it is
not limited to a navigation apparatus. For example, it can
be applied to a variety of apparatuses which have such
an arrangement that a list of speeches which can be rec-
ognized is displayed on a screen, and a speech recog-
nition process is carried out based on a predetermined
operation or the like.
[0089] The present invention is not limited to the above
embodiment. The above embodiment is an example.
[0090] The scope of protection is defined in the ap-
pended claims.

Claims

1. A speech recognition apparatus, comprising:

recognition unit (114) for carrying out a speech
recognition process of recognizing the spoken
words of a user,
instruction means (109) for receiving speech
recognition start instructions from the user, and
instructing the recognition means (114) to start
the speech recognition process,
display means (110) for displaying at least one
of recognizable speech words of the recognition
unit (114),
wherein a set-up period of time is necessary
from the time when the recognition means (114)
receives instructions of start of the speech rec-
ognition process from the instruction means
(109) to the time when the recognition means
(114) is ready to carry out the speech recognition

process;
wherein the speech recognition apparatus fur-
ther comprises control means (112),
the control means (112), during the set-up peri-
od of time, controls the display means (110) for
displaying a prohibition character indicative of
prohibition of speech and the at least one of rec-
ognizable speech words, and after a lapse of
the set-up period of time, controls the display
means (110) for displaying a permission char-
acter indicative of permission of speech to be
displayed, in a position where the prohibition
character was displayed.

2. The speech recognition apparatus according to
claim 1,
wherein the control means (12) controls the display
means (110) for displaying the prohibition character
in a different mode from the permission character.

3. A display method for a speech recognition appara-
tus, the apparatus comprising:

recognition means (114) for carrying out speech
recognition process of recognizing the spoken
words of a user,
instruction means (109) for receiving speech
recognition start instructions from the user, and
instructing the recognition means (114) to start
the speech recognition process,
display means (110) for displaying at least one
of recognizable speech words of the recognition
unit (114),
wherein a set-up period of time is necessary
from the time when the recognition means (114)
receives instructions of start of the recognition
process from the instruction means (109) to the
time when the recognition means (114) is ready
to carry out the recognition process;
wherein the method comprises:

a process of, during the set-up period of
time, controlling the display means (110) for
displaying a prohibition character indicative
of prohibition of speech and the at least one
of recognizable speech words, and after a
lapse of the set-up period of time, controlling
the display means (110) for displaying a per-
mission character indicative of permission
of speech to be displayed, in a position
where the prohibition character was dis-
played.

4. A display processing program for making a computer
included in a recognition apparatus, the apparatus
comprising:

recognition means (114) for carrying out recog-
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nition process of recognizing the spoken words
of a user,
instruction means (109) for receiving recognition
start instructions from the user, and instructing
the recognition unit (114) to start the recognition
process,
display means (110) for displaying at least one
of recognizable speech words of the recognition
unit (114),
the display processing program is adapted to
function as control means (112),
wherein a set-up period of time is necessary
from the time when the recognition means (114)
receives instructions of start of the recognition
process from the instruction means (109) to the
time when the recognition means (114) is ready
to carry out the recognition process;
the control means (112), during the set-up peri-
od of time, controls the display means (110) for
displaying a prohibition character indicative of
prohibition of speech and the at least one of rec-
ognizable speech words, and after a lapse of
the set-up period of time, controls the display
means (110) for displaying a permission char-
acter indicative of permission of speech to be
displayed, in a position where the prohibition
character was displayed.

Patentansprüche

1. Spracherkennungsvorrichtung, die Folgendes um-
fasst:

- eine Erkennungseinheit (114) zum Ausführen
eines Spracherkennungsprozesses zum Erken-
nen der gesprochenen Wörter eines Benutzers,
- ein Instruktionsmittel (109) zum Empfangen
von Spracherkennungsbeginn-Instruktionen
von dem Benutzer und Instruieren des Erken-
nungsmittels (114), den Spracherkennungspro-
zess zu beginnen,
- ein Anzeigemittel (110) zum Anzeigen minde-
stens eines von erkennungsfähigen gesproche-
nen Wörtern der Erkennungseinheit (114),

wobei ein Einrichtungszeitraum ab dem Zeitpunkt,
in dem das Erkennungsmittel (114) Instruktionen
zum Beginnen des Spracherkennungsprozesses
von dem Instruktionsmittel (109) empfängt, bis zu
dem Zeitpunkt, in dem das Erkennungsmittel (114)
bereit ist, den Spracherkennungsprozess auszufüh-
ren, erforderlich ist; wobei die Spracherkennungs-
vorrichtung des Weiteren ein Steuerungsmittel (112)
umfasst,
wobei das Steuerungsmittel (112) während des Ein-
richtungszeitraums das Anzeigemittel (110) veran-
lasst, ein Verbotszeichen, das für ein Sprechverbot

steht, und das mindestens eine von erkennungsfä-
higen gesprochenen Wörtern anzuzeigen, und nach
einen Verstreichen des Einrichtungszeitraums das
Anzeigemittel (110) veranlasst, ein Zulassungszei-
chen, das für eine Sprecherlaubnis steht, an einer
Position anzuzeigen, an der das Verbotszeichen an-
gezeigt wurde.

2. Spracherkennungsvorrichtung nach Anspruch 1,
wobei das Steuerungsmittel (12) das Anzeigemittel
(110) veranlasst, das Verbotszeichen in einem an-
deren Modus als das Zulassungszeichen anzuzei-
gen.

3. Anzeigeverfahren für eine Spracherkennungsvor-
richtung, wobei die Vorrichtung Folgendes umfasst:

- ein Erkennungsmittel (114) zum Ausführen ei-
nes Spracherkennungsprozesses zum Erken-
nen der gesprochenen Wörter eines Benutzers,
- ein Instruktionsmittel (109) zum Empfangen
von Spracherkennungsbeginn-Instruktionen
von dem Benutzer und Instruieren des Erken-
nungsmittels (114), den Spracherkennungspro-
zess zu beginnen,
- ein Anzeigemittel (110) zum Anzeigen minde-
stens eines von erkennungsfähigen gesproche-
nen Wörtern der Erkennungseinheit (114),

wobei ein Einrichtungszeitraum ab dem Zeitpunkt,
in dem das Erkennungsmittel (114) Instruktionen
zum Beginnen des Spracherkennungsprozesses
von dem Instruktionsmittel (109) empfängt, bis zu
dem Zeitpunkt, in dem das Erkennungsmittel (114)
bereit ist, den Spracherkennungsprozess auszufüh-
ren, erforderlich ist; wobei die Spracherkennungs-
vorrichtung des Weiteren ein Steuerungsmittel (112)
umfasst,
wobei das Verfahren Folgendes umfasst:

- einen Prozess, um während des Einrichtungs-
zeitraums das Anzeigemittel (110) zu veranlas-
sen, ein Verbotszeichen, das für ein Sprechver-
bot steht, und das mindestens eine von erken-
nungsfähigen gesprochenen Wörtern anzuzei-
gen, und nach einen Verstreichen des Einrich-
tungszeitraums das Anzeigemittel (110) zu ver-
anlassen, ein Zulassungszeichen, das für eine
Sprecherlaubnis steht, an einer Position anzu-
zeigen, an der das Verbotszeichen angezeigt
wurde.

4. Anzeigeverarbeitungsprogramm zum Herstellen ei-
nes Computers, der in einer Spracherkennungsvor-
richtung enthalten ist, wobei die Vorrichtung Folgen-
des umfasst:

- ein Erkennungsmittel (114) zum Ausführen ei-
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nes Spracherkennungsprozesses zum Erken-
nen der gesprochenen Wörter eines Benutzers,
- ein Instruktionsmittel (109) zum Empfangen
von Spracherkennungsbeginn-Instruktionen
von dem Benutzer und Instruieren des Erken-
nungsmittels (114), den Spracherkennungspro-
zess zu beginnen,
- ein Anzeigemittel (110) zum Anzeigen minde-
stens eines von erkennungsfähigen gesproche-
nen Wörtern der Erkennungseinheit (114),

wobei das Anzeigeverarbeitungsprogramm dafür
eingerichtet ist, als ein Steuerungsmittel (112) zu
fungieren,
wobei ein Einrichtungszeitraum ab dem Zeitpunkt,
in dem das Erkennungsmittel (114) Instruktionen
zum Beginnen des Spracherkennungsprozesses
von dem Instruktionsmittel (109) empfängt, bis zu
dem Zeitpunkt, in dem das Erkennungsmittel (114)
bereit ist, den Spracherkennungsprozess auszufüh-
ren, erforderlich ist; wobei das Steuerungsmittel
(112) während des Einrichtungszeitraums das An-
zeigemittel (110) veranlasst, ein Verbotszeichen,
das für ein Sprechverbot steht, und das mindestens
eine von erkennungsfähigen gesprochenen Wörtern
anzuzeigen, und nach einen Verstreichen des Ein-
richtungszeitraums das Anzeigemittel (110) veran-
lasst, ein Zulassungszeichen, das für eine Sprech-
erlaubnis steht, an einer Position anzuzeigen, an der
das Verbotszeichen angezeigt wurde.

Revendications

1. Appareil de reconnaissance de la parole,
comprenant :

- une unité de reconnaissance (114) pour effec-
tuer un processus de reconnaissance de la pa-
role consistant à reconnaître les mots parlés
d’un utilisateur,
- un moyen d’instruction (109) pour recevoir des
instructions de démarrage de reconnaissance
de la parole de l’utilisateur, et donner l’instruc-
tion au moyen de reconnaissance (114) de dé-
marrer le processus de reconnaissance de la
parole,
- un moyen d’affichage (110) pour afficher au
moins l’un des mots de la parole reconnaissa-
bles de l’unité de reconnaissance (114),

dans lequel un temps de préparation est nécessaire
entre le moment où le moyen de reconnaissance
(114) reçoit des instructions de démarrage du pro-
cessus de reconnaissance de la parole du moyen
d’instruction (109) et le moment où le moyen de re-
connaissance (114) est prêt à effectuer le processus
de reconnaissance de la parole ;

dans lequel l’appareil de reconnaissance de la pa-
role comprend en outre un moyen de commande
(112),
le moyen de commande (112), pendant le temps de
préparation, commande le moyen d’affichage (110)
pour afficher un caractère d’interdiction indiquant
l’interdiction de parler et ledit au moins un des mots
de la parole reconnaissables, et après l’expiration
du temps de préparation, commande le moyen d’af-
fichage (110) pour afficher un caractère de permis-
sion indiquant la permission de parler à afficher, à
une position où le caractère d’interdiction était affi-
ché.

2. Appareil de reconnaissance de la parole selon la re-
vendication 1, dans lequel le moyen de commande
(12) commande le moyen d’affichage (110) pour af-
ficher le caractère d’interdiction dans un mode diffé-
rent du caractère de permission.

3. Procédé d’affichage pour un appareil de reconnais-
sance de la parole, l’appareil comprenant :

- un moyen de reconnaissance (114) pour ef-
fectuer un processus de reconnaissance de la
parole consistant à reconnaître les mots parlés
d’un utilisateur,
- un moyen d’instruction (109) pour recevoir des
instructions de démarrage de reconnaissance
de la parole de l’utilisateur, et donner l’instruc-
tion au moyen de reconnaissance (114) de dé-
marrer le processus de reconnaissance de la
parole,
- un moyen d’affichage (110) pour afficher au
moins l’un des mots de la parole reconnaissa-
bles de l’unité de reconnaissance (114),

dans lequel un temps de préparation est nécessaire
entre le moment où le moyen de reconnaissance
(114) reçoit des instructions de démarrage du pro-
cessus de reconnaissance de la parole du moyen
d’instruction (109) et le moment où le moyen de re-
connaissance (114) est prêt à effectuer le processus
de reconnaissance de la parole ;
dans lequel le procédé comprend :

- un processus, pendant le temps de prépara-
tion, de commande du moyen d’affichage (110)
pour afficher un caractère d’interdiction indi-
quant l’interdiction de parler et ledit au moins un
des mots de la parole reconnaissables, et après
l’expiration du temps de préparation, de com-
mande du moyen d’affichage (110) pour afficher
un caractère de permission indiquant la permis-
sion de parler à afficher, à une position où le
caractère d’interdiction était affiché.

4. Programme de traitement d’affichage pour fabriquer
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un ordinateur inclus dans un appareil de reconnais-
sance de la parole, l’appareil comprenant :

- un moyen de reconnaissance (114) pour ef-
fectuer un processus de reconnaissance de la
parole consistant à reconnaître les mots parlés
d’un utilisateur,
- un moyen d’instruction (109) pour recevoir des
instructions de démarrage de reconnaissance
de la parole de l’utilisateur, et donner l’instruc-
tion à l’unité de reconnaissance (114) de démar-
rer le processus de reconnaissance de la parole,
- un moyen d’affichage (110) pour afficher au
moins l’un des mots de la parole reconnaissa-
bles de l’unité de reconnaissance (114),

le programme de traitement d’affichage étant conçu
pour fonctionner en tant que moyen de commande
(112),
dans lequel un temps de préparation est nécessaire
entre le moment où le moyen de reconnaissance de
la parole (114) reçoit des instructions de démarrage
du processus de reconnaissance de la parole du
moyen d’instruction (109) et le moment où le moyen
de reconnaissance (114) est prêt à effectuer le pro-
cessus de reconnaissance de la parole ; le moyen
de commande (112), pendant le temps de prépara-
tion, commande le moyen d’affichage (110) pour af-
ficher un caractère d’interdiction indiquant l’interdic-
tion de parler et ledit au moins un des mots de la
parole reconnaissables, et après l’expiration du
temps de préparation, commande le moyen d’affi-
chage (110) pour afficher un caractère de permission
indiquant la permission de parler à afficher, à une
position où le caractère d’interdiction était affiché.
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