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(54) Motor drive configuration system and method

(57) A motor drive comprises a power sub-assembly
and a control sub-assembly removably secured to the
power sub-assembly. The power sub-assembly contains
all power electronic circuitry and driver circuitry for the
power electronics. The control subassembly comprises
control circuitry for implementing a motor control routine
that generates control signals for the power sub-assem-

bly. The control sub-assembly is configured to conform
to a USB mass storage device class such that it will ap-
pear as an icon on a configuration station when coupled
10 the configuration station via a USB cable. Thereafter,
the drive may be accessed by selecting the icon, and
parameter file and data transfer may be performed, such
as by drag-and-drop transfer steps.
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Description

BACKGROUND

[0001] The present invention relates generally to drive
systems for powering electric motors, and more particu-
larly to a modular drive system designed and adapted
for controlling motors of various sizes and ratings.
[0002] A myriad of applications exist in industry for
electric motors of various types. In many applications,
induction motors are driven to rotate loads, such as
pumps, fans, conveyors, to mention only a few. Other
types of motors may similarly be driven. A load may call
for uniform speed and torque throughout its life, although
many applications require much more flexible control.
That is, a motor may need to be driven at different speeds
and with different torques at different stages in its oper-
ation. To accommodate such needs, variable speed mo-
tor drives have been developed that allow for output
waveforms of varying and controllable frequency, capa-
ble of correspondingly varying the speeds of driven mo-
tors. Similarly, equipment has been developed for soft
starting motors, starting and stopping motors in control-
led manners, and so forth. Such motor drives are now
ubiquitous throughout industrial, commercial, shipping,
material handling, and other applications.
[0003] In general, motor drives are designed to provide
good service life in a range of conditions and with a range
of loads. The drives may be designed around a single
package that can be programmed and wired to receive
input power as well as to output conditioned power to the
electric motor. Such packaged products typically include
power conditioning circuitry that receives alternating cur-
rent (AC) input, and converts the AC input to a DC form,
before reconverting the DC power to controlled frequency
AC output. Various operator interfaces and programming
platforms may also be provided, as well as networking
capabilities.
[0004] One particular challenge that arises in such
products is the design for various motor sizes, for facili-
tating programming, for sharing programming and con-
trol parameters, and so forth. Most such products have
been designed to power specific sizes of motors (typically
rated by the power output or frame size), and the user
must select and program the appropriate product for the
particular motor to be powered. All of the circuitry used
to control power electronic devices within the drives has
typically been included in the single package. Program-
ming has been done either manually or by an interface
with a configuration computer or network connected to
the unitary package. This product paradigm, however,
suffers from drawbacks including limitations of installa-
tion and configuration of the drives, relatively inefficient
use of control platforms between drives, in accessibility
of the programming once the drive is commissioned, or,
conversely, risks of access to the drives from exterior
sources due to resident network connections.
[0005] There is a need, therefore, for improved tech-

niques for driving electric motors that can respond to such
drawbacks.

BRIEF DESCRIPTION

[0006] The invention provides novel techniques for
configuring a motor drive designed to respond to such
needs. In accordance with certain aspects of the inven-
tion, a motor drive system comprises a power subassem-
bly including power electronic switches controllable to
provide controlled frequency AC power to an electric mo-
tor, and driver circuitry configured to apply gate drive sig-
nals to the power electronic switches. A control sub-
assembly is separable from the power subassembly but
physically configured to be attached to the power sub-
assembly and to make electrical connections with the
power subassembly when attached. The control sub-
assembly includes control circuitry configured that, in op-
eration, applies control signals to the drive circuitry for
controlling the power electronic switches. The control su-
bassembly is configured to be coupled to a configuration
station and comprises an interface that identifies the mo-
tor drive system to the configuration station in conform-
ance with a USB mass storage device class.
[0007] In accordance with other aspects, the invention
provides a motor drive system that includes a control
subassembly separable from a power subassembly but
physically configured to be attached to a power sub-
assembly and to make electrical connections with the
power subassembly when attached. The control sub-
assembly includes control circuitry configured that, in op-
eration, applies control signals to drive circuitry of the
power subassembly for controlling an electric motor. The
control subassembly comprises at least one motor con-
trol routine operating on parameters for control of the
electric motor and is configured to be coupled to a con-
figuration station for transfer of a configuration file com-
prising the parameters from the configuration station via
a drag-and-drop file transfer.
[0008] The invention also provides a motor drive meth-
od that comprises connecting a control subassembly to
a configuration station, the control subassembly being
configured to be physically attached to a power sub-
assembly and to make electrical connections with the
power subassembly when attached. The control sub-
assembly includes control circuitry configured that, in op-
eration, applies control signals to drive circuitry of the
power subassembly for controlling an electric motor. The
control subassembly comprises at least one motor con-
trol routine operating on parameters for control of the
electric motor. The control subassembly is recognized
on the configuration station as a USB mass storage class
device. A configuration file comprising the parameters is
then transferred from the configuration station.

DRAWINGS

[0009] These and other features, aspects, and advan-
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tages of the present invention will become better under-
stood when the following detailed description is read with
reference to the accompanying drawings in which like
characters represent like parts throughout the drawings,
wherein:
[0010] FIG. 1 is a perspective view of an exemplary
motor drive system in accordance with aspects of the
present techniques;
[0011] FIG. 2 is a similar perspective view of the system
of FIG. 1 with a control sub-assembly removed from a
power sub-assembly;
[0012] FIG. 3 is a perspective view of the control sub-
assembly and power sub-assembly illustrating internal
plug-in connectors for mating the two and for the ex-
change of signals between the two;
[0013] FIG. 4 is an exemplary illustration of how the
same control sub-assembly may be used with different
power sub-assemblies having different ratings;
[0014] FIG. 5 is a diagrammatical representation of
certain of the functional circuitry contained in the power
sub-assembly and control sub-assembly;
[0015] FIG. 6, and FIGS. 6A-6F, illustrate a presently
contemplated technique for removing a control sub-as-
sembly and connecting it to a configuration station for
programming;
[0016] FIG. 7 is a diagrammatical illustration of certain
functional circuits and files contained in a configuration
station and in a control sub-assembly for ease of drive
configuration; and
[0017] FIG. 8 is a flow chart illustrating exemplary logic
for preparation of a power sub-assembly and a control
sub-assembly during configuration and commissioning
of a drive in accordance with the present techniques.

DETAILED DESCRIPTION

[0018] FIG. 1 illustrates an exemplary motor drive sys-
tem 10 designed to power an electric motor such as an
induction motor. The motor drive system essentially con-
sists of a power sub-assembly 12 and a control sub-as-
sembly 14 which is designed to be secured to and at-
tached to the power sub-assembly during operation. A
mechanical interface 16 allows for mating of the sub-
assemblies and the control sub-assembly may be held
on to the power sub-assembly in various manners, such
as via snaps, fasteners, and the like. However, in a pres-
ently contemplated embodiment, the control sub-assem-
bly and the power sub-assembly are physically config-
ured to allow the control sub-assembly to be secured to
the power sub-assembly via interfacing surfaces, such
that the control sub-assembly may be attached and de-
tached form the power sub-assembly by hand and with-
out the use of tools. This ability to toollessly attach and
detach the control sub-assembly greatly facilitates pro-
gramming, reprogramming, commissioning and servic-
ing of the system. An operator interface 18 is shown on
a front face of the control sub-assembly and may allow
for certain user interactions with the drive, such as to

view configuration parameters, alter configuration pa-
rameters, view logs, history, error and other codes, view
certain operational parameters (e.g., currents, voltages,
speeds) and so forth. In a present embodiment, the op-
erator interface comprises an LCD module that supports
multiple languages, and is able to display parameter
codes followed by dynamic descriptions.
[0019] As shown in FIG. 2, the control sub-assembly
is removable from the power sub-assembly 12, such as
for configuration (programming), servicing, and so forth.
As discussed more fully below, the control sub-assembly
may be removed from the power sub-assembly without
disconnecting the power sub-assembly from either the
power supply (e.g., upstream power circuitry) or from the
electric motor once places in service.
[0020] In the presently contemplated embodiment,
multi-conductor connectors mate when the control sub-
assembly is mounted on or attached to the power sub-
assembly. FIG. 3 illustrates the control sub-assembly 14
removed from the power sub-assembly, and shows the
multi-conductor connectors 20 and 22 that interface with
one another when the two sub-assemblies are brought
together to transfer power and data between the control
sub-assembly and the power sub-assembly. That is, in
the presently contemplated embodiment, the control sub-
assembly 14 does not contain the means for supplying
its own power (e.g., a battery), but receives power from
the power sub-assembly 12 when the two are connected.
Moreover, the control sub-assembly 14 performs all com-
putations, implements all control routines, and generates
all control signals that are applied to the power circuitry
within the power sub-assembly (as described more fully
below) via the multi-conductor connectors. The connec-
tors 20 and 22 are provided on sides of the control sub-
assembly and power sub-assembly that face one another
and are exposed only when the sub-assemblies are sep-
arated, as indicated by reference numerals 24 and 26.
That is, the facing sides are not accessible when the two
sub-assemblies are mated.
[0021] Although FIGS. 1-3 illustrate a control sub-as-
sembly that is generally co-extensive with the power sub-
assembly, it is presently contemplated that the same con-
trol sub-assembly may serve to accommodate various
power sub-assemblies that increase in both size and rat-
ing. FIG. 4 illustrates three such arrangements. In the
first, the control sub-assembly 14 is shown over a power
sub-assembly which is located behind the control sub-
assembly, the two sub-assemblies being generally co-
extensive with one another. As indicated by reference
numerals 28 and 30, however, power sub-assemblies of
larger sizes and ratings may be coupled to the same con-
trol sub-assembly 14. The power sub-assemblies mate
and interface in similar manners, and the circuitry within
the control sub-assembly is designed to allow for motors
of various sizes to be driven without altering the hardware
or circuitry within the control sub-assembly. Such larger
sizes are accommodated only by programming changes
within the control sub-assembly. In presently contemplat-
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ed embodiments, for example, power sub-sections hav-
ing ratings of 0.4 to 22kw/0.5 to 30hp at 400/480V, with
global voltage classes of 110V, 200V, 400V and 600V
may be accommodated by the same control sub-assem-
bly. However, other sizes and weightings may, of course,
be envisaged.
[0022] In accordance with presently contemplated em-
bodiments, the power sub-assembly comprises power
electronic devices (e.g., switches) that regulate the con-
version power from a power source to controlled frequen-
cy AC output for driving the electric motor. The control
sub-assembly, on the other hand, comprises processing
capabilities, motor control routines, parameters utilized
by the routines for motor control, operator interface cir-
cuitry, and so forth to provide control signals for the power
electronics of the power sub-assembly. The control sig-
nals are applied to the circuitry within the power sub-
assembly based on the motor control routines and any
further processing in the power sub-assembly converts
these control signals to timing signals for driving the gates
of power electronic switches within the power sub-as-
sembly.
[0023] This general topology is illustrated diagrammat-
ically in FIG. 5. As shown in FIG. 5, the power sub-as-
sembly 12 is designed to receive power from a power
grid or main, or more generally from an input power sup-
ply. The power will typically be applied by conductors or
busses, and the drive system may be, where desired,
mounted near or remote from an electric motor that is
driven by the system in operation. In certain embodi-
ments and installations, the motor drive system may be
rigidly mounted in a cabinet, on rails, or in any suitable
manner. The incoming power may conform to various
standards, depending upon the country or region in which
the system is utilized, but will typically provide single or
three-phase input power that is applied to a rectifier circuit
32. The rectifier circuitry may be passive or active, and
where desired may allow for regenerated power to be
applied back to the power source (e.g., during deceler-
ation or braking of the load). The rectifier circuit 32 pro-
duces DC output that is applied to a DC bus 34. Various
conditioning and support circuitry, illustrated generally
by reference numeral 36 may be connected to the DC
bus. As will be appreciated by those skilled in the art,
such circuitry may include inductors, capacitors, resis-
tors, and so forth. In general, inductors and capacitors
may be utilized to store energy in the DC bus, and to
smooth variations or ripple in the DC power, as well as
to supply energy during certain periods of operation. Re-
sistors may be provided for braking or dissipating energy,
and so forth. DC power from the DC bus is applied to an
inverter circuit 38, or more generally to a power converter
circuit. The inverter circuit will typically include pairs or
power electronic switches, such as insulated gate bipolar
transistors (IGBTs) associated with diodes. These power
electronic switches are driven to allow power to be drawn
from the DC bus to form a synthetic sinusoidal output of
a controlled frequency. The output power is then applied

to an electric motor 40. While in many applications the
drive system is configured to drive single or multi-phase
AC motors, it should be noted that the drive system may
be adapted for driving different motor types, such as per-
manent magnet motors.
[0024] In the illustration of FIG. 5, the power sub-as-
sembly 12 also includes driver circuitry 42. The driver
circuitry 42 acts based upon control signals received from
the control sub-assembly to generate gate drive signals
that are applied to the power electronic switches of the
inverter circuitry 38. Where a switched rectifier is provid-
ed, such driver circuitry, or a separate circuit may similarly
apply signals to the rectifier. The driver circuitry 42 may
base the timing of the gate drive signals upon any desired
algorithm, such as utilizing triangular carrier waves and
other techniques generally known in the art. Finally, the
power sub-assembly 12 may include various sensors,
indicated collectively by the reference numeral 44, that
detect feedback parameters, such as voltages, currents,
position (electric motor) and so forth during operation.
Signals to and from the driver circuitry 42 and from the
sensors 44 are provided to the control sub-assembly via
the multi-connectors discussed above.
[0025] The control sub-assembly 14 as illustrated in
FIG. 5 comprises control circuitry 46 designed to imple-
ment one or more motor control routines based upon
programmed parameters stored within the control sub-
assembly. The control circuitry 46 may comprise any suit-
able processor or multiple processors, including micro-
processors, field programmable gate arrays, dedicated
application specific integrated circuits, and so forth.
Memory circuitry, indicated generally by reference nu-
meral 48 is associated with the control circuitry and allows
for storage of motor control routines, parameters referred
to by the routines, as well as a vast array of other infor-
mation that may be useful for controlling and monitoring
the motor. An operator interface 50 is further coupled to
the control circuitry to allow for access to certain param-
eters, for alteration of programming and parameters, and
so forth, such as via the operator interface illustrated in
FIG. 1. One or more network interfaces 52 may be pro-
vided for similarly accessing certain information from the
drive system. Such interfaces may include an EtherNet
interface, various industrial data exchange protocol in-
terfaces (e.g., DeviceNet, ControlNet, Profibus, Modbus,
etc.). EtherNet capability allows the drive system to be
integrated into an EtherNet IP infrastructure, and the use
of a dual port EtherNet card may permit connectivity op-
tions such as device level ring networking. Finally, a uni-
versal serial bus (USB) interface is provided in the illus-
trated embodiment. While one or more of these interfaces
may be accessible from outside the drive system when
assembled, in a presently contemplated embodiment the
network interfaces 52 are accessible when the control
sub-assembly is mounted on the power sub-assembly,
while the USB interface, which allows for file transfer and
configuration of the drive system, is not accessible unless
the control sub-assembly is removed from the power sub-
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assembly. Where desired, the drive system may be pro-
tected by the use of passwords or other security devices.
[0026] FIG. 6, along with FIGS. 6A-6F, illustrate a pres-
ently contemplated technique for coupling the control
sub-assembly to a configuration station for file transfer
and configuration. As shown in FIG. 6, the control sub-
assembly 14 may be removed from the power sub-as-
sembly by withdrawing it from the interface 16. As shown
in FIG. 6A, then, a cover or internal portion of the control
sub-assembly may be removed, as indicated by refer-
ence numeral 56. Within the control sub-assembly, var-
ious connector interfaces may be accessible, such as an
EtherNet receptacle 58 (see, FIG. 6B) and a USB recep-
tacle 60 (see, FIG. 6C).
[0027] For transfer of data to the control sub-assembly,
including the transfer of files, configuration parameters,
control parameters, as well as alteration of these, a USB
cable 62 may be coupled to the USB receptacle 60 as
indicated in FIG. 6D. The completed connection 64 ef-
fectively tethers the control sub-assembly via the USB
cable 62 as indicated in FIG. 6E. The USB cable may be
coupled to a configuration station, such as a general pur-
pose computer as indicated by reference numeral 66 in
FIG. 6F.
[0028] In accordance with aspects of the present tech-
niques, not only may the power sub-assembly and control
sub-assembly be separately mounted, connected and in-
stalled, but programming of the control sub-assembly
may be facilitated after it is detached from the power sub-
assembly by means of the USB connection discussed
above. In particular, in a presently contemplated embod-
iment, the processing circuitry and interface circuitry con-
tained within the control sub-assembly allow the control
sub-assembly to identify itself in accordance with a USB
mass storage device class. As such, conventional file
access software running on the configuration station will
recognize the control sub-assembly and an icon repre-
sentative of the control sub-assembly will appear on the
configuration station when the two are tethered to one
another via the USB cable.
[0029] Certain exemplary functional components for
such functionality are illustrated generally in FIG. 7. As
shown in FIG. 7, the control sub-assetnbly 14 comprises
processing circuitry 68 which may form part of the control
circuitry within the sub-assembly as discussed above.
The processing circuitry 68 has access to memory cir-
cuitry 48. Such memory circuitry may store various motor
control routines as indicated by reference numeral 70. In
presently contemplated embodiments, these motor con-
trol routines are pre-loaded on the control sub-assembly
prior to shipment to users. The motor control routines
may include, for example, volts per hertz, sensorless vec-
tor control, field oriented control, permanent magnet mo-
tor support, and closed-loop feedback with an optical en-
coder. Moreover, control parameters 72 are stored in the
memory circuitry and are used by the motor control rou-
tine during operation, to regulate application of drive sig-
nals to the power electronic devices within the power

sub-assembly. As discussed below, these control param-
eters may be pre-loaded prior to configuration of the drive
system, or one or more of the parameters may be altered
and installed by virtue of the conformance of the control
sub-assembly to a USB mass storage device class. The
control sub-assembly further includes a USB interface
54 as discussed above that allows for the supply of data
and power from the configuration station when the two
are connected.
[0030] The configuration station 66 as shown in FIG.
7 includes processing circuitry 74 that has access to
memory circuitry 76. The processing circuitry 74 may
vary, depending upon the computer utilized, as may the
memory circuitry 76. In general, all such general purpose
computers will include adequate processing circuitry and
memory circuitry for carrying out the file transfers re-
quired. The memory circuitry may store one or more pa-
rameter files 78, as well as documentation files as indi-
cated by reference numeral 80. It should be noted that
such documentation files may also be stored in the mem-
ory circuitry of the control sub-assembly (and accessed
by connection to the configuration station). Operator in-
terface circuitry 82 allows the processing circuitry to send
and receive signals to ancillary devices, such as a display
or monitor 84, and one or more input and output devices
as indicated by reference numeral 86. Finally, a USB
interface 88 allows for interconnection of the control sub-
assembly 14 with the configuration station 66.
[0031] As noted above, the configuration sub-assem-
bly 14 comprises a configuration (e.g., one or more driv-
ers) which allows it to self-identify to the configuration
station as a USB mass storage device. As such, once
connected, the control sub-assembly will cause the op-
erator interface 82 and display 84 to show an icon 90
representative of the motor drive. By selecting this icon,
a user may access information within the control sub-
asseinbly in accordance with data stored within memory
circuitry 48. Moreover, the user may search for and iden-
tify one or more icons representative of the files stored
within memory circuitry 76. In the illustrated embodiment,
a parameter file icon 92 is shown corresponding to the
parameter file 78. In certain embodiments, the parameter
file may be received from a remote location, received
from internal memory or memory devices installed within
the configuration station, or may originate from any other
source. Moreover, in certain embodiments the parameter
file may be accessed on the configuration station and
altered as desired. Ultimately, then, the parameter file
may be transferred to the configuration station by a sim-
ple drag-and-drop file transfer operation as permitted by
the USB mass storage device standards. While further
configuration may take place, or the basic configuration
may take place by access to and from remote equipment
(such as via an external EtherNet connection), the use
of the controlled access USB port may tend to reduce
risks of unwanted or inappropriate access once the drive
is programmed and commissioned.
[0032] It should be noted that a number of useful con-
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figuration and programming software packages may be
used with the drive system for standard and customized
configuration. For example, many parameters for com-
mon motor applications may be pre-loaded into the con-
trol sub-assembly, or programmed by the USB port as
described herein, such as for driving fans, pumps, con-
veyors, mixers, blowers, and so forth. Software packages
for facilitating such configuration are commercially avail-
able from Rockwell Automation of Milwaukee, Wisconsin
under the commercial designation AppView™. Moreo-
ver, editing and customizing of the parameters may be
facilitated by use of such software tools as Custom-
View™ using Connected Component Workbench™ soft-
ware, also available from Rockwell Automation. Integra-
tion with programmable automation controllers may be
based on profiles, such as provided in RSLogix™ 5000
software from Rockwell Automation. Such profiles allow
for reduction in programming time by automatically pop-
ulating important information such as parameters and
tags. Such software may also allow for automatic detec-
tion of replacement of the control sub-assembly so that
all configuration parameters may be downloaded, elimi-
nating the need for manual re-configuration.
[0033] FIG. 8 illustrates exemplary logic 94 for
processing the power sub-assembly and control sub-as-
sembly during installation, configuration and commis-
sioning. As noted above, the separate ability of the power
sub-assembly and control sub-assembly allow the power
sub-assembly to be separately installed, where desired,
from the control sub-assembly. The power sub-assembly
may thus be wired to upstream power supply circuitry
and to the electric motor to be powered, while the control
sub-assembly may be programmed at the same time.
Because these operations often take place in quite dif-
ferent settings, the ability to process the two sub-assem-
blies separately may add efficiency and convenience to
the installation process. Moreover, one or more sub-as-
semblies may be configured in a controlled environment
while power sub-assemblies are being installed at the
site of the application. Still further, in the event of replace-
ment of a control sub-assembly, this sub-assembly may
be fully configured prior to installation on the power sub-
assembly simply by swapping an old control sub-assem-
bly with a new one. Still further, the use of a single design
control sub-assembly allows for control sub-assemblies
to be separately purchased, stocked, and installed with
control sub-assemblies being essentially interchangea-
ble between power sub-assemblies with the exception
of any settings and parameters that are unique to the
size, rating and operational characteristics of the motor
to be powered.
[0034] As shown in FIG. 8, processing of the power
sub-assembly as indicated generally by reference nu-
meral 96 may begin with mounting the power sub-as-
sembly 100 in appropriate location, enclosure, and so
forth. The power of sub-assembly may then be wired to
the main or, more generally, to upstream or incoming
circuitry as indicated by reference numeral 102, and then

may be wired to the motor 104. These connections may
be made and verified prior to attachment of the control
sub-assembly to the power sub-assembly.
[0035] Processing and configuration of the control sub-
assembly may take place in a series of steps as indicated
by reference numeral 98, starting with detachment of the
control sub-assembly from the power sub-assembly, if it
was previously attached, as indicated at reference nu-
meral 106. Here again, the control sub-assembly may be
detached from the power sub-assembly by toollessly re-
moving it (i.e., by hand). In practice, the two devices may
be purchased and shipped separately, or may arrive in
a single package but with the control sub-assembly un-
mounted. The control sub-assembly may then be con-
nected to the configuration station as indicated by refer-
ence numeral 108, such as via the USB port discussed
above with reference to FIG. 6. Power and data are then
provided to the control sub-assembly as indicated at step
110. As noted above, the control sub-assembly may not
have its own separate power source, such that input pow-
er may be required for accessing information, powering
the processing circuitry, and so forth. In such cases, the
USB connection between the configuration station and
the control sub-assembly may provide not only data but
power, at least temporarily, for operation of the control
sub-assembly. As indicated at step 112, then, the control
sub-assembly will appear as an icon on the configuration
station by virtue of the conformance of the control sub-
assembly with the standards of the USB mass storage a
USB mass storage device class. Various operations may
then be performed by interacting with the icon, such as
enumerating certain data on the control sub-assembly,
accessing certain routines, and so forth. As indicated at
step 114, one of these operations may include a drag-
and-drop transfer of a parameter file from the configura-
tion station to the control sub-assembly. Once selected
by the user, then, the file is transferred, along with any
other data that the user may desire to transfer to the
configuration sub-assembly, alter within the configura-
tion sub-assembly and so forth. It should also be noted,
however, that certain of these operations may be limited
or disallowed, and access to the control sub-assembly
may, where desired, be limited by passwords and other
security devices.
[0036] Once the file transfer is complete, the user may
determine whether all desired configuration, parameter
checks and selections, and so forth have been performed
as indicated at step 118, and if not, the user may continue
with such operations by returning to one of the previous
steps. Once the configuration is complete, the control
sub-assembly may be disconnected from the configura-
tion station as indicated at step 120. The configuration
is then completed as indicated at step 122, and the con-
trol sub-assembly may be mounted on the power sub-
assembly as indicated at step 124, which, again, may be
performed toollessly. Step 124 may include various other
sub-steps required for commissioning of the drive, includ-
ing testing of various functionality, and so forth. Once
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commissioning is complete, the drive may be run nor-
mally as indicated at step 126. If at any time thereafter
configuration is to be altered or the control sub-assembly
is to be replaced, reconfiguration may be easily reformed
as indicated at step 128. Such reconfiguration may in-
clude removal of the control sub-assembly from the pow-
er sub-assembly and re-accessing of the parameters as
indicated above, transfer of parameters and files as in-
dicated above, and so forth. Moreover, such reconfigu-
ration may occur directly and manually by interacting with
the operator interface on the control sub-assembly.
Moreover, in certain embodiments, changes and config-
urations may be performed by accessing the control sub-
assembly from an external network connection as dis-
cussed above.
[0037] While only certain features of the invention have
been illustrated and described herein, many modifica-
tions and changes will occur to those skilled in the art. It
is, therefore, to be understood that the appended claims
are intended to cover all such modifications and changes
as fall within the true spirit of the invention.

The following is a list of further preferred embodi-
ments of the invention:

[0038]

Embodiment 1. A motor drive system comprising:

a power subassembly including power electron-
ic switches controllable to provide controlled fre-
quency AC power to an electric motor, and driver
circuitry configured to apply gate drive signals
to the power electronic switches; and

a control subassembly separable from the pow-
er subassembly but physically configured to be
attached to the power subassembly and to make
electrical connections with the power sub-
assembly when attached, the control sub-
assembly including control circuitry configured
that, in operation, applies control signals to the
drive circuitry for controlling the power electronic
switches, the control subassembly being config-
ured to be coupled to a configuration station and
comprising an interface that identifies the motor
drive system to the configuration station in con-
formance with a USB mass storage device class

Embodiment 2. The system of embodiment 1, where-
in the control subassembly comprises at least one
motor control routine operating on parameters for
control of the electric motor.

Embodiment 3. The system of embodiment 2, where-
in the control subassembly is configured to receive
the parameters for control of the electric motor by
transfer of a file from the configuration station.

Embodiment 4 The system of embodiment 3, where-
in the file transfer may be performed by a drag-and-
drop operation on the configuration station.

Embodiment 5. The system of embodiment 1, where-
in the control subassembly is configured via the con-
figuration station by removal of the control sub-
assembly from the power subassembly.

Embodiment 6. The system of embodiment 1, where-
in the control subsection comprises a USB port for
connection to the configuration station.

Embodiment 7. The system of embodiment 6, where-
in the USB port is located on a side of the control
subsection facing the power subsection when the
control subsection is attached to the power subsec-
tion.

Embodiment 8. The system of embodiment 6, where-
in the USB port is inaccessible when the control sub-
section is attached to the power subsection.

Embodiment 9. The system of embodiment 1, where-
in the control subsection is configured to be ac-
cessed by the configuration station via a network link.

Embodiment 10. A motor drive system comprising:

a control subassembly separable from a power
subassembly but physically configured to be at-
tached to a power subassembly and to make
electrical connections with the power sub-
assembly when attached, the control sub-
assembly including control circuitry configured
that, in operation, applies control signals to drive
circuitry of the power subassembly for control-
ling an electric motor, the control subassembly
comprising at least one motor control routine op-
erating on parameters for control of the electric
motor and being configured to be coupled to a
configuration station for transfer of a configura-
tion file comprising the parameters from the con-
figuration station via a drag-and-drop file trans-
fer.

Embodiment 11. The system of embodiment 1,
wherein the control subassembly is configured to be
physically coupled to the configuration station via a
wired connection.

Embodiment 12. The system of embodiment 11,
wherein the control subassembly is configured to be
physically coupled to the configuration station only
when removed from the power subsection.

Embodiment 13. The system of embodiment 10,
wherein the control subassembly is configured to ap-
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pear to the configuration station as a USB mass stor-
age class device.

Embodiment 14. The system of embodiment 13,
wherein the control subsection comprises a USB port
for connection to the configuration station.

Embodiment 15. The system of embodiment 14,
wherein the USB port is located on a side of the con-
trol subsection facing the power subsection when
the control subsection is attached to the power sub-
section.

Embodiment 16. The system of embodiment 14,
wherein the USB port is inaccessible when the con-
trol subsection is attached to the power subsection.

Embodiment 17. A motor drive method comprising:
connecting a control subassembly to a configuration
station, the control subassembly being configured to
be physically attached to a power subassembly and
to make electrical connections with the power sub-
assembly when attached, the control subassembly
including control circuitry configured that, in opera-
tion, applies control signals to drive circuitry of the
power subassembly for controlling an electric motor,
the control subassembly comprising at least one mo-
tor control routine operating on parameters for con-
trol of the electric motor;
recognizing the control subassembly on the config-
uration station as a USB mass storage class device;
and
transferring a configuration file comprising the pa-
rameters from the configuration station.

Embodiment 18. The motor drive method of embod-
iment 17, wherein the configuration file is transferred
from the configuration station to the control sub-
assembly via a drag-and-drop file transfer.

Embodiment 19. The motor drive method of embod-
iment 17, wherein the control subassembly is re-
moved from the power subassembly for connection
to the configuration station.

Embodiment 20. The motor drive method of embod-
iment 17, wherein the configuration station is con-
nected to the control subassembly via a USB port
that is inaccessible when the control subassembly
is attached to the power subassembly.

Claims

1. A motor drive system comprising:

a power subassembly including power electron-
ic switches controllable to provide controlled fre-

quency AC power to an electric motor, and driver
circuitry configured to apply gate drive signals
to the power electronic switches; and
a control subassembly separable from the pow-
er subassembly but physically configured to be
attached to the power subassembly and to make
electrical connections with the power sub-
assembly when attached, the control sub-
assembly including control circuitry configured
that, in operation, applies control signals to the
drive circuitry for controlling the power electronic
switches, the control subassembly being config-
ured to be coupled to a configuration station and
comprising an interface that identifies the motor
drive system to the configuration station in con-
formance with a USB mass storage device
class.

2. The system of claim 1, wherein the control sub-
assembly comprises at least one motor control rou-
tine operating on parameters for control of the elec-
tric motor.

3. The system of claim 2, wherein the control sub-
assembly is configured to receive the parameters for
control of the electric motor by transfer of a file from
the configuration station.

4. The system of claim 3, wherein the file transfer may
be performed by a drag-and-drop operation on the
configuration station.

5. The system of claim 1, wherein the control sub-
assembly is configured via the configuration station
by removal of the control subassembly from the pow-
er subassembly.

6. The system of one of claims 1 to 5, wherein the con-
trol subsection comprises a USB port for connection
to the configuration station.

7. The system of claim 6, wherein:

the USB port is located on a side of the control
subsection facing the power subsection when
the control subsection is attached to the power
subsection; or
the USB port is inaccessible when the control
subsection is attached to the power subsection.

8. The system of claim 1, wherein the control subsec-
tion is configured to be accessed by the configuration
station via a network link.

9. A motor drive system comprising:

a control subassembly separable from a power
subassembly but physically configured to be at-
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tached to a power subassembly and to make
electrical connections with the power sub-
assembly when attached, the control sub-
assembly including control circuitry configured
that, in operation, applies control signals to drive
circuitry of the power subassembly for control-
ling an electric motor, the control subassembly
comprising at least one motor control routine op-
erating on parameters for control of the electric
motor and being configured to be coupled to a
configuration station for transfer of a configura-
tion file comprising the parameters from the con-
figuration station via a drag-and-drop file trans-
fer.

10. The system of claim 1, wherein the control sub-
assembly is configured to be physically coupled to
the configuration station via a wired connection.

11. The system of claim 10, wherein the control sub-
assembly is configured to be physically coupled to
the configuration station only when removed from
the power subsection.

12. The system of claim 9, wherein the control sub-
assembly is configured to appear to the configuration
station as a USB mass storage class device and
wherein the control subsection comprises a USB port
for connection to the configuration station.

13. The system of claim 12, wherein:

the USB port is located on a side of the control
subsection facing the power subsection when
the control subsection is attached to the power
subsection; or
the USB port is inaccessible when the control
subsection is attached to the power subsection.

14. A motor drive method comprising:

connecting a control subassembly to a configu-
ration station, the control subassembly being
configured to be physically attached to a power
subassembly and to make electrical connec-
tions with the power subassembly when at-
tached, the control subassembly including con-
trol circuitry configured that, in operation, ap-
plies control signals to drive circuitry of the pow-
er subassembly for controlling an electric motor,
the control subassembly comprising at least one
motor control routine operating on parameters
for control of the electric motor;
recognizing the control subassembly on the con-
figuration station as a USB mass storage class
device; and
transferring a configuration file comprising the
parameters from the configuration station.

15. The motor drive method of claim 14, wherein:

the configuration file is transferred from the con-
figuration station to the control subassembly via
a drag-and-drop file transfer, and/or
the control subassembly is removed from the
power subassembly for connection to the con-
figuration station; and/or
the configuration station is connected to the con-
trol subassembly via a USB port that is inacces-
sible when the control subassembly is attached
to the power subassembly.
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