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Description

TECHNICAL FIELD

[0001] This disclosure relates in general to the field of
internet protocol (IP) communication, more particularly,
to a transport protocol for data transmission within a data
switch.

BACKGROUND

[0002] IP communication involves the transmission of
messages in the form of one or more data packets. The
data packets include a source address and at least one
destination address. A switch is a network device that
directs traffic towards the destination address. Switches
include multiple inputs and multiple outputs. A crossbar
switch includes a selectable connection from each of the
multiple inputs to each of the multiple outputs. A crossbar
switch permits only one data packet to be transmitted to
any one output at any particular time.
[0003] Arbitration schemes regulate data flows. In one
example, the input must request to send data and receive
a confirmation that data may be sent. These communi-
cations in the switch require time, which increases packet
latency. In addition, congestion may occur at the inputs,
at the outputs, or at the crossbar.
[0004] A book entitled "Computer Networks" by A.S.
Tanenbaum and D.J. Wetherall published by Pearson,
Boston, in 2011 includes, in Chapter 3, a Section entitled
"Sliding Window Protocols, which discloses a protocol
using Go-Back-N, in which the receiver simply to discards
subsequent frames, sending no acknowledgements for
the discarded frames. This strategy corresponds to a re-
ceive window of size 1. Chapter 20 entitled "TCP Bulk
Data Flow" at pages 275-296 of a book entitled "TCP/IP
Illustrated, Vol. 1. The Protocols" by Stevens, W.R pub-
lished by Addison-Wesley in 1994 discloses a flow con-
trol called a sliding window protocol, which allows the
sender to transmit multiple packets before it stops and
waits for an acknowledgement.

BRIEF DESCRIPTION OF THE DRAWINGS

[0005] Exemplary embodiments of the present embod-
iments are described herein with reference to the follow-
ing drawings.

Figure 1 illustrates an example network for internal
communication in a switch.
Figure 2 illustrates communication between an input
and an output in the network of Figure 1.
Figure 3 illustrates an example ingress sequence of
the input of Figure 2.
Figure 4A illustrates an example of a data packet.
Figure 4B illustrates an example of an acknowledge-
ment message.
Figure 5A illustrates an example probe message.

Figure 5B illustrates an example retransmit request.
Figure 5C illustrates an example drop notification.
Figure 6 illustrates an example flow chart for opera-
tion of the ingress.
Figure 7 illustrates an example state diagram for the
ingress.
Figure 8 illustrates an example flowchart for window
assignment.
Figure 9 illustrates an example network device for
intra switch transport control.
Figure 10 illustrates an example flowchart for intra
switch transport control.

DESCRIPTION OF EXAMPLE EMBODIMENTS

OVERVIEW

[0006] The invention provides a method, apparatus,
and a non-transitory computer readable medium as de-
fined by the independent claims.
[0007] Preferred features are defined in the dependent
claims. Any embodiments described herein which do not
fall within the scope of the claims are to be interpreted
as examples.

EXAMPLE EMBODIMENTS

[0008] The following embodiments relate to a transport
protocol for data transmission in a data switch, a switched
fabric, or another network topology. These examples in-
clude multiple nodes in multiple stages that are coupled
via switches, such as a crossbar switch.
[0009] The term fabric or switch may be used to refer
to the network device including the fabric and arrange-
ment of internal nodes or an arrangement of network de-
vices. In either scenario, the arrangement includes mul-
tiple paths through multiple nodes from one end to the
other. The features described in the following embodi-
ments may be applied to either scenario. The term fabric
relates to the grid-like pattern of the crossbar switch that
connects multiple inputs to multiple outputs in a matrix
arrangement. The crossbar switch may be referred to as
a cross point switch or a matrix switch. The crossbar
switch may connect M
inputs and N outputs, which includes M x N cross points
so that each input is selectably connected to each output.
The cross points selectably connect the input lines to the
output lines. In one example, the cross bar switch may
have 100 inputs, 100 outputs, and 10,000 cross points.
The cross bar switch may include a network of transistors
or other implementations are possible. When the tran-
sistor of a cross point is enabled, the input is connected
to the output through the cross point.
[0010] An arbiter or scheduler prevents multiple inputs
from being connected to a single output at the same time
and otherwise is configured to control the cross points.
The arbiter or scheduler may comprise logic or hardware
configured to output a control signal that selectively en-
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ergizes the cross points. The control signal may activate
or energize a transistor at each cross point. A physical
connection (e.g., wire or trace) connects the arbiter to
each of the cross points. The arbiter decides the order
that packets are dequeued from the input queues.
[0011] The latency through a data switch should be as
small as possible. The fabric bandwidth becomes a
scarce resource as port density increases and data flows
compete for paths through the fabric. The following em-
bodiments may allow low latency and high port density
by efficiently using fabric resources.
[0012] Current arbitration schemes require the ingress
device (e.g., a line card application specific integrated
circuit (ASIC)) to send a request and receive a grant be-
fore a data frame may be sent to the destination, which
may be referred to as request-grant loop latency. The
round trip time for the request-grant loop latency delays
the beginning of packet transmission. The following em-
bodiments allow packet transmission to begin immedi-
ately. The egress device (e.g., a line card ASIC) arbitrates
and manages fabric admission for ingress devices only
after the egress device receives packets from ingress.
The control feedback allows the system to converge with-
out the need of large excess fabric bandwidth and still
allows low latency. Each ingress device is associated
with one or more ingress ports, and each egress device
is associated with one or more egress ports. In one em-
bodiment, each ingress device includes one ingress port
and each egress device includes one egress port. The
term ingress port may refer to the ingress device and
associated port(s) in combination, and the term egress
port may be used to refer to the egress device and as-
sociated port(s) in combination.
[0013] The ingress device includes relatively large
buffers (e.g., 10 megabyte, 500 megabyte, 1 gigabyte).
Delays introduced at the ingress device through queuing
data packets do not initially result in dropped packets.
The ingress device can absorb significant influx of data.
However, if there is persistent congestion, the packets
accumulate on the ingress device and eventually there
may be drops. In the internal network, between the in-
gress device and the egress device, buffers are smaller
(e.g., 10 kilobytes, 100 kilobytes, 1 megabyte). Drops
occur internally but may be recovered through retrans-
mission by the ingress device. To the network outside of
the data switch, the packet appears to simply have taken
a longer time to get through the data switch. The following
embodiments send packets through the data switch with
the possibility that drops occur but may provide quick
recovery when packets are dropped. However, when the
possibility that drops occur is high, data packets are not
sent and the ingress device waits for a better time to send
the data packets.
[0014] Figure 1 illustrates an example network for in-
ternal communication in a switch. The data switch in-
cludes inputs 10a, 10b, which may be referred to as in-
gress devices, and outputs 11a, 11b, which may be re-
ferred to as egress devices. Between the inputs 10 and

the outputs 11 is a crossbar fabric, which includes a first
stage having first stage nodes 100a, 100b, a second
stage having second stage nodes 102a-n, 103a-n, and
a third stage having third stage nodes 104a, 104b. Data
packets are received at the inputs 10 and communicated
through the switch to the outputs 11. The inputs 10, out-
puts 11, and crossbar fabric may be arranged to form a
Clos network, as shown unfolded in Figure 1, or another
arrangement may be used. Other numbers of nodes,
stages, inputs, and/or outputs may be provided.
[0015] The ingress devices source data packets into
the crossbar. The egress device is the destination of
those data packets and may be referred as destination.
The ingress and egress devices may be physically im-
plemented in the same ASIC. The links, which are shown
by arrows in Figure 1, are bidirectional. The data packets
may include data frames and control frames. The data
frames may move left to right in the network shown in
Figure 1 and the control frames may move in the opposite
direction, from right to left.
[0016] One or more of the inputs 10 may include mul-
tiple virtual output queues. The virtual output queue may
be assigned to an egress device, and the inputs 10 may
include multiple virtual output queues assigned to differ-
ent egress devices. Because the ingress devices include
a virtual output queue for each egress device, each in-
gress device can communicate with different egress de-
vices independently, and the data frames belonging to
each flow can be load balanced independently. Since
load balancing entails out-of-order packet delivery, the
egress device reorders the data frames sourced by each
ingress communicating to egress device.
[0017] The initial request-grant loop latency is elimi-
nated because at least one source (e.g., ingress device)
is configured to send a certain number of bytes without
waiting for an acknowledgement message (ACK) to be
received from the output or destination. The source also
sends the certain number of bytes without first generating
a request to send data. After sending this initial burst, the
source may be configured to wait for one or more ACKs
before proceeding with further data transmission. For ex-
ample, each source may receive a window that defines
how many bytes (or data packets) may be sent immedi-
ately as packets arrive. When the window becomes full,
the source may wait for an ACK to be received. The re-
ceipt of the ACK triggers the window to slide. In response
to more space in the window, the ingress device is con-
figured to send more packets. For example, the ingress
device may increment a counter according to the size of
the data packet that is sent without receiving the ACK.
The ingress device compares the counter to a default
window size for the egress port before sending more data
to the egress port. The ingress device ceases transmis-
sion of subsequent data packets based on the counter
exceeding the default window size for the egress port.
[0018] A destination sends acknowledgement to differ-
ent sources at a predetermined rate. The rate may be
selected to be just enough to maintain the output buffer
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occupancy of the destination. In one example, the rate
is selected to keep the output buffer about half full. Ac-
cordingly, congestion in the fabric is avoided even during
bursty traffic. The destination may send acknowledge-
ments faster than the port speed when the buffer is empty
and gradually slow down to the port speed when buffer
is half full.
[0019] At the fastest setting, the destination sends
ACKs that result in an aggregate arrival rate at the egress
device that is still lower than a corresponding share of
the fabric capacity. This allows the right amount of data
to get into the fabric, and the rate at which the data enters
to be smoothed out, reducing the queuing delay in the
fabric to a minimum. If the total traffic going to a destina-
tion is less than the port rate, the output buffer remains
empty or little data is buffered, so low latency is achieved.
[0020] Figure 2 illustrates communication between an
input and an output in the network of Figure 1. For ex-
ample, each input 10 may include an ingress arbiter 201
and each output 11 may include an egress arbiter 202.
Messages generated at the egress arbiter 202 and sent
to the input 10 are referred to as upstream messages
211. Messages generated at the ingress arbiter 201 and
sent to the output 11 are referred to as downstream mes-
sages 210. Several examples of downstream messages
210 and upstream messages 211 are described below.
The ingress arbiter 201 and the egress arbiter 202 may
be implemented using a single controller or separate con-
trollers.
[0021] The data packets making up the data flow are
one example of a downstream message 210. The ingress
arbiter 201 is configured to send data packets to the out-
puts without first receiving permission from the outputs.
However, such speculative data packet transmissions
are sent only at specific times when congestion is unlikely
to result. For example, the speculative data transmission
may occur when a current window size is less than a
maximum window size. The maximum window size may
be calculated by the controller according to a bandwidth
and a round trip time from the ingress device to the egress
device. The bandwidth may be a known property of the
device or selected by a user input. Less than the maxi-
mum window size may be allocated to the ingress device.
[0022] The controller may receive a virtual output
queue value for each of one or more ingress ports. The
virtual output queue values describe an amount of data
at one of the ingress ports destined for an egress port.
The controller calculates an assigned window value for
the one of the plurality of ingress ports based on the max-
imum window size and the virtual output queue value for
the one of the plurality of ingress ports. Based on the
assigned window value, the controller generates an ac-
knowledgment message including the assigned window
value for the one of the plurality of ingress ports.
[0023] Figure 3 illustrates an ingress sequence. The
ingress arbiter 201 stores a send queue 250 and an ac-
knowledgement queue 251. The send queue 250 and
the acknowledgement queue 251 may be stored in sep-

arate memories or a single memory. The acknowledge-
ment queue 251 may include entire packets or a listing
of packets.
[0024] The acknowledgement queue 251 includes
sent packets from PKT 0 to PKT N-1. The next packet to
be sent from the send queue 250 is PKT N, and other
packets may be in line, such as PKT N+1 and so on. The
current window may be defined as the sum of the sizes
of packets 0 to N-1. The maximum window size may be
defined according to a bandwidth of the destination and
a round trip time from the ingress device to the egress
device and adjusted according to an adjustment factor.
In other words, the maximum window is the amount of
time for a data packet to travel from the ingress device
to the egress device and an ACK to return from the egress
device to the ingress device, multiplied by the bandwidth
or capacity of the destination, and adjusted by the ad-
justment factor. The adjustment factor may be an indica-
tion of congestion in the fabric. The adjustment factor
may be determined by the egress device through algo-
rithms discussed in more detail below. The packet la-
beled IGSndSeqNum is the packet that will be used for
the next packet sent for the flow. The packet labeled IGU-
nackedSeqNum is the packet that is the next packet in
sequence for which the ingress device is waiting to re-
ceive an ACK.
[0025] The current window size may be measured in
bytes or maximum transmission units (MTU). The max-
imum window size may be a predetermined number of
bytes with a remainder set at 1 MTU. For example, con-
sider a maximum window size of 1100 bytes and a series
of packets each having 500 bytes. If two 500 byte packets
are sent, and the next packet is 500 bytes, there is not
space in the window for the entire third packet. However,
the ingress arbiter 201 may send the packet anyway. In
other words, packets are sent unless the maximum win-
dow size is met or exceeded. The ingress arbiter 201
overshoots the maximum window size as much as one
MTU. If the maximum window size less the current win-
dow size is greater than 0, the ingress arbiter 201 sends
another packet from the send queue 250. Other window
space approaches may be used. As acknowledgement
messages are received from the egress arbiter 202, the
ingress arbiter 201 removes packets from the acknowl-
edgement queue 251, which allows packets to slide over
from the send queue 250.
[0026] Figure 4A illustrates an example of a data pack-
et 210a of a flow. Data packet 210a is not a control mes-
sage. In addition to a payload and routing information,
the data packet 210a includes a size field, a virtual output
queue size field, a sequence number or ID, and a frag-
ment number or ID. The routing information may include
a source address, a destination address and priority in-
formation. Different formats and/or information may be
included or not included.
[0027] The sequence ID indicates the position of the
data packet in the data stream. The egress device uses
the sequence number to reorder packets. The sequence
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ID is used for ordering the packets and assembling the
packets. When the egress device receives packets, the
packets may be reordered according to the sequence ID
before sending to the port and away from the data switch.
The sequence ID is also used to implement the sliding
window based congestion control. The egress device ex-
tracts the sequence IDs from the data packets received
and inserts the sequence IDs into the ACKs. When the
ingress device receives an ACK, the ingress device de-
termines which packet is being acknowledged according
to the sequence ID in the ACK.
[0028] The virtual output queue size field stores a VOQ
length. The VOQ length may be used to determine the
maximum window size or a share of the maximum win-
dow size that is assigned to each ingress port. Data pack-
ets are stored in virtual output queues in the ingress, and
each of the virtual output queues corresponds to one of
the possible egress devices. There may also be multiple
virtual output queues, each corresponding to a different
priority class, at one ingress device for one of the egress
devices. The virtual output queue size field includes data
indicative of the current size of the virtual output queue
from which the data packet came.
[0029] The egress device is configured to generate a
window assignment according to the current size of the
virtual output queue. The window assignment may be
generated for each virtual output queue in order to ap-
propriately share the capacity of the output link, which is
discussed in more detail below.
[0030] The fragment ID identifies the data packet as a
multi-part data packet. Packets that are above a maxi-
mum size level (e.g., 2,500 bytes) must be broken up
into fragments by the data switch. The ingress device
assigns the fragment ID (e.g., part 1 of 4) to each of the
portions of the oversized data packet. The egress device
reassembles the data packet based on the fragment IDs.
The sequence ID and fragment ID may be combined into
a single alphanumeric or binary value. The oversized
packet may be a superframe made of multiple network
packets, which are sourced by one of the virtual output
queues.
[0031] The data packet 210a may also include a max-
imum queue field. Each of the nodes in Figure 1 maintains
a queue level indicative of the amount of data recently
traversing the node. When the data packet 210a reaches
a node, the maximum queue field is written with the queue
level of the current node. Subsequent nodes compare
their queue levels with the maximum queue field and
overwrite the maximum queue field if their queue levels
exceed the value currently stored in the maximum queue
field. Accordingly, the data packet 210a acquires the larg-
est queue level met along the way. The egress device is
configured to extract data from the maximum queue field
to determine whether and to what degree congestion is
likely in the crossbar.
[0032] Figure 4B illustrates an example of an acknowl-
edgement message 211b. The acknowledgement mes-
sage 211b includes an assigned window value, a con-

gestion value, a sequence ID, and routing information.
The routing information may include a source address,
a destination address, and priority information. Addition-
al, different, or less information may be included. The
acknowledgement message 211b is a message from the
egress device to the ingress device alerting the ingress
device that a packet including the sequence ID has been
received. The ingress device may also assume that all
packets having preceding sequence IDs have also been
received. Therefore, the ingress device may remove eve-
ry packet from the acknowledgement queue 251 with a
sequence ID less than or equal to the sequence ID re-
ceived in an ACK. Accordingly, the window slides to the
left, and more data is sent from the send queue 250.
[0033] The assigned window value is data that indi-
cates to the ingress device the maximum window size
that the ingress device should be using. The assigned
window value may be a number of bytes of data that the
ingress device can send out before waiting for corre-
sponding ACKs to be returned from the egress device.
The assigned window value may be assigned proportion-
al to the virtual output queue sizes. The assigned window
value may be assigned using another algorithm based
on the maximum window size and recent allotments,
which is discussed in more detail below.
[0034] The congestion value indicates whether the
egress device or fabric is experiencing congestion. The
congestion value may be a single bit (e.g., 1 indicates a
threshold level of congestion at any location and 0 indi-
cates no problematic congestion). In another example,
the congestion value may be a multibit value, which spec-
ifies whether the egress device or the fabric is experienc-
ing congestion, how much congestion has been detect-
ed, or a specific location in the fabric. The ingress device
may be configured to generate and send probe messag-
es based on the congestion value, which is discuss below
in more detail.
[0035] Because the acknowledgement messages ulti-
mately control how much data is released by the ingress
device, the egress device controls the rate each source
can inject data into the fabric by controlling the timing of
the ACKs. The bandwidth of the device times the round
trip time through the device defines the bandwidth-delay
product as the maximum window size needed to achieve
the bandwidth. The maximum window size may be larger
than the minimum bandwidth-delay product requirement.
However, in the long term, a source rate cannot deviate
from the rate at which the left edge of the window is ad-
vanced. If the ingress device uses all of the maximum
window size, then the two rates are identical, and the
egress device has control not only of the rate, but also
of the actual time at which packets are injected into the
fabric. When the ingress device, for any reason, does
not immediately use all of the window, then bursts of a
magnitude up to equal to the maximum window size are
possible. The rate property however is maintained on
average. The egress device can balance the rates of all
sources according to egress port speed and egress buff-
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er occupancy. When the egress buffer occupancy is low,
the egress device generates ACKs at a slightly faster
pace. When the egress buffer occupancy exceeds a
threshold level, the egress device generates ACKs at a
slower pace. Accordingly, the egress buffer occupancy
is maintained at or near target levels without too much
data entering the fabric and causing congestion.
[0036] In addition, the congestion value may indicate
whether the egress device that generated the acknowl-
edgement message 211a is experiencing congestion.
The congestion value is a message from the egress de-
vice to the ingress device informing that ingress that if
more data packets are sent, congestion may result. The
ingress device is configured to stop or slow the transmis-
sion of data packets for a time period (e.g., 10 millisec-
onds, 1 millisecond, or another configurable time period.)
[0037] Figure 5A illustrates an example probe mes-
sage 210b. The probe message 210b is generated by
the ingress device and sent to the egress device. The
probe message 210b communicates to the egress device
that the ingress device has a packet to send when a new
flow comes into existence. The probe message 210b in-
cludes a packet size and a sequence ID. The packet size
is data indicative of how much data the ingress device is
requesting to send to the egress device. The packet size
may be the size of the next packet in the send queue
250. The packet size may be the total size of any number
of packets in the send queue 250.
[0038] At times when probe messages are used, a
probe message may be sent for each data packet, or
only for the first packet in a burst. The probe messages
contribute minimally to congestion because the probe
messages are small. The probe messages may also be
sent with high priority such the probe messages can be
transmitted through congestion in the fabric.
[0039] The ingress device may be configured to gen-
erate probe messages when congestion levels are high.
The congestion level may be determined from a recent
acknowledgement message 211a. The ingress device
may compare the congestion level to a threshold level.
When the congestion level exceeds the threshold level
there is speculation that using the maximum window size
would result in fabric congestion. The probe message
210b informs the egress device of the existence of the
flow, and the egress device can properly regulate the
flow. A probe message 210b may be dropped by the fab-
ric or egress device and recovered using the same mech-
anisms as a normal data packet. The acknowledgement
message 211a generated in response to the probe mes-
sage 210b may allow sending of several packets (e.g.,
when a small number of flows are present).
[0040] The ingress device may be configured to gen-
erate probe messages in several scenarios. As described
above, the probe messages may be generated when re-
ceived congestion values indicate congestion or exceed
a congestion threshold. The congestion may be indicated
by a single bit set to one.
[0041] In addition, when an established flow experi-

ences timeout and becomes inactive and if there is no
packet to send for an elapsed time, a new packet may
not be sent until a probe is sent and acknowledged in
order to re-establish the flow. In one example, any pack-
ets requiring fragmentation that are sent after a period
of inactivity require a probe message and corresponding
acknowledgment. Fragmented message are particularly
susceptible to congestion. Accordingly, fragmented
packets may be handled with no speculation in the intra
switch transport protocol.
[0042] In one embodiment, the probe message may
be triggered only when there is an indication that con-
gestion is present and a time requirement has been met.
The time requirement may specify that the default win-
dow is still being used. The default window is used until
the first ACK after an idle period is received at the ingress
device. The time requirement may be met when the vir-
tual output queue for the egress device is empty or near
empty, all sent packets have been acknowledged, and a
predetermined waiting time period has elapsed since the
last ACK has been received.
[0043] The indication that congestion is present may
be included in the congestion value of the acknowledge-
ment packet 211a. The congestion indication may be a
per-flow congestion status bit configured to indicate ev-
idence of fabric or destination congestion. Because the
congestions indication is communicated through the
ACKs, zero or limited additional bandwidth is consumed.
[0044] The per-flow congestion status bit may be set
by the egress device in either acknowledgement or re-
transmit request messages, or both. The ingress device
receives and stores the congestion status bit according
to the associated egress device or virtual output queue.
The per-flow congestion bit may be reset after a reset
time period elapses, indicating inactive flows.
[0045] The ingress device is configured to cease send-
ing packets to destinations marked as congested in mem-
ory based on past messages. In one example, the ingress
device instead generates and sends a probe when a
packet is waiting for a destination listed as congested.
The ingress device continues sending to the destination
only upon reception of the probe ACK. The ingress device
may store a bitmap of congestion values for the set of
egress devices coupled to the ingress device.
[0046] Probes may be used to avoid congestion when
certain conditions that tend to cause fabric congestion
occur. These conditions may include using an ingress
default window to send packets when flow is not yet es-
tablished with egress, overshooting the assigned window
by a one packet at the ingress device, and varying the
packet size (more data than expected by egress device
is sent), using a stale assigned window because the flow
was idle.
[0047] The ingress device is configured to start a win-
dow timer when the last pending ACK is received. The
ingress device continues the use the assigned window
value until the window timer expires. If the timer expires,
the ingress device reverts to the ingress default window
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size. The time is variable. If the default window size is
set as a large value, setting the timer higher results in
more conservative behavior, because the transient ef-
fects on the flow last longer, as compared to a low window
value assigned by egress. Setting the timer lower results
in a flow reverting earlier to the default window size. If
the default window size is small, then the significance of
the timer is reversed. By default, the algorithm is not ag-
gressive, and setting the timer to a low value is the least
aggressive option, while setting the timer to a high value
causes the ingress device to use a possibly high assigned
window for longer time.
[0048] Figure 5B illustrates an example retransmit re-
quest 211b. The retransmit request 211b includes a con-
gestion value, which may be similar to that if the acknowl-
edgement message 211a. The retransmit request 211b
also includes a sequence ID that specifies a packet that
should be transmitted again. The retransmit request 211b
also includes routing information including a source ad-
dress, a destination address and priority information.
[0049] The egress device detects whether a packet
has been dropped in the fabric or otherwise misrouted
by detecting gaps in a listing of packet sequence num-
bers. The retransmit request 211b is a request for the
ingress device to send the missing packet again. The
retransmit request 211b could be the result of the egress
device receiving a drop notification message from the
fabric. Alternatively, the missing packet could result from
a drop performed by the egress device or due to a timeout
of the egress device. Retransmit requests enable desti-
nations to explicitly request for retransmission at a de-
sired pace. The advantage, compared to retransmits de-
cided unilaterally by the ingress device, is the ability to
regulate the influx of packets to the fabric and avoid fur-
ther congestion.
[0050] Figure 5C illustrates an example drop notifica-
tion message 210c. The drop notification message 210c
includes a sequence ID of the packet that was dropped.
The drop notification message 210c may also include a
fragment ID and fragment size when the packet was di-
vided into multiple parts. The drop notification message
210c also includes routing information including a source
address, a destination address and priority information.
The drop notification message 210c may be generated
by the cross bar and sent to the egress device or gener-
ated by the egress device.
[0051] In response to receiving the drop notification,
the egress device may forward the retransmit request
message 211b to the ingress device, which may transmit
the packet again. This keeps the control loop intact and
helps recover faster from packet drops (instead of relying
only on ingress timer set based on worst case delay in
fabric). The message carries the size of packet that was
dropped. Of course the fabric cannot guarantee delivery
of the drop notifications, so ingress timers may also be
used.
[0052] Figure 6 illustrates an example flow chart for
operation of the virtual output queue arbiter, which is an

example ingress device. The ingress VOQ arbiter selects
amongst ingress queues competing for access to the fab-
ric crossbar and determines when a given VOQ can send
and how much data it can send.
[0053] At act S101, the ingress devices sends out at
least one data packet from the ingress VOQ without send-
ing any requests to send or without any delays for an
acknowledgement. The ingress VOQ may continue to
send additional data packets, while accumulating a
measure of the total amount of data sent in a current data
window value.
[0054] There are four example circumstances when a
VOQ is considered eligible to continue to send packets.
One example occurs when the ingress VOQ has not yet
transmitted the maximum window size. This may happen
as the flow is established for the first time, or if the es-
tablished flow has timed out causing any last allocated
window by destination to be invalid. At act S103, the in-
gress device increments a counter for the window ac-
cording to the data packet, which may be counted based
on the size of the packet.
[0055] At act S105, the ingress device compares the
counter for the current data window to a maximum win-
dow size or a default window. The maximum window size
may be variable and may be set initially according to a
default maximum window size and subsequently accord-
ing to an assigned window value from an acknowledge-
ment packet 211a. If the used window is less or equal
than ingress default window, the VOQ is eligible. When
the ingress default window is used, an additional packet
based cap may also be applied. The ingress default win-
dow could be defined by a number of bytes, a number of
packets, or both.
[0056] At act S107, the ingress device queues data
packets, or ceases the transmission of subsequent data
packets, when the current data window meets or exceeds
the default window size.
[0057] Another example includes what may be referred
to as normal transmission. The ingress VOQ is eligible
to send if it is non-empty and the current window (amount
of data sent but not yet acknowledged) is less or equal
than the maximum window size, as determined at act
S103. The equality constraint means a source is allowed
to overshoot the assigned window size by one MTU. This
prevents ingress deadlock when the assigned window is
smaller than the packet size. When a large number of
flows compete for the same output, the output may assign
a very small window (even 0) to all inputs. With this re-
laxed rule, instead of all ingress being deadlocked, each
is allowed to send at least a packet. At act S105, the
ingress device queues data packets when the current
data window meets or exceeds the maximum window
size.
[0058] The ingress device receives an acknowledge-
ment message from an egress device. The ingress de-
vice is configured to extract the sequence ID from the
acknowledgement message in order to identify the cur-
rent data window associated with the egress device. Ac-
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cordingly, the ingress device adjusts the current data win-
dow according to the acknowledgement message. The
current data window may be decreased by the size of
the packet specified in the acknowledgement message.
In addition or in the alternative, the ingress device is con-
figured to extract the assigned window value from the
acknowledgement window. The maximum window size
may be adjusted according to the assigned window value
of the acknowledgement message.
[0059] The third example occurs when the ingress
VOQ has experienced a timeout. The ingress VOQ may
experience a timeout when waiting for acknowledgement
message to be received from the destination. The ingress
device is configured to schedule re-transmission of data
for a specific sequence ID or range of sequence IDs. In
one example, only the oldest sequence ID that has yet
to be acknowledged is retransmitted.
[0060] The fourth example occurs after receipt of a re-
transmit request. When the ingress device receives a
retransmit request from the egress device, the ingress
device sends the corresponding data packet again, ac-
cording to the sequence ID included in the retransmit
request. The ingress device may be configured to main-
tain normal send queue and a retransmit queue to allow
sending either from normal send queue. Transmission
only happens from the head of either queue. Any packets
transmitted from the send queue are appended to tail of
retransmit queue. Packets are deleted from the head of
the re-transmit queue once corresponding sequence
number is acknowledged, which happens when se-
quence number in the ACK is the one immediately fol-
lowing the packet.
[0061] Figure 7 illustrates an example state diagram
for the ingress arbiter. The ingress arbiter includes at
least four states: an idle state 261, an inactive state 262,
an ACK wait state 263, and an established state 264.
The inactive state 262 occurs when either no packets
have been transmitted for this flow or the flow has been
in the idle state 261 for a period of time greater than the
inactive timeout period.
[0062] The ingress arbiter transitions from the inactive
state 262 to the ACK wait state 263 when one or more
packets have been transmitted to the egress device and
the ingress device is waiting for an ACK to return from
the egress device. The packets may be data packets of
the flow or probes.
[0063] The ingress arbiter transitions from the ACK
wait state 263 to the established state 264 when the first
valid ACK message is received from the egress device.
At this point the maximum window size for the flow has
been established. The ingress arbiter moves from the
established state to the idle state 261 when no packets
have been sent that are yet to be acknowledged and
there are no pending packets to send. The ingress de-
vices returns to the established state 264 if any packets
are received in the send queue. If the current window is
empty and no new packets arrive for a predetermined
idle time period, the ingress device returns to the inactive

state 262. The predetermined idle time period may be
configured between 10 microseconds and 1 millisecond.
[0064] The acknowledgement message 211b includes
the assigned window value, which is data that indicates
to the ingress device the maximum window size that it
should be using. The assigned window value may be
determined by the egress device. The assigned window
value limits the maximum sending rate of the ingress de-
vice, while the sliding rate of the window (controlled by
how frequently ACKs are sent by the egress device and
received by the ingress device) controls the sending rate
of the ingress device. The egress device, as the egress
device acknowledges data reception, dynamically as-
signs the assigned window values to the ingress devices.
As discussed above, the egress device is configured to
extract the VOQ length information from data packets
and assign a window to each ingress device in manner
based on the VOQ lengths, such as proportional to the
VOQ lengths. In addition, the egress device is configured
to calculate the assigned window values according to
recent data flows.
[0065] Figure 8 illustrates an example flowchart for de-
termination of the window values according to recent flow
values. Additional, fewer, or different acts may be includ-
ed. The acts of Figure 8 may be combined with the as-
signment of window values according to VOQ lengths
discussed above.
[0066] At act S201, the egress device calculates a
maximum window size according to a bandwidth delay
product for the device. The bandwidth delay product may
be the bandwidth of the device multiplied by the round
trip time between ingress and egress devices. Other cal-
culations using the same or different variables may be
used. The roundtrip time is the smallest possible amount
of time from when a data packet leaves an ingress device
until an acknowledgement message is received at the
ingress device. The maximum window size is assigned
so that the ingress device is always assigned equal to or
less than what is required by a single source to achieve
full rate. If a time greater than the bandwidth delay prod-
uct is used for the maximum window value, no greater
speed is achieved by the device, but the risk of conges-
tion increases. If only one ingress device is assigned to
the egress device, the maximum window size may be
used as the assigned window value. However, multiple
ingress devices may be sending flows to the egress de-
vice.
[0067] At act S203, the egress device assigns an
egress default window value to a plurality of ingress de-
vices. The assignments are made sequentially as data
packets are received and acknowledgement messages
are generated and returned to the ingress devices. The
egress default window may be calculated by dividing the
maximum window size across the plurality of ingress de-
vices. However, the number of ingress devices may not
be initially known. The egress device may assign a pre-
determined default window size to ingress devices as
data packets are received. The default window size may
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be a percentage or other function of the bandwidth delay
product (e.g., 10%, 20%, or any percentage less than
50%). The default window size may be used after a period
of inactivity (e.g., 50 microseconds, 100 microseconds,
1000 microseconds, or any value). Because the window
size available to all ingress devices is limited, the maxi-
mum window size is a window pool that is allocated and
reclaimed from ingress devices as data packets traverse
the device.
[0068] One example scenario includes a maximum
window size of 50 kilobytes. There are six ingress devices
with queues for the egress device. The egress default
window size is set to 10 kilobytes. When the egress de-
vice receives a data packet from a first ingress device,
the egress device generates an acknowledgement mes-
sage including an assigned window value of 10 kilobytes.
The egress device repeats this assignment for the sec-
ond, third, fourth, and fifth data packets received such
that each ingress device is assigned 10 kilobytes. How-
ever, if a sixth ingress device has data packets to send,
the sixth ingress device cannot be assigned any window
because no additional space is in the maximum window.
The egress device is configured to identify when the max-
imum window size has been fully allocated in the as-
signed default window values, at act S205. No additional
window is assigned until a data packet is received from
an ingress device.
[0069] When data packets are received from ingress
devices that were originally assigned window values, the
egress device reclaims that portion of the maximum win-
dow size and returns the portion to the pool of available
window. However, when assigning a second window val-
ue to the ingress device, the egress device does not al-
locate the default window size again. Instead, the egress
device calculates the average windows size allocated
across the plurality of ingress devices with virtual output
queues for the egress device. This calculation considers
those ingress devices that have been allocated no win-
dow.
[0070] Returning to the example above, when a data
packet is received from one of the first five ingress de-
vices, the egress device reclaims 10 kilobytes. However,
in the subsequent acknowledgment message, the egress
device does not assign all 10 kilobytes back to the ingress
device. The egress device assigns a maximum of the
average window allocated. The average window allocat-
ed in this example is 50,000/6, or 8.33 kilobytes. At act
S207, the egress device is configured to, in response to
receiving a data packet, calculate as assigned window
value for the ingress device sending the data packet
based on the average window currently allocated.
[0071] Subsequently, if the sixth ingress device, which
was previously assigned no window value, requests to
send a data packet, 1.77 kilobytes may be allocated to
the sixth ingress device. Because each ingress device
is allowed to overshoot by one packet, the sixth ingress
device sends at least one data packet. At act S209, the
egress device assigns another smaller window value to

one of the plurality of ingress device not previously as-
signed a window. The smaller window value is less than
the default window value.
[0072] The process repeats as additional data packets
are received. Generally, the egress device continues to
give to each ingress device an assigned window value
that is no more than the average available in the past.
After several rounds of assigning window values to each
ingress device, an equilibrium is reached. The sum of
the windows assigned to the sources sending to a des-
tination is approximately equal to the bandwidth of the
destination times the round trip time of the flows. The
destination, after receiving in-order data, selects one flow
among the set of flows that need to be acknowledged,
assigns a window to it, and generates one acknowledge,
making the window of the selected flow slide by one pack-
et.
[0073] Every time an acknowledgement message is
generated, the egress device updates the maximum win-
dow size available to assign to the ingress devices.
Throughout the process above, when the assigned win-
dow is not used by the ingress device for a period of time,
the assigned window is reclaimed by the egress. The
time out setting should be at least one round trip time
(RTT).
[0074] The window allocation process may be per-
formed individually for priority classes of data packets.
The egress device maintains an average available win-
dow amount per priority class. The average is maintained
by feeding the instantaneous available window to a first
order filter. The instantaneous available window is simply
the sum of the reserved and shared available window
pool, if the shared available window pool is positive, and
equal to the reserved pool if the residual shared became
negative.
[0075] Figure 9 illustrates an example network device
101 for intra switch transport protocol control. The net-
work device 101 may include one or more integrated cir-
cuits programmed or designed to forward data packets.
For example, the network device 101 may include an
application specific integrated circuit (ASIC). Other de-
vices than ASIC may be used, such as field programma-
ble gate arrays or general processors. The network de-
vice 101 includes at least a controller 300, a memory
302, an input communication interface 304, and an output
communication interface 305. The network device 101
may also communicate with a workstation 309.
[0076] The controller 300 may be configured to control
the ingress device, the egress device, in the alternative,
or both, as a single controller. The controller 300 is con-
figured to perform the operations and functions described
in the above embodiments. The memory 302 may be a
single memory or multiple memories allocated and dis-
tributed according to the queues described in the above
embodiments.
[0077] In one example, with respect to the egress de-
vice aspects of the network device 101, the memory 302
is configured to store a maximum window size according
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to a predetermined bandwidth and a round trip time be-
tween a plurality of ingress ports and an egress port. The
maximum window size may be calculated by the control-
ler 300 or may be pre-stored in the memory 302.
[0078] The controller 300 is configured to calculate an
assigned window value for the one of the plurality of in-
gress ports based on the maximum window size. The
assigned window value may initially be set according to
an even distribution of the maximum window size among
the ingress devices. Subsequently, the controller 300
may be configured to adjust the assigned window value
according to the usage of the ingress devices. Ingress
devices with smaller flows (low levels in the VOQ queues)
are assigned smaller windows that ingress devices with
larger flows (high levels in the VOQ queues). In addition,
the assigned window values are assigned according to
the average allocated window value. That is, no future
window assignment can exceed the current average al-
location across associated ingress devices.
[0079] The controller 300 is configured to generate an
acknowledgment message including the assigned win-
dow value for the one of the plurality of ingress ports.
The acknowledgment message is a single for the ingress
device to slide the assigned window and transmit one or
more new data packets. The acknowledgement mes-
sage may also include an indication of congestion. The
indication of congestion may be based on a message
from a node in the fabric that packets have been dropped
or congestion exists. The indication of congestion may
be based on a lagging egress queue that is a predictor
of future congestion.
[0080] In one example, with respect to the ingress de-
vice aspects of the network device 101, the memory 302
is configured to store an egress count level for an egress
device. The egress count level is the amount of data
stored in the egress queue, which relates to past data
transfer.
[0081] The controller 300 is configured to detect an
arrival of a data packet at the egress queue and calculate
a delay time period according to a size of the data packet.
The delay time period is proportional to the data packet
size. For example, the delay time period may be deter-
mined according to a counter that is increment according
to data packet sizes and decremented over time at a
draining rate. The controller 300 is also configured to
generate an acknowledgement message corresponding
to the data packet is generated after the delay time period
has elapsed. The draining rate may be a variable rate
calculated by the controller 300 according to a function
of fabric congestion and a memory size of the egress
queue.
[0082] The controller 300 may include a general proc-
essor, digital signal processor, an application specific in-
tegrated circuit (ASIC), field programmable gate array
(FPGA), analog circuit, digital circuit, combinations there-
of, or other now known or later developed processor. The
controller 300 may be a single device or combinations of
devices, such as associated with a network, distributed

processing, or cloud computing.
[0083] The memory 302 may be a volatile memory or
a non-volatile memory. The memory 302 may include
one or more of a read only memory (ROM), random ac-
cess memory (RAM), a flash memory, an electronic eras-
able program read only memory (EEPROM), or other
type of memory. The memory 302 may be removable
from the network device 101, such as a secure digital
(SD) memory card.
[0084] In addition to ingress ports and egress ports,
the input communication interface 304 and the output
communication interface 305 may include any operable
connection. An operable connection may be one in which
signals, physical communications, and/or logical com-
munications may be sent and/or received. An operable
connection may include a physical interface, an electrical
interface, and/or a data interface.
[0085] Figure 10 illustrates an example flow chart for
the operation of the egress device in intra switch flow
control. At act S301, the egress device stored an egress
count level related to pending data transfer. The egress
count level may describe the current storage levels in the
egress queue. The egress count level may be targeted
at approximately half of the memory allotted to the egress
queues.
[0086] At act S303, the egress device selects a data
packet at an egress queue based on the egress count
level. For example, the smallest count level from a set of
egress device may be selected. Alternatively, a selection
algorithm may semi-randomly select the data packet.
Semi-randomly means that the egress device first deter-
mines a set of eligible egress queues, then randomly
selects one of the egress queues in the set. The data
packet that is selected is forwarded as soon as the egress
port is available.
[0087] At act S305, the egress device generates an
acknowledgement message corresponding to the data
packet. The acknowledgement message lists the packet
identity of the data packet that was forwarded and may
optionally include congestion information and window in-
formation. At act S307, the egress device is configured
to delay transmission of the next ACK for a period of time
proportional to the size of the data packet. The delay may
be performed using a counter that is incremented accord-
ing to data packet sizes and decremented over time at a
draining rate.
[0088] The delay is an example of pacing the acknowl-
edgment message. Pacing the ACKs allows precise rate
control, even if the windows assigned are not exact. For
a source to achieve a rate R, it needs a window greater
than the bandwidth times the round trip time of the sys-
tem. A bigger window does not automatically result in
more data packets present in the fabric. On steady state,
when the source uses the entire available window, the
excess window exists as received, possibly sent out, but
still yet to be acknowledged data at the destination. As-
signing a big window however increases the risk of bursts
by a source.
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[0089] With a multi-path fabric, packets can arrive at
the egress out of order. If the destination buffer is filled
up with out-of-order packets, a deadlock situation occurs.
It is possible the destination has buffer filled up and a
hole in the sequence exists. It cannot dequeue under
such circumstance. Since no new data can get in, the
buffer remains full forever. The problem disappears if the
destination can drop yet to acknowledge packets to leave
room for completing packet reorder. To preserve end-to-
end no drop behavior while controlling the destination
buffer size, the source may have the capability to retrans-
mit dropped packets to ensure the destination gets the
data eventually. Another benefit of retransmission is that
the fabric can drop packets to keep its efficiency up by
reducing head of line blocking. This pushes buffer re-
quirements to source virtual output queue. The additional
buffer capacity for covering the round trip delay is a small
fraction of ingress buffer size.
[0090] The network device 101 may be a node in a
network. The network device 101 may be a node within
a switch. The network device may be a destination node
or a source node, or include both the destination node
and the source node. Generally, the source node sends
traffic to the destination node through a variety of paths.
A periodic series of packets from the destination node to
the source node include data indicative of congestion
values. The congestion values may be measured in pack-
ets (quantity), bandwidth (bits/second), or total volume
(bytes). The destination node defines that acceptable
amount of traffic such that it does not exceed the speed
of the link between the source node and the destination
node. There may be multiple communication paths trans-
verse multiple intermediate nodes between the source
node and the destination node. The intermediate nodes
may have different levels of congestion.
[0091] Multicast may be implemented by replicating a
received packet for distribution to a set of output ports
by way of a set of output queues. A multicast packet
includes a label for the multicast group that defines the
destinations of the multicast packet. A bitmap (e.g., a
fabric port of exit (FPOE) bitmap) may define which of
the set of output queues the multicast packet is to be
forwarded to in order to reach the destinations.
[0092] The network may include wired networks, wire-
less networks, or combinations thereof. The wireless net-
work may be a cellular telephone network, an 802.11,
802.16, 802.20, or WiMax network. Further, the network
may be a public network, such as the Internet, a private
network, such as an intranet, or combinations thereof,
and may utilize a variety of networking protocols now
available or later developed including, but not limited to
TCP/IP based networking protocols.
[0093] While the computer-readable medium is shown
to be a single medium, the term "computer-readable me-
dium" includes a single medium or multiple media, such
as a centralized or distributed database, and/or associ-
ated caches and servers that store one or more sets of
instructions. The term "computer-readable medium"

shall also include any medium that is capable of storing,
encoding or carrying a set of instructions for execution
by a processor or that cause a computer system to per-
form any one or more of the methods or operations dis-
closed herein.
[0094] In a particular non-limiting, exemplary embodi-
ment, the computer-readable medium can include a sol-
id-state memory such as a memory card or other package
that houses one or more non-volatile read-only memo-
ries. Further, the computer-readable medium can be a
random access memory or other volatile re-writable
memory. Additionally, the computer-readable medium
can include a magneto-optical or optical medium, such
as a disk or tapes or other storage device to capture
carrier wave signals such as a signal communicated over
a transmission medium. A digital file attachment to an e-
mail or other self-contained information archive or set of
archives may be considered a distribution medium that
is a tangible storage medium. Accordingly, the disclosure
is considered to include any one or more of a computer-
readable medium or a distribution medium and other
equivalents and successor media, in which data or in-
structions may be stored. The computer-readable medi-
um may be non-transitory, which includes all tangible
computer-readable media.
[0095] In an alternative embodiment, dedicated hard-
ware implementations, such as application specific inte-
grated circuits, programmable logic arrays and other
hardware devices, can be constructed to implement one
or more of the methods described herein. Applications
that may include the apparatus and systems of various
embodiments can broadly include a variety of electronic
and computer systems. One or more embodiments de-
scribed herein may implement functions using two or
more specific interconnected hardware modules or de-
vices with related control and data signals that can be
communicated between and through the modules, or as
portions of an application-specific integrated circuit. Ac-
cordingly, the present system encompasses software,
firmware, and hardware implementations.
[0096] In accordance with various embodiments of the
present disclosure, the methods described herein may
be implemented by software programs executable by a
computer system. Further, in an exemplary, non-limited
embodiment, implementations can include distributed
processing, component/object distributed processing,
and parallel processing. Alternatively, virtual computer
system processing can be constructed to implement one
or more of the methods or functionality as described here-
in.
[0097] Although the present specification describes
components and functions that may be implemented in
particular embodiments with reference to particular
standards and protocols, the invention is not limited to
such standards and protocols. For example, standards
for Internet and other packet switched network transmis-
sion (e.g., TCP/IP, UDP/IP, HTML, HTTP, HTTPS) rep-
resent examples of the state of the art. Such standards
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are periodically superseded by faster or more efficient
equivalents having essentially the same functions. Ac-
cordingly, replacement standards and protocols having
the same or similar functions as those disclosed herein
are considered equivalents thereof.
[0098] A computer program (also known as a program,
software, software application, script, or code) can be
written in any form of programming language, including
compiled or interpreted languages, and it can be de-
ployed in any form, including as a standalone program
or as a module, component, subroutine, or other unit suit-
able for use in a computing environment. A computer
program does not necessarily correspond to a file in a
file system. A program can be stored in a portion of a file
that holds other programs or data (e.g., one or more
scripts stored in a markup language document), in a sin-
gle file dedicated to the program in question, or in multiple
coordinated files (e.g., files that store one or more mod-
ules, sub programs, or portions of code). A computer
program can be deployed to be executed on one com-
puter or on multiple computers that are located at one
site or distributed across multiple sites and interconnect-
ed by a communication network.
[0099] The processes and logic flows described in this
specification can be performed by one or more program-
mable processors executing one or more computer pro-
grams to perform functions by operating on input data
and generating output. The processes and logic flows
can also be performed by, and apparatus can also be
implemented as, special purpose logic circuitry, e.g., an
FPGA (field programmable gate array) or an ASIC (ap-
plication specific integrated circuit).
[0100] As used in this application, the term ’circuitry’
or ’circuit’ refers to all of the following: (a)hardware-only
circuit implementations (such as implementations in only
analog and/or digital circuitry) and (b) to combinations of
circuits and software (and/or firmware), such as (as ap-
plicable): (i) to a combination of processor(s) or (ii) to
portions of processor(s)/software (including digital signal
processor(s)), software, and memory(ies) that work to-
gether to cause an apparatus, such as a mobile phone
or server, to perform various functions) and (c) to circuits,
such as a microprocessor(s) or a portion of a microproc-
essor(s), that require software or firmware for operation,
even if the software or firmware is not physically present.
[0101] This definition of ’circuitry’ applies to all uses of
this term in this application, including in any claims. As
a further example, as used in this application, the term
"circuitry" would also cover an implementation of merely
a processor (or multiple processors) or portion of a proc-
essor and its (or their) accompanying software and/or
firmware. The term "circuitry" would also cover, for ex-
ample and if applicable to the particular claim element,
a baseband integrated circuit or applications processor
integrated circuit for a mobile phone or a similar integrat-
ed circuit in server, a cellular network device, or other
network device.
[0102] Processors suitable for the execution of a com-

puter program include, by way of example, both general
and special purpose microprocessors, and anyone or
more processors of any kind of digital computer. Gener-
ally, a processor will receive instructions and data from
a read only memory or a random access memory or both.
The essential elements of a computer are a processor
for performing instructions and one or more memory de-
vices for storing instructions and data. Generally, a com-
puter will also include, or be operatively coupled to re-
ceive data from or transfer data to, or both, one or more
mass storage devices for storing data, e.g., magnetic,
magneto optical disks, or optical disks. However, a com-
puter need not have such devices. Moreover, a computer
can be embedded in another device, e.g., a mobile tele-
phone, a personal digital assistant (PDA), a mobile audio
player, a Global Positioning System (GPS) receiver, to
name just a few. Computer readable media suitable for
storing computer program instructions and data include
all forms of non-volatile memory, media and memory de-
vices, including by way of example semiconductor mem-
ory devices, e.g., EPROM, EEPROM, and flash memory
devices; magnetic disks, e.g., internal hard disks or re-
movable disks; magneto optical disks; and CD ROM and
DVD-ROM disks. The processor and the memory can be
supplemented by, or incorporated in, special purpose
logic circuitry.
[0103] Embodiments of the subject matter described
in this specification can be implemented in a computing
system that includes a back end component, e.g., as a
data server, or that includes a middleware component,
e.g., an application server, or that includes a front end
component, e.g., a client computer having a graphical
user interface or a Web browser through which a user
can interact with an implementation of the subject matter
described in this specification, or any combination of one
or more such back end, middleware, or front end com-
ponents. The components of the system can be intercon-
nected by any form or medium of digital data communi-
cation, e.g., a communication network. Examples of com-
munication networks include a local area network ("LAN")
and a wide area network ("WAN"), e.g., the Internet.
[0104] The computing system can include clients and
servers. A client and server are generally remote from
each other and typically interact through a communica-
tion network. The relationship of client and server arises
by virtue of computer programs running on the respective
computers and having a client-server relationship to each
other.
[0105] The illustrations of the embodiments described
herein are intended to provide a general understanding
of the structure of the various embodiments. The illustra-
tions are not intended to serve as a complete description
of all of the elements and features of apparatus and sys-
tems that utilize the structures or methods described
herein. Many other embodiments may be apparent to
those of skill in the art upon reviewing the disclosure.
Other embodiments may be utilized and derived from the
disclosure, such that structural and logical substitutions
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and changes may be made without departing from the
scope of the disclosure. Additionally, the illustrations are
merely representational and may not be drawn to scale.
Certain proportions within the illustrations may be exag-
gerated, while other proportions may be minimized. Ac-
cordingly, the disclosure and the figures are to be regard-
ed as illustrative rather than restrictive.
[0106] While this specification contains many specif-
ics, these should not be construed as limitations on the
scope of the invention or of what may be claimed, but
rather as descriptions of features specific to particular
embodiments of the invention. Certain features that are
described in this specification in the context of separate
embodiments can also be implemented in combination
in a single embodiment. Conversely, various features
that are described in the context of a single embodiment
can also be implemented in multiple embodiments sep-
arately or in any suitable sub-combination. Moreover, al-
though features may be described above as acting in
certain combinations and even initially claimed as such,
one or more features from a claimed combination can in
some cases be excised from the combination, and the
claimed combination may be directed to a sub-combina-
tion or variation of a sub-combination.
[0107] Similarly, while operations are depicted in the
drawings and described herein in a particular order, this
should not be understood as requiring that such opera-
tions be performed in the particular order shown or in
sequential order, or that all illustrated operations be per-
formed, to achieve desirable results. In certain circum-
stances, multitasking and parallel processing may be ad-
vantageous. Moreover, the separation of various system
components in the embodiments described above
should not be understood as requiring such separation
in all embodiments, and it should be understood that the
described program components and systems can gen-
erally be integrated together in a single software product
or packaged into multiple software products.
[0108] One or more embodiments of the disclosure
may be referred to herein, individually and/or collectively,
by the term "invention" merely for convenience and with-
out intending to voluntarily limit the scope of this appli-
cation to any particular invention or inventive concept.
Moreover, although specific embodiments have been il-
lustrated and described herein, it should be appreciated
that any subsequent arrangement designed to achieve
the same or similar purpose may be substituted for the
specific embodiments shown. This disclosure is intended
to cover any and all subsequent adaptations or variations
of various embodiments. Combinations of the above em-
bodiments, and other embodiments not specifically de-
scribed herein, will be apparent to those of skill in the art
upon reviewing the description.
[0109] In addition, in the foregoing Detailed Descrip-
tion, various features may be grouped together or de-
scribed in a single embodiment for the purpose of stream-
lining the disclosure. This disclosure is not to be inter-
preted as reflecting an intention that the claimed embod-

iments require more features than are expressly recited
in each claim. Rather, as the following claims reflect, in-
ventive subject matter may be directed to less than all of
the features of any of the disclosed embodiments. Thus,
the following claims are incorporated into the Detailed
Description, with each claim standing on its own as de-
fining separately claimed subject matter.
[0110] It is intended that the foregoing detailed descrip-
tion be regarded as illustrative rather than limiting and
that it is understood that the following claims are intended
to define the scope of the invention. Therefore, all em-
bodiments that come within the scope of the following
claims thereto are claimed as the invention.

Claims

1. A method of operating a crossbar data switch com-
prising a plurality of ingress ports and a plurality of
egress ports, the method comprising:

receiving, at an ingress port of the plurality of
ingress ports, an assigned window size indicat-
ing a number of bytes of one or more Internet
Protocol, IP, data packets that may be sent to
an egress port of the plurality of egress ports
without waiting for an acknowledgement mes-
sage to be received;
sending (S101) one or more IP data packets, up
to the number of bytes, from the ingress port to
the egress port without first receiving any ac-
knowledgement message from the egress port,
by:

sending one of the one or more IP data
packets;
incrementing a window size counter accord-
ing to a size of the sent IP data packet;
comparing (S103), via a controller, the win-
dow size counter to the assigned window
size for the egress port; and if the window
size counter exceeds the assigned window
size for the egress port, ceasing (S105)
transmission of subsequent IP data packets
of the one or more data packets and waiting
for an acknowledgment message indicating
that the egress port has received one or
more of the IP data packets, or, if the window
size counter does not exceed the assigned
window size for the egress port, repeating
the steps of sending one of the one or more
IP data packets, incrementing the window
size and comparing the window size to the
assigned window size;

receiving (S107) an acknowledgment message
including an acknowledged packet size from the
egress port;
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decrementing (S109) the window size according
to the acknowledged packet size; and
repeating the steps of sending one of the one or
more IP data packets, incrementing the window
size and comparing the window size to the as-
signed window size,
wherein the one or more IP data packets is sent
to the egress port without first generating a re-
quest to send the IP data packet or receiving
permission from the egress port, and wherein
the assigned window size is determined based
on an amount of data at the ingress port waiting
to be transmitted to the egress port and a max-
imum window size calculated based on a band-
width and a round trip time from the ingress port
to the egress port.

2. The method of claim 1, wherein the window size
counter is a sliding window based on a send queue
of packets to be transmitted and an acknowledge-
ment queue of packets that have been transmitted.

3. An apparatus comprising:

a memory (302) configured to store a counter
for a current window size;
a communication interface (304, 305); and
a controller (300);
wherein the apparatus is configured to perform
all the steps of a method according to any one
of the preceding claims.

4. A non-transitory computer readable medium includ-
ing instructions that when executed by a processor,
cause the processor to perform all the steps of a
method according to any one of claims 1 to 2.

Patentansprüche

1. Verfahren zum Betreiben eines Kreuzschienenda-
tenschalters, der mehrere Eingangsports und meh-
rere Ausgangsports umfasst, wobei das Verfahren
Folgendes umfasst:

Empfangen einer zugewiesenen Fenstergröße
an einem Eingangsport der Vielzahl von Ein-
gangsports, die eine Anzahl von Bytes eines
oder mehrerer Internetprotokoll-, IP-, Datenpa-
kete angibt, die an einen Ausgangsport der Viel-
zahl von Ausgangsports gesendet werden kön-
nen, ohne auf den Empfang einer Bestätigungs-
nachricht zu warten;
Senden (S101) eines oder mehrerer IP-Daten-
pakete bis zur Anzahl der Bytes vom Eingangs-
port zum Ausgangsport, ohne zuvor eine Bestä-
tigungsnachricht vom Ausgangsport zu empfan-
gen, durch:

Senden eines der einen oder mehreren IP-
Datenpakete;
Inkrementieren eines Fenstergrößenzäh-
lers gemäß einer Größe des gesendeten IP-
Datenpakets;
Vergleichen (S103) des Fenstergrößen-
zählers über eine Steuerung mit der zuge-
wiesenen Fenstergröße für den Austritt-
sport; und wenn der Fenstergrößenzähler
die zugewiesene Fenstergröße für den Aus-
gangsport überschreitet, Beenden (S105)
der Übertragung nachfolgender IP-Daten-
pakete des einen oder der mehreren Daten-
pakete und Warten auf eine Bestätigungs-
nachricht, die angibt, dass der Ausgangs-
port eines oder mehrere der IP-Datenpake-
te empfangen hat, oder wenn der Fenster-
größenzähler die zugewiesene Fenstergrö-
ße für den Ausgangsport nicht überschrei-
tet, Wiederholen der Schritte zum Senden
eines der IP-Datenpakete, Erhöhen der
Fenstergröße und Vergleichen der Fenster-
größe mit der zugewiesenen Fenstergröße;

Empfangen (S107) einer Bestätigungsnach-
richt, die eine bestätigte Paketgröße enthält, von
dem Austrittsport;
Dekrementieren (S109) der Fenstergröße ge-
mäß der bestätigten Paketgröße; und
Wiederholen der Schritte zum Senden eines der
IP-Datenpakete, Erhöhen der Fenstergröße
und Vergleichen der Fenstergröße mit der zu-
gewiesenen Fenstergröße;
wobei das eine oder die mehreren IP-Datenpa-
kete an den Ausgangsport gesendet werden,
ohne zuerst eine Anforderung zum Senden des
IP-Datenpakets oder zum Empfangen einer Er-
laubnis von dem Ausgangsport zu erzeugen,
und wobei die zugewiesene Fenstergröße ba-
sierend auf einer Datenmenge an dem Ein-
gangsport bestimmt wird, die darauf wartet, an
den Ausgangsport übertragen zu werden, und
eine maximale Fenstergröße basierend auf ei-
ner Bandbreite und einer Umlaufzeit vom Ein-
gangsport zum Ausgangsport berechnet wird.

2. Verfahren nach Anspruch 1, wobei der Fenstergrö-
ßenzähler ein Gleitfenster ist, das auf einer Sende-
warteschlange von zu sendenden Paketen und einer
Bestätigungswarteschlange von Paketen basiert,
die gesendet wurden.

3. Vorrichtung, die Folgendes umfasst:

einen Speicher (302), der zum Speichern eines
Zählers für eine aktuelle Fenstergröße konfigu-
riert ist;
eine Kommunikationsschnittstelle (304, 305)
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und
eine Steuerung (300);
wobei die Vorrichtung dafür konfiguriert ist, alle
Schritte eines Verfahrens nach einem der vor-
hergehenden Ansprüche durchzuführen.

4. Nichtflüchtiges computerlesbares Medium mit An-
weisungen, die, wenn sie von einem Prozessor aus-
geführt werden, den Prozessor veranlassen, alle
Schritte eines Verfahrens nach einem der Ansprü-
che 1 bis 2 auszuführen.

Revendications

1. Procédé d’exploitation d’un commutateur de don-
nées à barres croisées comportant une pluralité de
ports d’entrée et une pluralité de ports de sortie, le
procédé comportant les étapes consistant à :

recevoir, au niveau d’un port d’entrée de la plu-
ralité de ports d’entrée, une taille de fenêtre at-
tribuée indiquant un nombre d’octets d’un ou de
plusieurs paquets de données IP (Internet Pro-
tocol - protocole Internet) qui peuvent être en-
voyés à un port de sortie de la pluralité de ports
de sortie sans attendre la réception d’un mes-
sage d’accusé de réception ;
envoyer (S101) un ou plusieurs paquets de don-
nées IP, jusqu’au nombre d’octets, depuis le port
d’entrée jusqu’au port de sortie sans tout
d’abord recevoir un message d’accusé de ré-
ception quelconque en provenance du port de
sortie, en effectuant les étapes consistant à :

envoyer l’un desdits un ou plusieurs pa-
quets de données IP ;
incrémenter un compteur de taille de fenê-
tre en fonction d’une taille du paquet de don-
nées IP ayant été envoyé ;
comparer (S103), par le biais d’un dispositif
de commande, le compteur de taille de fe-
nêtre à la taille de fenêtre attribuée pour le
port de sortie ; et si le compteur de taille de
fenêtre dépasse la taille de fenêtre attribuée
pour le port de sortie, cesser (S105) toute
transmission des paquets de données IP
suivants desdits un ou plusieurs paquets de
données et attendre un message d’accusé
de réception indiquant que le port de sortie
a reçu lesdits un ou plusieurs des paquets
de données IP, ou, si le compteur de taille
de fenêtre ne dépasse pas la taille de fenê-
tre attribuée pour le port de sortie, recom-
mencer les étapes consistant à envoyer l’un
desdits un ou plusieurs paquets de données
IP, incrémenter la taille de fenêtre et com-
parer la taille de fenêtre à la taille de fenêtre

attribuée ;

recevoir (S107) un message d’accusé de récep-
tion comprenant une taille du paquet qui est
identifié comme ayant été reçu en provenance
du port de sortie ;
décrémenter (S109) la taille de fenêtre en fonc-
tion de la taille du paquet qui est identifié comme
ayant été reçu ; et
recommencer les étapes consistant à envoyer
l’un desdits un ou plusieurs paquets de données
IP, incrémenter la taille de fenêtre et comparer
la taille de fenêtre à la taille de fenêtre attribuée,
dans lequel lesdits un ou plusieurs paquets de
données IP sont envoyés au port de sortie sans
tout d’abord générer une demande d’envoi du
paquet de données IP ou recevoir une permis-
sion en provenance du port de sortie, et
dans lequel la taille de fenêtre attribuée est dé-
terminée en fonction d’une quantité de données
au niveau du port d’entrée qui attendent d’être
transmises au port de sortie et une taille de fe-
nêtre maximum calculée en fonction d’une ban-
de passante et d’un temps d’aller-retour depuis
le port d’entrée jusqu’au port de sortie.

2. Procédé selon la revendication 1, dans lequel le
compteur de taille de fenêtre est une fenêtre glissan-
te basée sur une file d’attente d’envoi de paquets
destinés à être transmis et une file d’attente d’accusé
de réception de paquets qui ont été transmis.

3. Appareil comportant :

une mémoire (302) configurée pour stocker un
compteur pour une taille de fenêtre en cours ;
une interface de communication (304, 305) ; et
un dispositif de commande (300) ;
dans lequel l’appareil est configuré pour effec-
tuer toutes les étapes d’un procédé selon l’une
quelconque des revendications précédentes.

4. Support non transitoire lisible par ordinateur com-
prenant des instructions qui, quand elles sont exé-
cutées par un processeur, amènent le processeur à
effectuer toutes les étapes d’un procédé selon l’une
quelconque des revendications 1 à 2.
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