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Description

Technical Field

[0001] The present invention relates to image process-
ing devices that perform image recognition of an object.

Background Art

[0002] An image-processing device for performing im-
age recognition of an object is known (See Patent Doc-
ument 1, for example). The image-processing device per-
forms image recognition process comprising: calculating
the amount of shift in position of an object (namely par-
allax (disparity)), generating a parallax image, and rec-
ognizing a three-dimensional position of the object by
using the parallax image and the source images (see
Patent Documents 2 and 3, for example).

Prior Art Documents

Patent Document

[0003]

Patent Document 1: JP-2009-146217-A
Patent Document 2: EP-1-311-130-A2
Patent Document 3: US-2004/061712-A1

Summary of the Invention

[0004] With consideration for reduction of processing
load upon the image processing device, the generation
of the parallax image may be based on the parallax that
has been calculated by block matching. In this case, the
parallax is calculated for each block that has been used
during block matching, that is, one by one for each of a
plurality of pixels. Thus, the parallax image in which one
parallax information is corresponded to each of a plurality
of pixels apparently has lower resolution than the source
image in which one luminance information is correspond-
ed to each one of pixels.
[0005] However, where the resolution of the parallax
image differs from that of each source image, the position
of the corresponding pixel between the parallax image
and the source image will need to be calculated for each
pixel during the image recognition process performed us-
ing the two images, and the image recognition process
is likely to consume a correspondingly large amount of
time. The processing time can be reduced by performing
the image recognition process in parallel, but the circuit
structure required for the process would be larger-sized
or more complex.
[0006] Accordingly, the present invention that has
been made with the above problems in mind is intended
to provide an image processing device adapted to reduce
a processing time required for an image recognition proc-
ess relating to an object.

Means for Solving the Problem

[0007] To this end, an image processing device ac-
cording to an aspect of the present invention calculates,
by use of block matching, a parallax based on two source
images of an object acquired with two cameras, and gen-
erates a parallax image on the basis of the calculated
parallax. In addition, the device generates a reduced im-
age by reducing at least one of the two source images
so that the source image matches with the parallax im-
age, and performs image recognition of the object on the
basis of the parallax image and the reduced image.

Effects of the Invention

[0008] The image processing device according to an
aspect of the present invention reduces a processing
time required for the image recognition process relating
to the object.

Brief Description of the Drawings

[0009]

Fig. 1 is an explanatory diagram schematically show-
ing an image recognition system configuration in an
example useful for understanding the present inven-
tion.
Fig. 2 is an explanatory diagram showing a stereo
camera and a triangulation technique using the cam-
era.
Fig. 3 is a block diagram that shows details of
processing executed by image recognition LSI in the
example useful for understanding the present inven-
tion.
Fig. 4 shows a block matching process, with section
(a) of Fig. 4 representing a method of setting a first
block in a reference image, and section (b) of Fig. 4
representing a method of searching by a second
block in a comparison image.
Fig. 5 is a block diagram that shows details of
processing executed by image recognition LSI in an
embodiment of the present invention.

Modes for Carrying Out the Invention

[0010] Hereunder, a first exemplary embodiment of the
present invention will be described with reference to the
accompanying drawings.
[0011] An image processing device according to the
present example useful for understanding the present
invention calculates, by use of block matching, a shift in
position of an object, that is, a parallax, on a pair of images
that a stereo camera obtains by imaging the object in the
same timing but from different positions, and then calcu-
lates a three-dimensional position of the object by use of
a known conversion equation. That is to say, the present
device performs image-based recognition of objects. The
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device can be applied to various systems that require
object recognition, such as a surveillance system that
monitors for intrusions of suspicious individuals, and a
vehicle-mounted system that predicts a risk of collisions
against obstacles and supports safe driving.
[0012] Fig. 1 shows an example of an image recogni-
tion system including the image processing device.
[0013] The image recognition system includes the fol-
lowing elements: a stereo camera 10 constituted by two
cameras 101 and 102; a camera control unit 12 that con-
trols the stereo camera 10; a random-access memory
(RAM) 14 that is a temporary storage region; read-only
memory (ROM) 16 for storing programs and various initial
values; a central processing unit (CPU) 18 that controls
the entire image recognition system; an external interface
(IF) 20 from which recognition information on the object
recognized by the image recognition system is output to
the outside of the image recognition system; and image
recognition large-scale integration (LSI) 22. The system
elements exchange data via a communication bus 24.
[0014] As shown in Fig. 2, the stereo camera 10 in-
cludes image pickup elements 101a and 102a such as
charge-coupled device (CCD) image sensors or comple-
mentary metal-oxide semiconductor (CMOS) image sen-
sors, and after receiving incident light that has entered
the image pickup elements 101a and 102a through lens-
es 101b and 102b from the object being imaged, the ster-
eo camera 10 converts the light into an electrical signal
corresponding to intensity of the light. The thus-obtained
electrical signal is output to the RAM 14 via the commu-
nication bus 24 or directly output to the image processing
LSI 22, as source image data that represents luminance
information about the object being imaged. Sizes of the
source images depend on the number of pixels in the
image pickup element 101a or 102a. In the present ex-
ample useful for understanding the present invention, for
example, the sizes of the source images are nearly 10
megabytes.
[0015] Let the stereo camera 10 be disposed so that
its optical axis is in parallel to a z-axis of an xz plane in
an xyz coordinate system of a three-dimensional space
and so that the lenses 101b and 102b are on an x-axis
as shown. The light from the object A being imaged enters
the image pickup element 101a through the lens 101b of
the camera 101 so that the x-coordinate x1 is obtained
and the light from the object A being imaged enters the
image pickup element 102a through the lens 102b of the
camera 102 so that the x-coordinate x2 is obtained, then
an absolute value of |x1 - x2| of a difference between the
x-coordinate x1 and the x-coordinate x2 is obtained as a
parallax δ. A z-coordinate of the object A being imaged,
that is, a distance D from the stereo camera 10 to the
object A being imaged, is calculated as per the following
expression using, as parameters, the parallax δ, baseline
length of the two cameras (i.e., a distance between op-
tical axes) ’b’, and a focal length ’f’ between the lens 101b
or 102b and the image pickup element 101a or 102a.

[0016] The following description of the present exam-
ple useful for understanding the present invention as-
sumes that the stereo camera 10 is of a parallel equal-
positioned stereo camera with the cameras 101 and 102
arranged side by side, in parallel, and at the same height.
It goes without saying, however, that the present inven-
tion is not limited to this camera arrangement.
[0017] The camera control unit 12 is a circuit that con-
trols the cameras 101 and 102. More specifically, the
camera control unit 12 controls the cameras 101 and 102
to image the object in the same timing. It is because the
parallax δ cannot be calculated according to the latest
position of the target object to image if the image acqui-
sition timings at cameras 101 and 102 are different and
the position of the target object changes between the
timings. The camera control unit 12 also controls the cam-
eras 101 and 102 so that respective amounts of photo-
graphic exposure are equal to each other. This control
ensures that if the same target object is associated with
the same luminance value in the two source images,
matching accuracy improves during a block matching
process described later herein.
[0018] The image processing LSI 22 is an image proc-
essor that performs the image-based recognition of the
object by
receiving via the communication bus 24 the two sets of
source image data that have been output from the stereo
camera 10.
[0019] Fig. 3 shows details of processing executed in
the image processing LSI 22.
[0020] The image processing LSI 22 includes correc-
tion sections 26a and 26b, a parallax calculation section
28, a parallax image generation section 30, a first re-
duced-image -generation section 32, and an image rec-
ognition section 34.
[0021] The correction sections 26a and 26b convert
two inputted source image data so that when the two
source images are arranged side by side in a lateral di-
rection, the imaged object has the same height. The cor-
rection sections thereby facilitate the block matching
process (described later herein) that the parallax calcu-
lation section 28 performs. The correction sections 26a
and 26b obtain correction data for the conversions by
referring to a correction data table, which is stored within
the ROM 16, that is created by conducting a calibration
in advance. During the calibration, distortions of the lens-
es 101b and 102b, errors in mounting position/angle of
the cameras 101 and 102, and other errors are measured
beforehand and the correction data is calculated.
[0022] The parallax calculation section 28 forms a par-
allax calculator that calculates the parallax by use of the
block matching process on the basis of the two sets of
source image data that the correction sections 26a and
26b have corrected.
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[0023] The block matching process comprises: sepa-
rating one of the two source images (hereinafter referred
to as a reference image), as shown in Fig. 4(a), with a
first block (a thick solid line in the figure) having a prede-
termined shape so as to include a plurality of pixels, sep-
arating the other of the two source images (hereinafter
referred to as a comparison image), as shown in Fig.
4(b), with a second block (a thick solid line in the figure)
of the same size, shape, and position as those of the first
block, shifting the second block in increments of one pixel
in a lateral direction, calculating a correlation value be-
tween two luminance patterns in the first block and the
second block, and searching the position where the cor-
relation value becomes the lowest, that is, the correlation
is the highest. In the present example useful for under-
standing the present invention, the calculation of the cor-
relation value uses a sum of absolute differences (SAD).
However, the use of SAD is not the only calculating meth-
od usable and any other known method can be used. If
the position of the highest (strongest) correlation is iden-
tified as a result of the search, a distance between a
specific pixel (e.g., lower left pixel) in the first block and
a specific pixel (e.g., lower left pixel) in the second block
at the identified position is calculated as the parallax δ.
This is regarded as one step, and substantially the same
step is executed for all pixels in the reference image. The
calculated parallax δ is associated with the
position of the first block or the second block when the
parallax δ is calculated and may be temporarily stored
into the RAM 14, for example.
[0024] While in sections (a) and (b) of Fig. 4 the first
block and the second block are each shown as having a
substantially square shape with 16 pixels, four in a lon-
gitudinal direction and four in a lateral direction, the first
block and the second block do not need to be limited to
this size and shape and may both be rectangular. In other
words, the number of pixels contained in the first block
and the second block may be ’m’ in the longitudinal di-
rection and ’n’ in the lateral direction (where ’m’ and ’n’
are both a natural number greater than or equal to 1 and
either is greater than or equal to 2). In addition, if the
source images are parallelograms, the first block and the
second block may both be formed into a shape of a par-
allelogram, containing a plurality of pixels.
[0025] The sizes of the first block and second block
used in the block matching process can be changed. For
example, if the CPU 18 determines that an ability to rec-
ognize the object from the images is likely to decrease
for a reason such as weather conditions, the CPU 18
may instruct the parallax calculation section 28 to reduce
the sizes of the first block and the second -block. Con-
versely, if the CPU 18 determines that the weather con-
ditions or the like does not affect the image recognition
ability and that priority should be assigned to a processing
burden upon the LSI, the CPU 18 may instruct the par-
allax calculation section 28 to increase the sizes of the
first block and the second block.
[0026] The parallax image generation section 30 forms

a parallax image generator that generates the parallax
image on the basis of the parallax δ that the parallax
calculation section 28 calculated.
[0027] The parallax image generation section 30 as-
sociates the parallax δ calculated by the parallax calcu-
lation section 28, with the entire set of pixels existing in
one of the first block of the reference image and the sec-
ond block of the comparison image when the calculation
was conducted, then repeats the association for all par-
allaxes δ, and thus generates the parallax image. For this
reason, the parallax image is generated on the basis of
one of the reference image and the comparison image.
The association may be conducted by assigning one hue
information depending on the parallax δ, to the entire set
of pixels in the first block or the second block. The parallax
image is corresponded to one parallax information per a
plurality of the pixels and apparently has lower resolution
than the source image in which one luminance informa-
tion is corresponded to each one of pixels.
[0028] Instead of starting the generation of the parallax
image after the calculation of all parallaxes δ by the par-
allax calculation section 28, the parallax image genera-
tion section 30 may generate the parallax image by se-
quentially associating the parallax δ with the reference
image or the comparison image every time the parallax
δ is calculated, in which case the parallax calculation sec-
tion 28 will not need to output the calculated parallaxes
δ to the RAM 14.
[0029] The first reduced-image generation section 32
forms a first reduced-image generator for generating a
first reduced image that is reduced from one of the two
source images converted by the correction sections 26a
and 26b in accordance with the block used in the block
matching by the parallax calculation section 28.
[0030] Which of the two source images is reduced by
the first reduced-image generation section 32 depends
on whether the generation of the parallax image was
based on the reference image or the comparison image.
If the parallax image was based on the reference image,
the source image that was used as the reference image
is reduced, and if the parallax image was based on the
comparison image, the source image that was used as
the comparison image is reduced.
[0031] A method of the reduction is described in detail
below. One of the two source images is reduced accord-
ing to a shape of the block used during block matching.
For example, if the first block and the second block are
square or rectangular in shape and this shape contains
an (m by n) number of pixels formed by an ’m’ number
of pixels in the longitudinal direction and an ’n’ number
of pixels in the lateral direction, the source image is re-
duced so that the number of pixels in a longitudinal di-
rection in the first reduced image is the number of pixels
obtained by dividing the number of pixels in the longitu-
dinal direction in the source image by ’m’, and so that the
number of pixels in a lateral direction in the first reduced
image is the number of pixels obtained by dividing the
number of pixels in the lateral direction in the source im-
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age by ’n’. Thus, resolution of the parallax image and that
of the first reduced image become equal.
[0032] The image recognition section 34 forms an im-
age recognizer that performs the image recognition of
the object, based on both the parallax image generated
by the parallax calculation section 28, and the first re-
duced image generated by the first reduced-image gen-
eration section 32. To be more specific, the image rec-
ognition section 34 performs process of identifying the
object by use of pattern matching that uses the luminance
information of the first reduced image. The image recog-
nition section 34 performs the image recognition of the
object by calculating a three-dimensional position of the
identified object from the parallax information of the par-
allax image. At this time, which region in the parallax
image is corresponded to the region of the object identi-
fied in the first reduced image, that is, the positions of
the corresponding pixels between the parallax image and
the first reduced image, are calculated. The object rec-
ognition information that the image recognition section
34 has obtained is output to the external IF 20 via the
communication bus 24.
[0033] In the image processing LSI 22 having the
above configuration, since the resolution of the parallax
image and that of the first reduced image become equal,
it becomes unnecessary for the image recognition sec-
tion 34 to compute, with respect to all pixels, the corre-
sponding pixel position between the parallax image and
the first reduced image. The time consumed in the image
recognition process can be correspondingly reduced.
[0034] In addition, if the sizes of the first block and sec-
ond block used during block matching by the parallax
calculation section 28 are increased in a range not af-
fecting the image recognition ability of the LSI in order to
reduce the processing burden upon the LSI when source
image data size increases as the stereo camera’s reso-
lution becomes high, the time that the image recognition
section 34 consumes in the image recognition process
is little affected since the resolution of the parallax image
and that of the first reduced image are equal.
[0035] When the RAM 14 has a capacity large enough
to enable high-resolution image saving, the first reduced-
image generation section 32 may reduce the source im-
age in the following manner. That is to say, if the first
block and the second block are square or rectangular
and these blocks contain an ’m’ number of pixels in the
longitudinal direction and an ’n’ number of pixels in the
lateral direction, a predetermined value ’k’ that is a natural
number greater than or equal to 2 may be used to reduce
the source image so that the number of pixels in the lon-
gitudinal direction in the first reduced image will be the
number of pixels obtained by dividing the number of pix-
els in the longitudinal direction in the source image by
(m 3 k), and so that the number of pixels in the lateral
direction in the first reduced image will be the number of
pixels obtained by dividing the number of pixels in the
lateral direction in the source image by (n 3 k). If the
source image is reduced in this way, the processing bur-

den involved in the position calculation of the correspond-
ing pixel between the parallax image and the first reduced
image will also be lighter than if the source image is not
reduced.
[0036] In the example useful for understanding the
present invention described above, the image process-
ing LSI 22 may include an extracted-image generation
section, instead of the first reduced-image generation
section 32, to generate an extracted image obtained by
partially extracting a source image converted by at least
one of the correction sections 26 and 26b. In the extracted
image, as compared to the parallax mage, only the lumi-
nance information of only part of the imaging range by
camera 101 or 102 is obtained. However, for example,
the extracted-image generation section may determine
the region to watch by focusing on what time variations
is shown at each pixel by the luminance information in-
dicated by the source image and generate an extracted
image according to shapes of the first block and the sec-
ond block so as to include the pixels of this region to
watch. The processing burden of the image recognition
section 34 in the image recognition process will then be
lighter.
[0037] In addition, in the example useful for under-
standing the present invention described above, of the
correction sections 26a and 26b, the source image con-
verted by the correction section 26b has been used for
the first reduced-image generation section 32 to generate
the first reduced image. However, image generation is
not limited to this method and either the source image
converted by the correction section 26a, or the two source
images converted by both correction sections 26a and
26b, may be used instead.
[0038] Next, a first exemplary embodiment of the
present invention will be described. The same elements
as in the example useful for understanding the present
invention will be assigned the same reference numbers,
and description of these elements will be omitted or sim-
plified.
[0039] Fig. 5 is a diagram that shows details of process-
ing executed by image recognition LSI 36 in the first em-
bodiment of the present invention.
[0040] The image recognition LSI 36 in the first em-
bodiment differs from the image recognition LSI 22 in the
example useful for understanding the present invention
in that processes by second reduced-image generators
38a and 38b are added between correction sections 26a
and 26b and a parallax calculation section 28.
[0041] The second reduced-image generators 38a and
38b each form a second reduced-image generator for
respectively reducing a source image converted by the
correction section 26a or 26b to generate two second
reduced image. Instead of the two source images con-
verted by the correction sections 26a and 26b, the second
reduced images generated by the second reduced-im-
age generators 38a and 38b are used for the parallax
calculation section 28 to calculate a parallax.
[0042] In addition, if the image pickup elements 101a
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and 102a of two cameras 101 and 102 have a color filter,
the second reduced-image generators 38a and 38b re-
store a color based on a pattern of the color filter and
reduce the two source images converted by the correc-
tion sections 26a and 26b according to the pattern of the
color filter.
[0043] For example, if the color filter has a pattern cy-
clically appearing in units of an (i 3 j) number of pixels
formed by an ’i’ number of pixels in a longitudinal direction
and a ’j’ number of pixels in a lateral direction, the second
reduced-image generation section 38a, 38bgenerates a
second reduced image by using a predetermined number
’h’ greater than or equal to 1 so that the number of pixels
in a longitudinal direction in the second reduced image
is the number of pixels obtained by dividing the number
of pixels in longitudinal directions of the two source im-
ages by (i 3 h), and so that the number of pixels in a
lateral direction in the second reduced image is the
number of pixels obtained by dividing the number of pix-
els in lateral directions of the two source images by (j 3
h). For example, if the pattern of the color filter is of a
Bayer array, the same pattern cyclically appears every
four pixels of two pixels longitudinally and two pixels lat-
erally.
[0044] In this case, the second reduced-image gener-
ation section 38a, 38b generates a second reduced im-
age so that the number of pixels in a longitudinal direction
in the second reduced image is the number of pixels ob-
tained by dividing the number of pixels in longitudinal
directions of the two source images by (2 3 h), and so
that the number of pixels in a lateral direction in the sec-
ond reduced image is the number of pixels obtained by
dividing the number of pixels in lateral directions of the
two source images by (2 3 h).
[0045] With the above-described image processing
LSI 36 of the first embodiment, if resolution of a stereo
camera 10 becomes high to suppress a false color that
often becomes a problem in color reproduction process,
a processing burden upon the parallax calculation sec-
tion 28 is reduced since the source images that have
been output from the stereo camera 10 are reduced in
size by the second reduced-image generators 38a and
38b.
[0046] Additionally, in order to suppress occurrence of
a false color, optical low-pass filters inserted between
the lens 101b and the image pickup element 101a and
between the lens 102b and the image pickup element
102a are unnecessary, which contributes at least to re-
ducing manufacturing costs of the image recognition sys-
tem.

Description of Reference Characters

[0047]

10: Stereo camera
101: Camera
102: Camera

101a: Image pickup element
102a: Image pickup element
22: Image processing LSI
24: Communication bus
28: Parallax calculation section
30: Parallax image generation section
32: First reduced-image generation section
34: Image recognition section
36a: Second reduced-image generation section
36b: Second reduced-image generation section

Claims

1. An image processing device comprising:

a parallax calculator (28) configured to calculate
a parallax by using a block matching on the basis
of two source images of an object that are ac-
quired with two cameras (101, 102);
a parallax image generator (30) configured to
generate a parallax image on the basis of the
parallax calculated by the parallax calculator
(28);
wherein the resolution of the parallax image is
lower than the resolution of the source images ;
a first reduced-image generator (32) configured
to generate a first reduced image by reducing
the resolution of at least one of the two source
images,
wherein the first reduced image is such that, if
a predetermined number ’k’ is equal to 1, the
resolution of the first reduced image matches
with the resolution of the parallax image; and
an image recognizer (34) configured to perform
image recognition of the object, based upon the
parallax image and the first reduced image;
wherein the first reduced-image generator (32)
reduces the resolution of the at least one of the
two source images according to a shape of a
block used in the block matching,
the shape of the block is square or rectangular,
and wherein the number of pixels contained in
the block is ’m’ in a longitudinal direction and ’n’
in a lateral direction, Hitachi Automotive Sys-
tems, Ltd.
the first reduced-image generator (32) gener-
ates the first reduced image by using the prede-
termined number ’k’ greater than or equal to 1
in terms of natural numbers so that the number
of pixels in a longitudinal direction of the first
reduced image is the number of pixels obtained
by dividing the number of pixels in longitudinal
directions of at least one of the two source im-
ages by (m 3 k), and so that the number of pixels
in a lateral direction of the first reduced image
is the number of pixels obtained by dividing the
number of pixels in lateral directions of the two
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source images by (n 3 k);
a second reduced-image generator (38a, 38b)
configured to respectively generate two second
reduced images by reducing the resolution of
the two source images, the two second reduced
images being used, instead of the two source
images, for the parallax calculator (28) to calcu-
late a parallax;
wherein image pickup elements of the two cam-
eras (101, 102) comprise a color filter, the sec-
ond reduced-image generator (38a, 38b) re-
stores a color on the basis of a pattern of the
color filter, the second reduced-image generator
(38a, 38b) further reducing the resolution of the
two source images according to the pattern of
the color filter, and
wherein the pattern of the color filter cyclically
appears with every ’i’ pixels in a longitudinal di-
rection and every ’j’ pixels in a lateral direction,
the second Hitachi Automotive Systems, Ltd. re-
duced-image generator (38a, 38b) generates
the second reduced images by using a prede-
termined number ’h’ greater than or equal to 1
so that the number of pixels in a longitudinal di-
rection in the second reduced image is the
number of pixels obtained by dividing the
number of pixels in longitudinal directions of the
two source images by (i 3 h), and so that the
number of pixels in a lateral direction in the sec-
ond reduced image is the number of pixels ob-
tained by dividing the number of pixels in lateral
directions of the two source images by (j 3 h).

2. The image processing device according to claim 1,
wherein the predetermined number ’k’ is 1.

Patentansprüche

1. Bildverarbeitungsvorrichtung, die Folgendes um-
fasst:

einen Parallaxenrechner (28), der konfiguriert
ist, unter Verwendung eines Blockabgleichs auf
der Grundlage von zwei Quellbildern eines Ge-
genstands, die mit zwei Kameras (101, 102) er-
fasst werden, eine Parallaxe zu berechnen;
einen Parallaxenbildgenerator (30), der konfigu-
riert ist, auf der Grundlage der durch den Paral-
laxenrechner (28) berechneten Parallaxe ein
Parallaxenbild zu erzeugen; wobei
die Auflösung des Parallaxenbildes geringer als
die Auflösung der Quellbilder ist;
einen ersten Generator (32) für reduzierte Bil-
der, der konfiguriert ist, durch Verringern der
Auflösung mindestens eines der zwei Quellbil-
der ein erstes reduziertes Bild zu erzeugen, wo-
bei

das erste reduzierte Bild derart beschaffen ist,
dass dann, wenn eine vorgegebene Zahl ’k’
gleich 1 ist, die Auflösung des ersten reduzierten
Bildes mit der Auflösung des Parallaxenbildes
übereinstimmt;
eine Bilderkennungseinrichtung (34), die konfi-
guriert ist, auf der Grundlage des Parallaxenbil-
des und des ersten reduzierten Bildes eine Bil-
derkennung des Gegenstands durchzuführen;
wobei
der erste Generator (32) für reduzierte Bilder die
Auflösung des mindestens einen der zwei Quell-
bilder gemäß einer Form eines Blocks, der beim
Blockabgleich verwendet wird, reduziert,
die Form des Blocks quadratisch oder rechte-
ckig ist, die Pixelanzahl, die im Block enthalten
sind, ’m’ in einer Längsrichtung und ’n’ in einer
Querrichtung ist und der erste Generator (32)
für reduzierte Bilder unter Verwendung der vor-
gegebenen Zahl ’k’, die im Sinne natürlicher
Zahlen größer oder gleich 1 ist, das erste redu-
zierte Bild erzeugt, derart, dass die Pixelanzahl
in einer Längsrichtung des ersten reduzierten
Bildes die Pixelanzahl ist, die durch Teilen der
Pixelanzahl in Längsrichtungen mindestens ei-
nes der zwei Quellbilder durch (m 3 k) erhalten
wird, und derart, dass die Pixelanzahl in einer
Querrichtung des ersten reduzierten Bildes die
Pixelanzahl ist, die durch Teilen der Pixelanzahl
in Querrichtungen der zwei Quellbilder durch (n
3 k) erhalten wird; und
einen zweiten Generator (38a, 38b) für reduzier-
te Bilder, der konfiguriert ist, zwei zweite redu-
zierte Bilder durch Verringern der Auflösung der
zwei Quellbilder entsprechend zu erzeugen, wo-
bei die zwei zweiten reduzierten Bilder statt der
zwei Quellbilder für den Parallaxenrechner (28)
verwendet werden, um eine Parallaxe zu be-
rechnen; wobei
Bildaufnahmeelemente der zwei Kameras (101,
102) einen Farbfilter umfassen, der zweite Ge-
nerator (38a, 38b) für reduzierte Bilder eine Far-
be auf der Grundlage eines Musters des Farb-
filters wiederherstellt und der zweite Generator
(38a, 38b) für reduzierte Bilder ferner die Auflö-
sung der zwei Quellbilder gemäß dem Muster
des Farbfilters reduziert, und
das Muster des Farbfilters zyklisch mit jeweils
’i’ Pixel in einer Längsrichtung und jeweils ’j’ Pi-
xel in einer Querrichtung erscheint und der zwei-
te Generator (38a, 38b) für reduzierte Bilder die
zweiten reduzierten Bilder unter Verwendung ei-
ner vorgegebenen Zahl ’h’ größer oder gleich 1
erzeugt, derart, dass die Pixelanzahl in einer
Längsrichtung im zweiten reduzierten Bild die
Pixelanzahl ist, die durch Teilen der Pixelanzahl
in Längsrichtungen der zwei Quellbilder durch
(i 3 h) erhalten wird, und derart, dass die Pixe-
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lanzahl in einer Querrichtung im zweiten redu-
zierten Bild die Pixelanzahl ist, die durch Teilen
der Pixelanzahl in Querrichtung der zwei Quell-
bilder durch (j 3 h) erhalten wird.

2. Bildverarbeitungsvorrichtung nach Anspruch 1, wo-
bei die vorgegebene Zahl ’k’ 1 ist.

Revendications

1. Dispositif de traitement d’image comprenant :

un calculateur de parallaxe (28) configuré pour
calculer une parallaxe en utilisant une corres-
pondance de blocs sur la base de deux images
sources d’un objet qui sont acquises avec deux
caméras (101, 102) ;
un générateur d’image de parallaxe (30) confi-
guré pour générer une image de parallaxe sur
la base de la parallaxe calculée par le calcula-
teur de parallaxe (28) ;
dans lequel la résolution de l’image de parallaxe
est inférieure à la résolution des images
sources ;
un premier générateur d’image réduite (32) con-
figuré pour générer une première image réduite
en réduisant la résolution d’au moins une des
deux images sources,
dans lequel la première image réduite est telle
que, si un nombre prédéterminé ’k’ est égal à 1,
la résolution de la première image réduite cor-
respond à la résolution de l’image de parallaxe ;
et
un dispositif de reconnaissance d’image (34)
configuré pour effectuer une reconnaissance
d’image de l’objet sur la base de l’image de pa-
rallaxe et de la première image réduite ;
dans lequel le premier générateur d’image ré-
duite (32) réduit la résolution de ladite au moins
une des deux images sources en fonction d’une
forme d’un bloc utilisé dans la correspondance
de blocs,
la forme du bloc est carrée ou rectangulaire, et
dans lequel le nombre de pixels contenus dans
le bloc est ’m’ dans une direction longitudinale
et ’n’ dans une direction latérale, le premier gé-
nérateur d’image réduite (32) génère la premiè-
re image réduite en utilisant le nombre prédé-
terminé ’k’ supérieur ou égal à 1 en termes de
nombres naturels de sorte que le nombre de
pixels dans une direction longitudinale de la pre-
mière image réduite soit le nombre de pixels ob-
tenu en divisant le nombre de pixels dans les
directions longitudinales d’au moins une des
deux images sources par (m x k), et que le nom-
bre de pixels dans une direction latérale de la
première image réduite soit le nombre de pixels

obtenu en divisant le nombre de pixels dans les
directions latérales des deux images sources
par (n x k) ;
un second générateur d’image réduite (38a,
38b) configuré pour générer respectivement
deux secondes images réduites en réduisant la
résolution des deux images sources, les deux
secondes images réduites étant utilisées, à la
place des deux images sources, par le calcula-
teur de parallaxe (28) pour calculer une
parallaxe ;
dans lequel des éléments de prise de vue des
deux caméras (101, 102) comprennent un filtre
de couleur, le second générateur d’image rédui-
te (38a, 38b) restaure une couleur sur la base
d’un motif du filtre de couleur, le second géné-
rateur d’image réduite (38a, 38b) réduisant da-
vantage la résolution des deux images sources
en fonction du motif du filtre de couleur, et
dans lequel le motif du filtre de couleur apparaît
cycliquement avec tous les ’i’ pixels dans une
direction longitudinale et tous les ’j’ pixels dans
une direction latérale, le second générateur
d’image réduite (38a, 38b) génère les secondes
images réduites en utilisant un nombre prédé-
terminé ’h’ supérieur ou égal à 1 de sorte que le
nombre de pixels dans une direction longitudi-
nale dans la seconde image réduite soit le nom-
bre de pixels obtenu en divisant le nombre de
pixels dans les directions longitudinales des
deux images source par (i x h), et de sorte que
le nombre de pixels dans une direction latérale
dans la seconde image réduite soit le nombre
de pixels obtenu en divisant le nombre de pixels
dans les directions latérales des deux images
sources par (j x h).

2. Dispositif de traitement d’image selon la revendica-
tion 1, dans lequel le nombre prédéterminé ’k’ est 1.
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