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Description

BACKGROUND

[0001] Conventionally, it may be difficult for less tech-
nologically-savvy end users to set up a new router or
replace an older router with a newly-purchased router.
Even for technologically-sophisticated users, however,
the present expectation is that even complex devices
such as routers will install and work right out of the box,
in the same manner as a common household appliance.
[0002] The problem is compounded when the user has
forgotten the network name (the Service Set Identifier,
hereafter, "SSID") and/or the router password. Wi-Fi Pro-
tected Setup (hereafter, "WPS") allows users to add new
devices to a network without typing long passphrases.
However, the WPS protocol has not been effective in all
situations. For example, when a user wishes to replace
an older router with a newer model, there is no estab-
lished mechanism enabling the new router to be config-
ured using the older router’s settings (the older router’s
SSID and the router password).
[0003] These difficulties may cause frustration during
the initial setup of the router. If the user is unable to prop-
erly configure their new purchase, they may resort to
costly calls to tech support and may ultimately return the
router to the point of purchase. In turn, these difficulties
could engender a negative perception of the quality and
user-friendliness of the manufacturer of the router.
[0004] US 2007/0111568 discloses a network setup
utility which gathers network configuration at a computing
device and facilitates configuration of a router.
[0005] EP 1 978 704 discloses wireless local area net-
works (WLANS) which communicate to exchange infor-
mation.
[0006] WO 2011/144101 A2 describes a repeater
WPS connection method and apparatus, which relate to
the field of wireless networks and can complete WPS
connections of a client side and an AP side of a repeater
device in one repeater WPS PBC operation, thereby sim-
plifying the flow of a WPS connection operation.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007]

FIG. 1 is a block diagram illustrating aspects of a
conventional method of replacing an older router with
a newer router.
FIG. 2 is a block diagram illustrating aspects a re-
placing a first router with a second router within a
network, according to one embodiment.
FIG. 3 shows an exemplary User Interface (UI) em-
bodying aspects of one embodiment.
FIG. 4 is a flowchart of a method of replacing a first
router with a second router within a network, accord-
ing to one embodiment.
Fig. 5 is a block diagram illustrating the configuration

of a second router as a range-extending Access
Point (AP) on a network comprising a first router,
according to one embodiment.
Fig. 6 shows an exemplary UI for setting up a router
as a range extending access point, according to one
embodiment.
Fig. 7 shows an exemplary UI indicating success in
setting up a router as a range extending access point,
according to one embodiment.
Fig. 8 is a flowchart of a method of configuring a
second router as a range-extending access point on
a network comprising a first router, according to one
embodiment.

DETAILED DESCRIPTION

[0008] According to one embodiment, even a techno-
logical neophyte may successfully set up a new router
as either a drop-in replacement for an older router or as
a range-extending AP. The user need not remember the
network’s SSID or the router’s password as, according
to one embodiment, the WPS protocol is invoked, while
the router is placed in "client mode", to enable the router
to learn the SSID and password of the router it is to re-
place. The new router may then be switched back to rout-
er mode (replacement case) or left in client mode (AP
case). Indeed, one embodiment enables any user to re-
place an older router with a newly-purchased router,
while keeping the older router’s settings, such as SSID
and password. At the end of the process, according to
one embodiment, the new router may be configured in
router mode; that is, as a drop-in replacement for the
older router. Similarly, according to one embodiment, the
router may be configured as an AP and configured ac-
cording to the SSID and password of the older router.
[0009] Fig. 1 is a block diagram illustrating aspects of
a conventional method of replacing an older router with
a newer router. As shown therein, a network gateway
104, such as a modem, may be coupled to a network
102, which may comprise the Internet. Coupled to the
first router 106 may be a number of client computing de-
vices such as shown at 110. The client computing devices
may comprise desktop computers, laptops, tablet com-
puting devices, telephones and the like. As shown in Fig.
1, an existing or old router 106 is to be replaced with a
new or newer router 108. Conventionally, a user 112 must
either provide the network name (SSID) and the pass-
word of the existing router 106 or must create a new
network and provide a new network name and password
to the new router 108. Assuming that process is carried
out successfully, the existing router 106 may be replaced
with the new router 108. As is often the case, however,
the user may have forgotten the network name and the
password stored in the older router, and may lack the
technological know-how to look up and/or reset such in-
formation. However, this may pose difficulties for tech-
nologically unsophisticated users, who may not know
how to provide the requested values for the SSID and
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passwords. Moreover, if a new network name and pass-
word are provided, all client devices accessing the net-
work will have to be re-configured to access the new net-
work. This is time-consuming and may be such a daunt-
ing task for some users that the prospect thereof may
cause them to forgo or delay purchasing a new router.
[0010] Fig. 2 is a block diagram illustrating aspects of
a method for replacing a first router with a second router
within a network, according to one embodiment. As
shown therein, a network gateway device 202 may be
coupled to a network 102 that may comprise, for example,
the Internet. The network gateway device 202 may com-
prise, for example, a modem. A first router 204 may be
coupled to the network gateway device 202, as shown
at (1). For example, the first router 204 may be an exist-
ing, older router. A second router 206 may also be pro-
vided. The second router 206 may, for example, be a
new or newer router. For example, the second router 206
may be a newly-purchased router, right out of its pack-
aging. The first and second routers 204, 206 may be from
the same or different manufacturers and each may be a
single or dual-band router.
[0011] According to one embodiment, to replace the
first router 204 with the second router 206 according to
one embodiment, the second router 206 may be placed
in "client" mode (also called "bridge" mode). According
to one embodiment, in client mode, the second router
208 is not configured to route network traffic. In effect,
the router in client mode 208 is no longer a router, per
se, it is a client computing device that is configured to
search for a network AP provided by the first router 204.
A predetermined protocol may then be invoked on the
first and second routers 204, 208. According to one em-
bodiment, the predetermined protocol may be configured
to enable an exchange of at least the network name of
the Local Area Network (LAN) and password information
from the first router 204 to the second router 208 in client
mode. According to one embodiment, the predetermined
protocol may comprise placing the second router 206 in
client mode, such as shown at 208 in Fig. 2. According
to one embodiment, the predetermined protocol may
comprise the WPS protocol. To invoke WPS, the user
may be requested to, for example, push a button on at
least the second router 206. The button may be a virtual
button (a graphic of a button, for example) provided to
the user via a suitable User Interface (Ul) rendered on a
display. Alternatively, the button may be a physical button
provided on the router 206, 208. Actuation of the button,
however provided or rendered, on at least router 208 may
cause the first router 204 and the second router 208 in
client mode to exchange, according to one embodiment,
Extensible Authentication Protocol (EAP) messages. In
the course of doing so, the first router 204 may provide,
and the second router in client mode may receive and
acknowledge receipt of, at least the network name such
as the SSID and the password of the network, as shown
at 210. In effect, the second router in client mode 208
may "learn" the SSID and the password of the first router

204. In receipt of the network name and password from
the first router 204, the second router 208, still in client
mode, may now configure itself according to the received
network name and password information obtained from
the first router 204, as shown at 212 in Fig. 2. Thereafter,
the thus-configured second router 212, may switch from
its current client mode back to router mode, as suggested
at 216. The second router, now configured according to
the network name and password obtained from the first
router 204, may then be coupled to the network gateway
device 202 as shown at (2) and the first router 204 may
be powered down, de-coupled from the network gateway
device 202 and removed from the LAN, as suggested at
218. The second router 216, in router mode and config-
ured according to the network name and password, may
now be configured to route traffic on the network, as a
drop-in replacement for the first router 204. The so-con-
figured second router 216 may then be tested to deter-
mine the ability thereof to route traffic on the LAN and to
couple to and access the network 102.
[0012] According to one embodiment, if the first router
204 does not have a dual-band (e.g., 5 GHz as of this
writing) setting, the second router in client mode 208 may
use the older router’s settings (network name and pass-
word) to set up the dual-band wireless network. A new
network name may be generated, using the old network’s
name as a seed. For example, the old network name, as
previously used by the first router 204, may be used, and
a "5G" or "DB" (for example) designation may be append-
ed thereto. For example, the new network name may be
configured as "OLD_NETWORK_NAME_5G" or some
similar designation. The password previously stored by
the first router 204 may be retained by the second router
208 in client mode, for ease of access. The similar net-
work name, with the added designation and the password
previously used by the first router 204, may then be used
when the router 212 is switched back into router mode
as shown at 216 and coupled to the network gateway
device 202.
[0013] Fig. 3 shows an exemplary UI embodying as-
pects of one embodiment. The UI 300 may be rendered
on a computing device coupled to the router 206 or, for
example, on a display on the router 206, if the router is
so equipped. For example, the UI may be rendered on
or configured for display on a web browser. As shown,
the exemplary UI 300 may provide the user with the op-
tion of manual configuration via, for example, a radio but-
ton 302. For example, the "manual mode" of configuring
the router 206 may comprise reading a Personal Identi-
fication Number (PIN) from either a sticker or a display
on the second router 206 and entering the PIN on the
first router 202 or, for example, a Universal Serial Bus
(USB) method, in which network name and password
information is manually transferred to the second router
206 via a USB memory device. According to one embod-
iment, a particular protocol ("XYZ Protocol" in Fig. 3) may
be invoked by selecting radio button 304. When the user
makes a selection, further instructions appropriate to the
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selection may be displayed on the Ul, as shown at (1)
and (2) in Fig. 3. According to one embodiment, the "XYZ
Protocol" may be or comprise the WPS protocol.
[0014] Fig. 4 is a flowchart of a method of replacing a
first router with a second router within a network, accord-
ing to one embodiment. As shown, Block B41 calls for
placing the second router in client mode within the net-
work such that the second router is not configured to
route network traffic (such that it is no longer, at least
functionally, a router) and is configured to search for a
network AP provided by the first router. Block B42, as
shown, calls for invoking a protocol on the first and sec-
ond routers. The protocol may be configured to enable
an exchange of at least network name and password
information from the first router to the second router in
client mode. According to one embodiment, the protocol
may be configured to carry out the functionality of Block
B41. In that case, Block B41 would be subsumed into
Block B42. As shown at Block B43, the second router in
client mode may be configured according to the network
name and password information obtained from the first
router. Thereafter, as shown at B44, the second router
may be switched from client mode to router mode, ena-
bling the second router to route network traffic on the
network. As shown in Fig. 4, Block B45 calls for replacing
the first router with the configured and switched second
router, now configured according to the network name
and password obtained from the first router and recon-
figured in router mode. Connectivity and routing function-
ality may now be tested, to ensure proper operation of
the second router.
[0015] According to one embodiment, the security pro-
tocol currently in force on the first router may be trans-
ferred, along with the SSID and the password, to the sec-
ond router.
[0016] According to one embodiment, the new router
may be configured as a range-extending AP, keeping the
older router in the network. Fig. 5 is a block diagram il-
lustrating the configuration of a second router as a range-
extending AP on a network comprising a first router, ac-
cording to one embodiment. As shown in Fig. 5, a network
gateway 202 may be coupled to the network 102 and to
a first router 204. According to one embodiment, the net-
work gateway device 202 may be integrated with the first
router 204 (or vice-versa) to form a an integrated router-
modem device. A second router 206 may be provided,
in the same manner as was the second router 206 in Fig.
2. According to one embodiment, the second router 206
may be placed in client mode, as shown at 208. According
to one embodiment, in client mode, the second router is
not configured to route network traffic. As noted above,
the router in client mode 208 is, at least functionally, no
longer a router, but is a client computing device that is
configured to search for a network AP provided by the
first router 204. A predetermined protocol may then be
invoked on the first and second routers 204, 208. Accord-
ing to one embodiment, the predetermined protocol may
be configured to enable, for example, an automated ex-

change of the network name of the LAN and password
information from the first router 204 to the second router
208 in client mode. According to one embodiment, the
predetermined protocol may comprise placing the sec-
ond router 206 in client mode, such as shown at 208 in
Fig. 2. For example, the predetermined protocol may
comprise the WPS protocol. To invoke WPS, the user
may be requested to, for example, push a button on at
least the second router 206. As described relative to Fig.
2, the button may be a virtual button (a graphic of a button,
for example) provided to the user via a suitable UI ren-
dered on a display. Alternatively, the button may be a
physical button provided on the router 206, 208. Actua-
tion of the button, however provided or rendered, on at
least the second router in client mode 208 may cause
the first router 204 and the second router 208 in client
mode to exchange messages. Via such messages, the
first router 204 may provide, and the second router 208
in client mode may receive and acknowledge receipt of,
at least the network name such as the SSID and the
password of the network, as shown at 210. In receipt of
the network name and password from the first router 204,
the second router 208, still in client mode, may now con-
figure itself according to the received network name and
password information obtained from the first router 204,
as shown at 212 in Fig. 5.
[0017] According to one embodiment, as shown at 502
in Fig. 5, the second router, still configured in client mode
and according to the network name and password ob-
tained from the first router 204, may be left in in client
mode; and coupled to the first router 204 as a range-
extending AP 502 by a connection 506. According to one
embodiment, the connection 506 may comprise an Eth-
ernet or other cable. The second router, configured as
shown at 502, may be moved away from the first router
204, to an area to which the range of the first router 204
is desired to be extended. The range-extending function-
ality of the second router may then be tested.
[0018] Figs. 6 and 7 show exemplary Uls configured
to enable or facilitate the functionality described above.
As shown in Fig. 6, the UI 600 may be rendered on a
computing device coupled to the router 206. For exam-
ple, the UI may be rendered on or configured for display
on a web browser or on a display on one or more of the
first and second routers. As shown, the exemplary UI 600
may provide the user with the option of manual configu-
ration via, for example, a radio button 602. For example,
the "manual mode" of configuring the router 206 may
comprise reading a PIN from either a sticker or a display
on the second router 206 and entering the PIN on the
first router 204 or, for example, a Universal Serial Bus
(USB) method, in which network name and password
information is manually transferred to the second router
206 via a USB memory device. According to one embod-
iment, a particular protocol ("XYZ Protocol" in Fig. 3) may
be invoked by selecting radio button 604. When the user
makes a selection, further instructions appropriate to the
selection may be displayed on the UI, as shown at (1)
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and (2) in Fig. 3. According to one embodiment, the "XYZ
Protocol" may be or comprise the WPS protocol. Using
the WPS protocol, according to one embodiment, the
newly-purchased router may be successfully configured
as an AP as shown at 502 even if the user no longer
remembers the older router’s SSID and/or password.
[0019] When the router 502 has been successfully con-
figured as a range-extending AP, the UI 700 of Fig. 7
may be displayed. The UI 700 may provide further in-
structions for the user such as, for example, to disconnect
cables and to physically carry the router - range extending
AP to the area in which the user wants to extend coverage
of the router 204. In this manner, even a technologically-
unsophisticated user may successfully configure their
new router with existing network settings and configure
their new router as a range-extending AP.
[0020] Fig. 8 is a flowchart of a method of configuring
a second router as a range-extending access point on a
network comprising a first router, according to one em-
bodiment. As shown at B81, the second router in client
mode within the network such that the second router is
not configured to route network traffic and is configured
to search for a network access point provided by the first
router. Block B82 calls for invoking a protocol on the first
and second routers. The protocol, such as WPS accord-
ing to one embodiment, may be configured to enable an
exchange of at least network name and password infor-
mation from the first router to the second router in client
mode. The second router may be configured in client
mode and according to the network name and password
information obtained from the first router, as shown at
B83. According to one embodiment, the second router
may then be left in client mode, as shown at Block B84.
The second router in client mode may then be connected
to the first router and moving the second router away
from the first router, as shown at B85. The range-extend-
ing functionality of the second router may then be tested,
as described above.
[0021] According to one embodiment, the user’s "out-
of-the-box" router installation experience may be greatly
improved, which may lead to more satisfied (and, there-
fore, loyal) customers, fewer returns to the point-of-sale
and fewer costly calls to customer service.
[0022] While certain embodiments of the inventions
have been described, these embodiments have been
presented by way of example only, and are not intended
to limit the scope of the inventions. Indeed, the novel
methods, devices and systems described herein may be
embodied in a variety of other forms. Furthermore, vari-
ous omissions, substitutions and changes in the form of
the methods and systems described herein may be made
without departing from the the inventions. The accompa-
nying claims and their equivalents are intended to cover
such forms or modifications as would fall within the scope
of the inventions. For example, those skilled in the art
will appreciate that in various embodiments, the actual
structures (such as, for example,) may differ from those
shown in the figures. Depending on the embodiment, cer-

tain of the steps described in the example above may be
removed, others may be added. Also, the features and
attributes of the specific embodiments disclosed above
may be combined in different ways to form additional
embodiments, all of which fall within the scope of the
present disclosure. Although the present disclosure pro-
vides certain preferred embodiments and applications,
other embodiments that are apparent to those of ordinary
skill in the art, including embodiments which do not pro-
vide all of the features and advantages set forth herein,
are also within the scope of this disclosure. Accordingly,
the scope of the present disclosure is intended to be de-
fined only by reference to the appended claims.

Claims

1. A method of replacing a first router with a second
router within a network, comprising:

placing (B41) the second router in client mode
(208) within the network (102) such that the sec-
ond router is not configured to route network traf-
fic and is configured to search for a network ac-
cess point provided by the first router;
invoking (B42) a protocol on the first (204) and
second routers, the protocol being configured to
enable an exchange (210) of at least network
name and password information from the first
router (204) to the second router in client mode
(208);
configuring (B43) the second router in client
mode (208) according to the network name and
password information obtained from the first
router (204);
switching (B44) the second router from client
mode (206) to router mode (216), enabling the
second router (206) to route network traffic on
the network; and
replacing (B45) the first router (204) with the
configured and switched second router (216).

2. The method of claim 1, wherein the first (204) and
second (206) routers are from different manufactur-
ers.

3. The method of claim 1, wherein invoking comprises
actuating at least one of a physical or virtual button.

4. The method of claim 1, wherein replacing comprises
dis connecting the first router (204) from the network.

5. The method of claim 1, further comprising testing the
second router (206) to determine an ability thereof
to route traffic on the network.

6. A router configured to route network traffic in a com-
puter network, the router being configured to:

7 8 



EP 2 932 668 B1

6

5

10

15

20

25

30

35

40

45

50

55

selectively enter in a client mode (208) in which
the router is not configured to route network traf-
fic and is configured to search for a network ac-
cess point on the computer network;
while in client mode, exchange at least network
name and password information with another
router (204) present on the computer network
according to a protocol and s elf-configure ac-
cording to the network name and password in-
formation obtained from the other router (204);
and
switch from client mode to router mode, to there-
by enable the router to route network traffic on
the network.

7. The router of claim 6, wherein the router is further
configured to exchange at least the network name
and the password information upon a button being
actuated.

8. The router of claim 7, wherein the button is a physical
button on the router.

9. The router of claim 7, wherein the button is a virtual
button rendered on a dis play.

10. The router of claim 6, wherein the protocol comprises
a Wi-Fi Protected Setup (WPS) protocol.

Patentansprüche

1. Verfahren zum Ersetzen eines ersten Routers durch
einen zweiten Router in einem Netzwerk, das Fol-
gendes umfasst:

Platzieren (B41) des zweiten Routers im Client-
Modus (208) im Netzwerk (102), sodass der
zweite Router nicht konfiguriert ist, um Netz-
werkverkehr zu leiten, und konfiguriert ist, um
nach einem Netzwerkzugriffspunkt zu suchen,
der durch den ersten Router bereitgestellt ist;
Aufrufen (B42) eines Protokolls auf dem ersten
(204) und dem zweiten Router, wobei das Pro-
tokoll konfiguriert ist, um einen Austausch (210)
zumindest des Netzwerknamens und der Pass-
wortinformationen vom ersten Router (204) zum
zweiten Router im Client-Modus (208) zu er-
möglichen;
Konfigurieren (B43) des zweiten Routers im Cli-
ent-Modus (208) gemäß dem/den von dem ers-
ten Router (204) erhaltenen Netzwerknamen
und Passwortinformationen;
Umschalten (B44) des zweiten Routers aus dem
Client-Modus (206) in den Router-Modus (216),
was dem zweiten Router (206) ermöglicht, Netz-
werkverkehr im Netzwerk zu leiten; und
Ersetzen (B45) des ersten Routers (204) durch

den konfigurierten und umgeschalteten zweiten
Router (216).

2. Verfahren nach Anspruch 1, wobei der erste (204)
und der zweite (206) Router von unterschiedlichen
Herstellern stammen.

3. Verfahren nach Anspruch 1, wobei das Aufrufen das
Betätigen zumindest eines aus einer physischen
oder virtuellen Taste umfasst.

4. Verfahren nach Anspruch 1, wobei das Ersetzen das
Trennen der Verbindung des ersten Routers (204)
vom Netzwerk umfasst.

5. Verfahren nach Anspruch 1, das ferner das Testen
des zweiten Routers (206), um dessen Fähigkeit
zum Leiten von Verkehr im Netzwerk zu ermitteln,
umfasst.

6. Router, der konfiguriert ist, um Netzwerkverkehr in
einem Computernetzwerk zu leiten, wobei der Rou-
ter konfiguriert ist, um:

selektiv in einen Client-Modus (208) einzutre-
ten, in dem der Router nicht konfiguriert ist, um
Netzwerkverkehr zu leiten, und konfiguriert ist,
um nach einem Netzwerkzugriffspunkt auf dem
Computernetzwerk zu suchen;
im Client-Modus zumindest den Netzwerkna-
men und die Passwortinformationen mit einem
weiteren Router (204), der auf dem Compu-
ternetzwerk vorhanden ist, gemäß einem Pro-
tokoll auszutauschen und sich gemäß dem von
dem anderen Router (204) erhaltenen Netzwer-
knamen und den Passwortinformationen selbst
zu konfigurieren; und
aus dem Client-Modus in den Router-Modus
umzuschalten und so dem Router zu ermögli-
chen, Netzwerkverkehr auf dem Netzwerk zu
leiten.

7. Router nach Anspruch 6, wobei der Router ferner
konfiguriert ist, um zumindest den Netzwerknamen
und die Passwortinformationen auf das Betätigen ei-
ner Taste hin auszutauschen.

8. Router nach Anspruch 7, wobei die Taste eine phy-
sische Taste auf dem Router ist.

9. Router nach Anspruch 7, wobei die Taste eine vir-
tuelle Taste ist, die auf einer Anzeige angezeigt wird.

10. Router nach Anspruch 6, wobei das Protokoll ein Wi-
Fi-Protected-Setup-(WPS) Protokoll umfasst.
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Revendications

1. Procédé de remplacement d’un premier routeur par
un second routeur dans un réseau, comprenant les
étapes ci-dessous consistant à :

placer (B41) le second routeur en mode client
(208) dans le réseau (102) de sorte que le se-
cond routeur n’est pas configuré de manière à
acheminer le trafic réseau et qu’il est configuré
de manière à rechercher un point d’accès ré-
seau fourni par le premier routeur ;
invoquer (B42) un protocole sur les premier
(204) et second routeurs, le protocole étant con-
figuré de manière à permettre un échange (210)
d’au moins des informations de mot de passe
et de nom de réseau, du premier routeur (204)
au second routeur en mode client (208) ;
configurer (B43) le second routeur en mode
client (208) selon les informations de mot de
passe et de nom de réseau obtenues à partir du
premier routeur (204) ;
commuter (B44) le second routeur, du mode
client (206) au mode routeur (216), ce qui per-
met au second routeur (206) d’acheminer le tra-
fic réseau sur le réseau ; et
remplacer (B45) le premier routeur (204) par le
second routeur configuré et commuté (216).

2. Procédé selon la revendication 1, dans lequel les
premier (204) et second (206) routeurs proviennent
de fabricants différents.

3. Procédé selon la revendication 1, dans lequel l’étape
d’invocation comprend l’étape consistant à actionner
au moins l’un parmi un bouton physique ou un bouton
virtuel.

4. Procédé selon la revendication 1, dans lequel l’étape
de remplacement comprend l’étape consistant à dé-
connecter le premier routeur (204) du réseau.

5. Procédé selon la revendication 1, comprenant en
outre l’étape consistant à tester le second routeur
(206) en vue de déterminer sa capacité à acheminer
du trafic sur le réseau.

6. Routeur configuré de manière à acheminer du trafic
réseau dans un réseau informatique, le routeur étant
configuré de manière à :

entrer sélectivement dans un mode client (208)
dans lequel le routeur n’est pas configuré de ma-
nière à acheminer le trafic réseau et est confi-
guré de manière à rechercher un point d’accès
réseau sur le réseau informatique ;
en mode client, échanger au moins des infor-
mations de mot de passe et de nom de réseau

avec un autre routeur (204) présent sur le ré-
seau informatique selon un protocole et effec-
tuer une configuration automatique selon les in-
formations de mot de passe et de nom de réseau
obtenues à partir de l’autre routeur (204) ; et
commuter du mode client au mode routeur, en
vue de permettre par conséquent au routeur
d’acheminer du trafic réseau sur le réseau.

7. Routeur selon la revendication 6, dans lequel le rou-
teur est en outre configuré de manière à échanger
au moins les informations de mot de passe et de
nom de réseau lorsqu’un bouton est actionné.

8. Routeur selon la revendication 7, dans lequel le bou-
ton est un bouton physique sur le routeur.

9. Routeur selon la revendication 7, dans lequel le bou-
ton est un bouton virtuel rendu sur un écran d’affi-
chage.

10. Routeur selon la revendication 6, dans lequel le pro-
tocole comprend un protocole de connexion Wi-Fi
sécurisée « Wi-Fi Protected Setup » (WPS).
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