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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a challenge-
response method for a client device, and a client device
for implementing a challenge-response method. The
challenge-response method of the present invention may
be used in node locking (i.e. hardware anchoring) appli-
cations for client devices.

BACKGROUND OF THE INVENTION

[0002] Application software, also known as an appli-
cation or an app, is computer software designed to help
the user to perform specific tasks. Examples include en-
terprise software, accounting software, office suites,
graphics software and media players. In recent years,
the abbreviation "app" has specifically come to mean ap-
plication software written for mobile devices. Application
software applies the power of a particular computing plat-
form or system software to a particular purpose. In other
words, applications make use of the operation system of
a computing device to gain access to the hardware re-
sources. Applications also require access to a graphics
environment for interaction with the end user. These soft-
ware applications (often called native applications) use
a hardware execution engine such as a Central Process-
ing Unit (CPU). An application’s dependency upon exist-
ing resources in a specific computing device means that
the software provider may need to provide different ver-
sions of the application for execution on different device
platforms. A virtual machine execution model enables a
software provider to distribute a single application for ex-
ecution on multiple different device platforms. Scripting
languages in combination with a graphics environment
are an alternative for a virtual machine execution model,
providing similar multi-platform benefits. This approach
has been adopted for web applications and in the HTML-
5 W3C recommendation.
[0003] Many applications require the software to be
limited to a single end user computing device (or client
device). This can be achieved by making the execution
of the software application dependent on a hardware
function that is specific to a single end user device.
[0004] So-called "node locking" (or "hardware anchor-
ing") technologies provide a software application with a
hardware dependent function for integration into its ex-
ecution path (see, for example EP2506174 and
EP2506175). This provides a mechanism to lock the ex-
ecution of the application to a specific end user device.
The node locking function also enables an application to
generate a message demonstrating that the application
is operating on a particular end user device. This can be
used for authentication purposes. These node locking
applications describe a challenge-response function that
is specific for a particular hardware circuit. A challenge-
response methodology generally relies on a secret in a

hardware device. Knowledge of the secret enables the
generation of challenge-response pairs which enable an
application to verify that the application is executing on
the intended platform. EP2506174 and EP2506175, as
referenced above, describe systems and methods for us-
ing a node locking function (a challenge-response func-
tion) in combination with secured software applications.
[0005] Node locking technologies for software applica-
tions require the availability of a function that is specific
to a particular end user device. EP2506175 achieves this
by leveraging a specific function of a standard Subscriber
Identity Module (SIM), e.g. in a mobile telephone. As the
Operating System generally does not expose the SIM
functionality to applications executing on the device, the
SIM locking mechanism of EP2506175 requires modifi-
cations to the Operating System of the device. Thus, this
challenge-response solution is undesirable in some cir-
cumstances. EP2506174 requires specific hardware fea-
tures in a device, which makes this challenge-response
solution unsuitable for use with an existing device infra-
structure.
[0006] Even if node locking techniques are available
to local applications, web based applications (e.g. based
on HTML5) that operate in a browser, do not have access
to such node locking facilities since the browser Applica-
tion Programming Interface (API) does not expose such
functions to the web applications.
[0007] There is a need for a node locking (challenge-
response) function for existing devices that is accessible
to applications, virtual machine applications, and web ap-
plications (scripted applications). The present invention
seeks to provide a challenge-response technique which
overcomes some of the problems with existing solutions.
[0008] US 7,111,167 B1 involves receiving remotely
originating data (ROD) and creating a customized iden-
tification (CID) which is at least partially created through
encrypting the ROD as a function of a platform key (PK)
and a random number (RN) of a computer system re-
ceiving the ROD. Further, content is received which in-
cludes at least one watermark in which at least part of
the CID is embedded. Authentication comparison data
(ACD) is created which is at least partially created
through decrypting data embedded in the watermark.

SUMMARY OF THE INVENTION

[0009] According to a first aspect of the present inven-
tion, there is provided a challenge-response method for
a client device. The method comprises steps of: (a) re-
ceiving challenge data, wherein the challenge data is au-
dio content encrypted using an encryption key, the audio
content including a nonce; (b) using a secured module
of the client device to access the audio content by de-
crypting the challenge data using a decryption key of the
secured module, the decryption key corresponding to the
encryption key; (c) using the secured module to output
an audible version of the audio content via a speaker of
the client device; (d) receiving the audible version of the
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audio content using a microphone of the client device;
(e) processing the audible version of the audio content
received by the microphone so as to obtain the nonce;
and (f) providing the nonce as a response.
[0010] Advantageously, the nonce may be encoded
with an error correcting code, and the processing step
further comprises decoding the error correction encoded
nonce.
[0011] Optionally, the nonce may be included in the
audio content as a digital watermark. Alternatively, the
nonce may be included in the audio content using a mod-
ulation encoding technique.
[0012] In one embodiment, the decryption key is
unique to the secured module.
[0013] According to a second aspect of the present
invention, there is provided a client device for implement-
ing a challenge-response method. The client device com-
prises an input module, a secured module, a speaker, a
microphone, a processor, and an output module. The
input module is for receiving challenge data. The chal-
lenge data is audio content encrypted using an encryp-
tion key. The audio content includes a nonce. The se-
cured module is arranged to access the audio content
by decrypting the challenge data using a decryption key
of the secured module. The decryption key corresponds
to the encryption key. The speaker is arranged to provide
an audible version of the audio content output by the
secured module. The microphone is arranged to receive
the audible version of the audio content. The processor
is arranged to process the audible version of the audio
content received by the microphone so as to obtain the
nonce. The output module is arranged to provide the
nonce as a response.
[0014] Advantageously, the nonce is encoded with an
error correcting code, and the processor comprises an
error correction module arranged to decode the error cor-
rection encoded nonce.
[0015] Optionally, the input module forms part of the
secured module such that the secured module is itself
operable to receive the challenge data.
[0016] According to a third aspect of the present inven-
tion, there is provided a computer program which, when
executed by a processor, causes the processor to carry
out a method according to the first aspect.
[0017] According to a fourth aspect of the present in-
vention, there is provided a computer readable medium
storing a computer program according to the third aspect.
[0018] Other preferred features of the present inven-
tion are set out in the appended claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0019] Embodiments of the present invention will now
be described by way of example with reference to the
accompanying drawings in which:

Figure 1 schematically illustrates a system for gen-
erating DRM protected audio content to form a chal-

lenge in the challenge-response method of the
present invention;
Figure 2 schematically illustrates a client device for
implementing the challenge-response method of the
present invention; and
Figure 3 schematically illustrates a client device au-
thentication method using the challenge-response
method of the present invention.

DETAILED DESCRIPTION OF A PREFERRED EM-
BODIMENT

[0020] In the description that follows and in the figures,
certain embodiments of the invention are described.
However, it will be appreciated that the invention is not
limited to the embodiments that are described and that
some embodiments may not include all of the features
that are described below. It will be evident, however, that
various modifications and changes may be made herein
without departing from the broader scope of the invention
as set forth in the appended claims.
[0021] Digital Rights Management (DRM) technolo-
gies are well known for controlling access to protected
content files. A protected content file comprises an en-
crypted content part and a usage rules part. The client
DRM system first processes the usage rules to generate
a content decryption key that is used to decrypt the con-
tent part. Note that the usage rules part typically includes
encrypted elements. The DRM implementation in the end
user device is implemented in a tamper resistant way, in
order to defend against attacks against the implementa-
tion.
[0022] DRM Systems are generally used by movie and
music rights holders in order to protect their video and
audio content against unauthorised distribution. There
are wide ranges of DRM systems that have been inte-
grated for use in different end user devices (such as tab-
lets, music players, mobile phones, game
consoles, and even PCs). These DRM systems are typ-
ically implemented in a tamper resistant manner, making
it difficult for an attacker to obtain the sensitive informa-
tion needed to strip the DRM protection or to emulate the
DRM client implementation.
[0023] Many end user devices (especially mobile
smart phones) use Android as an operating system. This
open source operating system allows easy modifications
by end users, which could potentially lead to significant
problems with unauthorised distribution of content. The
deployment of embedded hardware DRM implementa-
tions enables content distribution to such platforms whilst
at the same time protecting against unauthorised distri-
bution. For example, the Galaxy S3 mobile smart phone
contains a hardware-assisted and very robust implemen-
tation of a DRM client. The implementation details of the
DRM client, such as the hardware circuits used, the ro-
bustness criteria and the secure storage for keys, are
proprietary to the various hardware providers and/or the
DRM system providers.
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[0024] The present invention relates to a DRM imple-
mentation of a challenge-response node locking function
in a client device (i.e. an end user device). The "chal-
lenge" is DRM protected content which includes a nonce.
A client device is able to use its own DRM system to
extract the nonce from the challenge so as to provide the
nonce as a response. The challenge data could be any
content encrypted using an encryption key, the content
including a nonce. However, in the embodiment de-
scribed below with reference to Figures 1 and 2, the chal-
lenge data is DRM protected audio content (e.g. a DRM
protected audio file, or streamed DRM protected audio
content).

Audio content example

[0025] The generation of the DRM protected audio
content is shown schematically in Figure 1. The system
10 of Figure 1 includes a random number generator 12,
an error protection module 14, an audio data insertion
module 16 and a secured DRM module 18.
[0026] The random number generator 12 (which may
be a pseudo-random number generator) is operable (or
arranged) to generate a nonce. It should be noted that,
for some applications, the nonce may contain non-ran-
dom information.
[0027] The error protection module 14 is operable to
encode the nonce with an error correcting code (ECC)
in order to protect against data distortions in the nonce
recovery process. In other words, the error protection
module 14 is used to add redundancy to the nonce such
that the nonce may be recovered by the client device
even in cases of incomplete data transmission, for ex-
ample. Whilst it is advantageous to add error protection
to the nonce, it is not essential. Thus, the error protection
module 14 is an optional element of the system.
[0028] Audio content (e.g. an audio file) and the ECC
protected nonce are provided as inputs to the audio data
insertion module 16. (Of course, it will be understood that
if the error protection module 14 is omitted, then the
nonce itself is provided as an input to the audio data
insertion module 16, rather than inputting the ECC pro-
tected nonce.) The audio data insertion module 16 is op-
erable to insert the ECC protected nonce into the audio
content. There are a number of ways in which the ECC
protected nonce may be embedded into the audio con-
tent. In one embodiment, the ECC protected nonce may
be added as an audio watermark to the audio content
(NB a video watermark could be used for video content).
Alternatively, the ECC protected nonce is included in the
content using a modulation encoding technique. For ex-
ample, the ECC protected nonce may be encoded/em-
bedded using audio frequency-shift keying (AFSK) or
similar modulation encoding formats. Embedding the
ECC protected nonce as an audio watermark produces
a more pleasant audio output than embedding using
AFSK or the like, but may need a longer audio fragment
to embed the ECC protected nonce. The output of the

audio data insertion module 16 is plaintext/cleartext (i.e.
non-encrypted) audio content (i.e. a plaintext audio file).
[0029] The secured DRM module 18 is operable to
generate a DRM protected version of the audio content
for a particular client device having a particular "DRM
client ID". In fact, the "DRM client ID" is associated with
a secured DRM module of the particular client device.
The secured DRM module 18 of Figure 1 is operable to
process the plaintext audio content using the DRM client
ID so as to generate a DRM protected version of the
audio content that is suitable for playback on the identified
client device. The secured DRM module 18 achieves this
using encryption based on one or more encryption keys
for the identified client device (i.e. keys associated with
the secured DRM module of the client device). The en-
cryption keys and encryption algorithms are known to the
DRM system only. For example, the encryption keys may
be known only to the secured DRM module 18, and the
corresponding decryption keys may be known only to the
secured DRM module of the particular client device. It
will be understood that there are many cryptographic
techniques suitable for use in such a DRM system, and
these will not be further described here. The DRM pro-
tected audio content 20 is output by the secured DRM
module 18.
[0030] Figure 2 schematically illustrates a client device
30 for implementing the present challenge-response
methodology. The client device 30 may be a mobile
phone or a tablet computer, for example. The client de-
vice 30 includes an input module 32, a secured DRM
module 34, an audio decoder 36, a speaker 38, a micro-
phone 40, an audio recorder 42, a processor 44, and an
output module 48. Together, these elements of the client
device 30 perform the node locking function (schemati-
cally shown by the dashed line 52 in Figure 2). Clearly,
the client device may include other modules/elements
relating to other functionality of the client device 30. Some
modules/elements (including some of those shown in
Figure 2) may be shared by multiple functional blocks of
the client device 30. Therefore, Figure 2 is only a sche-
matic depiction of some elements of the client device 30.
[0031] The DRM protected audio content 20 output by
the secured DRM module 18 of Figure 1 forms the "chal-
lenge" (or challenge data) in the present challenge-re-
sponse methodology. The input module 32 is operable
to receive the challenge data 20 and to pass it to the
secured DRM module 34 of the client device 30. For ex-
ample, the input module 32 may send the challenge data
with a rendering request to the secured DRM module 34.
A secured DRM module API (not shown) may be used
to activate the secured DRM module 34. The input mod-
ule 32 may be separate from the secured DRM module
34 (as shown schematically in Figure 2), or may form
part of the secured DRM module 34 such that the secured
DRM module 34 itself receives the challenge data 20.
[0032] The secured DRM module 34 is operable to de-
crypt the challenge data 20 using a decryption key of the
secured DRM module 34. Specifically, the secured DRM
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module parses the DRM encoded usage rules associated
with the DRM protected audio content 20, and then de-
crypts the DRM protected audio content 20 in accordance
with these rules. In one embodiment, the decryption key
is a private key of the secured DRM module 34 and the
encryption key is a public key of the secured DRM module
34. Alternatively, the decryption key is the same as the
encryption key, the encryption key being a symmetric
secret key shared by both the secured DRM module 34
of the client device and the secured DRM module 18
used to encrypt the audio content to form the challenge
data 20.
[0033] The decrypted audio content is transferred to
the audio decoder 36 using a secured data channel. The
use of a secured data channel is advantageous since it
prevents other applications from accessing the decrypt-
ed audio content. In the embodiment of Figure 2, the
audio decoder 36 produces an audible output using the
speaker 38 of the client device 30. Thus, the secured
DRM module effectively outputs an audible version of
the audio content by means of the audio decoder 36 and
the speaker 38.
[0034] The microphone 40 of the client device 30 is
operable to receive the audible version of the audio con-
tent output by the speaker 38. The audio recorder 42 is
operable to record the sound captured by the microphone
40 so as to provide a recording of the audio content. Such
a recording of the audio content will be imperfect such
that the recording is a modified version of the original
audio content (as output by the audio decoder 36 and
the speaker 38). For example, the quality of the speaker
38 and the microphone 40 will affect the recording (par-
ticularly in certain frequency bands). The recording will
also capture environmental noise. Thus, the audible ver-
sion of the audio content received by the microphone 40
(and recorded by the audio recorder 42) will
generally be slightly different from the audible version of
the audio content output by the speaker 38.
[0035] The processor 44 is operable to process the
recording to obtain the nonce. The processor includes
an audio data extraction module 45 and an error correc-
tion module 46. The audio data extraction module 45 is
operable to access the recording of the audio content
made by the audio recorder 42. The audio data extraction
module 45 is further operable to recover the ECC pro-
tected nonce from the recording using signal processing
techniques. In other words, the audio data extraction
module 45 is operable to use signal processing tech-
niques to extract the nonce from the version of the audio
content received by the microphone 40. The signal
processing techniques used by the audio data extraction
module 45 will depend on the way in which the nonce
has been included in the audio content (e.g. as an audio
watermark or using a modulation encoding technique).
Such techniques will be familiar to a person skilled in the
art.
[0036] Thus, the embodiment of the invention shown
in Figure 2 is one example of an embodiment in which

the decrypted content is obtained by capturing an ana-
logue output (i.e. by recording the playback of an audio
file) and processing the captured analogue output of the
content to extract an embedded data signal.
[0037] Having extracted the ECC protected nonce
from the audio content, the audio data extraction module
45 passes the ECC protected nonce to the error correc-
tion module 46. The error correction module 46 is oper-
able to decode the ECC protected nonce to provide the
original nonce. Like the error protection module 14, the
error correction module 46 is an optional element of the
system. It is not required if the nonce does not have added
redundancy for error protection purposes.
[0038] The output module 48 is operable to receive the
nonce from the error correction module 46 of the proc-
essor 44 and to provide the nonce as an output of the
node locking function 52. Hence, the nonce may be con-
sidered as the "response" in the present challenge-re-
sponse methodology.
[0039] Thus, the DRM protected audio content 20 is
used in the client device 30 as a challenge input to a node
locking function 52 in order to obtain a response 50. The
response 50 should be equal to the nonce (see above)
and will only be obtainable by the particular client device
30 containing the particular secured DRM module 34
having the relevant decryption keys. Often the decryption
key used will be unique to (i.e. known only to) the partic-
ular secured DRM module 34 such that all other client
secured DRM modules are unable to decrypt the chal-
lenge data 20. In other cases, it is envisaged that the
decryption key used will be unique to (i.e. known only to)
a group of client secured DRM modules such that only
secured DRM modules in the group are able to decrypt
the challenge data 20 and secured DRM modules not in
the group are unable to decrypt the challenge data 20.

Implementation in software applications

[0040] The present DRM-based challenge-response
methodology may be used for node locking in software
applications. In particular, the methodology described
above with respect to Figures 1 and 2 provides a node-
locking technique for software applications that plays a
short DRM protected audio fragment (i.e. the challenge)
containing an identifying data pattern (or nonce), records
the rendered audio, processes the recorded audio con-
tent stream to extract the identifying pattern (i.e. the re-
sponse), and uses it in further calculations. As the DRM
protected file is configured for a specific end-user device,
the audio file cannot be played on other end-user devices.
The hardware based implementation of the DRM client
thus links the identifying pattern (or nonce) to the specific
end-user device. This node-locking function is available
to native applications. The increasing support for audio
input in web browsers (e.g. the Android 3.0 browser) and
the widely available browser support for playback of
(DRM protected) audio files, enable the invention to pro-
vide node-locking functions for web applications.
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[0041] For example, a software application (e.g. a web
application or a native application) may contain some
personalization data which includes the DRM protected
audio content that is targeted for a specific end-user de-
vice 30. As mentioned above, the DRM protected audio
content can be seen as a challenge 20. The application
presents this challenge 20 to a DRM-protected audio
playback module (i.e. the node locking function of Figure
2) and obtains the corresponding response 50 from the
signal processing of the recording of the rendered audio
content, as described above. The application may have
several challenges 20 stored in the personalization data
so as to avoid replay attacks. A reply attack involves suc-
cessfully executing the personalized application on an
end-user device other than the intended end user device
30 (i.e. other than the device for which the application
has been personalized). This is done by recording the
audio output from the speaker 38 of the intended device
30, and using this previously recorded audio signal to
provide a valid response in another end user device. Pre-
venting replay attacks may also be achieved by setting
appropriate usage rules for the DRM protected audio
content (e.g. play once).

Implementation for authentication

[0042] The present DRM-based challenge-response
methodology may be used for authentication of client de-
vices in software applications such as web applications.
In this case, the web application executing on a client
device 30 receives the challenge 20 (i.e. the DRM pro-
tected audio content) from a remote web server 10, which
is used to generate the challenge 20. This authentication
implementation is schematically illustrated by means of
sequential steps 1 to 12 in Figure 3. The client device
30 shown in Figure 3 is a mobile phone.
[0043] In step 1, the application (executing on the mo-
bile phone 30) sends a request for a challenge. This re-
quest includes the DRM identity of the mobile phone (i.e.
the request includes DRM client ID of the secured DRM
module 34 of the mobile phone). In step 2, the server 10
generates a (random) number (i.e. a nonce) using a ran-
dom number generator 12. In step 3, the server 10 op-
tionally adds error protection to the nonce using an error
protection module 14. In step 4, an audio data insertion
module 16 of the server 10 embeds the (error-protected)
nonce into some audio content. As previously described,
this may be done using AFSK modulation or audio wa-
termarking, for example. Next, in step 5, a secured DRM
module 18 of the server 10 DRM protects the audio con-
tent. Alternatively, the server 10 may request an external
DRM server system to DRM protect the generated audio
content. The DRM protected audio content forms the
challenge 20.
[0044] In step 6, the server 10 sends the challenge to
the web application executing on the mobile phone 30,
as requested in step 1. In step 7, the application receives
and decrypts the challenge (using the input module 32

and the secured DRM module 34 respectively) before
playing the DRM protected audio content using the audio
decoder 36 and the speaker 38 of the mobile phone 30.
In step 8, the mobile phone uses a microphone 40 to
record the sound during playback. Then, in step 9, the
recording is demodulated using an audio data extraction
module 45 in the processor 44 of the mobile phone 30
so as to obtain the ECC protected nonce. In step 10 (op-
tional), an error correction module 46 in the processor
44 of the mobile phone 30 is used to obtain the nonce
from the ECC protected nonce. Thus, the processor 44
is used in steps 9 and 10 to signal process the recording
to obtain the nonce. The nonce is output by the output
module 48 as a response (50, R’). In step 11, the re-
sponse is returned sent to the server 10 to demonstrate
that the application is executing on the intended platform
30. This approach can be used for authentication.
[0045] The response may be used by the client device
in the execution of the application. For example, the re-
sponse may be used within the application to at least
partially enable the continued execution of the application
on the end user device 30.

Applications of the invention

[0046] Various application areas are envisaged for the
present challenge-response methodology, e.g. mobile
banking, web applications, secured software applica-
tions, etc.
[0047] The described challenge-response methodolo-
gy aims to prevent the execution of copies of secured
applications on another client device (i.e. a client device
other than that for which the secured application is in-
tended). This present methodology achieves this for a
fairly broad range of existing devices and for a broad
range of applications (native code, virtual machine code,
scripts, web applications, etc.).
[0048] One application of the present methodology
concerns "multi-factor authentication". Normally, multi-
factor authentication requires that a user (i.e. a particular
client device) has multiple methods of validating them-
selves to a server. An example of this is the RSA SecurlD
authentication mechanism that makes use of a "token" -
either hardware (e.g. a USB dongle) or software (a soft
token) - which is assigned to a computer user and which
generates an authentication code at fixed intervals (usu-
ally 60 seconds) using a built-in clock and the card’s fac-
tory-encoded random key (known as the "seed"). The
seed is different for each token, and is loaded into the
corresponding RSA SecurlD server as the tokens are
purchased. When using the RSA SecurlD authentication
mechanism, a user generally requires both a password
and the authentication code generated by the token in
order to log into a website, for example. The authentica-
tion code provides the server with proof that the user is
in possession of the RSA token. However, using the
present methodology, the secured DRM module 34 in
the client device 30 may be used to replace the RSA
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token as the physical factor of authentication.
[0049] Another application of the present methodology
concerns authentication of a client device by software
running on the device, as described above. In particular,
a software application can check if it is running on a de-
vice for which it is authorised to run by executing the
steps outlined above. This could be used for several ap-
plications including software copy protection or protec-
tion of sensitive data or software. In one example where
a software application is handling sensitive data, the en-
tire program and data may be stored in an encrypted
form. Then, on start up, the application can execute the
present challenge-response methodology, and if the cor-
rect response is returned then the rest of the software
can be unlocked. In another example where software is
being copy protected, the software can perform the
present challenge-response methodology, and then the
software may only continue to execute if the appropriate
response is returned. This enables the software to verify
that it is executing on the allowed device.
[0050] It will be appreciated that the methods de-
scribed have been shown as individual steps carried out
in a specific order. However, the skilled person will ap-
preciate that these steps may be combined or carried out
in a different order whilst still achieving the desired result.
[0051] It will be appreciated that embodiments of the
invention may be implemented using a variety of different
information processing systems. In particular, although
the figures and the discussion thereof provide an exem-
plary computing system and methods, these are present-
ed merely to provide a useful reference in discussing
various aspects of the invention. Embodiments of the in-
vention may be carried out on any suitable data process-
ing device, such as a personal computer, laptop, person-
al digital assistant, mobile telephone, set top box, televi-
sion, server computer, etc. Of course, the description of
the systems and methods has been simplified for pur-
poses of discussion, and they are just one of many dif-
ferent types of system and method that may be used for
embodiments of the invention. It will be appreciated that
the boundaries between logic blocks (e.g. the input mod-
ule 32 and the secured module 34) are merely illustrative
and that alternative embodiments may merge logic
blocks or elements, or may impose an alternate decom-
position of functionality upon various logic blocks or ele-
ments.
[0052] It will be appreciated that the above-mentioned
functionality may be implemented as one or more corre-
sponding modules as hardware and/or software. For ex-
ample, the above-mentioned functionality may be imple-
mented as one or more software components for execu-
tion by a processor of the system. Alternatively, the
above-mentioned functionality may be implemented as
hardware, such as on one or more field-programmable-
gate-arrays (FPGAs), and/or one or more application-
specific-integrated-circuits (ASICs), and/or one or more
digital-signal-processors (DSPs), and/or other hardware
arrangements. Method steps implemented in flowcharts

contained herein, or as described above, may each be
implemented by corresponding respective modules; mul-
tiple method steps implemented in flowcharts contained
herein, or as described above, may together be imple-
mented by a single module.
[0053] It will be appreciated that, insofar as embodi-
ments of the invention are implemented by a computer
program, then a storage medium and a transmission me-
dium carrying the computer program form aspects of the
invention. The computer program may have one or more
program instructions, or program code, which, when ex-
ecuted by a computer carries out an embodiment of the
invention. The term "program," as used herein, may be
a sequence of instructions designed for execution on a
computer system, and may include a subroutine, a func-
tion, a procedure, a module, an object method, an object
implementation, an executable application, an applet, a
servlet, source code, object code, a shared library, a dy-
namic linked library, and/or other sequences of instruc-
tions designed for execution on a computer system. The
storage medium may be a magnetic disc (such as a hard
drive or a floppy disc), an optical disc (such as a CD-
ROM, a DVD-ROM or a BluRay disc), or a memory (such
as a ROM, a RAM, EEPROM, EPROM, Flash memory
or a portable/removable memory device), etc. The trans-
mission medium may be a communications signal, a data
broadcast, a communications link between two or more
computers, etc.

Claims

1. A challenge-response method for a client device
(30), the method comprising steps of:

receiving challenge data (20), wherein the chal-
lenge data is audio content encrypted using an
encryption key, the audio content including a
nonce;
using a secured module (34) of the client device
to access the audio content by decrypting the
challenge data using a decryption key of the se-
cured module, the decryption key corresponding
to the encryption key;
using the secured module to output an audible
version of the audio content via a speaker (38)
of the client device;
receiving the audible version of the audio con-
tent using a microphone (40) of the client device;
processing the audible version of the audio con-
tent received by the microphone so as to obtain
the nonce; and
providing the nonce as a response (50).

2. The challenge-response method of claim 1 wherein
the nonce is encoded with an error correcting code,
and the processing step further comprises decoding
the error correction encoded nonce.
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3. The challenge-response method of claim 1 or claim
2 wherein the nonce is included in the audio content
as a digital watermark.

4. The challenge-response method of claim 1 or claim
2 wherein the nonce is included in the audio content
using a modulation encoding technique.

5. The challenge-response method of any preceding
claim wherein the decryption key is unique to the
secured module.

6. A client device (30) for implementing a challenge-
response method, the client device comprising:

an input module (32) for receiving challenge da-
ta (20), wherein the challenge data is audio con-
tent encrypted using an encryption key, the au-
dio content including a nonce;
a secured module (34) arranged to access the
audio content by decrypting the challenge data
using a decryption key of the secured module,
the decryption key corresponding to the encryp-
tion key;
a speaker (38) arranged to provide an audible
version of the audio content output by the se-
cured module; and
a microphone (40) arranged to receive the au-
dible version of the audio content;
a processor (44) arranged to process the audible
version of the audio content received by the mi-
crophone so as to obtain the nonce; and
an output module (48) arranged to provide the
nonce as a response (50).

7. The client device of claim 6 wherein the nonce is
encoded with an error correcting code, and wherein
the processor comprises an error correction module
(46) arranged to decode the error correction encod-
ed nonce.

8. The client device of claim 6 or claim 7 wherein the
input module forms part of the secured module such
that the secured module is itself operable to receive
the challenge data.

9. A computer program which, when executed by a
processor, causes the processor to carry out a meth-
od according to any one of claims 1 to 5.

10. A computer readable medium storing a computer
program according to claim 9.

Patentansprüche

1. Anfrage-Antwort-Verfahren für eine Client-Vorrich-
tung (30), wobei das Verfahren die folgenden Schrit-

te umfasst:

Empfangen von Anfragedaten (20), wobei die
Anfragedaten Audioinhalt ist, der mit einem Ver-
schlüsselungsschlüssel verschlüsselt sind, wo-
bei der Audioinhalt einen Einmalschlüssel um-
fasst;
Verwenden eines gesicherten Moduls (34) der
Client-Vorrichtung zum Zugreifen auf den Audi-
oinhalt durch Entschlüsseln der Anfragedaten
unter Verwendung eines Entschlüsselungs-
schlüssels des gesicherten Moduls, wobei der
Entschlüsselungsschlüssel dem Verschlüsse-
lungsschlüssel entspricht;
Verwenden des gesicherten Moduls zum Aus-
geben einer hörbaren Version des Audioinhalts
über einen Lautsprecher (38) der Client-Vorrich-
tung;
Empfangen der hörbaren Version des Audioin-
halts über ein Mikrofon (40) der Client-Vorrich-
tung;
Verarbeiten der vom Mikrofon empfangenen
hörbaren Version des Audioinhalts, um den Ein-
malschlüssel zu erhalten; und
Bereitstellen des Einmalschlüssels als Antwort
(50).

2. Anfrage-Antwort-Verfahren nach Anspruch 1, bei
dem der Einmalschlüssel mit einem Fehlerkorrektur-
code kodiert ist und der Verarbeitungsschritt ferner
das Dekodieren des mit dem Fehlerkorrekturcode
kodierten Einmalschlüssels umfasst.

3. Anfrage-Antwort-Verfahren nach Anspruch 1 oder
Anspruch 2, bei dem der Einmalschlüssel als digita-
les Wasserzeichen in dem Audioinhalt aufgenom-
men wird.

4. Anfrage-Antwort-Verfahren nach Anspruch 1 oder
Anspruch 2, bei dem der Einmalschlüssel unter Ver-
wendung einer Modulationskodierungstechnik in
den Audioinhalt aufgenommen wird.

5. Anfrage-Antwort-Verfahren eines jeden vorherge-
henden Anspruchs, bei dem der Entschlüsselungs-
schlüssel für das gesicherte Modul spezifisch ist.

6. Client-Vorrichtung (30) zum Implementieren eines
Anfrage-Antwort-Verfahrens, wobei die Client-Vor-
richtung umfasst:

ein Eingabemodul (32) zum Empfangen von An-
fragedaten (20), wobei die Anfragedaten Audi-
oinhalt sind, der mit einem Verschlüsselungs-
schlüssel verschlüsselt ist, wobei der Audioin-
halt einen Einmalschlüssel umfasst;
ein gesichertes Modul (34), das eingerichtet ist,
um auf den Audioinhalt zuzugreifen, indem es
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die Anfragedaten unter Verwendung eines Ent-
schlüsselungsschlüssels des gesicherten Mo-
duls entschlüsselt, wobei der Entschlüsselungs-
schlüssel dem Verschlüsselungsschlüssel ent-
spricht;
einen Lautsprecher (38), der eingerichtet ist, um
eine hörbare Version des von dem gesicherten
Modul ausgegebenen Audioinhalts zu liefern;
und
ein Mikrofon (40), das eingerichtet ist, um die
hörbare Version des Audioinhalts zu empfan-
gen;
einen Prozessor (44), der eingerichtet ist, um
die vom Mikrofon empfangene hörbare Version
des Audioinhalts zu verarbeiten, um den Ein-
malschlüssel zu erhalten; und
ein Ausgangsmodul (48), das eingerichtet ist,
um den Einmalschlüssel als Antwort (50) zu lie-
fern.

7. Client-Vorrichtung nach Anspruch 6, bei dem der
Einmalschlüssel mit einem Fehlerkorrekturcode ko-
diert ist, und bei der der Prozessor ein Fehlerkorrek-
turmodul (46) umfasst, das eingerichtet ist, den mit
dem Fehlerkorrekturcode kodierten Einmalschlüs-
sel zu dekodieren.

8. Client-Vorrichtung nach Anspruch 6 oder Anspruch
7, bei der das Eingabemodul Teil des gesicherten
Moduls ist, so dass das gesicherte Modul selbst zum
Empfangen der Anfragedaten betreibbar ist.

9. Computerprogramm, das, wenn es von einem Pro-
zessor ausgeführt wird, bewirkt, dass der Prozessor
ein Verfahren nach einem der Ansprüche 1 bis 5
durchführt.

10. Computerlesbares Medium, das ein Computerpro-
gramm nach Anspruch 9 speichert.

Revendications

1. Procédé de défi-réponse pour un dispositif client
(30), le procédé comprenant les étapes consistant
à :

recevoir des données de défi (20), où les don-
nées de défi est un contenu audio crypté en uti-
lisant une clé de cryptage, le contenu audio com-
portant un nonce ;
utiliser un module sécurisé (34) du dispositif
client pour accéder au contenu audio en décryp-
tant les données de défi en utilisant une clé de
décryptage du module sécurisé, la clé de dé-
cryptage correspondant à la clé de cryptage ;
utiliser le module sécurisé pour délivrer en sortie
une version audible du contenu audio par l’in-

termédiaire d’un haut-parleur (38) du dispositif
client ;
recevoir la version audible du contenu audio en
utilisant un microphone (40) du dispositif client :

traiter la version audible du contenu audio
reçue par le microphone afin d’obtenir le
nonce ; et
fournir le nonce en tant que réponse (50).

2. Procédé de défi-réponse de la revendication 1, dans
lequel le nonce est codé avec un code de correction
d’erreur, et l’étape de traitement comprend en outre
le décodage du nonce codé par correction d’erreur.

3. Procédé de défi-réponse de la revendication 1 ou 2,
dans lequel le nonce est inclus dans le contenu audio
en tant que filigrane numérique.

4. Procédé de défi-réponse de la revendication 1 ou 2,
dans lequel le nonce est inclus dans le contenu audio
en utilisant une technique de codage par modulation.

5. Procédé de défi-réponse de l’une des revendications
précédentes, dans lequel la clé de cryptage est uni-
que pour le module sécurisé.

6. Dispositif client (30) pour la mise en oeuvre d’un pro-
cédé de défi-réponse, le dispositif client
comprenant :

un module d’entrée (32) destiné à recevoir des
données de défi (20), où les données de défi
sont un contenu audio crypté en utilisant une clé
de cryptage, le contenu audio comportant un
nonce ;
un module sécurisé (34) agencé pour accéder
au contenu audio en décryptant les données de
défi en utilisant une clé de décryptage du module
sécurisé, la clé de décryptage correspondant à
la clé de cryptage ;
un haut-parleur (38) agencé pour fournir une
version audible du contenu audio délivrée en
sortie par le module sécurisé ; et
un microphone (40) agencé pour recevoir la ver-
sion audible du contenu audio ;
un processeur (44) agencé pour traiter la version
audible du contenu audio reçue par le micropho-
ne de manière à obtenir le nonce ; et
un module de sortie (48) agencé pour fournir le
nonce en tant que réponse (50).

7. Dispositif client de la revendication 6, dans lequel le
nonce est codé avec un code de correction d’erreur,
et dans lequel le processeur comprend un module
de correction d’erreur (46) agencé pour décoder le
nonce codé par correction d’erreur.

15 16 



EP 2 979 392 B1

10

5

10

15

20

25

30

35

40

45

50

55

8. Dispositif client de la revendication 6 ou 7, dans le-
quel le module d’entrée fait partie du module sécu-
risé de sorte que le module sécurisé puisse lui-même
fonctionner pour recevoir les données de défi.

9. Programme informatique qui, lorsqu’il est exécuté
par un processeur, amène le processeur à mettre
en oeuvre un procédé selon l’une quelconque des
revendications 1 à 5.

10. Support lisible par ordinateur stockant un program-
me informatique selon la revendication 9.
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