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(54) Device for locating and catching fish

(57) Device for locating and catching fish comprising
a floating body (1) from which tackle (2) containing bait
(21) is hung. The floating body (1) is substantially polyg-
onal in shape with reduced thickness in comparison to
the main dimensions thereof, being made in a core (3)

of highly floatable material, covered in a highly resistant
external surface layer (4). Furthermore, said floating
body (1) has a plurality of first openings (5) near the edges
(6) of the same and a group of second openings (7) lo-
cated in the central area (8) of the same.
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Description

Field of the invention

[0001] The present invention falls within the field of
fishing and more specifically, refers to a device for locat-
ing and catching fish, especially fish from the tuna family.

Background of the invention

[0002] Currently, in order to locate and capture fish,
especially fish from the tuna family, a series of cages are
employed, which are almost artisan and made from a
plurality of bamboo canes. Net tackle is usually connect-
ed to said cages, in which bait such as small fish are
placed or muscles are allowed to proliferate in these nets,
both fish and muscles usually being used as bait to attract
the tuna.
[0003] The cages described above present various
major problems. Firstly, given that tuna are large fish,
when they are trapped by the net tackle in search of bait,
they move violently, which sometimes partially or fully
destroys the cages where large units are concerned, thus
meaning they are rendered inutile for subsequent use.
On other occasions, owing to the swinging movement of
the fish trapped in the net tackle, they gradually tear said
tackle given the continuous friction acting thereon in cer-
tain angular areas of the cages mentioned and as a result,
the fish free themselves after a certain period of time.
[0004] Furthermore, since bamboo canes are used,
constituting organic material, with the humidity of the salt
water and constant temperature change between day
and night, as well as another series of factors such as
large storms, for example, the cages deteriorate relative-
ly quickly, this affecting not only the cane itself but also
the ropes that join the same in order to form the cage,
maintenance and replacement costs thus being quite
high.
[0005] Given all of the above, interest in designing a
device for locating and catching fish has been detected,
which, with a simple construction, may resolve the prob-
lems set out above and at the same time, be easily stored
outside the water.
[0006] This aim is achieved by means of the invention
as defined in claim 1. In the dependent claims, preferred
embodiments of the invention are defined.

Description of the invention.

[0007] The invention refers to a device for locating and
catching fish, comprising a floating body from which tack-
le containing bait is hung. The device object of the present
invention is unique in that the floating body is substantially
polygonal in shape, with reduced thickness in compari-
son to its main dimensions, being made from a core of
highly floatable material and covered with a highly resist-
ant external layer. Furthermore, said floating body has a
plurality of first openings close to the edge of the same

and a group of second openings located in the central
area thereof.
[0008] Thanks to the configuration of the floating body,
which has an ample floating surface and is reduced in
thickness and also thanks to the material from which it
is made, firstly with high floatability factor in its core and
given the highly resistant surface of the outer layer, a
device capable of supporting large loads, in terms of the
weight of the fish to be captured, is obtained and where
the device is highly impact resistant thanks to the highly
resistant external layer. In addition, the strategic arrange-
ment of the first and second openings means that the
resistance to traction of the entire device is increased,
given that said openings serve to make the floating body
rigid. The first openings are intended to serve as connec-
tion means to connect the device to a vessel, for example
or as connection points between a plurality of devices if
various devices are required in the same area of the sea,
with the aim of installing a "field" of devices, in order to
improve the probability of catching fish. The second
openings will serve to operate as hooking points for the
net tackle that will contain the bait that attracts the prey
to be captured, said second openings being arranged in
the centre of the floating body, given that, in this way, the
force needed to sink the same is greater if throwing from
this area than if throwing from another peripheral area of
the floating body.
[0009] In another aspect of the invention, the floating
body may be a parallelepiped and more specifically may
be rectangular in a plan view with rounded vertices, this
shape being advantageous for the aim of the present
invention but not being limiting in any way, it being pos-
sible for the floating body to adopt other equivalent po-
lygonal shapes.
[0010] In a further aspect of the invention, the core of
the floating body may advantageously be made from
polyurethane closed cell foam, since this material pos-
sesses high floatability and high structural resistance
characteristics and is, above all, very light, which is very
important when it comes to handling the device, be it for
the transportation or storage thereof. Other materials with
equivalent physical characteristics may also be em-
ployed.
[0011] In a further aspect of the invention, the first
openings are located around the vertices of the floating
body, this position being advantageous when it comes
to analysing load distribution when the device is hooked
to a vessel or to other similar devices. The device may
therefore be hooked to four objects, which may be a ves-
sel or various similar devices. It must be noted that the
number and arrangement of the first openings may vary,
provided that the device’s load conditions are main-
tained. The first openings may be a conical trunk shape
and in the portion with the smallest diameter thereof, have
a circular tab that surrounds the outside of the opening,
protruding from a first face of the floating body, the portion
with the largest diameter thereof that intersects with the
corresponding second face of the floating body further-
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more being rounded. The main aim of the conical trunk
shape of the first openings, especially the tab mentioned,
is to serve as collaborative elements when it comes to
stacking the devices one on top of the other, meaning
that the tabs that protrude from the lower face of the de-
vice fit into the portion with the largest diameter of the
device directly below, fitting into the same and thus mean-
ing that there are no relative movements between two
contiguous devices stacked up. Moreover, these first
openings will serve as handles for gripping the device
and will therefore be of great help when it comes to han-
dling the same during the loading and storage thereof.
[0012] The roundness of the corners or intersections
in the portion of the openings with the largest diameter
means that when there is a relative movement of the
floating body relative to the end tied to the corresponding
first opening, the end is not torn at any point, owing to
said roundness and therefore, the ends last much longer.
[0013] In a final aspect of the invention, the group of
second openings may comprise four openings, each sec-
ond opening being rounded at the intersection with each
one of the first and second opposite faces of the floating
body in which they are made. As is the case with the first
openings, this roundness seeks to prevent premature
tearing of the ends that join the floating body to the tackle
containing bait. As mentioned above, the number of
openings is not limited, nor is the diameter or separation
thereof. Rather, the distribution described herein has
been found to be advantageous but other equivalent con-
figurations may exist.

Brief description of the drawings

[0014] Below is a brief description of a series of draw-
ings, which facilitate a better understanding of the inven-
tion and relate expressly to one embodiment of said in-
vention, presented as a non-limiting example thereof.

Figure 1 is a perspective from above of a device for
locating and catching fish, comprised within the ex-
isting state of the art.
Figure 2 is a perspective view of the device for lo-
cating and catching fish, object of the present inven-
tion.
Figure 3 is an upper plan view of the device for lo-
cating and catching fish, object of the present inven-
tion.
Figure 4 is a cross section of the device for locating
and catching fish, object of the present invention,
according to the cut plane shown in Figure 3.
Figure 5 is a perspective view of the device for lo-
cating and catching fish, object of the present inven-
tion, as it would be installed in the sea.
Figure 6 is a partially sectioned perspective view of
a pile of various devices for locating and catching
fish, object of the present invention.

[0015] In the figures mentioned above, a series of ref-

erences corresponding to the elements indicated below
are identified, this list not being limiting in any way:

1. floating body
2. tackle containing bait
3. core of the floating body
4. external layer of the floating body
5. first openings of the floating body
6. edges of the floating body
7. second openings of the floating body
8. central area of the floating body
9. vertices of the floating body
10. portion of the first openings with the smallest di-
ameter
11. circular tab of the portion of the first openings
with the smallest diameter
12. first face of the floating body
13. area where the largest portion of the first open-
ings intersect
14. portion of the first openings with the largest di-
ameter
15. second face of the floating body
16. intersections between each second opening and
the first and second opposite faces of the floating
body
17. bamboo canes of the device pertaining to the
state of the art
18. floats of the device pertaining to the state of the
art
19. tackle of the device pertaining to the state of the
art
20. fish
21. bait
22. ends joining the tackle to the floating body

Detailed description of the invention

[0016] In Figure 1, it is possible to observe a device
for locating and catching fish currently used. Said device
consists of a plurality of bamboo canes 17 crossed over
one another, joined by means of ropes, forming a type
of grille, in which a number of small floats 18 are fitted.
Tackle 19 in the form of a net is hung from the central
portion of the device, inside of which the bait intended to
attract the attention of the fish in order to subsequently
catch them is placed. As mentioned above, the main lim-
itations of this device is that it is not very durable or re-
sistant, given that said bamboo canes 17 deteriorate
quickly with the humidity, salt and solar radiation, as do
the ropes that join them.
[0017] In Figures 2, 3 and 4, it is possible to clearly
observe the configuration of the device, object of the in-
vention and more specifically, in Figure 2, which provides
a perspective view of the device for locating and catching
fish, said device comprising a floating body 1, from which
tackle containing bait 2 is hung. The floating body 1, in
this particular embodiment of the invention, is polygonal
and parallelepiped in shape, specifically rectangular and
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the vertices 9 thereof are rounded and the thickness
thereof reduced in comparison to the main dimensions
of the same. The floating body 1 has a plurality of first
openings 5, which are located near the edges 6 of said
body and more specifically, around the vertices 9 of the
same. Said first openings 5 are conical trunk shaped and
in the portion with the smallest diameter 10 thereof, have
a circular tab 11 that surrounds the outside of the opening
and protrudes from a first face 12 of the floating body 1,
through the portion where the portion with the largest
diameter 14 that intersects 13 with the second face 15
of the floating body 1 is rounded. The configuration of
the first openings 5 may be observed clearly in Figure 4.
[0018] Furthermore, the floating body 1 has a group of
second openings 7, which are located in the central area
8 of said body. More specifically, four second openings
7 are made in the present embodiment of the invention,
the intersections 16 between each second opening 7 and
each one of the first and second faces 12 and 15 of the
floating body 1 being rounded. This may be observed
clearly in Figure 4.
[0019] The floating body 1 is made in a core 3 of highly-
floatable material, for example closed cell polyurethane,
which is covered in a highly-resistant external surface
layer 4, which may be formed from any highly durable
polymer, capable of enduring harsh weather and the im-
pact the devices may suffer during both the loading and
installation thereof in the sea and when they are floating
in the water.
[0020] Figure 5 is a perspective view of the device for
locating and catching fish, once it has been installed in
the sea, it being possible to observe the floating body 1
and the tackle 2 containing bait 21 in said figure, in this
case the bait being muscles. It also represents various
fish 20 in order to facilitate better comparison of the in-
vention. The tackle 2 is joined to the floating body 1 by
means of ends 22. The present invention has been
thought up in order to capture mainly tuna but is also
applicable to any other kind of fish.
[0021] Finally, Figure 6 is a perspective, partially sec-
tioned view of a plurality of devices stacked up, in which
it is possible to observe how the first openings 5, thanks
to their tab 11 and conical trunk shape, serve as inter-
locking elements between the contiguous devices placed
one on top of the other, thus facilitating the handling and
storage thereof.
[0022] All the corners of the floating body have been
rounded in order to prevent the same from damaging
other contiguous devices during the stacking and trans-
portation of various devices and also to prevent people
who handle the devices from getting injured.
[0023] The colour and texture of the device have been
selected specifically in order to prevent visual impact as
far as possible. The size of the device has been adjusted
to optimize the logistical transportation thereof, given that
it is a product ship-owners must send to different coun-
tries in which the fleet can be found.

Claims

1. Device for locating and catching fish, comprising a
floating body (1) from which tackle (2) containing bait
(21) is hung, characterised in that the floating body
(1) is substantially polygonal in shape, with reduced
thickness in comparison to the main dimensions
thereof, being made in a core (3) of highly floatable
material covered in an external highly resistant ex-
ternal surface layer (4), where said floating body (1)
has a plurality of first openings (5) near the edges
(6) of the same and a group of second openings (7)
located in the central area (8) of the same.

2. Device for locating and catching fish according to
claim 1, characterised in that the floating body (1)
is a parallelepiped.

3. Device for locating and catching fish according to
the previous claims, characterised in that the float-
ing body (1) is rectangular in shape with rounded
vertices (9).

4. Device for locating and catching fish according to
the previous claims, characterised in that the core
(3) of the floating body (1) is made from closed cell
polyurethane foam.

5. Device for locating and catching fish according to
the previous claims, characterised in that the first
openings (5) are arranged around the vertices (9) of
the floating body (1).

6. Device for locating and catching fish according to
the previous claims, characterised in that the first
openings (5) are conical trunk shaped and in the por-
tion with the smallest diameter (10) thereof, have a
circular tab (11) that surrounds the outside of the
opening and protrudes from a first face (12) of the
floating body (1) and in that the intersection (13)
between the portion with the largest diameter (14)
thereof and the corresponding second face (15) of
the floating body (1) is rounded.

7. Device for locating and catching fish according to
the previous claims, characterised in that the group
of second openings (7) comprises four openings, the
intersections (16) between each second opening (7)
and each one of the first and second opposite faces
(12, 15) of the floating body (1) in which they are
made being rounded.
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