
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

86
2 

79
7

B
1

TEPZZ 86 797B_T
(11) EP 2 862 797 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
14.08.2019 Bulletin 2019/33

(21) Application number: 14187334.9

(22) Date of filing: 01.10.2014

(51) Int Cl.:
B64C 3/56 (2006.01) B64D 45/00 (2006.01)

(54) Wingtip Control System

Steuersystem für das Anklappen von Flügelenden

Système de commande pour bouts d’aile rabattables

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR

(30) Priority: 17.10.2013 US 201314056475

(43) Date of publication of application: 
22.04.2015 Bulletin 2015/17

(73) Proprietor: The Boeing Company
Chicago, IL 60606-1596 (US)

(72) Inventors:  
• Thoreen, Adam M

Chicago, IL Illinois 60606-2016 (US)
• Baer, Joshua J

Chicago, IL Illinois 60606-2016 (US)

• Sikora, Joseph A
Chicago, IL Illinois 60606-2016 (US)

• Lassen, Matthew A
Chicago, IL Illinois 60606-2016 (US)

• Foster, Michael E
Chicago, IL Illinois 60606-2016 (US)

• Gallagher, Timothy P
Chicago, IL Illinois 60606-2016 (US)

(74) Representative: Boult Wade Tennant LLP
5th Floor, Salisbury Square House 
8, Salisbury Square
London EC4Y 8AP (GB)

(56) References cited:  
US-A- 5 381 986  



EP 2 862 797 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

BACKGROUND

[0001] In designing and operating aircraft, it is desira-
ble to provide aircraft configurations that yield reduced
fuel burn by making components within the aircraft more
aerodynamic. In particular, aircraft configurations with in-
creased fuel efficiency are ever more important as fuel
costs continue to increase. Designing more fuel efficient
aircraft configurations may be achieved by using airfoil
structures to reduce drag during various phases of flight.
[0002] In this illustrative example, an "airfoil structure"
is a structure configured to produce an aerodynamic
force on an aircraft when the aircraft moves. Examples
of airfoil structures for aircraft include wingtips, wings,
stabilizers, airbrakes, control surfaces, rudders, flaps,
spoilers, ailerons, slats, and other suitable structures.
[0003] These airfoil structures may be attached to the
aircraft and, in some cases, activated by a control system
to move as desired. In other cases, these airfoil structures
may be stationary structures that do not move relative to
other components in the aircraft.
[0004] The control and operation of moveable airfoil
structures in aircraft provide various design and opera-
tion challenges for pilots and aircraft manufacturers. For
example, aircraft aerodynamic drag and fuel burn are
generally reduced as the wingspan of the aircraft increas-
es. Often, however, taxiway spacing, the distance be-
tween buildings, and gate locations for airports may not
provide adequate spacing for aircraft with longer wing-
spans.
[0005] Some attempts have been made to improve air-
craft wing efficiency without adding a fixed and perma-
nent amount of wingspan. For example, moveable airfoil
structures have been used. In particular, moveable
wingtips can be used to extend wingspan during takeoff
and flight to improve aircraft fuel efficiency. These move-
able wingtips can then be configured for reduced wing-
span for operation on the ground to improve ground ob-
stacle clearance.
[0006] These moveable wingtips may be referred to as
folding wingtips configured to fold and extend in response
to a command from a control system. In this illustrative
example, the terms fold and extend are used for the
movements to reduce and increase wingspan, respec-
tively.
[0007] The movement to configure the wingtips for re-
duced wingspan may involve a system that folds the
wingtips to a vertical position, a system that folds the
wingtips horizontally in a forward or rearward direction,
or a system that retracts the wingtips into the fixed portion
of the wings.
[0008] Control systems for moveable airfoil structures
may be operated by flight crew to move the airfoil struc-
tures from a deployed position to an undeployed position
during various phases of flight and/or during ground op-
eration. In some cases, however, the control systems for

moving airfoil structures may be more cumbersome than
desired and may involve more flight crew intervention
than desired. For instance, when operating a wingtip, the
flight crew may have to physically move a control on the
flight deck from one position to another position at a spec-
ified point in time. In some cases, however, the opera-
tional requirements for the flight crew to make a control
input to move the wingtips may occur at a phase of flight
where workload and distractions may prevent the flight
crew from reliably and effectively operating the system
as desired.
[0009] Further, the control for the wingtip may not be
as intuitive to operate as desired. Therefore, it would be
desirable to have a method and apparatus that take into
account at least some of the issues discussed above, as
well as other possible issues.
[0010] US5381986A discloses a folding wing-tip sys-
tem comprising a hinge pivotably connecting a wing-tip
portion to an inboard wing portion.

SUMMARY

[0011] According to the present invention, there is pro-
vided a wingtip control system as set out in claim 1 and
a method for controlling a wingtip of an aircraft as set out
in claim 11.
[0012] In one illustrative embodiment, a wingtip control
system comprises a switch system for a flight deck of an
aircraft and a controller. The switch system is configured
to be placed into an armed state and generate an armed
signal. The controller is in communication with the switch
system. The controller is configured to receive the armed
signal from the switch system, visually indicate a desired
position for a wingtip of the aircraft in the switch system
in response to an event occurring during operation of the
aircraft, and generate a movement command to move
the wingtip.
[0013] In another illustrative embodiment, an appara-
tus comprises a flight deck interface for an aircraft and a
controller in communication with the flight deck interface.
The flight deck interface is configured to be placed into
an armed state. The controller is configured to receive a
signal indicating that a change in a position of an airfoil
structure is desired. The controller is further configured
to visually indicate the change in the position of the airfoil
structure in the flight deck interface; generate a move-
ment command in response to an event occurring during
operation of the aircraft. The controller is still further con-
figured to send the movement command to an airfoil
structure between a deployed position and an unde-
ployed position.
[0014] In yet another illustrative embodiment, a meth-
od for controlling a wingtip of an aircraft is presented. A
signal is received from a flight deck interface indicating
that a change in a position of the wingtip is desired. A
desired position for the wingtip of the aircraft is visually
indicated in the flight deck interface in the switch system
in response to an event occurring during the operation
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of the aircraft. A movement command is generated to
move the wingtip to the desired position.

BRIEF DESCRIPTION OF THE DRAWINGS

[0015] The novel features believed characteristic of the
illustrative embodiments are set forth in the appended
claims. The illustrative embodiments, however, as well
as a preferred mode of use, further objectives and fea-
tures thereof, will best be understood by reference to the
following detailed description of an illustrative embodi-
ment of the present disclosure when read in conjunction
with the accompanying drawings, wherein:

Figure 1 is an illustration of an aircraft in accordance
with an illustrative embodiment;
Figure 2 is an illustration of a block diagram of an
airfoil structure control environment in accordance
with an illustrative embodiment;
Figure 3 is an illustration of a block diagram of a
flight deck interface in accordance with an illustrative
embodiment;
Figure 4 is an illustration of a flight deck of an aircraft
in accordance with an illustrative embodiment;
Figure 5 is an illustration of an overhead panel with
a flight deck interface in accordance with an illustra-
tive embodiment;
Figure 6 is an illustration of a flight deck interface
with a corresponding display and a checklist in ac-
cordance with an illustrative embodiment;
Figure 7 is another illustration of a flight deck inter-
face with a corresponding display and a checklist in
accordance with an illustrative embodiment;
Figure 8 is another illustration of a flight deck inter-
face with a corresponding display and a checklist in
accordance with an illustrative embodiment;
Figure 9 is yet another illustration of a flight deck
interface with a corresponding display and a check-
list in accordance with an illustrative embodiment;
Figure 10 is yet another illustration of a flight deck
interface with a corresponding display and a check-
list in accordance with an illustrative embodiment;
Figure 11 is still another illustration of a flight deck
interface with a corresponding display and a check-
list in accordance with an illustrative embodiment;
Figure 12 is still another illustration of a flight deck
interface with a corresponding display and a check-
list in accordance with an illustrative embodiment;
Figure 13 is yet another illustration of a flight deck
interface with a corresponding display and a check-
list in accordance with an illustrative embodiment;
Figure 14 is yet another illustration of a flight deck
interface with a corresponding display and a check-
list in accordance with an illustrative embodiment;
Figure 15 is yet another illustration of a flight deck
interface with a corresponding display and a check-
list in accordance with an illustrative embodiment;
Figure 16 is an illustration of a flight deck interface

in accordance with an illustrative embodiment;
Figure 17 is another illustration of a flight deck in-
terface in accordance with an illustrative embodi-
ment;
Figure 18 is yet another illustration of a flight deck
interface in accordance with an illustrative embodi-
ment;
Figure 19 is an illustration of a flowchart of a process
for controlling a wingtip in accordance with an illus-
trative embodiment;
Figure 20 is an illustration of a block diagram of a
data processing system in accordance with an illus-
trative embodiment;
Figure 21 is an illustration of a block diagram of an
aircraft manufacturing and service method in accord-
ance with an illustrative embodiment; and
Figure 22 is an illustration of a block diagram of an
aircraft in which an illustrative embodiment may be
implemented.

DETAILED DESCRIPTION

[0016] The illustrative embodiments recognize and
take into account one or more different considerations.
For example, the illustrative embodiments recognize and
take into account that it may be desirable to have a control
system for a wingtip that can be activated prior to takeoff
or landing and automatically move the wingtip to a de-
sired position at a later time. The illustrative embodiments
recognize and take into account that it may be desirable
to move the wingtip to the desired position automatically,
without additional actions performed by the pilot that may
take more attention from the pilot during takeoff and land-
ing than desired.
[0017] The illustrative embodiments further recognize
and take into account that it may be desirable to have a
control system for the aircraft which works both manually
and automatically. In other words, the illustrative embod-
iments recognize and take into account that a manual
override feature may be needed to allow safe and efficient
operation of wingtips for the aircraft.
[0018] The illustrative embodiments further recognize
and take into account that it may be desirable for the
control system to visually represent a desired position
for the wingtip prior to movement of the wingtip. Addition-
ally, it may be desirable for the control system to provide
a visual indication of the desired position of the wingtip
without reducing the field of view of the pilot during flight.
For example, the illustrative embodiments recognize and
take into account that control systems for wingtips that
are located on a glareshield or other surface of the flight
deck may reduce the view of the pilot more than desired
when moved into an activated position. The illustrative
embodiments also recognize and take into account that
it may be desirable to have a control system that has a
number of controls that are more intuitive for use by the
flight crew than may be the case with currently available
control systems.
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[0019] Thus, the illustrative embodiments provide a
method and apparatus for controlling a wingtip. A wingtip
control system comprises a switch system for a flight deck
of an aircraft and a controller. The switch system is con-
figured to be placed into an armed state and generate
an armed signal. The controller is in communication with
the switch system. The controller is configured to receive
the armed signal from the switch system, visually indicate
a desired position for a wingtip of the aircraft in the switch
system in response to an event during operation of the
aircraft, and generate a movement command to move
the wingtip.
[0020] Referring now to the figures and, in particular,
with reference to Figure 1, an illustration of an aircraft is
depicted in accordance with an illustrative embodiment.
In this illustrative example, aircraft 100 has number of
airfoil structures 101.
[0021] As used herein, a "number of" items may be
one or more items. For example, a number of airfoil struc-
tures means one or more airfoil structures.
[0022] In this illustrative example, number of airfoil
structures 101 may include various types of airfoil struc-
tures. For example, without limitation, airfoil structures in
number of airfoil structures 101 may be selected from at
least one of a wingtip, a wing, a horizontal stabilizer, a
vertical stabilizer, an airbrake, a control surface, a rudder,
a flap, a spoiler, an aileron, and a slat.
[0023] As used herein, the phrase "at least one of,"
when used with a list of items, means different combina-
tions of one or more of the listed items may be used and
only one of the items in the list may be needed. The item
may be a particular object, thing, or category. In other
words, "at least one of" means any combination of items
or number of items may be used from the list, but not all
of the items in the list may be required.
[0024] For example, "at least one of item A, item B,
and item C" may mean item A; item A and item B; item
B; item A, item B, and item C; or item B and item C. In
some cases, "at least one of item A, item B, and item C"
may mean, for example, without limitation, two of item A,
one of item B, and ten of item C; four of item B and seven
of item C; or some other suitable combination.
[0025] As illustrated, number of airfoil structures 101
includes wing 102, wing 104, horizontal stabilizer 114,
horizontal stabilizer 116, vertical stabilizer 118, and other
airfoil surfaces. One or more of number of airfoil struc-
tures 101 may be configured to move between a de-
ployed position and an undeployed position in this illus-
trative example.
[0026] In this illustrative example, wing 102 and wing
104 are attached to body 106. Engine 108 is attached to
wing 102 and engine 110 is attached to wing 104. Body
106 has tail section 112. Horizontal stabilizer 114, hori-
zontal stabilizer 116, and vertical stabilizer 118 are at-
tached to body 106.
[0027] In this depicted example, wing 102 includes
fixed portion 124 and moveable portion 120. Fixed por-
tion 124 may be an inboard portion of wing 102 that may

be attached to body 106, while moveable portion 120
may be operable to move relative to fixed portion 124.
[0028] In a similar fashion, wing 104 includes fixed por-
tion 126 and moveable portion 122 in this illustrative ex-
ample. Fixed portion 126 is an inboard portion of wing
104 that may be attached to body 106, while moveable
portion 122 may be operable to move relative to fixed
portion 126.
[0029] In this depicted example, moveable portion 120
and moveable portion 122 may be referred to as move-
able or foldable wingtips of wing 102 and wing 104, re-
spectively. A "foldable wingtip," as used herein, is a
wingtip configured to move relative to a fixed portion of
the wing. These foldable wingtips may have different siz-
es, angles, movement patterns, and other parameters,
depending on the particular implementation.
[0030] As illustrated, moveable portion 120 of wing 102
and moveable portion 122 of wing 104 are shown in a
folded position. Moveable portion 120 of wing 102 may
move in the direction of arrow 128 between unfolded po-
sition 129 and folded position 131 during different phases
of operation of aircraft 100.
[0031] Moveable portion 122 of wing 104 may move in
the direction of arrow 130 between a folded position 133
and unfolded position 135 in this illustrative example. In
other illustrative examples, moveable portion 120 and
moveable portion 122 may move in a different manner,
depending on the functionality involved.
[0032] In this depicted example, vertical stabilizer 118
has fixed portion 132 and moveable portion 134. Fixed
portion 132 is attached to body 106, while moveable por-
tion 134 may move relative to fixed portion 132 in the
direction of arrow 136. In this illustrative example, move-
able portion 134 of vertical stabilizer 118 is operable to
move between folded position 137 and unfolded position
139.
[0033] Aircraft 100 is an example of an aircraft in which
a wingtip control system may be implemented in accord-
ance with an illustrative embodiment. In this illustrative
example, a wingtip control system may be a system con-
figured to move a wingtip from a deployed position to an
undeployed position and vice versa. As an example, the
wingtip control system may move moveable portion 120
of wing 102 from a folded position to an unfolded position.
The folded position is an undeployed position, and the
unfolded position is a deployed position in this illustrative
example. In this instance, the wingtip control system may
be referred to as a wing fold control system.
[0034] The illustration of aircraft 100 in Figure 1 is not
meant to imply physical or architectural limitations to the
manner in which an illustrative configuration may be im-
plemented. For example, although aircraft 100 is shown
as a commercial aircraft, aircraft 100 also may be a mil-
itary aircraft, a rotorcraft, a helicopter, an unmanned aer-
ial vehicle, or any other suitable aircraft.
[0035] With reference next to Figure 2, an illustration
of a block diagram of an airfoil structure control environ-
ment is depicted in accordance with an illustrative em-
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bodiment. In this illustrative example, airfoil structure
control environment 200 is illustrated with aircraft 202.
Aircraft 100 in Figure 1 is one example of an implemen-
tation of aircraft 202 shown in this figure.
[0036] As illustrated, aircraft 202 includes airfoil struc-
ture control system 203. Airfoil structure control system
203 is configured to control number of airfoil structures
206. Wingtip control system 204 is an example of an air-
foil control system that may be implemented in aircraft
100 to control the wingtips of aircraft 100 in Figure 1.
[0037] In this illustrative example, wingtip control sys-
tem 204 comprises flight deck interface 208 and control-
ler 212. Controller 212 is in communication with flight
deck interface 208 in these illustrative examples.
[0038] As depicted, flight deck interface 208 may be
arranged within flight deck 214 of aircraft 202. Flight deck
214 is a control center in aircraft 202 from which flight
crew 210 controls aircraft 202. Flight deck 214 may be
referred to as a cockpit or a control cabin of aircraft 202
in some illustrative examples.
[0039] In other illustrative examples, the control center
of aircraft 202 may be remote to aircraft 202. For instance,
when aircraft 202 is an unmanned aerial vehicle, flight
deck interface 208 may be located in an unmanned aerial
vehicle control station.
[0040] In this illustrative example, flight deck 214 may
include one or more instruments configured to operate
aircraft 202. For example, flight crew 210 may operate
number of airfoil structures 206 using one or more instru-
ments in flight deck interface 208. In this illustrative ex-
ample, flight crew 210 may include one or more pilots,
personnel, and other individuals aboard aircraft 202, re-
mote to aircraft 202, or a combination thereof, that are
authorized to operate flight deck interface 208.
[0041] As depicted, flight deck interface 208 is config-
ured to provide flight crew 210 access to installed sys-
tems, controls, indications, displays, and other suitable
components. Flight deck interface 208 may be located
in a number of different locations within flight deck 214.
For example, flight deck interface 208 may be located on
a glareshield, a console, a main instrument panel, an
overhead panel, or other suitable locations within aircraft
202.
[0042] As illustrated, controller 212 is configured to
move number of airfoil structures 206. In this illustrative
example, controller 212 may be implemented in software,
hardware, firmware, or a combination thereof. When soft-
ware is used, the operations performed by controller 212
may be implemented using, for example, without limita-
tion, program code configured to run on a processor unit.
When firmware is used, the operations performed by con-
troller 212 may be implemented using, for example, with-
out limitation, program code and data and stored in per-
sistent memory to run on a processor unit.
[0043] When hardware is employed, the hardware may
include one or more circuits that operate to perform the
operations in performed by controller. Depending on the
implementation, the hardware may take the form of a

circuit system, an integrated circuit, an application spe-
cific integrated circuit (ASIC), a programmable logic de-
vice, or some other suitable type of hardware device con-
figured to perform any number of operations.
[0044] A programmable logic device may be config-
ured to perform certain operations. The device may be
permanently configured to perform these operations or
may be reconfigurable. A programmable logic device
may take the form of, for example, without limitation, a
programmable logic array, a programmable array logic,
a field programmable logic array, a field programmable
gate array, or some other type of programmable hard-
ware device.
[0045] In some illustrative examples, controller 212
may be included in computer system 215. Computer sys-
tem 215 may be comprised of one or more computers.
When more than one computer is present in computer
system 215, those computers may be in communication
with one another using a communications medium such
as a network.
[0046] In this illustrative example, number of airfoil
structures 206 is associated with aircraft 202. For exam-
ple, number of airfoil structures 206 may be connected
to the body of aircraft 202.
[0047] As used herein, when one component is "asso-
ciated" with another component, the association is a
physical association in the depicted examples. For ex-
ample, a first component, such as number of airfoil struc-
tures 206, may be considered to be associated with a
second component, such as aircraft 202, by being se-
cured to the second component, bonded to the second
component, mounted to the second component, welded
to the second component, fastened to the second com-
ponent, and/or connected to the second component in
some other suitable manner. The first component also
may be connected to the second component using a third
component. Further, the first component may be consid-
ered to be associated with the second component by
being formed as part of and/or as an extension of the
second component.
[0048] As depicted, number of airfoil structures 206
may include airfoil structure 216. Airfoil structure 216 may
take a number of different forms. For example, without
limitation, airfoil structure 216 may be selected from at
least one of from a wingtip, a wing, a horizontal stabilizer,
a vertical stabilizer, an airbrake, a control surface, a rud-
der, a flap, a spoiler, an aileron, a slat, or other suitable
types of airfoil structures.
[0049] In this depicted example, airfoil structure 216 is
configured to move relative to other structures in number
of airfoil structures 206 in aircraft 202. For instance, po-
sition 218 of airfoil structure 216 may change during op-
eration of aircraft 202. In this illustrative example, airfoil
structure 216 is configured to move between deployed
position 220 and undeployed position 222.
[0050] As illustrated, deployed position 220 may be a
position of airfoil structure 216 in which airfoil structure
216 is used to perform an operation for aircraft 202. For
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example, deployed position 220 may be a position of air-
foil structure 216 that increases aerodynamic perform-
ance of aircraft 202, moves aircraft 202 into a desired
position, changes the speed of aircraft 202, releases a
payload from aircraft 202, or performs some other suit-
able operation or function. Undeployed position 222 may
be a position of airfoil structure 216 in which airfoil struc-
ture 216 is not being used to perform an operation for
aircraft 202.
[0051] In this illustrative example, airfoil structure 216
is wingtip 224. Moveable portion 120 of wing 102 and
moveable portion 122 of wing 104 in Figure 1 are exam-
ples of implementations for wingtip 224. In other illustra-
tive examples, airfoil structure 216 may be vertical sta-
bilizer 118 in Figure 1, or some other suitable type of
airfoil structure.
[0052] As depicted, wingtip 224 is configured to move
between folded position 226 and unfolded position 228
during various phases of flight of aircraft 202. For exam-
ple, wingtip 224 may be moved between folded position
226 and unfolded position 228 prior to, during, or after at
least one of taxiing, takeoff, ascent, cruising, decent,
landing, or other suitable phases of flight of aircraft 202.
In other illustrative examples, wingtip 224 may be moved
between folded position 226 and unfolded position 228
when aircraft 202 is at rest.
[0053] In one illustrative example, wingtip 224 may be
moved from folded position 226 to unfolded position 228
prior to takeoff of aircraft 202. In this instance, wingtip
224 is extended to provide increased surface area for a
wing of aircraft 202. As a result, increased lift and aero-
dynamic performance may be realized.
[0054] In another illustrative example, wingtip 224 may
be moved from unfolded position 228 to folded position
226 after landing aircraft 202. In this case, wingtip 224
is moved to folded position 226 to decrease the space
required for aircraft 202 to maneuver about the landing
location.
[0055] In still other illustrative examples, wingtip 224
may be moved from unfolded position 228 to folded po-
sition 226 such that aircraft 202 may be stored more eas-
ily in a hanger or other suitable location. In a similar fash-
ion, other structures in number of airfoil structures 206
may be moved between deployed position 220 and un-
deployed position 222 to provide desired operation of
aircraft 202, more easily store or maneuver aircraft 202,
or a combination thereof.
[0056] As depicted, airfoil structure 216 is associated
with airfoil structure movement system 230. In this illus-
trative example, airfoil structure movement system 230
moves airfoil structure 216 between deployed position
220 and undeployed position 222.
[0057] Airfoil structure movement system 230 may in-
clude a number of different components. For example,
without limitation, airfoil structure movement system 230
may include at least one of sensors, latches, actuators,
joints, and other suitable components configured to move
airfoil structure 216. In this illustrative example, airfoil

structure movement system 230 is configured to move
airfoil structure 216 in response to movement command
232 sent by controller 212.
[0058] When airfoil structure 216 is wingtip 224, airfoil
structure movement system 230 may be wingtip move-
ment system 234. Wingtip movement system 234 is con-
figured to move wingtip 224 between folded position 226
and unfolded position 228 in response to movement com-
mand 232 from controller 212.
[0059] In this depicted example, flight crew 210 places
flight deck interface 208 into armed state 236. Armed
state 236 of flight deck interface 208 is a state of flight
deck interface 208 that corresponds to a desired move-
ment for one of number of airfoil structures 206. In this
instance, armed state 236 of flight deck interface 208
corresponds to a desired movement for airfoil structure
216.
[0060] In this illustrative example, flight crew 210 plac-
es flight deck interface 208 into armed state 236 prior to
movement of airfoil structure 216. Armed state 236, how-
ever, does not necessitate movement of airfoil structure
216 at the time of placing flight deck interface 208 into
armed state 236. In other words, armed state 236 of flight
deck interface 208 does not directly result in movement
of airfoil structure 216.
[0061] Instead, when flight crew 210 places flight deck
interface 208 in armed state 236, signal 238 is generated.
Signal 238 is armed signal 240 in this illustrative example.
Signal 238 may be sent to controller 212 or controller 212
may query for signal 238 upon the occurrence of an
event. Controller 212 waits for event 242 to occur before
desired position 219 for airfoil structure 216 is visually
indicated in flight deck interface 208 following the occur-
rence of event 242. In this illustrative example, desired
position 219 may be deployed position 220 or unde-
ployed position 222.
[0062] As illustrated, controller 212 is configured to re-
ceive signal 238 indicating that a change in position 218
of airfoil structure 216 is desired. Controller 212 may then
visually indicate desired position 219 in flight deck inter-
face 208 in response to event 242 occurring during op-
eration of aircraft 202.
[0063] In this depicted example, controller 212 may vis-
ually indicate desired position 219 by changing the posi-
tion of a switch in flight deck interface 208, flashing a
graphical indicator in flight deck interface 208, sounding
an audible alert, or otherwise indicating that a change in
position of airfoil structure 216. In one illustrative exam-
ple, controller 212 moves a switch from a first position to
a second position in flight deck interface 208 in response
to event 242. Movement command 232 may be gener-
ated in response to the change in position of the switch.
In this example, the switch may be a command switch.
In some examples, movement command 232 may be
generated in response to signal 238 upon the occurrence
of event 242.
[0064] In this illustrative example, event 242 is selected
from at least one of a position of aircraft 202, a phase of
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flight of aircraft 202, a speed of aircraft 202, a position of
a control surface in aircraft 202, or some other suitable
event. In some examples, the occurrence of event 242
may correspond to the speed of aircraft 202 falling below
or exceeding a threshold value. In further examples, the
occurrence of event 242 may correspond to an indication
of a transition of the aircraft from in-flight to on-ground
position.
[0065] In some examples, flight deck interface 208 re-
mains in armed state 236 until event 242 occurs. In re-
sponse to event 242 occurring during operation of aircraft
202, controller 212 visually indicates desired position 219
in flight deck interface 208. For example, controller 212
may change the configuration of a switch in flight deck
interface 208. Controller 212 may then send movement
command 232 to move airfoil structure 216 without ad-
ditional instructions from flight crew 210. In other words,
controller 212 generates movement command 232 in re-
sponse to visually indicating desired position 219 in flight
deck interface 208. In this manner, controller 212 auto-
matically moves airfoil structure 216 in response to flight
deck interface 208 being in armed state 236, event 242
occurring during operation of aircraft 202, and desired
position 219 being visually indicated in flight deck inter-
face 208.
[0066] In some illustrative examples, more than one
controller 212 may be present. In this case, a first con-
troller may generate armed signal 240 and visually indi-
cate desired position 219, while a second controller may
generate movement command 232 in response to visual
indication 239 and send movement command 232 to air-
foil structure movement system 230.
[0067] In one illustrative example, flight crew 210 may
place flight deck interface 208 into armed state 236 prior
to takeoff of aircraft 202. Armed state 236 may indicate
that unfolded position 228 is desired for wingtip 224 when
event 242 occurs. Flight deck interface 208 sends armed
signal 240 to controller 212, resulting in a visual indication
of desired position 219 when event 242 occurs. Controller
212 may then send movement command 232 to move
wingtip 224 to unfolded position 228.
[0068] In this illustrative example, event 242 may be a
position of aircraft 202 on a runway. When aircraft 202
reaches this position on the runway, controller 212 visu-
ally indicates desired position 219 in flight deck interface
208, for example, by changing the configuration of a
switch in flight deck interface 208, and then generates
movement command 232 to move wingtip 224 to unfold-
ed position 228 such that aircraft 202 may take off in a
desired manner.
[0069] In other illustrative examples, flight deck inter-
face 208 may be placed in armed state 236 prior to land-
ing aircraft 202. Armed state 236 may indicate that folded
position 226 is desired for wingtip 224 when event 242
occurs. Flight deck interface 208 sends armed signal 240
to controller 212 to visually indicate desired position 219
in flight deck interface 208 and generate movement com-
mand 232 to move wingtip 224 to folded position 226

when event 242 occurs. As one example, in response to
event 242 and armed signal 240, controller 212 may
change the configuration of a switch in flight deck inter-
face 208, resulting in movement command 232 being
generated from the change in configuration of the switch.
[0070] In this illustrative example, event 242 may be a
speed of aircraft 202 after landing. For example, event
242 may be a speed reached by aircraft 202. For in-
stance, the speed may be from about 37,04 km/h (20
knots) to about 92,6 km/h (50 knots). When aircraft 202
slows to this speed on the runway, controller 212 auto-
matically provides a visual indication of desired position
219 and then generates movement command 232 to
move wingtip 224 to folded position 226 such that aircraft
202 may be maneuvered on the ground in a desired man-
ner.
[0071] In still other illustrative examples, flight crew 210
may not place flight deck interface 208 in armed state
236 manually. Rather, flight deck interface 208 may be
placed in armed state 236 automatically, without any in-
tervention from flight crew 210. In still other illustrative
examples, flight deck interface 208 may be operated
manually through a wingtip control switch in flight deck
interface 208, not using the armed switch in flight deck
interface 208.
[0072] Although the illustrative examples are de-
scribed with controller 212 located in aircraft 202, in other
examples, controller 212 may be located remote to air-
craft 202. For example, when aircraft 202 is an unmanned
aerial vehicle, controller 212 may be located in a control
station remote to aircraft 202.
[0073] Turning next to Figure 3, an illustration of a
block diagram of a flight deck interface is depicted in ac-
cordance with an illustrative embodiment. In this depicted
example, flight deck interface 208 in Figure 2 is shown
with switch system 300. Flight deck interface 208 may
include other components not shown in this illustrative
example.
[0074] As illustrated, switch system 300 includes
number of switches 302. Number of switches 302 may
be the same type or different types of switches.
[0075] In this illustrative example, switches in number
of switches 302 may take various forms. For example,
without limitation, one of number of switches 302 may be
selected from one of a lever, a rotary knob, a button, a
slider, a physical switch, a graphical switch displayed on
a display device, or some other suitable type of switch.
In some examples, the graphical switch may be activated
using a cursor control device or a touch screen.
[0076] In this depicted example, switch system 300 in-
cludes first switch 303 and second switch 304 in number
of switches 302. Switch system 300 is configured to be
placed in armed state 236 prior to at least one of takeoff
or landing of aircraft 202 as shown in Figure 2. In par-
ticular, first switch 303 is configured to be placed in armed
state 236. For example, when first switch 303 is a button,
first switch 303 may be pressed by a member of flight
crew 210 in Figure 2 to place switch system 300 into

11 12 



EP 2 862 797 B1

8

5

10

15

20

25

30

35

40

45

50

55

armed state 236.
[0077] In response to first switch 303 being pressed
by flight crew 210, flight deck interface 208 generates
armed signal 240 and sends armed signal 240 to con-
troller 212 in Figure 2. Controller 212 then receives
armed signal 240 from switch system 300. In response
to armed signal 240 and event 242 in Figure 2, controller
212 moves second switch 304. Movement command 232
is then generated and sent to wingtip movement system
234, resulting in movement of wingtip 224 in Figure 2.
[0078] For example, when folded position 226 is de-
sired for wingtip 224, controller 212 waits for event 242
to occur and then moves second switch 304 automati-
cally to a position corresponding to folded position 226
of wingtip 224 in Figure 2, resulting in wingtip 224 moving
automatically to folded position 226 using wingtip move-
ment system 234 after landing of aircraft 202. In a similar
fashion, when unfolded position 228 in Figure 2 is de-
sired for wingtip 224, controller 212 waits for event 242
to occur and then moves second switch 304 automati-
cally to a position corresponding to unfolded position 228
of wingtip 224, resulting in wingtip 224 moving automat-
ically to unfolded position 228 using wingtip movement
system 234 in Figure 2 prior to takeoff of aircraft 202.
[0079] In other illustrative examples, when first switch
303 is a lever, the lever may be toggled to armed state
236. For instance, first switch 303 may be a lever with at
least two positions corresponding to position 218 in Fig-
ure 2 of wingtip 224. In one example, the lever may have
a first position corresponding to folded position 226, a
second position corresponding to unfolded position 228,
and an intermediate position between the first position
and the second position corresponding to armed state
236. When armed state 236 is desired, flight crew 210
may move the lever to the intermediate position.
[0080] In this illustrative example, controller 212 is fur-
ther configured to visually indicate desired position 219
in Figure 2 of wingtip 224 in response to armed signal
240 and event 242 occurring during operation of aircraft
202.
[0081] With respect to wingtip 224, after controller 212
receives armed signal 240 and event 242 occurs, con-
troller 212 is configured to visually indicate desired posi-
tion 219 of wingtip 224. For example, controller 212 may
generate visual indication 306 in flight deck interface 208.
Visual indication 306 may be a type of indicator corre-
sponding to desired position 219 of wingtip 224.
[0082] Visual indication 306 may be selected from at
least one of a position of second switch 304, a graphical
indicator displayed on a display device, or some other
suitable type of visual indication. For instance, visual in-
dication 306 may be second switch 304 placed in a po-
sition corresponding to folded position 226 of wingtip 224.
[0083] Alternatively, when visual indication 306 is a
graphical indicator, visual indication 306 may include an
icon, text, highlighting, font, molding, animation, or other
types of graphical indications. Visual indication 306 is
displayed for flight crew 210 in flight deck interface 208.

Visual indication 306 also may be displayed in other ar-
eas in flight deck 214 in Figure 2 in other illustrative ex-
amples.
[0084] In one example, controller 212 is configured to
generate visual indication 306 indicating desired position
219 of wingtip 224 prior to moving wingtip 224 to at least
one of folded position 226 and unfolded position 228. In
this manner, flight crew 210 may move second switch
304 back to its original position such that the movement
disables armed state 236 of first switch 303. In other
words, second switch 304 is configured to be moved
manually by flight crew 210 between a first position and
a second position to perform an operation selected from
at least one of command movement of the wingtip or
disable armed state 236 of the first switch. In this manner,
flight crew 210 may manually override controller 212.
[0085] In still other illustrative examples, first switch
303 may not be activated. Instead, flight crew 210 may
manually toggle second switch 304 to generate move-
ment command 232 to move wingtip 224 to desired po-
sition 219.
[0086] In some cases, visual indication 306 may in-
clude first visual indication 308 and second visual indi-
cation 310. As depicted, first visual indication 308 corre-
sponds to first switch 303, while second visual indication
310 corresponds to second switch 304.
[0087] When first switch 303 is placed into armed state
236, first visual indication 308 indicates that first switch
303 is in armed state 236. For instance, when first switch
303 is a button, the button may light up when placed in
armed state 236.
[0088] In this illustrative example, second visual indi-
cation 310 may be displayed on or around second switch
304. For instance, when desired position 219 for wingtip
224 is unfolded position 228, second visual indication
310 may be displayed on second switch 304. In this case,
second visual indication 310 may be a position of second
switch 304 corresponding to unfolded position 228 of
wingtip 224. For example, when second switch 304 is a
lever, second switch 304 may be configured to move be-
tween a first position corresponding to folded position
226 of wingtip 224 and a second position corresponding
to unfolded position 228 of wingtip 224.
[0089] In some instances, only one switch may be
present in switch system 300. When only one switch is
present in switch system 300, first switch 303 may indi-
cate first visual indication 308 and second visual indica-
tion 310. For instance, first switch 303 may have an
armed position for first visual indication 308, indicating
that switch 304 has been placed in armed state 236, and
second visual indication 310 may be displayed by first
switch 303 subsequent to receiving armed signal 240
and event 242 occurring during operation of aircraft 202.
In other words, first switch 303 may be moved from the
armed position to a position corresponding to desired
position 219 of wingtip 224 prior to movement of wingtip
224 in this illustrative example.
[0090] Although the illustrative embodiments have
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been described with reference to first switch 303 and
second switch 304, a number of additional switches and
corresponding visual indications may be present in flight
deck interface 208. For instance, three switches, ten
switches, fifteen switches, or other suitable numbers of
switches may be used, depending on the number of
wingtips, the complexity of wingtip control system 204,
or a combination thereof. In other illustrative examples,
multiple airfoil structures may be controlled by a single
switch.
[0091] The illustration of wingtip control system 204
and flight deck interface 208 in Figure 2 and Figure 3
are not meant to imply physical or architectural limitations
to the manner in which an illustrative embodiment may
be implemented. Other components in addition to or in
place of the ones illustrated may be used. Some compo-
nents may be optional. Also, the blocks are presented to
illustrate some functional components. One or more of
these blocks may be combined, divided, or combined
and divided into different blocks when implemented in an
illustrative embodiment.
[0092] For example, in some cases, wingtip control
system 204 also may include alert 316 displayed on flight
deck interface 208. In this case, alert 316 may be an
indication that first switch 303 should be placed in armed
state 236. For instance, if first switch 303 has not been
placed into armed state 236 prior to takeoff to move
wingtip 224 to unfolded position 228, alert 316 may be
generated. As a result, alert 316 may remind flight crew
210 to place first switch 303 into armed state 236 in a
desired manner.
[0093] In this illustrative example, alert 316 may be a
visual alert, an audible alert, or some other suitable type
of alert indicating that first switch 303 should be placed
in armed state 236. In other illustrative examples, alert
316 also may be generated in response to the failure of
wingtip movement system 234 to move wingtip 224.
[0094] For instance, alert 316 may be generated if
wingtip movement system 234 has a mechanical or elec-
trical problem, preventing wingtip 224 from moving be-
tween deployed position 220 and undeployed position
222 in a desired manner. In this case, alert 316 may in-
dicate to flight crew 210 that maintenance or other oper-
ations need to be performed on wingtip 224, wingtip
movement system 234, or other components within air-
craft 202.
[0095] Turning next to Figure 4, an illustration of a flight
deck of an aircraft is depicted in accordance with an il-
lustrative embodiment. In this illustrative example, flight
deck 400 is one example of an implementation for flight
deck 214 shown in block form in Figure 2. Flight deck
400 may be located in aircraft 100 in Figure 1.
[0096] As depicted, flight deck 400 includes number of
instruments 402. Number of instruments 402 is used by
flight crew 210 to perform operations for aircraft 202.
[0097] In this depicted example, flight deck interface
404 in section 406 of flight deck 400 is one of number of
instruments 402. Flight deck interface 404 is an example

of one implementation for flight deck interface 208 shown
in block form in Figure 2 and Figure 3.
[0098] In this illustrative example, flight deck interface
404 is located in overhead panel 408 of flight deck 400.
In other illustrative examples, flight deck interface 404
may be located in other areas of flight deck 400. For
instance, in some examples, flight deck interface 404
may be located in main instrument panel 410, a console,
glareshield 412, or in some other suitable location in flight
deck 400, depending on the particular implementation.
[0099] In some illustrative examples, main instrument
panel 410 may include a single display device or multiple
display devices. Display device 416 is present in main
instrument panel 410. Display device 416 may display
one or more of number of instruments 402 in some illus-
trative examples.
[0100] Figures 5-15 show illustrations of flight deck
interface 404 during various phases of flight of aircraft
202. The position of components within flight deck inter-
face 404 changes during the different phases of flight.
Alternative implementations for flight deck interface 404
are shown with reference to Figures 16-18.
[0101] Referring now to Figure 5, an illustration of an
overhead panel with a flight deck interface is depicted in
accordance with an illustrative embodiment. In this illus-
trative example, flight deck interface 404 in section 406
of overhead panel 408 from Figure 4 is shown in more
detail.
[0102] As illustrated, flight deck interface 404 is an in-
terface configured to control the wingtip of aircraft 202
shown in block form in Figure 2. In particular, flight deck
interface 404 is an interface configured to control wingtip
224 in Figure 2. In other illustrative examples, flight deck
interface 404 may be configured to control one or more
other airfoil structures in number of airfoil structures 206
in Figure 2.
[0103] In this illustrative example, flight deck interface
404 comprises switch system 500 with first switch 502
and second switch 504 arranged within flight deck inter-
face 404. First switch 502 is a button, while second switch
504 is a lever in this illustrative example.
[0104] As illustrated, first switch 502 is configured to
be placed in an armed state. When first switch 502 is
placed in the armed state, an armed signal is generated
and sent to a controller.
[0105] In this depicted example, second switch 504 is
configured to move to a position corresponding to a de-
sired position of the wingtip in aircraft 202. For instance,
when an unfolded position for the wingtip is desired, the
controller moves second switch 504 to first position 506
on flight deck interface 404. When a folded position for
the wingtip is desired, the controller moves second switch
504 to second position 508. Movement of second switch
504 between first position 506 and second position 508
generates a movement command to move the wingtip to
the desired position.
[0106] In this illustrative example, first position 506 and
second position 508 are configured to mirror possible
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positions for a wingtip for the aircraft in which flight deck
interface 404 is located. In other words, graphical indi-
cator 510 may be configured to look like aircraft 202.
Second switch 504 may be associated with graphical in-
dicator 510 such that the movement of second switch
504 mirrors the movement of the wingtip to provide a
more intuitive visual indication of the position of wingtip
224.
[0107] In this manner, when a folded position is desired
for the wingtip, second switch 504 and graphical indicator
510 are moved to look like an aircraft with folded wingtips.
The wingtips are then folded.
[0108] In a similar fashion, when an unfolded position
is desired for the wingtip, second switch 504 and graph-
ical indicator 510 are moved to look like an aircraft with
unfolded wingtips. Thus, second switch 504 is configured
to look like the wingtip extending from aircraft 202. The
wingtips are then unfolded.
[0109] The location of first switch 502 and second
switch 504 in flight deck interface 404 may vary in differ-
ent illustrative examples. For instance, although first
switch 502 is shown to the left of second switch 504, first
switch 502 also may be placed in other locations relative
to second switch 504. As an example, first switch 502
may be placed above, before, right, left, or in other loca-
tions on flight deck interface 404 relative to second switch
504.
[0110] In other illustrative examples, switch system
500 may include a single switch. For example, only sec-
ond switch 504 may be present in switch system 500. In
this case, an intermediate position between first position
506 and second position 508 of second switch 504 is
used to place second switch 504 into the armed state.
This embodiment is described in more detail with refer-
ence to Figure 16.
[0111] In still other illustrative examples, graphical in-
dicator 510 may be omitted. Further, when flight deck
interface 404 is configured for another type of airfoil struc-
ture, graphical indicator 510, second switch 504, or both
may be configured differently to provide an intuitive flight
deck interface for the flight crew.
[0112] With reference next to Figure 6, an illustration
of a flight deck interface with a corresponding display and
a checklist is depicted in accordance with an illustrative
embodiment. In this depicted example, a more detailed
view of flight deck interface 404 in section 406 of over-
head panel 408 from Figure 5 is shown. The position of
flight deck interface 404 is illustrated prior to takeoff of
aircraft 202 in Figure 2 in this illustrative example.
[0113] In addition to flight deck interface 404, instru-
ments 600 and checklist 602 are also depicted in this
illustrative example. Flight deck interface 404, instru-
ments 600, and checklist 602 are shown beside one an-
other in Figures 6-15 for purposes of more clearly ex-
plaining an illustrative example. These components may
not be located near one another in flight deck 400 in Fig-
ure 4.
[0114] For instance, instruments 600, checklist 602, or

both may be shown in a portion of display device 416 in
main instrument panel 410 in Figure 4. Checklist 602
may be a paper checklist or a digital checklist used by
the flight crew in some illustrative examples. In other il-
lustrative examples, instruments 600 may be located
elsewhere in flight deck 400.
[0115] Flight deck interface 404, instruments 600, and
checklist 602 may be integrated to visually indicate infor-
mation in response to a change in one of flight deck in-
terface 404, instruments 600, and checklist 602. For in-
stance, when a change is made to flight deck interface
404, that change may be reflected in at least one of in-
struments 600 or checklist 602.
[0116] Checklist 602 is a checklist for members of a
flight crew to perform desired operations. In this illustra-
tive example, checklist 602 is a checklist used by the
flight crew prior to takeoff of aircraft 202. Checklist 602
instructs the flight crew to extend the wingtips of aircraft
202. In other words, checklist 602 instructs the flight crew
to place the wingtip in an unfolded position before takeoff.
[0117] In this depicted example, flight deck interface
404 visually indicates that the wingtip was commanded
to move to a folded position. In other words, flight deck
interface 404 changes configuration in response to an
event and an armed command. In this depicted example,
second switch 504 in flight deck interface 404 is in second
position 508 corresponding to the folded position of the
wingtip. Status identifier 604 in instruments 600 also in-
dicates that the wingtips of aircraft 202 are in a folded
position.
[0118] In Figure 7, another illustration of a flight deck
interface with a corresponding display and a checklist is
depicted in accordance with an illustrative embodiment.
In this depicted example, flight deck interface 404 from
Figure 6 is illustrated prior to takeoff of aircraft 202.
[0119] As illustrated, first switch 502 has been placed
in the armed state. Visual indication 700 is shown on first
switch 502. Visual indication 700 indicates that first
switch 502 is in the armed state.
[0120] No movement of the wingtips has occurred at
this point in time. Instead, the controller waits for an event
to occur to move second switch 504 and subsequently
extend the wingtips. Status identifier 604 and checklist
602 show that no movement of the wingtips of aircraft
202 has occurred. In some illustrative examples, status
identifier 604 may indicate that the wingtips are armed
to extend.
[0121] Turning now to Figure 8, another illustration of
a flight deck interface with a corresponding display and
a checklist is depicted in accordance with an illustrative
embodiment. In this depicted example, flight deck inter-
face 404 from Figure 6 is shown. The position of flight
deck interface 404 is illustrated when the wingtips of air-
craft 202 are being extended in this illustrative example.
[0122] In this illustrative example, the event has oc-
curred. For instance, aircraft 202 shown in block form in
Figure 2 may have reached a desired speed. To extend
the wingtip, second switch 504 has been moved by the
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controller to first position 506, indicating to the controller
to extend the wingtip.
[0123] Before the wingtips extend, the flight crew may
manually override the automatic movement of the
wingtips by moving second switch 504 back to second
position 508 corresponding to the folded position for the
wingtips if desired. If a manual override is not needed,
the controller will automatically move the wingtips in re-
sponse to the movement of second switch 504. Checklist
602 and status identifier 604 show that the wingtips have
not been extended in this illustrative example.
[0124] With reference next to Figure 9, yet another
illustration of a flight deck interface with a corresponding
display and a checklist is depicted in accordance with an
illustrative embodiment. In this depicted example, flight
deck interface 404 from Figure 6 is shown. The position
of flight deck interface 404 is illustrated prior to takeoff
of aircraft 202 shown in block form in Figure 2 after the
wingtips of aircraft 202 have been extended.
[0125] Both status identifier 604 and checklist 602 also
indicate the change in position of the wingtips. Checklist
602 also indicates that all conditions have been met such
that aircraft 202 may takeoff.
[0126] In this depicted example, visual indication 700
is no longer present in first switch 502. In other words,
after the wingtips are moved to the unfolded position,
visual indication 700 is removed from flight deck interface
404.
[0127] In Figure 10, yet another illustration of a flight
deck interface with a corresponding display and a check-
list is depicted in accordance with an illustrative embod-
iment. In this depicted example, flight deck interface 404
from Figure 9 is shown. The position of flight deck inter-
face 404 is illustrated while aircraft 202 is in flight. The
wingtips remain extended during flight of aircraft 202
shown in block form in Figure 2 in these illustrative ex-
amples.
[0128] Turning next to Figure 11, still another illustra-
tion of a flight deck interface with a corresponding display
and a checklist is depicted in accordance with an illus-
trative embodiment. In this depicted example, flight deck
interface 404 from Figure 10 is shown. The position of
flight deck interface 404 is illustrated during approach of
aircraft 202 shown in block form in Figure 2 prior to land-
ing aircraft 202.
[0129] The wingtips of aircraft 202 remain extended
during approach of aircraft 202 in these illustrative ex-
amples. Checklist 602 now indicates to the flight crew
that first switch 502 should be placed in an armed state.
[0130] With reference next to Figure 12, still another
illustration of a flight deck interface with a corresponding
display and a checklist is depicted in accordance with an
illustrative embodiment. In this depicted example, flight
deck interface 404 from Figure 11 is shown. The position
of flight deck interface 404 is illustrated during approach
of aircraft 202 shown in block form in Figure 2 prior to
landing aircraft 202.
[0131] As illustrated, first switch 502 has been placed

in the armed state. An armed signal is then sent to the
controller to move second switch 504 when an event oc-
curs, resulting in movement of the wingtips.
[0132] In this illustrative example, visual indication 700
indicates that first switch 502 is in the armed state to
move second switch 504 to second position 508 and
move the wingtips to the folded position. Both checklist
602 and status identifier 604 show that first switch 502
is armed. Checklist 602 also indicates that aircraft 202
is ready for landing.
[0133] In Figure 13, yet another illustration of a flight
deck interface with a corresponding display and a check-
list is depicted in accordance with an illustrative embod-
iment. In this depicted example, aircraft 202 shown in
block form in Figure 2 has landed. No movement of the
wingtips has occurred, as the event has not yet occurred
to move second switch 504 to second position 508 to
move the wingtips. First switch 502 remains in the armed
state.
[0134] With reference next to Figure 14, yet another
illustration of a flight deck interface with a corresponding
display and a checklist is depicted in accordance with an
illustrative embodiment. In this depicted example, the
event has occurred and the controller has automatically
moved second switch 504 to second position 508.
[0135] As illustrated, the event may be a speed of air-
craft 202 shown in block form in Figure 2 after landing.
For instance, when the speed of aircraft 202 reaches
55,56 km/h (30 knots) the controller may be configured
to move second switch 504 to second position 508 such
that wingtip 224 is folded.
[0136] Status identifier 604 also indicates that the
wingtips are in transit to the fold position. The flight crew
may manually override the command to move the
wingtips at this time, or before. Visual indication 700 is
no longer present in flight deck interface 404 after the
event occurs.
[0137] Turning now to Figure 15, yet another illustra-
tion of a flight deck interface with a corresponding display
and a checklist is depicted in accordance with an illus-
trative embodiment. In this illustrative example, aircraft
202 shown in block form in Figure 2 is on a taxiway. The
wingtips of aircraft 202 remain in a folded position and
second switch 504 remains in second position 508 cor-
responding to the folded position of the wingtips. Status
identifier 604 also indicates that the wingtips are in the
folded position.
[0138] Although the implementations of an illustrative
embodiment in Figures 5-15 show flight deck interface
404 being located in section 406 of overhead panel 408
in flight deck 400, flight deck interface 404 may be located
in other portions of flight deck 400.
[0139] Moreover, flight deck interface 404 may take
other forms other than first switch 502 and second switch
504. For instance, flight deck interface 404 may be a
lever located on glareshield 412 of flight deck 400. The
lever may be configured to move between a first position
and a second position, commanding the wingtips to a
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folded position or unfolded position, as described above.
[0140] In this case, the flight crew moves the lever into
an intermediate position to place the lever into an armed
state for moving the wingtip to the undeployed position.
Once the event occurs, the controller moves the lever to
a position on glareshield 412 corresponding to the unde-
ployed position of the wingtip. In this manner, the con-
troller automatically moves the lever to provide a visual
indication of the desired position of the wingtip to the flight
crew. The controller then moves the wingtip, if no manual
override of the automatic control occurs.
[0141] Referring now to Figure 16, an illustration of a
flight deck interface is depicted in accordance with an
illustrative embodiment. In this illustrative example, flight
deck interface 404 from Figure 4 is shown with switch
system 1600 to control wingtip 224 in Figure 2.
[0142] In this illustrative example, flight deck interface
404 comprises switch system 1600 with switch 1602 ar-
ranged within flight deck interface 404. Switch 1602 is a
lever in this illustrative example.
[0143] As depicted, switch 1602 is configured to be
placed in an armed state. When switch 1602 is placed in
the armed state, an armed signal is generated and sent
to a controller.
[0144] In this depicted example, switch 1602 is also
configured to move to a position corresponding to a de-
sired position of the wingtips in aircraft 202 shown in block
form in Figure 2 to generate a movement command for
the wingtips. For instance, when an unfolded position for
the wingtips is desired and an event occurs, the controller
moves switch 1602 to first position 1604 on flight deck
interface 404. When a folded position of the wingtips is
desired and an event occurs, the controller moves switch
1602 to second position 1606.
[0145] In this illustrative example, first position 1604
and second position 1606 are configured to mirror the
position of the wingtips of aircraft 202, as described
above. In a similar fashion as graphical indicator 510,
graphical indicator 1610 may be configured to look like
aircraft 202.
[0146] As depicted, switch 1602 has intermediate po-
sition 1608 between first position 1604 and second po-
sition 1606. Intermediate position 1608 is used to place
switch 1602 into an armed state and send an armed sig-
nal to the controller.
[0147] Turning next to Figure 17, another illustration
of a flight deck interface is depicted in accordance with
an illustrative embodiment. In this illustrative example,
flight deck interface 1700 is another example of an im-
plementation for flight deck interface 208 shown in block
form in Figure 2. Flight deck interface 1700 may be used
by a flight crew to control wingtips of aircraft 202 shown
in block form in Figure 2 in these illustrative examples.
[0148] As depicted, flight deck interface 1700 has
touch screen 1702. Switch system 1704 is displayed on
touch screen 1702.
[0149] In this illustrative example, switch system 1704
includes graphical switch 1706, graphical switch 1708,

and graphical switch 1710. Graphical indicator 1712 is
also shown on touch screen 1702 and is configured to
resemble aircraft 202.
[0150] As illustrated, graphical switch 1706 is config-
ured to be placed into an armed state. For instance, the
flight crew may touch graphical switch 1706 to place
graphical switch 1706 in the armed state.
[0151] In response to the flight crew touching graphical
switch 1706, flight deck interface 1700 may display a first
visual indication (not shown in this view) that graphical
switch 1706 is armed. As an example, graphical switch
1706 may light up in a certain color, for example, a green
color, on touch screen 1702. As another example, text
may be displayed on or around graphical switch 1706
indicating that graphical switch 1706 is in the armed state.
[0152] As depicted, graphical switch 1708 and graph-
ical switch 1710 correspond to a folded position desired
for the wingtips of aircraft 202 and an unfolded position
desired for the wingtips of aircraft 202, respectively. In
other words, graphical switch 1708 corresponds to a fold-
ed command for the wingtips while graphical switch 1710
corresponds to an unfolded command for the wingtips.
[0153] In Figure 18, yet another illustration of a flight
deck interface is depicted in accordance with an illustra-
tive embodiment. In this depicted example, flight deck
interface 1800 is another example of an implementation
for flight deck interface 208 shown in block form in Figure
2. Flight deck interface 1800 is configured to control op-
eration of vertical stabilizer 118 in Figure 1.
[0154] As depicted, flight deck interface 1800 includes
switch system 1802 with first switch 1804 and second
switch 1806. First switch 1804 is configured to be placed
in an armed state, while second switch 1806 indicates a
position of vertical stabilizer 118.
[0155] In this depicted example, graphical indicator
1808 is configured to resemble aircraft 100 in Figure 1.
Second switch 1806 is associated with graphical indica-
tor 1808 and moves as vertical stabilizer 118 would move
between a deployed position and an undeployed posi-
tion. In this manner, flight deck interface 1800 provides
control of vertical stabilizer 118 that is more intuitive than
some currently used systems.
[0156] As illustrated, second switch 1806 moves be-
tween first position 1810 corresponding to a deployed
position desired for vertical stabilizer 118 and second
position 1812 corresponding to an undeployed position
desired for vertical stabilizer 118. In other words, move-
ment of second switch 1806 between first position 1810
and second position 1812 may command vertical stabi-
lizer 118 to move between a deployed position and an
undeployed position. Second switch 1806 is moved by a
controller prior to movement of vertical stabilizer 118 by
an airfoil structure movement system.
[0157] The different components shown in Figures
4-18 may be illustrative examples of how components
shown in block form in Figure 2 and Figure 3 can be
implemented as physical structures. Additionally, some
of the components in Figures 4-18 may be combined
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with components in Figure 2 and Figure 3, used with
components in Figure 2 and Figure 3, or a combination
of the two.
[0158] With reference now to Figure 19, an illustration
of a flowchart of a process for controlling a wingtip is
depicted in accordance with an illustrative embodiment.
The process illustrated in Figure 19 may be implemented
in airfoil structure control environment 200 in Figure 2.
One or more of the different operations may be imple-
mented using one or more components in wingtip control
system 204 for aircraft 202 in Figure 2.
[0159] The process begins by generating a signal by
a switch system indicating that a change in a position of
a wingtip is desired (operation 1900). In this depicted
example, signal 238 may be generated by switch system
300 in response to placing flight deck interface 208 into
armed state 236. In particular, armed signal 240 may be
generated by first switch 303 in switch system 300.
Armed signal 240 indicates that a change in position 218
of wingtip 224 is desired.
[0160] The process then visually indicates a state of
the switch system (operation 1902). For instance, first
visual indication 308 may indicate that switch system 300
has been placed in armed state 326.
[0161] Thereafter, the process receives the signal from
the switch system indicating that the change in the posi-
tion of the wingtip is desired (operation 1904). In this il-
lustrative example, controller 212 receives signal 238
from flight deck interface 208 indicating desired position
219 of wingtip 224 is desired.
[0162] The process then visually indicates a desired
position for the wingtip of the aircraft in response to an
event occurring during operation of the aircraft (operation
1906). In this depicted example, controller 212 changes
position 218 of second switch 304 in switch system 300
in response to signal 238 and event 242 occurring during
operation of aircraft 202.
[0163] Next, the process generates a movement com-
mand to move the wingtip to the desired position (oper-
ation 1908). The process then moves the wingtip in re-
sponse to the movement command (operation 1910),
with the process terminating thereafter.
[0164] Turning now to Figure 20, an illustration of a
block diagram of a data processing system is depicted
in accordance with an illustrative embodiment. Data
processing system 2000 may be used to implement one
or more computers in computer system 215 in Figure 2.
As depicted, data processing system 2000 includes com-
munications framework 2002, which provides communi-
cations between processor unit 2004, storage devices
2006, communications unit 2008, input/output unit 2010,
and display 2012. In some cases, communications
framework 2002 may be implemented as a bus system.
[0165] Processor unit 2004 is configured to execute
instructions for software to perform a number of opera-
tions. Processor unit 2004 may comprise a number of
processors, a multiprocessor core, and/or some other
type of processor, depending on the implementation. In

some cases, processor unit 2004 may take the form of
a hardware unit, such as a circuit system, an application
specific integrated circuit (ASIC), a programmable logic
device, or some other suitable type of hardware unit.
[0166] Instructions for the operating system, applica-
tions, and/or programs run by processor unit 2004 may
be located in storage devices 2006. Storage devices
2006 may be in communication with processor unit 2004
through communications framework 2002. As used here-
in, a storage device, also referred to as a computer read-
able storage device, is any piece of hardware capable of
storing information on a temporary and/or permanent ba-
sis. This information may include, but is not limited to,
data, program code, and/or other information.
[0167] Memory 2014 and persistent storage 2016 are
examples of storage devices 2006. Memory 2014 may
take the form of, for example, a random access memory
or some type of volatile or non-volatile storage device.
Persistent storage 2016 may comprise any number of
components or devices. For example, persistent storage
2016 may comprise a hard drive, a flash memory, a re-
writable optical disk, a rewritable magnetic tape, or some
combination of the above. The media used by persistent
storage 2016 may or may not be removeable.
[0168] Communications unit 2008 allows data
processing system 2000 to communicate with other data
processing systems and/or devices. Communications
unit 2008 may provide communications using physical
and/or wireless communications links.
[0169] Input/output unit 2010 allows input to be re-
ceived from and output to be sent to other devices con-
nected to data processing system 2000. For example,
input/output unit 2010 may allow user input to be received
through a keyboard, a mouse, and/or some other type of
input device. As another example, input/output unit 2010
may allow output to be sent to a printer connected to data
processing system 2000.
[0170] Display 2012 is configured to display informa-
tion to a user. Display 2012 may comprise, for example,
without limitation, a monitor, a touch screen, a laser dis-
play, a holographic display, a virtual display device,
and/or some other type of display device.
[0171] In this illustrative example, the processes of the
different illustrative embodiments may be performed by
processor unit 2004 using computer-implemented in-
structions. These instructions may be referred to as pro-
gram code, computer usable program code, or computer
readable program code and may be read and executed
by one or more processors in processor unit 2004.
[0172] In these examples, program code 2018 is locat-
ed in a functional form on computer readable media 2020,
which is selectively removeable, and may be loaded onto
or transferred to data processing system 2000 for exe-
cution by processor unit 2004. Program code 2018 and
computer readable media 2020 together form computer
program product 2022. In this illustrative example, com-
puter readable media 2020 may be computer readable
storage media 2024 or computer readable signal media
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2026.
[0173] Computer readable storage media 2024 is a
physical or tangible storage device used to store program
code 2018 rather than a medium that propagates or trans-
mits program code 2018. Computer readable storage
media 2024 may be, for example, without limitation, an
optical or magnetic disk or a persistent storage device
that is connected to data processing system 2000.
[0174] Alternatively, program code 2018 may be trans-
ferred to data processing system 2000 using computer
readable signal media 2026. Computer readable signal
media 2026 may be, for example, a propagated data sig-
nal containing program code 2018. This data signal may
be an electromagnetic signal, an optical signal, and/or
some other type of signal that can be transmitted over
physical and/or wireless communications links.
[0175] The illustration of data processing system 2000
in Figure 20 is not meant to provide architectural limita-
tions to the manner in which the illustrative embodiments
may be implemented. The different illustrative embodi-
ments may be implemented in a data processing system
that includes components in addition to or in place of
those illustrated for data processing system 2000. Fur-
ther, components shown in Figure 20 may be varied from
the illustrative examples shown.
[0176] Illustrative embodiments of the disclosure may
be described in the context of aircraft manufacturing and
service method 2100 as shown in Figure 21 and aircraft
2200 as shown in Figure 22. Turning first to Figure 21,
an illustration of a block diagram of an aircraft manufac-
turing and service method is depicted in accordance with
an illustrative embodiment. During pre-production, air-
craft manufacturing and service method 2100 may in-
clude specification and design 2102 of aircraft 2200 in
Figure 22 and material procurement 2104.
[0177] During production, component and subassem-
bly manufacturing 2106 and system integration 2108 of
aircraft 2200 in Figure 22 takes place. Thereafter, aircraft
2200 in Figure 22 may go through certification and de-
livery 2110 in order to be placed in service 2112. While
in service 2112 by a customer, aircraft 2200 in Figure
22 is scheduled for routine maintenance and service
2114, which may include modification, reconfiguration,
refurbishment, and other maintenance or service.
[0178] Each of the processes of aircraft manufacturing
and service method 2100 may be performed or carried
out by a system integrator, a third party, and/or an oper-
ator. In these examples, the operator may be a customer.
For the purposes of this description, a system integrator
may include, without limitation, any number of aircraft
manufacturers and major-system subcontractors; a third
party may include, without limitation, any number of ven-
dors, subcontractors, and suppliers; and an operator may
be an airline, a leasing company, a military entity, a serv-
ice organization, and so on.
[0179] With reference now to Figure 22, an illustration
of a block diagram of an aircraft is depicted in which an
illustrative embodiment may be implemented. In this ex-

ample, aircraft 2200 is produced by aircraft manufactur-
ing and service method 2100 in Figure 21 and may in-
clude airframe 2202 with plurality of systems 2204 and
interior 2206. Examples of systems 2204 include one or
more of propulsion system 2208, electrical system 2210,
hydraulic system 2212, and environmental system 2214.
Any number of other systems may be included. Although
an aerospace example is shown, different illustrative em-
bodiments may be applied to other industries, such as
the automotive industry.
[0180] Apparatuses and methods embodied herein
may be employed during at least one of the stages of
aircraft manufacturing and service method 2100 in Fig-
ure 21. In one illustrative example, components or sub-
assemblies produced in component and subassembly
manufacturing 2106 in Figure 21 may be fabricated or
manufactured in a manner similar to components or su-
bassemblies produced while aircraft 2200 is in service
2112 in Figure 21. As yet another example, one or more
apparatus embodiments, method embodiments, or a
combination thereof may be utilized during production
stages, such as component and subassembly manufac-
turing 2106 and system integration 2108 in Figure 21.
One or more apparatus embodiments, method embodi-
ments, or a combination thereof may be utilized while
aircraft 2200 is in service 2112 and/or during mainte-
nance and service 2114 in Figure 21. The use of a
number of the different illustrative embodiments may
substantially expedite the assembly of and/or reduce the
cost of aircraft 2200.
[0181] In particular, wingtip control system 204 from
Figure 2 may be installed during any one of the stages
of aircraft manufacturing and service method 2100. For
example, without limitation, wingtip control system 204
from Figure 2 may be used to control wingtip 224 during
in service 2112. Wingtip control system 204 may be in-
stalled or refurbished during at least one of component
and subassembly manufacturing 2106, system integra-
tion 2108, routine maintenance and service 2114, or
some other stage of aircraft manufacturing and service
method 2100.
[0182] The flowcharts and block diagrams in the differ-
ent depicted embodiments illustrate the architecture,
functionality, and operation of some possible implemen-
tations of apparatuses and methods in an illustrative em-
bodiment. In this regard, each block in the flowcharts or
block diagrams may represent a module, a segment, a
function, and/or a portion of an operation or step.
[0183] In some alternative implementations of an illus-
trative embodiment, the function or functions noted in the
blocks may occur out of the order noted in the figures.
For example, in some cases, two blocks shown in suc-
cession may be executed substantially concurrently, or
the blocks may sometimes be performed in the reverse
order, depending upon the functionality involved. Also,
other blocks may be added in addition to the illustrated
blocks in a flowchart or block diagram.
[0184] Thus, the illustrative embodiments provide a
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method and apparatus for controlling wingtip 224 in Fig-
ure 2. In particular, the illustrative embodiments provide
a method and apparatus for controlling wingtip 224 in
Figure 2.
[0185] Wingtip control system 204 comprises switch
system 300 for flight deck 214 of aircraft 202 and con-
troller 212. Switch system 300 is configured to be placed
into armed state 236 and generate armed signal 240.
Controller 212 is in communication with switch system
300. Controller 212 is configured to receive armed signal
240 from switch system 300, visually indicate desired
position 219 for wingtip 224 of aircraft 202 in switch sys-
tem 300 in response to event 242 occurring during op-
eration of aircraft 202, and generate movement com-
mand 232 to move wingtip 224.
[0186] With the use of an illustrative embodiment, sec-
ond switch 304 may be moved automatically once armed
signal 240 is sent to controller 212 and event 242 occurs,
resulting in movement of wingtip 224. In this manner, no
additional instructions or commands from flight crew 210
are needed to operate wingtip 224. If flight crew 210 does
desire to change the status of flight deck interface 208,
flight crew 210 may manually override automatic move-
ment of wingtip 224 by moving second switch 304 back
to its original position.
[0187] The illustrative embodiments also provide an
intuitive flight deck interface 208 for operation of wingtip
224 by flight crew 210. The configuration of flight deck
interface 208 does not reduce the view of flight crew 210.
[0188] Moreover, the illustrative embodiments provide
an integrated control system, display, and checklist that
visually indicate changes in desired position 219 for
wingtip 224. Alert 316 also may be generated in situations
where flight crew 210 does not properly arm flight deck
interface 208, wingtip 224 does not move as desired, or
some other event occurs. As a result, operation of wingtip
224 is less time-consuming with the use of an illustrative
embodiment than with some previously used control sys-
tems.
[0189] The description of the different illustrative em-
bodiments has been presented for purposes of illustra-
tion and description, and is not intended to be exhaustive
or limited to the embodiments in the form disclosed. Many
modifications and variations will be apparent to those of
ordinary skill in the art. Further, different illustrative em-
bodiments may provide different features as compared
to other desirable embodiments. The embodiment or em-
bodiments selected are chosen and described in order
to best explain the principles of the embodiments, the
practical application, and to enable others of ordinary skill
in the art to understand the disclosure for various em-
bodiments with various modifications as are suited to the
particular use contemplated.

Claims

1. A wingtip control system comprising:

a switch system (300) for a flight deck of an air-
craft (100), the switch system(300) comprising
a visual indication (306) of a position of a wingtip
of the aircraft (100), the switch system (300) be-
ing configured to be placed into an armed state
(236)and generate an armed signal (240); and
a controller (212) in communication with the
switch system (300), wherein the controller
(212) is configured to:

receive the armed signal (240) from the
switch system (300);
receive an indication of an occurrence of an
event for the aircraft (100);
present, in the switch system (300), the vis-
ual indication (306) of a desired position of
the wingtip in response to the reception of
the armed signal (240) and the reception of
the indication of the occurrence of the event
before generating, based upon a presenta-
tion of the visual indication (306) of the de-
sired position of the wingtip in the switch
system (300), a movement command to
move the wingtip (120, 122) towards the de-
sired position.

2. The wingtip control system of claim 1, wherein the
switch system (300) is configured to be placed into
the armed state (236) prior to at least one of: a take-
off, and a landing of the aircraft.

3. The wingtip control system of claim 1, wherein the
switch system (300) comprises a first switch (303)
and a second switch (304), wherein the first switch
(303) is configured to be placed into the armed state
(236) and the second switch (304) is configured to
visually indicate the desired position for the wingtip
(120, 122) of the aircraft (100) in response to the
event.

4. The wingtip control system of claim 3 further com-
prising:

a first visual indication (308) associated with the
first switch (303) and configured to indicate the
armed state (236) of the first switch (303); and
a second visual indication (310) associated with
the second switch (304) and configured to indi-
cate the desired position of the wingtip (120,
122) of the aircraft (100) to be sent to the con-
troller (212).

5. The wingtip control system of claim 3, wherein the
second switch (304) is further configured to be
moved manually by a flight crew between a first po-
sition and a second position to perform an operation
selected from at least one of: command movement
of the wingtip (120, 122), and disable the armed state
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(236) of the first switch (303).

6. The wingtip control system of claim 3, wherein the
controller (212) is configured to move the second
switch (304) to visually indicate the desired position
for the wingtip (120, 122) of the aircraft (100) in re-
sponse to the event and further configured to gen-
erate the movement command to move the wingtip
responsive to movement of the second switch.

7. The wingtip control system of claim 3, wherein the
switch system (300) comprises a switch selected
from one of: a lever, a rotary knob, a button, a slider,
a physical switch, and a graphical switch displayed
on a display device.

8. The wingtip control system of claim 1, wherein the
controller (212) is further configured to move the
wingtip (120, 122) of the aircraft (100) using a wingtip
movement system in response to the movement
command.

9. The wingtip control system of claim 1, wherein the
event is selected from at least one of a position of
the aircraft (100), a phase of flight of the aircraft
(100), a speed of the aircraft (100), or a position of
a control surface in the aircraft (100).

10. The wingtip control system of any of claims 1-3,
wherein the controller (212) is further configured to
move the wingtip (120, 122) between a folded posi-
tion and an unfolded position.

11. A method for controlling a wingtip (120, 122) of an
aircraft (100), the method comprising:

receiving in a wingtip controller (212), from a
flight deck interface (208), a signal indicating a
desire for a change in a position of the wingtip
(120, 122);
receiving an indication of an occurrence of an
event for the aircraft;
presenting, in the switch system (300), a visual
indication (306), of the desired position of the
wingtip, based upon reception of the signal and
the indication of the occurrence of the event, fol-
lowed by
generating, based upon the visual indication
(306) of the desired position of the wingtip in the
switch system (300) a movement command for
moving the wingtip (120, 122) to a position cor-
responding to the visual indication (306).

12. The method of claim 11, the method further compris-
ing:
generating the signal indicating that the change in
the position of the wingtip (120, 122) is desired by
the switch system (300).

13. The method of claim 12 further comprising:
visually indicating a state of the switch system (300).

14. The method of claim 12 or 13, wherein the switch
system (300) comprises a first switch (303) and a
second switch (304), the first switch (303) being con-
figured to generate the signal and the second switch
(304) being configured to move between a first po-
sition and a second position.

15. The method of any of claims 11-13 further compris-
ing:
moving the wingtip (120, 122) in response to the
movement command.

16. The method of claim 15, wherein changing the po-
sition of the wingtip (120, 122) comprises:
moving the wingtip (120, 122) between a deployed
position and an undeployed position using a wingtip
movement system.

17. The method of any of claims 11-13 and 16, wherein
the event is selected from at least one of a position
of the aircraft (100), a phase of flight of the aircraft
(100), a speed of the aircraft (100), or a position of
a control surface in the aircraft (100).

Patentansprüche

1. Flügelspitzen-Steuerungssystem, umfassend:

ein Schaltsystem (300) für ein Flugdeck eines
Flugzeugs (100), wobei das Schaltsystem (300)
eine visuelle Anzeige (306) einer Position einer
Flügelspitze des Flugzeugs (100) umfasst, wo-
bei das Schaltsystem (300) konfiguriert ist, in
einen scharfen Zustand (236) versetzt zu wer-
den und ein Scharf-Signal (240) zu erzeugen;
und
eine Steuerung (212) in Verbindung mit dem
Schaltsystem (300), wobei die Steuerung (212)
konfiguriert ist zum:

Empfangen des Scharf-Signals (240) von
dem Schaltsystem (300);
Empfangen einer Anzeige des Eintretens
eines Ereignisses für das Flugzeug (100);
Darstellen, in dem Schaltsystem (300), der
visuellen Anzeige (306) einer gewünschten
Position der Flügelspitze als Reaktion auf
den Empfang des Scharf-Signals (240) und
den Empfang des Hinweises auf das Ein-
treten des Ereignisses, bevor sie, basierend
auf einer Darstellung der visuellen Anzeige
(306) der gewünschten Position der Flügel-
spitze in dem Schaltsystem (300), einen Be-
wegungsbefehl zum Bewegen der Flügel-
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spitze (120, 122) in Richtung der gewünsch-
ten Position erzeugt.

2. Flügelspitzen-Steuerungssystem nach Anspruch 1,
bei dem das Schaltsystem (300) konfiguriert ist, um
vor mindestens einem von einem Start und einer
Landung des Flugzeugs in den scharfen Zustand
(236) versetzt zu werden.

3. Flügelspitzen-Steuerungssystem nach Anspruch 1,
bei dem das Schaltsystem (300) einen ersten Schal-
ter (303) und einen zweiten Schalter (304) umfasst,
bei dem der erste Schalter (303) konfiguriert ist, um
in den scharfen Zustand (236) versetzt zu werden,
und der zweite Schalter (304) konfiguriert ist, um die
gewünschte Position für die Flügelspitze (120, 122)
des Flugzeugs (100) als Reaktion auf das Ereignis
optisch anzuzeigen.

4. Flügelspitzen-Steuerungssystem nach Anspruch 3,
ferner umfassend:

eine erste visuelle Anzeige (308), die dem ers-
ten Schalter (303) zugeordnet und konfiguriert
ist, um den scharfen Zustand (236) des ersten
Schalters (303) anzuzeigen; und
eine zweite visuelle Anzeige (310), die dem
zweiten Schalter (304) zugeordnet und konfigu-
riert ist, um die gewünschte, an die Steuerung
(212) zu sendende Position der Flügelspitze
(120, 122) des Flugzeugs (100) anzuzeigen.

5. Flügelspitzen-Steuerungssystem nach Anspruch 3,
bei dem der zweite Schalter (304) ferner konfiguriert
ist, um von einer Flugbesatzung manuell zwischen
einer ersten Position und einer zweiten Position be-
wegt zu werden, um eine Operation auszuführen,
die aus mindestens einer der folgenden ausgewählt
ist: Bewegung der Flügelspitze (120, 122) auf Befehl,
und Sperren des scharfen Zustands (236) des ersten
Schalters (303).

6. Flügelspitzen-Steuerungssystem nach Anspruch 3,
bei dem die Steuerung (212) konfiguriert ist, um den
zweiten Schalter (304) zu bewegen, um als Reaktion
auf das Ereignis die gewünschte Position für die Flü-
gelspitze (120, 122) des Flugzeugs (100) visuell an-
zuzeigen, und sie ferner konfiguriert ist, um den Be-
wegungsbefehl zum Bewegen der Flügelspitze als
Reaktion auf die Bewegung des zweiten Schalters
zu erzeugen.

7. Flügelspitzen-Steuerungssystem nach Anspruch 3,
bei dem das Schaltsystem (300) einen Schalter um-
fasst, der ausgewählt ist unter: einem Hebel, einem
Drehknopf, einer Taste, einem Schieberegler, einem
physischen Schalter und einem auf einer Anzeige-
vorrichtung angezeigten grafischen Schalter.

8. Flügelspitzen-Steuerungssystem nach Anspruch 1,
bei dem die Steuerung (212) ferner konfiguriert ist,
um die Flügelspitze (120, 122) des Flugzeugs (100)
unter Verwendung eines Flügelspitzen-Bewegungs-
systems als Reaktion auf den Bewegungsbefehl zu
bewegen.

9. Flügelspitzen-Steuerungssystem nach Anspruch 1,
bei dem das Ereignis ausgewählt ist unter mindes-
tens einem der Folgenden: einer Position des Flug-
zeugs (100), einer Flugphase des Flugzeugs (100),
einer Geschwindigkeit des Flugzeugs (100) oder ei-
ner Position einer Ruderfläche in dem Flugzeug
(100).

10. Flügelspitzen-Steuerungssystem nach einem der
Ansprüche 1-3, bei dem die Steuerung (212) ferner
konfiguriert ist, um die Flügelspitze (120, 122) zwi-
schen einer eingeklappten Position und einer aus-
geklappten Position zu bewegen.

11. Verfahren zum Steuern einer Flügelspitze (120, 122)
eines Flugzeugs (100), wobei das Verfahren um-
fasst:

Empfangen eines Signals von einer Flugdeck-
Schnittstelle (208), das den Wunsch nach einer
Änderung der Position der Flügelspitze (120,
122) anzeigt, in einer Flügelspitzensteuerung
(212);
Empfangen einer Anzeige des Eintretens eines
Ereignisses für das Flugzeug;
Darstellen, in dem Schaltsystem (300), einer vi-
suellen Anzeige (306) der gewünschten Positi-
on der Flügelspitze, basierend auf dem Emp-
fang des Signals und der Anzeige des Auftre-
tens des Ereignisses, gefolgt von
Erzeugen, basierend auf der visuellen Anzeige
(306) der gewünschten Position der Flügelspit-
ze in dem Schaltsystem (300), eines Bewe-
gungsbefehls zum Bewegen der Flügelspitze
(120, 122) in eine Position, die der visuellen An-
zeige (306) entspricht.

12. Verfahren nach Anspruch 11, wobei das Verfahren
ferner umfasst:
Erzeugen des Signals, das anzeigt, dass die Ände-
rung der Position der Flügelspitze (120, 122) ge-
wünscht wird, durch das Schaltsystem (300).

13. Verfahren nach Anspruch 12, ferner umfassend:
visuelles Anzeigen eines Zustands des Schaltsys-
tems (300).

14. Verfahren nach Anspruch 12 oder 13, wobei das
Schaltsystem (300) einen ersten Schalter (303) und
einen zweiten Schalter (304) umfasst, wobei der ers-
te Schalter (303) zum Erzeugen des Signals und der
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zweite Schalter (304) zum Bewegen zwischen einer
ersten Position und einer zweiten Position konfigu-
riert ist.

15. Verfahren nach einem der Ansprüche 11-13, ferner
umfassend:
Bewegen der Flügelspitze (120, 122) als Reaktion
auf den Bewegungs befehl.

16. Verfahren nach Anspruch 15, wobei das Ändern der
Position der Flügelspitze (120, 122) umfasst:
Bewegen der Flügelspitze (120, 122) zwischen einer
ausgefahrenen Position und einer nicht ausgefahre-
nen Position unter Verwendung eines Flügelenden-
Bewegungssystems.

17. Verfahren nach einem der Ansprüche 11-13 und 16,
wobei das Ereignis ausgewählt ist unter mindestens
einem der folgenden: einer Position des Flugzeugs
(100), einer Flugphase des Flugzeugs (100), einer
Geschwindigkeit des Flugzeugs (100) oder einer Po-
sition einer Ruderfläche in dem Flugzeug (100).

Revendications

1. Système de commande de bout d’aile comprenant :

un système de commutation (300) pour le poste
de pilotage d’un aéronef (100), le système de
commutation (300) comprenant une indication
visuelle (306) d’une position d’un bout d’aile de
l’aéronef (100), le système de commutation
(300) étant configuré pour être placé dans un
état armé (236) et émettre un signal armé (240) ;
et
un dispositif de commande (212) en communi-
cation avec le système de commutation (300),
dans lequel le dispositif de commande (212) est
configuré pour :

recevoir le signal armé (240) provenant du
système de commutation (300) ;
recevoir une indication de survenue d’un
évènement pour l’aéronef (100) ;
présenter, dans le système de commutation
(300), l’indication visuelle (306) d’une posi-
tion souhaitée du bout d’aile en réponse à
la réception du signal armé (240) et à la ré-
ception de l’indication de la survenue de
l’évènement avant d’émettre, sur la base
d’une présentation de l’indication visuelle
(306) de la position souhaitée du bout d’aile
dans le système de commutation (300), une
commande de déplacement pour déplacer
le bout d’aile (120, 122) vers la position sou-
haitée.

2. Système de commande de bout d’aile selon la re-
vendication 1, dans lequel le système de commuta-
tion (300) est configuré pour être placé dans l’état
armé (236) avant au moins soit un décollage, soit un
atterrissage de l’aéronef.

3. Système de commande de bout d’aile selon la re-
vendication 1, dans lequel le système de commuta-
tion (300) comprend un premier commutateur (303)
et un second commutateur (304), dans lequel le pre-
mier commutateur (303) est configuré pour être pla-
cé dans l’état armé (236) et le second commutateur
(304) est configuré pour indiquer visuellement la po-
sition souhaitée pour le bout d’aile (120, 122) de l’aé-
ronef (100) en réponse à l’événement.

4. Système de commande de bout d’aile selon la re-
vendication 3 comprenant en outre :

une première indication visuelle (308) associée
au premier commutateur (303) et configurée
pour indiquer l’état armé (236) du premier com-
mutateur (303) ; et
une seconde indication visuelle (310) associée
au second commutateur (304) et configurée
pour indiquer la position souhaitée du bout d’aile
(120, 122) de l’aéronef (100) devant être en-
voyée au dispositif de commande (212).

5. Système de commande de bout d’aile selon la re-
vendication 3, dans lequel le second commutateur
(304) est configuré en outre pour être déplacé ma-
nuellement par un équipage de conduite entre une
première position et une seconde position pour ef-
fectuer une opération choisie parmi au moins soit
une commande de déplacement du bout d’aile (120,
122), soit une désactivation de l’état armé (236) du
premier commutateur (303).

6. Système de commande de bout d’aile selon la re-
vendication 3, dans lequel le dispositif de commande
(212) est configuré pour déplacer le second commu-
tateur (304) pour indiquer visuellement la position
souhaitée pour le bout d’aile (120, 122) de l’aéronef
(100) en réponse à l’événement et configuré en outre
pour émettre la commande de déplacement pour dé-
placer le bout d’aile en réponse au déplacement du
second commutateur.

7. Système de commande de bout d’aile selon la re-
vendication 3, dans lequel le système de commuta-
tion (300) comprend un commutateur choisi parmi
soit un levier, soit un bouton rotatif, soit un bouton,
soit un curseur, soit un commutateur physique, soit
un commutateur graphique affiché sur un dispositif
d’affichage.

8. Système de commande de bout d’aile selon la re-
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vendication 1, dans lequel le dispositif de commande
(212) est configuré en outre pour déplacer le bout
d’aile (120, 122) de l’aéronef (100) en utilisant un
système de déplacement de bout d’aile en réponse
à la commande de déplacement.

9. Système de commande de bout d’aile selon la re-
vendication 1, dans lequel l’évènement est choisi
parmi au moins soit une position de l’aéronef (100),
soit une phase de vol de l’aéronef (100), soit une
vitesse de l’aéronef (100), soit une position d’une
gouverne de l’aéronef (100) .

10. Système de commande de bout d’aile selon l’une
quelconque des revendications 1 à 3, dans lequel le
dispositif de commande (212) est configuré en outre
pour déplacer le bout d’aile (120, 122) entre une po-
sition pliée et une position dépliée.

11. Procédé de commande d’un bout d’aile (120, 122)
d’un aéronef (100), le procédé comprenant :

la réception dans un dispositif de commande de
bout d’aile (212), en provenance d’une interface
de poste de pilotage (208), d’un signal indiquant
un souhait de changement de position du bout
d’aile (120, 122) ;
la réception d’une indication de survenue d’un
évènement pour l’aéronef ;
la présentation, dans le système de commuta-
tion (300), d’une indication visuelle (306) de la
position souhaitée du bout d’aile, sur la base de
la réception du signal et de l’indication de la sur-
venue de l’évènement, suivie de
l’émission, sur la base de l’indication visuelle
(306) de la position souhaitée du bout d’aile
dans le système de commutation (300), d’une
commande de déplacement pour déplacer le
bout d’aile (120, 122) jusqu’à une position cor-
respondant à l’indication visuelle (306).

12. Procédé selon la revendication 11, le procédé com-
prenant en outre :
l’émission du signal indiquant que le changement de
position du bout d’aile (120, 122) est souhaité par le
système de commutation (300).

13. Procédé selon la revendication 12, comprenant en
outre :
l’indication visuelle d’un état du système de commu-
tation (300).

14. Procédé selon les revendications 12 ou 13, dans le-
quel le système de commutation (300) comprend un
premier commutateur (303) et un second commuta-
teur (304), le premier commutateur (303) étant con-
figuré pour émettre le signal et le second commuta-
teur (304) étant configuré pour se déplacer entre une

première position et une seconde position.

15. Procédé selon l’une quelconque des revendications
11 à 13 comprenant en outre :
le déplacement du bout d’aile (120, 122) en réponse
à la commande de déplacement.

16. Procédé selon la revendication 15, dans lequel le
changement de position du bout d’aile (120, 122)
comprend :
le déplacement du bout d’aile (120, 122) entre une
position déployée et une position non déployée à
l’aide d’un système de déplacement de bout d’aile.

17. Procédé selon l’une quelconque des revendications
11 à 13 et 16, dans lequel l’évènement est choisi
parmi au moins soit une position de l’aéronef (100),
soit une phase de vol de l’aéronef (100), soit une
vitesse de l’aéronef (100), soit une position d’une
gouverne de l’aéronef (100).
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