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Description

Field of the invention

[0001] The present invention relates to a dye-sensi-
tized solar cell. The present invention also relates to a
method for manufacturing dye-sensitized solar cells.

Prior Art

[0002] Dye-sensitized solar cells (DSC) have been un-
der development for the last 20 years and work on similar
principles as photosynthesis. Unlike silicon solar cells,
these cells obtain energy from sunlight using dyes which
can be manufactured cheap, environmentally unobtru-
sive and in abundance.
[0003] A conventional sandwich type dye-sensitized
solar cell has a few mm thick porous TiO2 electrode layer
deposited onto a transparent conducting substrate. The
TiO2 electrode comprises interconnected TiO2 metal ox-
ide particles dyed by adsorbing dye molecules on the
surface of the TiO2 particles and forming a working elec-
trode. The transparent conducting substrate is normally
a transparent conducting oxide deposited onto a glass
substrate. The transparent conducting oxide layer serves
the function as an electron collector extracting photo-
generated electrons from the working electrode. The
TiO2 electrode is in contact with an electrolyte and an-
other transparent conducting substrate, i.e. a counter
electrode.
[0004] Sunlight is harvested by the dye, producing pho-
to-excited electrons that are injected into the conduction
band of the TiO2 particles and further collected by the
conducting substrate. At the same time, I- ions in the
redox electrolyte reduce the oxidized dye and transport
the generated electron acceptor species to the counter
electrode. The two conducting substrates are sealed at
the edges in order to protect the DSC modules against
the surrounding atmosphere, and to prevent the evapo-
ration or leakage of the DSC components inside the cell.
[0005] During the last 5-10 years, a new kind of DSC
has been developed - the solid state dye-sensitized solar
cell. In this case the liquid electrolyte is replaced by one
of several solid hole conducting materials like, e.g., Cul,
CuSCN, P3HT or Spiro-OMeTAD. The fabrication of Sol-
id State DSCs with 15.0% efficiency was reached by the
means of a hybrid organic-inorganic perovskite
CH3NH3Pbl3 dye.
[0006] Chung et al report in Nature, volume 485, a dye
sensitized solar cell having a semiconductor CsSnl3 per-
ovskite hole conductor, instead of a liquid electrolyte.
[0007] WO2013/171520 describes an optoelectric de-
vice having a photoactive layer comprising a porous per-
ovskite or a porous scaffold material coated with a sem-
iconductor comprising a perovskite and a charge trans-
porting material (hole or electron transporting material)
is disposed within the pores of the porous material so
that it is in contact with the perovskite semiconductor.

The perovskite is reported to typically act as a light-ab-
sorbing material as well as charge transporting semicon-
ductor. The photoactive layer is placed between a first
electrode (back contact) and a second electrode (counter
electrode).
[0008] WO 2013/053501 discloses a dye-sensitized
solar cell comprising a light absorbing layer, a first con-
ducting layer for extracting photo-generated electrons
from the light absorbing layer, a counter electrode includ-
ing a second conducting layer (4), a porous insulting layer
disposed between the first and second conducting layers,
and a conducting medium for transferring charges be-
tween the counter electrode and the light absorbing layer.
[0009] WO 97/16838 discloses series connected pho-
tovoltaic elements arranged as parallel elongated
stripes. Each element comprises a porous photo anode,
a porous counter electrode or cathode and an interme-
diate insulating porous layer separating the photo anode
from the cathode, and an intermediate layer of transpar-
ent conducting material interposed between substrate
and each of the photo anodes. The pores of the different
layers are filled with an electrolyte.
[0010] EP 1 624 472 discloses a porous electrode com-
prising a porous film with through pores filled with an
electrically conducting material.
[0011] WO 2011/096154 discloses a sandwich type
DCS module including a porous insulation substrate, a
working electrode including a porous conductive metal
layer formed on top of the porous insulation substrate
and creating an electron collector in form of a back con-
tact, and a porous semiconductor layer containing an ad-
sorbed dye arranged on top of the porous conductive
metal layer, a transparent substrate facing the porous
semiconductor layer, adapted to face the sun and to
transmit the sun light to the porous semiconductor layer.
The DSC module further includes a counter electrode
including a conducting substrate arranged on a side op-
posite to the porous semiconductor layer of the porous
insulation substrate, and at a distance from the porous
insulation substrate, thereby forming a space between
the porous insulation substrate and the conducting sub-
strate. An electrolyte is filled in the space between the
working electrode and the counter electrode. The porous
conductive metal layer may be created using a paste
including metallic or metal based particles which is ap-
plied on top of the porous insulation substrate by printing,
and followed by heating, drying and baking. An advan-
tage with this type of DSC module is that the conducting
layer of the working electrode is arranged between the
porous insulation substrate and the porous semiconduc-
tor layer. Thus, the conducting layer of the working cell
does not have to be transparent, and can be made of a
material of high conductivity, which increases the current-
handling capability of the DSC module and ensures high
efficiency of the DSC module.
[0012] Figure 1 shows an example of a prior art mon-
olithic dye-sensitized solar cell comprising a working
electrode in the form of a light absorbing layer 1, a first
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conducting layer 2 for extracting photo-generated elec-
trons from the light absorbing layer, a porous insulation
substrate 4, and a counter electrode including a second
conducting layer 3 arranged on the opposite side of the
porous insulation substrate 4. The light absorbing layer
1 may include a porous metal oxide with light absorbing
material deposited on a top side. The porous insulation
substrate 4 is, for example, made of a ceramic microfiber.
The first conducting layer 2 is a layer of a porous con-
ductive material deposited on one side of the porous in-
sulation substrate 4. The second conducting layer 3 is a
layer of a porous conductive material deposited on the
other side of the porous insulation substrate 4. The first
and second conducting layers are, for example, printed
on the porous insulation substrate. The porous insulation
substrate is electrically insulating. Both conducting layers
2, 3 consist of particles that are large enough to not pen-
etrate the pores of the porous substrate. The substrate
4 serves the function of separating the conducting layers
physically and electrically in order to avoid direct elec-
tronic short circuit between the conducting layers 2, 3.
Further, to allow the first and second conducting layers
2, 3 to be printed on the porous substrate, the porous
substrate should be suitable for printing.
[0013] The electrode configuration in figure 1 is infil-
trated with an electrically conducting medium in the pores
of the light absorbing layer, in the pores of the first and
second conducting layers, and in the pores of the porous
substrate (not shown in fig. 1). The conducting medium
forms a continuous layer inside the pores of the conduct-
ing layers, and between the conducting layers inside the
pores of the porous insulation substrate thereby enabling
transport of electrical charge between the counter elec-
trode and the working electrode including the light ab-
sorbing layer 1. The first conducting layer extracts the
electrons from the light absorbing layer and transports
the electrons via an external electrical circuit to the coun-
ter electrode (not shown in fig. 1). The counter electrode
is used to transfer the electrons to the conducting medi-
um. The conducting medium transfers electrons back to
the light absorbing layer thereby completing the electrical
circuit.
[0014] Depending on the nature of the conducting me-
dium, either ions or electrons and holes, can be trans-
ported between the counter electrode and the working
electrode. Electrolytes are used as conducting medium
to transport ions between the counter electrode and the
light absorbing layer of the working electrode. Examples
of electrolytes are liquid electrolytes (such as those
based on the I-/I3-, redox couple or cobalt complexes as
redox couple), gel electrolytes, dry polymer electrolytes
and solid ceramic electrolytes. When ionic charge trans-
porting materials are used as conducting medium, the
counter electrode is normally equipped with a catalytic
substance that serves the purpose of facilitating the
transfer of electrons to the electrolyte.
[0015] Semiconductors can be used as conducting
medium to transport electrons and holes between the

counter electrode and light absorbing layer of the working
electrode. Examples of semiconductors are inorganic
semiconductors, such as CuSCN or Cul, and organic
semiconductors, such as, e.g., Spiro-OMeTAD. When
semiconductors are used as conducting medium, the
counter electrode is normally equipped with a substance
that serves the purpose of creating a good electrical con-
tact, i.e., a low resistive good ohmic contact, between
the counter electrode and the conducting medium. Ex-
amples of materials for such contacts are, e.g., gold, sil-
ver, carbon containing materials such as graphite or
graphene and highly conducting metal oxides such as
FTO, ITO or aluminum doped ZnO or conducting poly-
mers such as PEDOT:PSS, polythiophene, polyacety-
lene, polyaniline, polypyrrole etc. An advantage using
semiconductors as conducting medium in a solar cell is
that they are solid and there is less risk for leakage. A
disadvantage with the semiconductors is their poor con-
ductivity.
[0016] The conducting medium exhibits a certain elec-
trical resistance to transport charges. The electrical re-
sistance increases with the charge transport distance.
Therefore, when electrical charge is transported between
the counter electrode and the light absorbing layer, there
will always be a certain electrical resistive loss in the con-
ducting medium. By making the porous substrate thinner,
the resistive losses can be reduced. However, when the
porous substrate becomes thinner it also becomes more
mechanically fragile.
[0017] Certain conducting media, such as semicon-
ductors, ionic liquid based electrolytes and cobalt com-
plex electrolytes, can have very low electrical conductiv-
ity resulting in very large electrical resistive losses.

Object and summary of the invention

[0018] The object of the present invention is to provide
a monolithic dye-sensitized solar cell having reduced re-
sistive losses in the conducting medium.
[0019] This object is achieved by a dye-sensitized solar
cell as defined in claim 1.
[0020] The dye-sensitized solar cell comprises:

- a light absorbing layer,
- a first conducting layer for extracting photo-generat-

ed electrons from the light absorbing layer,
- a counter electrode including a second conducting

layer,
- a porous insulating layer disposed between the first

and second conducting layers,
- a third conducting layer disposed between the po-

rous insulating layer and the second conducting lay-
er and in electrical contact with the second conduct-
ing layer, and the third conducting layer includes a
porous substrate made of an insulating material, and
conducting particles forming a conducting network
through the insulating material, and

- a conducting medium for transferring charges be-
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tween the counter electrode and the light absorbing
layer.

[0021] With the term "the conducting particles forming
a conducting network through the insulating material" is
meant that the particles form one or more electrically con-
ducting paths through the insulating material in the layer.
[0022] Due to the conducting network in the porous
substrate, the distance between the counter electrode
and the light absorbing layer does no longer depend on
the thickness of the porous substrate. Thus, the thickness
of the insulating layer can be reduced, and by that the
distance between the counter electrode and the light ab-
sorbing layer can be reduced. Accordingly the resistive
losses in the conducting medium is reduced. Due to the
fact that the distance between the counter electrode and
the light absorbing layer does no longer depend on the
thickness of the porous substrate, it is also possible to
use a substrate that is thick enough for safe mechanical
handling.
[0023] The conducting network provides an extension
of the counter electrode, which extends into the porous
substrate. The present invention makes it possible to pro-
vide a minimum distance between the light absorbing
layer and the counter electrode in order to achieve min-
imum electrical resistive losses in the conducting medi-
um.
[0024] The porous substrate handled during the man-
ufacturing of the solar cell will be the porous substrate of
the third conducting layer, or an integral substrate com-
prising the porous substrate of the third conducting layer
and the porous insulation layer. The substrate to be han-
dled can thus have an adequate thickness, and the po-
rous insulating layer preventing short-circuit between the
first and second conducting layers can be thin and elec-
trical resistive losses be minimized.
[0025] The porous insulating layer prevents short cir-
cuit between the first and second conducting layers. The
conducting particles in the third conducting layer form a
conducting network through the insulating material of the
substrate. The conducting network is in electrical contact
with the second conducting layer of the counter electrode
and will therefore significantly increase the conductive
surface area of the counter electrode. The conducting
surface area serves the function of transferring electrons
or holes from the counter electrode to the conducting
medium. The conducting network in the substrate and
the thus increased conductive surface area of the counter
electrode decrease the charge transfer resistance be-
tween the conducting medium and the counter electrode.
Additionally, since the third conducting layer forms a con-
ducting network extending through the insulating mate-
rial of the substrate, the distance between the light ab-
sorbing layer and the third conducting layer is shorter
than the distance between the light absorbing layer and
the second conducting layer. Consequently, since the
third and second conducting layers are in electrical con-
tact, the effective distance between the light absorbing

layer and the second conducting layer is shorter and the
resistive losses in the conducting medium are therefore
reduced.
[0026] The present invention makes it possible to de-
sign the porous insulating layer with an optimal thickness
in dependence on demands on resistance and mechan-
ical properties of the insulating layer. An advantage
achieved with the present invention is that it is possible
to have a thin porous insulating layer disposed between
the first and second conducting layer and still use a thick
porous substrate having sufficient good mechanical
properties for printing the first and second conducting
layers. The invention makes it possible to use a thick
porous substrate, and still achieve minimum electrical
resistive losses in the conducting medium.
[0027] A further advantage achieved with the present
invention is that the efficiency of the counter electrode is
increased due to the fact that the third conducting layer
increases the surface of the counter electrode.
[0028] A further advantage achieved with the present
invention is that the effective distance between the light
absorbing layer and the second conducting layer is re-
duced and therefore the resistive losses in the conductive
medium is reduced as well resulting in a higher efficiency
of the solar cell.
[0029] A further advantage achieved with the present
invention is that it enables the use of conducting media
having low electrical conductivity, such as solid state hole
conductors, ionic liquid based electrolytes or cobalt com-
plex based electrolytes.
[0030] The size of the conducting particles in the third
conducting layer is smaller than the size of the pores of
the porous substrate, and the conducting particles are
accommodated in the pores of the porous substrate.
[0031] Preferably, the porous insulating layer is thinner
than the porous substrate. Preferably, the porous insu-
lating layer is also thinner than the third conducting layer.
[0032] The porous substrate extending from the sec-
ond conducting layer to the porous insulating layer com-
prises infiltrated conducting particles. The porous insu-
lating layer extends from the porous substrate to the first
conducting layer and may be formed as an integral part
of the porous substrate or be a separate layer on the
porous substrate.
[0033] The conducting medium for transferring charg-
es between the counter electrode and the light absorbing
layer can be any suitable conducting medium. Charges
in the form of ions, or electrons and holes can be trans-
ported between the counter electrode and the light ab-
sorbing layer. The conducting medium can be a liquid,
for example a liquid electrolyte, a gel, or a solid material
such as a semiconductor.
[0034] The conducting medium for transferring charg-
es is disposed within the pores of the porous materials
of the light absorbing layer, the first conducting layer, the
porous insulation layer and the porous substrate.
[0035] The solar cell is preferably a monolithic dye-
sensitized solar cell. A monolithic dye-sensitized solar
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cell is characterized in that all layers are directly or indi-
rectly deposited on one and the same porous substrate.
[0036] The first and second conducting layers are po-
sitioned on a shadow side of the light absorbing layer,
i.e. the side opposite the side receiving the light. Thus,
the first and second conducting layers are positioned on
the same side of the light absorbing layer.
[0037] According to an embodiment of the invention,
the porous insulation substrate comprises woven micro-
fibers. Woven microfibers are mechanically strong. Pref-
erably, the woven microfibers are ceramic microfibers,
such as glass fibers. A microfiber is a fiber having a di-
ameter less than 10 mm and a length larger than 1 nm.
Ceramic microfibers are fibers made of a refractory and
inert material, such as glass, SiO2, Al2O3 or aluminosil-
icate. The porous substrate may further comprise non-
woven microfibers. The non-woven microfibers can, for
example, be organic microfibers. Organic microfibers are
fibres made of organic materials such as polymers such
as, e.g., polycaprolactone, PET, PEO etc, or cellulose
such as, e.g., nanocellulose (MFC) or wood pulp. The
non-woven microfibers can also be inorganic such as,
glass, SiO2, Al2O3 or aluminosilicate.
[0038] According to an embodiment of the invention,
the thickness of the third conducting layer is less than 1
mm, and preferably less than 100 mm. Due to the fact
that the third conducting layer is very thin, the demand
on the conductivity of the third conducting layer is rather
low, and lower than the demand on the conductivity of
the first and second layers. Thus, the network of con-
ducting particles achieves a sufficient conductivity.
[0039] According to an embodiment of the invention,
the thickness of the porous insulating layer is between
0.1 mm and 20 mm, and preferably between 0.5 mm and
10 mm. Thus, the electrical resistive losses in the con-
ducting medium are reduced and still short circuit is
avoided between the first and third conducting layer.
[0040] The thickness of the first conducting layer is ad-
vantageously also kept thin in order to have a short dis-
tance between the light absorbing layer and the third con-
ducting layer and the counter electrode. The thickness
of the first conducting layer can be between 0.1 and 40
mm, and preferably between 0.3 and 20 mm.
[0041] According to an embodiment of the invention,
the conducting particles in the third conducting layer are
made of the same material as is used in the second con-
ducting layer. The conducting particles can be made of
metal, metal alloy, metal oxide, or other conducting ma-
terials, for example, titanium, titanium alloys, nickel, nick-
el alloys, carbon based materials, conducting oxides,
conducting nitrides, conducting carbides, conducting sil-
icides, or mixtures thereof. For example, the conducting
particles in the third conducting layer are made from a
material selected from a group consisting of titanium, ti-
tanium alloys, nickel, nickel alloys, carbon based mate-
rials such as graphene or graphite or carbon black or
carbon nanotubes, conducting oxides, conducting ni-
trides, conducting carbides, conducting silicides or mix-

tures thereof. The conducting particles can also be cat-
alytic.
[0042] Preferably, the first and second conducting lay-
ers are made of a material selected from a group con-
sisting of titanium, titanium alloys, nickel, nickel alloys,
graphite, and amorphous carbon, or mixtures thereof.
Most preferably, the conducting layers 2, 3 are made of
titanium or a titanium alloy or mixtures thereof. Other
types of platinized conducting particles can be used in-
stead of FTO, such as, e.g., ATO, ITO, graphite, carbon
black, graphene, or carbon nanotubes. Further, it is pos-
sible to use particles that are both conducting and cata-
lytic such as metal carbides, metal nitrides and metal
silicides.
[0043] According to one embodiment of the invention,
the porous insulating layer is a part of the porous sub-
strate. The solar cell comprises a porous substrate made
of an insulating material and comprising a first portion
including said conducting particles and a second portion
without any conducting particles, and the first portion
forms said third conducting layer and the second portion
forms said porous insulating layer. The second portion
of the porous substrate may be thinner than the first por-
tion of the porous substrate. In this embodiment, the third
conducting layer and the porous insulating layer are dif-
ferent parts of the same porous substrate. Thus, the po-
rous insulating layer can be formed as an integral part of
the porous substrate or be a separate layer on the porous
substrate. The portion of the substrate comprising con-
ducting particles extends from the second conducting
layer towards the first conducting layer and ends at a
distance from the top side of the substrate, to form the
porous insulating layer. An advantage with this embodi-
ment is that it is easy to manufacture.
[0044] According to an embodiment of the invention,
the porous insulating layer is disposed on one side of the
porous substrate, and the second conducting layer is dis-
posed on the opposite side of the porous substrate. For
example, the porous insulating layer is printed on the
porous insulation substrate. In this embodiment of the
invention, the porous insulating layer is formed as a sep-
arate layer on the porous substrate.
[0045] According to an embodiment of the invention,
the solar cell is characterised in that it comprises a porous
substrate extending from the second conducting layer to
a porous insulating layer and comprises conductive par-
ticles forming a conducting network in electrical contact
with the second conducting layer.
[0046] According to an embodiment of the invention,
the porous substrate and the porous insulating layer are
formed as integral layers of an insulating material.
[0047] According to an embodiment of the invention,
the porous insulating layer is a separate layer disposed
on the porous substrate and both the porous insulating
layer and the porous substrate are made of an insulating
material.
[0048] According to an embodiment of the invention,
the porous insulating layer and the porous substrate com-
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prise an insulating material comprising woven microfib-
ers. Woven microfibers includes pores suitable for ac-
commodating the conducting particles. The porous insu-
lating layer may include non-woven microfibers.
[0049] According to an embodiment of the invention,
the conducting medium is a cobalt complex based elec-
trolyte. An advantage with using a cobalt complex based
electrolyte is its high efficiency.
[0050] According to an embodiment of the invention,
the conducting medium is an ionic liquid based electro-
lyte. An advantage with using an ionic liquid based elec-
trolyte is that it can render high long term stability to the
solar cell performance.
[0051] According to an embodiment of the invention,
the conducting medium is a solid state hole conductor.
A solid state hole conductor is, for example, a semicon-
ductor. An advantage using a hole conductor is that it is
a solid material and accordingly the requirement of seal-
ing of the solar cell is reduced. Examples of semiconduc-
tors are inorganic semiconductors, such as CuSCN or
Cul, and organic semiconductors, such as, e.g., P3HT
or Spiro-OMeTAD.
[0052] According to an embodiment of the invention,
the conducting medium is a solid state hole conductor,
or an ionic liquid based electrolyte, or a cobalt complex
based electrolyte. Semiconducting perovskites, like
CH3NH3Pbl3, CH3NH3Pbl3-xClx or CH3NH3Snl3 or other
suitable perovskites can be used.
[0053] According to an embodiment of the invention,
the light absorbing layer comprises a perovskite, like
CH3NH3Pbl3, CH3NH3Pbl3-xClx or CH3NH3Snl3. Also
ther suitable perovskites can be used. An advantage of
using a perovskite is that high solar cell efficiencies can
be reached.
[0054] According to an embodiment of the invention a
perovskite layer can be applied directly onto a first con-
ducting layer of titanium and with the titanium having a
surface layer of TiO2. Thus, the separate nanoparticle
layer of TiO2 can be omitted.
[0055] According to an embodiment of the invention,
the light absorbing layer is a porous TiO2 nanoparticle
layer with adsorbed organic dye. Examples of organic
dyes are: N719, N907, B11, C101. Also other organic
dyes can be used.
[0056] A monolithic dye-sensitized solar cell can be
manufactured by depositing a first conducting layer onto
one side of a porous insulating substrate and a counter
electrode including a second conducting layer onto the
other side of the porous insulating substrate. The light
absorbing layer can be deposited onto the first conduct-
ing layer. This structure has several advantages such as
ease of large-scale manufacturing and providing a well-
defined and constant distance between the second con-
ducting layer and the light absorbing layer. The choice
of conducting medium for transferring charges between
the counter electrode and the light absorbing layer is re-
stricted by the resistive losses in the conductive medium.
By minimizing the distance between the counter elec-

trode and the light absorbing layer, it is possible to min-
imize the resistive loss. By making the porous substrate
thinner, the resistive losses can be reduced and will not
restrict use of conducting medium for transferring charg-
es having high resistive losses. However, very thin po-
rous substrates are difficult to handle and may not have
adequate mechanical strength for handling in a produc-
tion facility.
[0057] Another object of the present invention is to pro-
vide a method for manufacturing a monolithic dye-sen-
sitized solar cell according to the invention.
[0058] This object is achieved by a method as defined
in claim 17.
[0059] The method comprises:

- depositing a blocking agent on a top side of a porous
substrate made of an insulating material, to form a
blocking layer in a first portion of the substrate,

- infiltrating the porous substrate from a bottom side
of the substrate with conducting particles having a
size smaller than the pore size of the substrate to
form a third conducting layer in a second portion of
the substrate,

- depositing an ink comprising conductive particles on
the top side of the insulation substrate to form the
first conducting layer,

- depositing an ink comprising conductive particles on
the bottom side of the porous substrate to form the
second conducting layer, and

- heat treating the formed structure to burn off the
blocking layer thus forming the porous insulating lay-
er.

[0060] The order of the method steps may vary within
the scope of the claims. For example, the second con-
ducting layer can be made before the first conducting
layer.
[0061] An advantage with this method is that it is easy
to manufacture the dye-sensitized solar cell according to
the invention.
[0062] According to an embodiment of the invention,
the blocking agent comprises fibers having a diameter
between 1 nm and 5 mm.
[0063] The blocking layer may consist of polymers, ce-
ramic particles, glass fibers, polymer fibres, carbon na-
notubes (CNT), nanocellulose or microfibrillated cellu-
lose (MFC). It is advantageous to use fibers as a blocking
agent in the blocking layer. It is advantageous to use
fibers with very small diameter.
[0064] This object is also achieved by a method as
defined in claim 19.
[0065] The method comprises:

- providing a porous substrate (8) made of an insulat-
ing material,

- infiltrating the porous substrate with conducting par-
ticles having a size smaller than the pore size of the
substrate to form a third conducting layer (6a),
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- depositing a layer of insulating material on a top side
of the porous substrate to form the porous insulating
layer (5a),

- depositing a porous conductive layer on the porous
insulating layer (5a) to form the first conducting layer,
and

- depositing an ink comprising conductive particles on
a bottom side of the insulation substrate to form the
second conducting layer.

[0066] The order of the method steps may vary within
the scope of the claims. For example, the second con-
ducting layer can be made before the first conducting
layer. For example, the deposition of a porous conductive
layer is a deposition of an ink comprising conductive par-
ticles.
[0067] The porous insulating layer may be deposited
on the porous substrate by screen printing, slot die coat-
ing, spraying, or wet laying. The first and second con-
ducting layers can, for example, be deposited by printing.
The first conducting layer may alternatively be formed by
evaporation or sputtering of a titanium layer onto the po-
rous insulating layer, or any other method for depositing
a thin layer of titanium onto the porous insulating layer.
[0068] The first and second conducting layer may al-
ternatively be formed by evaporation or sputtering of a
titanium layer onto the porous insulating substrate or any
other method for depositing a thin layer of titanium onto
the porous insulating substrate.
[0069] The light absorbing layer is, for example, formed
by depositing a porous TiO2 layer onto the first conduct-
ing layer and thereafter adsorb a dye onto the TiO2 layer.
[0070] In an alternative embodiment a layer of per-
ovskite is directly formed onto the first conducting layer
after the first conducting layer has been treated so that
the surface of the first conducting layer is made of a TiO2
film.

Brief description of the drawings

[0071] The invention will now be explained more close-
ly by the description of different embodiments of the in-
vention and with reference to the appended figures.

Fig. 1 shows a prior art dye-sensitized solar cell.
Fig. 2 shows an example of a dye-sensitized solar
cell according to the invention.
Fig. 3 shows another example of a dye-sensitized
solar cell according to the invention.
Fig. 4 illustrates an example of a method for manu-
facturing a dye-sensitized solar cell according to the
invention.

Detailed description of preferred embodiments of the in-
vention

[0072] Figure 2 shows a first example of a dye-sensi-
tized solar cell according to the invention. The dye-sen-

sitized solar cell comprises a working electrode in the
form of a light absorbing layer 1, a first conducting layer
2 for extracting photo-generated electrons from the light
absorbing layer 1, a counter electrode including a second
conducting layer 3, a porous insulating layer 5a arranged
between the first and second conducting layers, and a
conducting medium (not shown) for transferring charges
between the counter electrode and the working elec-
trode. The dye-sensitized solar cell further comprises a
third conducting layer 6a disposed between the porous
insulating layer 5a and the second conducting layer 3
and in electrical contact with the second conducting layer
3.
[0073] The third conducting layer 6a includes a porous
substrate 4 made of an insulating material and conduct-
ing particles 7 forming a conducting network through the
porous substrate 4. The conducting particles are dis-
posed in pores of the porous substrate 4. The porous
insulating layer 5a is suitably formed by printing a layer
of insulating material on a top side of the porous substrate
4. The insulating material is, for example, an inorganic
material that is positioned between the first and third con-
ducting layers and insulates the first and third conducting
layers from each other and creates a porous insulating
layer between the first and third conducting layer after
heat treatment. The porous substrate 4 extends from the
second conducting layer 3 to the porous insulating layer
5a. In this embodiment, the porous insulation layer 5a is
a separate layer disposed on one side of the porous sub-
strate 4. The first conducting layer 2 is, for example,
formed by printing conducting particles on the porous
insulating layer 5a. Suitably, all of the layers 1,2,3 and
5a are formed by printing. The porous insulating layer 5a
is, for example, made of ceramic microfibers, or materials
derived by delaminating layered crystals such 2D mate-
rials or nanosheets.
[0074] Figure 3 shows a second example of a dye-
sensitized solar cell according to the invention. The dye-
sensitized solar cell comprises a working electrode in the
form of a light absorbing layer 1, a first conducting layer
2, a counter electrode including a second conducting lay-
er 3, and porous substrate 8 made of an insulating ma-
terial. The porous substrate 8 comprises a first portion
8a including conducting particles 9 forming a conducting
network in the insulating material of the porous substrate,
and a second portion 8b without any conducting particles
and forming a porous insulating layer 5b. Thus, the first
portion 8a forms a third conducting layer 6b, and the sec-
ond portion 8b forms a porous insulating layer 5b. In this
embodiment, the porous insulating layer 8b is formed as
an integral part of the porous substrate 8.
[0075] The conducting layers 2,3,6a,6b are porous to
allow a conducting medium to penetrate through the con-
ducting layers. Suitably, the conducting medium is a solid
state hole conductor, or an ionic liquid based electrolyte
or a cobalt complex based electrolyte.
[0076] However, the conducting medium can be any
suitable conducting medium. The conducting medium
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can be a liquid, a gel, or a solid material such as a sem-
iconductor. Examples of electrolytes are liquid electro-
lytes (such as those based on the I-/I3-, redox couple or
cobalt complexes as redox couple), gel electrolytes, dry
polymer electrolytes and solid ceramic electrolytes. Ex-
amples of semiconductors are inorganic semiconduc-
tors, such as CuSCN or Cul, and organic semiconduc-
tors, such as, e.g., Spiro-OMeTAD.
[0077] The porous substrate 4, 8 is, for example, made
of microfibers. A microfiber is a fibre having a diameter
less than 10 mm and length larger than 1 nm. Suitably,
the porous substrate comprises woven microfibers. Ce-
ramic microfibers are fibres made of a refractory and inert
material, such as glass, SiO2, Al2O3 and aluminosilicate.
Organic microfibers are fibres made of organic materials
such as polymers such as, e.g., polycaprolactone, PET,
PEO etc, or cellulose such as, e.g., nanocellulose (MFC)
or wood pulp. The porous substrate 4, 8 may comprise
woven microfibers and non-woven microfibers disposed
on the woven microfibers. The thickness of the porous
substrate 4, 8 is suitably between 10 mm and 1 mm. Such
a layer provides the required mechanical strength.
[0078] The porous substrate 4, 8 is infiltrated by con-
ducting particles 7 so that a conducting network is formed
through the insulating material and by that the third con-
ducting layer 6a, 6b is achieved. The network of electrical
particles in the third layer is in electrical contact with the
second conducting layer 3. The porous insulating layer
5a, 5b prevents short circuit between the first and second
conducting layers. The conducting particles must be
smaller than the pore size of the substrate 4, 8 in order
to be infiltrated effectively. The conducting particles form
a conducting network 7,9 through the insulating material
of the substrate. The conducting network 7,9 is in direct
physical and electrical contact with the second conduct-
ing layer 3 of the counter electrode. The conducting par-
ticles serve the function of transferring electrons from the
counter electrode to the conducting medium. The resis-
tive losses in the conducting medium are reduced due
to the conducting network in the substrate. Thus, it pos-
sible to use a thick porous substrate, and still achieve
minimum electrical resistive losses in the conducting me-
dium.
[0079] Since the network of conducting particles is in
direct physical and electrical contact with the counter
electrode and in the same time are infiltrated a certain
distance into the substrate, it is possible for the counter
electrode to transfer electrons via the conducting parti-
cles to the conducting medium effectively closer to the
light absorbing layer resulting in a smaller effective dis-
tance between the counter electrode and the light ab-
sorbing layer. Therefore the electrical losses in the con-
ducting medium can be reduced by infiltrating conducting
particles into the substrate. In the case of using a semi-
conductor with low electronic conductivity as a conduct-
ing medium, it is necessary to infiltrate the semiconductor
through the light absorbing layer and through the current
collecting layer and into the porous substrate deep

enough such that the semiconductor is brought into direct
physical and electrical contact with the infiltrated con-
ducting particles.
[0080] Preferably, the thickness t1 of the third conduct-
ing layer 6a, 6b is less than 1 mm, and most preferably
less than 100 mm. In this example, the porous substrate
4 has been infiltrated with conducting particles from a
bottom side. The conducting particles can also be cata-
lytic. The conducting particles can be made of metal, met-
al alloy, metal oxide, or other conducting materials, for
example, titanium, titanium alloys, nickel, nickel alloys,
carbon based materials, conducting oxides, conducting
nitrides, conducting carbides, conducting silicides, or
mixtures thereof.
[0081] Electrical contact between the first and second
conducting layers is prevented by the porous insulating
layer 5a,5b. For example, the thickness t2 of the porous
insulating layer is between 0.1 mm and 20 mm, and pref-
erably between 0.5 mm and 10 mm.
[0082] The conducting layers 2,3,6a,6b are porous to
allow the conducting medium to penetrate through the
conducting layers. The material forming the conducting
layer 2, 3 must have a suitable corrosion resistance as
to withstand the environment in the solar cell, and pref-
erably also be resistant to temperatures above 500°C in
air without losing adequate conductivity. Preferably, the
conducting layers 2, 3 are made of a material selected
from a group consisting of titanium, titanium alloys, nick-
el, nickel alloys, graphite, and amorphous carbon, or mix-
tures thereof. Most preferably, the conducting layers 2,
3 are made of titanium or a titanium alloy or mixtures
thereof.
[0083] Preferably, the thickness t) of the first conduct-
ing layer 2 is between 0.1 and 40 mm, or preferably be-
tween 0.3 and 20 mm.
[0084] The light absorbing layer 1 of the working elec-
trode may include a porous TiO2 electrode layer depos-
ited onto the first conducting layer 2. The TiO2 electrode
layer may comprise TiO2 particles dyed by adsorbing
dye molecules on the surface of the TiO2 particles. Al-
ternatively, the first conductive layer has a surface layer
of TiO2 and the light absorbing layer is a perovskite layer.
The porosity of the porous substrate will enable charge
transport through the substrate.
[0085] In the following, an example of a method for
manufacturing the first example of a solar cell according
to the invention is described.
[0086] A porous substrate 4 made of an insulating ma-
terial is infiltrated with conducting particles having a size
smaller than the pore size of the substrate to form a third
conducting layer. The substrate is infiltrated so that a
network of conduction particles is formed through the en-
tire substrate. A layer of insulating material is deposited
on one side of the porous substrate to form a porous
insulating layer. The insulating material is, for example,
microfibers made of a ceramic or organic material. An
ink comprising conductive particles are deposited on the
porous insulating layer to form the first conducting layer,
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and an ink comprising conductive particles are deposited
on an opposite side of the porous substrate to form the
second conducting layer. The porous insulating layer is,
for example, deposited on the porous substrate by screen
printing, slot die coating, spraying, or wet laying. The po-
rous first and second conducting layers are, for example,
deposited on the porous substrate by screen printing or
any other suitable printing technique.
[0087] In the following an example of a method for man-
ufacturing the second example of a solar cell according
to the invention is described with reference to figure 4.
Figure 4 illustrates the deposition sequence in the man-
ufacturing method.
[0088] Step 1: A blocking agent is deposited on a top
side of a substrate 8 made of an insulating material, to
form a blocking layer 10 in a second portion 8b of the
substrate 8. The blocking layer is deposited in order to
physically prevent the conducting particles from being
infiltrated all the way to other side of the substrate. There-
fore, the blocking layer 10 prevents direct physical and
electrical contact between the first conducting layer and
the conducting particles. The blocking layer may consist
of polymers, ceramic particles, polymer fibres, glass fib-
ers, carbon nanotubes (CNT), nanocellulose or microfi-
brillated cellulose (MFC). It is advantageous to use fibers
as a blocking agent in the blocking layer. It is advanta-
geous to use fibers with very small diameter.
[0089] Step 2: The porous substrate 8 is infiltrated from
a bottom side of the substrate with conducting particles
having a size smaller than the pore size of the substrate
to form a third conducting layer 6b in a first portion 8a of
the substrate. The conducting particles may consist of
the same material as is used in the second conducting
layer. It is also possible to use other types of particles
such as carbon based materials (graphite, carbon black,
CNT, graphene, etc). It is also possible to use other types
of particles such as conducting oxides (ITO,FTO, ATO
etc) or carbides, nitrides or silicides.
[0090] Step 3: An ink comprising conductive particles
is printed on the top side of the porous substrate 8 to
form the first conducting layer 2.
[0091] Step 4: An ink comprising conductive particles
is printed on the bottom side of the porous substrate 4
to form the second conducting layer 3.
[0092] Step 5: A TiO2 electrode layer is deposited onto
the first conducting layer 2 to form the working electrode
1.
[0093] Step 6: The substrate is heat treated to burn off
the blocking layer 10 thus forming the porous insulating
layer 5b.
[0094] In the following two more detailed examples of
methods for manufacturing a solar cell according to the
invention will be described.

Example 1

Liquid redox electrolyte based Dye-sensitized Solar Cell 
(DSC)

[0095] In the first step a 28 mm thin glass fabric
(MS1037, Asahi Kasei E-materials), was wet laid with a
glass microfiber stock solution containing C-glass micro-
fiber, fiber diameter: 0.5 mm) and water based colloidal
silica.). The wet laid glass fabric was then dried at 110°C
5 min in air in a belt oven.
[0096] Subsequently in a second step the glass micro-
fiber deposited glass fabric was then wet laid with a so-
lution containing dispersed glass microfibers and nano-
cellulose on the other side in order to create a blocking
layer: The nanocellulose which was added to the second
glass fiber stock serves the function of creating a blocking
layer that prevents conducting particles from passing
through the blocking layer. The blocking effect can be
enhanced by increasing the amount of added nanocel-
lulose to the glass fiber stock. Thus, infiltrated particles
in the third conducting layer can therefore be blocked by
the blocking layer.
[0097] A variation of the second step is to omit adding
glass microfiber to the solution that contains nanocellu-
lose and is used to create the blocking layer. Another
variation of the second step is to print or spray a solution
of nanocellulose onto one of the sides of the dried glass
microfiber treated glass fabric in order to create a block-
ing layer. Another variation of the second step is to use
dispersed carbon nanotubes or a dispersed 2D material
instead of nanocellulose in order to create a blocking
layer.
[0098] Subsequently in a third step, an ink containing
platinized FTO particles was prepared by first mixing FTO
particles of 80 nm diameter with an isopropanol solution
of hexachloroplatinic acid and then drying the mixture at
60C for 30 min and then heating the treated powder in
air to 400C for 15 min. After the heat treatment the plat-
inized FTO powder was grinded together with terpineol
in a ball mill to create the final ink containing platinized
FTO particles in terpineol. In the next step the double
sided deposited glass fabric with a blocking layer was
infiltrated with conducting catalytic particles by printing,
for example, screen printing, the ink containing platinized
FTO particles on the non-woven glass microfiber side
opposite to the blocking layer side. The printed ink was
then allowed to dry in air at 120C for 10 min.
[0099] A variation of the third step is to use other types
of platinized conducting particles instead of FTO, such
as, e.g., ATO, ITO, graphite, carbon black, graphene, or
carbon nanotubes. Another variation of the third step is
to use particles that are both conducting and catalytic
such as metal carbides, metal nitrides and metal silicides.
[0100] Subsequently in a fourth step an ink was pre-
pared by mixing TiH2 with terpineol using 50:50 ratio by
weight. The ink was then bead milled for 25 minutes at
5000 RPM using 0.3 mm zirconia beads. The zirconia

15 16 



EP 2 997 585 B1

10

5

10

15

20

25

30

35

40

45

50

55

beads were then separated from the ink by filtration. The
filtered ink was then printed onto the double sided de-
posited glass fabric having a blocking layer and layer of
infiltrated platinized FTO particles and then dried at 200
°C for 5 minutes. Subsequently the filtered ink was printed
onto the other side of the glass fabric and then dried at
200 °C for 5 minutes. Subsequently the deposited glass
fabric was vacuum sintered at 600 °C. The pressure dur-
ing sintering was lower than 0.0001 mbar. Consequently
a first conducting layer and a second conducting layer
and a third conducting layer was formed after the vacuum
heating process.
[0101] Subsequently in a fifth step a TiO2 based ink
(Dyesol 18NR-T) was screen printed on top of the first
conducting layer and then dried at 120C for 10 min.
[0102] Subsequently in a sixth step the treated glass
fabric was heated in air to 500C for 20 minutes. Conse-
quently the deposited TiO2 layer was sintered and the
nanocellulose based blocking layer was removed by
combustion.
[0103] Subsequently in a seventh step the treated
glass fabric was immersed in a solution of 1 mM Z907
dye in methoxy- propanol and heat treated at 70 °C for
120 minutes and then rinsed in methoxy propanol and
dried. Consequently the sintered TiO2 film was dye-sen-
sitized.
[0104] Subsequently in an eighth step an iodide/triio-
dide (I-/I3)- based redox electrolyte containing polymer
was deposited on top of the TiO2 layer in the form of a gel.
[0105] Subsequently in a ninth step the cell was sealed
by infiltrating a polymer at the edges around the DSC
and covering the both sides with glass in the same time
allowing for external electrical connection to the first and
second conducting layer.

Example 2

Solid state hole conductor based DSC

[0106] In the first step same materials and procedure
as the first step in example 1 is used.
[0107] Subsequently in a second step same materials
and procedure as in the second step in example 1 is used.
[0108] Subsequently in a third step an ink containing
carbon particles was prepared by mixing 75 grams graph-
ite and 25 grams carbon black (Super P-Li) and 15 grams
of TiO2 (20 nm diameter) with terpineol then grinding the
mixture in a ball mill to produce the final ink. In the next
step the double sided deposited glass fabric with a block-
ing layer was infiltrated with conducting carbon particles
by printing, for example screen printing, the ink on the
non-woven glass microfiber side opposite to the blocking
layer side. The printed ink was then allowed to dry in air
at 120 °C for 10 min. A variation of the third step is to use
carbon particles that are gold plated.
[0109] Another variation of the third step is to use other
types of particles that have both sufficient conductivity
and also low ohmic resistance to the hole conductor such

as FTO or ITO.
[0110] Subsequently in a fourth step an ink was pre-
pared by mixing TiH2 with terpineol using 50:50 ratio by
weight. The ink was then bead milled for 25 minutes at
5000 RPM using 0.3 mm zirconia beads. The zirconia
beads were then separated from the ink by filtration. The
filtered ink was then printed onto the double sided de-
posited glass fabric having a blocking layer and layer of
infiltrated carbon particles and then dried at 200°C for 5
minutes. Subsequently the filtered ink was printed onto
the other side of the glass fabric and then dried at 200
°C for 5 minutes. Subsequently the deposited glass fabric
was vacuum sintered at 600°C. The pressure during sin-
tering was lower than 0.0001 mbar. Consequently a first
conducting layer and a second conducting layer and a
third conducting layer was formed after the vacuum heat-
ing process.
[0111] Subsequently in a fifth step a TiO2 based ink
(Dyesol 18NR-T) was screen printed on top of the first
conducting layer and then dried at 120C for 10 min. The
TiO2 based ink was diluted 5 times with terpineol before
printing. A variation is to omit the fifth step and therefore
to omit the deposition of the TiO2 based ink.
[0112] Subsequently in a sixth step the treated glass
fabric was heated in air to 500C for 20 minutes. Conse-
quently the deposited TiO2 layer was sintered and the
nanocellulose blocking layer was removed by combus-
tion.
[0113] In the case the deposition of TiO2 was omitted
in the fifth step there is no deposited TiO2 layer to be
sintered and the nanocellulose will be removed by com-
bustion.
[0114] Subsequently in a seventh step a thin layer of
a dimethylformamide solution of organic-inorganic per-
ovskite (CH3NH3PbI3) was ultrasonically sprayed onto
the TiO2 layer and dried at 125C for 30 min.
[0115] In the case the deposition of TiO2 was omitted
in the fifth step the organic-inorganic perovskite is
sprayed directly onto the first conducting layer after sin-
tering of the first conducting layer.
[0116] A variation of the seventh step is to use mixed
halides such as (CH3NH3PbI3xClx).
[0117] Another variation of the seventh step is to use
tin based perovskite such as CH3NH3SnI3
[0118] Another variation of the seventh step is to de-
posit the solution of the perovskite by the ink jet method
or by slot die coating.
[0119] Another variation of the seventh step is to de-
posit the perovskite in a sequential two-step process by
first depositing PbI2 solution and then drying and then
depositing CH3NH3I solution and then drying and then
heating the two dried deposits in order to complete the
reaction between PbI2 and CH3NH3I to form
CH3NH3PbI3.
[0120] Another variation of the seventh step is to de-
posit the perovskite in a two-step process by first depos-
iting SnI2 and then drying and then depositing CH3NH3I
and then drying and then heating the two deposits in order
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to complete the reaction between SnI2 and CH3NH3I to
form CH3NH3SnI3.
[0121] Subsequently in an eighth step a solution of
spiro-MeOTAD (84 mg spiro-OMeTAD in 1 ml chloroben-
zene, mixed with 7 microliters of tert-butyl pyridine and
15 microliters of LiTFSI (lithium bis(trifle romethanesul-
fonyl)imide) in acetonitrile) was ultrasonically sprayed on
top of the TiO2 layer and dried 5 min at 50C.
[0122] A variation of the eighth step is to deposit solu-
tions of Cul, CuSCN or P3HT instead of spiro-OMeTAD
as a hole conductor.
[0123] Subsequently in a ninth step the cell was sealed
by infiltrating a polymer at the edges around the DSC
and covering both sides with glass and in the same time
allowing for external electrical connection to the first and
second conducting layer.
[0124] The porous insulating layer 5a can be deposited
on the porous substrate by any of screen printing, slot
die coating, spraying, or wet laying.
[0125] The invention is not limited to the above de-
scribed embodiment and can be varied within the scope
of the claims. For example, the method for manufacturing
a dye-sensitized solar cell can be carried out in many
different ways.

Claims

1. A dye-sensitized solar cell comprising:

- a light absorbing layer (1),
- a first conducting layer (2) for extracting photo-
generated electrons from the light absorbing lay-
er,
- a counter electrode including a second con-
ducting layer (3),
- a porous insulating layer (5a;5b) disposed be-
tween the first and second conducting layers,
and
- a conducting medium for transferring charges
between the counter electrode and the light ab-
sorbing layer, characterized in that the solar
cell further comprises a third conducting layer
(6a;6b) disposed between the porous insulating
layer and the second conducting layer and in
electrical contact with the second conducting
layer, and the third conducting layer includes a
porous substrate (4;8) made of an insulating ma-
terial, and conducting particles accommodated
in the pores of the porous substrate and forming
a conducting network (7) through the insulating
material.

2. The dye-sensitized solar cell according to claim 1,
wherein the porous substrate (4;8) comprises woven
microfibers.

3. The dye-sensitized solar cell according to any of the

previous claims, wherein the thickness (t2) of the
porous insulating layer (5a;5b) is between 0.1 mm
and 20 mm, and preferably between 0.5 mm and 10
mm.

4. The dye-sensitized solar cell according to any of the
previous claims, wherein the thickness (t1) of the
third conducting layer (6a;6b) is less than 1mm, and
preferably less than 100 mm.

5. The dye-sensitized solar cell according to any of the
previous claims, wherein said conducting particles
are made of the same material as is used in the sec-
ond conducting layer (3).

6. The dye-sensitized solar cell according to any of the
previous claims, wherein said conducting particles
are made from a material selected from a group con-
sisting of titanium, titanium alloys, nickel, nickel al-
loys, carbon based materials, conducting oxides,
conducting nitrides, conducting carbides, conduct-
ing silicides, or mixtures thereof.

7. The dye-sensitized solar cell according to any of the
previous claims, wherein said porous substrate (8)
comprises a first portion (8a) including said network
(7) of conducting particles, and a second portion (8b)
without conducting particles, and the first portion
forms said third conducting layer (6b) and the second
portion forms said porous insulating layer (5b).

8. The dye-sensitized solar cell according to claim 7,
wherein said second portion (8b) of the porous sub-
strate is thinner than said first portion (8a) of the po-
rous substrate.

9. The dye-sensitized solar cell according to any of the
claims 1 - 6, wherein the porous insulating layer (5a)
is disposed on one side of the porous substrate (4),
and the second conducting layer (3) is disposed on
the opposite side of the porous substrate.

10. The dye-sensitized solar cell according to any of the
previous claims wherein the conducting medium is
an ionic liquid based electrolyte.

11. The dye-sensitized solar cell according to any of the
previous claims wherein the conducting medium is
a cobalt complex based electrolyte.

12. The dye-sensitized solar cell according to any of the
previous claims, wherein the conducting medium is
a solid state hole conductor.

13. The dye-sensitized solar cell according to claim 12
wherein the solid state hole conductor is a per-
ovskite.
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14. The dye-sensitized solar cell according to any of the
previous claims, wherein the light absorbing layer
(1) comprises perovskite.

15. The dye-sensitized solar cell according to any of the
previous claims, wherein the first conductive layer
(2) has a surface layer of TiO2 and the light absorbing
layer (1) is a perovskite layer.

16. A method for manufacturing a dye-sensitized solar
cell comprising a first and a second conducting layer
(2,3) and a porous insulating layer (5b) disposed be-
tween the first and second conducting layer, wherein
the method comprises:

- depositing a blocking agent on a top side of a
porous substrate (8) made of an insulating ma-
terial, to form a blocking layer (10) in a portion
(8b) of the substrate,
- infiltrating the porous substrate from a bottom
side of the substrate with conducting particles
having a size smaller than the pore size of the
substrate to form a third conducting layer (6b)
in another portion (8a) of the substrate,
- depositing a porous conductive layer on the
top side of the porous substrate to form the first
conducting layer,
- depositing an ink comprising conductive parti-
cles on the bottom side of the porous substrate
to form the second conducting layer, and
- heat treating the substrate to burn off the block-
ing layer thus forming the porous insulating lay-
er.

17. The method according to claim 16, wherein said
blocking agent comprises fibers having a diameter
between 1 nm and 5 mm.

18. A method for manufacturing a dye-sensitized solar
cell comprising a first and a second conducting layer
(2,3) and a porous insulating layer (5a) disposed be-
tween the first and second conducting layer, wherein
the method comprises:

- providing a porous substrate (8) made of an
insulating material,
- infiltrating the porous substrate with conducting
particles having a size smaller than the pore size
of the substrate to form a third conducting layer
(6a),
- depositing a layer of insulating material on a
top side of the porous substrate to form the po-
rous insulating layer (5a),
- depositing a porous conductive layer on the
porous insulating layer (5a) to form the first con-
ducting layer, and
- depositing an ink comprising conductive parti-
cles on a bottom side of the insulation substrate

to form the second conducting layer.

19. The method according to claim 18, wherein said po-
rous insulating layer (5a) is deposited on the porous
substrate by any of screen printing, slot die coating,
spraying, and wet laying.

20. The method according to any of claims 16 - 19,
wherein a light absorbing layer comprising TiO2 is
deposited on the first conductive layer.

21. The method according to any of claims 16 - 20,
wherein a light absorbing layer comprising a per-
ovskite layer is deposited on the first conductive lay-
er.

Patentansprüche

1. Farbstoffsolarzelle, umfassend:

- eine lichtabsorbierende Schicht (1),
- eine erste leitende Schicht (2) zum Extrahieren
fotoelektrisch erzeugter Elektronen aus der
lichtabsorbierenden Schicht,
- eine Gegenelektrode, die eine zweite leitende
Schicht (3) umfasst,
- eine poröse isolierende Schicht (5a; 5b), die
zwischen der ersten und zweiten leitenden
Schicht angeordnet ist, und
- ein leitendes Medium zum Übertragen von La-
dungen zwischen der Gegenelektrode und der
lichtabsorbierenden Schicht, dadurch gekenn-
zeichnet, dass die Solarzelle ferner eine dritte
leitende Schicht (6a; 6b) umfasst, die zwischen
der porösen isolierenden Schicht und der zwei-
ten leitenden Schicht angeordnet ist und sich in
elektrischem Kontakt mit der zweiten leitenden
Schicht befindet, und dadurch, dass die dritte
leitende Schicht ein poröses Substrat (4; 8), das
aus einem isolierenden Material gefertigt ist,
und leitende Partikel umfasst, die in den Poren
des porösen Substrats beherbergt sind und ein
leitendes Netzwerk (7) durch das isolierende
Material bilden.

2. Farbstoffsolarzelle nach Anspruch 1, wobei das po-
röse Substrat (4; 8) gewebte Mikrofasern umfasst.

3. Farbstoffsolarzelle nach einem der vorhergehenden
Ansprüche, wobei die Dicke (t2) der porösen isolie-
renden Schicht (5a; 5b) zwischen 0,1 mm und 20 mm
und vorzugsweise zwischen 0,5 mm und 10 mm be-
trägt.

4. Farbstoffsolarzelle nach einem der vorhergehenden
Ansprüche, wobei die Dicke (t1) der dritten leitenden
Schicht (6a; 6b) weniger als 1 mm und vorzugsweise
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weniger als 100 mm beträgt.

5. Farbstoffsolarzelle nach einem der vorhergehenden
Ansprüche, wobei die leitenden Partikel aus dem-
selben Material gefertigt sind, wie das, das in der
zweiten leitenden Schicht (3) verwendet wird.

6. Farbstoffsolarzelle nach einem der vorhergehenden
Ansprüche, wobei die leitenden Partikel aus einem
Material gefertigt sind, das aus einer Gruppe ausge-
wählt ist, die aus Titan, Titanlegierungen, Nickel, Ni-
ckellegierungen, Materialien auf Kohlenstoffbasis,
leitenden Oxiden, leitenden Nitriden, leitenden Kar-
biden, leitenden Siliziden oder Mischungen daraus
besteht.

7. Farbstoffsolarzelle nach einem der vorhergehenden
Ansprüche, wobei das poröse Substrat (8) einen ers-
ten Abschnitt (8a), der das Netzwerk (7) leitender
Partikel beinhaltet, und einen zweiten Abschnitt (8b)
ohne leitende Partikel umfasst, und wobei der erste
Abschnitt die dritte leitende Schicht (6b) bildet und
der zweite Abschnitt die poröse isolierende Schicht
(5b) bildet.

8. Farbstoffsolarzelle nach Anspruch 7, wobei der
zweite Abschnitt (8b) des porösen Substrats dünner
als der erste Abschnitt (8a) des porösen Substrats
ist.

9. Farbstoffsolarzelle nach einem der Ansprüche 1 bis
6, wobei die poröse isolierende Schicht (5a) auf einer
Seite des porösen Substrats (4) angeordnet ist und
die zweite leitende Schicht (3) auf der gegenüber-
liegenden Schicht des porösen Substrats angeord-
net ist.

10. Farbstoffsolarzelle nach einem der vorhergehenden
Ansprüche, wobei das leitende Medium ein Elektro-
lyt auf Basis einer ionischen Flüssigkeit ist.

11. Farbstoffsolarzelle nach einem der vorhergehenden
Ansprüche, wobei das leitende Medium ein Elektro-
lyt auf Basis eines Kobaltkomplexes ist.

12. Farbstoffsolarzelle nach einem der vorhergehenden
Ansprüche, wobei das leitende Medium ein Halblei-
ter mit Löcherleitung ist.

13. Farbstoffsolarzelle nach Anspruch 12, wobei der
Halbleiter mit Löcherleitung ein Perowskit ist.

14. Farbstoffsolarzelle nach einem der vorhergehenden
Ansprüche, wobei die lichtabsorbierende Schicht (1)
Perowskit umfasst.

15. Farbstoffsolarzelle nach einem der vorhergehenden
Ansprüche, wobei die erste leitfähige Schicht (2) ei-

ne Oberflächenschicht aus TiO2 aufweist und die
lichtabsorbierende Schicht (1) eine Perowskit-
Schicht ist.

16. Verfahren zur Herstellung einer Farbstoffsolarzelle
umfassend eine erste und eine zweite leitende
Schicht (2, 3) und eine poröse isolierende Schicht
(5b), die zwischen der ersten und zweiten leitenden
Schicht angeordnet ist, wobei das Verfahren Folgen-
des umfasst:

- Aufbringen eines Blockers auf eine Oberseite
eines porösen Substrats (8), das aus einem iso-
lierenden Material gefertigt ist, um eine blockie-
rende Schicht (10) in einem Abschnitt (8b) des
Substrats zu bilden,
- Durchsetzen des porösen Substrats von einer
Unterseite des Substrats mit leitenden Partikeln,
die eine Größe aufweisen, die kleiner als die Po-
rengröße des Substrats ist, um eine dritte leiten-
de Schicht (6b) in einem weiteren Abschnitt (8a)
des Substrats zu bilden,
- Aufbringen einer porösen leitfähigen Schicht
auf die Oberseite des porösen Substrats, um die
erste leitende Schicht zu bilden,
- Aufbringen einer Tinte, die leitfähige Partikel
umfasst, auf die Unterseite des porösen Subst-
rats, um die zweite leitende Schicht zu bilden,
und
- Wärmebehandeln des Substrats, um die blo-
ckierende Schicht abzubrennen und dadurch
die poröse isolierende Schicht zu bilden.

17. Verfahren nach Anspruch 16, wobei der Blocker Fa-
sern umfasst, die einen Durchmesser zwischen 1
nm und 5 mm aufweisen.

18. Verfahren zur Herstellung einer Farbstoffsolarzelle
umfassend eine erste und eine zweite leitende
Schicht (2, 3) und eine poröse isolierende Schicht
(5a), die zwischen der ersten und zweiten leitenden
Schicht angeordnet ist, wobei das Verfahren Folgen-
des umfasst:

- Bereitstellen eines porösen Substrats (8), das
aus einem isolierenden Material gefertigt ist,
- Durchsetzen des porösen Substrats mit leiten-
den Partikeln, die eine Größe aufweisen, die
kleiner als die Porengröße des Substrats ist, um
eine dritte leitende Schicht (6a) zu bilden,
- Aufbringen einer Schicht isolierenden Materi-
als auf eine Oberseite des porösen Substrats,
um die poröse isolierende Schicht (5a) zu bilden,
- Aufbringen einer porösen leitfähigen Schicht
auf die poröse isolierende Schicht (5a), um die
erste leitende Schicht zu bilden, und
- Aufbringen einer Tinte, die leitfähige Partikel
umfasst, auf eine Unterseite des Isolierungs-
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substrats, um die zweite leitende Schicht zu bil-
den.

19. Verfahren nach Anspruch 18, wobei die poröse iso-
lierende Schicht (5a) entweder durch Siebdruck,
Schlitzdüsenbeschichtung, Sprühen oder Handauf-
legeverfahren auf das poröse Substrat aufgebracht
wird.

20. Verfahren nach einem der Ansprüche 16 bis 19, wo-
bei eine lichtabsorbierende Schicht umfassend TiO2
auf die erste leitfähige Schicht aufgebracht wird.

21. Verfahren nach einem der Ansprüche 16 bis 20, wo-
bei eine lichtabsorbierende Schicht umfassend eine
Perowskit-Schicht auf die erste leitfähige Schicht
aufgebracht wird.

Revendications

1. Cellule solaire à colorant, comprenant :

- une couche absorbant la lumière (1),
- une première couche conductrice (2) destinée
à extraire des électrons photogénérés de la cou-
che absorbant la lumière,
- une contre-électrode comportant une deuxiè-
me couche conductrice (3),
- une couche isolante poreuse (5a ; 5b) dispo-
sée entre la première et la deuxième couche
conductrice, et
- un milieu conducteur destiné à transférer des
charges entre la contre-électrode et la couche
absorbant la lumière, caractérisée en ce que
la cellule solaire comprend en outre une troisiè-
me couche conductrice (6a ; 6b) disposée entre
la couche isolante poreuse et la deuxième cou-
che conductrice et en contact électrique avec la
deuxième couche conductrice, et la troisième
couche conductrice comporte un substrat po-
reux (4 ; 8) en matériau isolant, et des particules
conductrices logées dans les pores du substrat
poreux et formant un réseau conducteur (7) à
travers le matériau isolant.

2. Cellule solaire à colorant selon la revendication 1,
dans laquelle le substrat poreux (4 ; 8) comprend
des microfibres tissées.

3. Cellule solaire à colorant selon l’une quelconque des
revendications précédentes, dans laquelle l’épais-
seur (t2) de la couche isolante poreuse (5a ; 5b) est
comprise entre 0,1 mm et 20 mm, et de préférence
entre 0,5 mm et 10 mm.

4. Cellule solaire à colorant selon l’une quelconque des
revendications précédentes, dans laquelle l’épais-

seur (t1) de la troisième couche conductrice (6a ; 6b)
est inférieure à 1 mm, et de préférence inférieure à
100 mm.

5. Cellule solaire à colorant selon l’une quelconque des
revendications précédentes, dans laquelle lesdites
particules conductrices sont constituées du même
matériau que celui utilisé dans la deuxième couche
conductrice (3).

6. Cellule solaire à colorant selon l’une quelconque des
revendications précédentes, dans laquelle lesdites
particules conductrices sont constituées d’un maté-
riau choisi dans un groupe constitué du titane, des
alliages de titane, du nickel, des alliages de nickel,
des matériaux à base de carbone, des oxydes con-
ducteurs, des nitrures conducteurs, des carbures
conducteurs, des siliciures conducteurs, et de mé-
langes de ceux-ci.

7. Cellule solaire à colorant selon l’une quelconque des
revendications précédentes, dans laquelle ledit
substrat poreux (8) comprend une première partie
(8a) contenant ledit réseau (7) de particules conduc-
trices, et une seconde partie (8b) sans particules
conductrices, la première partie formant ladite troi-
sième couche conductrice (6b) et la seconde partie
formant ladite couche isolante poreuse (5b).

8. Cellule solaire à colorant selon la revendication 7,
dans laquelle ladite seconde partie (8b) du substrat
poreux est plus fine que ladite première partie (8a)
du substrat poreux.

9. Cellule solaire à colorant selon l’une quelconque des
revendications 1 à 6, dans laquelle la couche isolan-
te poreuse (5a) est disposée sur un côté du substrat
poreux (4), et la deuxième couche conductrice (3)
est disposée sur le côté opposé du substrat poreux.

10. Cellule solaire à colorant selon l’une quelconque des
revendications précédentes, dans laquelle le milieu
conducteur est un électrolyte à base de liquide ioni-
que.

11. Cellule solaire à colorant selon l’une quelconque des
revendications précédentes, dans laquelle le milieu
conducteur est un électrolyte à base de complexe
de cobalt.

12. Cellule solaire à colorant selon l’une quelconque des
revendications précédentes, dans laquelle le milieu
conducteur est un conducteur par trous à l’état soli-
de.

13. Cellule solaire à colorant selon la revendication 12,
dans laquelle le conducteur par trous à l’état solide
est une pérovskite.
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14. Cellule solaire à colorant selon l’une quelconque des
revendications précédentes, dans laquelle la couche
absorbant la lumière (1) comprend de la pérovskite.

15. Cellule solaire à colorant selon l’une quelconque des
revendications précédentes, dans laquelle la pre-
mière couche conductrice (2) présente une couche
de surface en TiO2 et la couche absorbant la lumière
(1) est une couche de pérovskite.

16. Procédé de fabrication d’une cellule solaire à colo-
rant comprenant une première et une deuxième cou-
che conductrice (2, 3) et une couche isolante poreu-
se (5b) disposée entre la première et la deuxième
couche conductrice, le procédé comprenant :

- le dépôt d’un agent de barrage sur le côté su-
périeur d’un substrat poreux (8) constitué de ma-
tériau isolant, afin de former une couche de bar-
rage (10) dans une partie (8b) du substrat,
- l’infiltration dans le substrat poreux, par le côté
inférieur du substrat, de particules conductrices
ayant une taille inférieure à la taille des pores
du substrat afin de former une troisième couche
conductrice (6b) dans une autre partie (8a) du
substrat,
- le dépôt d’une couche conductrice poreuse sur
le côté supérieur du substrat poreux afin de for-
mer la première couche conductrice,
- le dépôt d’une encre comprenant des particu-
les conductrices sur le côté inférieur du substrat
poreux afin de former la deuxième couche con-
ductrice, et
- le traitement thermique du substrat afin de brû-
ler la couche de barrage, formant ainsi la couche
isolante poreuse.

17. Procédé selon la revendication 16, dans lequel ledit
agent de barrage comprend des fibres ayant un dia-
mètre compris entre 1 nm et 5 mm.

18. Procédé de fabrication d’une cellule solaire à colo-
rant comprenant une première et une deuxième cou-
che conductrice (2, 3) et une couche isolante poreu-
se (5a) disposée entre la première et la deuxième
couche conductrice, le procédé comprenant :

- la mise à disposition d’un substrat poreux (8)
constitué d’un matériau isolant,
- l’infiltration dans le substrat poreux de particu-
les conductrices ayant une taille inférieure à la
taille des pores du substrat afin de former une
troisième couche conductrice (6a),
- le dépôt d’une couche de matériau isolant sur
le côté supérieur du substrat poreux afin de for-
mer la couche isolante poreuse (5a),
- le dépôt d’une couche conductrice poreuse sur
la couche isolante poreuse (5a) afin de former

la première couche conductrice, et
- le dépôt d’une encre comprenant des particu-
les conductrices sur le côté inférieur du substrat
isolant afin de former la deuxième couche con-
ductrice.

19. Procédé selon la revendication 18, dans lequel ladite
couche isolante poreuse (5a) est déposée sur le
substrat poreux par sérigraphie, enduction par filière
plate, pulvérisation ou dépôt par voie humide.

20. Procédé selon l’une quelconque des revendications
16 à 19, dans lequel une couche absorbant la lumière
comprenant du TiO2 est déposée sur la première
couche conductrice.

21. Procédé selon l’une quelconque des revendications
16 à 20, dans lequel une couche absorbant la lumière
comprenant une couche de pérovskite est déposée
sur la première couche conductrice.
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