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Description

Field

[0001] The disclosure relates to the technical field of
anchor assemblies useful for connecting structures to
each other.

Background

[0002] The art includes several examples of anchor
assemblies useful for connecting structures to each oth-
er. The medical device art, for example, includes several
designs for anchor assemblies that are used in proce-
dures for correcting a variety of spinal conditions. Many
of these designs include a threaded fastener, such as a
bone screw, for insertion into a spinal component, such
as a vertebrae, and a structural component that allows
the threaded fastener to be connected to another device,
such as a rod used to align several bone screws.
[0003] In one example, described in U.S. Patent No.
7,066,937, a threaded fastener extends through an open-
ing in a housing and into a passage to allow a longitudinal
axis of the fastener to be positioned in any one of a plu-
rality of angular positions relative to a longitudinal axis
of the passage. In another example, described in U.S.
Patent No. 6,485,491, a saddle member includes a pair
of upright portions that define a channel for receiving a
rod and a hole to receive a threaded fastener. The saddle
member and the threaded fastener can be coupled to
allow the fastener to be positioned in any one of a plurality
of angular positions.
[0004] Reference is directed to WO 2012/030712
which discloses a polyaxial bone anchor including a
housing, a bone screw, and a retainer for pivotably cou-
pling the head of the bone screw to the housing. The
retainer is positioned into the bore of the housing and
includes a plurality of alternating tabs and slots circum-
ferentially arranged to define a cavity for receiving the
head portion of the bone screw therein. The retainer is
axially moveable in the housing from a first position in
which the head portion is not passable through the lower
opening of the retainer to a second position in which the
head portion is passable through the lower opening of
the retainer.
[0005] Reference is further directed to US
2012/0209335 which discloses an implantable orthoped-
ic assembly comprising a bone fixator and head assem-
bly for securing a stabilizing rod to the spine. The head
assembly allows multi-axial repositioning of the bone fix-
ator relative to the head assembly. A primary drive inter-
face located on the bone fixator may be used to adjust
the depth of bone penetration when the bone fixator and
head assembly are substantially coaxial. A secondary
drive interface located on the head assembly may be
used to adjust the depth of bone penetration while inde-
pendently adjusting the stabilizing rod position when the
bone fixator and the head assembly are not coaxial,

transferring torsional loads to the bone fixator.
[0006] Reference is further directed to US
2010/0137920 which discloses a pedicle screw fastening
that can be made polyaxial, monoaxial, fixed, or provide
a predefined monoaxial placement. The fastening sys-
tem consists of an anchoring bone screw having threads
on one end for use in anchoring to the screw to the spine
and a spherical connector on the other end operating as
a pivot point about which a U-shaped or side loading
connecting assembly is used to secure to a connecting
rod for use in stabilization of a spine. The connecting
assembly, for receipt of a spinal connecting rod, includes
a biased retainer ring for maintaining a positive tension
between the connecting assembly and the anchored
screw.
[0007] Despite these and other examples, a need ex-
ists for improved anchor assemblies.

Description of Figures

[0008] The invention is illustrated in the figures 8A-9B.
The remaining figures illustrate examples that are useful
for understanding the invention

FIG. 1 illustrates an embodiment of a bottom-loading
anchor assembly.

FIG. 2 is an exploded perspective view of the anchor
assembly illustrated in FIG. 1.

FIG. 3 is a perspective view of the head member of
the anchor assembly illustrated in FIG. 1 with an as-
sociated compression member and retaining mem-
ber.

FIG. 3A is a sectional view of FIG. 3, taken along
line 3A-3A.

FIG. 4 is an exploded perspective view of the anchor
assembly illustrated in FIG. 1.

FIG. 4A is a magnified partial sectional view of the
anchor assembly illustrated in FIG. 1. The anchor is
shown in a first position within the head member.

FIG. 4B is a magnified partial sectional view of the
anchor assembly illustrated in FIG. 1. The anchor is
shown in a second position within the head member.

FIG. 4C is a magnified partial sectional view of the
anchor assembly illustrated in FIG. 1. The anchor is
shown in a third position within the head member.

FIG. 5A is a perspective view of the head member
of the anchor assembly illustrated in FIG. 1 with a
plug.

FIG. 5B is a sectional view of the head member of
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the anchor assembly illustrated in FIG. 1 with an as-
sociated compression member and retaining mem-
ber and a plug disposed within the head member.

FIG. 6 is an exploded view of another embodiment
of a bottom-loading anchor assembly.

FIG. 7A is an exploded view of the head member
and insert of the anchor assembly illustrated in FIG.
6.

FIG. 7B is a perspective view of the head member
and insert illustrated in FIG. 7A.

FIG. 8A is a perspective view of another head mem-
ber with an associated compression member and
retaining member.

FIG. 8B is a sectional view of FIG. 8A, taken along
line 8B-8B.

FIG. 9A is a perspective view of another head mem-
ber with an associated compression member and
retaining member.

FIG. 9B is a sectional view of FIG. 9A, taken along
line 9B-9B.

FIG. 10 is a sectional view of another head member
with an associated compression member and retain-
ing member.

Description of Embodiments

[0009] The following detailed description and the ap-
pended drawings describe and illustrate various example
embodiments. The description and illustration of these
examples are provided to enable one skilled in the art to
make and use an anchor tower. They are not intended
to limit the scope of the claims in any manner. The present
invention relates to an anchor assembly as claimed here-
after. Preferred embodiments of the invention are set
forth in the dependent claims
[0010] As used herein, the term "bottom-loading" re-
fers to an ability of a proximal end of an anchor of an
anchor assembly to be inserted into an opening defined
by an end of a head member of the anchor assembly
through which the anchor is disposed in the fully assem-
bled anchor assembly. It does not preclude an ability of
a proximal end of an anchor of an anchor assembly to
be inserted through an opening defined by an end of a
head member of the anchor assembly that is opposite
an opening defined by an end of a head member of the
anchor assembly through which the anchor is disposed
in the fully assembled anchor assembly.
[0011] As used herein, the terms "top" and "bottom"
refer to opposite portions of a body relative to each other.
Neither term requires any specific positioning of the

member to which the terms apply relative to any other
item.
[0012] As used herein, the term "channel" refers to a
recess in a surface. The term does not require any par-
ticular cross-sectional shape of the recess with respect
to a lengthwise axis of the channel or a portion of the
channel. The term does not require any particular length-
wise configuration, either. Non-limiting examples of
lengthwise configurations that can be used for the chan-
nels described herein include linear, curvilinear, seg-
mented linear, and tortuous paths. The term does not
require any particular length relative to another compo-
nent of an anchor assembly, either. For example, a chan-
nel defined by a head member of an anchor assembly
can have any suitable length relative to the head member.
Non-limiting examples of channel lengths relative to a
head member of an anchor assembly include circumfer-
ential, i.e., a channel that extends along an entire circum-
ference on a surface of a head member, such as along
an entire circumference on an inner surface of a head
member; and partial circumferential, i.e., a channel that
extends along only a portion of a circumference on a
head member. In this context, the term "circumference"
refers to a curved geometric shape on a surface, includ-
ing, but not limited to, a circular shape.
[0013] As used herein, the term "ramp" refers to a sur-
face that transitions from a first surface at a distance from
a reference point to second surface at a different distance
from a reference point. The term does not require the
surface to be on a plane that lies at any particular angle
with respect to the first and second surfaces between
which it transitions. Accordingly, the surface can be on
a plane that lies at any angle with respect to the first and
second surfaces between which it transitions. Non-limit-
ing examples of angles at which a plane containing a
ramp described herein can lie with respect to one or both
of the surfaces between which the ramp transitions in-
clude acute angles, obtuse angles, right angles, and sub-
stantially right angles. The term also does not require the
surface to have any particular length, width or other di-
mension.
[0014] Each of FIGS. 1, 2, 3, 3A, 4, 4A, 4B, 4C, 5A,
and 5B illustrates an anchor assembly 10 or one or more
components thereof. The anchor assembly 10 comprises
a head member 12 and an anchor 14. A compression
member 16 and a retaining member 18 are disposed with-
in the head member 12 and a cap 20 is releasably con-
nected to the head member 12. In the fully assembled
anchor assembly 10, the anchor 14 is partially disposed
within the head member 12.
[0015] The head member 12 has a proximal end 22,
which can be referred to as the "top" of the head member
12, and a distal end 24, which can be referred to as the
"bottom" of the head member 12. The head member 12
defines a proximal opening 26 at the proximal end 22
and a distal opening 28 at the distal end 24. A passage-
way 30 extends from the proximal opening 26 to the distal
opening 28 along the length of the head member 12. The
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head member 12 includes a proximal portion 32 and a
distal portion 34. The proximal portion 32 defines a prox-
imal chamber 36 of the passageway 30 and the distal
portion 34 defines a distal chamber 38 of the passageway
30. Each of the proximal portion 32 and the distal portion
34 has a width extending on an axis orthogonal to a
lengthwise axis extending from the proximal end 22 to
the distal end 24 of the head member 12. In the illustrated
embodiment, the proximal portion 32 has a width that is
greater than a width of the distal portion 34. A head mem-
ber can be configured with an opposite arrangement, i.e.,
with a distal portion having a width greater than a width
of its proximal portion. Also, a head member can be con-
figured with a proximal portion having a width that is the
same as or substantially the same as a width of its distal
portion.
[0016] The proximal portion 32 of the head member 12
defines a lateral opening 40. In the illustrated embodi-
ment, the lateral opening 40 is continuous with the prox-
imal opening 26 and is bounded by a u-shaped wall 42
of the head member. The lateral opening 40 can have
any suitable size, shape and configuration, each of which
can be based upon the size, shape and configuration of
a member intended to be secured by the head member
40. The lateral opening 40 of the illustrated embodiment
is suitable for use with a rod. Non-limiting examples of
alternative shapes for the lateral opening 40 include v-
shaped, rectangular shaped, square-shaped, curviline-
ar, linear, and segmented linear. A non-limiting example
of an alternative configuration for the lateral opening 40
is an opening that is separate and distinct from the prox-
imal opening 26.
[0017] While not illustrated in the Figures, the proximal
portion 32 can define a second lateral opening if it is
desirable to allow a member that will be secured by the
head member 12 to extend away from the head member
12 in two directions. For example, if it is desirable to allow
a rod to be secured by the head member in a manner in
which the rod extends away from the head member in
two directions, the head member 40 can define a second
lateral opening. If included, a second lateral opening can
be oriented on the head member in any desirable position
relative to the first lateral opening 40. For example, a
second lateral opening can be positioned opposite the
first lateral opening 40 relative to a lengthwise axis ex-
tending from the proximal end 22 to the distal end 24 of
the head member 12. Alternatively, the second lateral
opening can be positioned at an angle to the first lateral
opening 40 relative a lengthwise axis extending from the
proximal end 22 to the distal end 24 of the head member
12. In these embodiments, any suitable angle can be
used, included an orthogonal angle, a substantially or-
thogonal angle, an acute angle, and an obtuse angle.
[0018] Also, if included, a second lateral opening can
have the same size, shape and configuration as those
of the first lateral opening 40. Alternatively, a second lat-
eral opening can have a different size, and/or a different
shape, and/or a different configuration than those of the

first lateral opening 40.
[0019] The proximal portion 32 of the head member 12
has an inner surface 44. The inner surface 44 can define
structure that provides a desired functionality. For exam-
ple, in the illustrated embodiment, the inner surface 44
defines a threaded surface 46 that mates with a threaded
surface 78 of the cap 20 for securing the cap 20 to the
head member 12. Other non-limiting examples of struc-
ture that can be defined by the inner surface 44 include
one or more projections that facilitate retention of a mem-
ber secured by the head member 12. Alternatively, the
inner surface 44 can comprise a smooth or substantially
smooth surface that is free of projections or other func-
tional structure.
[0020] The proximal portion 32 can define additional
openings, notches and/or other additional structure as
desired.
[0021] The distal portion 34 of the head member 12
has an inner surface that defines a channel 48. The chan-
nel 48 is in communication with the passageway 30 and,
as described in detail below, is sized and configured to
receive the compression member 16 and the retaining
member 18 and to allow these components to function
as described below. In the illustrated embodiment, the
channel 48 is a circumferential channel that extends
along a circular shape on the inner surface. As best il-
lustrated in FIGS. 3A, 4A, 4B, and 4C, the channel 48 is
bounded by first 50 and second 52 lateral walls and base
wall 54. Base wall 54 defines a ramp 56, giving the chan-
nel 48 a proximal portion 58 having a first depth and a
distal portion 60 having a second depth that is less than
the first depth. The ramp 56 defines a transition between
the proximal 58 and distal 60 portions.
[0022] In the illustrated embodiment, the ramp 56 com-
prises a circumferential ramp that extends along a circu-
lar shape on the inner surface of the distal portion 34 of
the head member 12. Alternatively, a partial circumfer-
ential ramp can be used. In the illustrated embodiment,
the ramp 56 lies on a plane that is disposed at an acute
angle to the portion of the base wall 54 that is disposed
in the distal portion 60 of the channel 48 and at an obtuse
angle to the portion of the base wall 54 that is disposed
in the proximal portion 58 of the channel 48. This config-
uration facilitates movement of the retaining member 18
away from and toward the distal portion 60 of the channel
48, as described below.
[0023] The anchor 14 is an elongate member having
a head 62 and a shank 64. In the illustrated embodiment,
the head 62 is a spherical body with a flattened proximal
surface 66 that defines a recess 68. The head 62 has an
apex 70 at the axial portion that defines the maximum
outer diameter of the spherical body. The shank 64 de-
fines a helical plane 72 that facilitates securement of the
anchor 14 to a member, such as a bone or a member
formed of another material, such as wood or plastic. In
the illustrated embodiment, the helical plane 72 has a
proximal portion 74 with a first pitch and a distal portion
76 with a second pitch. It is noted that the anchor 14 can
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include a shank having any suitable structure that allows
the anchor 14 to perform as described herein. Inclusion
of a helical plane is considered optional. Non-limiting ex-
amples of other suitable structures that can be defined
by the shank of the anchor include a nail-like structure
and a barbed member. Similarly, the anchor 14 can in-
clude a head having any suitable structure that allows
the anchor 14 to perform as described herein. Non-lim-
iting examples of other suitable structures include a
spherical body, a cube, and a block.
[0024] The compression member 16 is disposed within
the proximal portion 58 of channel 48, proximal to the
retaining member 18. In the illustrated embodiment, the
compression member 16 comprises a coil spring. Any
suitable compression member can be used, however.
The compression member need only be able to allow the
retaining member 18 to move in a first direction within
the channel 48 and to effect movement of the retaining
member 18 in a second, opposite or substantially oppo-
site direction within the channel 48, as described below.
Non-limiting examples of suitable compression members
include helical springs, wave springs, and bushings. The
compression member can be formed of any suitable ma-
terial, including metal, plastic, and elastomeric materials.
In the illustrated embodiment, the compression member
16 has a cross-sectional diameter that is less than a
cross-sectional diameter of the retaining member 18.
[0025] The retaining member 18 is disposed within the
distal portion 60 of the channel 48, distal to the compres-
sion member 16. In the illustrated embodiment, the re-
taining member 18 comprises a C-shaped member hav-
ing a resting diameter that is greater than an inner diam-
eter of the distal portion 34 of the head member 12 within
the distal portion 60 of the channel 48. This provides the
retaining member 18 with a radially compressed config-
uration and a radially expanded configuration. With this
configuration, the retaining member 18 expands in a ra-
dially outward manner as the retaining member 18 moves
from the distal portion 60 of the channel 48 to the proximal
portion 58 of the channel 48. The retaining member 18
can have any suitable configuration, however. For exam-
ple, retaining member 18 can alternatively have a semi-
circular configuration or an annular configuration. The
retaining member 18 need only be able to expand radially
outward as it transitions from the distal portion 60 of the
channel 48 to the proximal portion 58 of the channel 48.
The compression member can be formed of any suitable
material, including metal, plastic, and elastomeric mate-
rials. Also, the retaining member 18 can have any suitable
cross-sectional shape, including circular, ovoid, and any
other cross-sectional shape. In the illustrated embodi-
ment, the retaining member 18 has a cross-sectional di-
ameter that is greater than a cross-sectional diameter of
the compression member 16.
[0026] In the illustrated embodiment, the compression
member 16 and the retaining member 18 comprise dis-
tinct components. It is noted, however, that a single com-
ponent that includes both a compression member and a

retaining member can be used, however. For example,
the illustrated compression member 16 and retaining
member 18 could be secured to each other to provide a
single component that includes both a compression
member and a retaining member. Furthermore, it is noted
that each of these components, can comprise a portion
of another component. For example, in embodiments that
include an insert positioned within the head assembly,
such as the embodiments described below, a compres-
sion member can comprise a distal portion of the insert.
A compression member could even be secured a head
of an anchor in an embodiment.
[0027] The cap 20 is releasably connected to the head
member 12. In the illustrated embodiment, the cap 20
defines a threaded surface 78 that mates with a threaded
surface 46 of the inner surface 44 of the proximal portion
32 of the head member 12. It is noted, though, that the
cap 20 can include any suitable structure that enables it
to be releasably secured to the head member 12. Non-
limiting examples of suitable structure includes projec-
tions, magnets and other structure suitable for securing
a cap to a body. Inclusion of a cap is considered optional.
[0028] FIGS. 4A, 4B, and 4C illustrate movement of
the compression member 16 and the retaining member
18 as the head 62 of the anchor 14 is moved into the
distal opening 28 of the head member 12. FIG. 4A illus-
trates proximally-directed movement, represented by ar-
row 80, of the head 62 of the anchor 14 into the distal
portion 34 of the head member 12 and the distal chamber
38 of the passageway 30. In the position illustrated in
FIG. 4A, the apex 70 of the head 62 of the anchor 14 is
distal to the distal portion 60 of the channel 48. As a
result, compression member 16 is maintaining retaining
member 18 in the distal portion 60 of the channel 48.
[0029] FIG. 4B illustrates radially-outward movement
of the retaining member 18, represented by arrow 82,
that occurs as the apex 70 of the head 62 of the anchor
14 enters the distal portion 60 of the channel 48. As prox-
imally-directed movement of the head 62 of the anchor
14 continues, the apex 70 engages the retaining member
18 and moves it toward the proximal portion 58 of the
channel 48, along the ramp 56. As the retaining member
18 moves in this manner, it expands radially outwardly.
[0030] FIG. 4C illustrates distally-directed movement
of the retaining member 18, represented by arrow 84,
that occurs as the apex 70 of the head 62 of the anchor
14 passes the retaining member 18 proximally and enters
the proximal portion 58 of the channel 48. In the illustrated
embodiment, the compression member 16 maintains a
distally-directed compressive force on the retaining
member 18. Accordingly, once the apex 70 reaches a
sufficient position on a lengthwise axis of the head mem-
ber 12, the distal portion 60 of the channel 48 provides
sufficient space to accommodate the retaining member
18 and the compressive force provided by the compres-
sion member 16 moves the retaining member distally
along the ramp 56 and, ultimately back into the distal
portion 60 of the channel 48. Once this occurs, as illus-
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trated in FIG. 4C, the head member 12 forces the retain-
ing member 18 to adopt its non-expanded configuration,
which prevents the head 62 of the anchor 14 from exiting
the head member 12, effectively securing the head 62 of
the anchor 14 in the head member 12.
[0031] FIGS. 5A and 5B illustrate an optional plug 86
that is releasably secured to the distal portion 34 of the
head member 12 prior securing an anchor 14 to the head
member 12. The plug 86 defines a body 88 that can be
passed through the distal opening 28 and that extends
proximally beyond the channel 48. A flange 90 remains
external to the head member 12. When secured to the
head member 12 in this manner, the plug 86 provides a
barrier that blocks access to the compression member
16 and the retaining member 18.
[0032] Each of FIGS. 6, 7A and 7B illustrates another
anchor assembly 110 or one or more components there-
of. The illustrated anchor assembly 110 is similar to the
anchor assembly 10 illustrated in FIGS. 1 and 2 and de-
scribed above, except as described below. Thus, the an-
chor assembly 110 comprises a head member 112 and
an anchor 114. A compression member 116 and a re-
taining member 118 are disposed within the head mem-
ber 112 and a cap 120 is releasably connected to the
head member 112. In the fully assembled anchor assem-
bly 110, the anchor 114 is partially disposed within the
head member 112.
[0033] In this embodiment, the compression member
116 comprises a ring member formed of a compressible
material. The compression member 116 is sufficiently
compressible to enable the compression member 116 to
function as described above in connection with the an-
chor 10 illustrated in FIGS. 1 and 2. As such, the com-
pression member 116 can be formed of any suitable ma-
terial that provides a suitable level of compressibility.
Non-limiting examples of suitable materials include elas-
tomeric materials and rubber materials.
[0034] In this embodiment, the anchor assembly 110
includes an insert 200 that is disposed within the pas-
sageway 130 of the head member 112. The insert 200
has a circumferential wall 202 that defines first 204 and
second 206 stanchions and a notch 208 that extends
between the stanchions 204, 206. In the illustrated em-
bodiment, the notch 208 has a semi-circular shape that
extends along the circumferential wall 202, but any shape
can be used. A shape that compliments an outer surface
of a member adapted to be secured by the head member
112, such as a rod, can be used. Accordingly, non-limiting
examples of suitable shapes for the notch include semi-
circular, arcuate, u-shaped, v-shaped, and rectangular-
shaped, square-shaped. Also, a shape that is the same
as or similar to the shape of the lateral opening 140 of
the head member 112 is suitable.
[0035] As best illustrated in FIG. 7A, the insert 200 can
define third 210 and fourth 212 stanchions and a second
notch 214 that extends between the third 210 and fourth
212 stanchions. If included, a second notch can be ori-
ented on the insert 200 in any desirable position relative

to the first notch 208. For example, as illustrated in FIG.
7A, a second notch 214 can be positioned opposite the
first notch 208 relative to a lengthwise axis of the insert
200. Alternatively, the second notch 214 can be posi-
tioned at an angle to the first notch 208 relative a length-
wise axis of the insert 200. In these embodiments, any
suitable angle can be used, included an orthogonal an-
gle, a substantially orthogonal angle, an acute angle, and
an obtuse angle.
[0036] Also in this embodiment, as best illustrated in
FIG. 7B, the inner surface 144 of the proximal portion
132 of the head member 112 defines projections 216,
218 that provide mechanical stops to proximal movement
of the insert 200 within the passageway 130 of the head
member 112. Any suitable number of projections can be
included, including two, as illustrated, one, three, four or
more. While not visible in the Figures, the illustrated em-
bodiment includes four projections, which is equal to the
number of stanchions defined by the insert.
[0037] Each of FIGS. 8A and 8B illustrates a head
member 312 useable as a component of an anchor as-
sembly, and an associated retaining member 318. The
illustrated head member 312 is similar to the head mem-
ber 12 illustrated in FIGS. 1 and 2 and described above.
Thus, the head member 312 has a proximal end 322 and
a distal end 324, a proximal opening 326 at the proximal
end 322 and a distal opening 328 at the distal end 324.
A passageway 330 extends from the proximal opening
326 to the distal opening 328 along the length of the head
member 312. The head member 312 includes a proximal
portion 332 and a distal portion 334. The proximal portion
332 defines a proximal chamber 336 of the passageway
330 and the distal portion 334 defines a distal chamber
338 of the passageway 330. The distal portion 334 of the
head member 312 has an inner surface that defines a
channel 348 in communication with the passageway 330.
In this embodiment, channel 348 is bounded by first lat-
eral wall 350, circumferential surface 351, and base wall
354. Base wall 354 defines a ramp 356, giving the chan-
nel 348 a proximal portion 358 having a first depth and
a distal portion 360 having a second depth that is less
than the first depth. The ramp 356 defines a transition
between the proximal 358 and distal 360 portions.
[0038] In this embodiment, a sleeve 400 eliminates the
need for a compression member within the head member
312. The retaining member 318 is disposed within a slot
402 defined by sleeve 400. Sleeve 400 also defines a
flange 404. A compression member 406 is disposed on
the sleeve 400 between the flange 404 and the distal end
324 of the head member 312. Positioned in this manner,
the compression member 406 allows the sleeve 400 to
be moved proximally with respect to the head member
312. As the sleeve 400 is moved in this manner, the re-
taining member 318 moves from the distal portion 360
of the channel 348 to the proximal portion 358 of the
channel 348, expanded radially outwardly in the process.
Thus, when the sleeve 400 is moved proximally by a suf-
ficient amount with respect to the head member 312, the
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retaining member 318 adopts its expanded configuration
within the channel 348, which permits an anchor to be
inserted into the head member 312 as described above.
Then, distally-directed movement of the sleeve 400, pro-
duced by compression member 406 following release of
a pushing force on the sleeve 400, returns the retaining
member to the distal portion 360 of the channel 348, ef-
fectively securing the anchor to the head member 312.
[0039] Each of FIGS. 9A and 9B illustrates a head
member 512 useable as a component of an anchor as-
sembly. The illustrated head member 512 is similar to
the head member 12 illustrated in FIGS. 1 and 2 and
described above. Thus, the head member 512 has a
proximal end 522 and a distal end 524, a proximal open-
ing 526 at the proximal end 522 and a distal opening 528
at the distal end 524. A passageway 530 extends from
the proximal opening 526 to the distal opening 528 along
the length of the head member 512. The head member
512 includes a proximal portion 532 and a distal portion
534. The proximal portion 532 defines a proximal cham-
ber 536 of the passageway 530 and the distal portion
534 defines a distal chamber 538 of the passageway
530. The distal portion 534 of the head member 512 has
an inner surface 546 that defines a channel 548 in com-
munication with the passageway 530. In this embodi-
ment, channel 548 is bounded by first lateral wall 550,
circumferential surface 551, and base wall 554. Base wall
554 defines a ramp 556, giving the channel 548 a prox-
imal portion 558 having a first depth and a distal portion
560 having a second depth that is less than the first depth.
The ramp 556 defines a transition between the proximal
558 and distal 560 portions.
[0040] Similar to the embodiment illustrated in FIGS.
8A and 8B, a sleeve 600 eliminates the need for a com-
pression member within the head member 512. In this
embodiment, however, a plurality of ball bearings 519 is
used in place of the expandable retaining member of the
embodiments described above. The ball bearings 519
are disposed within a groove 620 defined by sleeve 600.
Sleeve 600 also defines a flange 604. A compression
member 606 is disposed on the sleeve 600 between the
flange 604 and the distal end 624 of the head member
612. The compression member 606 allows the sleeve
600 to be moved proximally with respect to the head
member 512. As the sleeve 600 is moved in this manner,
the ball bearings 519 move from the distal portion 560 of
the channel 548 to the proximal portion 558 of the channel
548. Thus, when the sleeve 600 is moved proximally by
a sufficient amount with respect to the head member 512,
the ball bearings 519 can be moved outwardly with re-
spect to a longitudinal axis of the head member 512,
which permits an anchor to be inserted into the head
member 512 as described above. Then, distally-directed
movement of the sleeve 600, produced by compression
member 606 following release of a pushing force on the
sleeve 600, returns the ball bearings 519 to the distal
portion 560 of the channel 548, effectively securing the
anchor to the head member 512.

[0041] While a plurality of ball bearings 519 is de-
scribed and illustrated, it is understood that any suitable
number of ball bearings can be used, including one ball
bearing, two ball bearings, three ball bearings, or more.
Indeed, the number of ball bearings included need only
be at least one ball bearing.
[0042] FIG. 10 illustrates a head member 712 useable
as a component of an anchor assembly. The illustrated
head member 712 has a proximal end 722 and a distal
end 724, a proximal opening 726 at the proximal end 722
and a distal opening 728 at the distal end 724. A pas-
sageway 730 extends from the proximal opening 726 to
the distal opening 728 along the length of the head mem-
ber 712. The head member 712 includes a proximal por-
tion 732 and a distal portion 734. The proximal portion
732 defines a proximal chamber 736 of the passageway
730 and the distal portion 734 defines a distal chamber
738 of the passageway 730. The distal portion 734 of the
head member 712 defines a channel 748 in communica-
tion with the passageway 730.
[0043] In this embodiment, a compression member
716 and a retaining member 718 are disposed within the
channel 748 of the head member 712. Compression
member 716 comprises a wave spring. A wave spring
comprises one or more loops of flat wire with one or more
waves in the loop. In embodiments using a wave spring
as the compression member, any suitable type of wave
spring can be used, including single-turn, multi-turn and
nested wave springs. A single turn wave spring compris-
es a single such loop while a multi-turn wave spring com-
prises two or more such loops stacked with their waves
extending in opposing directions. In the illustrated em-
bodiment, compression member 716 comprises a multi-
turn wave spring comprising three loops. A nested wave
spring comprises two or more such loops stacked with
their waves extending in the same directions. Use of a
wave spring as the compression member in an embod-
iment may provide a lower work height than that of a coil
spring or other compression member, while providing the
same force.
[0044] In this embodiment, channel 748 is bounded by
first lateral wall 750, second lateral wall 752, and base
wall 754. Base wall 754 defines a sloped surface extend-
ing between the first lateral wall 750 and the second lat-
eral wall 752. In the illustrated embodiment, the base wall
754 is a frustoconical surface, making channel 748 a cir-
cumferential channel without a ramp. It is noted that a
channel having a partial-circumferential or other channel
configuration in which a base wall comprises a sloped
surface extending between a first lateral wall and a sec-
ond lateral wall, or any two surfaces, could also be used.
In use, the retaining member 718 moves expands radially
outwardly as it is moved proximally within the channel,
and contracts radially inwardly as it is moved distally with-
in the channel.
[0045] The anchor assemblies are useful for connect-
ing structures to each other. An anchor assembly accord-
ing to an embodiment can be used to connect a structure
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to which the anchor of the anchor assembly is attached
with another structure that can be secured by the head
member of the anchor assembly. For example, the an-
chor can be secured to a first member, such as a member
having a relatively broad surface into which or through
the anchor can be disposed; a second member, such as
an elongate member, can be secured by the head mem-
ber to form a connection between the first and second
members. Thus, the anchor assemblies can be used in
a variety of situations and contexts. In one example use,
an anchor assembly is used to secure a bone, such as
a vertebra, to a rod, such as is done in surgical and min-
imally invasive spinal treatment procedures. In these pro-
cedures, a single rod can be secured to multiple anchor
assemblies, effectively connecting the items connected
to the anchors, such as two or more vertebrae. Connect-
ing multiple anchor assemblies in this manner allows a
user to manipulate the relative positioning of the verte-
brae.
[0046] A head member, along with a compression
member and retaining member, is useful for connecting
to and providing additional structure for an anchor, such
as a screw, nail, or barbed member.
[0047] All components of the anchor assemblies can
be made from any suitable material. Non-limiting exam-
ples of suitable materials include metals, such as stain-
less steel, titanium, cobalt-chromium, and other metals,
and plastics commonly used in medical devices. Non-
limiting examples of materials considered specifically
suitable for use in the compression member and retaining
member include Nitinol and other superelastic materials,
polyurethane materials, silicone materials, and polyether
ether ketone (PEEK) materials.
[0048] Those with ordinary skill in the art will appreciate
that various modifications and alternatives for the de-
scribed and illustrated embodiments can be developed
in light of the overall teachings of the disclosure. Accord-
ingly, the particular arrangements disclosed are intended
to be illustrative only and not limiting as to the scope of
the invention, which is to be given the full breadth of the
appended claims and any and all equivalents thereof.

Claims

1. An anchor assembly, comprising:

a head member (312) having a proximal end
(322) and a distal end (324), the head member
defining a proximal opening (326) at the proxi-
mal end, a distal opening (328) at the distal end,
a passageway (330) extending from the proxi-
mal opening to the distal opening, a proximal
portion (332) having a first inner surface and de-
fining a proximal chamber (336) of the passage-
way, and a distal portion (334) having a second
inner surface defining a distal chamber (338) of
the passageway, the proximal portion defining

a lateral opening continuous with the proximal
opening and the second inner surface defining
a channel having a proximal portion having a
first depth and a distal portion having a second
depth that is less than the first depth;
a retaining member (318) disposed within the
distal portion of the channel;
a compression member (406) exerting a force
to maintain the retaining member within the dis-
tal portion of the channel; and
an anchor (14) having a head and a shank, the
head partially disposed within the distal cham-
ber of the passageway;
a sleeve (400) partially disposed within the distal
chamber of the passageway; characterized in
that
the compression member is disposed between
the distal end of the head member and a portion
of the sleeve.

2. The anchor assembly of claim 1, wherein the retain-
ing member has a radially compressed configuration
and a radially expanded configuration;
wherein the retaining member is in the radially com-
pressed configuration when disposed within the dis-
tal portion of the channel; and
wherein the retaining member is in the radially ex-
panded configuration when disposed within the prox-
imal portion of the channel.

3. The anchor assembly of claim 2, wherein the retain-
ing member comprises a C-shaped member.

4. The anchor assembly of claim 1, wherein the com-
pression member comprises a ring member formed
of a compressible material.

5. The anchor assembly of claim 1, wherein the channel
comprises a circumferential channel.

6. The anchor assembly of claim 5, where the second
inner surface defines a base wall of the channel; and
wherein the base wall defines a ramp that transitions
between the proximal portion of the channel and the
distal portion of the channel.

7. The anchor assembly of claim 6, wherein the ramp
comprises a circumferential ramp.

8. The anchor assembly of claim 7, wherein the ramp
lies on a plane that is disposed at an angle to a portion
of the base wall in the proximal portion of the channel;
and
wherein the angle is selected from the group con-
sisting of an acute angle, an obtuse angle, and a
right angle.

9. The anchor assembly of claim 8, wherein the angle
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is a right angle.

10. The anchor assembly of claim 1, further comprising
a cap releasably connected to the proximal portion
of the head member.

Patentansprüche

1. Ankerbaugruppe, die Folgendes umfasst:

ein Kopfelement (312) mit einem proximalen En-
de (322) und einem distalen Ende (324), wobei
das Kopfelement Folgendes definiert: eine pro-
ximale Öffnung (326) am proximalen Ende, eine
distale Öffnung (328) am distalen Ende, einen
Durchgang (330), der sich von der proximalen
Öffnung zur distalen Öffnung erstreckt, einen
proximalen Abschnitt (332) mit einer ersten In-
nenfläche, der eine proximale Kammer (336)
des Durchgangs definiert, und einen distalen
Abschnitt (334) mit einer zweiten Innenfläche,
der eine distale Kammer (338) des Durchgangs
definiert, wobei der proximale Abschnitt eine
seitliche Öffnung fortlaufend mit der proximalen
Öffnung definiert und die zweite Innenfläche ei-
nen Kanal mit einem proximalen Abschnitt mit
einer ersten Tiefe und einem distalen Abschnitt
mit einer zweiten Tiefe definiert, die kleiner als
die erste Tiefe ist;
ein Halteelement (318), das innerhalb des dis-
talen Abschnitts des Kanals angeordnet ist;
ein Kompressionselement (406), das eine Kraft
ausübt, um das Halteelement im distalen Ab-
schnitt des Kanals zu halten; und
einen Anker (14) mit einem Kopf und einem
Schaft, wobei der Kopf teilweise innerhalb der
distalen Kammer des Durchgangs angeordnet
ist;
eine Hülse (400), die teilweise innerhalb der dis-
talen Kammer des Durchgangs angeordnet ist;
dadurch gekennzeichnet, dass das Kompres-
sionselement zwischen dem distalen Ende des
Kopfelements und einem Abschnitt der Hülse
angeordnet ist.

2. Ankerbaugruppe nach Anspruch 1, wobei das Hal-
teelement eine radial komprimierte Konfiguration
und eine radial expandierte Konfiguration aufweist;
wobei das Halteelement in der radial komprimierten
Konfiguration ist, wenn es innerhalb des distalen Ab-
schnitts des Kanals angeordnet ist; und
wobei das Halteelement in der radial expandierten
Konfiguration ist, wenn es innerhalb des proximalen
Abschnitts des Kanals angeordnet ist.

3. Ankerbaugruppe nach Anspruch 2, wobei das Hal-
teelement ein C-förmiges Element umfasst.

4. Ankerbaugruppe nach Anspruch 1, wobei das Kom-
pressionselement ein Ringelement umfasst, das aus
einem kompressiblen Material gebildet ist.

5. Ankerbaugruppe nach Anspruch 1, wobei der Kanal
einen Umfangskanal umfasst.

6. Ankerbaugruppe nach Anspruch 5, wobei die zweite
Innenfläche eine Basiswand des Kanals definiert;
und
wobei die Basiswand eine Rampe definiert, die zwi-
schen dem proximalen Abschnitt des Kanals und
dem distalen Abschnitt des Kanals übergeht.

7. Ankerbaugruppe nach Anspruch 6, worin die Rampe
eine Umfangsrampe umfasst.

8. Ankerbaugruppe nach Anspruch 7,
wobei die Rampe in einer Ebene liegt, die in einem
Winkel zu einem Abschnitt der Basiswand im proxi-
malen Abschnitt des Kanals angeordnet ist; und
wobei der Winkel ausgewählt ist aus der Gruppe be-
stehend aus einem spitzen Winkel, einem stumpfen
Winkel und einem rechten Winkel.

9. Ankerbaugruppe nach Anspruch 8, wobei der Winkel
ein rechter Winkel ist.

10. Ankerbaugruppe nach Anspruch 1, die ferner eine
Kappe umfasst, die lösbar mit dem proximalen Ab-
schnitt des Kopfelements verbunden ist.

Revendications

1. Ensemble ancrage, comprenant :

un élément tête (312) ayant une extrémité proxi-
male (322) et une extrémité distale (324), l’élé-
ment tête définissant une ouverture proximale
(326) à l’extrémité proximale, une ouverture dis-
tale (328) à l’extrémité distale, un passage (330)
s’étendant de l’ouverture proximale à l’ouverture
distale, une partie proximale (332) ayant une
première surface intérieure et définissant une
chambre proximale (336) du passage, et une
partie distale (334) ayant une seconde surface
intérieure définissant une chambre distale (338)
du passage, la partie proximale définissant une
ouverture latérale qui suit l’ouverture proximale,
et la seconde surface intérieure définissant un
canal ayant une partie proximale ayant une pre-
mière profondeur et une partie distale ayant une
seconde profondeur qui est inférieure à la pre-
mière profondeur ;
un élément de retenue (318) disposé dans la
partie distale du canal ;
un élément de compression (406) exerçant une
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force pour maintenir l’élément de retenue dans
la partie distale du canal ; et
un ancrage (14) ayant une tête et une tige, la
tête étant en partie disposée dans la chambre
distale du passage ;
un manchon (400) en partie disposé dans la
chambre distale du passage ; l’ensemble ancra-
ge étant caractérisé en ce que l’élément de
compression est disposé entre l’extrémité dis-
tale de l’élément tête et une partie du manchon.

2. Ensemble ancrage selon la revendication 1,
dans lequel l’élément de retenue a une configuration
compressée radialement et une configuration éten-
due radialement ;
dans lequel l’élément de retenue est dans la confi-
guration compressée radialement quand il est dis-
posé dans la partie distale du canal ; et
dans lequel l’élément de retenue est dans la confi-
guration étendue radialement quand il est disposé
dans la partie proximale du canal.

3. Ensemble ancrage selon la revendication 2, dans
lequel l’élément de retenue comprend un élément
en forme de C.

4. Ensemble ancrage selon la revendication 1, dans
lequel l’élément de compression comprend un élé-
ment bague formé d’un matériau compressible.

5. Ensemble ancrage selon la revendication 1, dans
lequel le canal comprend un canal circonférentiel.

6. Ensemble ancrage selon la revendication 5,
dans lequel la seconde surface intérieure définit une
paroi de base du canal ; et
dans lequel la paroi de base définit une rampe qui
assure la transition entre la partie proximale du canal
et la partie distale du canal.

7. Ensemble ancrage selon la revendication 6, dans
lequel la rampe comprend une rampe circonféren-
tielle.

8. Ensemble ancrage selon la revendication 7,
dans lequel la rampe repose sur un plan qui est dis-
posé suivant un angle par rapport à une partie de la
paroi de base dans la partie proximale du canal ; et
dans lequel l’angle est sélectionné dans le groupe
constitué d’un angle aigu, d’un angle obtus et d’un
angle droit.

9. Ensemble ancrage selon la revendication 8, dans
lequel l’angle est un angle droit.

10. Ensemble ancrage selon la revendication 1, com-
prenant en outre un embout connecté amovible à la
partie proximale de l’élément tête.
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