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Description

TECHNICAL FIELD

[0001] Embodiments are in the field of wireless com-
munications. More particularly, embodiments are in the
field of collision mitigation between transmissions of wire-
less transmitters and receivers operating at different
bandwidths.

BACKGROUND

[0002] In IEEE 802.11n/ac systems when double
bandwidth was defined, half of the bandwidth was de-
fined as primary channel and the other half as secondary
channel. For example, a 40MHz channel consists of pri-
mary 20MHz and secondary 20MHz channels. To enable
coexistence of IEEE 802.11n/ac devices, standard spec-
ifications have defined Clear Channel Assessment
(CCA) rules for both primary and secondary channels for
the IEEE 802.11n/ac systems. The following documents
may provide certain related disclosures in the field miti-
gating collisions in wireless networks:

• Timo Koskela (Renesas Mobile Corporation): "11ah-
channel-access-enhancement;
11-12-0877-02-00ah-11ah-channel-access-en-
hancement", IEEE SA mentor;
11-12-0877-02-00ah-11ah-channel-access-en-
hancement, 20120717 IEEE-SA mentor, Piscata-
way, NJ USA, Vol:802.11ah, Nr:2, Page(s):1 - 10

• US 2009/109943 A1
• WO 2010/045019 A1
• WO 2012/145404 A2

BRIEF DESCRIPTION OF THE DRAWINGS

[0003]

FIG. 1 depicts an example wireless network com-
prising a plurality of communications devic-
es;

FIG. 1A depicts an example of a preamble for estab-
lishing communications between wireless
communication devices;

FIG. 1B depicts an alternative example of a preamble
structure for establishing communications
between wireless communication devices;

FIG. 1C depicts an example of a signal field;
FIG. 1D depicts an example of a guard interval detec-

tor for establishing communications between
wireless communication devices;

FIG. 2 depicts an embodiment of an apparatus for
guard interval detection for collision mitiga-
tion between transmissions of wireless trans-
mitters and receivers operating at different
bandwidths;

FIG. 3 depicts an example of a flowchart for collision

mitigation between transmissions of wireless
transmitters and receivers operating at differ-
ent bandwidths; and

FIG. 4 depicts an example of a flowchart for collision
mitigation between transmissions of wireless
transmitters and receivers operating at differ-
ent bandwidths.

DETAILED DESCRIPTION OF EMBODIMENTS AND 
EXAMPLES

[0004] The object of the present invention is achieved
by the features of the appended independent claims.
[0005] Institute of Electrical and Electronic Engineers
(IEEE) 802.11ah systems are in the standards develop-
ment phase. The bandwidths currently defined are 1
MegaHertz (MHz) and a set of down-clocked IEEE
802.11ac bandwidths, namely 2, 4, 8 and 16MHz. The
1MHz bandwidth is not derived from the IEEE 802.11n/ac
rates, and thus this bandwidth mode is being designed
more or less independently. In IEEE 802.11n/ac systems
when double bandwidth was defined, half of the band-
width was defined as primary channel and the other half
as secondary channel. For example, a 40MHz channel
consists of primary 20MHz and secondary 20MHz chan-
nels. To enable coexistence, standard specifications
have defined Clear Channel Assessment (CCA) rules for
both primary and secondary channels for the IEEE
802.11n/ac systems.
[0006] A clear channel assessment (CCA) function
may be a logical function in the physical layer (PHY) that
determines the current state of use of the wireless me-
dium. CCA shall detect a medium busy condition when
the carrier sense/clear channel assessment (CS/CCA)
mechanism detects a channel busy condition. For the
operating classes requiring CCA-Energy Detect
(CCAED), CCA shall also detect a medium busy condi-
tion when CCA-ED detects a channel busy condition.
[0007] Similarly, devices such as IEEE 802.11ah de-
vices will have defined CCA rules. IEEE 802.11ah devic-
es are significantly different than IEEE 802.11ac devices
in that the ratio of time spent transmitting data as com-
pared to time spent transmitting a preamble is significant-
ly smaller. In other words, the ratio of the preamble trans-
mission time over the data transmission time for IEEE
802.11ac devices is much greater than for IEEE
802.11ah devices. As a result, the low power, IEEE
802.11ah devices are much more likely to wake from a
power-save mode in the midst of a data portion of a pack-
et transmission than during the preamble portion of the
packet transmission. In such situations, CCA rules for
IEEE 802.11ac devices may result in a higher probability
of conflicts when the IEEE 802.11ah devices awake from
a power-save mode into an active state or active mode.
[0008] In addition, with the adoption of a 1MHz band-
width occupying half of the 2MHz bandwidth, possibly
one-fourth of a 4MHz bandwidth, one-eighth of an 8MHz
bandwidth, and one-sixteenth of a 16MHz bandwidth,
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new coexistence situations arise with respect to IEEE
802.11ah devices. In IEEE 802.11n/ac, using the 40MHz
example, a 20MHz bandwidth device could decode both
halves of the 40MHz signal field. This fact puts a new
constraint in the design for CCA for IEEE 802.11ah de-
vices and other devices in similar situations.
[0009] One of the target applications of IEEE 802.11ah
devices is low power devices that are going to be in power
save mode most of the time. For such devices, the
chance to have a synchronized network allocation vector
(NAV) timer is small. The NAV is an indicator, maintained
by each station (STA), of time periods when transmission
onto the wireless medium is not initiated by the STA re-
gardless of whether the STA’s clear channel assessment
(CCA) function senses that the wireless medium is busy.
Therefore, embodiments may implement CCA logic that
takes into account the higher likelihood of awakening in
the middle of a data transmission.
[0010] Embodiments may comprise logic for collision
mitigation between transmissions of wireless transmit-
ters and receivers operating at different bandwidths. In
many embodiments, the receivers may be capable of re-
ceiving and detecting signals transmitted at wider and/or
narrower bandwidths. In several examples, the receivers
comprise CCA logic with a guard interval detector, or
cyclic prefix detector, to detect transmissions on the pri-
mary channel. Many examples implement CCA logic that
performs guard interval (GI) detection on the primary
channel in addition to start of the packet detection and
energy detection on the primary channel. In several ex-
amples, the CCA logic may also perform GI detection on
a secondary channel or one or more non-primary chan-
nels. For instance, a 2MHz receiver may implement a
guard interval detector to detect 1MHz bandwidth signals
on the primary 1MHz bandwidth channel and on the sec-
ondary 1MHz bandwidth channel of the 2MHz bandwidth
channel with a primary frequency of, e.g., 900 MHz (Meg-
aHertz)
[0011] In many examples, the process of the guard in-
terval detector may be taken as part of CCA operation in
CCA logic or coupled with CCA logic. In other examples,
the guard interval detector can be implemented inde-
pendently from the CCA operation. Once a device is
ready to transmit a packet, the device may determine if
the device is just exiting a power save mode and if its
NAV timer is outdated or expired. If both are true, the
device may also perform GI detection with logic such as
the guard interval detector 1200 illustrated in FIG. 1D on
a primary channel of the device’s frequency bandwidth.
Note that the normal start of the packet detection requires
one OFDM symbol to detect the short training field (STF).
However, according to data obtained through simulation
studies, a reliable GI detection that can provide sensitivity
level comparable to the start of the packet detection, im-
plements N=4 symbols (see FIG. 1D). In such examples,
the duration of N=4 symbols may be equivalent a short
interframe space (SIFS) interval such that there may be
no requirement for a new timing restriction for the CCA

operation.
[0012] In some embodiments, the guard interval de-
tector may comprise an antenna to receive the wide
bandwidth signal. Such embodiments may comprise log-
ic to select subcarriers of the primary channel from the
wide bandwidth signal. In many embodiments, the signal
on the primary channel is correlated against a delayed
version of the signal the primary channel to compare
peaks in the correlation to determine if one or more peaks
are greater than a threshold correlation value. In re-
sponse to this comparison, the guard interval detector
may output an indication regarding whether or not a sig-
nal the primary channel is detected. In some embodi-
ments, in response to detecting a guard interval on the
primary channel, the receiving device may defer trans-
missions to avoid collision with the signal.
[0013] Some examples may provide, e.g., indoor
and/or outdoor "smart" grid and sensor services. For ex-
ample, some examples may provide sensors to meter
the usage of electricity, water, gas, and/or other utilities
for a home or homes within a particular area and wire-
lessly transmit the usage of these services to a meter
substation. Further examples may utilize sensors for
home healthcare, clinics, or hospitals for monitoring
healthcare related events and vital signs for patients such
as fall detection, pill bottle monitoring, weight monitoring,
sleep apnea, blood sugar levels, heart rhythms, and the
like. Examples designed for such services generally re-
quire much lower data rates and much lower (ultra low)
power consumption than devices provided in IEEE
802.11n/ac systems.
[0014] Logic, modules, devices, and interfaces herein
described may perform functions that may be implement-
ed in hardware and/or code. Hardware and/or code may
comprise software, firmware, microcode, processors,
state machines, chipsets, or combinations thereof de-
signed to accomplish the functionality.
[0015] Examples may facilitate wireless communica-
tions. Some examples may integrate low power wireless
communications like Bluetooth®, wireless local area net-
works (WLANs), wireless metropolitan area networks
(WMANs), wireless personal area networks (WPAN),
cellular networks, Institute of Electrical and Electronic En-
gineers (IEEE) IEEE 802.11-2012, IEEE Standard for In-
formation technology-Telecommunications and informa-
tion exchange between systems-Local and metropolitan
area networks-Specific requirements-Part 11: Wireless
LAN Medium Access Control (MAC) and Physical Layer
(PHY) Specifications (http://stand-
ards.ieee.org/getieee802/download/802.11-2012.pdf),
communications in networks, messaging systems, and
smart-devices to facilitate interaction between such de-
vices. Furthermore, some wireless examples may incor-
porate a single antenna while other examples may em-
ploy multiple antennas.
[0016] Turning now to FIG. 1, there is shown an exam-
ple of a wireless communication system 1000. The wire-
less communication system 1000 comprises a commu-
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nications device 1010 that is wire line or wirelessly con-
nected to a network 1005. The communications device
1010 may communicate wirelessly with a plurality of com-
munication devices 1050, and 1055 via the network 1005.
The communications devices 1010, 1030, 1050, and
1055 may comprise sensors, stations, access points,
hubs, switches, routers, computers, laptops, notebooks,
cellular phones, PDAs (Personal Digital Assistants), or
other wireless-capable devices.
[0017] The communications devices 1010, 1030, and
1055 may operate at a 2, 4, or 8 MHz bandwidth and the
communications device 1050 may operate a 1MHz band-
width. With the adoption of a 1MHz bandwidth occupying
half of the 2MHz bandwidth, a coexistence issue needs
to be addressed when, e.g., a 2MHz operation overlaps
two 1MHz channels, e.g., a primary channel and a sec-
ondary channel.
[0018] In some examples, coexistence issues may be
reduced by rules for assigning primary and non-primary
channels. In a 2MHz basic service set (BSS), for in-
stance, rules may state that a 1MHz waveform may only
be allowed at the lower side (lower 1MHz band), which
is referred to as a primary channel, and in a 4/8/16MHz
BSS, when primary 2MHz is at lower most of the overall
band, then 1MHz may only be allowed at upper side of
the 2MHz primary channel. When primary 2MHz is at
upper most of the overall band, a 1MHz may only be
allowed at lower side of the 2MHz primary channel.
Based on this, a 2MHz device, for example, can detect
a 1MHz transmission by performing clear channel as-
sessment (CCA) on the specified lower (or upper) part
of its bandwidth prior to start of its transmission; and
hence avoid collision. Note that a 2MHz device may be
capable of receiving 1MHz signal by selecting either of
its primary or secondary sub-channels.
[0019] When a device such as communications device
1030 exits a power-save mode to enter an active mode,
the CCA logic 1041 may make a measurement of the
channel and most likely its CCA measurement will not
coincide with another device’s start of a packet transmis-
sion, but may be somewhere in the middle of transmis-
sion. In such a situation, the CCA logic 1041 may com-
prise a guard interval detector such as the guard interval
detector 1042 to perform guard interval (GI) detection in
parallel to the start of the packet (SOP) detection and
energy detection (ED) on the primary channel such as
the upper or lower 1MHz bandwidth of a 2MHz channel.
[0020] As depicted in the guard interval (GI) detector
1200 of FIG. 1D, the received signal goes through the
known Cyclic-Prefix (CP) (or GI) detection algorithm by
searching for an identical 4usec (microsecond) transmis-
sion after 32usec of delay 1214. Note that the guard in-
terval detectors 1042 and 1200 are described for oper-
ation of a 2MHz device but may be implemented on de-
vices of other bandwidths such as 4MHz, 8MHz, or
16MHz. In some examples, the 2MHz bandwidth devices
implement additional 1 MHz bandwidth filtering to select
a primary 1MHz channel or a secondary 1MHz channel.

In other examples, devices such as communications de-
vices 1010, 1030, and 1055 (2MHz, 4MHz, 8MHz, and/or
16MHz bandwidth operation) may not need filtering since
these devices can select the sub-channels from a wider
bandwidth channel. The guard interval detector 1042 and
1200 may be implemented on the primary channel in ad-
dition to the secondary channel.
[0021] Note also that IEEE 802.11ah OFDM symbol
may be 32 usec long. In many embodiments, either 1/4th
or 1/8th of the OFDM time domain symbol is copied and
inserted in front of the transmission as a CP that is named
either a Long GI or a Short GI, respectively. The guard
interval detector 1042 may detect such an identical trans-
mission. In many examples, this detection may be done
by correlating the signal by a delayed version of itself and
searching for peaks of correlation that are greater than
a known threshold value. In the case where the receiver
is a 2MHz device, the signal is first processed by the RF
front-end and is bandlimited (using analog or digital fil-
tering or sub-channel selection circuits) to the 1MHz sig-
nal.
[0022] Once a device such as communications device
1030 is ready to transmit a packet, the communications
device 1030 may determine if the communications device
1030 is exiting a power-save mode into an active mode
and if its NAV timer is expired. If both are true, the com-
munications device 1030 may perform GI detection with
logic such as the guard interval detector 1042.
[0023] The guard interval detector 1042 of communi-
cations device 1030 may detect a guard interval (or cyclic
prefix) of a transmission such as a 1MHz bandwidth
transmission by a receiver such as a 4MHz bandwidth
receiver to avoid a collision. The guard interval detector
1042 implements a detection method that makes use of
the Guard Interval (GI) of an OFDM symbol. It is known
that an OFDM symbol contains a repetition of a portion
of its signal known as the GI. The GI detector 1042 ex-
ploits detection of, e.g., the GI of a 1MHz signal in the
2MHz signal bandwidth. Upon detection of such signal,
the 2MHz device recognizes ongoing 1MHz transmission
and would therefore defer its transmission. This way, col-
lision of a 2MHz transmission over the ongoing 1MHz
transmission is avoided.
[0024] For example, the communications device 1010
may comprise a metering substation for water consump-
tion within a neighborhood of homes. Each of the homes
within the neighborhood may comprise a communica-
tions device such as the communications device 1030
and the communications device 1030 may be integrated
with or coupled to a water meter usage meter. Periodi-
cally, the communications device 1030 may awake from
a power-save mode to initiate communications with the
metering substation to transmit data related to water us-
age. The communications device 1030 may first check
the channel to determine if the channel is clear prior to
initiating a transmission. If the communications device
1030 just awoke from the power-save mode, the com-
munications device 1030 may not have been in an active
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mode to receive the SOP of an on-going transmission.
In other words, there is a possibility that the communica-
tions device 1030 awoke in the middle of a data trans-
mission between other devices such as devices 1050
and 1055.
[0025] In response to determining that the communi-
cations device 1030 awake from a power-save mode,
the communications device 1030 may check to see if the
communications device 1030 comprises an updated net-
work allocation vector (NAV). For instance, the commu-
nications device 1030, as a low power device, may have
detected a NAV and determined to enter the power-save
mode to wait until the NAV was about to expire for the
purposes of conserving energy. Upon awakening, the
communications device 1030 may retrieve the unexpired
NAV to determine when an on-going transmission will
end. If the NAV is unexpired, the CCA logic 1041 of the
communications device 1030 may monitor the medium
for a start of the packet and for energy indicative of a
signal transmission to determine that the medium is clear
before initiating a transmission.
[0026] On the other hand, if the NAV is expired, then
the communications device 1030 may perform GI detec-
tion on the primary channel in addition to and in parallel
with the start of the packet and energy detection to de-
termine if the medium is not busy. Start of the packet
detection may detect lowest signal level at shortest time
duration due to detecting an STF. But if a device wakes
up in the middle of packet, it would miss detecting the
preamble (or the start of the packet) and hence it has a
choice between energy detect or GI. Note that in many
examples, the GI detection on the primary channel may
be capable of detecting lower strength signals than the
energy detection. For instance, the energy detection may
detect energy of background noise and that noise my not
be distinguishable from a signal by the energy detector
so the threshold energy level to determine that a signal
is being detected may be set at a relatively high energy
level such as -75dBm (decibels of measured power) for
energy detection. The start of packet detection may de-
tect signals with strengths such as -92dBm or -98dBm
or higher and the GI detector 1042 may detect signals
on the non-primary channels having strengths of, e.g.,
-92dBm. In many embodiments, the GI detector 1042
may detect signals strengths on the primary channel that
are weaker than the signal strengths that the energy de-
tector can detect, reducing the probability of a collision
between a signal transmitted by the communications de-
vice 1030 and another device that have an on-going
transmission at the time that the communications device
1030 awakes from the power-save mode. Hence, some
examples have the advantage of lowering the power con-
sumption in the devices by implementing the CCA logic
1041 with the GI detector 1041 on the primary channel.
[0027] In further examples, the communications de-
vice 1010 may facilitate data offloading. For example,
communications devices that are low power sensors may
include a data offloading scheme to, e.g., communicate

via Wi-Fi, another communications device, a cellular net-
work, or the like for the purposes of reducing power con-
sumption consumed in waiting for access to, e.g., a me-
tering station and/or increasing availability of bandwidth.
Communications devices that receive data from sensors
such as metering stations may include a data offloading
scheme to, e.g., communicate via Wi-Fi, another com-
munications device, a cellular network, or the like for the
purposes of reducing congestion of the network 1005.
[0028] The network 1005 may represent an intercon-
nection of a number of networks. For instance, the net-
work 1005 may couple with a wide area network such as
the Internet or an intranet and may interconnect local
devices wired or wirelessly interconnected via one or
more hubs, routers, or switches. In the present embodi-
ment, network 1005 communicatively couples commu-
nications devices 1010, 1030, 1050, and 1055.
[0029] The communication devices 1010 and 1030
comprise memory 1011 and 1031, and medium access
control (MAC) sublayer logic 1018 and 1038, respective-
ly. The memory 1011, 1031 such as dynamic random
access memory (DRAM) may store the frames, pream-
bles, and preamble structures 1014, or portions thereof.
The frames, also referred to as MAC layer protocol data
units (MPDUs), and the preamble structures 1014 may
establish and maintain synchronized communications
between the transmitting device and the receiving device.
The preamble structures 1014 may also establish the
communications format and rate. In particular, pream-
bles generated or determined based upon the preamble
structures 1014 may train, e.g., the antenna arrays 1024
and 1044 to communicate with each other, establish the
modulation and coding scheme of the communications,
the bandwidth or bandwidths of the communications, the
length of the transmission vector (TXvector), the appli-
cation of beamforming, and the like.
[0030] The MAC sublayer logic 1018, 1038 may gen-
erate the frames and the physical layer (PHY) logic 1025
may generate physical layer data units (PPDUs). More
specifically, the frame builders 1012, 1032 may generate
frames and the data unit builders of PHY logic such as
PHY logic 1025 may generate PPDUs. The data unit
builders may generate PPDUs by encapsulating pay-
loads comprising the frames generated by frame builders
as data 1015. Prior to transmission, the data unit builders
may insert guard intervals (GIs) 1016 in the preamble
and in the data 1015. GI insertion logic may insert the
GIs 1016 in the PPDUs between OFDM symbols to at-
tenuate, or potentially eliminate, inter-symbol interfer-
ence (ISI), which might result from multi-path distortion.
The GIs 1016 may also eliminate the need for a pulse-
shaping filter and reduce the sensitivity of RX/TX 1020
to time synchronization problems. Assuming a GI of 1/8
of the symbol length is inserted between each symbol,
the ISI can be avoided if the multipath time-spreading
(the time between the reception of the first and the last
echo) is shorter than the GI.
[0031] In many examples, a cyclic prefix (CP) is trans-
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mitted during the GIs 1016. The CP may consist of the
end of an orthogonal frequency-division multiplexing
(OFDM) symbol copied into the GI, and the GI is inserted
and transmitted prior to the OFDM symbol. One reason
that the guard interval may consists of a copy of the end
of the OFDM symbol is so that the receiver will integrate
over an integer number of sinusoid cycles for each of the
multipaths when the receiver performs OFDM demodu-
lation with the FFT.
[0032] In the present example, the data unit builders
may encapsulate the frames with preambles based upon
preamble structures 1014 to prefix the payloads such as
data 1015 to be transmitted over one or more RF chan-
nels. The function of a data unit builder is to assemble
groups of bits into code words or symbols that make up
the preambles as well as the payloads so the symbols
can be converted into signals to transmit via antenna
arrays 1024 and 1044, respectively.
[0033] Each data unit builder may supply a preamble
structure 1014 comprising a signal field and store the
preambles generated based upon the preamble structure
1014 in the memory 1011, 1031 while the preambles are
being generated and/or after the preambles are gener-
ated. In the present embodiment, the preamble structure
1014 may comprise one short training field (STF) and
one long training field (LTF) prior to the signal field and
the data 1015. The STF and the LTF may train the an-
tenna arrays 1022 and 1042 to communicate with each
other by making measurements related to communica-
tions such as measurements related to relative frequen-
cy, amplitude, and phase variations between quadrature
signals. In particular, the STF may be used for packet
detection, automatic gain control, and coarse frequency
estimation. The LTF may be used for channel estimation,
timing, and fine frequency estimation for a spatial chan-
nel.
[0034] The signal field provides data related to estab-
lishing communications including, for example, bits rep-
resenting the modulation and coding scheme MCS,
bandwidth, length, beamforming, space time block cod-
ing (STBC), coding, aggregation, short guard interval
(Short GI), cyclic redundancy check (CRC), and a tail. In
some examples, for instance, the signal field may com-
prise an MCS including Binary Phase-Shift Keying
(BPSK) with a coding rate of 1/2 or a 256-point constel-
lation, Quadrature Amplitude Modulation (256-QAM)
with a coding rate of ª. In further embodiments, the signal
field includes a modulation technique such as Staggered-
Quadrature, Phase-Shift Keying (SQPSK). In many ex-
amples, the MCS establishes communication with 1 to 4
spatial streams.
[0035] The communications devices 1010, 1030,
1050, and 1055 may each comprise a transceiver
(RX/TX) such as transceivers (RX/TX) 1020 and 1040.
Each transceiver 1020, 1040 comprises a radio compris-
ing an RF transmitter and an RF receiver. Each RF trans-
mitter impresses digital data onto an RF frequency for
transmission of the data by electromagnetic radiation. An

RF receiver receives electromagnetic energy at an RF
frequency and extracts the digital data therefrom. FIG. 1
may depict a number of different examples including a
Multiple-Input, Multiple-Output (MIMO) system with, e.g.,
four spatial streams, and may depict degenerate systems
in which one or more of the communications devices
1010, 1030, 1050, and 1055 comprise a receiver and/or
a transmitter with a single antenna including a Single-
Input, Single Output (SISO) system, a Single-Input, Mul-
tiple Output (SIMO) system, and a Multiple-Input, Single
Output (MISO) system. The wireless communication sys-
tem 1000 of FIG. 1 is intended to represent an Institute
for Electrical and Electronics Engineers (IEEE) 802.11ah
system. Similarly, devices 1010, 1030, 1050, and 1055
are intended to represent IEEE 802.11ah devices al-
though embodiments claimed herein may comprise other
types of devices.
[0036] In many examples, transceivers 1020 and 1040
implement orthogonal frequency-division multiplexing
(OFDM). OFDM is a method of encoding digital data on
multiple carrier frequencies. OFDM is a frequency-divi-
sion multiplexing scheme used as a digital multi-carrier
modulation method. A large number of closely spaced
orthogonal sub-carrier signals are used to carry data. The
data is divided into several parallel data streams or chan-
nels, one for each sub-carrier. Each sub-carrier is mod-
ulated with a modulation scheme at a low symbol rate,
maintaining total data rates similar to conventional single-
carrier modulation schemes in the same bandwidth.
[0037] An OFDM system uses several carriers, or
"tones," for functions including data, pilot, guard, and nul-
ling. Data tones are used to transfer information between
the transmitter and receiver via one of the channels. Pilot
tones are used to maintain the channels, and may provide
information about time/frequency and channel tracking.
And guard tones may help the signal conform to a spec-
tral mask. The nulling of the direct component (DC) may
be used to simplify direct conversion receiver designs.
And guard intervals may be inserted between symbols
such as between every OFDM symbol as well as between
the short training field (STF) and long training field (LTF)
symbols of the preamble in the front end of the transmitter
during transmission to avoid inter-symbol interference
(ISI), which might result from multi-path distortion.
[0038] In one examples, the communications device
1010 optionally comprises a digital beam former (DBF)
1022, as indicated by the dashed lines. The DBF 1022
transforms information signals into signals to be applied
to elements of an antenna array 1024. The antenna array
1024 is an array of individual, separately excitable an-
tenna elements. The signals applied to the elements of
the antenna array 1024 cause the antenna array 1024
to radiate one to four spatial channels. Each spatial chan-
nel so formed may carry information to one or more of
the communications devices 1030, 1050, and 1055. Sim-
ilarly, the communications device 1030 comprises a
transceiver 1040 to receive and transmit signals from and
to the communications device 1010. The transceiver

9 10 



EP 2 944 043 B1

7

5

10

15

20

25

30

35

40

45

50

55

1040 may comprise an antenna array 1044 and, option-
ally, a DBF 1042. In parallel with digital beam forming,
the transceiver 1040 is capable of communicating with
IEEE 802.11ah devices.
[0039] FIG 1A depicts an example of a physical layer
protocol data unit (PPDU) 1060 with a preamble structure
1062 for establishing communications between wireless
communication devices such as communications devic-
es 1010, 1030, 1050, and 1055 in FIG. 1. The PPDU
1060 may comprise a preamble structure 1062 including
orthogonal frequency division multiplexing (OFDM) train-
ing symbols for a single multiple input, multiple output
(MIMO) stream followed by a signal field, followed by
additional OFDM training symbols for additional MIMO
streams, and the preamble structure 1060 may be fol-
lowed by the data payload. In particular, the PPDU 1060
may comprise a short training field (STF) 1064, a long
training field (LTF) 1066, the 11AH-SIG 1068, additional
LTFs 1069, and data 1070. The STF 1064 may comprise
a number of short training symbols.
[0040] The LTF 1066 may comprise a GI and two long
training symbols. The 11ah-SIG 1068 may comprise a
GI and signal field symbols such as the symbols de-
scribed in FIG. 1C. The additional LTFs 1069 may com-
prise one or more LTF symbols for additional MIMO
streams. The data 1070 may comprise one or more MAC
sublayer protocol data units (MPDUs) and may include
one or more GIs between OFDM symbols.
[0041] FIG. 1B depicts an alternative example of a
physical layer protocol data unit (PPDU) 1080 with a pre-
amble structure 1082 for establishing communications
between wireless communication devices such as com-
munications devices 1010, 1030, 1050, and 1055 in FIG.
1. The PPDU 1080 may comprise a preamble structure
1082 including orthogonal frequency division multiplex-
ing (OFDM) training symbols for a single multiple input,
multiple output (MIMO) stream followed by a signal field,
and the data payload may follow the preamble structure
1080. In particular, the PPDU 1080 may comprise a short
training field (STF) 1064, a long training field (LTF) 1066,
the 11AH-SIG 1068, and data 1070.
[0042] FIG. 1C depicts an example of a signal field,
11AH-SIG 1100 for establishing communications be-
tween wireless communication devices such as commu-
nications devices 1010, 1030, 1050, and 1055 in FIG. 1.
While the number, types, and content of the fields may
differ between embodiments, the present embodiment
may comprise a signal field with a sequence of bits for a
modulation and coding scheme (MCS) 1104 parameter,
a bandwidth (BW) 1106 parameter, a length 1108 pa-
rameter, a beamforming (BF) 1110 parameter, a space-
time block coding (STBC) 1112 parameter, a coding 1114
parameter, an aggregation 1116 parameter, a short
guard interval (SGI) 1118 parameter, a cyclic redundancy
check (CRC) 1120 parameter, and a tail 1122 parameter.
[0043] The MCS 1104 parameter may designate a
modulation and coding scheme such as binary phase-
shift keying (BPSK), 16-point constellation quadrature

amplitude modulation (16-QAM), 64-point constellation
quadrature amplitude modulation (64-QAM), 256-point
constellation quadrature amplitude modulation (256-
QAM), quadrature phase-shift keying (QPSK), or stag-
gered quadrature phase-shift keying (SQPSK) as a mod-
ulation format for a communication. The selections may
offer one to four spatial streams for the communication.
The BPSK may have a coding rate of 1/2. The 256-QAM
may have a coding rate of 3/4. And the SQPSK, also
referred to as OQPSK, may have a coding rate of 1/2 or
3/4. In some embodiments, SQPSK is an allowed mod-
ulation format on the signal and data fields to extend the
range of operation of the communications devices for,
e.g., outdoor sensor monitoring.
[0044] The BW 1106 parameter may involve selecting
a bandwidth from bandwidths such as 2 MHz, 4 MHz, 8
MHz, and 16 MHz. Selection of a fifth bandwidth such as
1 MHz may also be selected via another method. In other
embodiments, the BW 1106 parameter may offer four
different bandwidths.
[0045] The length 1108 parameter may describe the
length of the transmit vector in octets. In some embodi-
ments, the allowed values for the length 1108 parameter
are in the range of 1 to 4095. The length 1108 parameter
may indicate the number of octets in the MAC protocol
data unit (MPDU) that the MAC sublayer logic is currently
requesting the physical layer (PHY) device, e.g., the
transceiver RX/TX 1020, 1040 in FIG. 1, to transmit. The
length 1108 parameter is used by the PHY to determine
the number of octet transfers that will occur between the
MAC and the PHY after receiving a request to start the
transmission.
[0046] The beamforming (BF) 1110 parameter may
designate whether or not the PHY will implement beam-
forming for transmission of the MPDU. The space-time
block coding (STBC) 1112 parameter may designate
whether or not to implement a space-time block coding
such as Alamouti’s code. And the coding 1114 parameter
may designate whether to use binary convolutional cod-
ing (BCC) or low density parity check coding (LDPC).
[0047] The aggregation 1116 parameter may desig-
nate whether or not to mandate MPDU aggregation (A-
MPDU). The short guard interval (SGI) 1118 parameter
may designate the duration of the SGI. For example, one
bit may be set to a logical one to designate a short guard
interval or set to a logical zero to designate a long guard
interval and a second bit may designate short guard in-
terval length ambiguity mitigation.
[0048] The cyclic redundancy check (CRC) 1120 se-
quence parameter may comprise a hash of 11ah-SIG
1100 for error checking and the tail 1122 parameter may
comprise a bit sequence of, e.g., logical zeros or ones,
to designate the end of the signal field, 11ah-SIG 1100.
[0049] FIG. 1D illustrates an example 1200 of a guard
interval detector coupled with an antenna 1205. First, a
signal such as a 1MHz signal is received by the RF front-
end of the wideband device such as a 2MHz device. Note
that 2, 4, 8, and 16MHz bandwidth devices may include
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guard interval detectors that do not comprise the 1MHz
filtering in the receiver front-end because these devices
can decode the narrower bandwidth signals and select
sub-channels or sub-carriers. Then, this signal goes
through the known Cyclic-Prefix (CP) (or GI) detection
algorithm by searching for an identical 4usec transmis-
sion after 32usec of delay 1210. Note that IEEE 802.11ah
OFDM symbol may be 32 usec long, either 1/4th or 1/8th
of the signal is copied and inserted in front of the trans-
mission as CP that is named either Long GI or Short GI.
The present embodiment may detect an identical trans-
mission. This detection may be performed by correlating
the signal with a delayed version of itself and searching
for peaks of correlation that are greater than a known
threshold value 1216 and 1218 for an average of "N" CP
symbols for the long GI 1212 and the short GI 1214.
[0050] If the peaks of correlation of the received signal
and the delayed signal averaged over N symbols of the
short GI or the long GI are greater than the threshold(s)
1216 and 1218, the output of the GI detector outputs an
indication that the GI detector detected CPs. In response
to a positive indication of detection of CPs, the commu-
nications device 1030 may determine not to transmit but,
instead to wait for the transmission to complete or to enter
a power-save mode for a period of time, deferring a trans-
mission of data to a data collection station such as com-
munications device 1055.
[0051] On the other hand, if the peaks of correlation of
the received signal and the delayed signal averaged over
N symbols of the short GI or the long GI are less than
the threshold(s) 1216 and 1218, the output of the GI de-
tector may output an indication that the GI detector did
not detect CPs or generates no output. In response to a
negative indication or lack of an indication of detection
of CPs, the communications device 1030 may determine
based upon the start of the packet detection and/or en-
ergy detection whether or not to transmit data to a data
collection station such as communications device 1055.
[0052] FIG. 2 illustrates an embodiment of an appara-
tus to transmit an orthogonal frequency division multi-
plexing (OFDM)-based communication in a wireless net-
work. The apparatus comprises a transceiver 200 cou-
pled with medium access control (MAC) sublayer logic
201 and a physical layer (PHY) logic 250. The MAC sub-
layer logic 201 and PHY layer logic 250 may generate a
physical layer protocol data unit (PPDU) to transmit via
transceiver 200.
[0053] The MAC sublayer logic 201 may comprise
hardware and/or code to implement data link layer func-
tionality including generation of MAC protocol data units
(MPDUs) from MAC service data units (MSDUs) by en-
capsulating the MSDUs in frames via a frame builder.
For example, a frame builder may generate a frame in-
cluding a type field that specifies whether the frame is a
management, control or data frame and a subtype field
to specify the function of the frame. A control frame may
include a Ready-To-Send or Clear-To-Send frame. A
management frame may comprise a Beacon, Probe Re-

sponse, Association Response, and Reassociation Re-
sponse frame type. The duration field that follows the first
frame control field specifies the duration of this transmis-
sion. A duration field may include the Network Allocation
Vector (NAV), which can be used as a protection mech-
anism for communications. And the data type frame is
designed to transmit data. An address field may follow
the duration field, specifying the address of the intended
receiver or receivers for the transmission.
[0054] The PHY logic 202 may comprise a data unit
builder. The data unit builder may determine a preamble
based upon a preamble structure such as the preamble
structure illustrated in FIG. 1C to encapsulate the MPDU
to generate a PPDU. In many examples, the data unit
builder may select a preamble from memory such as a
default preamble for data frame transmissions, control
frame transmissions, or management transmissions. In
several examples, the data unit builder may create the
preamble based upon a default set of values for the pre-
amble received from another communications device.
For example, a data collection station compliant with
IEEE 802.11ah for a farm may periodically receive data
from low power sensors that have integrated wireless
communications devices compliant with IEEE 802.11ah.
The sensors may enter a low power mode for a period
of time, wake to collect data periodically, and communi-
cate with the data collection station periodically to trans-
mit the data collected by the sensor. In some examples,
the sensor may proactively initiate communications with
the data collection station, transmit data indicative of a
communications capability, and begin communicating
the data to the data collection station in response to a
CTS or the like. In other embodiments, the sensor may
transmit data to the data collection station in response
to initiation of communications by the data collection sta-
tion.
[0055] The data unit builder may generate the pream-
ble including an STF, an LTF, and an 11ah-SIG field with
one or more GIs. In many examples, the data unit builder
may create the preamble based upon communications
parameters chosen through interaction with another
communications device.
[0056] The transceiver 200 comprises a receiver 204
and a transmitter 206. The transmitter 206 may comprise
one or more of an encoder 208, a modulator 210, an
OFDM 212, and a DBF 214. The encoder 208 of trans-
mitter 206 receives data destined for transmission from
the MAC sublayer logic 202. The MAC sublayer logic 202
may present data to transceiver 200 in blocks or symbols
such as bytes of data. The encoder 208 may encode the
data using any one of a number of algorithms now known
or to be developed. Encoding may be done to achieve
one or more of a plurality of different purposes.
[0057] In the present examples, the encoder 208 may
implement a binary convolutional coding (BCC) or a low
density parity check coding (LDPC), as well as other en-
codings.
[0058] The modulator 210 of transmitter 206 receives
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data from encoder 208. A purpose of modulator 210 is
to transform each block of binary data received from en-
coder 208 into a unique waveform that can be transmitted
by an antenna upon up-conversion and amplification.
The modulator 210 impresses the received data blocks
onto a sinusoid of a selected frequency. More specifical-
ly, the modulator 210 maps the data blocks into a corre-
sponding set of discrete amplitudes of the sinusoid, or a
set of discrete phases of the sinusoid, or a set of discrete
frequency shifts relative to the frequency of the sinusoid.
The output of modulator 210 is a band pass signal.
[0059] In one example, the modulator 210 may imple-
ment Quadrature Amplitude Modulation (QAM) impress-
ing two separate k-bit symbols from the information se-
quence onto two quadrature carriers, cos (2πft) and
sin(2πft). QAM conveys two digital bit streams, by chang-
ing (modulating) the amplitudes of two carrier waves, us-
ing the amplitude-shift keying (ASK) digital modulation
scheme. The two carrier waves are out of phase with
each other by 90° and are thus called quadrature carriers
or quadrature components. The modulated waves are
summed, and the resulting waveform is a combination
of both phase-shift keying (PSK) and amplitude-shift key-
ing (ASK). A finite number of at least two phases and at
least two amplitudes may be used.
[0060] The output of modulator 210 may be fed to an
orthogonal frequency division multiplexer (OFDM) 212
via a space-time block coding (STBC). OFDM 212 im-
presses the modulated data from modulator 210 onto a
plurality of orthogonal sub-carriers. The output of the
OFDM 212 is fed to the digital beam former (DBF) 214.
Digital beam forming techniques are employed to in-
crease the efficiency and capacity of a wireless system.
Generally, digital beam forming uses digital signal
processing algorithms that operate on the signals re-
ceived by, and transmitted from, an array of antenna el-
ements to achieve enhanced system performance. For
example, a plurality of spatial channels may be formed
and each spatial channel may be steered independently
to maximize the signal power transmitted to and received
from each of a plurality of user terminals. Further, digital
beam forming may be applied to minimize multi-path fad-
ing and to reject co-channel interference.
[0061] The transmitter 206 may comprise an inverse
fast Fourier transform logic 215 to transform the OFDM
symbols to the time domain and a GI insertion logic 217
to insert GIs between OFDM symbols in the transmit
chains. In many embodiments, the GIs may be short GIs
or long GI and may comprise a copy of a number bits
from the end of the OFDM symbols.
[0062] After the GIs are inserted into the signal, the
transmitter front end 240 may prepare the signal for trans-
mission. In many embodiments, a radio 242 of the trans-
mitter front end 240 may comprise a power amplifier (PA)
244 to amplify the signal prior to transmitting the signal
via an antenna array 218. In several examples, lower
power devices may not include the power amplifier 244
or may include a capability to bypass the power amplifier

244 in order to reduce power consumption. The trans-
ceiver 200 may also comprise duplexers 216 connected
to the antenna array 218. Thus, in this example, a single
antenna array is used for both transmission and recep-
tion. When transmitting, the signal passes through du-
plexers 216 and drives the antenna with the up-converted
information-bearing signal. During transmission, the du-
plexers 216 prevent the signal to be transmitted from
entering receiver 204. When receiving, information bear-
ing signal received by the antenna array pass through
duplexers 216 to deliver the signal from the antenna array
to receiver 204. The duplexers 216 then prevent the re-
ceived signals from entering transmitter 206. Thus, du-
plexers 216 operate as switches to alternately connect
the antenna array elements to the receiver 204 and the
transmitter 206.
[0063] Antenna array 218 radiates the information
bearing signals into a time-varying, spatial distribution of
electromagnetic energy that can be received by an an-
tenna of a receiver. The receiver can then extract the
information of the received signal. An array of antenna
elements can produce multiple spatial channels that can
be steered to optimize system performance. Reciprocal-
ly, multiple spatial channels in the radiation pattern at a
receive antenna can be separated into different spatial
channels. Thus, a radiation pattern of antenna array 218
may be highly selective. The antenna array 218 may be
implemented using printed circuit board metallization
technology. Microstrips, striplines, slotlines, and patch-
es, for example, are all candidates for the antenna array
218.
[0064] The transceiver 200 may comprise a receiver
204 for receiving, demodulating, and decoding informa-
tion bearing signals. The receiver 204 may comprise a
receiver front end 250 with a radio 252 with a low noise
amplifier 254 to remove the carrier at the primary fre-
quency and amplify the signal. The receiver may also
comprise clear channel assessment (CCA) logic 256 to
determine whether a signal is being transmitted on a wire-
less medium for the purposes of determining whether the
transmitter 206 can transmit a communication on the
wireless medium.
[0065] The CCA logic 256 may comprise one or more
different signal detectors to determine if the medium is
busy. In the present embodiment, the CCA logic 256 com-
prises an energy detector 257, a start of the packet (SOP)
detector 258, and a GI detector 259. The energy detector
257 may compare the energy of received by the antenna
against a threshold energy level, in several embodi-
ments, to distinguish noise energy from signal energy.
The SOP detector 258 may monitor the incoming signals
for an indication of the beginning of a packet being trans-
mitted over the wireless medium. And the GI detector
259 may detect GIs in signals on the primary channel
and, in some examples, on one or more non-primary
channels of the transceiver’s 200 bandwidth. For exam-
ple, if the transceiver 200 is capable of transmitting at a
16MHz bandwidth on a primary frequency of, e.g., 900
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MHz the transceiver 200 may perform GI detection for
one or more 1MHz bandwidth signals, 2MHz bandwidth
signals, 4MHz bandwidth signals, and 8MHz bandwidth
signals on the primary frequency of 900 MHz. In several
embodiments, the GI detector 259 may comprise detec-
tion logic such as the GI detection logic 1200 illustrated
in FIG. 1D.
[0066] The receiver 204 may comprise GI removal log-
ic 260 to remove the GIs from the received signal and a
fast Fourier transform (FFT) 219 to transform the time
domain signal into a frequency based signal. The receiv-
er 204 may also comprise one or more of a DBF 220, an
OFDM 222, a demodulator 224 and a decoder 226. The
received signals are fed from antenna elements 218 to
a DBF 220. The DBF 220 transforms N antenna signals
into L information signals.
[0067] The output of the DBF 220 is fed to the OFDM
222. The OFDM 222 extracts signal information from the
plurality of subcarriers onto which information-bearing
signals are modulated.
[0068] The demodulator 224 demodulates the re-
ceived signal. Demodulation is the process of extracting
information from the received signal to produce an un-
demodulated information signal. The method of demod-
ulation depends on the method by which the information
is modulated onto the received carrier signal. Thus, for
example, if the modulation is BPSK, demodulation in-
volves phase detection to convert phase information to
a binary sequence. Demodulation provides to the decod-
er a sequence of bits of information. The decoder 226
decodes the received data from the demodulator 224 and
transmits the decoded information, the MPDU, to the
MAC sublayer logic 202.
[0069] Persons of skill in the art will recognize that a
transceiver may comprise numerous additional functions
not shown in FIG. 2 and that the receiver 204 and trans-
mitter 206 can be distinct devices rather than being pack-
aged as one transceiver. For instance, embodiments of
a transceiver may comprise a dynamic random access
memory (DRAM), a reference oscillator, filtering circuitry,
synchronization circuitry, possibly multiple frequency
conversion stages and multiple amplification stages, etc.
Further, some of the functions shown in FIG. 2 may be
integrated. For example, digital beam forming may be
integrated with orthogonal frequency division multiplex-
ing.
[0070] FIG. 3 depicts a flowchart 300 for mitigating col-
lisions between transmissions such as the examples il-
lustrated in FIGs. 1 and 1A-D. The flowchart 300 begins
with receiving a signal at element 305. A communications
device may awake from a power-save mode and deter-
mine to transmit data to a data collection station. Prior to
transmitting the data to the data collection station, the
communications device may perform a clear channel as-
sessment (CCA) to determine if the data can be trans-
mitted without colliding with an ongoing transmission.
[0071] To perform the CCA, CCA logic coupled with
the receiver of the communications device may employ

one or more detectors to determine if a signal is currently
being transmitted on a channel of a wireless medium. In
many examples, the CCA logic may perform carrier
sense and energy detection on a primary channel of the
communications device. The primary channel may be,
for instance, the upper half or the lower half of the band-
width of the communications device. In such examples,
the other half of the bandwidth may be designated as a
secondary channel. In some examples, part a certain
bandwidth of the channel may be designated as a primary
channel and other portions of the bandwidth may be des-
ignated as non-primary channels. To illustrate, if the com-
munications device is a 4MHz bandwidth device on a 900
MHz primary frequency, the primary channel may com-
prise the lower 2MHz bandwidth of the 4MHz channel
and the secondary channel may comprise the upper
2MHz bandwidth of the 4MHz channel. In further exam-
ples, the primary channel may comprise a 1MHz band-
width channel and the non-primary channel may com-
prise the other three 1MHz bandwidth channels. In still
other examples, the primary channel and the non-primary
channels may comprise one or more different bandwidth
channels on the same primary frequency. In some ex-
amples, the primary and non-primary channels are de-
fined in a specification for compatible devices. In other
examples, the primary and non-primary channels may
be defined by a coordinator such as an access point for
a group or network of devices. In further examples, spec-
ifications may guide the designations depending upon
the numbers and/or types of devices operating in a net-
work or group of devices.
[0072] After receiving the signal, the CCA logic of the
communications device may detect or filter the signal to
obtain the signal on the primary channel (element 310).
In many examples, the wide bandwidth device may be
capable of capturing the primary channel without a need
to filter the signal or the device may filter the signal by
selecting only the sub-carriers associated with the pri-
mary channel. In other examples, the communications
device may implement a bandwidth filter to select the
primary channel.
[0073] Upon determining the signal on the primary
channel, the CCA logic of the communications device
may correlate the signal on the primary channel with a
delayed version of the signal to detect a guard interval
(GI) on the primary channel (element 315). In response
to detecting the GI on the primary channel, the CCA logic
may determine that a signal is being transmitted on the
primary channel and may defer transmission for a period
of time (element 320). In some embodiments, for in-
stance, the determination that the GI on the primary chan-
nel may be sufficient to cause the CCA to determine an
indication of the medium being busy. In further examples,
the CCA logic may determine that the existence of the
GI on the primary channel is associated with a probability,
the energy detection is associated with a probability, and
the start of the packet detection is associated with a prob-
ability. The CCA logic may determine, based upon the
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probabilities associated with each of the signal detectors,
a probability that a signal exists on the primary channel
and may determine whether or not to indicate the wireless
medium is busy based upon the results and probabilities
associated with each or a combination of the signal de-
tectors. In many embodiments, the CCA logic may also
determine whether a GI is detected on one or more non-
primary channels and take such determinations into con-
sideration in determining whether or not the medium is
busy.
[0074] In many examples, the communications device
may base a decision on whether the medium is busy or
not on the output of the CCA logic over a period of time.
For instance, the communications device may monitor
the output for consistency that the medium is busy or the
medium is not busy over a time period of microseconds,
over a time period of milliseconds, a period of cycles of
the carrier, or the like. In response to determining that
the medium is busy, the CCA logic may follow rules as-
sociated with a determination that the medium is busy.
For instance, in some embodiments, the rules may indi-
cate that the communications device should defer the
data transmission, re-enter a power-save mode, and
awake at a later time to perform a new CCA to determine
whether or not to transmit data to a data collection station
(element 360). Further embodiments may comprise rules
that indicate that the device should wait in a power-save
mode until the next scheduled time period for transmis-
sion of data to a data collection device. Other embodi-
ments may comprise rules that indicate that the device
should wait for the end of the transmission and then per-
form a new CCA (element 360).
[0075] The flowchart 400 given in FIG. 4 describes an
embodiment of a process performed by the CCA logic
such as CCA logic 1041 or CCA logic described in con-
junction with one or more of the embodiments illustrated
in FIGs. 1-3. The flowchart 400 begins with a station
(STA) that is ready to transmit a packet to a second STA
and needs to perform CCA rules (element 402). For in-
stance, the STA may be ready to transmit sensor data
collected over a period of time since the last scheduled
packet transmission.
[0076] Once the STA is ready to transmit a packet,
CCA logic of the STA may determine whether or not the
STA just exited a power-save mode and entered an active
mode (element 403). If the STA did not just awake from
a power-save mode to enter an active mode, the STA
may have detected a start of the packet and/or received
an updated NAV to determine the next time the medium
may be available for transmission or that the medium is
available for a packet transmission. If the STA did not
just awake, the STA may follow a standard CCA rules by
implementing start of the packet detection and energy
detection (element 410). In some embodiments, the CCA
rules may also include a GI detection on a non-primary
frequency.
[0077] If, on the other hand, the STA just exited the
power-save mode to enter an active mode, there is a

possibility that the STA awoke in the middle of a packet
transmission by another STA. In some embodiments, the
STA may have received an updated NAV and interpreted
the NAV to determine that the STA should enter a power-
save mode until the NAV is closer to expiration. Thus, in
several embodiments, the STA may determine if the NAV
is updated or unexpired. If the NAV is unexpired, the STA
may await the expiration of the NAV and/or follow the
standard CCA rules by implementing start of the packet
detection and energy detection (element 410).
[0078] If the STA determines that the STA just awoke
from a power-save mode and the NAV timer is expired,
the STA may perform GI detect on the primary channel
with logic such as the GI detector 1200 illustrated in FIG.
1D in parallel with the start of the packet detection and
the energy detection on the primary channel (element
405). For 2, 4, 8, and 16MHz bandwidth devices, unlike
1MHz device, the higher bandwidth transmission may
duplicate the preamble and SIGNAL field. For example,
a 2MHz bandwidth device can decode the 4MHz band-
width SIGNAL field and can have accurate NAV informa-
tion, but this happens only if the 2MHz bandwidth device
is awake and able to receive a start of the packet and
decode the SIGNAL field. The advantage of some exam-
ples that implement such a procedure for higher band-
width devices is that they can stay in power save mode
more often.
[0079] To check the channel, the GI detector may re-
ceive a 1 MHz bandwidth transmission, bandlimit the sig-
nal to a 1 MHz, primary channel signal, and transmit the
signal down parallel paths to a GI detection logic or de-
tector, wherein at least one of the parallel paths is de-
layed. The GI detector may correlate the primary channel
signal with the delayed version of the primary channel
signal and compare peaks of correlation with a threshold
value. If the peaks exceed a threshold value, the GI de-
tector may determine that a 1MHz bandwidth transmis-
sion is on the primary channel and, in response thereto,
defer transmission for a period of time to allow the trans-
mission to complete before attempting to transmit.
[0080] After performing the start of the packet detection
and energy detection (element 410) or GI detect on the
primary channel in parallel with the start of the packet
detection and the energy detection on the primary chan-
nel (element 405), the CCA logic may determine whether
or not to indicate clear channel assessment as the me-
dium is not busy. In some embodiments, for instance,
the CC logic may determine if any of the signal detection
methods indicate that the medium is busy (element 406).
If none of the detection methods resulted in an affirmative
decision that the medium is busy, the CCA logic may
indicate a CCA that the medium is not busy to the MAC
sublayer logic (element 420).
[0081] After performing the start of the packet detection
and energy detection (element 410) or GI detect on the
primary channel in parallel with the start of the packet
detection and the energy detection on the primary chan-
nel (element 405), the CCA logic may determine that the
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clear channel assessment indicates that the medium is
busy so the communications device may defer transmis-
sion and transition into an appropriate state (element
407). In some embodiments, for instance, the CCA logic
may determine that if not all of the signal detection meth-
ods indicate that the medium is not busy (element 406)
that the transmission should be deferred.
[0082] One example comprises a method. The method
may involve performing guard interval detection on a pri-
mary channel on the primary frequency in addition to start
of the packet detection and energy detection on the pri-
mary channel and guard interval detection on a non-pri-
mary channel on the primary frequency to determine if a
medium is busy in response to entering an active mode
from a power-save mode; determining whether the me-
dium is busy based upon the performing; and outputting
an indication that the medium is busy to defer transmis-
sions for a period of time in response to determining that
the medium is busy.
[0083] In some examples, the method may further
comprise outputting a clear channel assessment indicat-
ing that the medium is not busy in response to determin-
ing that the medium is not busy. In some embodiments,
the method may further comprise determining whether a
station has transitioned from the power save mode to the
active mode; determining whether a network allocation
vector is unexpired; and following start of packet detec-
tion and energy detection and guard interval detection
on a non-primary channel of the primary frequency rules
if the station did not enter the active mode from the power-
saving mode or if there is an indication that the network
allocation vector is updated. In many examples, the
method may further comprise determining that a network
allocation vector is not updated. In several embodiments,
performing the guard interval detection on the primary
channel of the primary frequency comprises: receiving,
by a device, a signal on the primary frequency; selecting
the signal on the primary channel; and correlating the
signal on the primary channel to detect a guard interval
in the signal on the primary channel. In some examples,
correlating comprises comparing peaks in the correlation
to determine if one or more peaks are greater than a
threshold correlation value. And, in some embodiments,
correlating comprises correlating the signal on the pri-
mary channel against a delayed version of the signal on
the primary channel.
[0084] At least one computer program product to mit-
igate collisions between transmissions of devices oper-
ating at different bandwidths on a primary frequency of
operation, the computer program product comprising a
computer useable medium having a computer useable
program code embodied therewith, the computer usea-
ble program code comprising computer useable program
code configured to perform operations, the operations to
carry out a method according to any one or more or all
of examples of the method described above.
[0085] At least one system comprising hardware and
code may carry out a method according to any one or

more or all of examples of the method described above.
[0086] Another example comprises an apparatus. The
apparatus may comprise a radio; and clear channel as-
sessment (CCA) logic coupled with the radio to perform
guard interval detection on a primary channel of the pri-
mary frequency in addition to start of packet detection
and energy detection on the primary channel and guard
interval detection on a non-primary channel on the pri-
mary frequency to determine if a medium is busy in re-
sponse to entering an active mode from a power-save
mode; determine whether the medium is busy based up-
on the performing; and to output a clear channel assess-
ment indicating that the medium is busy to defer trans-
missions for a period of time in response to determining
that the medium is busy.
[0087] In some embodiments, the apparatus may fur-
ther comprise logic to select the signal on the primary
channel. In some embodiments, the CCA logic comprises
logic to indicate a clear channel assessment if the medi-
um is not busy. In some embodiments, the CCA logic
comprises logic to determine whether a station has tran-
sitioned from the power save mode to the active mode;
determine whether a network allocation vector is unex-
pired; and follow start of the packet detection and energy
detection and guard interval detection on a non-primary
channel of the primary frequency rules if the station did
not enter the active mode from the power-saving mode
or if there is an indication that the network allocation vec-
tor is updated. In some embodiments, the CCA logic com-
prises guard interval logic to receive a signal on the pri-
mary frequency; select the signal on the primary channel;
and correlate the signal on the primary channel to detect
a guard interval in the signal on the primary channel. In
some embodiments, the CCA logic comprises guard in-
terval logic to compare peaks in the correlation to deter-
mine if one or more peaks are greater than a threshold
correlation value. And in some embodiments of the ap-
paratus, the CCA logic comprises guard interval logic to
correlate the signal on the primary channel against a de-
layed version of the signal on the primary channel.
[0088] Another example comprises a system. The sys-
tem may comprise a medium access control logic to gen-
erate a frame for transmission; a receiver comprising
clear channel assessment (CCA) logic to perform guard
interval detection on a primary channel of the primary
frequency in addition to start of packet detection and en-
ergy detection on the primary channel and guard interval
detection on a non-primary channel of the primary fre-
quency to determine if a medium is busy in response to
entering an active mode from a power-save mode; de-
termine whether the medium is busy based upon the per-
forming; and output an indication that the medium is busy
to defer transmissions for a period of time in response to
detecting a guard interval on the primary channel; and a
transmitter to defer transmissions for a period of time in
response to determining that the medium is busy.
[0089] In some examples, the system may further com-
prise an antenna coupled with the receiver to receive a
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signal. In some embodiments, the CCA logic comprises
logic to indicate a clear channel assessment if the medi-
um is not busy. In some embodiments, the CCA logic
comprises logic to determine whether a station has tran-
sitioned from the power save mode to the active mode;
determine whether a network allocation vector is unex-
pired; and follow start of the packet detection and energy
detection and guard interval detection on a non-primary
channel of the primary frequency rules if the station did
not enter the active mode from the power-saving mode
or if there is an indication that the network allocation vec-
tor is updated. In some embodiments, the CCA logic com-
prises guard interval logic to receive a signal on the pri-
mary frequency; select the signal on the primary channel;
and correlate the signal on the primary channel to detect
a guard interval in the signal on the primary channel. In
some embodiments, the CCA logic comprises guard in-
terval logic to compare peaks in the correlation to deter-
mine if one or more peaks are greater than a threshold
correlation value. And in some embodiments of the ap-
paratus, the CCA logic comprises guard interval logic to
correlate the signal on the primary channel against a de-
layed version of the signal on the primary channel.
[0090] Another example comprises a program product.
The program product may comprise a medium containing
instructions to mitigate collisions between transmissions
of devices operating at different bandwidths on a primary
frequency of operation. When executed, the instructions
cause a receiver to perform operations, the operations
comprising: performing guard interval detection on a pri-
mary channel on the primary frequency in addition to start
of the packet detection and energy detection on the pri-
mary channel and guard interval detection on a non-pri-
mary channel on the primary frequency to determine if a
medium is busy in response to entering an active mode
from a power-save mode; determining whether the me-
dium is busy based upon the performing; and outputting
a clear channel assessment to defer transmissions for a
period of time in response to determining that the medium
is busy.
[0091] In some embodiments, the program product
may further comprise outputting a clear channel assess-
ment indicating that the medium is not busy in response
to determining that the medium is not busy. In some em-
bodiments, the program product may further comprise
determining whether a station has transitioned from the
power save mode to the active mode; determining wheth-
er a network allocation vector is unexpired; and following
start of packet detection and energy detection and guard
interval detection on a non-primary channel of the prima-
ry frequency rules if the station did not enter the active
mode from the power-saving mode or if there is an indi-
cation that the network allocation vector is updated. In
many embodiments, the program product may further
comprise determining that a network allocation vector is
not updated. In several embodiments, performing the
guard interval detection on the primary channel of the
primary frequency comprises: receiving, by a device, a

signal on the primary frequency; selecting the signal on
the primary channel; and correlating the signal on the
primary channel to detect a guard interval in the signal
on the primary channel. In some embodiments, correlat-
ing comprises comparing peaks in the correlation to de-
termine if one or more peaks are greater than a threshold
correlation value. And, in some embodiments, correlating
comprises correlating the signal on the primary channel
against a delayed version of the signal on the primary
channel.
[0092] In some examples, some or all of the features
described above and in the claims may be implemented
in one example. For instance, alternative features may
be implemented as alternatives in an example along with
logic or selectable preference to determine which alter-
native to implement. Some examples with features that
are not mutually exclusive may also include logic or a
selectable preference to activate or deactivate one or
more of the features. For instance, some features may
be selected at the time of manufacture by including or
removing a circuit pathway or transistor. Further features
may be selected at the time of deployment or after de-
ployment via logic or a selectable preference such as a
dipswitch or the like. A user after via a selectable prefer-
ence such as a software preference, an e-fuse, or the
like may select still further features.
[0093] A number of examples may have one or more
advantageous effects. For instance, some examples
may offer reduced MAC header sizes with respect to
standard MAC header sizes. Further examples may in-
clude one or more advantageous effects such as smaller
packet sizes for more efficient transmission, lower power
consumption due to less data traffic on both the trans-
mitter and receiver sides of communications, less traffic
conflicts, less latency awaiting transmission or receipt of
packets, and the like.
[0094] Another example is implemented as a program
product for implementing systems, apparatuses, and
methods described with reference to FIGs. 1-4. Exam-
ples can take the form of an entirely hardware example,
a software example implemented via general purpose
hardware such as one or more processors and memory,
or an example, containing both specific-purpose hard-
ware and software elements. One example is implement-
ed in software or code, which includes but is not limited
to firmware, resident software, microcode, or other types
of executable instructions.
[0095] Furthermore, examples can take the form of a
computer program product accessible from a machine-
accessible, computer-usable, or computer-readable me-
dium providing program code for use by or in connection
with a computer, mobile device, or any other instruction
execution system. For the purposes of this description,
a machine-accessible, computer-usable, or computer-
readable medium is any apparatus or article of manufac-
ture that can contain, store, communicate, propagate, or
transport the program for use by or in connection with
the instruction execution system or apparatus.
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[0096] The medium may comprise an electronic, mag-
netic, optical, electromagnetic, or semiconductor system
medium. Examples of a machine-accessible, computer-
usable, or computer-readable medium include memory
such as volatile memory and non-volatile memory. Mem-
ory may comprise, e.g., a semiconductor or solid-state
memory like flash memory, magnetic tape, a removable
computer diskette, a random access memory (RAM), a
read-only memory (ROM), a rigid magnetic disk, and/or
an optical disk. Current examples of optical disks include
compact disk - read only memory (CD-ROM), compact
disk - read/write memory (CD-R/W), digital video disk
(DVD)-read only memory (DVD-ROM), DVD-random ac-
cess memory (DVD-RAM), DVD-Recordable memory
(DVD-R), and DVD- read/write memory (DVD-R/W).
[0097] An instruction execution system suitable for
storing and/or executing program code may comprise at
least one processor coupled directly or indirectly to mem-
ory through a system bus. The memory may comprise
local memory employed during actual execution of the
code, bulk storage such as dynamic random access
memory (DRAM), and cache memories which provide
temporary storage of at least some code in order to re-
duce the number of times code must be retrieved from
bulk storage during execution.
[0098] Input/output or I/O devices (including but not
limited to keyboards, displays, pointing devices, etc.) can
be coupled to the instruction execution system either di-
rectly or through intervening I/O controllers. Network
adapters may also be coupled to the instruction execution
system to enable the instruction execution system to be-
come coupled to other instruction execution systems or
remote printers or storage devices through intervening
private or public networks. Modem, Bluetooth™, Ether-
net, Wi-Fi, and WiDi adapter cards are just a few of the
currently available types of network adapters.

Claims

1. A wireless communication station, STA, (1010) com-
prising physical layer, PHY, circuitry (1025) and
processing elements to:

receive a transmission on a channel that in-
cludes at least a primary channel and secondary
channel;
determine, in response to receipt of the trans-
mission, whether a network allocation vector,
NAV, timer has expired;
receive an indication of the primary channel and
a bandwidth of the primary channel, and, if the
NAV timer has expired and the STA determines
that the STA has just exited a power save mode
such that the STA has not been awake a suffi-
cient time to receive a start of packet, SOP, de-
termine whether a data portion of a physical lay-
er protocol data unit, PPDU, compatible with a

standard of an Institute for Electrical and Elec-
tronics Engineers 802.11ah family of standards,
has been detected in the primary channel or in
the secondary channel; and
defer transmissions on the primary channel in
response to detection of the data portion in the
primary channel and defer transmissions on the
secondary channel in response to detection of
the data portion in the secondary channel,
wherein the STA (1010) is capable to operate
within a 2 MHz basic service set, BSS, and the
primary channel includes the lower 1 MHz of the
2 MHz BSS operating channel bandwidth.

2. The STA (1010) of claim 1, wherein the STA (1010)
is to detect the data portion of the PPDU based on
detection of a guard interval, GI, (1016) within the
transmission.

3. The STA (1010) of claim 2, wherein the STA (1010)
further includes filtering circuitry to filter a 1 MHz pri-
mary channel from the 2 MHz signal, and wherein
the processing elements are further to detect the GI
(1016) in the 1 MHz primary channel.

4. The STA (1010) of claim 2, wherein the STA (1010)
is further to detect the GI (1016) in a secondary chan-
nel.

5. The STA (1010) of claim 1, wherein

the STA (1010) detects the data portion of the
PPDU if the STA (1010) has woken from a power
save mode within a time duration previous to
determining that the NAV associated with the
STA (1010) indicates that the STA (1010) is idle,
and
the STA (1010) refrains from detecting the data
portion otherwise.

6. A non-transitory computer-readable storage medi-
um that stores instructions for execution by one or
more processors to perform operations for operating
a communication station, STA, in a wireless network,
the operation to configure the STA to:

receive a transmission on a channel that in-
cludes at least a primary channel and a second-
ary channel;
determine, in response to receipt of the trans-
mission, whether a network allocation vector,
NAV, timer has expired;
receive an indication of the primary channel and
a bandwidth of the primary channel, and, if the
NAV timer has expired and the one or more proc-
essors determines that the STA has just exited
a power save mode such that the STA has not
been awake a sufficient time to receive a start
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of packet, SOP, determine whether a physical
layer protocol data unit, PPDU, compatible with
a standard of an Institute for Electrical and Elec-
tronics Engineers 802.11ah family of standards,
has been detected in the primary channel or in
the secondary channel; and
defer transmissions on the primary channel in
response to detection of the data portion in the
primary channel and defer transmissions on the
secondary channel in response to detection of
the data portion in the secondary channel,
wherein the STA (1010) is capable to operate
within a 2 MHz basic service set, BSS, and the
primary channel includes the lower 1 MHz of the
2 MHz BSS operating channel bandwidth.

7. The non-transitory computer-readable storage me-
dium of claim 6, wherein the instructions further con-
figure the STA to detect the data portion of the PPDU
based on detection of a guard interval, GI, within the
transmission.

Patentansprüche

1. Drahtlose Kommunikationsstation, STA, (1010) die
eine Schaltung auf der physischen Schicht, PHY,
(1025) aufweist und Elemente verarbeitet zum:

Empfangen einer Übertragung auf einem Kanal,
der mindestens einen Primärkanal und einen
Sekundärkanal aufweist;
Bestimmen als Reaktion auf das Empfangen der
Übertragung, ob ein Network-Allocation-Vector-
Timer, NAV-Timer, abgelaufen ist;
Empfangen einer Angabe des Primärkanals und
einer Bandbreite des Primärkanals und, wenn
der NAV-Timer abgelaufen ist und die STA fest-
stellt, dass die STA gerade einen Energiespar-
modus verlassen hat, sodass die STA eine noch
nicht ausreichende Zeit im Wachzustand war,
um den Start eines Pakets, SOP, zu empfangen,
Bestimmen, ob ein Datenabschnitt einer physi-
schen Protocol Data Unit, PPDU, kompatibel mit
einem Standard aus einer Standardfamilie des
Institute for Electrical and Electronics Engineers
802.11ah, in dem Primärkanal oder in dem Se-
kundärkanal erkannt wurde; und
Aufschieben von Übertragungen auf dem Pri-
märkanal als Reaktion auf das Erkennen des
Datenabschnitts in dem Primärkanal und Auf-
schieben von Übertragungen auf dem Sekun-
därkanal als Reaktion auf das Erkennen des Da-
tenabschnitts in dem Sekundärkanal, wobei die
STA (1010) in der Lage ist zum Arbeiten inner-
halb eines 2 MHZ Basic Service Set, BSS, und
der Primärkanal die unteren 1 MHZ der 2 MHZ-
BSS-Betriebskanalbandbreite aufweist.

2. STA (1010) nach Anspruch 1, wobei die STA (1010)
zum Erkennen des Datenabschnitts der PPDU ba-
sierend auf der Erkennung eines Guard Interval, GI,
(1016) innerhalb der Übertragung dient.

3. STA (1010) nach Anspruch 2, wobei die STA (1010)
darüber hinaus eine Filterschaltung aufweist zum
Filtern eines 1 MHZ-Primärkanals aus dem 2 MHZ-
Signal und wobei die verarbeitenden Elemente dar-
über hinaus dazu dienen, das GI (1016) in dem 1
MHZ-Primärkanal zu erkennen.

4. STA (1010) nach Anspruch 2, wobei die STA (1010)
darüber hinaus zum Erkennen des GI (1016) in ei-
nem Sekundärkanal dient.

5. STA (1010) nach Anspruch 1, wobei
die STA (1010) den Datenabschnitt der PPDU er-
kennt, wenn die STA (1010) innerhalb einer Zeit-
spanne vor dem Bestimmen aufgewacht ist, dass
der NAV, der der STA (1010) zugeordnet ist, anzeigt,
dass sich die STA (1010) im Leerlauf befindet, und
die STA (1010) ansonsten das Erkennen des Daten-
abschnitts unterlässt.

6. Nicht flüchtiges, computerlesbares Speichermedi-
um, das Anweisungen zur Ausführung durch einen
oder mehrere Prozessoren speichert zum Ausführen
von Vorgängen zum Betreiben einer Kommunikati-
onsstation, STA, in einem drahtlosen Netzwerk, wo-
bei die Vorgänge dienen zum Konfigurieren der STA
zum:

Empfangen einer Übertragung auf einem Kanal,
der mindestens einen Primärkanal und einen
Sekundärkanal aufweist;
Bestimmen als Reaktion auf das Empfangen der
Übertragung, ob ein Network-Allocation-Vector-
Timer, NAV-Timer, abgelaufen ist;
Empfangen einer Angabe des Primärkanals und
einer Bandbreite des Primärkanals und, wenn
der NAV-Timer abgelaufen ist und der eine oder
die mehreren Prozessoren feststellen, dass die
STA gerade einen Energiesparmodus verlas-
sen hat, sodass die STA eine noch nicht ausrei-
chende Zeit im Wachzustand war, um den Start
eines Pakets, SOP, zu empfangen, Bestimmen,
ob ein eine physische Protocol Data Unit, PPDU,
kompatibel mit einem Standard aus einer Stan-
dardfamilie des Institute for Electrical and Elec-
tronics Engineers 802.11ah, in dem Primärkanal
oder in dem Sekundärkanal erkannt wurde; und
Aufschieben von Übertragungen auf dem Pri-
märkanal als Reaktion auf das Erkennen des
Datenabschnitts in dem Primärkanal und Auf-
schieben von Übertragungen auf dem Sekun-
därkanal als Reaktion auf das Erkennen des Da-
tenabschnitts in dem Sekundärkanal, wobei die
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STA (1010) in der Lage ist zum Arbeiten inner-
halb eines 2 MHZ Basic Service Set, BSS, und
der Primärkanal die unteren 1 MHZ der 2 MHZ-
BSS-Betriebskanalbandbreite aufweist.

7. Nicht flüchtiges, computerlesbares Speichermedi-
um nach Anspruch 6, wobei die Anweisungen dar-
über hinaus dienen zum Konfigurieren der STA zum
Erkennen des Datenabschnitts der PPDU basierend
auf der Erkennung eines Guard Interval, GI, inner-
halb der Übertragung.

Revendications

1. Station de communication sans fil, STA (1010), com-
prenant des circuits de couche physique, PHY
(1025) et des éléments de traitement pour :

recevoir une transmission sur un canal qui com-
prend au moins un canal primaire et un canal
secondaire ;
déterminer, en réponse à la réception de la
transmission, si un temporisateur de vecteur
d’allocation de réseau, NAV, a expiré ;
recevoir une indication du canal primaire et une
bande passante du canal primaire, et si le tem-
porisateur NAV a expiré et la STA détermine
que la STA vient de quitter un mode d’économie
d’énergie de sorte que la STA n’a pas été
éveillée suffisamment longtemps pour recevoir
un début de paquet, SOP, déterminer si une par-
tie de données d’une unité de données de pro-
tocole de couche physique, PPDU, compatible
avec une norme d’une famille de normes IEEE
(« Institute for Electrical and Electronics
Engineers ») 802.11ah, a été détectée sur le ca-
nal primaire ou sur le canal secondaire ; et
différer des transmissions sur le canal primaire
en réponse à la détection de la partie de don-
nées sur le canal primaire et différer des trans-
missions sur le canal secondaire en réponse à
la détection de la partie de données sur le canal
secondaire, dans lequel la STA (1010) est ca-
pable de fonctionner dans un ensemble de ser-
vices de base, BSS, de 2 MHz et le canal pri-
maire comprend le 1 MHz inférieur de la bande
passante de canal opérationnel de BSS de 2
MHz.

2. STA (1010) selon la revendication 1, dans laquelle
la STA (1010) doit détecter la partie de données de
la PPDU sur la base de la détection d’un intervalle
de garde, GI (1016) à l’intérieur de la transmission.

3. STA (1010) selon la revendication 2, dans laquelle
la STA (1010) comprend en outre des circuits de
filtrage pour filtrer un canal primaire de 1 MHz à partir

du signal de 2 MHz, et dans laquelle les éléments
de traitement doivent en outre détecter le GI (1016)
sur le canal primaire de 1 MHz.

4. STA (1010) selon la revendication 2, dans laquelle
la STA (1010) doit en outre détecter le GI (1016) sur
le canal secondaire.

5. STA (1010) selon la revendication 1, dans laquelle
la STA (1010) détecte la partie de données de la
PPDU si la STA (1010) s’est réveillée d’un mode
d’économie d’énergie dans une durée de temps
avant la détermination que le NAV associé à la STA
(1010) indique que la STA (1010) est inoccupée, et
sinon, la STA (1010) renonce à détecter la partie de
données.

6. Support de stockage non transitoire, lisible par ordi-
nateur, qui stocke des instructions pour une exécu-
tion par un ou plusieurs processeurs afin d’effectuer
des opérations pour faire fonctionner une station de
communication, STA, dans un réseau sans fil, l’opé-
ration pour configurer la STA consistant à :

recevoir une transmission sur un canal qui com-
prend au moins un canal primaire et un canal
secondaire ;
déterminer, en réponse à la réception de la
transmission, si un temporisateur de vecteur
d’allocation de réseau, NAV, a expiré ;
recevoir une indication du canal primaire et
d’une bande passante du canal primaire, et si
le temporisateur NAV a expiré et ledit un ou les-
dits plusieurs processeurs déterminent que la
STA vient de quitter un mode d’économie
d’énergie de sorte que la STA n’a pas été
éveillée suffisamment longtemps pour recevoir
un début de paquet, SOP, déterminer si une uni-
té de données de protocole de couche physique,
PPDU, compatible avec une norme d’une fa-
mille de normes IEEE 802.11ah, a été détectée
sur le canal primaire ou sur le canal secondaire ;
et
différer des transmissions sur le canal primaire
en réponse à la détection de la partie de don-
nées sur le canal primaire et différer des trans-
missions sur le canal secondaire en réponse à
la détection de la partie de données sur le canal
secondaire, dans lequel la STA (1010) est ca-
pable de fonctionner dans un ensemble de ser-
vices de base, BSS, de 2 MHz et le canal pri-
maire comprend le 1 MHz inférieur de la bande
passante de canal opérationnel de BSS de 2
MHz.

7. Support de stockage non transitoire, lisible par ordi-
nateur, selon la revendication 6, dans lequel les ins-
tructions configurent en outre la STA pour détecter
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la partie de données de la PPDU sur la base d’une
détection d’un intervalle de garde, GI, à l’intérieur de
la transmission.
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