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(54) CONTROL DEVICE FOR INTERNAL COMBUSTION ENGINE

(57) An internal combustion engine of the present
invention is an internal combustion engine equipped with
port injectors. Further, the internal combustion engine
has an ISC passage that connects an upstream side and
a downstream side of a throttle valve in an intake pas-
sage, and an ISC valve that regulates an amount of air
flowing in the ISC passage. A control device of the
present invention performs valve opening control that

makes an opening degree of the ISC valve an opening
degree larger than a reference opening degree when re-
quest torque required by the internal combustion engine
is smaller than estimated torque that can be generated
in the internal combustion engine, and sets a timing for
fuel injection from the port injector at an opening timing
of an intake valve of a cylinder in which the port injector
is installed during the valve opening control.
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Description

Technical Field

[0001] The invention relates to a control device for an
internal combustion engine, and more particularly relates
to a control device for an internal combustion engine in-
cluding a bypass passage that connects an upstream
side and a downstream side of a throttle valve, in an
intake passage of the internal combustion engine.

Background Art

[0002] Conventionally, there has been disclosed a
control device for an internal combustion engine
equipped with a supercharger, for example, in Patent Lit-
erature 1. Further, Patent Literature 1 proposes control
of ignition timing for restraining an output variation that
occurs when a target intake air that is set in response to
request torque and an actual intake air amount differs.
Specifically, the control device in Patent Literature 1 per-
forms control of delaying ignition timing at a time of over-
shoot when an actual intake air amount is larger than a
target intake air amount, and advancing the ignition tim-
ing at a time of undershoot when the actual intake amount
is smaller than the target intake air amount.

Citation List

Patent Literatures

[0003]

Patent Literature 1: Japanese Patent Laid-Open No.
2004-346917
Patent Literature 2: Japanese Patent Laid-Open No.
2012-102617

Summary of Invention

Technical Problem

[0004] In the control of Patent Literature 1 described
above, the output variation which occurs when the target
intake air amount differs from the actual intake air amount
is restrained by advancing or delaying the ignition timing.
However, in the case of an internal combustion engine
having a supercharger, the ignition timing is sometimes
set at a delay side from MBT in a turbocharging region,
in order to restrain knocking. In such a case, a margin
up to a delay limit of the ignition timing is small. In such
a case, it is conceivable that even if the actual intake air
amount is larger than the target intake air amount, and
reduction of the output torque is required, torque cannot
be sufficiently reduced by only delay control of the ignition
timing.
[0005] Here, in the case of an internal combustion en-
gine having an ISC passage that connects an upstream

side and a downstream side of the throttle valve, and
having an ISC valve in the ISC passage, it is conceivable
to open the ISC valve and cause the intake air to flow
back to the upstream side from the ISC passage. There-
by, the amount of intake air that flows into the cylinder
can be reduced, and the torque can be reduced.
[0006] However, with the control of opening the ISC
valve like this, the intake air flows back in the ISC pas-
sage. Therefore, it is conceivable that depending on the
operation state, the fuel which is injected to the intake
port flows back to the upstream side, and makes com-
bustion unstable and causes worsening of emissions and
the like.
[0007] The invention has an object to solve the above
described problem, and provides a control device for an
internal combustion engine that is improved to restrain
combustion from becoming instable by realization of re-
quest torque by control of an ISC valve when there is a
request to reduce output torque.

Means for solving the Problems

[0008] In order to attain the above described object, a
first invention is a control device for an internal combus-
tion engine, comprising:

a throttle valve that is installed in an intake passage
of the internal combustion engine including a super-
charger;
an ISC passage that connects an upstream side and
a downstream side of the throttle valve, in the intake
passage;
an ISC valve that regulates an amount of air that
flows in the ISC passage by being controlled to a
predetermined opening degree;
a port injector that is installed to inject fuel to an intake
port of each of cylinders of the internal combustion
engine;
control means for executing valve opening control
that makes an opening degree of the ISC valve an
opening degree larger than a reference opening de-
gree, when request torque required by the internal
combustion engine is smaller than estimated torque
that can be generated in the internal combustion en-
gine; and
restriction means for restricting a timing for fuel in-
jection from the port injector, during execution of the
valve opening control.

[0009] A second invention is such that, in the first in-
vention,
the restriction means includes means for setting a timing
for fuel injection from the port injector at an opening timing
of an intake valve of the cylinder in which the port injector
is installed, during execution of the valve opening control.
[0010] A third invention is such that, in the first inven-
tion,
the restriction means includes means for prohibiting fuel
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injection from the port injector during the valve opening
control.
[0011] Here, "a reference opening degree" is desirably
set at an maximum opening degree at which the ISC
valve is fully opened, or a large opening degree close to
the maximum opening degree.

Advantageous Effect of Invention

[0012] According to the present invention, backflow of
the fuel in the valve opening control of the ISC valve can
be restrained.

Brief Description of Drawings

[0013]

Figure 1 is a schematic diagram for explaining an
entire configuration of a system of embodiment 1 of
the present invention.
Figure 2 is a flowchart for explaining a routine of con-
trol that is executed by a control device in embodi-
ment 1 of the present invention.
Figure 3 is a flowchart for explaining a routine of con-
trol that is executed by the control device in embod-
iment 1 of the present invention.
Figure 4 is a flowchart for explaining a routine of con-
trol that is executed by the control device in embod-
iment 1 of the present invention.
Figure 5 is a schematic diagram for explaining an
entire configuration of a system of embodiment 2 of
the present invention.
Figure 6 is a flowchart for explaining a routine of con-
trol that is executed by a control device in embodi-
ment 2 of the present invention.
Figure 7 is a flowchart for explaining a routine of an-
other control that is executed by the control device
in embodiment 2 of the present invention.

Mode for Carrying Out the Invention

[0014] Hereinafter, an embodiment of the present in-
vention will be described with reference to the drawings.
Note that in the respective drawings, the same or corre-
sponding parts will be assigned with the same reference
signs and explanation thereof will be simplified or omit-
ted.

Embodiment 1

[Configuration of embodiment 1]

[0015] Figure 1 is a schematic diagram for explaining
a system configuration of embodiment 1 of the present
invention. A system of the present embodiment includes
a spark-ignition type internal combustion engine 2 to be
a target of application of a control device. The internal
combustion engine 2 uses gasoline as fuel, and can be

preferably used as a power plant of a vehicle, for exam-
ple. The internal combustion engine 2 can perform a sto-
ichiometric combustion operation that combusts a mix-
ture gas with an air-fuel ratio close to a theoretical air-
fuel ratio (hereinafter, "stoichiometry"), and a lean com-
bustion operation that combusts a mixture gas with an
air-fuel ratio much leaner than the theoretical air-fuel ratio
in a predetermined lean combustion operation region by
switching between the stoichiometric combustion oper-
ation and the lean combustion operation. Further, Figure
1 illustrates only one cylinder of the internal combustion
engine 2, but the internal combustion engine 2 includes
a plurality of cylinders. The number of cylinders and dis-
position of the cylinders of the internal combustion engine
2 are not specially limited.
[0016] Each of the cylinders of the internal combustion
engine 2 is provided with a cylinder injector 4 and an
ignition plug 6. The cylinder injectors 4 are installed to
inject fuel into the respective cylinders of the internal com-
bustion engine 2. In the configuration in Figure 1, the
cylinder injectors 4 are provided, but port injectors that
inject fuel into intake ports may be used. Each of the
cylinders of the internal combustion engine 2 is provided
with an intake valve 8 and an exhaust valve 10. In the
system, a variable valve mechanism (not illustrated) that
controls opening and closing of the respective intake
valves 8 and exhaust valves 10 is installed.
[0017] A downstream side end portion of an intake pas-
sage 12, and an upstream side end portion of an exhaust
passage 14 respectively communicate with the respec-
tive cylinders. An air cleaner 20 is mounted in a vicinity
of an inlet of the intake passage 12. An air flow meter 22
that outputs a signal corresponding to a flow rate of air
that is taken into the intake passage 12 is provided in a
vicinity of a downstream side of the air cleaner 20. A
compressor 24 for turbocharger is installed downstream
of the air flow meter 22.
[0018] An intercooler 26 that cools compressed air is
provided downstream of the compressor 24 in the intake
passage 12. An electronically controlled type throttle
valve 28 is provided downstream of the intercooler 26. A
surge tank 30 is provided downstream of the throttle valve
28.
[0019] The system in Figure 1 has an ISC (Idle Speed
Control) passage 32 that connects an upstream side of
the throttle valve 28 and a downstream side of the throttle
valve 28 in the intake passage 12. Specifically, one end
of the ISC passage 32 is connected to a downstream
side of the air cleaner 20 in the intake passage 12 and
an upstream side of the compressor 24. The other end
of the ISC passage 32 is connected to a downstream
side of the surge tank 30, in the intake passage 12. In
the ISC passage 32, an ISC valve 34 that opens and
closes the ISC passage 32 is installed. The ISC valve 34
is a valve for changing a channel sectional area of the
ISC passage 32 by an opening degree thereof being con-
trolled to a predetermined opening degree, and regulat-
ing a flow rate of a gas flowing in the ISC passage 32.
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[0020] In the exhaust passage 14, an exhaust turbine
36 of the turbocharger is installed. A catalyst 38 for pu-
rifying an exhaust gas is installed downstream of the ex-
haust turbine 36, and a muffler 40 is further installed
downstream of the catalyst 38.
[0021] The system in Figure 1 has a first pressure sen-
sor 42 and a second pressure sensor 44. The first pres-
sure sensor 42 is installed in a vicinity of a connection
portion with the ISC passage 32, between the air cleaner
20 and the compressor 24 in the intake passage 12. By
the first pressure sensor 42, a first pressure P1 that is an
intake pressure in a vicinity of a connection portion of the
ISC passage 32 and the intake passage 12 is acquired.
The second pressure sensor 44 is installed in the surge
tank 30. A second pressure P2 that is an intake pressure
in the surge tank 30 is acquired based on an output of
the second pressure sensor 44.
[0022] The system in Figure 1 includes an ECU (Elec-
tronic Control Unit) 50. The control device of the present
invention is realized as one function of the ECU 50. Var-
ious sensors for sensing an operation state of the internal
combustion engine 2, such as the air flow meter 22 and
the first and the second pressure sensors 42 and 44 de-
scribed above are connected to the ECU 50. Further,
various actuators that control the operation state of the
internal combustion engine 2 such as the throttle valve
28, the cylinder injector 4 and the ignition plug 6 described
above are connected to the ECU 50. The ECU 50 controls
the operation state of the internal combustion engine 2
by executing a control program which is stored in a mem-
ory in advance, in accordance with parameters relating
to the operation state of the internal combustion engine
which are the result of acquiring the outputs of the re-
spective sensors.

[Outline of ISC valve full opening control of present em-
bodiment]

[0023] Control that is executed by the control device
in the present embodiment includes control relating to an
opening and a closing states of the ISC valve 34. In the
control, the control device acquires request torque, and
predicted generation torque (also called estimated
torque) that is torque which can be generated in the in-
ternal combustion engine. The request torque and the
predicted generation torque are calculated by a known
method, and here, the calculation method is not limited.
Further, the request torque and the predicted generation
torque are not limited to the torque that is directly calcu-
lated by the control device in the present embodiment,
but may be inputted by a system which is disposed at a
higher rank than the control device.
[0024] The control device performs control of fully
opening the ISC valve 34 under conditions that the pre-
dicted generation torque which is acquired is larger than
the request torque, and that the second pressure P2 is
larger than the first pressure P1. By fully opening the ISC
valve 34 in the state in which the second pressure P2 at

the downstream side of the intake passage 12 is larger
than the first pressure P1 at the upstream side, the intake
air is caused to flow back to the upstream side, and an
internal pressure of the surge tank 30 can be reduced.
Thereby, a torque variation in the case of the predicted
generation torque is larger than the request torque is re-
strained. In the following embodiment, the valve opening
control that fully opens the ISC valve 34 when the above
described conditions (namely, the predicted generation
torque is larger than the request torque, and the second
pressure P2 is larger than the first pressure P1) are sat-
isfied is also called "ISC valve full opening control". Fur-
ther, the conditions are also called "ISC valve fully open-
ing conditions".
[0025] Figure 2 is a flowchart explaining a routine of
control executed by the control device in embodiment 1
of the present invention. The routine in Figure 2 is a rou-
tine that is repeatedly executed at each set time interval
during an operation of the internal combustion engine 2.
In the routine in Figure 2, it is firstly determined whether
or not an ISC valve full opening prohibition flag is cleared
(S10). The ISC valve full opening prohibition flag is a flag
which is switched to be set and cleared by processing
that will be described later, and while the flag is set, the
ISC valve full opening control is prohibited. Accordingly,
when it is not recognized that the ISC valve full opening
prohibition flag is cleared in step S10, the current process
is temporarily ended.
[0026] When it is recognized that the ISC valve full
opening prohibition flag is cleared in step S10, the re-
quest torque is acquired next (S12). Next, an engine con-
trol target value is acquired (S14). The engine control
target value is, for example, a target opening degree of
the throttle valve 28, target ignition timing, a target open-
ing degree of the ISC valve 34 and the like which are set
at present. Next, the predicted generation torque is cal-
culated in accordance with these control target values
(S16).
[0027] Next, it is determined whether or not the pre-
dicted generation torque which is calculated in step S16
is larger than the request torque which is acquired in step
S12 (S18). When it is not recognized that the predicted
generation torque is larger than the request torque in step
S 18, the current process is temporarily ended.
[0028] When it is recognized that the predicted gener-
ation torque is larger than the request torque in step S18,
it is determined whether or not the second pressure P2
is larger than the first pressure P1 next (S20). When it is
not recognized that the second pressure P2 is larger than
the first pressure P1 in step S20, the current process is
ended.
[0029] When it is recognized that the second pressure
P2 is larger than the first pressure P1 in step S20, the
ISC valve 34 is fully opened (S22). The ISC valve 34 is
fully opened in the state in which the second pressure
P2 is larger than the first pressure P1, whereby part of
intake air flows through the ISC passage 32 and flows
back to the upstream side of the intake passage 12 from
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the downstream side from the surge tank 30 of the intake
passage 12. Thereby, the surge tank internal pressure
is reduced, and torque is restrained. Thereafter, the cur-
rent process is ended.

[Outline of control of prohibiting lean combustion opera-
tion of present embodiment]

[0030] Incidentally, the internal combustion engine 2
of the present embodiment is an internal combustion en-
gine capable of a lean combustion operation. In the case
of the internal combustion engine capable of a lean com-
bustion operation like this, the intake port shapes are
optimized to perform lean combustion stably, and are
designed to enhance swirl flows and tumble flows that
occur in the cylinders. However, during execution of the
ISC valve full opening control, the intake air flows back
to the upstream side via the ISC passage 32. Therefore,
during the ISC valve full opening control, the flow of the
intake air in the intake passage 12 also changes signifi-
cantly. As a result, the swirl flows and the tumble flows
which occur in the cylinders become insufficient, and it
is conceivable that the lean combustion limit is lowered,
or lean combustion becomes unstable in particular.
[0031] Accordingly, in the present embodiment, the
control device executes control of prohibiting a lean com-
bustion operation during the ISC valve full opening con-
trol. Figure 3 is a flowchart for explaining a routine of
control executed by the control device in embodiment 1
of the present invention. The routine in Figure 3 is a rou-
tine that is repeatedly executed at each set time interval
during an operation of the internal combustion engine 2.
In the routine in Figure 3, it is firstly determined whether
or not the ISC valve full opening control is under execu-
tion (S102). When it is recognized that the ISC valve full
opening control is under execution in step S102, a target
air-fuel ratio is set at stoichiometry (S104). Thereby, a
lean combustion operation is prohibited. Thereafter, the
current process is ended.
[0032] When it is not recognized that the ISC valve full
opening control is under execution in step S102, it is de-
termined whether or not the condition of the lean com-
bustion operation is established at present in S106. The
lean combustion operation condition is stored in the con-
trol device in advance. More specifically, the condition
that the engine speed of the internal combustion engine
2 is equal to or smaller than the predetermined speed,
for example, or the like is cited.
[0033] When establishment of the lean combustion op-
eration condition is not recognized in step S106, the flow
proceeds to step S104, and the target air-fuel ratio is set
at stoichiometry. Thereafter, the current process is end-
ed.
[0034] When establishment of the lean combustion op-
eration condition is recognized in step S106, the target
air-fuel ratio is set at a predetermined lean air-fuel ratio
next (S108). Thereafter, the current process is ended.
[0035] By the above process, a lean combustion op-

eration is prohibited during execution of the ISC valve
full opening control, and a stoichiometric combustion op-
eration is executed. Thereby, stabilization of combustion
during the ISC valve full opening control can be achieved.

[Outline of prohibition control of ISC valve full opening 
control of present embodiment]

[0036] Further, the control device of the present em-
bodiment prohibits the ISC valve full opening control at
the time of a lean combustion operation. That is to say,
when the lean combustion operation is performed, the
ISC valve full opening control is not performed even in
an operation state in which the ISC valve full opening
conditions are established.
[0037] Figure 4 is a flowchart for explaining a routine
of control executed by the control device in embodiment
1 of the present invention. The routine in Figure 4 is a
routine that is repeatedly executed at each set time in-
terval during an operation of the internal combustion en-
gine 2. In the routine in Figure 4, it is firstly determined
whether or not the internal combustion engine 2 is under
a lean combustion operation (S 112).
[0038] When it is recognized that the internal combus-
tion engine 2 is under a lean combustion operation in
step S112, the ISC valve full opening prohibition flag is
set next (S114). The ISC valve full opening prohibition
flag is a flag that is used in determination of whether or
not the ISC valve full opening control can be executed in
step S10 in the routine in Figure 2 described above, and
by the flag being set, the ISC valve full opening control
by the routine in Figure 2 is prohibited. Thereafter, the
current process is ended. In this case, the ISC valve 34
is controlled in accordance with a control program at a
normal time of the ISC valve 34 which is stored in the
ECU 50 separately. The ISC valve full opening control is
prohibited at the time of a lean combustion operation by
the process. However, even during a lean combustion
operation, the ISC valve 34 is opened by the control flag
at the normal time, and is fully opened in some cases.
[0039] When it is not recognized that the internal com-
bustion engine is under a lean combustion operation at
present in step S 112, the ISC valve full opening prohi-
bition flag is cleared (S116). Thereby, execution of the
routine in Figure 2 is permitted, and when the ISC valve
full opening conditions which are determined in the rou-
tine in Figure 2 are established, the ISC valve 34 is fully
opened. Thereafter, the current process is ended.
[0040] As described above, according to the present
embodiment, during execution of the ISC valve full open-
ing control, switching to the lean combustion operation
is prohibited, whereas during the lean combustion oper-
ation, the ISC valve full opening control is prohibited.
Thereby, while stable combustion is ensured in the lean
combustion operation region, torque variation can be re-
strained outside the lean combustion operation region.
[0041] In the present embodiment, the case is de-
scribed, in which the opening degree of the ISC valve 34
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is made full opening which is a maximum opening degree
when the ISC valve full opening conditions are estab-
lished. However, the present invention is not limited
thereto, and the opening degree of the ISC valve 34 may
be made larger than a predetermined reference opening
degree. Here, the reference opening degree can be prop-
erly set at such a large opening degree that can reduce
generation torque by causing the intake air to flow back
early by opening the ISC valve. This similarly applies to
other embodiments.
[0042] Further, the case is described, in which the sys-
tem of the present embodiment includes the first pressure
sensor 42 and the second pressure sensor 44, and ac-
quires the first pressure P1 and the second pressure P2
based on the outputs from these sensors. However, the
present invention may have a configuration that does not
have both or one of the first pressure sensor 42 and the
second pressure sensor 44. In the case like this, estimat-
ed values of the pressures of the respective portions can
be used as the first pressure P1 and the second pressure
P2. This similarly applies to other embodiments.
[0043] Further, in the present embodiment, the case
is described, in which the control device executes both
the routines in Figure 3 and Figure 4, and thereby pro-
hibits switching to the lean combustion operation during
the ISC valve full opening control, and prohibits execution
of the ISC valve full opening control during the lean com-
bustion operation. However, the present invention is not
limited to the one that executes both the controls, but
may be the one that performs only one control. This sim-
ilarly applies to other embodiments.

Embodiment 2

[0044] A system in Figure 5 has a configuration that is
the same as the system in Figure 1 except for a point
that the system in Figure 5 has port injectors 90 in place
of the cylinder injectors. The system in the present em-
bodiment executes ISC valve full opening control when
generation torque becomes larger than request torque
similarly to the system in embodiment 1. Further, during
execution of the ISC valve full opening control, control of
setting a timing for fuel injection from the port injector 90
at a valve opening timing of the intake valve is performed.
[0045] Figure 6 is a flowchart for explaining a routine
of control that the control device executes in embodiment
5 of the present invention. The routine in Figure 6 is a
routine that is repeatedly executed at each predeter-
mined time together with the routines in Figure 2 to Figure
4. In the routine in Figure 6, it is firstly determined whether
or not the ISC valve full opening control is under execu-
tion at present (S502). When it is recognized that the ISC
valve full opening control is under execution at present,
a port injection timing is set at a time of opening of the
intake valve next (S504). Thereafter, the processing of
this time is ended.
[0046] When it is not recognized that ISC valve full
opening control is under execution in step S502, normal

control which determines the port injection timing in ac-
cordance with a control program at a time of a normal
operation is performed in step S506 (S506). Thereafter,
the processing of this time is ended.
[0047] As described above, according to the present
embodiment, the port injection timing in the ISC valve full
opening control is set at the time of opening of the intake
valve. Thereby, even when fuel is injected to the intake
port during the ISC valve full opening control, fuel can be
restrained from flowing back to the air cleaner 20 side
via the ISC passage 32.
[0048] Note that in the present embodiment, the sys-
tem having the port injectors 90 in place of the cylinder
injectors is described. However, the present invention is
not limited to this, and may also be a system having both
the cylinder injectors 4 and the port injectors 90. In this
case, the timing for fuel injection from the port injector 90
in execution of the ISC valve full opening control is set
at the intake valve opening timing, and thereby release
of fuel into the atmosphere by backflow of the fuel can
be restrained.
[0049] Further, in the case of a system that has both
the cylinder injector 4 and the port injector 90, and con-
trols an injection sharing ratio of fuel injection from both
the cylinder injector and the port injector, fuel injection
from the port injector 90 may be stopped during execution
of the ISC valve full opening control.
[0050] Figure 7 is a specific routine of control like this.
The routine in Figure 7 is executed in place of the routine
in Figure 6. As shown in Figure 7, when it is recognized
that the ISC valve full opening control is under execution
in step S502, fuel injection from the port injector 90 is
prohibited in step S510. Meanwhile, when it is not rec-
ognized that the ISC valve full opening control is under
execution in step S502, the fuel injection sharing ratio by
the cylinder injector 4 and the port injector 90 is deter-
mined by normal control according to the control program
at the time of a normal operation.
[0051] Further, in embodiment 2, the case in which the
control concerning the lean combustion operation in em-
bodiment 1, and the control of port injection are combined
is described. That is to say, the routine in Figure 6 or
Figure 7 is executed when the ISC valve full opening
control is under execution by the processing in S22 in
Figure 2. According to the routine in Figure 2, the ISC
valve full opening control in the lean combustion opera-
tion is prohibited. Further, the routine in Figure 3 is com-
bined and executed, and thereby the lean combustion
operation in the ISC valve full opening control is prohib-
ited. This similarly applies to other embodiments.
[0052] However, the present invention is not limited to
the above, and both or one of the prohibition control of
the ISC valve full opening control at the time of the lean
combustion operation in embodiment 1 and prohibition
control of the lean combustion operation in the ISC valve
full opening control may be configured not to be per-
formed by being combined. In the case as above, for
example, determination of whether or not the ISC valve
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full opening prohibition flag is cleared in step S10 in Fig-
ure 2 and/or the routine in Figure 3 may be configured
not to be performed. This similarly applies to other em-
bodiments.
[0053] Note that in the present embodiment, the
processing in step S504 is executed, whereby "restriction
means" or "means for setting" the fuel injection timing "at
the opening timing of the intake valve" of the present
invention is realized. Further, the processing in step S510
is executed, whereby "the restriction means" or "the
means for prohibiting fuel injection from the port injector"
of the present invention is realized.
[0054] When the numerals of the numbers, the quan-
tities, the amounts, the ranges and the like of the respec-
tive elements are mentioned in the above embodiment,
the present invention is not limited by the mentioned nu-
merals, unless explicitly mentioned otherwise, or unless
clearly specified by the numerals theoretically. Further,
the structures, the methods and the like explained in the
embodiment are not always essential to the invention,
unless explicitly mentioned otherwise, or unless clearly
specified by the structures, the methods and the like the-
oretically.

Description of Reference characters

[0055]

2: Internal combustion engine
4: cylinder injector
6: ignition plug
8: intake valve
10: exhaust valve
12: intake passage
14: exhaust passage
20: air cleaner
22: air flow meter
24: compressor
26: intercooler
28: throttle valve
30: surge tank
32: ISC passage
34: ISC valve
36: exhaust turbine
38: catalyst
40: muffler
42: first pressure sensor
44: second pressure sensor
50: ECU
90: port injector

Claims

1. A control device for an internal combustion engine,
comprising:

a throttle valve that is installed in an intake pas-

sage of the internal combustion engine including
a supercharger;
an ISC passage that connects an upstream side
and a downstream side of the throttle valve, in
the intake passage;
an ISC valve that regulates an amount of air that
flows in the ISC passage by being controlled to
a predetermined opening degree;
a port injector that is installed to inject fuel to an
intake port of each of cylinders of the internal
combustion engine;
control means for executing valve opening con-
trol that makes an opening degree of the ISC
valve an opening degree larger than a reference
opening degree, when request torque required
by the internal combustion engine is smaller
than estimated torque that can be generated in
the internal combustion engine; and
restriction means for restricting a timing for fuel
injection from the port injector, during execution
of the valve opening control.

2. The control device for an internal combustion engine
according to claim 1, wherein the restriction means
includes means for setting a timing for fuel injection
from the port injector at an opening timing of an intake
valve of the cylinder in which the port injector is in-
stalled, during execution of the valve opening con-
trol.

3. The control device for an internal combustion engine
according to claim 1,
wherein the restriction means includes means for
prohibiting fuel injection from the port injector during
the valve opening control.
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