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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a process for the selective and eco-efficient recovery of lead and silver jointly
as a concentrate product from hydrometallurgical residues preferably from hydrometallurgical residues from electrolytic
zinc plants.

BACKGROUND

[0002] Unlike other industrial revolutions from the past, any current technology to be innovative and competitive at the
same time should take into account a number of aspects that are crucial due to the current social and political circum-
stances. These aspects are mainly: [i] A more rational use of raw materials; [ii] Prioritization of the recycling, reuse and
recovery of industrial wastes and [iii] Minimizing the production of emissions.
[0003] In this sense, it is known that processing of minerals have severe effects on the environment not only for the
large consumption of energy, water and chemicals but also because of the big quantities of waste products generated
after these industrial activities. Such discarded materials are a source of toxic elements that may be problematic when
fulfilling disposal specifications according to local legislations. However, the concern is not exclusively environmental,
but economic as well. These waste materials can also be regarded as valuable new-generated raw materials because
they are intrinsically generated in large quantities as by-products of existing industrial activities, and they are a rich
source of valuable metals that have been concentrated as a result of the mineral process.
[0004] As a matter of fact nowadays, producing 1 ton of zinc generates 300 tons of leaching residues (Peng R.Q.,
Metallurgy of Lead-Zinc, Science Press, Beijing, 2003: 114; and Jiang J.M., Chinese J. Nonferrous Metals, 2004, 14(S1):
51). These leaching residues from electrolytic zinc plants contain high amounts of minor components such as lead,
silver, gold and indium and their recovery could represent a substantial improvement in the profitability of a mining or
metallurgical project as well as decreasing their environmental impact. This is due to the fact that after treatment of ores
and concentrates through conventional extraction processes, the minor components such as lead and silver remain in
the process residue. These residues typically assay 15-40% lead as lead sulphate and associated silver which for the
most part are considered as unsuitable as feed for a conventional lead smelter except in small amounts.
[0005] In the past these leaching residues have been shipped to independent primary smelters for recovery of the
metal values contained therein. The cost of shipping and processing the raw residue substantially detracts from the
intrinsic value of the residue. For this reason, numerous processes are developed for the recovery of lead and silver
from metallurgical residues. They are specially focused on metallurgical techniques, which can be either pyrometallurgical
or hydrometallurgical routes (Zhang, Y. et al.; Rare Metals, 2012, 31: 4, 402-406).
[0006] In the case of pyrometallurgical processing, when such raw residues (mostly of a sulphated nature) are directly
fed, there is high consumption of energy and emissions production. In addition only up to 10% of total silver is recovered,
making this technique most of the time unsuitable, (Nakamura T. et al.; Fundamentals of the pyrometallurgical treatment
of zinc leach residue, Proc. 2nd International Symposium of Quality in Non-Ferrous Pyrometallurgical. CIM, Montreal,
1995:341).
[0007] Regarding hydrometallurgical processing, Farahmand et al. (Hydrometallurgy, 2009, 95: 326) adopted brine
leaching of lead-bearing zinc plant residues, wherein the extraction of lead is 89% but silver cannot be recovered. EP
0 042 702 B1 describes a method of leaching lead sulphate containing material in sodium chloride solution and after
residue separation, precipitating the Pb from solution with milk of lime. However, the lead precipitates contain considerable
amounts of chloride and sulphate and therefore are not acceptable to conventional lead smelters except in small amount
and at depressed prices due to the deleterious effects of chlorides. US 4,127,639A discloses a process for recovering
silver from residues containing silver and lead and, optionally, other metals such as copper and zinc, by means of hot
chloride leaching of residues, including flue dust, with, for example, brine.
[0008] Within hydrometallurgical routes there have also been described processes wherein the lead is recovered by
electrowinning from secondary materials (Frías C. et al.; Lead-Zinc 2000 Symposium, 791-801). Although electrowinning
is generally acceptable for the extraction of valuable metals, the high capital cost of the electrolytic systems appear
disadvantageous to established smelters when compared with the market price of lead.
[0009] Therefore, whilst these methods solve the problem of separating the lead but not always silver from hydromet-
allurgical residues there is also an additional difficulty in the recovery of the lead and silver from the solution in a usable
form. Additionally, these processes are introduced to recover metals one by one, and thus requiring capital intensive
equipment and therefore plant.
[0010] Consequently, there is a need to provide a process for the simultaneous extraction and recovery of lead and
silver into the same product which will be acceptable to conventional lead smelters in high purity, large tonnages and
at a premium price.
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BRIEF DESCRIPTION OF THE INVENTION

[0011] The present process can be employed directly to selectively recover lead and silver from hydrometallurgical
residues and valorise lead and silver into a marketable concentrate.
[0012] The authors of the present invention have shown that the leaching of hydrometallurgical residues using a
chloride brine solution under oxidative conditions followed by the precipitation with a carbonate compound and by
purification in the presence of a carbonate compound solution provides a concentrate with very high content of lead and
silver and very low content of contaminants, particularly a very low content of chlorides, which is directly marketable to
conventional lead smelters as a raw material of optimal quality and premium price.
[0013] Advantageously, lead and silver are recovered in only one concentrate in contrast to the processes described
in the state of the art, thus providing an economically viable process which does not require high-cost equipment.
[0014] Therefore, the main aspect of the present invention refers to a process for the selective recovery of lead and
silver, the process comprising the steps of:

a) subjecting a hydrometallurgical residue comprising at least lead and silver to an oxidative leaching in the presence
of a chloride brine solution and an oxidizing agent, thus selectively solubilizing lead and silver as chloride soluble
compounds;
b) reacting the pregnant leaching solution obtained in step a) with a carbonate compound which acts as precipitating
agent, thus jointly precipitating lead and silver as a carbonate concentrate;
and
c) purifying the concentrate obtained in step b) by contacting said concentrate with a carbonate compound solution,

so as a lead and silver carbonate concentrate having a chloride content between 0.01 and 0.5 wt% on a dry weight basis
is obtained.
[0015] Another aspect of the present invention relates to a lead and silver carbonate concentrate obtainable according
to the process as defined above, whose main composition is selected from the following:

- a lead content of 74 wt%, a silver content of 1703 ppm, a chloride content of 0.01 wt%, a carbonate content of 19
wt%, a cooper content of 0.5 wt% and a zinc content of 1.8 wt%;

- a lead content of 72 wt%, a silver content of 1622 ppm, a chloride content of 0.05 wt%, a carbonate content of 25
wt%, a copper content of 0.4 wt% and a zinc content of 1.2 wt%;

- a lead content of 71 wt%, a silver content of 1681 ppm, a chloride content of 0.03 wt%, a carbonate content of 23
wt%, a copper content of 0.4 wt% and a zinc content of 1.0 wt%;

- a lead content of 74 wt%, a silver content of 1633 ppm, a chloride content of 0.09 wt%, a carbonate content of 23
wt%, a copper content of 0.4 wt% and a zinc content of 0.2 wt%;

- a lead content of 72 wt%, a silver content of 1700 ppm, a chloride content of 0.03 wt%, a carbonate content of 24
wt%, a copper content of 0.4 wt% and a zinc content of 0.8 wt%; and

- a lead content of 69 wt%, a silver content of 1760 ppm, a chloride content of 0.19 wt%, a carbonate content of 24
wt%, a copper content of 0.7 wt% and a zinc content of 2.7 wt%.

DESCRIPTION OF THE DRAWINGS

[0016] Figure 1 shows five lead concentration curves after oxidative leaching of the hydrometallurgical residue using
different sulphate containing leaching brines and targeted final lead concentration in the resulting pregnant leaching
solution.

DETAILED DESCRIPTION OF THE INVENTION

[0017] Unless defined otherwise, all technical and scientific terms used herein have the same meaning as commonly
understood to one of ordinary skill in the art to which this disclosure belongs.
[0018] As mentioned before, the present invention relates to a new process for the selective recovery of lead and
silver, the process comprising the steps of:

a) subjecting a hydrometallurgical residue comprising at least lead and silver to an oxidative leaching in the presence
of a chloride brine solution and an oxidizing agent, thus selectively solubilizing lead and silver as chloride soluble
compounds;
b) reacting the pregnant leaching solution obtained in step a) with a carbonate compound which acts as precipitating
agent, thus jointly precipitating lead and silver as a carbonate concentrate;
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and
c) purifying the concentrate obtained in step b) by contacting said concentrate with a carbonate compound solution,

so as a lead and silver carbonate concentrate having a chloride content between 0.01 and 0.5 wt% on a dry weight basis
is obtained.
[0019] The first step of the process of the invention (step a) as defined above requires a hydrometallurgical residue
having at least a lead content and a silver content. In the context of the present invention, the hydrometallurgical residue
refers preferably to a hydrometallurgical residue from electrolytic zinc plants where Special High Grade (SHG) Zinc is
produced.
[0020] Examples of hydrometallurgical residues useful in the process of the invention include the residues from the
processes of electrolytic zinc plants described in the European Patents EP 1 258 535 B1 and EP 1 361 296 B1.
[0021] In a preferred embodiment, the hydrometallurgical residue used in the step a) of the process as defined above,
is a residue with a lead content between 10 and 40% weight with respect to the total residue dry weight and a silver
content between 50 and 5000 ppm with respect to the total residue dry weight.
[0022] The hydrometallurgical residue is then subjected to an oxidative leaching in the presence of a chloride brine
solution and an oxidizing agent, thus selectively solubilizing lead and silver as chloride soluble compounds.
[0023] The goal of this stage is to solubilize all the lead and silver content of the hydrometallurgical residue in a chloride
brine medium, thus forming soluble complexes of lead and silver, according to the following chemical reactions:

PbSO4 + 4 NaCl → Na2PbCl4 + Na2SO4

Ag2SO4 + 8 NaCl → 2 Na3AgCl4 + Na2SO4

[0024] The term "chloride brine" refers to a solution of salt, usually sodium chloride, in water. It has been observed
that a minimum chloride content of the leaching media is preferably required to assure the total solubilization of lead
and silver, and therefore the maximum lead and silver leaching yields. Therefore, in a preferred embodiment, the chloride
brine is a salt solution with a concentration of at least 4 mol/L, preferably between about 4 to about 6 mol/L, more
preferably about 5 mol/L.
[0025] In a preferred embodiment, the chloride brine of step a) of the process as defined above is sodium chloride brine.
[0026] Elements and compounds that can also be present in the chemical matrix of the hydrometallurgical residue
are for example calcium, potassium, magnesium, sodium, bismuth, aluminium, silicon, cadmium, arsenic, antimony,
fluoride, chloride and sulphate. These impurities do not have any detrimental effect on the process efficiency except for
the sulphate concentration which can have a negative effect on lead solubility from PbSO4. It is well known in the state
of the art that lead solubility depends on several factors being sulphate concentration in the chloride media and temper-
ature the most relevant.
[0027] Therefore, in a preferred embodiment, the maximum sulphate concentration in the chloride media of the step
a) of the process as defined above is less than 20g/L, more preferably less than 5g/L.
[0028] Regarding the temperature, it was detected that optimal operating temperature ranges are key issues in each
of the steps of the process. These optimal ranges are defined later on for every step of the process.
[0029] The lead and silver contained in the hydrometallurgical residues are normally present as sulphates (PbSO4
and Ag2SO4). However, a certain percentage of the associated silver in these residues can be present in other forms
rather than sulphates such as Ag2S, Ag2O o AgCl. If no oxidizing agent is added to the reaction media of the leaching
step, silver dissolution is not complete. Therefore, the leaching step is run under oxidizing conditions in order to quan-
titatively leach the associated silver.
[0030] In a particular embodiment, the oxidizing agent of step a) of the process as defined above is sodium hypochlorite
or hydrogen peroxide, more preferably sodium hypochlorite.
[0031] In another particular embodiment, the step a) of the process as defined above is further characterized in that
it is operated at a Ag/AgCl redox potential between 100 and 350 mV, more preferably at 300 mV.
[0032] In another particular embodiment, the step a) of the process as defined above is further characterized in that
it is operated at pH between 0.5 and 4, more preferably at a pH 4.
[0033] In a preferred embodiment, the step a) of the process as defined above is further characterized in that its pH
is adjusted using hydrochloric acid or sulphuric acid.
[0034] In a preferred embodiment, the step a) of the process as defined above is further characterized in that it is
operated at a temperature between 60 and 90°C, more preferably at 80°C.
[0035] In another particular embodiment, the step a) of the process as defined above is further characterized in that
it is operated during a residence time between 1 and 6 hours, more preferably during 2 hours.
[0036] It is to be noted that after the leaching step, it is generated a pregnant leaching solution (PLS) containing the
leached lead and silver, and a residue in the form of a cake that contains a minor content in lead. This solid can be easily
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disposed of as it presents a very low proportion of other toxic element in its composition.
[0037] In a preferred embodiment, the step a) of the process as defined above generates a pregnant leaching solution
with a content of lead between 12 and 18 g/L and a silver content between 7.5 and 750 ppm.
[0038] Then, a PLS as defined above bearing all the lead and silver content from the hydrometallurgical residue feeds
the following step, the precipitation step (step b)). Therefore, in the second step of the process of the invention (step b))
as defined above, the pregnant leaching solution obtained in step a) is reacted with a carbonate compound which acts
as precipitating agent, thus jointly precipitating lead and silver as carbonates.
[0039] The goal of this stage is to completely precipitate lead and silver from the previously generated PLS so as to
produce a lead and silver concentrate in a carbonate form.
[0040] In a particular embodiment, the step b) of the process as defined above is characterized in that it is operated
at pH between 6 and 8, more preferably at a pH 7.5.
[0041] In a preferred embodiment, the pH is adjusted using the content of the carbonate compound.
[0042] The precipitating reaction can be conducted by adding the carbonate compound to the pregnant leaching
solution, by adding the pregnant leaching solution over a solution of the carbonate compound or by adding both the
pregnant leaching solution and the carbonate compound to a buffered solution.
[0043] However, in a preferred embodiment, the reaction takes place by adding the pregnant leaching solution over
a solution of the carbonate compound, preferably an aqueous solution,or by adding both the pregnant leaching solution
and the carbonate compound to a buffered solution.
[0044] Advantageously, by using these two alternatives in the precipitating step, along with the subsequent purification
step, final products with a very low content of chloride contaminants are obtained. More particularly, final products having
a content of chloride contaminants lower than 0.3% on the dry weight basis are obtained.
[0045] Even more preferably, the reaction carries out by adding both the pregnant leaching solution and the carbonate
compound to a buffered solution.
[0046] In fact, as shown in the experimental section, the addition of the reactants to a buffered solution together with
the subsequent purification step, provides a final product with the lowest content of chloride contaminants, preferably
lower than 0.1% on its dry weight basis.
[0047] According to a preferred embodiment, the pH of the buffered solution is about 7 to 8, more preferably is about
7.5. More preferably, the buffered solution is a NaCl solution having a pH of 7.5.
[0048] In another preferred embodiment, the carbonate compound used as precipitating agent is step b) of the process
of the invention is sodium carbonate as it also provides a precipitate having a lower content of chloride contaminants
as can be also shown in the experimental section.
[0049] The precipitation in the form of carbonate takes place according to the following chemical equilibriums:

PbCO3↓ ↔Pb2+ + CO3
2-; pKs=13.5

Ag2CO3↓ ↔2Ag+ + CO3
2-; pKs=11

[0050] However, while lead precipitation in step b) is quantitative with the sole reaction with the carbonate compound,
silver is not totally precipitated. According to this step, between 90 and 99% of the lead content present in the PLS
obtained in step a) precipitates, whereas between 70 and 80% of the silver content present in said PLS precipitates.
[0051] Therefore, in a particular embodiment, the step b) of the process as defined above further comprises the addition
of an additional precipitating agent or a cementating agent to the resulting solution obtained after reacting the carbonate
compound with the pregnant leaching solution. The addition of this additional precipitating or cementating agent allows
the precipitation of the remaining silver.
[0052] In the present invention, a precipitating agent and a cementing agent could be used as precipitant. The term
"precipitating agent" refers to the chemical that causes the formation of a solid without modifying the oxidation state of
the starting material from which the solid is form, whereas "cementating agent" refers to the chemical that causes the
formation of a solid by modifying the oxidation state of the starting material from which the solid is form.
[0053] In a preferred embodiment, the additional precipitating agent is selected from sodium sulphide and sodium
hydrosulphide. More preferably, the additional precipitating agent is sodium sulphide. Even more preferably, between
30 and 150 excess over stoichiometric amounts of sulphide in the form of sodium sulphide are added, thus precipitating
the remaining silver according to the following reaction

Ag2S↓ ↔2 Ag+ + S2-; pKs=50

[0054] In another preferred embodiment, the cementating agent is metallic lead powder. More preferably, between 1
and 3 g/L of metallic lead powder are added, thus precipitating the remaining silver.
[0055] With the addition of the supplementary precipitating or cementating agent, between 75 and 99% of the silver
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content present in the PLS of step a) precipitates, more preferably 80 and 99%, even more preferably 99% of the silver
content.
[0056] In another particular embodiment, the step b) of the process as defined above is further characterized in that
it is operated at a temperature between 40 and 80°C, more preferably at 60°C.
[0057] In another particular embodiment, the step b) of the process as defined above is further characterized in that
it is operated during a residence time between 1 and 4 hours, more preferably during 1 hour.
[0058] Since the process of the invention is operated in a chloride brine media, most detrimental contaminants of the
lead and silver precipitates are chloride containing chemical species. The chloride contamination sources are identified as:

- Chloride species corresponding to the soaking leaching/precipitation brine such as NaCl, KCl, CaCl2 and
Na2PbCl4/Na3AgCl4. These chloride species are easily solubilized and removed by re-pulping the Pb/Ag precipitate
with water, heating the pulp between 60 and 80°C.

- Chlorides corresponding to chemical species that co-precipitate with Pb and Ag carbonates such as PbClOH,
Pb2Cl2CO3 or the like. These species are considered "insoluble chloride species". In order to purify PbCO3 from
these compounds, while not losing any lead, these species may be transformed into lead hydroxides, lead oxides
or lead carbonates.

[0059] Therefore, the process of the invention is further characterized in that it comprises a step c) of purifying the
precipitate obtained in step b) by contacting said precipitate with an aqueous solution of a carbonate compound to reduce
the content of contaminants from the final lead and silver concentrate product.
[0060] As stated previously, the goal of the purification stage (step c) of the process as defined above) is to reduce
the contaminants content as much as possible, particularly the total content of chlorides, so that a marketable lead and
silver carbonate is produced.
[0061] However, it should be point out that the purity of the final product, and in particular the content of chloride
contaminants, not only relies on the final purification step but also in the combination of the three steps of the process
of the invention. As mentioned before, and as shown in the experimental section, the conditions where the oxidative
leaching and the precipitation take place also have an influence on the purity of the final product.
[0062] In a preferred embodiment, the carbonate compound used in step c) is sodium carbonate. In such case, it is
proposed that the following chemical reaction takes place:

2 PbClOH + Na2CO3 → PbCO3 + Pb(OH)2 + 2 NaCl

[0063] In another particular embodiment, the step c) of the process as defined above is further characterized in that
it is operated at a temperature between 40 and 90°C, more preferably at 80°C.
[0064] In another particular embodiment, the step c) of the process as defined above is further characterized in that
it is operated during a residence time between 1 and 6 hours, more preferably during 1 hour.
[0065] In another particular embodiment, the step c) of the process as defined above is further characterized in that
it is run consecutively between 2 and 5 times, more preferably twice.
[0066] Another aspect of the present invention relates to a lead and silver carbonate concentrate obtainable according
to the process as defined above, whose main composition is selected from the following:

- a lead content of 74 wt%, a silver content of 1703 ppm, a chloride content of 0.01 wt%, a carbonate content of 19
wt%, a cooper content of 0.5 wt% and a zinc content of 1.8 wt%;

- a lead content of 72 wt%, a silver content of 1622 ppm, a chloride content of 0.05 wt%, a carbonate content of 25
wt%, a copper content of 0.4 wt% and a zinc content of 1.2 wt%;

- a lead content of 71 wt%, a silver content of 1681 ppm, a chloride content of 0.03 wt%, a carbonate content of 23
wt%, a copper content of 0.4 wt% and a zinc content of 1.0 wt%;

- a lead content of 74 wt%, a silver content of 1633 ppm, a chloride content of 0.09 wt%, a carbonate content of 23
wt%, a copper content of 0.4 wt% and a zinc content of 0.2 wt%;

- a lead content of 72 wt%, a silver content of 1700 ppm, a chloride content of 0.03 wt%, a carbonate content of 24
wt%, a copper content of 0.4 wt% and a zinc content of 0.8 wt%; and

- a lead content of 69 wt%, a silver content of 1760 ppm, a chloride content of 0.19 wt%, a carbonate content of 24
wt%, a copper content of 0.7 wt% and a zinc content of 2.7 wt%.

EXAMPLES

[0067] The present invention will now be described by way of examples which serve to illustrate the construction and
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testing of illustrative embodiments. However, it will be understood that the present invention is in no way limited to the
examples set forth below.

Example 1. Continuous Large Scale Operation of the Process of the Invention

1.1. Step a) - Oxidative leaching

[0068] A sample of hydrometallurgical residue generated from an electrolytic zinc process and assaying a composition
according to Table 1 is processed according to the invention.

The residue was then leached in a leaching reactor arranged in a cascade mode and fed with a sodium chloride brine
solution with a concentration of 159 g/L, a sodium hypochlorite solution and sulphuric acid to meet operational parameters
(redox potential at 300 mV and pH 4). The leach residue was conducted at 80°C for 2 hours.
[0069] The leaching generated a residue which was allowed to settle, then filtered and disposed of, and a pregnant
leaching solution containing the leached lead and silver. The PLS composition is shown in Table 2. A leaching efficiency
of 99% for lead and silver was obtained.

1.2. Step b) - Precipitation stage

[0070] The PLS of the step a) was treated in precipitating reactors arranged in a cascade mode and fed with sodium
carbonate, so as to meet the operational parameter of pH 7.5. Namely, the PLS of step a) and a solution of sodium
carbonate (60-200 g/L) are added to a NaCl buffered solution having a pH of 7.5. The temperature and reaction time
were 60°C and 1 hour. At the end of the reaction, an additional precipitating agent, sodium sulphide, was added to totally
precipitate the remaining silver.
[0071] The precipitation step generated a concentrate containing the precipitated lead and silver as carbonates. Pre-

Element Unit Composition

Pb % 10-40

Ag ppm 50-5000

Zn % 1-10

Fe % 5-25

Cu % 0.1-10

Table 2

Element Unit Concentration

Pb g/L 12-18

Ag ppm 7.5-750

Zn g/L 0,7-1

Fe ppm 4-20

Cu g/L 0,1-2

Ca g/L 0.3-0.5

Na g/L 80-90

Mg g/L 2-4

K g/L 25-30

Si ppm 10-30

SO4 g/L 14-17

Cl g/L 150-160

F ppm 10-30
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cipitates were allowed to settle and the thickened precipitate filtered. An efficiency of 99% for lead and silver was obtained.

1.3. Step c) - Purification stage

[0072] The concentrate of the step b) was washed with a stoichiometric amount of a sodium carbonate solution. The
temperature and reaction time were 80°C and 1 hour, respectively. The process was repeated.
[0073] The purification generated a free chloride concentrate containing the precipitated lead and silver.
[0074] The following table summarizes the main composition of some representative final lead and silver concentrates
produced by means of the process of the invention under the conditions described in steps a)-c).

[0075] As can be seen, the combination of all steps of the process as defined in the invention provides a final concentrate
with a very low content of chloride contaminants.
[0076] Table 4 summarizes the most relevant results from a continuous large scale operation of the process of the
invention.

Example 2. Monitorization of the influence of impurities in the oxidative leaching of lead.

[0077] In order to evaluate the effect of the impurities in the leaching efficiency of lead several tests were performed.
The focus of these experiments was on sulphate anions as it is known to have a negative effect on lead dissolution from
PbSO4.
[0078] Several leaching tests (#1-7) were performed over a hydrometallurgical residue monitoring the effect of SO4,
Mg, Si, F, K and Ca on the leaching efficiency of a 4.5 NaCl M solution. The results of these tests are summarized in
Table 5 showing that impurities such as Mg, Si, F, K and Ca do not have a detrimental effect on lead leaching (#1)
whereas the sulphate concentration in the brine provides a lower leaching efficiency when it is over 5 g/L (#2-7).

Table 3

Product Pb (%) Ag (ppm) Cl (%) CO3 (%) Cu(%) Zn (%)

Sample 1 74 1703 0.01 19 0.5 1.8

Sample 2 72 1622 0.05 25 0.4 1.2

Sample 3 71 1681 0.03 23 0.4 1.0

Sample 4 74 1633 0.09 23 0.4 0.2

Sample 5 72 1700 0.03 24 0.4 0.8

Sample 6 69 1760 0.19 24 0.7 2.7

Table 4

Process step Yields (%) Time (h) Consumptions

Oxidative leaching
Pb yield Ag yield

105
H2SO4 NaClO

95-99 95-99 20-30 g/Kg dried residue 20-30g/Kg dried residue

Precipitation
Pb yield Ag yield

105
Na2CO3 Na2S

95-99 70-99 300-700 g/Kg Pb 30-60 g/Kg Pb

Purification
Cl removal yield

45
Na2CO3

95-99 0.1-0.2 Kg/Kg Pb

Table 5

LEACHING TESTS #1 #2 #3 #4 #5 #6 #7

OPERATING CONDITIONS
Leaching Media Brine:

NaCl (M) 4.5 4.5 4.5 4.5 4.5 4.5 4.5
[SO4

2-] (g/L) 0 5 5 5 7.5 10 15
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Example 3. Monitorization of the influence of chloride content in the leaching brine.

[0079] Once the best sulphate concentration was established for the leaching brine, some experiments (tests #8-13)
were performed to establish the optimal chloride content to guarantee maximum Pb and Ag leaching yields.

[0080] In agreement with the results from Table 6, it can be derived that it is preferably required a minimum chloride
content of the leaching media to assure total solubilization of lead and silver.

Example 4. Optimization of the oxidizing potential during the oxidative leaching step (step a)).

[0081] The following examples summarized in Table 7 illustrate that for a complete dissolution of silver from the
hydrometallurgical residue it is necessary to perform the leaching step under oxidizing conditions.

(continued)

LEACHING TESTS #1 #2 #3 #4 #5 #6 #7

Impurities (Yes/No) Yes No Yes Yes Yes Yes Yes

pH 4 4 4 4 4 4 4
Residence time (h) 2 2 2 2 2 2 2
T (°C) 80 80 80 80 80 80 80
Oxidant NO NO NO NO NO NO NO

RESULTS
PLS:

Pb (g/L) 17 13,4 15,6 15,5 14,5 11,6 8,59
Ag (g/L) 0.012 0.007 0.01 0.013 0.011 0.012 0.011

Zn (g/L) 1.51 0.312 0.323 0.353 1.08 1.44 2.35
Residue:

Pb (%) 1.35 0.446 0.512 0.737 1.72 1.96 4.9
Ag (ppm) 26 47 41 33 44 28 37
Zn (%) 13.7 13.3 13.2 13.1 12.3 13.3 12.6

Leaching Efficiencies:

Pb (%) 95 98 98 98 94 93 82
Ag (%) 89 82 82 87 82 88 82
Zn (%) 18 5 3 6 10 19 15

Table 6

LEACHING TESTS #8 #9 #10 #11 #12 #13

OPERATING CONDITIONS
Leaching Media Brine:

NaCl (M) 4.2 4.4 4.5 4.6 4.8 5
[Cl] (g/L) 150 155 159 162 170 176
[SO4

2-] (g/L) 5 5 5 5 5 5

Impurities (Yes/No) Yes Yes Yes Yes Yes Yes
pH 4 4 4 4 4 4
Residence time (h) 2 2 2 2 2 2
T (°C) 80 80 80 80 80 80
Oxidant (500mV) NaClO NaClO NaClO NaClO NaClO NaClO

RESULTS
Leaching Efficiencies:

Pb (%) 97.73 97.91 97.73 98.05 98.19 98.4

Ag (%) 99.5 99.60 99.60 99.60 98.04 99.8
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[0082] It can be derived from tests #14-21 that if no oxidant is added to the reaction media, silver dissolution is not
complete. On the other hand, it was detected that silver total dissolution can be achieved when the reaction media is
kept in an oxidizing redox potential.

Example 5. Study of the optimal operational lead concentration.

[0083] It was also evaluated the optimal lead concentration in the PLS to be produced during the leaching stage. For
these purpose several leaching tests (#22-36) were performed on a hydrometallurgical residue varying:

- the lead concentration target to be achieved, and

- the sulphate concentration of the leaching chloride brine.

[0084] Figure 1 summarizes the obtained results. According to Figure 1, targeted lead concentrations of 20 and 15
g/L are obtained. Nevertheless, it is observed that the higher the sulphate content of the leaching brine, the higher the
deviation to the targeted lead concentration.

Example 6. Pregnant Liquor Solution characterization.

[0085] This example corresponds to a leaching test (#37) over a hydrometallurgical residue where a complete char-
acterization of the Pregnant Liquor Solution (PLS) was made (Table 2).

Table 7

LEACHING TESTS #14 #15 #16 #17 #18 #19 #20 #21

OPERATINGCONDITIONS
Leaching Media Brine:

Cl (g/L) 159 159 159 159 159 159 159 159
[SO4

2-] (g/L) 5 5 5 5 5 5 5 5
Impurities (Yes/No) Yes Yes Yes Yes Yes Yes Yes Yes

pH 4 4 4 4 4 4 4 4
Residence time (h) 2 2 2 2 2 2 2 2
T (°C) 80 80 80 80 80 80 80 80
Oxidant 0 0 NaClO NaClO NaClO NaClO NaClO NaClO
mV (Ag/AgCl) 122 113 150 200 200 250 300 350

RESULTS
Leaching Efficiencies:

Pb (%) 99 99 97 98 98 97 98 98

Ag (%) 75 63 80 96 98 98 99 99

Table 8

LEACHING TEST #37

OPERATING CONDITIONS
Leaching Media Brine:

Cl (g/L) 159
[SO4

2-] (g/L) 5

Impurities (Yes/No) Yes
pH 4
Residence time (h) 2
T (°C) 80
Oxidant NaClO
mV (Ag/AgCl) 300
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Example 7. Precipitation tests

[0086] For a total recovery of both lead and silver from the PLS in a carbonate form it is preferably required to add an
additional reagent to completely recover silver. Several precipitation tests were performed (#38-40) using different
reagents. Results are summarized in Table 9.

Example 8. Study of the optimal dose for silver recovery agents.

[0087] To optimize the dose of either Na2S as silver precipitating agent and metallic lead powder as silver cementating
agent several tests were performed (#41-48).
[0088] A series of precipitation tests were performed under the previously described precipitation stage conditions
(Example 1.2) varying the Na2S dose in the reaction media according to the following reaction:

Ag2S↓ ↔2 Ag+ + S2- ; pKs=50

[0089] Na2S addition was assayed in relation to the theoretical stoichiometric dose of the previous chemical equilibrium.

[0090] It can be derived from tests #41-43 that a stoichiometric ratio of Na2S over silver between 30 and 150 is
preferably required to recover the remaining silver in the precipitation stage.
[0091] Additionally, a total of five precipitation tests (#44-48) were performed to optimize metallic lead powder addition
as a cementating reagent to recover silver in the precipitation stage. These tests were run under conditions previously
described (Example 1.2).

(continued)

LEACHING TEST #37

RESULTS
Leaching Efficiencies:

Pb (%) 99
Ag (%) 99

Table 9

PRECIPITATION TESTS Reagent % Pb Prec. % Ag Prec.

#38 NaHS 99 99

#39 Na2S 99 99

#40 Metallic Lead powder 98 99

Table 10

PRECIPITATION TESTS Na2CO3 addition Na2S dose (times stoichio.) % Pb Prep. % Ag Prep.

#41 pH 7,5 x30 99 77

#42 pH 7,5 x50 98 98

#43 pH 7,5 x150 99 99

Table 11

PRECIPITATION TESTS Na2CO3 addition Pb0 addition Pb0 dose % Pb Prep. % Ag Prep.

#44 First 45’ Last 15’ 1 g/L 99 85

#45 First 30’ Last 30’ 1 g/L 99 92

#46 Last 30’ First 30’ 1 g/L 98 76

#47 First 30’ Last 30’ 2 g/L 98 95
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[0092] It can be derived from tests #44-48 that between 1 and 3 g/L of metallic lead powder are preferably required
to recover the remaining silver in the precipitation stage.

Example 9. Tests for determining optimal purification conditions.

[0093] Several tests were performed in order to address the optimal conditions for the purification stage (#49-57).
These tests were devoted to monitor the effect of:

- Temperature;

- Number of stages;

- Na2CO3 dose.

[0094] The purification tests were conducted starting from concentrates obtained following steps a) and b) of example 1.

[0095] In agreement with the results showed in Table 12, the optimal operating conditions for the purification stage
for a quantitative depletion of chloride contaminants from the lead and silver precipitation product are:

- Temperature preferably 80°C;

- Residence time preferably 1 hour per stage;

- Number of stages preferably 2; and

- Addition of Na2CO3 between 0.5 and 2 stoichiometric times.

Example 10. Tests for determining optimal precipitating conditions.

[0096] Due to the fact that the main source of chloride contaminants comes from the presence of PbClOH which is

(continued)

PRECIPITATION TESTS Na2CO3 addition Pb0 addition Pb0 dose % Pb Prep. % Ag Prep.

#48 First 30’ Last 30’ 3 g/L 99 99

Table 12

PURIFIC. TESTS Feed Cl** (%)
Operating conditions

Product Cl** (%)
N° Stages Temperature Time Na2CO3 dose*

#49

5,17

1 80°C 1h 0x 0-0.5

#50 1 80°C 3h 1x 0-0.3

#51 1 25°C 3h 1x 0-1

#52 1 60°C 3h 1x 0-0.5

#53 1 60°C 3h 1,5x 0-0.5

#54 1 60°C 3h 0,5x 0-0.5

#55 2 80°C/80°C 1h + 1h 1x 0-0.3

#56 3 60°C/35°C/30°C 3h+3h+3h 1x 0-0.5

#57 3 60°C/60°C/60°C 3h+3h+3h 0,5x/1x/2x 0-0.3

*According to the chemical reaction: 2 PbClOH + Na2CO3 →PbCO3 + Pb(OH)2 + 2 NaCl and assuming that all chloride
is in the form of PbClOH.
** weight dry basis
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generated in the precipitation step b), some experimental assays were conducted in order to reduce as much as possible
the production of this specie.

1) Effect of precipitating agent

[0097] Two precipitating agents were used in step b): Na2CO3 and NaHCO3.
[0098] The assays were conducted carrying out the precipitation step by adding the solution of the carbonate compound
and the PLS to a buffered solution having a pH of 7.5. The results are shown in table 13 below:

[0099] As can be seen, the use of carbonate sodium provides less content of chlorides after the precipitation and
purification steps. It has been hypothesized that contamination by PbClOH could be directly related to the hydroxyl
content existing in the precipitating reaction media. The most content of [OH-] the most likely that OH- bonds to Pb
forming PbClOH. In view of these results, it seems that the equilibrium involved in the hydrolysis of NaHCO3 provides
more content of OH- ions which are incorporated to PbClOH, thus producing more chloride contaminants.

2) Effect of the order of addition of reactants during the precipitation step

[0100] Several tests were performed in order to assess the effect of the order of addition of reactants during the
precipitation step.
[0101] The following conditions were used:

- content of Pb2+ in the PLS: 12-15 g/L;

- CO3
2- source: solution of Na2CO3 (60-204 g/L)

- brine solution: 160 g/L of Cl-; 300 mV (Ag/AgCl); pH=4

Case 1

[0102] In this example, the pregnant leaching solution is added to the Na2CO3 solution.
[0103] The addition of the pregnant leaching solution decreases gradually the pH from 11 to 7.5 while precipitating
PbCO3 and other species such as Pb(OH)2 and PbClOH.
[0104] The obtained precipitate was then subjected to a purification step by contacting said concentrate with a sodium
carbonate solution. The results are shown in table 15:

[0105] These results point out that the addition of the pregnant leaching solution to a solution of the carbonate compound
provides good results as a precipitate having a final chloride content lower than 0.3% is obtained.

Table 13

Precipitation 
Test

Precipitation step Features
Intermediate 

cake CI%
Purification 

Test
Purified 

Product CI%

#58
Buffered solution pH 7,5 and Na2CO3 

addition
6 #60 0,149

#59
Buffered solution pH 7,5 and NaHCO3 

addition
15 #61 1,8

Table 15

PRECIPITATION PURIFICATION

Test Na2CO3 g/L pH profile Na2CO3 Kg/ Kg Pb CI (%) Test CI (%)

#62

60

11-7,5 0,639 3,16 #66 0,3

#63 10,8-7,21 0,698 3,27 #67 0,193

#64 11,01-7,55 0,610 10,8 #68 <0,050

#65 10,76-7,53 0,626 6,52 #69 0,034
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Case 3

[0106] In this example, the precipitating agent (the solution of Na2CO3) and the pregnant leaching solution are added
to a buffered solution consisting of a brine solution having a pH of 7.5.
[0107] The obtained precipitate was then subjected to a purification step by contacting said concentrate with a sodium
carbonate solution. The results are shown in table 16:

[0108] The results point out that when the precipitation step is conducted in a buffered solution so as pH is fixed and
does not vary from 4 to 7.5 or from 11 to 7.5, the incorporation of OH- ions to the final product in the form of PbClOH is
much lower, thus obtaining a final product with lower content of chlorides as lower insoluble chlorides have to be purified.

Claims

1. A process for the selective recovery of lead and silver, the process comprising the steps of:

a) subjecting a hydrometallurgical residue comprising at least lead and silver to an oxidative leaching in the
presence of a chloride brine solution and an oxidizing agent, thus selectively solubilizing lead and silver as
chloride soluble compounds;
b) reacting the pregnant leaching solution obtained in step a) with a carbonate compound which acts as a
precipitating agent, thus jointly precipitating lead and silver as carbonate concentrate;
and
c) purifying the concentrate obtained in step b) by contacting said concentrate with a carbonate compound
solution,

so as a lead and silver carbonate concentrate having a chloride content between 0.01 and 0.5 wt% on a dry weight
basis is obtained.

2. The process according to claim 1, wherein the hydrometallurgical residue of step a) is a residue with a lead content
between 10 and 40% weight with respect to the total residue dry weight and a silver content between 50 and 5000
ppm with respect to the total residue weight.

3. The process according to any one of claims 1 to 2, wherein the chloride brine of step a) is sodium chloride brine.

4. The process according to any one of claims 1 to 3, wherein the oxidizing agent of step a) is sodium hypochlorite.

5. The process according to any one of claims 1 to 4, wherein the step a) is operated at Ag/AgCl redox potential
between 100 and 350 mV.

6. The process according to any one of claims 1 to 5, wherein the step a) is operated at a pH between 0.5 and 4.

7. The process according to any one of claims 1 to 6, wherein the precipitating agent of step b) is sodium carbonate.

8. The process according to any of claims 1 to 7, wherein step b) is conducted by adding the pregnant leaching solution
obtained in step a) and a solution containing the carbonate compound to a buffered solution.

Table 16

PRECIPITATION PURIFICATION

Test [Na2CO3]g/L pH profile Na2CO3 Kg/ Kg Pb CI(%) Test CI(%)

#70

135

8,21-7,2-7,69 0,573 5,09 #75 <0,01

#71 7,47-7,66-7,89 0,619 6,12 #76 0,05

#72 7,21-7,49-7,59 0,597 6,6 #77 0,034

#73 204 7,86-7,28-7,41 0,673 5,78 #78 0,026
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9. The process according to any of claims 1 to 8, wherein step b) further comprises the addition of an additional
precipitating agent or a cementating agent to the resulting solution obtained after reacting the carbonate compound
with the pregnant leaching solution.

10. The process according to claim 9, wherein the additional precipitating agent is selected from sodium sulphide and
sodium hydrosulphide.

11. The process according to claim 9, wherein the cementating agent is metallic lead powder.

12. The process according to any of claims 1 to 11, wherein the step b) is operated at a pH between 6 and 8.

13. The process according to any one of claims 1 to 12, wherein the carbonate compound of step c) is sodium carbonate.

14. A lead and silver carbonate concentrate obtainable according to any one of claims 1 to 13, whose main composition
is selected from the following:

- a lead content of 74 wt%, a silver content of 1703 ppm, a chloride content of 0.01 wt%, a carbonate content
of 19 wt%, a cooper content of 0.5 wt% and a zinc content of 1.8 wt%;
- a lead content of 72 wt%, a silver content of 1622 ppm, a chloride content of 0.05 wt%, a carbonate content
of 25 wt%, a copper content of 0.4 wt% and a zinc content of 1.2 wt%;
- a lead content of 71 wt%, a silver content of 1681 ppm, a chloride content of 0.03 wt%, a carbonate content
of 23 wt%, a copper content of 0.4 wt% and a zinc content of 1.0 wt%;
- a lead content of 74 wt%, a silver content of 1633 ppm, a chloride content of 0.09 wt%, a carbonate content
of 23 wt%, a copper content of 0.4 wt% and a zinc content of 0.2 wt%;
- a lead content of 72 wt%, a silver content of 1700 ppm, a chloride content of 0.03 wt%, a carbonate content
of 24 wt%, a copper content of 0.4 wt% and a zinc content of 0.8 wt%; and
- a lead content of 69 wt%, a silver content of 1760 ppm, a chloride content of 0.19 wt%, a carbonate content
of 24 wt%, a copper content of 0.7 wt% and a zinc content of 2.7 wt%.

Patentansprüche

1. Verfahren zur selektiven Rückgewinnung von Blei und Silber, wobei das Verfahren die folgenden Schritte umfasst:

a) ein Unterwerfen eines hydrometallurgischen Rückstands, der mindestens Blei und Silber enthält, einer oxi-
dativen Auslaugung in Gegenwart einer Chloridsalzlösung und eines Oxidationsmittels, wodurch das Blei und
das Silber selektiv als chloridlösliche Verbindungen solubilisiert werden;
b) ein Umsetzen der in dem Schritt a) erhaltenen tragenden Laugungslösung mit einer Carbonatverbindung,
die als ein Fällungsmittel wirkt, wodurch das Blei und das Silber gemeinsam als ein Carbonatkonzentrat aus-
gefällt werden; und
c) ein Reinigen des in dem Schritt b) erhaltenen Konzentrats durch ein In-Kontakt-Bringen des Konzentrats mit
einer Carbonatverbindungslösung,

um ein Blei- und Silbercarbonatkonzentrat, das bezogen auf das Trockengewicht einen Anteil an Chlorid zwischen
0,01 und 0,5 Gewichtsprozent aufweist, zu erhalten.

2. Verfahren nach Anspruch 1, bei dem der hydrometallurgische Rückstand aus dem Schritt a) ein Rückstand mit
einem Anteil an Blei zwischen 10 und 40 Gewichtsprozent bezogen auf das gesamte Trockengewicht des Rückstands
und einen Anteil an Silber zwischen 50 und 5000 ppm bezogen auf das gesamte Rückstandsgewicht aufweist.

3. Verfahren nach einem der Ansprüche 1 bis 2, bei dem die Chloridsole aus dem Schritt a) Natriumchloridsole ist.

4. Verfahren nach einem der Ansprüche 1 bis 3, bei dem das Oxidationsmittel aus dem Schritt a) Natriumhypochlorit ist.

5. Verfahren nach einem der Ansprüche 1 bis 4, bei dem der Schritt a) bei einem Ag/AgCI-Redoxpotential zwischen
100 und 350 mV betrieben wird.

6. Verfahren nach einem der Ansprüche 1 bis 5, bei dem der Schritt a) bei einem pH-Wert zwischen 0,5 und 4 betrieben
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wird.

7. Verfahren nach einem der Ansprüche 1 bis 6, bei dem das Fällungsmittel aus dem Schritt b) Natriumcarbonat ist.

8. Verfahren nach einem der Ansprüche 1 bis 7, bei dem der Schritt b) durchgeführt wird, indem die in dem Schritt a)
erhaltene tragenden Auslaugungslösung und eine die Carbonatverbindung enthaltende Lösung einer gepufferten
Lösung hinzugefügt werden.

9. Verfahren nach einem der Ansprüche 1 bis 8, bei dem der Schritt b) ferner das Hinzufügen eines zusätzlichen
Fällungsmittels oder eines Zementierungsmittels an die sich daraus ergebende Lösung umfasst, die nach der Um-
setzung der Carbonatverbindung mit der tragenden Auslaugungslösung erhalten worden ist.

10. Verfahren nach Anspruch 9, bei dem das zusätzliche Fällungsmittel aus Natriumsulfid und Natriumhydrogensulfid
ausgewählt worden ist.

11. Verfahren nach Anspruch 9, bei dem das Zementierungsmittel metallisches Bleipulver ist.

12. Verfahren nach einem der Ansprüche 1 bis 11, bei dem der Schritt b) bei einem pH-Wert zwischen 6 und 8 betrieben
wird.

13. Verfahren nach einem der Ansprüche 1 bis 12, bei dem die Carbonatverbindung aus dem Schritt c) Natriumcarbonat
ist.

14. Blei und Silbercarbonatkonzentrat, das nach einem der Ansprüche 1 bis 13 erhalten werden kann und dessen
Hauptzusammensetzung ausgewählt worden ist aus:

- einen Anteil an Blei von 74 Gewichtsprozent, einen Anteil an Silber von 1703 ppm, einen Anteil an Chlorid
von 0,01 Gewichtsprozent, einen Anteil an Carbonat von 19 Gewichtsprozent, einen Anteil an Kupfer von 0,5
Gewichtsprozent und einen Anteil an Zink von 1,8 Gewichtsprozent,
- einen Anteil an Blei von 72 Gewichtsprozent, einen Anteil an Silber von 1622 ppm, einen Anteil an Chlorid
von 0,05 Gewichtsprozent einen Anteil an Carbonat von 25 Gewichtsprozent, einen Anteil an Kupfer von 0,4
Gewichtsprozent und einen Anteil an Zink von 1,2 Gewichtsprozent,
- einen Anteil an Blei von 71 Gewichtsprozent, einen Silber von 1681 ppm, einen Anteil an Chlorid von 0,03
Gewichtsprozent, einen Anteil an Carbonat von 23 Gewichtsprozent, einen Anteil an Kupfer von 0,4 Gewichts-
prozent und einen Anteil an Zink von 1,0 Gewichtsprozent,
- einen Anteil an Blei von 74 Gewichtsprozent, einen Anteil an Silber von 1633 ppm, einen Anteil an Chlorid
von 0,09 Gewichtsprozent, einen Anteil an Carbonat von 23 Gewichtsprozent, einen Anteil an Kupfer von 0,4
Gewichtsprozent und einen Anteil an Zink von 0,2 Gewichtsprozent,
- einen Anteil an Blei von 72 Gewichtsprozent, einen Anteil an Silber von 1700 ppm, einen Anteil an Chlorid
von 0,03 Gewichtsprozent, einen Anteil an Carbonat von 24 Gewichtsprozent, einen Anteil an Kupfer von 0,4
Gewichtsprozent und einen Anteil an Zink von 0,8 Gewichtsprozent, und
- einen Anteil an Blei von 69 Gewichtsprozent, einen Anteil an Silber von 1760 ppm, einen Anteil an Chlorid
von 0,19 Gewichtsprozent, einen Anteil an Carbonat von 24 Gewichtsprozent, einen Anteil an Kupfer von 0,7
Gewichtsprozent und einen Anteil an Zink von 2,7 Gewichtsprozent.

Revendications

1. Un procédé pour la récupération sélective du plomb et de l’argent, le procédé comprenant les étapes consistant à :

a) soumettre un résidu hydrométallurgique comprenant au moins du plomb et de l’argent à une lixiviation
oxydative en présence d’une solution de saumure de chlorure et d’un agent oxydant, solubilisant ainsi sélecti-
vement le plomb et l’argent en tant que composés solubles de chlorure ;
b) faire réagir de la solution de lixiviation en gestation obtenue à l’étape a) avec un composé carbonate qui agit
en tant qu’agent précipitant, précipitant ainsi conjointement le plomb et l’argent en tant que concentré de
carbonate ; et
c) purifier le concentré obtenu dans l’étape b) en mettant ledit concentré en contact avec une solution de
composé carbonate,
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de manière à obtenir un concentré de carbonate de plomb et d’argent ayant une teneur en chlorure comprise entre
0,01 et 0,5 % en poids sec.

2. Le procédé selon la revendication 1, dans lequel le résidu hydrométallurgique de l’étape a) est un résidu ayant une
teneur en plomb comprise entre 10 et 40 % en poids par rapport au poids sec total du résidu et une teneur en argent
comprise entre 50 et 5000 ppm par rapport au poids total du résidu.

3. Le procédé selon l’une quelconque des revendications 1 à 2, dans lequel la saumure de chlorure de l’étape a) est
une saumure de chlorure de sodium.

4. Le procédé selon l’une quelconque des revendications 1 à 3, dans lequel l’agent oxydant de l’étape a) est l’hypo-
chlorite de sodium.

5. Le procédé selon l’une quelconque des revendications 1 à 4, dans lequel l’étape a) est mise en oeuvre à un potentiel
redox Ag/AgCl compris entre 100 et 350 mV.

6. Le procédé selon l’une quelconque des revendications 1 à 5, dans lequel l’étape a) est mise en oeuvre à un pH
compris entre 0,5 et 4.

7. Le procédé selon l’une quelconque des revendications 1 à 6, dans lequel l’agent précipitant de l’étape b) est le
carbonate de sodium.

8. Le procédé selon l’une quelconque des revendications 1 à 7, dans lequel l’étape b) est conduite en ajoutant la
solution de lixiviation en gestation obtenue à l’étape a) et une solution contenant le composé carbonate à une
solution tamponnée.

9. Le procédé selon l’une quelconque des revendications 1 à 8, dans lequel l’étape b) comprend en outre l’addition
d’un agent de précipitation supplémentaire ou d’un agent de cimentation à la solution résultante obtenue après avoir
fait réagir le composé carbonate avec la solution de lixiviation en gestation.

10. Le procédé selon la revendication 9, dans lequel l’agent précipitant supplémentaire est choisi parmi le sulfure de
sodium et l’hydrosulfure de sodium.

11. Le procédé selon la revendication 9, dans lequel l’agent de cimentation est une poudre de plomb métallique.

12. Le procédé selon l’une quelconque des revendications 1 à 11, dans lequel l’étape b) est mise en oeuvre à un pH
compris entre 6 et 8.

13. Le procédé selon l’une quelconque des revendications 1 à 12, dans lequel le composé carbonate de l’étape c) est
le carbonate de sodium.

14. Un concentré de carbonate de plomb et d’argent susceptible d’être obtenu selon l’une quelconque des revendications
1 à 13, dont la composition principale est choisie parmi ce qui suit :

- une teneur en plomb de 74 % en poids, une teneur en argent de 1703 ppm, une teneur en chlorure de 0,01
% en poids, une teneur en carbonate de 19 % en poids, une teneur en cuivre de 0,5 % en poids et une teneur
en zinc de 1,8 % en poids ;
- une teneur en plomb de 72 % en poids, une teneur en argent de 1622 ppm, une teneur en chlorure de 0,05
% en poids, une teneur en carbonate de 25 % en poids, une teneur en cuivre de 0,4 % en poids et une teneur
en zinc de 1,2 % en poids ;
- une teneur en plomb de 71 % en poids, une teneur en argent de 1681 ppm, une teneur en chlorure de 0,03
% en poids, une teneur en carbonate de 23 % en poids, une teneur en cuivre de 0,4 % en poids et une teneur
en zinc de 1,0 % en poids ;
- une teneur en plomb de 74 % en poids, une teneur en argent de 1633 ppm, une teneur en chlorure de 0,09
% en poids, une teneur en carbonate de 23 % en poids, une teneur en cuivre de 0,4 % en poids et une teneur
en zinc de 0,2 % en poids ;
- une teneur en plomb de 72 % en poids, une teneur en argent de 1700 ppm, une teneur en chlorure de 0,03
% en poids, une teneur en carbonate de 24 % en poids, une teneur en cuivre de 0,4 % en poids et une teneur
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en zinc de 0,8 % en poids ; et
- une teneur en plomb de 69 % en poids, une teneur en argent de 1760 ppm, une teneur en chlorure de 0,19
% en poids, une teneur en carbonate de 24 % en poids, une teneur en cuivre de 0,7 % en poids et une teneur
en zinc de 2,7 % en poids.
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