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Description

FIELD

[0001] The inventive aspects of this disclosure pertain
to devices and methods for deploying, routing, housing,
storing, shipping, connecting, and managing telecommu-
nications cable and connections.

BACKGROUND

[0002] Telecommunication cabling systems typically
include cabinets that house terminations and connec-
tions/interconnections of telecommunication cables. The
telecommunication cables can include electrical cables,
fiber optic cables, and/or hybrid cables that include both
electrical and optical conductors. The cabinets typically
allow terminations of the various cables to be connected,
disconnected, and/or reconnected to other terminations
of the various cables. In this way, the routing of signals
across a telecommunications network can be configured
and reconfigured as desired. For example, a trunk cable
from a main office of a telecommunications provider or
a data center may be branched to various branch cables
at the cabinet. Each of the branch cables may then be
routed to an end-user or to another cabinet.
[0003] The telecommunications cable can be stored
on, delivered on, and deployed by spools. The cable is
typically wound on the spool at a factory that produced
the cable. Upon delivery to an installation site, the cable
can be unwound from the spool and deployed. The cab-
inet can hold terminations/connectors of the cables that
are routed to it. US 2011/317974 A1 discloses a telecom-
munications assembly including a chassis defining an
interior region and a tray assembly disposed in the interior
region. The tray assembly includes a tray and a cable
spool assembly. The cable spool assembly is engaged
to a base panel of the tray. The cable spool assembly is
adapted to rotate relative to the tray. The cable spool
assembly includes a hub, a flange engaged to the hub
and an adapter module. The flange defines a termination
area. The adapter module is engaged to the termination
module of the flange. The adapter module is adapted to
slide relative to the flange in a direction that is generally
parallel to the flange between an extended position and
a retracted position.

SUMMARY

[0004] An aspect of the present disclosure relates to a
telecommunications assembly including a tray assembly
including a tray and a cable spool assembly rotatably
mounted to the tray. A cable holder arrangement tempo-
rarily holds connectors wherein the connector holder ar-
rangement is mounted for rotation with the cable spool
assembly. Cable storage arrangements are provided for
individually storing cables from the cable spool assembly
to the connector holder arrangement.

[0005] An aspect of the present disclosure also relates
to a method of deploying telecommunications cable com-
prising providing a telecommunications assembly includ-
ing a tray assembly and a connector holder arrangement
for holding connectors. The tray assembly includes a tray
and a cable spool assembly rotatably mounted to the
tray. The connector holder arrangement is mounted for
rotation with the cable spool assembly. A cable storage
arrangement for individually storing cables from the cable
spool assembly to the connector holder arrangement al-
so is mounted to the cable spool assembly. The method
also includes unwinding a main cable from the cable
spool assembly, removing a connector from the connec-
tor holder assembly after the main cable is unwound, and
removing cable slack of a cable pigtail connected to the
connector and the main cable from a cable storage ar-
rangement after the main cable is unwound.
[0006] Aspects of the present disclosure allow for de-
ployment of a main cable from a telecommunications as-
sembly toward a first piece of telecommunications equip-
ment desired for connection to the main cable. At the
telecommunications assembly, the main cable can be
broken out or fanned out into individual single fiber or
multi-fiber cables. These cables can include connector-
ized ends which are stored on the telecommunications
assembly until desired for use. Cable slack is also stored
on the telecommunications assembly until desired for
use. At the desired time, a connector and the necessary
cable slack is removed from the telecommunications as-
sembly and connected to another piece of telecommu-
nications equipment, thereby connecting two pieces of
equipment with an intermediate telecommunications as-
sembly.
[0007] Features of the present disclosure allow for de-
ployment of a cable in a first direction away from the
telecommunications assembly, and deployment of a sec-
ondary cable or cables toward different equipment at the
desired time for connection of the equipment. The
present disclosure allows for storage of slack before and,
if necessary, after deployment of the individual cables
from the telecommunications assembly. Features of the
present disclosure allow for deployment of only a desired
length of the secondary cable or cables. Remaining slack
length can remain stored and protected by the telecom-
munications assembly. In certain implementations, the
telecommunications assembly is configured to enable
the deployed length of the secondary cable or cables to
be rewound/taken back into the telecommunications as-
sembly for storage.
[0008] The telecommunications assembly of the
present disclosure provides a solution which eliminates
separate patch cords including connectorized opposite
ends for connecting a telecommunications assembly with
a main spool to other equipment.
[0009] A variety of additional aspects will be set forth
in the description that follows. These aspects can relate
to individual features and to combinations of features. It
is to be understood that both the foregoing general de-
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scription and the following detailed description are ex-
emplary and explanatory only and are not restrictive of
the broad concepts upon which the embodiments dis-
closed herein are based.

BRIEF DESCRIPTION OF THE DRAWINGS

[0010] The accompanying drawings, which are incor-
porated in and constitute a part of the description, illus-
trate several aspects of the present disclosure. A brief
description of the drawings is as follows:

FIG. 1 is a schematic diagram of a telecommunica-
tions assembly having exemplary features of as-
pects of the present disclosure including a main ca-
ble deployment feature and fanout cable deployment
features;
FIG. 2 is a perspective view of a telecommunications
assembly having exemplary features of aspects in
accordance with the principles of the present disclo-
sure;
FIG. 3 is an exploded perspective view of a tray as-
sembly suitable for use with the telecommunications
assembly of FIG. 2;
FIG. 4 is an exploded view of a cable spool assembly
suitable for use with the tray assembly of FIG. 3;
FIG. 5 is a perspective view of a payout cassette
according to the principles of the present disclosure,
the payout cassette storing a stored portion of a
patch cord and paying out excess length of the patch
cord;
FIG. 6 is the perspective view of the payout cassette
of FIG. 5, but without the patch cord and with a cover
and an anti-friction device of the cassette exploded
away from a base portion of the cassette;
FIG. 7 is a top plan view of the cassette of FIG. 5
with the cover removed so that an initial amount of
slack length of the patch cord is visible stored within
the cassette; and
FIG. 8 is a top plan view of the cassette of FIG. 7
with part of the initial amount of slack length paid-
out from the cassette.

DETAILED DESCRIPTION

[0011] Reference will now be made in detail to the ex-
emplary aspects of the present disclosure that are illus-
trated in the accompanying drawings. Wherever possi-
ble, the same reference numbers will be used throughout
the drawings to refer to the same or like structure.
[0012] In general, the present disclosure enables de-
ployment of a primary cable (e.g., an optical fiber cable)
in a first direction away from a telecommunications as-
sembly, and deployment of one or more secondary ca-
bles toward different equipment for connection of the
equipment. The secondary cable or cables can be de-
ployed before or after deployment of the primary cable.
The telecommunications assembly is configured to store

and protect any slack (i.e., undeployed) length of the pri-
mary and/or secondary cables. In certain implementa-
tions, the primary and/or secondary cables can be re-
turned within the telecommunications assembly for stor-
age when not in use.
[0013] Referring now to FIG. 1, a schematic diagram
of an example telecommunications assembly 10 having
patch cord storage is shown. The telecommunications
assembly 10 includes a chassis 12 (e.g., an enclosure,
a case, etc.) and a tray assembly 14 (e.g., a shelf as-
sembly, a drawer assembly, etc.) that removably mounts
in the chassis 12. The telecommunications assembly 10
is adapted for mounting to a telecommunications rack.
For example, brackets of flanges 13 can extend outward-
ly from the chassis 12 to secure to the rack (e.g., see
FIG. 2).
[0014] The tray assembly 14 includes a tray 60 (e.g.,
a shelf, a drawer, etc.) and a cable spool assembly 62
rotatably mounted to the tray 60. The tray assembly 14
is adapted for insertion and removal from the chassis 12
as a unit without requiring the cable spool assembly 62
to be detached from the tray 60. The cable spool assem-
bly 62 is adapted to rotate relative to the tray 60. A cable
40 (e.g., an optical cable including one or more optical
fibers) can be wound around the cable spool assembly
62. In one example, the cable 40 is a micro-cable. A first
end 41 of the cable 40 can be deployed from the chassis
12 by pulling on the first end 41, thereby rotating the cable
spool assembly 62 relative to the tray 60.
[0015] A second end 42 of the cable 40 is optically
coupled to one or more patch cords 44. In some imple-
mentations, each patch cord 44 is at least six feet long.
In certain implementations, each patch cord 44 is at least
eight feet long. In certain implementations, each patch
cord 44 is at least ten feet long. In certain implementa-
tions, each patch cord 44 is at least twenty feet long. In
other implementations, the patch cord 44 can be any de-
sired length. In some implementations, the patch cords
44 are formed from fiber cable having an outer diameter
of about 1.2 mm. In other implementations, the patch
cords 44 can be formed from any desired type and size
of fiber cable.
[0016] Each patch cord 44 has a distal end 47 termi-
nated by an optical connector 48 (e.g., an SC-type con-
nector, an LC-type connector, and LX.5-type connector,
an MPO-type connector, etc.). The terminated ends 47
of the patch cords 44 are temporarily stored at the cable
spool assembly 62 so that the terminated ends 47 rotate
unitarily with the cable spool assembly 62 when the first
end 41 of the cable 40 is deployed. For example, the
connectors 48 can be mounted to a connector holder
arrangement 64 of the cable spool assembly 62. The
patch cords 44 can be deployed from the chassis 12 as
needed by accessing the terminated end 47 of a desired
patch cord 44 and pulling the terminated end 47 away
from the chassis 12. Connector holder arrangement 64
can include clips or other devices for holding one or more
of the connectors 48, connector boots 49, or the cables
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44.
[0017] Slack length 46 of the patch cords 44 is stored
at one or more cassettes 100. The cassettes 100 are
mounted to the cable spool assembly 62 and rotate uni-
tarily with the cable spool assembly 62 when the first end
41 of the cable 40 is deployed. For example, the slack
length 46 of each patch cord 44 may be stored in one or
more loops within a corresponding cassette 100. The
loops are reduced in length (i.e., circumference) as the
slack length 46 is paid out from the cassette 100, thereby
allowing the patch cord connectors 48 to be paid out from
the chassis 12. The cable spool assembly 62 does not
rotate when one or more of the patch cords 44 are de-
ployed from the chassis 12.
[0018] The telecommunications assembly 10 allows
for storage of slack before and, if necessary, after de-
ployment of the individual cables 40, 44 from the tele-
communications assembly. In accordance with certain
aspects of the disclosure, only a desired amount of cable
40 need be deployed from the telecommunications as-
sembly 10. A remainder of the cable 40 can be stored
and protected on the cable spool assembly 62. In accord-
ance with certain aspects of the disclosure, only a desired
amount of one or more of the patch cords 44 need be
deployed from the telecommunications assembly 10. A
remainder of each patch cord 44 can be stored and pro-
tected at the respective cassette 100. For example, in
one implementation, the cassette 100 may hold about 10
feet of a patch cord 44. If a user only needs about 6.5
feet deployed, then the cassette 100 will continue to hold
and protect about 3.5 feet of the patch cord 44.
[0019] FIGS. 2-4 illustrate one example implementa-
tion of a chassis 12 and tray assembly 14. In the depicted
embodiment, the chassis 12 is generally rectangular in
shape (see FIG. 2). The chassis 12 defines an interior
region 50. The interior region 50 is adapted to receive
the tray assembly 14. The chassis 12 defines a first open-
ing 52 that provides access to the interior region 50. In
the depicted embodiment, the first opening 52 is a front
opening to the interior region 50. The chassis 12 also
defines a second opening 54 that provides access to the
interior region 50. In the depicted embodiment, the sec-
ond opening 54 is a rear opening to the interior region 50.
[0020] In certain embodiments, the telecommunica-
tions assembly 10 includes a front cover plate 16. In the
depicted example, the front cover plate 16 is hingedly
engaged to the chassis 12. The front cover plate 16 is
adapted to pivot between an open position and a closed
position (shown at FIG. 2). As depicted, when in the
closed position, the front cover plate 16 extends over and
substantially covers the first opening 52. The front cover
plate 16 can be held in the closed position by latches or
other such fastening structures. The front cover plate 16
can include labels 18. The labels 18 can be associated
with individual patch cords 44 or patch cord connectors
48. As depicted, the labels 18 can be viewed when the
front cover plate 16 is in the open position.
[0021] FIG. 3 illustrates one example implementation

of a tray assembly 14 suitable for use in the chassis 12
of FIG. 2. The tray 60 of the tray assembly 14 includes
a plurality of bend radius protectors 90. When the first
end 41 of the cable 40 is deployed from the chassis 12,
the first end 41 is routed through any one of the bend
radius protectors 90 disposed on the tray 60. Each bend
radius protector 90 defines a passage including a first
arcuate edge and a second arcuate edge. Each of the
first and second arcuate edges defines a radius that is
greater than the minimum bend radius of a fiber optic
cable 40 that passes through the passage so as to reduce
the risk of attenuation damage to the fiber optic cable.
[0022] At least one of the bend radius protectors 90 is
disposed adjacent to the first opening 52 in the chassis
12 and at least another of the bend radius protectors 90
is disposed adjacent to the second opening 54 in the
chassis 12. In the depicted embodiment of FIG. 3, the
bend radius protectors 90 disposed at the first opening
52 are oriented so that central axes 92 of the bend radius
protectors 90 are aligned. For example, the central axes
92 can be parallel to a lateral direction L. In the depicted
embodiment of FIG. 3, the bend radius protectors 90 dis-
posed at the second opening 54 are oriented so that the
central axes 92 of the bend radius protectors 90 are an-
gled outwardly from the chassis interior 50. The central
axes 92 of these bend radius protectors 90 are disposed
at oblique angles relative to the lateral direction L and to
a front-to-back direction F-B.
[0023] FIG. 4 illustrates one example implementation
of a cable spool assembly 62 suitable for mounting to the
tray 60. The cable spool assembly 62 includes a hub 420,
a first flange 422 engaged to the hub 420, and a second
flange 424 engaged to the hub 420 opposite the first
flange 422 (see FIG. 4). The cable 40 is wound around
the hub 420 between the flanges 422, 424 for storage on
the cable spool assembly 62. The second flange 424
includes an outer surface 150. The outer surface 150
includes a cable management area 152 and a termination
area 154 disposed adjacent to the cable management
area 152. The second end 42 of the cable 40 is routed
through the second flange 424 to the cable management
area 152.
[0024] One or more cable fanouts 158 (FIG. 3) can be
mounted at the cable management area 152 (e.g., at
fanout brackets 159). The fanouts 158 separate out in-
dividual optical fibers of the cable 40 to form one or more
patch cords 44. In certain implementations, the fanouts
158 upjacket the patch cords 44. The terminated ends
of the patch cords 44 are temporarily stored at the termi-
nation area 154 of the second flange 424. For example,
one or more connector holders 64 can be mounted to the
termination area 154. The connector holder 64 is struc-
tured to hold one or more of the patch cord connectors
48 so that the connectors 48 can be pulled out through
the first opening 52 in the chassis 12.
[0025] The cable management area 152 also includes
a plurality of bend radius protectors 482. The bend radius
protectors 482 are disposed on the outer surface 150 of
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the second flange 424. The bend radius protectors 482
are adapted to prevent damage to the optical fibers that
are routed from the fanout 158 to the termination area
154. In the depicted embodiment, each of the bend radius
protectors 482 is arcuate in shape and includes a reten-
tion projection 484 that extends outwardly from a convex
surface 486 of the bend radius protector 482.
[0026] In the depicted embodiment, a body 426 of the
hub 420 is generally oval in shape. The oval shape of
the body 426 of the hub 420 allows for a greater length
of fiber optic cable 40 to be coiled around the body 426
for a given depth and width of the cable spool assembly
62. However, it will be understood that the scope of the
present disclosure is not limited to the body 426 of the
hub 420 being oval in shape. The body 426 of the hub
420 can have various geometric shapes (e.g., circular,
obround, etc.). The body 426 of the hub 420 includes a
strain relief protrusion 140.
[0027] The first flange 422 is engaged to the hub 420.
In the subject embodiment, the first flange 422 is fastened
(e.g., screwed, bolted, riveted, welded, bonded, etc.) to
the first surface 428 of the hub 420. The first flange 422
is generally planar and oval in shape. The first flange 422
defines a bore 146 that is adapted for alignment with the
central bore 144 of the hub 420 when the first flange 422
is engaged to the hub 420.
[0028] The second flange 424 is engaged to the hub
420. In the depicted embodiment, the second flange 424
is fastened (e.g., screwed, bolted, riveted, welded, bond-
ed, etc.) to the second surface 130 of the hub 420. The
second flange 424 includes a central opening 148 that
extends through the second flange 424. The central
opening 148 is adapted to receive the strain relief pro-
trusion 140 of the hub 420 when the second flange 424
is engaged to the hub 420 so that the strain relief protru-
sion 140 extends outwardly from the second flange 424
of the cable spool assembly 62. In the depicted embod-
iment, the central opening 148 is oversized to allow the
fiber optic cable 40 to pass through the central opening
148 (see FIG. 3).
[0029] The cable spool assembly 62 is rotatably en-
gaged to the tray 60 by a bushing 222. The bushing 222
is generally cylindrical in shape. The bushing 222 is sized
to extend through the strain relief protrusion 140 of the
hub 420 and to fixedly secure (e.g., via fastener or keying
arrangement) to the tray 60 (e.g., see FIG. 3). As the
bushing 222 is generally cylindrical in shape, the cable
spool assembly 62 can rotate about the bushing 222. In
certain implementations, a locking arrangement can se-
lectively inhibit rotational movement between the cable
spool assembly 62 and the tray 60. For example, the
locking arrangement can be released to deploy the first
end 41 of the cable 40 and can be locked when or after
deploying the patch cords 44.
[0030] Additional details regarding one example tele-
communications assembly 10 are provided in U.S. Pub-
lication Nos. 2011/0317974 and 2011/0044599.
[0031] Referring now to FIGS. 5-7, an example cas-

sette 100 for paying-out an example patch cord 44 is
shown. The cassette 100 is configured to enable a user
to pay-out the excess length 46 of the patch cord 44 from
the cassette 100. In particular, a paid-out end 47 (i.e.,
and the terminating connector 48) of the patch cord 44
can be pulled from the cassette 100 at various lengths
to bring the paid-out end 47 of the patch cord 44 to a
desired location (e.g., to a user termination port, to a
piece of telecommunications equipment, etc.).
[0032] As depicted, the cassette 100 does not require
a rotary union or substantial accumulated twist in the
patch cord 44. Rather, loops 45 of the slack length 46 of
the patch cord 44 within a storage area 110 of the cas-
sette 100 are reduced in length (i.e., circumference) while
the patch cord 44 is being paid-out from the cassette 100.
In particular, the loops 45 of the excess length 46 of the
patch cord 44 tighten around a wrapping surface 122 of
a wrapping area 120 within a storage area 110 when the
cassette assembly 100 pays-out the patch cord 44 (com-
pare FIGS. 7 and 8). In other implementations, however,
the cassette 100 can include rotational spools, ratcheting
spools, or other take-up reels.
[0033] As illustrated at Figures 5 and 6, the cassette
100 includes a housing 180 that further includes a base
portion 200 and a cover 300. The housing 180 extends
between a first side 182 and a second side 184, a first
end 186 and a second end 188, and a first edge 190 and
a second edge 192. In the depicted example, a series of
fingers 270 project inwardly from the sides, ends, and
edges of the base portion 200 to keep the series of the
loops 45 positioned at the one layer deep. The fingers
270 also may hold the cover 300 to the base portion 200.
[0034] The base portion 200 includes a cavity 210 de-
fining an interior perimeter 212. The wrapping area 120
is located within the cavity 210. A second wrapping area
214 also is located within the cavity 210 and adjacent to
the perimeter 212. A substantial majority of the patch
cord 44 may be initially loaded in the second wrapping
area 214 of the cavity 210 adjacent the perimeter 212 in
a series of the loops 45 that are positioned within the
cavity 210 one layer deep (see FIG. 7). An initial loop 45’
(e.g., the outermost loop) may begin at a cable passage
202. The cable passage 202 may be adjacent the perim-
eter 212 and may extend between the cavity 210 and an
exterior 102 of the cassette 100 (see FIGS. 5 and 6). The
excess length 46 of the patch cord 44 may continue to
be wrapped in loops 45 within the cavity 210.
[0035] As mentioned above, the patch cord 44 tightens
around the wrapping surface 122 of the wrapping area
120 within the storage area 110 when the patch cord 44
is paid-out from the cassette 100. In certain implemen-
tations, the wrapping surface 122 is formed on the an-
nular ring 400. By having the wrapping surface 122
formed on the annular ring 400, friction may be reduced.
The annular ring 400 may be made of a low-friction ma-
terial (e.g., Teflon®) and, thereby, be an anti-friction de-
vice. The annular ring 400 may be rotatably mounted to
a mount 260 that is attached to or part of the housing 180
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(e.g., the base portion 200). In certain embodiments, the
mount 260 may be attached to or part of the cover 300.
[0036] The cassette 100 also includes a transitioning
area 160 for transitioning the patch cord 44 from the stor-
age area 110 to the exterior 102 of the cassette 100. As
the patch cord 44 is paid-out of the storage area 110 of
the cassette 100, the patch cord 44 within the storage
area 110 generally transfers through the transitioning ar-
ea 160 and on to the exterior 102 of the cassette 100
where it continues on toward a deployed area. The tran-
sitioning area 160 includes a first cable guide 162 and a
second cable guide 164 adjacent the annular ring 400.
In the depicted embodiment, the first and the second ca-
ble guides 162, 164 are formed on the base portion 200
of the cassette 100.
[0037] The first cable guide 162 is spaced away from
the annular ring 400 and extends circumferentially
around the annular ring 400 along an arc segment con-
centric with the annular ring 400. In the depicted embod-
iment, the first cable guide 162 is spaced from the annular
ring 400 by a distance sufficient to route a single strand
(e.g., loop 45) of the patch cord 44 between the first cable
guide 162 and the annular ring 400. In the depicted em-
bodiment, the second cable guide 164 is positioned im-
mediately adjacent the annular ring 400. In the depicted
embodiment, the second cable guide 164 may have a
small clearance with the annular ring 400. The small
clearance, as depicted, is not sufficient in size to receive
a strand of the patch cord 44.
[0038] The cassette 100 also includes a third cable
guide 360. As depicted, the third cable guide 360 is in
the form of a slot (i.e., a slit). In the depicted embodiment,
the slot extends through the cover 300 of the housing
180. In other embodiments, the third cable guide 360
may be formed as a channel and thereby may not nec-
essarily extend through the cover 300. The third cable
guide 360 includes a straight segment 362 and a curved
segment 364 that is tangent to the straight segment 362.
The curved segment 364 generally follows and continues
along a path of the space between the first cable guide
162 and the annular ring 400.
[0039] As illustrated at FIGS. 5 and 6, when the cas-
sette 100 is holding a maximum length of the patch cord
44 or near the maximum length of the patch cord 44, the
outermost loops 45 follow the perimeter 212 of the stor-
age cavity 210 as noted above. Upon a cable route reach-
ing the innermost loop 45, the patch cord 44 departs from
following the perimeter 212 and veers toward the annular
ring 400. The patch cord 44 is routed between the first
cable guide 162 and the annular ring 400 and then
through the curved portion 364 of the third cable guide
360. Along the third cable guide 360, the patch cord 44
is elevated above the previous loops 45 and progressive-
ly is positioned at an elevation of the cover 300 within
the third cable guide 360. The third cable guide 360 con-
tinues until it reaches an edge of the cover 300. The patch
cord 44 follows the third cable guide 360 and continues
past the edge of the cover 300 toward the exterior 102

of the cassette 100. The third cable guide 360 thereby
forms at least a portion of an exit 104 for the patch cord
44 as it leaves (i.e., exits) the cassette 100.
[0040] As illustrated at FIGS. 7 and 8, upon the deploy-
ment of the patch cord 44, the loops 45 transition from
being positioned adjacent the perimeter 212 to being po-
sitioned adjacent or partially adjacent to the annular ring
400. In particular, the innermost loop 45 draws the excess
length 46 of the patch cord 44 from the second to the
most innermost loop (loop 45 as depicted in FIG. 8) as
the patch cord 44 is deployed from the cassette 100. As
the second to the most innermost loop is drawn toward
the rotating ring 400, it is positioned on an opposite side
of the first cable guide 162 from the innermost loop 45.
As the patch cord 44 continues to be deployed, portions
of the patch cord 44 that were in the innermost loop 45
exit through the transition area 160 and toward the exte-
rior 102 of the cassette 100.
[0041] The excess length 46 of the patch cord 44 that
has left the innermost loop 45 is replaced by the excess
length 46 that is drawn from the second to the most in-
nermost loop. This results in the second to the most in-
nermost loop becoming smaller and drawing material
from the third to the most innermost loop. This process
continues until all of the excess length 46 that was posi-
tioned at the perimeter 212 of the cavity 210 is now po-
sitioned adjacent the rotating ring 400 and/or has exited
the cassette 100. The number N of loops 45 of the patch
cord 44 within the storage area 110 may remain constant
during the cable deployment process. The length of each
loop 45 is decreased in magnitude (i.e., circumference)
thereby supplying the excess length 46 of the patch cord
44 that is deployed.
[0042] Additional details regarding one example cas-
sette 100 suitable for use with the cable spool assembly
62 are provided in U.S. Provisional Application No.
61/640,422, filed April 30, 2012, and titled "Cable Payout
Cassette with Single Layer Cable Storage Area,".
[0043] In certain implementations, the cassette 100
can be configured to retract or otherwise receive the slack
length of the patch cord 44 back inside the cassette 100.
For example, in some implementations, the slack may
be manually threaded back into the cassette 100. In other
implementations, the cassette 100 can include a ratch-
eted or geared mechanism for winding the slack back
into the cassette 100.
[0044] Suitable implementations of such a cassette
100 are disclosed in U.S. Provisional Application No.
61/640,410, filed April 30, 2012, and titled "Guided Cable
Storage Assembly with Switchbacks;" U.S. Provisional
Application No. 61/640,435, filed April 30, 2012, and titled
"Payout Spool with Automatic Cable Disconnect/Recon-
nect;" U.S. Provisional Application No. 61/640,449, filed
April 30, 2012, and titled "Cable Storage Spool with Cent-
er Feed;" and U.S. Publication No. 2011/0024543.
[0045] Referring back to FIG. 1, one or more of the
cassettes 100 can be mounted to the termination region
154 of the cable spool assembly 62. First ends 43 of the
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patch cords 44 extend out of the fanouts 158 at the cable
management region 152 of the cable spool assembly 62
and are routed to the cassettes 100. As shown, two or
more cassettes 100 may be stacked to form two or more
rows at the cable management region 152. For example,
the first side 182 of a first cassette 100 may be placed
adjacent to the second side 184 of a second cassette
100. Other positions of the cassettes 100 can be provid-
ed, as desired.
[0046] The slack length 46 of the patch cords 44 is
stored within the cassettes 100, e.g., as detailed above.
The distal ends 47 of the patch cords 44 extend outwardly
from the cassettes 100 to the one or more connector
holders 64 on the cable spool assembly 62. The patch
cord connectors 48 are stored at the connector holder
64. The fanouts 158, cassettes 100, and connectors 48
all rotate in unison with the cable spool assembly 62 when
the first end 41 of the cable 40 is deployed from the chas-
sis 12.
[0047] When the first end 41 of the cable 40 is suffi-
ciently paid-out, the cable spool assembly 62 can be ro-
tationally locked or otherwise inhibited from rotating. A
user can selectively pay-out one or more of the patch
cords 44 from their respective cassettes 100 as desired.
For example, the user may grab the connector 48 asso-
ciated with one of the patch cords 44, remove the con-
nector 48 from the connector holder 64, and pull the con-
nector 48 away from the cassette 100. In an example,
the user pulls the connector 48 out of the chassis 12
through the first opening 52 of the chassis 12. The con-
nector 48 can be routed and plugged into any desired
port to connect to an end user (or other equipment) to an
optical network.
[0048] The above specification, examples and data
provide a complete description of the manufacture and
use of the composition of the invention. Since many em-
bodiments of the invention can be made without depart-
ing from the scope of the invention, the invention resides
in the claims hereinafter appended.

Claims

1. A telecommunications assembly (10) comprising:

a tray assembly (14) including a tray (60) and a
cable spool assembly (62) on which a cable (40)
can be wound, where the cable spool assembly
(62) is adapted to rotate relative to the tray (60);
a connector holder arrangement (64) for tempo-
rarily holding connectors (48), the connector
holder arrangement (64) mounted for rotation
with the cable spool assembly (62); and
cable storage arrangements (100) for individu-
ally storing slack length (46) of cable patch cords
(44) extending between the cable spool assem-
bly (62) and the connector holder arrangement
(64).

2. The telecommunications assembly (10) of claim 1,
further comprising a main cable (40) extending to a
fanout (158) mounted to the cable spool assembly
(62), and the cable patch cords (44) extending from
the fanout (158) to connectors (48).

3. The telecommunications assembly (10) of claim 2,
wherein the main cable (40) is wound around a cable
spool of the cable spool assembly (62).

4. The telecommunications assembly (10) of claim 2,
wherein the cable patch cords (44) include slack
stored in one of the cable storage arrangements
(100).

5. The telecommunications assembly (10) of claim 2,
wherein each cable storage arrangement (100)
stores only one cable patch cord (44).

6. The telecommunications assembly (10) of claim 2,
wherein each cable storage arrangement (100) in-
cludes a cassette with an enclosed interior.

7. A method of deploying telecommunications cable
comprising:
providing a telecommunications assembly (10) ac-
cording to claim 1;

unwinding a main cable (40) from the cable
spool assembly (62);
removing a connector (48) from the connector
holder arrangement (64) after the main cable
(40) is unwound; and
removing cable slack (46) of the cable patch
cord (44) connected to the connector (48) and
the main cable (40) from a cable storage ar-
rangement (100) after the main cable (40) is un-
wound.

8. The method of claim 7, further comprising locking
the cable spool assembly (62) to the tray (60) after
the main cable (40) is unwound a selected amount.

9. The method of claim 7, wherein the connector (48)
is connected to an adapter port of first telecommu-
nications equipment.

10. The method of claim 9, wherein the main cable (40)
is connected to an adapter port of second telecom-
munications equipment.

11. The method of claim 7, wherein a plurality of con-
nectors (48) are each connected to telecommunica-
tions equipment and a selected length of cable slack
(46) is removed from the cable storage arrangement
(100) for each connector (48).
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Patentansprüche

1. Eine Telekommunikationsanordnung (10), beinhal-
tend:

eine Tablettanordnung (14), die ein Tablett (60)
und eine Kabelspulenanordnung (62), auf die
ein Kabel (40) gewickelt werden kann, umfasst,
wobei die Kabelspulenanordnung (62) ange-
passt ist, um sich relativ zu dem Tablett (60) zu
drehen; eine Verbinderhaltereinrichtung (64)
zum vorübergehenden Halten von Verbindern
(48), wobei die Verbinderhaltereinrichtung (64)
zur Drehung mit der Kabelspulenanordnung
(62) montiert ist; und
Kabelverstauungseinrichtungen (100) zum indi-
viduellen Verstauen von Vorratslängen (46) von
Kabelsteckschnüren (44), die sich zwischen der
Kabelspulenanordnung (62) und der Verbinder-
haltereinrichtung (64) erstrecken.

2. Telekommunikationsanordnung (10) gemäß An-
spruch 1, ferner beinhaltend ein Hauptkabel (40),
das sich zu einer an der Kabelspulenanordnung (62)
montierten Ausgangsverzweigung (158) erstreckt,
und wobei sich die Kabelsteckschnüre (44) von der
Ausgangsverzweigung (158) zu Verbindern (48) er-
strecken.

3. Telekommunikationsanordnung (10) gemäß An-
spruch 2, wobei das Hauptkabel (40) um eine Ka-
belspule der Kabelspulenanordnung (62) gewickelt
ist.

4. Telekommunikationsanordnung (10) gemäß An-
spruch 2, wobei die Kabelsteckschnüre (44) in einer
der Kabelverstauungseinrichtungen (100) verstau-
ten Vorrat umfassen.

5. Telekommunikationsanordnung (10) gemäß An-
spruch 2, wobei jede Kabelverstauungseinrichtung
(100) nur eine Kabelsteckschnur (44) verstaut.

6. Telekommunikationsanordnung (10) gemäß An-
spruch 2, wobei jede Kabelverstauungseinrichtung
(100) eine Kassette mit einem umschlossenen In-
nenraum umfasst.

7. Ein Verfahren zum Einsetzen eines Telekommuni-
kationskabels, beinhaltend:

Bereitstellen einer Telekommunikationsanord-
nung (10) gemäß Anspruch 1;
Abwickeln eines Hauptkabels (40) von der Ka-
belspulenanordnung (62);
Entnehmen eines Verbinders (48) von der Ver-
binderhaltereinrichtung (64), nachdem das
Hauptkabel (40) abgewickelt worden ist; und

Entnehmen von Kabelvorrat (46) der Kabel-
steckschnur (44), die mit dem Verbinder (48)
und dem Hauptkabel (40) verbunden ist, von ei-
ner Kabelverstauungseinrichtung (100), nach-
dem das Hauptkabel (40) abgewickelt worden
ist.

8. Verfahren gemäß Anspruch 7, ferner beinhaltend
das Arretieren der Kabelspulenanordnung (62) an
dem Tablett (60), nachdem das Hauptkabel (40) um
einen ausgewählten Betrag abgewickelt worden ist.

9. Verfahren gemäß Anspruch 7, wobei der Verbinder
(48) mit einem Adapteranschluss eines ersten Tele-
kommunikationsgeräts verbunden ist.

10. Verfahren gemäß Anspruch 9, wobei das Hauptka-
bel (40) mit einem Adapteranschluss eines zweiten
Telekommunikationsgeräts verbunden ist.

11. Verfahren gemäß Anspruch 7, wobei eine Vielzahl
von Verbindern (48) jeweils mit einem Telekommu-
nikationsgerät verbunden sind und für jeden Verbin-
der (48) eine ausgewählte Länge von Kabelvorrat
(46) aus der Kabelverstauungseinrichtung (100) ent-
nommen wird.

Revendications

1. Un ensemble de télécommunication (10)
comprenant :

un ensemble plateau (14) incluant un plateau
(60) et un ensemble bobine de câble (62) sur
lequel un câble (40) peut être enroulé, où l’en-
semble bobine de câble (62) est conçu pour
tourner relativement au plateau (60) ;
un agencement de support de connecteurs (64)
pour supporter temporairement des connec-
teurs (48), l’agencement de support de connec-
teurs (64) étant monté pour pouvoir être entraîné
en rotation avec l’ensemble bobine de câble
(62) ; et
des agencements de stockage de câble (100)
pour stocker individuellement une longueur de
mou (46) de cordons de raccordement de câble
(44) s’étendant entre l’ensemble bobine de câ-
ble (62) et l’agencement de support de connec-
teurs (64).

2. L’ensemble de télécommunication (10) de la reven-
dication 1, comprenant en outre un câble principal
(40) s’étendant jusqu’à une sortance (158) montée
sur l’ensemble bobine de câble (62), et les cordons
de raccordement de câble (44) s’étendant de la sor-
tance (158) à des connecteurs (48).

13 14 



EP 2 973 912 B1

9

5

10

15

20

25

30

35

40

45

50

55

3. L’ensemble de télécommunication (10) de la reven-
dication 2, dans lequel le câble principal (40) est en-
roulé autour d’une bobine de câble de l’ensemble
bobine de câble (62).

4. L’ensemble de télécommunication (10) de la reven-
dication 2, dans lequel les cordons de raccordement
de câble (44) incluent du mou stocké dans l’un des
ensembles de stockage de câble (100).

5. L’ensemble de télécommunication (10) de la reven-
dication 2, dans lequel chaque agencement de stoc-
kage de câble (100) stocke seulement un cordon de
raccordement de câble (44).

6. L’ensemble de télécommunication (10) de la reven-
dication 2, dans lequel chaque agencement de stoc-
kage de câble (100) inclut une cassette avec un in-
térieur clos.

7. Un procédé de déploiement de câble de télécommu-
nication comprenant :

le fait de fournir un ensemble de télécommuni-
cation (10) selon la revendication 1 ;
le fait de dérouler un câble principal (40) de l’en-
semble bobine de câble (62) ;
le fait de retirer un connecteur (48) de l’agence-
ment de support de connecteurs (64) après avoir
déroulé le câble principal (40) ; et
le fait de retirer du mou de câble (46) du cordon
de raccordement de câble (44) raccordé au con-
necteur (48) et au câble principal (40) d’un agen-
cement de stockage de câble (100) après avoir
déroulé le câble principal (40).

8. Le procédé de la revendication 7, comprenant en
outre le verrouillage de l’ensemble bobine de câble
(62) au plateau (60) après avoir déroulé le câble prin-
cipal (40) d’une quantité sélectionnée.

9. Le procédé de la revendication 7, dans lequel le con-
necteur (48) est raccordé à un port d’adaptateur d’un
premier équipement de télécommunication.

10. Le procédé de la revendication 9, dans lequel le câ-
ble principal (40) est raccordé à un port d’adaptateur
d’un deuxième équipement de télécommunication.

11. Le procédé de la revendication 7, dans lequel une
pluralité de connecteurs (48) sont chacun raccordés
à un équipement de télécommunication et une lon-
gueur sélectionnée de mou de câble (46) est retirée
de l’agencement de stockage de câble (100) pour
chaque connecteur (48).
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