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Description

FIELD OF THE INVENTION

[0001] The invention relates to a steerable instrument
for endoscopic and/or invasive type applications, such
as in surgery. The instrument comprises an elongated
tubular body having a proximal end part, a distal end part
and an intermediate part between proximal and distal
end parts, the proximal end part having at least one ac-
tuation proximal zone, the distal end part having at least
one flexible distal zone, and the elongated tubular body
being configured such that a movement of an actuation
proximal zone is transferred to a corresponding flexible
distal zone for a corresponding movement thereof. The
elongated tubular body comprises an inner cylindrical el-
ement, an outer cylindrical element and at least one in-
termediate cylindrical element having longitudinal ele-
ments and provided between the inner and outer cylin-
drical elements, the inner, outer and intermediate cylin-
drical elements being coupled such that movement of an
actuation proximal zone is transferred by the longitudinal
elements of one of the intermediate cylindrical elements
to a corresponding flexible distal zone.

BACKGROUND OF THE INVENTION

[0002] Transformation of surgical interventions that re-
quire large incisions for exposing a target area into min-
imal invasive surgical interventions, i.e. requiring only
natural orifices or small incisions for establishing access
to the target area, is a well-known and ongoing process.
In performing minimal invasive surgical interventions, an
operator such as a physician, requires an access device
that is arranged for introducing and guiding invasive in-
struments into the human or animal body via an access
port of that body. In order to reduce scar tissue formation
and pain to a human or animal patient, the access port
is preferably provided by a single small incision in the
skin and underlying tissue. In that respect the possibility
to use a natural orifice of the body would even be better.
Furthermore, the access device preferably enables the
operator to control one or more degrees of freedom that
the invasive instruments offer. In this way, the operator
can perform required actions at the target area in the
human or animal body in an ergonomic and accurate
manner with a reduced risk of clashing of the instruments
used.
[0003] Surgical invasive instruments and endoscopes
through which these instruments are guided towards the
target area are well-known in the art. Both the invasive
instruments and endoscopes can comprise a steerable
tube that enhances its navigation and steering capabili-
ties. Such a steerable tube preferably comprises a prox-
imal end part including at least one flexible zone, a distal
end part including at least one flexible zone, and a rigid
intermediate part, wherein the steerable tube further
comprises a steering arrangement that is adapted for

translating a deflection of at least a part of the proximal
end part relative to the rigid intermediate part into a re-
lated deflection of at least a part of the distal end part.
[0004] Furthermore, the steerable tube preferably
comprises a number of co-axially arranged cylindrical el-
ements including an outer element, an inner element and
one or more intermediate elements depending on the
number of flexible zones in the proximal and distal end
parts of the tube and the desired implementation of the
steering members of the steering arrangement, i.e. all
steering members can be arranged in a single interme-
diate element or the steering members are divided in
different sets and each set of steering members is ar-
ranged in a different intermediate member. The steering
arrangement may comprise conventional steering cables
with sub 1 mm diameters as steering members, wherein
the steering cables are arranged between related flexible
zones at the proximal and distal end parts of the tube.
However, as steering cables have many well-known dis-
advantages, it is preferred to avoid them and to imple-
ment the steering members by one or more sets of lon-
gitudinal elements that form integral parts of the one or
more intermediate elements. Each of the intermediate
elements can be fabricated either by using a suitable
material addition technique, such as injection moulding
or plating, or by a suitable material removal technique,
such as laser cutting, photochemical etching, deep
pressing, conventional chipping techniques such as drill-
ing or milling or highpressure water jet cutting systems.
Of the aforementioned material removal techniques, la-
ser cutting is very advantageous as it allows a very ac-
curate and clean removal of material under reasonable
economic conditions. Further details regarding the de-
sign and fabrication of the abovementioned steerable
tube and the steering arrangement thereof have been
described for example in WO 2009/112060 A1, WO
2009/127236 A1, US 13/160,949, and US 13/548,935 of
the applicant.
[0005] Steerable invasive instruments typically com-
prise a handle that is arranged at the proximal end part
of the steerable tube for steering the tube and/or for ma-
nipulating a tool that is arranged at the distal end part of
the steerable tube. Such a tool can for example be a
camera, a manual manipulator, e.g. a pair of scissors,
forceps, or manipulators using an energy source, e.g. an
electrical, ultrasonic or optical energy source.
[0006] In this application, the terms "proximal" and "dis-
tal" are defined with respect to an operator, e.g. a phy-
sician that operates the instrument or endoscope. For
example, a proximal end part is to be construed as a part
that is located near the physician and a distal end part
as a part located at a distance from the physician.
[0007] A common single port access device that is
used in minimal invasive surgical interventions typically
enables to introduce and guide two or more steerable
invasive instruments into a human or animal body via a
single incision or a natural orifice. For the removal of tis-
sue, typically two steerable instruments are required,
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wherein a first instrument for example comprising a pair
of grasping forceps is used for taking hold of the tissue
to be removed and a second instrument for example com-
prising an electromechanical cutting device is used for
dissecting the tissue.
[0008] Assembling a steerable instrument having an
intermediate cylindrical element in a steerable tube is
quite difficult since the longitudinal elements provide the
intermediate cylindrical element with a very much de-
creased bending stiffness. The intermediate cylindrical
element with the longitudinal steering elements may de-
form in a very uncontrolled manner. It easily loses its
geometrical coherence. Manipulating the intermediate
cylindrical element during and after providing the longi-
tudinal elements therein can become problematic, espe-
cially while assembling the steerable tube. This is quite
cumbersome when carrying out the assembly, but it may
also cause damage to the intermediate cylindrical ele-
ment. Such damage generally yields a steerable instru-
ment with deteriorated performance, which is very much
undesired.

SUMMARY OF THE INVENTION

[0009] It is an objective of the invention to provide an
efficient and well-controlled method for manufacturing a
steerable instrument, and a corresponding steerable in-
strument and steerable element thereof.
[0010] It is another or alternative objective of the in-
vention to provide a method for manufacturing a steera-
ble instrument of which the various elements to be as-
sembled can be manipulated well, and corresponding
steerable instrument and steerable element thereof.
[0011] It is yet another or alternative objective of the
invention to provide a method for manufacturing a steer-
able instrument that is less vulnerable in causing damage
to elements of the steerable instrument, and correspond-
ing steerable instrument and steerable element thereof.
[0012] At least one of the above objectives is achieved
by a method for manufacturing a steerable instrument
for endoscopic and/or invasive type applications accord-
ing to claim 1. The releasable connection provides for a
connection between adjacent longitudinal elements such
that the intermediate cylindrical elements can be handled
well for efficient manufacturing of the steerable instru-
ment since movement is restricted in a radial direction.
The radial direction is a direction perpendicular to the
longitudinal direction of the intermediate cylindrical ele-
ment, which is an outward and/or inward direction. In
case of a releasable connection, the connection is tem-
poral and only present when required during manufac-
turing of the steerable instrument. During manufacture
or afterwards the releasable connection can be released
for use of the instrument.
[0013] The fracture elements provide for a connection
between adjacent longitudinal elements that can be frac-
tured so that longitudinal elements can be moved with
respect to one another but of which movement in the

radial direction is restricted for a good handling ability. A
fracture element may also be fractured by any other
means, such as cutting with a suitable scissor or by laser
cutting, or even by heating the fracture element.
[0014] In an advantageous embodiment the fracture
element is shaped such as to provide one or more pre-
determined fracture locations where the fracture element
will fracture upon application of a suitable force. Such
fracture locations do provide well-defined fractures and
fracture forces required to break the fracture element..
[0015] Fracture elements are fractured after having in-
corporated the intermediate cylindrical element between
inner and outer cylindrical elements by applying a force
onto adjacent longitudinal elements such as to induce
movement of the longitudinal elements with respect to
one another and to fracture the fracture elements. Insert-
ing the intermediate cylindrical element between inner
and outer cylindrical elements while the fracture ele-
ments are still intact provides a good handling of the in-
termediate cylindrical element en yields a fast and relia-
ble manufacturing of the steerable instrument. The frac-
ture elements remain within the instrument after fracture
but are enclosed by the inner, outer and intermediate
cylindrical elements so as to remain trapped.
[0016] In another embodiment the force is applied to
the longitudinal elements by applying a force to an actu-
ation proximal zone or a flexible distal zone. Having as-
sembled the inner, outer and intermediate cylindrical el-
ementswhile the fracture elements are still intact, it only
requires a simple action to act upon the flexible zones to
break the fracture elements. Moving the flexible zones
is what the steerable instrument is designed to do. Using
this capability is therefore easy and efficient to break the
fracture elements.
[0017] In yet another embodiment a fracture element
is fractured, and optionally removed, when incorporating
the intermediate cylindrical element between inner and
outer cylindrical elements. In some circumstances it may
be more suited to break the fracture elements during the
process of inserting the intermediate cylindrical element
between inner and outer cylindrical elements. The part
of the intermediate cylindrical element that has already
been inserted has the fracture elements fractured, and
optionally removed, while the part not yet inserted is still
firm enough to be handled well for further insertion be-
tween inner and outer cylindrical elements.
[0018] In another aspect the invention provides an in-
termediate cylindrical element for use in a method for
manufacturing a steerable instrument for endoscopic
and/or invasive type applications and/or for application
in a steerable instrument for endoscopic and/or invasive
type applications according to claim 5.
[0019] In an embodiment adjacent longitudinal ele-
ments are separated by slits, and one or more slits are
bridged by one or more fracture or flexure elements at
one or more positions distributed along a length of the
longitudinal elements. Such fracture elements will take
the form of tiny bridge elements. They can be efficiently
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obtained. The slits are generally made by a process like
laser cutting. A part of the slit can be left uncut to provide
a fracture element. The fracture or flexure element can
be provided with a smaller thickness than the wall thick-
ness of the intermediate cylindrical element to tune frac-
ture or flexure characteristics of the fracture element.
[0020] In an embodiment the slit is dimensioned such
that movement of a longitudinal element is guided by
adjacent longitudinal elements when provided in a steer-
able instrument, by which movement of the longitudinal
elements during use of the steerable instrument is well
controlled.
[0021] In an advantageous embodiment a gap is pro-
vided between adjacent longitudinal elements along at
least a part of a length of the adjacent longitudinal ele-
ments, and the at least one of one or more and one or
more flexure elements is provided in the gap. The gap
can generally be provided as an extension and a wider
part of the slit between adjacent longitudinal elements.
A fracture or flexure element having a larger length, as
measured in a direction perpendicular to a longitudinal
direction of the longitudinal elements, can be provided in
such gap. This allows larger force moments to be exerted
on the fracture elements, which may assist in breaking
the fracture elements when moving the longitudinal ele-
ments, or provide an enhanced flexibility in case of flexure
elements. A width of the gap may correspond to 5% -
95% of the width of a longitudinal element as measured
in a direction perpendicular to the longitudinal direction
of the longitudinal elements.
[0022] In an embodiment the at least one or more frac-
ture elements have a substantially constant width in a
longitudinal direction of the longitudinal elements and a
length in a direction perpendicular to the longitudinal di-
rection of the longitudinal elements. A length over width
ratio of the fracture element is preferably larger than 4,
in embodiment larger than 8. Such fracture element is
relatively simple and easily provided. Dependent on the
material used and on its dimensions it may fracture upon
a force by the longitudinal elements or it may be fractured
(broken) by cutting the fracture element. Cutting can be
done by mechanical means, such as suitable scissors,
or by laser cutting or the like.
[0023] In another embodiment the at least one of one
or more fracture and one or more flexure elements has
at least one of the following shapes: one or more Z-
shapes and one or more S-shapes. The Z-shape or S-
shape can be made to have flexibility in the longitudinal
direction of the longitudinal elements so as to allow move-
ment thereof, while their movement in radial direction is
restricted. The Z-shape therefore may provide a flexible
connection between adjacent longitudinal elements. In
other embodiments in may be formed as a Z-shaped frac-
ture element.
[0024] In an advantageous embodiment the at least
one or more fracture elements are shaped such as to
provide one or more predetermined fracture locations
where the at least one or more fracture elements will

fracture upon application of a suitable force. Having such
predefined fracture locations yields an improved control
over the fracture characteristics of the fracture elements.
Fracturing thus becomes very reliable.
[0025] In an embodiment the at least one or more frac-
ture elements have a width in a longitudinal direction of
the longitudinal elements, a length in a direction perpen-
dicular to the longitudinal direction of the longitudinal el-
ements and ends, each end being attached to a respec-
tive one of the adjacent longitudinal elements, the width
of the at least one or more fracture elements decreasing
from a central area of the fracture elements along their
lengths towards their ends such that the ends provide
fracture locations. A maximum force moment is applied
at these locations when moving the longitudinal ele-
ments. Making the fracture element weakest at these
point by providing the smallest width at the connections
of the fracture element with the longitudinal elements al-
lows the fracture element to become disconnected from
both longitudinal elements for a smooth movement con-
trol of the longitudinal elements after fracture of the frac-
ture elements.
[0026] In preferred embodiments the at least one or
more fracture elements have a substantially elliptical
shape, or a substantially circular shape. Such shape of
the fracture elements will yield both a shear force and a
tensile force on the fracture element for enhanced frac-
ture characteristics. This is especially the case for the
circular shape, which roll between both adjacent longitu-
dinal elements when they are moved with respect to one
another.
[0027] In yet other embodiments the at least one or
more fracture elements have a width in a longitudinal
direction of the longitudinal elements, a length in a direc-
tion perpendicular to the longitudinal direction of the lon-
gitudinal elements and ends, each end being attached
to a respective one of the adjacent longitudinal elements,
the width of the at least one or more fracture elements
decreasing from the ends of the at least one or more
fracture elements along their lengths towards a central
area of the at least one or more fracture elements, such
that the central area provides a fracture location. This
proved a single fracture location somewhere in the mid-
dle of the fracture element. This is especially advanta-
geous in circumstances in which a detached fracture el-
ement is undesirable.
[0028] In a preferred embodiment the at least one or
more fracture elements are substantially hour-glass
shaped. The at least one or more fracture elements may
be shaped such that they comprise two substantially tri-
angular shaped members attached at their tops, two sub-
stantially semi-elliptical shaped members attached at
their semi-elliptical circumference, or two substantially
semi-circular shaped members attached at their semi-
circular circumference.
[0029] In yet another aspect the invention provides a
steerable instrument for endoscopic and/or invasive type
applications, the instrument comprising
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an elongated tubular body having a proximal end part, a
distal end part and an intermediate part between proximal
and distal end parts, the proximal end part having at least
one actuation proximal zone, the distal end part having
at least one flexible distal zone, and the elongated tubular
body being configured such that a movement of an ac-
tuation proximal zone is transferred to a corresponding
flexible distal zone for a corresponding movement there-
of,
the elongated tubular body comprising an inner cylindri-
cal element, an outer cylindrical element and at least one
intermediate cylindrical element having longitudinal ele-
ments and provided between the inner and outer cylin-
drical elements, the inner, outer and intermediate cylin-
drical elements being coupled such that movement of an
actuation proximal zone is transferred by the longitudinal
elements of one of the intermediate cylindrical elements
to a corresponding flexible distal zone, and
the at least one intermediate cylindrical element being
an intermediate cylindrical element referred to above and
having fractured, removed or not yet fractured fracture
elements in case of fracture elements attaching adjacent
longitudinal elements
[0030] Preferably, the fracture elements are distributed
such along a length of the intermediate cylindrical ele-
ment that the fracture elements do not interfere with one
or more parts of an adjacent cylindrical element. The frac-
ture elements then will not obstruct functioning of the
steerable instrument, especially when fracture elements
have become detached from their longitudinal elements.
[0031] In an embodiment in which at least two adjacent
intermediate cylindrical elements are provided, the frac-
ture elements are distributed such along a length of the
intermediate cylindrical elements that a fracture element
of one intermediate cylindrical element does not interfere
with one or more fracture elements of an adjacent inter-
mediate cylindrical element.
[0032] Preferred embodiments are defined by the de-
pendent claims. Any example or embodiment which does
not fall under the scope of the independent claims is not
part of the invention.

BRIEF DESCRIPTION OF THE DRAWINGS

[0033] Further features and advantages of the inven-
tion will become apparent from the description of the in-
vention by way of non-limiting and non-exclusive embod-
iments. These embodiments are not to be construed as
limiting the scope of protection. The person skilled in the
art will realize that other alternatives and equivalent em-
bodiments of the invention can be conceived and re-
duced to practice without departing from the scope of the
present invention. Embodiments of the invention will be
described with reference to the figures of the accompa-
nying drawings, in which like or same reference symbols
denote like, same or corresponding parts, and in which:

Figure 1 shows a schematic perspective view of a

non-limiting embodiment of a invasive instrument as-
sembly having two steerable instruments.
Figure 2a shows a side view of a non-limiting em-
bodiment of a rigid invasive instrument.
Figure 2b shows a side view of a non-limiting em-
bodiment of a steerable invasive instrument.
Figure 2c provides a detailed perspective view of a
non-limiting embodiment of the elongated tubular
body of the steerable instrument. Figure 2d provides
a more detailed view of the distal end part of the
elongated tubular body as shown in figure 2c.
Figure 2e shows a longitudinal cross-sectional view
of the elongated tubular body of the steerable instru-
ment as shown in figure 2c.
Figure 2f shows a longitudinal cross-sectional view
of the elongated tubular body of the steerable instru-
ment as shown in figure 2c, wherein the first proximal
and first distal flexible zones are bent, thereby illus-
trating the operation of the steering arrangement.
Figure 2g shows a longitudinal cross-sectional view
of the elongated tubular body of the steerable instru-
ment as shown in figure 2f, wherein additionally the
second proximal and second distal flexible zones are
bent, thereby further illustrating the operation of the
steering arrangement.
Figure 2h shows a perspective view of a part of the
elongated tubular body as shown in figure 2c, where-
in the outer cylindrical element partially has been
removed to show an exemplary embodiment of the
longitudinal steering elements that have been ob-
tained after providing longitudinal slits to the wall of
an intermediate cylindrical element that intercon-
nects the first proximal flexible zone and the first dis-
tal flexible zone of the elongated tubular body.
Figure 2i shows a longitudinal cross-sectional view
of an exemplary embodiment of a steerable instru-
ment having one proximal and one distal flexible
zone.
Figure 2j shows a perspective exploded view of the
three cylindrical elements of the steerable instru-
ment shown in figure 2i.
Figure 2k shows a top view of an unrolled version of
an exemplary embodiment of the intermediate cylin-
drical element of the steerable instrument shown in
figure 2j. The intermediate cylindrical element can
be formed by rolling the unrolled version into a cy-
lindrical configuration and attaching adjacent sides
of the rolled-up configuration by any known attaching
means such as by a welding technique.
Figures 3a, 3b and 3c show schematic representa-
tion of unrolled views of embodiments of flexible
proximal and distal parts of inner, outer and interme-
diate cylindrical elements.
Figure 4 shows a perspective exploded view of three
cylindrical elements of a steerable tube analogous
to the exploded view of figure 2j, but with a varying
diameter of the cylindrical elements.
Figure 5 shows a schematic cross-section of a steer-
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able tube with cylindrical elements comparable as
shown in figures 3a, 3b and 3c.
Figures 6a and 6b show schematic cross-sections
of further embodiments of a steerable tube with in-
ner, intermediate and outer cylindrical elements.
Figures 7a and 7b show schematic perspective
views of actuators that can be used with a steerable
tube.
Figures 8a to 16b show various embodiments of de-
tails of intermediate cylindrical elements with frac-
ture elements in perspective (the a figures) and side
(the b figures) views, respectively.
Figure 17 shows an embodiment of an assembly of
two intermediate cylindrical elements between inner
and outer cylindrical elements, of which both inter-
mediate cylindrical elements have longitudinal ele-
ments and fracture elements.

DETAILED DESCRIPTION OF EMBODIMENTS

[0034] Figure 2a shows a side view of a non-limiting
embodiment of a rigid invasive instrument 240 and figure
2b shows a non-limiting embodiment of a steerable in-
vasive instrument 10. Figure 1 shows a non-limiting em-
bodiment of an invasive instrument assembly 1 having
an introducer with two such steerable invasive instru-
ments 10, which introducer is known from the prior art
Details of the non-limiting embodiment of the steerable
invasive instruments 10 are explained in relation to fig-
ures 2c to 2k.
[0035] The rigid invasive instrument 240 as shown in
figure 2a comprises an elongated shaft 242 having a
proximal end part 241 and a distal end part 243. At the
distal end part 243 a tool 2, for example a forceps, is
arranged. At the proximal end part 241 a handle 3 is
arranged that is adapted for manipulating the tool 2, i.e.
opening and closing the jaw of the forceps. To that effect,
a control rod (not shown) is present within the elongated
shaft 242, which rod connects the handle 3 with the tool
2. The rod can be moved by the handle 3 and the move-
ment of the rod is translated into a predetermined move-
ment of the tool 2, as is known to persons skilled in the
art and need no further explanation here. Also, the shaft
242 may comprise conducting wires to allow a current to
flow to a tool, e.g. to heat said tool in order to perform a
heat treatment within a human or animal body.
[0036] Figure 2b shows a side view of a steerable in-
vasive instruments 10. The steerable instrument 10 com-
prises an elongated tubular body 18 having a proximal
end part 11 including two actuation proximal zones 14,
15, a distal end part 13 including two flexible distal zones
16, 17, and a rigid intermediate part 12. The actuation
proximal zones 14, 15 in the present embodiment are
configured as flexible proximal zones, and will further be
referred to as flexible proximal zones. At the distal end
part 13 a tool, like a forceps 2 is arranged. At the proximal
end part 11 a handle 3 is arranged that is adapted for
opening and closing the jaw of the forceps 2.

[0037] Figure 2c provides a detailed perspective view
of the distal portion of the elongated tubular body 18 of
the steerable instrument 10 and shows that the elongated
tubular body 18 comprises of a number of co-axially ar-
ranged layers or cylindrical elements including an outer
cylindrical element 104 that ends after the first flexible
distal zone 16 at the distal end portion 13. The distal end
portion 13 of the outer cylindrical element 104 is fixedly
attached to the cylindrical element 103 located within and
adjacent to the outer cylindrical element 104, e.g. by
means of spot welding at welding spots 100. However,
any other suitable attachment method can be used, in-
cluding gluing by a suitable glue.
[0038] Figure 2d provides a more detailed view of the
distal end part 13 and shows that it includes three co-
axially arranged layers or cylindrical elements being an
inner cylindrical element 101, a first intermediate cylin-
drical element 102 and a second intermediate cylindrical
element 103. The distal ends of inner cylindrical element
101, first intermediate cylindrical element 102 and sec-
ond intermediate cylindrical element 103 are all three fix-
edly attached to one another. This may be done by means
of spot welding at welding spots 100. However, any other
suitable attachment method can be used, including glu-
ing by a suitable glue. The points of attachment may be
at the end edges of inner cylindrical element 101, first
intermediate cylindrical element 102 and second inter-
mediate cylindrical element 103, as shown in the figures.
However, these points of attachment may also be located
some distance away from these edges, be it, preferably,
between the end edges and the locations of the flexible
zone 17.
[0039] It will be clear to the skilled person that the elon-
gated tubular body 18 as shown in figure 2c comprises
four cylindrical elements in total. The elongated tubular
body 18 according to the embodiment shown in figure 2c
comprises two intermediate cylindrical elements 102 and
103 in which the steering members of the steering ar-
rangement are arranged. The steering arrangement in
the exemplary embodiment of the elongated tubular body
18 as shown in figure 2c comprises the two flexible zones
14, 15 at the proximal end part 11 of the elongated tubular
body 18, the two flexible zones 16, 17 at the distal end
part 13 of the elongated tubular body 18 and the steering
members that are arranged between related flexible
zones at the proximal 11 and distal 13 end parts. An
exemplary actual arrangement of the steering members
is shown in figure 2e, which provides a schematic longi-
tudinal cross-sectional view of the exemplary embodi-
ment of the elongated tubular body 18 as shown in figure
2c.
[0040] Figure 2e shows the four layers or cylindrical
elements mentioned above, i.e. the inner cylindrical ele-
ment 101, the first intermediate cylindrical element 102,
the second intermediate cylindrical element 103, and the
outer cylindrical element 104.
[0041] The inner cylindrical element 101, as seen
along its length from the distal end to the proximal end
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of the instrument, comprises a rigid ring 111, which is
arranged at the distal end part 13 of the steerable instru-
ment 10, a first flexible portion 112, a first intermediate
rigid portion 113, a second flexible portion 114, a second
intermediate rigid portion 115, a third flexible portion 116,
a third intermediate rigid portion 117, a fourth flexible
portion 118, and a rigid end portion 119, which is ar-
ranged at the proximal end portion 11 of the steerable
instrument 10.
[0042] The first intermediate cylindrical element 102,
as seen along its length from the distal end to the proximal
end of the instrument, comprises a rigid ring 121, a first
flexible portion 122, a first intermediate rigid portion 123,
a second flexible portion 124, a second intermediate rigid
portion 125, a third flexible portion 126, a third interme-
diate rigid portion 127, a fourth flexible portion 128, and
a rigid end portion 129. The longitudinal dimensions of
the rigid ring 121, the first flexible portion 122, the first
intermediate rigid portion 123, the second flexible portion
124, the second intermediate rigid portion 125, the third
flexible portion 126, the third intermediate rigid portion
127, the fourth flexible portion 128, and the rigid end por-
tion 129 of the first intermediate element 102, respec-
tively, are aligned with, and preferably approximately
equal to the longitudinal dimensions of the rigid ring 111,
the first flexible portion 112, the first intermediate rigid
portion 113, the second flexible portion 114, the second
intermediate rigid portion 115, the third flexible portion
116, the third intermediate rigid portion 117, the fourth
flexible portion 118, and the rigid end portion 119 of the
inner cylindrical element 101, respectively, and are co-
inciding with these portions as well. In this description
"approximately equal" means that respective same di-
mensions are equal within a margin of less than 10%,
preferably less than 5%.
[0043] The second intermediate cylindrical element
103, as seen along its length from the distal end to the
proximal end of the instrument, comprises a first rigid ring
131, a first flexible portion 132, a second rigid ring 133,
a second flexible portion 134, a first intermediate rigid
portion 135, a first intermediate flexible portion 136, a
second intermediate rigid portion 137, a second interme-
diate flexible portion 138, and a rigid end portion 139.
The longitudinal dimensions of the first rigid ring 131, the
first flexible portion 132 together with the second rigid
ring 133 and the second flexible portion 134, the first
intermediate rigid portion 135, the first intermediate flex-
ible portion 136, the second intermediate rigid portion
137, the second intermediate flexible portion 138, and
the rigid end portion 139 of the second intermediate cyl-
inder 103, respectively, are aligned with, and preferably
approximately equal to the longitudinal dimensions of the
rigid ring 111, the first flexible portion 112, the first inter-
mediate rigid portion 113, the second flexible portion 114,
the second intermediate rigid portion 115, the third flex-
ible portion 116, the third intermediate rigid portion 117,
the fourth flexible portion 118, and the rigid end portion
119 of the first intermediate element 102, respectively,

and are coinciding with these portions as well.
[0044] The outer cylindrical element 104, as seen
along its length from the distal end to the proximal end
of the instrument, comprises a first rigid ring 141, a first
flexible portion 142, a first intermediate rigid portion 143,
a second flexible portion 144, and a second rigid ring
145. The longitudinal dimensions of the first flexible por-
tion 142, the first intermediate rigid portion 143 and the
second flexible portion 144 of the outer cylindrical ele-
ment 104, respectively, are aligned with, and preferably
approximately equal to the longitudinal dimension of the
second flexible portion 134, the first intermediate rigid
portion 135 and the first intermediate flexible portion 136
of the second intermediate element 103, respectively,
and are coinciding with these portions as well. The rigid
ring 141 has approximately the same length as the rigid
ring 133 and is fixedly attached thereto, e.g. by spot weld-
ing or gluing. Preferably, the rigid ring 145 overlaps with
the second intermediate rigid portion 137 only over a
length that is required to make an adequate fixed attach-
ment between the rigid ring 145 and the second interme-
diate rigid portion 137, respectively, e.g. by spot welding
or gluing. The rigid rings 111, 121 and 131 are attached
to each other, e.g., by spot welding or gluing. This may
be done at the end edges thereof but also at a distance
of these end edges.
[0045] In an embodiment, the same may apply to the
rigid end portions 119, 129 and 139, which can be at-
tached together as well in a comparable manner. How-
ever, as will be explained hereinafter, the construction
may be such that the diameter of the cylindrical elements
at the proximal portion is larger, or smaller, with respect
to the diameter at the distal portion. In such embodiment
the construction at the proximal portion differs from the
one shown in figure 2e. As a result of the increase in
diameter an amplification is achieved, i.e., the bending
angle of a flexible zone at the distal portion will be larger
than the bending angle of a corresponding flexible portion
at the proximal portion. This will be further described be-
low with reference to figure 4.
[0046] The inner and outer diameters of the cylindrical
elements 101, 102, 103, and 104 are chosen in such a
way at a same location along the elongated tubular body
18 that the outer diameter of inner cylindrical element
101 is slightly less than the inner diameter of the first
intermediate cylindrical element 102, the outer diameter
of the first intermediate cylindrical element 102 is slightly
less than the inner diameter of the second intermediate
cylindrical element 103 and the outer diameter of the sec-
ond intermediate cylindrical element 103 is slightly less
than the inner diameter of the outer cylindrical element
104, in such a way that a sliding movement of the adjacent
cylindrical elements with respect to each other is possi-
ble. The dimensioning should be such that a sliding fit is
provided between adjacent elements. A clearance be-
tween adjacent elements may generally be in the order
of 0.02 to 0.1 mm, but depends on the specific application
and material used. The clearance preferably is smaller
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than a wall thickness of the longitudinal elements to pre-
vent an overlapping configuration thereof. Restricting the
clearance to about 30% to 40% of the wall thickness of
the longitudinal elements is generally sufficient.
[0047] As can be seen in figure 2e, flexible zone 14 of
the proximal end part 11 is connected to the flexible zone
16 of the distal end part 13 by portions 134, 135 and 136,
of the second intermediate cylindrical element 103, which
form a first set of longitudinal steering members of the
steering arrangement of the steerable instrument 10. Fur-
thermore, flexible zone 15 of the proximal end part 11 is
connected to the flexible zone 17 of the distal end part
13 by portions 122, 123, 124, 125, 126, 127, and 128 of
the first intermediate cylindrical element 102, which form
a second set of longitudinal steering members of the
steering arrangement. The use of the construction as de-
scribed above allows the steerable instrument 10 to be
used for double bending. The working principle of this
construction will be explained with respect to the exam-
ples shown in figures 2f and 2g.
[0048] For the sake of convenience, as shown in fig-
ures 2e, 2f and 2g,the different portions of the cylindrical
elements 101, 102, 103, and 104 have been grouped
into zones 151 - 160 that are defined as follows. Zone
151 comprises the rigid rings 111, 121, and 131. Zone
152 comprises the portions 112, 122, and 132. Zone 153
comprises the rigid rings 133 and 141 and the portions
113 and 123. Zone 154 comprises the portions 114, 124,
134 and 142. Zone 155 comprises the portions 115, 125,
135 and 143. Zone 156 comprises the portions 116, 126,
136 and 144. Zone 157 comprises the rigid ring 145 and
the parts of the portions 117, 127, and 137 coinciding
therewith. Zone 158 comprises the parts of the portions
117, 127, and 137 outside zone 157. Zone 159 comprises
the portions 118, 128 and 138. Finally, zone 160 com-
prises the rigid end portions 119, 129 and 139.
[0049] In order to deflect at least a part of the distal
end part 13 of the steerable instrument 10, it is possible
to apply a bending force, in any radial direction, to zone
158. According to the examples shown in figures 2f and
2g, zone 158 is bent downwards with respect to zone
155. Consequently, zone 156 is bent downwards. Be-
cause of the first set of steering members comprising
portions 134, 135, and 136 of the second intermediate
cylindrical element 103 that are arranged between the
second intermediate rigid portion 137 and the second
rigid ring 133, the downward bending of zone 156 is trans-
ferred by a longitudinal displacement of the first set of
steering members into an upward bending of zone 154
with respect to zone 155. This is shown in both figures
2f and 2g.
[0050] It is to be noted that the exemplary downward
bending of zone 156, only results in the upward bending
of zone 154 at the distal end of the instrument as shown
in figure 2f. Bending of zone 152 as a result of the bending
of zone 156 is prevented by zone 153 that is arranged
between zones 152 and 154. When subsequently a
bending force, in any radial direction, is applied to the

zone 160, zone 159 is also bent. As shown in figure 2g,
zone 160 is bent in an upward direction with respect to
its position shown in figure 2f. Consequently, zone 159
is bent in an upward direction. Because of the second
set of steering members comprising portions 122, 123,
124, 125, 126, 127 and 128 of the first intermediate cy-
lindrical element 102 that are arranged between the rigid
ring 121 and the rigid end portion 129, the upward bend-
ing of zone 159 is transferred by a longitudinal displace-
ment of the second set of steering members into a down-
ward bending of zone 152 with respect to its position
shown in figure 2f.
[0051] Figure 2g further shows that the initial bending
of the instrument in zone 154 as shown in figure 2f will
be maintained because this bending is only governed by
the bending of zone 156, whereas the bending of zone
152 is only governed by the bending of zone 159 as de-
scribed above. Due to the fact that zones 152 and 154
are bendable independently with respect to each other,
it is possible to give the distal end part 13 of the steerable
instrument 10 a position and longitudinal axis direction
that are independent from each other. In particular the
distal end part 13 can assume an advantageous S-like
shape. In known instruments such as described in EP 1
708 609 A, the position and the direction of the longitu-
dinal axis are always coupled and cannot be individually
controlled. The skilled person will appreciate that the ca-
pability to independently bend zones 152 and 154 with
respect to each other, significantly enhances the maneu-
verability of the distal end part 13 and therefore of the
steerable instrument 10 as a whole.
[0052] Obviously, it is possible to vary the lengths of
the flexible portions shown in figures 2e to 2g as to ac-
commodate specific requirements with regard to bending
radii and total lengths of the distal end part 13 and the
proximal end part 11 of the steerable instrument 10 or to
accommodate amplification or attenuation ratios be-
tween bending of at least a part of the proximal end part
11 and at least a part of the distal end part 13.
[0053] The steering arrangement of the steerable in-
vasive instrument 10 may comprise conventional steer-
ing cables as steering members that are fixedly attached
to the respective rigid rings 121, 133. However due to
well-known disadvantages of conventional steering ca-
bles, the steering members preferably comprise one or
more sets of longitudinal elements that form integral parts
of the one or more intermediate cylindrical elements 102,
103. Preferably, the longitudinal elements comprise re-
maining parts of the wall of an intermediate cylindrical
element 102, 103 after the wall of the intermediate cylin-
drical element 102, 103 has been provided with longitu-
dinal slits that define the remaining longitudinal steering
elements.
[0054] Further details regarding the fabrication of the
latter longitudinal steering elements are provided with
reference to figures 2i to 2k regarding an exemplary em-
bodiment of a steerable instrument that comprises only
one flexible zone at both its proximal 11 and distal end
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13 parts.
[0055] Figure 2i shows a longitudinal cross-section of
a steerable instrument 2201 comprising three co-axially
arranged cylindrical elements, i.e. inner cylindrical ele-
ment 2202, intermediate cylindrical element 2203 and
outer cylindrical element 2204. The inner cylindrical ele-
ment 2202 comprises a first rigid end part 2221, which
is located at the distal end part 13 of the instrument 2201,
a first flexible part 2222, an intermediate rigid part 2223,
a second flexible part 2224 and a second rigid end part
2225, which is located at the proximal end part 11 of the
instrument 2201.
[0056] The outer cylindrical element 2204 also com-
prises a first rigid end part 2241, a first flexible part 2242,
an intermediate rigid part 2243, a second flexible part
2244 and a second rigid end part 2245. The lengths of
the different parts of the cylindrical elements 2202 and
2204 are substantially the same so that when the inner
cylindrical element 2202 is inserted into the outer cylin-
drical element 2204, the different parts are positioned
against each other.
[0057] The intermediate cylindrical element 2203 also
has a first rigid end part 2331 and a second rigid end part
2335 which in the assembled condition are located be-
tween the corresponding rigid parts 2221, 2241 and
2225, 2245 respectively of the two other cylindrical ele-
ments 2202, 2204. The intermediate part 2333 of the
intermediate cylindrical element 2203 comprises three
or more separate longitudinal elements which can have
different forms and shapes as will be explained below.
After assembly of the three cylindrical elements 2202,
2203 and 2204 whereby the element 2202 is inserted in
the element 2203 and the two combined elements 2202,
2203 are inserted into the element 2204, at least the first
rigid end part 2221 of the inner cylindrical element 2202,
the first rigid end part 2331 of the intermediate cylindrical
element 2203 and the first rigid end part 2241 of the outer
cylindrical element 2204 at the distal end of the instru-
ment are attached to each other. In the embodiment
shown in figures 2i and 2j, also the second rigid end part
2225 of the inner cylindrical element 2202, the second
rigid end part 2335 of the intermediate cylindrical element
2203 and the second rigid end part 2245 of the outer
cylindrical element 2204 at the proximal end of the in-
strument are attached to each other such that the three
cylindrical elements 2202, 2203, 2204 form one integral
unit.
[0058] In the embodiment shown in figure 2j the inter-
mediate part 2333 of intermediate cylindrical element
2203 comprises a number of longitudinal elements 2338
with a uniform cross-section so that the intermediate part
2333 has the general shape and form as shown in the
unrolled condition of the intermediate cylindrical element
2203 in figure 2k. From figure 2k it also becomes clear
that the intermediate part 2333 is formed by a number of
over the circumference of the intermediate cylindrical part
2203 equally spaced parallel longitudinal elements 2338.
Advantageously, the number of longitudinal elements

2338 is at least three, so that the instrument 2201 be-
comes fully controllable in any direction, but any higher
number is possible as well. Preferably, the number of
longitudinal elements 2338 is 6 or 8.
[0059] The production of such an intermediate part is
most conveniently done by injection moulding or plating
techniques or starting from a cylindrical tube with the de-
sired inner and outer diameters and removing parts of
the wall of the cylindrical tube required to end up with the
desired shape of the intermediate cylindrical element
2203. However, alternatively, any 3D printing method can
be used.
[0060] The removal of material can be done by means
of different techniques such as laser cutting, photochem-
ical etching, deep pressing, conventional chipping tech-
niques such as drilling or milling, high pressure waterjet
cutting systems or any suitable material removing proc-
ess available. Preferably, laser cutting is used as this
allows for a very accurate and clean removal of material
under reasonable economic conditions. The above men-
tioned processes are convenient ways as the member
2203 can be made so to say in one process, without
requiring additional steps for connecting the different
parts of the intermediate cylindrical member as required
in the conventional instruments, where conventional
steering cables must be connected in some way to the
end parts. The same type of technology can be used for
producing the inner and outer cylindrical elements 2202
and 2204 with their respective flexible parts 2222, 2224,
2242 and 2244.
[0061] Figure 2h shows an exemplary embodiment of
longitudinal (steering) elements 4 that have been ob-
tained after providing longitudinal slits 5 to the wall of the
second intermediate cylindrical element 103 that inter-
connects proximal flexible zone 14 and distal flexible
zone 16 as described above. I.e., longitudinal steering
elements 4 are, at least in part, spiraling about a longi-
tudinal axis of the instrument such that an end portion of
a respective steering element 4 at the proximal portion
of the instrument is arranged at another angular orienta-
tion about the longitudinal axis than an end portion of the
same longitudinal steering element 4 at the distal portion
of the instrument. Were the longitudinal steering ele-
ments 4 arranged in a linear orientation, than a bending
of the instrument at the proximal portion in a certain plane
would result in a bending of the instrument at the distal
portion in the same plane but in a 180 degrees opposite
direction. This spiral construction of the longitudinal
steering elements 4 allows for the effect that bending of
the instrument at the proximal portion in a certain plane
may result in a bending of the instrument at the distal
portion in another plane, or in the same plane in the same
direction. A preferred spiral construction is such that the
end portion of a respective steering element 4 at the prox-
imal portion of the instrument is arranged at an angular
shifted orientation of 180 degrees about the longitudinal
axis relative to the end portion of the same longitudinal
steering element 4 at the distal portion of the instrument.
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However, e.g. any other angular shifted orientation, e.g.
90 degrees, is within the scope of this document. The
slits are dimensioned such that movement of a longitu-
dinal element is guided by adjacent longitudinal elements
when provided in place in a steerable instrument.
[0062] The flexible portions 112, 132, 114, 142, 116,
144, 118, and 138 as shown in figure 2e, as well as the
flexible parts 2222, 2224,2242, and 2244 shown in fig-
ures 2i and 2j can be obtained by the methods described
in the European patent application 08 004 373.0 filed on
10.03.2008, page 5, lines 15-26, but any other suitable
process can be used to make flexible portions.
[0063] Such flexible parts may have a structure as
shown in figures 2c and 2d. I.e., the flexibility may be
obtained by a plurality of slits 14a, 15a, 16a, 17a. E.g.,
two circumferential slits may be provided in a cylindrical
element along a same circumferential line where both
slits are located at a certain distance from one another.
A plurality of identical sets of circumferential slits 14a,
15a, 16a, 17a is provided at a plurality of distances in the
longitudinal direction of the instrument, where consecu-
tive sets are arranged at an angular rotated position, e.g.
each time 90 degrees rotated. In such an arrangement,
all parts of the cylindrical element are still connected to
each other.
[0064] Figures 3a, 3b and 3c show alternative manners
of how such flexibility in part can be obtained. Figure 3a
shows a schematic representation of a flat rolled-out flex-
ible proximal or distal cylindrical zone. The intermediate
cylindrical elements are then made by rolling-up the flat
element and attaching the side edges together in any
suitable fashion that is known as such, such as by a weld-
ing technique. In the embodiment shown in figure 3a, the
part of the cylindrical tube to become flexible has been
provided with slits 14a, 15a, 16a, 17a extending in a hel-
ical manner over the length of the flexible zone. The flex-
ibility can be controlled by the number of slits and/or the
angle of the slits with respect to the axial direction of the
cylindrical member. In the embodiment of figure 3b the
part of the cylindrical tube to become flexible has been
provided with a number of short slits 14a, 15a, 16a, 17a.
The slits can be divided into groups, the slits in each
group being located in the same line extending perpen-
dicular to the axis of the cylindrical member. The slits of
two neighboring groups are offset. In the embodiment of
figure 3c the part of the cylindrical tube to become flexible
has been provided by making slits 14a, 15a, 16a, 17a
producing a number of swallow’s tails between the slits,
which fit into each other as shown. It will be obvious that
other systems of providing a flexible zone in a cylindrical
tube wall may be used as well. More specifically it is pos-
sible to use combinations of the systems shown above.
However, any other suitable flexible construction may be
used instead. For instance, any of the flexible construc-
tions shown and described in EP 0 764 423 A and EP 0
782 836 A may be used as well.
[0065] Furthermore, if the portions 122, 123, 124, 125,
126, 127, and 128 of the first intermediate cylindrical el-

ement 102 and the portions 134, 135, and 136 of the
second intermediate cylindrical element 103 that respec-
tively form the first and second set of longitudinal steering
members, as shown in figure 2e, are implemented as
longitudinal steering elements 4 as shown in figure 2h,
the fabrication methods described above can be used.
The same applies to the longitudinal elements 2338 of
figures 2j and 2k. Moreover, any embodiment described
in EP 2 762 058 A can be used according to the invention.
[0066] Otherwise, the longitudinal elements 4, 2338
can also be obtained by any other technique known in
the art such as for example described in EP 1 708 609
A. The only restriction with respect to the construction of
the longitudinal elements used in these portions is that
the total flexibility of the instrument in these locations
where the flexible portions coincide must be maintained.
[0067] The different co-axially arranged layers or cy-
lindrical elements 101, 102, 103, 104, 2202, 2203 and
2204 as described above in relation to the exemplary
embodiments of the steerable instruments shown in fig-
ures 2e and 2i, respectively, may be produced by any of
the known methods, provided that they are suitable to
make a multilayer system. A multilayer system is to be
understood as being a steerable instrument that com-
prises at least two separate sets of longitudinal elements
4, 2338 for transferring the movement of the proximal
end part to the distal end part. The assembly of the dif-
ferent cylindrical elements can be realized in the same
way as well. Preferred methods of producing the different
cylindrical elements have been described in the above
mentioned EP 2 762 058 A.
[0068] In the above embodiments, the proximal por-
tions and distal portions are constructed in a similar way.
However, that need not be the case always as will be
explained now.
[0069] E.g., the proximal portion may have a wider di-
ameter as shown in figure 4, which shows a special em-
bodiment of an instrument according to the invention.
The inner cylindrical element 2202 is composed of a first
rigid end part 2225, a first flexible part 2224, an interme-
diate rigid part 2223, a second flexible part 2222 and a
second rigid end part 2221 which is normally used as the
operating part of the instrument in that it serves to steer
the other end of the unit. The outer cylindrical element
2204 is in the same way composed of a first rigid part
2245 , a flexible part 2244, an intermediate rigid part
2243, a second flexible part 2242 and a second rigid part
2241. The intermediate cylindrical element 2203 also has
a first rigid end part 2335 and a second rigid end part
2331 which in the assembled condition are located be-
tween the corresponding rigid parts 2225 , 2245 and
2221, 2241, respectively, of the two other cylindrical el-
ements 2202, 2204. In the embodiment shown the lon-
gitudinal elements 2338 are of the type shown in figure
2j, but it will be obvious that any other type described
above may be used as well. So far the construction is
comparable to the instruments described above. The
main difference with respect to the above embodiments
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is the use of a different set of diameters for some parts
of the instrument. In the embodiment shown in figure 4
the parts 2222, 2221, 2331, 2242 and 2241 have a larger
diameter than the other parts. In the parts 2223, 2338
and 2243 frusto-conical portions have been made in or-
der to connect the small diameter parts with the large
diameter parts. As shown in figure 4 the different parts
can easily be assembled by inserting one into the other.
The main reason, however, to have such an instrument
with different diameters is that by using an operating part
with a larger diameter, the movement of the other end is
amplified, whereas if a smaller diameter is used the
movement of the other end is reduced. Dependent of the
application and its requirements larger diameters can be
used to have the amplified movement or smaller diame-
ters can be used to reduce the movement and increase
accuracy.
[0070] Such widening of the instrument with increasing
diameter towards the proximal portions can also be ap-
plied in an instrument with more than two bendable por-
tions, as shown in figures 5 to 7b. In figure 5 there is
shown an instrument having four layers and as such the
instrument is comparable to the instrument of figure2e
but the actuating portion of the cylindrical elements has
a larger diameter compared to the handling end portion
and in the zone 155 a frusto-conical part has been incor-
porated. As a result of the larger diameter of the actuating
portion at the proximal end the movement of the handling
portion at the distal end will be amplified upon bending,
thereby amplifying the movement of the handling head.
It is also possible to work in the opposite direction with a
handling portion at the distal end with a larger diameter
than the actuating portion at the proximal end, whereby
the degree of movement is decreased, thereby improving
accuracy of movement of the handling head
[0071] In figure 6a there is shown an embodiment of
an instrument according to the invention which is com-
parable to the instrument as shown in figure 5 in which
the movement of the actuating portions is amplified into
a movement of the handling portion. Here also there is
shown an instrument having four layers as in the instru-
ment of figures 2e and 5.
[0072] The left hand side with respect to the line A-A
of the instrument as shown in figure 6a, which is the han-
dling (distal) end portion, is completely identical to the
left hand side including distal end part 13 and partly in-
termediate rigid part 12 of the instrument as shown in
figure 2e. The right hand side with respect to the line A-
A of the instrument as shown in figure 6a has been mod-
ified. The inner layer or cylindrical element 101 can be
completely identical to the inner cylindrical element 101
shown in figure 2e. The outer layer or cylindrical element
at the right hand side of the line A-A has been modified
in that it consists of a rigid portion 65 connected to the
left hand side and an end portion 66 connected to the
right hand side. The rigid portion 65 is formed by a cylin-
drical element having a number of slits 67 parallel to the
axis of the instrument and regularly spaced around the

circumference of the portion 65. The end portion 66 com-
prises a cylindrical bush 68 provided with a ring flange
69 forming a spherical flange.
[0073] The right hand side of the instrument is further
composed of two actuating members 70 and 71. The
actuating member 70 is a hollow tube like element com-
prising a ball shaped member 72, a tube 73 and a spher-
ical flange 74. The ball shaped member 72 fits into the
the spherical flange 69 and in this way the member 70
is rotatably connected to the left hand part of the instru-
ment. The ball shaped member 72 is provided with an
annular flange surrounding the same and having two sets
of openings, a first set positioned along a circle line
around the flange 75 and a second set also positioned
along a circle line around the flange 75, the circle line of
the first set preferably having a same diameter as the
circle line of the second set. The actuating member 71
is also a hollow tube like element comprising a ball
shaped member 76 and a tube 77. The ball shaped mem-
ber 76 is comparable to the ball shaped member 72 and
fits into the spherical flange 74 whereby the member 71
is rotatably connected to the member 70. The ball shaped
member 76 is provided with an annular flange 78 sur-
rounding the same and provided with a set of openings
positioned along a circle line around the flange 78. The
area of the instrument comprising the ring/spherical
flange 69 and ball shaped member 72 is an actuation
zone of the instrument, and the area of the instrument
comprising the ring/spherical flange 74 and ball shaped
member 76 is another actuation zone of the instrument.
[0074] The left hand part of the first intermediate layer
or cylindrical element 102 comprises the longitudinal el-
ements of the portion 125. In the right hand part with
respect to the line A-A, these longitudinal elements are
guided through some of the slits 67, through the first set
of openings in the flange 75 and into the openings in the
flange 78 to which they are connected. The left hand part
of the second intermediate layer or cylindrical element
103 comprises the longitudinal elements of the portion
135. In the right hand part with respect to the line A-A
these longitudinal elements are guided through some of
the slits 67 into the second set of openings in the flange
75 to which they are connected. The operation of the
instrument shown in figure6a is comparable to the oper-
ation of the instrument of figure 2e. Any bending move-
ment of the member 70 with respect to the flange 69 is
translated into a bending movement of the zone 154, and
any bending movement of the member 71 with respect
to the flange 74 is translated into a bending movement
of the zone 152. As a result of the fact that the longitudinal
elements controlling the bending are connected to the
actuating members 70 and 71 at points having a greater
distance to the longitudinal axis of the instrument than
the corresponding elements at the other end of the in-
strument, the bending movement of the members 70 and
71 is amplified into a bigger bending movement of the
zones 154 and 152, respectively, and as such its oper-
ation is comparable to that of the instrument of figure 5.
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[0075] In the embodiment shown in figure 6b the han-
dling end portion is identical to the handling end portion
of the embodiment shown in figure 6a, whereas the ac-
tuating end portion has been modified. Around the actu-
ating end portion there is provided a cylindrical housing
80 which is mounted on the external layer or outer cylin-
drical element 104 of the instrument. Furthermore, the
external layer of the instrument at the actuating end por-
tion side is provided with a cylindrical member 83 such
that between the zone 155 and the cylindrical member
83 a number of slits 67 are present as also shown in
figure 6a. To the inner wall of the cylindrical housing 80
there are mounted two sets of linear actuators 81 and
82, respectively. A linear actuator is a device which can
cause a translation movement of an element such as, for
example, the longitudinal elements in this type of endo-
scopic instruments. Such linear actuators are generally
known in the art and will not be described in more detail
here, and they can be controlled by electronic devices
such as computers.
[0076] The longitudinal elements of the outer (second)
intermediate layer 103 are passing through the slits 67
and connected to the set 81 of linear actuators. The lon-
gitudinal elements of the inner (first) intermediate layer
102 are passing through the cylindrical member 83 and
connected to the second set 82 of linear actuators. By
means of an appropriate actuation of the linear actuators
81 and 82 the orientation of the flexible zones 152 and
154 can be changed so that the same effects are obtained
as with the instrument according to figure 6a or figure
2e , which means that more curves can be made by the
handling end portion. It is necessary that the actuation
of the different linear actuators is done in a controlled
manner as otherwise the change of orientation cannot
be carried out. This means that if one actuator 81 is ex-
erting a pulling force on its corresponding longitudinal
element, the other actuators must be acting in a corre-
sponding way, which means either exerting a smaller
pulling force or exerting a pushing force so that the whole
is in balance. The same applies if both sets of actuators
are activated simultaneously. The areas of the instrument
comprising the linear actuators are respective actuation
zones of the instrument in the present embodiment.
[0077] In case the number of longitudinal elements is
larger than three, which is mostly required to have a
smooth transition of the movement of the actuating end
portion to the handling end portion, the electronic control
of all linear actuators may become complicated. In the
figures 7a and 7b there are shown two solutions for such
a system. In the embodiment of figure 7a a disc 85 is
mounted movable on the cylindrical element 83 by means
of a ball bearing 90. The disc 85 is provided with a number
of openings 88 along its outer circumference and the lon-
gitudinal elements are connected to the disc through
these openings. As such the operation of the disc 85 is
comparable to that of the disc 75 in figure 6a. Two of the
openings 88 are connected through elements 86 to a
linear actuator 87. If the two openings 88 are not diamet-

rically opposed to each other with respect to the axis of
the cylindrical member 83, the movement of the two ac-
tuators 87 is sufficientto control fully the orientation of the
disc 85 and thereby the movement imposed on the cor-
responding zone of the handling end portion.
[0078] In the embodiment shown in figure 7b the disc
85 is not supported by a ball bearing on the cylindrical
member 83, but three of the openings 88 are through
elements 86 connected to linear actuators 87 and also
supported by that. These three actuators 87 are control-
lable to fully control the orientation of the disc 85 and
thereby the movement of the corresponding zone of the
handling end portion.
[0079] In this way the electronic control of the longitu-
dinal elements through linear actuators is reduced to the
electronic control of either three or two such actuators
which is less complicated than the full control of all lon-
gitudinal elements.
[0080] When expanding the idea of a system of having
more than one system of longitudinal elements and hav-
ing a corresponding number of flexible portions it is pos-
sible to even make more complicated curves.
[0081] During manufacture of a steerable instrument
as described above one or more intermediate elements
are incorporated between inner and outer cylindrical el-
ements. This may be done in various ways. An interme-
diate cylindrical element can be provided over an inner
cylindrical element or into an outer cylindrical element,
after which the outer cylindrical element is provided over
the intermediate cylindrical element or the inner cylindri-
cal element is provided into the intermediate cylindrical
element, respectively. Alternatively, the inner and outer
cylindrical elements may be provided over one another,
after which the intermediate cylindrical element is incor-
porated in between the inner and outer cylindrical ele-
ments. These provide some basic manners of assem-
bling together the inner, intermediate and outer cylindri-
cal elements when manufacturing a steerable instru-
ment. One may vary on these manners described, and
all such alternatives are within the scope of incorporating
the intermediate cylindrical element between the inner
and outer cylindrical elements.
[0082] To better be able to manufacture, handle and
incorporate an intermediate cylindrical element between
inner and outer cylindrical elements, adjacent longitudi-
nal elements of the intermediate cylindrical element(s)
are attached together by fracture or flexure elements.
The fracture or flexure elements prevent that the inter-
mediate element, before it is inserted into and/or shifted
over another cylindrical element, loses its geometrical
coherence and provides some rigidity to an intermediate
element, which enhances easy manufacturing of the in-
termediate element and provides a better handling ability
thereof.
[0083] In absence of fracture or flexure elements, the
longitudinal elements would radially spring out and the
cylindrical shape of the intermediate cylindrical element
would be lost. Furthermore, the intermediate element
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would become very sloppy and difficult to handle. This
may cause damage to the intermediate cylindrical ele-
ment or the inner or outer cylindrical elements, and
makes manufacturing of a steerable instrument very dif-
ficult and tedious.
[0084] Figures 8a to 16b show various embodiments
of fracture or flexure elements 7 between adjacent lon-
gitudinal elements 4 of an intermediate cylindrical ele-
ment 103. The embodiment of 11a and 11b generally is
suitable as a flexible element to allow for longitudinal
movement of the longitudinal elements while remaining
in place, but can also be dimensioned such that that it
fractures upon movement of the longitudinal elements or
it can be removed by cutting during manufacture. The
invention provides for a temporal (releasable) or flexible
coupling by a flexure element between adjacent longitu-
dinal elements. A releasable coupling may also be pro-
vided by application of a wax or glue or the like between
adjacent longitudinal elements, as is indicated by dots of
wax or glue 8 in figure 2h. The embodiments of a releas-
able or flexible coupling between adjacent longitudinal
elements can be part of any of the embodiments de-
scribed with reference to figures 1 to 7b.
[0085] The fracture elements 7 shown in figures 8a and
8b are small bridge elements crossing the slits 5 between
adjacent elements. The slits may have been made by,
for instance, laser cutting of the material of the interme-
diate cylindrical element 103. Some parts may be left
uncut by the laser to provide the fracture elements 7
crossing the slits 5 at various locations distributed along
the longitudinal elements 4. When the intermediate ele-
ment has been incorporated between inner and outer
cylindrical elements 101, 104 as shown, for instance, in
figures 2c and 2d, the longitudinal elements may be
moved with respect to one another by movement of a
flexible proximal portion 14, 15 to move a corresponding
flexible distal portion 16, 17. The dimensions of the frac-
ture element 7 are chosen such that they will easily frac-
ture upon such movement when only little force is applied.
[0086] Figures 9a and 9b show an embodiment with
fracture elements 7 having bridge elements 7.1 bridging
slits 5. In the present embodiment a fracture element 7
attaches to adjacent longitudinal elements 4 by respec-
tive bridge parts 7.1. Several options are available for
fracturing the bridge parts. When incorporating interme-
diate cylindrical element 103 between inner and outer
cylindrical elements an appropriate force is applied to
each fracture elements 7 such that the bridge parts 7.1
fracture and the fracture element is removed from the
intermediate cylindrical element 103. The intermediate
cylindrical element can be inserted in between inner and
outer cylindrical elements until a position where one or
more fracture elements 7 reach the inner and outer cy-
lindrical elements. The fracture elements 7 are then re-
moved from the intermediate cylindrical element, which
is subsequently further inserted in between inner and out-
er cylindrical elements until a next position where a fol-
lowing set of one or more fracture elements reach the

inner and/or outer cylindrical elements. The fracture el-
ements are again removed and the process is repeated
until the intermediate cylindrical element is fully inserted
between inner and outer cylindrical elements.
[0087] Alternatively, the intermediate cylindrical ele-
ment can be inserted within an outer cylindrical element,
or over an inner cylindrical element without yet removing
the fracture elements 7. The longitudinal elements 4 are
then moved with respect to one another by moving a
flexible proximal or distal part so as to fracture the fracture
locations by shearing forces of bridge parts 7.1, which
are then disconnected from the intermediate cylindrical
element and will drop from the intermediate cylindrical
element. When all fracture parts are removed the outer
or inner cylindrical element, respectively, can be added.
[0088] In yet another alternative embodiment the frac-
ture element 7 has been made shorter than the length of
the gap in which it is located, as indicated by the dashed
lines in figure 9a and 9b. In such embodiment the inter-
mediate cylindrical element can be inserted in between
inner and outer cylindrical elements, after which the lon-
gitudinal elements 4 of the intermediate cylindrical ele-
ments can be moved with respect to one another to frac-
ture the fracture locations of bridge parts 7.1. Since the
fracture elements are shorter than the length of the gaps
in which they are located, the fracture elements may re-
main in these gaps in an assembled state of inner, inter-
mediate and outer cylindrical elements. The disconnect-
ed fracture elements 7 will not obstruct movement of the
longitudinal elements 4 provided the length of the fracture
elements 7 is short enough with respect to the length of
the gap in which they are located.
[0089] Figures 10a and 10b show an embodiment with
slits 5 and gaps 6 between adjacent longitudinal ele-
ments 4 of an intermediate cylindrical element 103. The
gaps 6 are an extension of the slits 5. Fracture elements
7 are provided in the gaps 6 and attach adjacent longi-
tudinal elements 4. The fracture elements of the embod-
iment of figures 10a and 10b have a linear and straight
configuration. They cross the gap in a direction perpen-
dicular to the slits such as to have a shortest length. The
width of the gaps 6, in the present embodiment and other
embodiments described, can correspond to 5 - 95% of
the width of a longitudinal element as measured in a di-
rection perpendicular to a longitudinal direction of the lon-
gitudinal element. This may correspond to a gap width
in the range of 0.1 - 1 mm, but will be dependent on the
actual dimensions of the longitudinal elements. The width
of the gaps in the embodiment of figures 10a and 10b
corresponds to an angle of about 30 degrees around the
longitudinal axis of the intermediate cylindrical element
and to about 50% of the width of a longitudinal element.
The width of the fracture element 7 of the figures 10a and
10b embodiment is constant and a length over width ratio
of the fracture element is larger than 4, especially larger
than 8, and is 10 in the embodiment shown.
[0090] The embodiment shown in figures 11a and 11b
is equivalent to the one shown in figures 10a and 10b.
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The elements 7 are, however, Z-shaped. Such Z-shape
may provide flexibility to the element 7 so that it may
remain in place and to provide a flexure element 7. The
flexure element 7 will then allow longitudinal movement
of the longitudinal elements, but restrict movement there-
of in a radial direction. It is to be understood that other
shapes than Z-shapes are possible to obtain the desired
effect of this embodiment. Such other shapes may in-
clude S-shapes, a plurality of Z-shapes, a plurality of S-
shapes, etcetera. However, the element 7 may also be
shaped and dimensioned such that predetermined frac-
ture locations near the attachments of the, in this case,
fracture element 7 with the respective longitudinal ele-
ments 4. In the latter case the thickness and or width of
the fracture element 7 should be such that it is rather rigid
than flexible. It should be dimensioned such that is easily
breaks, preferably at the locations of the attachment.
[0091] Figures 12a and 12b show yet another embod-
iment of an intermediate cylindrical element 103 with frac-
ture elements 7. The fracture elements have a width in
a longitudinal direction of the intermediate cylindrical el-
ement, and a length in a circumferential direction of the
intermediate cylindrical element. Ends 7.1 of the fracture
elements attach to adjacent longitudinal elements, each
end to a respective one of the longitudinal elements 103.
The width of the fracture elements decreases from a cen-
tral area of the fracture elements along their lengths to-
wards their ends such that the ends provide fracture lo-
cations. The fracture elements will fracture at these frac-
ture locations at the ends 7.1 of the facture elements
when the longitudinal elements 4 are moved with respect
to one another. The fracture element of figures 12a and
12b has an elliptical shape and a width smaller than the
length of the gap 6. The length of the gap 6 is measured
in the longitudinal direction of the intermediate cylindrical
element 103.
[0092] Figures 13a and 13b show an embodiment
comparable to the one of figures 12a and 12b. In this
embodiment the fracture element has a circular shape.
It is again attached at ends of fracture locations 7.1 to
respective adjacent longitudinal elements.
[0093] In the embodiment of figures 13a and 13b the
fracture locations will break (fracture) due to a combina-
tion of bending forces and tension forces created by roll-
ing off of the circular shaped fracture element along sides
of the longitudinal elements. In general a fracture element
7 can be designed to have a shape such that one or more
of shear forces, bending forces and tension forces act
upon the fracture locations 7.1 of the fracture elements
when adjacent longitudinal elements are moved relative
to one another. Depending on the application a shape of
the fracture elements can be chosen that it suits the spe-
cific purpose best.
[0094] Figures 14a, 14b, 15a and 15c show embodi-
ments of fracture elements with ends attaching to respec-
tive longitudinal elements 4, but a width of the fracture
elements decreasing from the ends 7.2 of the fracture
elements along their lengths towards a central area of

the fracture elements, such that the central areas provide
fracture locations 7.1. The fracture elements 7 of both
these embodiments are hour-glass shaped. In the em-
bodiment of figures 14a and 14b the fracture elements
comprise triangular shapes attaching at their tops, and
the embodiment of figures 15a and 15b comprises two
substantially semi-elliptical shapes attaching at their
semi-elliptical circumference. The fracture locations 7.1
of this embodiment will fracture as a result of shearing
forces when longitudinal elements 4 are moved relative
to one another.
[0095] Figures 16a and 16b show an embodiment that
is a variation of the one shown in figures 13a and 13b.
The fracture element 7 is at one end provided with a
fracture location 7.1, while at the other end a flexure lo-
cation 7.3 is provided. The flexure location 7.3 comprises
a pin in socket connection. All force applied to longitudinal
elements for fracturing the fracture elements is then con-
centrated on this one end 7.1, which results in less force
being required to fracture the fracture element 7. In yet
another variation flexure locations may be provided at
both ends of an element 7 so as to provide a flexure
element 7 between adjacent longitudinal elements. The
variations described with reference to figures 16a and
16b can be applied to embodiments of elements dis-
closed earlier.
[0096] In accordance with the present invention, frac-
ture of the fracture elements 7, possibly at the fracture
location(s) 7.1, should occur when the following condition
is met. The longitudinal elements 4, 2338 are arranged
such that they have a yield stress σy,le and an ultimate
tensile stress σUTS,le. Moreover, each fracture element
7 is arranged such that is has a certain yield stress σy,fe
and an ultimate tensile stress σUTS,fe. It is observed that
in case the fracture elements are made of the same ma-
terial as the longitudinal elements, the following applies:
σy,le = σy,fe and σUTS,le = σUTS,fe
The condition to be met is that each fracture element 7
will fracture when adjacent longitudinal elements 4, 2338,
to which such fracture element 7 is attached, are moved
in a longitudinal direction relative to one another such as
to develop a stress in each such fracture element 7 that
is larger than or equal to the ultimate tensile stress σUTS,fe
of each individual fracture element 7, while, at the same
time, the stress as developed in these adjacent longitu-
dinal elements 4, 2338 remains lower than their own re-
spective yield stresses σy,le. Stated otherwise in an equa-
tion:
σact,le ≤ σy,le and σact,fe ≥ σUTS,fe
where σact,le is the actual stress as developed in each
one of the adjacent longitudinal elements 4, 2338 and
σact,fe is the actual stress as developed in each one of
the fracture elements 7 caused by said relative move-
ment of the adjacent longitudinal elements 4, 2338.
[0097] Note that the actual stress as developed in each
one of the adjacent longitudinal elements 4, 2338 needs
to be higher to meet the condition σact,fe ≥ σUTS,fe if the
number of fracture elements 7 increases, such that it may
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be more difficult to meet the condition σact,le ≤ σy,le. In
order to meet a safety margin, the condition may be that
once σact,fe = σUTS,fe in each one of the fracture elements
as caused by said relative movement of the adjacent lon-
gitudinal elements 4, 2338, then σact,le ≤ α·σy,le, where
0.01 < α ≤ 0.8, preferably 0.01 < α ≤ 0.5.
[0098] Figure 17 shows an assembly of two interme-
diate cylindrical elements 102, 103 provided between in-
ner and outer cylindrical elements 101, 104. The ele-
ments are only partially shown so as to provide a view
on other elements. Intermediate cylindrical element 103
has longitudinal elements 4 that are provided in a spiral
configuration, while the longitudinal elements of interme-
diate cylindrical element 102 have a straight configura-
tion. In other embodiment the longitudinal elements 4
may both have a straight or spiral configuration. It yet
other embodiments the longitudinal elements 4 of the
intermediate cylindrical elements may have yet other
configurations that would suit the intended purpose. Both
intermediate cylindrical elements 102, 103 are provided
as well with fracture elements 7 in between adjacent lon-
gitudinal elements 4. The fracture elements 7 are of the
embodiment described with reference to figures 13a and
13b, but may be of any other appropriate embodiment.
The fracture elements 7 are positioned such along the
longitudinal elements that fracture elements of one inter-
mediate cylindrical element will not interfere with fracture
elements and their corresponding gaps of the adjacent
intermediate cylindrical element. In general, the fracture
elements are positioned such that they do not interfere
with any part of adjacent cylindrical elements.

Claims

1. A method for manufacturing a steerable instrument
(10) for endoscopic and/or invasive type applica-
tions, such as in surgery, the instrument comprising
an elongated tubular body (18) having a proximal
end part (11), a distal end part (13) and an interme-
diate part (12) between proximal and distal end parts,
the proximal end part having at least one actuation
proximal zone (14, 15), the distal end part having at
least one flexible distal zone (16, 17), and the elon-
gated tubular body being configured such that a
movement of an actuation proximal zone is trans-
ferred to a corresponding flexible distal zone for a
corresponding movement thereof,
the elongated tubular body (18) comprising an inner
cylindrical element (101), an outer cylindrical ele-
ment (104) and at least one intermediate cylindrical
element (102, 103) having longitudinal elements (4,
2338) and provided between the inner and outer cy-
lindrical elements, the inner, outer and intermediate
cylindrical elements being coupled such that move-
ment of an actuation proximal zone (14, 15) is trans-
ferred by the longitudinal elements of one of the in-
termediate cylindrical elements toa corresponding

flexible distal zone (16, 17),
the method comprising

- providing the inner and outer cylindrical ele-
ments (101, 104);
- providing an intermediate cylindrical element
(102, 103) such that adjacent longitudinal ele-
ments (4) are attached to one another at one or
more positions distributed along a length of the
longitudinal elements (4, 2338) by one or more
attachments arranged to restrict movement of
the longitudinal elements in a radial direction of
the intermediate cylindrical element; and
- incorporating the intermediate cylindrical ele-
ment between the inner and outer cylindrical el-
ements (101, 104),
wherein the one or more attachments are re-
leasable attachments and the method compris-
es
- releasing the releasable attachments to allow
relative movement of the longitudinal elements
with respect to one another in a longitudinal di-
rection of the longitudinal elements, the releas-
able attachments comprising fracture elements
(7) configured to allow fracture thereof for re-
leasing the releasable attachment the fracture
elements (7) being fractured after having incor-
porated the intermediate cylindrical element
(102, 103) between inner and outer cylindrical
elements (101, 104) by applying a force onto
adjacent longitudinal elements such as to in-
duce movement of the longitudinal elements (4,
2338) with respect to one another and to fracture
the fracture elements,
optionally the fracture elements (7) being
shaped such as to provide one or more prede-
termined fracture locations (7.1) where the frac-
ture elements will fracture upon application of a
suitable force.

2. The method according to the preceding claim,
wherein the force is applied to the longitudinal ele-
ments (4, 2338) by applying a force to an actuation
proximal zone (14, 15) or a flexible distal zone (16,
17).

3. The method according to any one of the preceding
claims, wherein the fracture elements (7) are frac-
tured, and optionally removed, when incorporating
the intermediate cylindrical element (102, 103) be-
tween inner and outer cylindrical elements (101,
104).

4. The method according to anyone of the preceding
claims, wherein each fracture element (7) is config-
ured and arranged to fracture when adjacent longi-
tudinal elements (4, 2338), to which each such frac-
ture element (7) is attached, are moved in a longitu-
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dinal direction relative to one another such as to de-
velop an actual fracture element stress, σact,fe, in
each such fracture element (7) which is larger than
or equal to the ultimate tensile stress, σUTS,fe, of
each individual fracture element (7), while, at the
same time, the actual longitudinal element stress,
σact,le, as developed in each one of these adjacent
longitudinal elements (4, 2338) remains lower than
their own respective yield stresses, σy,le, which can
be stated in the equation:
σact,le ≤ σy,le and σact,fe ≥ σUTS,fe,
optionally the fracture elements (7) being configured
and arranged such that once σact,fe = σUTS,fe in
each one of the fracture elements as caused by said
relative movement of the adjacent longitudinal ele-
ments (4, 2338), then σact,le ≤ α·σy,le, where 0.01
< α ≤ 0.8, preferably 0.01 < α ≤ 0.5.

5. Acylindrical element for use in the method for man-
ufacturing a steerable instrument (10) for endoscop-
ic and/or invasive type applications according to any
one of claims 1-4 and/or for application in a steerable
instrument for endoscopic and/or invasive type ap-
plications according to any one of claims 13-15, the
cylindrical element (102, 103) comprising longitudi-
nal elements (4, 2338) of which adjacent ones are
attached by at least one of one or more fracture el-
ements (7) at one or more positions distributed along
a length of the longitudinal elements, wherein each
fracture element (7) is configured and arranged to
fracture when adjacent longitudinal elements (4,
2338), to which each such fracture element (7) is
attached, are moved in a longitudinal direction rela-
tive to one another such as to develop an actual frac-
ture element stress, σact,fe, in each such fracture
element (7) which is larger than or equal to the ulti-
mate tensile stress σUTS,fe, of each individual frac-
ture element (7), while, at the same time, the actual
longitudinal element stress, σact,le, as developed in
each one of these adjacent longitudinal elements (4,
2338) remains lower than their own respective yield
stresses σy,le, which can be stated in the equation:
σact,le ≤ σy,le and σact,fe ≥ σUTS,fe.

6. The cylindrical element according to the preceding
claim, wherein the fracture elements (7) are config-
ured and arranged such that once σact,fe = σUTS,fe
in each one of the fracture elements as caused by
said relative movement of the adjacent longitudinal
elements (4, 2338), then σact,le ≤ α·σy,le, where
0.01 < α ≤ 0.8, preferably 0.01 < α ≤ 0.5.

7. The cylindrical element according to claim 5 or 6,
wherein adjacent longitudinal elements (4, 2338) are
separated by slits (5), and one or more slits are
bridged by at least one of one or more fracture ele-
ments (7) at one or more positions distributed along
a length of the longitudinal elements,

optionally the slit (5) being dimensioned such that
movement of a longitudinal element (4, 2338) is guid-
ed by adjacent longitudinal elements when provided
in a steerable instrument (10).

8. The cylindrical element according to any one of
claims 5-7, wherein a gap (6) is provided between
adjacent longitudinal elements (4, 2338) along at
least part of a length of the adjacent longitudinal el-
ements, and the at least one of one or more fracture
elements (7) is provided in the gap,
optionally a width of the gap (6) corresponding to 5%
- 95% of the width of a longitudinal element as meas-
ured in a direction perpendicular to the longitudinal
direction of the longitudinal elements.

9. The cylindrical element according to any one of
claims 5-8, wherein the at least one or more fracture
elements (7) have a substantially constant width in
a longitudinal direction of the longitudinal elements,
or at least one of the following shapes: one or more
Z-shapes and one or more S-shapes.

10. The cylindrical element according to any one of
claims 5-9, wherein the at least one or more fracture
elements (7) are shaped such as to provide one or
more predetermined fracture locations (7.1) where
the at least one or more fracture elements will frac-
ture upon application of a suitable force.

11. The cylindrical element according to claim 10,
wherein the at least one or more fracture elements
(7) have a width in a longitudinal direction of the lon-
gitudinal elements (4, 2338), a length in a direction
perpendicular to the longitudinal direction of the lon-
gitudinal elements and ends, each end being at-
tached to a respective one of the adjacent longitudi-
nal elements, the width of the at least one or more
fracture elements decreasing from a central area of
the fracture elements along their lengths towards
their ends such that the ends provide fracture loca-
tions (7.1),
optionally the at least one or more fracture elements
(7) having a substantially elliptical shape,
optionally the at least one or more fracture elements
(7) having a substantially circular shape.

12. The cylindrical element according to claim 10,
wherein the at least one or more fracture elements
have a width in a longitudinal direction of the longi-
tudinal elements (4, 2338), a length in a direction
perpendicular to the longitudinal direction of the lon-
gitudinal elements and ends, each end being at-
tached to a respective one of the adjacent longitudi-
nal elements, the width of the at least one or more
fracture elements decreasing from the ends of the
at least one or more fracture elements along their
lengths towards a central area of the at least one or
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more fracture elements, such that the central area
provides a fracture location (7.1),
optionally the at least one or more fracture elements
(7) being substantially hour-glass shaped,
optionally the at least one or more fracture elements
(7) comprising two substantially triangular shaped
members attached at their tops,
optionally the at least one or more fracture elements
(7) comprising two substantially semi-elliptical
shaped members attached at their semi-elliptical cir-
cumference,
optionally the at least one or more fracture elements
(7) comprising two substantially semi-circular
shaped members attached at their semi-circular cir-
cumference.

13. A steerable instrument for endoscopic and/or inva-
sive type applications, the instrument comprising
an elongated tubular body (18) having a proximal
end part (11), a distal end part (13) and an interme-
diate part (12) between proximal and distal end parts,
the proximal end part having at least one actuation
proximal zone (14, 15), the distal end part having at
least one flexible distal zone (16, 17), and the elon-
gated tubular body being configured such that a
movement of an actuation proximal zone is trans-
ferred to a corresponding flexible distal zone for a
corresponding movement thereof,
the elongated tubular body (18) comprising an inner
cylindrical element (101), an outer cylindrical ele-
ment (104) and at least one intermediate cylindrical
element (102, 103) having longitudinal elements (4,
2338) and provided between the inner and outer cy-
lindrical elements, the inner, outer and intermediate
cylindrical elements being coupled such that move-
ment of an actuation proximal zone (14, 15) is trans-
ferred by the longitudinal elements of one of the in-
termediate cylindrical elements to a correspondhg
flexible distal zone (16, 17), and
the at least one intermediate cylindrical element be-
ing a cylindrical element according to any one of
claims 5-12 and having fractured, removed or not
yet fractured fracture elements (7).

14. The steerable instrument according to the preceding
claim, wherein the fracture elements (7) are distrib-
uted such along a length of the intermediate cylin-
drical element (102, 103) that the fracture elements
do not interfere with one or more parts of an adjacent
cylindrical element.

15. The steerable instrument according to any one of
the preceding two claims, wherein at least two adja-
cent intermediate cylindrical elements are provided,
and the fracture elements (7) are distributed such
along a length of the intermediate cylindrical ele-
ments (102, 103) that a fracture element of one in-
termediate cylindrical element does not interfere with

one or more fracture elements of an adjacent inter-
mediate cylindrical element.

Patentansprüche

1. Verfahren zur Herstellung eines lenkbaren Elements
(10) für endoskopische und/oder invasive Anwen-
dungen, wie z.B. in der Chirurgie, wobei das Instru-
ment umfasst
einen länglichen rohrförmigen Körper (18) mit einem
proximalen Endteil (11), einem distalen Endteil (13)
und einem Zwischenteil (12) zwischen dem proxi-
malen und dem distalen Endteil, wobei der proximale
Endteil mindestens eine proximale Betätigungszone
(14, 15) aufweist, der distale Endteil mindestens eine
flexible distale Zone (16, 17) aufweist, und der läng-
liche rohrförmige Körper derart ausgeführt ist, dass
eine Bewegung einer proximalen Betätigungszone
zu einer entsprechenden flexiblen distalen Zone für
eine entsprechende Bewegung derselben übertra-
gen wird,
wobei der längliche rohrförmige Körper (18) ein zy-
lindrisches Innenelement (101), ein zylindrisches
Außenelement (104) und mindestens ein zylindri-
sches Zwischenelement (102, 103), das längsver-
laufende Elemente (4, 2338) aufweist und zwischen
dem zylindrischen Innen- und Außenelement vorge-
sehen ist, umfasst, wobei das zylindrische Innen-,
Außen- und Zwischenelement derart gekoppelt sind,
dass eine Bewegung einer proximalen Betätigungs-
zone (14, 15) von den längsverlaufenden Elementen
eines der zylindrischen Zwischenelemente zu einer
entsprechenden flexiblen distalen Zone (16, 17)
übertragen wird,
wobei das Verfahren umfasst

- Bereitstellen des zylindrischen Innen- und Au-
ßenelements (101, 104);
- Bereitstellen eines zylindrischen Zwischenele-
ments (102, 103) derart, dass benachbarte
längsverlaufende Elemente (4) an einer oder
mehreren Positionen entlang einer Länge der
längsverlaufenden Elemente (4, 2338) mittels
eines oder mehrerer Anbringteile aneinander
angebracht sind, die derart angeordnet sind,
dass sie eine Bewegung der längsverlaufenden
Elemente in einer radialen Richtung des zylind-
rischen Zwischenelements einschränken; und
- Einbauen des zylindrischen Zwischenele-
ments zwischen dem zylindrischen Innen- und
Außenelement (101, 104),
wobei das eine oder die mehreren Anbringteile
lösbare Anbringteile sind und das Verfahren um-
fasst
- Lösen der lösbaren Anbringteile zum Ermög-
lichen einer Relativbewegung der längsverlau-
fenden Elemente relativ zueinander in einer

31 32 



EP 3 226 743 B1

18

5

10

15

20

25

30

35

40

45

50

55

Längsrichtung der längsverlaufenden Elemen-
te, wobei die lösbaren Anbringteile Brechele-
mente (7) umfassen, die derart ausgeführt sind,
dass sie ein Brechen derselben zum Lösen der
lösbaren Anbringteile ermöglichen, wobei die
Brechelemente (7) gebrochen werden durch
Aufbringen einer Kraft auf benachbarte längs-
verlaufende Elemente, nachdem das zylindri-
sche Zwischenelement (102, 103) zwischen
dem zylindrischen Innen- und Außenelement
(101, 104) eingebaut worden ist, um eine Bewe-
gung der längsverlaufenden Elemente (4, 2338)
relativ zueinander und ein Brechen der Brech-
elemente zu bewirken,
wobei wahlweise die Brechelemente (7) derart
geformt sind, dass sie eine oder mehrere vor-
bestimmte Brechstellen (7.1) bereitstellen, an
denen die Brechelemente bei Aufbringen einer
geeigneten Kraft brechen.

2. Verfahren nach dem vorhergehenden Anspruch, bei
dem die Kraft auf die längsverlaufenden Elemente
(4, 2338) aufgebracht wird durch Aufbringen einer
Kraft auf eine proximale Betätigungszone (14, 15)
oder eine flexible distale Zone (16, 17).

3. Verfahren nach einem der vorhergehenden Ansprü-
che, bei dem die Brechelemente (7) gebrochen und
wahlweise entfernt werden, wenn das zylindrische
Zwischenelement (102, 103) zwischen dem zylind-
rischen Innen- und Außenelement (101, 104) einge-
baut wird.

4. Verfahren nach einem der vorhergehenden Ansprü-
che, bei dem jedes Brechelement (7) derart ausge-
führt und angeordnet ist, dass es bricht, wenn be-
nachbarte längsverlaufende Elemente (4, 2338), an
denen jeweils solche Brechelemente (7) angebracht
sind, in einer Längsrichtung relativ zueinander be-
wegt werden, um eine Ist-Brechelement-Beanspru-
chung, σact,fe, in jedem solchen Brechelement (7)
zu entwickeln, die größer als die oder gleich der ul-
timative Zugbeanspruchung, σUTS,fe, jedes einzel-
nen Brechelements (7) ist, während gleichzeitig die
Ist-Beanspruchung, σact,le, der längsverlaufenden
Elemente, wie sie sich in jedem dieser benachbarten
längsverlaufenden Elemente (4, 2338) entwickelt,
niedriger als ihre eigenen Streckbeanspruchungen,
σy,le, bleibt, die angegeben werden kann in der Glei-
chung:
σact,le ≤ σy,le und σact,fe ≥ σUTS,fe,
wobei wahlweise die Brechelemente (7) derart aus-
geführt und angeordnet sind, dass, sobald σact,fe =
σUTS,fe in jeden der Brechelemente ist, wie durch
die Relativbewegung der benachbarten längsver-
laufenden Elemente (4, 2338) bewirkt wird, σact,le
≤ α · σy,le ist, wobei 0,01 < α ≤ 0,8, vorzugsweise
0,01 < α ≤ 0,5 ist.

5. Zylindrisches Element zur Verwendung bei dem Ver-
fahren zur Herstellung eines lenkbaren Elements
(10) für endoskopische und/oder invasive Anwen-
dungen gemäß einem der Ansprüche 1-4 und/oder
zur Verwendungen bei einem lenkbaren Instrument
für endoskopische und/oder invasive Anwendungen
gemäß einem der Ansprüche 13-15, wobei das zy-
lindrische Element (102, 103) längsverlaufende Ele-
mente (4, 2338) umfasst, von denen benachbarte
mittels mindestens eines oder mehrerer Brechele-
mente (7) an einer oder mehreren Positionen, die
entlang einer Länge der längsverlaufenden Elemen-
te verteilt sind, angebracht sind, wobei jedes Brech-
element (7) derart ausgeführt und angeordnet ist,
dass es bricht, wenn benachbarte längsverlaufende
Elemente (4, 2338), an denen jeweils ein solches
Brechelement (7) angebracht ist, in der Längsrich-
tung relativ zueinander bewegt werden, um eine Ist-
Brechelement-Beanspruchung, σact,fe, in jedem
solchen Brechelement (7) zu entwickeln, die größer
als die oder gleich der ultimative Zugbeanspru-
chung, σUTS,fe, jedes einzelnen Brechelements (7)
ist, während gleichzeitig die Ist-Beanspruchung,
σact,fe, der längsverlaufenden Elemente, wie sie
sich in jedem dieser benachbarten längsverlaufen-
den Elemente (4, 2338) entwickelt, niedriger als ihre
eigenen Streckbeanspruchungen, σy,le, bleibt, die
angegeben werden kann in der Gleichung:
σact,le ≤ σy,le und σact,fe ≥ σUTS,fe.

6. Zylindrisches Element nach dem vorstehenden An-
spruch, bei dem die Brechelemente (7) derart aus-
geführt und angeordnet sind, dass, sobald σact,fe =
σUTS,fe in jeden der Brechelemente ist, wie durch
die Relativbewegung der benachbarten längsver-
laufenden Elemente (4, 2338) bewirkt wird, σact,le
≤ α · σy,le ist, wobei 0,01 < α ≤ 0,8, vorzugsweise
0,01 < α ≤ 0,5 ist.

7. Zylindrisches Element nach Anspruch 5 oder 6, bei
dem benachbarte Elemente (4, 2338) durch Schlitze
(5) voneinander getrennt sind und ein oder mehrere
Schlitze von mindestens einem oder mehreren Bre-
chelementen (7) an einer oder mehreren Positionen,
die entlang einer Länge der längsverlaufenden Ele-
ment verteilt sind, überbrückt werden,
wobei wahlweise die Schlitze (5) derart bemessen
sind, dass eine Bewegung eines längsverlaufenden
Elements (4, 2338) von benachbarten längsverlau-
fenden Elemente geführt wird, wenn diese in einem
lenkbaren Instrument (10) vorgesehen sind.

8. Zylindrisches Element nach einem der Ansprüche
5-7, bei dem ein Spalt (6) zwischen benachbarten
längsverlaufenden Elementen (4, 2338) zumindest
entlang eines Teils einer Länge der benachbarten
längsverlaufenden Elemente vorgesehen ist, und
das mindestens eine eines oder mehrerer Breche-
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lemente (7) in dem Spalt vorgesehen ist,
wobei wahlweise eine Breite des Spalts (6) 5 %-95
% der Breite eines längsverlaufenden Elements ent-
spricht, wie in einer Richtung rechtwinklig zur Längs-
richtung der längsverlaufenden Elemente gemes-
sen.

9. Zylindrisches Element nach einem der Ansprüche
5-8, bei dem das mindestens eine oder die mehreren
Brechelemente (7) eine im Wesentlichen konstante
Breite in einer Längsrichtung der längsverlaufenden
Elemente oder mindestens eine der folgenden For-
men aufweisen:
eine oder mehrere Z-Formen und eine oder mehrere
S-Formen.

10. Zylindrisches Element nach einem der Ansprüche
5-9, bei dem das mindestens eine oder die mehreren
Brechelemente (7) derart geformt sind, dass sie eine
oder mehrere vorbestimmte Brechstellen (7.1) be-
reitstellen, an denen das mindestens eine oder die
mehreren Brechelemente bei Aufbringen einer ge-
eigneten Kraft brechen.

11. Zylindrisches Element nach Anspruch 10, bei dem
das mindestens eine oder die mehrere Brechele-
mente (7) eine Breite in der Längsrichtung der längs-
verlaufenden Elemente (4, 2338), eine Länge in ei-
ner Richtung rechtwinklig zur Längsrichtung der
längsverlaufenden Elemente und Enden aufweisen,
wobei jedes Ende an einem jeweiligen einen der be-
nachbarten längsverlaufenden Elemente ange-
bracht ist, wobei sich die Breite des mindestens ei-
nen oder der mehreren Brechelemente von einem
zentralen Bereich der Brechelemente entlang ihrer
Längen in Richtung ihrer Enden derart verkleinert,
dass die Enden Brechstellen (7.1) bereitstellen,
wobei wahlweise das mindestens eine oder die meh-
reren Brechelemente (7) eine im Wesentlichen ellip-
tische Form aufweisen,
wobei wahlweise das mindestens eine oder die meh-
reren Brechelemente (7) im Wesentlichen eine
Kreisform aufweisen.

12. Zylindrisches Element nach Anspruch 10, bei dem
das mindestens eine oder die mehreren Brechele-
mente eine Breite in einer Längsrichtung der längs-
verlaufenden Elemente (4, 2338), eine Länge in ei-
ner Richtung rechtwinklig zur Längsrichtung der
längsverlaufenden Elemente und Enden aufweisen,
wobei jedes Ende an einem jeweiligen einen der be-
nachbarten längsverlaufenden Elemente ange-
bracht ist, wobei sich die Breite des mindestens ei-
nen oder der mehreren Brechelemente von den En-
den des mindestens einen oder der mehreren Bre-
chelemente entlang ihrer Längen in Richtung eines
zentralen Bereichs des mindestens einen oder der
mehreren Brechelemente derart verkleinert, dass

der zentrale Bereich eine Brechstelle (7.1) bereit-
stellt,
wobei wahlweise das mindestens eine oder die meh-
reren Brechelemente (7) im Wesentlichen eine Stun-
denglasform aufweisen,
wobei wahlweise das mindestens eine oder die meh-
reren Brechelemente (7) zwei im Wesentlichen drei-
eckförmige Abschnitte umfassen, die an ihren obe-
ren Teilen befestigt sind,
wobei wahlweise das mindestens eine oder die meh-
reren Brechelemente (7) zwei im Wesentlichen hal-
belliptische Abschnitte umfassen, die an ihrem hal-
belliptischen Umfang befestigt sind,
wobei wahlweise das mindestens eine oder die meh-
reren Brechelemente (7) zwei im Wesentlichen halb-
kreisförmige Abschnitte umfassen, die an ihrem
halbkreisförmigen Umfang befestigt sind.

13. Lenkbares Element für endoskopische und/oder in-
vasive Anwendungen, wobei das Instrument um-
fasst
einen länglichen rohrförmigen Körper (18) mit einem
proximalen Endteil (11), einem distalen Endteil (13)
und einem Zwischenteil (12) zwischen dem proxi-
malen und dem distalen Endteil, wobei der proximale
Endteil mindestens eine proximale Betätigungszone
(14, 15) aufweist, der distale Endteil mindestens eine
flexible distale Zone (16, 17) aufweist, und der läng-
liche rohrförmige Körper derart ausgeführt ist, dass
eine Bewegung einer proximalen Betätigungszone
zu einer entsprechenden flexiblen distalen Zone für
eine entsprechende Bewegung derselben übertra-
gen wird,
wobei der längliche rohrförmige Körper (18) ein zy-
lindrisches Innenelement (101), ein zylindrisches
Außenelement (104) und mindestens ein zylindri-
sches Zwischenelement (102, 103), das längsver-
laufende Elemente (4, 2338) aufweist und zwischen
dem zylindrischen Innen- und Außenelement vorge-
sehen ist, umfasst, wobei das zylindrische Innen-,
Außen- und Zwischenelement derart gekoppelt sind,
dass eine Bewegung einer proximalen Betätigungs-
zone (14, 15) von den längsverlaufenden Elementen
eines der zylindrischen Zwischenelemente zu einer
entsprechenden flexiblen distalen Zone (16, 17)
übertragen wird, und
wobei das mindestens eine zylindrische Zwischen-
element ein zylindrisches Element gemäß einem der
Ansprüche 5-12 ist und gebrochene, entfernte oder
noch nicht gebrochene Brechelemente (7) aufweist.

14. Lenkbares Instrument nach dem vorhergehenden
Anspruch, bei dem die Brechelemente (7) derart ent-
lang einer Länge des zylindrischen Zwischenele-
ments (102, 103) verteilt sind, dass sich die Brech-
elemente und ein oder mehrere Teile eines benach-
barten zylindrischen Elements nicht gegenseitig be-
hindern.
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15. Lenkbares Instrument nach einem der vorhergehen-
den zwei Ansprüche, bei dem mindestens zwei be-
nachbarte zylindrische Zwischenelemente vorgese-
hen sind, und die Brechelemente (7) derart entlang
einer Länge der zylindrischen Zwischenelemente
(102, 103) verteilt sind, dass sich ein Brechelement
eines zylindrischen Zwischenelements und ein oder
mehrere Brechelemente eines benachbarten zylin-
drischen Zwischenelements nicht gegenseitig be-
hindern.

Revendications

1. Procédé de fabrication d’un instrument orientable
(10) destiné à des applications de type endoscopi-
que et/ou invasif, comme la chirurgie, l’instrument
comprenant
un corps tubulaire allongé (18) ayant une partie d’ex-
trémité proximale (11), une partie d’extrémité distale
(13) et une partie intermédiaire (12) entre les parties
d’extrémité proximale et distale, la partie d’extrémité
proximale ayant au moins une zone proximale d’ac-
tionnement (14, 15), la partie d’extrémité distale
ayant au moins une zone distale flexible (16, 17), et
le corps tubulaire allongé étant configuré de sorte
qu’un mouvement d’une zone proximale d’actionne-
ment soit transféré à une zone distale flexible cor-
respondante pour un mouvement correspondant de
celle-ci,
le corps tubulaire allongé (18) comprenant un élé-
ment cylindrique interne (101), un élément cylindri-
que externe (104) et au moins un élément cylindrique
intermédiaire (102, 103) ayant des éléments longi-
tudinaux (4, 2338) et prévu entre les éléments cylin-
driques interne et externe, les éléments cylindriques
interne, externe et intermédiaire étant reliés de sorte
que le mouvement d’une zone proximale d’action-
nement (14, 15) soit transféré par les éléments lon-
gitudinaux de l’un des éléments cylindriques inter-
médiaires à une zone distale flexible correspondante
(16, 17),
le procédé comprenant

- le fait de prévoir les éléments cylindriques in-
terne et externe (101, 104) ;
- le fait de prévoir un élément cylindrique inter-
médiaire (102, 103) de sorte que les éléments
longitudinaux adjacents (4) soient reliés les uns
aux autres à un ou plusieurs emplacements ré-
partis le long d’une longueur des éléments lon-
gitudinaux (4, 2338) par une ou plusieurs fixa-
tions prévues pour limiter le mouvement des élé-
ments longitudinaux dans une direction radiale
de l’élément cylindrique intermédiaire ; et
- l’intégration de l’élément cylindrique intermé-
diaire entre les éléments cylindriques interne et
externe (101, 104),

dans lequel le ou les fixations sont des fixations
amovibles et le procédé comprend
- la libération des fixations amovibles afin de per-
mettre le mouvement relatif des éléments lon-
gitudinaux les uns par rapport aux autres dans
une direction longitudinale des éléments longi-
tudinaux, les fixations amovibles comprenant
des éléments de fracture (7) configurés pour
permettre la fracture de ceux-ci afin de libérer
la fixation amovible, les éléments de fracture (7)
étant fracturés après avoir été intégrés à l’élé-
ment cylindrique intermédiaire (102, 103) entre
les éléments cylindriques interne et externe
(101, 104) en appliquant une force sur les élé-
ments longitudinaux adjacents de façon à indui-
re un mouvement des éléments longitudinaux
(4, 2338) les uns par rapport aux autres et à
fracturer les éléments de fracture,
optionnellement, les éléments de fracture (7)
étant formés de façon à offrir un ou plusieurs
emplacements de fracture prédéterminés (7.1)
auxquels les éléments de fracture se fracture-
ront lors de l’application d’une force adaptée.

2. Procédé selon la revendication précédente, dans le-
quel la force est appliquée aux éléments longitudi-
naux (4, 2338) en appliquant une force à une zone
proximale d’actionnement (14, 15) ou une zone dis-
tale flexible (16, 17).

3. Procédé selon l’une quelconque des revendications
précédentes, dans lequel les éléments de fracture
(7) sont fracturés, et optionnellement retirés, lors de
l’intégration de l’élément cylindrique intermédiaire
(102, 103) entre les éléments cylindriques interne et
externe (101, 104).

4. Procédé selon l’une quelconque des revendications
précédentes, dans lequel chaque élément de frac-
ture (7) est configuré et prévu pour se fracturer lors-
que les éléments longitudinaux adjacents (4, 2338),
auxquels chaque élément de fracture (7) est relié,
sont déplacés dans une direction longitudinale les
uns par rapport aux autres de façon à développer
une contrainte d’élément de fracture réelle, σact,fe,
dans chaque élément de fracture (7), qui est supé-
rieure ou égale à la contrainte de traction finale,
σUTS,fe, de chaque élément de fracture individuel
(7), tandis que, en même temps, la contrainte d’élé-
ment longitudinal réelle, σact,le, développée dans
chacun de ces éléments longitudinaux adjacents (4,
2338), reste inférieure à leurs propres limites appa-
rentes d’élasticité respectives, σy,le, qui peuvent
être indiquées dans l’équation :
σact.le ≤ σy,le et σact,fe ≥ σUTS,fe
optionnellement, les éléments de fracture (7) étant
configurés et prévus de sorte que, dès que σact,fe
= σUTS,fe dans chacun des éléments de fracture,

37 38 



EP 3 226 743 B1

21

5

10

15

20

25

30

35

40

45

50

55

provoqué par ledit mouvement relatif des éléments
longitudinaux adjacents (4, 2338), σact,le ≤ α∗σy,le,
où 0,01 < α ≤ 0,8, de préférence 0,01 < α ≤ 0,5.

5. Élément cylindrique destiné à être utilisé dans le pro-
cédé de fabrication d’un instrument orientable (10)
destiné à des applications de type endoscopique
et/ou invasif selon l’une quelconque des revendica-
tions 1 à 4 et/ou à une application dans un instrument
orientable pour des applications de type endoscopi-
que et/ou invasif selon l’une quelconque des reven-
dications 13 à 15, l’élément cylindrique (102, 103)
comprenant des éléments longitudinaux (4, 2338)
dont les éléments adjacents sont fixés par au moins
l’un d’un ou de plusieurs éléments de fracture (7) à
un ou plusieurs emplacements répartis le long d’une
longueur des éléments longitudinaux, dans lequel
chaque élément de fracture (7) est configuré et prévu
pour se fracturer lorsque les éléments longitudinaux
adjacents (4, 2338), auxquels chaque élément de
fracture (7) est relié, sont déplacés dans une direc-
tion longitudinale les uns par rapport aux autres de
façon à développer une contrainte d’élément de frac-
ture réelle, σact,fe, dans chacun desdits éléments
de fracture (7), qui soit supérieure ou égale à la con-
trainte de traction finale, σUTS,fe, de chaque élé-
ment de fracture individuel (7), pendant que, en mê-
me temps, la contrainte d’élément longitudinal réelle,
σact,le, développée dans chacun de ces éléments
longitudinaux adjacents (4, 2338), reste inférieure à
leurs propres limites apparentes d’élasticité respec-
tives, σy,le, qui peuvent être indiquées dans
l’équation :
σact.le ≤ σy,le et σact,fe ≥ σUTS,fe.

6. Élément cylindrique selon la revendication précé-
dente, dans lequel les éléments de fracture (7) sont
configurés et prévus de sorte que, dès que σact,fe
= σUTS,fe dans chacun des éléments de fracture,
provoqué par ledit mouvement relatif des éléments
longitudinaux adjacents (4, 2338), σact.le ≤ α∗σy,le,
où 0,01 < a ≤ 0,8, de préférence 0,01 < a ≤ 0,5.

7. Élément cylindrique selon la revendication 5 ou 6,
dans lequel les éléments longitudinaux adjacents (4,
2338) sont séparés par des fentes (5), et une ou
plusieurs fentes sont réunies par au moins l’un d’un
ou plusieurs éléments de fracture (7) à un ou plu-
sieurs emplacements répartis le long d’une longueur
des éléments longitudinaux,
optionnellement, la fente (5) étant dimensionnée de
sorte que le mouvement d’un élément longitudinal
(4, 2338) soit guidé par les éléments longitudinaux
adjacents lorsqu’ils sont prévus dans un instrument
orientable (10).

8. Élément cylindrique selon l’une quelconque des re-
vendications 5 à 7, dans lequel un espace (6) est

prévu entre les éléments longitudinaux adjacents (4,
2338) le long d’au moins une partie d’une longueur
des éléments longitudinaux adjacents, et le au moins
l’un d’un ou plusieurs éléments de fracture (7) est
prévu dans l’espace,
optionnellement, une largeur de l’espace (6) corres-
pondant à 5 à 95% de la largeur d’un élément lon-
gitudinal mesurée dans une direction perpendiculai-
re à la direction longitudinale des éléments longitu-
dinaux.

9. Élément cylindrique selon l’une quelconque des re-
vendications 5 à 8, dans lequel le au moins un ou
plusieurs éléments de fracture (7) possèdent une
largeur sensiblement constante dans une direction
longitudinale des éléments longitudinaux, ou au
moins l’une des formes suivantes : une ou plusieurs
formes de Z et une ou plusieurs formes de S.

10. Élément cylindrique selon l’une quelconque des re-
vendications 5 à 9, dans lequel le au moins un ou
plusieurs éléments de fracture (7) sont formés de
façon à offrir un ou plusieurs emplacements de frac-
ture prédéterminés (7.1) auxquels le au moins un ou
plusieurs éléments de fracture se fractureront lors
de l’application d’une force adaptée.

11. Élément cylindrique selon la revendication 10, dans
lequel le au moins un ou plusieurs éléments de frac-
ture (7) possèdent une largeur dans une direction
longitudinale des éléments longitudinaux (4, 2338),
une longueur dans une direction perpendiculaire à
la direction longitudinale des éléments longitudinaux
et des extrémités, chaque extrémité étant reliée à
l’un des éléments longitudinaux adjacents respec-
tifs, la largeur du au moins un ou plusieurs éléments
de fracture diminuant d’une zone centrale des élé-
ments de fracture le long de leur longueur vers leurs
extrémités, de sorte que les extrémités offrent des
emplacements de fracture (7.1),
optionnellement, le au moins un ou plusieurs élé-
ments de fracture (7) ayant une forme sensiblement
elliptique,
optionnellement, le au moins un ou plusieurs élé-
ments de fracture (7) ayant une forme sensiblement
circulaire.

12. Élément cylindrique selon la revendication 10, dans
lequel le au moins un ou plusieurs éléments de frac-
ture possèdent une largeur dans une direction lon-
gitudinale des éléments longitudinaux (4, 2338), une
longueur dans une direction perpendiculaire à la di-
rection longitudinale des éléments longitudinaux, et
des extrémités, chaque extrémité étant reliée à l’un
des éléments longitudinaux adjacents respectifs, la
largeur du au moins un ou plusieurs éléments de
fracture diminuant des extrémités du au moins ou
un plusieurs éléments de fracture le long de leur lon-
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gueur vers une zone centrale du au moins un ou
plusieurs éléments de fracture, de sorte que la zone
centrale offre un emplacement de fracture (7.1),
optionnellement, le au moins un ou plusieurs élé-
ments de fracture (7) étant sensiblement en forme
de sablier,
optionnellement, le au moins un ou plusieurs élé-
ments de fracture (7) comprenant deux éléments
sensiblement de forme triangulaire reliés au niveau
de leurs parties supérieures,
optionnellement, le au moins un ou plusieurs élé-
ments de fracture (7) comprenant deux éléments
sensiblement de forme semi-elliptique reliés au ni-
veau de leur circonférence semi-elliptique,
optionnellement, le au moins un ou plusieurs élé-
ments de fracture (7) comprenant deux éléments
sensiblement de forme semi-circulaire reliés au ni-
veau de leur circonférence semi-circulaire.

13. Instrument orientable destiné à des applications de
type endoscopique et/ou invasif, l’instrument com-
prenant
un corps tubulaire allongé (18) ayant une partie d’ex-
trémité proximale (11), une partie d’extrémité distale
(13) et une partie intermédiaire (12) entre les parties
d’extrémité proximale et distale, la partie d’extrémité
proximale ayant au moins une zone proximale d’ac-
tionnement (14, 15), la partie d’extrémité distale
ayant au moins une zone distale flexible (16, 17), et
le corps tubulaire allongé étant configuré de sorte
qu’un mouvement d’une zone proximale d’actionne-
ment soit transféré à une zone distale flexible cor-
respondante en vue d’un mouvement correspondant
de celle-ci,
le corps tubulaire allongé (18) comprenant un élé-
ment cylindrique interne (101), un élément cylindri-
que externe (104) et au moins un élément cylindrique
intermédiaire (102, 103) ayant des éléments longi-
tudinaux (4, 2338) et prévu entre les éléments cylin-
driques interne et externe, les éléments cylindriques
interne, externe et intermédiaire étant reliés de sorte
que le mouvement d’une zone proximale d’action-
nement (14, 15) soit transféré par les éléments lon-
gitudinaux de l’un des éléments cylindriques inter-
médiaires à une zone distale flexible correspondante
(16, 17), et
le au moins un élément cylindrique intermédiaire
étant un élément cylindrique selon l’une quelconque
des revendications 5 à 12 et ayant des éléments de
fracture fracturés, retirés ou pas encore fracturés (7).

14. Instrument orientable selon la revendication précé-
dente, dans lequel les éléments de fracture (7) sont
répartis le long d’une longueur de l’élément cylindri-
que intermédiaire (102, 103) de sorte que les élé-
ments de fracture n’interfèrent pas avec une ou plu-
sieurs parties d’un élément cylindrique adjacent.

15. Instrument orientable selon l’une quelconque des
deux revendications précédentes, dans lequel au
moins deux éléments cylindriques adjacents sont
prévus, et les éléments de fracture (7) sont répartis
le long d’une longueur des éléments cylindriques in-
termédiaires (102, 103) de sorte qu’un élément de
fracture d’un élément cylindrique intermédiaire n’in-
terfèrent pas avec un ou plusieurs éléments de frac-
ture d’un élément cylindrique intermédiaire adjacent.
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