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Description

Technical Field

[0001] The present invention relates to a vibration de-
vice and a vibration system for a simulator including the
same.

Background Art

[0002] As shown in Patent Documents 1 and 2, for ex-
ample, a driving simulator comprises: a dome in which a
vehicle model is installed; a hexapod which is provided
between a moving stage and a supporting stage for a
bed constituting the bottom of the dome and supports
the dome; and an XY translation mechanism which trans-
lates the dome. The hexapod is a mechanism with six
degrees of freedom which allows the dome to tilt in the
pitch direction, roll direction, and yaw direction and has
six hydraulic cylinders. The XY translation mechanism
as a vibration device translates the dome in X and Y
directions, which are orthogonal to each other in a com-
mon plane, through the hexapod. In such cases, the XY
translation mechanism, which has two degrees of free-
dom, is configured to move the moving stage with two
driving motors through rails and belts. The vehicle model
in the dome, hexapod, XY translation mechanism, and
sensors attached to the hexapod and XY translation
mechanism are electrically connected to a predeter-
mined computer through predetermined wire harnesses.

Prior art documents

Patent Documents

[0003]

PATENT DOCUMENTS 1: Japanese Patent Laid-
Open No. 2007-33563
PATENT DOCUMENTS 2: Japanese Patent Laid-
Open No. 2005-505783
PATENT DOCUMENTS 3: Japanese Patent Laid-
Open No. 2002-311808
PATENT DOCUMENTS 4: Japanese Utility Model
Laid-Open No. H05-56374(1993)

[0004] "VI-grade - Ferrari adopts revolutionary driving
simulation technology from VI-grade and Saginomiya",
6 March 2013 (2013-03-06), pages 1-2, XP055349183
(Reference 1) and the Youtube-disclosure VI-grade -
Climbing the Peaks of System-Level Simulation: "Unveil-
ing new motion platform DiM (Driver in Motion)", 18 April
2013 (2013-04-18), XP054977179 (Reference 2) dis-
close generally a vibration device comprising an actuator
and controller means for driving and controlling the ac-
tuator as recited in the preamble of the independent
claims.
[0005] Specifically, reference 1 discloses a DIM plat-

form. The 9 degrees-of-freedom DIM platform has been
designed in order to take advantage of a motion cueing
strategy and consists of a small-size hexapod mounted
on top of planar frame moving on a very smooth sliding
surface.

Summary of Invention

Technical Problem

[0006] In the aforementioned driving simulator, the
aforementioned wire harnesses need to be fixed and ar-
ranged within the driving simulator so as not to obstruct
a field of view of examinee sitting in the vehicle model or
not to inhibit the movement of the hexapod, XY translation
mechanism, and the like while the driving simulator is in
operation.
[0007] However, when the wire harnesses are at-
tached to movable portions of the hexapod, XY transla-
tion mechanism, and the like and the dome and XY trans-
lation mechanism move at comparatively high speed in
a comparatively wide range, the harnesses are subjected
to some bending or tensile stress and could be broken.
In such cases, though the wire harnesses may be routed
with more than sufficient length, such a configuration is
inexpedient because whirling of the wire harnesses and
the like may occur when the driving simulator is in oper-
ation. Moreover, an increase in degree of freedom of the
XY translation mechanism as the vibration device makes
it is not easy to route and fix the wire harnesses within
the driving simulator, for example.
[0008] In view of the above-described problem, the
present invention aims to provide a vibration device and
a vibration system for a simulator including the same.
The vibration device and a vibration system for a simu-
lator including the same can be easily routed within the
simulator with wires and tubes being not subjected to any
bending or tensile stress while the simulator is in opera-
tion as well as can be easily arranged in accordance with
the degrees of freedom of the vibration device.
[0009] To achieve the object described above, the vi-
bration device according to the present invention com-
prises: an actuator having a piston which has a connected
fixed end at one end thereof connected to a swinging
base configured to reciprocate and swing, and which is
moved between a first position and a second position,
wherein the actuator is supported at another end by an
actuator supporting bed; and a driving and controlling
means for driving and controlling the actuator; a guide
duct which has a passage communicating with one open
end thereof, through which a wire (D2-D7) from the driv-
ing and controlling means and/or the ductwork material
is inserted, and is supported by the actuator so as to be
movable in accordance with the movement of the piston;
and an alignment mechanism which is provided at the
connected fixed end at the one end of the piston and is
configured to align the wire (D2-D7) and/ or the ductwork
material (D1) extended from another open end of the
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passage of the guide duct through a slidable and rotat-
able alignment member.
[0010] A vibration system for a simulator including a
vibration device according to the present invention com-
prises: a plurality of actuators respectively having pistons
which have connected fixed ends at one ends thereof
connected to a plurality of different places in a swinging
base configured to reciprocate and swing, and each of
which is moved between a first position and a second
position, wherein the actuators are respectively support-
ed at another end by actuator supporting beds, and a
driving and controlling means for driving and controlling
the actuators; a guide duct that has a passage commu-
nicating with one open end thereof, through which a wire
(D2-D7) from the driving and controlling means and/or
ductwork material (D1) is inserted, and is supported by
at least one of the plurality of actuators so as to be mov-
able in accordance with the movement of the piston, an
alignment mechanism which is provided at one of the
connected fixed ends of the one ends of the pistons and
is configured to align the wire and/or duct material (D1)
extended from another open end of the passage of the
guide duct through a plurality of slidable and rotatable
alignment members, and a hexapod which is provided
between a cockpit supporting bed and the swinging base
and has a mechanism with six degrees of freedom.
[0011] The vibration device and the vibration system
for a simulator including the same according to the
present invention comprise: the guide duct that has a
passage communicating with one open end thereof
through which the wire or ductwork material is inserted
and that is supported by the actuator so as to be movable
in accordance with the movement of the piston; and the
alignment mechanism which is provided at the connected
fixed end at one end of the piston and aligns the wire or
duct material extending from another open end of the
passage of the guide duct through the slidable and mov-
able alignment member. Accordingly, the wire or duct
material follows movement of the piston, and the position
and curve of the wire or ductwork material are adjusted
by the alignment member. Therefore, the wires and ducts
are not subjected to any bending or tensile stress while
the simulator is in operation and can be easily routed
within the simulator. Moreover, the wires and ducts can
be easily arranged in accordance with the degrees of
freedom of the vibration device.

Brief Description of Drawings

[0012]

Fig. 1 is a perspective view showing an appearance
of a wire/ductwork material alignment mechanism
used in an example of a vibration system for a sim-
ulator including a vibration device according to the
present invention, together with a wire/ductwork ma-
terial group;
Fig. 2 is a perspective view schematically illustrating

the configuration of an example of the vibration sys-
tem for a simulator including the vibration device ac-
cording to the present invention;
Fig. 3 is a perspective view schematically illustrating
the configuration of an example of the vibration sys-
tem for a simulator including the vibration device ac-
cording to the present invention;
Fig. 4 is a perspective view schematically illustrating
the configuration of an example of the vibration sys-
tem for a simulator including the vibration device ac-
cording to the present invention;
Fig. 5 is a plan view of the example illustrated in Fig.
2;
Fig. 6 is a partially cross-sectional configuration view
illustrating a cableveyor (registered trademark) and
a slide rail unit used in the example illustrated in FIG.
2;
Fig. 7 is a partial cross-sectional view illustrating the
configuration of the slide rail unit illustrated in Fig. 6;
Fig. 8 is a plan view illustrating the wire/ductwork
material alignment mechanism illustrated in Fig. 1,
together with the wire/ductwork material group
through a guide duct;
Fig. 9 is a front view of the example illustrated in Fig.
8;
Fig. 10 is a side view of the example illustrated in
Fig. 8;
Fig. 11 is an explanatory view made available for
explaining the operation of the wire/ductwork mate-
rial alignment mechanism;
Fig. 12A is a view made available for explaining the
operation of a slide duct device, and
Fig. 12B is a view made available for explaining the
operation of a slide duct device.

Description of Embodiments

[0013] Fig. 2 schematically illustrates an appearance
of an example of a vibration system for a simulator in-
cluding a vibration device according to the present inven-
tion.
[0014] In Fig. 2, the vibration system for a simulator is
located at a predetermined position in a driving simulator,
for example. In Fig. 2, a cockpit CP (see Figs. 2 and 3)
of a not-shown vehicle model is fixed to a cockpit sup-
porting bed 20 at the upper end of a later-described hexa-
pod. The cockpit CP is located on the cockpit supporting
bed 20 so that the front end and left door of the vehicle
model are directed in directions of arrows X and Y in Fig.
2, respectively.
[0015] As illustrated in Fig. 5, the vibration system for
a simulator comprises the followings as major compo-
nents: three vibration devices located in three places
equally in circumferentially spaced so as to surround the
cockpit CP and configured to reciprocate and swing a
later-described swinging base 12; the swinging base 12
provided on the cockpit CP side of the respective vibra-
tion devices and connected to one end of each vibration
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device, a hexapod located between the cockpit support-
ing bed 20 and the swinging base 12 and configured to
control the attitude of the cockpit supporting bed 20; slide
duct devices attached to the respective vibration devices;
and a host computer (not illustrated).
[0016] The swinging base 12, which has three degrees
of freedom, is provided so as to reciprocate and swing
on a surface plate 10 (see Fig. 5) having a predetermined
flatness. Namely, the swinging base 12 is capable to
swing in both directions of arrows in Fig. 5 and reciprocate
along the axis of a piston of an actuator of each vibration
device described later.
[0017] As illustrated in Figs. 2 and 3, hydrostatic bear-
ings 14A, 14B, and 14C are provided at three places on
the lower surface of the swinging base 12 which faces
the surface of the surface plate 10. The hydrostatic bear-
ings 14A, 14B, and 14C are in contact with the surface
of the surface plate 10 while operating air is not supplied
to a pneumatic tank described later and is separated from
the surface of the surface plate 10 by a predetermined
clearance while operating air is supplied to the tank. An
excessive floating of the hydrostatic bearings 14A, 14B,
and 14C on the swinging base 12 from the surface of the
surface plate 10 in the direction orthogonal to the afore-
mentioned arrows X and Y by a predetermined distance
or more is detected by an abnormality sensor SE1 which
is provided at the side surface of the swinging base 12.
On the upper surface of the swinging base 12, actuator
supporting beds 22A, 22B, and 22C are provided so as
to face the aforementioned hydrostatic bearings 14A,
14B, and 14C, respectively. The actuator supporting bed
22A is connected to an end of each of actuators 18A and
18B, which constitute the later-described hexapod,
through universal joints as illustrated in Fig. 3. The actu-
ator supporting bed 22B is connected to an end of each
of actuators 18C and 18D, which constitute the later-de-
scribed hexapod, through universal joints as illustrated
in Fig. 2. The actuator supporting bed 22C is connected
to an end of each of actuators 18E and 18F, which con-
stitute the later-described hexapod, through universal
joints as illustrated in Fig. 4. On one side of each actuator
supporting bed 22A, 22B, and 22C, stoppers 22a, 22b,
and 22c, which are made of rubber, are provided, respec-
tively. The stoppers 22a, 22b, and 22c are configured to
come into contact with the vibration devices in the event
that the swinging base 12 approaches and reaches be-
yond a predetermined distance from the respective vi-
bration devices.
[0018] The hexapod having six degrees of freedom
comprises the followings as major components: the ac-
tuators 18A, 18B, 18C, 18D, 18E, and 18F each of which
has a piston provided with a universal joint; servomotors
24A, 24B, 24C, 24D, 24E, and 24F which respectively
drive the actuators 18A to 18F; and speed reduction
mechanisms configured to decrease and transmit the
outputs from the servomotors 24A to 24F to the actuators
18A to 18F, respectively. The actuators 18A to 18F have
an identical structure each other and each actuator 18A

to 18F comprises a ball screw (piston) and a ball nut as
shown in Patent Document 3, for example. The servo-
motors 24A to 24F, each of which has a rotary encoder,
are driven and controlled by the host computer according
to a predetermined simulation program based on the out-
puts detected by not-illustrated respective position sen-
sors. The respective position sensors are configured to
detect the positions of the pistons of the actuators 18A
to 18F.
[0019] The three vibration devices respectively has ac-
tuator supporting beds 30A, 30B, and 30C. The actuator
supporting beds 30A, 30B, and 30C are located on the
floor so that universal joints 36A, to 36C are located on
a common circumference CC (see Fig. 5) at intervals of
a predetermined angle, for example, 120 degrees. The
actuator supporting beds 30A, 30B, and 30C support lat-
er-described actuators 38A, 38B, and 38C and the like
through supporting plates 34A, to 34C and the universal
joints 36A to 36C, respectively. Since the actuator sup-
porting beds 30A to 30C have an identical structure each
other and the supporting plates 34A to 34C have an iden-
tical structure one another, a description is given of the
actuator supporting bed 30A and supporting plate 34A
while the other actuator supporting beds and supporting
stages are not described.
[0020] One end face of the supporting plate 34A is
swingably supported on the actuator supporting bed 30A
through the universal joint 36A as illustrated in Fig. 2.
Another end face of the supporting plate 34A is provided
with the actuator 38A and the servomotor 32A, which has
a rotary encoder. The output shaft of the servomotor 32A
is connected to the ball nut (not illustrated) of the actuator
38A through the speed reduction mechanism. Hereby,
the movement of the actuator 38A is controlled by driving
and controlling the servomotor 32A through the host com-
puter. The actuator 38A comprises a ball screw (a piston)
and a ball nut as shown in Patent Document 3, for ex-
ample. The top end of a piston 38P of the actuator 38A
is connected to a later-described alignment mechanism
supporting block 52 through a universal joint 43A (see
Fig. 9) . The universal joint 43A, which is connected to
the alignment mechanism supporting block of the three
actuators 38A to 38C, is positioned so that the center of
rotation axis thereof is located on a common circumfer-
ence. Each alignment mechanism supporting block 52
is fixed to both of a triangle plate 26 on the upper surface
of the swinging base 12 and the swinging base 12 with
bolts (not illustrated) . The triangle plate 26 is fixed to the
swinging base 12 with bolts (not illustrated) so that the
center thereof is coincident with the center of rotation of
the swinging base 12. Additionally, the respective align-
ment mechanism supporting blocks 52 are fixed to them
at a predetermined equal distances from the center of
rotation of the swinging base 12 and the triangle plate
26. The predetermined distances are determined based
on the swinging angle, swinging angular speed, angular
acceleration, and a movable range of the swinging base
12, as well as the capabilities of manufacturable actua-
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tors.
[0021] Herewith the swinging base 12 is reciprocated
and swung in accordance with extension and retraction
of the piston 38P of the actuator 38A (see Figs. 12A and
12B).
[0022] At two places of the triangle plate 26, holes HA
are formed (see Fig. 2) and air hoses to supply operating
air to the above-described hydrostatic bearings 14A to
14C are inserted into holes HA.
[0023] The slide duct devices are attached to the re-
spective actuators 38A and 38B as illustrated in Figs. 2
and 12A. Since the slide duct devices have an identical
structure, a description is given of the slide duct device
attached to the actuator 38A while an explanation of the
other device is not omitted. The slide duct devices are
configured to guide and protect wire harnesses electri-
cally connecting the not-illustrated host computer and
the vibration system for a simulator, the air hoses to sup-
ply operating air from pneumatic sources (pneumatic
tanks) to hydrostatic bearings, and the like.
[0024] The slide duct device comprises the followings
as major components: a cableveyor (registered trade-
mark) 42A as a routing material introducing member; a
guide duct 40A; and a slide rail unit SLU slidably sup-
porting the guide duct 40A (see Fig. 7). The cableveyor
(registered trademark) 42A and the guide duct 40A pro-
tect and guide a wire/ductwork material group WH includ-
ing a wire harness from the not-illustrated host computer
and one or a plurality of air hoses from the air tank.
[0025] The cableveyor (registered trademark) 42A
comprises an inner frame through which the wire/duct-
work material group WH is inserted as illustrated in Patent
Document 4, for example. The wire/ductwork material
group WH is fixed to the inner frame with predetermined
clamping devices. The peripheral edge of the open end
of the cableveyor (registered trademark) 42A, through
which the wire/ductwork material group WH is inserted,
is supported by a cableveyor (registered trademark) fix-
ing device 44A. The cableveyor (registered trademark)
fixing device 44A having a pair of leg portions is held by
the actuator 38A in such a manner that the pair of leg
portions sandwich side surfaces of the actuator 38A op-
posite to each other as illustrated in Fig. 6. Hereby the
end of the cableveyor (registered trademark) 42A which
is connected to an open end of the guide duct 40A there-
fore passes between the pair of leg portions.
[0026] The tubular guide duct 40A is movably support-
ed by the later-described slide rail unit SLU which is sup-
ported by the actuator 38A. The guide duct 40A extends
along the central axis of the piston 38P of the actuator
38A. A connected end 44AC provided at the peripheral
edge of one open end of the guide duct 40A is connected
to the universal joint 43A as illustrated in Fig. 9, which is
connected to the top end of the piston 38P. The peripheral
edge of another open end of the guide duct 40A is con-
nected to the end of the cableveyor (registered trade-
mark) 42A. The guide duct 40A has a guide passage
40a, through which the wire/ductwork material group WH

is inserted, as illustrated in Fig. 7.
[0027] The slide rail unit SLU is located so as to pass
between the pair of leg portions of the cableveyor (reg-
istered trademark) fixing device 44A as illustrated in Figs.
6 and 7. The slide rail unit SLU is fixed to a supporting
plate provided between the pair of leg portions of the
cableveyor (registered trademark) fixing device 44A and
to an end of the body of the actuator 38A. The slide rail
unit SLU comprises: a rail 50A, which is fixed to the sup-
porting plate and holds a bearing section; a slider 48A,
which slides on the bearing section; and a moving plate
46A, which is connected to the slider 48A and supports
the guide duct 40A.
[0028] In the aforementioned configuration, when the
top end of the piston 38P of the actuator 38A which is
operating situates at a first position where the top end
extends to press the swinging base 12, as illustrated in
Fig. 12B, the connected end 44AC of the guide duct 40A
is away from the body of the actuator 38A together with
the wire/ductwork material group WH. At that time, the
guide duct 40A slides on the rail 50A together with the
moving plate 46A and slider 48A of the aforementioned
slide rail unit SLU. The part of the cableveyor (registered
trademark) 42A which is connected to the end of the
guide duct 40A follows the guide duct 40A, so that the
cableveyor (registered trademark) 42A bends flexibly.
Moreover, since the wire/ductwork material group WH is
fixed to the cableveyor (registered trademark) 42A, the
wire/ductwork material group WH cannot rub against the
inner circumference of the guide passage 40a of the
guide duct 40A.
[0029] On the other hand, when the top end of the pis-
ton 38P of the actuator 38A situates at a second position
where the top end retracts to draw the swinging base 12,
as illustrated in Fig. 12A, the connected end 44AC of the
guide duct 40A comes close to the body of the actuator
38A together with the wire/ductwork material group WH.
[0030] A wire/ductwork material alignment mechanism
50 is provided on the upper end of each alignment mech-
anism supporting block 52 as a connected fixed end as
illustrated in Figs. 9 and 10 so as to correspond to each
slide duct device. The wire/ductwork material alignment
mechanism 50 is configured to align the wire/ductwork
material group WH that passes through the aforemen-
tioned guide duct 40A without damaging as illustrated in
Fig. 1.
[0031] The wire/ductwork material group WH typically
illustrated in Fig. 1 comprises: electric wires D2, D3, D4,
D5, D6, and D7 constituting a wire harness; and an air
hose D1 supplying operating air, for example. The elec-
tric wires D2, D3, D4, D5, D6, and D7 are configured to
electrically connect the host computer to the aforemen-
tioned respective proximity sensors, rotary encoders,
servomotors, and other devices.
[0032] The wire/ductwork material alignment mecha-
nism 50 comprises: a lower guide plate 56L, which is
fixed to a supporting plate 54 fixed to the upper end of
the corresponding alignment mechanism supporting
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block 52; an upper guide plate 56U, which faces the lower
guide plate 56L at a predetermined distance therefrom;
and four supporting rods 60A, 60B, 60C, and 60D.
[0033] The lower and upper guide plates 56L and 56U
are connected to each other with a pair of stays 58 so as
to be parallel to each other with a predetermined space
therebetween. Since the lower and upper guide plates
56L and 56U have an identical structure each other, a
description is given of the lower guide plate 56L while an
explanation of the upper guide plate 56U is omitted.
[0034] The lower guide plate 56L is made of a resin
material, for example, and has guide grooves 56g at four
places. Each of guide groove 56g is arranged in parallel
to each other and extend in the axial directions of the
electric wires and air hoses constituting the wire/duct-
work material group WH. Neighboring the guide grooves
56g is separated with a partition wall 56Wb. A sidewall
56Wa facing the partition wall 56Wb is formed beside the
guide groove 56g at the right end.
[0035] The support rods 60A, 60B, 60C, and 60D as
alignment members are slidably and rotatably provided
within the respective guide grooves 56g. Since the sup-
port rods 60A to 60D have an identical structure each
other, a description is given of the support rod 60A while
an explanation of the other support rods are omitted.
[0036] For example, the support rod 60A is cylindrical
and is made of aluminum alloy, having a groove 60g hav-
ing a U-shaped cross section. The groove 60g penetrates
along the radial direction of the support rod 60A. The
groove 60g has a width set slightly larger than the diam-
eter of the air hose D1, for example. On the upper end
face of the support rod 60A, a stopper plate 62A, which
is configured to press the air hose D1 and hold the same
within the groove 60g, is fixed with machine screws. Sim-
ilar stopper plates 62B, 62C, and 62D are fixed with ma-
chine screws on the upper end faces of the other support
rods. Herewith, as illustrated in Fig. 8, the electric wires
D2, D3, D4, D5, D6, and D7 constituting the wire harness
and the air hose D1 for supplying operating air in the
wire/ductwork material group WH passing through the
guide duct 40A are respectively passed through the
grooves 60g of the support rods 60B, 60C, 60D, and 60A
in the wire/ductwork material alignment mechanism 50
and are then connected to the proximity sensors, rotary
encoders, servomotors, or hydrostatic bearings.
[0037] In the aforementioned configuration, when the
vibration system for a simulator is in operation, as illus-
trated in Fig. 11, relative movement of the slide duct de-
vices to the swinging base 12 or relative movement of
the swinging base 12 to the slide duct devices is gener-
ated, and thus it could cause bending, compression, or
tensile force to act on the wire/ductwork material group
WH. That is to say, because the connected end 44AC of
the guide duct 40A is connected to the alignment mech-
anism supporting block 52 through the universal joint 43A
connected to the top end of the piston 38P as illustrated
in Fig. 9, the guide duct 40A is swingable relative to the
alignment mechanism supporting block 52 so that the

central axis thereof intersects with the central axis of the
supporting plate 54 to move rotationally by a predeter-
mined angle α clockwise or counterclockwise as illustrat-
ed in Fig. 11. Hereby, when the central axis of the guide
duct 40A intersects with the central axis of the supporting
plate 54 at the predetermined angle α, the electric wires
D2 to D7 and air hose D1 are subjected to bending stress.
[0038] In such a case, the generated force causes the
support rods 60B, 60C, 60D, and 60A holding the electric
wires D2 to D7 and air hose D1 to be slid and rotated
within the respective grooves 56g. Accordingly, the wires
D2 to D7 and air hose D1 themselves are not subjected
to force. Moreover, movement of the wires D2 to D7 and
air hose D1 themselves is restricted, and also the wires
D2 to D7 are prevented from rubbing.
[0039] It should be noted that though the aforemen-
tioned example of the vibration system for a simulator
including the vibration device according to the present
invention is applied to the driving simulator, the vibration
system for a simulator is not so limited but is applicable
to other simulators such as flight simulators. Moreover,
in the aforementioned example, the slide duct devices
are provided at two places. However, the slide duct de-
vices are not limited to the example, and the number of
places where the slide duct devices are provided may be
one or three. Furthermore, in the aforementioned exam-
ple, though the wire/ductwork material alignment mech-
anism has the four supporting rods, wire/ductwork ma-
terial alignment mechanism is not so limited but may in-
clude one to three supporting rods or five or more sup-
porting rods depending on the number of wire harnesses.

Claims

1. A vibration device, comprising:

an actuator (38A) having a piston which has a
connected fixed end at one end thereof connect-
ed to a swinging base (12) configured to recip-
rocate and swing, and which is moved between
a first position and a second position, wherein
the actuator (38A) is supported at another end
by an actuator supporting bed (30A); and
a driving and controlling means for driving and
controlling the actuator (38A);
characterized in that the vibration device fur-
ther comprises
a guide duct (40A) which has a passage (40a)
communicating with one open end thereof,
through which a wire (D2-D7) from the driving
and controlling means and/or ductwork material
(D1) is inserted, and is supported by the actuator
(38A) so as to be movable in accordance with
the movement of the piston (38P); and
an alignment mechanism (50) which is provided
at the connected fixed end at the one end of the
piston (38P) and is configured to align the wire
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(D2-D7) and/or the ductwork material (D1) ex-
tended from another open end of the passage
(40a) of the guide duct (40A) through a slidable
and rotatable alignment member (62A).

2. A vibration system for a simulator including a vibra-
tion device, comprising:

a plurality of actuators (38A, 38B, 38C) respec-
tively having pistons (38P) which have connect-
ed fixed ends at one ends thereof connected to
a plurality of different places in a swinging base
(12) configured to reciprocate and swing, and
each of which is moved between a first position
and a second position, wherein the actuators
(38A, 38B, 38C) are respectively supported at
another end by actuator supporting beds (30A,
30B, 30C), and
a driving and controlling means for driving and
controlling the actuators;
characterized in that the vibration system fur-
ther comprises
a guide duct (40A) that has a passage (40a)
communicating with one open end thereof,
through which a wire (D2-D7) from the driving
and controlling means and/or ductwork material
(D1) is inserted, and is supported by at least one
of the plurality of actuators (38A, 38B, 38C) so
as to be movable in accordance with the move-
ment of the piston (38P),
an alignment mechanism (50) which is provided
at one of the connected fixed ends of the one
ends of the pistons (38P) and is configured to
align the wire (D2-D7) and/or duct material (D1)
extended from another open end of the passage
(40a) of the guide duct through a plurality of sl-
idable and rotatable alignment members (62A),
and
a hexapod which is provided between a cockpit
(CP) supporting bed and the swinging base (12)
and has a mechanism with six degrees of free-
dom.

3. The vibration system for a simulator including the
vibration device according to claim 2, wherein
the swinging base (12) has a mechanism with three
degrees of freedom on a common plane where the
plurality of actuators (38A, 38B, 38C) are provided.

4. The vibration system for a simulator including the
vibration device according to claim 3, wherein
each of the alignment members (62A) of the align-
ment mechanism (50) has a groove through which
the wire (D2-D7) or the ductwork material (D1) pass-
es, and is configured to hold the wire (D2-D7) or the
ductwork material (D1).

5. The vibration system for a simulator including the

vibration device according to claim 2, wherein
the guide duct (40A) is connected to the connected
fixed end through a joint so that an angle of the axis
of the guide duct (40A) with respect to the connected
fixed end at the one end of the piston (38P) connect-
ed to the swinging base (12) is variable.

Patentansprüche

1. Vibrationsvorrichtung mit:

einem Aktuator (38A) mit einem Kolben, der an
einem Ende ein verbundenes festes Ende auf-
weist, das mit einer Schwenkbasis (12) verbun-
den ist, die zum Hin- und Herbewegen und
Schwingen ausgebildet ist, und der zwischen ei-
ner ersten Position und einer zweiten Position
bewegt wird, wobei der Aktuator (38A) an einem
anderen Ende durch ein Aktuatorträgerbett
(30A) getragen wird, und
einem Antriebs- und Steuermittel zum Antreiben
und Steuern des Aktuators (38A),
dadurch gekennzeichnet, dass die Vibra-
tionsvorrichtung ferner umfasst
einen Führungskanal (40A), der einen Durch-
gang (40a) aufweist, der mit einem offenen Ende
davon in Verbindung steht, durch den ein Draht
(D2-D7) von den Antriebs- und Steuermitteln
und/oder Kanalmaterial (D1) eingeführt ist, und
der vom Aktuator (38A) so getragen wird, dass
er gemäß der Bewegung des Kolbens (38P) be-
weglich ist, und
einen Ausrichtmechanismus (50), der an dem
verbundenen festen Ende an dem einen Ende
des Kolbens (38P) vorgesehen ist und der dazu
ausgebildet ist, den Draht (D2-D7) und/oder das
Kanalmaterial (D1) auszurichten, der/das sich
von einem anderen offenen Ende des Durch-
gangs (40a) des Führungskanals (40A) durch
ein verschiebbares und drehbares Ausrich-
tungselement (62A) erstreckt.

2. Vibrationssystem für einen Simulator mit einer Vib-
rationsvorrichtung, mit:

eine Mehrzahl von Aktuatoren (38A, 38B, 38C)
mit Kolben (38P), die an ihren Enden verbunde-
ne feste Enden aufweisen, die mit einer Mehr-
zahl von verschiedenen Stellen in einer
Schwenkbasis (12) verbunden sind, wobei die
Schwenkbasis zum Hin- und Herbewegen und
Schwingen ausgebildet ist, und von denen jeder
zwischen einer ersten Position und einer zwei-
ten Position bewegt wird, wobei die Aktuatoren
(38A, 38B, 38C) jeweils an einem anderen Ende
durch ein Aktuatorträgerbett (30A, 30B, 30C)
getragen werden, und
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ein Antriebs- und Steuermittel zum Antreiben
und Steuern der Aktuatoren,
dadurch gekennzeichnet, dass das Vibra-
tionssystem ferner umfasst
einen Führungskanal (40A), der einen Durch-
gang (40a) aufweist, der mit einem offenen Ende
davon in Verbindung steht, durch den ein Draht
(D2-D7) von den Antriebs- und Steuermitteln
und/oder Kanalmaterial (D1) eingeführt ist, und
der von mindestens einem der Mehrzahl von Ak-
tuatoren (38A, 38B, 38C) so getragen wird, dass
er gemäß der Bewegung des Kolbens (38P) be-
weglich ist,
einen Ausrichtmechanismus (50), der an einem
der verbundenen festen Enden der einen Enden
der Kolben (38P) vorgesehen ist und der dazu
ausgebildet ist, den Draht (D2-D7) und/oder das
Kanalmaterial (D1) auszurichten, der/das sich
von einem anderen offenen Ende des Durch-
gangs (40a) des Führungskanals durch eine
Mehrzahl von verschiebbaren und drehbaren
Ausrichtungselementen (62A) erstreckt, und
ein Hexapod, das zwischen einem Cockpit
(CP)-Trägerbett und der Schwenkbasis (12)
vorgesehen ist und einen Mechanismus mit
sechs Freiheitsgraden aufweist.

3. Vibrationssystem nach Anspruch 2 für einen Simu-
lator mit der Vibrationsvorrichtung, wobei
die Schwenkbasis (12) einen Mechanismus mit drei
Freiheitsgraden auf einer gemeinsamen Ebene auf-
weist, an der die Mehrzahl von Aktuatoren (38A,
38B, 38C) vorgesehen sind.

4. Vibrationssystem nach Anspruch 3 für einen Simu-
lator mit der Vibrationsvorrichtung, wobei
jedes der Ausrichtungselemente (62A) des Ausricht-
mechanismus (50) eine Nut aufweist, durch die der
Draht (D2-D7) oder das Kanalmaterial (D1) verläuft,
und ausgebildet ist, um den Draht (D2-D7) oder das
Kanalmaterial (D1) zu halten.

5. Vibrationssystem nach Anspruch 2 für einen Simu-
lator mit der Vibrationsvorrichtung, wobei
der Führungskanal (40A) mit dem verbundenen fes-
ten Ende durch eine Verbindung verbunden ist, so
dass ein Winkel der Achse des Führungskanals
(40A) in Bezug auf das verbundene feste Ende an
dem einen Ende des mit der Schwenkbasis (12) ver-
bundenen Kolbens (38P) variabel ist.

Revendications

1. Dispositif de vibration, comprenant :

un actionneur (38A) ayant un piston qui a une
extrémité fixe raccordée au niveau d’une extré-

mité de celui-ci raccordée à une base pivotante
(12) configurée pour aller et venir et osciller, et
qui est déplacé entre une première position et
une seconde position, où l’actionneur (38A) est
supporté à une autre extrémité par un lit de sup-
port d’actionneur (30A) ; et
un moyen d’entraînement et de commande pour
entraîner et commander l’actionneur (38A) ;
caractérisé en ce que le dispositif de vibration
comprend en outre
une conduite de guidage (40A) qui a un passage
(40a) communiquant avec une extrémité ouver-
te de celui-ci, à travers lequel un fil (D2-D7) pro-
venant des moyens d’entraînement et de com-
mande et/ou du matériau de conduit (D1) est
inséré, et est supporté par l’actionneur (38A) afin
d’être mobile selon le mouvement du piston
(38P) ; et
un mécanisme d’alignement (50) qui est prévu
à l’extrémité fixe raccordée à ladite une extré-
mité du piston (38P) et qui est configuré pour
aligner le fil (D2-D7) et/ou le matériau de conduit
(D1) s’étendant depuis une autre extrémité
ouverte du passage (40a) de la conduite de gui-
dage (40A) à travers un élément d’alignement
(62A) coulissant et rotatif.

2. Système de vibration pour un simulateur compre-
nant un dispositif de vibration, comprenant :

une pluralité d’actionneurs (38A, 38B, 38C)
ayant respectivement des pistons (38P) qui ont
des extrémités fixes raccordées à l’une de leurs
extrémités raccordées à une pluralité d’endroits
différents dans une base pivotante (12) configu-
rée pour aller et venir et osciller, et dont chacun
est déplacé entre une première position et une
seconde position, où les actionneurs (38A, 38B,
38C) sont respectivement supportés à une autre
extrémité par des lits de supports d’actionneur
(30A, 30B, 30C), et
un moyen d’entraînement et de commande pour
entraîner et commander les actionneurs ;
caractérisé en ce que le système de vibration
comprend en outre
une conduite de guidage (40A) qui présente un
passage (40a) communiquant avec une extré-
mité ouverte de celui-ci, à travers lequel un fil
(D2-D7) provenant des moyens d’entraînement
et de commande et/ou du matériau de conduit
(D1) est inséré, et est supporté par au moins un
actionneur parmi la pluralité d’actionneurs (38A,
38B, 38C) afin d’être mobile selon le mouvement
du piston (38P),
un mécanisme d’alignement (50) qui est prévu
à l’une des extrémités fixes raccordées de ladite
une des extrémités des pistons (38P) et est con-
figuré pour aligner le fil (D2-D7) et/ou le matériau
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de conduit (D1) s’étendant depuis une autre ex-
trémité ouverte du passage (40a) de la conduite
de guidage dans une pluralité d’éléments d’ali-
gnement (62A) coulissant et rotatif, et
un hexapode qui est prévu entre un lit de support
d’un poste de pilotage (CP) et la base pivotante
(12) et a un mécanisme avec six degrés de li-
berté.

3. Système de vibration pour un simulateur compre-
nant le dispositif de vibration selon la revendication
2, où
la base pivotante (12) présente un mécanisme à trois
degrés de liberté sur un plan commun où la pluralité
d’actionneurs (38A, 38B, 38C) sont prévus.

4. Système de vibration pour un simulateur compre-
nant le dispositif de vibration selon la revendication
3, où
chacun des éléments d’alignement (62A) du méca-
nisme d’alignement (50) présente une rainure à tra-
vers laquelle le fil (D2-D7) ou le matériau de conduit
(D1) passe, et est configuré pour maintenir le fil (D2-
D7) ou le matériau de conduit (D1).

5. Système de vibration pour un simulateur compre-
nant le dispositif de vibration selon la revendication
2, où
la conduite de guidage (40A) est raccordée à l’ex-
trémité fixe raccordée par l’intermédiaire d’un joint
de telle sorte qu’un angle de l’axe de la conduite de
guidage (40A) par rapport à l’extrémité fixe raccor-
dée au niveau de ladite une extrémité du piston (38P)
raccordée à la base pivotante (12) est variable.
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