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Description

Technical Field

[0001] The present invention relates to an image
processing device, an image processing system, an im-
age processing program, and an image processing meth-
od. Particularly, the present invention relates to an image
processing device, an image processing system, an im-
age processing program, and an image processing meth-
od that are used for image processing of a radiographic
image.

Background Art

[0002] US 2008/0025583 A1 teaches a system and
method for enhancing visualization of clinical conditions
comprising several operations.
[0003] US 2012/0098838 A1 teaches a system for gen-
erating a view of a medical image.
[0004] In recent years, a radiographic image captured
by a radiographic image capturing device is often used
for examination, diagnosis, medical examination, or the
like, and a load on a user who is a doctor, a technician,
or the like who interprets the radiographic image is in-
creasing. Further, the user generally performs image
processing on the radiographic image, and an image
processing load is increasing.
[0005] As technology for reducing a load of image
processing, for example, image processing history ac-
quisition technology capable of simply performing image
processing again by displaying an image processing op-
eration history is described in JP2005-301492A. Further,
for example, technology for improving interpretation ef-
ficiency by displaying an image obtained by applying dif-
ferent image processing conditions to a selected image
is described in JP2006-271800A.

SUMMARY OF THE INVENTION

Technical Problem

[0006] In recent years, capturing and acquiring plural
radiographic images having different purposes for one
subject (for example, an imaging portion of the subject)
have been performed. In a case in which respective im-
age processing is performed on the plural radiographic
images, a load of processing operations performed by a
user for performing of the image processing further in-
creases. However, in technologies described in
JP2005-301492A and JP2006-271800A, it is difficult for
a load of processing operations for the plural radiographic
images having different purposes to be reduced.
[0007] The present invention provides an image
processing device, an image processing system, an im-
age processing program, and an image processing meth-
od capable of reducing a load of a processing operation
of a user.

Solution to Problem

[0008] An image processing device of the present in-
vention is defined in claim 1.
[0009] The image processing device of the present in-
vention may further include a display control unit that
displays the handover processing on a display unit, and
the second generation unit may include an instruction
reception unit that receives an instruction performed ac-
cording to information indicating the handover process-
ing displayed on the display unit by the display control
unit, and may reflect the handover processing according
to the instruction received by the instruction reception
unit in a handover destination.
[0010] Further, in the image processing device of the
present invention, the display control unit may display
only the processing operation selected as the handover
processing by the second generation unit among the
processing operations on the display unit.
[0011] Further, in the image processing device of the
present invention, the display control unit may display,
on the display unit, a display to set the processing oper-
ation not selected by the second generation unit among
the processing operations as the handover processing.
[0012] Further, in the image processing device of the
present invention, in a case in which there are plural types
of processing operations, the operation detection unit
may sum at least one of the detected operation time, the
detected amount of operation, and the detected number
of operations for each type.
[0013] An image processing system of the present in-
vention includes the image processing device of the
present invention; a display unit that displays an image
subjected to image processing by the image processing
device; and an operation unit that performs a processing
operation for the image processing device.
[0014] An image processing program causes a com-
puter to function as each unit of the image processing
device of the present invention.
[0015] An image processing method of the present in-
vention is defined in claim 8.

Advantageous Effects of Invention

[0016] According to the present invention, it is possible
to reduce a load of the processing operations of a user.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017]

Fig. 1 is a schematic configuration diagram illustrat-
ing a schematic configuration of an example of a
radiographic image capturing system according to a
first embodiment.
Fig. 2 is a schematic configuration diagram of an
example of a console and a PACS according to the
first embodiment.
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Fig. 3 is an illustrative diagram illustrating an exam-
ple of a flow of image processing (processing oper-
ation) in the console according to a basic form of the
first embodiment.
Fig. 4 is a flowchart of an example of image process-
ing executed by a control unit of the console accord-
ing to the basic form of the first embodiment.
Fig. 5 is an illustrative diagram illustrating another
example of a flow of the image processing (process-
ing operation) in the console according to the basic
form of the first embodiment.
Fig. 6 is an illustrative diagram illustrating an exam-
ple of a flow of image processing (processing oper-
ation) in a console according to an application form
of the first embodiment.
Fig. 7 is a flowchart of an example of image process-
ing executed by a control unit of the console accord-
ing to the application form of the first embodiment.
Fig. 8 is an illustrative diagram illustrating an exam-
ple of a display of a first purpose A image and a first
purpose B image according to the first embodiment.
Fig. 9 is a flowchart of an example of operation image
processing performed in image processing accord-
ing to the application form of the first embodiment.
Fig. 10 is an illustrative diagram illustrating an ex-
ample of an image to be processed and various dis-
plays enabling a user to perform a processing oper-
ation in the application form of the first embodiment.
Fig. 11 is an illustrative diagram illustrating an ex-
ample of a display of a purpose A image for confir-
mation in the application form of the first embodi-
ment.
Fig. 12 is a flowchart of an example of a handover
item setting process according to the application
form of the first embodiment.
Figs. 13A to 13D are illustrative diagrams illustrating
an example of a display of a list of handover items
in the application form of the first embodiment.
Fig. 14 is an illustrative diagram illustrating an ex-
ample of a display of a second purpose B image and
handover items in the application form of the first
embodiment.
Fig. 15 is an illustrative diagram illustrating an ex-
ample of a display of a purpose B image for confir-
mation in the application form of the first embodi-
ment.
Fig. 16 is an illustrative diagram illustrating an ex-
ample of a flow of image processing (processing op-
eration) in a console according to a second embod-
iment.
Fig. 17 is a flowchart of an example of image
processing executed by a control unit of the console
of the second embodiment.
Fig. 18 is an illustrative diagram illustrating an ex-
ample of a flow of image processing (processing op-
eration) in a console according to a third embodi-
ment.
Fig. 19 is a flowchart of an example of image

processing executed by a control unit of the console
in the third embodiment.
Fig. 20 is an illustrative diagram illustrating an ex-
ample of a flow of image processing (processing op-
eration) in a console according to a fourth embodi-
ment.
Fig. 21 is a flowchart of an example of image
processing executed by a control unit of the console
in the fourth embodiment.
Fig. 22 is an illustrative diagram illustrating an ex-
ample of a flow of image processing (processing op-
eration) in a console according to a fifth embodiment.
Fig. 23 is a flowchart of an example of image
processing executed by a control unit of the console
in the fifth embodiment.

DESCRIPTION OF EMBODIMENTS

[0018] Hereinafter, an example of this embodiment will
be described with reference to the respective drawings.

[First Embodiment]

[0019] First, a schematic configuration of a radiograph-
ic image capturing system that performs image process-
ing of a radiographic image using a console functioning
as an image processing device of this embodiment will
be described. Fig. 1 is a schematic configuration diagram
of an example of a radiographic image capturing system
according to this embodiment.
[0020] A radiographic image capturing system 10 in-
cludes a radiographic image capturing device 12, a ra-
diation irradiation device 16, and a console 20. The con-
sole 20, the radiographic image capturing device 12, and
the radiation irradiation device 16 are connected to each
other either wiredly or wirelessly.
[0021] The radiation irradiation device 16 has a func-
tion of irradiating a subject 18 with a radiation (for exam-
ple, X-ray). The radiographic image capturing device 12
includes a radiation detector 14 that detects the radiation
radiated from the radiation irradiation device 16 and
transmitted through the subject 18. The radiation detector
14 of this embodiment is not particularly limited. For ex-
ample, the radiation detector 14 may be a radiation de-
tector of an indirect conversion type that converts light
obtained by converting the radiation to charge. Further,
the radiation detector 14 may be, for example, a radiation
detector of a direct conversion type that directly converts
the radiation to charge.
[0022] The console 20 has a function of performing
capturing of the radiographic image according to an op-
eration of a user who is a doctor or a radiological tech-
nician based on an instruction (imaging menu) input from
an external system (for example, radiology information
system (RIS)). Further, the console 20 in this embodi-
ment has a function of acquiring the radiographic image
from the radiographic image capturing device 12 and out-
putting the radiographic image to a picture archiving and
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communication system (PACS) 22.
[0023] When capturing of the radiographic image is
performed, the radiation detector 14 of the radiographic
image capturing device 12 is irradiated with the radiation
carrying image information by being radiated from the
radiation irradiation device 16 and transmitted through
the subject 18 located in an imaging position according
to a timing based on the control of the console 20. The
radiographic image capturing device 12 detects the ra-
diation radiated by the radiation detector 14, generates
a radiographic image according to the detected radiation,
and outputs the radiographic image to the console 20.
The captured radiographic image is output from the con-
sole 20 to the PACS 22 which is an example of the image
processing system, and managed by the PACS 22.
[0024] The image processing device of this embodi-
ment includes the console 20, and has a function of per-
forming image processing of a radiographic image. Here-
inafter, in a case in which plural types of images such as
an "original image (will be described below in detail)" or
an "purpose A image (will be described below in detail)"
may be collectively referred to a "radiographic image"
since the images are images based on radiated radiation.
[0025] Fig. 2 is an example of a schematic configura-
tion diagram of the console 20 for describing an image
processing function. The image processing device may
be included in the PACS 22. Further, "image processing"
in this embodiment includes conversion of image quality,
rotation, inversion, marker superimposition, comment
writing, and the like, and refers to all processing per-
formed on images (various images including a radio-
graphic image).
[0026] The console 20 in this embodiment is config-
ured as a server computer, and includes a control unit
30, a display driver 32, a display 34, an operation input
detection unit 36, an operation panel 38, an input output
(I/O) unit 40, an interface (I/F) unit 42, and an I/F unit 44.
[0027] The control unit 30 has a function of controlling
an entire operation of the console 20, and includes a
central processing unit (CPU), a read only memory
(ROM), and a random access memory (RAM), and a stor-
age unit. The CPU has a function of controlling an entire
operation of the console 20. For example, various pro-
grams including an image processing program used by
the CPU are stored in the ROM in advance. The RAM
has a function of temporarily storing various data. The
storage unit is, for example, a hard disk drive (HDD), and
has a function of storing and holding various data. The
storage unit has a function of storing, for example, a def-
inition of a type of processing operations to be described
below in detail or a definition of handover conditions. Fur-
ther, the console 20 has a function of performing image
processing on various images.
[0028] The display driver 32 has a function of control-
ling display of various information on the display 34. The
display 34 of this embodiment has a function of displaying
an imaging menu, a captured radiographic image, or the
like. The operation input detection unit 36 has a function

of detecting an operation state or a processing operation
for the operation panel 38. The operation panel 38 is
used for the user to input a processing operation relating
to capturing of the radiographic image or image process-
ing of the captured radiographic images. In this embod-
iment, the operation panel 38 includes, for example, a
touch panel, a touch pen, plural keys, and a mouse. In a
case in which the operation panel 38 is a touch panel,
the operation panel 38 may be the same as the display 34.
[0029] Further, the I/O unit 40 and the I/F unit 42 have
a function of transmitting and receiving various informa-
tion to and from a radiographic image processing device
50 of the PACS 22 through wireless communication or
the like. Further, the I/F unit 44 has a function of trans-
mitting and receiving various information between the
radiographic image capturing device 12 and the RIS.
[0030] The control unit 30, the display driver 32, the
operation input detection unit 36, and the I/O unit 40 are
connected to each other such that exchange of informa-
tion can be performed via a bus 46, such as a system
bus or a control bus. Accordingly, the control unit 30 can
perform control of display of various information on the
display 34 via the display driver 32 and control of trans-
mission and reception of various information to and from
the PACS 22 via the I/F unit 42.
[0031] The PACS 22 of this embodiment includes the
radiographic image processing device 50, a radiographic
image interpretation device 52, and a storage unit 54.
[0032] The radiographic image processing device 50
of this embodiment has a function of controlling storage
in the storage unit 54 of the radiographic image received
from the radiographic image capturing device 12 based
on an instruction from the console 20. The radiographic
image processing device 50 controls display of various
images on the radiographic image interpretation device
52.
[0033] The radiographic image processing device 50
of this embodiment includes a control unit 60, an I/F unit
62, and a storage unit 64.
[0034] The control unit 60 has a function of controlling
the entire PACS 22. The control unit 60 includes a CPU,
a ROM, a RAM, and a storage unit. The CPU has a func-
tion of controlling an operation of the PACS 22. Various
programs or the like used by the CPU are stored in the
ROM in advance. The RAM has a function of temporarily
storing various data. The storage unit is an HDD or the
like, and has a function of storing and holding various
data.
[0035] The storage unit 64 has a function of storing the
radiographic image output from the console 20. An ex-
ample of the storage unit 64 includes an HDD.
[0036] The I/F unit 62 has a function of transmitting
and receiving various information to and from the console
20 through wireless communication or the like.
[0037] The control unit 60 and the storage unit 64 are
connected so that the control unit 60 and the storage unit
64 can exchange information with each other via a bus
66 such as a system bus or a control bus.
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[0038] The storage unit 54 of this embodiment has a
function of storing the radiographic image, various imag-
es subjected to image processing by the radiographic
image processing device 50, and information related to
various images. An example of the storage unit 54 may
include an HDD.
[0039] Further, the radiographic image interpretation
device 52 of this embodiment is a device having a func-
tion of enabling a radiologist to interpret the radiographic
image or various images subjected to image processing
by the radiographic image processing device 50, and is
not particularly limited. The radiographic image interpre-
tation device may include an interpretation viewer or a
console, a tablet terminal, and the like. The radiographic
image interpretation device 52 of this embodiment is a
personal computer. The radiographic image interpreta-
tion device 85 includes a CPU, a ROM, a RAM, a storage
unit, a display driver, a display 58, an operation input
detection unit, an operation panel 56, an I/O unit, and an
I/F unit, similar to the console 20 or the radiographic im-
age processing device 50. In Fig. 2, in order to avoid
complication of the description, only the display 58 and
the operation panel 56 in the above configuration are
illustrated and other descriptions are omitted.
[0040] In the radiographic image capturing system 10
of this embodiment, it is possible to acquire plural radio-
graphic images having different purposes through one
imaging. In this embodiment, "one imaging" refers to one
(a series of) imaging set by an imaging menu or the user,
and the number of radiographic images to be captured
may be one or plural. Further, in this embodiment, "one
imaging" may be for any one of a still image and a moving
image. Hereinafter, capturing the plural radiographic im-
ages having different purposes through one imaging is
referred to as "multi-purpose imaging."
[0041] In this embodiment, the "plurality of images hav-
ing different purposes" are not particularly limited, and
refer to radiographic images for examination purpose or
radiographic images used for a radiologist such as a doc-
tor to perform different medical examination and diagno-
sis. For example, the plural images having different pur-
poses may include a radiographic image obtained
through general chest radiography in health diagnosis,
and a radiographic image for pneumoconiosis examina-
tion. Further, for example, the plural images having dif-
ferent purposes include a normal radiographic image for
general medical examination, and an image for special
purpose. The image for special purpose may include an
image for confirmation of artifacts, a catheter-enhanced
image, and a gauze-enhanced image, and the like, and
is not particularly limited.
[0042] In a case in which the multi-purpose imaging is
instructed by the imaging menu or the user, the console
20 in this embodiment uses the radiographic image ob-
tained by one imaging as an original image and performs
different image processing on the original image to gen-
erate plural radiographic images having different purpos-
es. In this embodiment, the "original image" refers to a

radiographic image subjected to image processing de-
termined to be uniformly performed on all radiographic
images regardless of purposes, for the radiographic im-
ages captured by the radiographic image capturing de-
vice 12.
[0043] Plural radiographic images having different pur-
poses generated by multi-purpose imaging, an original
image of the multi-purpose imaging, and a radiographic
image generated by imaging that is not the multi-purpose
imaging (imaging in a case in which one type of radio-
graphic image is generated from images obtained by one
imaging) may not be discriminated based on appearance
of the radiographic image. In this embodiment, an iden-
tifier for distinguishing between both of the images is as-
sociated with each radiographic image (including the
original image) and displayed on the display 34 according
to a setting or the desire of the user. The identifier is not
particularly limited as long as the user can recognize how
the radiographic image has been captured and what im-
age the radiographic image is, and may be any one of
may be a mark, a number, and a name.
[0044] Hereinafter, image processing in multi-purpose
capturing of the console 20 in this embodiment will be
described with reference to the drawings. Hereinafter, a
case in which a general image for chest radiography (pur-
pose A image) and an image for pneumoconiosis exam-
ination (purpose B image) are generated through multi-
purpose imaging will be described as a specific example.
[0045] First, a basic form of image processing in multi-
purpose imaging of the console 20 will be described.
[0046] Fig. 3 illustrates an example of a flow of image
processing (processing operation) according to a basic
form of the console 20 in this embodiment. Further, Fig.
4 illustrates a flowchart of an example of image process-
ing executed by the control unit 30 of the console 20 in
this embodiment. In the console 20 in this embodiment,
the control unit 30 executes the image processing pro-
gram stored in the ROM, and accordingly, functions as
each unit of the present invention to execute image
processing illustrated in Fig. 4.
[0047] In this embodiment, a case in which the user
performs a processing operation using the operation pan-
el 38 of the console 20 will be described. In the image
processing below, the console 20 displays various imag-
es on the display 34.
[0048] In step S10, the control unit 30 acquires an orig-
inal image. In this embodiment, the control unit 30 ac-
quires the radiographic image captured by the radiation
detector 14 as the original image from the radiographic
image capturing device 12.
[0049] Then, in step S12, the control unit 30 receives
the image to be processed, which is selected by the user.
Specifically, in this embodiment, the control unit 30 re-
ceives a processing operation performed by the user for
any one of the purpose A image and the purpose B image.
In a case in which the processing operation performed
by the user for any one of the purpose A image and the
purpose B image is determined in advance, the process
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of step S12 may be omitted.
[0050] Then, in step S14, the control unit 30 displays
the image to be processed (original image) on the display
34. The "image to be processed" refers to an image which
is a target of the processing operation performed by the
user. In this step, the image to be processed refers to
the original image. In this embodiment, various displays
enabling the user to perform the processing operation
together with the display of the image to be processed
are performed on the display 34. Hereinafter, a case in
which the user performs the processing operation on the
original image which is the image to be processed to
generate a purpose A image for convenience of descrip-
tion will be described.
[0051] The user performs plural processing operations
to generate the purpose A image, but performs two types
of processing operations, including a processing opera-
tion for only purpose A, and a processing operation hand-
ed over and reflected for generation of the purpose B
image.
[0052] Then, in step S16, the control unit 30 deter-
mines whether there is a processing operation. The con-
trol unit 30 is in a standby state until there is a processing
operation. On the other hand, for example, in a case in
which the operation input detection unit 36 detects the
processing operation, the control unit 30 proceeds to step
S18.
[0053] In step S18, the control unit 30 performs image
processing according to the processing operation detect-
ed by the operation input detection unit 36, and displays
an image after image processing on the display 34.
[0054] In step S20, the control unit 30 determines
whether the processing operation ends. In a case in
which the processing operation does not end, the control
unit 30 returns to step S16 and repeats the process. On
the other hand, in a case in which the processing oper-
ation ends, the control unit 30 proceeds to step S22.
[0055] In the specific example illustrated in Fig. 3, the
user performs three types of processing operations A,
AA, and AAA on the original image in order to generate
the purpose A image. Therefore, the control unit 30 per-
forms image processing A on the original image accord-
ing to processing operation A to generate a first purpose
A image, and displays the first purpose A image on the
display 34. Further, the control unit 30 performs image
processing AA on the first purpose A image according to
processing operation AA to generate a second purpose
A image, and displays the second purpose A image on
the display 34. Further, the control unit 30 performs image
processing AAA on the second purpose A image accord-
ing to processing operation AAA to generate a purpose
A image, and displays the purpose A image on the display
34. Therefore, in a case in which the determination in
step S20 is yes, the purpose A image is displayed on the
display 34.
[0056] In step S22, the control unit 30 stores image
information of the purpose A image, and content of the
image processing A, AA, and AAA performed for gener-

ation of the purpose A image in a storage unit of the
control unit 30 in association with each other.
[0057] Then, in step S24, the control unit 30 reflects a
processing operation (handover process) set in the
handover item in the original image to generate a first
purpose B image. In the specific example illustrated in
Fig. 3, processing operation AA is handed over for the
original image in order to generate the purpose B image.
Therefore, the control unit 30 reflects processing opera-
tion AA in the original image to generate the first purpose
B image.
[0058] Then, in step S26, the control unit 30 displays
the first purpose B image on the display 34.
[0059] Then, in step S28, the control unit 30 deter-
mines whether or not there is a processing operation. In
a case in which there is no processing operation, the
control unit 30 becomes the standby state. On the other
hand, in a case in which there is a processing operation,
the control unit 30 proceeds to step S30, and performs
image processing corresponding to the processing op-
eration.
[0060] Then, in step S32, the control unit 30 deter-
mines whether the processing operation ends. In a case
in which the processing operation does not end, the con-
trol unit 30 returns to step S28 and repeats the processing
operation. On the other hand, in a case in which the
processing operation ends, the control unit 30 proceeds
to step S34. In the specific example illustrated in Fig. 3,
the user performs processing operation B on the first pur-
pose B image to generate the purpose B image. There-
fore, the control unit 30 performs image processing B on
the first purpose B image according to processing oper-
ation B to generate the purpose B.
[0061] In step S34, the control unit 30 displays the pur-
pose B image on the display 34. Then, in step S36, the
control unit 30 stores image information of the purpose
B image and content of the image processing (processing
operation AA and processing operation B) performed for
generation of the purpose B image in the storage unit of
the control unit 30 in association with each other, and
then, ends the image processing. In a case in which re-
spective output destinations of the purpose A image and
the purpose B image generated through the image
processing are determined in advance or designated by
the user, the purpose A image and the purpose B image
may be output to the respective output destinations (for
example, the radiographic image processing device 50
or the radiographic image interpretation device 52 of the
PACS 22).
[0062] While AA among the processing operations per-
formed by the user to generate the purpose A image is
handed over as a processing operation for generating
the purpose B image in the above basic form, a handover
processing operation is not limited. The handover
processing operation may be processing operation A or
may be processing operation AAA.
[0063] While image processing AA corresponding to
processing operation AA is performed and then, image
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processing B corresponding to processing operation B
is performed as image processing for generating the pur-
pose B image in the above basic form, an order of the
image processing (processing operation) is not limited
thereto.
[0064] Fig. 5 illustrates another example of a flow of
image processing (processing operation) according to
the basic form of the console 20 in this embodiment. In
a case illustrated in Fig. 5, first, the control unit 30 per-
forms image processing corresponding to processing op-
eration B described above on the original image to gen-
erate a first purpose B image. Then, the control unit 30
performs image processing AA according to processing
operation AA handed over from the processing operation
for generating the purpose A image on the first purpose
B image to generate the purpose B image. In a flow of
the image processing performed by the control unit 30 in
this case, for example, step S24 of the image processing
illustrated in Fig. 4 may be interchanged with steps 28 to
S32.
[0065] Thus, in the basic form of this embodiment, the
control unit 30 of the console 20 performs image process-
ing corresponding to the processing operation of the user
on the original image to generate an image for one pur-
pose (in the specific example, the purpose A image). The
control unit 30 hands over the processing operations for
generating the image for one purpose as processing op-
erations for generating the image for the other purpose
(in the specific example, the purpose B image), reflects
the handover processing operation, and performs the im-
age processing. Further, the control unit 30 performs im-
age processing corresponding to the processing opera-
tion performed by the user in order to generate the image
for the other purpose, and generates the image for the
other purpose.
[0066] Next, image processing according to an appli-
cation form of this embodiment will be described. Fig. 6
illustrates an example of a flow of image processing
(processing operation) according to an application form
in the console 20 of this embodiment. Further, Fig. 7 il-
lustrates a flowchart of an example of image processing
executed by the control unit 30 of the console 20 in this
embodiment. In the console 20 of this embodiment, the
control unit 30 executes the image processing program
stored in the ROM to function as each unit of the present
invention and execute the image processing illustrated
in Fig. 7. Here, the "image analysis process" in this em-
bodiment refers to image processing automatically per-
formed by the console 20 (without an instruction from the
user).
[0067] In step S100, the control unit 30 acquires an
original image.
[0068] Then, in step S102, the control unit 30 performs
image analysis process A to generate a first purpose A
image. Then, in step S104, the control unit 30 performs
image analysis process B to generate a first purpose B
image. Image analysis process A and image analysis
process B in this embodiment are predetermined image

analysis processes in order to generate the purpose A
image and the purpose B image from the original image.
Image analysis process A and image analysis process
B are not particularly limited except that image analysis
process A and image analysis process B are determined
depending on purposes. For example, image analysis
process A and image analysis process B may be com-
pletely different type of image processing or may be the
same type (for example, gradation process) of image
processing with different parameters.
[0069] Then, in step S106, the control unit 30 displays
the first purpose A image and the first purpose B image
on the display 34. The console 20 performs display and
causes the user to select an image on which the process-
ing operation is performed.
[0070] Fig. 8 illustrates an example of a display of the
first purpose A image and the first purpose B image. In
the example illustrated in Fig. 5, the first purpose A image
70A, the first purpose B image 70B, a check box 72A for
selecting the first purpose A image, a check box 72B for
selecting the first purpose B image, and an end button
74 are displayed. The user checks any one of the check
box 72A and the check box 72B to select an image on
which a processing operation is to be performed. In Fig.
8, a state in which the check box 72A is checked and the
first purpose A image is selected is illustrated. The se-
lection by the user is completed in a case in which the
end button 74 is button-down by the user.
[0071] While the first purpose A image 70A and the
first purpose B image 70B are displayed in this embodi-
ment, the check box 72A and the check box 72B may be
displayed without displaying of the images.
[0072] In step S108, the control unit 30 receives the
image to be processed (any one of the first purpose A
image 70A and the first purpose B image 70B), which is
selected by the user. In a case in which any one of the
first purpose A image and the second purpose B image
on which the user performs the processing operation is
determined in advance, the processes of steps S106 and
S108 may be omitted.
[0073] Then, in step S110, the control unit 30 displays
the image to be processed on the display 34. In this em-
bodiment, the control unit 30 performs various displays
used for the user to perform a processing operation to-
gether with display of the image to be processed on the
display 34. Hereinafter, a case in which the image to be
processed is the first purpose A image 70A for conven-
ience of description will be described.
[0074] Fig. 10 illustrates an example of the image to
be processed and various displays used for the user to
perform a processing operation in this embodiment. In
the example illustrated in Fig. 10, the first purpose A im-
age 70A, an end button 74, a processing operation se-
lection portion 76, a parameter display portion 78 are
displayed. Further, in the example illustrated in Fig. 10,
icons corresponding to various processing operations
used for the user to select a type of processing operation
are displayed in the processing operation selection por-
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tion 76. Icons for selecting, for example, rotation, move-
ment, enlargement, trimming, and a histogram repre-
senting concentration, luminance, or the like are dis-
played in the processing operation selection portion 76
in the example illustrated in Fig. 10. The user selects the
processing operation from the processing operation se-
lection portion 76 using the operation panel 38, and per-
forms the processing operation on the first purpose A
image 70A. A degree (parameter) of the processing op-
eration performed by the user is displayed in the param-
eter display portion 78. The processing operation per-
formed by the user is not limited to the example illustrated
in Fig. 10.
[0075] The user performs, on the first purpose A image
70A, two types of image processing operations, including
a processing operation for only purpose A, and a process-
ing operation of taking over and reflecting processing in
the purpose B image (first purpose B image 70B). In this
embodiment, in order to distinguish the two types of
processing operations from each other, the processing
operation for only purpose A is referred to as "processing
operation A", and image processing performed by the
console 20 according to processing operation A is re-
ferred to as "image processing A". Further, the process-
ing operation to hand over for the purpose B image is
referred to as "processing operation C", and image
processing performed by the console 20 according to
processing operation C is referred to as "image process-
ing C".
[0076] Then, in step S112, the control unit 30 performs
operation image processing to perform image processing
corresponding to the processing operation of the user. A
flowchart of an example of the operation image process-
ing performed in step S112 is illustrated in Fig. 9.
[0077] In step S200, the control unit 30 determines
whether the processing operation starts. In this embod-
iment, for example, in a case in which the processing
operation is selected in the processing operation selec-
tion portion 76 and any operation is performed on the
first purpose A image 70A, it is determined that the
processing operation has started. A specific example
may include a case in which it is determined that the
processing operation has started in a case in which but-
ton down for a mouse of the operation panel 38 is de-
tected on the first purpose A image 70A. In a case in
which the processing operation has not started, the con-
trol unit 30 becomes a standby state, and in a case in
which the processing operation has started, the control
unit 30 proceeds to step S202.
[0078] In step S202, the control unit 30 starts counting
of at least one of operating time, an amount of operation,
and the number of operations using a counter (not illus-
trated). A measurement rule that defines how to count
one of operating time, an amount of operation, and the
number of operations may be determined for each type
of operation in advance. The measurement rule may set
or selected by the user and is not particularly limited.
[0079] In step S204, the control unit 30 performs image

processing corresponding to the processing operation
on the first purpose A image 70A, and displays the first
purpose A image 70A (image to be processed) subjected
to the image processing on the display 34. That is, the
images corresponding to the processing operations per-
formed by the user are sequentially generated, and se-
quentially displayed in place of first purpose A image 70A
of the display 34 illustrated in Fig. 10.
[0080] Then, in step S206, the control unit 30 deter-
mines whether the processing operation has ended. A
specific example thereof may include a case in which, in
a case in which the control unit 30 receives button-down
of the mouse of the operation panel 38 performed by the
user and detects start of the processing operation, a time
point of button-up is determined to be the end of the
processing operation. In a case in which the processing
operation has not ended, the control unit 30 returns to
step S204 and repeats the processing. On the other
hand, in a case in which the processing operation has
ended, the control unit 30 proceeds step S208 and stops
counting in step S208.
[0081] Then, in step S210, the control unit 30 stores
the type and the count value of the processing operation
in the storage unit of the control unit 30 in association
with each other. In this embodiment, a specific example
may include a case in which the processing operation of
rotating the image has been performed four times as 15°
right rotation (1 second), 10° left rotation (10 seconds),
15° right rotation (5 seconds), and 30° right rotation (0.5
seconds). As processing content, four types including
"15° right rotation for 1 second", "10° left rotation for 10
seconds", "15° right rotation for 5 seconds", and "30°
right rotation for 0.5 seconds" are stored. Further, a spe-
cific example may include a case in which the user per-
forms, as the processing operation, mark addition for 20
seconds, comment addition for 10 seconds, and concen-
tration correction for one hour. As processing content,
three types including "mark addition for 20 seconds",
"comment addition for 10 seconds", and "concentration
correction for 1 hour" are stored.
[0082] Then, in step S212, the control unit 30 deter-
mines whether the processing operation by the user has
ended. In this embodiment, it is determined that the
processing operation has ended in a case in which the
control unit 30 has detected that the end button 74 dis-
played on the display 34 illustrated in Fig. 10 has been
instructed by the user. In a case in which the processing
operation does not end, the control unit 30 returns to step
S200 and repeats the process of steps S200 to S210 for
a new processing operation. On the other hand, in a case
in which the control unit 30 has detected that the end
button 74 has been instructed by the user, the control
unit 30 ends this operation image processing, and pro-
ceeds to step S114 for image processing (see Fig. 7).
[0083] In this embodiment, in a case in which the op-
eration image processing ends, the generation of the pur-
pose A image ends. Accordingly, in step S114, the control
unit 30 displays the purpose A image on the display 34,
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and causes the user to confirm the purpose A image. Fig.
11 illustrates an example of a display of the purpose A
image for confirmation in this embodiment. In the exam-
ple illustrated in Fig. 11, the purpose A image, an end
button 74, and a modification button 75 are displayed.
The control unit 30 of this embodiment detects that the
end button 74 is buttoned down to complete generation
of the purpose A image. Further, although not illustrated
in Fig. 7, in a case in which the control unit 30 detects
that the modification button 75 is buttoned down, the con-
sole 20 in this embodiment performs the process of step
S112 again and performs correction of the purpose A
image.
[0084] In a case in which the control unit 30 detects
that the end button 74 is buttoned down, the control unit
30 proceeds to step S116. In step S116, the control unit
30 stores image information of the purpose A image and
content of the image processing (including the image
analysis process) performed for generation of the pur-
pose A image in the storage unit of the control unit 30 in
association with each other.
[0085] Then, in step S118, the control unit 30 performs
a handover item setting process of setting a handover
processing operation for the first purpose B image 70B
among the processing operations performed on the first
purpose A image 70A. Fig. 12 illustrates a flowchart of
an example of a handover item setting process of this
embodiment.
[0086] In step S300, the control unit 30 sums count
values of the same type of processing operations per-
formed on the first purpose A image 70A image. In this
embodiment, the control unit 30 sums the count values
of the same type of processing operations from among
the processing content stored through the process of step
S116.
[0087] The type of processing operation is determined
in advance, and a definition of the type of processing
operation is stored in the storage unit 64 in advance. The
definition of the type of processing operation may be set
or selected by the user. In the specific example in which
"rotation" is defined as the type of processing operation,
four processing operations of which the type is "rotation"
are stored, and accordingly, count values (here, frequen-
cy) are summed, and 50° right rotation is for 16.5 sec-
onds.
[0088] Then, in step S302, the control unit 30 com-
pares the count value with a threshold value. The control
unit 30 of this embodiment determines that a processing
operation satisfying handover conditions of any one of a
processing operation requiring time, a processing oper-
ation of which the amount of operation is large, and a
processing operation of which the number of operations
is large is a processing operation requiring time and ef-
fort, for each type of processing operations, and hands
over the processing operation as a processing operation
for the first purpose B image 70B.
[0089] In this embodiment, in a specific example, ro-
tation of 10 seconds or more, mark addition of 30 seconds

or more, comment addition of 1 minute or more, and non-
handover of concentration correction are defined as
handover conditions (threshold values) in advance and
stored in the storage unit of the control unit 30. The def-
inition of the handover conditions may be set or selected
by the user.
[0090] In step S302, the control unit 30 compares a
threshold value which is a handover condition with the
count value. Then, in step S304, the control unit 30 sets
the processing operation (for each type) of which the
count value is equal to or greater than the threshold value
as a handover item. In the console 20 of this embodiment,
a setting storage unit that stores settings is provided in
the control unit 30 (not illustrated). By storing the settings
in the setting storage unit, setting of the handover item
is performed. In this embodiment, since the count value
of the rotation is equal to or greater than the threshold
value, and the count values of the other processing op-
erations (mark addition, comment addition, and concen-
tration correction) are smaller than the threshold values,
or there is no handover, only the rotation is set as a
handover item. In the flow of the image processing illus-
trated in Fig. 7, the mark addition, the comment addition,
and the concentration correction correspond to process-
ing operation A, and the rotation corresponds to process-
ing operation C.
[0091] Then, in step S306, the control unit 30 creates
a list of the handover items and displays the list on the
display 34. Figs. 13A to 13D illustrate an example of a
display of the list of the handover items in this embodi-
ment. Display of the list of the handover items may be
performed so that the user confirms the handover items
and the user performs the setting of the handover items,
and is not particularly limited.
[0092] In the handover item list illustrated in Fig. 13A,
a list of types of processing operations performed by the
user is displayed, and the handover item set in step S304
is shown through checking of a check box. The user per-
forms setting of the handover items by unchecking the
checkbox for a processing operation of which the hando-
ver is not required among the checked handover items,
and checking the check box for the processing operation
of which handover is required among the handover items
that have not been checked.
[0093] In the handover item list illustrated in Fig. 13B,
a list of types of processing operations performed by the
user is displayed, and the handover item set in step S304
is shown through checking of a check box. Further, in
the case illustrated in Fig. 13B, a previously set (checked)
handover item cannot be changed by the user. The user
performs setting of the handover item by checking the
check box for the processing operation of which the
handover is required among the handover items that
have not been checked.
[0094] Further, in the handover item list illustrated in
Fig. 13C, only the handover item set in step S304 is dis-
played. The user performs setting of the handover item
by unchecking the check box for the processing operation
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of which the handover is not required among the checked
handover items.
[0095] Further, in the handover item list illustrated in
Fig. 13D, only processing operations which are not the
handover item set in step S304, that is, items of process-
ing operations that are not handed over are displayed.
The user can set the processing operation that is not
handed over in the handover item by checking the check
box.
[0096] Then, in step S308, the control unit 30 deter-
mines whether or not there is a change in the handover
item performed by the user. In this embodiment, since
any one of the displays of the lists of the handover items
illustrated in Figs. 13A to 13D is performed, in a case in
which an instruction to the check box is detected, the
control unit 30 determines that the handover item has
changed. In a case in which the handover item has not
been changed, the control unit 30 ends the handover
item setting process, and proceeds to step S120 of image
processing (see Fig. 7). On the other hand, in a case in
which the handover item has been changed, the control
unit 30 proceeds to step S310.
[0097] In step S310, the control unit 30 changes the
setting stored in the setting storage unit of the control
unit 30 according to the change detected in step S308,
ends this handover item setting process, and proceeds
to step S120 of image processing (see Fig. 7).
[0098] In step S120, the control unit 30, the console
20 reflects the processing operation (handover process)
set in the handover item in the first purpose B image 70B
to generate a second purpose B image. In this embodi-
ment, since the rotation has been handed over, the con-
trol unit 30 rotates the first purpose B image 70B (right
50°) to generate the second purpose B image.
[0099] Then, in step S122, the control unit 30 displays
the second purpose B image on the display 34. Then, in
step S124, the control unit 30 displays the handover item
on the display 34. Fig. 14 illustrates an example of a
display of the second purpose B image and the handover
item.
[0100] Then, in step S126, the control unit 30 deter-
mines whether there is a change in the handover item.
In this embodiment, the handover item can be changed.
For example, in the display illustrated in Fig. 14, in a case
in which there is a processing operation for which no
handover is determined to be good, the user unchecks
the check box of the handover item to change the hando-
ver item. The item of another processing operation
(processing operation A) performed on the first purpose
A image 70A may be displayed and changed so that the
processing operation not set in the handover item is
handed over.
[0101] In a case in which there is no change in the
handover item and button-down of the end button 74 is
detected, the control unit 30 proceeds to step S130. On
the other hand, in a case in which there is a change in
the handover item, the control unit 30 proceeds to step
S128. In step S128, the control unit 30 generates an im-

age according to the change.
[0102] Then, in step S130, the control unit 30 displays
the image to be processed on the display 34. In this step,
the control unit 30 performs various displays used for the
user to perform the processing operation together with
the display of the image to be processed on the display
34, as in step S110. In a specific example of this embod-
iment, in the display illustrated in Fig. 10, a purpose name
is changed to purpose B, and display of the image to be
processed as the second image 79B for purpose B (or
the image generated in step S128) is performed.
[0103] The user performs a processing operation for
the purpose B image according to the display, similar to
the processing operation in the first purpose A image 70A
described above. Then, in step S132, the control unit 30
determines whether there is a processing operation. In
a case in which there is no processing operation, the
control unit 30 becomes a standby state. On the other
hand, in a case in which there is a processing operation,
the control unit 30 proceeds to step S134 and performs
image processing corresponding to the processing op-
eration. In this step, images according to the processing
operations performed by the user are sequentially gen-
erated, and sequentially displayed on the display 34, as
in step S204 of the operation image processing.
[0104] Then, in step S136, the control unit 30 deter-
mines whether the processing operation ends. In this em-
bodiment, in a case in which button-down of the end but-
ton 74 is detected, the control unit 30 determines that the
processing operation ends. In a case in which the
processing operation does not end, the control unit 30
returns to step S132, and repeats the processing oper-
ation. On the other hand, in a case in which the process-
ing operation ends, the control unit 30 proceeds to step
S138.
[0105] In step S138, the control unit 30 displays the
purpose B image on the display 34 and causes the user
to confirm the purpose B image, similar to step S114.
Fig. 15 illustrates an example of a display of the purpose
B image for confirmation in this embodiment. In the ex-
ample illustrated in Fig. 15, the purpose B image, an end
button 74, and a modification button 75 are displayed.
The control unit 30 of this embodiment detects that the
end button 74 is buttoned down to complete generation
of the purpose B image. Further, although not illustrated
in Fig. 7, in a case in which the control unit 30 of this
embodiment has detected that the modification button
75 is buttoned down, the control unit 30 performs the
process of steps S132 to S136 again and performs cor-
rection of the purpose B image.
[0106] Then, in step S140, the control unit 30 stores
image information of the purpose B image and content
of the image processing (including the image analysis
process) performed for generation of the purpose B im-
age in the storage unit of the control unit 30 in association
with each other, and then, ends the image processing.
In a case in which respective output destinations of the
purpose A image and the purpose B image generated
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through the image processing are determined in advance
or designated by the user, the purpose A image and the
purpose B image may be output to the respective desti-
nations (for example, the radiographic image processing
device 50 or the radiographic image interpretation device
52 of the PACS 22).

[Second Embodiment]

[0107] Since a radiographic image capturing system
10, a console 20, and a PACS 22 in this embodiment
have substantially the same configuration and operation
as the radiographic image capturing system 10, the con-
sole 20, and the PACS 22 of the first embodiment, de-
tailed description of the same units is omitted.
[0108] Since the configurations of the radiographic im-
age capturing system 10, the console 20, and the PACS
22 are the same as those in the first embodiment, de-
scription thereof is omitted in this embodiment.
[0109] In the console 20 of this embodiment, a timing
at which the processing operation set as the handover
item is reflected in another image (an image on which
the user has not performed a processing operation) is
different from that in the application form of the first em-
bodiment.
[0110] Fig. 16 illustrates an example of a flow of image
processing (processing operation) in the control unit 30
of the console 20 in this embodiment. A case in which
the processing operation performed on the purpose A
image (first purpose A image) by the user is handed over
for the purpose B image for convenience of description
in this embodiment will be described.
[0111] In this embodiment, as illustrated in Fig. 16, the
image processing (processing operation) for generating
the purpose A image is the same as that in the application
form of the first embodiment (see Fig. 6). Meanwhile, in
the image processing (processing operation) for gener-
ating the purpose B image, the console 20 performs im-
age analysis process B on the original image to generate
the first purpose B image, and then, processing operation
B (processing operation performed for generation of the
purpose B image and not performed for generation of the
purpose A image) is performed by the user and the sec-
ond purpose B image is generated. The console 20 re-
flects processing operation C which is a processing op-
eration which has been handed over in the second pur-
pose B image to generate the purpose B image.
[0112] Fig. 17 illustrates a flowchart of an example of
image processing executed by the control unit 30 of the
console 20 in this embodiment. In the image processing
of this embodiment, since timings of processing opera-
tion B and processing operation C are interchanged with
those in the application form of the first embodiment, a
process corresponding to steps S120 to S128 of image
processing (see Fig. 7) according to the application form
of the first embodiment is performed between step S136
and step S138, as illustrated in Fig. 17.
[0113] The control unit 30 of this embodiment com-

pletes the generation of the purpose A image and sets
the handover item in the same manner as the application
form of the first embodiment from steps S100 to step
S118.
[0114] The control unit 30 of this embodiment proceeds
to step S130 subsequent to step S118. The control unit
30 of this embodiment performs image processing B cor-
responding to processing operation B of the user to gen-
erate the second purpose B image in the same manner
as the application form of the first embodiment from step
S130 to step S136.
[0115] A process of each of subsequent steps S137-1
to S137-5 corresponds to each of steps S120 to S128 of
image processing according to the application form of
the first embodiment. That is, through each of processes
of steps S137-1 to S137-3, the control unit 30 of this
embodiment reflects processing operation C which is
handover processing in the image subjected to image
processing B corresponding to processing operation B
to generate the purpose B image, and displays the
handover item on the display 34 together with the pur-
pose B image.
[0116] Further, in steps S137-4 and S137-5, the control
unit 30 determines whether there is a change in the
handover item. In a case in which there is no change in
the handover item, the control unit 30 proceeds to step
S138 since the generation of the purpose B image is
completed. On the other hand, in a case in which there
is a change in the handover item, the control unit 30 pro-
ceeds to step S138 since the generation of the purpose
B image is completed by generating an image according
to the change.
[0117] Next steps S138 and S140 are the same as
those in the application form of the first embodiment. In
step S138, the control unit 30 displays the purpose B
image on the display 34 and causes the user to confirm
the purpose B image. In step S140, the control unit 30
stores image information of the purpose B image and
content of the image processing (including the image
analysis process) performed for generation of the pur-
pose B image in the storage unit of the control unit 30 in
association with each other, and then, ends the image
processing.

[Third Embodiment]

[0118] Since a radiographic image capturing system
10, a console 20, and a PACS 22 in this embodiment
have substantially the same configuration and operation
as the radiographic image capturing system 10, the con-
sole 20, and the PACS 22 of each embodiment, detailed
description of the same units is omitted.
[0119] Since the configurations of the radiographic im-
age capturing system 10, the console 20, and the PACS
22 are the same as those in the first embodiment, de-
scription thereof is omitted in this embodiment.
[0120] In the console 20 of this embodiment, an image
on which the user performs a processing operation in-
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cluding the processing operation which is the handover
processing is determined in advance, and a timing at
which an image analysis process is performed on the
image on which the user has not performed the process-
ing operation differs from that in an application form of
the first embodiment of the present invention.
[0121] Fig. 18 illustrates an example of a flow of image
processing (processing operation) in the control unit 30
of the console 20 in this embodiment. A case in which
the processing operation performed on the purpose A
image (first purpose A image) by the user is handed over
for the purpose B image for convenience of description
in this embodiment will be described.
[0122] In this embodiment, as illustrated in Fig. 18, the
image processing (processing operation) for generating
the purpose A image is the same as in the application
form of the first embodiment (see Fig. 7). Meanwhile, in
the image processing (processing operation) for gener-
ating the purpose B image, the control unit 30 of the con-
sole 20 reflects processing operation C which is a
processing operation handed over for the original image
to generate the first purpose B image. Image analysis
process B is performed on the first purpose B image such
that the second purpose B image is generated, and then,
processing operation B is performed by the user such
that the purpose B image is generated.
[0123] Fig. 19 illustrates a flowchart of an example of
image processing executed by the control unit 30 of the
console 20 in this embodiment. Since the image process-
ing of this embodiment is determined to perform process-
ing operations including a processing operation that is
handover processing on the purpose A image (first pur-
pose A image) in advance, the processes of steps S106
and S108 in the image processing (see Fig. 7) according
to the application form of the first embodiment are not
provided as illustrated in Fig. 19. Further, since the image
processing of this embodiment is different from that in
the application form of the first embodiment in the timing
of image analysis process B, processing corresponding
to step S104 of image processing (see Fig. 7) of the first
embodiment is performed between step S120 and step
S122, as illustrated in Fig. 19.
[0124] The control unit 30 of this embodiment com-
pletes the generation of the purpose A image in the same
manner as the application form of the first embodiment
from step S100 to step S118 except that the control unit
30 proceeds to step S110 after step S102, and performs
setting of the handover item.
[0125] The control unit 30 of this embodiment reflects
processing operation C which is handover processing in
the original image to generate a first purpose B image in
step S120 subsequent to step S118.
[0126] Next step S121 corresponds to step S104 of
the application form of the first embodiment. In step S121,
the control unit 30 performs image analysis process B
on the first purpose B image to generate a second pur-
pose B image.
[0127] A process of each of next steps S122 to S140

is the same as that in the application form of the first
embodiment. The control unit 30 confirms the handover
item, performs image processing corresponding to
processing operation B of the user to generate a purpose
B image, and then, ends the image processing.
[0128] The timing of performing image analysis proc-
ess B (step S121) is not limited to this embodiment and
may be performed before step S130. While image anal-
ysis process B is performed, and then, the image
processing corresponding to processing operation B is
performed in the image processing of this embodiment,
the order may be reversed such that the image process-
ing corresponding to processing operation B is per-
formed, and then, image analysis process B is per-
formed.

[Fourth Embodiment]

[0129] Since a radiographic image capturing system
10, a console 20, and a PACS 22 in this embodiment
have substantially the same configuration and operation
as the radiographic image capturing system 10, the con-
sole 20, and the PACS 22 of each embodiment, detailed
description of the same units is omitted.
[0130] Since the configurations of the radiographic im-
age capturing system 10, the console 20, and the PACS
22 are the same as those in the first embodiment, de-
scription thereof is omitted in this embodiment.
[0131] In the console 20 of this embodiment, the tim-
ings of processing operation B (image processing B) and
image analysis process B is interchanged with those in
the application form of the first embodiment.
[0132] Fig. 20 illustrates an example of a flow of image
processing (processing operation) in the control unit 30
of the console 20 in this embodiment. A case in which
the processing operation performed on the purpose A
image (first purpose A image) by the user is handed over
for the purpose B image for convenience of description
in this embodiment will be described.
[0133] In this embodiment, as illustrated in Fig. 20, the
image processing (processing operation) for generating
the purpose A image is the same as in the application
form of the first embodiment (see Fig. 7). Meanwhile, in
the image processing (processing operation) for gener-
ating the purpose B image, processing operation B is
performed on the original image by the user and the first
purpose B image is generated. The control unit 30 reflects
processing operation C which is a handover processing
operation in the first purpose B image to generate the
second purpose B image. Further, the control unit 30
performs image analysis process B on the second pur-
pose B image to generate the purpose B image.
[0134] Fig. 21 illustrates a flowchart of an example of
image processing executed by the control unit 30 of the
console 20 in this embodiment. In the image processing
of this embodiment, since the timings of image analysis
process B and processing operation B are interchanged
with those in the application form of the first embodiment,
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a process corresponding to steps S120 to S128 of image
processing (see Fig. 7) according to the application form
of the first embodiment is performed between step S136
and step S138, as illustrated in Fig. 21. Further, the proc-
ess corresponding to step S104 is executed before step
S138.
[0135] Further, the image processing of this embodi-
ment is determined to perform processing operations in-
cluding a processing operation which is the handover
processing on the purpose A image (first purpose A im-
age) in advance, similar to the third embodiment. There-
fore, as illustrated in Fig. 20, the processes of steps S106
and S108 of the image processing (see Fig. 7) according
to the application form of the first embodiment are not
provided.
[0136] The control unit 30 of this embodiment com-
pletes the generation of the purpose A image in the same
manner as the application form of the first embodiment
from step S100 to step S118 except that the control unit
30 proceeds to step S110 after step S102, and performs
setting of the handover item.
[0137] The control unit 30 of this embodiment proceeds
to step S130 subsequent to step S118. The control unit
30 of this embodiment performs image processing B cor-
responding to processing operation B of the user to gen-
erate the second purpose B image in the same manner
as the application form of the first embodiment from step
S130 to step S136.
[0138] A process of each of subsequent steps S137-1
to S137-5 is the same as the process of each of steps
S137-1 to S137-5 of the image processing in the second
embodiment.
[0139] The control unit 30 reflects processing opera-
tion C which is handover processing in the image on
which image processing B corresponding to processing
operation B has been performed, to generate a second
purpose B image, and displays the handover item on the
display 34 together with the second purpose B image.
Further, the control unit 30 determines whether there is
a change in the handover item, proceeds to step S137-6
in a case in which there is no change in the handover
item, and generates an image according to the change
and proceeds to step S137-6 in a case in which there is
a change in the handover item.
[0140] Step S137-6 corresponds to step S104 of the
application form of the first embodiment. In step S137-6,
the control unit 30 performs image analysis process B
on the second purpose B image to generate a purpose
B image.
[0141] Next steps S138 and S140 are the same as
those in the application form of the first embodiment. In
step S138, the control unit 30 displays the purpose B
image on the display 34 and causes the user to confirm
the purpose B image. In step S140, the control unit 30
stores image information of the purpose B image and
content of the image processing (including the image
analysis process) performed for generation of the pur-
pose B image in the storage unit of the control unit 30 in

association with each other, and then, ends the image
processing.

[Fifth Embodiment]

[0142] Since a radiographic image capturing system
10, a console 20, and a PACS 22 in this embodiment
have substantially the same configuration and operation
as the radiographic image capturing system 10, the con-
sole 20, and the PACS 22 of each embodiment, detailed
description of the same units is omitted.
[0143] Since the configurations of the radiographic im-
age capturing system 10, the console 20, and the PACS
22 are the same as those in the first embodiment, de-
scription thereof is omitted in this embodiment.
[0144] In the control unit 30 of the console 20 in this
embodiment, timings of image analysis process B and
processing operation B (image processing B) are inter-
changed with those in the fourth embodiment.
[0145] Fig. 22 illustrates an example of a flow of image
processing (processing operation) in the control unit 30
of the console 20 in this embodiment. A case in which
the processing operation performed on the purpose A
image (first purpose A image) by the user is handed over
for the purpose B image for convenience of description
will be described in this embodiment.
[0146] In this embodiment, as illustrated in Fig. 22, the
image processing (processing operation) for generating
the purpose A image is the same as that in the fourth
embodiment (see Fig. 20). Meanwhile, in the image
processing (processing operation) for generating the pur-
pose B image, processing operation B is performed on
the original image by the user, and the first purpose B
image is generated. Then, the control unit 30 performs
image analysis process B on the first purpose B image
to generate a second purpose B image. Further, the con-
trol unit 30 reflects processing operation C which is the
handover processing operation in the second purpose B
image to generate the purpose B image.
[0147] Fig. 23 illustrates a flowchart of an example of
image processing executed by the control unit 30 of the
console 20 in this embodiment. In the image processing
of this embodiment, since timings of image analysis proc-
ess B and processing operation C are interchanged with
those in the fourth embodiment, a process corresponding
to step S137-6 of the image processing (see Fig. 21) of
the fourth embodiment is performed before step S137-1,
as illustrated in Fig. 23.
[0148] The control unit 30 of this embodiment com-
pletes the generation of the purpose A image in the same
manner as in the fourth embodiment, performs setting of
the handover item, and performs image processing cor-
responding to processing operation B to generate the
first purpose B image from step S100 to step S136.
[0149] The control unit 30 of this embodiment proceeds
to step S137-0 subsequent to step S136. In step S137-0,
the control unit 30 performs image analysis process B
on the first purpose B image to generate a second pur-
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pose B image.
[0150] A process of each of subsequent steps S137-1
to S137-5 is the same as the process of each of steps
S137-1 to S137-5 of the image processing in the fourth
embodiment.
[0151] The control unit 30 reflects processing opera-
tion C which is handover processing in the second pur-
pose B image to generate the purpose B image, and dis-
plays the handover item on the display 34 together with
the purpose B image. Further, the control unit 30 deter-
mines whether there is a change in the handover item,
proceeds to step S138 in a case in which there is no
change in the handover item, and generates an image
according to the change and proceeds to step S138 in a
case in which there is a change in the handover item.
[0152] Next steps S138 and S140 are also the same
as those in the fourth embodiment. In step S138, the
control unit 30 displays the purpose B image on the dis-
play 34 and causes the user to confirm the purpose B
image. In step S140, the control unit 30 stores image
information of the purpose B image and content of the
image processing (including the image analysis process)
performed for generation of the purpose B image in the
storage unit of the control unit 30 in association with each
other, and then, ends the image processing.
[0153] As described above, in the basic form of the
present invention, the control unit 30 of the console 20
performs image processing corresponding to the
processing operation of the user on the original image to
generate image for one purpose (in the specific example,
the purpose A image). The control unit 30 hands over
processing operations for generating the image for one
purpose as processing operations for generating the im-
age for the other purpose (in the specific example, the
purpose B image), reflects the handover processing op-
eration, and performs the image processing. Further, the
control unit 30 performs image processing corresponding
to the processing operation performed by the user to gen-
erate the image for the other purpose, and generates the
image for the other purpose.
[0154] Further, as described above, the control unit 30
of the console 20 in each embodiment acquires an orig-
inal image of the radiographic image obtained from the
radiographic image capturing device 12. The control unit
30 performs predetermined image analysis process A to
generate the purpose A image, and performs image anal-
ysis process B to generate a purpose B image different
from purpose A. The control unit 30 detects the process-
ing operation performed on the purpose A image by the
user, performs image processing corresponding to the
processing operation to generate the purpose A image,
and sets the corresponding processing operation in the
definition of the predetermined handover conditions as
a handover processing. The control unit 30 reflects the
handover processing in the purpose B image. Further,
the control unit 30 detects the processing operation per-
formed on the purpose B image by the user and performs
image processing according to the processing operation

to generate a purpose B image.
[0155] Since the control unit 30 of the console 20 in
each embodiment generates plural images having differ-
ent purposes from one original image, it is possible to
achieve reduction of an amount of exposure of the subject
18 and reduction of restraint time. Further, according to
each embodiment, it is possible to achieve suppression
of degradation of a bulb which is a radiation irradiation
source of the radiation irradiation device 16 or reduction
of imaging work of the radiological technician.
[0156] Further, since the control unit 30 of the console
20 of each embodiment can hand over the processing
operation performed on the image for one purpose by
the user, for the image for the other purpose, it is possible
to reduce time and effort required for the processing op-
eration image by image, and reduce a load of the
processing operation of a user. According to each em-
bodiment, since the same processing operation is hand-
ed over, a processing operation similarly performed on
the images for both purposes do not require fine adjust-
ment, and accordingly, the load of processing operation
is reduced.
[0157] Further, since the control unit 30 of the console
20 in this embodiment automatically determines a
processing operation requiring time and effort and sets
the processing operation as the handover processing, a
processing load of the user is reduced.
[0158] Further, since the control unit 30 of the console
20 in this embodiment displays the list of the handover
items and the setting of the handover item is performed
by the user, only a processing operation desired by the
user can be set as the handover processing. Accordingly,
according to each embodiment, setting of the processing
operation not desired by the user as the handover
processing is suppressed, and re-generation of the
processing operation is suppressed.
[0159] Further, since the control unit 30 of the console
20 of each embodiment can define the type of processing
operation and set the processing operation as the hando-
ver processing for each type, selection of the processing
operation is easily performed when the user performs a
setting of the processing operation. Further, an image
processing load of the control unit 30 of the console 20
is reduced.
[0160] The case in which image for one purpose (pur-
pose A image) is generated, and then, the image for the
other purpose (purpose B image) is generated has been
described, but the present invention is not limited.
[0161] For example, the control unit 30 may switch the
processing operation to the other image according to, for
example, an instruction of the user during generation
(processing operation) of one image, and perform the
processing operation on the other switched image, or
may switch the display and the processing operations of
both images to each other and perform the display and
the processing operations. In this case, in a case in which
a predetermined handover processing or a processing
operation instructed as the handover processing by the
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user has been performed on the one image, the control
unit 30 may reflect the predetermined handover process-
ing or the processing operation in the other image. In a
case in which both of the images are switched to each
other and the display and the processing operations are
performed as above, image processing for each image
may be stored in association with both of the images or
the original image and the image processing for each
image may be stored in association with each other.
[0162] Further, for example, in a case in which the con-
trol unit 30 has simultaneously displayed both of the im-
ages and has performed the predetermined handover
processing or the processing operation instructed as the
handover processing by the user on any one of the image,
the control unit 30 may reflect the predetermined hando-
ver processing or the processing operation in the other
image and display the image.
[0163] While the case in which the control unit 30 of
the console 20 performs the image processing has been
described in each embodiment, another device may per-
form all or some of the image processing. For example,
the radiographic image processing device 50 of the
PACS 22 may perform the image processing.
[0164] Further, in each embodiment, the image infor-
mation of the purpose A image and the content of the
image processing (including the image analysis process)
performed for generation of the purpose A image are
stored in association with each other, and the image in-
formation of the purpose B image and the content of the
image processing (including the image analysis process)
performed for generation of the purpose B image are
stored in association with each other. In addition thereto,
the image information and the content may be stored in
association with the original image. Further, the image
information of the purpose A image and the image infor-
mation of the purpose B image may not be stored, and
the original image, the image processing (including the
image analysis process) performed for generation of the
purpose A image, and the image processing (including
the image analysis process) performed for generation of
the purpose B image may be stored in association with
each other.
[0165] Further, while the case in which the image
processing program is stored in the control unit 30 in
advance has been described in each embodiment, the
image processing program may be acquired from a re-
cording medium such as a compact disk read only mem-
ory (CD-ROM) or a universal serial bus (USB) memory,
an external device, or the like and stored.
[0166] Further, while the case in which two types of
images are generated as plural images having different
purposes has been described in each embodiment, three
or more images may be generated.
[0167] Further, in this embodiment, the radiation of the
present invention is not particularly limited, and X-rays,
γ-rays, or the like can be applied.
[0168] Further, it is understood that configurations, op-
erations, and the like of the radiographic image capturing

system 10, the console 20, and the PACS 22 described
in each embodiment are examples.

Claims

1. An image processing device that generates a plural-
ity of different images subjected to different image
processing from an original image which is a radio-
graphic image, the image processing device com-
prising:

a first generation unit that receives one or more
items of processing operations for the original
image and performs first image processing cor-
responding to the received items on the original
image to generate a first image;
a second generation unit that reflects process-
ing operations indicated in handover items se-
lected from among the received items of
processing operations in the original image, the
handover items being items of processing oper-
ations set by a user to generate a second image,
and then,

i) performs second image processing differ-
ent from the first image processing to gen-
erate the second image, or
ii) performs the second image processing
on the original image, and then, reflects the
processing operations indicated in the
handover items to generate the second im-
age, and further comprising an operation
detection unit that detects at least one of
operating time, the amount of operation,
and the number of operations in which the
processing operation is performed for each
processing operation,
wherein the second generation unit selects,
as the handover items, only a processing
operation for which at least one of the op-
erating time, the amount of operation, and
the number of operations detected by the
operation detection unit is equal to or great-
er than a predetermined threshold value.

2. The image processing device according to claim 1,
further comprising:

a display control unit that displays the handover
items on a display unit,
wherein the second generation unit includes an
instruction reception unit that receives an in-
struction performed according to information in-
dicated in handover items displayed on the dis-
play unit by the display control unit, and reflects
the processing operations reflected by the
handover items according to the instruction re-
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ceived by the instruction reception unit in a
handover destination.

3. The image processing device according to claim 2,
wherein the display control unit displays only the
processing operation selected by the handover
items by the second generation unit among the
processing operations on the display unit.

4. The image processing device according to claim 2,
wherein the display control unit displays, on the dis-
play unit, a display to set the processing operation
not selected by the second generation unit among
the processing operations.

5. The image processing device according to claim 1,
wherein in a case in which there are a plurality of
types of processing operations, the operation detec-
tion unit sums at least one of the detected operation
time, the detected amount of operation, and the de-
tected number of operations for each type.

6. An image processing system comprising:

the image processing device according to any
one of claims 1 to 5;
a display unit that displays an image subjected
to image processing by the image processing
device; and
an operation unit that performs a processing op-
eration for the image processing device.

7. An image processing program for causing a compu-
ter to function as each unit of the image processing
device according to any one of claims 1 to 5.

8. An image processing method of an image process-
ing device that generates a plurality of different im-
ages subjected to different image processing from
an original image which is a radiographic image, the
image processing method comprising:

causing a first generation unit to receive one or
more items of processing operations for the orig-
inal image and perform first image processing
corresponding to the received items on the orig-
inal image to generate a first image;
causing a second generation unit to reflect
processing operations indicated in handover
items selected from among the received items
of processing operations in the original image,
the handover items being items of processing
operations set by a user to generate a second
image, and then,

i) to perform second image processing dif-
ferent from the first image processing to
generate the second image, or

ii) to perform the second image processing
on the original image, and then, to reflect
the processing operations indicated in the
handover items to generate the second im-
age further comprising detecting at least
one of operation time, the amount of oper-
ation, and the number of operations in which
the processing operation is performed for
each processing operation,
wherein the second generation unit selects,
as the handover items, only a processing
operation for which at least one of the op-
erating time, the amount of operation, and
the number of operations detected is equal
to or greater than a predetermined thresh-
old value.

Patentansprüche

1. Bildverarbeitungsvorrichtung, die mehrere unter-
schiedliche Bilder erzeugt, die ausgehend von ei-
nem Röntgenbild als Originalbild unterschiedlicher
Bildverarbeitung unterzogen sind, umfassend:

eine erste Erzeugungseinheit, die ein oder meh-
rere Arten von Verarbeitungsoperationen für
das Originalbild empfängt und eine erste Bild-
verarbeitung entsprechend den empfangenen
Arten an dem Originalbild ausführt, um ein ers-
tes Bild zu erzeugen;
eine zweite Erzeugungseinheit, die Verarbei-
tungsoperationen wiederspiegelt, die in Hando-
ver-Arten ausgewählt aus den empfangenen Ar-
ten von Verarbeitungsoperationen in dem Ori-
ginalbild angegeben sind, wobei die Handover-
Arten solchen Arten von Verarbeitungsoperati-
onen sind, die von einem Benutzer zum Erzeu-
gen eines zweiten Bilds eingestellt werden, und
die anschließend

i) eine zweite Bildverarbeitung verschieden
von der ersten Bildverarbeitung ausführt,
um das zweite Bild zu erzeugen, oder
ii) die zweite Bildverarbeitung an dem Ori-
ginalbild ausführt, um anschließend die
Verarbeitungsoperationen wiederzuspie-
geln, die in den Handover-Arten angegeben
sind, um das zweite Bild zu erzeugen, und
weiterhin umfassend:

eine Operationsdetektoreinheit, die ei-
ne Größe von der Operationszeit, dem
Operationsumfang und der Anzahl von
Operationen für jede Verarbeitungso-
peration nachweist, bei der die Verar-
beitungsoperation ausgeführt wird,
wobei die zweite Erzeugungseinheit
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als Handover-Arten nur eine Verarbei-
tungsoperation auswählt, für die die
Operationszeit, der Operationsumfang
und/oder die Anzahl von Operationen,
wie sie von der Operationsdetektorein-
heit nachgewiesen wurden, gleich oder
größer als ein vorbestimmter Schwel-
lenwert ist.

2. Bildverarbeitungsvorrichtung nach Anspruch 1, wei-
terhin umfassend:

eine Anzeigesteuereinheit, die die Handover-
Arten auf einer Anzeigeeinheit zur Anzeige
bringt,
wobei die zweite Erzeugungseinheit eine Be-
fehlsempfangseinheit enthält, die einen Befehl
empfängt, der nach Maßgabe von Information
ausgeführt wird, die in den auf der Anzeigeein-
heit durch die Anzeigesteuereinheit angezeig-
ten Handover-Arten angegeben ist, und die Ver-
arbeitungsoperationen wiederspiegelt, die von
den Handover-Arten gemäß dem von der Be-
fehlsempfangseinheit in einem Handover-Ziel
empfangen werden.

3. Bildverarbeitungsvorrichtung nach Anspruch 2,
bei der die Anzeigesteuereinheit nur die Verarbei-
tungsoperation zur Anzeige bringt, die durch die
Handover-Arten von der zweiten Erzeugungseinheit
von den Verarbeitungsoperationen auf der Anzeige-
einheit ausgewählt sind.

4. Bildverarbeitungsvorrichtung nach Anspruch 2,
bei der die Anzeigesteuereinheit auf der Anzeige-
einheit eine Anzeige zur Anzeige bringt, um die von
der zweiten Erzeugungseinheit unter den Verarbei-
tungsoperationen nicht ausgewählte Verarbeitungs-
operation einzustellen.

5. Bildverarbeitungsvorrichtung nach Anspruch 1,
bei der für den Fall, dass es mehrere Typen von Ver-
arbeitungsoperationen gibt, die Operationsdetektor-
einheit mindestens eine Größe von der nachgewie-
senen Operationszeit, dem nachgewiesenen Ope-
rationsumfang und der nachgewiesenen Anzahl von
Operationen für jeden Typ summiert.

6. Bildverarbeitungssystem, umfassend:

die Bildverarbeitungsvorrichtung nach einem
der Ansprüche 1 bis 5;
eine Anzeigeeinheit, die ein Bild anzeigt, wel-
ches der Bildverarbeitung durch die Bildverar-
beitungsvorrichtung unterzogen wurde; und
eine Operationseinheit, die eine Verarbeitungs-
operation für die Bildverarbeitungsvorrichtung
ausführt.

7. Bildverarbeitungsprogramm zum Veranlassen eines
Computers, als die jeweilige Einheit der Bildverar-
beitungsvorrichtung gemäß einem der Ansprüche 1
bis 5 zu fungieren.

8. Bildverarbeitungsverfahren für eine Bildverarbei-
tungsvorrichtung, die mehrere unterschiedliche Bil-
der erzeugt, die ausgehend von einem Röntgenbild
als Originalbild unterschiedlicher Bildverarbeitung
unterzogen werden, umfassend:

Veranlassen einer ersten Erzeugungseinheit,
eine oder mehrere Arten von Verarbeitungso-
perationen für das Originalbild zu empfangen
und eine erste Bildverarbeitung an dem Origi-
nalbild entsprechend den empfangenen Arten
auszuführen, um ein erstes Bild zu erzeugen;
Veranlassen einer zweiten Erzeugungseinheit,
Verarbeitungsoperationen wiederzuspiegeln,
die in Handover-Arten angegeben sind, ausge-
wählt aus den empfangenen Arten von Verar-
beitungsoperationen in dem Originalbild, wobei
die Handover-Arten solche Arten von Verarbei-
tungsoperationen sind, die von einem Benutzer
eingestellt werden, um ein zweites Bild zu er-
zeugen, um anschließend

i) eine zweite Bildverarbeitung verschieden
von der ersten Bildverarbeitung auszufüh-
ren, um das zweite Bild zu erzeugen, oder
ii) die zweite Bildverarbeitung an dem Ori-
ginalbild auszuführen und anschließend die
in den Handover-Arten angegebenen Ver-
arbeitungsoperationen wiederzuspiegeln,
um das zweite Bild zu erzeugen, weiterhin
umfassend:

das Nachweisen mindestens einer
Größe von der Operationszeit, dem
Operationsumfang und der Anzahl von
Operationen, mit denen die Verarbei-
tungsoperation für jede Verarbeitungs-
operation ausgeführt wird,
wobei die zweite Erzeugungseinheit
als Handover-Arten nur eine Verarbei-
tungsoperation auswählt, für die die
nachgewiesene Operationszeit, der
nachgewiesene Operationsumfang
und/oder die nachgewiesene Anzahl
von Operationen gleich oder größer als
ein vorbestimmter Schwellenwert ist.

Revendications

1. Dispositif de traitement d’images, lequel génère une
pluralité d’images différentes soumises à un traite-
ment d’images différent à partir d’une image origi-
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nale, laquelle est une image radiographique, le dis-
positif de traitement d’images comprenant :

une première unité de génération, laquelle reçoit
un ou plusieurs éléments parmi des opérations
de traitement pour l’image originale, et réalise
un premier traitement d’images correspondant
aux éléments reçus sur l’image originale pour
générer une première image ;
une seconde unité de génération, laquelle reflè-
te des opérations de traitement indiquées dans
des éléments de transfert sélectionnés parmi les
éléments reçus d’opérations de traitement dans
l’image originale, les éléments de transfert étant
des éléments d’opérations de traitement réglés
par un utilisateur pour générer une seconde ima-
ge, puis

i) réalise un second traitement d’images dif-
férent du premier traitement d’images pour
générer la seconde image, ou
ii) réalise le second traitement d’images sur
l’image originale, puis reflète les opérations
de traitement indiquées dans les éléments
de transfert sélectionnés pour générer la
seconde image, et comprenant en outre

une unité de détection d’opération, laquelle dé-
tecte au moins un aspect parmi le temps d’opé-
ration, la quantité d’opération, et le nombre
d’opérations où l’opération de traitement est
réalisée pour chaque opération de traitement,
dans lequel la seconde unité de génération sé-
lectionne, comme éléments de transfert, uni-
quement une opération de traitement pour la-
quelle au moins un aspect détecté parmi le
temps d’opération, la quantité d’opération, et le
nombre d’opérations est supérieur ou égal à une
valeur seuil prédéterminée.

2. Dispositif de traitement d’images selon la revendi-
cation 1, comprenant en outre :

une unité de commande d’affichage, laquelle af-
fiche les éléments de transfert sur une unité d’af-
fichage,
dans lequel la seconde unité de génération in-
clut une unité de réception d’instruction, laquelle
reçoit une instruction réalisée conformément
aux informations indiquées dans des éléments
de transfert affichés sur l’unité d’affichage par
l’unité de commande d’affichage, et reflète les
opérations de traitement reflétées par les élé-
ments de transfert conformément à l’instruction
reçue par l’unité de réception d’instruction dans
une destination de transfert.

3. Dispositif de traitement d’images selon la revendi-

cation 2,
dans lequel l’unité de commande d’affichage affiche
uniquement l’opération de traitement sélectionnée
par les éléments de transfert par la seconde unité
de génération parmi les opérations de traitement sur
l’unité d’affichage.

4. Dispositif de traitement d’images selon la revendi-
cation 2,
dans lequel l’unité de commande d’affichage affiche,
sur l’unité d’affichage, un affichage pour régler l’opé-
ration de traitement non sélectionnée par la seconde
unité de génération parmi les opérations de traite-
ment.

5. Dispositif de traitement d’images selon la revendi-
cation 1,
dans lequel dans un cas où il existe une pluralité de
types d’opérations de traitement, l’unité de détection
d’opération fait la somme d’au moins un aspect par-
mi le temps d’opération détecté, la quantité d’opé-
ration détectée, et le nombre d’opérations détecté
pour chaque type.

6. Système de traitement d’images, comprenant :

le dispositif de traitement d’images selon l’une
quelconque des revendications 1 à 5,
une unité d’affichage, laquelle affiche une image
soumise au traitement d’images par le dispositif
de traitement d’images, et
une unité opérationnelle, laquelle réalise une
opération de traitement pour le dispositif de trai-
tement d’images.

7. Programme de traitement d’images destiné à faire
en sorte qu’un ordinateur fonctionne comme chaque
unité du dispositif de traitement d’images selon l’une
quelconque des revendications 1 à 5.

8. Procédé de traitement d’images d’un dispositif de
traitement d’images, lequel génère une pluralité
d’images différentes soumises à un traitement
d’images différent à partir d’une image originale, la-
quelle est une image radiographique, le procédé de
traitement d’images, comprenant les étapes consis-
tant à :

faire en sorte qu’une première unité de généra-
tion reçoive un ou plusieurs éléments parmi des
opérations de traitement pour l’image originale,
et réalise un premier traitement d’images cor-
respondant aux éléments reçus sur l’image ori-
ginale pour générer une première image ;
faire en sorte qu’une seconde unité de généra-
tion reflète des opérations de traitement indi-
quées dans des éléments de transfert sélection-
nés parmi les éléments reçus d’opérations de
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traitement dans l’image originale, les éléments
de transfert étant des éléments d’opérations de
traitement réglés par un utilisateur pour générer
une seconde image, puis

i) réaliser un second traitement d’images
différent du premier traitement d’images
pour générer la seconde image, ou
ii) réaliser le second traitement d’images sur
l’image originale, puis refléter les opéra-
tions de traitement indiquées dans les élé-
ments de transfert pour générer la seconde
image, et comprenant en outre l’étape
pour :

détecter au moins un aspect parmi le
temps d’opération, la quantité d’opéra-
tion, et le nombre d’opérations où l’opé-
ration de traitement est réalisée pour
chaque opération de traitement,
dans lequel la seconde unité de géné-
ration sélectionne, comme éléments de
transfert, uniquement une opération de
traitement pour laquelle au moins un
aspect détecté, parmi le temps d’opé-
ration, la quantité d’opération, et le
nombre d’opérations, est supérieur ou
égal à une valeur seuil prédéterminée.
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