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Description

BACKGROUND

[0001] Floatation therapy is a medical treatment using
sensory deprivation within a floatation tank or float room.
Years of well-documented tests show that floatation tank
therapy not only has an immediate effect on pain relief
and elimination of stress, it also promotes ’whole-brain’
thinking. Many athletes, writers, and artists have experi-
enced enormous benefits from floatation therapy utilizing
floatation tanks.
[0002] Known therapeutic float tents are described in
US 4 000 749 A and DE 200 14 497 U1.
[0003] There remains a need in the art for improved
float tank or float tank-like systems.

SUMMARY

[0004] In one embodiment, a float tent can include: a
frame having a pool frame portion with a tent frame por-
tion thereof over the pool frame portion; a tent having the
tent frame portion, the tent having a closable opening;
and a pool having the pool frame portion, the pool having
pool sides dimensioned to hold at least 20cm (8 inches)
of water and having a pool base dimension sufficient for
a person to lay in the pool without touching pool sides.
In one aspect, the tent can include tent walls having an
angle that inhibits condensation drip, the angle being with
respect to the pool base. In one aspect, the angle is at
least 4.5 degrees. In one aspect, the tent includes a ma-
terial that is opaque. In one aspect, the float tent includes
a heater configured to heat the water to skin temperature
of the person. In one aspect, the float tent includes a
water circulation pump and filter. In one aspect, the float
tent includes all tent walls having the condensation drip
inhibiting angle. In one aspect, the tent includes a tent
member and the pool includes a pool member that is
separate from the tent member. In one embodiment, the
frame includes frame supports and frame coupling mem-
bers that are configured for assembling and disassem-
bling the float tent. In one aspect, each tent wall is a
triangle with a base dimensioned with a pool wall of the
pool.
[0005] In one embodiment, a method of floatation can
include: providing the float tent as described herein, the
float tent having water in the pool that has at least about
3.5% salinity and at least about 35.0°C (95 °F); and float-
ing a subject in the water of the pool without touching the
pool base or pool walls. In one aspect, the method can
include inhibiting light and/or sound from entering into
the float tent. In one aspect, the method can include the
subject floating without their arms or legs touching an-
other part of their body. In one aspect, the method can
include the user floating until having one or more of the
following: diminished pain; accelerated healing; spinal
decompression; stress relief; mental relaxation; en-
hanced creativity and learning; pregnancy relief; relief

from depression and/or anxiety; strengthened immune
system; attainment of a more restful sleep; increased en-
ergy; enhanced mental focus; improved anger manage-
ment; deep meditation; or combinations thereof. In one
aspect, the method can include the user floating until
improving: arthritis, back pain, premenstrual tension,
postpartum depression, asthma, migraine headaches,
multiple sclerosis, cardiovascular conditions, osteoporo-
sis, synovitis, fibromyalgia, or combinations thereof.
[0006] In one embodiment, a float tent kit can include
un-assembled components of the float tent as described
herein. Such a float tent kit can include: a float tent frame;
a pool base configured to retain water, the pool base
having pool sides dimensioned to hold at least 20cm (8
inches) of water and having a pool base dimension suf-
ficient for a person to lay in the pool without touching pool
sides; and a tent having a closable opening. The float
tent frame, pool base, and tent are configured to be as-
sembled into a float tent. The float tent frame has a pool
frame portion with a tent frame portion thereof over the
pool frame portion. The tent is configured to be received
onto the tent frame portion. The pool base is configured
to be received onto the pool frame portion. In one aspect,
the float tent kit can include a heating unit. In one aspect,
the float tent kit can include a water circulation pump and
filter. In one aspect, the float tent kit can include one or
more of: a salt reservoir, a UV unit; an ozone unit; a timer;
a light device; or a sound device. In one aspect, the float
tent kit can include an amount of salt sufficient to create
water salinity in the pool base of at least 3.5% salinity.
[0007] The foregoing summary is illustrative only and
is not intended to be in any way limiting. In addition to
the illustrative aspects, embodiments, and features de-
scribed above, further aspects, embodiments, and fea-
tures will become apparent by reference to the drawings
and the following detailed description.

BRIEF DESCRIPTION OF THE FIGURES

[0008] The foregoing and following information as well
as other features of this disclosure will become more fully
apparent from the following description and appended
claims, taken in conjunction with the accompanying
drawings. Understanding that these drawings depict only
several embodiments in accordance with the disclosure
and are, therefore, not to be considered limiting of its
scope, the disclosure will be described with additional
specificity and detail through use of the accompanying
drawings.

Figure 1 includes a perspective view of an embodi-
ment of a float tent.
Figure 1A includes a front cross-sectional view of
the float tent of Figure 1.
Figure IB includes a side view of the float tent of
Figure 1.
Figure 1C includes a side view of another embodi-
ment of a float tent.
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Figure 2 includes a perspective view of a frame struc-
ture of an embodiment of a float tent.
Figure 3 includes a perspective view of the float tent
of Figure 1 with the tent draped over the frame and
pool base.
Figure 4 includes illustrations of embodiments of
shapes of float tents.
Figure 5 includes an illustration of an embodiment
of a float tent.

DETAILED DESCRIPTION

[0009] In the following detailed description, reference
is made to the accompanying drawings, which form a
part hereof. In the drawings, similar symbols typically
identify similar components, unless context dictates oth-
erwise. The illustrative embodiments described in the de-
tailed description, drawings, and claims are not meant to
be limiting. Other embodiments may be utilized, and oth-
er changes may be made, without departing from the
scope of the subject matter presented herein, as defined
by the appended claims. It will be readily understood that
the aspects of the present disclosure, as generally de-
scribed herein, and illustrated in the figures, can be ar-
ranged, substituted, combined, separated, and designed
in a wide variety of different configurations, all of which
are explicitly contemplated herein. The subject-matter of
the present invention proposes a therapeutic float tent
defined by the features of appended claim 1.
[0010] Generally, the present invention includes a float
tent that can be used in relaxation therapies, such as
floatation therapy and sensory deprivation therapy,
among others. The float tent can include a pool base with
a tent over the pool base. The pool base can have a
sufficient pool height so that a subject can float in the
pool base without touching the bottom. The pool can be
dimensioned with a width and/or length for the subject to
be able to float without touching a side of the pool. The
tent can have a height to allow for the subject to enter
and exit the float tent. The tent height can be modified
and adjustable. The float tent can configured to be col-
lapsible and portable, which can be accomplished with
the tent and/or pool base to be flexible, such as by being
canvas or other thin watertight material, and the tent
and/or pool base supporting frame structure being col-
lapsible (e.g., telescoping support poles and/or articulat-
ing joints connecting the support poles).
[0011] The float tent can be configured as a lightproof,
waterproof tent designed for a person to lie down in and
float within without touching the walls of the pool base.
The pool base can be dimensioned to be at least about
25cm (10 inches) to at least about 61cm (24 inches) in
height to allow the person to float. In one example, the
pool base can be dimensioned to contain salt water at a
depth of about 20cm (8 inches) to about 30cm (12 inch-
es). The float tent can have a canvas pool base that is
waterproof-watertight so as to retain the water therein
without leakage. In order to be waterproof-watertight, the

pool base may be only canvas or treated canvas or pol-
ymer- lined canvas, or other so as to be capable of func-
tioning as a pool to retain water.
[0012] The tent can be integrated with the pool base
or couplable thereto so as to be capable of being removed
from the pool base. The tent top can be configured as
any type of tent that extends upward from the pool base.
The pool base forms the bottom of the tent. The tent can
be configured as a common tent with an opening that
can be closed and it may include air vents or the like.
The material of the tent can be opaque so that no light
penetrates into the internal area of the tent.
[0013] The person can enter the float tent via a tent
opening in the tent, and then lie down in the salt water,
which can have an appropriate salt content so that the
person floats without aid or swimming action. That is, the
person can lie in the salt water and float without move-
ment. In an example, the water can include a mixture of
about 800 pounds of Epsom salt. The water can be heat-
ed to body temperature, such as with a water heater. This
salt water can suspend the person at the top of the water
creating a near zero gravity environment by effortlessly
floating and maintaining the resting body at the top of the
water. The person can have a complete lack of sensa-
tions while floating, which lack of sensations can include
the environment in the float tent to be devoid of: gravity
sensations, light, sound, and feeling of temperature dif-
ference from body, as well as other sensations. The ex-
perience in the float tent can be sufficient to remove sen-
sations so that the mind can relax to a state of meditation
or clearness. The person can spend various amounts of
time within the float tent, which can be measured or set
with a timer device, such that the time can vary from 30
minutes to a few hours. The time of floating in the float
tent can be sufficient to allow the person to feel discon-
nected from the outside world, and to aid such a discon-
nectedness and relaxation state. All electronic devices
or outside environmental distractors can be removed or
turned off. In one aspect, the float tent can be used in a
room that is isolated without electronic components that
can be distracting. For example, the person’s mobile
phone can be left outside of the room to enhance the
disconnectedness and relaxation state.
[0014] Figure 1 illustrates an embodiment of a float tent
100 having a pool 110 and a tent 120 with an opening
130 that allows a subject to enter into the float tent 100
for floatation and/or relaxation and/or sensory depriva-
tion or for any other reason. The pool 110 can include a
pool base 111, which is the bottom of the pool 110. The
pool 110 includes at least one pool wall 112 that defines
the side of the pool 110, where a single pool wall 112
can be used for a circular float tent 100 and four pool
walls 112 can be used for a square or rectangular float
tent 100. The pool wall(s) 112 can extend upward from
the pool base 111. The pool base 111 and pool walls 112
can be a single material or sheet or member stitched or
otherwise manufactured into the shape of a pool, or the
pool base 111 and one or more of the pool walls 112 can
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be different materials or sheets or members that are cou-
pled together to form the pool 110, where such manu-
facture forms the pool 110 capable of holding water with-
out leakage. Waterproofing can be used at any seam or
junction of materials in the pool 110. Any number of pool
walls 112 can be used, depending on the shape of the
pool 110. The pool 110 includes pool corners 114 when
more than one pool wall 112 is used, where the pool
corners 114 are the intersection between adjacent pool
walls 112. The pool walls 112 are generally vertical, but
may vary up to about 45 degrees or more or as desired.
Structural supports can be used to define the shape and
stability of the pool walls 112, and thereby of the pool
110 and float tent 100 in general.
[0015] The tent 120 is coupled to the pool 110. As
shown, the vertical walls at the bottom are the pool walls
112 of the pool 110, and the sloped walls are tent walls
122. The tent walls 122 are separated from the pool walls
112 by a pool edge 116, which is also a tent edge; how-
ever, the pool edge 116 defines the top level of water in
the pool 110. The tent walls 122 are also separated from
each other by tent corners 124. While the tent 120 can
include any number of tent walls 122, one tent wall 122
can form a circular or domed tent 120, where four tent
corners 124 can be included in a tent 120 that has a
square or rectangular cross-section. The number of tent
corners 124 can match the number of pool corners 114;
however, numbers may vary or be different depending
on design. At least one of the tent walls 122 includes a
tent opening 130 that allows for access into the inside
131 of the float tent 100. The tent opening 130 can be
defined by a tent flap 132 that opens and closes to open
and close the tent 120. The tent flap 132 is shown to open
by being unattached from a flap receiver 134 that forms
an edge of the tent opening 130 when the tent flap 132
is detached from the flap receiver 134. However, any
configuration of a tent opening 130 that is used in tradi-
tional tents can be used in the present invention. For
example, two tent flaps 132 can be used that together
form an upside-down "T" shape as is common with camp-
ing tents, which tent flaps can be fastened together to
close the tent 120. An attachment mechanism (not
shown) can be used to close the tent flap(s) 132, which
can be snaps, Velcro (e.g., hook and eyelet), zipper, mag-
netic (e.g., magnets in the tent flap 132 and flap receiver
134), or any other fastening means that can close the
tent 120.
[0016] The present configuration illustrated in Figure
1 and described herein can be beneficial for reducing
noise or lights from entering into the float tent 100, and
it can be useful for preventing water dripping from the
tent 120 into the pool 110. The material of the float tent
100 for at least the pool walls 112 (optionally for the tent
walls 122) can be waterproof or water resistant or con-
figured for water retention for use as a pool 110, where
examples of the material can be waterproof canvas, plas-
tic, polymeric, hydrophobic material, or other well-known
waterproof material that can be used for a flexible pool.

The angle of the tent walls 122 relative to horizontal can
be configured to reduce condensation drip, which angles
are described in more detail herein.
[0017] Figure 1A illustrates a cross-sectional front view
(e.g., from the end with the tent flap 132, but showing an
upside-down "T" formed by the tent flaps 132) of the em-
bodiment of the float tent 100 of Figure 1. The float tent
100 also includes the pool 110 having water 140 with a
water height WH, which can be about 15cm, 20cm, 25cm,
31cm, 36cm, 41cm, 46cm, 51cm (6 inches, 8 inches, 10
inches, 12 inches, 14 inches, 16 inches, 18 inches, 20
inches), or more or any range between the recited values.
The height PH of the pool walls 112 can be configured
to accommodate such water height WH, such as the wa-
ter height WH plus about 5cm, 10cm, 15cm, 20cm, 25cm,
31cm, 36cm, 41cm, 46cm, 51cm (2 inches, 4 inches, 6
inches, 8 inches, 10 inches, 12 inches, 14 inches, 16
inches, 18 inches, 20 inches), or more or any range be-
tween the recited values. The pool 110 can have the pool
base 111 with a width W that can vary depending on the
size of the subject to use the float tent 100 on the space
available for the float tent 100 or for any other reason,
such as being dimensioned for the subject to float with
arms and legs fully extended outward or floating with the
arms and legs close to the body. Some examples of width
W of the pool base 111 can be at least about 0.6m (2
feet), 0.9m (3 feet), 1.2m (4 feet), 1.5m (5 feet), 1.8m (6
feet), 2.1m (7 feet), 2.4m (8 feet), or more or any range
between the recited values. The length L of the pool base
111, as per Figure IB or 1C, can vary, such as at least
about 1.8m (6 feet), 2.1m (7 feet), 2.4m (8 feet), 2.7m (9
feet), 3.1m (10 feet), or more or any range between the
recited values. The dimensions of the pool base 111 can
be configured to accommodate a floating human, such
as a child, teen, or adult, male or female.
[0018] In one embodiment, the dimensions of the float
tent can be increased to accommodate obese and mor-
bidly obese individuals. In this instance, the water height
WH may have to be increased significantly up to 0.6m (2
feet), 0.8m (2.5 feet), 0.9m (3 feet), 1.1m (3.5 feet), 1.2m
(4 feet), 1.4m (4.5 feet), or 1.52m (5 feet) or more in some
exceptional circumstances. Accordingly, an embodiment
of the invention includes obtaining dimensions of a sub-
ject user, and dimensioning the float tent to accommo-
date the size of the user subject so that the user subject
can float in the pool without touching the pool base.
[0019] The pool 110 can include components that allow
for the functionality of a subject 160 floating and use as
a float pool. Such components can include a heater 150,
circulation pump 170, UV/ozone device 180, filter 190,
salt reservoir 125, or other component that can be at least
partially submerged in water 140. While Figure 1A shows
the components on the pool base 111, such components
may be on the pool wall 112 or configured to float or
partially float in the water 140. Also, the pool 110 can
include compartments for each of the components, such
as a heater compartment 151, circulation pump compart-
ment 171, UV/ozone device compartment 181, filter com-
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partment 191, salt reservoir compartment 125 a, or other
component compartment that can be at least partially
submerged in water 140. The compartments may be
formed into the pool base 111 and/or pool wall 112, or
coupled thereto, or separate therefrom, or removably at-
tachable thereto (e.g., via Velcro). The compartments
may be of a different material from the material of the
pool base 111 and/or pool wall 112, or may be the same
material, or a portion of the pool base 111 and/or pool
wall 112 may form the compartments. The compartments
may be rigid or flexible similarly to the flexibility of the
pool base 111 and pool walls 112. The location of the
components in the pool can vary, and may be distributed
about the perimeter, such as at a front where the head
of the subject 160 may be located or on the sides or at
the back where the feet are located during floating.
[0020] The tent 120 may also include components that
can allow for the functionality of relaxation, meditation,
sensory deprivation, or the like; not all of these compo-
nents need to be used in all instances. The tent 120 can
include components such as a timer 155 (e.g., to time
the floatation duration), sound device 165 (e.g., any de-
vice that plays sound ranging from music to ambient
sounds, such as waves, crickets, heartbeat, or other),
light device 175 (e.g., to provide one or more lights of
one or more colors or changing colors or to simulate stars
or other), fan 185, vent 195 (e.g., to vent air, humidity,
smells, or other from the inside 131 to outside the tent
120), or others.
[0021] In one aspect, a controller 187 can be used to
control any of the components of the float tent 100, such
as those in the pool 110 or tent 120. The controller 187
can be wired to the components, or the controller 187
and components can be configured to be wireless for
wireless control of the components. In one example, the
controller 187 is a handheld communication device (e.g.,
Droid, iPhone, tablet, etc.) with an application that func-
tions as a controller application.
[0022] The tent 120 may also include one or more grab
handles 137 to facilitate entry into the float tent 100 or to
facilitate rising from the water or exiting the float tent 100.
[0023] Figure IB shows a side view (e.g., view of long
side) of the float tent 100 of Figures 1 and 1A. As shown,
the tent has a tent height TH that can vary as desired or
as configured for the dimensions of the pool base 111
and the slope of the tent walls 122. The slope of the tent
walls 122 may or may not be configured for inhibiting
condensation on the inner surface from dripping into the
pool 110. Generally, the tent height TH (e.g., from pool
edge 116 to tent tip 126) can vary such as from at least
about 0.15m (0.5 feet), 0.31m (1 foot), 0.61m (2 feet),
0.91m (3 feet), 1.22m (4 feet), 1.52m (5 feet), 1.83m (6
feet), 2.13m (7 feet), 2.44m (8 feet), 2.74 (9 feet), 3.05m
(10 feet), or more or any value or range between the
recited values. The height H of the float tent 100 can be
the pool height PH plus the tent height TH. Also, the tent
height TH can be calculated as described herein to pro-
vide an angle of the tent walls 122 that inhibits conden-

sation dripping.
[0024] Figure IB also shows that the tent 120 has a
port 186 for cords 189 to pass therethrough, where such
cords 189 may be operably coupled to one or more com-
ponents of the float tent 100 to the controller 187. The
port 186 may also be in the pool 110 or junction between
the pool 110 and tent 120. The port 186 may be sealed
or sealable or self-sealable, or include a flap or other
means for closing the port 186.
[0025] In one embodiment, the float tent can include a
radiant heater, which is shown as radiant heater 157, as
shown in Figure IB.
[0026] Figure 1C shows a side view (e.g., view of long
side) of another embodiment of the float tent 100, which
has a rectangular side profile with vertical ends and a
sloped side. The sloped side can be sloped as described
herein. The sloped side may include one or more vent
slits 153.
[0027] Figure 2 illustrates an embodiment of a float tent
frame 200 for an embodiment of a float tent that is square
or rectangular and has a tent with a flat top and sloped
sides; however, the shape and configuration and number
of frame components may vary to conform with embod-
iments described herein or derived therefrom. The frame
200 is shown to include a base end support 202 that is
coupled with two corner supports 206 through a coupling
member 214, and that is coupled to two base side sup-
ports 204 through the same coupling members 214 (or
can be different coupling members). An edge end support
208 is coupled to the same two corner supports 206
through coupling members 210, and is coupled to two
edge side supports 211 through the coupling members
210 (or different coupling members). The side is shown
to have a side middle support 207 that is coupled to the
base side support 204 through a coupling member 214
and is coupled to the edge side support 211 through a
coupling member 210. The edge end support 208 and
both corresponding edge side supports 211 are coupled
to two sloped roof supports 212 that are, in turn, coupled
together at the top by a top coupling member 213. The
roof supports 212 may all be coupled together with a
single coupling for a triangle side tent. However as
shown, the roof supports 212 can be coupled to a top
cross support 220 through the top coupling member 213.
The base of the side can include a single base side sup-
port or a plurality of base side supports extending from
end to end. The other end can be configured as the end
shown. Also, the other side can be configured as the side
shown. While not shown, the end can also include an
end middle support similar to the side middle support
207, and with appropriate coupling members.
[0028] While the coupling members of Figure 2 are
shown generically, the coupling members can have in-
dividual members that receive the separate supports,
and the individual members can be at the appropriate
angles with respect to each other to form the shape of
the float tent frame 200. The members can be tubes that
are dimensioned to receive the supports therein, and may
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be coupled thereto or fastened thereto, such as by snap
fit or button coupling (e.g., button that is pressed to re-
ceive or release and then released to protrude for the
coupling), or any other coupling member that can allow
for removable coupling of the coupling members and sup-
ports. For example, the bottom corner can include a cou-
pling member that has two horizontal members and one
vertical member that are orthogonal. An edge corner cou-
pling member can include two horizontal members and
one vertical member that are orthogonal along with a
sloped member for the roof. A middle coupling member
has two horizontal members that are aligned and one
vertical member that is orthogonal with the two horizontal
members.
[0029] The embodiments of the float tent have been
described herein with a pool for the bottom portion and
a tent for the top portion. These two portions may be
coupled together or may be integrated (e.g., sewn or
welded together with waterproof seams) or otherwise
formed as illustrated and described. They may be made
of the same materials or different materials. However,
the float tent can be configured with three separate ele-
ments: the float tent frame; the pool shaped by the frame
and coupled therewith; and the tent draped over the
frame and optionally coupled therewith. This configura-
tion allows for the tent to drape over the frame and over
the sides of the pool.
[0030] Figure 3 illustrates an embodiment of a float tent
300 that includes three separate elements: the float tent
frame 302; the pool 310 shaped by the frame 302 and
coupled therewith; and the tent 320 draped over the
frame 302 and optionally coupled therewith. The tent 320
also drapes over the sides of the pool 310. The frame
302 includes coupling members 304 that include sepa-
rate tubular members for each support member 306, with
button coupling features 308.
[0031] Figure 4 illustrates different shapes of the float
tent, which are not limited because other shapes may be
used. The parameters should allow for a subject (e.g.,
402a, 402b, 402c, 402d) to float while relaxed without
touching the perimeter edges. For example: the float tent
400a can have a circular- shaped pool 410a for a subject
402a to float in with a domed tent 420a; the float tent
400b can have quadrilateral-shaped pool 410b for a sub-
ject 402b to float in with a tent 420b having sloped ends
and sides with a horizontal top; the float tent 400c can
have an oblong-shaped pool 410c for a subject 402c to
float in with a semi-domed tent 420c; or the float tent
400d can have a quadrilateral-shaped pool 410d for a
subject 402d to float in with a triangle tent 420d that has
at least one vertical tent wall. However, other shapes and
configurations can be used.
[0032] Figure 5 illustrates another embodiment of a
float tank 500 that includes two separate elements: the
float tent exterior frame 502; and the pool tent 504 having
the pool 510 and the tent 520. The pool tent 504 is hung
from the exterior frame 502 and coupled therewith. The
pool tent 504 can include sleeves 506 that receive the

exterior frame 502 so that the pool tent 504 hangs there-
from. However, other coupling can be used, such as
straps, ties, or the like. Also, the exterior frame 502 can
provide an external support to the pool portion 510 as
well as the tent portion 520. The tent portion 520 and
pool portion 510 may be separate members. Alternative-
ly, the tent portion 520 and pool portion 510 can be a
unitary member, such as by the canvas welded together.
The frame can be configured as described herein.
[0033] In one embodiment, the tent can be a heavy
duty waterproof canvas that fits over a pool base and
corresponding frame. The pool can also be heavy duty
waterproof canvas that is designed to be filled with water
up to 25.4cm (10 inches), for example. The material of
the tent and/or pool can be opaque so that substantially
or no light penetrates, such as light for an ordinary house
lamp or lightbulb. The internal or external surface of the
tent and/or pool can be black to inhibit light penetration.
[0034] In one embodiment, the tent and/or pool can be
prepared with sheets that include insulation sufficient to
insulate the walls of the one or more of the walls of the
tent, walls of the pool, or base of the pool. The insulated
walls and base can be from any type of insulation. The
insulation can be provided by two layers of canvas with
one or more air pockets therebetween. The insulation
can be provided with one or more layers of canvas with
an insulating panel associated therewith. The insulation
can be can be any type of insulation configuration that
allows the float tent to more efficiently retain heat to inhibit
temperature decreases and reduce operating costs of
the heater.
[0035] The material of the float tent can be any water-
proof material; however, waterproof canvas can be used.
The waterproof canvas can be stitched together in ac-
cordance with the designs herein. Alternatively, the wa-
terproof canvas can be welded together and omit stitch-
ing, which can improve the waterproof capabilities as well
as the sensory deprivation capabilities. In one aspect,
the outside surface can be a white, such as all white or
salt white color. The white color can mask salt residue
to enhance the appearance of the float tent. Similarly,
while the interior surface can be black, the black can be
an internal layer, and the inside surface may also be white
to mask salt residue.
[0036] In one aspect, the frame can be stainless steel,
and can use quick connect and disconnect couplings to
couple the frame members together.
[0037] In one embodiment, the tent can be a 4-sided
pyramid. However, other shapes can be used.
[0038] In one embodiment, the float tent can include a
radiant heater, which is shown as radiant heater 157, as
shown in Figure IB. The radiant heater 147 can be a mat
that can be heated by another heater or heated by elec-
tricity. For example, the water heater in the float tent can
heat the radiant heater 157, which can then retain heat
to maintain the temperature. Alternatively, an electric
power supply can cause the radiant heater 147 to heat.
The radiant heater can be silent, which can enhance the
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floating and sensory deprivation as well as other thera-
peutic purposes. The radiant heater can also include
thermocouples and controllers for precise temperature
control in order to obtain the temperature parameters de-
scribed herein. The radiant heater can be included in a
float tent kit. Such a float tent kit can include any of the
components described herein.
[0039] In one aspect, the float tent can include vents,
which can be pipes passing through the tent (e.g., PVC
pipe) that includes an elbow or turn to inhibit light from
entering into the tent.
[0040] In one aspect, the pump can be configured with
a filter, and may include a mechanical filter and a UV
filter. This pump may also include ozone or other units
for cleansing the water.
[0041] In one embodiment, the float tent can include a
heater that can self-regulate temperature by including
sufficient thermocouples and components and electron-
ics to modulate the temperature and to obtain a desired
temperature of the water in the pool. In one aspect, the
water can be heated with unique under-tank heaters that
heat the water to skin temperature so the user can’t feel
the difference between the water and air in the float tent.
A custom heater with temperature control can hold the
water to within +/- 1 degree with an integrated thermom-
eter or thermostat system. The heater can operate at or
near skin temperature, releasing a subtle, gentle heat
into the water when needed. This results in a stable water
temperature to encourage a deeper, more peaceful float.
Even during longer floats there is no overall heat loss as
the heater instantly responds to the smallest temperature
change. The heater can be configured to substantially
eliminate electromagnetic radiation (EMF) from the float
environment to improve floatation experiences.
[0042] In one embodiment, the pool base of the float
tent can include a base surface having insulation, where
the insulation can be coupled or affixed with the base
surface or the insulation can be a separate member that
is placed into or under the base member of the pool. The
insulating member can isolate the water from the ground,
and thereby reduce noise while insulating the base. This
allows less heating to maintain the proper or desired tem-
perature that is set with the heater. The insulating mem-
ber can be a radiant heat mat.
[0043] In one embodiment, the water in the tent can
have 800 pounds of Epsom salt dissolved into the pool
(e.g., pool having 1.22m by 2.44m (4 feet by 8 feet) with
water depth of 25cm (10 inches)) so when a person is in
the water, they float completely and effortlessly. Howev-
er, other salts or other salt amounts can be used to fa-
cilitate floating. The water can be brine, which can range
from about 3.5% or 5% to about 40% salt solution (e.g.,
salinity). The water may be saturated with the salt at a
temperature of about 35°C to 41°C (95 °F to 105 °F),
from 36°C to 39°C (97 °F to 102 °F), or about 37°C to
37°C (98 °F to 99 °F). In one example, the water can
have salt at from 250 to 500 parts per thousand (PPT),
from 300 to 400 PPT, from 325 to 375 PPT, or about 350

PPT at operating temperature which is skin temperature.
Skin temperature can usually range from 36°C to 37.6°C
(97 °F to 99.6 °F). However, the water can be adjusted
to 37.0°C (98.6 °F). The salt can be any salt or mixture
of salts. The water may be supersaturated by first heating
the water to a much higher temperature, saturating the
water with salt, and then lowering the water to operating
temperature. In any embodiment, the water has sufficient
salt to facilitate effortless floatation of a human subject,
which can be a child, teen, or adult, and which may range
in weights. The amount of salt can drastically vary de-
pending on a number of circumstances. Accordingly, an
embodiment of the invention includes the float tent and
a sufficient amount of salt to float the user. As such, 800
pounds of Epsom salt can be used as an example +/-
10%, 20%, 30%, 40%, 50%, 60%, or more for a pool
having 1.22m by 2.44m (4 feet by 8 feet) with water depth
of 25cm (10 inches). These parameters can be used to
calculate the salinity or saturation, which can be applied
to other water volumes in accordance with the invention.
[0044] In one aspect, the salt can be added to the water
to obtain at least about 60% saturation, at least about
70% saturation, at least about 75% saturation, at least
about 80% saturation, and at least about 90% saturation.
In one embodiment, the saturation can be about
99-100%.
[0045] In one aspect, the heater can heat the water to
a temperature at least about 32.2°C (90 °F), at least about
33°C (91 °F), at least about 33°C (92 °F), at least about
34°C (93 °F), at least about 34°C (94 °F), at least about
35°C (95 °F), at least about 35.6°C (96 °F), at least about
36°C (97 °F), or at least about 37°C (98 °F), or be about
34°C to 40°C (93 °F to 105 °F), from 44°C to 39°C (94
°F to 102 °F), or about 35°C to 37°C (95 °F to 99 °F). In
one example, the water is set at about 34.2°C (93.5 °F).
[0046] In one embodiment, the float tent can include a
water pump to circulate the water. The pump can circular
the water periodically or sporadically to keep the water
clean when not in use. Such water pumps are well known.
[0047] In one embodiment, the float tent can include a
UV sterilization unit that uses UV light to sterilize or oth-
erwise kill harmful microbes. Such UV units are well
known.
[0048] In one embodiment, the float tent can include
an ozone unit that produces ozone and introduces the
ozone in the water to kill harmful microbes. Such ozone
units are well known. Optionally, the pump and/or UV
unit and/or ozone unit can be combined into a single unit
as is common with hot tubs.
[0049] In one embodiment, the floatation unit can in-
clude a filter unit to filter the water to cleanse contami-
nants from the water. The filter unit can include a micron
bag filter to keep the water clean. The filter unit can be
associated with the pump or include in the pump unit so
that the pump pumps water through the filter.
[0050] In one embodiment, the shape and design of
the tent can be configured for enhancing or otherwise
improving the user experience during use, such as in
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relaxation, meditation, or sensory deprivation. The angle
of the tent walls can be designed to repel humidity and
prevent condensation accumulation and distracting wa-
ter drips from the ceiling of the tent that may otherwise
interrupt a relaxing or peaceful float session. The tent
can also be big enough that the user can lie down in a
relaxed position without touching or hitting any side wall
or ceiling in any direction. This tent walls can be lightproof
or opaque so once the user is inside and the entrance is
closed, the user can’t see anything and almost pitch black
or lightlessness can be achieved.
[0051] In one embodiment, the frame structure can in-
clude supports and coupling members that are config-
ured to inhibit corrosion from salt. The supports can be
hard plastics, composites, or metal alloys that are anti-
corrosive. For example, the metal alloy can be any stain-
less steel to inhibit the formation of rust due to possible
salt contact.
[0052] In one embodiment, the frame can be config-
ured to be collapsible so that the float tent can be set up
and taken down easily. For example, the supports and
coupling members can snap together or have any cou-
pling that allows for easy setup and takedown. The pool
and/or tent can also include loops or other structures that
couple the material of the tent and/or pool with the frame
members. Figure 3 shows the support members 306
passing through sleeves of the pool material. Also, Figure
3 shows the bottom supports are excluded and only the
corner supports provide the legs for the support of the
frame.
[0053] In one embodiment, the angle of the tent walls
is designed to inhibit condensation dripping back into the
pool. There are a wide range of angles that can inhibit
condensation dripping. It should be recognized that dif-
ferent materials with different properties (e.g., hydropho-
bicity compared to hydrophilicity) or surface treatments
(e.g., smooth compared to rough) will have different an-
gles that inhibit condensation drip. The angles can be a
minimum of 2.5cm (1 inch) vertical distance for every
horizontal foot; however, steeper wall angles may be bet-
ter such as 5cm (2 inches) vertical distance for every
horizontal foot, 10cm (4 inches) vertical distance for eve-
ry horizontal foot, 15cm (6 inches) vertical distance for
every horizontal foot, 20cm (8 inches) vertical distance
for every horizontal foot, 25cm (10 inches) vertical dis-
tance for every horizontal foot, 31cm (12 inches) vertical
distance for every horizontal foot, 36cm (14 inches) ver-
tical distance for every horizontal foot, or steeper. Exam-
ples of angles can range from at least about 4.75 de-
grees, 9.15 degrees, 18.42 degrees, 26.74 degrees, 30
degrees, 40 degrees, 45 degrees, 60 degrees, or any
value or range therebetween.
[0054] In one embodiment, the float tent can include
the following features: 24/7 filtration, including when not
in use; extremely low interior condensation; under-body
heater, which can maintain constant temperature during
floatation; UV sterilization; air venting to bring fresh air
into the float tent; multicolor LEDs, which can be config-

ured to pause on select colors (e.g., mood colors) or for
strobe effects, or starry sky simulation; music capability
(e.g., plugin for music device or Bluetooth); all compo-
nents removable; silent pump motor, with one or multiple
jets for better water flow; and internal or external control
system and session control.
[0055] In one embodiment, the float tent can include a
large opening that offers an easier entrance and ease of
use compared to the top hatch type lid common to float
tanks. Float tents are rigid and not portable; however,
the float tank can be fabric and be flexible for portability
when the frame is collapsible or can be disassembled
easily. The large opening also gives easier access for
the able and the less abled. In one aspect, conveniently
positioned internal grab handles offer greater safety,
comfort and sense of security for the user. The handles
can be positioned near the opening.
[0056] In one embodiment, the float tent can include
an interior that is selectively lit by one or more underwater
LED lights in any color, which can be set or change, such
as a rich, vibrant blue. The lighting can be configured or
programmed to gently fade in and out, and which may
be controlled at the touch of the interior switch to enhance
the peace of the floatation environment. Mood and color-
changing lighting may also be available in the ceiling,
such as distributed across the roof (e.g., star patterns)
and highlighting the float tent.
[0057] In one embodiment, the float tent can include a
supplemental insulating cover that fits over the tent por-
tion and optionally also over the pool portion to touch the
ground. The supplemental insulating cover can be as il-
lustrated in Figure 3.
[0058] In one embodiment, a user can use the float
tent for relaxation, meditation, sensory deprivation, or
other floating use. For example, the use can be floating
in about 25cm (10 inches) of water saturated with over
800 pounds of Epsom salts, which can simulate a near-
zero gravity environment. The water is heated to skin
temperature, which dulls the sense of touch. After a while,
the user may not even feel the water. This allows the
user to feel weightless, such as floating through space.
The float tent environment can allow for no distractions,
just stillness. This allows the stresses and worries to fade
away. After a float tent session, the user’s physical body
can feel light and energized. Also, any physical pain ex-
perienced prior to the float tent session may slowly fade
as inner peace arises. For example, the float tent can be
used for: diminished physical pain, including chronic
pain; accelerated healing; spinal decompression; stress
relief; mental relaxation; enhanced creativity and learn-
ing; pregnancy relief; help with depression and anxiety;
strengthened immune system; assistance in a more rest-
ful sleep (e.g., for those with insomnia); increased ener-
gy; enhanced mental focus and problem solving; anger
management; deep meditation; or the like. Also, the float
tent can be used to help treat or relieve symptoms of:
arthritis, back pain, premenstrual tension, postpartum
depression, asthma, migraine headaches, multiple scle-
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rosis, cardiovascular conditions, osteoporosis, synovitis,
and fibromyalgia, among others.
[0059] During use of the float tent, the float tent envi-
ronment can leave the user feeling disconnected and iso-
lated from the normal world of perception. This experi-
ence can be very relaxing and therapeutic for the mind
as it does not have to take in or monitor normal senses.
It is a great environment to think with extra brain power.
Also, it presents the perfect meditation environment with
the lack of mental stimulus.
[0060] In one embodiment, the float tent can be con-
figured for use in sensory deprivation floatation therapy.
Sensory deprivation therapy utilizes floating as a method
of attaining the deepest relaxation a user can experience.
This type of sensory deprivation therapy can help to ease
a number of medical conditions and symptoms. During
such a use, the lights, sounds, or other distractions that
may arise from the components can be turned off or ex-
cluded.
[0061] In one embodiment, a float tent can include: a
frame having a pool frame portion with a tent frame por-
tion thereof over the pool frame portion; a tent having the
tent frame portion, the tent having a closable opening;
and a pool having the pool frame portion, the pool having
pool sides dimensioned to hold at least 20.3cm (8 inches)
of water and having a pool base dimension sufficient for
a person to lay in the pool without touching pool sides.
In one aspect, the tent can include tent walls having an
angle that inhibits condensation drip, the angle being with
respect to the pool base. In one aspect, the angle is at
least 4.5 degrees. In one aspect, the tent includes a ma-
terial that is opaque. In one aspect, the float tent includes
a heater configured to heat the water to skin temperature
of the person. In one aspect, the float tent includes a
water circulation pump and filter. In one aspect, the float
tent includes all tent walls having the condensation drip
inhibiting angle. In one aspect, the tent includes a tent
member and the pool includes a pool member that is
separate from the tent member. In one embodiment, the
frame includes frame supports and frame coupling mem-
bers that are configured for assembling and disassem-
bling the float tent. In one aspect, each tent wall is a
triangle with a base dimensioned with a pool wall of the
pool. The subject-matter of the present invention further-
more proposes a method of providing a therapeutic float-
ation experience defined by the features of appended
claim 11.
[0062] In one embodiment, a method of floatation can
include: providing the float tent as described herein, the
float tent having water in the pool that has at least about
3.5% salinity and at least about 35°C (95 °F); and floating
a subject in the water of the pool without touching the
pool base or pool walls. In one aspect, the method can
include inhibiting light and/or sound from entering into
the float tent. In one aspect, the method can include the
subject floating without their arms or legs touching an-
other part of their body. In one aspect, the method can
include the user floating until he might have one or more

of the following: diminished pain; accelerated healing;
spinal decompression; stress relief; mental relaxation;
enhanced creativity and learning; pregnancy relief; relief
from depression and/or anxiety; strengthened immune
system; attainment of a more restful sleep; increased en-
ergy; enhanced mental focus; improved anger manage-
ment; deep meditation; or combinations thereof. In one
aspect, the method can include the user floating until he
might improve: arthritis, back pain, premenstrual tension,
postpartum depression, asthma, migraine headaches,
multiple sclerosis, cardiovascular conditions, osteoporo-
sis, synovitis, fibromyalgia, or combinations thereof.
[0063] In one embodiment, a float tent kit can include
un-assembled components of the float tent as described
herein. Such a float tent kit can include: a float tent frame;
a pool base configured to retain water, the pool base
having pool sides dimensioned to hold at least 20cm (8
inches) of water and having a pool base dimension suf-
ficient for a person to lay in the pool without touching pool
sides; and a tent having a closable opening. The float
tent frame, pool base, and tent are configured to be as-
sembled into a float tent. The float tent frame has a pool
frame portion with a tent frame portion thereof over the
pool frame portion. The tent is configured to be received
onto the tent frame portion. The pool base is configured
to be received onto the pool frame portion. In one aspect,
the float tent kit can include a heating unit. In one aspect,
the float tent kit can include a water circulation pump and
filter. In one aspect, the float tent kit can include one or
more of: a salt reservoir, a UV unit; an ozone unit; a timer;
a light device; or a sound device. In one aspect, the float
tent kit can include an amount of salt sufficient to create
water salinity in the pool base of at least 3.5% salinity.
One skilled in the art will appreciate that, for this and
other processes and methods disclosed herein, the func-
tions performed in the processes and methods may be
implemented in differing order. Furthermore, the outlined
steps and operations are only provided as examples, and
some of the steps and operations may be optional, com-
bined into fewer steps and operations, or expanded into
additional steps and operations without detracting from
the essence of the disclosed embodiments.
[0064] The present disclosure is not to be limited in
terms of the particular embodiments described in this ap-
plication, which are intended as illustrations of various
aspects. Many modifications and variations can be made
without departing from the scope of the present invention
as defined by the appended claims. Functionally equiv-
alent methods and apparatuses within the scope of the
disclosure, in addition to those enumerated herein, will
be apparent to those skilled in the art from the foregoing
descriptions. Such modifications and variations are in-
tended to fall within the scope of the appended claims.
The present disclosure is to be limited only by the terms
of the appended claims. It is to be understood that this
disclosure is not limited to particular methods, reagents,
compounds compositions or biological systems, which
can, of course, vary. It is also to be understood that the

15 16 



EP 3 049 596 B1

10

5

10

15

20

25

30

35

40

45

50

55

terminology used herein is for the purpose of describing
particular embodiments only, and is not intended to be
limiting.
[0065] With respect to the use of substantially any plu-
ral and/or singular terms herein, those having skill in the
art can translate from the plural to the singular and/or
from the singular to the plural as is appropriate to the
context and/or application. The various singular/plural
permutations may be expressly set forth herein for sake
of clarity.
[0066] It will be understood by those within the art that,
in general, terms used herein, and especially in the ap-
pended claims (e.g., bodies of the appended claims) are
generally intended as "open" terms (e.g., the term "in-
cluding" should be interpreted as "including but not lim-
ited to," the term "having" should be interpreted as "hav-
ing at least," the term "includes" should be interpreted as
"includes but is not limited to," etc.). It will be further un-
derstood by those within the art that if a specific number
of an introduced claim recitation is intended, such an in-
tent will be explicitly recited in the claim, and in the ab-
sence of such recitation no such intent is present. For
example, as an aid to understanding, the following ap-
pended claims may contain usage of the introductory
phrases "at least one" and "one or more" to introduce
claim recitations. However, the use of such phrases
should not be construed to imply that the introduction of
a claim recitation by the indefinite articles "a" or "an" limits
any particular claim containing such introduced claim rec-
itation to embodiments containing only one such recita-
tion, even when the same claim includes the introductory
phrases "one or more" or "at least one" and indefinite
articles such as "a" or "an" (e.g., "a" and/or "an" should
be interpreted to mean "at least one" or "one or more");
the same holds true for the use of definite articles used
to introduce claim recitations. In addition, even if a spe-
cific number of an introduced claim recitation is explicitly
recited, those skilled in the art will recognize that such
recitation should be interpreted to mean at least the re-
cited number (e.g., the bare recitation of "two recitations,"
without other modifiers, means at least two recitations,
or two or more recitations). Furthermore, in those instanc-
es where a convention analogous to "at least one of A,
B, and C, etc." is used, in general such a construction is
intended in the sense one having skill in the art would
understand the convention (e.g., " a system having at
least one of A, B, and C" would include but not be limited
to systems that have A alone, B alone, C alone, A and B
together, A and C together, B and C together, and/or A,
B, and C together, etc.). In those instances where a con-
vention analogous to "at least one of A, B, or C, etc." is
used, in general such a construction is intended in the
sense one having skill in the art would understand the
convention (e.g., " a system having at least one of A, B,
or C" would include but not be limited to systems that
have A alone, B alone, C alone, A and B together, A and
C together, B and C together, and/or A, B, and C together,
etc.). It will be further understood by those within the art

that virtually any disjunctive word and/or phrase present-
ing two or more alternative terms, whether in the descrip-
tion, claims, or drawings, should be understood to con-
template the possibilities of including one of the terms,
either of the terms, or both terms. For example, the
phrase "A or B" will be understood to include the possi-
bilities of "A" or "B" or "A and B."
[0067] As will be understood by one skilled in the art,
for any and all purposes, such as in terms of providing a
written description, all ranges disclosed herein also en-
compass any and all possible subranges and combina-
tions of subranges thereof. Any listed range can be easily
recognized as sufficiently describing and enabling the
same range being broken down into at least equal halves,
thirds, quarters, fifths, tenths, etc. As a non-limiting ex-
ample, each range discussed herein can be readily bro-
ken down into a lower third, middle third and upper third,
etc. As will also be understood by one skilled in the art
all language such as "up to," "at least," and the like include
the number recited and refer to ranges which can be sub-
sequently broken down into subranges as discussed
above. Finally, as will be understood by one skilled in the
art, a range includes each individual member. Thus, for
example, a group having 1-3 cells refers to groups having
1, 2, or 3 cells. Similarly, a group having 1-5 cells refers
to groups having 1, 2, 3, 4, or 5 cells, and so forth.
[0068] From the foregoing, it will be appreciated that
various embodiments of the present disclosure have
been described herein for purposes of illustration, and
that various modifications may be made without depart-
ing from the scope of the present invention as defined
by the appended claims.

Claims

1. A therapeutic float tent (100, 200, 300, 400a-400d,
500) providing a sensory deprivation state for a user
in order to inhibit light, temperature, and physical
stimulus to the user while floating in the float tent
(100, 200, 300, 400a-400d, 500), comprising:

a frame (200, 302, 502) including a number of
supports (202, 204, 206, 207, 208, 211, 220,
306) and coupling members (210, 212, 213, 214,
304), the frame (200, 302, 502) having a pool
frame portion defining a shape of a pool,
a tent frame portion disposed over the pool
frame portion thereby defining a shape of a tent,
the tent (120, 320, 420a-420d, 520) including
flexible light inhibiting tent walls (122) coupled
to, and being shaped by, the tent frame portion,
the tent including at least one closable opening
(130) in one of the tent walls (122);
an electrical radiant heater (150, 157, 147) con-
figured to heat water (140) in the pool (110, 310,
410a-410d, 510) and maintain the temperature
of the water (140) between 33°C to 37°C (91
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and 99 degrees Fahrenheit); and
the pool (110, 310, 410a-410d, 510) having flex-
ible water-proof pool walls (112) coupled to and
being shaped by the pool frame portion, the pool
having pool sides formed by the pool walls (112)
and dimensioned to hold between 15cm to 31cm
(6 and 12 inches) deep of water between a base
(111) of the pool (110, 310, 410a-410d, 510) and
a surface of water(140) and having the pool base
(111) defined by the pool walls (112) and dimen-
sioned sufficient for a person (160, 402a-402d)
to float in the water (140) of the pool (110, 310,
410a-410d, 510) without touching the pool sides
or the base (111) of the pool.

2. The float tent (100, 200, 300, 400a-400d, 500) of
claim 1, wherein the tent walls (122) are made of a
single sheet of flexible polymer lined material and
have an angle greater than 45 degrees that inhibits
condensation drip, the angle being with respect to
the pool base (111).

3. The float tent (100, 200, 300, 400a-400d, 500) of
claim 1, wherein the float tent (100, 200, 300, 400a-
400d, 500) is configured for the tent walls (122) to
be external to the tent frame portion and coupled
therewith; and the pool walls (112) are internal to the
pool frame portion and coupled therewith.

4. The float tent (100, 200, 300, 400a-400d, 500) of
claim 1, comprising a water circulation pump (170)
and a filter (190) located within the pool (110, 310,
410a-410d, 510).

5. The float tent (100, 200, 300, 400a-400d, 500) of
claim 1, wherein the pool frame portion includes hor-
izontal pool frame supports coupled to frame cou-
pling members and vertical pool frame supports cou-
pled to the frame coupling members and tent frame
supports coupled to the frame coupling members.

6. The float tent (100, 200, 300, 400a-400d, 500) of
claim 1, wherein the pool is rectangular shaped and
each tent wall (122) is triangular shaped with a base
dimensioned so that each tent wall (122) meets at
an angle with respect to one of the vertical pool walls
(122) of the pool, the sides of the pool being between
20cm to 71cm (8 and 28 inches) high and the tent
walls (122) are angled from the side of the pool to a
center of the pool.

7. The float tent (100, 200, 300, 400a-400d, 500) of
claim 1, wherein the electrical radiant heater (150,
157, 147) is configured to heat water (140) in the
pool set to a temperature of the water at about 34.2°C
(93.5 degrees Fahrenheit).

8. The float tent (100, 200, 300, 400a-400d, 500) of

claim 1, the tent (320) draped over the sides of the
pool (310) such that it includes at least one skirt wall
that covers the pool sides.

9. The float tent (100, 200, 300, 400a-400d, 500) of
claim 1, wherein the heater (150, 157, 147) includes
a radiant heat mat (147) and insulation disposed at
or under a base surface of a pool base (111) of the
float tent.

10. The float tent (100, 200, 300, 400a-400d, 500) of
claim 1, the sides of the tent being integrated with
the pool sides.

11. A method of providing a therapeutic floatation expe-
rience for a subject (160, 402a-402d), the method
comprising:

assembling a float tent (100, 200, 300, 400a-
400d, 500), including:

assembling a frame (200, 302, 502) includ-
ing:
assembling a pool frame portion including
a number of poles and joints defining a
shape of a pool; and assembling a tent
frame portion including a number of poles
and joints defining a shape of a tent dis-
posed over the pool;
assembling the tent (120, 320, 420a-420d,
520) supported by the assembled tent
frame portion, the tent (120, 320, 420a-
420d, 520) being made of an opaque ma-
terial that inhibits light from entering the in-
terior of the pool, the tent walls (122) being
coupled to, and being shaped by, the tent
frame portion, at least one of the tent walls
(122) having a closable opening (130); and

assembling the pool supported by the assem-
bled pool frame portion, the pool having flexible
water-proof pool walls (112) coupled to and be-
ing shaped by the pool frame portion, the pool
being designed to hold between 15cm to 31cm
(6 and 12 inches) deep of water between a base
(111) of the pool (110, 310, 410a-410d, 510) and
a surface of the water (140) when the water (140)
is held by the pool (110, 310, 410a-410d, 510),
a perimeter of the pool base (111) being defined
by the pool walls (112) with dimensions sufficient
for a person (160, 402a-402d) to lay in the water
(140) above the base (111) of the pool without
touching the pool sides;
filling the pool (110, 310, 410a-410d, 510) of the
float tent (100, 200, 300, 400a-400d, 500) with
water (140) and adding salt to the water such
that the water has at least 3.5% salinity to a
depth of between 15cm to 31cm (6 and 12 inch-
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es) deep of water;
heating the water to between 33°C and 37°C
(91°F and 99°F) using an electrical heater; and
floating a subject in the water (140) of the pool
(110, 310, 410a-410d, 510) without the subject
(160,403a-402d) touching the pool base (111)
or pool walls (112).

12. The method of claim11, further comprising:
dis-assembling the float tent (100, 200, 300, 400a-
400d, 500), including:

dis-assembling the tent from the assembled tent
frame portion;
dis-assembling the pool from the assembled
pool frame portion; and
dis-assembling the frame (200, 302, 502) includ-
ing:

dis-assembling the pool frame portion from
defining the shape of the pool; and
dis-assembling the tent frame portion from
defining the shape of the tent disposed over
the pool.

13. The method of claim 11, further comprising heating
the water (140) to about 34.2°C (93.5 ° F) using the
electrical radiant heater (150, 157, 147), wherein the
heater (150, 157, 147) is configured to substantially
eliminate electromagnetic radiation (EMF) from the
float environment to improve floatation experience.

Patentansprüche

1. Therapeutisches Schwebezelt (100, 200, 300, 400a-
400d, 500), das einen Sinnesreizentzugszustand für
einen Benutzer bereitstellt, um Licht-, Temperatur-
und physikalische Reize gegenüber dem Benutzer
zu unterdrücken, während dieser in dem Schwebe-
zelt (100, 200, 300, 400a-400d, 500) schwebt, um-
fassend:

einen Rahmen (200, 302, 502), der eine Anzahl
an Stützen (202, 204, 206, 207, 208, 211, 220,
306) und Kopplungselementen (210, 212, 213,
214, 304) beinhaltet, wobei der Rahmen (200,
302, 502) einen Beckenrahmenabschnitt auf-
weist, der eine Form eines Beckens definiert,
einen Zeltrahmenabschnitt, der über dem Be-
ckenrahmenabschnitt angeordnet ist, wodurch
eine Form eines Zelts definiert wird, wobei das
Zelt (120, 320, 420a-420d, 520) biegsame licht-
unterdrückende Zeltwände (122) beinhaltet, die
mit dem Zeltrahmenabschnitt gekoppelt sind
und durch diesen geformt werden, wobei das
Zelt wenigstens eine verschließbare Öffnung
(130) in einer der Zeltwände (122) beinhaltet;

einen elektrischen Heizstrahler (150, 157, 147),
der dafür ausgelegt ist, Wasser (140) in dem
Becken (110, 310, 410a-410d, 510) zu erwär-
men und die Temperatur des Wassers (140)
zwischen 33 °C und 37 °C (91 und 99 Grad Fah-
renheit) zu halten; und
das Becken (110, 310, 410a-410d, 510), das
biegsame wasserdichte Beckenwände (112)
aufweist, die mit dem Beckenrahmenabschnitt
gekoppelt sind und durch diesen geformt wer-
den, wobei das Becken Beckenseiten aufweist,
die durch die Beckenwände (112) geformt wer-
den und dimensioniert sind, um Wasser mit ei-
ner Tiefe zwischen 15 cm und 31 cm (6 und 12
Zoll) zwischen einer Basis (111) des Beckens
(110, 310, 410a-410d, 510) und einer Oberflä-
che des Wassers (140) zu enthalten, und wobei
die Beckenbasis (111) durch die Beckenwände
(112) definiert wird und ausreichend dimensio-
niert ist, sodass eine Person (160, 402a-402d)
in dem Wasser (140) des Beckens (110, 310,
410a-410d, 510) schwebt, ohne die Beckensei-
ten oder die Basis (111) des Beckens zu berüh-
ren.

2. Schwebezelt (100, 200, 300, 400a-400d, 500) nach
Anspruch 1, wobei die Zeltwände (122) aus einer
einzigen Folie aus einem biegsamen polymerbe-
schichteten Material gebildet sind und einen Winkel
von mehr als 45 Grad aufweisen, der das Herabtrop-
fen von Kondenswasser verhindert, wobei sich der
Winkel auf die Beckenbasis (111) bezieht.

3. Schwebezelt (100, 200, 300, 400a-400d, 500) nach
Anspruch 1, wobei das Schwebezelt (100, 200, 300,
400a-400d, 500) derart ausgestaltet ist, dass sich
die Zeltwände (122) außerhalb des Zeltrahmenab-
schnitts befinden und damit gekoppelt sind; und dass
sich die Beckenwände (112) innerhalb des Becken-
rahmenabschnitts befinden und damit gekoppelt
sind.

4. Schwebezelt (100, 200, 300, 400a-400d, 500) nach
Anspruch 1, umfassend eine Wasserumwälzpumpe
(170) und einen Filter (190), die in dem Becken (110,
310, 410a-410d, 510) angeordnet sind.

5. Schwebezelt (100, 200, 300, 400a-400d, 500) nach
Anspruch 1, wobei der Beckenrahmenabschnitt Fol-
gendes beinhaltet: horizontale Beckenrahmenstüt-
zen, die mit Rahmenkopplungselementen gekoppelt
sind, und vertikale Beckenrahmenstützen, die mit
den Rahmenkopplungselementen gekoppelt sind,
und Zeltrahmenstützen, die mit den Rahmenkopp-
lungselementen gekoppelt sind.

6. Schwebezelt (100, 200, 300, 400a-400d, 500) nach
Anspruch 1, wobei das Becken rechteckförmig ist
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und jede Zeltwand (122) dreieckförmig ist, wobei ei-
ne Basis derart dimensioniert ist, dass jede Zeltwand
(122) in einem Winkel in Bezug auf eine der vertika-
len Beckenwände (122) des Beckens zusammen-
läuft, wobei die Seiten des Beckens zwischen 20 cm
und 71 cm (8 und 28 Zoll) hoch sind und die Zelt-
wände (122) von der Seite des Beckens zu einer
Mitte des Beckens abgewinkelt sind.

7. Schwebezelt (100, 200, 300, 400a-400d, 500) nach
Anspruch 1, wobei der elektrische Heizstrahler (150,
157, 147) dafür ausgelegt ist, Wasser (140) in dem
Becken zu erwärmen, das auf eine Wassertempe-
ratur von etwa 34,2 °C (93,5 Grad Fahrenheit) ein-
gestellt ist.

8. Schwebezelt (100, 200, 300, 400a-400d, 500) nach
Anspruch 1, wobei das Zelt (320) derart über den
Seiten des Beckens (310) drapiert ist, dass es we-
nigstens eine Schürzenwand beinhaltet, welche die
Beckenseiten bedeckt.

9. Schwebezelt (100, 200, 300, 400a-400d, 500) nach
Anspruch 1, wobei die Heizeinrichtung (150, 157,
147) eine Strahlungswärmematte (147) und eine
Isolierung beinhaltet, die an oder unter einer Basis-
fläche einer Beckenbasis (111) des Schwebezelts
angeordnet sind.

10. Schwebezelt (100, 200, 300, 400a-400d, 500) nach
Anspruch 1, wobei die Seiten des Zelts und die Be-
ckenseiten miteinander integriert sind.

11. Verfahren zum Bereitstellen einer therapeutischen
Schwebeerfahrung für ein Individuum (160, 402a-
402d), wobei das Verfahren Folgendes umfasst:

Zusammenbauen eines Schwebezelts (100,
200, 300, 400a-400d, 500), beinhaltend:

Zusammenbauen eines Rahmens (200,
302, 502), beinhaltend:
Zusammenbauen eines Beckenrahmenab-
schnitts, der eine Anzahl an Stangen und
Verbindungen beinhaltet, die eine Form ei-
nes Beckens definieren; und Zusammen-
bauen eines Zeltrahmenabschnitts, der ei-
ne Anzahl an Stangen und Verbindungen
beinhaltet, die eine Form eines Zelts defi-
nieren, das über dem Becken angeordnet
ist;
Zusammenbauen des Zelts (120, 320,
420a-420d, 520), das durch den zusam-
mengebauten Zeltrahmenabschnitt ge-
stützt wird, wobei das Zelt (120, 320, 420a-
420d, 520) aus einem undurchsichtigen
Material hergestellt ist, das Licht daran hin-
dert, in das Innere des Beckens einzudrin-

gen, wobei die Zeltwände (122) mit dem
Zeltrahmenabschnitt gekoppelt sind und
durch diesen geformt werden, wobei we-
nigstens eine der Zeltwände (122) eine ver-
schließbare Öffnung (130) aufweist; und

Zusammenbauen des Beckens, das durch den
zusammengebauten Beckenrahmenabschnitt
gestützt wird, wobei das Becken biegsame was-
serdichte Beckenwände (112) aufweist, die mit
dem Beckenrahmenabschnitt gekoppelt sind
und durch diesen geformt werden, wobei das
Becken dafür ausgelegt ist, Wasser mit einer
Tiefe zwischen 15 cm und 31 cm (6 und 12 Zoll)
zwischen einer Basis (111) des Beckens (110,
310, 410a-410d, 510) und einer Oberfläche des
Wassers (140) zu enthalten, wenn das Wasser
(140) durch das Becken (110, 310, 410a-410d,
510) gehalten wird, wobei ein Umfang der Be-
ckenbasis (111) durch die Beckenwände (112)
mit Abmessungen definiert wird, die ausreichen,
dass eine Person (160, 402a-402d) in dem Was-
ser (140) über der Basis (111) des Beckens liegt,
ohne die Beckenseiten zu berühren;
Füllen des Beckens (110, 310, 410a-410d, 510)
des Schwebezelts (100, 200, 300, 400a-400d,
500) mit Wasser (140) und Zugeben von Salz
zu dem Wasser, sodass das Wasser einen Salz-
gehalt von wenigstens 3,5 % bis zu einer Was-
sertiefe zwischen 15 cm und 31 cm (6 und 12
Zoll) aufweist;
Erwärmen des Wassers auf 33 °C bis 37 °C (91
°F bis 99 °F) unter Verwendung einer elektri-
schen Heizeinrichtung; und
Schwebenlassen eines Individuums in dem
Wasser (140) des Beckens (110, 310, 410a-
410d, 510), ohne dass das Individuum (160,
403a-402d) die Beckenbasis (111) oder die Be-
ckenwände (112) berührt.

12. Verfahren nach Anspruch 11, ferner umfassend:
Demontieren des Schwebezelts (100, 200, 300,
400a-400d, 500), beinhaltend:

Demontieren des Zelts von dem zusammenge-
bauten Zeltrahmenabschnitt;
Demontieren des Beckens von dem zusammen-
gebauten Beckenrahmenabschnitt; und
Demontieren des Rahmens (200, 302, 502), be-
inhaltend:

Demontieren des Beckenrahmenab-
schnitts, sodass er nicht mehr die Form des
Beckens definiert; und
Demontieren des Zeltrahmenabschnitts,
sodass er nicht mehr die Form des Zelts
definiert, das über dem Becken angeordnet
ist.
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13. Verfahren nach Anspruch 11, ferner umfassend das
Erwärmen des Wassers (140) auf etwa 34,2 °C (93,5
°F) unter Verwendung des elektrischen Heizstrah-
lers (150, 157, 147), wobei die Heizeinrichtung (150,
157, 147) dafür ausgelegt ist, elektromagnetische
Strahlung (EMF) von der Schwebeumgebung im
Wesentlichen zu eliminieren, um die Schwebeerfah-
rung zu verbessern.

Revendications

1. Tente de flottaison thérapeutique (100, 200, 300,
400a-400d, 500) créant un état d’isolation sensoriel-
le pour un utilisateur afin d’inhiber les stimuli lumi-
neux, thermiques et physiques pendant que l’utilisa-
teur flotte dans la tente de flottaison (100, 200, 300,
400a-400d, 500), comprenant :

un cadre (200, 302, 502) qui comporte plusieurs
supports (202, 204, 206, 207, 208, 211, 220,
306) et des éléments de couplage (210, 212,
213, 214, 304), lequel cadre (200, 302, 502) pos-
sède une partie de cadre de bassin définissant
la forme d’un bassin,
une partie de cadre de tente disposée par-des-
sus la partie de cadre de bassin en définissant
ainsi la forme d’une tente, laquelle tente (120,
320, 420a-420d, 520) comporte des parois de
tente (122) souples occultant la lumière, cou-
plées à la partie de cadre de tente et mises en
forme par celle-ci, la tente comportant au moins
une ouverture (130) pouvant être fermée dans
une des parois de tente (122) ;
un chauffage électrique radiant (150, 157, 147)
configuré pour chauffer de l’eau (140) dans le
bassin (110, 310, 410a-410d, 510) et maintenir
la température de l’eau (140) entre 33 °C et 37
°C et
le bassin (110, 310, 410a-410d, 510) possédant
des parois de bassin (112) souples et imper-
méables couplées à la partie de cadre de bassin
et mises en forme par celle-ci, le bassin possé-
dant des côtés de bassin formés par les parois
de bassin (112) et dimensionnées pour contenir
entre 15 cm et 31 cm de profondeur d’eau entre
un fond (111) du bassin (110, 310, 410a-410d,
510) et la surface de l’eau (140) et un fond de
bassin (111) défini par les parois de bassin (112)
et de dimensions suffisantes pour qu’une per-
sonne (160, 402a-402d) puisse flotter dans l’eau
(140) du bassin (110, 310, 410a-410d, 510)
sans toucher les côtés du bassin ni le fond (111)
du bassin.

2. Tente de flottaison (100, 200, 300, 400a-400d, 500)
selon la revendication 1, dans laquelle les parois de
tente (122) sont faites d’une seule feuille de matériau

souple revêtu d’un polymère et forment un angle su-
périeur à 45° qui empêche le ruissellement de con-
densation, l’angle étant formé par rapport au fond
du bassin (111).

3. Tente de flottaison (100, 200, 300, 400a-400d, 500)
selon la revendication 1, dans laquelle la tente de
flottaison (100, 200, 300, 400a-400d, 500) est con-
figurée pour que les parois de tente (122) se trouvent
à l’extérieur de la partie de cadre de tente et soient
couplées à celle-ci et que les parois de bassin (112)
se trouvent à l’intérieur de la partie de cadre de bas-
sin et soient couplées à celle-ci.

4. Tente de flottaison (100, 200, 300, 400a-400d, 500)
selon la revendication 1, comprenant une pompe de
circulation d’eau (170) et un filtre (190) situé dans le
bassin (110, 310, 410a-410d, 510).

5. Tente de flottaison (100, 200, 300, 400a-400d, 500)
selon la revendication 1, dans laquelle la partie de
cadre de bassin comprend des supports de cadre
de bassin horizontaux couplés aux éléments de cou-
plage du cadre et des éléments de cadre de support
de bassin verticaux couplés aux éléments de cou-
plage du cadre et des supports de cadre de tente
couplés aux éléments de couplage du cadre.

6. Tente de flottaison (100, 200, 300, 400a-400d, 500)
selon la revendication 1, dans laquelle le bassin est
de forme rectangulaire et chaque paroi de tente
(122) est triangulaire avec une base dimensionnée
de telle façon que chaque paroi de tente (122) rejoi-
gne en formant un angle une des parois de bassin
(122) verticales du bassin, les côtés du bassin étant
hauts de 20 cm à 71 cm et les parois de tente (122)
formant un angle par rapport au côté du bassin au
centre du bassin.

7. Tente de flottaison (100, 200, 300, 400a-400d, 500)
selon la revendication 1, dans laquelle le chauffage
électrique radiant (150, 157, 147) est configuré pour
chauffer de l’eau (140) dans le bassin à une tempé-
rature réglée de l’eau d’environ 34,2 °C.

8. Tente de flottaison (100, 200, 300, 400a-400d, 500)
selon la revendication 1, laquelle tente (320) est dra-
pée par-dessus les côtés du bassin (310) de façon
à inclure au moins une plinthe qui couvre les côtés
du bassin.

9. Tente de flottaison (100, 200, 300, 400a-400d, 500)
selon la revendication 1, dans laquelle le chauffage
(150, 157, 147) comprend un tapis chauffant radiant
(147) et une isolation disposés sur ou sous une sur-
face de fond du fond du bassin (111) de la tente de
flottaison.
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10. Tente de flottaison (100, 200, 300, 400a-400d, 500)
selon la revendication 1, dont les côtés sont d’un
seul tenant avec les côtés du bassin.

11. Procédé pour offrir une expérience de flottaison thé-
rapeutique à un sujet (160, 402a-402d), lequel pro-
cédé comprend :

l’assemblage d’une tente de flottaison (100,
200, 300, 400a-400d, 500), qui comprend :

l’assemblage d’un cadre (200, 302, 502)
comprenant :
l’assemblage d’une partie de cadre de bas-
sin comprenant plusieurs piquets et jointu-
res définissant la forme d’un bassin et l’as-
semblage d’une partie de cadre de tente
comprenant plusieurs piquets et jointures
définissant la forme d’une tente disposée
par-dessus le bassin ;
l’assemblage de la tente (120, 320, 420a-
420d, 520) supportée par la partie de cadre
de tente assemblée, la tente (120, 320,
420a-420d, 520) étant faite d’un matériau
opaque qui empêche la lumière de pénétrer
à l’intérieur du bassin, les parois de tente
(122) étant couplées à et mises en forme
par la partie de cadre de tente, au moins
une des parois de tente (122) possédant
une ouverture (130) qui peut être fermée, et

l’assemblage du bassin supporté par la partie
de cadre de bassin assemblée, le bassin pos-
sédant des parois de bassin (112) souples et
imperméables couplées à et mises en forme par
la partie de cadre de bassin, le bassin étant con-
çu pour contenir entre 15 cm et 31 cm de pro-
fondeur d’eau entre un fond (111) du bassin
(110, 310, 410a-410d, 510) et la surface de l’eau
(140) quand le bassin (110, 310, 410a-410d,
510) contient de l’eau (140), un périmètre du
fond du bassin (111) étant défini par les parois
de bassin (112) à des dimensions suffisantes
pour qu’une personne (160, 402a-402d) puisse
flotter dans l’eau (140) au-dessus du fond (111)
du bassin sans toucher les côtés du bassin ;
le remplissage du bassin (110, 310, 410a-410d,
510) de la tente de flottaison (100, 200, 300,
400a-400d, 500) avec de l’eau (140) en ajoutant
du sel afin que l’eau ait une salinité d’eau moins
3,5 %, sur une profondeur de 15 cm à 31 cm
d’eau ;
le chauffage de l’eau entre 33 °C et 37 °C à l’aide
d’un chauffage électrique et
la mise en flottaison d’un sujet dans l’eau (140)
du bassin (110, 310, 410a-410d, 510) sans que
le sujet (160, 403a-402d) touche le fond du bas-
sin (111) ou les parois de bassin (112).

12. Procédé selon la revendication 11, comprenant en
outre :
le démontage de la tente de flottaison (100, 200,
300, 400a-400d, 500), qui comprend :

le démontage de la tente de la partie de cadre
de tente assemblée,
le démontage du bassin de la partie de cadre
de bassin assemblée et
le démontage du cadre (200, 302, 502), qui
comprend :

le démontage de la partie de cadre de bas-
sin à partir de la forme du bassin
et
le démontage de la partie de cadre de tente
à partir de la forme de la tente disposée par-
dessus le bassin.

13. Procédé selon la revendication 11, comprenant en
outre le chauffage de l’eau (140) à environ 34,2 °C
à l’aide du chauffage électrique radiant (150, 157,
147), le chauffage (150, 157, 147) étant configuré
pour éliminer sensiblement les rayonnements élec-
tromagnétiques dans l’environnement de flottaison
afin d’améliorer l’expérience de flottaison.
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