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(54) BATTERY CHARGER

(57) A battery charger is provided for charging the
battery with the use of plural power converters, and the
current balance control can be eliminated in the constant
voltage charging operation. The battery charger includes
the first to n-th power converters (10_1 to 10_n) config-
ured to convert the power supplied from the power supply
and supply the converted power to the battery, and a
charge controller (20) configured to cause the power con-
verters to perform a constant current charging operation,
a constant power charging operation, and a constant volt-
age charging operation, to charge the battery. The
charge controller (20) causes the first to n-th power con-
verters (10_1 to 10_n) to operate in parallel in the con-
stant current charging operation and the constant power
charging operation, and causes one of the first to n-th
power converters (10_1 to 10_n) to solely operate in the
constant voltage charging operation.
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Description

Technical Field

[0001] The present invention relates to a control tech-
nology of a battery charger.

Background Art

[0002] As a conventional technique of operating plural
power converters in parallel to supply the power to a load,
the technique disclosed in Patent Literature 1 is given as
an example. In this technique, to suppress the current
concentration on a particular one of plural power supply
circuits operating in parallel, the respective power supply
circuits are controlled to balance their output currents.
[0003] Also, when a battery such as a lithium ion bat-
tery is charged with the use of the power converter con-
ventionally, the power converter performs in an order of
a constant current charging operation and a constant
voltage charging operation (for example, see Patent Lit-
erature 2). Alternatively, the power converter performs
in an order of the constant current charging operation, a
constant power charging operation, and the constant
voltage charging operation (for example, see Patent Lit-
erature 3).
[0004] Here, as illustrated in FIG. 10, the constant cur-
rent charging operation is a charging operation with a
charging current Iot being constant, and the constant
power charging operation is a charging operation with a
charging power (Pout = Vout 3 Iot) being constant. In
addition, the constant voltage charging operation is a
charging operation with a charging voltage Vout being
constant. In other words, after the charging starts, the
charging operation is performed efficiently in the order
of the constant current charging operation and the con-
stant power charging operation, and the charging oper-
ation is performed up to immediately before a limit value
of the battery capacity while avoiding overcharging by
performing the constant voltage charging operation at
the end stage of charging.

Citation List

Patent Literature

[0005]

PLT1: JP 2012-244866 A
PLT2: JP 2012-157201 A
PLT3: JP 2010-213499 A

Summary

Technical Problem

[0006] When plural power converters are made to per-
form the constant voltage charging operation to charge

the battery, in order to balance the output currents of
these power converters, control lines that acquire current
detection results CT1 to CTn of the respective power
supply circuits and a total current detection result CT0 of
these currents, and a control circuit and a control line for
comparing the current detection results are needed, as
in the conventional technology.
[0007] Besides, in the above-described conventional
technology, a single controller concentrically controls
from the generation of a current instruction value used
for balancing the currents to the generation of a control
signal used for driving each supply circuit.
[0008] However, when the plural power converters are
made to operate in parallel to charge the battery, a con-
figuration is given as an example, as illustrated in FIG.
11, such that each of the power converters receives a
current instruction value Iref, a power instruction value
Pref, and a voltage instruction value Vref from the con-
troller (not illustrated), and generates a control signal
from each of output current detection results Io1 to Io3
and the output voltage detection results Vout of its own.
[0009] In the above configuration, in order to perform
the constant voltage charging operation and to balance
the output currents, power converters SMPS1 to SMPS3
respectively need current balance control units CBC1 to
CBC3 each including a control circuit for comparing cur-
rent detection results of the respective power converters,
and control lines of supplying the output current detection
results Io1 to Io3 to the respective power converters, as
illustrated in FIG. 11, for example.
[0010] The inventors of the present invention have fo-
cused on the point, in particular, in the conventional con-
figuration illustrated in FIG. 11, that when the constant
current charging operation and the constant power
charging operation are performed, the power converters
are respectively capable of controlling their output cur-
rents from the output current detection results to match
the current instruction values (i.e., power instruction val-
ues) from the controller, and hence the balance control
of the output currents is not necessary. The inventors of
the present invention have also focused on the point that
when the constant voltage charging operation is per-
formed, the power necessary for charging the battery can
be smaller than the power necessary for the constant
current charging operation and the constant power
charging operation, and hence only a single power con-
verter is capable of generating the power necessary for
charging the battery.
[0011] Then, the inventors of the present invention
have found out from the above-described focused points
that in the constant voltage charging operation in which
the output currents are not balanced, the balance control
of the output currents can be eliminated by causing a
single power converter of the plural power converters to
operate solely.
[0012] The present invention has been made in view
of the above circumstances, and has an object to provide
a battery charger, which eliminates the balance control
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of the output currents in the constant voltage charging
operation in charging the battery with the use of plural
power converters.

Solution to Problem

<First Aspect>

[0013] In order to achieve the above object, there is
provided a battery charger in a first aspect including: a
plurality of power converters configured to convert power
supplied from a power supply, and to supply converted
power to a battery; and a charge controller configured to
cause the plurality of power converters to operate at least
two charging operations selected from a constant current
charging operation to keep a charging current constant,
a constant power charging operation to keep a charging
power constant, or a constant voltage charging operation
to keep a charging voltage constant, to charge the bat-
tery, the at least two charging operations including at
least the constant voltage charging operation. The
charge controller is configured to cause the plurality of
power converters to operate in parallel, in performing the
at least two charging operations including either one of
the constant current charging operation or the constant
power charging operation, and the charge controller is
configured to cause any one of the plurality of power con-
verters to solely operate in the constant voltage charging
operation.
[0014] In such a configuration, it is possible to cause
the plural power converters operate in parallel in the con-
stant current charging operation and the constant power
charging operation that need relatively large supply pow-
er. In addition, it is possible to cause one of the plural
power converters to solely operate in the constant volt-
age charging operation that needs only relatively small
supply power.

<Second Aspect>

[0015] Further, according to the battery charger in a
second aspect, in the configuration of the first aspect,
the charge controller may be configured to output at least
two instruction values corresponding to the at least two
charging operations to the plurality of power converters
to control charging operations of the plurality of power
converters, the at least two instruction values including
a current instruction value corresponding to the constant
current charging operation, a power instruction value cor-
responding to the constant power charging operation,
and a voltage instruction value corresponding to the con-
stant voltage charging operation. Each of the plurality of
power converters may include at least two control units
corresponding to the at least two charging operations,
the at least two control units being selected from: a con-
stant current control unit configured to control the con-
stant current charging operation such that an output cur-
rent value from the constant current control unit matches

the current instruction value output from the charge con-
troller, based on the current instruction value from the
charge controller and the output current value; a constant
power control unit configured to control the constant pow-
er charging operation such that an output power value
from the constant power control unit matches the power
instruction value output from the charge controller, based
on the power instruction value from the charge controller
and the output power value; and a constant voltage con-
trol unit configured to control the constant voltage charg-
ing operation such that an output voltage value from the
constant voltage control unit matches the voltage instruc-
tion value output from the charge controller, based on
the voltage instruction value from the charge controller
and the output voltage value.
[0016] In such a configuration, the plural power con-
verters respectively receive inputs of any one of the cur-
rent instruction value, the power instruction value, or the
voltage instruction value from the charge controller.
Then, it is made possible for any one of the constant
current control unit, the constant power control unit, or
the constant voltage control unit that corresponds to the
instruction value that has been input to perform any one
of the constant current charging operation, the constant
power charging operation, or the constant voltage charg-
ing operation.
[0017] In other words, in the constant current charging
operation, each of the plural power converters is capable
of controlling the charging operation such that the output
current value of its own matches the current instruction
value. In addition, in the constant power charging oper-
ation, each of the plural power converters is capable of
controlling the charging operation such that the output
power value of its own calculated by the output current
value of its own and the output voltage value matches
the power instruction value. In this situation, the output
voltage value (charging voltage value) is common to the
power converters, respectively. Hence, in the constant
power charging operation, each of the power converters
is capable of outputting the common output current value
depending on a change in the charging voltage value
such that the output power value of its own matches the
power instruction value. This configuration eliminates the
need of balancing the output currents from the plural pow-
er converters in the constant current charging operation
and the constant power charging operation.

<Third Aspect>

[0018] Furthermore, according to the battery charger
in a third aspect, in the configuration of the first or second
aspect, the charge controller may be configured to re-
place one of the plurality of power converters to solely
operate with another one of the plurality of power con-
verters in turn for every predefined period, in the constant
voltage charging operation for a charging period from a
charging start to a charging end.
[0019] In such a configuration, the power converter that

3 4 



EP 3 151 369 A1

4

5

10

15

20

25

30

35

40

45

50

55

solely operates can be changed successively to another
one as the predefined period passes, in the constant volt-
age charging operation.

<Fourth Aspect>

[0020] Moreover, according to the battery charger in a
fourth aspect, in the configuration of the first aspect, the
charge controller may be configured to replace one of
the plurality of power converters to solely operate with
another one of the plurality of power converters in turn
for every charging period from a charging start to a charg-
ing end.
[0021] In such a configuration, the power converter that
solely operates can be changed successively to another
one in the constant voltage charging operation, whenever
one charging period ends.

<Fifth Aspect>

[0022] Further, according to the battery charger in a
fifth aspect, in the configuration of any one of the first to
fourth aspects, the battery may be a lithium ion battery,
and the charge controller may be configured to cause
the plurality of power converters to perform in an order
of the constant current charging operation and the con-
stant voltage charging operation, or in another order of
the constant current charging operation, the constant
power charging operation, and the constant voltage
charging operation, to charge the battery.
[0023] In such a configuration, it is possible to charge
a lithium ion battery, in an order of the constant current
charging operation and the constant voltage charging op-
eration, or in another order of the constant current charg-
ing operation, the constant power charging operation,
and the constant voltage charging operation. In addition,
in the constant voltage charging operation, one of the
plural power converters is capable of solely operating.

Advantageous Effects

[0024] According to the present invention, plural power
converters operate in parallel in the constant current
charging operation and the constant power charging op-
eration that need relatively large charging power, and
one of the of plural power converters solely operates in
the constant voltage charging operation that needs rel-
atively small charging power. Accordingly, when the plu-
ral power converters operate in parallel, the balance con-
trol of the output currents can be eliminated in the con-
stant voltage charging operation in which the output cur-
rents are not balanced.
[0025] This configuration eliminates the dedicated
control circuit or control line necessary for the current
balance control in the constant voltage charging opera-
tion, and achieves an advantage of suppressing an in-
crease in the cost for the current balance control. This
configuration also achieves an advantage of reducing

the power loss in the constant voltage charging operation
as compared to the case where the plural power convert-
ers operate.

Brief Description of Drawings

[0026]

FIG. 1 is a block diagram of a whole configuration of
a battery charger in a first embodiment of the present
invention;
FIG. 2A is a block diagram of a configuration of a
power converter;
FIG. 2B is a block diagram of a detailed configuration
of an operation control device;
FIG. 3 is a block diagram of an example of a specific
configuration of a charge controller;
FIG. 4 is a flow chart of an example of a process
procedure of a charging operation control process;
FIG. 5 is a flow chart of an example of a process
procedure of a constant voltage charging operation
control process in the first embodiment of the present
invention;
FIG. 6 is a view of an example of an operation period
and an operation order of the power converter solely
operating in the constant voltage charging operation
in the first embodiment of the present invention;
FIG. 7 is a block diagram of a specific configuration
of a charge controller in a second embodiment of the
present invention;
FIG. 8 is a flow chart of an example of a process
procedure of a constant voltage charging operation
control process in the second embodiment of the
present invention;
FIG. 9 is a view of an example of an operation order
of the power converter solely operating in the con-
stant voltage charging operation in the second em-
bodiment of the present invention;
FIG. 10 is a view of an example of relationships be-
tween a charging voltage and a charging current in
the charging operation in an order of the constant
current charging operation, the constant power
charging operation, and the constant voltage charg-
ing operation; and
FIG. 11 is a block diagram of a configuration example
of a conventional battery charger including plural
power converters.

Description of Embodiments

First Embodiment

Configuration

[0027] As illustrated in FIG. 1, a battery charger 1 in a
first embodiment includes a first to an n-th power con-
verters 10_1 to 10_2 (where n is a natural number of two
or more) connected in parallel, a charge controller 20, a
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first to n-th current detection circuits CS1 to CSn, a charg-
ing current detection circuit CtS, and a voltage detection
circuit VcS. It is to be noted that in an example of FIG.
1, three or more power converters are provided, but two
converters including the first power converter 10_1 and
the second power converter 10_2 may be provided. In
the battery charger 1, the charge controller 20 is config-
ured to control the charging operations of the first to n-
th power converters 1_10 to 10_n to charge a battery
100 connected with output terminals. Although not illus-
trated, the power supply is connected to input terminals
Tin. In the first embodiment, the battery 100 may be a
lithium ion battery.
[0028] The first to n-th current detection circuits CS1
to CSn are respectively arranged between the first to n-
th power converters 10_1 to 10_n and joining points of
joining the output lines of the respective power converters
and the output lines of the other power converters, and
are circuits configured to detect output currents Io1 to
Ion from the first to n-th power converters 10_1 to 10_n.
[0029] For example, the first current detection circuit
CS1 is arranged between the first power converter 10_1
and a joining point of joining the output line of the first
power converter 10_1 and the output lines of the second
to n-th power converters 10_2 to 10_n.
[0030] Also, each of the first to n-th current detection
circuits CS1 to CSn includes, for example, a shunt re-
sistance having a minute resistance value and individu-
ally arranged between the first to n-th power converters
10_1 to 10_n and joining points of the output lines there-
from, and a current detection circuit configured to meas-
ure voltages applied at both ends of the shunt resistance,
and to detect and output current from each of the power
converters. The present embodiment is not limited to the
use of the shunt resistance. Any other configuration may
be applicable, and, for example, Hall elements such as
DC current transformers (DCCT) may be used.
[0031] The charging current detection circuit CtS is a
circuit arranged between the joining points of the output
lines of the first to n-th power converters 10_1 to 10_n
and the battery 100, and is configured to detect a charg-
ing current Iot (Iot = Io1 + Io2 + ... + Ion) of the battery 100.
[0032] The charging current detection circuit CtS in-
cludes, for example, a shunt resistance having a minute
resistance value arranged between a joining point of the
output lines of the first to n-th power converters 10_1 to
10_n and the battery 100, and a current detection circuit
configured to measure voltages applied at both ends of
the shunt resistance and detect a charging current. The
present embodiment is not limited to the use of the shunt
resistance. Any other configuration may be applicable,
and for example, Hall elements such as DC current trans-
formers (DCCT) may be used.
[0033] The voltage detection circuit VcS is arranged
between the charging current detection circuit CtS and
the battery 100, and is a circuit configured to detect an
output voltage (charging voltage) Vout from each power
converter.

[0034] Each of the first to n-th power converters 10_1
to 10_n includes a power conversion circuit configured
to convert the power input from the power supply through
the input terminal Tin. The power conversion circuit is
different in configuration depending on the type of the
power supply connected to the input terminal Tin. For
example, when the power supply is an Alternating Cur-
rent power supply, the power conversion circuit includes
an AC/DC converter configured to convert the AC power
into the DC power, whereas when the power supply is a
Direct Current power supply, the power conversion circuit
includes a DC/DC converter configured to convert the
DC power into the DC power.
[0035] In the first embodiment, the power supply can
be the AC power supply (for example, a commercial pow-
er supply), and the power conversion circuit can be the
AC/DC converter.
[0036] In addition, the first to n-th power converters
10_1 to 10_n perform the constant current charging op-
eration, the constant power charging operation, and the
constant voltage charging operation based on a current
instruction value Iref, a power instruction value Pref, a
voltage instruction value Vref, and a drive instruction val-
ue fd from the charge controller 20, to charge the battery
100.
[0037] The charge controller 20 is configured to mon-
itor the output voltage Vout detected by the voltage de-
tection circuit VcS, and to change the type of the charging
operation depending on the size of the output voltage
Vout appropriately, so as to control the charging opera-
tion of charging the battery 100 with use of the first to n-
th power converters 10_1 to 10_n.
[0038] In the first embodiment, the charge controller
20 is configured to cause the first to n-th power converters
10_1 to 10_n to perform three kinds of charging opera-
tions including the constant current charging operation,
the constant power charging operation, and the constant
voltage charging operation.
[0039] Therefore, the charge controller 20 outputs the
current instruction value Iref in performing the constant
current charging operation, the power instruction value
Pref in performing the constant power charging opera-
tion, and the voltage instruction value Vref in performing
the constant voltage charging operation to a predeter-
mined power converter of the first to n-th power convert-
ers 10_1 to 10_n.
[0040] In addition, the charge controller 20 outputs the
drive instruction value fd to control drive states of the first
to n-th power converters 10_1 to 10_n to the first to n-th
power converters 10_1 to 10_n.
[0041] Here, the drive instruction value fd is an instruc-
tion value that is set such that the drive instruction value
fd "0" drives the power converter, whereas the drive in-
struction value fd "1" stops driving of the power converter.
[0042] In other words, when the drive instruction value
fd "0" is input, the first to n-th power converters 10_1 to
10_n are in a driving state to perform the charging oper-
ation in accordance with the instruction value, whereas
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when the drive instruction value fd "1" is input, the first
to n-th power converters 10_1 to 10_n are in a stop state
to stop the charging operation.

Configuration of Power Converter

[0043] Next, specific configurations of the first to n-th
power converters 10_1 to 10_n will be described based
on FIG. 2A and FIG. 2B.
[0044] Hereinafter, when it is not necessary to distin-
guish the first to n-th power converters 10_1 to 10_n,
"power converter 10" will be simply used in some cases.
Similarly, the first to n-th current detection circuits CS1
to CSn will be referred to as "current detection circuit CS"
in some cases. Similarly, the detection currents Io1 to
Ion of the first to n-th current detection circuits CS1 to
CSn will be referred to as "output current Io" in some
cases.
[0045] As illustrated in FIG. 2A, the power converter
10 includes an operation control device 11, a power con-
version circuit 12, and an output cutoff circuit 13.
[0046] The operation control device 11 is configured
to generate a drive signal for causing the power conver-
sion circuit 12 to perform the constant current charging
operation, the constant power charging operation, or the
constant voltage charge based on any one of the current
instruction value Iref, the power instruction value Pref, or
the voltage instruction value Vref, which has been input
from the charge controller 20, and the drive instruction
value fd. Then, the operation control device 11 outputs
the generated drive signal to the power conversion circuit
12.
[0047] In addition, when the drive instruction value fd
is "0", the operation control device 11 outputs the drive
signal in accordance with each charging operation to the
power conversion circuit 12, based on the drive instruc-
tion value fd from the charge controller 20. On the other
hand, when the drive instruction value fd is "1", the op-
eration control device 11 outputs a drive signal of stop-
ping the driving to the power conversion circuit 12.
[0048] The power conversion circuit 12 includes an
AC/DC converter, in the first embodiment. The AC/DC
converter includes a rectification circuit configured to
convert the AC power supplied from the AC power supply
connected to the input terminal Tin into the DC power,
and a DC/DC converter of, for example, an insulating
type, configured to convert the DC input from the rectifi-
cation circuit into a DC output. The DC/DC converter in-
cludes, for example, an inverter circuit of full bridge, a
transformer into which the AC output from the inverter
circuit is input, and a rectification circuit configured to
rectify the AC output from the transformer.
[0049] In such a configuration, the power conversion
circuit 12 is configured such that a switching element
(e.g., field effect transistor) included in the inverter circuit
is controlled to be driven by the drive signal from the
operation control device 11. Accordingly, the DC power
supplied from the rectification circuit on the input side is

converted into the AC power depending on the drive con-
tent based on the drive signal, and the AC power is rec-
tified by the rectification circuit on the output side and is
converted into the power (DC power) of charging the bat-
tery 100. In other words, the power conversion circuit 12
is controlled to be driven by the drive signal from the
operation control device 11, and outputs the DC power
to satisfy an operation condition of the constant current
charging operation, the constant power charging opera-
tion, or the constant voltage charging operation.
[0050] The output cutoff circuit 13 is arranged between
the power conversion circuit 12 and an output terminal
Tout, and is configured to cut off an electrical connection
between the power conversion circuit 12 and the battery
100 connected with the output terminal Tout at the time
of an cutoff operation. In addition, the output cutoff circuit
13 is configured with, for example, a field effect transistor.
It is to be noted that the output cutoff circuit 13 is not
limited to a semiconductor relay including the field effect
transistor, and may include another semiconductor ele-
ment. The output cutoff circuit 13 is not limited to the
semiconductor relay, and may be a mechanical relay, a
hybrid relay, or the like.
[0051] As illustrated in FIG. 2B, the operation control
device 11, includes a microcomputer 11a (hereinafter,
referred to as "micon 11a"), and a drive circuit 11b.
[0052] The micon 11a is not illustrated, but includes an
A/D converter, a processor, and a memory storing vari-
ous data, such that the A/D converter converts analog
input signals from various sensors into digital signals,
and the processor performs the operation process on
digital values indicated by the digital signals to calculate
various control instruction values. Then, the micon 11a
outputs the calculated control instruction value to the
drive circuit 11b.
[0053] To be specific, the current instruction value Iref,
the power instruction value Pref, the voltage instruction
value Vref, and the drive instruction value fd, which are
digital signals output from the charge controller 20, are
input into the micon 11a. In addition, an output current
Io that is an analog signal from the current detection cir-
cuit CS and an output voltage Vout that is an analog
signal from the voltage detection circuit VcS are input
into the micon 11a.
[0054] The micon 11a converts the output current val-
ue Io and the output voltage value Vout that are analog
through the A/D converter into the output current value
Io and the output voltage value Vout that are digital. Then,
the micon 11a operates a control instruction value cor-
responding to each of the various charging operations
based on the output current value Io and the output volt-
age value Vout, and the current instruction value Iref, the
power instruction value Pref, the voltage instruction value
Pref, and the drive instruction value fd, which are supplied
from the charge controller 20.
[0055] In addition, the micon 11a includes, as illustrat-
ed in FIG. 2B, a constant current controller 110, a con-
stant power controller 111, a constant voltage controller
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112, and a drive controller 113, as functional configura-
tion units configured to generate the control instruction
value corresponding to each of the various charging op-
erations. Here, each function of these functional config-
uration units is achieved on a processor by carrying out
a program stored beforehand in the memory.
[0056] In other words, the micon 11a carries out a proc-
ess of the constant current controller 110 in response to
an input of the current instruction value Iref, carries out
a process of the constant power controller 111 in re-
sponse to an input of the power instruction value Pref,
and carries out a process of the constant voltage con-
troller 112 in response to an input of the voltage instruc-
tion value Vref. In addition, the micon 11a carries out a
process of the drive controller 113 in response to an input
of the drive instruction value fd.
[0057] The constant current controller 110 carries out,
for example, a PI control operation or a PID control op-
eration based on the current instruction value Iref and
the output current value Io, to calculate a control instruc-
tion value I* to control driving of the power conversion
circuit 12 so that the output current value Io from the
power conversion circuit 12 matches the current instruc-
tion value Iref. Then, the constant current controller 110
outputs the control instruction value I* that has been op-
erated to the drive circuit 11b.
[0058] The constant power controller 111 firstly multi-
plies the output voltage value Vout by the output current
value Io to obtain an output power value Pout. Then, the
constant power controller 111 performs, for example, the
PI control operation or the PID control operation based
on the output power value Pout and the power instruction
value Pref to obtain a control instruction value P* to con-
trol driving of the power conversion circuit 12 so that the
output power Pout from the power conversion circuit 12
matches the power instruction value Pref. Then, the con-
stant power controller 111 outputs the control instruction
value P* that has been obtained to the drive circuit 11b.
[0059] The constant voltage controller 112 performs,
for example, the PI control operation or the PID control
operation based on the voltage instruction value Vref and
the output voltage value Vout to obtain the control in-
struction value V* to control driving of the power conver-
sion circuit 12 so that the output voltage value Vout from
the power conversion circuit 12 matches the voltage in-
struction value Vref. Then, the constant voltage controller
112 outputs the control instruction value V* that has been
obtained to the drive circuit 11b.
[0060] The drive controller 113 outputs to the drive cir-
cuit 11b a control instruction value D* to cause the power
conversion circuit 12 to normally operate, when deter-
mining that the input drive instruction value fd is "0". On
the other hand, the drive controller 113 outputs to the
drive circuit 11b the control instruction value D* to stop
the power conversion circuit 12, when determining that
the input drive instruction value fd is "1".
[0061] In the first embodiment, here, the switching el-
ement included in the inverter circuit of the power con-

version circuit 12 is a field effect transistor, and the in-
verter circuit having a full bridge configuration includes
two switching arms, each of which includes the two field
effect transistors connected in series, are connected in
parallel. Then, the inverter circuit with such a configura-
tion is driven by a gate drive signal corresponding to a
predefined drive method such as a phase shift method
or a pulse width modulation (PWM) method, for example.
[0062] Also, any of the control instruction values I*, P*,
or V* can be a voltage instruction value to form a gate
drive signal from a carrier signal.
[0063] The drive circuit 11b is not illustrated, but in-
cludes a signal generation circuit configured to generate
a carrier signal of triangular wave, and a drive signal for-
mation circuit configured to form gate drive signals for
the inverter circuit and the output cutoff circuit 13 based
on the control instruction value and the carrier signal.
[0064] In receipt of any one of the control instruction
value I*, P*, or V*, and the control instruction value D*,
the drive circuit 11b forms a drive signal for the normal
control, when the control instruction value D* is a value
for the normal control (e.g., 0).
[0065] To be specific, the drive signal formation circuit
forms four gate drive signals based on any one of the
control instruction value I*, P*, or V* that has been input,
and the carrier signal. Then, the drive signal formation
circuit outputs the four gate drive signals that have been
formed to the inverter circuit of the power conversion cir-
cuit 12. Further, in response to an input of the control
instruction value D* "0", the drive signal formation circuit
forms one gate drive signal (the gate drive signal of high
level) to make the output cutoff circuit 13 electrically con-
ductive. Then, the drive signal formation circuit outputs
the one gate drive signal of high level that has been
formed to the output cutoff circuit 13.
[0066] On the other hand, when the control instruction
value D* in which a value (e. g., "1") to stop the power
conversion circuit 12 is set is input into the drive circuit
11b, the drive signal formation circuit forms four gate
drive signals of low level regardless of an input of another
control instruction value. The drive signal formation cir-
cuit outputs the four gate drive signals of low level that
have been formed to the inverter circuit. Further, the drive
signal formation circuit forms one gate drive signal (the
gate drive signal of low level) to cut off the output cutoff
circuit 13. Then, the drive signal formation circuit outputs
the one gate drive signal of low level that has been formed
to the output cutoff circuit 13. Accordingly, driving of the
inverter circuit is stopped, and in addition, the electrical
connection between the power conversion circuit 12 and
the battery 100 is cut off.

Configuration of Charge Controller

[0067] Next, a specific configuration of the charge con-
troller 20 will be described based on FIG. 3.
[0068] The charge controller 20 includes a charge con-
trol unit 21, a memory 22, and a timer 23, as illustrated

11 12 



EP 3 151 369 A1

8

5

10

15

20

25

30

35

40

45

50

55

in FIG. 3.
[0069] The charge control unit 21 includes a microcom-
puter, and controls the charging operation of charging
the battery 100 by use of the first to n-th power converters
10_1 to 10_n based on the output voltage Vout from the
voltage detection circuit VcS, and the charging current
Iot from the charging current detection circuit CtS.
[0070] It is to be noted that the charge control unit 21
includes an A/D converter configured to convert an output
voltage value Vout and a charging current value Iot that
are analog into the output voltage value Vout and the
charging current value Iot that are digital. Then, based
on digital values after the conversion the A/D converter
carries out the charging operation control process.
[0071] Specifically, the charge control unit 21 charges
with a relatively large charging current (e.g., the maxi-
mum current that can be supplied) at an early stage of
charging, and the first to n-th power converters 10_1 to
10_n operate in parallel in the constant current charging
operation. Further, the charge control unit 21 charges
with a relatively large charging power (e.g., the maximum
power that can be supplied) from the middle stage of
charging, and the first to n-th power converters 10_1 to
10_n operate in parallel in the constant power charging
operation. Furthermore, since only a small charging pow-
er is necessary at the end stage of charging, any one of
the first to n-th power converters 10_1 to 10_n solely
operates in the constant voltage charging operation.
[0072] Also, in performing the constant current charg-
ing operation, the charge control unit 21 outputs the cur-
rent instruction value Iref to the first to n-th power con-
verters 10_1 to 10_n, and in addition, outputs the drive
instruction value fd "0" to the first to n-th power converters
10_1 to 10_n. Further, in performing the constant power
charging operation, the charge control unit 21 outputs
the power instruction value Pref to the first to n-th power
converters 10_1 to 10_n, and in addition, outputs the
drive instruction value fd "0" to the first to n-th power
converters 10_1 to 10_n.
[0073] Here, in performing the constant current charg-
ing operation and the constant power charging operation,
when the first to n-th power converters 10_1 to 10_n op-
erate in parallel, the charge controller 20 is configured to
cause each of the power converters to supply the charg-
ing current equally to the battery 100. Therefore, for ex-
ample, in the constant current charging operation, the
charge control unit 21 outputs a current instruction value
Iref (= It/n) to be 1/n the constant charging current value
It, which is a target value, to the first to n-th power con-
verters 10_1 to 10_n. Similarly, in the constant power
charging operation, the charge control unit 21 outputs
the power instruction value Pref (= Pt/n) to be 1/n the
constant charging power value Pt, which is a target value,
to the first to n-th power converters 10_1 to 10_n.
[0074] On the other hand, in performing the constant
voltage charging operation, the charge controller 20
causes any one of the first to n-th power converters 10_1
to 10_n to solely operate and supply the charging current

for charging the battery 100, and applies a load onto such
a power converter to solely supply the power.
[0075] In other words, the charge controller 20 outputs
the voltage instruction value Vref, which is a target con-
stant voltage value, to the power converter to solely op-
erate, and in addition, outputs the drive instruction value
fd "0" to the power converter. In addition, the charge con-
troller 20 outputs the drive instruction value fd "1" to the
other power converters of the first to n-th power convert-
ers 10_1 to 10_n, except for the power converter to solely
operate.
[0076] In addition, in the charge controller 20 in the first
embodiment, the timer 23 measures an operation period
Td of the power converter solely operating in a constant
voltage charging operation period Tv in one charging pe-
riod from the start to the end of charging (full charge).
When the operation period Td is equal to or longer than
a predefined period Ts, the constant voltage charging
operation of the power converter solely operating cur-
rently is replaced with another power converter.
[0077] In other words, the charge controller 20 outputs
the drive instruction value fd "1" to the power converter
solely operating currently, and outputs the voltage in-
struction value Vref and the drive instruction value fd "0"
to another power converter that will operate next.
[0078] It is to be noted that in the first embodiment, the
first to n-th power converters 10_1 to 10_n solely operate
in a predefined order successively in a single constant
voltage charging operation period Tv.
[0079] Such a predefined charging order is defined be-
forehand is association with identification information of
each power converter, as order information, and the or-
der information is stored in the memory 22.
[0080] Further, in the constant voltage charging oper-
ation, information on the power converter currently op-
erating is also stored in the memory. Whenever the power
converter is replaced, the information on the power con-
verter currently operating is updated. It is to be noted that
until all the first to n-th power converters 10_1 to 10_n
operate successively and take turn, a successive order
is set so that the power converter that has once operated
solely should not be selected again.
[0081] In addition, the charge control unit 21 deter-
mines whether the voltage of the battery 100 (hereinafter,
referred to as "battery voltage") is abnormal based on
the output voltage value Vout. Then, when determining
that the battery voltage is abnormal, the charge control
unit 21 outputs the drive instruction value fd "1" to all of
the first to n-th power converters 10_1 to 10_n.
[0082] The memory 22 includes a ROM in which pro-
grams and data necessary for the charge control process
to be performed by the charge control unit 21 is stored,
and a non-volatile memory in which various data neces-
sary for carrying out the programs are temporarily stored.
[0083] To be specific, programs for the charging oper-
ation control process, the current instruction value Iref,
the power instruction value Pref, the voltage instruction
value Vref, the order information, the predefined period
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Ts, and the like are stored in the ROM.
[0084] In addition, various data stored in the ROM are
read and temporarily stored, and the information on the
power converter solely operating (i.e., operation informa-
tion) is stored in the non-volatile memory.

Charging Operation Control Process

[0085] Next, a process procedure of the charging op-
eration control process to be performed by the charge
controller 20 will be described based on FIG. 4.
[0086] When the charge control unit 21 starts perform-
ing the charging operation control process, as illustrated
in FIG. 4, processing goes to step S100 firstly.
[0087] In step S100, the charge control unit 21 per-
forms the constant current charging operation control
process, and goes to step S102.
[0088] Here, the constant current charging operation
control process is a process to output the current instruc-
tion value Iref and the drive instruction value fd "0" to the
first to n-th power converters 10_1 to 10_n. Accordingly,
the first to n-th power converters 10_1 to 10_n perform
the constant current charging operation.
[0089] In step S102, the charge control unit 21 per-
forms the constant power charging operation control
process, and processing goes to step S104.
[0090] Here, the constant power charging operation
control process is a process to output the power instruc-
tion value Pref and the drive instruction value fd "0" to
the first to n-th power converters 10_1 to 10_n. Accord-
ingly, the first to n-th power converters 10_1 to 10_n per-
form the constant power charging operation.
[0091] In step S104, the charge control unit 21 per-
forms the constant voltage charging operation control
process, and processing goes to step S106.
[0092] In step S106, the charge control unit 21 deter-
mines whether charging is completed. When the charge
control unit 21 determines that the charging is completed
(Yes), processing goes to step S108. When the charge
control unit 21 determines that the charging is not com-
pleted (No), the determination process is repeated until
the charging is completed.
[0093] When processing goes to step S108, the charge
control unit 21 performs a charging completion process
to end a series of processes.
[0094] To be specific, the charging completion process
is a process of outputting the drive instruction value fd
"1" to the power converter performing the constant volt-
age charging operation, and continuously outputting the
drive instruction value fd "1" to the other power convert-
ers.

Constant Voltage Charging Operation Control Process

[0095] Next, a process procedure of the constant volt-
age charging operation control process to be performed
in step S104 will be described based on FIG. 5.
[0096] In step S104, when the constant voltage charg-

ing operation control process is performed, as illustrated
in FIG. 5, processing goes to step S200 firstly.
[0097] In step S200, the charge control unit 21 deter-
mines whether any one of the first to n-th power convert-
ers 10_1 to 10_n is solely operating the constant voltage
charging operation. Then, when the charge control unit
21 determines that any one of the power converters is
solely operating (Yes), processing goes to step S202.
When the charge control unit 21 determines that any one
of the power converters is not solely operating (No),
processing goes to step S204.
[0098] When processing goes to step S202, the charge
control unit 21 determines whether the operation period
Td of the constant voltage charging operation is equal to
or longer than a predefined period Ts based on the count-
ed value of the timer 23. When the charge control unit
21 determines that the operation period Td of the con-
stant voltage charging operation is equal to or longer than
the predefined period Ts (Yes), processing goes to step
S204. When the charge control unit 21 determines that
the operation period Td of the constant voltage charging
operation is not equal to or longer than the predefined
period Ts (No), the charge control unit 21 ends a series
of process, and returns to an original process.
[0099] When processing goes to step S204, the charge
control unit 21 reads the order information and the oper-
ation information from the memory 22, and processing
goes to step S206.
[0100] In step S206, the charge control unit 21 deter-
mines a power converter to solely operate from the first
to n-th power converters 10_1 to 10_n based on the order
information and the operation information acquired in
step S204. Then, the charge control unit 21 outputs the
voltage instruction value Vref and the drive instruction
value fd "0" to the determined power converter to solely
operate. In addition, when there is a power converter
solely operating currently, the charge control unit 21 out-
puts the drive instruction value fd "1" to the power con-
verter solely operating currently, and then processing
goes to step S208.
[0101] Here, the charge control unit 21 determines an-
other power converter, which is a power converter that
should operate next indicated by the operation informa-
tion defined in the order information, to be the next power
converter to operate solely.
[0102] In step S208, the charge control unit 21 outputs
the drive instruction value fd "1" to the other power con-
verters except for the power converter to operate solely
next determined in step S206, from the first to tenth power
converters 10_1 to 10_n. Then, processing goes to step
S210.
[0103] In step S210, the charge control unit 21 updates
the identification information of the power converter op-
erating solely stored in the memory 22, starts the meas-
urement of time by the timer 23 (resets the timer 23),
ends a series of process, and returns to the original proc-
ess.
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Operation

[0104] Hereinafter, an operation of the battery charger
1 in the first embodiment will be described by referring
to FIG. 1 to FIG. 5 and FIG. 10, based on FIG. 6.
[0105] Here, the battery 100 is a lithium ion battery for
a vehicle, for example, and the power supply is a house-
hold AC power supply, for example. The lithium ion bat-
tery for the vehicle includes plural (e.g., dozens to hun-
dreds) battery blocks connected in series, for example,
and each of the battery blocks includes, for example,
dozens of lithium ion battery cells (each having an elec-
tromotive force of about 3.7 V, for example) connected
in parallel.
[0106] In addition, three power converters are provided
including the first to third power converters 10_1 to 10_3,
for example.
[0107] When the AC power supply is connected to the
input terminal Tin, the charge controller 20 starts the
charging operation control process. The charge control-
ler 20 firstly performs the constant current charging op-
eration control process (step S100).
[0108] Here, with setting the target constant charging
current to 30 A, the charge controller 20 outputs the cur-
rent instruction value Iref (30A/3(converters) = 10 A) and
the drive instruction value fd "0" to the first to third power
converters 10_1 to 10_3.
[0109] Accordingly, the first to third power converters
10_1 to 10_3 control driving of the inverter circuits of the
power conversion circuits 12, so that the output currents
Io1 to Io3 respectively match the current instruction value
Iref (10A). In other words, the constant current charging
operations of the three power converters are performed
in parallel. Thus, as illustrated in the constant current
charging operation period of FIG. 10, the battery 100 is
charged with the constant current value (30 A) . It is to
be noted that the first to third power converters 10_1 to
10_3 are respectively controlled to output the common
output currents (10 A), and hence the output currents are
balanced.
[0110] When the constant current charging operation
is performed in this way, as illustrated in FIG. 10, the
battery is charged with the charging current being kept
constant (30 A), and the output voltage Vout increases
as the time passes. When the constant current charging
operation control process ends, the charge controller 20
performs the constant power charging operation control
process next (step S102).
[0111] Here, with setting the target constant charging
power to 3 kW, the charge controller 20 outputs the power
instruction value Pref (= 3kW/3 (converters) = 1 kW) and
the drive instruction value fd "0" to the first to third power
converters 10_1 to 10_3.
[0112] Accordingly, the first to third power converters
10_1 to 10_3 control driving of the inverter circuits of the
power conversion circuits 12, so that the output powers
Po1 to Po3 respectively correspond to the power instruc-
tion value Pref (1 kW). In other words, the three power

converters perform the constant power charging opera-
tions in parallel.
[0113] Specifically, the first to third power converters
10_1 to 10_3 respectively control their output currents
Io1 to Io3 in accordance with an increase in the output
voltage Vout, so that the respective output powers Po
correspond to the power instruction value Pref. Accord-
ingly, the battery 100 is charged with the constant charg-
ing power (3 kW). It is to be noted that the first to third
power converters 10_1 to 10_3 respectively control their
output currents so that the common power instruction
value Pref corresponds to the common output voltage
Vout, and hence the output currents are balanced.
[0114] When the constant power charging operation is
performed in this way, the battery is charged with the
charging power being kept constant. As illustrated in FIG.
10, the output voltage Vout increases as the time passes,
and the charging current Iot decreases with an increase
in the output voltage Vout. Then, when the constant pow-
er charging operation control process ends, the charge
controller 20 performs the constant voltage charging op-
eration control process next (step S104).
[0115] When the constant voltage charging operation
control process starts, and the charge controller 20 de-
termines that there is no power converter solely operating
currently in the constant voltage charging operation (No
in step S200), the charge controller 20 reads the order
information and the operation information from the mem-
ory 22 (step S204). The charge controller 20 determines
the power converter that has previously performed the
constant voltage charging operation from the operation
information, and determines a power converter to solely
operate next from the order information. Here, the order
information is predetermined, as illustrated in FIG. 6,
such that a single constant voltage charging operation
period Tv is divided into three periods equally, the first
power converter 10_1 solely operates a first period tv1,
the second power converter 10_2 solely operates a sec-
ond period tv2, and the third power converter 10_3 solely
operates a third period tv3.
[0116] In this example, the constant voltage charging
operation period Tv is divided into three, the set period
Ts satisfies "Ts = tv1 = tv2 = tv3". In addition, the constant
voltage charging operation period Tv is predicted from,
for example, other information acquired from the output
voltage Vout or the battery 100, and is then set. It is to
be noted that when the constant voltage charging oper-
ation period Tv cannot be divided equally, only any one
of the set period can be shorter or longer. For example,
"Ts = tv1 = tv2" is set and tv3 is set for a period until the
charging ends. In such a case, for example, the operation
order can be set such that the power converter having a
different operation period is replaced in turn.
[0117] The first constant voltage charging operation
period Tv is to be performed by a power converter to
solely operate for the first time, and hence the charge
controller 20 determines the first power converter 10_1
to solely operate this time. Then, the charge controller
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20 outputs the voltage instruction value Vref (e. g., 100
V) and the drive instruction value fd "0" to the first power
converter 10_1 (step S206). In addition, the charge con-
troller 20 outputs the drive instruction value fd "1" to the
second and third power converters 10_2 and 10_3 (step
S208).
[0118] Further, the charge controller 20 starts meas-
uring the operation period Td of the first power converter
10_1, and in addition, updates the current operation in-
formation (here, the identification information on the pow-
er converter solely operating) with the identification in-
formation on the first power converter 10_1.
[0119] Accordingly, the first power converter 10_1 con-
trols driving of the inverter circuit of the power inverter
circuit 12, such that the output voltage Vout matches the
voltage instruction value Vref (100 V).
[0120] On the other hand, in response to an input of
the drive instruction value fd "1", the second and third
power converters 10_2 and 10_3 output the gate drive
signals of low level to all the field effect transistors of the
inverter circuits of the power conversion circuits 12 to
stop driving of the inverter circuits. In addition, the second
and third power converters 10_2 and 10_3 output the
gate drive signals of low level to the output cutoff circuit
13 to cut off the electrical connection between the power
conversion circuits 12 and the battery 100.
[0121] By the above-described drive control, the first
power converter 10_1 performs the constant voltage
charging operation solely to charge the battery 100.
[0122] Accordingly, as illustrated in FIG. 10, the battery
100 is charged with the output voltage Vout being kept
constant, and the charging current Iot decreases as the
time passes.
[0123] Continuously, the charge controller 20 monitors
the operation period Td of the first power converter 10_1
(Yes in step S200), and determines that the operation
period Td is equal to or longer than a predefined set pe-
riod Ts (step S202). When the charge controller 20 de-
termines that the operation period Td is equal to or longer
than the predefined set period Ts (Yes in step S202), the
charge controller 20 determines a power converter to
solely operate next based on the order information and
the operation information stored in the memory 22.
[0124] The charge controller 20 recognizes that the
first power converter 10_1 is solely operating currently
from the operation information that has been read, and
determines the second power converter 10_2 to solely
operate next from the order information illustrated in FIG.
6. Then, the charge controller 20 outputs the voltage in-
struction value Vref (e. g. , 100 V) and the drive instruction
value fd "0" to the second power converter 10_2 (step
S206). In addition, the charge controller 20 outputs the
drive instruction value fd "1" to the first and third power
converters 10_1 and 10_3 (step S208).
[0125] In other words, the charge controller 20 newly
outputs the drive instruction value fd "1" to the first power
converter 10_1, and continuously outputs the drive in-
struction value fd "1" to the third power converter 10_3.

[0126] Further, the charge controller 20 starts meas-
uring the operation period Td of the second power con-
verter 10_2, and in addition, updates the current opera-
tion information (i.e., identification information) with the
identification information of the second power converter
10_2.
[0127] Accordingly, the second power converter 10_2
controls driving of the inverter circuit of the power inverter
circuit 12 so that the output voltage Vout matches the
voltage instruction value Vref (100 V).
[0128] On the other hand, in response to an input of
the drive instruction value fd "1", the first power converter
10_1 outputs the gate drive signal of low level to all the
field effect transistors of the inverter circuits of the power
conversion circuits 12 to stop driving the inverter circuits.
In addition, the first power converter 10_1 outputs the
gate drive signal of low level to the output cutoff circuit
13 to cut off the electrical connection between the power
inverter circuit 12 and the battery 100. Further, by con-
tinuously receiving the drive instruction value fd "1", the
third power converter 10_3 outputs the gate drive signal
of low level to all of the field effect transistors of the in-
verter circuit and the output cutoff circuit 13.
[0129] Accordingly, the second power converter 10_2
successively operates the constant voltage charging op-
eration to charge the battery continuously with the output
voltage Vout being kept constant, and the charging cur-
rent Iot decrease as the time passes.
[0130] Subsequently, the charge controller 20 moni-
tors the operation period Td of the second power con-
verter 10_2 (Yes in step S200), and determines whether
the operation period Td is equal to or longer than a pre-
defined period Ts (step S202). Then, when the charge
controller 20 determines that the operation period Td is
equal to or longer than the predefined period Ts (Yes in
step S202), the charge controller 20 determines a power
converter to solely operate next based on the order in-
formation and the operation information stored in the
memory 22.
[0131] The charge controller 20 recognizes that the
second power converter 10_2 is solely operating current-
ly from the operation information that has been read, and
determines the third power converter 10_3 to solely op-
erate next from the order information illustrated in FIG. 6.
[0132] Then, the charge controller 20 outputs the volt-
age instruction value Vref (100 V) and the drive instruc-
tion value fd "0" to the third power converter 10_3 (step
S206). In addition, the charge controller 20 outputs the
drive instruction value fd "1" to the first and second power
converters 10_1 and 10_2 (step S208).
[0133] In other words, the charge controller 20 newly
outputs the drive instruction value fd "1" to the second
ten power converter 10_2, and continuously outputs the
drive instruction value fd "1" to the first power converter
10_1.
[0134] Also, since the third power converter 10_3 is
the last power converter to solely operate, the charge
controller 20 updates the current operation information
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with the identification information of the third power con-
verter 10_2, without measuring the operation period.
[0135] Accordingly, the third power converter 10_3
successively operates the constant voltage charging op-
eration to charge the battery with the output voltage Vout
being kept constant continuously, and the charging cur-
rent Iot decreases as the time passes. Then, when the
constant voltage charge control process ends (Yes in
step S106), the charge controller 20 performs the charg-
ing completion process (step S108).
[0136] Specifically, the charge controller 20 outputs
the drive instruction value fd "1" to the third power con-
verter 10_3 to continuously output the drive instruction
value fd "1" to the first and second power converters 10_1
and 10_2.
[0137] Heretofore, the battery charger 1 in the first em-
bodiment is configured such that the first to n-th power
converters 10_1 to 10_n to operate in parallel in the con-
stant current charging operation and the constant power
charging operation, and one of the first to n-th power
converters 10_1 to 10_n to solely operate in the constant
voltage charging operation.
[0138] Accordingly, as compared to the configuration
in which plural power converters operate in parallel, the
power loss in the constant voltage charging operation
can be reduced and the balance control of the output
currents in the constant voltage charging operation can
be eliminated.
[0139] In addition, each of the first to n-th power con-
verters 10_1 to 10_n includes the constant current con-
troller 110 configured to control the charging operation
so that the output current value Io matches the current
instruction value Iref, and the constant power controller
111 configured to control the charging operation so that
the output power value Po matches the power instruction
value Pref.
[0140] Therefore, the first to n-th power converters
10_1 to 10_n are capable of balancing the output currents
Io1 to Ion in the constant current charging operation and
the constant power charging operation, without compar-
ing their output current values with the other output cur-
rent values.
[0141] In addition, since the balance control of the out-
put currents in the constant voltage charging operation
is eliminated as described above, dedicated control cir-
cuits or control lines to balance the output currents in the
constant voltage charging operation can be eliminated
and hence an increase in cost can be suppressed.
[0142] Also, in the single operation period Tv of the
constant voltage charging operation, the power converter
to solely operate can be replaced with another one in
turn whenever the predefined period Ts passes.
[0143] Accordingly, it is possible to avoid the situation
in which loads are applied to only a particular power con-
verter, and it is also possible to reduce a generation of
the power loss caused by an uneven device degradation.
[0144] In the first embodiment, the first to n-th power
converters 10_1 to 10_n correspond to plural power con-

verters, and the charge controller 20 correspond to a
charge controller.

Second Embodiment

Configuration

[0145] A second embodiment of the present invention
is different from the first embodiment in that the operation
control content of the power converter that operates sole-
ly in the constant voltage charging operation. In addition,
the second embodiment is further different from the first
embodiment in that the charge controller 20 does not
include the timer 23, because the operation period Td of
the power converter is not measured in the constant volt-
age charging operation. The other configurations are
similar to those in the first embodiment, except for the
above-described differences.
[0146] Hereinafter, in the second embodiment, de-
scriptions of the same configurations as those in the first
embodiment will be omitted appropriately with the same
reference numerals applied, but different configurations
will be described in detail.

Configuration of Charge Controller 20

[0147] In the charge controller 20 in the second em-
bodiment, as illustrated in FIG. 7, the timer 23 is omitted
from the charge controller 20 in the above-described first
embodiment.
[0148] The charge control unit 21 in the second em-
bodiment is configured to replace the power converter to
operate solely in the constant voltage charging operation
period Tv with another power converter in a predefined
order, in every charging period from the charging start to
the charging end (full charge). In other words, in the sec-
ond embodiment, an identical power converter solely op-
erates in the whole period of the constant voltage charg-
ing operation period Tv in every charging period.
[0149] Such a predefined order for changing the power
converter is set beforehand as order information in as-
sociation with identification information of each power
converter, and the order information is stored in the mem-
ory 22.
[0150] In addition, in the second embodiment, in the
constant voltage charging operation, information on the
power converter that has solely operated in each con-
stant voltage charging operation period Tv is stored as
operation history information in a non-volatile memory of
the memory 22. The operation history information may
be updated whenever the power converter is replaced,
or may be additionally stored in the information on the
past with time information. It is to be noted that until all
the first to n-th power converters 10_1 to 10_n have suc-
cessively operated once, a successive order is set not
to select the power converter that has once operated
solely again.
[0151] The memory 22 in the second embodiment in-
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cludes a ROM in which programs and data necessary
for the charge control process to be carried out by the
charge control unit 21 is stored, and a non-volatile mem-
ory in which various data necessary for carrying out the
program are temporarily stored.
[0152] To be specific, programs for the charging oper-
ation control process, the current instruction value Iref,
the power instruction value Pref, the voltage instruction
value Vref, the order information, and the like are stored
in the ROM.
[0153] In addition, in the non-volatile memory in the
second embodiment, various types of data are read from
the ROM and stored temporarily, and in addition, the in-
formation on the power converter that has solely operat-
ed (operation history information) is stored.

Constant Voltage Charging Operation Control Process

[0154] Next, a process procedure of the constant volt-
age charging operation control process in the second
embodiment will be described based on FIG. 8.
[0155] When the charge control unit 21 starts perform-
ing the constant voltage charging operation control proc-
ess, processing goes to step S300 firstly, as illustrated
in FIG. 8.
[0156] In step S300, the charge control unit 21 reads
the order information and the operation history informa-
tion from the memory 22, and processing goes to step
S302.
[0157] In step S302, the charge control unit 21 deter-
mines a power converter to solely operate from the first
to n-th power converters 10_1 to 10_n based on the order
information and the operation history information ac-
quired in step S300. Then, the charge control unit 21
outputs the voltage instruction value Vref and the drive
instruction value fd "0" to the power converter that has
been determined. Then, processing goes to step S304.
[0158] Here, the charge control unit 21 determines an-
other power converter, which is a next power converter
indicated by the operation history information in the order
defined in the order information, to be the next power
converter to operate solely.
[0159] In step S304, the charge control unit 21 outputs
the drive instruction value fd "1" to the other power con-
verters except for the next power converter to operate
solely determined in step S302, from the first to tenth
power converters 10_1 to 10_n. Then, processing goes
to step S306.
[0160] In step S306, the charge control unit 21 updates
the operation history information stored in the memory
22 with the identification information of the power con-
verter that has operated solely, ends a series of process-
es, and returns to an original process.

Operation

[0161] Next, an operation of the battery charger 1 in
the second embodiment will be described by referring to

FIG. 7 to FIG. 8 and FIG. 10, based on FIG. 9.
[0162] Hereinafter, an operation of the constant volt-
age charging operation control process will be described.
[0163] When the constant voltage charging operation
control process starts, the charge controller 20 reads the
order information and the operation history information
from the memory 22 (step S300). The charge controller
20 recognizes the power converter that has previously
operated the constant voltage charging operation from
the operation history information, and determines the
power converter to solely operate this time from the order
information. Here, the order information is set as illus-
trated in FIG. 9 in an order of the first power converter
10_1, the second power converter 10_2, and the third
power converter 10_3. After the third power converter
10_3, the order returns to the first power converter 10_1
again.
[0164] In this situation, it is assumed that the operation
history information includes the identification information
of the first power converter 10_1, as the power converter
that has solely operated previously. In this case, the
charge controller 20 determines the second power con-
verter 10_2 to operate solely this time from the order
information of FIG. 9. Then, the charge controller 20 out-
puts the voltage instruction value Vref (e. g. , 100 V) and
the drive instruction value fd "0" to the second power
converter 10_2 (step S302). Additionally, the charge con-
troller 20 outputs the drive instruction value fd "1" to the
first power converter 10_1 and the third power converter
10_3 (step S304).
[0165] Accordingly, the second power converter 10_2
controls driving of the inverter circuit of the power con-
version circuit 12 so that the output voltage Vout matches
the voltage instruction value Vref (100 V).
[0166] On the other hand, in response to an input of
the drive instruction value fd "1", the first and third power
converters 10_1 and 10_3 respectively output the gate
drive signals of low level to all of the field effect transistors
of the inverter circuits of the power conversion circuits
12 to stop the driving of the inverter circuits. In addition,
the first and third power converters 10_1 and 10_3 re-
spectively output the gate drive signals of low level to the
output cutoff circuit 13 to cut off the electrical connection
between the power conversion circuits 12 and the battery
100.
[0167] By the above-described drive control, the sec-
ond power converter 10_2 performs the constant voltage
charging operation solely to charge the battery 100.
[0168] Accordingly, as illustrated in FIG. 10, the battery
100 is charged with the output voltage Vout being kept
constant, and the charging current Iot decreases as the
time passes. Then, when the constant voltage charging
operation control process ends (Yes in step S106), the
charge controller 20 performs a charging completion
process (step S108).
[0169] After that, whenever the constant voltage
charging operation is newly performed, the power con-
verter to solely operate is replaced in the order of the
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third power converter 10_3, the first power converter
10_1, and the second power converter 10_2, for control-
ling the operation similarly as described above.
[0170] Heretofore, the battery charger 1 in the second
embodiment is configured such that the first to n-th power
converters 10_1 to 10_n to operate in parallel in the con-
stant current charging operation and the constant power
charging operation, and to cause one of the first to n-th
power converters 10_1 to 10_n to solely operate in the
constant voltage charging operation.
[0171] Accordingly, as compared to the configuration
in which plural power converters operate in parallel, the
power loss in the constant voltage charging operation
can be reduced and the balance control of the output
currents in the constant voltage charging operation can
be eliminated.
[0172] In addition, each of the first to n-th power con-
verters 10_1 to 10_n is configured to include the constant
current controller 110 configured to control the charging
operation so that the output current value Io matches the
current instruction value Iref, and the constant power con-
troller 111 configured to control the charging operation
so that the output power value Po matches the power
instruction value Pref.
[0173] Accordingly, the first to n-th power converters
10_1 to 10_n are capable of balancing the output currents
Io1 to Ion in the constant current charging operation and
the constant power charging operation, without compar-
ing the output current values of their own with the other
output current values.
[0174] In addition, since the balance control of the out-
put currents in the constant voltage charging operation
is eliminated as described above, no dedicated control
circuit or no dedicated control line to balance the output
currents is needed in the constant voltage charging op-
eration, and hence an increase in cost can be sup-
pressed.
[0175] Also, the power converter to solely operate can
be replaced with another one in turn for every charging
period.
[0176] Accordingly, it is possible to avoid the situation
in which only a particular power converter can receive a
load, and it is also possible to reduce a generation of the
power loss caused by an uneven device degradation.
[0177] In the second embodiment, the first to n-th pow-
er converters 10_1 to 10_n correspond to plural power
converters, and the charge controller 20 corresponds to
a charge controller.

Modification Examples

[0178]

(1) In the above-described first embodiment, in a sin-
gle constant power charging period Tv, the first to n-
th power converters 10_1 to 10_n are configured
such that the power converter to solely operate is
successively replaced for every predefined period

Ts. Also, in the above-described second embodi-
ment, the power converter to solely operate is suc-
cessively replaced for every constant power charg-
ing period. The present invention is not limited to the
above configurations, and may be configured such
that a specific power converter solely operates, the
operation period is changed depending on a degra-
dation state, or when there are lots of power con-
verters, the power converters are divided into plural
groups and each of the groups is successively re-
placed for a single constant power charging period.
(2) In each of the above-described embodiments,
three types of charging operations including the con-
stant current charging operation, the constant power
charging operation, and the constant voltage charg-
ing operation are performed as the charging opera-
tions. However, the present invention is not limited
to such a configuration. For example, other config-
urations may be applicable such that two types of
the charging operations including the constant cur-
rent charging operation and the constant voltage
charging operation are performed, or a soft start
charging operation to prevent a rush current (for ex-
ample, an operation of charging the battery with a
relatively small constant current) is performed before
the constant current charging operation.
(3) In each of the above-described embodiments,
the battery 100 to be charged is a lithium ion battery.
However, the present invention is not limited to such
a configuration, and the present invention may be
applicable to another type of battery, if the battery is
chargeable by performing at least the constant cur-
rent charging operation and the constant voltage
charging operation.
(4) In each of the above-described embodiments,
the cutoff circuit 13 is included to cut off the electrical
connection between the power conversion circuit 12
and the battery 100. However, the present invention
is not limited to such a configuration, and another
power cut off circuit configured to cut off the electrical
connection between the power supply and the power
conversion circuit 12.
(5) In each of the above-described embodiments,
when driving of the power converter is stopped, the
driving of the inverter circuit of the power conversion
circuit 12 is stopped, and in addition, the output cutoff
circuit 13 is cut off. However, the present invention
is not limited to such a configuration, and for exam-
ple, only the output cutoff circuit 13 may be cut off,
or when the power cutoff circuit is provided in addition
to the output cutoff circuit 13, only the output cutoff
circuit 13 and the power supply cutoff circuit may be
cut off.
(6) In each of the above-described embodiments,
when the driving of the power converter is stopped,
the driving of the inverter circuit of the power con-
version circuit 12 is stopped, and the output cutoff
circuit 13 cuts off the electrical connection between
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the power converter and the battery 100. However,
the present invention is not limited to such a config-
uration, and for example, the output cutoff circuit 13
may be eliminated in a configuration of merely stop-
ping the driving of the inverter circuit of the power
conversion circuit 12.
(7) In each of the above-described embodiments,
the operation control device 11 includes a micon,
and a processor carries out the programs for various
operation processes. However, the present inven-
tion is not limited to such a configuration, and for
example, another configuration may be applicable
such that each functional unit is configured with an
electronic circuit, without including the micon.

[0179] Further, the above-described embodiments are
merely examples of the present invention, and various
technical limitations are applied. However, the scope of
the present invention is not limited to the above-de-
scribed embodiments, unless there is a description that
the present invention is limited in particular. Further, the
drawings and figures used in the above description are
schematic views with the reduction scales in the length
and breadth of members or parts being different from
those in reality. Further, the present invention is not lim-
ited to the above-described embodiments, and modifica-
tions, improvements, and equivalents are included in the
present invention in the scope where an object of the
present invention is achievable.

Reference Signs List

[0180] 1 ... battery charger, 10_1 to 10_n ... first to n-
th power converters, 11 ... operation control device,
11a ... microcomputer, 11b ... drive circuit, 12 ... power
conversion circuit, 13 ... output cutoff circuit, 20 ... charg-
ing controller, 21 ... charging control unit, 22 ... memory,
23 ... timer, 100 ... battery, CS1 to CSn ... current detec-
tion circuit, CtS ... charging current detection circuit,
VcS ... Voltage detection circuit

Claims

1. A battery charger comprising:

a plurality of power converters configured to con-
vert power supplied from a power supply, and
to supply converted power to a battery; and
a charge controller configured to cause the plu-
rality of power converters to operate at least two
charging operations selected from a constant
current charging operation to keep a charging
current constant, a constant power charging op-
eration to keep a charging power constant, or a
constant voltage charging operation to keep a
charging voltage constant, to charge the battery,
the at least two charging operations including at

least the constant voltage charging operation,
wherein the charge controller is configured to
cause the plurality of power converters to oper-
ate in parallel, in performing the at least two
charging operations including either one of the
constant current charging operation or the con-
stant power charging operation, and
wherein the charge controller is configured to
cause any one of the plurality of power convert-
ers to solely operate in the constant voltage
charging operation.

2. The battery charger according to claim 1,
wherein the charge controller is configured to output
at least two instruction values corresponding to the
at least two charging operations to the plurality of
power converters to control charging operations of
the plurality of power converters, the at least two
instruction values including a current instruction val-
ue corresponding to the constant current charging
operation, a power instruction value corresponding
to the constant power charging operation, and a volt-
age instruction value corresponding to the constant
voltage charging operation,
wherein each of the plurality of power converters
comprises at least two control units corresponding
to the at least two charging operations, the at least
two control units being selected from:

a constant current control unit configured to con-
trol the constant current charging operation such
that an output current value from the constant
current control unit matches the current instruc-
tion value output from the charge controller,
based on the current instruction value from the
charge controller and the output current value;
a constant power control unit configured to con-
trol the constant power charging operation such
that an output power value from the constant
power control unit matches the power instruction
value output from the charge controller, based
on the power instruction value from the charge
controller and the output power value; and
a constant voltage control unit configured to con-
trol the constant voltage charging operation
such that an output voltage value from the con-
stant voltage control unit matches the voltage
instruction value output from the charge control-
ler, based on the voltage instruction value from
the charge controller and the output voltage val-
ue.

3. The battery charger according to claim 1 or claim 2,
wherein the charge controller is configured to replace
one of the plurality of power converters to solely op-
erate with another one of the plurality of power con-
verters in turn for every predefined period, in the con-
stant voltage charging operation for a charging pe-
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riod from a charging start to a charging end.

4. The battery charger according to claim 1 or claim 2,
wherein the charge controller is configured to replace
one of the plurality of power converters to solely op-
erate with another one of the plurality of power con-
verters in turn for every charging period from a charg-
ing start to a charging end.

5. The battery charger according to any one of claim 1
to claim 4,
wherein the battery is a lithium ion battery, and
wherein the charge controller is configured to cause
the plurality of power converters to perform in an
order of the constant current charging operation and
the constant voltage charging operation, or in anoth-
er order of the constant current charging operation,
the constant power charging operation, and the con-
stant voltage charging operation, to charge the bat-
tery.

Amended claims under Art. 19.1 PCT

1. (Amended) A battery charger comprising:

a plurality of power converters configured to con-
vert power supplied from a power supply, and
to supply converted power to a battery; and
a charge controller configured to cause the plu-
rality of power converters to operate at least two
charging operations selected from a constant
current charging operation to keep a charging
current constant, a constant power charging op-
eration to keep a charging power constant, or a
constant voltage charging operation to keep a
charging voltage constant, to charge the battery,
the at least two charging operations including at
least the constant voltage charging operation,
wherein the charge controller is configured to
cause the plurality of power converters to oper-
ate in parallel, in performing the at least two
charging operations including either one of the
constant current charging operation or the con-
stant power charging operation,
wherein the charge controller is configured to
cause any one of the plurality of power convert-
ers to solely operate in the constant voltage
charging operation, and
wherein the charge controller is configured to
replace one of the plurality of power converters
to solely operate with another one of the plurality
of power converters in turn for every predefined
period, in the constant voltage charging opera-
tion for a charging period from a charging start
to a charging end.

2. (Amended) A battery charger comprising:

a plurality of power converters configured to con-
vert power supplied from a power supply, and
to supply converted power to a battery; and
a charge controller configured to cause the plu-
rality of power converters to operate at least two
charging operations selected from a constant
current charging operation to keep a charging
current constant, a constant power charging op-
eration to keep a charging power constant, or a
constant voltage charging operation to keep a
charging voltage constant, to charge the battery,
the at least two charging operations including at
least the constant voltage charging operation,
wherein the charge controller is configured to
cause the plurality of power converters to oper-
ate in parallel, in performing the at least two
charging operations including either one of the
constant current charging operation or the con-
stant power charging operation,
wherein the charge controller is configured to
cause any one of the plurality of power convert-
ers to solely operate in the constant voltage
charging operation, and
wherein the charge controller is configured to
replace one of the plurality of power converters
to solely operate with another one of the plurality
of power converters in turn for every charging
period from a charging start to a charging end.

3. (Amended) The battery charger according to claim
1,
wherein the charge controller is configured to output
at least two instruction values corresponding to the
at least two charging operations to the plurality of
power converters to control charging operations of
the plurality of power converters, the at least two
instruction values including a current instruction val-
ue corresponding to the constant current charging
operation, a power instruction value corresponding
to the constant power charging operation, and a volt-
age instruction value corresponding to the constant
voltage charging operation,
wherein each of the plurality of power converters
comprises at least two control units corresponding
to the at least two charging operations, the at least
two control units being selected from:

a constant current control unit configured to con-
trol the constant current charging operation such
that an output current value from the constant
current control unit matches the current instruc-
tion value output from the charge controller,
based on the current instruction value from the
charge controller and the output current value;
a constant power control unit configured to con-
trol the constant power charging operation such
that an output power value from the constant
power control unit matches the power instruction
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value output from the charge controller, based
on the power instruction value from the charge
controller and the output power value; and
a constant voltage control unit configured to con-
trol the constant voltage charging operation
such that an output voltage value from the con-
stant voltage control unit matches the voltage
instruction value output from the charge control-
ler, based on the voltage instruction value from
the charge controller and the output voltage val-
ue.

4. Cancelled)

5. (Amended) The battery charger according to any
one of claim 1 to claim 3,
wherein the battery is a lithium ion battery, and
wherein the charge controller is configured to cause
the plurality of power converters to perform in an
order of the constant current charging operation and
the constant voltage charging operation, or in anoth-
er order of the constant current charging operation,
the constant power charging operation, and the con-
stant voltage charging operation, to charge the bat-
tery.

Statement under Art. 19.1 PCT

Claim 1 is amended by adding the originally filed
claim 3 to the originally filed claim 1. Claim 2 is amended
by adding the originally filed claim 4 to the originally filed
claim 1. Claim 3 is the originally file claim 2, and in ac-
cordance with the amendments to claim 1 and claim 2,
the dependencies are changed to claim 1 and claim 2.
Claim 4 is cancelled. Claim 5 is the originally filed claim
5, and in accordance with the cancellation of claim 4, the
dependencies are changed to claim 1 to claim 3.

Document 1 (JP 2011-176959) and Document 2 (JP
1994-245402) do not disclose that one of the plurality of
power converters to solely operate is replaced with an-
other one of the plurality of power converters in turn "for
every predefined period" or "for every charging period
from a charging start to a charging end".

In addition, in the invention of Document 3 (JP
2012-29480), the target value is received from the charge
controller, and only when the total of the rated output
currents from the plural power supply devices currently
operating is not the target value, the number of the power
supply devices is reduced. That is, when it is necessary
to reduce the number of operating devices, the device of
longer accumulated operating hours is turned off prefer-
entially, whereas when it is necessary to increase the
number of operating devices, the elapsed period that has
passed longer since the device is turned off the last time
is turned on. Accordingly, in the invention of document
3, one power supply device to solely operate is not re-
placed in turn for every predefined period in the constant

voltage charging operation or for every charging period.
The number of the power supply devices is increased or
reduced at a timing necessary for increasing or reducing
based on the comparison result with the target value.
That is to say, even when the number of the operating
devices is reduced from two to one depending on the
target value, the reduced one power supply device is not
changed to another power supply device that is turned
off according to the accumulated operating hours and
then the elapsed period that has passed longest since
the device is turned off the last time.

Based on the foregoing, even if Document 3 is ap-
plied to Document1, the configurations of claim 1 and
claim 2 of the present application cannot be easily
achieved. Therefore, the inventions of claim 1 and claim
2 of the present application involve the inventive step
over Documents 1 to 3. Then, claim 3 and claim 5 of the
present application are dependent from claim 1 and claim
2, and also involve the inventive step.
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