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Description

[0001] The present application is a divisional applica-
tion from European application 08 773 760.7.
[0002] The invention relates to an instrument for en-
doscopic applications. Such an instrument has been de-
scribed for example in EP-A-1 708 609 and is normally
used for applications such as minimal invasive surgery,
but it is also applicable for other purposes such as the
inspection or reparation of mechanical or electronic in-
stallations at locations which are difficult to reach. In the
further description the term endoscopic applications or
endoscopic instrument will be used but the term must be
interpreted as covering also other applications or instru-
ments as explained above.
[0003] In the known instrument according to EP-A-1
708 609, the actuating part needed to steer one end of
the instrument by movement of the other end is made
out of a number of cables which are connected both to
the first and second end portion. Connecting the cables
to these portions is cumbersome and complicated in that
each cable has to be connected separately and the ten-
sion in the cables must be the same for all cables so to
obtain a reliable control of the movement. This makes
the production of such an instrument complicated.
[0004] US-A1-2007/049800 discloses an articulation
joint for use in a medical device such as an endoscope.
In one embodiment, the articulation joint comprises a plu-
rality of interconnected segments. Each segment com-
prises a cylinder with an outer wall and a central lumen.
The outer wall includes a number of hinge elements
therein and a series of slots therethrough. A plurality of
cable guide elements having a passage for control cables
are inserted into the slots and two or more cables are
threaded through the plurality of cable guide elements
and tensioned to form the articulation joint body. In an-
other embodiment, the articulation joint is an elongated
tubular body comprising a cylinder with an outer wall and
a central lumen. The outer wall comprises a number of
hinge elements therein and a series of slots therethrough.
A plurality of annular rings are snap-fitted around the cir-
cumference of the tubular body at spaced intervals. Each
annular ring has an outer circumference with a first end
and a second end and a space therebetween. Also in-
cluded in each annular ring is at least one pair of inwardly
extending cable guide loops adapted to be inserted into
the slots in the outer wall of the tubular body. Two or
more cables are threaded through the plurality of cable
guide loops and tensioned to form the articulation joint
body. In both cases, a method of manufacturing the ar-
ticulation joint involves a step of threading one or more
cables through the guide elements/loops and tensioning
the cables.
[0005] WO-A-97/42910 discloses a manufacturing
process for an apparatus including a slotted hypotube.
The manufacturing process includes creating a pattern
of slots in a flexible metallic tubular member. The man-
ufacturing process may include an additional step of en-

casing the flexible metallic tubular member such that a
fluid tight seal is formed around the periphery of the tu-
bular member.
[0006] WO 2009/098244 A2 that was published on
13.08.2009 and claims priority of EP 08151060 that was
filed on 05.02.2008, discloses a steerable tube compris-
ing a hollow elongate tubular member having a proximal
end, distal end, a wall surface disposed between said
proximal and distal end, a bend-resistive zone flanked
by a proximal bendable zone that forms a controller and
a distal bendable zone that forms an effector that moves
responsive to movements of the controller, whereby the
wall of the tubular member in the bend-resistive zone
comprises a structure that is a plurality of longitudinal
slits, forming a plurality of longitudinal strips, the wall of
the tubular member in the proximal bendable zone and
the distal bendable zone comprises a structure that is a
plurality of longitudinal wires, at least one strip is in con-
nection with a wire in the proximal bendable zone and a
wire; in the distal bendable zone, such that translation
by said wire in the controller is transmitted via the strip
to said wire in the effector, a proximal annular region of
the tubular member, proximal to the proximal bendable
zone to which the proximal wires are anchored, a distal
annular region of the tubular member distal to the distal
bendable zone to which the distal wires are anchored.
[0007] It is an object of the invention to provide an in-
strument for endoscopic applications having an improved
construction compared to the instruments known in the
art.
[0008] This object is achieved by an instrument defined
in claim 1. The construction of the tube like member of
the instrument according to the invention enables a more
reliable operation of the instrument compared to instru-
ments known in the art.
[0009] Other advantages and characteristics of the in-
vention will be clear from the following description, ref-
erence being made to the annexed drawings.
[0010] In the drawings is:

Fig. 1 a schematic cross-section of an instrument
according to the invention,

Fig. 2 an exploded view of the three cylindrical mem-
bers forming the instrument according to the inven-
tion,

Fig. 3 an unrolled view of a part of the intermediate
cylindrical member of the instrument according to
the invention,

Fig. 4 an unrolled view of a part of a second embod-
iment of the intermediate member according to the
invention,

Fig. 5 an unrolled view of a part of a third embodiment
of the intermediate member according to the inven-
tion,
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Fig. 6 an unrolled view of a part of a fourth embodi-
ment of the intermediate member according to the
invention,

Fig. 7 an unrolled view of a part of a fifth embodiment
of the intermediate member according to the inven-
tion,

Fig. 8 an unrolled view of a part of a sixth embodiment
of the intermediate member according to the inven-
tion,

Fig. 9 an unrolled view of a part of a seventh embod-
iment of the intermediate member according to the
invention,

Fig. 10 an unrolled view of a part of a eight embod-
iment of the intermediate member according to the
invention in a pre-assembled condition,

Fig. 11 an cross-section view of the unit with a inter-
mediate member according to figure 11 in the pre-
assembled condition,

Fig. 12 an unrolled view of a part of the eight em-
bodiment of the intermediate member according to
the invention in the assembled condition,

Fig. 13 an cross-section view of the instrument with
a intermediate member according to figure 10 in the
assembled condition,

Fig. 14 an unrolled view of a part of a ninth embod-
iment of the intermediate member according to the
invention in a pre-assembled condition,

Fig. 15 an unrolled view of a part of a tenth embod-
iment of the intermediate member according to the
invention,

Fig. 16 an unrolled view of a part of a eleventh em-
bodiment of the intermediate member according to
the invention,

Fig.17 a schematic exploded view of a modified em-
bodiment of the instrument according to the inven-
tion,

Fig. 18 a schematic drawing of a special application
of a modified instrument according to the invention.

Fig. 19 a schematic presentation of an unrolled view
of a first embodiment of a flexible part of a cylindrical
member as shown in the figures 1 or 2,

Fig. 20 an unrolled view of a second embodiment of
a flexible part of a cylindrical member as shown in
the Figures 1 or 2,

Fig. 21 an unrolled view of a third embodiment of a
flexible part of a cylindrical member as shown in the
Figures 1 or 2,

Fig. 22 a view of a flexible part as guiding member
between two longitudinal elements as shown in the
figures 14 - 16, and

Fig. 23 a view of an embodiment a flexible part as
guiding member as modified with respect tot figures
22.

[0011] In figure 1 there is shown an axial cross-section
of an instrument 1 according to the invention. The instru-
ment 1 is composed of three coaxial cylindrical members
an inner member 2, an intermediate member 3 and an
outer member 4. The inner cylindrical member 2 is com-
posed of a first rigid end part 21, which is the part normally
used at the location which is difficult to reach or inside
the human body or, a first flexible part 22, an intermediate
rigid part 23, a second flexible part 24 and a second rigid
end part 25 which is normally used as the operating part
of the instrument in that it serves to steer the other end
of the unit. The outer cylindrical member 4 is in the same
way composed of a first rigid part 41, a flexible part 42,
an intermediate rigid part 43, a second flexible part 44
and a second rigid part 45. The length of the different
parts of the cylindrical members 2 and 4 are substantially
the same so that when the cylindrical member 2 is insert-
ed into the cylindrical member 4, the different parts are
positioned against each other. The intermediate cylindri-
cal member 3 also has a first rigid end part 31 and a
second rigid end part 35 which in the assembled condition
are located between the corresponding rigid parts 21, 41
and 25, 45 respectively of the two other cylindrical mem-
bers.
[0012] The intermediate part 33 of the intermediate cy-
lindrical member is formed by three or more separate
longitudinal elements which can have different forms and
shapes as will be explained below. After assembly of the
three cylindrical members 2, 3 and 4 whereby the mem-
ber 2 is inserted in the member 3 and the two combined
members 2, 3 are inserted into the member 4, the end
faces of the three members 2, 3 and 4 are connected to
each other at both ends so as to have one integral unit.
[0013] In the embodiment shown in figure 2 the inter-
mediate part 33 is formed by a number of longitudinal
elements 38 with a uniform cross-section so that the in-
termediate part 33 has the general shape and form as
shown in the unrolled condition in figure 3. From this it
also becomes clear that the intermediate part is formed
by a number of over the circumference of the cylindrical
part 3 equally spaced parallel longitudinal elements 38.
The number of elements 38 must be at least three, so
that the instrument 1 becomes fully controllable in any
direction, but any higher number is possible as well.
The production of such an intermediate part is most con-
veniently done by injection moulding or plating tech-
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niques or starting form a regular cylindrical tube with the
desired inner and outer diameter and removing these
parts of the tube wall required to end up with the desired
shape of the intermediate cylindrical member. This re-
moval of material can be done by means of different tech-
niques such as laser cutting, photochemical etching,
deep pressing, conventional chipping techniques such
as drilling or milling, high pressure water jet cutting sys-
tems or any suitable material removing process availa-
ble. Preferably laser cutting is used as this allows a very
accurate and clean removal of material under reasonable
economic conditions. These are convenient ways as the
member 3 can be made so to say in one process, without
requiring additional steps for connecting the different
parts of the intermediate cylindrical member as was re-
quired in the conventional instruments, where the longi-
tudinal members must be connected in some way to the
end parts.
[0014] The same type of technology can be used for
producing the inner and outer cylindrical members 2 and
4 with their respective flexible parts 22, 24, 42 and 44. A
tube having flexible parts can be obtained in different
ways. In the figures 19, 20, 21 and 22 there are shown
different how such flexibility in part can be obtained. Fig.
19 shows a schematic representation of a rolled out flex-
ible cylindrical portion. In the embodiments shown in fig-
ure 19, the part of the cylindrical tube to become flexible
has been provided with slits 50 extending in a helical
manner over the length of the flexible part. The flexibility
can be controlled by the number of slits 50 and/or the
angle of the slits 50 with respect to the axial direction of
the cylindrical member.
[0015] In the embodiment of figure 20 the part of the
cylindrical tube to become flexible has been provided with
a number of short slits 51. The slits 51 can be divided
into groups, the slits 51 in each group being located in
the same line extending perpendicular to the axis of the
cylindrical member. The slits 51 in two neighboring
groups are offset. In the embodiment of figure 21 the part
of the cylindrical tube to become flexible has been pro-
vided by making slits producing a number of swallow’s
tails 52 which fit into each other as shown.
It will be obvious that other systems of providing a flexible
part in a cylindrical tube wall may be used as well. More
specifically it is possible to use combinations of the sys-
tems shown above. Otherwise it will also be obvious that
an advantageous process for producing such flexible
parts in cylindrical tube may be the same process as
described before with respect to the production of the
intermediate part 33.
[0016] As described above in the first embodiment the
longitudinal elements 38 are formed by a number of par-
allel elements equally spaced around the circumference
of the cylindrical member. As shown in figure 3 a free
space is available between each pair of adjacent ele-
ments 38. It is possible to use longitudinal elements 38
as shown in this figure, but in the flexible parts of the
instrument there will be a tendency of the longitudinal

elements 38 to move in tangential direction especially
when strong curves have to be made. As a consequence
of this uncontrolled movement of the longitudinal ele-
ments 38 the accuracy and the magnitude of the control
of the position of the one end portion by the movement
of the other end portion may be lost or is becoming more
complicated. This problem can be avoided by making
longitudinal elements 38 in such a way that the free space
between two adjacent elements 38 is as small as possible
or completely left out so that two adjacent longitudinal
elements 38 are touching each other and serve as a guide
for each other. A disadvantage of this system however
is that a big number of longitudinal elements 38 must be
present, as the cross section of these elements must be
chosen in such a way that their flexibility in any direction
is almost the same independent of the direction of bend-
ing.. As the wall thickness of the cylindrical member is
relatively small compared to the overall dimensions of
the cylindrical member especially with respect to the cir-
cumference, this will result in a big number of longitudinal
elements 38 as seen along the tangential direction and
an increase of total bending stiffness. As the longitudinal
elements 38 are touching each other in the tangential
direction, this provides for a guiding of these elements
upon use of the instrument.
[0017] In a modified embodiment of the longitudinal
elements this problem has been avoided in a different
way. In this second embodiment shown in figure 4 each
longitudinal element 60 is composed of three portions
61, 62 and 63, co-existing with the first flexible portion
22, 42, the intermediate rigid portion 23, 43 and the sec-
ond flexible portion 24, 44 respectively. In the portion 62
coinciding with the intermediate rigid portion, each pair
of adjacent longitudinal elements 60 is touching each oth-
er in the tangential direction so that in fact only a narrow
gap is present there between just sufficient to allow in-
dependent movement of each longitudinal element.
[0018] In the other two portions 61 and 63 each longi-
tudinal element consists of a relatively small and flexible
strip 64, 65 as seen in circumferential direction, so that
there is a substantial gap between each pair of adjacent
strips, and each strip 64, 65 is provided with a number
of cams 66, extending in circumferential direction and
almost bridging completely the gap to the next strip. Be-
cause of these cams the tendency of the longitudinal el-
ements in the flexible portions of the instrument to shift
in circumferential direction is suppressed and the direc-
tion control is complete. The exact shape of these cams
66 is not very critical, provided they do not compromise
flexibility of strips 64 and 65. In view thereof any shape
like a trapezium shape as shown in figure 4 is applicable.
[0019] In the embodiment shown in figure 4 the cams
66 are extending towards one direction as seen from the
strip to which they are connected. It is however also pos-
sible to have these cams extending to both circumferen-
tial directions starting from one strip. By using this it is
either possible to have alternating type of strips as seen
along the circumference, a first type provided at both
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sides with cams 66 extending until the next strip, and a
second intermediate set of strips without cams. Other-
wise it is possible to have strips with cams at both sides,
where as seen along the longitudinal direction of the in-
strument the cams originating from one strip are alter-
nating with cams originating from the adjacent strips. It
is obvious that numerous alternatives are available.
[0020] Important is that adjacent strips are in contact
with each but that flexibility of strips 64 and 65 is not
compromised.
[0021] In figure 5 there is shown a third embodiment
of the longitudinal elements as may be used according
to the invention. In this embodiment the longitudinal el-
ements 70 are formed by strips 71 comparable to the
strips 38 of figure 3 interconnecting the portions 31 and
33. Furthermore the strips 71 have been provided with
cams 72 so that the strips 71 are almost comparable to
the strips 61 or 63 of figure 4. In this way a guiding is
provided by the cams 72 over the complete length of the
strips 71. It is obvious that also in this case the modifica-
tions with respect to the position of the cams 72 and the
alternating of strips 71 with cams on both sides and strips
without cams as described above with respect to figure
4 are also applicable for this embodiment.
[0022] In the fourth embodiment shown in figure 6 the
longitudinal elements 80 are formed by strips 81 inter-
connection the portion 31 and 35. These strips are com-
parable to the strips 38 in figure 3 and have substantially
the same width. This means that between each pair of
adjacent strips 81 there is left a circumferential gap 82.
Each gap 82 is filled substantially by means of another
strip 83, having a circumferential width slightly smaller
than the circumferential width of the gap 82 and a longi-
tudinal dimension which leaves some play between the
ends of the axial ends of the strip 83 and the portions 31
and 35 respectively. The strip 85 is composed of three
parts, a first flexible part 84, schematically represented
with dotted lines an intermediate part 85 and a second
flexible part 86, the three parts coinciding with the flexible
parts 22,42, the intermediate parts 23, 43 and the flexible
parts 24, 44 respectively of the instrument. The flexibility
of the parts 84 and 85 may be obtained by any system
described above, or a shown in fig. 24 and 25. The inter-
mediate part 85 is connected to the strip 81. In this way
the strip 85 is guiding the movement of the strips 81 in
the flexible portions of the instrument, without hindering
their longitudinal movement.
[0023] In the embodiment shown each strip 81 is on
one side connected to a strip 83. As an alternative it is
also possible to have a system in which as seen along
the circumference of the intermediate cylindrical member
this member is composed of a first set of strips 81 having
both sides connected to a strip 83, and a second set of
strips 81 which have no connection to such strips 83 and
are as such comparable to the strips 38 of figure 3. It is
of course obvious that other solutions are available by
using combinations of strips 81 having either no, one or
two connections to strips 83 by putting them in the rights

sequence along the circumference of the intermediate
cylindrical member.
[0024] A fifth embodiment has been shown in figure 7.
In this embodiment each longitudinal element 90 is com-
posed of a first strip 91, a band 92 and a second strip 93.
The first and second strip 91 and 93 have a circumfer-
ential width such that there is a circumferential gap 94
and 95 respectively between each pair of adjacent strips
91 and 93 respectively. The bands 92 have a circumfer-
ential width such that two adjacent bands are in contact
with each other. The strips 91 and 93 coincide with the
flexible portions 22, 42 and 24 and 44 respectively where-
as the bands 92 coincide with the intermediate portion
23, 43. In each gap 94 and 95 respectively plates 96 and
97 respectively have been placed which plates 94, 95
have a circumferential width filling the width of the gap
and thus providing a guiding for the strips 91 and 93 re-
spectively. Free movement of the strips is achieved in
that in the longitudinal direction there is some play be-
tween the axial ends of the plates 96, 97 and the portions
31, the bands 92 and the bands 92 and the portion 35
respectively.
[0025] The plates 96, 97 are completely free to move
in their respective gaps 94, 95 respectively, but because
of the selected dimensions only a movement in longitu-
dinal direction is available. For the production of such a
system as shown in figure 7 it is possible to first make
the intermediate cylindrical elements by means of one of
the production techniques described above, which re-
sults in an intermediate cylindrical member which is dif-
ferent from the one shown in figure 7 in that one point of
each plate 96 and 97 is still connected either to an adja-
cent strip, to a band or to the portions 31 or 35. In this
form the instrument is assembled whereby the connec-
tion point between the plates 96 or 97 and the remaining
of the intermediate cylindrical member is coinciding with
a hole provided in the cylindrical member 4. Once the
assembling being finished the connection mentioned
above can be destroyed for example by using one of the
production techniques mentioned above. In this way the
plates 96, 97 become completely free movable in their
gaps. Here once more it will be obvious that the laser
technology is very effective in this production step.
[0026] In figure 8 there is shown a sixth embodiment
of the intermediate cylindrical member according to the
invention. This embodiment is very similar to the embod-
iment shown in figure 7, in that the longitudinal elements
100 are composed of strips 101 and 103 comparable to
the strips 91 and 93, and a band 102 comparable to the
band 92. In the same way are the gaps 104 and 105,
comparable to the gaps 94 and 95 occupied by plates
106 and 107 comparable to the plates 96 and 97. In this
embodiment the plates 106 and 107 are not completely
free from the remaining of the instrument, but each plate
106 and 107 is connected either to the outer cylindrical
member 4 or to the inner cylindrical member 2, especially
in the non-flexible part thereof, In the embodiment shown
this has been achieved by welding at one point 108 and
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109 respectively the plates 106 and 107 to the interme-
diate rigid portion of either the inner or outer cylindrical
member 2 or 4. In this way the strips 101 and 103 are
accurately guided by the plates 106 and 107 in the flexible
portions of the instrument by the plates 106 and 107, but
the plates 106 and 107 are not free to move whereby the
control of movement has been improved and the assem-
bling of the instrument becomes much easier.
[0027] The embodiment shown in figure 9, the seventh
embodiment can be seen as a combination of the em-
bodiment of figure 6 and the embodiment of figure 8. The
longitudinal element 110 consists of a number of strips
111, comparable to the strips 81 and the gap 112 be-
tween each pair of adjacent strips 111 is occupied by a
strip or plate 113 comparable to strip 83. In this embod-
iment the strips 113 are not connected to the strips 111
as in the embodiment of figure 6, but are connected at
some points 115, 116 to rigid intermediate part of either
the outer or inner cylindrical member 2 or 4 of the instru-
ment comparable to the embodiment of figure 8.
[0028] In the figures 10, 11, 12 and 13 there is shown
an embodiment of the instrument which can be seen as
a modification of the embodiment shown in figure 9. In
the figures 10 and 11 there is shown situation before
assembly whereas the figures 12 and 13 show the as-
sembled instrument.
[0029] In figures 10 and 11 there is shown the outer
cylindrical element 4, which is composed of three parts,
a part 121 forming the first flexible portion 42 and the first
rigid portion 41, a part 122 forming the intermediate rigid
portion 43 and also forming the guiding plates 124 com-
parable to the guiding plates 106, 107 in figure 8 and a
part 123 forming the second flexible part 44 and the sec-
ond rigid part 45.
The parts 121 and 123 are simple cylindrical tubes which
have been provided with a flexible portion by one of the
methods described above. The intermediate portion 122
is formed by a cylindrical tube in which by one of the
processes described above for removal of material a
number of tongues 124 have been made which have
been made flexible by one of the methods described
above. These tongs extend from both ends of a central
portion and will form bands which will occupy the space
between strips like the strips 11. Therefore the tongues
have been deformed at their connection with the central
portion 125 so as to have a smaller diameter whereby
these tongues fit into the spaces between the strips. In
fact the tongues are deformed to form an internal and
external diameter substantially equal to the correspond-
ing diameters of the strips.
[0030] After the different part 121, 122 and 122 have
been produced as described, the parts 121 and 122 are
moved over the tongues 124 and the abutting ends of
the part 121 and 125 and the part 125 and 123 are welded
together so as to form the external cylindrical member 4.
[0031] In the figures 14, 15 and 16 there is shown a
different category of embodiments of longitudinal ele-
ments 130 interconnecting the portions 31 and 35 of the

intermediate cylindrical member 3. The longitudinal ele-
ments 130 are formed by strips 131 comparable to the
strips 38 of figure 3. As seen in the circumferential direc-
tion of the cylindrical member, these strips are space
apart from each other by a gap 132. At least in the flexible
zone of the instrument where a guiding of the strips is
preferred or required, each pair of adjacent strips is con-
nected by a number of bridges which have a defined de-
gree of flexibility as seen in the longitudinal direction.
These bridges are bridging the width of the gap 132 and
can be shaped in different ways.
[0032] In the embodiment of figures 14 the bridges
have the form of short strips 134 extending in circumfer-
ential direction and having a width in longitudinal direction
which allows some parallel movement from one strip 131
to its adjacent strip 131. By selection the number of strips
134 and its cross-section dimensions its flexibility may
be sufficient to allow sufficient freedom of movement of
the adjacent strips 131. If needed the flexibility of the
strips 134 can be enhanced by applying some special
configurations as shown in the figures 23, 24 and 25. The
strips need not to transfer any tangential force from the
one strip to its adjacent strip 131, but serves only to main-
tain the distance between two adjacent strips 131.
[0033] In the embodiment shown in figure 15 the strips
135 have been shaped with some recesses so as to in-
crease their flexibility. Moreover these strips have been
not directed along the circumferential direction of the cy-
lindrical member, bur are positioned under a small angle
with respect to that direction in a way that the series of
connectors form a spiral. A special shape of the bridges
has been shown in the embodiment of figure 16. The
bridges 136 of this embodiment consists of two cams 137
and 138 extending from two adjacent strips 131 and abut-
ting about halfway in the gap between the two strips. Two
semicircular bands 139 and 140 are connecting the cam
138 with the cam 137. This provides a high degree of
flexibility whereas the distance between the two adjacent
strips is accurately maintained. The making of such bridg-
es 136 does not offer any special problem when using
one of the techniques described above.
[0034] In figure 17 there is shown a special embodi-
ment of an instrument according to the inventions. The
inner cylindrical member is composed of a first rigid end
part 141, a first flexible part 142, an intermediate rigid
part 143, a second flexible part 144 and a second rigid
end part 145 which is normally used as the operating part
of the instrument in that it serves to steer the other end
of the unit. The outer cylindrical member is in the same
way composed of a first rigid part 161, a flexible part 162,
an intermediate rigid part 163, a second flexible part 164
and a second rigid part 165. The intermediate cylindrical
member also has a first rigid end part 151 and a second
rigid end part 155 which in the assembled condition are
located between the corresponding rigid parts 141, 161
and 145, 165 respectively of the two other cylindrical
members. In the embodiment shown the longitudinal el-
ements 153 are of the type shown in figure 3, but it will
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be obvious that any other type described above may be
used as well. So far the construction is comparable to
the instrument shown in figure 1.
[0035] The main difference with respect to the embod-
iment of figure 1 consists in the use of a different set of
diameters for some parts of the instrument. IN the em-
bodiment shown the parts 144, 145, 155, 164 and 165
have a larger diameter than the other parts and in the
parts 143, 153 and 163 as frusto-conical portion have
been made in order to connect the small diameter parts
with the large diameter parts. As shown in figure 17 the
different parts can easily be assembled by inserting one
into the other. The main reason however to have such
an instrument with different diameters is that by using an
operating part with a larger diameter, the movement of
the other end is amplified, whereas if a smaller diameter
is used the movement of the other end is reduced. De-
pendent of the application and its requirements larger
diameters can be used to have the amplified movement
or smaller diameters can be used to reduce the move-
ment and increase accuracy.
[0036] A special application of the instrument accord-
ing to the invention is shown in figure 18. In this applica-
tion a number of tubes have been inserted into a body
of an environment where some inspection or treatment
must take place. In the embodiment shown there are
three tubes, a first or central tube 200, which may be a
straight tube which is used for illumination and viewing
purposes. Two S-shaped tubes 201 and 202 are posi-
tioned partly against this central tube 200, and these
tubes are used for the guiding of instruments according
to the invention. The bending is necessary to have the
handling side of the instruments 203 and 204 removed
from each other and from the central tube 200 so that
the movement is possible in any direction. By positioning
the S-shaped tubes diametrically in opposition to the cen-
tral tube 200 there is also sufficient space left at the work-
ing side to perform all kind of movement of these ends
of the instruments 203 and 204.
In order to enable the instruments to be guided through
such a S-shaped tube 201 or 202 or tubes with any curved
shape, the intermediate rigid portion of the instruments
203 and 204 has been provided with at least one addi-
tional flexible portion dividing the intermediate portion in
rigid portions of a lesser length so at to allow some ad-
ditional bending. If needed more than one intermediate
flexible portion may be included.
[0037] According to a first aspect of the invention, there
is provided a process for producing the actuating part of
an instrument for endoscopic applications or the like,
which instrument comprises a tube like member having
a handling end portion with a flexible portion and actuat-
ing means located at the other end portion, which actu-
ating means comprises a cylindrical part connected to
the handling end portion, a cylindrical part connected to
the actuating means and a number of longitudinal ele-
ments for transferring the movement of the actuating
means to the handling end portion, characterized in that

the actuating means is made starting from of a full cylin-
drical tube which is provided with a number of longitudinal
slits thereby forming the longitudinal elements.
In an embodiment, the process is characterized in that
the longitudinal slits are made by means of any known
material removal techniques such as photochemical
etching, deep pressing, chipping techniques preferably
by laser cutting.
According to a second aspect of the invention, there is
provided an instrument for endoscopic applications or
the like obtained by means of the process according to
the invention, characterized in that the longitudinal slits
between two neighboring longitudinal elements have
such a small width that the longitudinal elements are kept
parallel by each other upon actuation of the instrument.
In an embodiment, the instrument for endoscopic appli-
cations or the like obtained by means of the process ac-
cording to the invention is characterized in that at least
one longitudinal slit between a pair of neighboring longi-
tudinal elements is provided with elements keeping the
longitudinal elements parallel to each other.
In an embodiment, the instrument is characterized in that
the at least one of a neighboring pair of longitudinal ele-
ments is provided with protrusions extending in the di-
rection of the other longitudinal element.
In an embodiment, the instrument is characterized in that
the protrusions are only present in the parts of the longi-
tudinal element which are coinciding with the flexible por-
tions of the instrument.
In an embodiment, the instrument is characterized in that
in the at least part of the non flexible part of the instrument
the longitudinal elements have such a width that they
substantially fill up completely the width of the longitudi-
nal slits.
In an embodiment, the instrument is characterized in that
each longitudinal slit is filled with a separate longitudinal
element, having flexible portions coinciding at least with
the flexible parts of the instrument.
[0038] In an embodiment, the instrument is character-
ized in that each separate longitudinal element has a
central part coinciding with a non flexible part of the in-
strument which is connected to a non flexible part of the
instrument, preferably to one of the adjacent longitudinal
elements.
In an embodiment, the instrument is characterized in that
in the at least part of the non flexible part of the instrument
the longitudinal elements have such a width that they
substantially fill up completely the width of the longitudi-
nal slits, and in that each of the remaining parts of the
longitudinal slits are filed up with separate longitudinal
elements.
In an embodiment, the instrument is characterized in that
one end of each of the separate longitudinal elements is
connected to a non flexible part of the instrument.
In an embodiment, the instrument is characterized in that
each pair of adjacent longitudinal elements is intercon-
nected by means at least one flexible bridge, at least in
the parts coinciding with the flexible parts of the instru-
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ment.
In an embodiment, the instrument is characterized in that
the longitudinal elements in the zone adjacent the han-
dling end portion are located in a cylindrical plane with a
first diameter, in the zone adjacent to the actuating end
portion are located in a cylindrical plane with a second
different diameter, and in an intermediate zone are lo-
cated in a conical plan interconnecting the two zones.
In an embodiment, the instrument is characterized in that
the first diameter is smaller than the second diameter.
It is obvious that the invention is not restricted to the de-
scribed embodiments as shown in the annexed drawings,
but that within the scope of the claims modifications can
be applied.

Claims

1. An instrument (1; 203; 204) for endoscopic applica-
tions comprising
a tube-like member that includes three coaxial cylin-
drical members, namely an inner cylindrical member
(2), an intermediate cylindrical member (3), and an
outer cylindrical member (4);
the inner cylindrical member (2) including a first rigid
inner member end part (21) at a handling end portion
(141; 161) of the instrument, a first flexible inner
member part (22), an intermediate rigid inner mem-
ber part (23), a second flexible inner member part
(24), and a second rigid inner member end part (25)
at an actuating end portion (145; 165) of the instru-
ment;
the intermediate cylindrical member (3) having a first
rigid intermediate member end part (31) at the han-
dling end portion (141; 161) of the instrument, and
a second rigid intermediate member end part (35) at
the actuating end portion (145; 165) of the instrument
that is connected to the first rigid end part (31) via at
least three longitudinal elements (38; 60; 70; 80; 90;
100; 110; 130) that are separated by at least three
longitudinal slits, each of which longitudinal ele-
ments (38; 60; 70; 80; 90; 100; 110; 130) is connect-
ed to both the first rigid intermediate member end
part (31) and the second rigid intermediate member
end part (35);
the outer cylindrical member (4) including a first rigid
outer member end part (41) at the handling end por-
tion of the instrument, a first flexible outer member
part (42), an intermediate rigid outer member part
(43), a second flexible outer member part (44), and
a second rigid outer member end part (45) at the
actuating end portion of the instrument;
the three coaxial cylindrical members being ar-
ranged such that the longitudinal elements (38; 60;
70; 80; 90; 100; 110; 130) of the intermediate mem-
ber (3) are arranged to control a radial deflection of
the handling end portion (141; 161) of the instrument
by a radial deflection of the actuating end portion

(145; 165) of the instrument through a movement of
the longitudinal elements (38; 60; 70; 80; 90; 100;
110; 130) in a longitudinal direction; and
wherein each pair of adjacent longitudinal elements
of said at least three longitudinal elements (38; 60;
70; 80; 90; 100; 110; 130) is interconnected by at
least a first flexible bridge (134; 135; 136) that is ar-
ranged at least in parts coinciding with flexible parts
(22, 24; 42, 44) of the instrument.

2. The instrument (1; 203; 204) according to claim 1,
said inner cylindrical member (2), intermediate cy-
lindrical member (3), and outer cylindrical member
(4) having end faces that are connected to each other
at both ends so as to have one integral unit.

3. The instrument (1; 203; 204) according to claim 1 or
2, said second rigid inner member end part (25), said
second rigid intermediate member end part (35) and
said second rigid outer member end part (45) being
connected to each other.

4. The instrument (1; 203; 204) according to any one
of the claims 1-3, comprising a first flexible part and
a second flexible part, said first flexible part coincid-
ing with said first flexible inner member part (22) and
said first flexible outer member part (42), said second
flexible part coinciding with said second flexible inner
member part (24) and said second flexible outer
member part (44).

5. The instrument (1; 203; 204) according to any one
of the claims 1-4, comprising a first rigid part being
arranged to interconnect said first and second flex-
ible parts, said first rigid part coinciding with said in-
termediate rigid inner member part (23) and said in-
termediate rigid outer member part (43).

6. The instrument (1; 203; 204) according to claim 4 or
5, wherein said at least first flexible bridge (134; 135;
136) is arranged in one of said first and second flex-
ible parts of the instrument.

7. The instrument (1; 203; 204) according to claim 5 or
6, further comprising a second flexible bridge that is
arranged in one of said first flexible part, said second
flexible part and said first rigid part of the instrument.

8. The instrument (1; 203; 204) according to any one
of the claims 1-7, wherein said at least first flexible
bridge has the form of a short strip (134; 135) that is
arranged to extend in a circumferential direction of
the tube-like member between a pair of adjacent lon-
gitudinal elements (131), said short strip (134; 135)
having a width in a longitudinal direction of the tube-
like member which allows parallel movement of said
pair of adjacent longitudinal elements (131) with re-
spect to each other.
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9. The instrument (1; 203; 204) according to claim 8,
wherein said short strip (135) is provided with at least
one recess for increasing a degree of flexibility of
said short strip (135).

10. The instrument (1; 203; 204) according to claim 9,
wherein said short strip (135) is arranged to extend
under an angle with respect to the circumferential
direction of the tube-like member between a pair of
adjacent longitudinal elements (131).

11. The instrument (1; 203; 204) according to claim 10,
wherein said angle is small.

12. The instrument (1; 203; 204) according to claim 10
or 11, wherein a series of said short strips (135) are
arranged to form a spiral.

13. The instrument (1; 203; 204) according to any one
of the claims 1-7, wherein said at least first flexible
bridge consists of

- two cams (137, 138) that are arranged to ex-
tend between a pair of adjacent longitudinal el-
ements (131) and to abut in the longitudinal slit
between said adjacent longitudinal elements;
and
- two semicircular bands (139, 140) that are ar-
ranged to interconnect said two cams (137,
138).

14. The instrument (1; 203; 204) according to claim 13,
wherein said two cams (137, 138) are arranged to
abut about halfway in the longitudinal slit between
said adjacent longitudinal elements (131).

Patentansprüche

1. Instrument (1; 203; 204) für endoskopische Anwen-
dungen, das Folgendes umfasst:

ein röhrenförmiges Element, das drei koaxiale
zylindrische Elemente, nämlich ein inneres zy-
lindrisches Element (2), ein zylindrisches Zwi-
schenelement (3) und ein äußeres zylindrisches
Element (4), enthält;
wobei das innere zylindrische Element (2) an
einem Handhabungsendabschnitt (141; 161)
des Instruments einen ersten starren Innenele-
mentendteil (21), einen ersten flexiblen Innene-
lementteil (22), einen dazwischenliegenden
starren Innenelementteil (23), einen zweiten fle-
xiblen Innenelementteil (24) und an einem Be-
tätigungsendabschnitt (145; 165) des Instru-
ments einen zweiten starren Innenelementend-
teil (25) enthält;
wobei das zylindrische Zwischenelement (3) an

dem Handhabungsendabschnitt (141; 161) des
Instruments einen ersten starren Zwischenele-
mentendteil (31) und an dem Betätigungsen-
dabschnitt (145; 165) des Instruments einen
zweiten starren Zwischenelementendteil (35)
enthält, der über mindestens drei Längselemen-
te (38; 60; 70; 80; 90; 100; 110; 130), die durch
mindestens drei Längsschlitze getrennt sind, mit
dem ersten starren Endteil (31) verbunden ist,
wobei jedes der Längselemente (38; 60; 70; 80;
90; 100; 110; 130) sowohl mit dem ersten star-
ren Zwischenelementendteil (31) als auch mit
dem zweiten starren Zwischenelementendteil
(35) verbunden ist;
wobei das äußere zylindrische Element (4) an
dem Handhabungsendabschnitt des Instru-
ments einen ersten starren Außenelementend-
teil (41), einen ersten flexiblen Außenelement-
teil (42), einen dazwischenliegenden starren
Außenelementteil (43), einen zweiten flexiblen
Außenelementteil (44) und an dem Betätigungs-
endabschnitt des Instruments einen zweiten
starren Außenelementendteil (45) enthält;
wobei die drei koaxialen zylindrischen Elemente
derart angeordnet sind, dass die Längselemen-
te (38; 60; 70; 80; 90; 100; 110; 130) des Zwi-
schenelements (3) angeordnet sind, um eine ra-
diale Auslenkung des Handhabungsen-
dabschnitts (141; 161) des Instruments durch
eine radiale Auslenkung des Betätigungsen-
dabschnitts (145; 165) des Instruments durch
eine Bewegung der Längselemente (38; 60; 70;
80; 90; 100; 110; 130) in einer Längsrichtung zu
steuern; und
wobei jedes Paar benachbarter Längselemente
der mindestens drei Längselemente (38; 60; 70;
80; 90; 100; 110; 130) durch mindestens eine
erste flexible Brücke (134; 135; 136), die zumin-
dest teilweise übereinstimmend mit den flexib-
len Teilen (22, 24; 42, 44) des Instruments an-
geordnet ist, miteinander verbunden ist.

2. Instrument (1; 203; 204) nach Anspruch 1, wobei
das innere zylindrische Element (2), das zylindrische
Zwischenelement (3) und das äußere zylindrische
Element (4) Stirnflächen aufweisen, die an beiden
Enden miteinander verbunden sind, um eine einstü-
ckige Einheit zu bilden.

3. Instrument (1; 203; 204) nach Anspruch 1 oder 2,
wobei der zweite starre Innenelementendteil (25),
der zweite starre Zwischenelementendteil (35) und
der zweite starre Außenelementendteil (45) mitein-
ander verbunden sind.

4. Instrument (1; 203; 204) nach einem der Ansprüche
1-3, das einen ersten flexiblen Teil und einen zweiten
flexiblen Teil umfasst, wobei der erste flexible Teil
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mit dem ersten flexiblen Innenelementteil (22) und
dem ersten flexiblen Außenelementteil (42) überein-
stimmt, wobei der zweite flexible Teil mit dem zwei-
ten flexiblen Innenelementteil (24) und dem zweiten
flexiblen Außenelementteil (44) übereinstimmt.

5. Instrument (1; 203; 204) nach einem der Ansprüche
1-4, das einen ersten starren Teil umfasst, der dafür
ausgelegt ist, den ersten und den zweiten flexiblen
Teil miteinander zu verbinden, wobei der erste starre
Teil mit dem dazwischenliegenden starren Innene-
lementteil (23) und dem dazwischenliegenden star-
ren Außenelementteil (43) übereinstimmt.

6. Instrument (1; 203; 204) nach Anspruch 4 oder 5,
wobei die zumindest erste flexible Brücke (134; 135;
136) in einem der genannten ersten und zweiten fle-
xible Teile des Instruments angeordnet ist.

7. Instrument (1; 203; 204) nach Anspruch 5 oder 6,
das ferner eine zweite flexible Brücke umfasst, die
in einem der genannten ersten flexiblen Teil, zweiten
flexiblen Teil und ersten starren Teil des Instruments
angeordnet ist.

8. Instrument (1; 203; 204) nach einem der Ansprüche
1-7, wobei die zumindest erste flexible Brücke die
Form eines kurzen Streifens (134; 135) aufweist, der
dafür ausgelegt ist, sich in Umfangsrichtung des röh-
renförmigen Elements zwischen einem Paar be-
nachbarter Längselemente (131) zu erstrecken, wo-
bei der kurze Streifen (134; 135) in Längsrichtung
des röhrenförmigen Elements eine Breite aufweist,
die eine parallele Bewegung des Paares benachbar-
ter Längselemente (131) zueinander erlaubt.

9. Instrument (1; 203; 204) nach Anspruch 8, wobei der
kurze Streifen (135) mit mindestens einer Ausspa-
rung versehen ist, um den Flexibilitätsgrad des kur-
zen Streifens (135) zu erhöhen.

10. Instrument (1; 203; 204) nach Anspruch 9, wobei der
kurze Streifen (135) dafür ausgelegt ist, sich unter
einem Winkel zu der Umfangsrichtung des röhren-
förmigen Elements zwischen einem Paar benach-
barter Längselemente (131) zu erstrecken.

11. Instrument (1; 203; 204) nach Anspruch 10, wobei
der Winkel klein ist.

12. Instrument (1; 203; 204) nach Anspruch 10 oder 11,
wobei eine Reihe von kurzen Streifen (135) dafür
ausgelegt ist, eine Spirale zu bilden.

13. Instrument (1; 203; 204) nach einem der Ansprüche
1-7, wobei die zumindest erste flexible Brücke be-
steht aus:

- zwei Nocken (137, 138), die dafür ausgelegt
sind, sich zwischen einem Paar benachbarter
Längselemente (131) zu erstrecken und in dem
Längsschlitz zwischen den benachbarten Läng-
selementen aneinander zu stoßen; und
- zwei halbkreisförmigen Bändern (139, 140),
die dafür ausgelegt sind, die zwei Nocken (137,
138) miteinander zu verbinden.

14. Instrument (1; 203; 204) nach Anspruch 13, wobei
die zwei Nocken (137, 138) dafür ausgelegt sind, in
dem Längsschlitz auf halbem Wege zwischen den
benachbarten Längselementen (131) aneinander zu
stoßen.

Revendications

1. Instrument (1 ; 203 ; 204) pour des applications en-
doscopiques comprenant :

un élément en forme de tube qui comprend trois
éléments cylindriques coaxiaux, à savoir un élé-
ment cylindrique intérieur (2), un élément cylin-
drique intermédiaire (3), et un élément cylindri-
que extérieur (4) ;
l’élément cylindrique intérieur (2) comprenant
une première partie d’extrémité d’élément inté-
rieur rigide (21) au niveau d’une partie d’extré-
mité de manipulation (141 ; 161) de l’instrument,
une première partie d’élément intérieur souple
(22), une partie d’élément intérieur rigide inter-
médiaire (23), une seconde partie d’élément in-
térieur souple (24), et une seconde partie d’ex-
trémité d’élément intérieur rigide (25) au niveau
d’une partie d’extrémité d’actionnement (145 ;
165) de l’instrument ;
l’élément cylindrique intermédiaire (3) ayant une
première partie d’extrémité d’élément intermé-
diaire rigide (31) au niveau de la partie d’extré-
mité de manipulation (141 ; 161) de l’instrument,
et une seconde partie d’extrémité d’élément in-
termédiaire rigide (35) au niveau de la partie
d’extrémité d’actionnement (145 ; 165) de l’ins-
trument qui est reliée à la première partie d’ex-
trémité rigide (31) par au moins trois éléments
longitudinaux (38 ; 60 ; 70 ; 80 ; 90 ; 100 ; 110 ;
130) qui sont séparés par au moins trois fentes
longitudinales, chaque élément longitudinal
(38 ; 60 ; 70 ; 80 ; 90 ; 100 ; 110 ; 130) étant relié
à la fois à la première partie d’extrémité d’élé-
ment intermédiaire rigide (31) et à la seconde
partie d’extrémité d’élément intermédiaire rigide
(35) ;
l’élément cylindrique extérieur (4) comprenant
une première partie d’extrémité d’élément exté-
rieur rigide (41) au niveau de la partie d’extré-
mité de manipulation de l’instrument, une pre-
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mière partie d’élément extérieur souple (42),
une partie d’élément extérieur rigide intermé-
diaire (43), une seconde partie d’élément exté-
rieur souple (44), et une seconde partie d’extré-
mité d’élément extérieur rigide (45) au niveau
de la partie d’extrémité d’actionnement de
l’instrument ;
les trois éléments cylindriques coaxiaux étant
disposés de telle sorte que les éléments longi-
tudinaux (38 ; 60 ; 70 ; 80 ; 90 ; 100 ; 110 ; 130)
de l’élément intermédiaire (3) sont agencés pour
commander une déformation radiale de la partie
d’extrémité de manipulation (141 ; 161) de l’ins-
trument par une déformation radiale de la partie
d’extrémité d’actionnement (145 ; 165) de l’ins-
trument par un déplacement des éléments lon-
gitudinaux (38 ; 60 ; 70 ; 80 ; 90 ; 100 ; 110 ;
130) dans une direction longitudinale ; et
dans lequel chaque paire d’éléments longitudi-
naux adjacents desdits au moins trois éléments
longitudinaux (38 ; 60 ; 70 ; 80 ; 90 ; 100 ; 110 ;
130) est interconnectée par au moins un premier
pont souple (134 ; 135 ; 136) qui est agencé au
moins en parties coïncidant avec des parties
souples (22, 24 ; 42, 44) de l’instrument.

2. Instrument (1; 203; 204) selon la revendication 1,
ledit élément cylindrique intérieur (2), ledit élément
cylindrique intermédiaire (3), ledit élément cylindri-
que extérieur (4) ayant des faces d’extrémité qui sont
reliées l’une à l’autre aux deux extrémités de maniè-
re à avoir une unité d’un seul tenant.

3. Instrument (1, 203, 204) selon les revendications 1
ou 2, ladite seconde partie d’extrémité d’élément in-
térieur rigide (25), ladite seconde partie d’extrémité
d’élément intermédiaire rigide (35) et ladite seconde
partie d’extrémité d’élément extérieur rigide (45),
étant reliées l’une à l’autre.

4. Instrument (1; 203; 204) selon l’une quelconque des
revendications 1 à 3, comprenant une première par-
tie souple et une seconde partie souple, ladite pre-
mière partie souple coïncidant avec la première par-
tie d’élément intérieur souple (22) et ladite première
partie d’élément extérieur souple (42), ladite secon-
de partie souple coïncidant avec ladite seconde par-
tie d’élément intérieur souple (24) et ladite seconde
partie d’élément extérieur souple (44).

5. Instrument (1; 203; 204) selon l’une quelconque des
revendications 1 à 4, comprenant une première par-
tie rigide agencée pour interconnecter lesdites pre-
mière et seconde parties souples, ladite première
partie rigide coïncidant avec ladite partie d’élément
intérieur rigide intermédiaire (23) et ladite partie
d’élément extérieur rigide intermédiaire (43).

6. Instrument (1: 203, 204) selon les revendications 4
ou 5, dans lequel ledit au moins premier pont souple
(134; 135; 136) est disposé dans l’une desdites pre-
mière et seconde parties souples de l’instrument.

7. Instrument (1; 203; 204) selon les revendications 5
ou 6, comprenant en outre un second pont souple
qui est disposé dans l’une de ladite première partie
souple, de ladite seconde partie souple et de ladite
première partie rigide de l’instrument.

8. Instrument (1, 203, 204) selon l’une quelconque des
revendications 1 à 7, dans lequel ledit au moins pre-
mier pont souple a la forme d’une courte bande (134;
135) qui est agencée pour s’étendre dans une direc-
tion circonférentielle de l’élément en forme de tube
entre une paire d’éléments longitudinaux adjacents
(131), ladite courte bande (134; 135) ayant une lar-
geur dans une direction longitudinale de l’élément
en forme de tube qui permet un déplacement paral-
lèle de ladite paire d’éléments longitudinaux adja-
cents (131) l’un par rapport à l’autre.

9. Instrument (1; 203; 204) selon la revendication 8,
dans lequel ladite courte bande (135) est munie d’au
moins un évidement pour augmenter le degré de
souplesse de ladite courte bande (135).

10. Instrument (1; 203; 204) selon la revendication 9,
dans lequel ladite courte bande (135) est agencée
pour s’étendre selon un angle par rapport à la direc-
tion circonférentielle de l’élément en forme de tube
entre une paire d’éléments longitudinaux adjacents
(131).

11. Instrument (1; 203; 204) selon la revendication 10,
dans lequel ledit angle est petit.

12. Instrument (1; 203; 204) selon les revendications 10
ou 11, dans lequel une série desdites bandes cour-
tes (135) est agencée pour former une spirale.

13. Instrument (1; 203; 204) selon l’une quelconque des
revendications 1 à 7, dans lequel ledit au moins pre-
mier pont souple est constitué de :

- deux cames (137, 138) qui sont agencées pour
s’étendre entre une paire d’éléments longitudi-
naux adjacents (131) et pour venir en butée
dans la fente longitudinale entre lesdits élé-
ments longitudinaux adjacents ; et
- deux bandes semi-circulaires (139, 140) qui
sont agencées pour interconnecter lesdites
deux cames (137, 138).

14. Instrument (1; 203; 204) selon la revendication 13,
dans lequel lesdites deux cames (137, 138) sont
agencées pour venir en butée à mi-chemin dans la
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fente longitudinale entre lesdits éléments longitudi-
naux adjacents (131).
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