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(57) The subject of the present invention is a device
that is able to harvest energy from air flows present in
either open and closed environments, from natural or ar-
tificial sources. The invention basically consists of a pi-
ezoelectric element appropriately attached to an aerody-
namic appendage specifically sized in shape and in me-
chanical characteristics for exploiting a specific effect of
the flow of air (in particular, one of the effects referred to

technically as "vortex shedding", "flutter", or else "turbu-
lent-flow-induced vibrations") for the production of elec-
trical energy. In the example of embodiment referred to
in the present description, the device is mainly conceived
as an element of a wireless building automation network
integrated with a temperature sensor, for specific appli-
cations within air-conditioning ducts in which the afore-
said vortex-shedding phenomenon is exploited.
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Description

Summary of the invention

[0001] The subject of the present invention is a device
that is able to harvest energy from air flows present in
either open or closed environments, from natural or arti-
ficial sources. The invention basically consists of a pie-
zoelectric element appropriately attached to an aerody-
namic appendage specifically sized as regards shape
and mechanical characteristics to exploit a specific effect
of the flow of air (in particular, one of the effects referred
to technically as "vortex shedding", "galloping", "flutter",
and "turbulent-flow-induced vibrations") for the produc-
tion of electrical energy. In the example of embodiment
referred to in the present description, the device is con-
ceived mainly as an element of a wireless building auto-
mation network integrated with a temperature sensor, for
specific applications within air-conditioning ducts in
which the aforesaid vortex-shedding phenomenon is ex-
ploited. If appropriately sized in its basic elements, the
invention can be used for harvesting energy from air flows
also in other applications, both for indoor and outdoor air
flows.
[0002] In what follows, with reference to the attached
figures, there now follows a description of the prior art
and of a preferred embodiment of the invention, which is
to be understood purely by way of non-limiting example.
[0003] In the drawings:

Figure 1 shows an example of oscillating piezoelec-
tric generator of a known type;
Figure 2 is a schematic representation of a possible
configuration of assembly of the invention;
Figure 3 shows a block diagram representing oper-
ation of the conversion of the energy of the flow of
air into electrical energy;
Figure 4 shows an example of possible configuration
of the invention with a piezoelectric element of the
patch type;
Figure 5 shows an example of possible configuration
of the invention with a piezoelectric element of the
free-standing thick-film type;
Figure 6 is a top plan view corresponding to the ex-
amples of Figures 4 and 5;
Figure 7 illustrates a possible installation of the in-
vention within an air duct; and
Figure 8 illustrates a possible installation of the in-
vention alongside traffic lanes on viaducts or in tun-
nels.

Description of the prior art

[0004] The prior art regarding use of configurations of
elements made of piezoelectric material subject to vibra-
tions for energy harvesting is sufficiently extensive. Dif-
ferent, instead, is the situation of the prior art regarding
use of configurations that exploit the air flow, and even

moreso the effect of vortex shedding, for energy harvest-
ing.
[0005] Energy harvesting (also known as "power har-
vesting" or "energy scavenging") is the process whereby
the energy, coming from alternative sources, is captured
and stored. The so-called alternative forms of energy are
all those sources commonly available in the environment.
This process converts them into electrical energy that
can be used directly.
[0006] Energy harvesting is a sector of research that
has had considerable commercial spinoffs in the last few
years, in particular in the military, aeronautics, and aer-
ospace sectors, and finally in the sector of civil engineer-
ing. For instance, some areas of application are those of
building automation and structural monitoring of exten-
sive buildings. In both cases, there exists the need to
supply energy to sensors located inside or outside of
buildings, structures, and infrastructures, so as to get
them to function autonomously without the use of batter-
ies or of an electric mains supply for supplying them. The
characteristic of producing a difference of potential fol-
lowing upon compression has several industrial applica-
tions.
[0007] Piezoelectricity is the property of some crys-
tals to generate a difference of potential when they un-
dergo mechanical deformation. This effect is reversible
and occurs on a scale of the order of nanometers. Op-
eration of a piezoelectric crystal is quite simple: when an
external pressure (or negative pressure) is applied,
charges of opposite sign position themselves on the op-
posite faces. The crystal thus behaves like a capacitor
to which a difference of potential has been applied. If the
two faces are connected via an external circuit, an electric
current, referred to as "piezoelectric current" is thus gen-
erated. Harvesting vibrational mechanical energy using
piezoelectric materials is one of the methods that enable
a higher energy production.
[0008] The most widespread configuration for this type
of energy harvesting is the beam configuration (Figure
1): a plate made of piezoelectric material is anchored at
one end to the load-bearing structure and at the other to
a mass that is free to oscillate. The movements of the
mass induce on the piezoelectric beam tensile and com-
pressive stresses, which constitute the mechanical
stresses responsible for effective production of electrical
energy. Continuous oscillation about a position of static
equilibrium ensures the production of alternating current.
[0009] As an alternative to exploitation of the vibrations
generated by the inertia of the oscillating mass, it is pos-
sible to exploit other methods to get a system of the type
referred to above to oscillate. One of these is precisely
exploitation of a flow of air. In particular, researches have
been carried out that exploit the vortex-shedding phe-
nomenon.
[0010] Vortex shedding is an aeroelastic phenome-
non in which, if a body is immersed in a subsonic fluid
current, a wake of vortices is formed that detach from the
body itself in an alternating and non-stationary way. Vor-
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tex shedding generates forces of resistance and lift that
are variable in time, even if the velocity of the incident
vein of fluid has a constant intensity and direction. This
excitation phenomenon occurs for profiles where the vein
tends to detach, i.e., for bodies that do not have a cross
section of a winglike type, such as for example circular
ones. In the case where particular conditions arise, the
frequency of vortex shedding may synchronize with the
resonance frequency of the structure, thus creating a
synchronism (or lock-in) that increases the intensity of
the force of lift.
[0011] It should be pointed out that the lock-in phenom-
enon, referred to in the present description, is a phenom-
enon of aeroelastic instability that is set up when the vor-
tex-shedding frequency is equal to the transverse vibra-
tion frequency of the vibrating body immersed in the fluid.
In this situation, where the vortices detach in resonance
conditions from the structure, it is no longer vortex shed-
ding that excites the structure, but, instead, it is the struc-
ture that governs the frequency and amplitude of shed-
ding of the vortices, which in turn produce greater forces
on the structure. This is an aeroelastic "self-excitation"
phenomenon that can give rise to phenomena of ampli-
fication of the oscillations, which may even be very con-
siderable.
[0012] In other words, lock-in regards the coupled fluid-
structure system, i.e., the aeroelastic self-excitation phe-
nomenon described previously, where it is the structure
that determines the vortex-shedding configuration, with
consequent considerable amplification of the oscilla-
tions.
[0013] Wu et al. (2013) have presented numerical stud-
ies on a cantilever provided with a piezoelectric patch
and completed by a proof mass. The authors have in-
vestigated the influence of the length and position of the
patch, of the intensity of the flow of air, and of the weight
of the mass. The device is preferably positioned with its
major surface set perpendicular to the flow of air.
[0014] Weinstein et al. (2012) have studied the proto-
type of a configuration based upon a cantilever with pi-
ezoelectric material attached at one end (to the base).
In this case, a fin is attached at the other end, to exploit
the vortex-shedding phenomenon. For generation of the
vortices, a bluff-body is used to amplify the effect of vortex
shedding. The prototype has been specifically devised
and tested for applications within pipes of HVAC (Heat-
ing, Ventilation, and Air-Conditioning) systems. In HVAC
pipes, the flow of air is practically homogeneous with
rates that prevalently range between 2.5 and 5.0 m/s2.
[0015] The present invention differs from the studies
referred to above mainly for the different configuration of
the assembly and of the positioning with respect to the
flow of air.
[0016] Also known from US 2010/076714 is a generic
system of self-supplied sensors that monitors the condi-
tions or parameters of an environment. In this document,
however, reference is simply made to harvesting of en-
ergy from induced vibrations.

[0017] In US 2010/076714 no mention or reference is
made to the use of specific aerodynamic phenomena,
such as vortex shedding, flutter, and/or turbulent-flow-
induced vibrations generated by air flows present in the
environments in which the sensors are installed.
[0018] WO 2014/013638 describes a device that uses
a piezoelectric material for harvesting energy by exploit-
ing induced vibrations. This document focuses attention
on the characteristics of the electrical circuit, which may
envisage the use of a wireless circuit, the capacity of
storing electrical energy, and the use of a wireless pro-
tocol. Unlike WO 2014/013638, the present invention
does not regard design of the electrical circuit.
[0019] It should moreover be noted that, unlike US
2010/076714 and WO 2014/013638, the present inven-
tion specifically exploits the vibrations induced by vortex
shedding and/or flutter. This is not a trivial choice of im-
plementation in so far as the phenomenon is very partic-
ular from the mechanical standpoint because in the lock-
in condition of the vibrating system, i.e., the phenomenon
whereby the vortex-shedding frequency is close to the
natural frequency of the oscillating system, the amount
of energy harvested by the device according to the in-
vention is much higher (by more than one order of mag-
nitude) as compared to known systems.
[0020] DE 10 2009 030718 describes a device for har-
vesting energy from applications where a flow is present,
such as for example the ventilation systems of buildings.
Basically, this document describes a device that substan-
tially envisages use of a thin piezoelectric film that can
be associated to an element that generates the turbu-
lence necessary for getting the piezoelectric film to vi-
brate. Various possible applications are moreover de-
scribed, amongst which the possibility of fixing the other
end of the piezoelectric film so that it can work as a mem-
brane.
[0021] As a whole, the device of DE 10 2009 030718
differs from the device according to the present invention
from many points of view. In the first place, said known
device does not use or mention vortex shedding and/or
the flutter effect, and consequently, even though some
components may be considered similar, the device of DE
10 2009 030718 is based upon an operating principle
that is completely different from that of the present inven-
tion.
[0022] US 2013/119669 describes a device for har-
vesting energy from air flows that uses magnetostrictive
materials. It uses the vibrations induced by turbulence or
by vortices of the flow in which it is located. In addition
to the use of magnetostrictive materials, also the possi-
bility of increasing the energy harvested using a perma-
nent magnet is envisaged.
[0023] Unlike the present invention, the device de-
scribed in US 2013/119669 can be used in a flow that
proceeds in a direction parallel to the major dimension
of the device itself, which is specifically indicated for being
used inside pipes of small section, with fluids that are
denser and heavier than air (e.g. oil).
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[0024] Amongst other things, the geometry proposed
for the device of US 2013/119669 is altogether mislead-
ing for the purposes of the present invention in so far as
it is not suited for being used with flows of light fluids such
as air.

Detailed description of the invention

[0025] The present invention basically regards a self-
supplied device for detection of environmental and/or
structural parameters and for sending said data in wire-
less mode, which comprises, in combination, the follow-
ing parts (Figure 2):

a. a base made of rigid material that serves as sup-
port of all the components;
b. an element comprising a first module for wireless
communication and a second module for energy
storage;
c. at least one piezoelectric element constituted by
typical energy-harvesting materials, such as for ex-
ample BaTiO3, PZT-5A, PZT-5H, polyvinylidene flu-
oride (PVDF), etc; the technologies that can be used
are of the free-standing thick-film type or else the
free-standing thin-film type, i.e., piezoelectric films
with different configurations;
d. a fin having appropriate dimensions, shape, and
mechanical characteristics, which serves to maxi-
mize the effect of vortex shedding and is mechani-
cally connected to said piezoelectric element to
cause it to undergo deformation when it is subjected
to aerodynamic forces;
e. a sensor chosen according to the specific desired
application: it may be an environmental sensor such
as a temperature and humidity probe for use in HVAC
pipes, or else a sensor for structural monitoring, for
example an accelerometer; and
f. a possible additional mass made of appropriate
material, which in the preferred embodiment de-
scribed is sized, as regards geometry and mass den-
sity of the constituent material, for the purpose of
adjusting appropriately the natural frequency of os-
cillation of the oscillating parts.

[0026] In the complete configuration of the element "b",
the first module serves for uni- or bi-directional transmis-
sion of data detected by the sensor "e" to a wireless trans-
mitter and/or receiver connected to a data-storage sys-
tem; the second module serves to store the electrical
energy produced (this module could be constituted, for
example, by one or more batteries or capacitors).
[0027] In its commercial form, the device could be
equipped with a casing that covers the elements "b" and
"e" partially or totally.
[0028] Energy harvesting and its conversion into elec-
trical energy according to the present invention functions
according to the block diagram appearing in Figure 3.
[0029] The invention is based upon block 2 "Conver-

sion of air flow into mechanical energy". In fact, according
to the characteristics of the flow of air (block 1) and the
performance requirements in terms of energy produced,
the appropriate piezoelectric element is chosen from
among those commercially available or as "made to or-
der", and the constructional characteristics of the fin (di-
mensions, shape, and material) are identified in such a
way that the geometry is the one most suited for energy
harvesting.
[0030] In effect, the aforesaid constructional charac-
teristics of the fin and those of the piezoelectric element
must be such as to guarantee the effect of lock-in of the
vibrating system, i.e., the phenomenon whereby the vor-
tex-shedding frequency approaches the natural frequen-
cy of the system: in fact, only in this case the vibrations
(and hence the energy produced) are maximum.
[0031] In other words, is may be said that the fin is
devised with appropriate dimensions and shape, accord-
ing to the aeroelastic phenomenon that is to be exploited
(vortex shedding, or galloping, flutter, or air-flow turbu-
lence).
[0032] The remaining three blocks of the diagram rep-
resented in Figure 3 regard:

- block 3: conversion of mechanical energy into elec-
trical energy (alternating current);

- block 4: conversion of alternating current into direct
current; and

- block 5: use and/or storage of energy harvested.

[0033] For practical implementation of the above
blocks it is possible to resort to widely used and consol-
idated technologies.
[0034] It should be noted that the configuration repre-
sented schematically in Figure 2 is provided purely by
way of indication. The part referred to hereinafter as "ac-
tive", i.e., the part that contains the piezoelectric material,
identified in Figure 2 by the reference (c), could be ob-
tained with various technologies of construction.
[0035] Preferably this part of the invention is constitut-
ed by:

a. piezoelectric material of the patch type, i.e., in the
form of an adhesive layer, attached on a flexible el-
ement (on one or both sides), as represented in Fig-
ure 4; or else
b. piezoelectric material of the free-standing type,
i.e., in the form of a self-supporting piezoelectric el-
ement, as represented in Figure 5, possibly including
other elements (for example, an electrical circuit).

[0036] Figure 6 is a top plan view of the aforesaid con-
figurations. It should be noted that the dimensional ratios
between the elements in the aforesaid figures are only
indicative and not in scale.
[0037] In the tests conducted, a device integrated with
a temperature sensor or a temperature and humidity sen-
sor "e" was obtained for carrying out monitoring of the
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conditions of the air (mainly temperature and humidity)
in HVAC ducts and piping for the purposes of optimization
of consumption of the HVAC systems themselves. The
flow of air found in operation during testing in this con-
figuration was of a laminar type at average rates typically
of between 2 and 5 m/s.
[0038] According to a peculiar characteristic of the in-
vention, the device is positioned so as to have the major
surface of the fin "d" set parallel to the flow and the major
length of the fin itself set parallel to the flow.
[0039] It is also possible to envisage that said temper-
ature sensor and/or humidity sensor "e" is replaced or
accompanied by another type of sensor, such as for ex-
ample a sensor for monitoring the chemical substances
in the air.
[0040] As has already been mentioned, the sensors
installed on the device may also be of a type not strictly
connected to control of the environmental air, such as
for example typical sensors for structural monitoring.
[0041] In the case where the invention is installed
alongside traffic lanes, roads and/or railway lines, the
flow of air found during testing in this configuration was
of a turbulent type with gusts caused by the passage of
vehicles in the proximity.
[0042] It should be noted that, in the case where the
amount of energy produced is "compatible" in quantita-
tive terms, it is also possible to use said energy for total
or partial supply of electrical devices other than the sen-
sors installed on board the device.
[0043] Figure 7 shows an example of positioning of the
device according to the invention described so far within
an air-flow duct (typical of HVAC systems). In this appli-
cation, the energy is generated by the flow of air within
the air-conditioning duct, and energy production is max-
imized thanks to exploitation of the vortex-shedding phe-
nomenon.
[0044] Figure 8 shows another example in which the
invention is installed alongside traffic lanes on viaducts
and in tunnels. In these applications, the energy is gen-
erated by the flow of air produced by the passage of ve-
hicles. In these cases, energy production is maximized
thanks to exploitation of the vibrations induced by turbu-
lent flow.

Commercial spinoffs

[0045] The invention has been devised for supplying
energy to sensors commonly used for building-manage-
ment systems, aimed at energy saving (building automa-
tion) and at structural health monitoring (SHM), such as
temperature and humidity sensors, quality-of-air sen-
sors, accelerometers, etc.
[0046] In a first example of application, the invention
can be used as stand-alone device, combined with a tem-
perature and humidity sensor of a known type for moni-
toring temperature and humidity within HVAC systems.
In this case, the data are transmitted via the data-trans-
mission module to a wireless network in order to optimize

consumption.
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Claims

1. A self-supplied device for detection of environmental
and/or structural parameters and for sending such
data in wireless mode, characterized in that it com-
prises, in combination: means for harvesting me-
chanical energy from the aerodynamic phenomena
of vortex shedding, galloping, flutter and/or turbu-
lent-flow-induced vibrations generated by the air
flows present in the environment in which the means
are installed; means for generating electrical energy
by means of piezoelectric technology; means for de-
tection of environmental and/or structural data; and
means for sending the data detected in wireless
mode; wherein to obtain the maximum vibrations and
hence the maximum energy produced, it envisages
a fin (d) at least one piezoelectric element (c), the
constructional characteristics of which are such as
to guarantee the effect of lock-in of the vibrating sys-
tem, i.e., the phenomenon whereby the vortex-shed-
ding frequency is close to the natural frequency of
the oscillating system.

2. The device according to Claim 1, characterized in
that it comprises:

• a base (a) made of rigid material that serves
as support for all the components;
• an electronic element (b), comprising a first
module for wireless communication and a sec-
ond module for energy storage; and
• at least one sensor (e) chosen according to the
desired specific application: it may be an envi-
ronmental sensor, such as for example a tem-
perature and humidity sensor for use within
HVAC pipes, and/or a sensor for structural mon-
itoring, such as for example an accelerometer;

wherein said at least one piezoelectric element (c)
is constituted by typical energy-harvesting materials,
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such as for example BaTiO3, PZT-5A, PZT-5H, pol-
yvinylidene fluoride (PVDF), etc.; and
wherein said mobile fin (d) has dimensions, shape,
and mechanical characteristics designed to maxi-
mize the effect of vortex shedding and is mechani-
cally connected to said piezoelectric element to
cause it to undergo deformation when it is subjected
to aerodynamic forces; and
wherein said piezoelectric element (c) is set between
said fixed supporting base (a) and said mobile fin (d).

3. The device according to Claim 2, characterized in
that the piezoelectric element (c) is of the patch type,
i.e., in the form of an adhesive layer, attached on a
flexible element, on at least one of the surfaces that
are subjected to tension/compression on account of
bending of the flexible element itself.

4. The device according to Claim 2, characterized in
that the piezoelectric element (c) is of the free-stand-
ing type, i.e., in the form of a self-supporting piezo-
electric element.

5. The device according to any one of the preceding
claims, characterized in that it is positioned in such
a way that the major surface of said mobile fin (d) is
set parallel the flow of air and in that the major length
of the fin (d) itself is also set parallel to the flow of air.

6. The device according to any one of the preceding
claims, characterized in that, in addition to, or in-
stead of, said sensor (e), also a sensor for monitoring
chemical substances present in the air is provided.

7. The device according to any one of the preceding
claims, characterized in that it is equipped with a
casing that partially or totally covers the electronic
element (b), as well as the sensor (e).

8. The device according to Claim 2, characterized in
that it envisages an additional mass (f), preferably
at the free end of the fin (d), for appropriately adjust-
ing the natural frequency of oscillation of the oscil-
lating parts.
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