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(54) DIFFUSER FOR A GAS TURBINE

(57) The diffuser (5) for a gas turbine (1) comprises
a support structure (15) and a liner (16) connected by
holders (17). The liner (16) comprises a plurality of ad-

jacent segments with overlapping borders (16a, 16b).
The overlapping borders (16a, 16b) are clamped to one
another and slidingly rest one above the other.
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Description

TECHNICAL FIELD

[0001] The present invention relates to a diffuser for a
gas turbine.

BACKGROUND

[0002] Gas turbines have a compressor where air is
compressed, a combustion chamber where a fuel is in-
jected and is combusted with the compressed air gener-
ating hot gas, and a turbine where the hot gas is expand-
ed. Downstream of the turbine a diffuser is typically pro-
vided to expand and guide the exhaust gas to a stack or
to further treatments or to additional components of the
plant.
[0003] EP 2 679 780 discloses a diffuser; the diffuser
has a support structure, insulation and a liner. The liner
is made by a plurality of segments that are connected to
the support structure and have overlapping borders.
Each segment is fixed to one holder in turn connected to
the support structure; additional holders are slidingly con-
nected to the segments and are fixed to the holders; this
way the segments are supported by the support structure
via the holders, but thermal expansion is not prevented.
[0004] The overlapping borders are not fixed together,
for this reason hot gas pulsations or other gas turbine
excitation (e.g. vibration of the structure of the gas tur-
bine) can cause vibration of the liner segments and, in
particular, vibration of the overlapping borders. Vibration
can cause hammering wear of the overlapping borders
with opening of gaps between segments and loss of liner
segment pieces.

SUMMARY

[0005] An aspect of the invention includes providing a
diffuser having a liner whose overlapping borders cannot
vibrate one against the other, such that the risk of ham-
mering wear is reduced.
[0006] These and further aspects are attained by pro-
viding a diffuser for a gas turbine in accordance with the
accompanying claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] Further characteristics and advantages will be
more apparent from the description of a preferred but
non-exclusive embodiment of the diffuser, illustrated by
way of non-limiting example in the accompanying draw-
ings, in which:

Figure 1 shows a gas turbine with a diffuser;
Figure 2 shows a diffuser for a gas turbine;
Figure 3 shows a longitudinal section of a diffuser;
Figure 4 shows a section over line IV-IV of figure 5;
Figure 5 shows a section over line V-V of figure 3;

Figure 6 shows an example of liner segment ar-
rangement;
Figures 7 and 8 show a top view and a side view of
a liner segment.

DETAILED DESCRIPTION OF EXEMPLARY EMBOD-
IMENTS

[0008] Figure 1 schematically shows a gas turbine 1
with a compressor 2 for compressing air, a combustion
chamber 3 for combusting a fuel with the compressed air
generating hot gas, and a turbine 4 for expanding the hot
gas. The exhaust gas discharged from the turbine 4 is
then forwarded to the diffuser 5 for expansion and to a
stack 6.
[0009] The diffuser 5 is for example shown in figure 2;
it has an annular channel 8 for the exhaust gas defined
by an external wall 9 and an internal wall 10; the external
wall 9 and the internal wall 10 preferably have a substan-
tially conical shape.
[0010] The external wall 9 and the internal wall 10 can
have a similar structure, but this is not mandatory. In the
following specific reference to the internal wall 10 is
made, it is anyhow clear that the following description
applies also to the external wall 9 when the external wall
9 and the internal wall 10 have similar structure; in addi-
tion in case the external wall 9 and the external wall 10
have different structure, the following description can ap-
ply to either the external wall 9 or the internal wall 10.
[0011] The internal wall 10 has a support structure 15
and a liner 16 connected by holders 17. Insulation 30 is
provided between the support structure 15 and the liner
16. The liner 16 comprises a plurality of adjacent seg-
ments with overlapping borders 16a, 16b.
[0012] The overlapping borders 16a, 16b are clamped
to one another and slidingly rest one above the other.
[0013] The overlapping borders 16a, 16b are clamped
to the holders 17 and preferably for each couple (pair)
18 of overlapping borders 16a, 16b, each single border
16a, 16b is clamped to the holders 17.
[0014] Advantageously, each single border 16a, 16b
is clamped to the holder 17 in a sliding fashion over a
surface 19a, 19b parallel to the overlapping borders 16a,
16b.
[0015] The single borders 16a, 16b have a holding el-
ement 20a, 20b extending towards the support structure
15. The holding elements 20a, 20b have an opening 21
and the holders 17 pass through the openings 21 and
are connected to the holding element 20a, 20b.
[0016] In particular, the openings 21 have a size larger
than the external size of a part of the holder 17 passing
through them; this allows a play and adaptation to thermal
expansion.
[0017] The holding elements 20a, 20b have a concave
shape and each couple 18 of overlapping borders 16a,
16b has a first holding element 20a housed within a sec-
ond holding element 20b, with the first and second hold-
ing elements 20a, 20b apart (spaced apart, see for ex-
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ample Figure 4) from one another.
[0018] In addition, single borders 16a, 16b of couples
18 of overlapping borders have overlapping openings
23a, 23b.
[0019] In particular, in a couple 18 of overlapping bor-
ders 16a, 16b the opening 23b of a single border 16b is
covered by the other single border 16a and the opening
23a of the other single border 16a is covered by a cover
25.
[0020] The holders 17 have an elongated shape and
for example they can be defined by V-elements with arms
fixed to the support structure 15; the opposite part of the
holders 17 has a transversal plate 26 fixed to the V-ele-
ment, with a rod or screw 27 extending from the trans-
versal plate 26. An additional transversal plate 28 is con-
nected and held in position for example by a bolt and/or
weld.
[0021] The holding elements 20a, 20b slidingly rest on
the transversal plates 26, 28, and are located between
the transversal plates 26, 28.
[0022] The holding elements 20a, 20b are advanta-
geously housed in a cut out 31 of the insulation 30.
[0023] The segments can be arranged in different ways
to define the liner 16, such that any of their borders can
face the exhaust gas passing through the channel 8; for
example some segments can have both borders exposed
to the exhaust gas while others have no borders exposed
to the exhaust gas; alternatively all segments can have
only one of the borders exposed to the exhaust gas; any
combination between the above described examples is
anyhow possible or also other combinations are possible;
for example figure 6 shows one such possibility for the
arrangement of the segments in order to define the liner
16.
[0024] Figures 7 and 8 show one possible embodiment
of a segment of the liner 16; this segment has the holding
elements 20a extending both from the same side.
[0025] The operation of the diffuser is apparent from
that described and illustrated and is substantially the fol-
lowing.
[0026] During operation exhaust gas passes through
the diffuser; since the overlapping borders 16a, 16b of
the segments are clamped, i.e. they cannot move over
a radial axis R one respect to the other, no relative vibra-
tion of overlapping borders 16a, 16b can occur such that
hammering wear is substantially reduced. With reference
to the Figures, it can be seen that a given border (16a)
and an overlapping border (16b) adjacent to it are
clamped to one another and can slide relative to one
another in a circumferential direction (perpendicular to
the direction of the radial axis (R)). A given border (16a)
and an overlapping border (16b) adjacent to it overlap
so that they are above one another in the direction of the
radial axis(R)
[0027] In addition, the connection also allows sliding
of the overlapping borders 16a, 16b with respect to one
another and also with respect to the holders 17; this al-
lows adaptation to thermal deformations.

[0028] In fact, the holding element 20a of the border
16a is slidingly connected to the transversal plate 28 and
is pushed towards the support structure 15 as indicated
by the arrow P1. Likewise, the holding border 20b of the
border 16b is slidingly connected to the transversal plate
26 and is pushed towards the liner 16 as indicated by the
arrow P2. For this reason the overlapping borders 16a
and 16b are pushed one towards the other preventing
their separation.
[0029] In addition, since the openings 21 of the holding
elements 16a and 16b are larger than the screw 27 of
the holder 17, there is a play between the screw 27 and
the borders of the openings 21. This play allows sliding
of the holding element 20b on the transversal plate 26
as indicated by the arrow Sb and likewise sliding of the
holding element 20a on the transversal plate 28 as indi-
cated by the arrow Sa. Consequently the overlapping
borders 16a, 16b can slide one over the other, as indi-
cated by the arrow Sp.
[0030] Naturally the features described may be inde-
pendently provided from one another.
[0031] In practice the materials used and the dimen-
sions can be chosen at will according to requirements
and to the state of the art.

REFERENCE NUMBERS

[0032]

1 gas turbine
2 compressor
3 combustion chamber
4 turbine
5 diffuser
6 stack
8 annular channel
9 external wall
10 internal wall
15 support structure
16 liner
16a border
16b border
17 holder
18 couple (pair) of overlapping borders
19a surface
19b surface
20a holding element
20b holding element
21 opening
23a opening
23b opening
25 cover
26 transversal plate
27 rod or screw
28 transversal plate
30 insulation
31 cut out
P1 push direction of 20a

3 4 



EP 3 006 681 A1

4

5

10

15

20

25

30

35

40

45

50

55

P2 push direction of 20b
R radial axis
Sa sliding
Sb sliding
Sp sliding

Claims

1. A diffuser (5) for a gas turbine (1) comprising a sup-
port structure (15) and a liner (16) connected by hold-
ers (17), wherein the liner (16) comprises a plurality
of adjacent segments with overlapping borders (16a,
16b),
characterized in that
the overlapping borders (16a, 16b) are clamped to
one another and slidingly rest one above the other.

2. The diffuser (5) according to claim 1, characterised
in that the overlapping borders (16a, 16b) are
clamped to the holders (17).

3. The diffuser (5) according to claim 2, characterised
in that for each couple (18) of overlapping borders
(16a, 16b) each border (16a, 16b) is clamped to the
holders (17).

4. The diffuser (5) according to claim 3, characterised
in that each border (16a, 16b) is clamped to the hold-
ers (17) in a sliding fashion over a surface (19a, 19b)
parallel to the overlapping borders (16a, 16b).

5. The diffuser (5) according to claim 3, characterised
in that the borders (16a, 16b) have a holding element
(20a, 2ab) extending towards the support structure
(15), the holding elements (20a, 20b) having an
opening (21), the holders (17) passing through the
openings (21) and being connected to the holding
elements (20a, 20b).

6. The diffuser (5) according to claim 5, characterised
in that the openings (21) have a size larger than an
external size of a holder part passing through them.

7. The diffuser according to claim 6, characterised in
that the holding elements (20a, 20b) have a concave
shape.

8. The diffuser (5) according to claim 5 or 7, charac-
terised in that couples (18) of overlapping borders
(16a, 16b) have a first holding element (20a) housed
within a second holding element (20b), the first and
second holding elements (20a, 20b) being apart from
one another.

9. The diffuser (5) according to claim 5, characterised
in that borders (16a, 16b) have overlapping open-
ings (23a, 23b).

10. The diffuser (5) according to claim 9, characterised
in that in couples (18) of overlapping borders (16a,
16b) one overlapping opening (23b) of a border (16b)
is covered by the other border (16a) and the over-
lapping opening (23a) of the other border (16a) is
covered by a cover (25).

11. The diffuser (5) according to claim 5, characterised
in that the holders (17) have an elongated shape
with transversal plates (26, 26), wherein for couples
of overlapping borders (16a, 16b):

each holding element (20a, 2ab) slidingly rests
on a transversal plate (26, 28), and
the holding elements (20a, 20b) are located be-
tween the transversal plates (26, 28).

12. The diffuser according to claim 1, characterised in
that insulation (30) is provided between the support
structure (15) and the liner (16).

13. The diffuser according to claim 5 and 12, character-
ised in that the insulation (30) has a cut out (31)
wherein the holding elements (20a, 20b) are housed.

14. A gas turbine (1) comprising a diffuser (5) according
to claim 1, a turbine (4) upstream of the diffuser (5),
a combustion chamber (3) upstream of the turbine
(4) and a compressor (2) upstream of the combustion
chamber (3).
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