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(54) A SYMPHONY CAP PRESS MOLDING EQUIPMENT

(57) This invent is about a cap press molding equip-
ment, especially a symphony cap press molding equip-
ment, it comprises a machine base (1),the machine base
(1) is provided with a pressing rotating device (2), feeding
device (3), rotating scraper device (4), and at least two
extrusion screw mechanisms (5), this equipment directly
use two or more melt extrusion screw mechanisms (5)
which extrude different colors of molten plastic extrusion
to the feeding device (3), the rotary scraper device (4)
scrapes the extruded molten plastic of the feeding device
(3), and then feeds to the pressing rotating device (2) to

press, the machine base (1) also provides with an un-
loading mechanism (6), which is to discharge the molded
article. It has advantages of below: 1. relative to the cur-
rent screen printing, it greatly simplifies the existing color
cap production processes; 2.this equipment is highly au-
tomatic, without human intervention and can improves
the production efficiency and reduces costs; 3. the sym-
phony melt fuse is molding easier and improves the qual-
ified product rate; 4. the products produced by this equip-
ment gives the product a personalized expression, to
meet the different needs of different products.
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Description

TECHNICAL FIELD

[0001] The present invention relates to the field of
press molding technology equipment, in particular to a
symphony cap press molding equipment.

Background technique

[0002] Due to the massive use of plastic products, in
the long future, it will still be an important part in the pro-
duction and our life. As the plastic container is cheap,
easy to shape and easy to use, it is widely used in various
containers, especially the bottled containers, such as:
mineral water bottles and drink bottles, whose structure
is mainly consists of the bottle body and the cap. At
present, the bottles body is mainly blow molding, the cap
is injection molding or press molding, but now the cap
produced by these injection molding or press molding
equipment are monochromatic. Although the double-
color injection molding process exists, but the process is
monochrome forming of the product, and then forming a
second color inside or outside, which means these two
different colors are formed one after another. It is clear
that this two-color injection molding process can provide
colored caps, but this two-color cap has the same design,
one color inside, and the other one outside. Every cap is
uniform and constant, you can’t have symphony cap of
various color or various designed colorful. Furthermore,
since the temperatures of the two molding materials differ
a lot, they can’t joint so well, the rate of failure is high, so
the inventor invented a new symphony cap press molding
equipment after repeated experiments and demonstra-
tion.

SUMMARY OF THE INVENTION

[0003] In view of the existing technologies in sufficien-
cy, the present invention provides a symphony cap press
molding equipment, which can produce colorful plastic
caps of random position color, and has the advantage of
simplified process, highly automatic and easily molding.
[0004] The purpose of the present invention is realized
by the following technical solutions.
[0005] A symphony cap press molding equipment is
showed, which includes a machine base. The machine
base is provided with a pressing rotating device, a feeding
device, a rotating scraper device, and at least two extru-
sion screw mechanisms. The said two extrusion screw
mechanisms extrude different colors of molten plastic ex-
trusion to the feeding device, the rotary scraper device
scrapes the extruded molten plastic of the feeding device,
and then feeds to the pressing rotating device to press,
the machine base is also provided with an unloading
mechanism, which is used to discharge the molded arti-
cle.
[0006] Further, the pressing rotating device comprises

a turntable base, a driving shaft which is disposed on the
turntable base, the driving shaft is provided with the upper
turntable and lower turntable, the upper turntable is pro-
vided with a plurality of first telescoping mechanism, the
telescoping mechanism is provided with a male die, the
lower turntable is provided with a second telescoping
mechanism which is corresponding to the first telescop-
ing mechanism, the second telescoping mechanism is
provided with a female die, the turntable is also provided
with a servo motor which is connecting with the driving
shaft .
[0007] Further, the male die comprises a mold, which
is fitted with a movable up and down block, the block
moves up and down driving by the first telescopic mech-
anism.
[0008] Further, the extrusion screw mechanism in-
cludes a cartridge, a hopper which feeds material to the
cartridge, and a screw which is set within the cartridge.
A gear box is arranged in one end of the cartridge, and
this gear box is used to drive the screw, the gear box is
connected to a second servo motor, the cartridge is emit-
ted from the other end side.
[0009] Further, the feeding device comprises a conflu-
ence passage to accept the two molten plastics and a
supply passage communicating with the confluence pas-
sage, the confluent passage includes a main channel, a
first channel and a second channel. The first channel and
the second channel are independently receiving the mol-
ten plastic of the extrusion screw mechanism. The first
channel and second channel are V shaped distribution,
the first channel and the second channel are merged into
the main channel, and the main channel is communicat-
ing with the supply channel, the output of the feed supply
passage is provided with a spray nozzle.
[0010] Further, the said extruder screw mechanism is
provided with three, there is a third channel between the
first channel and second channel. The molten plastic of
the first channel, the second channel and the third chan-
nel converge into the main channel.
[0011] Further, the rotating scraper means comprises
a first turntable and several blade means which are ar-
range on the turntable, and a third servo motor to drive
the first turntable.
[0012] Preferably, the blade means includes a base
and a blade mounts on the base, both sides of the blade
are provided with a fixed plate, the base is provided with
a rod which is used to push out the plastic blank and a
driving cylinder.
[0013] Further, the unloading mechanism includes a
curved channel, concave-convex wheels that extend into
the curved channel, and a driving mechanism for driving
concave-convex wheels. The edge of the curved channel
is provided with a stop bar, the output of the stop bar is
provided with a belt.
[0014] Further, the rotating scraper device is provided
with a first pulley, the unloading mechanism is provided
with a second pulley, and the first pulley and the second
pulley are drivingly connected.
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[0015] The cap press molding equipment has such ad-
vantages: First, at the time of molding, the equipment
directly use two or more melt extrusion screw mecha-
nisms to melt plastics of different colors, and then con-
verge them to a symphony blank. After the press of the
pressing rotating device, a cap with a distribution of dif-
ferent colors can be extruded. It greatly simplifies the
existing color cap production processes; Second, this
equipment is highly automatic, without human interven-
tion and can improve the production efficiency, thus re-
duces costs; Third, by the use of two or more extrusion
screw mechanism at the same time, the different colors
of molten material can achieve better fusion bonding. Al-
so, the symphony melt fuse is formed by extrusion mold-
ing at one time, which is molding easier and improves
the qualified product rate; Fourth, the products produced
by this equipment can achieve random variation of the
color positions, indicating that every product have differ-
ent color width, size and position, giving the product a
personalized expression, to meet the different needs of
different products.

BRIEF DESCRIPTION OF THE DRAWING

[0016] Reference may now be made to the drawings,
it is also understood that the following drawing shall be
interpreted as illustrative and not in a limiting sense, for
those who are skilled in the art upon reading and under-
standing; he can also get other figures of the following
drawings without creative work.

Figure. 1 illustrates a perspective view of embodi-
ment one of the invention.
Figure.2 illustrates a schematic structural diagram
of the embodiment one of the press rotating device
embodiment.
Figure.3 is a schematic of an exemplary male die of
loading state of the embodiment one.
Figure.4 is a schematic diagram of the structure of
the feeding device.
Figure.5 is a schematic diagram of the structure of
the converge channel of feeding device of embodi-
ment one.
Figure.6 is a schematic diagram of the structure of
a rotary scraper means of embodiment one.
Figure.7 is a schematic diagram of the structure of
the blade means of embodiment one.
Figure.8 is a schematic diagram of a configuration
of the extrusion screw device of embodiment one.
Figure.9 is a schematic diagram of the structure of
the discharge device of embodiment one.
Figure.10 is a schematic diagram of the structure of
the driving device of embodiment one.
Figure.11 is a schematic diagram of the upper turn-
table, lower turntable and the conlave concave-con-
vex wheel of embodiment one.
Figure. 12 is a schematic structural diagram of con-
verge channel of embodiment two.

[0017] Numeral marks include:

machine base --1, press rotating device --2 turntable
base --21,
driving shaft--22, upper turntable --23, lower turnta-
ble --24,
first telescopic mechanism --25, the cam --26, the
mold --261,
block--262, the second telescopic mechanism --27,
female die--28,
male die--29, the first servo motor--29, feeding de-
vice --3, the confluence channel --31,
first channel--311, the second channel --312, the
main channel --313,
the third channel--314, supply passage --32, spray
nozzle --33,
rotating scraper device --4, the first turntable --41,
the blade means --42,
base --421, blade--422, fixed plate --423,
rod --424, cylinder --425,the third servomotor --43,
first pulley--44, two extrusion screw mechanisms --
5, cartridge --51,
hopper--52, screw --53, gear box--54,
the second servo motor--55, unloading mechanism
--6, curved channels --61, concave-convex wheel--
62,driving mechanism --63, stop bar--64,
the second pulley--65.

DETAILED DESCRIPTION

[0018] The detail of invention is described blow with
the drawings.

Embodiment 1:

[0019] In the Figs. 1 to 11, a symphony cap press mold-
ing equipment is showed which includes machine base
1. The machine base 1 is provided with a pressing rotat-
ing device 2, feeding device 3, rotating scraper device 4,
and at least two extrusion screw mechanisms 5. The said
two extrusion screw mechanisms 5 extrude different
colors of molten plastic extrusion to the feeding device
3, the rotary scraper device 4 scrapes the extruded mol-
ten plastic of the feeding device, and then feeds to the
pressing rotating device 2 to press, the machine base 1
also provided with an unloading mechanism 6, which is
to discharge the molded article. The working principle of
this device is as followed: set an example of the blue-
white symphony cap, the blue plastic and the white plastic
are separately molten by one of the extrusion screw
mechanisms 5, then this two-colored molten plastic is
extruded to the feeding device 3 to merge, so a double-
colored molten blank with blue and white is done, which
has a continuous color, then the molten blank continues
to output, the rotary scraper device 4 scrapes it and in-
stantly feeds to rotating pressing device 2 to press, then
a blue-white cap is done. When the rotating scraper
means 4 feeds the double-colored molten blank to the
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rotating pressing device 2, every blank’s deformation,
position, velocity, extrusion pressure, the contact surface
of the mold etc. are all different, each molded article, the
position or size of each color distribution etc. are different.
Thereby caps of different color distributions can be ob-
tained. Further to notify: two extrusion screw mecha-
nisms 5 are adopted in the technical solution, apparently,
according to the needs of different colors, you can also
increase the number of extrusion screw mechanisms 5.
[0020] In summary, the cap press molding equipment
has such advantages. First, at the time of molding, the
equipment directly uses two or more melt extrusion screw
mechanisms 5 to melt plastics of different colors, and
then converges them to a symphony blank, after the
press of pressing rotating device 2, a cap with different
color distribution can be extruded. It greatly simplifies the
existing color cap production processes. Second, this
equipment is highly automatic, without human interven-
tion and can improve the production efficiency, thus re-
duces costs; Third, by the use of two or more extrusion
screw mechanisms at the same time, the different colors
of molten material can achieve better fusion bonding. Al-
so, the symphony melt fuse is formed by extrusion mold-
ing at one time, which is molding easier and improves
the qualified product rate; Fourth, the products produced
by this equipment can achieve random variation of the
color positions, indicating that every product have differ-
ent color width, size and position, giving the product a
personalized expression, to meet the different needs of
different products. With respect to the use of screen print-
ing of individual treatment, this equipment is conducive
to large-scale production and manufacturing, which
makes a big cost saving.
[0021] In this embodiment, the pressing rotating device
2 comprises a turntable base 21, a driving shaft 22 which
is disposed on the turntable base 21. The driving shaft
22 is provided with a upper turntable 23 and a lower turn-
table 24. The upper turntable 23 is provided with a first
telescoping mechanism 25. The first telescoping mech-
anism 25 is provided with a male die. The lower turntable
24 is provided with a second telescoping mechanism 27,
which is corresponding to the first telescoping mecha-
nism 25. The second telescoping mechanism 27 is pro-
vided with a female die 28. The turntable 21 is also pro-
vided with a servo motor 29, which is connected with the
driving shaft 22. When the female die 28 and the male
die 29 complete the pressing, by the second telescoping
mechanism 27, the female die 28 moves downward, the
rotary scraper device 4 will turn the blank into a different
female die 28 one by one. When the blank goes into the
female die 28, the telescoping mechanism 27 drives the
second female die 28 to move upward again, so that the
corresponding female die and male die assembles, then
the extrusion of the blank is done.
[0022] Further, the male die comprises a mold 261, the
mold 261 is fitted with a movable up and down block 262.
The block 262 moves up and down by the first telescopic
mechanism 25. When the female die 28 moves down-

ward, the product (cap) is located on the male die. At this
time, the male die is in the unloading station, the first
telescoping mechanism 25 drives the block 262 down to
forcibly eject the product, thus the product is unloaded.
The first telescoping mechanism 25 and the second tel-
escoping mechanism 27 can be driven by an oil cylinder
or pneumatically, which is not limited.
[0023] In this embodiment, the extrusion screw mech-
anism 5 includes a cartridge 51, a hopper 52 which feeds
material to the cartridge 51, and a screw 53 which is set
within the cartridge 51. A gear box 54 is set at one end
of the cartridge 51, and this gear box 54 is used to drive
the screw 53. The gear box 54 is connected to the second
servo motor 55. The cartridge 51 emits from the other
end side. Particles in the hopper 52 go into the cartridge
51; the cartridge 51 is coated around with heating ele-
ments to heat the particles into a molten state. The gear-
box 54 is driven by the second servo motor 55, then the
screw 53 extrudes the plastic material and enhance the
internal pressure of it, so it can exit from the emitted end
at a high speed, thus achieves confluent in the feeding
device 3. The present extrusion screw mechanism 5 is
simple in structure with high injection pressure, thus en-
suring a high-speed convergence of the fed molten plas-
tic in the feeding device 3.
[0024] In this embodiment, the feeding device 3 com-
prises a confluence passage 31 to accept the two molten
plastic and a supply passage 32, which is connected with
the confluence passage 31. The confluent passage 31
consists of a main channel 313, a first channel 311 and
a second channel 312 which independently receives the
molten plastic from the extrusion screw mechanism 5.
The first channel 311 and second channel 312 is V
shaped distribution, the first channel 311 and the second
channel 312 is merged into the main channel 313, and
the main channel 313 is communicating with the supply
channel 32, the output of the feed supply passage 32 is
provided with a spray nozzle 33. When the two extrusion
screw mechanisms 5 melt the plastic raw materials and
exit from the emit end at high-speed, the two molten plas-
tics respectively go into the first channel 311 and the
second channel 312. Since the first channel 311 and sec-
ond channel 312 is V shaped the molten plastic of the
first channel 311 and second channel 312 merge into the
main channel 313. If the two plastics’ colors are different,
a double-color blank can be formed. This blank from the
supply passage 32 goes into the spray nozzle 33 to be
ejected. By the rotating scraper device 4, the blank is
scraped into segments, and fed into the female die 28.
This feeding device 3 has a simple structure, by clever
use of two channels and the main channel 313, the syn-
thesis of two colors blank is achieved, thus ensuring the
symphony cap molding.
[0025] Typically, the weight of each product is strictly
controlled, one purpose is to ensure the weight of the
product, and the second is to ensure the maximum ma-
terials saving according to appropriate standard. Obvi-
ously, for caps products, its weight control is particularly
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important. In order to achieve a more accurate weight
control, the output of the feed passage 32 is provided
with a metering pump which is used to weight the feeding
material, so as to achieve accurate control article weight.
[0026] In this embodiment, the rotating scraper means
4 comprises a first turntable 41 and several blade means
42 which is set on the turntable 41, and a third servo
motor 43 to drive the first turntable. Since the male die
and the female die 28 are rotating in a cycle, in order to
achieve the scraper operation constantly, the second ser-
vo motor 55 drives the first rotating turntable 41. The
blade means mounted on the first turntable 41 sequen-
tially scrapes the material from the spray nozzle 33, then
the first turntable 41 to convey the blank to the female
die 28.
[0027] Specifically, the blade means 42 includes a
base 421 and a blade 422 mounted on the base 421,
both sides of the blade 422 are provided with a fixed
plates 523. The base 421 is provided with a rod 424 which
is used to push out the plastic blank and a driving cylinder
425. When the blade 422 scrape the blank material from
the discharge nozzle 33, since the first turntable 41 is
rotating at a highly speed, the centrifugal force is large,
but the fixed plate 523 can effectively prevent from flying
out under the action of centrifugal force. When the first
wheel 41 rotates to the material loading position, in the
drive of cylinder 425, the rod 424 pushes out the material
down into the female die 28 so as to achieve the charging
operation of female die 28. This scraper means 42 have
simple structure, and meanwhile stable and reliable.
[0028] Since the press molding equipment is highly
speeded, when it works, it can complete 1200-2000 blank
/ min, it must be so quick in the unloading operation. The
unloading mechanism 6 includes an curved channel 61
and a concave-convex wheel 62 that extends into the
curved channel 61, and a drive mechanism 63 for driving
concave-convex wheel 62. The edges of the curved
channel 61 are provided with a stop bar 64, the output
of the stop bar 64 is provided with a belt. When the male
die is rotated to the discharge position, the cap is dis-
charged to a concave-convex wheel 62. By the drive
mechanism 63 the concave-convex wheel 62 rotates, it
will in turn remove the cap and then turn to the curved
channel 61 to discharge onto a conveyor. This discharge
mechanism 6 has high efficiency and accurate transmis-
sion.
[0029] Since the high-speed production of this equip-
ment, the rotating scraper device 4 and the pressing ro-
tating device 2 must be synchronized, and the unloading
device and the rotating scraper device 4 must also be
synchronized. So in this scenario, the rotating scraper
device 4 is provided with a first pulley 44, the unloading
mechanism 6 is provided with a second pulley 65, the
first pulley 44 and the second pulley 65 are drivingly con-
nected. That means while the rotating scraper device 4
works, it uses a belt to link the first pulley 44 and the
second pulley 65, so that when the rotating scraper de-
vice 4 started to work, the concave-convex wheel 62 also

starts to rotate. It can not only save to install a motor
specifically for the discharge mechanism, but also easy
to control.

Embodiment 2:

[0030] In the Fig.12, this embodiment differs from the
embodiment 1 in that: the said extruder screw mecha-
nism 5 is provided with three, between the first channel
311 and second channel 312 there is a third channel 314,
the first channel 311; the second channel 312 and the
third channel 314 of molten plastic converge into the main
channel. This embodiment can provide the production of
three-color symphony caps. The upcoming three extru-
sion screw mechanism 5 are loaded with particles of three
different colors, and to melt extruded, eventually forms
molten blanks of three different colors. Put these three
blanks respectively into the first channel 311, the second
channel 312 and the third channel 314, they can merge
into a three-color preform in the main channel 313, and
then convey into the spray nozzle 33; the blank is scraped
into segments by the rotating scraper 422 and convey
into the female die 28 to press, then a three-colors sym-
phony cap is done.
[0031] Obviously, upon reading and understanding
these embodiments, those skilled who are in the art can
also increase the number of extruder screw mechanism
5 to produce various colorful symphony cap according
to their needs. The other part of this embodiment is the
same as embodiment 1, so it is not repeated because of
the limitation of length.
[0032] Finally, it should be noted that the above em-
bodiments are just describing the present invention, rath-
er than limiting the scope of the present invention; al-
though the preferred embodiment of the present inven-
tion is described in detail, but those skilled who are in the
art will understand that certain changes may be made
into the constructions set forth without departing form the
spirit and scope of the invention.

Claims

1. A symphony cap press molding equipment, compris-
ing a machine base (1), the machine base (1) is pro-
vided with a pressing rotating device (2), a feeding
device (3), a rotary scraper device (4), and at least
two extrusion screw mechanisms (5), characterized
in that the said two extrusion screw mechanisms (5)
extrude different colors of molten plastic extrusion
to the feeding device (3), the rotary scraper device
(4) scrapes the extruded molten plastic of the feeding
device (3), and then feeds to the pressing rotating
device (2) to press, and the machine base (1) is also
provided with an unloading mechanism (6) which is
to discharge the molded article.

2. A symphony cap press molding equipment accord-
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ing to claim 1, characterized in that the press ro-
tating device (2) comprises a turntable base (21), a
drive shaft (22) which is disposed on the turntable
base (21), the drive shaft (22) being provided with
the upper turntable (23) and lower turntable (24), the
upper turntable (23) being provided with a plurality
of first telescoping mechanism (25), the first tele-
scoping mechanism (25) being provided with a male
die (29), the lower turntable (24) being provided with
a plurality of the second telescoping mechanism (27)
which is corresponding to the first telescoping mech-
anism (25), the second telescoping mechanism
(27)being provided with a female die (28) and the
turntable being also provided with a servo motor
which is connecting with the drive shaft (22).

3. A symphony cap press molding equipment accord-
ing to claim 2, characterized in that the male die
(29) comprises a mold 261, the mold is fitted with a
movable up and down block (262), the block moves
up and down driving by the first telescopic mecha-
nism (25).

4. A symphony cap press molding equipment accord-
ing to claim 1, characterized in that the extrusion
screw mechanism (5) includes a cartridge (51), a
hopper (52) which feeds material to the cartridge
(51), and a screw (53) which is set within the cartridge
(51), a gear box (54) is arranged in one end of the
cartridge 51, and this gear box (54) is used to drive
the screw (53), the gear box (54) being connected
to a second servo motor (5), the cartridge (51) being
emitted from the other end side.

5. A symphony cap press molding equipment accord-
ing to claim 1, characterized in that the feeding de-
vice (3) comprises a confluence passage (31) to ac-
cept the two molten plastics and a supply passage
(32) communicating with the confluence passage
(31), the confluent passage (31) includes a main
channel (313), a first channel (311) and a second
channel (312) which is independently receiving the
molten plastics of the extrusion screw mechanisms
(5), the first channel (311) and second channel (312)
being V shaped distribution, the first channel (311)
and the second channel (312) being merged into the
main channel (313), and the main channel (311) be-
ing communicating with the supply channel (32), the
output of the feed supply passage (32) being provid-
ed with a spray nozzle (33).

6. A symphony cap press molding equipment accord-
ing to claim 5, characterized in that the said extrud-
er screw mechanism (5) is provided with three chan-
nels, the said extruder screw mechanism (5) com-
prising a third channel (314) between the first chan-
nel (311) and second channel (312) and the molten
plastics of the first channel (311), the second channel

(312) and the third channel (314) being convergent
into the main channel (313).

7. A symphony cap press molding equipment accord-
ing to claim 1, characterized in that the rotating
scraper means (4) comprises a first turntable (41)
and several blade means (42) which are set on the
turntable (41), and a third servo motor (43) to drive
the first turntable (41).

8. A symphony cap press molding equipment accord-
ing to claim 7, characterized in that the blade
means (42) includes a base (421) and a blade (422)
mounted on the base (421), both sides of the blade
(422) being provided with a fixed plates (423) and
the base (421) being provided with a rod (424) which
is used to push out the plastic blank and a driving
cylinder (425).

9. A symphony cap press molding equipment accord-
ing to claim 1, characterized in that the unloading
mechanism (6) includes a curved channel (61), a
concave-convex wheel (62) that extending into the
curved channel (61), and a drive mechanism (63) for
driving concave-convex wheel (62), the edges of the
curved channel (61) being provided with a stop bar
(64) and the output of the stop bar (64) being pro-
vided with a belt.

10. A symphony cap press molding equipment accord-
ing to claim 1-9, characterized in that the rotating
scraper device (4) is provided with a first pulley (44),
the unloading mechanism (6) is provided with a sec-
ond pulley (65) and the first pulley (44) and the sec-
ond pulley (65) being drivingly connected.
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