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(57) The control unit obtains an inclination assist val-
ue by correcting the assist value when a road surface is
inclined in a left-right direction of the seat and performs
a downhill turning preventing operation of causing the
wheelchair body to travel straight by applying the right
auxiliary power and the left auxiliary power correspond-

ing to the inclination assist value; and adjusts the right
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the inclination assist value according to a hand rim op-
eration of the user to operate at least one of the right
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Description

[TECHNICAL FIELD]

[0001] This invention relates to an electrically assisted wheelchair configured to assist the travel of the wheelchair
according to the operation of hand rims of left and right wheels by a user and a control method therefor.

[BACKGROUND]

[0002] Electrically assisted wheelchairs have been conventionally provided as moving means for disabled people in
walking. An electrically assisted wheelchair configured to assist the travel of the wheelchair by causing motors installed
inside left and right wheels to generate torques according to the operation of hand rims of left and right wheels by a user
is known as one mode. Specifically, an assist operation is performed based on torques input by the operation of the left
and right hand rims. However, depending on a road surface condition, the electrically assisted wheelchair has sometimes
made a motion different from the one intended by the user. For example, a problem of so-called downhill turning may
occur on inclined road surfaces and uneven road surfaces.
[0003] Accordingly, there has been proposed a technology for estimating a disturbance value corresponding to a road
surface condition and controlling assistance amounts of left and right wheels based on this disturbance value (see, for
example, non-patent literature 1). Further, it is also proposed to apply, for example, the technology described in patent
literature 1, i.e. a technology for executing a feedforward control based on a roll angle of a wheelchair body or a feedback
control based on actual numbers of revolutions of left and right drive wheels to the above electrically assisted wheelchair.

[CITATION LIST]

[PATENT LITERATURE]

[0004] [PTL 1] JP 2015-27185A

[NON PATENT LITERATURE]

[0005] [NPL 1] Kayoung Kim et al., "Human Friendly Yaw Motion Control in Power Assist Wheelchair", IEE-Japan
Industry Applications Society Conference in 2010, Vol. 2, pp. II-603 to II-606, 2011

[SUMMARY]

[TECHNICAL PROBLEM]

[0006] An electrically assisted wheelchair assumes that torques are input through hand rims at suitable timings and
with suitable magnitudes according to a road surface condition. However, it is difficult for a user to constantly operate
the left and right hand rims at optimal timings and with optimal magnitudes. If the timings or the magnitudes deviate, a
control unit of the electrically assisted wheelchair may judge a turning command and perform an assist operation different
from the one intended by the user.
[0007] This invention was developed in view of the above problem and aims to cause an electrically assisted wheelchair
configured to assist the travel of the wheelchair according to the operation of hand rims of left and right wheels by a user
to operate in a manner close to the user’s intention.

[SOLUTION TO PROBLEM]

[0008] An aspect of the invention comprises: a wheelchair body including a seat on which a user is seated; a right
driving unit configured to apply right auxiliary power to a right wheel rotating rightwardly of the seat by the operation of
a right hand rim by the user; a left driving unit configured to apply left auxiliary power to a left wheel rotating leftwardly
of the seat by the operation of a left hand rim by the user; and a control unit configured to calculate an assist value for
the right wheel and the left wheel and determine the right auxiliary power and the left auxiliary power; wherein the control
unit: obtains an inclination assist value by correcting the assist value when a road surface is inclined in a left-right direction
of the seat and performs a downhill turning preventing operation of causing the wheelchair body to travel straight by
applying the right auxiliary power and the left auxiliary power corresponding to the inclination assist value; and adjusts
the right auxiliary power and the left auxiliary power by correcting the inclination assist value according to a hand rim
operation of the user to operate at least one of the right hand rim and the left hand rim in the downhill turning preventing
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operation.
[0009] Another aspect of the invention is a control method for an electrically assisted wheelchair configured to assist
a travel of a wheelchair body by calculating an assist value according to an operation of a right hand rim and a left hand
rim rightwardly and leftwardly of a seat of the wheelchair body by a user seated on the seat and respectively applying
right auxiliary power and left auxiliary power corresponding to the assist value to a right wheel and a left wheel, and
comprises: obtaining an inclination assist value by correcting the assist value when a road surface is inclined in a left-
right direction of the seat; performing a downhill turning preventing operation of causing the wheelchair body to travel
straight on the inclined road surface by applying the right auxiliary power and the left auxiliary power corresponding to
the inclination assist value; and correcting the inclination assist value according to a hand rim operation of the user to
operate at least one of the right hand rim and the left hand rim in the downhill turning preventing operation.

[ADVANTAGEOUS EFFECTS OF INVENTION]

[0010] As described above, since the assist value is corrected according to the operation of the user to operate at
least one of the right hand rim and the left hand rim in the downhill turning preventing operation in the invention, even
if a timing or magnitude of the hand rim operation deviates between left and right sides, the influence thereof is suppressed.
As a result, the electrically assisted wheelchair can be operated in a manner close to the user’s intention.

[BRIEF DESCRIPTION OF DRAWINGS]

[0011]

FIG. 1 is a side view showing a first embodiment of an electrically assisted wheelchair according to the invention.
FIG. 2 is a plan view of the electrically assisted wheelchair of FIG. 1.
FIG. 3 is a block diagram showing electrical configurations of the electrically assisted wheelchair of FIG. 1 and a
control terminal of this wheelchair.
FIG. 4 is a block diagram of the controller.
FIG. 5 is a flow chart showing a disturbance value correcting process in a turning direction.
FIG. 6 is a block diagram of a control executed in a second embodiment of the electrically assisted wheelchair
according to the invention.
FIG. 7 is a block diagram of a control executed in a third embodiment of the electrically assisted wheelchair according
to the invention.
FIG. 8 is a flow chart showing a torque difference correcting process.
FIG. 9 is a diagram showing a control executed in the fourth embodiment of the electrically assisted wheelchair
according to the invention.
FIG. 10 is a diagram showing a control executed in the fifth embodiment of the electrically assisted wheelchair
according to the invention.
FIG. 11 is a diagram showing a control executed in the sixth embodiment of the electrically assisted wheelchair
according to the invention.
FIG. 12 is a block diagram showing an electrical configuration of the seventh embodiment according to the invention.
FIG. 13 is a block diagram of a control executed by the electrically assisted wheelchair shown in FIG. 12.

[DESCRIPTION OF EMBODIMENT]

A. First Embodiment

[0012] FIG. 1 is a side view showing a first embodiment of an electrically assisted wheelchair according to the invention.
FIG. 2 is a plan view of the electrically assisted wheelchair of FIG. 1. FIG. 3 is a block diagram showing electrical
configurations of the electrically assisted wheelchair of FIG. 1 and a control terminal of this wheelchair. The electrically
assisted wheelchair (hereinafter, merely referred to as the "wheelchair") 1 according to the invention is obtained by
installing a power assist system in an existing foldable manual wheelchair. The wheelchair 1 includes a pair of left and
right wheels 2L, 2R, a frame 3 in the form of a pipe frame, and a pair of left and right casters 4L, 4R.
[0013] A fabric seat 5 (see FIG. 2) is stretched in a central part of the frame 3, and a user can be seated on this seat
5. This frame 3 includes a plurality of arms. Out of those, a pair of left and right handle arms 3b stand in a rear part of
the frame 3. An upper end part of each handle arm 3b is bent rearwardly and a grip 7 for caregiver is attached to that
bent part.
[0014] An arm 3c horizontally extends forwardly of a wheelchair body from an intermediate height position of each
handle arm 3b. Front end parts of a pair of left and right arms 3c provided in this way are bent substantially at a right
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angle and extend vertically downward. The casters 4L, 4R are respectively rotatably supported on lower end parts of
the left and right arms 3c.
[0015] A pair of left and right arms 3d are arranged below the left and right arms 3c. A front part of each arm 3d extends
obliquely downward toward the front side of the wheelchair body and a step 9 is attached to each extending end (front
end part). In this way, a pair of left and right steps 9 are provided and function as footrests for user.
[0016] The wheels 2L, 2R are respectively detachably attached to left and right parts of the frame 3 behind the casters
4L, 4R, and movably support the frame 3 in cooperation with the casters 4L, 4R. Although not shown, each wheel 2L,
2R is rotatably supported via a ball bearing on an axle supported on boss portions welded to the frame 3.
[0017] A ring-shaped hand rim 13L is provided outside the wheel 2L to enable a manual operation of the wheel 2L by
the user. Further, a torque sensor 14L is provided which detects a torque applied to the wheel 2L by the operation of
this left hand rim 13L by the user, and a signal corresponding to a torque value is output to a left wheel controller 30L
(FIG. 3) configured to control the left wheel 2L. On the other hand, a drive motor (auxiliary power supply) 21L that applies
auxiliary power to the wheel 2L and the left wheel controller 30L are provided inside the wheel 2L. The left wheel controller
30L controls the drive motor 21L to adjust the auxiliary power applied to the wheel 2L. Note that, similarly to the wheel
2L, a hand rim 13R is provided outside to enable a manual operation of the wheel 2L by the user and a drive motor 21R
and a right wheel controller 30R (FIG. 3) are provided inside to enable auxiliary power to the wheel 2R to be adjusted
also for the wheel 2R. Further, a torque applied to the wheel 2R when the user manually operates the hand rim 13R is
detected by a torque sensor 14R and a signal corresponding to that detection value is output to the right wheel controller
30R. Note that since the details of a mounting structure of the hand rim and the drive motor on the wheel are known,
this structure is not described here.
[0018] To supply power to the drive motors 21L, 21R and the controllers 30L, 30R, a battery 22 is installed in the
wheelchair 1. In this embodiment, this battery 22 is detachably attached at a position near the wheel 2R and directly
supplies power to the drive motor 21R and the right wheel controller 30R. Further, a wiring harness 23 is disposed on
the wheelchair body (frame) 3 from the side of the wheel 2R to the side of the wheel 2L and the battery 22 supplies
power to the drive motor 21L and the left wheel controller 30L via the wiring harness 23.
[0019] Next, the configurations of the left and right wheel controllers 30L, 30R are described with reference to FIG. 3.
Here, the right wheel controller 30R is described after the configuration of the left wheel controller 30L is described. The
left wheel controller 30L includes a main control unit 31, a nonvolatile memory 32, a motor output I/F 33, an encoder I/F
34, a torque sensor I/F 35 and a communication I/F 36 configured to communicate with the right wheel controller 30R.
The main control unit 31 is configured by a computer including a CPU and the like, calculates an assist value based on
a program and data stored in the nonvolatile memory 32 and operates the drive motor 21L based on this calculated
assist value. Note that, in this embodiment, the left wheel controller 30L corrects an estimated disturbance value according
to a hand rim operation of the user rather than merely using the estimated disturbance value to prevent downhill turning.
Then, the assist value is corrected by subtracting the corrected estimated disturbance value from the above calculated
assist value and the drive motor 21L is controlled via the motor I/F 33 to obtain auxiliary power equivalent to this assist
value.
[0020] Further, in this embodiment, the main control unit 31 can receive a signal output from an encoder 24L attached
to the drive motor 21L via the encoder I/F 34 and highly accurately control the drive motor 21L. The encoder 24L used
may be of a built-in type to be built in the drive motor 21L or of an external type.
[0021] Further, although the main control unit 31 can detect a speed of the wheel L, i.e. a wheel speed based on the
signal from the encoder 24L in this embodiment, a sensor for directly detecting the rotation of the wheel 2L and outputting
a signal may be separately provided and the wheel speed may be obtained based on the signal from this sensor.
[0022] The main control unit 31 can receive a signal output from the torque sensor 14L via the torque sensor I/F 35
and precisely detect the torque applied to the wheel 2L by the operation of the left hand rim 13L. Note that reference
sign 37L in FIG. 3 denotes a switch for the left wheel controller 30L.
[0023] The right wheel controller 30R basically has the same configuration as the left wheel controller 30L except that
a communication I/F 38 configured to communicate with the control terminal 200 is additionally equipped. Specifically,
a main control unit 31 of the right wheel controller 30R detects a torque applied to the wheel 2R by the operation of the
right hand rim 13R based on a signal output from the torque sensor 14R and detects a wheel speed of the wheel 2R
based on a signal from an encoder 24R. Note that reference sign 37R in FIG. 3 denotes a switch for the right wheel
controller 30R. Further, in this specification, the wheels 2R, 2L are merely referred to as the "wheels 2" when being
described without distinction, the hand rims 13R, 13L are merely referred to as the "hand rims 13" when being described
without distinction, the torque sensors 14R, 14L are merely referred to as the "torque sensors 14" when being described
without distinction, the drive motors 21R, 21L are merely referred to as the "drive motors 21" when being described
without distinction, the encoders 24R, 24L are merely referred to as the "encoders 24" when being described without
distinction, and the controllers 30R, 30L are merely referred to as the "controllers 30" when being described without
distinction.
[0024] Further, the right and left wheel controllers 30R, 30L include the communication I/Fs 36 and are configured to
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bidirectionally communicate. Furthermore, the right wheel controller 30R is configured to bidirectionally communicate
with the control terminal 200 via the communication I/F 38. Thus, torques applied to the wheels 2 by the operation of
the hand rims 13, torques applied to the wheels 2 by the drive motors 21 and the wheel speeds of the respective wheels
2 are commonly used by the right and left wheel controllers 30R, 30L and the controllers 30 control the travel of the
wheelchair body based on these.
[0025] Further, the wheelchair 1 can communicate with the control terminal 200 via the right wheel controller 30R as
shown in FIG. 3. Here, a personal computer (PC), a cellular phone, a smartphone or the like can be used as the control
terminal 200. The control terminal 200 includes a main control unit 210, a nonvolatile memory 220, a communication I/F
230, an operation input/output I/F 240 and an operation panel 250 such as a touch panel. The main control unit 210 is
configured by a computer including a CPU and the like and can operate in accordance with a program stored in the
nonvolatile memory 220 and set information necessary for the control of the wheelchair 1.
[0026] In the wheelchair 1 configured as described above, the motors 21 disposed inside the left and right wheels 2
generate torques according to the operation of the hand rims 13 by the user to assist the travel of the wheelchair 1, and
solves a problem of downhill turning by performing a downhill turning preventing operation shown in FIGS. 4 and 5. The
first embodiment of the invention is described in detail below with reference to FIGS. 4 and 5.
[0027] FIG. 4 is a block diagram of the controller. Further, FIG. 5 is a flow chart showing a disturbance value correcting
process in a turning direction. Note that although the right wheel controller 30R is mainly shown in FIG. 4, the left wheel
controller 30L is basically configured similarly to the right wheel controller 30R. The right wheel side is described in detail
below and the left wheel side is denoted by the same or corresponding reference signs and not described.
[0028] In the right wheel controller 30R, the main control unit 31 functions as an assist calculating unit 311, an assist
limiting unit 312, a sign adjusting unit 313, a drive command generating unit 314, an estimating unit of a torque applied
to the wheelchair body (hereinafter, merely referred to as the "torque estimating unit") 315 and a disturbance value
correcting unit in a turning direction (hereinafter, merely referred to as the "disturbance value correcting unit") 316 and
a disturbance value estimating unit of the wheel (hereinafter, merely referred to as the "disturbance value estimating
unit") 317 based on a program and data stored in the nonvolatile memory 32.
[0029] The assist calculating unit 311 calculates an assist value for the wheel 2R based on a torque TRH applied to
the wheel 2R by the operation of the right hand rim 13R and a torque TLH applied to the wheel 2L by the operation of
the left hand rim 13L and outputs the calculated assist value to the assist limiting unit 312. Note that the torque TRH is
directly given from the torque sensor 14R via the torque sensor I/F 35, whereas the torque TLH is given from the left
wheel controller 30L via the communication I/Fs 36.
[0030] The assist limiting unit 312 judges whether or not the assist value calculated in the assist calculating unit 311
is within an assist range set in advance. This is because an upper limit value to the auxiliary power, which can be applied
to the wheel 2R, exists due to factors such as an output limit, a temperature and the like of the drive motor 21 R.
Accordingly, by providing the assist limiting unit 312 in this embodiment, the value calculated in the assist calculating
unit 311 is used as it is as the assist value if the calculated assist value does not exceed the upper limit value, whereas
the upper limit value is rewritten as a new assist value if the upper limit value is exceeded.
[0031] If the assist value is obtained in this way, the drive command generating unit 314 gives a drive command signal
corresponding to the assist value to the drive motor 21R to drive the right wheel 2R after a sign of the assist value is
adjusted in the signal adjusting unit 313. Note that the left and right wheels 2L, 2R are mirror-symmetrically arranged
across the seat 5 in the wheelchair 1. Thus, the sign adjusting unit 313 is provided, considering that the other wheel 2
rotates in a reverse direction when one wheel 2 rotates in a forward direction. Therefore, if the sign is set, for example,
on the basis of the rotation of the right wheel 2R, the right wheel controller 30R may not be provided with the sign
adjusting unit 313 and only the left wheel controller 30L may be provided with the sign adjusting unit 313.
[0032] Here, in the case of determining the auxiliary power to the wheel 2 based only on the assist value calculated
in the assist calculating unit 311, the aforementioned problem of downhill turning may occur. Accordingly, in this em-
bodiment, the torque estimating unit 315, the disturbance value correcting unit 316 and the disturbance value estimating
unit 317 are provided to estimate a disturbance value corresponding to a road surface condition and correct this distur-
bance value according to the hand rim operation by the user. Then, the assist value output from the assist limiting unit
312 is corrected based on the corrected disturbance value to obtain an inclination assist value, and a motor torque in
the downhill turning preventing operation is determined based on this inclination assist value. More specifically, the
downhill turning preventing operation is performed using the estimated disturbance value as described below.
[0033] As shown in FIG 4, a wheel speed ωR of the wheel 2R based on an output from the encoder 24R and a wheel
speed ωL of the wheel 2L based on an output from the encoder 24L are given to the right wheel controller 30R, and the
torque estimating unit 315 estimates a torque applied to the wheelchair body (= frame 3+seat 5) based on a difference
(=ωR-ωL) between the wheel speeds. Further, an estimated disturbance value 
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in a turning direction (wheelchair body yaw direction) is obtained by subtracting a difference between the torques applied
to the hand rims 13 by the hand rim operation, i.e. a hand rim torque difference (=TRH-TLH) and a difference between a
motor torque TRM applied to the right wheel 2R from the drive motor 21R and a motor torque TLM applied to the left
wheel 2L from the drive motor 21L, i.e. a motor torque difference (= TRM-TLM) from the torque estimated in the torque
estimating unit 315.
[0034] (Note that it is called an estimated disturbance value dROT hat in this specification).
[0035] Here, a disturbance value 

of the right wheel 2R may be estimated from an estimated disturbance value dROT hat in the turning direction.
[0036] (Note that it is called an estimated disturbance value dR hat in this specification), the assist value may be
corrected using that estimated disturbance value dR hat. That is, the estimated disturbance value dROT hat in the turning
direction may be given to the disturbance value estimating unit 317. However, in the case of executing such a control,
if a timing or magnitude of the hand rim operation deviates between the left and right wheels although the user is trying
to travel straight, the estimated disturbance value DROT hat becomes larger, with the result an assist operation different
from the one intended by the user may be performed.
[0037] Accordingly, in this embodiment, the assist value is corrected after the estimated disturbance value dROT hat
is corrected according to the hand rim operation in the disturbance value correcting unit 316 as shown in FIG. 5.
Specifically, in the disturbance value correcting unit 316, it is determined whether or not the user has operated neither
one of the hand rims 13L, 13R while the downhill turning preventing operation is performed (Step S11). If neither of the
hand rims has been operated, the estimated disturbance value dROT hat is output as it is to the disturbance value
estimating unit 317. On the other hand, if at least one hand rim 13 has been operated, i.e. (TRH ≠ 0) or (TLH ≠ 0), a value
obtained by multiplying the estimated disturbance value dROT hat by a correction coefficient that is a value smaller than
"1" and larger than zero, e.g. a value of 0.5 to 0.6 is set as a new estimated disturbance value dROT hat (Step S12) and
this is output to the disturbance value estimating unit 317. Note that the correction coefficient may be set in the nonvolatile
memory 32 in advance or may be set through the control terminal 200. Further, the correction coefficient is not limited
to 0.5 to 0.6. Further, it is not essential that the correction coefficients match on the left and right sides and different
values may be set for the left and right sides according to the user’s dominant arm, a wheelchair body balance and other
factors.
[0038] Then, the disturbance value dR hat of the right wheel 2R is estimated in the disturbance value estimating unit
317 and the assist value for the right wheel 2R is corrected using that disturbance value dR hat to calculate a corrected
assist value. Further, also for the left wheel 2L, a disturbance value 

is estimated.
[0039] (Note that this is called an estimated disturbance value dL hat in this specification), the assist value for the left
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wheel 2R is corrected using that disturbance value dL hat to calculate a corrected assist value.
[0040] As described above, in this embodiment, the estimated disturbance value dROT hat in the turning direction is
obtained based on the torques TRH, TLH applied to the hand rims 13, the motor torques TRM, TLM applied to the wheels
2 to assist the travel of the wheelchair 1 and the wheel speeds ωR, ωL. In addition, if the user operates at least one of
the left and right hand rims 13, the estimated disturbance value dROT hat is reduced to about 50 to 60 %. Thus, even if
a deviation of a timing or magnitude of an input to the hand rim 13 not intended by the user occurs during straight travel,
the wheelchair 1 can move straight without shaking to left or right. In this way, the wheelchair 1 can be operated in a
manner close to the user’s intention.

B. Second Embodiment

[0041] FIG. 6 is a block diagram of a control executed in a second embodiment of the electrically assisted wheelchair
according to the invention. This second embodiment largely differs from the first embodiment in that an LPF processing
unit 318 configured to apply a low pass filter processing to an estimated disturbance value dROT hat output from a
disturbance value correcting unit 316 is added. Note that since the other configuration is the same as in the first embod-
iment, the same components are denoted by the same reference signs and not described.
[0042] In the first embodiment, the estimated disturbance value dROT hat in the turning direction is corrected according
to the presence or absence of the hand rim operation by the user. Specifically, the estimated disturbance value dROT
hat is reduced to about half while the hand rim operation is performed. Thus, if the user releases the hand rims 13, the
estimated disturbance value dROT hat immediately returns to an initial value and the wheelchair 1 may undergo a sudden
operation change, e.g. a sudden stop.
[0043] Accordingly, in the second embodiment, the LPF processing unit 318 is interposed between the disturbance
value correcting unit 316 and a disturbance value estimating unit 317 to suppress a sudden change of the estimated
disturbance value dROT hat as shown in FIG. 6. Particularly, in this embodiment, the low pass filter processing represented
by the following expression is performed by the LPF processing unit 318 to correct the estimated disturbance value dROT
hat according to situation of torques applied to the hand rims 13 and a yaw angular velocity (relative speed of left and
right wheels).

where

Y(s) denotes an estimated disturbance value after the low pass filter processing,
U(s) denotes an estimated disturbance value before the low pass filter processing,
A, B denote constants, and
τ denotes a time constant.

[0044] As described above, according to the second embodiment, the estimated disturbance value in the turning
direction is not used as it is, but a value obtained by applying the low pass filter processing to this estimated disturbance
value with the above time constant is used as the estimated disturbance value dROT hat in the turning direction. Thus,
the wheelchair 1 can be smoothly operated by alleviating a large change of the estimated disturbance value at the
moment no more input by the hand rim operation is made, in addition to the functions and effects obtained in the above
first embodiment.
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C. Third Embodiment

[0045] FIG. 7 is a block diagram of a control executed in a third embodiment of the electrically assisted wheelchair
according to the invention. Further, FIG. 8 is a flow chart showing a torque difference correcting process. This third
embodiment largely differs from the first embodiment in that a hand rim torque difference and a motor torque difference
used to derive an estimated disturbance value dROT hat are corrected instead of correcting the estimated disturbance
value dROT hat itself. That is, a main control unit 31 is provided with a hand rim torque difference correcting unit 319 and
a motor torque difference correcting unit 320 as shown in FIG. 7.
[0046] In the correcting unit 319, the hand rim torque difference is corrected as shown in FIG. 8. That is, after a
correction coefficient set by a control terminal 200 and stored in a nonvolatile memory 32 is read in Step S31, a hand
rim torque difference (= TRH-TLH) is multiplied by the correction coefficient to correct the hand rim torque difference (Step
S32). In this embodiment, the correction coefficient is set at a value smaller than "1" and larger than zero, e.g. 0.5 to
0.6, and the hand rim torque difference is made smaller by the correcting process. Further, also in the motor torque
difference correcting unit 320, after a correction coefficient set at 0.5 to 0.6 is read, a motor torque difference (=TRM-TLM)
is multiplied by the correction coefficient to correct the motor torque difference similarly to the correcting process in the
correcting unit 319.
[0047] These correcting processes are performed for the following reasons. As a deviation of a timing or magnitude
of an input by the hand rim operation becomes larger, the hand rim torque difference and the motor torque difference
become larger. This may cause the electrically assisted wheelchair 1 to make a motion different from the one intended
by a user. Accordingly, the hand rim torque difference and the motor torque difference are made smaller than actual
values by performing the above correcting processes. Thus, the hand rim torque difference and the motor torque difference
corrected as described above are used to derive the estimated disturbance value dROT hat, wherefore the estimated
disturbance value dROT hat also becomes smaller. As a result, functions and effects similar to those of the first embodiment
are obtained.
[0048] Note that although the correction coefficient is set by the control terminal 200 in this embodiment, the correction
coefficient may be set in the nonvolatile memory 32 in advance. Further, the correction coefficients are not limited to 0.5
to 0.6. Further, it is not essential that the correction coefficients match on the left and right sides and different values
may be set for the left and right sides according to the user’s dominant arm, a wheelchair body balance and other factors.
[0049] Further, although the correcting processes are performed for the hand rim torque difference and the motor
torque difference in the third embodiment, the correcting process may be performed only for either one of these.

D. Fourth Embodiment

[0050] Although the relatively simple correcting process of multiplying the hand rim torque difference by the correction
coefficient is performed as shown in FIG. 8 in the third embodiment, the content of the correcting process is not limited
to this. For example, a hand rim torque difference correcting unit 319 may be configured as shown in FIG. 9. A fourth
embodiment is described below with reference to FIG. 9.
[0051] FIG. 9 is a diagram showing a control executed in the fourth embodiment of the electrically assisted wheelchair
according to the invention. In this fourth embodiment, as shown in FIG. 9, an input torque TROTH in a turning direction
and an input torque TSTRH in a straight direction, out of torques input to hand rims 13 by a hand rim operation, are
obtained based on the following expressions: 

and 

Further, a wheel speed ωROT in the turning direction and a wheel speed ωSTR in the straight direction are obtained from
wheel speeds ωR, ωL based on the following expressions: 
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and 

Note that the input torque TROTH in the turning direction is equivalent to the hand rim torque difference.
[0052] Then, a correction coefficient α is calculated from these four components (TROTH, TSTRH, ωROT, ωSTR). Here,
if the correction coefficient α becomes "1" or larger, the correction coefficient α acts in a direction to make the hand rim
torque difference larger. Accordingly, if the calculated correction coefficient α is "1" or larger, the correction coefficient
α is forcibly set to "1". On the other hand, if the calculated correction coefficient α is smaller than "1", the calculated
correction coefficient α is used as it is.
[0053] The correcting process of the hand rim torque difference is executed by multiplying the hand rim torque difference
(TRH-TLH) by the thus obtained correction coefficient α. Thus, the hand rim torque difference corrected as described
above is used to derive an estimated disturbance value dROT hat also in the fourth embodiment, wherefore the estimated
disturbance value dROT hat also becomes smaller and functions and effects similar to those of the first embodiment are
obtained. Further, since the correction coefficient α is derived from the input torque TROTH in the turning direction, the
input torque TSTRH in the straight direction, the wheel speed ωROT in the turning direction and the wheel speed ωSTR in
the straight direction and used, the hand rim torque difference can be corrected more accurately than in the third
embodiment. As a result, the wheelchair 1 can be smoothly operated by alleviating a large change of the estimated
disturbance value.
[0054] Note that although the correcting process using the correction coefficient α is performed only in the hand rim
torque difference correcting unit 319 in the fourth embodiment, a correcting process using the correction coefficient α
may be performed also in the motor torque difference correcting unit 320. Further, it goes without saying that the correcting
process using the correction coefficient α may be performed in both the hand rim torque difference correcting unit 319
and the motor torque difference correcting unit 320.

E. Fifth Embodiment

[0055] Although the hand rim torque difference and the motor torque difference are corrected to be smaller by being
multiplied by the correction coefficients in the third and fourth embodiments, LPF processing units 318H, 318M may be
respectively provided as the correcting units 319, 320 as shown in FIG. 10. For example, by providing the LPF processing
unit 318H as the correcting unit 319, a low pass filter processing similar to that of the LPF processing unit 318 of the
second embodiment is performed in the LPF processing unit 318H. Note that, here,
Y(s) denotes a hand rim torque difference after the low pass filter processing, and
U(s) denotes a hand rim torque difference before the low pass filter processing, and an estimated disturbance value
dROT hat is derived using a value obtained by applying the low pass filter processing to the hand rim torque difference
with the above time constant τ. Thus, functions and effects similar to those of the first embodiment are obtained by
providing the LPF processing unit 318H as the correcting unit 319. Concerning this point, the same applies also in the
case of providing the LPF processing unit 318M as the correcting unit 320. Note that although the LPF processing units
318H, 318M are provided in a fifth embodiment shown in FIG. 10, only either one of these may be provided.

F. Sixth Embodiment

[0056] In the above first to fifth embodiments, the specific configurations for making the estimated disturbance value
dROT hat smaller according to the hand rim operation are different from each other. Here, those specific configurations
are summarized for the convenience of description.

• First embodiment: disturbance value correcting process after estimation (this is referred to as a "configuration A")
• Second embodiment: low pass filter processing after estimation (this is referred to as a "configuration B")
• Third embodiment: first correcting process of torque differences before estimation (this is referred to as a "config-

uration C")
• Fourth embodiment: second correcting process of torque differences before estimation (this is referred to as a

"configuration D")
• Fifth embodiment: third correcting process of torque differences before estimation (this is referred to as a "config-

uration E").

These configurations can be combined as appropriate. For example, the configurations A, B and C may be combined
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as shown in FIG. 11, and the wheelchair 1 can be smoothly operated in a manner close to the user’s intention by
synergetic effects of those configurations.
[0057] Note that the combination of the above configurations is not limited to the one shown in FIG. 11 and functions
and effects similar to those of a sixth embodiment shown in FIG. 11 are also obtained, for example, in the following
combinations.

• Configuration A+Configuration B+Configuraiton D
• Configuration A+Configuration B+Configuraiton E
• Configuration A+ Configuraiton D
• Configuration A+ Configuraiton E

G. Seventh Embodiment

[0058] Although the invention is applied to the wheelchair 1 configured to perform the downhill turning preventing
operation by estimating the disturbance value as described above in the above first to sixth embodiments, an application
target of the invention is not limited to this and the invention can be applied to wheelchairs 1 configured to perform the
downhill turning preventing operation without estimating the disturbance value. Here, "to perform the downhill turning
preventing operation by estimating the disturbance value" means to generate a wheelchair model based on the hand
rim torques input via the hand rims 13 and a movement (wheel speeds) of the wheelchair 1 at that time, estimate a force
other than the input torques, i.e. the disturbance value, obtain the inclination assist value by correcting the assist value
by this estimated disturbance value and prevent the downhill turning by an assist control based on this inclination assist
value as described in the above first to sixth embodiments. In contrast, "to perform the downhill turning preventing
operation without estimating the disturbance value" means to obtain the inclination assist value by correcting the assist
value by feedforward and feedback controls described, for example, in patent literature 1 and prevent the downhill turning
by an assist control based on this inclination assist value. A seventh embodiment in which the invention is applied to a
wheelchair 1 configured to perform the downhill turning preventing operation without estimating the disturbance value
is described below with reference to FIGS. 12 and 13.
[0059] FIG. 12 is a block diagram showing an electrical configuration of the seventh embodiment according to the
invention. As is clear from the comparison of FIG. 12 (seventh embodiment) and FIG. 3 (first embodiment), the wheelchair
1 according to the seventh embodiment largely differs from the first embodiment in that roll angle sensors 41L, 41R for
detecting roll angles when a wheelchair body 3 rotates about a roll axis to be inclined are added, and the other electrical
configuration is the same as in the first embodiment. However, in the seventh embodiment, the downhill turning is
prevented by correcting the assist value by a feedforward control and a feedback control, wherefore a control method
is largely different.
[0060] FIG. 13 is a block diagram of a control executed by the electrically assisted wheelchair shown in FIG. 12. In
each controller 30R, 30L, a main control unit 31 performs various calculation processes based on a program and data
stored in a nonvolatile memory 32. The wheelchair 1 is entirely controlled by the both main control units 31. Here, to
facilitate the understanding of the seventh embodiment, the contents of a basic assist control by the both main control
units 31 are described, excluding characteristic parts of the invention (first correcting unit 321 configured to correct a
hand rim torque difference, second correcting unit 322 configured to correct an assist torque in a turning direction, third
correcting unit 323 configured to correct the assist torque in the turning direction after the feedback control and fourth
correcting unit 324 configured to further correct an inclined surface correction value). Thereafter, the contents of adjust-
ments made by the first to fourth correcting units 321 to 324 are described.
[0061] As shown in FIG. 13, the main control unit 31 obtains an input torque TSTRH in a straight direction and an input
torque TROTH in the turning direction based on torques TRH, TLH input to the hand rims 13 by a hand rim operation.
Specifically, the input torques TSTRH, TROTH are obtained by the following expressions: 

[0062] Further, for the straight direction, the input torque TSTRH is multiplied by the following function to obtain an
assist torque TSTRA in the straight direction: 
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where

αSTR: straight direction assist rate
τSTR: time constant for straight direction assist torque.

[0063] Further, for the turning direction, the input torque TROTH is multiplied by the following function to obtain an assist
torque TROTA in the turning direction.

where

αROT: turning direction assist rate
τROT time constant for turning direction assist torque.

[0064] Further, for the turning direction, the assist torque TROTA is subtracted from a current motor torque TROTM in
the turning direction. This motor torque TROTM is a difference (=TRM-TLM) between motor torques TRM, TLM given to
wheels 2 to assist the travel of the wheelchair 1.
[0065] Further, the assist torque in the turning direction is feedforward corrected by adding an inclined surface correction
value TROLL to an assist torque TFB in the turning direction after the feedback obtained by the feedback correction of
the assist torque in the turning direction based on the motor torque TROTM as described above. An inclined surface
correcting unit 325 calculates a force falling with gravity from an inclination direction of a road surface and an angle of
inclination based on a roll angle θ of the wheelchair body (= frame 3+seat 5) detected by the roll angle sensors 41L,
41R, and a motor torque (motor output adjustment value) for correcting this force is output as the inclined surface
correction value TROLL.
[0066] Further, an assist torque TRA of the right wheel 2R and an assist torque TLA of the left wheel 2L are obtained
based on a half value of an assist torque T’ROTA in the turning direction obtained by the feedforward correction of the
assist torque in the turning direction using the inclined surface correction value TROLL and the assist torque TSTRA in the
straight direction. Specifically, the assist torques TRA, TLA are determined by the following expressions and the drive
motors 21 are driven: 

and 

[0067] In this way, the downhill turning preventing operation is performed by adding the feedback control and the
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feedforward control.
[0068] However, also in the wheelchair 1 configured as described above, as a deviation of a timing or magnitude of
an input by the hand rim operation becomes larger, the hand rim torque difference and the motor torque difference
become larger and a motion different from the one intended by a user is made.
[0069] Accordingly, in the seventh embodiment, similarly to the correcting unit 319 of the third embodiment, the first
correcting unit 321 corrects the input torque TROTH in the turning direction by multiplying the input torque TROTH in the
turning direction by a correction coefficient after reading the correction coefficient set by a control terminal 200 and
stored in the nonvolatile memory 32. In this embodiment, the correction coefficient is set at a value smaller than "1" and
larger than zero, e.g. 0.5 to 0.6, and the input torque TROTH in the turning direction is made smaller by the correcting
process.
[0070] This correcting process is performed for the following reasons. As a deviation of a timing or magnitude of an
input by the hand rim operation becomes larger, the hand rim torque difference, i.e. the input torque TROTH in the turning
direction, becomes larger. This may cause the electrically assisted wheelchair 1 to make a motion different from the one
intended by the user. Accordingly, the assist torque T’ROTA in the turning direction is also made smaller by making the
input torque TROTH in the turning direction smaller than an actual value by the correcting process in the first correcting
unit 321. As a result, functions and effects similar to those of the first embodiment are obtained.
[0071] Further, in the seventh embodiment, similarly to the correcting unit 319 of the third embodiment, the second
correcting unit 322 corrects the assist torque TROTA in the turning direction by multiplying the assist torque TROTA in the
turning direction before the feedback control, i.e. a difference between the assist torques of the left and right wheels 2
by a correction coefficient after reading the correction coefficient set by the control terminal 200 and stored in the
nonvolatile memory 32. In this embodiment, the correction coefficient is set at a value smaller than "1" and larger than
zero, e.g. 0.5 to 0.6, and the assist torque TROTA in the turning direction is made smaller by the correcting process. As
a result, functions and effects similar to those of the first correcting unit 321 are obtained.
[0072] Further, in the seventh embodiment, the third correcting unit 323 corrects the assist torque TFB by multiplying
the assist torque TFB in the turning direction after the feedback by a correction coefficient after reading the correction
coefficient set by the control terminal 200 and stored in the nonvolatile memory 32. In this embodiment, the correction
coefficient is set at a value smaller than "1" and larger than zero, e.g. 0.5 to 0.6, and the assist torque TFB in the turning
direction after the feedback is made smaller by the correcting process. As a result, functions and effects similar to those
of the first correcting unit 321 are obtained.
[0073] Further, in the seventh embodiment, the fourth correcting unit 324 corrects the inclined surface correction value
TROLL by multiplying the inclined surface correction value TROLL by a correction coefficient after reading the correction
coefficient set by the control terminal 200 and stored in the nonvolatile memory 32. In this embodiment, the correction
coefficient is set at a value smaller than "1" and larger than zero, e.g. 0.5 to 0.6, and the inclined surface correction value
TROLL is made smaller by the correcting process. As a result, functions and effects similar to those of the first correcting
unit 321 are obtained.
[0074] As just described, in the seventh embodiment, the assist torques T’ROTA, TFB in the turning direction correspond
to an "inclination assist value" of the invention, and the inclination assist value is corrected according to the hand rim
operation by providing the first to fourth correcting units 321 to 324. However, only some of the first to fourth correcting
units 321 to 324 may be provided. In short, the wheelchair 1 can be operated in a manner close to the user’s intention
by providing at least one of the first to fourth correcting units 321 to 324.

H. Eighth Embodiment

[0075] In the above seventh embodiment, the first to fourth correcting units 321 to 324 perform the relatively simple
correcting processes of multiplying the correction target (input torque TROTH in the turning direction, assist torque TROTA
in the turning direction before the feedback control, assist torque TFB in the turning direction after the feedback, inclined
surface correction value TROLL) by a correction coefficient as shown in FIG. 13. However, the contents of the correcting
processes are not limited to these. For example, as in the fourth embodiment, the correction coefficient α may be
calculated from four components (TROTH, TSTRH, ωROT, ωSTR) and the correction target may be corrected based on this
correction coefficient α. Note that, also in the eighth embodiment, it is not an essential requirement to provide all of the
first to fourth correcting units 321 to 324 and the wheelchair 1 can be operated in a manner close to the user’s intention
by providing at least one of these.

I. Ninth Embodiment

[0076] Although the correction target is made smaller by being multiplied by the correction coefficient in the seventh
and eighth embodiments, LPF processing units may be respectively provided as the first to fourth correcting units 321
to 324 as in the fifth embodiment. Further, also in the ninth embodiment, it is not an essential requirement to provide all
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of the first to fourth correcting units 321 to 324 and the wheelchair 1 can be operated in a manner close to the user’s
intention by providing at least one of these.

J. Miscellaneous

[0077] Note that the invention is not limited to the above embodiments and various changes can be made on the above
embodiments without departing from the gist of the invention and the invention may be configured as follows.
[0078] In the above first to sixth embodiments, the right wheel 2R is controlled by the right wheel controller 30R and
the left wheel 2L is controlled by the left wheel controller 30L. However, the above controls may be executed by the right
wheel controller 30R and only operation commands to the motors may be shared. On the other hand, in the above
seventh to ninth embodiments, each of the left and right may execute the control shown in FIG. 13 as in the first to sixth
embodiments.
[0079] Although the feedback control and the feedforward control are combined in the above seventh to ninth embod-
iments, the invention can be applied to electrically assisted wheelchairs configured to perform the downhill turning
preventing operation by executing either one of these controls.
[0080] Although all the correction coefficients are set at 0.5 to 0.6 in the above embodiments, the correction coefficients
are not limited to these and not all the correction coefficients necessarily need to match and may be appropriately set
by the control terminal 200 or the like.
[0081] As described above, in the above embodiments, the frame 3 on which the seat 5 is mounted corresponds to
an example of a "wheelchair body" of the invention. Further, the drive motors 21R, 21L respectively correspond to
examples of a "right driving unit" and a "left driving unit" of the invention. Further, the disturbance value correction by
the disturbance value correcting unit 316, correcting the hand rim torque difference by the correcting unit 319, correcting
the motor torque difference by the correcting unit 320, the low pass filter processing by the LPF processing units 318,
318H and 318M, correcting the hand rim torque difference by the first correcting unit 321, correcting the assist torque
in the turning direction by the second correcting unit 322, correcting the assist torque in the turning direction after the
feedback control by the third correcting unit 323 and correcting the inclined surface correction value by the fourth
correcting unit 324 correspond to examples of a "correcting an assist value according to a hand rim operation" of the
invention. Furthermore, the roll angle sensors 41R, 41L correspond to an example of a "roll angle detecting unit" of the
invention.
[0082] As the specified embodiments have been illustrated and described above, the invention may be configured as
follows.
[0083] A control unit estimates a disturbance value in a turning direction of the wheelchair body based on a difference
between torques applied to the right hand rim and the left hand rim by the hand rim operation, a difference between the
left auxiliary power and the right auxiliary power and a yaw angular velocity of the wheelchair body and obtains the
inclination assist value by correcting the assist value based on the disturbance value; and makes the disturbance value
smaller when the hand rim operation is present.
[0084] The control unit the disturbance value according to the presence or absence of the hand rim operation.
[0085] The control unit applies a low pass filter processing to the corrected disturbance value based on the difference
between the torques applied to the right hand rim and the left hand rim by the hand rim operation and the yaw angular
velocity of the wheelchair body.
[0086] The control unit corrects the disturbance value by correcting at least one of the difference between the torques
applied to the right hand rim and the left hand rim and the difference between the right auxiliary power and the left
auxiliary power.
[0087] The control unit makes a correction by multiplying at least one of the difference between the torques applied
to the right hand rim and the left hand rim and the difference between the right auxiliary power and the left auxiliary
power by a correction coefficient smaller than 1 and larger than zero.
[0088] The control unit calculates a correction coefficient equal to or smaller than 1 and larger than zero based on the
torque applied to the right hand rim, the torque applied to the left hand rim, the right auxiliary power and the left auxiliary
power; and makes a correction by multiplying at least one of the difference between the torques applied to the right hand
rim and the left hand rim and the difference between the right auxiliary power and the left auxiliary power by the correction
coefficient.
[0089] The control unit applies a low pass filter processing to at least one of the difference between the torques applied
to the right hand rim and the left hand rim and the difference between the right auxiliary power and the left auxiliary
power based on the difference between the torques applied to the right hand rim and the left hand rim by the hand rim
operation and the yaw angular velocity of the wheelchair body.
[0090] The control unit obtains the inclination assist value by feedback controlling the assist value using wheel speeds
in a turning direction; and corrects at least one of a difference between torques applied to the right hand rim and the left
hand rim, a difference between the right auxiliary power and the left auxiliary power and the feedback controlled assist
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value.
[0091] A roll angle detecting unit is provided which detects a roll angle of the wheelchair body, and the control unit
obtains the inclination assist value by feedforward controlling the assist value based on an inclined surface correction
value corresponding to the roll angle detected by the roll angle detecting unit; and corrects at least one of a difference
between torques applied to the right hand rim and the left hand rim, a difference between the right auxiliary power and
the left auxiliary power and the inclined surface correction value.

[INDUSTRIAL APPLICABILITY]

[0092] The invention can be applied to electrically assisted wheelchairs configured to assist the travel of the wheelchair
according to the operation of hand rims of left and right wheels by a user and control methods therefor in general.

[REFERENCE SIGN LIST]

[0093]

1 ...electrically assisted wheelchair
2L, 2R...wheel
3...frame (wheelchair body)
5...seat (wheelchair body)
13L...left hand rim
13R...right hand rim
21L, 21R...drive motor
30L...left wheel controller
30R...right wheel controller
31...main control unit
41L, 41R...roll angle sensor (roll angle detecting unit)
319, 320...correcting unit
316...disturbance value correcting unit
317...disturbance value estimating unit
318H, 318M...LPF processing unit
321...first correcting unit
322...second correcting unit
323...third correcting unit
324...fourth correcting unit

Claims

1. An electrically assisted wheelchair, comprising:

a wheelchair body including a seat on which a user is seated;
a right driving unit configured to apply right auxiliary power to a right wheel rotating rightwardly of the seat by
the operation of a right hand rim by the user;
a left driving unit configured to apply left auxiliary power to a left wheel rotating leftwardly of the seat by the
operation of a left hand rim by the user; and
a control unit configured to calculate an assist value for the right wheel and the left wheel and determine the
right auxiliary power and the left auxiliary power;
wherein the control unit:

obtains an inclination assist value by correcting the assist value when a road surface is inclined in a left-
right direction of the seat and performs a downhill turning preventing operation of causing the wheelchair
body to travel straight by applying the right auxiliary power and the left auxiliary power corresponding to
the inclination assist value; and
adjusts the right auxiliary power and the left auxiliary power by correcting the inclination assist value ac-
cording to a hand rim operation of the user to operate at least one of the right hand rim and the left hand
rim in the downhill turning preventing operation.
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2. The electrically assisted wheelchair according to claim 1, wherein the control unit:

estimates a disturbance value in a turning direction of the wheelchair body based on a difference between
torques applied to the right hand rim and the left hand rim by the hand rim operation, a difference between the
left auxiliary power and the right auxiliary power and a yaw angular velocity of the wheelchair body and obtains
the inclination assist value by correcting the assist value based on the disturbance value; and
makes the disturbance value smaller when the hand rim operation is present.

3. The electrically assisted wheelchair according to claim 2, wherein:
the control unit corrects the disturbance value according to the presence or absence of the hand rim operation.

4. The electrically assisted wheelchair according to claim 3, wherein:
the control unit applies a low pass filter processing to the corrected disturbance value based on the difference
between the torques applied to the right hand rim and the left hand rim by the hand rim operation and the yaw
angular velocity of the wheelchair body.

5. The electrically assisted wheelchair according to any one of claims 2 to 4, wherein:
the control unit corrects the disturbance value by correcting at least one of the difference between the torques
applied to the right hand rim and the left hand rim and the difference between the right auxiliary power and the left
auxiliary power.

6. The electrically assisted wheelchair according to claim 5, wherein:
the control unit makes a correction by multiplying at least one of the difference between the torques applied to the
right hand rim and the left hand rim and the difference between the right auxiliary power and the left auxiliary power
by a correction coefficient smaller than 1 and larger than zero.

7. The electrically assisted wheelchair according to claim 5, wherein the control unit:

calculates a correction coefficient equal to or smaller than 1 and larger than zero based on the torque applied
to the right hand rim, the torque applied to the left hand rim, the right auxiliary power and the left auxiliary power;
and
makes a correction by multiplying at least one of the difference between the torques applied to the right hand
rim and the left hand rim and the difference between the right auxiliary power and the left auxiliary power by
the correction coefficient.

8. The electrically assisted wheelchair according to claim 5, wherein:
the control unit applies a low pass filter processing to at least one of the difference between the torques applied to
the right hand rim and the left hand rim and the difference between the right auxiliary power and the left auxiliary
power based on the difference between the torques applied to the right hand rim and the left hand rim by the hand
rim operation and the yaw angular velocity of the wheelchair body.

9. The electrically assisted wheelchair according to claim 1, wherein the control unit:

obtains the inclination assist value by feedback controlling the assist value using wheel speeds in a turning
direction; and
corrects at least one of a difference between torques applied to the right hand rim and the left hand rim, a
difference between the right auxiliary power and the left auxiliary power and the feedback controlled assist value.

10. The electrically assisted wheelchair according to claim 9, further comprising a roll angle detecting unit configured
to detect a roll angle of the wheelchair body,
wherein the control unit:

obtains the inclination assist value by feedforward controlling the assist value based on an inclined surface
correction value corresponding to the roll angle detected by the roll angle detecting unit; and
corrects at least one of the difference between the torques applied to the right hand rim and the left hand rim,
the difference between the right auxiliary power and the left auxiliary power, the feedback controlled assist value
and the inclined surface correction value.
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11. The electrically assisted wheelchair according to claim 1, further comprising a roll angle detecting unit configured
to detect a roll angle of the wheelchair body,
wherein the control unit:

obtains the inclination assist value by feedforward controlling the assist value based on an inclined surface
correction value corresponding to the roll angle detected by the roll angle detecting unit; and
corrects at least one of a difference between torques applied to the right hand rim and the left hand rim, a
difference between the right auxiliary power and the left auxiliary power and the inclined surface correction value.

12. A control method for an electrically assisted wheelchair configured to assist a travel of a wheelchair body by calculating
an assist value according to an operation of a right hand rim and a left hand rim rightwardly and leftwardly of a seat
of the wheelchair body by a user seated on the seat and respectively applying right auxiliary power and left auxiliary
power corresponding to the assist value to a right wheel and a left wheel, comprising:

obtaining an inclination assist value by correcting the assist value when a road surface is inclined in a left-right
direction of the seat;
performing a downhill turning preventing operation of causing the wheelchair body to travel straight on the
inclined road surface by applying the right auxiliary power and the left auxiliary power corresponding to the
inclination assist value; and
correcting the inclination assist value according to a hand rim operation of the user to operate at least one of
the right hand rim and the left hand rim in the downhill turning preventing operation.
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