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(54) SERVER AND COMPUTER PROGRAM

(57) A server 10 may acquire condition data indicat-
ing an aggregation condition from a setting terminal 70
(S40), and store the same in a memory (S42). Then, eve-
ry time device data is acquired from a device 60, the
server 10 may store the acquired data in the memory
(S50 to S56, S64, S66). The server 10 may execute par-
tial aggregation in accordance with the device data stored
in the memory and the aggregation condition indicated
by the condition data, and create partially aggregated
data (S60, S70). The server 10 may store the created
partially aggregated data in the memory (S62, S72). In
a case where a browsing request is acquired from a
browsing terminal, the server 10 may use the partially
aggregated data in the memory to create browsing data,
and supplie the same to the browsing terminal.
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Description

TECHNICAL FIELD

[0001] The technique disclosed in the description here-
in relates to a server configured to acquire data from a
device, and create and supply browsing data based on
the acquired data.

BACKGROUND ART

[0002] For example, "Rediscover M2M" in Nikkei Elec-
tronics 1-6-2014 (hereinbelow termed Non-Patent Liter-
ature 1) describes a system that monitors operating
states of construction machinery, a system that monitors
operating states of elevators, a system that collects sales
result information of vending machines, and the like as
examples of a system using an M2M (abbreviation of
Machine To Machine) communication.

SUMMARY OF INVENTION

TECHNICAL PROBLEM

[0003] In each of the systems of Non-Patent Literature
1, each device (construction machine, elevator, vending
machine, etc.) supplies a server with information indicat-
ing its operating state. The server creates a database
using the data collected from the respective devices. The
server uses data in the database to create browsing data
for browsing in response to a request from a management
device that manages the respective devices, and sup-
plies the created browsing data to the management de-
vice. Due to this, a user of the management device (for
example, an administrator of the system) can acknowl-
edge the operating states of the respective devices and
the like.
[0004] In a system as above, when a number of devices
being management targets becomes large, burden on
the server upon creating the browsing data becomes
high, and a long time may be required to create the brows-
ing data in some cases.
[0005] The description herein provides a technique
that can create browsing data in a short period of time,
and that can reduce burden on a server.
[0006] One aspect of the present teachings relates to
a server for acquiring device data from each of a plurality
of devices and storing the acquired device data in a mem-
ory. The server may comprise a device data acquiring
unit, a device data storing unit, a partial aggregating unit,
a partially aggregated data storing unit, a request acquir-
ing unit, a browsing data creating unit, and a browsing
data supplying unit. The device data acquiring unit may
be configured to acquire the device data from each of
the plurality of devices. Each of the device data may in-
clude device specifying information for specifying corre-
sponding one of the plurality of devices which is a supply
source of the device data. The device data storing unit

may be configured to store the acquired device data in
the memory in accordance with a predetermined style.
The predetermined style may include stronghold infor-
mation related to installed locations of the plurality of de-
vices and term information related to operating terms of
the plurality of devices. The partial aggregating unit may
be configured to aggregate a part of stored data in ac-
cordance with a preset aggregation condition and create
partially aggregated data, and the stored data is the de-
vice data which are acquired from each of the plurality
of devices and stored in the memory. The partially ag-
gregated data storing unit may be configured to store the
created partially aggregated data in the memory. The
request acquiring unit may be configured to acquire a
browsing request from the terminal device. The browsing
data creating unit may be configured to create browsing
data indicating occurrence states of respective events in
the plurality of devices by using the partially aggregated
data in the memory in a case where the browsing request
is acquired. The browsing data supplying unit may be
configured to supply the created browsing data to the
terminal device.
[0007] Here, the "terminal device" includes a setting
terminal for a user to create form data and a browsing
terminal for the user to browse the browsing data. Fur-
ther, the "device specifying information" is not limited to
information unique to each device for specifying this de-
vice, and includes other arbitrary information which can
unambiguously specify this device. Further, the "prede-
termined style" includes both a preset style and a style
set by the user. Further, the "preset aggregation condi-
tion" includes any aggregation condition regardless of at
which timing and by whom it is set. For example, the
aggregation condition may automatically be set accord-
ing to states of the devices. The "memory", the "server",
and the "terminal device" may be configured as one in-
tegral device, or may be configured separately. In a case
where the "memory", the "server", and the "terminal de-
vice" are configured separately, at least one of them may
be communicably connected via a communication net-
work and the like. The "browsing data" may include any
data so long as the data is created using the partially
aggregated data, and it is not limited to image informa-
tion. The image information may be created by the ter-
minal device that receives the browsing data.
[0008] According to the above configuration, the server
creates the partially aggregated data in accordance with
the preset aggregation condition, and when the server
acquires the browsing request from the terminal device,
it uses the partially aggregated data in the memory to
create the browsing data, and supplies the created
browsing data to the terminal device. That is, by having
created the partially aggregated data in accordance with
the preset aggregation condition, the server simply needs
to create the browsing data using the partially aggregated
data upon the creation of the browsing data. Due to this,
burden upon creating the browsing data can be reduced.
Due to this, the server can supply the terminal device
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with the browsing data within a short period of time. Thus,
according to the aforementioned server, the browsing
data can be created within a short period of time, and the
burden on the server can be reduced.
[0009] A controlling method, a computer program, and
a computer-readable recording medium storing the com-
puter program for realizing the aforementioned server
are also novel and useful. Further, a communication sys-
tem comprising the aforementioned server, plurality of
devices, and terminal device is also novel and useful.

BRIEF DESCRIPTION OF DRAWING

[0010]

FIG. 1 shows a configuration of a communication
system.

FIG. 2 shows a sequence chart (1) of an operation
overview of the communication system.

FIG. 3 shows a sequence chart (2) of the operation
overview of the communication system.

FIG. 4 shows an example of a creating procedure of
device data.

FIG. 5 shows an example of the device data.

FIG. 6 shows an example of a template data display
screen.

FIG. 7 shows an example of a setting screen.

FIG. 8 shows an example of inputted template data.

FIG. 9 shows a continuation of the example of the
inputted template data.

FIG. 10 shows a relational table of kitchen appliance
type.

FIG. 11 shows a relational table of kitchen appliance.

FIG. 12 shows a relational table of company master.

FIG. 13 shows a relational table of store group mas-
ter.

FIG. 14 shows a relational table of store master.

FIG. 15 shows a relational table of store.

FIG. 16 shows a relational table of installed device.

FIG. 17 shows a relational table of device-collected
data.

FIG. 18 shows an example of an aggregation con-
dition setting screen.

FIG. 19 shows an example of condition data.

FIG. 20 shows an example of a data browsing
screen.

[0011] Some of the features characteristic to below-
described embodiment will herein be listed. It should be
noted that the respective technical elements are inde-
pendent of one another, and are useful solely or in com-
binations. The combinations thereof are not limited to
those described in the claims as originally filed.
[0012] (Feature 1) The partial aggregating unit may fur-
ther aggregate, every specific period of time, data related
to corresponding devices for each of a plurality of strong-
holds corresponding to the stronghold information, each
of a plurality of term segments corresponding to the term
information, and each of combinations thereof, and cre-
ate the partially aggregated data.
[0013] According to the above configuration, the server
creates the partially aggregated data, every specific pe-
riod of time, for each of the plurality of strongholds, each
of the plurality of term segments, and each of combina-
tions thereof. Due to this, even if a new aggregation con-
dition is set, such as a case where the aggregation con-
dition has been changed, the server can create the par-
tially aggregated data in accordance with this new ag-
gregation condition within a short period of time.
[0014] (Feature 2) The aggregation condition may in-
clude information indicating a specific stronghold speci-
fied by a user among a plurality of strongholds corre-
sponding to the stronghold information. The partial ag-
gregating unit may aggregate data related to one or more
devices installed at the specific stronghold among the
stored data, and create the partially aggregated data.
[0015] According to the above configuration, the server
creates the partially aggregated data that aggregated the
data related to the one or more devices installed at the
specific stronghold. The server can create the browsing
data related to the specific stronghold within a short pe-
riod of time.
[0016] (Feature 3) The server may further comprise a
screen data supplying unit configured to supply the ter-
minal device with setting screen data for displaying a
setting screen for setting the aggregation condition; a
condition data acquiring unit configured to acquire, from
the terminal device, condition data indicating the aggre-
gation condition that is set in accordance with the setting
screen represented by the setting screen data; and a
condition data storing unit configured to store the ac-
quired condition data in the memory. The partial aggre-
gating unit may create the partially aggregated data in
accordance with the aggregation condition indicated by
the condition data stored in the memory.
[0017] According to the above configuration, the user
can set the aggregation condition in accordance with the
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setting screen. Due to this, the user can relatively easily
set the aggregation condition.
[0018] (Feature 4) The aggregation condition may in-
clude an exclusion condition indicating a condition that
does not require aggregation. The partial aggregating
unit may create the partially aggregated data by exclud-
ing data corresponding to the exclusion condition from
the stored data upon creating the partially aggregated
data.
[0019] According to the above configuration, the server
creates the partially aggregated data by excluding the
data corresponding to the exclusion condition that does
not require aggregation. Due to this, the server does not
need to aggregate unnecessary data. Burden on the
server can further be reduced.
[0020] (Feature 5) The browsing request may include
a browsing condition specified by a user. The browsing
data creating unit may create the browsing data in ac-
cordance with the browsing condition included in the
browsing request by using the partially aggregated data
in the memory in a case where the browsing request is
acquired.
[0021] According to the above configuration, the server
creates the browsing data using the partially aggregated
data in the memory in accordance with the browsing con-
dition included in the browsing request. That is, the server
can supply the terminal device with the browsing data in
accordance with the browsing condition desired by the
user within a short period of time.
[0022] (Feature 6) In a case where the user specifies
a first browsing condition, the request acquiring unit may
acquire a first browsing request including the first brows-
ing condition from the terminal device. In a case where
the first browsing request is acquired, the browsing data
creating unit may create first browsing data in accord-
ance with the first browsing condition. In a case where
the user further specifies a second browsing condition
different from the first browsing condition after the user
has specified the first browsing condition, the request
acquiring unit may acquire a second browsing request
including the second browsing condition from the termi-
nal device. In a case where the second browsing request
is acquired, the browsing data creating unit may create
second browsing data in accordance with the second
browsing condition.
[0023] According to the above configuration, even if
the browsing condition that the user specified has been
changed, the server can create new browsing data in
accordance with the new and changed browsing condi-
tion and supply the same to the terminal device.

(Embodiment)

(Configuration of Communication System 2; FIG. 1)

[0024] As shown in FIG. 1, a communication system 2
comprises a server 10, a plurality of devices 60, a setting
terminal 70, and a browsing terminal 80. The plurality of

devices 60, the setting terminal 70, and the browsing
terminal 80 are each configured to be capable of com-
municating with the server 10. In the example of FIG. 1,
the plurality of devices 60 includes a microwave oven
60a, an oven 60b, and a dishwasher 60c, for example.
In this embodiment, the plurality of devices 60 belongs
to a specific user, for example. The specific user is a
kitchen appliance manufacturer, who is a vendor of the
plurality of devices 60.
[0025] Further, although not shown, the communica-
tion system 2 further includes a plurality of devices, a
setting terminal, and a browsing terminal belonging to a
user who is different from the specific user (hereinbelow
referred to as "other user"). These devices, setting ter-
minal, and browsing terminal belonging to the other user
are also configured to be capable of communicating with
the server 10. That is, the communication system 2 of
the present embodiment can be said as including a first
system for the specific user to manage the plurality of
devices 60 using the server 10, and a second system for
the other user to manage the plurality of devices belong-
ing to this other user using the server 10. In this case,
the first system includes the plurality of devices 60, the
server 10, the setting terminal 70, and the browsing ter-
minal 80. The second system includes the plurality of
devices (not shown) belonging to the other user, the serv-
er 10, and the setting terminal and the browsing terminal
(not shown) belonging to the other user.

(Plurality of Devices 60)

[0026] As above, the plurality of devices 60 includes
the microwave oven 60a, the oven 60b, and the dish-
washer 60c. The plurality of devices 60 includes de-
vice(s) other than the above devices that is not shown.
Hereinbelow, each of the devices that are included in the
plurality of devices 60 (for example, the microwave oven
60a) may simply be termed "device 60". Each of the plu-
rality of devices 60 stores a device unique number for
specifying this device. Further, each of the plurality of
devices 60 can supply device data to the server 10. Here,
the "device data" is data including device specifying in-
formation (that is, the device unique number) for speci-
fying its corresponding device which is a supply source
of the device data (hereinbelow, termed a specific de-
vice), type information indicating a type of an event that
occurs in this specific device, and time information indi-
cating time of the occurrence of the event in the specific
device.

(Server 10)

[0027] The server 10 comprises a communication in-
terface (hereinbelow referred to as "communication I/F")
12 and a control unit 14. The communication I/F 12 is an
interface for communicating with external devices (for
example, the plurality of devices 60, the setting terminal
70, and the browsing terminal 80). The control unit 14
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comprises a CPU 20 and a memory 22. The CPU 20
executes various processes in accordance with a pro-
gram 24 stored in the memory 22. The memory 22 is
constituted of a ROM, a RAM, a hard disk, and the like.
[0028] The memory 22 stores the program 24 as
above, template data 26, and user data 28.
[0029] The template data 26 is data for setting a style
for storing the device data that the server 10 is to acquire
from the devices (for example, the devices 60) of users
using the server 10 (for example, the specific user) in the
memory 22 of the server 10. In other words, the template
data may be expressed as being data for inputting meta-
data related to each event occurring in the devices. The
user who uses the server 10 accesses the server 10 and
inputs information in accordance with the template data
26, and thereby can set the style for storing the device
data in the memory 22 of the server 10 (that is, form data
can be stored in the memory 22). Detailed contents of
the template data 26 and detailed contents of the form
data will be described later in detail.
[0030] The user data 28 includes various types of data
related to the specific user’s management of the plurality
of devices 60. Although not shown, the memory 22 also
stores other user data related to the other user’s man-
agement of the devices belonging to the other user. How-
ever, hereinbelow, explanation will be given only for the
user data 28 related to the specific user.
[0031] The user data 28 includes form data 32, device
data 38, partially aggregated data 39, and condition data
40. The form data 32 includes inputted template data 34
and master data 36.
[0032] The form data 32 (that is, the inputted template
data 34 and the master data 36) is data acquired from
the setting terminal 70. That is, the specific user accesses
the server 10 using the setting terminal 70 and inputs
information in accordance with the aforementioned tem-
plate data 26, by which the inputted template data 34 and
the master data 36 can be created. The inputted template
data 34 includes information indicating a stronghold
structure related to installed locations of the plurality of
devices 60 (that is, stronghold information). The master
data 36 includes information related to device(s) installed
in each of a plurality of strongholds indicated by the
stronghold information. Examples of the inputted tem-
plate data 34 (see FIGS. 8 and 9) and the master data
36 (see FIGS. 10 to 17) will be described later in detail.
The form data 32 as above indicates the style for storing
the device data acquired from the plurality of devices 60
in the memory 22. Further, the style indicated by the form
data 32 also indicates a hierarchical levels structure for
browsing the device data acquired from the plurality of
devices 60. When the form data 32 as above is acquired
from the setting terminal 70, the CPU 20 of the server 10
stores the acquired form data 32 in the memory 22.
[0033] The device data 38 is data that is created as a
result of having stored the respective device data ac-
quired from the plurality of devices 60 via the communi-
cation I/F 12 in the memory 22 in accordance with the

style indicated by the form data 32. The device data 38
of FIG. 1 may include a large number of device data. In
other words, the device data 38 of FIG. 1 can be ex-
pressed as being a cluster of the respective device data
acquired from the plurality of devices 60.
[0034] The partially aggregated data 39 is data created
as a result of having partially aggregated a part of the
device data 38 in the memory 22 in accordance with the
condition data 40 to be described later. The partially ag-
gregated data 39 may include a large number of partially
aggregated data. In other words, the partially aggregated
data 39 of FIG. 1 can be expressed as being a cluster of
a plurality of partially aggregated data created by the CPU
20.
[0035] The condition data 40 is data acquired from the
setting terminal 70. The specific user accesses the server
10 using the setting terminal 70 and specifies a desired
aggregation condition in accordance with a setting
screen (see FIG. 18) displayed in the setting terminal 70,
by which the condition data 40 indicating the aggregation
condition as specified by the user can be created. Here,
the aggregation condition is a condition for partially ag-
gregating a part of the device data 38. The condition data
40 may include a plurality of condition data. In other
words, the condition data 40 of FIG. 1 can be expressed
as being a cluster of the plurality of condition data ac-
quired from the setting terminal 70.

(Setting Terminal 70, Browsing Terminal 80)

[0036] The setting terminal 70 is a terminal device such
as a PC of the specific user, for example. The browsing
terminal 80 is a terminal device such as a tablet terminal
of the specific user, for example. The setting terminal 70
and the browsing terminal 80 both comprise an operation
unit, a display unit, and a control unit that are not shown.
The setting terminal 70 and the browsing terminal 80 are
each configured to be capable of communicating with the
server 10 via a network that is not shown. In this embod-
iment, the setting terminal 70 and the browsing terminal
80 are configured as separate terminals. However, no
limitation is made thereto, and in a variant, the setting
terminal 70 and the browsing terminal 80 may be config-
ured as one terminal.

(Overview of Operation of Communication System 2; 
FIGS. 2 and 3)

[0037] Next, an overview of operations of the respec-
tive constituent elements of the communication system
2 will be described with reference to FIGS. 2 and 3.
[0038] FIG. 2 shows the overview of operations of the
respective constituent elements in a case where the serv-
er 10 acquires the form data and the condition data from
the setting terminal 70, and thereafter acquires the device
data from the devices 60.
[0039] The setting terminal 70 accesses the server 10
in accordance with an instruction from the specific user,
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and supplies a template request to the server 10 (S10).
[0040] When the template request is acquired, the
CPU 20 of the server 10 supplies the setting terminal 70
with the template data 26 in the memory 22 (S12).
[0041] When the template data is acquired from the
server 10, the setting terminal 70 displays a template
data display screen in the display unit (S14). Contents
of the template data display screen will be described later
in detail (see FIG. 6). The specific user operates the op-
eration unit of the setting terminal 70 to input information
in accordance with the template data (S16). As a result,
the inputted template data (see FIGS. 8 and 9) and the
master data (see FIGS. 10 to 17) are created. The setting
terminal 70 supplies the server 10 with the created input-
ted template data and master data (that is, the form data)
(S18).
[0042] When the form data is acquired from the setting
terminal 70, the CPU 20 of the server 10 stores the ac-
quired form data in the memory 22 (S20) (see sign 32 in
FIG. 1).
[0043] After this, the setting terminal 70 accesses the
server 10 in accordance with an instruction of the specific
user and supplies the server 10 with a setting screen
request for displaying an aggregation condition setting
screen (see FIG. 18) (S30).
[0044] When the setting screen request is acquired
from the setting terminal 70, the CPU 20 of the server 10
creates setting screen data using the inputted template
data 34 in the memory 22 (S32). That is, contents of the
setting screen data created in S32 change depending on
contents of the inputted template data 34. The CPU 20
supplies the created setting screen data to the setting
terminal 70 (S34).
[0045] When the setting screen data is acquired from
the server 10, the setting terminal 70 displays the aggre-
gation condition setting screen (see FIG. 18) in the dis-
play unit (S36). Contents of the aggregation condition
setting screen will be described later in detail. The spe-
cific user sets an aggregation condition in accordance
with the aggregation condition setting screen (S38). As
a result, condition data including the aggregation condi-
tion set by the specific user is created. The setting ter-
minal 70 supplies the created condition data to the server
10 (S40).
[0046] When the condition data is acquired from the
setting terminal 70, the CPU 20 of the server 10 stores
the acquired condition data in the memory 22 (S42). Due
to this, the condition data 40 of FIG. 1 is created in the
memory 22.
[0047] After this, the devices 60 supply the server 10
with the device data each time an event (such as power
turning on, heating started, abnormal operation, etc.) oc-
curs in the devices 60 (S50, S54). As described above,
each of the device data includes the device unique
number for specifying the device 60, the type information
indicating the type of the occurred event, and the time
information indicating the occurrence time of the oc-
curred event. A method by which the devices 60 create

the device data and contents of the device data will be
described later in detail with reference to FIGS. 4 and 5.
[0048] Every time the device data are acquired from
the devices 60, the CPU 20 of the server 10 stores the
acquired device data in the memory 22 (S52, S56). In
storing the acquired device data in the memory 22, the
CPU 20 stores the same in accordance with the style
indicated by the form data 32 stored in the memory 22.
Due to this, the device data 38 of FIG. 1 is created in the
memory 22.
[0049] Further, the CPU 20 of the server 10 aggregates
the device data that are included in the device data 38
every hour in accordance with the aggregation condition
indicated by the condition data 40 in the memory 22
(S60). By so doing, the partially aggregated data in ac-
cordance with the aggregation condition is created. Here-
inbelow, the aggregation of the device data executed in
S60 (that is, the aggregation of the device data that is
executed every hour in accordance with the aggregation
condition) may in some cases be referred to as partial
aggregation. Further, in S60, in a case where a plurality
of condition data 40 is stored in the memory 22, the CPU
20 executes the partial aggregation in accordance with
the aggregation conditions indicated by the respective
condition data. In this case, a plurality of partially aggre-
gated data is created. The CPU 20 stores the created
partially aggregated data in the memory 22 (S62). Due
to this, the partially aggregated data 39 of FIG. 1 is cre-
ated in the memory 22.
[0050] After this, during the time until an hour elapses
again, each device 60 supplies the server 10 with the
device data every time an event occurs therein (S64).
[0051] Every time the device data are acquired from
the devices 60, the CPU 20 of the server 10 stores the
acquired device data in the memory 22 (S66).
[0052] After this, when an hour elapses since the pre-
vious partial aggregation (S60), the CPU 20 of the server
10 executes the partial aggregation of S60 again (S70).
By so doing, the partially aggregated data in accordance
with the aggregation condition indicated by the condition
data 40 in the memory 22 is created (updated). The CPU
20 stores the created partially aggregated data in the
memory 22 (S62).
[0053] Further, the CPU 20 of the server 10 aggregates
the device data included in the device data 38 every day
(every 24 hours) for all of the term segments and for all
of the strongholds included in the inputted template data
34 and for combinations thereof (S80). That is, in S80,
the CPU 20 executes the partial aggregation for every
pattern for each of the term segments and each of the
strongholds included in the inputted template data 34,
and for the combinations thereof. The term segments,
the strongholds, and the combinations thereof may be
termed as "hierarchical levels". Hereinbelow, the aggre-
gation executed in S80 (that is, the partial aggregation
for every pattern including the term segments and the
strongholds included in the inputted template data 34,
and the combinations thereof) will be termed "collective
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aggregation". By the collective aggregation being exe-
cuted in S80, the partially aggregated data corresponding
to every pattern for the term segments and the strong-
holds included in the inputted template data 34, and the
combinations thereof (that is, to all of the hierarchical
levels) are created. The CPU 20 stores the created par-
tially aggregated data in the memory 22 (S82).
[0054] As described above, in the present embodi-
ment, the partially aggregated data in accordance with
the aggregation condition indicated by the condition data
40 in the memory 22 is created once every hour. Mean-
while, the partially aggregated data corresponding to the
all hierarchical levels are created every day.
[0055] Next, an overview of operations of the respec-
tive constituent elements in a case where the server 10
acquires a browsing request from the browsing terminal
80 and supplies the browsing terminal 80 with browsing
data will be described with reference to FIG. 3. In an
example below, a case where respective processes of
FIG. 3 are executed after terminating the respective proc-
esses of FIG. 2 will be described.
[0056] The browsing terminal 80 accesses the server
10 in accordance with an instruction of the specific user,
and sends the browsing request to the server 10 (S100).
The browsing request includes information that indicates
a browsing condition (for example, the term segments of
operating terms of the devices 60 (that is, year, month,
week, etc.), the strongholds of the devices 60 (that is,
installed area, store, etc.), and combinations thereof) un-
der which the browsing terminal 80 requests to browse
the data.
[0057] When the browsing request is acquired from the
browsing terminal 80, the CPU 20 of the server 10 creates
the browsing data that indicates occurrence states of re-
spective events in the device 60 based on the respective
device data included in the device data 38 (see FIG. 1)
in the memory 22, the form data 32, and the browsing
condition included in the acquired browsing request
(S102). At this occasion, the CPU 20 crates the browsing
data indicating the occurrence states of the events cor-
responding to a hierarchical level indicated by the brows-
ing condition (for example, the occurrence states of the
events for each installed area). Further, upon creating
the browsing data, the CPU 20 uses the partially aggre-
gated data that had been created in advance (that is, the
partially aggregated data 39). Since the CPU 20 creates
the browsing data using the already-created partially ag-
gregated data, there is no need to create the browsing
data by executing aggregation of the data after having
acquired the browsing request. Due to this, burden on
the CPU 20 upon creating the browsing data can be mit-
igated. Further, the CPU 20 can create the browsing data
within a short period of time after having acquired the
browsing request from the browsing terminal 80 and sup-
ply the same to the browsing terminal 80. The specific
user does not have to wait for a long time.
[0058] What sort of information is to be included in the
browsing data changes depending on the contents of the

device data included in the device data 38, the contents
of the form data 32, and the contents of the browsing
request. For example, the browsing data created by the
CPU 20 may include a number of a second event (for
example, a number of incidents where a value in a tem-
perature sensor becomes equal to or greater than 100°C)
that occurred in the devices 60 during a period from when
a first event (for example, heating start operation) occurs
until when the first event occurs again.
[0059] After having created the browsing data, the
CPU 20 supplies the created browsing data to the brows-
ing terminal 80 (S104).
[0060] When the browsing data is acquired from the
server 10, the browsing terminal 80 displays a data
browsing screen (see FIG. 20) in the display unit in ac-
cordance with the acquired browsing data (S106). The
specific user can perform a new browsing request oper-
ation in the data browsing screen by changing the brows-
ing condition (for example, the stronghold of which data
is to be browsed). In this case, the browsing terminal 80
supplies a browsing request including this new browsing
condition to the server 10 (S110).
[0061] When the new browsing request is acquired
from the browsing terminal 80, the CPU 20 of the server
10 creates new browsing data based on the device data
included in the device data 38, the form data 32, and the
new browsing condition included in the acquired brows-
ing request (S112). The CPU 20 supplies the created
browsing data to the browsing terminal 80 (S114).
[0062] When the browsing data is acquired from the
server 10, the browsing terminal 80 displays the data
browsing screen in the display unit in accordance with
the acquired browsing data (S116). As above, the brows-
ing terminal 80 can acquire the browsing data corre-
sponding to the browsing request from the server 10, and
display the same in the display unit (S106, S116). The
specific user can acknowledge the occurrence states of
the respective events in the devices 60 by viewing the
data browsing screen displayed based on the browsing
data. Further, by supplying the server 10 with a browsing
request by changing its browsing condition (that is, the
hierarchical level), the occurrence states of the respec-
tive events under various conditions can be acknowl-
edged. As a result, the specific user can appropriately
manage the devices 60.

(Device Data Creating Procedure; FIGS. 4 and 5)

[0063] A procedure by which each of the devices 60
creates the device data will be described with reference
to FIG. 4. FIG. 4 shows an example in which two types
of events, namely a type A and a type B, occur in this
device 60. As shown in FIG. 4, in a case where a specific
event (A1 in FIG. 4) occurs, the device 60 specifies a
type of the specific event (A) and an occurrence time of
the specific event (t1). The device 60 associates the de-
vice unique number (1001) of itself, the type information
indicating the type of the specific event, and the time
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information indicating the occurrence time of the specific
event. As a result, as shown in FIG. 5, the device data
in which the device unique number, the type information,
and the time information are associated is created.
[0064] The device 60 creates its device data by proce-
dure that is same as above when an event occurs after
the specific event. Each of the devices 60 supplies the
server 10 with their device data as created. Due to this,
for example, communication burden on the devices 60
can be mitigated as compared to a case of supplying the
server 10 with information indicating event occurrence
states in inverse second units.

(Template Data Display Screen; FIG. 6)

[0065] The template data display screen (see S14 of
FIG. 2) that is displayed in the setting terminal 70 in ac-
cordance with the template data supplied by the server
10 will be described with reference to FIG. 6.
[0066] FIG. 6 shows the template data display screen
in an initial state. The template data display screen in the
initial state includes a tree structure including respective
items of date 102, day of the week 104, month 106, year
108, and calendar 110. When a "+" mark indicated next
to each item is selected, data in the corresponding item
is expanded. Although not shown, for example, when "+"
next to the date 102 is selected, respective items of date
number and date name are displayed. The items of the
date 102, the day of the week 104, the month 106, the
year 108, and the calendar 110 are items for browsing
the occurrence states of events in the plurality of devices
60 on a specific date, on a specific day of the week, in a
specific month, in a specific year, and in a specific cal-
endar, respectively.

(Setting Screen; FIG. 7)

[0067] In a case where a predetermined item adding
operation is performed or an operation to select one of
the displayed items is performed in the template data
display screen of FIG. 6, a setting screen shown in FIG.
7 is displayed next to the tree structure shown in FIG. 6.
The setting screen is also a screen displayed in accord-
ance with the template data. The setting screen of FIG.
7 includes a table in which items, values, and types are
associated.
[0068] In a column of items, items such as "Name",
"DispName", "ValueType", "ValueRule", "TargetType",
and "Signal Number" are inputted in advance. In a column
of values, information (letters and numbers) correspond-
ing to the respective items can be inputted. In a column
of types, attributes of the information inputted to the col-
umn of values are displayed in letters. In the column of
values, the specific user (as well as the other user, the
same applies hereafter) can input information corre-
sponding to the respective items.
[0069] "Name" is a data name of an item displayed on
the template data display screen. The name indicated by

"Name" is a unique name that is not identical with other
names. The specific user can input a desired name, such
as "Company", in the column of values corresponding to
"Name". When the input is performed to the column of
values, the column of types is inputted with information
indicating text information.
[0070] "DispName" is a name with which the item is
displayed (displayed name). The specific user can input
a desired displayed name, such as "Company", in the
column of values corresponding to "DispName". When
the input is performed to the column of values, the column
of types is inputted with information indicating the text
information.
[0071] "ValueType" indicates a type of event (such as
signal, numerical value, text information, etc.) corre-
sponding to the item. For example, in the devices 60,
various types of events occur. The devices 60 output
predetermined information each time an event occurs.
For example, each device 60 outputs a pulse signal in a
case where an event, such as turning on or off of power,
starting a heating operation, and an abnormal operation,
occurs therein. The pulse signal includes a one-time type
signal as well as a signal of type that switches between
high and low. Further, in the devices 60, there may be
cases where an event of outputting a predetermined nu-
merical value and text information, such as a detection
value of a sensor (such as temperature), a model type,
an ID and the like, occurs. The specific user can input a
value such as "0", "1", and "2" in the column of values
corresponding to "ValueType". Here, the values such as
"0", "1", and "2" correspond to respective types of "signal"
and "numerical value". When the input is performed to
the column of values, the column of types is inputted with
information indicating integer information, for example.
[0072] "ValueRule" indicates a rule related to the infor-
mation corresponding to the type inputted to "Value-
Type". Specifically speaking, it indicates whether the in-
formation outputted from the devices can be added or
not. For example, in a case where the information out-
putted from the devices 60 is a pulse signal and numerical
value information indicating a monetary sum, the number
of the pulse signal and the value indicated by the numer-
ical value can be added. Further, even if the information
outputted from the devices 60 is a numerical value, in a
case where it is a unique value such as a numerical value
indicating a model type, the value thereof cannot be add-
ed. The user can input a value such as "0", "1", and "2"
in the column of values corresponding to "ValueRule".
Here, the respective values inputted to the column of
values correspond to "non-addable", "addable", and
"unique value". When the input is performed to the col-
umn of values, the column of types is inputted with infor-
mation indicating integer information.
[0073] "TargetType" indicates a relationship in an ac-
tual database structure shown by a tree structure. For
example, it indicates a relationship in which a stronghold
concept corresponding to a second item is present under
a stronghold hierarchical level corresponding to a first
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item, and the like. The user can input a value such as
"0", "1", and "2" in the column of values corresponding
to "TargetType". Here, the respective values inputted to
the column of values correspond to "no stronghold is
present in a lower hierarchical level (corresponding to an
item)", "a stronghold is present in the lower hierarchical
level", and "an item of a database table is present in the
lower hierarchical level", respectively. The column of
types is inputted with information indicating integer infor-
mation.
[0074] "Signal Number" indicates a signal type number
defining the device data acquired from each device. By
having "Signal Number" defined, the device data defined
by the signal type number is set to a database item value.
For example, for each device, unique signal type num-
bers are allocated, such as "5" for "signal from sensor A"
and "6" for "signal from sensor B". In an event where
device data are acquired from the devices regarding the
database item corresponding to the item having the
above values defined, the server 10 cumulates a number
of events indicated by the signal type number, and up-
dates the same each time it changes.
[0075] The items are displayed in the template data
display screen by the specific user inputting necessary
information in the setting screen of FIG. 7. The displayed
names of the items are the names inputted to "Disp-
Name". Further, the items are displayed at positions cor-
responding to the values inputted to "TargetType".
[0076] As above, the specific user can add items to the
template data display screen by causing the setting
screen to be displayed and inputting the necessary in-
formation. As a result, a tree structure as desired by the
user can be formed.
[0077] Further, as described above, the specific user
can also cause the setting screen to be displayed by se-
lecting an already-set item. In this case, the specific user
can change the set contents of the item in the displayed
setting screen.
[0078] Thus, the specific user can create the inputted
template data and the master data (that is, the form data)
by inputting the necessary information in the template
data display screen of FIG. 6 and the setting screen of
FIG. 7 based on the template data.
[0079] The setting screen shown in FIG. 7 is merely
an example. The setting screen in a variant may include
other items.

(Example of Form Data; FIGS. 8 to 17)

[0080] Next, an example of the form data created by
the specific user, who is the user of the setting terminal
70, inputting information in accordance with the template
data will be described with reference to FIGS. 8 to 17.
Among the form data shown in FIGS. 8 to 17, FIGS. 8
and 9 correspond to the inputted template data (that is,
the tree structure created by the specific user (that is, the
stronghold hierarchical level structure)), and FIGS. 10 to
17 correspond to the master data.

[0081] FIGS. 8 and 9 show a screen to be displayed
on the display unit of the setting terminal 70 in accordance
with the inputted template data. As shown in FIG. 8, the
inputted template data includes the respective items of
the date 102, the day of the week 104, the month 106,
the year 108, and the calendar 110, similarly to the tem-
plate data display screen in the initial state (FIG. 6). Fur-
ther, as shown in FIGS. 8 and 9, the inputted template
data includes respective items of kitchen appliance type
120, kitchen appliance 140, and term 160. The term 160
includes respective items of company master 170, store
group master 180, store master 200, and store 220 as
its lower hierarchical levels. The store 220 includes re-
spective items of installed device 240 and device-collect-
ed data 260 as its hierarchical lower levels.
[0082] Since the respective items of the date 102, the
day of the week 104, the month 106, the year 108, and
the calendar 110 in FIG. 8 are same as those in the tem-
plate data display screen in the initial state (FIG. 6), the
detailed description thereof will be omitted.
[0083] The kitchen appliance type 120 of FIG. 8 in-
cludes respective items of device type number and de-
vice type name as its lower hierarchical levels. As shown
in FIG. 10, the device type number and the device type
name are associated in the kitchen appliance type 120.
In FIG. 10, for example, the device type number "1" in-
dicates the device type name "oven".
[0084] Further, the kitchen appliance 140 of FIG. 8 in-
cludes respective items of the device unique number, the
device type number, device name, and manufacturer. In
the kitchen appliance 140, as shown in FIG. 11, the de-
vice unique number, the device type number, the device
name, and the manufacturer are associated. In FIG. 11,
for example, the device unique number "1001", the de-
vice type number "1", the name "kiln oven", and the man-
ufacturer "T-Electronics" are associated.
[0085] Further, as described above, the term 160 of
FIG. 9 includes the respective items of the company mas-
ter 170, the store group master 180, the store master
200, and the store 220 as its lower hierarchical levels.
The company master 170 includes respective items of
company number and company name. In the company
master 170, as shown in FIG. 12, the company number
and the company name are associated. In FIG. 12, for
example, the company number "1" indicates the compa-
ny name "S-Cafe".
[0086] Further, the store group master 180 of FIG. 9
includes respective items of the company number, store
group number, and store group name. In the store group
master 180, as shown in FIG. 13, the company number,
the store group number, and the store group name are
associated. In FIG. 13, for example, in the company given
the company number "1", the store group number "12"
corresponds to the store group name "Kanto". Relation-
ships between the store group number and the store
group name may be in common among plural companies.
That is, as shown in FIG. 13, in a company given the
company number "2" as well, the store group number
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"12" thereof corresponds to the store group name "Kan-
to".
[0087] Further, the store master 200 of FIG. 9 includes
respective items of store number and store name. In the
store master 200, as shown in FIG. 14, the store number
and the store name are associated. In FIG. 14, for ex-
ample, the store number "170" indicates the store name
"S-Cafe: Marunouchi Store".
[0088] Further, the store 220 of FIG. 9 includes respec-
tive items of the store number and the store group
number. In the store 220, as shown in FIG. 15, the store
number and the store group number are associated. In
FIG. 15, for example, the store group number "12" and
the store number "170" are associated.
[0089] Further, as described above, the store 220 of
FIG. 9 includes the respective items of the installed de-
vice 240 and the device-collected data 260 as its lower
hierarchical levels. The installed device 240 includes re-
spective items of the device unique number, starting date
of use, repair date, and end date of use. In the installed
device 240, as shown in FIG. 16, the device unique
number, the starting date of use, the repair date, and the
end date of use are associated.
[0090] Further, the device-collected data 260 of FIG.
9 includes respective items of the device unique number,
cumulative value of a signal A, cumulative value of a sig-
nal B, and cumulative value of a signal C. In the device-
collected data 260, as shown in FIG. 17, the device
unique number, the cumulative value of the signal A, the
cumulative value of the signal B, and the cumulative value
of the signal C are associated. The cumulative value of
the signal A, the cumulative value of the signal B, and
the cumulative value of the signal C respectively indicate
cumulative values of respective events that occur in the
plurality of devices 60 (that is, total of occurrence number
of each event).
[0091] Further, in FIGS. 8 and 9, as shown by an arrow
270, the device unique number of the installed device
240 and the device unique number of the kitchen appli-
ance 140 are associated. Similarly, the device unique
number of the device-collected data 260 is also associ-
ated with the device unique number of the kitchen appli-
ance 140. Due to this, for example, when a device unique
number is selected during when the occurrence states
of the events for each installed device are browsed in the
browsing terminal 80, the occurrence states of the events
for each kitchen appliance can be browsed. In this case,
a screen for browsing the occurrence states of the events
for each installed device and a screen for browsing the
occurrence states of the events for each kitchen appli-
ance both are provided with the item related to the device
unique number. Generally, the association indicated by
the arrow 270 in FIGS. 8 and 9 is called "relation" in some
cases.
[0092] Other than the above, as shown by an arrow
280 of FIG. 9, the store group number of the store 220
and the store group number of the store group master
180 are associated. Further, as shown by an arrow 285,

the store number of the store 220 and the store number
of the store master 200 are associated.
[0093] The example of the form data was described
with reference to FIGS. 8 to 17. As above, when the form
data is created, the setting terminal 70 supplies the cre-
ated form data to the server 10 (see S18 of FIG. 2). The
CPU 20 of the server 10 stores the form data in the mem-
ory 22 (see S20 of FIG. 2 and reference sign 32 of FIG. 1).
[0094] In the above example, the example in which the
specific user, who is the user of the setting terminal 70,
inputs the information in accordance with the template
data to create the form data has been described. No lim-
itation is made thereto, and the same applies to a case
where the other user, who is the user of other setting
terminal that is not shown, creates form data. However,
in this case, contents of the created form data differ from
the contents of the form data for the specific user de-
scribed in FIGS. 8 to 17.

(Condition Setting Screen; FIG. 18)

[0095] Next, an example of the aggregation condition
setting screen (S36) displayed in accordance with the
setting screen data (S34 of FIG. 2) will be described with
reference to FIG. 18. When the setting screen data is
acquired from the server 10, the setting terminal 70 dis-
plays the aggregation condition setting screen shown in
FIG. 18 on the display unit (see S34, S36 of FIG. 2).
[0096] In the aggregation condition setting screen of
FIG. 18, item groups 400, 420 for setting an aggregation
condition to be used upon causing the server 10 to exe-
cute the partial aggregation (S60, S70 of FIG. 2) are dis-
played. The item group 400 includes a term selection
column 402, a stronghold selection column 404, and a
scheme selection column 406.
[0097] When the specific user selects the term selec-
tion column 402, for example, a pulldown menu including
respective items of "date", "day of the week", "month",
"year", "calendar", "no setting" and the like is displayed.
The respective items displayed in the pulldown menu are
determined in accordance with the contents of the input-
ted template data 34 stored in the memory 22. In selecting
one of the items (for example, the "day of the week"), the
specific user can further select detailed items (for exam-
ple, "Monday", etc.).
[0098] Similarly, when the specific user selects the
stronghold selection column 404, for example, a pull-
down menu including respective items of "company",
"store group", "store", "shop", and the like is displayed.
The respective items displayed in the pulldown menu are
determined in accordance with the contents of the input-
ted template data 34 stored in the memory 22. In selecting
one of the items (for example, the "store group"), the
specific user can further select detailed items (for exam-
ple, "Kanto", etc.).
[0099] Similarly, when the specific user selects the
scheme selection column 406, a pulldown menu includ-
ing respective items of "AND", "OR", "NOT" is displayed.
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"AND" means to have an aggregation condition include
a criterion of satisfying both the condition of the item se-
lected in the term selection column 402 (for example,
"Monday") and the condition of the item selected in the
stronghold selection column 404 (for example, "Kanto").
"OR" means to have an aggregation condition include a
criterion of satisfying one of the condition of the item se-
lected in the term selection column 402 and the condition
of the item selected in the stronghold selection column
404. "NOT" means to have a search condition include a
criterion of excluding the condition of the item selected
in the term selection column 402 and the condition of the
item selected in the stronghold selection column 404.
[0100] The item group 420 also includes a term selec-
tion column 422, a stronghold selection column 424, and
a scheme selection column 426 similar to the columns
402 to 406 of the item group. The condition set in the
item group 400 and the condition set in the item group
420 are set in AND condition.
[0101] Further, in the aggregation condition setting
screen of FIG. 18, an item group adding button 430 and
a determining button 440 are further displayed. When
the specific user operates the item group adding button
430, an item group similar to the item groups 400, 420
is added. When the specific user operates the determin-
ing button 440, the aggregation condition including the
items set in the respective item groups is determined.
Due to this, the setting of the aggregation condition by
the specific user is completed. In this case, the setting
terminal 70 creates condition data indicating the set ag-
gregation condition (S38), and sends the created condi-
tion data to the server 10 (S40).

(Examples of Condition Data; FIG. 19)

[0102] Examples of the condition data will be described
with reference to FIG. 19. In FIG. 19, the examples of
two condition data: condition data C1 and C2 will be de-
scribed. The condition data C1 includes a first condition
of: "term: 2015", "stronghold: Kanto", and "scheme: AND"
(corresponding to the item group 400 of FIG. 18) and a
second condition of: "term: Monday", "stronghold: no set-
ting", and "scheme: NOT" (corresponding to the item
group 420 of FIG. 18). That is, the condition data of this
first example indicates an aggregation condition to "cre-
ate the partially aggregated data of the respective devic-
es located in the Kanto area in the year 2015, however,
the data for Mondays will be excluded from the partially
aggregated data".
[0103] Meanwhile, the condition data C2 only includes
a first condition of: "term: no setting", "stronghold: S-Cafe:
Marunouchi Store", and "scheme: AND" (corresponding
to the item group 400 of FIG. 18). That is, the condition
data of this second example indicates an aggregation
condition to "create the partially aggregated data of the
respective devices located in the S-Cafe: Marunouchi
Store".
[0104] In a case where the condition data C1, C2

shown in FIG. 19 are stored in the memory 22, the CPU
20 of the server 10 executes the partial aggregation in
accordance with the condition indicated by the condition
data C1 every hour, and stores the partially aggregated
data in the memory 22. Further, the CPU 20 executes
the partial aggregation in accordance with the condition
indicated by the condition data C2 every hour, and stores
the partially aggregated data in the memory 22. That is,
two types of partially aggregated data are stored in the
memory 22 every hour (see S60, S62 of FIG. 2).

(Example of Data Browsing Screen; FIG. 20)

[0105] Next, an example of the data browsing screen
displayed in the display unit of the browsing terminal 80
of the specific user in accordance with the browsing data
(see S104, S114 of FIG. 3) will be described with refer-
ence to FIG. 20. In this example, a case where the brows-
ing terminal 80 had inputted the browsing condition of
"microwave oven", "Kanto area", "S-Cafe", and "within
one month" in the browsing request is assumed. In this
case, the CPU 20 of the server 10 creates browsing data
based on the device data included in the device data 38
(see FIG. 1) in the memory 22, the form data 32 in the
memory 22, and the browsing condition (that is, "micro-
wave oven", "Kanto area", "S-Cafe", and "within one
month"), and supplies the same to the browsing terminal
80 (see S104, S114 of FIG. 3). When the browsing data
is acquired, the browsing terminal 80 displays the data
browsing screen shown in FIG. 18 on the display unit
(see S106, S116 of FIG. 3).
[0106] In the data browsing screen of FIG. 20, the store
and the numbers of occurrences of respective events
(state A, state B, and state C) are associated. For exam-
ple, in connection to "S-Café: Marunouchi Store", the
screen indicates that the state A occurred hundred times,
the state B occurred fifty times, and the state C occurred
forty times in one month. As above, the browsing terminal
80 can acquire the browsing data corresponding to the
browsing condition included in the browsing request from
the server 10, and display it in the display unit. By seeing
the data browsing screen displayed based on the brows-
ing data, the specific user can acknowledge the occur-
rence states of the respective events in the plurality of
devices 60 (see S106, S116 of FIG. 3). Further, by sup-
plying the server 10 with browsing requests by changing
the browsing conditions thereof, the occurrence states
of the respective events under various conditions can be
acknowledged. As a result, the specific user can suitably
manage the plurality of devices 60.
[0107] Although detailed description will not be given
for other data browsing screen that the other user dis-
plays in the display unit of its browsing terminal, the same
applies thereto as the case with the data browsing screen
based on the above browsing data (see FIG. 20).
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(Effects of Embodiment)

[0108] The communication system 2 of the present em-
bodiment was described above. As above, the CPU 20
of the server 10 executes the partial aggregation of the
device data included in the device data 38 (see FIG. 1)
every hour in accordance with the aggregation condition
indicated by the condition data to create the partially ag-
gregated data, and stores the same in the memory 22
(see S60, S62, S70, S72 of FIG. 2). Further, when the
browsing request is acquired from the browsing terminal
80, the CPU 20 uses the partially aggregated data in the
memory 22 to create the browsing data, and supplies the
created browsing data to the browsing terminal 80 (see
FIG. 3). That is, since the CPU 20 creates the browsing
data by using the partially aggregated data in the memory
22, the browsing data can be created in a short period
of time and be supplied to the browsing terminal 80. Thus,
according to the present embodiment, the server 10 can
create the browsing data within a short period of time,
and the burden on the server 10 upon the creation of the
browsing data can be reduced.
[0109] In order to reduce the burden on the server 10
upon the creation of the browsing data and to provide
the browsing data within a short period of time, employing
a configuration in which "the CPU 20 of the server 10
executes the collective aggregation each time the device
data is acquired from the device" may be considered, for
example. However, in a case of employing this configu-
ration, most part of the partially aggregated data for every
pattern created each time the device data is acquired
may become unnecessary data, having hardly any pos-
sibility of being used in the creation of the browsing data.
In this regard, according to the present embodiment as
aforementioned, the partial aggregation that the CPU 20
of the server 10 executes every hour selectively targets
only those in accordance with the aggregation condition
indicated by the condition data. Since the aggregation
condition is a condition set by the user, the possibility
that the user may wish to browse the data in accordance
with the browsing condition corresponding to the aggre-
gation condition in the future is high. Thus, according to
the present embodiment, creation of unnecessary par-
tially aggregated data can be suppressed.
[0110] Further, the CPU 20 of the server 10 executes
the collective aggregation every day to create the partially
aggregated data corresponding to all the hierarchical lev-
els, and stores the same in the memory 22 (S80, S82).
That is, the partially aggregated data corresponding to
all the hierarchical levels is stored in the memory 22 by
a relatively long cycle of every day (by a cycle that is at
least longer than a cycle for the execution of the partial
aggregation of S60, S70). Due to this, in the present em-
bodiment, even if the user has set a new aggregation
condition, such as a case where the specific user has
changed the aggregation condition, the server 10 can
create the partially aggregated data in accordance with
this new aggregation condition within a short period of

time. Further, in the present embodiment, since the col-
lective aggregation is executed only once a day, the bur-
den on the server 10 can be suppressed relatively low.
[0111] As shown in the condition data C1, C2 in FIG.
19, the aggregation condition includes the information
indicating the stronghold (for example, "Kanto", "S-Café:
Marunouchi Store", etc.). In this case, the CPU 20 of the
server 10 aggregates the partially aggregated data relat-
ed to the stronghold specified by the user. Thus, the serv-
er 10 can create the browsing data related to the strong-
hold specified by the user within a short period of time.
[0112] Further, in the present embodiment, when the
setting screen request (see S30 of FIG. 2) is acquired
from the setting terminal 70, the CPU 20 of the server 10
supplies the setting terminal 70 with the setting screen
data (S34 of FIG. 2). The specific user can specify the
aggregation condition in accordance with the aggrega-
tion condition setting screen (see FIG. 18) displayed in
the setting terminal 70. Due to this, the specific user can
relatively easily specify the aggregation condition.
[0113] Further, in the present embodiment, the aggre-
gation condition indicated by the condition data may in-
clude an exclusion condition that does not require aggre-
gation (that is, a condition including "scheme: NOT") in
some cases. In a case where the aggregation condition
includes the exclusion condition, the CPU 20 excludes
data corresponding to the exclusion condition to create
the partially aggregated data. Due to this, the server 10
does not need to aggregate unnecessary data. The bur-
den on the server 10 can further be reduced.

(Corresponding Relationships)

[0114] The setting terminal 70 and the browsing termi-
nal 80 are examples of "terminal device". The tree struc-
ture shown in FIGS. 8 and 9 is an example of "style in-
dicated by form data". The device unique number is an
example of "device specifying information". Each of the
device data included in the device data 38 of FIG. 1 is
an example of "stored data". Signs 170 to 220 of FIG. 9
are examples of "stronghold information". Signs 102 to
110 of FIG. 8 are examples of "term information". The
acquisitions of the device data in S50, S54, S64 are ex-
amples of process executed by "device data acquiring
unit". S52, S56, S66 are examples of process executed
by "device data storing unit". S60, S70 are examples of
process executed by "partial aggregating unit". S62, S72
are examples of process executed by "partially aggre-
gated data storing unit". The acquisitions of the browsing
request in S100, S110 are examples of process executed
by "request acquiring unit". S102, S112 are examples of
process executed by "browsing data creating unit". S104,
S114 are examples of process executed by "browsing
data supplying unit". S34 is an example of process exe-
cuted by "screen data supplying unit". The acquisition of
the condition data in S40 is an example of process exe-
cuted by "condition data acquiring unit". S42 is an exam-
ple of process executed by "condition data storing unit".
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[0115] Specific examples of the art disclosed herein
have been described in detail, however, these are mere
exemplary indications and thus do not limit the scope of
the claims. The art described in the claims include mod-
ifications and variations of the specific examples present-
ed above. For example, the following modifications may
be implemented.
[0116] (First Variant) Not being limited to every hour,
the CPU 20 may execute the partial aggregation in ac-
cordance with the aggregation condition indicated by the
condition data in the memory 22 at other timings. For
example, the CPU 20 may execute the partial aggrega-
tion in accordance with the aggregation condition indi-
cated by the condition data in the memory 22 every time
the device data is acquired from the device 60.
[0117] (Second Variant) Further, not being limited to
every day, the CPU 20 may execute the collective ag-
gregation at other timings (such as every three days). In
this case, a cycle by which the CPU 20 executes the
collective aggregation is preferably longer period of time
than a cycle by which the CPU 20 executes the partial
aggregation in accordance with the aggregation condi-
tion indicated by the condition data in the memory 22.
[0118] (Third Variant) In the scheme selection column
406 of FIG. 18, "NOT" may be unselectable. In this case,
the aggregation condition may not include the exclusion
condition.
[0119] Technical features described in the description
and the drawings may technically be useful alone or in
various combinations, and are not limited to the combi-
nations as originally claimed. Further, the art described
in the description and the drawings may concurrently
achieve a plurality of aims, and technical significance
thereof resides in achieving any one of such aims.

Claims

1. A server for acquiring device data from each of a
plurality of devices and storing the acquired device
data in a memory, the server comprising:

a device data acquiring unit configured to ac-
quire the device data from each of the plurality
of devices, each of the device data including de-
vice specifying information for specifying corre-
sponding one of the plurality of devices which is
a supply source of the device data;
a device data storing unit configured to store the
acquired device data in the memory in accord-
ance with a predetermined style, the predeter-
mined style including stronghold information re-
lated to installed locations of the plurality of de-
vices and term information related to operating
terms of the plurality of devices;
a partial aggregating unit configured to aggre-
gate a part of stored data in accordance with a
preset aggregation condition and create partially

aggregated data, the stored data being the de-
vice data which are acquired from each of the
plurality of devices and stored in the memory;
a partially aggregated data storing unit config-
ured to store the created partially aggregated
data in the memory;
a request acquiring unit configured to acquire a
browsing request from the terminal device;
a browsing data creating unit configured to cre-
ate browsing data indicating operating states in
the plurality of devices by using the partially ag-
gregated data in the memory in a case where
the browsing request is acquired; and
a browsing data supplying unit configured to
supply the created browsing data to the terminal
device.

2. The server as in claim 1, wherein
the partial aggregating unit further aggregates, every
specific period of time, data related to corresponding
devices for each of a plurality of strongholds corre-
sponding to the stronghold information, each of a
plurality of term segments corresponding to the term
information, and each of combinations thereof, and
creates the partially aggregated data.

3. The server as in claim 1 or 2, wherein
the aggregation condition includes information indi-
cating a specific stronghold specified by a user
among a plurality of strongholds corresponding to
the stronghold information, and
the partial aggregating unit aggregates data related
to one or more devices installed at the specific
stronghold among the stored data, and creates the
partially aggregated data.

4. The server as in any of claims 1 to 3, further com-
prising:

a screen data supplying unit configured to sup-
ply the terminal device with setting screen data
for displaying a setting screen for setting the ag-
gregation condition;
a condition data acquiring unit configured to ac-
quire, from the terminal device, condition data
indicating the aggregation condition that is set
in accordance with the setting screen represent-
ed by the setting screen data; and
a condition data storing unit configured to store
the acquired condition data in the memory,
wherein the partial aggregating unit creates the
partially aggregated data in accordance with the
aggregation condition indicated by the condition
data stored in the memory.

5. The server as in any of claims 1 to 4, wherein
the aggregation condition includes an exclusion con-
dition indicating a condition that does not require ag-
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gregation, and
the partial aggregating unit creates the partially ag-
gregated data by excluding data corresponding to
the exclusion condition from the stored data upon
creating the partially aggregated data.

6. The server as in any of claims 1 to 5, wherein
the browsing request includes a browsing condition
specified by a user, and
the browsing data creating unit creates the browsing
data in accordance with the browsing condition in-
cluded in the browsing request by using the partially
aggregated data in the memory in a case where the
browsing request is acquired.

7. The server as in claim 6, wherein
in a case where the user specifies a first browsing
condition, the request acquiring unit acquires a first
browsing request including the first browsing condi-
tion from the terminal device,
in a case where the first browsing request is ac-
quired, the browsing data creating unit creates first
browsing data in accordance with the first browsing
condition,
in a case where the user further specifies a second
browsing condition different from the first browsing
condition after the user has specified the first brows-
ing condition, the request acquiring unit acquires a
second browsing request including the second
browsing condition from the terminal device, and
in a case where the second browsing request is ac-
quired, the browsing data creating unit creates sec-
ond browsing data in accordance with the second
browsing condition.

8. A computer program for a server for acquiring device
data from each of a plurality of devices and storing
the acquired device data in a memory, wherein
the server comprises a computer, and
the computer program causes the computer to per-
form:
a device data acquiring process for acquiring the de-
vice data from each of the plurality of devices, each
of the device data including device specifying infor-
mation for specifying corresponding one of the plu-
rality of devices which is a supply source of the de-
vice data;
a device data storing process for storing the acquired
device data in the memory in accordance with a pre-
determined style, the predetermined style including
stronghold information related to installed locations
of the plurality of devices and term information relat-
ed to operating terms of the plurality of devices;
a partial aggregating process for aggregating a part
of stored data in accordance with a preset aggrega-
tion condition and creating partially aggregated data,
the stored data being the device data which are ac-
quired from each of the plurality of devices and stored

in the memory;
a partially aggregated data storing process for stor-
ing the created partially aggregated data in the mem-
ory;
a request acquiring process for acquiring a browsing
request from the terminal device;
a browsing data creating process for creating brows-
ing data indicating operating states in the plurality of
devices by using the partially aggregated data in the
memory, in a case where the browsing request is
acquired; and
a browsing data supplying process for supplying the
created browsing data to the terminal device.
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