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(54) FUEL CELL SYSTEM AND FUEL CELL CONTROL METHOD

(57) In a fuel cell system, a preceding-stage fuel cell
(10) and a following-stage fuel cell (11) are connected
via a fuel flow path (16). The fuel cell system includes a
reformer (12) that supplies reformed gas to the preced-
ing-stage fuel cell (10); an acquisition unit (S2) that ac-
quires the amount of heat generation and the amount of
heat absorption of the preceding-stage fuel cell (10); and

a control unit (20) that controls at least one of the amount
of current of the preceding-stage fuel cell (10), the flow
rate of air to be supplied to the reformer (12), and the
temperature of the preceding-stage fuel cell (10) if the
amount of heat absorption acquired by the acquisition
unit (S2) is larger than the amount of heat generation
acquired by the acquisition unit (S2).
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Description

TECHNICAL FIELD

[0001] The present invention relates to a fuel cell sys-
tem and a fuel cell control method.

BACKGROUND ART

[0002] Typical solid electrolyte fuel cells require a time
to raise their temperatures at cold start. Conventional
fuel cell systems have therefore been mainly used as a
stationary type, which is not frequently cold-started.
There are, however, many demands for applying fuel cell
systems to mobile objects such as vehicles. Patent Lit-
erature 1 proposes a multi-stage fuel cell stack including
a small fuel cell stack and a large fuel cell stack to achieve
both fast start-up and large output required by a mobile
object.

CITATION LIST

PATENT LITERATURE

[0003] Patent Literature 1: European Patent No.
1507302

SUMMARY OF INVENTION

TECHNICAL PROBLEM

[0004] Meanwhile, in Patent Literature 1, fuel pipes of
the small fuel cell stack and the large fuel cell stack are
cascaded. Thus, the small fuel cell stack, situated at the
preceding stage, is supplied with whole reformed gas to
be used in the entire fuel cell system. Consequently, a
large amount of methane contained in the reformed gas
causes a large endothermic reaction during power gen-
eration of the small fuel cell stack, making it difficult to
maintain the temperature of the small fuel cell stack. It is
therefore necessary to heat the air to be used for power
generation to or above the operating temperature of the
small fuel cell stack. The problem of this is that the power
generation efficiency of the whole fuel cell system de-
creases.
[0005] The present invention has been made in view
of the above problem, and an object thereof is to provide
a fuel cell system and a fuel cell control method capable
of achieving enhanced power generation efficiency by
reducing introduction of fuel for heating air to be used for
power generation.

SOLUTION TO PROBLEM

[0006] A fuel cell system according to one aspect of
the present invention: reforms fuel and supplies reformed
gas to a preceding-stage fuel cell; acquires an amount
of heat generation and an amount of heat absorption of

the preceding-stage fuel cell; and controls at least one
of an amount of current of the preceding-stage fuel cell,
a flow rate of air to be supplied to a reformer, and tem-
perature of the preceding-stage fuel cell if the acquired
amount of heat absorption is larger than the acquired
amount of heat generation.

ADVANTAGEOUS EFFECTS OF INVENTION

[0007] According to the present invention, it is possible
to achieve enhanced power generation efficiency by re-
ducing introduction of fuel for heating air to be used for
power generation.

BRIEF DESCRIPTION OF DRAWINGS

[0008]

[Fig. 1] Fig. 1 is a diagram of the configuration of a
fuel cell system according to a first embodiment of
the present invention.
[Fig. 2] Fig. 2 is a diagram of a map referred to by
the fuel cell system and illustrating the correlation
between reforming efficiency ηref and O2/C accord-
ing to the first embodiment of the present invention.
[Fig. 3] Fig. 3 is a diagram of a map referred to by
the fuel cell system and illustrating the correlation
between an amount of heat absorption QDR and (O2
+ I1N1/4F)/C according to the first embodiment of the
present invention.
[Fig. 4] Fig. 4 is a diagram of a map referred to by
the fuel cell system and illustrating the correlation
between power generation efficiency ηFC and
I1N1/(I1N1 + I2N2) according to the first embodiment
of the present invention.
[Fig. 5] Fig. 5 is a diagram of a map referred to by
the fuel cell system and illustrating the correlation
between an amount of heat generation Q1 and
I1N1/(I1N1 + I2N2) according to the first embodiment
of the present invention.
[Fig. 6] Fig. 6 is a flowchart describing an example
of the operation of the fuel cell system 1 according
to the first embodiment of the present invention.
[Fig. 7] Fig. 7 is a flowchart describing an example
of the operation of the fuel cell system 1 according
to the first embodiment of the present invention.
[Fig. 8] Fig. 8 is a diagram of a map referred to by a
fuel cell system according to a second embodiment
of the present invention and illustrating the correla-
tion between the power generation efficiency ηFC
and I1N1/(I1N1 + I2N2).
[Fig. 9] Fig. 9 is a diagram of a map illustrating the
correlation between the amount of heat absorption
QDR and (O2 + I1N1/4F)/C according to the second
embodiment of the present invention.
[Fig. 10] Fig. 10 is a diagram of a map illustrating the
correlation between the power generation efficiency
ηFC and I1N1/(I1N1 + I2N2) according to the second
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embodiment of the present invention.
[Fig. 11] Fig. 11 is a diagram of a map illustrating the
correlation between the amount of heat generation
Q1 and I1N1/(I1N1 + I2N2) according to the second
embodiment of the present invention.
[Fig. 12] Fig. 12 is a flowchart describing an example
of the operation of the fuel cell system 1 according
to the second embodiment of the present invention.
[Fig. 13] Fig. 13 is a flowchart describing the example
of the operation of the fuel cell system 1 according
to the second embodiment of the present invention

DESCRIPTION OF EMBODIMENTS

[0009] Embodiments of the present invention will be
described below with reference to the drawings. In the
illustration of the drawings, identical parts will be denoted
by identical reference signs, and description thereof will
be omitted.

[First Embodiment]

[0010] The configuration of a fuel cell system 1 accord-
ing to a first embodiment will be described with reference
to Fig. 1. As illustrated in Fig. 1, the fuel cell system 1
includes a preceding-stage fuel cell 10 including an an-
ode 10a and a cathode 10b, a following-stage fuel cell
11 including an anode 11a and a cathode 11b, and a
reformer 12. Reformed gas discharged from the reformer
12 is supplied to the anode 10a and further supplied to
the anode 11a via a fuel flow path 16 as well.
[0011] The fuel cell system 1 also includes a fuel pump
13 that supplies new raw fuel to the reformer 12, an air
blower 14 that supplies air to the reformer 12, the cathode
10b, and the cathode 11b, a load 15 connected to the
preceding-stage fuel cell 10 and the following-stage fuel
cell 11, and a control unit 20. The fuel cell system 1 further
includes a temperature sensor S1 that detects tempera-
ture Tref of the reformer 12, a sensor S2 (acquisition unit)
that detects temperature T1 of the preceding-stage fuel
cell 10, and a temperature sensor S3 that detects tem-
perature T2 of the following-stage fuel cell 11.
[0012] The preceding-stage fuel cell 10 and the follow-
ing-stage fuel cell 11 are each a solid oxide fuel cell
(SOFC), for example. The preceding-stage fuel cell 10
and the following-stage fuel cell 11 generate electric pow-
er by reacting the reformed gas supplied to the anode
10a and the anode 11a with the air supplied to the cath-
ode 10b and the cathode 11b, and supply this electric
power to the load 15.
[0013] The reformer 12 reforms steam supplied from
an evaporator (not illustrated), the new raw fuel supplied
from the fuel pump 13, and the air supplied from the air
blower 14 by using a catalytic reaction, and supplies the
fuel thus reformed (reformed gas containing hydrogen
gas) to the anode 10a. In doing so, the reformer 12 also
supplies the reformed gas to be used at the anode 11a
of the following-stage fuel cell 11 to the anode 10a at the

same time.
[0014] The control unit 20 is a device that performs
overall control on fuel cell system 1 and is, for example,
a computer including a CPU, an ROM, an RAM, a data
bus connecting them to each other, and input-output in-
terfaces. The control unit 20 is connected to the fuel pump
13, the air blower 14, the load 15, and the temperature
sensors S1 to S3. Upon acquiring required output of the
load 15, the control unit 20 acquires the detection signals
of the temperature sensors S1 to S3. Using the acquired
detection signals, the control unit 20 outputs control sig-
nals to the fuel pump 13 and the air blower 14 to control
the amount of fuel to be discharged from the fuel pump
13 and the amount of air to be discharged from the air
blower 14. The control unit 20 then supplies electric pow-
er satisfying the required output of the load 15 from the
preceding-stage fuel cell 10 and the following-stage fuel
cell 11.
[0015] Moreover, the control unit 20 stores maps to be
used to control the fuel cell system 1. Specifically, the
control unit 20 stores maps illustrated in Figs. 2 to 5. The
maps illustrated in Figs. 2 to 5 will be described along
with a flowchart in Fig. 7 mentioned below.
[0016] Next, the operation of the fuel cell system 1 ac-
cording to the first embodiment of the present invention
with the above configuration will be described with refer-
ence to the flowcharts illustrated in Figs. 6 and 7. First,
the operation of the fuel cell system 1 will be schemati-
cally described with reference to Fig. 6.
[0017] In step S101, the control unit 20 acquires re-
quired output of the load 15.
[0018] In step S102, the control unit 20 sets an oper-
ation target for satisfying the required output of the load
15.
[0019] In step S103, the control unit 20 executes op-
eration of the preceding-stage fuel cell 10 and the follow-
ing-stage fuel cell 11 based on the operation target set
in step S102.
[0020] Next, details of the operation in step S102, il-
lustrated in Fig. 6, will be described with reference to Fig.
7.
[0021] In step S11, the control unit 20 detects the tem-
perature Tref of the reformer 12, the temperature T1 of
the preceding-stage fuel cell 10, and the temperature T2
of the following-stage fuel cell 11.
[0022] In step S12, the control unit 20 sets O2/C. O2/C
is the ratio of the molar flow rate of oxygen in the air to
be introduced into the reformer 12 to the molar flow rate
of carbon atoms in the new raw fuel to be introduced into
the reformer 12.
[0023] In step S13, the control unit 20 predicts reform-
ing efficiency ηref and the temperature Tref of the reformer
12 which are obtainable by introducing O2/C set in step
S12 into the reformer 12, by referring to the map illus-
trated in Fig. 2. As illustrated in Fig. 2, the reforming ef-
ficiency ηref decreases as O2/C increases. The reforming
efficiency ηref is expressed by equation (1).
[Math. 1] 
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where ΔHref is the amount of enthalpy change after re-
forming, and ΔH is the amount of enthalpy change at
introduction. For both of them, the definition of lower heat-
ing value is employed here as a scale for the enthalpy
change. The present case is not limited to this definition.
[0024] In step S14, the control unit 20 sets the temper-
ature T1 of the preceding-stage fuel cell 10.
[0025] In step S15, the control unit 20 sets current I1
of the preceding-stage fuel cell 10.
[0026] In step S16, the control unit 20 predicts an
amount of power generation P1 and an amount of heat
generation Q1 of the preceding-stage fuel cell 10 by using
the temperature T1 and the current I1 set in step S14 and
step S15.
[0027] The amount of heat generation Q1 will now be
described.
[0028] In the first embodiment, the reformed gas to be
used at the preceding-stage fuel cell 10 and the following-
stage fuel cell 11 is supplied to the anode 10a. In other
words, the reformed gas necessary for the power gen-
eration of the two fuel cells is supplied to the anode 10a.
The reformed gas contains methane, so that a large
amount of methane is supplied to the anode 10a.
[0029] When the preceding-stage fuel cell 10 gener-
ates electric power, oxide ions move through the elec-
trolyte in the preceding-stage fuel cell 10 in accordance
with the amount of current generated. Then, the reformed
gas, the oxide ions, and electrons react with each other,
thus resulting in an amount of heat generation Q1 equiv-
alent to the difference obtained by subtracting the electric
power from the heat of formation by the chemical reac-
tion. The amount of heat generation Q1 is expressed by
equation (2).
[Math. 2] 

where ΔH1 is the amount of enthalpy change of the fuel
used in the power generation of the preceding-stage fuel
cell 10.
[0030] On the other hand, the reformed gas, which is
determined by the operating temperature of the reformer
12 and the new raw fuel supplied, is subjected to internal
reforming inside the preceding-stage fuel cell 10 by the
operating temperature of the preceding-stage fuel cell 10
and the movement of the oxide ions. More specifically,
a large amount of methane and water introduced into the
preceding-stage fuel cell 10 cause a steam reforming
reaction, which produces hydrogen and CO. This reac-
tion is an endothermic reaction and results in an amount
of heat absorption QDR. If this amount of heat absorption
QDR exceeds the amount of heat generation Q1, the op-
erating point of the preceding-stage fuel cell 10 is shifted,

thereby lowering the efficiency of the whole fuel cell sys-
tem 1. The amount of heat absorption QDR is expressed
by equation (3).
[Math. 3] 

where ΔHout1 is the amount of enthalpy change of the
unused fuel at the exit of the preceding-stage fuel cell 10.
[0031] As illustrated in Fig. 3, there is a correlation be-
tween the amount of heat absorption QDR, and the ratio
of the molar flow rate of oxygen in the air to be introduced
into the reformer 12 to the molar flow rate of carbon atoms
in the new raw fuel to be introduced into the reformer 12
and the amount of oxygen I1/4F (F: Faraday constant) of
the oxide ions that move with the current I1, which is gen-
erated during power generation of the preceding-stage
fuel cell 10. Specifically, the amount of heat absorption
QDR decreases as an amount of air O2 to be introduced
into the reformer 12 or an amount of current I1N1 of the
preceding-stage fuel cell 10 increases. Thus, the control
unit 20 can decrease the amount of heat absorption QDR
by controlling the amount of air O2 or the amount of cur-
rent I1N1 of the preceding-stage fuel cell 10 with refer-
ence to the map illustrated in Fig. 3. Note that N1 is the
number of preceding-stage fuel cells 10 piled in the stack.
[0032] In step S17, the control unit 20 predicts an
amount of power generation P2 and current I2 of the fol-
lowing-stage fuel cell 11. Specifically, the control unit 20
predicts the amount of power generation P2 by subtract-
ing the amount of power generation P1 of the preceding-
stage fuel cell 10 from an amount of power generation P
of the whole fuel cell system 1. Moreover, the control unit
20 predicts the current I2 of the following-stage fuel cell
11 by using the predicted amount of power generation P2.
[0033] In step S18, the control unit 20 determines the
flow rate of the new raw fuel to be supplied to the reformer
12 by using the current I1, the current I2, and a fuel usage
ratio ηFU. The fuel usage ratio ηFU is the ratio of the new
raw fuel used for power generation to the fuel introduced
into the fuel cell system 1. The fuel usage ratio ηFU is
expressed by equation (4).
[Math. 4] 

where ΔHin is the total amount of enthalpy change of the
fuel used for the power generation. With ΔH1 as the
amount of enthalpy change of the fuel used for the power
generation of the preceding-stage fuel cell 10 and ΔH2
as the amount of enthalpy change of the fuel used for
the power generation of the following-stage fuel cell 11,
ΔHin is expressed by equation (5).
[Math. 5] 
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[0034] In step S19, the control unit 20 predicts the
amount of heat absorption QDR of the preceding-stage
fuel cell 10.
[0035] In step S20, the control unit 20 determines
whether or not the amount of heat generation Q1 is larger
than the amount of heat absorption QDR. If the amount
of heat generation Q1 is larger than the amount of heat
absorption QDR (Yes in step S20), the process proceeds
to step S21. On the other hand, if the amount of heat
generation Q1 is smaller than or equal to the amount of
heat absorption QDR (No in step S20), the process pro-
ceeds to step S24.
[0036] In step S21, the control unit 20 predicts system
efficiency ηS. The system efficiency ηS is an index indi-
cating the efficiency of the whole fuel cell system 1, and
a larger value indicates better efficiency. The system ef-
ficiency ηS is expressed by equation (6).
[Math. 6]

where ηFC is the power generation efficiency of the pre-
ceding-stage fuel cell 10 and the following-stage fuel cell
11. This power generation efficiency ηFC will be de-
scribed later. As described in the above equation (6), the
system efficiency ηS is represented as the product of the
reforming efficiency ηref, the power generation efficiency
ηFC, and the fuel usage ratio ηFU.
[0037] In step S22, the control unit 20 determines
whether or not the system efficiency ηS is highest within
a trial range. If the system efficiency ηS is highest (Yes
in step S22), the process proceeds to step S23. On the
other hand, if the system efficiency ηS is not highest (No
in step S22), the process proceeds to step S24.
[0038] In step S23, the control unit 20 stores the trial
result. Specifically, the control unit 20 records the set
O2/C, current I1, and temperature T1.
[0039] In step S24, the control unit 20 determines
whether or not the current I1 has been checked within an
entire predetermined range. If the current I1 has been
checked within the entire predetermined range (Yes in
step S24), the process proceeds to step S25. On the
other hand, if the current I1 has not been checked within
the entire predetermined range (No in step S24), the
process returns to step S15.
[0040] The predetermined range for the current I1 will
now be described.
[0041] As illustrated in Fig. 4, with the power genera-
tion efficiency ηFC along a vertical axis and with the ratio
of the amount of current I1N1 of the preceding-stage fuel
cell 10 to the total amount of current of the preceding-
stage fuel cell 10 and the following-stage fuel cell 11 (I1N1
+ I2N2) along a horizontal axis, the correlation between

the vertical axis and the horizontal axis represents a par-
abolic curve with a given peak. Note that N2 is the number
of following-stage fuel cells 11 piled in the stack. The
power generation efficiency ηFC is expressed by equa-
tion (7).
[Math. 7]

[0042] The power generation efficiency ηFC rises up to
the peak illustrated in Fig. 4 as the current I1 increases.
Also, there is a point before the peak at and above which
the amount of heat generation Q1 exceeds the amount
of heat absorption QDR. More specifically, as illustrated
in Fig. 5, there is a correlation in which the amount of
heat generation Q1 rises as the amount of current I1N1
increases, and there is a point at and above which the
amount of heat generation Q1 exceeds the amount of
heat absorption QDR. Thus, the control unit 20 searches
for the current I1 within a range within which the amount
of heat generation Q1 exceeds the amount of heat ab-
sorption QDR and the power generation efficiency ηFC is
high, by referring to the maps illustrated in Figs. 4 and 5.
[0043] Note that the amount of heat absorption QDR
decreases as the amount of current I1N1 increases, as
described with the map illustrated in Fig. 3, because the
amount of heat generation Q1 rises as the amount of
current I1N1 increases, as illustrated in the map of Fig. 5.
[0044] In step S25, the control unit 20 determines
whether or not the temperature T1 of the preceding-stage
fuel cell 10 has been checked within an entire predeter-
mined range. If the temperature T1 has been checked
within the entire predetermined range (Yes in step S25),
the process proceeds to step S26. If the temperature T1
has not been checked within the entire predetermined
range (No in step S25), the process returns to step S14.
[0045] It has been mentioned that in the map of Fig. 4
there is a point before the peak at and above which the
amount of heat generation Q1 exceeds the amount of
heat absorption QDR. In other words, this means that the
amount of heat generation Q1 falls below the amount of
heat absorption QDR in a range where the amount of cur-
rent I1N1 is small. In addition, the amount of heat gener-
ation Q1 falls below the amount of heat absorption QDR
when the amount of current I1N1 is small and the exit
temperature of the reformer 12 is lower than the temper-
ature T1 of the preceding-stage fuel cell 10. Thus, the
control unit 20 sets a predetermined range for the tem-
perature T1 of the preceding-stage fuel cell 10 in which
the temperature T1 is lower than the exit temperature of
the reformer 12, and searches for a temperature T1 at
which the amount of heat generation Q1 exceeds the
amount of heat absorption QDR.
[0046] In step S26, the control unit 20 determines
whether or not O2/C has been checked within an entire
predetermined range. If O2/C has been checked within
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the entire predetermined range (Yes in step S26), the
process proceeds to step S. On the other hand, if O2/C
has not been checked within the entire predetermined
range (No in step S26), the process returns to step S12.
The reforming efficiency ηref decreases as O2/C increas-
es, as illustrated in Fig. 2. On the other hand, the amount
of heat absorption QDR decreases as the O2/C increases,
as illustrated in Fig. 3. Thus, the control unit 20 searches
for O2/C at which the amount of heat generation Q1 ex-
ceeds the amount of heat absorption QDR and high effi-
ciency is obtained.
[0047] In step S27, the control unit 20 sets the O2/C,
current I1, and temperature T1 stored in step S23 as an
operating condition.
[0048] As described above, the fuel cell system 1 ac-
cording to the first embodiment can offer the following
advantageous effects.
[0049] The fuel cell system 1 predicts the amount of
heat generation Q1 and the amount of heat absorption
QDR of the preceding-stage fuel cell 10 and searches for
an operating point at which the amount of heat absorption
QDR falls below the amount of heat generation Q1, by
controlling at least one of the amount of current I1N1 of
the preceding-stage fuel cell 10, the flow rate of air to be
supplied to the reformer 12, and the temperature T1 of
the preceding-stage fuel cell 10. In this way, it is not nec-
essary to heat the air to be used for power generation to
make the amount of heat absorption QDR fall below the
amount of heat generation Q1. The fuel cell system 1 can
therefore be operated at high efficiency.
[0050] Also, the fuel cell system 1 sets the temperature
T1 of the preceding-stage fuel cell 10, the amount of cur-
rent I1N1 of the preceding-stage fuel cell 10, and the flow
rate of air to be supplied to the reformer 12 based on the
system efficiency ηS. In this way, the fuel cell system 1
can set an operating point with high efficiency and there-
fore be operated at high efficiency.
[0051] Also, the fuel cell system 1 increases the
amount of heat generation Q1 by increasing the amount
of current I1N1, to thereby decrease the amount of heat
absorption QDR. Specifically, the fuel cell system 1
searches for and sets a current I1 with which the amount
of heat generation Q1 exceeds the amount of heat ab-
sorption QDR. In this way, it is not necessary to heat the
air to be used for power generation to make the amount
of heat absorption QDR fall below the amount of heat
generation Q1. The fuel cell system 1 can therefore be
operated at high efficiency.

[Second Embodiment]

[0052] Next, a second embodiment of the present in-
vention will be described. A fuel cell system 1 according
to the second embodiment is identical to the above-de-
scribed first embodiment in the configuration but differs
in the method of calculating the operating condition. Spe-
cifically, while the first embodiment involves setting the
operating condition by referring the maps illustrated in

Figs. 3 to 6, the second embodiment involves setting the
operating condition by referring to maps illustrated in
Figs. 8 to 11 in addition to those in Figs. 3 to 6, as will be
discussed below. The operation of the fuel cell system
according to the second embodiment will be described
below in detail with reference flowcharts illustrated in
Figs. 12 and 13.
[0053] In step S51, the control unit 20 detects the tem-
perature Tref of the reformer 12, the temperature T1 of
the preceding-stage fuel cell 10, and the temperature T2
of the following-stage fuel cell 11.
[0054] In step S52, the control unit 20 sets O2/C to 0.
[0055] In step S53, the control unit 20 sets the temper-
ature T1 of the preceding-stage fuel cell 10 to the largest
possible value.
[0056] In step S54, the control unit 20 predicts the re-
forming efficiency ηref and the temperature Tref of the
reformer 12 which are obtainable by introducing O2/C set
in step S12 into the reformer 12, by referring to the map
illustrated in Fig. 2.
[0057] In step S55, the control unit 20 sets the current
I1 of the preceding-stage fuel cell 10 to 0.
[0058] In step S56, the control unit 20 predicts the
amount of power generation P1 and the amount of heat
generation Q1 of the preceding-stage fuel cell 10.
[0059] In step S57, the control unit 20 predicts the
amount of power generation P2 and the current I2 of the
following-stage fuel cell 11. Specifically, the control unit
20 predicts the amount of power generation P2 by sub-
tracting the amount of power generation P1 of the pre-
ceding-stage fuel cell 10 from the amount of power gen-
eration P of the whole fuel cell system 1. Moreover, the
control unit 20 predicts the current I2 of the following-
stage fuel cell 11 by using the predicted amount of power
generation P2.
[0060] In step S58, the control unit 20 determines the
flow rate of the new raw fuel to be supplied to the reformer
12 by using the current I1, the current I2, and the fuel
usage ratio ηFU.
[0061] In step S59, the control unit 20 predicts the
amount of heat absorption QDR of the preceding-stage
fuel cell 10.
[0062] In step S60, the control unit 20 determines
whether or not the amount of heat generation Q1 is larger
than the amount of heat absorption QDR. If the amount
of heat generation Q1 is larger than the amount of heat
absorption QDR (Yes in step S60), the process proceeds
to step S61. On the other hand, if the amount of heat
generation Q1 is smaller than or equal to the amount of
heat absorption QDR (No in step S60), the process pro-
ceeds to step S63.
[0063] In step S61, the control unit 20 determines
whether or not a gradient dηFC/dI1 is 0. If the gradient
dηFC/dI1 is 0 (Yes in step S61), the process proceeds to
step S67. On the other hand, if the gradient dηFC/dI1 is
not 0 (No in step S61), the process proceeds to step S62.
As illustrated in Fig. 8, the gradient dηFC/dI1 is the gra-
dient of the power generation efficiency ηFC with respect

9 10 



EP 3 346 531 A1

7

5

10

15

20

25

30

35

40

45

50

55

to the current I1 of the preceding-stage fuel cell 10.
[0064] In step S62, the control unit 20 determines
whether or not the gradient dηFC/dI1 is larger than 0. If
the gradient dηFC/dI1 is larger than 0 (Yes in step S62),
the process proceeds to step S63. On the other hand, if
the gradient dηFC/dI1 is smaller than or equal to 0 (No in
step S62), the process proceeds to step S67.
[0065] In step S63, the control unit 20 determines
whether or not the current I1 has been checked within an
entire predetermined range. If the current I1 has been
checked within the entire predetermined range (Yes in
step S63), the process proceeds to step S65. On the
other hand, if the current I1 has not been checked within
the entire predetermined range (No in step S63), the
process proceeds to step S64.
[0066] In step S64, the control unit 20 increases the
current I1 within the predetermined range, and the proc-
ess returns to step S56. When the gradient dηFC/dI1 is
not 0 but larger than 0 in step S62, it means that the
power generation efficiency ηFC gets closer to a peak as
the amount of current I1N1 increases, as illustrated in Fig.
8. Thus, if the current I1 has not been checked within the
predetermined range, the control unit 20 searches for a
current I1 which provides the peak illustrated in Fig. 8.
Meanwhile, the range to the right of (1) presented in Fig.
8 represents a range in which the amount of heat gen-
eration Q1 exceeds the amount of heat absorption QDR.
[0067] In step S65, the control unit 20 determines
whether or not O2/C has been checked within an entire
predetermined range. If O2/C has been checked within
the entire predetermined range (Yes in step S65), the
process proceeds to step S. On the other hand, if O2/C
has not been checked within the entire predetermined
range (No in step S73), the process proceeds to step S73.
[0068] In step S66, the control unit 20 determines
whether or not the temperature T1 of the preceding-stage
fuel cell 10 has been checked within an entire predeter-
mined range. If the temperature T1 has been checked
within the entire predetermined range (Yes in step S66),
the process proceeds to step S76. If the temperature T1
has not been checked within the entire predetermined
range (No in step S66), the process proceeds to step S75.
[0069] In step S67, the control unit 20 predicts the sys-
tem efficiency ηS. When the gradient dηFC/dI1 is 0 in step
S61, it means that the power generation efficiency ηFC
is highest, as illustrated in Fig. 8, so that the system ef-
ficiency ηS is high. Thus, the control unit 20 predicts the
system efficiency ηS. Also, when the gradient dηFC/dI1
is smaller than or equal to 0, it means that the power
generation efficiency ηFC is to the right of the peak, as
illustrated in Fig. 8. In this case, the system efficiency ηS
decreases as the amount of current I1N1 increases, but
there is still a range in which the system efficiency ηS is
high, depending on the amount of current I1N1. Thus, the
control unit 20 predicts the system efficiency ηS.
[0070] In step S68, the control unit 20 determines
whether or not the system efficiency ηS is highest within
a trial range. If the system efficiency ηS is highest (Yes

in step S68), the process proceeds to step S69. On the
other hand, if the system efficiency ηS is not highest (No
in step S68), the process proceeds to step S70.
[0071] In step S69, the control unit 20 stores the re-
sultant operating condition and system efficiency ηS.
[0072] In step S70, the control unit 20 determines
whether or not the gradient dηFC/dI1 is 0. If the gradient
dηFC/dI1 is 0 (Yes in step S70), the process proceeds to
step S76. On the other hand, if the gradient dηFC/dI1 is
not 0 (No in step S70), the process proceeds to step S71.
[0073] In step S71, the control unit 20 determines
whether or not the power generation efficiency ηFC is
higher than power generation efficiency ηFC2. The power
generation efficiency ηFC2 (second power generation ef-
ficiency) is power generation efficiency which is obtain-
able by using only the following-stage fuel cell 11 to gen-
erate electric power corresponding to the requested out-
put of the load 15 at the detected the temperature T2. If
the power generation efficiency ηFC is higher than the
power generation efficiency ηFC2 (Yes in step S71), the
process proceeds to step S72. On the other hand, if the
power generation efficiency ηFC is lower than or equal to
the power generation efficiency ηFC2 (No in step S71),
the process proceeds to step S74.
[0074] The control unit 20 determines whether or not
the power generation efficiency ηFC is higher than the
power generation efficiency ηFC2 in step S71 in order to
determine whether the operating condition falls in a range
(2) or range (3) illustrated in Fig. 8. The range (2) illus-
trated in Fig. 8 is a range in which the gradient dηFC/dI1
is smaller than 0 and the power generation efficiency ηFC
is higher than the power generation efficiency ηFC2. On
the other hand, the range (3) illustrated in Fig. 8 is a range
in which the gradient dηFC/dI1 is smaller than 0 and the
power generation efficiency ηFC is lower than the power
generation efficiency ηFC2.
[0075] If the operating condition falls in the range (2)
illustrated in Fig. 8, the control unit 20 increases the flow
rate of air to be supplied to the reformer 12, as will be
described later. This is because increasing the flow rate
of air to be supplied to the reformer 12 decreases the
amount of heat absorption QDR, as illustrated in Fig. 9.
[0076] On the other hand, if the operating condition
falls in the range (3) illustrated in Fig. 8, the power gen-
eration efficiency ηFC is lower than the power generation
efficiency ηFC2, and the efficiency of the whole fuel cell
system 1 will therefore be better if operated only with the
following-stage fuel cell 11. Thus, the control unit 20 low-
ers the temperature T1 of the preceding-stage fuel cell
10 to decrease the amount of power generation P1 and
the amount of heat absorption QDR of the preceding-
stage fuel cell 10.
[0077] In step S72, the control unit 20 determines
whether or not the amount of heat absorption QDR is larg-
er than 0. If the amount of heat absorption QDR is larger
than 0 (Yes in step S72), the process proceeds to step
S73. On the other hand, if the amount of heat absorption
QDR is smaller than or equal to 0 (No in step S72), the
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process proceeds to step S76.
[0078] In step S73, the control unit 20 increases O2/C
within a predetermined range, and the process returns
to step S54. More specifically, in step S73, since the op-
erating condition falls in the range (2) illustrated in Fig.
8, the control unit 20 increases O2/C to decrease the
amount of heat absorption QDR to search for an operating
condition with better efficiency.
[0079] In step S74, the control unit 20 determines
whether or not the temperature T1 of the preceding-stage
fuel cell 10 is higher than the temperature Tref of the re-
former 12. If the temperature T1 is higher than the tem-
perature Tref (Yes in step S74), the process proceeds to
step S75. On the other hand, if the temperature T1 is
lower than or equal to the temperature Tref (No in step
S74), the process proceeds to step S76.
[0080] In step S75, the control unit 20 lowers the tem-
perature T1 within a predetermined range, and the proc-
ess returns to step S54. As illustrated in Fig. 9, the amount
of heat absorption QDR decreases as the temperature T1
decreases. More specifically, the amount of heat absorp-
tion QDR decreases the further the temperature T1 falls
below the temperature Tref. Meanwhile, in Fig. 9, the tem-
perature T1 is highest when being equal to the temper-
ature T2, and the temperature T1 becomes lower the fur-
ther it shifts toward the bottom of the map illustrated in
Fig. 9.
[0081] Also, as illustrated in Fig. 10, the peak of the
power generation efficiency ηFC shifts such that the fur-
ther the temperature T1 falls below the temperature Tref,
the smaller the amount of current I1N1 is required for the
power generation efficiency ηFC to peak. Also, as illus-
trated in Fig. 10, the peak of the power generation effi-
ciency ηFC is higher than the power generation efficiency
ηFC2, and the range to the right of any of the arrows is a
range in which the amount of heat generation Q1 exceeds
the amount of heat absorption QDR. Specifically, as illus-
trated in Fig. 10, by lowering the temperature T1, the con-
trol unit 20 can search for an operating condition with
which the power generation efficiency ηFC is high and
the amount of heat generation Q1 is larger than the
amount of heat absorption QDR, with a small amount of
current I1N1.
[0082] Also, as illustrated in Fig. 11, the amount of heat
generation Q1 decreases as the temperature T1 decreas-
es, and the range to the right of any of the arrows is a
range in which the amount of heat generation Q1 exceeds
the amount of heat absorption QDR. Specifically, as illus-
trated in Fig. 11, although the amount of heat generation
Q1 decreases as the temperature T1 decreases, a range
in which the amount of heat generation Q1 exceeds the
amount of heat absorption QDR can be obtained with a
small amount of current I1N1. Thus, by lowering the tem-
perature T1, the control unit 20 searches for an operating
condition with which the amount of heat generation Q1
exceeds the amount of heat absorption QDR with a small
amount of current I1N1.
[0083] In step S76, the control unit 20 sets the O2/C,

the current I1, and the temperature T1 stored in step S69
as the operating condition.
[0084] As described above, the fuel cell system 1 ac-
cording to the second embodiment can offer the following
advantageous effects.
[0085] When the gradient dηFC/dI1 of the power gen-
eration efficiency ηFC with respect to the current I1 of the
preceding-stage fuel cell 10 is positive, the fuel cell sys-
tem 1 further increases the current I1 of the preceding-
stage fuel cell 10 to search for an operating point with
high power generation efficiency ηFC. In this way, the fuel
cell system 1 can set an operating point with high effi-
ciency and therefore be operated at high efficiency.
[0086] Also, when determining the operating condition,
the fuel cell system 1 sets the flow rate of air to be supplied
to the reformer 12 to 0 and checks the possible operating
temperature of the preceding-stage fuel cell 10 for oper-
ation from its highest temperature. Thus, the fuel cell sys-
tem 1 sets the operating condition by determining that
the point at which the gradient dηFC/dI1 is 0 is the point
at which the power generation efficiency ηFC is highest.
In this way, the fuel cell system 1 can set an operating
point with high efficiency and therefore be operated at
high efficiency.
[0087] Also, when the gradient dηFC/dI1 is negative,
further increasing the current I1 will lower the system ef-
ficiency ηS, and the fuel cell system 1 therefore predicts
the system efficiency ηS under the operating condition
at that point. If the predicted system efficiency ηS is high-
est within a trial range, the fuel cell system 1 sets this
operating condition. In this way, the fuel cell system 1
can set an operating point with high efficiency and there-
fore be operated at high efficiency.
[0088] Also, when the gradient dηFC/dI1 is negative
and the power generation efficiency ηFC is higher than
the power generation efficiency ηFC2, the fuel cell system
1 increases the flow rate of air to be supplied to the re-
former 12 to decrease the amount of heat absorption
QDR. By searching for an operating point at which the
amount of heat absorption QDR falls below the amount
of heat generation Q1 in this manner, it is not necessary
to heat the air to be used for power generation to make
the amount of heat absorption QDR fall below the amount
of heat generation Q1. The fuel cell system 1 can there-
fore be operated at high efficiency.
[0089] Also, when the gradient dηFC/dI1 is negative
and the power generation efficiency ηFC is lower than the
power generation efficiency ηFC2. the fuel cell system 1
lowers the temperature T1 of the preceding-stage fuel
cell 10. This is because the system efficiency ηS will be
higher if power generation is performed not by just using
only the following-stage fuel cell 11 instead of supplying
air to the reformer 12 to decrease the amount of heat
absorption QDR and decrease the reforming efficiency
ηref. By lowering the temperature T1, the fuel cell system
1 searches for an operating point at which the amount of
heat absorption QDR falls below the amount of heat gen-
eration Q1. Thus, the fuel cell system 1 does not set an
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operating condition that decreases the system efficiency
ηS to maintain the temperature T1, but lowers the tem-
perature T1 to search for an operating point at which the
amount of heat absorption QDR falls below the amount
of heat generation Q1. In this way, the fuel cell system 1
can set an operating point with higher efficiency than the
power generation efficiency ηFC2 and therefore be oper-
ated at high efficiency.
[0090] While embodiments of the present invention
have been described above, it should not be understood
that the statement and the drawings constituting part of
this disclosure limit the present invention. Various alter-
native embodiments, examples, and operation tech-
niques will become apparent to those skilled in the art
from this disclosure.

REFERENCE SIGNS LIST

[0091]

10 preceding-stage fuel cell
11 following-stage fuel cell
12 reformer
S2 sensor
20 control unit

Claims

1. A fuel cell system including a preceding-stage fuel
cell and a following-stage fuel cell connected to the
preceding-stage fuel cell via a fuel flow path, com-
prising:

a reformer that reforms fuel and supplies re-
formed gas to the preceding-stage fuel cell;
an acquisition unit that acquires an amount of
heat generation and an amount of heat absorp-
tion of the preceding-stage fuel cell; and
a control unit that controls at least one of an
amount of current of the preceding-stage fuel
cell, a flow rate of air to be supplied to the re-
former, and temperature of the preceding-stage
fuel cell if the amount of heat absorption ac-
quired by the acquisition unit is larger than the
amount of heat generation acquired by the ac-
quisition unit.

2. The fuel cell system according to claim 1, wherein
the control unit sets an operating condition based on
system efficiency being a product of reforming effi-
ciency of the reformer, power generation efficiency
of the preceding-stage fuel cell and the following-
stage fuel cell, and a fuel usage ratio indicating a
ratio of the fuel used for power generation to the fuel
supplied to the fuel cell system.

3. The fuel cell system according to claim 2, wherein

the control unit increases the amount of current of
the preceding-stage fuel cell if the amount of heat
absorption is larger than the amount of heat gener-
ation.

4. The fuel cell system according to claim 3, wherein
after increasing the amount of current, the control
unit further increases the amount of current if a gra-
dient of the power generation efficiency with respect
to the amount of current is positive, whereas the con-
trol unit predicts the system efficiency if the gradient
is zero or negative.

5. The fuel cell system according to claim 4, wherein
the control unit supplies air to the reformer if the pow-
er generation efficiency is higher than second power
generation efficiency which is obtainable by perform-
ing power generation with only the following-stage
fuel cell, whereas the control unit lowers the temper-
ature of the preceding-stage fuel cell if the power
generation efficiency is lower than the second power
generation efficiency.

6. A fuel cell control method including a preceding-
stage fuel cell and a following-stage fuel cell con-
nected to the preceding-stage fuel cell via a fuel flow
path, comprising:

reforming fuel and supplying reformed gas to
the preceding-stage fuel cell;
acquiring an amount of heat generation and an
amount of heat absorption of the preceding-
stage fuel cell; and
controlling at least one of an amount of current
of the preceding-stage fuel cell, a flow rate of air
to be supplied to a reformer, and temperature
of the preceding-stage fuel cell if the acquired
amount of heat absorption is larger than the ac-
quired amount of heat generation.
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