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(54) TERMINAL DEVICE, NETWORK DEVICE, UPLINK TRANSMITTING METHOD, AND UPLINK 
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(57) The present invention relates to wireless com-
munications, and in particular, to a terminal device, a
network device, an uplink sending method, and an uplink
receiving method, to resolve a problem in a carrier ag-
gregation scenario that information such as a downlink
channel characteristic of a carrier cannot be obtained
when no uplink reference signal is sent. In a terminal
device, a processing module selects one or more normal
carriers or special carriers from a first carrier set for an
uplink subframe, where the first carrier set includes all
carriers in carrier aggregation that are used by the ter-

minal device to send a first uplink subframe; and a send-
ing module cancels sending of the uplink subframe on
one or more carriers, where the special carrier is a carrier
on which the terminal device sends neither uplink data
nor uplink control information in uplink, and the normal
carrier is a carrier that is used by the terminal device to
send uplink data and/or uplink control information. An
uplink subframe on some carriers is rejected, thereby
resolving a problem that information such as a downlink
channel characteristic of a carrier cannot be obtained
when no uplink reference signal is sent on the carrier.
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Description

TECHNICAL FIELD

[0001] The present invention relates to wireless com-
munications technologies, and in particular, to a terminal
device, a network device, an uplink sending method, and
an uplink receiving method.

BACKGROUND

[0002] In an evolution process of a Long Term Evolu-
tion (Long Term Evolution, LTE) protocol, a carrier ag-
gregation (Carrier Aggregation, CA) technology is intro-
duced in Release (Release, R) 10. In the technology,
user equipment (User Equipment, UE) is allowed to si-
multaneously send or receive data on a plurality of car-
riers. A network device such as an evolved NodeB
(evolved NodeB, eNB) selects a cell as a primary cell
(Primary Cell, Pcell) of the UE, and uses a cell on another
carrier as a secondary cell (Secondary Cell, Scell) of the
UE. The UE may send or receive data on a plurality of
aggregated cells. Herein, an LTE system that supports
CA is referred to as an LTE CA system.
[0003] Referring to FIG. 1, in the LTE CA system, each
UE is corresponding to one Pcell that is a cell 1 (Cell 1)
in FIG. 1 and one or more Scells that include a cell 2 and
a cell 3 in FIG. 1. Both the primary cell and the secondary
cell may be used to provide a transmission resource used
for uplink and/or downlink data transmission between the
network device and the UE. The UE receives paging in
the Pcell, and may perform a contention-based random
access process in the Pcell.
[0004] At present, in a typical case, the UE in the LTE
CA system supports aggregation of a maximum of five
downlink carriers and aggregation of a maximum of two
uplink carriers. That is, carrier aggregation of five down-
link carriers and carrier aggregation of one uplink carrier
are allowed, and carrier aggregation of five downlink car-
riers and carrier aggregation of two uplink carriers are
also allowed.
[0005] FIG. 2 is a schematic diagram in which UE sup-
ports carrier aggregation of two uplink carriers and carrier
aggregation of five downlink carriers in a time division
duplex (Time Division Duplexing, TDD) LTE system. Be-
cause the UE supports two uplink carriers, the UE can
send a sounding reference signal (Sounding Reference
Signal, SRS) only in an uplink subframe on the two car-
riers on which the UE simultaneously works. The TDD
LTE system uses a time division duplex mode, and an
uplink channel and a downlink channel that work on a
same carrier have similar channel characteristics and are
reciprocal. Therefore, if the SRS is sent only in the uplink
subframe on the two carriers, only channel characteris-
tics of downlink channels of the two carriers can be ob-
tained, and downlink channel characteristics of remain-
ing three carriers cannot be obtained from the SRS that
is sent in the uplink subframe.

SUMMARY

[0006] In view of this, a terminal device, a network de-
vice, an uplink sending method, and an uplink receiving
method are provided, to resolve a problem in a carrier
aggregation scenario that information such as downlink
channel characteristics of some carriers cannot be ob-
tained when no uplink reference signal (such as an SRS)
is sent on these carriers.
[0007] According to a first aspect, an embodiment of
the present invention provides a terminal device in a car-
rier aggregation system, including a processing module
and a sending module, where

the processing module is configured to select one or
more carriers from a first carrier set for a first uplink
subframe, where the first carrier set includes all car-
riers in carrier aggregation that are used by the ter-
minal device to send the first uplink subframe; and
the sending module is configured to cancel sending
of the first uplink subframe on the one or more car-
riers selected by the processing module, where
the one or more carriers selected by the processing
module are normal carriers or special carriers; and
the special carrier is a carrier on which the terminal
device sends neither uplink data nor uplink control
information in uplink, and the normal carrier is a car-
rier that is used by the terminal device to send uplink
data and/or uplink control information.

[0008] With reference to the first aspect, in a first pos-
sible implementation, the processing module is specifi-
cally configured to:

when a power sum of the terminal device for sending
the first uplink subframe on all the carriers in the first
carrier set is greater than a maximum transmit power
of the terminal device, select the one or more carriers
from the first carrier set; and
a power sum of the terminal device for sending the
first uplink subframe on carriers other than the se-
lected one or more carriers in the first carrier set is
not greater than the maximum transmit power of the
terminal device.

[0009] With reference to the first aspect, in a second
possible implementation, the processing module is spe-
cifically configured to:

when a quantity of carriers included in the first carrier
set of the terminal device is greater than a quantity
of uplink carriers that can be simultaneously sent by
the terminal device, select the one or more carriers
from the first carrier set; and
a quantity of carriers that is obtained by subtracting
the one or more carriers from the quantity of carriers
included in the first carrier set is not greater than the
quantity of uplink carriers that can be simultaneously
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sent by the terminal device.

[0010] With reference to the first aspect, or the first or
the second possible implementation of the first aspect,
in a third possible implementation, the special carrier is
a carrier on which the terminal device sends only an up-
link signal in uplink, and the uplink signal includes an
uplink reference signal and/or a preamble (preamble).
[0011] With reference to the third possible implemen-
tation of the first aspect, in a fourth possible implemen-
tation, the uplink reference signal is a sounding reference
signal SRS.
[0012] According to a second aspect, an embodiment
of the present invention provides a network device in a
carrier aggregation system, including:

a processing module, configured to determine that
a terminal device cancels sending of a first uplink
subframe on one or more carriers in a first carrier
set, where the first carrier set includes all carriers in
carrier aggregation that are used by the terminal de-
vice to send the first uplink subframe; and
a receiving module, configured to cancel receiving
of the first uplink subframe on the one or more car-
riers, where
the one or more carriers are normal carriers or spe-
cial carriers; and
the special carrier is a carrier on which the terminal
device sends neither uplink data nor uplink control
information in uplink, and the normal carrier is a car-
rier that is used by the terminal device to send uplink
data and/or uplink control information.

[0013] With reference to the second aspect, in a first
possible implementation, the processing module is spe-
cifically configured to:
if determining that a power sum of the terminal device
for sending the first uplink subframe on all the carriers in
the first carrier set is greater than a maximum transmit
power of the terminal device, determine that the terminal
device cancels sending of the first uplink subframe on
the one or more carriers in the first carrier set.
[0014] With reference to the second aspect, in a sec-
ond possible implementation, the processing module is
specifically configured to:
when a quantity of carriers included in the first carrier set
is greater than a quantity of uplink carriers that can be
simultaneously sent by the terminal device, determine
that the terminal device cancels sending of the first uplink
subframe on the one or more carriers in the first carrier
set.
[0015] With reference to the second aspect, or the first
or the second possible implementation of the second as-
pect, in a third possible implementation, the special car-
rier is a carrier on which the terminal device sends only
an uplink signal in uplink, and the uplink signal includes
an uplink reference signal and/or a preamble (preamble).
[0016] With reference to the third possible implemen-

tation of the second aspect, in a fourth possible imple-
mentation, the uplink reference signal is a sounding ref-
erence signal SRS.
[0017] According to a third aspect, an embodiment of
the present invention provides a terminal device in a car-
rier aggregation system, including:

a processing module, configured to determine that
the terminal device cancels sending of K consecutive
orthogonal frequency division multiplexing OFDM
symbols in a second uplink subframe, where
the K OFDM symbols are located on one or more
normal carriers in a second carrier set, the second
carrier set includes all carriers in carrier aggregation
that are used by the terminal device to send the sec-
ond uplink subframe, and K is a positive integer and
is not greater than a quantity of OFDM symbols in-
cluded in the second uplink subframe; and
a sending module, configured to send a first uplink
signal in the K symbols on one or more special car-
riers in the second carrier set, where
the special carrier is a carrier on which the terminal
device sends neither uplink data nor uplink control
information in uplink, and the normal carrier is a car-
rier that is used by the terminal device to send uplink
data and/or uplink control information.

[0018] With reference to the third aspect, in a first pos-
sible implementation, a length of the K symbols is not
less than a sum of first duration and second duration;
the first duration is duration required for sending the first
uplink signal; and
the second duration is duration in which the terminal de-
vice is switched between carriers.
[0019] With reference to the first possible implemen-
tation of the third aspect, in a second possible implemen-
tation, the one or more normal carriers in the second
carrier set belong to a first timing advance group TAG 1,
and the one or more special carriers in the second carrier
set belong to a second timing advance group TAG 2; and
the length of the K symbols is not less than a sum of the
first duration, the second duration, and the third duration,
and the third duration is a length that is agreed on in
advance according to a TA difference between the TAG
1 and the TAG 2.
[0020] With reference to the third aspect, or the first or
the second possible implementation of the third aspect,
in a third possible implementation, the K symbols are the
last K OFDM symbols in the second uplink subframe.
[0021] With reference to any one of the third aspect,
or the first to the third possible implementations of the
third aspect, in a fourth possible implementation,
the sending module is further configured to send a sec-
ond uplink signal in a third uplink subframe on the one
or more special carriers in a third carrier set, where the
third carrier set includes all carriers in carrier aggregation
that are used by the terminal device to send the third
uplink subframe; and
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the processing module is further configured to determine
that the terminal device cancels sending of M consecu-
tive OFDM symbols of an adjacent subframe of the third
uplink subframe, where the adjacent subframe is also an
uplink subframe, where
the M OFDM symbols are located on one or more normal
carriers in the third carrier set, and M is a positive integer
and is not greater than a quantity of OFDM symbols in-
cluded in the adjacent subframe.
[0022] With reference to the fourth possible implemen-
tation of the third aspect, in a fifth possible implementa-
tion, a length of the M OFDM symbols is not less than
the fourth duration; and
the fourth duration is duration in which the terminal device
is switched between carriers.
[0023] With reference to the fifth possible implemen-
tation of the third aspect, in a sixth possible implemen-
tation, the one or more normal carriers in the third carrier
set belong to a third timing advance group TAG 3, and
the one or more special carriers in the third carrier set
belong to a fourth timing advance group TAG 4; and
the length of the K symbols is not less than a sum of the
fourth duration and fifth duration, and the fifth duration is
a length that is agreed on in advance according to a TA
difference between the TAG 3 and the TAG 4.
[0024] With reference to any one of the fourth to the
sixth possible implementations of the third aspect, in a
seventh possible implementation,
if the adjacent subframe is a next subframe of the third
uplink subframe, the M symbols are the first M OFDM
symbols in the next subframe; and/or
if the adjacent subframe is a previous subframe of the
third uplink subframe, the M symbols are the last M
OFDM symbols in the previous subframe.
[0025] With reference to any one of the fourth to the
seventh possible implementations of the third aspect, in
an eighth possible implementation, the second uplink sig-
nal includes an uplink reference signal and/or a preamble
(preamble).
[0026] With reference to any one of the third aspect,
or the first to the eighth possible implementations of the
third aspect, in a ninth possible implementation, the
processing module is specifically configured to:

when a power sum of the terminal device for sending
the second uplink subframe on all the carriers in the
second carrier set is greater than a maximum trans-
mit power of the terminal device, determine that the
terminal device cancels sending of the K OFDM sym-
bols; and
a power sum of the terminal device for sending the
second uplink subframe on carriers other than the
one or more normal carriers on which the K OFDM
symbols are located in the second carrier set is not
greater than the maximum transmit power of the ter-
minal device.

[0027] With reference to any one of the third aspect,

or the first to the eighth possible implementations of the
third aspect, in a tenth possible implementation, the
processing module is specifically configured to:

when a quantity of carriers included in the second
carrier set of the terminal device is greater than a
quantity of uplink carriers that can be simultaneously
sent by the terminal device, determine that the ter-
minal device cancels sending of the K OFDM sym-
bols; and
a quantity of carriers that is obtained by subtracting
the one or more normal carriers on which the K
OFDM symbols are located from the quantity of car-
riers included in the second carrier set is not greater
than the quantity of uplink carriers that can be simul-
taneously sent by the terminal device.

[0028] With reference to any one of the third aspect,
or the first to the tenth possible implementations of the
third aspect, in an eleventh possible implementation, the
first uplink signal includes an uplink reference signal
and/or a preamble (preamble).
[0029] With reference to the eighth or the eleventh pos-
sible implementation of the third aspect, in a twelfth pos-
sible implementation, the uplink reference signal is a
sounding reference signal SRS.
[0030] According to a fourth aspect, an embodiment
of the present invention provides a network device in a
carrier aggregation system, including:

a processing module, configured to: determine that
a terminal device cancels sending of K consecutive
orthogonal frequency division multiplexing OFDM
symbols in a second uplink subframe, and determine
that the terminal device sends a first uplink signal in
the K symbols on one or more special carriers in the
second carrier set, where
the K OFDM symbols are located on one or more
normal carriers in the second carrier set, the second
carrier set includes all carriers in carrier aggregation
that are used by the terminal device to send the sec-
ond uplink subframe, and K is a positive integer and
is not greater than a quantity of OFDM symbols in-
cluded in the second uplink subframe; and
a receiving module, configured to: cancel receiving
of the K OFDM symbols, and receive the second
uplink signal in the K symbols on the one or more
special carriers in the second carrier set, where
the special carrier is a carrier on which the terminal
device sends neither uplink data nor uplink control
information in uplink, and the normal carrier is a car-
rier that is used by the terminal device to send uplink
data and/or uplink control information.

[0031] With reference to the fourth aspect, in a first
possible implementation, a length of the K symbols is not
less than a sum of first duration and second duration;
the first duration is duration required for sending the first

5 6 



EP 3 346 781 A1

5

5

10

15

20

25

30

35

40

45

50

55

uplink signal; and
the second duration is duration in which the terminal de-
vice is switched between carriers.
[0032] With reference to the first possible implemen-
tation of the fourth aspect, in a second possible imple-
mentation, the one or more normal carriers in the second
carrier set belong to a first timing advance group TAG 1,
and the one or more special carriers in the second carrier
set belong to a second timing advance group TAG 2; and
the length of the K symbols is not less than a sum of the
first duration, the second duration, and the third duration,
and the third duration is a length that is agreed on in
advance according to a TA difference between the TAG
1 and the TAG 2.
[0033] With reference to the fourth aspect, or the first
or the second possible implementation of the fourth as-
pect, in a third possible implementation, the K symbols
are the last K OFDM symbols in the second uplink sub-
frame.
[0034] With reference to any one of the fourth aspect,
or the first to the third possible implementations of the
fourth aspect, in a fourth possible implementation,
the processing module is further configured to: determine
that the terminal device sends a second uplink signal in
a third uplink subframe on the one or more special car-
riers in a third carrier set, and determine that the terminal
device cancels sending of M consecutive OFDM symbols
of an adjacent subframe of the third uplink subframe,
where the adjacent subframe is also an uplink subframe,
and the third carrier set includes all carriers in carrier
aggregation that are used by the terminal device to send
the third uplink subframe; and
the receiving module is further configured to: receive the
second uplink signal on the one or more special carriers
in the third carrier set, and cancel receiving of the M con-
secutive OFDM symbols in the adjacent subframe of the
third uplink subframe, where
the M OFDM symbols are located on one or more normal
carriers in the third carrier set, and M is a positive integer
and is not greater than a quantity of OFDM symbols in-
cluded in the adjacent subframe.
[0035] With reference to the fourth possible implemen-
tation of the fourth aspect, in a fifth possible implemen-
tation, a length of the M OFDM symbols is not less than
the fourth duration; and
the fourth duration is duration in which the terminal device
is switched between carriers.
[0036] With reference to the fifth possible implemen-
tation of the fourth aspect, in a sixth possible implemen-
tation, the one or more normal carriers in the third carrier
set belong to a third timing advance group TAG 3, and
the one or more special carriers in the third carrier set
belong to a fourth timing advance group TAG 4; and
the length of the K symbols is not less than a sum of the
fourth duration and fifth duration, and the fifth duration is
a length that is agreed on in advance according to a TA
difference between the TAG 3 and the TAG 4.
[0037] With reference to any one of the fourth to the

sixth possible implementations of the fourth aspect, in a
seventh possible implementation,
if the adjacent subframe is a next subframe of the third
uplink subframe, the M symbols are the first M OFDM
symbols in the next subframe; and/or
if the adjacent subframe is a previous subframe of the
third uplink subframe, the M symbols are the last M
OFDM symbols in the previous subframe.
[0038] With reference to any one of the fourth to the
seventh possible implementations of the fourth aspect,
in an eighth possible implementation, the second uplink
signal is an uplink reference signal or a preamble (pre-
amble).
[0039] With reference to any one of the fourth aspect,
or the first to the eighth possible implementations of the
fourth aspect, in a ninth possible implementation, the
processing module is specifically configured to:
if determining that a power sum of the terminal device
for sending the second uplink subframe on all the carriers
in the second carrier set is greater than a maximum trans-
mit power of the terminal device, determine that the ter-
minal device cancels sending of the K OFDM symbols.
[0040] With reference to any one of the fourth aspect,
or the first to the eighth possible implementations of the
fourth aspect, in a tenth possible implementation, the
processing module is specifically configured to:
when a quantity of carriers included in the second carrier
set is greater than a quantity of uplink carriers that can
be simultaneously sent by the terminal device, determine
that the terminal device cancels sending of the K OFDM
symbols.
[0041] With reference to any one of the fourth aspect,
or the first to the tenth possible implementations of the
fourth aspect, in an eleventh possible implementation,
the first uplink signal includes an uplink reference signal
and/or a preamble (preamble).
[0042] With reference to the eighth or the eleventh pos-
sible implementation of the fourth aspect, in a twelfth pos-
sible implementation, the uplink reference signal is a
sounding reference signal SRS.
[0043] According to a fifth aspect, an embodiment of
the present invention provides an uplink sending method,
applied to a carrier aggregation system and including:

selecting, by a terminal device, one or more carriers
from a first carrier set for a first uplink subframe,
where the first carrier set includes all carriers in car-
rier aggregation that are used by the terminal device
to send the first uplink subframe; and
canceling, by the terminal device, sending of the first
uplink subframe on the selected one or more carri-
ers, where
the selected one or more carriers are normal carriers
or special carriers; and
the special carrier is a carrier on which the terminal
device sends neither uplink data nor uplink control
information in uplink, and the normal carrier is a car-
rier that is used by the terminal device to send uplink
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data and/or uplink control information.

[0044] With reference to the fifth aspect, in a first pos-
sible implementation, the selecting, by a terminal device,
one or more carriers from a first carrier set includes:

when a power sum of the terminal device for sending
the first uplink subframe on all the carriers in the first
carrier set is greater than a maximum transmit power
of the terminal device, selecting the one or more car-
riers from the first carrier set; and
a power sum of the terminal device for sending the
first uplink subframe on carriers other than the se-
lected one or more carriers in the first carrier set is
not greater than the maximum transmit power of the
terminal device.

[0045] With reference to the fifth aspect, in a second
possible implementation, the selecting, by a terminal de-
vice, one or more carriers from a first carrier set includes:

when a quantity of carriers included in the first carrier
set of the terminal device is greater than a quantity
of uplink carriers that can be simultaneously sent by
the terminal device, selecting the one or more carri-
ers from the first carrier set; and
a quantity of carriers that is obtained by subtracting
the one or more carriers from the quantity of carriers
included in the first carrier set is not greater than the
quantity of uplink carriers that can be simultaneously
sent by the terminal device.

[0046] With reference to the fifth aspect, or the first or
the second possible implementation of the fifth aspect,
in a third possible implementation, the special carrier is
a carrier on which the terminal device sends only an up-
link signal in uplink, and the uplink signal includes an
uplink reference signal and/or a preamble (preamble).
[0047] With reference to the third possible implemen-
tation of the fifth aspect, in a fourth possible implemen-
tation, the uplink reference signal is a sounding reference
signal SRS.
[0048] According to a sixth aspect, an embodiment of
the present invention provides an uplink receiving meth-
od, applied to a carrier aggregation system and including:

determining, by a network device, that a terminal de-
vice cancels sending of a first uplink subframe on
one or more carriers in a first carrier set, where the
first carrier set includes all carriers in carrier aggre-
gation that are used by the terminal device to send
the first uplink subframe; and
canceling, by the network device, receiving of the
first uplink subframe on the one or more carriers,
where
the one or more carriers are normal carriers or spe-
cial carriers; and
the special carrier is a carrier on which the terminal

device sends neither uplink data nor uplink control
information in uplink, and the normal carrier is a car-
rier that is used by the terminal device to send uplink
data and/or uplink control information.

[0049] With reference to the sixth aspect, in a first pos-
sible implementation, the determining, by a network de-
vice, that a terminal device cancels sending of a first up-
link subframe on one or more carriers in a first carrier set
includes:
if determining that a power sum of the terminal device
for sending the first uplink subframe on all the carriers in
the first carrier set is greater than a maximum transmit
power of the terminal device, determining, by the network
device, that the terminal device cancels sending of the
first uplink subframe on the one or more carriers in the
first carrier set.
[0050] With reference to the sixth aspect, in a second
possible implementation, the determining, by a network
device, that a terminal device cancels sending of a first
uplink subframe on one or more carriers in a first carrier
set includes:
when a quantity of carriers included in the first carrier set
is greater than a quantity of uplink carriers that can be
simultaneously sent by the terminal device, determining,
by the network device, that the terminal device cancels
sending of the first uplink subframe on the one or more
carriers in the first carrier set.
[0051] With reference to the sixth aspect, or the first or
the second possible implementation of the sixth aspect,
in a third possible implementation, the special carrier is
a carrier on which the terminal device sends only an up-
link signal in uplink, and the uplink signal includes an
uplink reference signal and/or a preamble (preamble).
[0052] With reference to the third possible implemen-
tation of the sixth aspect, in a fourth possible implemen-
tation, the uplink reference signal is a sounding reference
signal SRS.
[0053] According to a seventh aspect, an embodiment
of the present invention provides an uplink sending meth-
od, applied to a carrier aggregation system and including:

determining, by a terminal device, to cancel sending
of K consecutive orthogonal frequency division mul-
tiplexing OFDM symbols in a second uplink sub-
frame, where
the K OFDM symbols are located on one or more
normal carriers in a second carrier set, the second
carrier set includes all carriers in carrier aggregation
that are used by the terminal device to send the sec-
ond uplink subframe, and K is a positive integer and
is not greater than a quantity of OFDM symbols in-
cluded in the second uplink subframe; and
sending, by the terminal device, a first uplink signal
in the K symbols on one or more special carriers in
the second carrier set, where
the special carrier is a carrier on which the terminal
device sends neither uplink data nor uplink control
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information in uplink, and the normal carrier is a car-
rier that is used by the terminal device to send uplink
data and/or uplink control information.

[0054] With reference to the seventh aspect, in a first
possible implementation, a length of the K symbols is not
less than a sum of first duration and second duration;
the first duration is duration required for sending the first
uplink signal; and
the second duration is duration in which the terminal de-
vice is switched between carriers.
[0055] With reference to the first possible implemen-
tation of the seventh aspect, in a second possible imple-
mentation, the one or more normal carriers in the second
carrier set belong to a first timing advance group TAG 1,
and the one or more special carriers in the second carrier
set belong to a second timing advance group TAG 2; and
the length of the K symbols is not less than a sum of the
first duration, the second duration, and the third duration,
and the third duration is a length that is agreed on in
advance according to a TA difference between the TAG
1 and the TAG 2.
[0056] With reference to the seventh aspect, or the first
or the second possible implementation of the seventh
aspect, in a third possible implementation, the K symbols
are the last K OFDM symbols in the second uplink sub-
frame.
[0057] With reference to any one of the seventh aspect,
or the first to the third possible implementations of the
seventh aspect, in a fourth possible implementation, the
method further includes:

sending, by the terminal device, a second uplink sig-
nal in a third uplink subframe on the one or more
special carriers in a third carrier set, where the third
carrier set includes all carriers in carrier aggregation
that are used by the terminal device to send the third
uplink subframe; and
determining, by the terminal device, to cancel send-
ing of M consecutive OFDM symbols of an adjacent
subframe of the third uplink subframe, where the ad-
jacent subframe is also an uplink subframe, where
the M OFDM symbols are located on one or more
normal carriers in the third carrier set, and M is a
positive integer and is not greater than a quantity of
OFDM symbols included in the adjacent subframe.

[0058] With reference to the fourth possible implemen-
tation of the seventh aspect, in a fifth possible implemen-
tation, a length of the M OFDM symbols is not less than
the fourth duration; and
the fourth duration is duration in which the terminal device
is switched between carriers.
[0059] With reference to the fifth possible implemen-
tation of the seventh aspect, in a sixth possible imple-
mentation, the one or more normal carriers in the third
carrier set belong to a third timing advance group TAG
3, and the one or more special carriers in the third carrier

set belong to a fourth timing advance group TAG 4; and
the length of the K symbols is not less than a sum of the
fourth duration and fifth duration, and the fifth duration is
a length that is agreed on in advance according to a TA
difference between the TAG 3 and the TAG 4.
[0060] With reference to any one of the fourth to the
sixth possible implementations of the seventh aspect, in
a seventh possible implementation,
if the adjacent subframe is a next subframe of the third
uplink subframe, the M symbols are the first M OFDM
symbols in the next subframe; and/or
if the adjacent subframe is a previous subframe of the
third uplink subframe, the M symbols are the last M
OFDM symbols in the previous subframe.
[0061] With reference to any one of the fourth to the
seventh possible implementations of the seventh aspect,
in an eighth possible implementation, the second uplink
signal includes an uplink reference signal and/or a pre-
amble (preamble).
[0062] With reference to any one of the seventh aspect,
or the first to the eighth possible implementations of the
seventh aspect, in a ninth possible implementation, the
determining, by a terminal device, to cancel sending of
K OFDM symbols in a second uplink subframe includes:

when a power sum of the terminal device for sending
the second uplink subframe on all the carriers in the
second carrier set is greater than a maximum trans-
mit power of the terminal device, determining to can-
cel sending of the K OFDM symbols; and
a power sum of the terminal device for sending the
second uplink subframe on carriers other than the
one or more normal carriers on which the K OFDM
symbols are located in the second carrier set is not
greater than the maximum transmit power of the ter-
minal device.

[0063] With reference to any one of the seventh aspect,
or the first to the eighth possible implementations of the
seventh aspect, in a tenth possible implementation, the
determining, by a terminal device, to cancel sending of
K OFDM symbols in a second uplink subframe includes:

when a quantity of carriers included in the second
carrier set of the terminal device is greater than a
quantity of uplink carriers that can be simultaneously
sent by the terminal device, canceling sending of the
K OFDM symbols; and
a quantity of carriers that is obtained by subtracting
the one or more normal carriers on which the K
OFDM symbols are located from the quantity of car-
riers included in the second carrier set is not greater
than the quantity of uplink carriers that can be simul-
taneously sent by the terminal device.

[0064] With reference to any one of the seventh aspect,
or the first to the tenth possible implementations of the
seventh aspect, in an eleventh possible implementation,
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the first uplink signal includes an uplink reference signal
and/or a preamble (preamble).
[0065] With reference to the eighth or the eleventh pos-
sible implementation of the seventh aspect, in a twelfth
possible implementation, the uplink reference signal is a
sounding reference signal SRS.
[0066] According to an eighth aspect, an embodiment
of the present invention provides an uplink receiving
method, applied to a carrier aggregation system and in-
cluding:

determining, by a network device, that a terminal de-
vice cancels sending of K consecutive orthogonal
frequency division multiplexing OFDM symbols in a
second uplink subframe, and determining that the
terminal device sends a first uplink signal in the K
symbols on one or more special carriers in the sec-
ond carrier set, where
the K OFDM symbols are located on one or more
normal carriers in the second carrier set, the second
carrier set includes all carriers in carrier aggregation
that are used by the terminal device to send the sec-
ond uplink subframe, and K is a positive integer and
is not greater than a quantity of OFDM symbols in-
cluded in the second uplink subframe; and
canceling, by the network device, receiving of the K
OFDM symbols, and receiving the second uplink sig-
nal in the K symbols on the one or more special car-
riers in the second carrier set, where
the special carrier is a carrier on which the terminal
device sends neither uplink data nor uplink control
information in uplink, and the normal carrier is a car-
rier that is used by the terminal device to send uplink
data and/or uplink control information.

[0067] With reference to the eighth aspect, in a first
possible implementation, a length of the K symbols is not
less than a sum of first duration and second duration;
the first duration is duration required for sending the first
uplink signal; and
the second duration is duration in which the terminal de-
vice is switched between carriers.
[0068] With reference to the first possible implemen-
tation of the eighth aspect, in a second possible imple-
mentation, the one or more normal carriers in the second
carrier set belong to a first timing advance group TAG 1,
and the one or more special carriers in the second carrier
set belong to a second timing advance group TAG 2; and
the length of the K symbols is not less than a sum of the
first duration, the second duration, and the third duration,
and the third duration is a length that is agreed on in
advance according to a TA difference between the TAG
1 and the TAG 2.
[0069] With reference to the eighth aspect, or the first
or the second possible implementation of the eighth as-
pect, in a third possible implementation, the K symbols
are the last K OFDM symbols in the second uplink sub-
frame.

[0070] With reference to any one of the eighth aspect,
or the first to the third possible implementations of the
eighth aspect, in a fourth possible implementation, the
method further includes:

determining, by the network device, that the terminal
device sends a second uplink signal in a third uplink
subframe on the one or more special carriers in a
third carrier set, and determining that the terminal
device cancels sending of M consecutive OFDM
symbols of an adjacent subframe of the third uplink
subframe, where the adjacent subframe is also an
uplink subframe, and the third carrier set includes all
carriers in carrier aggregation that are used by the
terminal device to send the third uplink subframe;
and
receiving, by the network device, the second uplink
signal on the one or more special carriers in the third
carrier set, and canceling receiving of the M consec-
utive OFDM symbols in the adjacent subframe of the
third uplink subframe, where
the M OFDM symbols are located on one or more
normal carriers in the third carrier set, and M is a
positive integer and is not greater than a quantity of
OFDM symbols included in the adjacent subframe.

[0071] With reference to the fourth possible implemen-
tation of the eighth aspect, in a fifth possible implemen-
tation, a length of the M OFDM symbols is not less than
the fourth duration; and
the fourth duration is duration in which the terminal device
is switched between carriers.
[0072] With reference to the fifth possible implemen-
tation of the eighth aspect, in a sixth possible implemen-
tation, the one or more normal carriers in the third carrier
set belong to a third timing advance group TAG 3, and
the one or more special carriers in the third carrier set
belong to a fourth timing advance group TAG 4; and
the length of the K symbols is not less than a sum of the
fourth duration and fifth duration, and the fifth duration is
a length that is agreed on in advance according to a TA
difference between the TAG 3 and the TAG 4.
[0073] With reference to any one of the fourth to the
sixth possible implementations of the eighth aspect, in a
seventh possible implementation,
if the adjacent subframe is a next subframe of the third
uplink subframe, the M symbols are the first M OFDM
symbols in the next subframe; and/or
if the adjacent subframe is a previous subframe of the
third uplink subframe, the M symbols are the last M
OFDM symbols in the previous subframe.
[0074] With reference to any one of the fourth to the
seventh possible implementations of the eighth aspect,
in an eighth possible implementation, the second uplink
signal is an uplink reference signal or a preamble (pre-
amble).
[0075] With reference to any one of the eighth aspect,
or the first to the eighth possible implementations of the
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eighth aspect, in a ninth possible implementation, the
determining, by a network device, that a terminal device
cancels sending of K OFDM symbols in a second uplink
subframe includes:
if determining that a power sum of the terminal device
for sending the second uplink subframe on all the carriers
in the second carrier set is greater than a maximum trans-
mit power of the terminal device, determining, by the net-
work device, that the terminal device cancels sending of
the K OFDM symbols.
[0076] With reference to any one of the eighth aspect,
or the first to the eighth possible implementations of the
eighth aspect, in a tenth possible implementation, the
determining, by a network device, that a terminal device
cancels sending of K OFDM symbols in a second uplink
subframe includes:
when a quantity of carriers included in the second carrier
set is greater than a quantity of uplink carriers that can
be simultaneously sent by the terminal device, determin-
ing, by the network device, that the terminal device can-
cels sending of the K OFDM symbols.
[0077] With reference to any one of the eighth aspect,
or the first to the tenth possible implementations of the
eighth aspect, in an eleventh possible implementation,
the first uplink signal includes an uplink reference signal
and/or a preamble (preamble).
[0078] With reference to the eighth or the eleventh pos-
sible implementation of the eighth aspect, in a twelfth
possible implementation, the uplink reference signal is a
sounding reference signal SRS.
[0079] In embodiments of the present invention, the
terminal device rejects an uplink subframe on some car-
riers or some ODFM symbols of an uplink subframe,
thereby resolving a problem that information such as
downlink channel characteristics of some carriers cannot
be obtained when no uplink reference signal (such as an
SRS) is sent on these carriers. In addition, a conflict is
avoided.

BRIEF DESCRIPTION OF DRAWINGS

[0080]

FIG. 1 is a schematic diagram of a principle of carrier
aggregation;
FIG. 2 is a schematic diagram of an SRS sending
manner in an LTE CA system;
FIG. 3 is a schematic diagram of an uplink SRS only
carrier in an LTE CA system;
FIG. 4 is a schematic diagram in which simultaneous
uplink sending on a normal carrier and a special car-
rier exceeds an uplink sending capability of UE;
FIG. 5 is a schematic structural diagram of a wireless
communications system according to an embodi-
ment of the present invention;
FIG. 6 is a schematic diagram in which simultaneous
uplink sending on a normal carrier and a special car-
rier exceeds an uplink sending capability of UE;

FIG. 7 is a schematic diagram of canceling sending
of an uplink subframe on some carriers according to
an embodiment of the present invention;
FIG. 8 is a schematic diagram of rejecting some or-
thogonal frequency division multiplexing (Orthogo-
nal Frequency Division Multiplexing, OFDM) sym-
bols on a normal carrier according to an embodiment
of the present invention;
FIG. 9 is a schematic structural diagram of a first
terminal device according to an embodiment of the
present invention;
FIG. 10 is a schematic structural diagram of a first
network device according to an embodiment of the
present invention;
FIG. 11 is a schematic structural diagram of a second
terminal device according to an embodiment of the
present invention;
FIG. 12 is a schematic structural diagram of a second
network device according to an embodiment of the
present invention;
FIG. 13 is a flowchart of a first method for sending
an uplink signal according to an embodiment of the
present invention;
FIG. 14 is a flowchart of a first method for receiving
an uplink signal according to an embodiment of the
present invention;
FIG. 15 is a flowchart of a second method for sending
an uplink signal according to an embodiment of the
present invention; and
FIG. 16 is a flowchart of a second method for receiv-
ing an uplink signal according to an embodiment of
the present invention.

DESCRIPTION OF EMBODIMENTS

[0081] Generally, in an LTE CA system, a quantity of
uplink carriers that can be simultaneously sent by UE is
limited. According to this limited uplink sending capability,
to obtain, for example, the downlink channel character-
istics of the remaining three carriers in FIG. 2, a plurality
of uplink carriers may be configured for the UE for simul-
taneous sending. A quantity of the configured plurality of
uplink carriers exceeds a maximum quantity of uplink car-
riers that can be simultaneously sent by the UE. The UE
sends an SRS on different uplink carriers in a time divi-
sion manner. In this case, an uplink sending capability
of the UE is not exceeded at a sending moment. For
example, an SRS is sent on a carrier 1 and a carrier 2 at
a moment 1 shown in FIG. 3, and an SRS is sent on a
carrier 3 and a carrier 4 at a moment 2.
[0082] If neither uplink data such as a physical uplink
shared channel (Physical Uplink Shared CHannel,
PUSCH) nor uplink control information such as a physical
uplink control channel (Physical Uplink Control CHannel,
PUCCH) is sent in an uplink subframe on the carrier 3
and the carrier 4, the two carriers are referred to as spe-
cial carriers, and other carriers are referred to as normal
(normal) carriers.
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[0083] The uplink data may be uplink physical layer
data, including service data, higher layer signaling, and
the like. The uplink control information is physical layer
control information, and physical layer uplink control in-
formation may be sent by using the PUCCH.
[0084] Optionally, the special carrier may be used to
send only an SRS in an uplink subframe. In this case,
the special carrier may be referred to as a carrier on which
only the SRS is sent in uplink (an uplink SRS only carrier).
Optionally, the special carrier may be used to send only
a preamble (Preamble) in an uplink subframe. In this
case, the special carrier may be referred to as a carrier
on which only the preamble is sent in uplink (an uplink
Preamble only carrier). Optionally, the special carrier
may be used to send a preamble and an SRS in an uplink
subframe.
[0085] The normal carrier may be used to send uplink
control information and/or uplink data in an uplink sub-
frame. In addition, the normal carrier may be used to
send an uplink signal such as an SRS or a preamble in
the uplink subframe.
[0086] As shown in FIG. 4, the carrier 1 and the carrier
2 are normal carriers, and the carrier 3 is a special carrier.
The uplink sending capability of the UE is to simultane-
ously send a maximum of two uplink carriers.
[0087] In a same uplink subframe, when an SRS is
sent on the carrier 3, and an SRS and a PUCCH are sent
on the carrier 2, if the UE receives uplink scheduling and
needs to send a PUSCH in the uplink subframe on the
carrier 1, or the UE needs to send a PUCCH in the uplink
subframe on the carrier 1 (uplink sending such as PUSCH
sending and/or PUCCH sending is referred to as "uplink
normal sending"), the uplink sending capability of the UE
is exceeded.
[0088] In this case, simultaneous uplink sending on the
normal carrier and the special carrier may exceed the
uplink sending capability of the UE. This case is referred
to as a "conflict".
[0089] In the embodiments of the present invention, a
terminal device rejects an uplink subframe on some car-
riers or some ODFM symbols of an uplink subframe on
some carriers, thereby resolving the problem that infor-
mation such as downlink channel characteristics of some
carriers cannot be obtained when no uplink reference
signal (such as an SRS) is sent on these carriers. In ad-
dition, a conflict is avoided. The following provides de-
tailed descriptions with reference to the accompanying
drawings.
[0090] In the embodiments of the present invention,
the terms "system" and "network" may be used inter-
changeably in this specification. The term "and/or" in this
specification describes only an association relationship
for describing associated objects and represents that
three relationships may exist. For example, A and/or B
may represent the following three cases: Only A exists,
both A and B exist, and only B exists. In addition, the
character "/" in this specification generally indicates an
"or" relationship between the associated objects.

[0091] FIG. 5 is a schematic structural diagram of a
wireless communications system according to an em-
bodiment of the present invention. As shown in FIG. 5,
the system includes a terminal device 501 and a network
device 502. The terminal device 501 is configured to per-
form uplink sending, and the network device 502 is con-
figured to perform uplink receiving.
[0092] A communications standard of the wireless
communications system shown in FIG. 5 includes but is
not limited to a Global System for Mobile Communica-
tions (Global System of Mobile communication, GSM),
Code Division Multiple Access (Code Division Multiple
Access, CDMA) IS-95, Code Division Multiple Access
(Code Division Multiple Access, CDMA) 2000, Time Di-
vision-Synchronous Code Division Multiple Access
(Time Division-Synchronous Code Division Multiple Ac-
cess, TD-SCDMA), Wideband Code Division Multiple Ac-
cess (Wideband Code Division Multiple Access, WCD-
MA), Time Division Duplex-Long Term Evolution (Time
Division Duplexing-Long Term Evolution, TDD LTE), Fre-
quency Division Duplex-Long Term Evolution (Frequen-
cy Division Duplexing-Long Term Evolution, FDD LTE),
Long Term Evolution Advanced (Long Term Evolution-
Advanced, LTE-advanced), a personal handy-phone
system (Personal Handy-phone System, PHS), Wireless
Fidelity (Wireless Fidelity, WiFi) specified in the 802.11
family of protocols, Worldwide Interoperability for Micro-
wave Access (Worldwide Interoperability for Microwave
Access, WiMAX), and various evolved wireless commu-
nications systems in future.
[0093] This embodiment of the present invention can
be applied to any wireless communications system sup-
porting carrier aggregation of simultaneous uplink send-
ing on a plurality of carriers, to resolve the problem that
information such as downlink channel characteristics of
some carriers cannot be obtained when no uplink refer-
ence signal is sent on these carriers. In addition, the fol-
lowing problem can be avoided: Simultaneous uplink
sending on a normal carrier and a special carrier may
exceed an uplink sending capability of a terminal device.
[0094] The terminal device 501 may be a wireless ter-
minal. The wireless terminal may be a device that pro-
vides a user with voice and/or data connectivity, a hand-
held device with a wireless connection function, or an-
other processing device connected to a wireless modem.
The wireless terminal may communicate with one or
more core networks by using a radio access network
(such as RAN, Radio Access Network). The wireless ter-
minal may be a mobile terminal, such as a mobile phone
(or referred to as a "cellular" phone) and a computer with
a mobile terminal. For example, the wireless terminal
may be a portable, pocket-sized, handheld, computer
built-in, or in-vehicle mobile apparatus that exchanges
voice and/or data with the radio access network. For ex-
ample, the wireless terminal may be a device such as a
personal communications service (PCS, Personal Com-
munication Service) phone, a cordless telephone set, a
Session Initiation Protocol (SIP) phone, a wireless local
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loop (WLL, Wireless Local Loop) station, or a personal
digital assistant (PDA, Personal Digital Assistant). The
wireless terminal may also be referred to as a subscriber
unit (Subscriber Unit), a subscriber station (Subscriber
Station), a mobile station (Mobile Station), a mobile sta-
tion (Mobile), a remote station (Remote Station), an ac-
cess point (Access Point), a remote terminal (Remote
Terminal), an access terminal (Access Terminal), a user
terminal (User Terminal), a user agent (User Agent), a
user device (User Device), or user equipment (User
Equipment).
[0095] The network device 502 may include a base
station or a radio resource management device for con-
trolling the base station; or may include a base station
and a radio resource management for controlling the
base station. The base station may be a macro base
station or a micro base station, such as a small cell (small
cell) or a pico cell (pico cell). The base station may be a
home base station, such as a home NodeB (Home
NodeB, HNB) or a home evolved NodeB (Home eNodeB,
HeNB). The base station may include a relay node (relay)
and the like.
[0096] For example, for an LTE system such as a TDD
LTE system or an LTE-A system, the network device 502
in the wireless communications system provided in this
embodiment of the present invention may be an evolved
NodeB (evolved NodeB, eNodeB), and the terminal de-
vice 501 may be UE. For a TD-SCDMA system, the net-
work device 502 in the wireless communications system
provided in this embodiment of the present invention may
include a NodeB (NodeB) and/or a radio network con-
troller (Radio Network Controller, RNC), and the terminal
device 501 may be UE.
[0097] This embodiment of the present invention pro-
vides a plurality of solutions including the following two
optional solutions, to resolve a problem that information
such as downlink channel characteristics of some carri-
ers cannot be obtained when no uplink reference signal
(such as an SRS) is sent on these carriers. In addition,
a conflict is avoided. The following separately describes
the two solutions in detail.

Optional solution 1

[0098] In optional solution 1, the terminal device 501
selects one or more carriers from a carrier set for an
uplink subframe. The carrier set includes all carriers in
carrier aggregation that are used by the terminal device
501 to send the uplink subframe. The terminal device
501 cancels sending of the uplink subframe on the se-
lected one or more carriers. The selected one or more
carriers are normal carriers or special carriers.
[0099] Uplink sending of an uplink subframe is can-
celed on some normal carriers or special carriers, so that
a conflict caused because simultaneous uplink sending
on the normal carrier and the special carrier exceeds an
uplink sending capability of the terminal device 501 can
be avoided.

[0100] When one of the following conditions is met, the
terminal device 501 may select the one or more carriers
from the carrier set, and cancel sending of the uplink
subframe on the carriers.

Condition 1

[0101] A power sum of the terminal device 501 for
sending the uplink subframe on all the carriers in the car-
rier set is greater than a maximum transmit power of the
terminal device 501.
[0102] When condition 1 is met, the terminal device
501 may cancel sending of the uplink subframe on the
one or more carriers in the carrier set, so that the following
case exists:
[0103] A power sum of the terminal device 501 for
sending the uplink subframe on carriers other than the
selected one or more carriers in the carrier set is not
greater than the maximum transmit power of the terminal
device 501.

Condition 2

[0104] A quantity of carriers included in the carrier set
is greater than a quantity of uplink carriers that can be
simultaneously sent by the terminal device 501.
[0105] When condition 2 is met, the terminal device
501 cancels sending of the uplink subframe on the one
or more carriers in the carrier set, so that the following
case exists:
[0106] A quantity of carriers that is obtained by sub-
tracting the selected one or more carriers from the quan-
tity of carriers included in the carrier set is not greater
than the quantity of uplink carriers that can be simulta-
neously sent by the terminal device 501.
[0107] Correspondingly, the network device 502 may
use a same determining condition as the terminal device
501, for example, condition 1 or condition 2, to determine
that the terminal device 501 cancels sending of the uplink
subframe on the one or more carriers in the carrier set.
In this case, the network device 502 cancels receiving of
the uplink subframe on the one or more carriers.
[0108] The terminal device 501 and the network device
502 may use a same rule to determine a specific carrier
that the terminal device 501 rejects. Because the network
device 502 knows a carrier that is used by the terminal
device 501 for uplink sending, based on the same rule,
the network device 502 may know a carrier that the ter-
minal device 501 rejects. The rule may be any one of the
following rules:

1. preferentially rejecting a carrier with a low carrier
priority;
2. preferentially rejecting a carrier with a small carrier
sequence number;
3. preferentially rejecting a carrier with a large carrier
sequence number; or
4. preferentially rejecting a high-frequency carrier.
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[0109] As described above, the special carrier is a car-
rier on which the terminal device 501 sends neither uplink
data nor uplink control information in uplink. In this case,
the terminal device 501 may send only an uplink signal
on the special carrier. The uplink signal may be an uplink
reference signal or a preamble (preamble). Optionally,
the uplink reference signal may be an SRS.

Optional solution 2

[0110] In optional solution 2, the terminal device 501
determines to cancel sending of one or more consecutive
OFDM symbols of an uplink subframe, and the OFDM
symbols that are rejected are located on one or more
normal carriers in a carrier set.
[0111] The following separately describes two cases.

Case 1

[0112] As shown in FIG. 6, if an uplink sending capa-
bility of the terminal device 501 is to simultaneously send
a maximum of two uplink carriers, a conflict may occur
between SRS sending on a carrier 4 and a carrier 5 and
uplink normal sending on a carrier 1 and a carrier 2.
[0113] In this case, as shown in FIG. 7, uplink sending
of some OFDM symbols on normal carriers such as the
carrier 1 and the carrier 2 may be canceled, so as to
ensure that in a time period in which an SRS is sent on
the carrier 4 and the carrier 5, sending is performed only
on the carrier 4 and the carrier 5, and the uplink sending
capability of the terminal device 501 is not exceeded.
[0114] Therefore, in case 1, the terminal device 501
cancels sending of K consecutive OFDM symbols of an
uplink subframe. The K OFDM symbols are located on
one or more normal carriers in a carrier set. The carrier
set includes all carriers in carrier aggregation that are
used by the terminal device 501 to send the uplink sub-
frame. K is a positive integer and is not greater than a
quantity of OFDM symbols included in the uplink sub-
frame. The terminal device 501 sends an uplink signal in
the K symbols on one or more special carriers in the
carrier set.
[0115] In FIG. 7, the terminal device 501 cancels send-
ing of the K OFDM symbols in the uplink subframe on all
normal carriers. Optionally, if an SRS is sent only on the
carrier 4, and no SRS is sent on the carrier 5, sending of
the uplink subframe may be canceled only on some nor-
mal carriers. For example, sending of the K OFDM sym-
bols in the uplink subframe is canceled on the carrier 1
or carrier 2, and the uplink sending capability of the ter-
minal device 501 is not exceeded.
[0116] Sending of some OFDM symbols is canceled
on the normal carrier, so that a conflict caused because
simultaneous uplink sending on the normal carrier and
the special carrier exceeds the uplink sending capability
of the terminal device 501 can be avoided.
[0117] Optionally, a length of the K symbols is not less
than a sum of first duration and second duration. For

example, the length of the K symbols is equal to the sum
of the first duration and the second duration. For another
example, the length of the K symbols is greater than the
sum of the first duration and the second duration.
[0118] The first duration is duration required for send-
ing the uplink signal; and
the second duration is duration in which the terminal de-
vice 501 is switched between carriers.
[0119] If the terminal device 501 supports the normal
carrier and the special carrier by using different hardware
such as radio-frequency links that do not affect each oth-
er, the duration in which the terminal device 501 is
switched between carriers may be 0. If hardware by which
the terminal device 501 supports the normal carrier and
the special carrier affects each other, the duration in
which the terminal device 501 is switched between car-
riers is usually greater than 0.
[0120] Optionally, a possible case is as follows: If the
one or more normal carriers on which sending of the up-
link subframe is canceled belong to a timing advance
group (Time Advance Group, TAG), and the one or more
special carriers on which the uplink signal is sent belong
to another TAG, the length of the K symbols may be de-
termined according to a TA difference between the two
TAGs. Because a TA difference between two TAGs is
usually not greater than one symbol, when the length of
the K symbols is set, the first duration and the second
duration are considered, and sending of one or two
OFDM symbols may be considered to be additionally
canceled.
[0121] Optionally, if the uplink signal is located in the
last several OFDM symbols in the uplink subframe, the
K symbols may be the last K OFDM symbols in the uplink
subframe.
[0122] Optionally, if the uplink signal is located in the
first several OFDM symbols in the uplink subframe or is
located in the entire subframe, the K symbols may be the
last K OFDM symbols of a previous subframe of the uplink
subframe.
[0123] Optionally, when one of the following conditions
is met, the terminal device 501 may determine to cancel
sending of the K consecutive OFDM symbols in the uplink
subframe:

Condition 1

[0124] A power sum of the terminal device 501 for
sending the uplink subframe on all the carriers in the car-
rier set is greater than a maximum transmit power of the
terminal device 501.
[0125] When condition 1 is met, the terminal device
501 may cancel sending of the K consecutive OFDM
symbols in the uplink subframe, so that the following case
exists:
[0126] A power sum of the terminal device 501 for
sending the uplink subframe on carriers other than the
one or more normal carriers on which the K OFDM sym-
bols are located in the carrier set is not greater than the
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maximum transmit power of the terminal device 501.

Condition 2

[0127] A quantity of carriers included in the carrier set
is greater than a quantity of uplink carriers that can be
simultaneously sent by the terminal device 501.
[0128] When condition 2 is met, the terminal device
501 may cancel sending of the K consecutive OFDM
symbols in the uplink subframe, so that the following case
exists:
[0129] A quantity of carriers that is obtained by sub-
tracting the one or more normal carriers on which the K
OFDM symbols are located from the quantity of carriers
included in the carrier set is not greater than the quantity
of uplink carriers that can be simultaneously sent by the
terminal device 501.
[0130] Correspondingly, the network device 502 may
use a same determining condition as the terminal device
501, for example, condition 1 or condition 2, to determine
that the terminal device 501 cancels sending of the K
consecutive OFDM symbols in the uplink subframe. In
this case, the network device 502 cancels receiving of
the K consecutive OFDM symbols in the uplink subframe.
[0131] The terminal device 501 and the network device
502 may use a same rule to determine a specific carrier
that the terminal device 501 rejects. Because the network
device 502 knows a carrier that is used by the terminal
device 501 for uplink sending, based on the same rule,
the network device 502 may know a carrier that the ter-
minal device 501 rejects. The rule may be any one of the
following rules:

1. preferentially rejecting a carrier with a low carrier
priority;
2. preferentially rejecting a carrier with a small carrier
sequence number;
3. preferentially rejecting a carrier with a large carrier
sequence number; or
4. preferentially rejecting a high-frequency carrier.

[0132] A rule for defining a value of K may be agreed
on in advance between the network device 502 and the
terminal device 501.
[0133] For example, if the duration required for sending
the uplink signal is one symbol, and the duration in which
the terminal device 501 is switched between carriers is
less than one symbol, the network device 502 and the
terminal device 501 may agree on the following case in
advance: If the terminal device 501 supports the normal
carrier and the special carrier by using different hardware
such as radio-frequency links that do not affect each oth-
er, the value of K is 1 (because the duration in which the
terminal device 501 is switched between carriers is 0);
or if hardware by which the terminal device 501 supports
the normal carrier and the special carrier affects each
other, the value of K is 2.

Case 2

[0134] As shown in FIG. 8, the terminal device 501 is
switched from a special carrier to a normal carrier, or is
switched from a normal carrier to a special carrier. In this
case, M OFDM symbols need to be vacated on the nor-
mal carrier, to ensure sending of an uplink signal.
[0135] In case 2, the terminal device 501 sends an up-
link signal in an uplink subframe on one or more special
carriers in a carrier set. The carrier set includes all carriers
in carrier aggregation that are used by the terminal device
501 to send the uplink subframe.
[0136] The terminal device 501 determines to cancel
sending of M consecutive OFDM symbols of an adjacent
subframe of the uplink subframe, and the adjacent sub-
frame is also an uplink subframe.
[0137] The M OFDM symbols are located on one or
more normal carriers in the carrier set, and M is a positive
integer and is not greater than a quantity of OFDM sym-
bols included in the adjacent subframe.
[0138] Optionally, a length of the M OFDM symbols is
not less than duration in which the terminal device 501
is switched between carriers.
[0139] If the terminal device 501 supports the normal
carrier and the special carrier by using different hardware
such as radio-frequency links that do not affect each oth-
er, the duration in which the terminal device 501 is
switched between carriers may be 0. If hardware by which
the terminal device 501 supports the normal carrier and
the special carrier affects each other, the duration in
which the terminal device 501 is switched between car-
riers is usually greater than 0.
[0140] Optionally, a possible case is as follows: If the
one or more normal carriers on which sending of the up-
link subframe is canceled belong to a TAG, and the one
or more special carriers on which the uplink signal is sent
belong to another TAG, the length of the K symbols may
be determined according to a TA difference between the
two TAGs.
[0141] Optionally, if the adjacent subframe is a next
subframe of the uplink subframe, the M symbols may be
the first M OFDM symbols in the next subframe; or
if the adjacent subframe is a previous subframe of the
uplink subframe, the M symbols may be the last M OFDM
symbols in the previous subframe.
[0142] The terminal device 501 and the network device
502 may use a same rule to determine a specific carrier
that the terminal device 501 rejects. Because the network
device 502 knows a carrier that is used by the terminal
device 501 for uplink sending, based on the same rule,
the network device 502 may know a carrier that the ter-
minal device 501 rejects. The rule may be any one of the
following rules:

1. preferentially rejecting a carrier with a low carrier
priority;
2. preferentially rejecting a carrier with a small carrier
sequence number;
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3. preferentially rejecting a carrier with a large carrier
sequence number; or
4. preferentially rejecting a high-frequency carrier.

[0143] A rule for defining a value of M may be agreed
on in advance between the network device 502 and the
terminal device 501.
[0144] For example, if the duration in which the termi-
nal device 501 is switched between carriers is less than
one symbol, and the network device 502 and the terminal
device 501 may agree on the following case in advance:
[0145] If the terminal device 501 supports the normal
carrier and the special carrier by using different hardware
such as radio-frequency links that do not affect each oth-
er, the value of M is 0 (because the duration in which the
terminal device 501 is switched between carriers is 0);
or if hardware by which the terminal device 501 supports
the normal carrier and the special carrier affects each
other, the value of M is 1.
[0146] In case 1 and case 2, the uplink signal sent by
the terminal device 501 is an uplink reference signal or
a preamble (preamble). Optionally, the uplink reference
signal is an SRS.
[0147] FIG. 9 is a schematic structural diagram of a
first terminal device according to an embodiment of the
present invention. As shown in FIG. 9, the terminal device
includes:

a processing module 901, configured to select one
or more carriers from a first carrier set for a first uplink
subframe, where the first carrier set includes all car-
riers in carrier aggregation that are used by the ter-
minal device to send the first uplink subframe; and
a sending module 902, configured to cancel sending
of the first uplink subframe on the one or more car-
riers selected by the processing module 901.

[0148] The one or more carriers selected by the
processing module 901 are normal carriers or special
carriers.
[0149] The special carrier is a carrier on which the ter-
minal device sends neither uplink data nor uplink control
information in uplink, and the normal carrier is a carrier
that is used by the terminal device to send uplink data
and/or uplink control information.
[0150] Optionally, the processing module 901 is spe-
cifically configured to:

when a power sum of the terminal device for sending
the first uplink subframe on all the carriers in the first
carrier set is greater than a maximum transmit power
of the terminal device, select the one or more carriers
from the first carrier set; and
a power sum of the terminal device for sending the
first uplink subframe on carriers other than the se-
lected one or more carriers in the first carrier set is
not greater than the maximum transmit power of the
terminal device.

[0151] Optionally, the processing module 901 is spe-
cifically configured to:

when a quantity of carriers included in the first carrier
set of the terminal device is greater than a quantity
of uplink carriers that can be simultaneously sent by
the terminal device, select the one or more carriers
from the first carrier set; and
a quantity of carriers that is obtained by subtracting
the one or more carriers from the quantity of carriers
included in the first carrier set is not greater than the
quantity of uplink carriers that can be simultaneously
sent by the terminal device.

[0152] Optionally, the special carrier is a carrier on
which the terminal device sends only an uplink signal in
uplink, and the uplink signal includes an uplink reference
signal and/or a preamble (preamble).
[0153] Optionally, the uplink reference signal is a
sounding reference signal SRS.
[0154] For a communications standard of a wireless
communications system in which the terminal device is
located, refer to the wireless communications system
shown in FIG. 5. For various types of the terminal device,
refer to the type of the terminal device 501.
[0155] For another optional implementation of the
processing module 901, refer to the solution in which the
terminal device 501 performs control processing in op-
tional solution 1 of the wireless communications system
shown in FIG. 5. For another optional implementation of
the sending module 902, refer to the solution in which
the terminal device 501 performs sending in optional so-
lution 1 of the wireless communications system shown
in FIG. 5.
[0156] For a condition that is used by the processing
module 901 to select a carrier on which sending of an
uplink subframe is canceled, refer to condition 1 and con-
dition 2 in optional solution 1 of the wireless communi-
cations system shown in FIG. 5. For a rule in which the
processing module 901 selects a carrier on which send-
ing is canceled, refer to the selection rule in optional so-
lution 1 of the wireless communications system shown
in FIG. 5.
[0157] The processing module 901 may be implement-
ed by one or more processors, and the sending module
902 may be implemented by one or more transmitters.
[0158] FIG. 10 is a schematic structural diagram of a
first network device according to an embodiment of the
present invention. As shown in FIG. 10, the network de-
vice includes:

a processing module 1001, configured to determine
that a terminal device cancels sending of a first uplink
subframe on one or more carriers in a first carrier
set, where the first carrier set includes all carriers in
carrier aggregation that are used by the terminal de-
vice to send the first uplink subframe; and
a receiving module 1002, configured to cancel re-
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ceiving of the first uplink subframe on the one or more
carriers.

[0159] The one or more carriers are normal carriers or
special carriers.
[0160] The special carrier is a carrier on which the ter-
minal device sends neither uplink data nor uplink control
information in uplink, and the normal carrier is a carrier
that is used by the terminal device to send uplink data
and/or uplink control information.
[0161] Optionally, the processing module 1001 is spe-
cifically configured to:
if determining that a power sum of the terminal device
for sending the first uplink subframe on all the carriers in
the first carrier set is greater than a maximum transmit
power of the terminal device, determine that the terminal
device cancels sending of the first uplink subframe on
the one or more carriers in the first carrier set.
[0162] Optionally, the processing module 1001 is spe-
cifically configured to:
when a quantity of carriers included in the first carrier set
is greater than a quantity of uplink carriers that can be
simultaneously sent by the terminal device, determine
that the terminal device cancels sending of the first uplink
subframe on the one or more carriers in the first carrier
set.
[0163] Optionally, the special carrier is a carrier on
which the terminal device sends only an uplink signal in
uplink, and the uplink signal includes an uplink reference
signal and/or a preamble (preamble).
[0164] Optionally, the uplink reference signal is a
sounding reference signal SRS.
[0165] For a communications standard of a wireless
communications system in which the network device is
located, refer to the wireless communications system
shown in FIG. 5. For various types of the network device,
refer to the type of the network device 502.
[0166] For another optional implementation of the
processing module 1001, refer to the solution in which
the network device 502 performs control processing in
optional solution 1 of the wireless communications sys-
tem shown in FIG. 5. For another optional implementation
of the receiving module 1002, refer to the solution in
which the network device 502 performs receiving in op-
tional solution 1 of the wireless communications system
shown in FIG. 5.
[0167] For a condition that is used by the processing
module 1001 to determine that the terminal device can-
cels sending of an uplink subframe on a carrier, refer to
condition 1 and condition 2 in optional solution 1 of the
wireless communications system shown in FIG. 5. For a
rule in which the network device 502 determines a carrier
on which the terminal device 501 cancels sending, refer
to the rule in optional solution 1 of the wireless commu-
nications system shown in FIG. 5.
[0168] The processing module 1001 may be imple-
mented by one or more processors, and the receiving
module 1002 may be implemented by one or more re-

ceivers.
[0169] FIG. 11 is a schematic structural diagram of a
second terminal device according to an embodiment of
the present invention. As shown in FIG. 11, the terminal
device includes:

a processing module 1101, configured to determine
that the terminal device cancels sending of K con-
secutive orthogonal frequency division multiplexing
OFDM symbols in a second uplink subframe, where
the K OFDM symbols are located on one or more
normal carriers in a second carrier set, the second
carrier set includes all carriers in carrier aggregation
that are used by the terminal device to send the sec-
ond uplink subframe, and K is a positive integer and
is not greater than a quantity of OFDM symbols in-
cluded in the second uplink subframe; and
a sending module 1102, configured to send a first
uplink signal in the K symbols on one or more special
carriers in the second carrier set.

[0170] The special carrier is a carrier on which the ter-
minal device sends neither uplink data nor uplink control
information in uplink, and the normal carrier is a carrier
that is used by the terminal device to send uplink data
and/or uplink control information.
[0171] Optionally, a length of the K symbols is not less
than a sum of first duration and second duration.
[0172] The first duration is duration required for send-
ing the first uplink signal.
[0173] The second duration is duration in which the
terminal device is switched between carriers.
[0174] Optionally, the one or more normal carriers in
the second carrier set belong to a first timing advance
group TAG 1, and the one or more special carriers in the
second carrier set belong to a second timing advance
group TAG 2.
[0175] The length of the K symbols is not less than a
sum of the first duration, the second duration, and the
third duration, and the third duration is a length that is
agreed on in advance according to a TA difference be-
tween the TAG 1 and the TAG 2.
[0176] Optionally, the K symbols are the last K OFDM
symbols in the second uplink subframe.
[0177] Optionally, the sending module 1102 is further
configured to: send a second uplink signal in a third uplink
subframe on the one or more special carriers in a third
carrier set. The third carrier set includes all carriers in
carrier aggregation that are used by the terminal device
to send the third uplink subframe.
[0178] The processing module 1101 is further config-
ured to determine that the terminal device cancels send-
ing of M consecutive OFDM symbols of an adjacent sub-
frame of the third uplink subframe. The adjacent sub-
frame is also an uplink subframe.
[0179] The M OFDM symbols are located on one or
more normal carriers in the third carrier set, and M is a
positive integer and is not greater than a quantity of
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OFDM symbols included in the adjacent subframe.
[0180] Optionally, a length of the M OFDM symbols is
not less than the fourth duration.
[0181] The fourth duration is duration in which the ter-
minal device is switched between carriers.
[0182] Optionally, the one or more normal carriers in
the third carrier set belong to a third timing advance group
TAG 3, and the one or more special carriers in the third
carrier set belong to a fourth timing advance group TAG 4.
[0183] The length of the K symbols is not less than a
sum of the fourth duration and fifth duration, and the fifth
duration is a length that is agreed on in advance accord-
ing to a TA difference between the TAG 3 and the TAG 4.
[0184] Optionally, if the adjacent subframe is a next
subframe of the third uplink subframe, the M symbols are
the first M OFDM symbols in the next subframe; and/or
if the adjacent subframe is a previous subframe of the
third uplink subframe, the M symbols are the last M
OFDM symbols in the previous subframe.
[0185] Optionally, the second uplink signal includes an
uplink reference signal and/or a preamble (preamble).
[0186] Optionally, the processing module 1101 is spe-
cifically configured to:

when a power sum of the terminal device for sending
the second uplink subframe on all the carriers in the
second carrier set is greater than a maximum trans-
mit power of the terminal device, determine that the
terminal device cancels sending of the K OFDM sym-
bols; and
a power sum of the terminal device for sending the
second uplink subframe on carriers other than the
one or more normal carriers on which the K OFDM
symbols are located in the second carrier set is not
greater than the maximum transmit power of the ter-
minal device.

[0187] Optionally, the processing module 1101 is spe-
cifically configured to:

when a quantity of carriers included in the second
carrier set of the terminal device is greater than a
quantity of uplink carriers that can be simultaneously
sent by the terminal device, determine that the ter-
minal device cancels sending of the K OFDM sym-
bols; and
a quantity of carriers that is obtained by subtracting
the one or more normal carriers on which the K
OFDM symbols are located from the quantity of car-
riers included in the second carrier set is not greater
than the quantity of uplink carriers that can be simul-
taneously sent by the terminal device.

[0188] Optionally, the first uplink signal includes an up-
link reference signal and/or a preamble (preamble).
[0189] Optionally, the uplink reference signal is a
sounding reference signal SRS.
[0190] For a communications standard of a wireless

communications system in which the terminal device is
located, refer to the wireless communications system
shown in FIG. 5. For various types of the terminal device,
refer to the type of the terminal device 501.
[0191] For another optional implementation of the
processing module 1101, refer to the solution in which
the terminal device 501 performs control processing in
optional solution 2 of the wireless communications sys-
tem shown in FIG. 5. For another optional implementation
of the sending module 1102, refer to the solution in which
the terminal device 501 performs sending in optional so-
lution 2 of the wireless communications system shown
in FIG. 5.
[0192] For two cases existing when the processing
module 1101 performs processing, refer to the two cases
in optional solution 2 of the wireless communications sys-
tem shown in FIG. 5. In case 1, for a condition that is
used by the processing module 1101 to select a carrier
on which sending of some OFDM symbols is canceled,
refer to condition 1 and condition 2 in case 1 in optional
solution 2 of the wireless communications system shown
in FIG. 5. In case 2, which is similar to case 2 in optional
solution 2 of the wireless communications system shown
in FIG. 5, the processing module 1101 may cancel send-
ing of some OFDM symbols on a normal carrier during
a switchover between the special carrier and the normal
carrier. For a rule in which the processing module 1101
selects a carrier on which sending is canceled, refer to
the selection rule in optional solution 2 of the wireless
communications system shown in FIG. 5.
[0193] The processing module 1101 may be imple-
mented by one or more processors, and the sending
module 1102 may be implemented by one or more trans-
mitters.
[0194] FIG. 12 is a schematic structural diagram of a
second network device according to an embodiment of
the present invention. As shown in FIG. 12, the network
device includes:

a processing module 1201, configured to: determine
that a terminal device cancels sending of K consec-
utive orthogonal frequency division multiplexing
OFDM symbols in a second uplink subframe, and
determine that the terminal device sends a first uplink
signal in the K symbols on one or more special car-
riers in the second carrier set, where
the K OFDM symbols are located on one or more
normal carriers in the second carrier set, the second
carrier set includes all carriers in carrier aggregation
that are used by the terminal device to send the sec-
ond uplink subframe, and K is a positive integer and
is not greater than a quantity of OFDM symbols in-
cluded in the second uplink subframe; and
a receiving module 1202, configured to: cancel re-
ceiving of the K OFDM symbols, and receive the sec-
ond uplink signal in the K symbols on the one or more
special carriers in the second carrier set.
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[0195] The special carrier is a carrier on which the ter-
minal device sends neither uplink data nor uplink control
information in uplink, and the normal carrier is a carrier
that is used by the terminal device to send uplink data
and/or uplink control information.
[0196] Optionally, a length of the K symbols is not less
than a sum of first duration and second duration.
[0197] The first duration is duration required for send-
ing the first uplink signal.
[0198] The second duration is duration in which the
terminal device is switched between carriers.
[0199] Optionally, the one or more normal carriers in
the second carrier set belong to a first timing advance
group TAG 1, and the one or more special carriers in the
second carrier set belong to a second timing advance
group TAG 2.
[0200] The length of the K symbols is not less than a
sum of the first duration, the second duration, and the
third duration, and the third duration is a length that is
agreed on in advance according to a TA difference be-
tween the TAG 1 and the TAG 2.
[0201] Optionally, the K symbols are the last K OFDM
symbols in the second uplink subframe.
[0202] Optionally, the processing module 1201 is fur-
ther configured to: determine that the terminal device
sends a second uplink signal in a third uplink subframe
on the one or more special carriers in a third carrier set,
and determine that the terminal device cancels sending
of M consecutive OFDM symbols of an adjacent sub-
frame of the third uplink subframe. The adjacent sub-
frame is also an uplink subframe. The third carrier set
includes all carriers in carrier aggregation that are used
by the terminal device to send the third uplink subframe.
[0203] The receiving module 1202 is further configured
to: receive the second uplink signal on the one or more
special carriers in the third carrier set, and cancel receiv-
ing of the M consecutive OFDM symbols in the adjacent
subframe of the third uplink subframe.
[0204] The M OFDM symbols are located on one or
more normal carriers in the third carrier set, and M is a
positive integer and is not greater than a quantity of
OFDM symbols included in the adjacent subframe.
[0205] Optionally, a length of the M OFDM symbols is
not less than the fourth duration.
[0206] The fourth duration is duration in which the ter-
minal device is switched between carriers.
[0207] Optionally, the one or more normal carriers in
the third carrier set belong to a third timing advance group
TAG 3, and the one or more special carriers in the third
carrier set belong to a fourth timing advance group TAG 4.
[0208] The length of the K symbols is not less than a
sum of the fourth duration and fifth duration, and the fifth
duration is a length that is agreed on in advance accord-
ing to a TA difference between the TAG 3 and the TAG 4.
[0209] Optionally, if the adjacent subframe is a next
subframe of the third uplink subframe, the M symbols are
the first M OFDM symbols in the next subframe; and/or
if the adjacent subframe is a previous subframe of the

third uplink subframe, the M symbols are the last M
OFDM symbols in the previous subframe.
[0210] Optionally, the second uplink signal is an uplink
reference signal or a preamble (preamble).
[0211] Optionally, the processing module 1201 is spe-
cifically configured to:
if determining that a power sum of the terminal device
for sending the second uplink subframe on all the carriers
in the second carrier set is greater than a maximum trans-
mit power of the terminal device, determine that the ter-
minal device cancels sending of the K OFDM symbols.
[0212] Optionally, the processing module 1201 is spe-
cifically configured to:
when a quantity of carriers included in the second carrier
set is greater than a quantity of uplink carriers that can
be simultaneously sent by the terminal device, determine
that the terminal device cancels sending of the K OFDM
symbols.
[0213] Optionally, the first uplink signal includes an up-
link reference signal and/or a preamble (preamble).
[0214] Optionally, the uplink reference signal is a
sounding reference signal SRS.
[0215] For a communications standard of a wireless
communications system in which the network device is
located, refer to the wireless communications system
shown in FIG. 5. For various types of the network device,
refer to the type of the network device 502.
[0216] For another optional implementation of the
processing module 1201, refer to the solution in which
the network device 502 performs control processing in
optional solution 2 of the wireless communications sys-
tem shown in FIG. 5. For another optional implementation
of the receiving module 1202, refer to the solution in
which the network device 502 performs receiving in op-
tional solution 2 of the wireless communications system
shown in FIG. 5.
[0217] For two cases existing when the processing
module 1201 performs processing, refer to the two cases
in optional solution 2 of the wireless communications sys-
tem shown in FIG. 5. In case 1, for a condition that is
used by the processing module 1201 to determine that
the terminal device cancels sending of some OFDM sym-
bols on a carrier, refer to condition 1 and condition 2 in
case 1 in optional solution 2 of the wireless communica-
tions system shown in FIG. 5. In case 2, which is similar
to case 2 in optional solution 2 of the wireless communi-
cations system shown in FIG. 5, the processing module
1201 may determine that the terminal device cancels
sending of some OFDM symbols on a normal carrier dur-
ing a switchover between the special carrier and the nor-
mal carrier. For a rule in which the processing module
1201 determines a carrier on which the terminal device
cancels sending, refer to the rule in optional solution 2
of the wireless communications system shown in FIG. 5.
[0218] The processing module 1201 may be imple-
mented by one or more processors, and the receiving
module 1202 may be implemented by one or more re-
ceivers.
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[0219] FIG. 13 is a flowchart of a first method for send-
ing an uplink signal according to an embodiment of the
present invention. As shown in FIG. 13, the method in-
cludes the following steps:
[0220] S1301. A terminal device selects one or more
carriers from a first carrier set for a first uplink subframe,
where the first carrier set includes all carriers in carrier
aggregation that are used by the terminal device to send
the first uplink subframe.
[0221] S1302. The terminal device cancels sending of
the first uplink subframe on the selected one or more
carriers.
[0222] The selected one or more carriers are normal
carriers or special carriers.
[0223] The special carrier is a carrier on which the ter-
minal device sends neither uplink data nor uplink control
information in uplink, and the normal carrier is a carrier
that is used by the terminal device to send uplink data
and/or uplink control information.
[0224] Optionally, that a terminal device selects one or
more carriers from a first carrier set includes:

when a power sum of the terminal device for sending
the first uplink subframe on all the carriers in the first
carrier set is greater than a maximum transmit power
of the terminal device, selecting the one or more car-
riers from the first carrier set; and
a power sum of the terminal device for sending the
first uplink subframe on carriers other than the se-
lected one or more carriers in the first carrier set is
not greater than the maximum transmit power of the
terminal device.

[0225] Optionally, that a terminal device selects one or
more carriers from a first carrier set includes:

when a quantity of carriers included in the first carrier
set of the terminal device is greater than a quantity
of uplink carriers that can be simultaneously sent by
the terminal device, selecting the one or more carri-
ers from the first carrier set; and
a quantity of carriers that is obtained by subtracting
the one or more carriers from the quantity of carriers
included in the first carrier set is not greater than the
quantity of uplink carriers that can be simultaneously
sent by the terminal device.

[0226] Optionally, the special carrier is a carrier on
which the terminal device sends only an uplink signal in
uplink, and the uplink signal includes an uplink reference
signal and/or a preamble (preamble).
[0227] Optionally, the uplink reference signal is a
sounding reference signal SRS.
[0228] In the method, for a communications standard
of a wireless communications system in which the termi-
nal device and a network device are located, refer to the
wireless communications system shown in FIG. 5. For
various types of the terminal device, refer to the type of

the terminal device 501. For various types of the network
device, refer to the type of the network device 502.
[0229] For another optional solution of the method, re-
fer to processing of the terminal device 501 in optional
solution 1 of the wireless communications system shown
in FIG. 5. For example, for a condition that is used by the
terminal device to select a carrier on which sending of
an uplink subframe is canceled, refer to the processing
of the terminal device 501 in condition 1 and condition 2
in optional solution 1 of the wireless communications sys-
tem shown in FIG. 5. For a rule in which the terminal
device selects a carrier on which sending is canceled,
refer to the selection rule in optional solution 1 of the
wireless communications system shown in FIG. 5.
[0230] FIG. 14 is a flowchart of a first method for re-
ceiving an uplink signal according to an embodiment of
the present invention. As shown in FIG. 14, the method
includes the following steps:
[0231] S1401. A network device determines that a ter-
minal device cancels sending of a first uplink subframe
on one or more carriers in a first carrier set, where the
first carrier set includes all carriers in carrier aggregation
that are used by the terminal device to send the first uplink
subframe.
[0232] S1402. The network device cancels receiving
of the first uplink subframe on the one or more carriers.
[0233] The one or more carriers are normal carriers or
special carriers.
[0234] The special carrier is a carrier on which the ter-
minal device sends neither uplink data nor uplink control
information in uplink, and the normal carrier is a carrier
that is used by the terminal device to send uplink data
and/or uplink control information.
[0235] Optionally, that a network device determines
that a terminal device cancels sending of a first uplink
subframe on one or more carriers in a first carrier set
includes:
if determining that a power sum of the terminal device
for sending the first uplink subframe on all the carriers in
the first carrier set is greater than a maximum transmit
power of the terminal device, determining, by the network
device, that the terminal device cancels sending of the
first uplink subframe on the one or more carriers in the
first carrier set.
[0236] Optionally, that a network device determines
that a terminal device cancels sending of a first uplink
subframe on one or more carriers in a first carrier set
includes:
when a quantity of carriers included in the first carrier set
is greater than a quantity of uplink carriers that can be
simultaneously sent by the terminal device, determining,
by the network device, that the terminal device cancels
sending of the first uplink subframe on the one or more
carriers in the first carrier set.
[0237] Optionally, the special carrier is a carrier on
which the terminal device sends only an uplink signal in
uplink, and the uplink signal includes an uplink reference
signal and/or a preamble (preamble).
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[0238] Optionally, the uplink reference signal is a
sounding reference signal SRS.
[0239] In the method, for a communications standard
of a wireless communications system in which the net-
work device and the terminal device are located, refer to
the wireless communications system shown in FIG. 5.
For various types of the network device, refer to the type
of the network device 502. For various types of the ter-
minal device, refer to the type of the terminal device 501.
[0240] For another optional implementation of the
method, refer to processing of the network device 502 in
optional solution 2 of the wireless communications sys-
tem shown in FIG. 5.
[0241] For a condition that is used by the network de-
vice to determine that the terminal device cancels send-
ing of an uplink subframe on a carrier, refer to condition
1 and condition 2 in optional solution 1 of the wireless
communications system shown in FIG. 5. For a rule in
which the network device 502 determines a carrier on
which the terminal device 501 cancels sending, refer to
the rule in optional solution 1 of the wireless communi-
cations system shown in FIG. 5.
[0242] FIG. 15 is a flowchart of a second method for
sending an uplink signal according to an embodiment of
the present invention.
[0243] S1501. A terminal device determines to cancel
sending of K consecutive orthogonal frequency division
multiplexing OFDM symbols in a second uplink sub-
frame.
[0244] The K OFDM symbols are located on one or
more normal carriers in a second carrier set, the second
carrier set includes all carriers in carrier aggregation that
are used by the terminal device to send the second uplink
subframe, and K is a positive integer and is not greater
than a quantity of OFDM symbols included in the second
uplink subframe.
[0245] S1502. The terminal device sends a first uplink
signal in the K symbols on one or more special carriers
in a second carrier set.
[0246] The special carrier is a carrier on which the ter-
minal device sends neither uplink data nor uplink control
information in uplink, and the normal carrier is a carrier
that is used by the terminal device to send uplink data
and/or uplink control information.
[0247] Optionally, a length of the K symbols is not less
than a sum of first duration and second duration.
[0248] The first duration is duration required for send-
ing the first uplink signal.
[0249] The second duration is duration in which the
terminal device is switched between carriers.
[0250] Optionally, the one or more normal carriers in
the second carrier set belong to a first timing advance
group TAG 1, and the one or more special carriers in the
second carrier set belong to a second timing advance
group TAG 2.
[0251] The length of the K symbols is not less than a
sum of the first duration, the second duration, and the
third duration, and the third duration is a length that is

agreed on in advance according to a TA difference be-
tween the TAG 1 and the TAG 2.
[0252] Optionally, the K symbols are the last K OFDM
symbols in the second uplink subframe.
[0253] Optionally, the terminal device sends a second
uplink signal in a third uplink subframe on the one or more
special carriers in a third carrier set. The third carrier set
includes all carriers in carrier aggregation that are used
by the terminal device to send the third uplink subframe.
[0254] The terminal device determines to cancel send-
ing of M consecutive OFDM symbols of an adjacent sub-
frame of the third uplink subframe. The adjacent sub-
frame is also an uplink subframe.
[0255] The M OFDM symbols are located on one or
more normal carriers in the third carrier set, and M is a
positive integer and is not greater than a quantity of
OFDM symbols included in the adjacent subframe.
[0256] Optionally, a length of the M OFDM symbols is
not less than the fourth duration.
[0257] The fourth duration is duration in which the ter-
minal device is switched between carriers.
[0258] Optionally, the one or more normal carriers in
the third carrier set belong to a third timing advance group
TAG 3, and the one or more special carriers in the third
carrier set belong to a fourth timing advance group TAG 4.
[0259] The length of the K symbols is not less than a
sum of the fourth duration and fifth duration, and the fifth
duration is a length that is agreed on in advance accord-
ing to a TA difference between the TAG 3 and the TAG 4.
[0260] Optionally, if the adjacent subframe is a next
subframe of the third uplink subframe, the M symbols are
the first M OFDM symbols in the next subframe; and/or
if the adjacent subframe is a previous subframe of the
third uplink subframe, the M symbols are the last M
OFDM symbols in the previous subframe.
[0261] Optionally, the second uplink signal includes an
uplink reference signal and/or a preamble (preamble).
[0262] Optionally, that a terminal device determines to
cancel sending of K consecutive OFDM symbols in a
second uplink subframe includes:

when a power sum of the terminal device for sending
the second uplink subframe on all the carriers in the
second carrier set is greater than a maximum trans-
mit power of the terminal device, determining to can-
cel sending of the K OFDM symbols; and
a power sum of the terminal device for sending the
second uplink subframe on carriers other than the
one or more normal carriers on which the K OFDM
symbols are located in the second carrier set is not
greater than the maximum transmit power of the ter-
minal device.

[0263] Optionally, that a terminal device determines to
cancel sending of K consecutive OFDM symbols in a
second uplink subframe includes:

when a quantity of carriers included in the second
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carrier set of the terminal device is greater than a
quantity of uplink carriers that can be simultaneously
sent by the terminal device, determining to cancel
sending of the K OFDM symbols; and
a quantity of carriers that is obtained by subtracting
the one or more normal carriers on which the K
OFDM symbols are located from the quantity of car-
riers included in the second carrier set is not greater
than the quantity of uplink carriers that can be simul-
taneously sent by the terminal device.

[0264] Optionally, the first uplink signal includes an up-
link reference signal and/or a preamble (preamble).
[0265] Optionally, the uplink reference signal is a
sounding reference signal SRS.
[0266] In the method, for a communications standard
of a wireless communications system in which the termi-
nal device and a network device are located, refer to the
wireless communications system shown in FIG. 5. For
various types of the terminal device, refer to the type of
the terminal device 501. For various types of the network
device, refer to the type of the network device 502.
[0267] For another optional implementation of the
method, refer to processing on a terminal device 501 side
in optional solution 2 of the wireless communications sys-
tem shown in FIG. 5.
[0268] For two cases existing when the terminal device
performs processing, refer to the two cases in optional
solution 2 of the wireless communications system shown
in FIG. 5. In case 1, for a condition that is used by the
terminal device to select a carrier on which sending of
some OFDM symbols is canceled, refer to condition 1
and condition 2 in case 1 in optional solution 2 of the
wireless communications system shown in FIG. 5. In
case 2, which is similar to case 2 in optional solution 2
of the wireless communications system shown in FIG. 5,
the terminal device may cancel sending of some OFDM
symbols on a normal carrier during a switchover between
the special carrier and the normal carrier. For a rule in
which the terminal device selects a carrier on which send-
ing is canceled, refer to the selection rule in optional so-
lution 2 of the wireless communications system shown
in FIG. 5.
[0269] FIG. 16 is a flowchart of a second method for
receiving an uplink signal according to an embodiment
of the present invention. As shown in FIG. 16, the method
includes the following steps:
[0270] S1601. A network device determines that a ter-
minal device cancels sending of K consecutive orthogo-
nal frequency division multiplexing OFDM symbols in a
second uplink subframe, and determines that the termi-
nal device sends a first uplink signal in the K symbols on
one or more special carriers in the second carrier set.
[0271] The K OFDM symbols are located on one or
more normal carriers in the second carrier set, the second
carrier set includes all carriers in carrier aggregation that
are used by the terminal device to send the second uplink
subframe, and K is a positive integer and is not greater

than a quantity of OFDM symbols included in the second
uplink subframe.
[0272] S1602. The network device cancels receiving
of the K OFDM symbols, and receives the second uplink
signal in the K symbols on the one or more special carriers
in the second carrier set.
[0273] The special carrier is a carrier on which the ter-
minal device sends neither uplink data nor uplink control
information in uplink, and the normal carrier is a carrier
that is used by the terminal device to send uplink data
and/or uplink control information.
[0274] Optionally, a length of the K symbols is not less
than a sum of first duration and second duration.
[0275] The first duration is duration required for send-
ing the first uplink signal.
[0276] The second duration is duration in which the
terminal device is switched between carriers.
[0277] Optionally, the one or more normal carriers in
the second carrier set belong to a first timing advance
group TAG 1, and the one or more special carriers in the
second carrier set belong to a second timing advance
group TAG 2.
[0278] The length of the K symbols is not less than a
sum of the first duration, the second duration, and the
third duration, and the third duration is a length that is
agreed on in advance according to a TA difference be-
tween the TAG 1 and the TAG 2.
[0279] Optionally, the K symbols are the last K OFDM
symbols in the second uplink subframe.
[0280] Optionally, the method further includes:

determining, by the network device, that the terminal
device sends a second uplink signal in a third uplink
subframe on the one or more special carriers in a
third carrier set, and determining that the terminal
device cancels sending of M consecutive OFDM
symbols of an adjacent subframe of the third uplink
subframe, where the adjacent subframe is also an
uplink subframe, and the third carrier set includes all
carriers in carrier aggregation that are used by the
terminal device to send the third uplink subframe;
and
receiving, by the network device, the second uplink
signal on the one or more special carriers in the third
carrier set, and canceling receiving of the M consec-
utive OFDM symbols in the adjacent subframe of the
third uplink subframe.

[0281] The M OFDM symbols are located on one or
more normal carriers in the third carrier set, and M is a
positive integer and is not greater than a quantity of
OFDM symbols included in the adjacent subframe.
[0282] Optionally, a length of the M OFDM symbols is
not less than the fourth duration.
[0283] The fourth duration is duration in which the ter-
minal device is switched between carriers.
[0284] Optionally, the one or more normal carriers in
the third carrier set belong to a third timing advance group
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TAG 3, and the one or more special carriers in the third
carrier set belong to a fourth timing advance group TAG 4.
[0285] The length of the K symbols is not less than a
sum of the fourth duration and fifth duration, and the fifth
duration is a length that is agreed on in advance accord-
ing to a TA difference between the TAG 3 and the TAG 4.
[0286] Optionally, if the adjacent subframe is a next
subframe of the third uplink subframe, the M symbols are
the first M OFDM symbols in the next subframe; and/or
if the adjacent subframe is a previous subframe of the
third uplink subframe, the M symbols are the last M
OFDM symbols in the previous subframe.
[0287] Optionally, the second uplink signal is an uplink
reference signal or a preamble (preamble).
[0288] Optionally, that a network device determines
that a terminal device cancels sending of K consecutive
OFDM symbols in a second uplink subframe includes:
if determining that a power sum of the terminal device
for sending the second uplink subframe on all the carriers
in the second carrier set is greater than a maximum trans-
mit power of the terminal device, determining, by the net-
work device, that the terminal device cancels sending of
the K OFDM symbols.
[0289] Optionally, that a network device determines
that a terminal device cancels sending of K consecutive
OFDM symbols in a second uplink subframe includes:
when a quantity of carriers included in the second carrier
set is greater than a quantity of uplink carriers that can
be simultaneously sent by the terminal device, determin-
ing, by the network device, that the terminal device can-
cels sending of the K OFDM symbols.
[0290] Optionally, the first uplink signal includes an up-
link reference signal and/or a preamble (preamble).
[0291] Optionally, the uplink reference signal is a
sounding reference signal SRS.
[0292] In the method, for a communications standard
of a wireless communications system in which the termi-
nal device and the network device are located, refer to
the wireless communications system shown in FIG. 5.
For various types of the network device, refer to the type
of the network device 502. For various types of the ter-
minal device, refer to the type of the terminal device 501.
[0293] For another optional implementation of the
method, refer to processing of the network device 502 in
optional solution 2 of the wireless communications sys-
tem shown in FIG. 5.
[0294] In the method, for two cases existing when the
network device performs processing, refer to the two cas-
es in optional solution 2 of the wireless communications
system shown in FIG. 5. In case 1, for a condition that is
used by the network device to determine that the terminal
device cancels sending of some OFDM symbols on a
carrier, refer to condition 1 and condition 2 in case 1 in
optional solution 2 of the wireless communications sys-
tem shown in FIG. 5. In case 2, which is similar to case
2 in optional solution 2 of the wireless communications
system shown in FIG. 5, the network device may deter-
mine that the terminal device cancels sending of some

OFDM symbols on a normal carrier during a switchover
between the special carrier and the normal carrier. For
a rule in which the network device determines a carrier
on which the terminal device cancels sending, refer to
the rule in optional solution 2 of the wireless communi-
cations system shown in FIG. 5.
[0295] In the embodiments of the present invention, an
uplink subframe on some carriers is rejected or some
ODFM symbols of an uplink subframe on some carriers
are rejected, to resolve a problem that information such
as downlink channel characteristics of some carriers can-
not be obtained when no uplink reference signal (such
as an SRS) is sent on these carriers. In addition, a conflict
is avoided.
[0296] Persons skilled in the art should understand that
the embodiments of the present invention may be pro-
vided as a method, a system, or a computer program
product. Therefore, the present invention may use a form
of hardware only embodiments, software only embodi-
ments, or embodiments with a combination of software
and hardware. Moreover, the present invention may use
a form of a computer program product that is implement-
ed on one or more computer-usable storage media (in-
cluding but not limited to a disk memory, a CD-ROM, an
optical memory, and the like) that include computer-us-
able program code.
[0297] The present invention is described with refer-
ence to the flowcharts and/or block diagrams of the meth-
od, the device (system), and the computer program prod-
uct according to the embodiments of the present inven-
tion. It should be understood that computer program in-
structions may be used to implement each process
and/or each block in the flowcharts and/or the block di-
agrams and a combination of a process and/or a block
in the flowcharts and/or the block diagrams. These com-
puter program instructions may be provided for a general-
purpose computer, a dedicated computer, an embedded
processor, or a processor of another programmable data
processing device to generate a machine, so that the
instructions executed by a computer or a processor of
another programmable data processing device generate
an apparatus for implementing a specific function in one
or more processes in the flowcharts and/or in one or more
blocks in the block diagrams.
[0298] These computer program instructions may be
stored in a computer readable memory that can instruct
a computer or another programmable data processing
device to work in a specific manner, so that the instruc-
tions stored in the computer readable memory generate
an artifact that includes an instruction apparatus. The
instruction apparatus implements a specific function in
one or more processes in the flowcharts and/or in one or
more blocks in the block diagrams.
[0299] These computer program instructions may be
loaded onto a computer or another programmable data
processing device, so that a series of operations and
steps are performed on the computer or the another pro-
grammable device, thereby generating computer-imple-
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mented processing. Therefore, the instructions executed
on the computer or the another programmable device
provide steps for implementing a specific function in one
or more processes in the flowcharts and/or in one or more
blocks in the block diagrams.
[0300] Although some preferred embodiments of the
present invention have been described, persons skilled
in the art can make changes and modifications to these
embodiments once they learn the basic inventive con-
cept. Therefore, the following claims are intended to be
construed as to cover the preferred embodiments and all
changes and modifications falling within the scope of the
present invention.
[0301] Obviously, persons skilled in the art can make
various modifications and variations to the embodiments
of the present invention without departing from the spirit
and scope of the embodiments of the present invention.
The present invention is intended to cover these modifi-
cations and variations provided that they fall within the
scope of protection defined by the following claims and
their equivalent technologies.

Claims

1. A terminal device in a carrier aggregation system,
comprising a processing module and a sending mod-
ule, wherein
the processing module is configured to select one or
more carriers from a first carrier set for a first uplink
subframe, wherein the first carrier set comprises all
carriers in carrier aggregation that are used by the
terminal device to send the first uplink subframe; and
the sending module is configured to cancel sending
of the first uplink subframe on the one or more car-
riers selected by the processing module, wherein
the one or more carriers selected by the processing
module are normal carriers or special carriers; and
the special carrier is a carrier on which the terminal
device sends neither uplink data nor uplink control
information in uplink, and the normal carrier is a car-
rier that is used by the terminal device to send uplink
data and/or uplink control information.

2. The terminal device according to claim 1, wherein
the processing module is specifically configured to:

when a power sum of the terminal device for
sending the first uplink subframe on all the car-
riers in the first carrier set is greater than a max-
imum transmit power of the terminal device, se-
lect the one or more carriers from the first carrier
set; and
a power sum of the terminal device for sending
the first uplink subframe on carriers other than
the selected one or more carriers in the first car-
rier set is not greater than the maximum transmit
power of the terminal device.

3. The terminal device according to claim 1, wherein
the processing module is specifically configured to:

when a quantity of carriers comprised in the first
carrier set of the terminal device is greater than
a quantity of uplink carriers that can be simulta-
neously sent by the terminal device, select the
one or more carriers from the first carrier set; and
a quantity of carriers that is obtained by subtract-
ing the one or more carriers from the quantity of
carriers comprised in the first carrier set is not
greater than the quantity of uplink carriers that
can be simultaneously sent by the terminal de-
vice.

4. A network device in a carrier aggregation system,
comprising:

a processing module, configured to determine
that a terminal device cancels sending of a first
uplink subframe on one or more carriers in a first
carrier set, wherein the first carrier set comprises
all carriers in carrier aggregation that are used
by the terminal device to send the first uplink
subframe; and
a receiving module, configured to cancel receiv-
ing of the first uplink subframe on the one or
more carriers, wherein
the one or more carriers are normal carriers or
special carriers; and
the special carrier is a carrier on which the ter-
minal device sends neither uplink data nor uplink
control information in uplink, and the normal car-
rier is a carrier that is used by the terminal device
to send uplink data and/or uplink control infor-
mation.

5. The network device according to claim 4, wherein
the processing module is specifically configured to:
if determining that a power sum of the terminal device
for sending the first uplink subframe on all the carriers
in the first carrier set is greater than a maximum
transmit power of the terminal device, determine that
the terminal device cancels sending of the first uplink
subframe on the one or more carriers in the first car-
rier set.

6. The network device according to claim 4, wherein
the processing module is specifically configured to:
when a quantity of carriers comprised in the first car-
rier set is greater than a quantity of uplink carriers
that can be simultaneously sent by the terminal de-
vice, determine that the terminal device cancels
sending of the first uplink subframe on the one or
more carriers in the first carrier set.

7. A terminal device in a carrier aggregation system,
comprising:
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a processing module, configured to determine
that the terminal device cancels sending of K
consecutive orthogonal frequency division mul-
tiplexing OFDM symbols in a second uplink sub-
frame, wherein the K OFDM symbols are located
on one or more normal carriers in a second car-
rier set, the second carrier set comprises all car-
riers in carrier aggregation that are used by the
terminal device to send the second uplink sub-
frame, and K is a positive integer and is not
greater than a quantity of OFDM symbols com-
prised in the second uplink subframe; and
a sending module, configured to send a first up-
link signal in the K symbols on one or more spe-
cial carriers in the second carrier set, wherein
the special carrier is a carrier on which the ter-
minal device sends neither uplink data nor uplink
control information in uplink, and the normal car-
rier is a carrier that is used by the terminal device
to send uplink data and/or uplink control infor-
mation.

8. The terminal device according to claim 7, wherein a
length of the K symbols is not less than a sum of first
duration and second duration;
the first duration is duration required for sending the
first uplink signal; and
the second duration is duration in which the terminal
device is switched between carriers.

9. The terminal device according to claim 8, wherein
the one or more normal carriers in the second carrier
set belong to a first timing advance group TAG 1,
and the one or more special carriers in the second
carrier set belong to a second timing advance group
TAG 2; and
the length of the K symbols is not less than a sum
of the first duration, the second duration, and the
third duration, and the third duration is a length that
is agreed on in advance according to a TA difference
between the TAG 1 and the TAG 2.

10. The terminal device according to any one of claims
7 to 9, wherein the K symbols are the last K OFDM
symbols in the second uplink subframe.

11. The terminal device according to any one of claims
7 to 10, wherein
the sending module is further configured to send a
second uplink signal in a third uplink subframe on
the one or more special carriers in a third carrier set,
wherein the third carrier set comprises all carriers in
carrier aggregation that are used by the terminal de-
vice to send the third uplink subframe; and
the processing module is further configured to de-
termine that the terminal device cancels sending of
M consecutive OFDM symbols of an adjacent sub-
frame of the third uplink subframe, wherein the ad-

jacent subframe is also an uplink subframe, wherein
the M OFDM symbols are located on one or more
normal carriers in the third carrier set, and M is a
positive integer and is not greater than a quantity of
OFDM symbols comprised in the adjacent subframe.

12. The terminal device according to claim 11, wherein
a length of the M OFDM symbols is not less than the
fourth duration; and
the fourth duration is duration in which the terminal
device is switched between carriers.

13. The terminal device according to claim 12, wherein
the one or more normal carriers in the third carrier
set belong to a third timing advance group TAG 3,
and the one or more special carriers in the third car-
rier set belong to a fourth timing advance group TAG
4; and
the length of the K symbols is not less than a sum
of the fourth duration and fifth duration, and the fifth
duration is a length that is agreed on in advance ac-
cording to a TA difference between the TAG 3 and
the TAG 4.

14. The terminal device according to any one of claims
11 to 13, wherein
if the adjacent subframe is a next subframe of the
third uplink subframe, the M symbols are the first M
OFDM symbols in the next subframe; and/or
if the adjacent subframe is a previous subframe of
the third uplink subframe, the M symbols are the last
M OFDM symbols in the previous subframe.

15. The terminal device according to any one of claims
7 to 14, wherein the processing module is specifically
configured to:

when a power sum of the terminal device for
sending the second uplink subframe on all the
carriers in the second carrier set is greater than
a maximum transmit power of the terminal de-
vice, determine that the terminal device cancels
sending of the K OFDM symbols; and
a power sum of the terminal device for sending
the second uplink subframe on carriers other
than the one or more normal carriers on which
the K OFDM symbols are located in the second
carrier set is not greater than the maximum
transmit power of the terminal device.

16. The terminal device according to any one of claims
7 to 14, wherein the processing module is specifically
configured to:

when a quantity of carriers comprised in the sec-
ond carrier set of the terminal device is greater
than a quantity of uplink carriers that can be si-
multaneously sent by the terminal device, deter-
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mine that the terminal device cancels sending
of the K OFDM symbols; and
a quantity of carriers that is obtained by subtract-
ing the one or more normal carriers on which
the K OFDM symbols are located from the quan-
tity of carriers comprised in the second carrier
set is not greater than the quantity of uplink car-
riers that can be simultaneously sent by the ter-
minal device.

17. A network device in a carrier aggregation system,
comprising:

a processing module, configured to: determine
that a terminal device cancels sending of K con-
secutive orthogonal frequency division multi-
plexing OFDM symbols in a second uplink sub-
frame, and determine that the terminal device
sends a first uplink signal in the K symbols on
one or more special carriers in the second carrier
set, wherein
the K OFDM symbols are located on one or more
normal carriers in the second carrier set, the sec-
ond carrier set comprises all carriers in carrier
aggregation that are used by the terminal device
to send the second uplink subframe, and K is a
positive integer and is not greater than a quantity
of OFDM symbols comprised in the second up-
link subframe; and
a receiving module, configured to: cancel receiv-
ing of the K OFDM symbols, and receive the
second uplink signal in the K symbols on the one
or more special carriers in the second carrier
set, wherein
the special carrier is a carrier on which the ter-
minal device sends neither uplink data nor uplink
control information in uplink, and the normal car-
rier is a carrier that is used by the terminal device
to send uplink data and/or uplink control infor-
mation.

18. The network device according to claim 17, wherein
a length of the K symbols is not less than a sum of
first duration and second duration;
the first duration is duration required for sending the
first uplink signal; and
the second duration is duration in which the terminal
device is switched between carriers.

19. The network device according to claim 18, wherein
the one or more normal carriers in the second carrier
set belong to a first timing advance group TAG 1,
and the one or more special carriers in the second
carrier set belong to a second timing advance group
TAG 2; and
the length of the K symbols is not less than a sum
of the first duration, the second duration, and the
third duration, and the third duration is a length that

is agreed on in advance according to a TA difference
between the TAG 1 and the TAG 2.

20. The network device according to any one of claims
17 to 19, wherein the K symbols are the last K OFDM
symbols in the second uplink subframe.

21. The network device according to any one of claims
17 to 20, wherein
the processing module is further configured to: de-
termine that the terminal device sends a second up-
link signal in a third uplink subframe on the one or
more special carriers in a third carrier set, and de-
termine that the terminal device cancels sending of
M consecutive OFDM symbols of an adjacent sub-
frame of the third uplink subframe, wherein the ad-
jacent subframe is also an uplink subframe, and the
third carrier set comprises all carriers in carrier ag-
gregation that are used by the terminal device to
send the third uplink subframe; and
the receiving module is further configured to: receive
the second uplink signal on the one or more special
carriers in the third carrier set, and cancel receiving
of the M consecutive OFDM symbols in the adjacent
subframe of the third uplink subframe, wherein
the M OFDM symbols are located on one or more
normal carriers in the third carrier set, and M is a
positive integer and is not greater than a quantity of
OFDM symbols comprised in the adjacent subframe.

22. The network device according to claim 21, wherein
a length of the M OFDM symbols is not less than the
fourth duration; and
the fourth duration is duration in which the terminal
device is switched between carriers.

23. The network device according to claim 22, wherein
the one or more normal carriers in the third carrier
set belong to a third timing advance group TAG 3,
and the one or more special carriers in the third car-
rier set belong to a fourth timing advance group TAG
4; and
the length of the K symbols is not less than a sum
of the fourth duration and fifth duration, and the fifth
duration is a length that is agreed on in advance ac-
cording to a TA difference between the TAG 3 and
the TAG 4.

24. The network device according to any one of claims
21 to 23, wherein
if the adjacent subframe is a next subframe of the
third uplink subframe, the M symbols are the first M
OFDM symbols in the next subframe; and/or
if the adjacent subframe is a previous subframe of
the third uplink subframe, the M symbols are the last
M OFDM symbols in the previous subframe.

25. The network device according to any one of claims
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17 to 24, wherein the processing module is specifi-
cally configured to:
if determining that a power sum of the terminal device
for sending the second uplink subframe on all the
carriers in the second carrier set is greater than a
maximum transmit power of the terminal device, de-
termine that the terminal device cancels sending of
the K OFDM symbols.

26. The network device according to any one of claims
17 to 24, wherein the processing module is specifi-
cally configured to:
when a quantity of carriers comprised in the second
carrier set is greater than a quantity of uplink carriers
that can be simultaneously sent by the terminal de-
vice, determine that the terminal device cancels
sending of the K OFDM symbols.

27. An uplink sending method, applied to a carrier ag-
gregation system and comprising:

selecting, by a terminal device, one or more car-
riers from a first carrier set for a first uplink sub-
frame, wherein the first carrier set comprises all
carriers in carrier aggregation that are used by
the terminal device to send the first uplink sub-
frame; and
canceling, by the terminal device, sending of the
first uplink subframe on the selected one or more
carriers, wherein
the selected one or more carriers are normal
carriers or special carriers; and
the special carrier is a carrier on which the ter-
minal device sends neither uplink data nor uplink
control information in uplink, and the normal car-
rier is a carrier that is used by the terminal device
to send uplink data and/or uplink control infor-
mation.

28. An uplink receiving method, applied to a carrier ag-
gregation system and comprising:

determining, by a network device, that a terminal
device cancels sending of a first uplink subframe
on one or more carriers in a first carrier set,
wherein the first carrier set comprises all carriers
in carrier aggregation that are used by the ter-
minal device to send the first uplink subframe;
and
canceling, by the network device, receiving of
the first uplink subframe on the one or more car-
riers, wherein
the one or more carriers are normal carriers or
special carriers; and
the special carrier is a carrier on which the ter-
minal device sends neither uplink data nor uplink
control information in uplink, and the normal car-
rier is a carrier that is used by the terminal device

to send uplink data and/or uplink control infor-
mation.

29. An uplink sending method, applied to a carrier ag-
gregation system and comprising:

determining, by a terminal device, to cancel
sending of K consecutive orthogonal frequency
division multiplexing OFDM symbols in a second
uplink sub frame, wherein
the K OFDM symbols are located on one or more
normal carriers in a second carrier set, the sec-
ond carrier set comprises all carriers in carrier
aggregation that are used by the terminal device
to send the second uplink subframe, and K is a
positive integer and is not greater than a quantity
of OFDM symbols comprised in the second up-
link subframe; and
sending, by the terminal device, a first uplink sig-
nal in the K symbols on one or more special car-
riers in the second carrier set, wherein
the special carrier is a carrier on which the ter-
minal device sends neither uplink data nor uplink
control information in uplink, and the normal car-
rier is a carrier that is used by the terminal device
to send uplink data and/or uplink control infor-
mation.

30. An uplink receiving method, applied to a carrier ag-
gregation system and comprising:

determining, by a network device, that a terminal
device cancels sending of K consecutive orthog-
onal frequency division multiplexing OFDM
symbols in a second uplink subframe, and de-
termining that the terminal device sends a first
uplink signal in the K symbols on one or more
special carriers in the second carrier set, where-
in
the K OFDM symbols are located on one or more
normal carriers in the second carrier set, the sec-
ond carrier set comprises all carriers in carrier
aggregation that are used by the terminal device
to send the second uplink subframe, and K is a
positive integer and is not greater than a quantity
of OFDM symbols comprised in the second up-
link subframe; and
canceling, by the network device, receiving of
the K OFDM symbols, and receiving the second
uplink signal in the K symbols on the one or more
special carriers in the second carrier set, where-
in
the special carrier is a carrier on which the ter-
minal device sends neither uplink data nor uplink
control information in uplink, and the normal car-
rier is a carrier that is used by the terminal device
to send uplink data and/or uplink control infor-
mation.
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