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(54) METHODS AND APPARATUSES FOR CONTROLLING DEVICE

(57) The present disclosure relates to methods and
apparatuses for controlling a device, which pertains to
the field of computer technology. The method includes:
receiving (201) control data sent by a terminal, the control
data containing a control instruction and signature data,

the signature data being sent by a server to the terminal;
verifying (202) the signature data; and if the verification
is passed, causing (203) the smart device to perform an
operation corresponding to the control instruction.
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Description

TECHNICAL FIELD

[0001] The present disclosure generally relates to the
field of computer technology, and more particularly, to
methods and apparatuses for controlling a device.

BACKGROUND

[0002] With development of smart home technology,
it is a future developing trend to control a smart device
such as a television or other item with a terminal. The
smart device is generally provided with a smart module
which is built in with communication protocols for com-
munication with outside.
[0003] In the related art, a method for controlling a de-
vice is provided, including: a terminal establishes con-
nection with a server; a smart device having a smart mod-
ule establishes connection with the server; the terminal
sends a control instruction to the server; the server for-
wards the control instruction to the smart module in the
smart device; and the smart device performs operations
corresponding to the control instruction.

SUMMARY

[0004] In order to solve the problem in the related art,
the present disclosure provides methods and apparatus-
es for controlling a device.
[0005] According to a first aspect of embodiments of
the present disclosure, there is provided a method for
controlling a device, which is applied in a smart module
provided in a smart device, wherein the method includes:

receiving control data sent by a terminal, the control
data containing a control instruction and signature
data, the signature data being sent by a server to
the terminal;
verifying the signature data; and
if the verification is passed, causing the smart device
to perform an operation corresponding to the control
instruction.

[0006] Optionally, the signature data is obtained by the
server performing calculation with a key of the smart mod-
ule and a user account corresponding to the terminal
according to a predetermined algorithm, and verifying
the signature data includes:

retrieving a user account pre-stored in the smart
module, and retrieving the key previously written by
the server in the smart module;
performing calculation with the user account and the
key according to the predetermined algorithm, to ob-
tain verification data;
detecting whether the verification data is identical to
the signature data; and

when the verification data is identical to the signature
data, determining that the signature data passes the
verification.

[0007] Optionally, the method further includes:

broadcasting an identification of the smart module,
for the terminal to receive the identification and send
the identification and the user account to the server,
for the server to bind the identification with the user
account and generate the signature data, send the
signature data to the terminal and send the user ac-
count to the smart module; and
receiving the user account sent by the server.

[0008] According to a second aspect of embodiments
of the present disclosure, there is provided a method for
controlling a device, which is applied in a terminal, where-
in the method includes:

receiving signature data sent by a server;
generating control data containing a control instruc-
tion and the signature data; and
sending the control data to a smart module provided
in a smart device, for the smart module to cause the
smart device to perform an operation corresponding
to the control instruction when the signature data
passes verification.

[0009] Optionally, receiving signature data sent by the
server includes:

receiving an identification broadcast by the smart
module;
sending the identification and an user account cor-
responding to the terminal to the server, for the serv-
er to bind the identification with the user account,
perform calculation with a key of the smart module
and the user account according to a predetermined
algorithm, send the calculated signature data to the
terminal, and send the user account to the smart
module, for the smart module to verify the signature
data with the user account; and
receiving the signature data sent by the server.

[0010] According to a third aspect of embodiments of
the present disclosure, there is provided an apparatus
for controlling a device, which is applied in a smart mod-
ule provided in a smart device, wherein the apparatus
includes:

a data receiving module configured to receive control
data sent by a terminal, the control data containing
a control instruction and signature data, the signa-
ture data being sent by a server to the terminal;
a data verifying module configured to verify the sig-
nature data received by the data receiving module;
and
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an operation performing module configured to, if the
verification performed by the data verifying module
is passed, cause the smart device to perform an op-
eration corresponding to the control instruction.

[0011] Optionally, the data verifying module includes:

a retrieving sub-module configured to retrieve a user
account pre-stored in the smart module, and retrieve
the key previously written by the server in the smart
module;
a calculating sub-module configured to perform cal-
culation with the user account and the key retrieved
by the retrieving sub-module according to the pre-
determined algorithm, to obtain verification data;
a detecting sub-module configured to detect whether
the verification data obtained by the calculating sub-
module is identical to the signature data; and
a determining sub-module configured to, when it is
detected by the detecting sub-module that the veri-
fication data is identical to the signature data, deter-
mine that the signature data passes the verification,
wherein the signature data is obtained by the server
performing calculation with a key of the smart module
and a user account corresponding to the terminal
according to a predetermined algorithm.

[0012] Optionally, the apparatus further includes:

an identification broadcasting module configured to
broadcast an identification of the smart module, for
the terminal to receive the identification and send
the identification and the user account to the server,
for the server to bind the identification with the user
account and generate the signature data, send the
signature data to the terminal and send the user ac-
count to the smart module; and
an account receiving module configured to receive
the user account sent by the server.

[0013] According to a fourth aspect of embodiments of
the present disclosure, there is provided an apparatus
for controlling a device, which is applied in a terminal,
wherein the apparatus includes:

a data receiving module configured to receive sig-
nature data sent by a server;
a data generating module configured to generate
control data containing a control instruction and the
signature data received by the data receiving mod-
ule; and
a data sending module configured to send the control
data generated by the data generating module to a
smart module provided in a smart device, for the
smart module to cause the smart device to perform
an operation corresponding to the control instruction
when the signature data passes verification.

[0014] Optionally, the data receiving module further in-
cludes:

a first receiving sub-module configured to receive an
identification broadcast by the smart module;
a data sending sub-module configured to send the
identification received by the first receiving sub-mod-
ule and an user account corresponding to the termi-
nal to the server, for the server to bind the identifi-
cation with the user account, perform calculation with
a key of the smart module and the user account ac-
cording to a predetermined algorithm, send the cal-
culated signature data to the terminal, and send the
user account to the smart module, for the smart mod-
ule to verify the signature data with the user account;
and
a second receiving sub-module configured to re-
ceive the signature data sent by the server.

[0015] According to a fifth aspect of embodiments of
the present disclosure, there is provided an apparatus
for controlling a device, wherein the apparatus includes:

a processor; and
a memory for storing instructions executable by the
processor;

wherein the processor is configured to perform:

receiving control data sent by a terminal, the control
data containing a control instruction and signature
data, the signature data being sent by a server to
the terminal;
verifying the signature data; and
if the verification is passed, causing the smart device
to perform an operation corresponding to the control
instruction.

[0016] According to a sixth aspect of embodiments of
the present disclosure, there is provided an apparatus
for controlling a device, wherein the apparatus includes:

a processor; and
a memory for storing instructions executable by the
processor;

wherein the processor is configured to perform:

receiving signature data sent by a server;
generating control data containing a control instruc-
tion and the signature data; and
sending the control data to a smart module provided
in a smart device, for the smart module to cause the
smart device to perform an operation corresponding
to the control instruction when the signature data
passes verification.

[0017] According to a seventh aspect of the embodi-
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ment of the present disclosure, there is provided a pro-
gram product, having stored therein instructions that,
when executed by one or more processors of a smart
device, causes the smart device to perform:

receiving control data sent by a terminal, the control
data containing a control instruction and signature
data, the signature data being sent by a server to
the terminal;
verifying the signature data; and
if the verification is passed, causing the smart device
to perform an operation corresponding to the control
instruction.

[0018] According to an eighth aspect of the embodi-
ment of the present disclosure, there is provided a pro-
gram product, having stored therein instructions that,
when executed by one or more processors of a terminal,
causes the terminal to perform:

receiving signature data sent by a server;
generating control data containing a control instruc-
tion and the signature data; and
sending the control data to a smart module provided
in a smart device, for the smart module to cause the
smart device to perform an operation corresponding
to the control instruction when the signature data
passes verification.

[0019] The technical solution according to embodi-
ments of the present disclosure may have the following
beneficial effects.
[0020] In the method for controlling a device provided
by the present embodiment, control data sent by the ter-
minal is received; the control data contains a control in-
struction and signature data, the signature data is sent
by the server to the terminal; the signature data is verified;
when the signature data passes the verification, the
smart device performs an operation corresponding to the
control instruction. Thereby, the smart module can verify
the identity of the terminal according to the signature da-
ta, and after the verification is passed, the smart terminal
performs the control instruction sent by the terminal. It
eliminates the need for a server to forward the control
instruction sent by the terminal. Therefore, it can solve
the problem that real time performance of device control
is poor since the control of the smart has to be forwarded
by the server, and it can improve the real time perform-
ance of device control.
[0021] In addition, by storing the signature data, the
terminal can, in a next time, directly send control data
containing a control instruction and signature data to the
smart module. After the signature data passes the veri-
fication performed by the smart module, the smart device
can perform the control instruction sent by the terminal.
It is not necessary to acquire signature data each time
from the server, and thus can save time for acquiring
signature data from the server. Therefore, it can improve

the real time performance of device control.
[0022] It is to be understood that both the foregoing
general description and the following detailed description
are exemplary and explanatory only and are not restric-
tive of the invention, as claimed.

BRIEF DESCRIPTION OF THE DRAWINGS

[0023] The accompanying drawings, which are incor-
porated in and constitute a part of this specification, il-
lustrate embodiments consistent with the invention and,
together with the description, serve to explain the princi-
ples of the invention.

Fig. 1 is a diagram of an implementation environment
of a system for controlling a device involved in em-
bodiments.
Fig. 2 is a flow chart illustrating a method for control-
ling a device according to an exemplary embodi-
ment.
Fig. 3 is a flow chart illustrating a method for control-
ling a device according to an exemplary embodi-
ment.
Fig. 4A is a flow chart illustrating a system for con-
trolling a device according to the embodiments.
Fig. 4B is a flow chart illustrating a terminal control-
ling a smart device according to the embodiments.
Fig. 4C is a schematic diagram illustrating a terminal
controlling a smart device according to the embodi-
ments.
Fig. 5 is a block diagram of an apparatus for control-
ling a device according to an exemplary embodi-
ment.
Fig. 6 is a block diagram of an apparatus for control-
ling a device according to an exemplary embodi-
ment.
Fig. 7 is a block diagram of an apparatus for control-
ling a device according to an exemplary embodi-
ment.
Fig. 8 is a block diagram of an apparatus for control-
ling a device according to an exemplary embodi-
ment.
Fig. 9 is a block diagram of an apparatus for control-
ling a device according to an exemplary embodi-
ment.

DETAILED DESCRIPTION

[0024] Reference will now be made in detail to exem-
plary embodiments, examples of which are illustrated in
the accompanying drawings. The following description
refers to the accompanying drawings in which the same
numbers in different drawings represent the same or sim-
ilar elements unless otherwise represented. The imple-
mentations set forth in the following description of exem-
plary embodiments do not represent all implementations
consistent with the invention. Instead, they are merely
examples of apparatuses and methods consistent with
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aspects related to the invention as recited in the append-
ed claims.
[0025] Fig. 1 is a diagram of an implementation envi-
ronment of a system for controlling a device involved in
embodiments of the present disclosure. As shown in Fig.
1, the system for controlling a device includes a terminal
11, a smart device 12 and a server 13. The terminal 11
can be a mobile phone, a tablet computer, a PC or the
like. The smart device 12 can be a smart television, a
smart refrigerator, a smart air conditioner, a smart socket,
or the like.
[0026] Where, the smart device 12 is provided with a
smart module. The smart module is configured to be con-
nected to the server 13 via a wired or wireless network.
The smart module can be a Wireless Fidelity (WiFi) mod-
ule, or can be other module. This is not limited by the
present disclosure.
[0027] The terminal 11 can be connected to the server
via a wired or wireless network.
[0028] Fig. 2 is a flow chart illustrating a method for
controlling a device according to an exemplary embodi-
ment. The method for controlling a device is applied in
the smart module provided in the smart device. As shown
in Fig. 2, the method for controlling a device includes the
following steps.
[0029] In step 201, control data sent by a terminal is
received, the control data containing a control instruction
and signature data, the signature data being sent by a
server to the terminal.
[0030] In step 202, the signature data is verified.
[0031] In step 203, if the signature data passes the
verification, the smart device is caused to perform an
operation corresponding to the control instruction.
[0032] Accordingly, in the method for controlling a de-
vice provided by the present disclosure, control data is
received from the terminal. The signature data in the con-
trol data is verified. If the signature data passes the ver-
ification, the smart device performs operation corre-
sponding to the control data. Thereby, the smart module
can verify identification of the terminal based on the sig-
nature data. If the signature data passes the verification,
the smart device can perform the control instruction sent
by the terminal. Therefore, the control instruction sent by
the terminal is not required to be forwarded by a server.
Thus, it can solve the problem that real time performance
of device control is poor when the control of the smart
device is forwarded by a server, and it can achieve an
effect of improving real time performance of device con-
trol.
[0033] Fig. 3 is a flow chart illustrating a method for
controlling a device according to an exemplary embodi-
ment. The method for controlling a device is applied in
the terminal. As shown in Fig. 3, the method for controlling
a device includes the following steps.
[0034] In step 301, signature data sent by a server is
received.
[0035] In step 302, control data containing a control
instruction and the signature data is generated.

[0036] In step 303, the control data is sent to a smart
module provided in a smart device, for the smart module
to cause the smart device to perform an operation cor-
responding to the control instruction when the signature
data passes verification.
[0037] Accordingly, in the method for controlling a de-
vice provided by the present disclosure, the signature
data sent by the server is received. Control data is gen-
erated which contains a control instruction and the sig-
nature data. The control data is sent to the smart module
provided in the smart device, such that the smart module
can verify the identification of the terminal based on the
signature data. After the verification is passed, the smart
device performs the control instruction sent by the termi-
nal. Therefore, the control instruction sent by the terminal
is not required to be forwarded by a server. Thus, it can
solve the problem that real time performance of device
control is poor when the control of the smart device is
forwarded by a server, and it can achieve an effect of
improving real time performance of device control.
[0038] Fig. 4A is a flow chart illustrating a system for
controlling a device according to the embodiments. As
shown in Fig. 4A, the method of the system for controlling
a device includes the following steps.
[0039] In step 401, the smart module broadcasts an
identification of the smart module.
[0040] After the terminal is connected into the network
via a router, the terminal can acquire a Service Set Iden-
tifier (SSID) and an access password. The terminal
broadcasts the SSID and the access password. After the
smart module acquires the SSID and the access pass-
word, the smart module can be connected to the network
via the router. After the smart module is connected to the
network, the smart module broadcasts the identification
of the smart module. Where, the identification can be a
Media Access Control (MAC) address of the smart mod-
ule, or can be an ID of the smart module. This is not
limited by the embodiment.
[0041] In step 402, the terminal receives the identifica-
tion of the smart module.
[0042] In step 403, the terminal sends the identification
and a user account corresponding to the terminal to the
server. The server is configured to bind the identification
with the user account, perform calculation with a key of
the smart module and the user account according to a
predetermined algorithm, send the calculated signature
data to the terminal, and send the user account to the
smart module.
[0043] The terminal sends the received identification
of the smart module together with the user account of
the terminal to the server. The server detects whether
there is a user account bound with the identification. If
there is a user account bound with the identification, the
server returns a notification message to the terminal in-
forming that the binding fails. If there is no user account
bound with the identification, the terminal binds the iden-
tification with the user account. Where, the user account
corresponding to the terminal can be a user account for
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logging in the terminal.
[0044] After the binding is completed, the server can
also retrieve a key corresponding to the identification
among predetermined corresponding relationships, and
perform calculation with the key and the user account
according to the predetermined algorithm, to obtain sig-
nature data. Where, the predetermined corresponding
relationships are used to store corresponding relation-
ships between identifications of smart modules and their
keys. A key of a smart module is assigned by the server
for the smart module and written into the smart module,
for encrypting data in communication of the smart module
with the server to ensure the security of the data. Where,
the technology of obtaining signature data according to
a predetermined algorithm is well known, and will not be
described herein.
[0045] After the server obtains the signature data, the
server sends the signature data to the terminal. The ter-
minal stores the signature data. The server sends the
user account to the smart module, and the smart module
receives the user account.
[0046] In the present step, a first signature is obtained
when the user account is bound with the smart module,
and the calculated signature data is sent to the terminal,
for the terminal to directly control the smart device with
the signature data later. Thus, the terminal is not required
to control the smart device via the server each time.
Thereby, it can achieve an effect of fast controlling the
smart device.
[0047] In step 404, the terminal receives the signature
data sent by the server.
[0048] In step 405, the terminal generates control data
containing a control instruction and the signature data.
[0049] When the terminal is required to control the
smart device, the terminal can generate a control instruc-
tion and generate control data containing the control in-
struction and the signature data corresponding to the
smart device. Where, the control instruction is an instruc-
tion for controlling the smart device. For example, pow-
ering on/off the smart device, tuning up/down volume,
controlling the smart device to rotate, and so on. This is
not limited by the present embodiment.
[0050] In step 406, the terminal sends the control data
to the smart module provided in the smart device.
[0051] In step 407, the smart module receives the con-
trol data sent by the terminal.
[0052] In step 408, when the signature data is obtained
by the server performing calculation with the key of the
smart module and the user account corresponding to the
terminal according to a predetermined algorithm, the
smart module retrieves a user account pre-stored in the
smart module and retrieves the key written by the server
in the smart module previously.
[0053] In the present step, the user account is the user
account sent by the server to the smart module in step
403.
[0054] The smart module can also retrieve the key pre-
viously assigned by the server and written in the smart

module.
[0055] In step 409, the smart module performs calcu-
lation with the user account and the key according to a
predetermined algorithm, to obtain verification data.
[0056] Where, the predetermined algorithm for obtain-
ing the verification data is the same with the predeter-
mined algorithm for obtaining the signature data.
[0057] In step 410, the smart module detects whether
the verification data is identical to the signature data; and
when the verification data is identical to the signature
data, it is determined that the signature data passes the
verification.
[0058] Since the predetermined algorithm for obtaining
the verification data is the same with the predetermined
algorithm for obtaining the signature data, if the verifica-
tion data is identical to the signature data, it means that
the key stored in the smart module is identical to the key
stored in the server, and the user account stored in the
smart module is identical to the user account stored in
the server. Therefore, the signature data passes the ver-
ification. The verification of the signature data can ensure
the security of the data transmitted between the terminal
and the smart module.
[0059] In step 411, when the signature data passes
the verification, the smart module causes the smart de-
vice to perform an operation corresponding to the control
instruction.
[0060] When the signature data passes the verification
of the smart module, it can be determined that the termi-
nal has permission to control the smart device. Then, the
smart device can perform an operation corresponding to
the control instruction received by the smart module.
[0061] Fig. 4B is a flow chart illustrating a terminal con-
trolling a smart device according to the embodiments. As
shown in Fig. 4B, firstly, the terminal acquires an identi-
fication of the smart module, and sends a user account
for logging in the terminal and the identification to the
server. The server binds the user account and the iden-
tification, obtains signature data based on the user ac-
count and a key corresponding to the identification, sends
the signature data to the terminal, and sends the user
account to the smart module. The terminal generates
control data which contains the signature data and a con-
trol instruction, and sends the control data to the smart
module. The smart module verifies the signature data
based on the user account and the key, and if the signa-
ture data passes the verification, the smart device per-
forms an operation corresponding to the control instruc-
tion.
[0062] Subsequently, if the terminal is required to con-
trol the smart device again, the terminal can directly gen-
erate control data which contains the signature data and
a control instruction, and send the control data to the
smart module. The smart module verifies the signature
data based on the user account and the key, and if the
signature data passes the verification, the smart device
performs an operation corresponding to the control in-
struction. At this time, the terminal is not required to ac-
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quire signature data from the server again and again.
Therefore, it can save the time of acquiring signature
data from the server, and it can achieve an effect of im-
proving efficiency in device control.
[0063] Fig. 4C is a schematic diagram illustrating a ter-
minal controlling a smart device according to the embod-
iments. The control process is as follows.

1. A smart module in a smart device 42 broadcasts
an identification of the smart module.
2. A terminal 41 sends the identification and a user
account for logging in the terminal 41 to a server 43.
3. The server 43 sends the obtained signature data
to the terminal 41, and sends the user account to the
smart module.
4. The terminal 41 generates control data containing
the signature data and a control instruction, and
sends the control data to the smart module.

[0064] Subsequently, if the terminal is to control the
smart device, the terminal can directly perform the step 4.
[0065] Accordingly, in the method for controlling a de-
vice provided by the present embodiment, the control
data sent by the terminal is received, the control data
containing a control instruction and signature data. The
signature data is sent by the server to the terminal. The
signature data is verified. When the signature data pass-
es the verification, the smart device performs operation
corresponding to the control instruction. Thus, the smart
module can verify the identity of the terminal based on
the signature data. After the verification is passed, the
smart device performs an operation corresponding to the
control instruction sent by the terminal without requiring
the server to forward the control instruction sent by the
terminal. It can solve the problem that real time perform-
ance in device control is poor due to forwarding of the
server in control of the smart device, and it can improve
the real time performance in device control.
[0066] In addition, the signature is stored such that the
terminal can directly send control data containing a con-
trol instruction and the signature data to the smart module
next time. After the smart module verifies the signature
data, and the verification is passed, the smart device is
caused to perform the control instruction sent by the ter-
minal. It won’t be necessary to acquire signature data
from the server each time, therefore, it can save time of
acquiring signature data from the server and it can im-
prove the efficiency in device control.
[0067] Fig. 5 is a block diagram of an apparatus for
controlling a device according to an exemplary embodi-
ment. The apparatus for controlling a device is applied
in a smart module provided in a smart device. As shown
in Fig. 5, the apparatus for controlling a device includes:
a data receiving module 510, a data verifying module 520
and an operation performing module 530.
[0068] The data receiving module 510 is configured to
receive control data sent by a terminal, the control data
containing a control instruction and signature data, the

signature data being sent by a server to the terminal;
the data verifying module 520 is configured to verify the
signature data received by the data receiving module
510; and
the operation performing module 530 is configured to, if
the verification performed by the data verifying module
520 is passed, cause the smart device to perform an
operation corresponding to the control instruction.
[0069] Accordingly, in the apparatus for controlling a
device provided by the present disclosure, control data
is received from the terminal. The signature data in the
control data is verified. If the signature data passes the
verification, the smart device performs operation corre-
sponding to the control data. Thereby, the smart module
can verify identification of the terminal based on the sig-
nature data. If the signature data passes the verification,
the smart device can perform the control instruction sent
by the terminal. Therefore, the control instruction sent by
the terminal is not required to be forwarded by a server.
Thus, it can solve the problem that real time performance
of device control is poor when the control of the smart
device is forwarded by a server, and it can achieve an
effect of improving real time performance of device con-
trol.
[0070] Fig. 6 is a block diagram of an apparatus for
controlling a device according to an exemplary embodi-
ment. The apparatus for controlling a device is applied
in a smart module provided in a smart device. As shown
in Fig. 6, the apparatus for controlling a device includes:
a data receiving module 610, a data verifying module 620
and an operation performing module 630.
[0071] The data receiving module 610 is configured to
receive control data sent by a terminal, the control data
containing a control instruction and signature data, the
signature data being sent by a server to the terminal; the
signature data is obtained by the server performing cal-
culation with a key of the smart module and a user ac-
count corresponding to the terminal according to a pre-
determined algorithm;
the data verifying module 620 is configured to verify the
signature data received by the data receiving module
610; and
the operation performing module 630 is configured to, if
the verification performed by the data verifying module
620 is passed, cause the smart device to perform an
operation corresponding to the control instruction.
[0072] Optionally, the data verifying module 620 in-
cludes: a retrieving sub-module 621, a calculating sub-
module 622, a detecting sub-module 623 and a deter-
mining sub-module 624.
[0073] The retrieving sub-module 621 is configured to
retrieve a user account pre-stored in the smart module,
and retrieve the key previously written by the server in
the smart module;
the calculating sub-module 622 is configured to perform
calculation with the user account and the key retrieved
by the retrieving sub-module 621 according to the pre-
determined algorithm, to obtain verification data;
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the detecting sub-module 623 is configured to detect
whether the verification data obtained by the calculating
sub-module 622 is identical to the signature data; and
the determining sub-module 624 is configured to, when
it is detected by the detecting sub-module 623 that the
verification data is identical to the signature data, deter-
mine that the signature data passes the verification.
[0074] Optionally, the apparatus further includes: an
identification broadcasting module 640 and an account
receiving module 650.
[0075] The identification broadcasting module 640 is
configured to broadcast an identification of the smart
module, for the terminal to receive the identification and
send the identification and the user account to the server,
for the server to bind the identification with the user ac-
count and generate the signature data, send the signa-
ture data to the terminal and send the user account to
the smart module; and
the account receiving module 650 is configured to receive
the user account sent by the server.
[0076] Accordingly, in the apparatus for controlling a
device provided by the present embodiment, the control
data sent by the terminal is received, the control data
containing a control instruction and signature data. The
signature data is sent by the server to the terminal. The
signature data is verified. When the signature data pass-
es the verification, the smart device performs operation
corresponding to the control instruction. Thus, the smart
module can verify the identity of the terminal based on
the signature data. After the verification is passed, the
smart device performs an operation corresponding to the
control instruction sent by the terminal without requiring
the server to forward the control instruction sent by the
terminal. It can solve the problem that real time perform-
ance in device control is poor due to forwarding of the
server in control of the smart device, and it can improve
the real time performance in device control.
[0077] In addition, the signature is stored such that the
terminal can directly send control data containing a con-
trol instruction and the signature data to the smart module
next time. After the smart module verifies the signature
data, and the verification is passed, the smart device is
caused to perform the control instruction sent by the ter-
minal. It won’t be necessary to acquire signature data
from the server each time, therefore, it can save time of
acquiring signature data from the server and it can im-
prove the efficiency in device control.
[0078] Fig. 7 is a block diagram of an apparatus for
controlling a device according to an exemplary embodi-
ment. The apparatus for controlling a device is applied
in a terminal. As shown in Fig. 7, the apparatus for con-
trolling a device includes: a data receiving module 710,
a data generating module 720 and a data sending module
730.
[0079] The data receiving module 710 is configured to
receive signature data sent by a server;
the data generating module 720 is configured to generate
control data containing a control instruction and the sig-

nature data received by the data receiving module 710;
and
the data sending module 730 is configured to send the
control data generated by the data generating module
720 to a smart module provided in a smart device, for
the smart module to cause the smart device to perform
an operation corresponding to the control instruction
when the signature data passes verification.
[0080] Accordingly, in the apparatus for controlling a
device provided by the present disclosure, the signature
data sent by the server is received. Control data is gen-
erated which contains a control instruction and the sig-
nature data. The control data is sent to the smart module
provided in the smart device, such that the smart module
can verify the identification of the terminal based on the
signature data. After the verification is passed, the smart
device performs the control instruction sent by the termi-
nal. Therefore, the control instruction sent by the terminal
is not required to be forwarded by a server. Thus, it can
solve the problem that real time performance of device
control is poor when the control of the smart device is
forwarded by a server, and it can achieve an effect of
improving real time performance of device control.
[0081] Fig. 8 is a block diagram of an apparatus for
controlling a device according to an exemplary embodi-
ment. The apparatus for controlling a device is applied
in a terminal. As shown in Fig. 8, the apparatus for con-
trolling a device includes: a data receiving module 810,
a data generating module 820 and a data sending module
830.
[0082] The data receiving module 810 is configured to
receive signature data sent by a server;
the data generating module 820 is configured to generate
control data containing a control instruction and the sig-
nature data received by the data receiving module 810;
and
the data sending module 830 is configured to send the
control data generated by the data generating module
820 to a smart module provided in a smart device, for
the smart module to cause the smart device to perform
an operation corresponding to the control instruction
when the signature data passes verification.
[0083] Optionally, the data receiving module 810 fur-
ther includes: a first receiving sub-module 811, a data
sending sub-module 812 and a second receiving sub-
module 813.
[0084] The first receiving sub-module 811 is config-
ured to receive an identification broadcast by the smart
module;
the data sending sub-module 812 is configured to send
the identification received by the first receiving sub-mod-
ule 811 and an user account corresponding to the termi-
nal to the server, for the server to bind the identification
with the user account, perform calculation with a key of
the smart module and the user account according to a
predetermined algorithm, send the calculated signature
data to the terminal, and send the user account to the
smart module, for the smart module to verify the signature
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data with the user account; and
the second receiving sub-module 813 is configured to
receive the signature data sent by the server.
[0085] Accordingly, in the apparatus for controlling a
device provided by the present embodiment, the control
data sent by the terminal is received, the control data
containing a control instruction and signature data. The
signature data is sent by the server to the terminal. The
signature data is verified. When the signature data pass-
es the verification, the smart device performs operation
corresponding to the control instruction. Thus, the smart
module can verify the identity of the terminal based on
the signature data. After the verification is passed, the
smart device performs an operation corresponding to the
control instruction sent by the terminal without requiring
the server to forward the control instruction sent by the
terminal. It can solve the problem that real time perform-
ance in device control is poor due to forwarding of the
server in control of the smart device, and it can improve
the real time performance in device control.
[0086] In addition, the signature is stored such that the
terminal can directly send control data containing a con-
trol instruction and the signature data to the smart module
next time. After the smart module verifies the signature
data, and the verification is passed, the smart device is
caused to perform the control instruction sent by the ter-
minal. It won’t be necessary to acquire signature data
from the server each time, therefore, it can save time of
acquiring signature data from the server and it can im-
prove the efficiency in device control.
[0087] With respect to the apparatuses in the above
embodiments, the specific manners for performing oper-
ations for individual modules therein have been de-
scribed in detail in the embodiments regarding the rele-
vant methods, which will not be elaborated herein.
[0088] An exemplary embodiment of the present dis-
closure provides an apparatus for controlling a device,
which can implement the method for controlling a device
provided by the present disclosure. The apparatus for
controlling a device is applied in a smart module provided
in a smart device, where the apparatus includes: a proc-
essor; and a memory for storing instructions executable
by the processor; where the processor is configured to
perform:

receiving control data sent by a terminal, the control
data containing a control instruction and signature
data, the signature data being sent by a server to
the terminal;
verifying the signature data; and
if the verification is passed, causing the smart device
to perform an operation corresponding to the control
instruction.

[0089] An exemplary embodiment of the present dis-
closure provides an apparatus for controlling a device,
which can implement the method for controlling a device
provided by the present disclosure. The apparatus for

controlling a device is applied in a terminal, where the
apparatus includes: a processor; and a memory for stor-
ing instructions executable by the processor; where the
processor is configured to perform:

receiving signature data sent by a server;
generating control data containing a control instruc-
tion and the signature data; and
sending the control data to a smart module provided
in a smart device, for the smart module to cause the
smart device to perform an operation corresponding
to the control instruction when the signature data
passes verification.

[0090] Fig. 9 is a block diagram of an apparatus 900
for controlling a device according to an exemplary em-
bodiment. For example, the apparatus 900 can be a mo-
bile phone, a computer, a digital broadcast terminal, a
messaging device, a gaming console, a tablet, a medical
device, exercise equipment, a personal digital assistant,
and the like.
[0091] Referring to Fig. 9, the apparatus 900 can in-
clude one or more of the following components: a
processing component 902, a memory 904, a power
component 906, a multimedia component 908, an audio
component 910, an input/output (I/O) interface 912, a
sensor component 914, and a communication compo-
nent 916.
[0092] The processing component 902 typically con-
trols overall operations of the apparatus 900, such as the
operations associated with display, telephone calls, data
communications, camera operations, and recording op-
erations. The processing component 902 can include one
or more processors 920 to execute instructions to per-
form all or part of the steps in the above described meth-
ods. Moreover, the processing component 902 can in-
clude one or more modules which facilitate the interaction
between the processing component 902 and other com-
ponents. For instance, the processing component 902
can include a multimedia module to facilitate the interac-
tion between the multimedia component 908 and the
processing component 902.
[0093] The memory 904 is configured to store various
types of data to support the operation of the apparatus
900. Examples of such data include instructions for any
applications or methods operated on the apparatus 900,
contact data, phonebook data, messages, pictures, vid-
eo, etc. The memory 904 can be implemented using any
type of volatile or non-volatile memory devices, or a com-
bination thereof, such as a static random access memory
(SRAM), an electrically erasable programmable read-on-
ly memory (EEPROM), an erasable programmable read-
only memory (EPROM), a programmable read-only
memory (PROM), a read-only memory (ROM), a mag-
netic memory, a flash memory, a magnetic or optical disk.
[0094] The power component 906 provides power to
various components of the apparatus 900. The power
component 906 can include a power management sys-
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tem, one or more power sources, and any other compo-
nents associated with the generation, management, and
distribution of power in the apparatus 900.
[0095] The multimedia component 908 includes a
screen providing an output interface between the appa-
ratus 900 and the user. In some embodiments, the screen
can include a liquid crystal display (LCD) and a touch
panel (TP). If the screen includes the touch panel, the
screen can be implemented as a touch screen to receive
input signals from the user. The touch panel includes one
or more touch sensors to sense touches, swipes, and
gestures on the touch panel. The touch sensors can not
only sense a boundary of a touch or swipe action, but
also sense a period of time and a pressure associated
with the touch or swipe action. In some embodiments,
the multimedia component 908 includes a front camera
and/or a rear camera. The front camera and the rear cam-
era can receive an external multimedia datum while the
apparatus 900 is in an operation mode, such as a pho-
tographing mode or a video mode. Each of the front cam-
era and the rear camera can be a fixed optical lens system
or have focus and optical zoom capability.
[0096] The audio component 910 is configured to out-
put and/or input audio signals. For example, the audio
component 910 includes a microphone ("MIC") config-
ured to receive an external audio signal when the appa-
ratus 900 is in an operation mode, such as a call mode,
a recording mode, and a voice recognition mode. The
received audio signal can be further stored in the memory
904 or transmitted via the communication component
916. In some embodiments, the audio component 910
further includes a speaker to output audio signals.
[0097] The I/O interface 912 provides an interface be-
tween the processing component 902 and peripheral in-
terface modules, such as a keyboard, a click wheel, but-
tons, and the like. The buttons can include, but are not
limited to, a home button, a volume button, a starting
button, and a locking button.
[0098] The sensor component 914 includes one or
more sensors to provide status assessments of various
aspects of the apparatus 900. For instance, the sensor
component 914 can detect an open/closed status of the
apparatus 900, relative positioning of components, e.g.,
the display and the keypad, of the apparatus 900, a
change in position of the apparatus 900 or a component
of the apparatus 900, a presence or absence of user
contact with the apparatus 900, an orientation or an ac-
celeration/deceleration of the apparatus 900, and a
change in temperature of the apparatus 900. The sensor
component 914 can include a proximity sensor config-
ured to detect the presence of nearby objects without
any physical contact. The sensor component 914 can
also include a light sensor, such as a CMOS or CCD
image sensor, for use in imaging applications. In some
embodiments, the sensor component 914 can also in-
clude an accelerometer sensor, a gyroscope sensor, a
magnetic sensor, a pressure sensor, or a temperature
sensor.

[0099] The communication component 916 is config-
ured to facilitate communication, wired or wirelessly, be-
tween the apparatus 900 and other devices. The appa-
ratus 900 can access a wireless network based on a com-
munication standard, such as WiFi, 2G, or 3G, or a com-
bination thereof. In one exemplary embodiment, the com-
munication component 916 receives a broadcast signal
or broadcast associated information from an external
broadcast management system via a broadcast channel.
In one exemplary embodiment, the communication com-
ponent 916 further includes a near field communication
(NFC) module to facilitate short-range communications.
For example, the NFC module can be implemented
based on a radio frequency identification (RFID) technol-
ogy, an infrared data association (IrDA) technology, an
ultra-wideband (UWB) technology, a Bluetooth (BT)
technology, and other technologies.
[0100] In exemplary embodiments, the apparatus 900
can be implemented with one or more application specific
integrated circuits (ASICs), digital signal processors
(DSPs), digital signal processing devices (DSPDs), pro-
grammable logic devices (PLDs), field programmable
gate arrays (FPGAs), controllers, micro-controllers, mi-
croprocessors, or other electronic components, for per-
forming the above described methods.
[0101] In exemplary embodiments, there is also pro-
vided a non-transitory computer-readable storage medi-
um including instructions, such as included in the mem-
ory 904, executable by the processor 920 in the appara-
tus 900, for performing the above-described methods.
For example, the non-transitory computer-readable stor-
age medium can be a ROM, a RAM, a CD-ROM, a mag-
netic tape, a floppy disc, an optical data storage device,
and the like.

Claims

1. A method for controlling a device, using a smart mod-
ule provided in a smart device, characterized in that
the method comprises the steps of:

sending signature data from a server to a termi-
nal;
sending control data from the terminal to the
smart device, the control data containing a con-
trol instruction and the signature data, verifying
(202) the signature data at the smart module;
and
if the verification is passed, causing (203) the
smart device to perform an operation corre-
sponding to the control instruction.

2. The method of claim 1, wherein the signature data
is obtained by the server performing calculation with
a key of the smart module and a user account cor-
responding to the terminal according to a predeter-
mined algorithm, and verifying the signature data

17 18 



EP 3 151 507 A1

11

5

10

15

20

25

30

35

40

45

50

55

comprises:

retrieving a user account pre-stored in the smart
module, and retrieving the key previously written
by the server in the smart module;
performing calculation with the user account and
the key according to the predetermined algo-
rithm, to obtain verification data;
detecting whether the verification data is identi-
cal to the signature data; and
when the verification data is identical to the sig-
nature data, determining that the signature data
passes the verification.

3. The method of claim 2, wherein the method further
comprises:

broadcasting an identification of the smart mod-
ule, for the terminal to receive the identification
and send the identification and the user account
to the server, for the server to bind the identifi-
cation with the user account and generate the
signature data, send the signature data to the
terminal and send the user account to the smart
module; and
receiving the user account sent by the server.

4. A method for controlling a device, using a terminal,
characterized in that the method comprises:

receiving (301) signature data sent by a server
at the terminal;
generating (302) control data containing a con-
trol instruction and the signature data; and
sending (303) the control data to a smart module
provided in a smart device, for the smart module
to cause the smart device to perform an opera-
tion corresponding to the control instruction
when the signature data passes verification.

5. The method of claim 4, wherein receiving signature
data sent by the server comprises:

receiving an identification broadcast by the
smart module;
sending the identification and an user account
corresponding to the terminal to the server, for
the server to bind the identification with the user
account, perform calculation with a key of the
smart module and the user account according
to a predetermined algorithm, send the calculat-
ed signature data to the terminal, and send the
user account to the smart module, for the smart
module to verify the signature data with the user
account; and
receiving the signature data sent by the server.

6. An apparatus for controlling a device, using a smart

module provided in a smart device, characterized
in that the apparatus comprises:

a data receiving module (510, 610) in the smart
device configured to receive control data sent
by a terminal, the control data containing a con-
trol instruction and signature data; a data veri-
fying module (520, 620) configured to verify the
signature data received by the data receiving
module; and
an operation performing module (530, 630) con-
figured to, if the verification performed by the
data verifying module is passed, cause the
smart device to perform an operation corre-
sponding to the control instruction.

7. The apparatus of claim 6, wherein the signature data
is obtained by the server performing calculation with
a key of the smart module and a user account cor-
responding to the terminal according to a predeter-
mined algorithm, and the data verifying module (620)
comprises:

a retrieving sub-module (621) configured to re-
trieve a user account pre-stored in the smart
module, and retrieve the key previously written
by the server in the smart module;
a calculating sub-module (622) configured to
perform calculation with the user account and
the key retrieved by the retrieving sub-module
according to the predetermined algorithm, to ob-
tain verification data;
a detecting sub-module (623) configured to de-
tect whether the verification data obtained by
the calculating sub-module is identical to the sig-
nature data; and
a determining sub-module (624) configured to,
when it is detected by the detecting sub-module
that the verification data is identical to the sig-
nature data, determine that the signature data
passes the verification.

8. The apparatus of claim 7, wherein the apparatus fur-
ther comprises:

an identification broadcasting module (640) con-
figured to broadcast an identification of the smart
module, for the terminal to receive the identifi-
cation and send the identification and the user
account to the server, for the server to bind the
identification with the user account and generate
the signature data, send the signature data to
the terminal and send the user account to the
smart module; and
an account receiving module (650) configured
to receive the user account sent by the server.

9. An apparatus for controlling a device, using in a ter-
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minal, characterized in that the apparatus compris-
es:

a data receiving module (710, 810) configured
to receive signature data sent by a server;
a data generating module (720, 820) configured
to generate control data containing a control in-
struction and the signature data received by the
data receiving module; and
a data sending module (730, 830) configured to
send the control data generated by the data gen-
erating module to a smart module provided in a
smart device, for the smart module to cause the
smart device to perform an operation corre-
sponding to the control instruction when the sig-
nature data passes verification.

10. The apparatus of claim 9, wherein the data receiving
module (810) comprises:

a first receiving sub-module (811) configured to
receive an identification broadcast by the smart
module;
a data sending sub-module (812) configured to
send the identification received by the first re-
ceiving sub-module and an user account corre-
sponding to the terminal to the server, for the
server to bind the identification with the user ac-
count, perform calculation with a key of the smart
module and the user account according to a pre-
determined algorithm, send the calculated sig-
nature data to the terminal, and send the user
account to the smart module, for the smart mod-
ule to verify the signature data with the user ac-
count; and
a second receiving sub-module (813) config-
ured to receive the signature data sent by the
server.

11. An apparatus for controlling a device, which is ap-
plied in a smart module provided in a smart device,
characterized in that the apparatus comprises:

a processor; and
a memory for storing instructions executable by
the processor;

wherein the processor is configured to perform:

receiving control data sent by a terminal, the
control data containing a control instruction and
signature data, the signature data being sent by
a server to the terminal;
verifying the signature data; and
if the verification is passed, causing the smart
device to perform an operation corresponding
to the control instruction.

12. An apparatus for controlling a device, which is ap-
plied in a terminal, characterized in that the appa-
ratus comprises:

a processor; and
a memory for storing instructions executable by
the processor;

wherein the processor is configured to perform:

receiving signature data sent by a server;
generating control data containing a control in-
struction and the signature data; and
sending the control data to a smart module pro-
vided in a smart device, for the smart module to
cause the smart device to perform an operation
corresponding to the control instruction when
the signature data passes verification.

13. A program product having stored therein instructions
that, when executed by one or more processors of
a smart device, causes the smart device to perform
the method according to any one of claims 1-3.

14. A program product having stored therein instructions
that, when executed by one or more processors of
a terminal, causes the terminal to perform the meth-
od according to any one of claims 4-5.
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