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(54) OPTOELECTRONIC SENSOR AND METHOD FOR PROCESSING AN ELECTRICAL SIGNAL

(57) The present invention relates to an optoelectronic sensor (1) including:
o a receiver (3) arranged for receiving an electromagnetic radiation, the receiver (3) comprising a photodetector (5)
arranged for transforming the electromagnetic radiation received into a received electrical signal and an amplification
stage (6) having variable gain between a minimum gain and a maximum gain that can amplify said received electrical
signal;
o an emitter (2) arranged for emitting a periodic electromagnetic radiation including a pulse train in each period, each
pulse train including n pulses, where n ≥ 2, and wherein each jth pulse with j = 1,....,n of the train having an amplitude
equal to: 

where B is an integer greater than 0 with B ≤ D where D = (maximum gain of the amplification stage/minimum gain of
the amplification stage);
o a regulation element (7) configured for the regulation of the gain of the amplification stage (6) of the receiver having
a regulation range subdivided into a number n of consecutive zones (11; 12) equal to the number n of pulses of the
pulse train emitted by the emitter (2), the first zone (11) related to distances between emitter (2) and receiver (3) starting
from a minimum distance possible for using the optoelectronic sensor (1) and the n-th zone (12) related to distances
between emitter (2) and receiver (3) terminating with a maximum distance possible for using the optoelectronic sensor
(1); said gain of said amplification stage (6) being selected by selecting a point in the zone (11; 12) of said regulation
range of the regulation element (7); said regulation range being produced in such a way that in each zone j ≠ n of the
regulation range, moving a point selected within said regulation element (7) inside the j-th zone in the direction from the
starting point adjacent to the (j-1)th zone toward the endpoint adjacent to the zone (j+1)th, the corresponding gain set
up in the amplification stage (6) is moved from the minimum gain that can be set up in the amplification stage (6) to the
minimum gain that can be set up in the amplification stage (6) multiplied by the whole number B equal to the ratio of the
amplitude between two consecutive pulses in a same pulse train.
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Description

Technical field

[0001] The present invention relates to an optoelectronic sensor and a method for processing an electrical signal, said
signal being present in a receiver and corresponding to the emission of electromagnetic radiation by an emitter of an
optoelectronic sensor.

Technology background

[0002] Optoelectronic sensors referred to as asynchronous are sensors that include two parts spatially separated from
each other, that is, positioned at two distinct points of space separated by a distance d, the two parts including an emitter
and a receiver. These optoelectronic sensors are generally used to detect objects that are interposed between the emitter
and receiver: the emitter emits electromagnetic radiation, usually in the form of one or more pulses, that is received by
the receiver if no object interrupts the transmission of radiation between emitter and receiver; if an object interrupts the
transmission, the receiver does not receive the pulse, making it possible to detect the object.
[0003] These sensors are defined as asynchronous because the emitter and transmitter are completely separated
one from the other and there is no connection between them. Therefore, the receiver inevitably needs to have information
relating to the instant in time at which the emission of pulses from the emitter takes place so as to properly receive the
same pulses and to distinguish them from the noise or interference that is present. This takes place via a procedure
known throughout the industry as "synchronization"" between emitter and receiver. Each time that an object is detected
by the sensor, the process of synchronization is repeated.
[0004] The sensors of this type are generally used over a wide range of distances, meaning that they are utilized by
positioning the receiver and emitter at a distance of several centimeters as well as some tens of meters from each other.
However, when the distance between the emitter and the receiver is particularly reduced, the sensitivity of the sensor
is reduced, so that objects of greater dimensions than those that are detectable at greater distances can be detected.
The fact that objects of greater dimensions can be detected depends on the fact that it turns out to be necessary to
receive an increased amount of electromagnetic radiation emitted by the emitter so that the receiver recognizes the
object, or, for the same reason, it becomes difficult to detect semitransparent material. Moreover, this is due to the fact
that a "false positive" detection is possible as a result of signals caused by the reflection of electromagnetic radiation on
other objects present in the field of view. Another potential negative aspect is that the sensor is less immune to signals
that arrive from other sources of electromagnetic radiation present in the zone where the signal is detected.
[0005] In order to address this problem, the usual recommendation is an amplification stage inside the receiver that
is arranged for receiving an electrical signal generated by the reception of electromagnetic radiation that has variable
gain. This gain is regulated by the user who selects the working distance (that is, distance between the emitter and the
receiver), for example, through a regulation element that accordingly determines the gain of the stage of amplification.
In any case, however, it is not possible to obtain a gain equal to zero, that is, in most cases a minimum gain is always
present because, for example, there are gain resistors that cannot be regulated to a value equal to zero. In addition, low
amounts of gain introduce a lot of noise within the circuit even when they are not in use, while also reducing the possible
bandwidth of the amplification stage. Therefore, there is a minimum gain that connects the minimum distance.
[0006] In synchronous sensors, that is, in sensors in which the emitter and receiver are electrically connected, the
problem can be resolved by adjusting the width of the emission of the pulse from the emitter, meaning that it is possible
to reduce the maximum amplitude of the pulse sent at small distances. This is not possible in the case of asynchronous
sensors because there is no communication between the emitter and the receiver when the latter cannot determine the
distance d at which the former is positioned. Implementing communication of this data between the emitter and receiver
is not a viable solution in optoelectronic sensors typically used in industrial plants, since it would substantially increase
their cost and price them out of the reference market.

Summary of the invention

[0007] The present invention is arranged for providing an optoelectronic sensor and a method of operation of such
sensor arranged for resolving at least in part the problems listed with reference to the known art cited.
[0008] Preferably, the sensor and method of the invention make it possible to work at limited distances between the
emitter and the receiver without an excessive reduction of the sensor’s sensitivity. The dynamic of the amplification
stage, that is, the ratio of the maximum gain and the minimum gain thereof, is expanded without making the production
of the stage itself more complex or noisier.
[0009] According to a first aspect, the invention relates to an optoelectronic sensor including:
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- a receiver arranged for receiving electromagnetic radiation, the receiver comprising a photodetector arranged for
transforming the electromagnetic radiation received into a received electrical signal and an amplification stage having
variable gain between a minimum gain and a maximum gain arranged for amplifying said electrical signal received;

- an emitter arranged for emitting a periodic electromagnetic radiation including a pulse train in each period, each
pulse train including n pulses, where n ≥ 2, and wherein each jth pulse with j = 1,....,n of the train having an amplitude
equal to: 

where B is an integer greater than 0 with B ≤ D where D = (maximum gain of the amplification stage/minimum gain
of the amplification stage);

- a regulation element configured for the regulation of the gain of the amplification stage of the receiver having a
regulation range subdivided into a number n of consecutive zones equal to the number n of pulses in the pulse train
emitted by the emitter, the first zone related to the distances between emitter and receiver starting from a minimum
distance possible for using the optoelectronic sensor, and the n-th zone related to distances between emitter and
receiver terminating with a maximum distance possible for using the optoelectronic sensor; said gain of said ampli-
fication stage being chosen by selecting a point in the zone of said regulation range of the regulation element; said
regulation range being produced in such a way that in each zone j ≠ n of the regulation range, moving a point selected
within said regulation element inside the j-th zone in the direction from the starting point adjacent to the (j-1)th zone
toward the endpoint adjacent to the zone (j+1)th, the corresponding gain set up in the amplification stage is moved
from the minimum gain that can be set up in the amplification stage to the minimum gain that can be set up in the
amplification stage multiplied by the whole number B, equal to the ratio of the amplitude between two consecutive
pulses in the same pulse train.

[0010] The optoelectronic sensor of the invention is any type of optoelectronic sensor arranged for detecting objects,
in other words, for determining the presence or absence of an object in a given zone.
[0011] Preferably, the optoelectronic sensor of the present invention is an asynchronous sensor, that is, a sensor in
which emitter and receiver are not electronically connected to each other.
[0012] The sensor includes an emitter and a receiver, separated by a distance d, referred to as the working distance,
that determines the type of amplification that must be performed on the signal received by the receiver.
[0013] The emitter can be of any type, for example including a solid state (non coherent emission) polychromatic
device. Alternatively, it can include a laser. Preferably, the emitter includes an LED (Light Emitting Diode), for example,
with emission in the visible, infrared or ultraviolet range. The emitter is arranged for emitting a periodic pulsed electro-
magnetic radiation. A periodic pulsed radiation in the present context means that the emitted electromagnetic radiation
has period T and in this period T the radiation has an amplitude other than zero for a time Ton and equal to zero for a
time Toff, in which Ton + Toff = T. Preferably, Toff > Ton, more preferably Toff >> Ton. Advantageously 10 < Toff/Ton <
100. In the sensor according to the present invention in the period Ton, the emitter does not emit a single pulse, but
instead of n pulse train with n ≥ 2. The pulses of the same train are separated by a time interval that is preferably the
same for all n pulses; it is equal, for example, to Tsep. Furthermore, the duration of each pulse Timp is preferably the
same inside the same pulse train; therefore, the time interval Ton of the pulse train may be written as 

and the total period of the pulse train emitted by the emitter is equal to 

[0014] According to the invention, the n pulses belonging to the same train have a variable amplitude. The first pulse
emitted in the time sequence is the pulse having a minimum amplitude, while the last pulse emitted is the pulse having
the maximum amplitude. The amplitude ratio between two adjacent pulses in the time sequence is constant for all the
pulses, that is, for each jth pulse with j = 1,....,n of the train, its amplitude Aj is equal to: 
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where B is a positive integer greater than 0.
[0015] The first pulse j=1 has an amplitude equal to 

where Amax is the maximum amplitude of the last nth pulse of the pulse train.
[0016] The receiver preferably comprises a photodetector such as a photodiode or photoresistor, devices sensitive to
a frequency spectrum that is very broad. The receiver is capable of transforming electromagnetic radiation into an
electrical signal. Therefore, the received electromagnetic radiation, when it is detected, is transformed into an electrical
signal that is then appropriately processed as indicated below. In other words, a photodetector converts a light signal
into an electrical signal, usually in current then converted by a receiver circuit into a voltage. There are photodetectors
that utilize various physical principles. Preferably, a photodiode is used. The receiver further comprises an amplification
stage, preferably an analog amplification stage, that amplifies the electrical signal originating from the photodetector.
The amplification stage is a variable gain amplification stage, and the gain G of the amplifier can be selected equal to
a point within the continuous interval ranging from a minimum gain value Gmin to a maximum gain value Gmax or equal
to one of M different discrete values ranging from a minimum gain value Gmin to a maximum gain value Gmax. The ratio
of the maximum gain value and the minimum one is called dynamic D of the amplification stage 

[0017] Preferably, Gmax ranges between 20 and 40 MΩ, while Gmin ranges between 20 and 40 kΩ.
[0018] The variable gain is obtained according to the type of amplification stage. For example, in the case of operational
amplification stages, it can be obtained via a plurality of alternatively selectable resistors. The greater the number of
points M, the greater generally is the complexity of the operational stage.
[0019] The value B, which is equal to the ratio of two pulses within the same train that are adjacent in the time sequence,
must conform to the condition B ≤ D.
[0020] The value of the gain G is fixed equal to one of the available values via a regulation element, for example, a
trimmer. Nevertheless, any regulation element is possible, which is arranged for regulating the gain G of the amplification
stage and for selecting one of the M possible values The element can be controlled by a user or else automatically.
Usually, the regulation element brings into the regulation a plurality of values for the sensor sensitivity, from a minimum
sensitivity to a maximum sensitivity. The sensitivity value may correspond, for example, to a distance value, meaning
that selecting a sensitivity in certain applications is equivalent to selecting the distance d between the possible distances
at which the emitter can be positioned with respect to the receiver, from a minimum distance dmin to a maximum distance
dmax. In the known sensors with variable gain amplification, the greater the distance, the greater generally is the gain,
and, analogously, the less the distance, the lower is the gain. Therefore, at "short" distances, the set gain is "small," with
the problems brought in related to modest gains existing in the art. The present invention, in order to increase the number
of points available in the dynamic without making the amplification stage excessively complex, and at the same time
thus having a relatively high sensitivity even at short distances, exploits the fact of having available an emission signal
including a n pulse train with variable amplitude, from a minimum amplitude A1 = An=max/Bn to maximum amplitude An=max.
[0021] According to the present invention, the regulation range of the regulation element is subdivided into a number
n of consecutive zones equal to the number n of pulses in the pulse train emitted by the emitter. The n zones are zones
corresponding to the ranges of distances of the same number at which emitter and receiver are positioned. By convention,
the first zone is defined as that portion of regulation range related to distances between emitter and receiver starting
from the minimum possible distance dmin of use of the optoelectronic sensor to an intermediate distance d1intermediate
and the last zone or nth zone is the portion of the regulation range related to distances between emitter and receiver
starting from a distance d(n-1)intermediate and terminating with the maximum possible distance of use dmax of the optoe-
lectronic sensor. The generic zone j is therefore related to a distance between d(j-1)intermediate and djintermediate between
emitter and receiver in which dmin... dj... dmax is a monotonically increasing function. Therefore, a point belonging to the
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first, second,...jth..., nth zone is, for example, selected by the user (or automatically) according to the value of the distance
at which the emitter and receiver were positioned.
[0022] Each of these zones corresponds to a gain range for the amplification stage of the regulation element. According
to the present invention, in each of these zones, when a point is selected within them, the corresponding gain is selected
as follows: selecting a point in a jth zone of said regulation range of the regulation element, the corresponding gain
selected in the regulation stage is, for each j ≠ n zone of the regulation range, a value ranging between the minimum
gain Gmin that can be set in the amplification stage (value obtainable when the starting point of the jth zone adjacent to
the (j-1)th is selected) and the minimum gain that can be set in the amplification stage multiplied by the whole number
B equal to the amplitude ratio between two consecutive pulses (value obtainable when the endpoint of the jth zone
adjacent to the (j+1)th zone is selected). The gain that can be set in the amplification stage by a shift between the starting
point of the jth zone and the endpoint of the jth zone is a monotonically increasing function, that is, selecting different
points shifting between the starting point and the end point of the same zone, the gain of the stage increases between
Gmin and Gmin*B. Note that shifting in contiguous zones, that is shifting from the jth zone to the (j+1)th zone, the selected
gain has an abrupt drop from Gmin*B to Gmin in the point of contact between the jth zone and the (j+1)th. In the last zone
- that is, the nth zone - the gain is variable from a value ranging between the minimum gain Gmin that can be set in the
amplification stage (value obtainable when the starting point of the nth zone adjacent to the (n-1)th zone is selected)
and the maximum gain Gmax that can be set in the amplification stage (value obtainable when the endpoint of the nth
zone is selected).
[0023] Therefore, a regulation range of the regulation element according to the present invention - a range that in the
known art is generally subdivided in a monotonically increasing way from a point that sets the minimum distance dmin
between emitter and receiver corresponding to the minimum gain Gmin of the amplification stage to a point that sets the
maximum distance dmax between emitter and receiver corresponding to the maximum gain Gmax of the amplification
stage - is subdivided into zones and associated with the gain of the amplification stage in such a way that in the transition
from one zone to the other there is a "jump" in the gain of the amplification stage equal to B.
[0024] Nevertheless, this loss of gain is compensated by the fact of having n pulses with different amplitudes, each
two consecutive pulses being spaced apart by the same difference B, equal to the ratio of the loss of gain between one
zone and the next. Therefore, for each selected zone of the regulation range, it is possible to select - using an appropriate
logic, for example - the corresponding pulse among the n of the train having the same number of the zone in which the
point that determines the gain of the amplification stage is selected; for example, the jth pulse is associated with a point
in the jth zone. This jth pulse becomes the "relevant" reception pulse. In this way, the sensitivity of the sensor can be
modulated without "discontinuity," a discontinuity that could simply be perceived as shifting the selection of the point in
the regulation range from one zone to an adjacent one, implying a jump in gain by the factor B between one zone and
the other. In other words, thanks to this configuration of the sensor in which an emission of n pulses is present, in which
two consecutive pulses have an amplitude ratio equal to B, and a gain regulation range divided into n zones with a gain
jump equal to B between the gain at the ends of two adjacent zones of the regulation range that are in contact, it is
possible to keep the sensitivity of the optoelectronic sensor essentially constant, simply by varying the pulse of the train
that is considered for the detection.
[0025] For example, if the point of the regulation range selected in the regulation element belongs with the jth zone,
the determining pulse for the detection or not of an object between sensor and emitter is the jth pulse. If it shifts within
the zone j-1, for example, because the distance between emitter and detector is varied, the determining pulse becomes
j-1 pulse even though, passing between the jth zone and the (j-1)th zone, the gain is increased by a factor B, the
determining pulse has an amplitude reduced by the same factor B and the sensitivity therefore remains the same.
[0026] Not all of the pulses have the same importance according to the invention. The term "determining" means that
the pulse that must be detected to have a correct detection changes depending on the zone. For example, with the
architecture of the sensor according to the invention, it is possible to establish that the determining pulse, the zone j
having been selected, is the jth pulse. Only the jth pulse in the train, or the pulses from j to n, determine the detection
of the pulse. In other words, selecting the zone j of the regulation range, the important pulse is the pulse j, or in one
variant the pulses from j to n. A received and amplified signal corresponding to this pulse must be detected by the
receiver in such a way as to have correct detection. For the pulses having a value less than j, that is, the pulses i with i
< j, a detection of them in order to establish whether or not an object is present between receiver and emitter is not
indispensable. Therefore, a configuration of the sensor according to the invention makes it possible to carry out detections
in the same way for whichever zone is selected; simply according to the zone selected, the pulse that is taken for
reference changes.
[0027] In this way, the sensitivity of the sensor is varied determining the particular pulse, essentially from which
particular signal amplitude, the detection must have a positive (or negative) result for the correct detection. Therefore,
no discontinuity in the regulation is present because, by varying the selected zone from the jth zone to the (j-1)th zone,
the considered signal has an amplitude B times less, equal to the increase in the gain and therefore the variation appears
as substantially continuous for the user.
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[0028] Essentially, this sensor enables a fictitious "variation" of the emission amplitude without actually carrying out
this variation - the sensor being one in which emitter and detector are separate from each other - and therefore a
regulation of the intensity of the emitter is not possible. The "detecting" pulse that is being considered is always the one
being modified. It essentially allows an expansion of the dynamic of the sensor inasmuch as in each zone of the regulation
range the entire dynamic, or part thereof (depending on the value of B) can be utilized.
[0029] Advantageously, the optoelectronic sensor includes a logic unit arranged for processing said signal, which is
received and amplified in an independent manner from the selected zone within the gain range of the regulation element.
In the object detection operation, this logic unit takes account of exactly which zone was selected by the regulation
element, for example the jth zone, in such a way that the pulse of the pulse train is consequently identified as fundamental
for the detection; that is, the pulse must be detected in such a way as to obtain a correct detection. In fact, according to
the invention, not all of the pulses need to be detected in order to have a correct detection, as previously mentioned,
and the ones "not to be detected" depend on the zone that is selected.
[0030] More preferably, said logic unit is configured to establish the positive detection of the pulse emitted by the
emitter if - the jth zone of the regulation range being selected - a signal corresponding to said jth pulse is correctly
received. The jth pulse is associated with the jth zone. Preferably, a point in the jth zone and therefore the corresponding
gain of the amplification stage being selected, the determining pulse for establishing whether or not the pulse train was
received by the receiver is the jth pulse. The other pulses are not determining factors and do not change this valuation,
in particular the pulses with i < j. The meaning of "correctly received" depends on the logic set in the sensor.
[0031] Preferably, the optoelectronic sensor includes a sampling unit arranged for sampling an amplitude of said
received electric signal and amplified at n points spaced apart in time sequence by the same distance present between
said n pulses so as to obtain n sampling values S1....Sn. The sampling unit is preferably included in the receiver. The
receiver, in order to detect the presence or absence of objects between receiver and emitter, detects the electromagnetic
radiation corresponding to the emission when the luminous radiation from the inventor is emitted and, based on an
analysis of the resulting electrical signal generated, is able to establish whether or not an object is present. In a light
barrier, for example, the absence of reception from the receiver of a pulse emitted by the emitter may signify the presence
of an object. Therefore, the receiver preferably samples the received and amplified signal, detecting n points at the same
distance of the time sequence Tsep that is present between the n pulses of the radiation emitted by the emitter. Never-
theless, it is not being said that these pulses correspond to received signals and amplified at the emission of the n pulses.
If, for example, the first pulse, the lowest one in intensity, generates a signal detected as "too low," that is, the receiver
is not capable of receiving it because of the intrinsic sensitivity or the noise, the n sampled points are for the first n-1
values from S1 to S(n-1) effectively corresponding to n-1 radiation pulses, that is, from pulse 2 to pulse n-1, but the last
nth sampling Sn is the sampling of a received and amplified signal, which is essentially a noise signal. These n samples
are preferably utilized, for example, at the logic unit, to establish whether or not an object is present between receiver
and emitter. Each sampling value Si represents the maximum of the signal in a sampling interval, for example, the
maximum determined via a peak detector.
[0032] More preferably, the optoelectronic sensor, and even more preferably the receiver, includes a first downstream
comparator of said sampling unit, said first comparator being arranged for comparing said n sampling values to a detection
threshold. A detection threshold is preferably utilized to establish whether or not a certain received signal, in this case
the sampling values, is indicative of the presence of an object. In general it is established that a signal is correctly
received or "positively received," that is, it is a received signal representative of an emitted pulse, if it exceeds a detection
threshold.
[0033] Even more preferably, the optoelectronic sensor, or the receiver of the sensor, includes a logic unit configured
for establishing whether or not said n sampling values are indicative of an object being present between the receiver
and the emitter based on said comparison with said detection threshold and based on the selected zone among the n
of the regulation range of the regulation element. The comparison between the sampled values and the threshold is the
determining factor for establishing whether or not the detection is established. Nevertheless, in the invention also the j
value of the jth zone in which the gain of the amplifier was selected. Preferably in fact, given the value of j, only the
received signal corresponding to the jth pulse is important, in other words, only the comparison of the received and
sampled signal corresponding to the jth signal is the determining factor for establishing whether or not these pulses were
received. Nevertheless, this does not correspond to comparing only the sampling value Sj or the sampling values from
Sj to Sn with the detection threshold, because as seen the sampling values do not always correspond to the emission
pulses (the sampling value S1 could correspond to the third pulse if a signal corresponding to the first two pulses was
not detected). Therefore, if the jth zone was selected, preferably at least a number of sampling values n-(j-1) preferably
must exceed the detection threshold in order to establish that a detection of the jth pulse was carried out.
[0034] Preferably, the optoelectronic sensor, more preferably the receiver, comprises a second upstream comparator
of said sampling unit, said second comparator being arranged for comparing a received and amplified signal with an
activation threshold less than said detection threshold, and arranged for activating the sampling unit for sampling an
amplitude of said received and amplified electrical signal at n points if said received and amplified signal exceeds said
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activation threshold. The optoelectronic sensor comprises a receiver and an emitter that are separated from each other.
Therefore, the receiver does not know when the emitter emits the pulse train. Therefore, it is not advantageous to
continue to sample the continuously received signal, also because it would be a risk not to ever sample at the correct
instant the received signal corresponding to the pulse train. The sampling preferably starts when the received and
amplified signal exceeds an activation threshold, which means that the received and amplified signal is "strong enough"
and the sampling unit is therefore activated solely when the received and amplified signal has exceeded this activation
threshold.
[0035] Advantageously, the number of pulses of the pulse train is equal to n = 2. The sensor of the present invention
obtains the advantages described above with just two different amplitude signals emitted as a pulse train.
[0036] Preferably, the optoelectronic sensor, more preferably the receiver, comprises a peak detector downstream
from said amplification stage and upstream from said sampling unit, said peak detector arranged for maintaining for an
interval of time a maximum value of said received and amplified electrical signal to be sampled. Advantageously, the
peak detector is utilized so that the sampling values correspond to the maximum amplitude values of the signal received
and amplified at the sampling intervals.
[0037] In a preferred example, said emitter and said receiver are spatially separated at a distance d.
[0038] Preferably, said regulation element is realized in such a way that the nth zone of said regulation range of said
regulation element, moving the point selected in said regulation element inside the nth zone in the direction from the
starting point adjacent to the (n-1)th zone toward the endpoint, the corresponding gain set in the amplification stage is
shifted from the minimum gain that can be set in the amplification stage (6) to the maximum gain that can be set in the
amplification stage.
[0039] In a second aspect, the invention is related to a method of processing an electrical function of an electromagnetic
radiation emitted by an emitter of an optoelectronic sensor realized in accordance with the first aspect, said method
including:

o selecting a point in the jth zone of the regulation range in the regulation element in such a way as to determine
the gain of said amplification stage;
o emitting said pulse train from said emitter;
o receiving an electromagnetic radiation from said receiver during the emission of said pulse train;
o generating an electrical signal as a function of said received radiation and amplify the electrical signal; and
o establishing whether or not said received amplified signal is indicative of a presence of an object between the
receiver and emitter based on an amplitude of said received signal in at least one point and on the basis of the value
j of the jth zone selected between the n of the regulation range of the regulation element.

[0040] As described in relation to the first aspect, the possible reception of the pulse train emitted by the emitter
determines whether or not an object is present between emitter and receiver. Via the regulation element, a point within
the regulation range that is located in the jth zone is selected. Said point is preferably selected on the basis of the distance
at which emitter and receiver are positioned. This point also determines the gain of the amplification stage in the receiver.
Once a signal is received, it is determined whether or not this received signal is indicative of the presence of an object
between emitter and receiver based both on the value of j and based on the amplitude value at a point of the received signal.
[0041] Preferably, the output of the entire sensor is not "object detected" or "no object" after merely a single positive
detection. Preferably, P (with P being an integer) congruent detections are necessary for emitting an object detected
output signal.
[0042] Preferably, the step of establishing whether or not said received amplified signal is indicative of an the presence
of an object between the receiver and the emitter includes:

o establishing a detection threshold value;
o if said detection threshold is exceeded by an amplitude at a point of the received amplified signal corresponding
to the emission of the jth pulse of the pulse train, establishing that no objects are present between receiver and
emitter if all the amplitude values of the received and amplified signal corresponding to the emissions of the pulses
i=j.....n of the pulse train also exceed the detection threshold.

[0043] When the jth zone is selected, the determining pulse for the correct detection is preferably the jth pulse. Generally,
in order to evaluate whether or not a detection of a pulse is made, a detection threshold is established, and it is determined
whether the received signal corresponding to the pulse emission is greater than or less than the detection threshold. If
it is greater, it is established that the pulse was detected; if less, it was not (and, therefore, an object probably may have
interrupted the transmission of the pulse between receiver and emitter). In the present invention, it is not necessary for
all of the received signals corresponding to the n pulses of the train to exceed the detection threshold, but for the received
signal corresponding to the jth pulse to do so.
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[0044] Advantageously, the method of the invention, subsequently to the step of receiving an electromagnetic radiation
and before the step of establishing whether or not the received and amplified signal is indicative of the presence of an
object, comprises the steps of:

o sampling an amplitude of said received and amplified electrical signal at n points spaced apart in time sequence
by the distance present between said n pulses so as to obtain n sampling values S1....Sn; and
o comparing said n sampling values to a detection threshold.

[0045] The receiver, in order to detect the presence or absence of objects between receiver and emitter, detects the
electromagnetic radiation corresponding to the emission when the luminous radiation from the inventor is emitted and
- based on an analysis of the same, or better, of the resulting electrical signal generated - is able to establish whether
or not an object is present. Therefore, the receiver preferably samples the received and amplified signal, detecting n
points in the signal at the same distance of the time sequence Tsep that is present between the n pulses of the radiation
emitted by the emitter. Nevertheless, it is not being said that these pulses correspond to received signals and amplified
at the emission of the n pulses. If, for example, the first pulse, the lowest one in intensity, generates a signal detected
as "too low," that is, the receiver is not capable of receiving it because of the intrinsic sensitivity or the noise, the n
sampled points are for the first n-1 values from S1 to S(n-1) effectively corresponding to n-1 radiation pulses, that is, from
pulse 2 to pulse n-1, but the last nth sampling Sn is the sampling of a received and amplified signal, which is essentially
a noise signal. These n samples are utilized to establish whether or not an object is present between receiver and emitter.
Each sampling value Si represents the maximum of the signal in a sampling interval, for example, the maximum deter-
mined via a peak detector.
[0046] Preferably, the step of establishing whether or not said received amplified signal is indicative of a presence or
absence of an object between the receiver and the emitter comprises the step of establishing whether or not said received
amplified signal is indicative of a presence of an object between the receiver and the emitter based on said comparison
to the detection threshold and based on the value of j in the jth zone selected from among the n of the regulation range
of the regulation element. Establishing whether or not said received amplified signal is indicative of a presence of an
object between the receiver and the emitter does not depend solely on the result of the comparison. This also preferably
depends on the value j of the selected zone. In fact, depending on the zone, the same results of the comparison can
lead to establishing a detection or a non-detection. The determining factor remains the value of the comparison of a
signal corresponding to the jth pulse.
[0047] Preferably, the method according to the invention comprises the step of:

o initiating the step of sampling said received amplified signal at n points when said received amplified signal exceeds
an activation threshold lower than said detection threshold.

[0048] In order not to continuously sample the signal, a second activation threshold is established that the received
and amplified signal must exceed before carrying out the sampling.
[0049] More preferably, the step of establishing whether or not said received amplified signal is indicative of the
presence of an object between the receiver and the emitter includes:

o if said activation threshold is exceeded by a sampling value corresponding to the emission of the jth pulse of the
pulse train, establishing that no objects are present between receiver and emitter if all the sampling values i=1.....n-(j-
1) exceed the detection threshold.

[0050] The values of the sampling series S1...Sn may or may not coincide with some values of the signal received and
amplified at the emission of the n pulses. Frequently, the n sampling values comprise, for a part of the series, some
values corresponding to a signal received in concomitance with some pulses of the same pulse train that are above a
certain amplitude, and for the remaining part of the series these are values substantially corresponding to a received
noise signal. Therefore, in order to determine whether the jth pulse has been detected, it is not enough to correctly detect
the jth sampling value Sj because it might not correspond to the jth pulse. In order to be sure that the jth pulse has been
detected, and therefore a received and amplified signal corresponding to the jth pulse has exceeded the detection
threshold, at least n-(j-1) sampling values must have exceeded the detection threshold. In the case in which the activation
threshold is therefore exceeded by a value corresponding to the jth pulse, the jth pulse is correctly detected if all the
sampling values i=1.....n-(j-1) exceed the detection threshold.
[0051] Advantageously, the step of establishing whether or not said received and amplified signal is indicative of the
presence of an object between the receiver and the emitter includes:

o if said second threshold is exceeded by an received and amplified signal corresponding to the emission of the (i
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< j)th pulse of the pulse train, establishing that no objects are present between receiver and emitter if all the sampling
values with k = j-(i-1),.....n-(i-1) exceed the detection threshold.

[0052] The values of the sampling series S1...Sn may or may not coincide with some values of the signal received and
amplified at the emission of the n pulses. Frequently, the n sampling values comprise, for a part of the series, some
values corresponding to a signal received in concomitance with some pulses of the series that are above a certain
amplitude, and for the remaining part of the series are some values essentially corresponding to a received noise signal.
Therefore, in order to determine whether the jth pulse has been detected, it is not enough to correctly detect the jth
sampling value Sj because it might not correspond to the jth pulse. In order to be sure that the jth pulse has been detected
- and therefore a received and amplified signal corresponding to the jth pulse has exceeded the detection threshold - at
least n-(j-1) sampling values must have exceeded the detection threshold. In the case in which the activation threshold
is therefore exceeded by a value corresponding to the ith pulse, with i < j, the jth pulse is correctly detected if all the
sampling values k=i-j.....n-(i-1) exceed the detection threshold.
[0053] Preferably, the step of establishing whether or not said received amplified signal is indicative of the presence
of an object between the receiver and the emitter includes:

o if said activation threshold is exceeded by a received amplified signal corresponding to the emission of the (i >
j)th pulse of the pulse train, not establishing that no objects are present between receiver and emitter.

[0054] The values of the sampling series S1...Sn may or may not coincide with some values of the signal received and
amplified at the emission of the n pulses. Frequently, the n sampling values comprise, for a part of the series, some
values corresponding to a signal received in concomitance with some pulses of the series that are above a certain
amplitude, and for the remaining part of the series are some values essentially corresponding to a received noise signal.
Therefore, in order to determine whether the jth pulse has been detected, it is not enough to correctly detect the jth
sampling value Sj because it might not correspond to the jth pulse. In order to be sure that the jth pulse has been detected,
and therefore a received and amplified signal corresponding to the jth pulse has exceeded the detection threshold, at
least n-(j-1) sampling values must have exceeded the detection threshold. Nevertheless, if the activation threshold was
exceeded by a received amplified signal corresponding to the emission of the (i > j)th pulse of the pulse train, this implies
that very probably the sampling values Sn-(i+1) to Sn (which are greater in number than j) are very close to zero or in any
case are noise values inasmuch as they do not correspond to the transmission of any pulse. It is rather improbable that
these values will exceed the detection threshold and therefore there are not at least n-j sampling values that exceed the
detection threshold and therefore the jth pulse cannot have been correctly received.
[0055] Preferably, the method of the invention includes the step of:

o synchronizing said receiver with the jth signal if said signal exceeds said detection threshold.

[0056] As known in the case of sensors in which emitter and receiver are separated from each other, the receiver
must synchronize with the emitter in order to establish when it must carry out the sampling, that is, when the pulse train
will be emitted in such a way as to receive within the corresponding time interval. To do this, the receiver must first of
all "understand" when the first pulse train is received, and, once a correct detection of the first train is established,
periodically repeat the detection measure with a period T. Therefore, for the synchronization procedure, it is important
that the first pulse train is positively detected. According to the invention, also the synchronization is started when the
jth pulse is correctly detected. In other words, what is being sought is not the synchronization with the entire pulse train,
but with the jth pulse. When this pulse is correctly detected via the logic of the invention indicated above, the synchro-
nization starts and the period T receiver repeats the acquisition.
[0057] More preferably, the method includes repeating the sampling of said received amplified signal at each period
T if it has been established that no object is present between said emitter and said receiver.

Brief description of the drawings

[0058] The present invention is described in greater detail with non-limiting reference to the attached drawings, in which:

- figure 1 is a diagram of an optoelectronic sensor produced according to the invention in a first and a second operational
condition;

- figure 2 is a graph related to a preferred example of signal emitted by an emitter of the sensor of figure 1;
- figure 3 is a schematic representation of an exemplary embodiment of a receiver of the sensor of figure 1;
- figure 4a is a first exemplary embodiment of a regulation element for the regulation of a gain of the amplification

stage of the receiver of figure 3;
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- figure 4b is a second exemplary embodiment of a regulation element for the regulation of a gain of the amplification
stage of the receiver of figure 3;

- figure 5 represents a plurality of graphs of signals in the receiver of figure 3 in a condition of reception of an
electromagnetic radiation from the receiver of figure 3;

- figure 6 represents a plurality of graphs of signals in the receiver of figure 3 in a second condition of reception of an
electromagnetic radiation from the receiver of figure 3;

- figure 7 represents a plurality of graphs of signals in the receiver of figure 3 in a third condition of reception of an
electromagnetic radiation from the receiver of figure 3;

- figure 8 represents a plurality of graphs of signals in the receiver of figure 3 in a fourth condition of reception of an
electromagnetic radiation from the receiver of figure 3;

- figure 9 represents a plurality of graphs of signals in the receiver of figure 3 in a fifth condition of reception of an
electromagnetic radiation from the receiver of figure 3;

- figure 10 represents a plurality of graphs of signals in the receiver of figure 3 in a sixth condition of reception of an
electromagnetic radiation from the receiver of figure 3; and

- figure 11 represents a block diagram of the reception method of the optoelectronic sensor of the invention.

Detailed description of exemplary embodiments of the invention

[0059] In figure 1 an optoelectronic sensor arranged for identifying an object O is globally indicated with 1.
[0060] The sensor 1 includes an emitter 2 and a receiver 3 spatially separated by a distance d. Emitter 1 is thus
configured so as to emit a pulse train within an overall time Ton, including two pulses as represented in figure 2 (the
figure is not to scale). The pulse train comprises a first pulse of amplitude Amax/B and a second pulse of amplitude Amax.
The two pulses are repeated with a period T in which T>>Ton. B is an integer value better identified below. For example,
the period of the pulse train can be 300 microseconds, with Ton of the total train equal to 20 microseconds and every
single pulse lasts 5 microseconds (and the two pulses are therefore spaced 10 microseconds apart).
[0061] Sensor 1 is arranged for determining the presence of the object O in the following way, as schematically
represented in figure 1: in absence of the object O between emitter 2 and receiver 3, the pulse train in its entirety reaches
receiver 3, while in the event that object O is interposed, the transmission of pulses between emitter 2 and receiver 3 is
interrupted. The detection is executed as follows.
[0062] With reference to figure 3, the receiver 3 includes a photodiode 5 arranged for transforming the electromagnetic
radiation received in an electrical signal. The electrical signal emitted by the photodiode 5 is therefore amplified by an
amplification stage 6 positioned downstream of photodiode 5, the amplification stage 6 having a variable gain. The gain
of the amplifier is variable between a maximum gain and a minimum gain, the ratio of which defines the dynamic D of
the amplification stage. For example, D is equal to 800 or 1000.
[0063] The regulation of the gain of the amplification stage 6 is regulated via a regulation element, such as a trimmer
7, represented in detail in figures 4a and 4b. Trimmer 7 can have any shape whatsoever, for example, that of a knob,
and it is movable within a plurality of points inside a regulation range. An exemplary embodiment of a knob trimmer is
represented in figures 4a and 4b. Trimmer 7 defines a regulation range. For example, in the case of a knob, the regulation
range is delimited from an end-of-stroke point on the right to an end-of-stroke point on the left in the case of counter-
clockwise rotation, or in the case of clockwise rotation as in the figures from an end-of-stroke on the left to and end-of-
stroke on the right. Obviously, a trimmer can be realized in any way whatsoever, for example, with a linearly movable
bar or with a touch screen or any other device arranged for selecting a point within a regulation range.
[0064] The regulation range of the trimmer 7 is divided into n zones that are contiguous and consecutive with respect
to each other. With the number of pulses equal to 2, also the number of zones is equal to two, and in the specific example,
the first zone is called "near region" 11, that is, it is related to "small" distances between receiver 3 and emitter 2 and
the second zone is called "far region" 12 and is related to "large" distances between emitter 2 and receiver 3. By
convention in the figure, it has been established that the near region 11 is the region to the left and the far region 12 is
to the right. The two zones 11, 12 are separated in the figures by a dashed line. Therefore, the first zone or near region
11 comprises the points that correspond to the minimum distance at which emitter 2 and receiver 3 are positionable up
to an intermediate distance. The second zone or far region 12 comprises the points that correspond from the intermediate
distance to the maximum distance. When a point within the regulation range of trimmer 7 is selected, that is, when the
distance at which emitter 2 and receiver 3 are positioned relative to each other is selected, a gain in amplification stage
6 is selected at the same time. To this end, a point in the regulation range remains selected in trimmer 7, a point that
can alternatively be located either in first zone 11 or in second zone 12. In each zone of the trimmer 7, both in the near
region 11 and in the far region 12, moving the selected point from left to right (therefore, increasing the distance between
emitter 2 and receiver 3) increases the gain of the amplifier stage 6. In the far region zone 12, if the right end-of-stroke
point is selected, the maximum gain that can be set is selected in amplification stage 6 (corresponding to the maximum
distance at which emitter 2 and receiver 3 can be positioned). Moving toward the first point or initial point of the far region
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12, the gain drops (like the distance), until, when selecting a point on the dashed line of division with the near region 11,
the gain selected like this is equal to the minimum gain that can be selected in amplification stage 6. Moving to the first
point more to the right of the near region 11, the gain that can be set selecting this point in amplification stage 6 returns
to a value equal to (minimum gain that can be set)* B where B is an integer equal to the ratio between the amplitudes
of two consecutive pulses in the pulse train, in this case equal to the ratio between (amplitude of second pulse)/(amplitude
of first pulse). B therefore turns out to be ≤ D, a point would otherwise be obtained at which it is desired to obtain a gain
above that which can be set in the amplification stage. At the extreme left, at the end of the near region 11 corresponding
to the point of minimum distance between emitter 2 and receiver 3, the gain goes down to the minimum gain that can
be set in amplification stage 6.
[0065] In figure 4a, the regulation range of the trimmer 7 includes two zones of essentially equal amplitude because
B = D, and, therefore, both in first zone 11 and in second zone 12 the gain can be selected between the minimum value
of the gain that can be set and the maximum value of the gain that can be set. In figure 4b the two zones have a different
amplitude, the zone of near region 11 having an extension less than that of far region 12 because a value B < D was
selected.
[0066] The receiver 3 downstream from amplification stage 6, the gain of which can be regulated by trimmer 7, includes
a comparator 8 configured for comparing the received and amplified output signal from stage 6 with a first threshold or
activation threshold. The output of the comparator 8 is an activation signal, that is the comparator 8 is configured to emit
an activation signal, for example, an activation pulse, when the received and amplified signal exceeds the first threshold.
Otherwise the comparator 8 does not emit anything.
[0067] The same output signal from stage 6 is input into a peak detector 9, which, in the case in which the signal
exceeds the threshold, is arranged for maintaining the maximum amplitude value of the received and amplified as an
output for a certain interval of time.
[0068] The enable signal of the comparator 8 means that it is activated, in other words that the output of the comparator
is "listened to" by the control logic (ENABLE = 1). During the synchronization step, the comparator 8 essentially is always
enabled until a signal above the activation threshold is received, while it is enabled only in the read window when the
synchronization has already been performed. In the latter case, the comparator 8 is disabled (ENABLE=0) substantially
for a period a little less than Toff; then impeding the system from "reading" the signal outside the periodicity set by the
emission.
[0069] Also, the peak detector 9 has an ENABLE signal. When ENABLE = 1, the peak 9 detector is permitted to
activate and to maintain the maximum value of the signal. When ENABLE = 0, its previously acquired value is discarded
and the analog signal being received is not followed.
[0070] The output signal from the comparator 8 is the one being output by the peak detector 9 are sent to a logic block
10 having different functions. The logic block 10 first of all has the function of a sampling unit. The sampling unit is active
only when the output signal from the first comparator 8 is an activation signal. The sampling unit, starting with the instant
in which the comparator 8 sends the activation signal, samples at time intervals equal to the distance between the first
and the second pulse of the emission signal, that is, at an instant t1 of the arrival of the activation signal and at an instant
t2 spaced apart from t1 by a time equal to the distance between the first pulse and the second pulse in the pulse train
emitted by the emitter 2, the received and amplified signal. The sampling unit is therefore arranged for determining a
plurality of sampling values equal to the number of pulses, in this case two sampling values called S1 and S2, each
sampling value representing the amplitude of the received output signal from the amplification stage 6 at the moment
of sampling, that is at times t1 and t2.
[0071] Moreover, the logic block 10 further has the function of a second comparator. The second comparator is
arranged for comparing the two sampling values to a second threshold called "detection" threshold. The second threshold
is greater than the first threshold.
[0072] Therefore, the logic block 10 has the function of a demodulation unit, in other words of a logic unit arranged
for determining whether or not the sampling values S1 and S2 represent a detection of an object O between receiver 3
and emitter 2.
[0073] The decision of demodulation unit as to whether or not an object O was seen or the pulse train originating from
emitter 2 was correctly received in its entirety depends on both the zone of the regulation range of trimmer 7 that was
selected and from the result of the comparison with the second threshold.
[0074] Therefore, according to the method of the invention, a distance d is selected - by a user or automatically - at
which emitter 2 and receiver 3 of optoelectronic sensor 1 are positioned. Based on the value of this distance, a point in
the regulation range of trimmer 7 is selected, a point that can be located either in first zone 11 or in second zone 12 as
defined above. This selection also determines the gain of amplification stage 6. Therefore, the electromagnetic radiation
represented in figure 2 is emitted by emitter 2 and is received by receiver 3, transformed into an electrical signal and
then amplified. This amplified radiation downstream from stage 6 is compared to the first comparator 8, and, in the case
in which a first threshold is exceeded, a sampling of the amplified signal is started at two points spaced apart by the
same distance in the time sequence that is present between the first and second pulse of figure 2.
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[0075] The decision logic is detailed with the following truth tables.
[0076] The values S1 and S2 are compared via a second comparator to the second threshold and it is established
that S1 and/or S2 are placed equal to "0" if they are below the second threshold, otherwise, they are placed equal to
"1" if they are above the second threshold.
[0077] Furthermore, from an analysis of the values of S1 and S2 after this comparison, the logic of demodulation
establishes the value of the detection: "1" if the emitter 2 is correctly recognized; otherwise, "0". Emitter 2 correctly
received means that the pulses of the train emitted by emitter 2 have been identified. However, depending on the zone
to which the point selected in trimmer 7 belongs, not all of the pulses have the same relevance in this determination,
that is, emitter 2 may be considered as correctly detected even if it was possible to receive and recognize an amplified
electrical signal corresponding to all of the n pulses emitted.
[0078] The output of sensor 1 is set in the "detected extraneous object" and is not detected after a certain consecutive
number k of detection cycles that came to a satisfactory result and carrying the same result (that is, after a series of k
equal to 1 or k equal to 0). The logic of the demodulation unit is described here below and is first considered in the case
in which the point selected in trimmer 7 indicates that a distance between emitter 2 and receiver 3 is relatively "small"
and that therefore the point selected via trimmer 7 in the regulation range is located in first zone 11. As said, there are
two pulses of the pulse train because the number of sampling values is also equal to two, S1 and S2.
[0079] Therefore, in first zone 11 the relevant pulse is the first pulse. In order to ensure that the sampling values are
related to the first pulse, and that the latter exceeds the detection threshold, thus, the first and second sampling value
must both exceed the reception threshold. In this case, the first pulse of the train is correctly received.
[0080] The operational situations in which the sensor 1 can be found are exemplified here below.
[0081] If the first comparator 8 emits an activation signal corresponding to the first pulse, then:

[0082] If the first comparator 8 emits an activation signal corresponding to the second pulse, then:

[0083] Now considered is the case in which the point selected in trimmer 7 indicates that a distance between emitter
and receiver is relatively "large" and that therefore the point selected via trimmer 7 in the regulation range is located in
second zone 12. As said, there are two pulses of the pulse train because the number of sampling values is also equal
to two, S1 and S2.
[0084] Therefore, in second zone 12 the relevant pulse is the second pulse. In order to ensure that the sampling values
are related to the second pulse, and that the latter exceeds the detection threshold, it is necessary that solely one value
of the sampled values exceeds the reception threshold.
[0085] If the first comparator 8 emits an activation signal corresponding to the first pulse, then:

TABLE 1

Sequence First 
sample S1

Second 
sample S2

Detection 
status

Description

A 0 0 - Impossible, the second pulse is much greater than the first. 
If the first comparator emits an activation signal with the first 
"low" pulse, it is obvious that the second pulse is higher 
than the detection threshold (second threshold).

B 0 1 0 Only the second pulse is received

C 1 1 1 Both pulses received

D 1 0 - Impossible

TABLE 2

Sequence First sample S1 Second sample S2 Detection status Description

E 0 0 0 Signal below the second threshold (no 
detection)

F 1 0 0 Only the second pulse is received
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[0086] If the first comparator 8 emits an activation signal corresponding to the second pulse, then:

[0087] Therefore, when the point selected in the regulation range of trimmer 7 is in first zone 11, an object is detected
only when both S1 and S2 are above the second threshold, that is, when both are equal to "1".
[0088] Therefore, when the point selected in the regulation range of trimmer 7 is in second zone 12, the signal of
emitter 2 is not detected only when both S1 and S2 are below the second threshold, that is, when both are equal to "0".
[0089] This logic is indicated in its entirety in the block diagram of figure 11.
[0090] The above logic is also utilized to carry out the synchronization of receiver 3 with respect to emitter 2. In the
case of asynchronous sensors, the receiver is not aware of the moment of emission of the pulse from the emitter, and,
therefore, the receiver must find the "the instant of departure" from which to execute a sampling of the received signal
at a frequency equal to that of the emitted signal, so that it can be received when the signal is emitted. To start the
synchronization, a correct detection of a signal emitted by the emitter is therefore necessary.
[0091] As mentioned, in first zone 11 the detection of the signal of emitter 2 is positive when the first pulse is detected,
while in second zone 12 the detection of the signal of emitter 2 is positive when the second pulse is detected. According
to the invention, if the point selected in the regulation range of trimmer 7 is in the first zone 11, this synchronization
considers the relevant pulse to be the first pulse of the pulse train that is emitted, that is, it wants to be synchronized
with the first pulse, while, if it is in second zone 12, it wants to be synchronized with the second pulse.
[0092] The tables above correspond to the attached figures 5-10.
[0093] The operational condition of optoelectronic sensor 1 corresponding to sequence B in the case in which trimmer
7 is located at a point in first zone 11 (see table 1) is displayed in figure 5. In this case, the received and amplified signal
that corresponds to the first emitted pulse is above the first threshold (represented by a dashed line parallel to the axis
of the ordinates in the graph at the top in figure 5 that represents the output of amplification stage 6), and, therefore, the
first comparator 8 emits an activation signal, which is given by the pulsed signal, visible in the second graph from the
top. Two values S1 and S2 are therefore sampled at a distance equal to the distance in the time sequence between the
first and second pulses, and whose value is equal to the maximum of the received signal as identified by the peak
detector 9. S1 and S2 in this case are exactly the maximum amplitude of the signal received and amplified at the first
and second pulses. S1 and S2 are therefore compared to the second threshold represented by the line parallel to the
axis of the ordinates in the fourth graph from the top of figure 5. In the specific case, only the second value S2 is above
the threshold; therefore, the result of the comparison with the second threshold is "0" for S1, while it is "1" for S2. Since
we are in first zone 11, the signal of interest is the first one having an amplitude equal to that of the second divided by
B. Since the first signal is not above the second threshold, the synchronization does not start (signal "0" in the detection,
see the penultimate graph at the bottom), and the signal originating from the emitter is not deemed to have been correctly
detected (signal "0" as a result of the detection, see the last chart below).
[0094] The operational condition of optoelectronic sensor 1 corresponding to sequence B in the case in which trimmer
7 is located at a point in second zone 12 (see table 1) is displayed in figure 6. In this case, the received and amplified
signal that corresponds to the first emitted pulse is above the first threshold (represented by a dashed line parallel to

TABLE 3

Sequence First 
sample S1

Second 
sample S2

Detection 
status

Description

A 0 0 - Impossible, the second pulse is much greater than the first. 
If the first comparator emits an activation signal with the first 
"low" pulse, it is obvious that the second pulse is higher 
than the detection threshold (second threshold).

B 0 1 1 Only the second pulse is received

C 1 1 1 Both pulses received

D 1 0 - Impossible

TABLE 4

Sequence First sample S1 Second sample S2 Detection status Description

E 0 0 0 Signal below the second threshold (no 
detection)

F 1 0 1 Only the second pulse is received
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the axis of the ordinates in the graph at the top in figure 6 that represents the output of amplification stage 6), and,
therefore, the first comparator 8 emits an activation signal, which is given by the pulsed signal, visible in the second
graph from the top. Two values S1 and S2 are therefore sampled at a distance equal to the distance in the time sequence
between the first and second pulses, and whose value is equal to the maximum of the received signal as identified by
the peak detector 9. S1 and S2 in this case are exactly the maximum amplitude of the signal received and amplified at
the first and second pulses emitted by the emitter. S1 and S2 are therefore compared to the second threshold represented
by the line parallel to the axis of the ordinates in the fourth graph from the top of figure 6. In the specific case, only the
second value S2 is above the threshold; therefore, the result of the comparison with the second threshold is "0" for S1,
while it is "1" for S2. Because we are in the second zone 12, the signal of interest is the second one having a maximum
amplitude, and the detection of the first signal is not relevant. Because the second signal is above the second threshold
independently from what occurs for the first signal, it is determined that the signal originating from emitter 2 (see the
step at "1" in the synchronization signal in the first graph from the bottom) was correctly detected and the synchronization
starts (see the step at "1" in the synchronization signal in the second graph from the bottom), as is also visible from the
presence of a further reception window at a period T equal to the period of the signal emitted by emitter 2.
[0095] The operational condition of optoelectronic sensor 1 corresponding to sequence C in the case in which trimmer
7 is located at a point in first zone 11 (see table 1) or in second zone 12 (see table 3) is displayed in figure 7. In this
case, the received and amplified signal that corresponds to the first emitted pulse is above the first threshold (represented
by a dashed line parallel to the axis of the ordinates in the graph at the top in figure 7 that represents the output of
amplification stage 6), and, therefore, the first comparator 8 emits an activation signal, which is given by the pulsed
signal, visible in the second graph from the top. Two values S1 and S2 are therefore sampled at a distance equal to the
distance in the time sequence between the first and second pulses, and whose value is equal to the maximum of the
received signal as identified by the peak detector 9. S1 and S2 in this case are exactly the maximum amplitude of the
signal received and amplified at the first and second pulses emitted by the emitter 2. S1 and S2 are therefore compared
to the second threshold represented by the line parallel to the axis of the ordinates in the fourth graph from the top of
figure 7. In the specific case, both value S1 and S2 are above the threshold; therefore, the result of the comparison to
the second threshold is "1" for S1, and it is "1" for S2. In the case in which trimmer 7 is in first zone 11, the signal of
interest is the first one. Because this signal is correctly detected ("1") and so is the next signal, that is, S2, the signal
originating from emitter 2 can be deemed to have been correctly identified. The synchronization may be initiated, as is
visible from the step at "1" in the synchronization signal in the second graph from the bottom and from the presence of
the additional reception window at a period T equal to the period of the signal emitted by emitter 2. Furthermore, the
signal from emitter 2 having been correctly detected and S1 and S2 having both exceeded the second threshold, the
correct reception signal of emitter 2 goes to "1" as is visible in the last graph at the bottom. If trimmer 7 selects a point
in first zone 11 as in the preceding case, because we are in the second zone 12, the signal of interest is the second one
having a maximum amplitude, and the detection of the first signal is not relevant. Because the second signal is above
the second threshold independently from what occurs for the first signal, it is determined that the signal originating from
emitter 2 (see the step at "1" in the synchronization signal in the first graph from the bottom) was correctly detected and
the synchronization starts (see the step at "1" in the synchronization signal in the second graph from the bottom), as is
also visible from the presence of a further reception window at a period T equal to the period of the signal emitted by
emitter 2.
[0096] The operational condition of optoelectronic sensor 1 corresponding to sequence E in the case in which trimmer
7 is located at a point in first zone 11 (see table 2) or in second zone 12 (see table 4) is displayed in figure 8. In this
case, only the received and amplified signal corresponding to the second emitted pulse is above the first threshold
(represented by a dashed line parallel to the axis of the ordinates in the graph at the top in figure 8 that represents the
output of amplification stage 6), and, therefore, the first comparator 8 emits an activation signal that is given by the
pulsed signal visible in the second graph from the top. Two values S1 and S2 are therefore sampled at a distance equal
to the distance in the time sequence between the first and second pulses, and whose value is equal to the maximum of
the received signal as identified by the peak detector 9. S1 and S2 in this case are the maximum amplitude of the signal
received and amplified at the second pulse emitted by the emitter 2 and the amplitude of a signal received when no
signal is emitted by emitter 2, therefore, it is substantially a measure of noise. S1 and S2 are therefore compared to the
second threshold represented by the line parallel to the axis of the ordinates in the fourth graph from the top in figure 8.
In the specific case, it is very difficult for the value of S2 to be above the threshold (except for the presence of a very
strong noise) and therefore in general this cannot exceed the second threshold given a result equal to "0" in the second
comparison. Also S1 is not above the threshold, therefore the result of the comparison to the second threshold is "0"
even for S1. Therefore, in neither case - whether it be in first zone 11 or in second zone 12 - was the reference signal,
which is the first or second pulse, correctly detected. Therefore, in no case is it established that the signal emitted by
emitter 2 was correctly detected having a "0" n the comparison for S1 as well as S2. The synchronization (signal "0" in
the detection, see the penultimate graph at the bottom) is not started and the signal originating from emitter 2 is not
considered to have been correctly detected (signal "0" as a result of the detection, is seen in the last graph at the bottom).
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[0097] The operational condition of optoelectronic sensor 1 corresponding to sequence F in the case in which trimmer
7 is located at a point in first zone 11 (see table 2) is displayed in figure 9. In this case, only the received and amplified
signal corresponding to the second emitted pulse is above the first threshold (represented by a dashed line parallel to
the axis of the ordinates in the graph at the top in figure 9 that represents the output of amplification stage 6), and,
therefore, the first comparator 8 emits an activation signal that is given by the pulsed signal visible in the second graph
from the top. Two values S1 and S2 are therefore sampled at a distance equal to the distance in the time sequence
between the first and second pulses, and whose value is equal to the maximum of the received signal as identified by
the peak detector 9. S1 and S2 in this case are the maximum amplitude of the signal received and amplified at the
second pulse emitted by the emitter 2 for S1 and the amplitude of a signal received when no signal is emitted by emitter
2 for S2, therefore, it is substantially a measure of noise. S1 and S2 are therefore compared to the second threshold
represented by the line parallel to the axis of the ordinates in the fourth graph from the top of figure 9. In the specific
case, it is very difficult for the value of S2 to be above the threshold (except for the presence of a very strong noise) and
therefore in general this cannot exceed the second threshold given a result equal to "0" in the second comparison. S1
on the other hand is above the threshold, therefore the result of the comparison with the second threshold is "1" for S1.
Nevertheless, in this case with trimmer 7 being in first zone 11, the reference signal is the first pulse of the signal emitted
by emitter 2. Since this first pulse is not detected, it is not established that the signal emitted by emitter 2 has been
correctly detected, although there is a "1" for S1 in the comparison. The synchronization (signal "0" in the detection, see
the penultimate graph at the bottom) is not started and the signal originating from emitter 2 is not considered to have
been correctly detected (signal "0" as a result of the detection, is seen in the last graph at the bottom).
[0098] The operational condition of optoelectronic sensor 1 corresponding to sequence F in the case in which trimmer
7 is located at a point in second zone 12 (see table 4) is displayed in figure 10. In this case, only the received and
amplified signal corresponding to the second emitted pulse is above the first threshold (represented by a dashed line
parallel to the axis of the ordinates in the graph at the top in figure 10 that represents the output of amplification stage
6), and, therefore, the first comparator 8 emits an activation signal that is given by the pulsed signal visible in the second
graph from the top. Two values S1 and S2 are therefore sampled at a distance equal to the distance in the time sequence
between the first and second pulses, and whose value is equal to the maximum of the received signal as identified by
the peak detector 9. S1 and S2 in this case are the maximum amplitude of the signal received and amplified at the
second pulse emitted by the emitter 2 for S1 and the amplitude of a signal received when no signal is emitted by emitter
2 for S2, therefore, it is substantially a measure of noise. S1 and S2 are therefore compared to the second threshold
represented by the line parallel to the axis of the ordinates in the fourth graph from the top of figure 9. In the specific
case, it is very difficult for the value of S2 to be above the threshold (except for the presence of a very strong noise) and
therefore in general this cannot exceed the second threshold given a result equal to "0" in the second comparison. S1
on the other hand is above the threshold, therefore the result of the comparison with the second threshold is "1" for S1.
Because we are in the second zone 12, the signal of interest is the second one having a maximum amplitude, and the
detection of the first signal is not relevant. Because the second signal is above the second threshold independently from
what occurs for the first signal, it is determined that the signal originating from emitter 2 (see the step at "1" in the
synchronization signal in the first graph from the bottom) was correctly detected and the synchronization starts (see the
step at "1" in the synchronization signal in the second graph from the bottom), as is also visible from the presence of a
further reception window at a period T equal to the period of the signal emitted by emitter 2.

Claims

1. An optoelectronic sensor (1) including:

o a receiver (3) arranged for receiving electromagnetic radiation, the receiver (3) comprising a photodetector
(5) arranged for transforming the electromagnetic radiation received into a received electrical signal and an
amplification stage (6) having variable gain between a minimum gain and a maximum gain arranged for amplifying
said received electrical signal;
o an emitter (2) arranged for emitting periodic an electromagnetic radiation including a pulse train in each period,
each pulse train including n pulses, where n ≥ 2, and wherein each jth pulse with j = 1,....,n of the train having
an amplitude equal to: 

where B is an integer greater than 0 with B ≤ D where D = (maximum gain of the amplification stage/minimum
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gain of the amplification stage);
o a regulation element (7) configured for the regulation of the gain of the amplification stage (6) of the receiver
(3) having a regulation range subdivided into a number n of consecutive zones (11; 12) equal to the number n
of the pulses of the pulse train emitted by the emitter (2), the first zone (11) related to distances between emitter
(2) and receiver (3) starting from a minimum distance possible for using the optoelectronic sensor (1) and the
n-th zone (12) related to distances between emitter (2) and receiver (3) terminating with a maximum distance
possible for using the optoelectronic sensor (1); said gain of said amplification stage (6) being selected by
selecting a point in a zone (11; 12) of said regulation range of the regulation element (7); said regulation range
being produced in such a way that in each zone j ≠ n of the regulation range, moving a point selected within
said regulation element (7) inside the j-th zone in the direction from the starting point adjacent to the (j-1)th zone
toward the endpoint adjacent to the (j+1)-th zone, the corresponding gain set up in the amplification stage (6)
is moved from the minimum gain that can be set up in the amplification stage (6) to the minimum gain that can
be set up in the amplification stage (6) multiplied by the whole number B equal to the ratio of the amplitude
between two consecutive pulses in a same pulse train.

2. The optoelectronic sensor (1) according to claim 1, including a logic unit (10) arranged for processing said received
signal and amplified in an independent manner from the zone (11; 12) selected within the gain range of the regulation
element (7).

3. The optoelectronic sensor (1) according to claim 2, wherein said logic unit (10) is configured to establish the positive
detection of the pulse emitted by the emitter (2) if - the jth zone of the regulation range being selected - a signal
corresponding to said jth pulse is correctly received.

4. The optoelectronic sensor (1) according to one or more of the preceding claims, including a sampling unit (10)
arranged for sampling an amplitude of said received electrical signal and amplified at n points spaced apart in time
sequence by the same distance present between said n pulses so as to obtain n sampling values S1....Sn.

5. The optoelectronic sensor (1) according to claim 3, including a first comparator (8) downstream of said sampling
unit (10), said first comparator (8) being arranged for comparing said n sampling values to a detection threshold.

6. The optoelectronic sensor (1) according to claim 4, including a logic unit (10) configured for establishing whether
or not said n sampling values are indicative of an object being present between the receiver (3) and the emitter (2)
based on said comparison with said detection threshold and based on the zone (11; 12) selected from among the
n of the regulation range of the regulation element (7).

7. The optoelectronic sensor (1) according to claim 4 or 5, comprising a second comparator upstream said sampling
unit, said second comparator being arranged for comparing a received signal and amplified to an activation threshold,
less than said detection threshold, and arranged for activating the sampling unit for sampling an amplitude of said
received electrical signal and amplified at n points if said received and amplified signal exceeds said activation
threshold.

8. Method of processing an electric signal that is a function of an electromagnetic radiation emitted by an emitter (2)
of an optoelectronic sensor (1) made according to one or more of claims 1 to 7, said method including:

o selecting a point in the jth zone of the regulation range in the regulation element (7) in such a way as to
determine the gain of said amplification stage;
o emitting said pulse train from said emitter (2);
o receiving an electromagnetic radiation from said receiver (3) during the emission of said pulse train;
o generating an electrical signal that is a function of said received radiation and amplifying the electrical signal;
o establishing whether or not said received amplified signal is indicative of a presence of an object between the
receiver (3) and the emitter (2) based on an amplitude of said received signal in at least one point and based
on the value j of the jth zone selected between the n of the regulation range of the regulation element (7).

9. Method according to claim 8, wherein the step of establishing whether or not said received amplified signal is
indicative of a presence of an object between the receiver (3) and the emitter (2) includes:

o establishing a detection threshold value;
o if said detection threshold is exceeded by an amplitude at a point of the received and amplified signal corre-
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sponding to the emission of the jth pulse of the pulse train, establishing that no objects are present between
receiver (3) and emitter (2) if all the amplitude values of the received and amplified signal corresponding to the
emissions of the pulses i=1.....n-j of the pulse train also exceed the detection threshold.

10. Method according to claim 8 or 9, including - subsequently to the step of receiving an electromagnetic radiation and
before the step of establishing whether or not the received and amplified signal is indicative of the presence of an
object - the steps of:

o sampling an amplitude of said received electrical signal and amplified at n points spaced apart in time sequence
by the distance present between said n pulses so as to obtain n sampling values S1....Sn; and
o comparing said n sampling values to a detection threshold.

11. Method according to claim 10, wherein the step of establishing whether or not said received amplified signal is
indicative of a presence of an object between the receiver (3) and the emitter (2) comprises the step of establishing
whether or not said received amplified signal is indicative of a presence of an object between the receiver (3) and
the emitter (2) based on said comparison to the detection threshold and based on the value of j in the jth zone
selected from among the ns of the regulation range of the regulation element (7).

12. Method according to claim 10 or 11, comprising the step of:

o initiating the step of sampling said received amplified signal at n points when said received amplified signal
exceeds an activation threshold less than said detection threshold.

13. Method according to claim 12, wherein the step of establishing whether or not said received amplified signal is
indicative of a presence of an object between the receiver (3) and the emitter (2), includes:

o if said activation threshold is exceeded by a sampling value corresponding to the emission of the jth pulse of
the pulse train, establishing that no objects are present between receiver (3) and emitter (2) if all the sampling
values i=1.....n-(j-1) exceed the detection threshold.

14. Method according to claim 12, wherein the step of establishing whether or not said received amplified signal is
indicative of a presence of an object between the receiver (3) and the emitter (2) includes:

o if said second threshold is exceeded by a received amplified signal corresponding to the emission of the i <
jth pulse of the pulse train, establishing that no objects are present between receiver (3) and emitter (2) if all
the sampling values with k = j-(i-1),.....n-(i-1) exceed the detection threshold.

15. Method according to claim 12, wherein the step of establishing whether or not said received amplified signal is
indicative of a presence of an object between the receiver (3) and the emitter (2) includes:

o if said activation threshold is exceeded by a received amplified signal corresponding to the emission of the i
> jth pulse of the pulse train, not establishing that no objects are present between receiver (3) and emitter (2).
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