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Description

BACKGROUND

[0001] The present invention relates to surgical instru-
ments and, to surgical stapling and cutting instruments
and staple cartridges for use therewith that are designed
to staple and cut tissue.

BRIEF DESCRIPTION OF THE DRAWINGS

[0002] In the drawings:

FIG. 1 is a perspective view of a surgical stapling
and severing instrument comprising a handle, a shaft
extending from the handle, and an end effector ex-
tending including an anvil and a staple cartridge;

FIG. 2 is a perspective view of a wedge sled of a
staple cartridge of the surgical stapling and severing
instrument of FIG. 1;

FIG. 3 is a perspective view of a two-piece knife and
firing bar ("E-beam") of the surgical stapling and sev-
ering instrument of FIG. 1;

FIG. 4 is a longitudinal cross-sectional view of an
anvil in a closed position, a staple cartridge compris-
ing a rigid support portion, and a compressible ad-
junct illustrated with staples being moved from an
unfired position to a fired position during a firing se-
quence;

FIG. 5 is another cross-sectional view of the anvil
and the staple cartridge of FIG. 4 illustrating the anvil
in an open position after the firing sequence has been
completed;

FIG. 6 is a side view of a compressible adjunct and
a staple cartridge;

FIG. 7 is a transverse cross-sectional view of a staple
cartridge assembly including a staple cartridge and
a compressible layer, wherein a portion of the com-
pressible adjunct has been removed for the purpose
of illustration;

FIG. 8 is a partial perspective view of an end effector
including a staple cartridge, a compressible layer,
and a bonding layer, wherein a portion of the com-
pressible layer has been removed for the purpose
of illustration;

FIG. 9 is a transverse cross-sectional view of a com-
pressible adjunct assembly attached to an anvil of a
surgical instrument;

FIG. 10 is a transverse cross-sectional view of a com-

pressible adjunct assembly attached to an anvil of a
surgical instrument;

FIG. 11 is a transverse cross-sectional view of a com-
pressible adjunct assembly attached to an anvil of a
surgical instrument;

FIG. 12 a partial perspective view of an anvil assem-
bled with an attachment layer, wherein a portion of
the anvil has been removed for the purpose of illus-
tration;

FIG. 13 is a perspective view of the attachment layer
of FIG. 12;

FIG. 14 is a partial perspective view of tissue sand-
wiched between two compressible adjunct assem-
blies, wherein the tissue is stapled and cut using a
surgical stapling and severing instrument;

FIG. 15 is a transverse cross-sectional view of the
tissue and compressible adjunct assemblies of FIG.
14;

FIG. 16 is a perspective view of an attachment layer
including an intermediate section having a bar ex-
tending therefrom;

FIG. 17 is a transverse cross-sectional view of an
anvil assembled with a compressible adjunct assem-
bly including an attachment layer and a compressible
layer;

FIG. 18 is a partial perspective view of a compress-
ible adjunct assembly including a compressible layer
and two attachment members;

FIG. 19 is a cross-sectional view of an anvil assem-
bled with the compressible adjunct assembly of FIG.
18 after the compressible adjunct assembly has
been severed by a cutting edge;

FIG. 20 is a partial perspective view of a compress-
ible adjunct assembly including a compressible layer
and two attachment members;

FIG. 21 is a perspective view of a compressible ad-
junct assembly including a compressible layer and
two attachment members;

FIG. 22 is a partial perspective view of a compress-
ible adjunct assembly including a compressible layer
and a plurality of attachment members;

FIG. 23 is a transverse cross-sectional view of an
anvil assembled with the compressible adjunct as-
sembly of FIG. 22;
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FIG. 24 is a partial longitudinal cross-sectional view
of the compressible adjunct assembly of FIG. 22;

FIG. 25 is a partial perspective view of a compress-
ible adjunct assembly including a compressible layer
and a plurality of attachment members;

FIG. 26 is a partial longitudinal cross-sectional view
of an attachment member attached to a compressi-
ble layer;

FIG. 27 is a partial longitudinal cross-sectional view
of an attachment member attached to a compressi-
ble layer;

FIG. 28 is a partial longitudinal cross-sectional view
of an attachment member attached to a compressi-
ble layer;

FIG. 29 is a partial perspective view of an anvil as-
sembled with two attachment layers;

FIG. 30 is a perspective view of attachment members
of the attachment layers of FIG. 29;

FIG. 31 is a partial perspective view of a distal portion
of the attachment layers of FIG. 29;

FIG. 32 is another partial perspective view of the
distal portion of the attachment layers of FIG. 29;

FIG. 33 is a partial longitudinal cross-sectional view
of the attachment layers of FIG. 29;

FIG. 34 is another partial perspective view of the
distal portion of the attachment layers of FIG. 29;

FIG. 35 is a partial cross-sectional view of a staple
cartridge assembly comprising an implantable ad-
junct in an attached configuration;

FIG. 36 is a partial cross-sectional view of the staple
cartridge assembly of FIG. 35 where the implantable
adjunct is in a detached configuration;

FIG. 37 is a partial side view of a surgical stapling
assembly comprising a staple cartridge, a plurality
of staples, and an implantable adjunct where the sur-
gical stapling assembly has been partially fired and
a portion of the implantable adjunct has been sepa-
rated from the staple cartridge;

FIG. 38 is a partial cross-sectional view of the sur-
gical stapling assembly of FIG. 37 illustrating a staple
that has not been deployed from the staple cartridge;

FIG. 39 is a partial side view of a surgical stapling
assembly comprising a staple cartridge, a plurality

of barbed staples, and an implantable adjunct where
the surgical stapling assembly has been partially
fired and a portion of the implantable adjunct has
been separated from the staple cartridge;

FIG. 40 is a partial cross-sectional view of the sur-
gical stapling assembly of FIG. 39 illustrating a staple
that has not been deployed from the staple cartridge;

FIG. 41 is partial perspective view of a staple car-
tridge assembly comprising a staple cartridge and
an implantable adjunct residing at least partially with-
in the staple cartridge;

FIG. 42 is a partial, end perspective view of a staple
cartridge assembly comprising a staple cartridge
and an implantable adjunct comprising a body por-
tion and a plurality of attachment portions;

FIG. 43 is a perspective view of a sled of a firing
assembly;

FIG. 44 is a partial side view of a surgical stapling
assembly comprising the staple cartridge assembly
of FIG. 42 which includes a staple cartridge and an
implantable adjunct and a firing assembly compris-
ing the sled of FIG. 43 where the surgical stapling
assembly has been partially fired and a portion of
the implantable adjunct has been detached from the
staple cartridge;

FIG. 45 is a partial, end perspective view of a staple
cartridge assembly comprising deck retaining fea-
tures;

FIG. 46 illustrates an initial step of a method for as-
sembling an implantable adjunct onto a staple car-
tridge;

FIG. 47 illustrates another step in the method depict-
ed in FIG. 46;

FIG. 48 illustrates a subsequent step in the method
depicted in FIGS. 46 and 47;

FIG. 49 is a detail view of a staple cartridge assembly
comprising an implantable layer;

FIG. 50 is a detail view of the layer of FIG. 49 im-
planted against the tissue of a patient;

FIG. 51 is a perspective view of an implantable layer
assembly;

FIG. 52 illustrates a fiber assembly including a first
fiber comprised of a first material intertwined with a
second fiber comprised of a second material;
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FIG. 53 illustrates the fiber assembly of FIG. 52 being
exposed to heat;

FIG. 54 illustrates the fiber assembly of FIG. 52 in a
contracted state after being exposed to the heat;

FIG. 55 is a perspective view of an implantable layer;

FIG. 56 is a perspective view of the layer of FIG. 55
in a contracted state after being exposed to heat;

FIG. 57 is a perspective view of a staple cartridge
assembly comprising an implantable layer;

FIG. 58 is a cross-sectional view of a staple cartridge
assembly comprising staples having different un-
formed heights;

FIG. 59 illustrates the staples of FIG. 58 formed to
different formed heights;

FIG. 60 illustrates a plurality of kinked fibers;

FIG. 61 is a perspective view of a kinked fiber of FIG.
60;

FIG. 62 is a partial perspective view of an implantable
layer that does not comprise kinked fibers;

FIG. 63 is a partial perspective view of an implantable
layer that comprises the kinked fibers of FIG. 60;

FIG. 64 is a perspective view of an implantable layer
that comprises the kinked fibers of FIG. 60;

FIG. 65 illustrates a process for creating the kinked
fibers of FIG. 60;

FIG. 66 illustrates a process for creating the kinked
fibers of FIG. 60;

FIG. 67 illustrates a process for creating the kinked
fibers of FIG. 60;

FIG. 68 is a perspective view of an implantable layer
comprising the kinked fibers of FIG. 60 interwoven
with another group of fibers;

FIG. 69 is a detail view of the implantable layer of
FIG. 68;

FIG. 70 is another detail view of the implantable layer
of FIG. 68;

FIG. 71 is a cross-sectional view of a staple cartridge
assembly including an implantable layer;

FIG. 72 is a cross-sectional view of the implantable

layer of FIG. 71;

FIG. 73 is a cross-sectional view of an alternative
implantable layer;

FIG. 74 is a cross-sectional view of an alternative
implantable layer;

FIG. 75 is a cross-sectional view of an implantable
layer;

FIG. 76 is a cross-sectional view of the implantable
layer of FIG. 75;

FIG. 77 is a cross-sectional view of an implantable
layer;

FIG. 78 is a perspective view of an implantable layer
assembly;

FIG. 79 is an exploded view of the implantable layer
assembly of FIG. 78;

FIG. 80 is a partial cross-sectional view of an im-
plantable layer;

FIG. 81 is a detail view of a portion of the implantable
layer of FIG. 80;

FIG. 82 is a plan view of a portion of the implantable
layer assembly of FIG. 78;

FIG. 83 illustrates the implantable layer portion of
FIG. 82 in a stretched condition;

FIG. 84 is a plan view of a portion of the implantable
layer assembly of FIG. 78;

FIG. 85 illustrates the implantable layer portion of
FIG. 84 in a stretched condition;

FIG. 86 is a plan view of an alternative implantable
layer;

FIG. 87 is a plan view of an alternative implantable
layer;

FIG. 88 is a plan view of an alternative implantable
layer;

FIGS. 89A-89C illustrate manufacturing processes
for creating openings in an implantable layer;

FIG. 90 is a partial cross-sectional view of an im-
plantable layer;

FIG. 91 is a partial perspective view of an implantable
layer;
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FIG. 92 is a partial cross-sectional view of the im-
plantable layer of FIG. 91;

FIG. 93 is a perspective view of a partially-assem-
bled compressible adjunct assembly including a plu-
rality of fibrous tubular members;

FIG. 94 is a partial perspective view of the compress-
ible adjunct assembly of FIG. 93 assembled and
thermally treated;

FIG. 95 is a partial perspective view of a compress-
ible adjunct assembly being inserted into a heated
mold;

FIG. 96 is a cross-sectional view of the compressible
adjunct assembly of FIG. 95 being subjected to a
thermal pressing treatment;

FIG. 97 is a partial perspective view of the compress-
ible adjunct assembly of FIG. 95 after the thermal
treatment is completed and after removal from the
mold;

FIG. 98 is perspective view of a compressible adjunct
assembly assembled with a staple cartridge;

FIG. 99 is front view of the compressible adjunct as-
sembly of FIG. 98, wherein a portion of the com-
pressible adjunct assembly has been removed for
the purpose of illustration;

FIG. 100 is a close-up of an internal portion of the
compressible adjunct assembly of FIG. 99;

FIG. 101 is an illustration of a first plurality fibers and
a second plurality of fibers, wherein the second plu-
rality of fibers is melted and resolidified;

FIG. 102 is an illustration of a compressible adjunct
assembly;

FIG. 103 is a cross-sectional view of the compress-
ible adjunct assembly of FIG. 102 being subjected
to a thermal pressing treatment;

FIG. 104 is a partial cross-sectional view of a com-
pressible adjunct assembly, wherein a portion of the
compressible adjunct assembly has been removed
for the purpose of illustration;

FIG. 105 is a partial cross-sectional view of a com-
pressible adjunct assembly;

FIG. 106 is a partial cross-sectional view of a com-
pressible adjunct assembly; and

FIG. 107 is a partial cross-sectional view of a com-

pressible adjunct assembly.

DETAILED DESCRIPTION

[0003] The terms "proximal" and "distal" are used here-
in with reference to a clinician manipulating the handle
portion of the surgical instrument. The term "proximal"
referring to the portion closest to the clinician and the
term "distal" referring to the portion located away from
the clinician. It will be further appreciated that, for con-
venience and clarity, spatial terms such as "vertical",
"horizontal", "up", and "down" may be used herein with
respect to the drawings. However, surgical instruments
are used in many orientations and positions, and these
terms are not intended to be limiting and/or absolute.
[0004] Exemplary devices and methods are provided
for performing laparoscopic and minimally invasive sur-
gical procedures. However, the reader will readily appre-
ciate that the methods and devices disclosed herein can
be used in numerous surgical procedures and applica-
tions including, for example, in connection with open sur-
gical procedures. As the present Detailed Description
proceeds, the reader will further appreciate that the in-
struments disclosed herein can be inserted into a body
in any way, such as through a natural orifice, through an
incision or puncture hole formed in tissue, etc. The work-
ing portions or end effector portions of the instruments
can be inserted directly into a patient’s body or can be
inserted through an access device that has a working
channel through which an end effector and elongated
shaft of a surgical instrument can be advanced.
[0005] A surgical stapling system can comprise a shaft
and an end effector extending from the shaft. The end
effector comprises a first jaw and a second jaw. The first
jaw comprises a staple cartridge. The staple cartridge is
insertable into and removable from the first jaw; however,
other arrangements are envisioned in which a staple car-
tridge is not removable from, or at least readily replace-
able from, the first jaw. The second jaw comprises an
anvil configured to deform staples ejected from the staple
cartridge. The second jaw is pivotable relative to the first
jaw about a closure axis; however, other arrangements
are envisioned in which the first jaw is pivotable relative
to the second jaw. The surgical stapling system further
comprises an articulation joint configured to permit the
end effector to be rotated, or articulated, relative to the
shaft. The end effector is rotatable about an articulation
axis extending through the articulation joint. Other ar-
rangements are envisioned which do not include an ar-
ticulation joint.
[0006] The staple cartridge comprises a cartridge
body. The cartridge body includes a proximal end, a distal
end, and a deck extending between the proximal end and
the distal end. In use, the staple cartridge is positioned
on a first side of the tissue to be stapled and the anvil is
positioned on a second side of the tissue. The anvil is
moved toward the staple cartridge to compress and
clamp the tissue against the deck. Thereafter, staples

7 8 



EP 3 150 141 A1

6

5

10

15

20

25

30

35

40

45

50

55

removably stored in the cartridge body can be deployed
into the tissue. The cartridge body includes staple cavi-
ties defined therein wherein staples are removably stored
in the staple cavities. The staple cavities are arranged in
six longitudinal rows. Three rows of staple cavities are
positioned on a first side of a longitudinal slot and three
rows of staple cavities are positioned on a second side
of the longitudinal slot. Other arrangements of staple cav-
ities and staples may be possible.
[0007] The staples are supported by staple drivers in
the cartridge body. The drivers are movable between a
first, or unfired position, and a second, or fired, position
to eject the staples from the staple cavities. The drivers
are retained in the cartridge body by a retainer which
extends around the bottom of the cartridge body and in-
cludes resilient members configured to grip the cartridge
body and hold the retainer to the cartridge body. The
drivers are movable between their unfired positions and
their fired positions by a sled. The sled is movable be-
tween a proximal position adjacent the proximal end and
a distal position adjacent the distal end. The sled com-
prises a plurality of ramped surfaces configured to slide
under the drivers and lift the drivers, and the staples sup-
ported thereon, toward the anvil.
[0008] The sled is moved distally by a firing member.
The firing member is configured to contact the sled and
push the sled toward the distal end. The longitudinal slot
defined in the cartridge body is configured to receive the
firing member. The anvil also includes a slot configured
to receive the firing member. The firing member further
comprises a first cam which engages the first jaw and a
second cam which engages the second jaw. As the firing
member is advanced distally, the first cam and the sec-
ond cam can control the distance, or tissue gap, between
the deck of the staple cartridge and the anvil. The firing
member also comprises a knife configured to incise the
tissue captured intermediate the staple cartridge and the
anvil. It is desirable for the knife to be positioned at least
partially proximal to the ramped surfaces such that the
staples are ejected ahead of the knife.
[0009] The staple cartridge can also include an im-
plantable layer. The implantable layer is configured to be
captured within a staple along with tissue when the staple
is deployed by the corresponding driver. The implantable
layer can comprise a buttress, a tissue thickness com-
pensator, and/or other adjunct material. A tissue thick-
ness compensator is configured to compensate for var-
iations in tissue properties, such as variations in the thick-
ness of tissue, for example, along a staple line. A tissue
thickness compensator can be compressible and resil-
ient. In use, a tissue thickness compensator prevents or
limits the over-compression of stapled tissue while facil-
itating adequate tissue compression within and between
staples.
[0010] The implantable layer of a staple cartridge can
be releasably secured to the body of the staple cartridge.
For example, the implantable layer can be releasably se-
cured to the deck of the staple cartridge with a releasable

adhesive, at least one attachment tab, and/or other at-
tachment features. Additionally or alternatively, an im-
plantable layer can be releasably secured to the first jaw
or the second jaw. An implantable layer can be positioned
on the cartridge-side of an end effector and/or the anvil-
side of the end effector, for example.
[0011] An implantable layer can be configured to pro-
mote tissue ingrowth. It is desirable to promote the in-
growth of tissue into an implantable layer to promote the
healing of the treated tissue (e.g. stapled and/or incised
tissue) and/or to accelerate the patient’s recovery. More
specifically, the ingrowth of tissue into an implantable
layer may reduce the incidence, extent, and/or duration
of inflammation at the surgical site. Tissue ingrowth into
and/or around the implantable layer may manage the
spread of infections at the surgical site, for example. The
ingrowth of blood vessels, especially white blood cells,
for example, into and/or around the implantable layer
may fight infections in and/or around the implantable lay-
er and the adjacent tissue. Tissue ingrowth may also en-
courage the acceptance of foreign matter (e.g. the im-
plantable layer and the staples) by the patient’s body and
may reduce the likelihood of the patient’s body rejecting
the foreign matter. Rejection of foreign matter may cause
infection and/or inflammation at the surgical site.
[0012] Turning to the Drawings wherein like numerals
denote like components throughout the several views,
FIG. 1 illustrates an exemplary surgical stapling and sev-
ering instrument 8010 suitable for use with an implanta-
ble adjunct such as, for example, a tissue thickness com-
pensator. The surgical stapling and severing instrument
8010 can comprise an anvil 8014 which may be repeat-
edly opened and closed about its pivotal attachment to
an elongate staple channel 8016. A staple applying as-
sembly 8012 may comprise the anvil 8014 and the chan-
nel 8016, wherein the assembly 8012 can be proximally
attached to an elongate shaft 8018 forming an implement
portion 8022. When the staple applying assembly 8012
is closed, or at least substantially closed, the implement
portion 8022 can present a sufficiently small cross-sec-
tion suitable for inserting the staple applying assembly
8012 through a trocar.
[0013] In some cases, the staple cartridge assembly
8012 is manipulated by a handle 8020 connected to the
elongate shaft 8018. The handle 8020 can comprise user
controls such as a rotation knob 8030 that rotates the
elongate shaft 8018 and the staple applying assembly
8012 about a longitudinal axis of the shaft 8018 and a
closure trigger 8026, which can pivot in front of a pistol
grip 8036 to close the staple applying assembly 8012. A
closure release button 8038 is outwardly presented on
the handle 8020 when the closure trigger 8026 is clamped
such that the release button 8038 can be depressed to
unclamp the closure trigger 8026 and open the staple
applying assembly 8012, for example.
[0014] A firing trigger 8034, which can pivot in front of
the closure trigger 8026, causes the staple applying as-
sembly 8012 to simultaneously sever and staple tissue
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clamped therein. In some cases, multiple firing strokes
can be employed using the firing trigger 8034 to reduce
the amount of force required to be applied by the sur-
geon’s hand per stroke. The handle 8020 can comprise
one or more rotatable indicator wheels such as, for ex-
ample, rotatable indicator wheel 8041which can indicate
the firing progress. A manual firing release lever 8042
can allow the firing system to be retracted before full firing
travel has been completed, if desired, and, in addition,
the firing release lever 8042 can allow a surgeon, or other
clinician, to retract the firing system in the event that the
firing system binds and/or fails.
[0015] Additional details on the surgical stapling and
severing instrument 8010 and other surgical stapling and
severing instruments suitable for use with the present
disclosure are described, for example, in U.S. Patent Ap-
plication Serial No. 13/851,693, entitled FASTENER
CARTRIDGE ASSEMBLY, and filed on March 27, 2013,
now U.S. Patent Application Publication No.
2014/0291381. Furthermore, powered surgical stapling
and severing instruments can also be utilized with the
present disclosure. See, for example, U.S. Patent Appli-
cation Publication No. 2009/0090763, entitled POW-
ERED SURGICAL STAPLING DEVICE, and filed on Au-
gust 12, 2008.
[0016] With reference to FIGS. 2 and 3, a firing assem-
bly such as, for example, firing assembly 9090 can be
utilized with the surgical stapling and severing instrument
8010 to advance a wedge sled 9126 which comprises a
plurality of wedges 9204 configured to deploy staples
from the staple applying assembly 8012 into tissue cap-
tured between the anvil 8014 and the elongate staple
channel 8016. Furthermore, an E-beam 9102 at a distal
portion of the firing assembly 9090 may fire the stales
from the staple applying assembly 8012 as well as posi-
tion the anvil 8014 relative to the elongate staple channel
8016 during firing. The E-beam 9102 includes a pair of
top pins 9110, a pair of middle pins 9112 which may follow
portion 9218 of the wedge sled 9126, and a bottom pin
or foot 9114, as well as a sharp cutting edge 9116 which
can be configured to sever the captured tissue as the
firing assembly 9090 is advanced distally. In addition,
integrally formed and proximally projecting top guide
9118 and middle guide 9120 bracketing each vertical end
of the cutting edge 9116 may further define a tissue stag-
ing area 9122 assisting in guiding tissue to the sharp
cutting edge 9116 prior to being severed. The middle
guide 9120 may also serve to engage and fire the staple
applying assembly 8012 by abutting a stepped central
member 9124 of the wedge sled 9126 (FIG. 2) that effects
staple formation by the staple applying assembly 8012.
[0017] In some cases, a staple cartridge can comprise
means for compensating for the thickness of tissue cap-
tured within staples deployed from a staple cartridge. Re-
ferring to FIG. 4, a staple cartridge, such as staple car-
tridge 10000, for example, can be utilized with the surgi-
cal stapling and severing instrument 8010 and can in-
clude a rigid first portion, such as support portion 10010,

for example, and a compressible second portion, such
as tissue thickness compensator 10020, for example.
The support portion 10010 can comprise a cartridge body
and a plurality of staple cavities 10012. A staple 10030,
for example, can be removably positioned in each staple
cavity 10012. Referring primarily to FIGS. 4 and 5, each
staple 10030 can comprise a base 10031 and one or
more legs 10032 extending from the base 10031. Prior
to the staples 10030 being deployed, the bases 10031
of the staples 10030 can be supported by staple drivers
positioned within the support portion 10010 and, concur-
rently, the legs 10032 of the staples 10030 can be at least
partially contained within the staple cavities 10012.
[0018] In some cases, the staples 10030 can be de-
ployed between an unfired position and a fired position
such that the legs 10032 move through the tissue thick-
ness compensator 10020, penetrate through a top sur-
face of the tissue thickness compensator 10020, pene-
trate the tissue T, and contact an anvil positioned oppo-
site the staple cartridge 10000. As the legs 10032 are
deformed against the anvil, the legs 10032 of each staple
10030 can capture a portion of the tissue thickness com-
pensator 10020 and a portion of the tissue T within each
staple 10030 and apply a compressive force to the tissue.
the legs 10032 of each staple 10030 can be deformed
downwardly toward the base 10031 of the staple to form
a staple entrapment area in which the tissue T and the
tissue thickness compensator 10020 can be captured.
In some cases, the staple entrapment area can be de-
fined between the inner surfaces of the deformed legs
10032 and the inner surface of the base 10031. The size
of the entrapment area for a staple can depend on several
factors such as the length of the legs, the diameter of the
legs, the width of the base, and/or the extent in which the
legs are deformed, for example.
[0019] In use and referring primarily to FIG. 4, an anvil,
such as anvil 8014 of the surgical stapling and severing
instrument 8010, can be moved into a closed position
opposite the staple cartridge 10000 by depressing the
closure trigger 8026 to advance the E-beam 9102. The
anvil 8014 can position tissue against the tissue thick-
ness compensator 10020 and, in some cases, compress
the tissue thickness compensator 10020 against the sup-
port portion 10010, for example. Once the anvil 8014 has
been suitably positioned, the staples 10030 can be de-
ployed, as also illustrated in FIG. 4.
[0020] In some cases, as mentioned above, a staple-
firing sled 10050, which is similar in many respects to the
sled 9126 (See FIG. 3), can be moved from a proximal
end of the staple cartridge 10000 toward a distal end
10002, as illustrated in FIG. 5. As the firing assembly
9090 is advanced, the sled 10050 can contact the staple
drivers 10040 and lift the staple drivers 10040 upwardly
within the staple cavities 10012. In at least one example,
the sled 10050 and the staple drivers 10040 can each
comprise one or more ramps, or inclined surfaces, which
can co-operate to move the staple drivers 10040 upward-
ly from their unfired positions. As the staple drivers 10040
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are lifted upwardly within their respective staple cavities
10012, the staple drivers 10040 can lift the staples 10030
upwardly such that the staples 10030 can emerge from
their staple cavities 10012. In some cases, the sled 10050
can move several staples upwardly at the same time as
part of a firing sequence.
[0021] Referring to FIG. 5, the staple legs 10032 of the
staples 10030 can extend into the compensator 10020
beyond the support portion 10010 when the staples
10030 are in their unfired positions. In some cases, the
tips of the staple legs 10032, or any other portion of the
staple legs 10032, may not protrude through a top tissue-
contacting surface 10021 of the tissue thickness com-
pensator 10020 when the staples 10030 are in their un-
fired positions. In certain circumstances, the tips of the
staple legs 10032 can comprise sharp tips which can
incise and penetrate the tissue thickness compensator
10020.
[0022] Referring to FIG. 6, a staple cartridge assembly
10 is illustrated. The staple cartridge assembly 10 in-
cludes a staple cartridge 12. The staple cartridge 12 is
similar in many respects to the staple cartridge 10000.
Like the staple cartridge 10000, the staple cartridge 12
includes a plurality of staples which are housed in a plu-
rality of cavities or pockets 22 defined in the staple car-
tridge 12. Also, the plurality of staples of the staple car-
tridge 12 can be deployed by the surgical stapling and
severing instrument 8010.
[0023] The staple cartridge 12 further includes a car-
tridge deck 16 with an outer surface 18. The staple car-
tridge 12 also includes a knife slot 20 that accommodates
the cutting edge 9116 as it is advanced to cut tissue cap-
tured by the surgical stapling and severing instrument
8010. The plurality of pockets 22 may extend from the
outer surface 18 into the staple cartridge 12 for housing
the plurality of staples. Advancement of the sled 10050
through the staple cartridge 12 causes the staples of sta-
ple cartridge 12 to be deployed from their respective
pockets 22 into tissue in the same, or substantially the
same, manner that the staples 10030 are deployed from
the staple cartridge 10000, as described above.
[0024] Referring again to FIG. 6, the staple cartridge
assembly 10 further includes a tissue thickness compen-
sator or compressible adjunct 14. The compressible ad-
junct 14 is attached to the outer surface 18 by partially
melting the compressible adjunct 14 onto the outer sur-
face 18 to allow the melted portions of the compressible
adjunct 14 to flow onto the outer surface 18. The melted
portions of the compressible adjunct 14 are resolidified
by cooling, for example, which causes the compressible
adjunct 14 to be attached to the outer surface 18.
[0025] In certain instances, the staple cartridge 12 may
include one or more heating elements (not shown) con-
figured to heat the outer surface 18. The heated outer
surface 18 can melt the portions of the compressible ad-
junct 14 in contact therewith. Upon resolidifying, the melt-
ed portions of the compressible adjunct 14 can define
attachment regions that secure the compressible adjunct

14 to the outer surface the outer surface 18.
[0026] In at least one instance, the outer surface 18 is
heated uniformly. Alternatively, specific zones of the out-
er surface 18 are directly heated while other zones are
not directly heated. The zones that are not directly heated
can be referred to herein as "unheated." The portions of
the compressible adjunct 14 in contact with, or in close
proximity to, the directly heated zones can be melted and
then resolidified to define the attachment regions be-
tween the compressible adjunct 14 and the outer surface
18. The portions of the compressible adjunct 14 in contact
with, or in close proximity to, the unheated zones remain
unattached to the outer surface 18.
[0027] In at least one instance, the outer surface 18 is
uniformly, or at least substantially uniformly, heated but
certain zones of the outer surface 18 may have greater
thermal conductivity than other zones of the outer surface
18. In such instances, the portions of the compressible
adjunct 14 in contact with, or in close proximity to, the
higher thermal conductivity zones can be melted and re-
solidified to define the attachment regions between the
compressible adjunct 14 and the outer surface 18, while
the portions of the compressible adjunct 14 in contact
with, or in close proximity to, the lower thermal conduc-
tivity zones remain unattached to the outer surface 18.
[0028] As described above, selective or localized heat-
ing of certain zones of the outer surface 18 can be used
to define or create discrete attachment regions between
the compressible adjunct 14 and the outer surface 18.
Alternatively, the compressible adjunct 14 can be espe-
cially designed, as illustrated in FIG. 6, to yield selective
attachment regions in the presence of a uniformly heated
outer surface 18.
[0029] The zones of the outer surface 18 destined to
bond with the compressible adjunct 14 are treated to im-
prove the bond. In at least one instance, one or more of
such bonding zones may comprise an irregular topogra-
phy. For example, such bonding zones may comprise a
greater roughness than the remainder of the outer sur-
face 18. Under one non-limiting theory, the greater rough-
ness may improve bonding with the melted portions of
the compressible adjunct 14 by increasing the surface
area available for contact with the melted portions of the
compressible adjunct 14.
[0030] The desired roughness of the bonding zones
can be achieved by any suitable process such as, for
example, mechanical abrading, chemical etching, shot
peening, laser peening, and/or plasma spraying. Other
processes for producing the desired roughness are con-
templated by the present disclosure.
[0031] The compressible adjunct 14 includes a body
24. The body 24 includes a face 26 positionable against
at least a portion of the outer surface 18 of the staple
cartridge 12. The face 26 may include a plurality of at-
tachment regions 28 and a plurality of non-attachment
regions 30, as illustrated in FIG. 6. Selective attachment
of the compressible adjunct 14 to the outer surface 18 at
the attachment regions 28 can reduce the force needed
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to release the compressible adjunct 14 from the cartridge
deck 16 as compared to where the entire face of a com-
pressible adjunct is attached to the surface 18.
[0032] The attachment regions 28 are comprised of
one or more biocompatible materials. Likewise, the non-
attachment regions 30 are comprised of one or more bio-
compatible materials. In some instances, at least one of
the biocompatible materials forming the attachment re-
gions 28 is excluded from the biocompatible materials
forming the non-attachment regions 30. In such instanc-
es, the one or more biocompatible materials forming the
non-attachment regions 30 have melting temperatures
that are greater than the melting temperature of the ex-
cluded biocompatible material of the attachment regions
28. In certain instances, the attachment regions 28 are
comprised of a biocompatible material "A", a biocompat-
ible material "B", and a biocompatible material "C," while
the non-attachment regions 30 are comprised of the bio-
compatible material "A" and the biocompatible material
"B" but exclude the biocompatible material "C." In such
instances, the biocompatible material "C" has a lower
melting temperature than the biocompatible material "A"
and the biocompatible material "B." Upon heating the at-
tachment regions 28 and the non-attachment regions 30
to the melting temperature of the biocompatible material
"C," the biocompatible material "C" melts and flows from
the attachment regions 28 onto the outer surface 18.
Once the biocompatible material "C" is resolidified bond-
ing is established between the attachment regions 28
and the outer surface 18.
[0033] In at least one instance, the non-attachment re-
gions 30 may be comprised of a first biocompatible ma-
terial, and the attachment regions 28 may be comprised
of a second biocompatible material which is different from
the first biocompatible material. The second biocompat-
ible material may have a lower melting temperature than
the first biocompatible material. In such instances, ex-
posing the face 26 to the outer surface 18, which is uni-
formly heated to a temperature greater than or equal to
the melting temperature of the second biocompatible ma-
terial but lower than the melting temperature of the first
biocompatible material, causes the attachment regions
28 to melt and flow onto the outer surface 18. The non-
attachment regions 30, however, will remain in their solid
state as the temperature of the outer surface 18 is below
the melting temperature of the first biocompatible mate-
rial. Upon resolidifying, the attachment regions 28 releas-
ably secure the body 24 of the compressible adjunct 14
to the outer surface 18 of the cartridge deck 16.
[0034] In some instances, one or more of the non-at-
tachment regions 30 and/or one or more of the attach-
ment regions 28 may comprise bioabsorbable materials
such as, for example, polyglycolic acid (PGA) which is
marketed under the trade name VICRYL, polylactic acid
(PLA or PLLA), polydioxanone (PDS), polyhydroxyal-
kanoate (PHA), poliglecaprone 25 (PGCL) which is mar-
keted under the trade name Monocryl, and/or polycapro-
lactone (PCL). In certain instances, one or more of the

attachment regions 28 and/or the non-attachment re-
gions 30 may comprise one or more composite materials
that include two or more polymers, the polymers selected
from a group including PGA, PLA, PDS, PHA, PGCL
and/or PCL, for example. In at least one instance, the
second biocompatible material is comprised of PDS.
[0035] In at least one instance, the compressible ad-
junct 14 is secured to the cartridge deck 16 by causing
a temporary phase transition in the second biocompatible
material of the attachment regions 28 while the com-
pressible adjunct 14 is pressed, or positioned, against
the cartridge deck 16. In certain instances, the temporary
phase transition in the second biocompatible material is
not accompanied by a phase transition in the first bio-
compatible material of the non-attachment regions 30.
[0036] In certain instances, the attachment regions 28
are resolidified by removing or deactivating the heat
source. In at least one instance, the heat source is an
oven, which is configured to receive the staple cartridge
12 and the compressible adjunct 14 positioned against
the cartridge deck 16. The oven can be heated to a suit-
able temperature prior to and/or after receiving the staple
cartridge 12 and the compressible adjunct 14. In at least
one instance, the heat source can be a thermal resistance
circuit, which can be activated to heat the outer surface
18. The thermal resistance circuit can be arranged under
the cartridge deck 16, for example. Other suitable heat
sources are contemplated by the present disclosure. In
certain instances, the attachment regions 28 are resolid-
ified by active cooling in addition to removing or deacti-
vating the heat source. For example, a fan or any other
cooling system can be employed to cool the attachment
regions 28 to a temperature below the melting tempera-
ture of the second biocompatible material.
[0037] In at least one instance, the non-attachment re-
gions 30 may be comprised of a plurality biocompatible
materials with melting temperatures that are greater than
a predetermined temperature. Likewise, the attachment
regions 28 may be comprised of a plurality of biocompat-
ible materials; however, the biocompatible materials of
the attachment regions 28 include at least one biocom-
patible material having a melting temperature that is
equal to or less than the predetermined melting temper-
ature. Said another way, the biocompatible materials of
the attachment regions 28 include at least one biocom-
patible material having a melting temperature that is less
than the melting temperatures of the biocompatible ma-
terials of the non-attachment regions 30. Upon heating
the face 26 of the compressible adjunct 14 to the prede-
termined temperature, the attachment regions 28 are
melted, or at least partially melted, for bonding with the
outer surface 18, while the non-attachment regions 30
remain in their solid phase and do not bond to the outer
surface 18.
[0038] In some instances, the non-attachment regions
30 need only exclude biocompatible materials with melt-
ing temperatures that are equal to or less than the melting
temperature of the biocompatible material with the lowest
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melting temperature in the attachment regions 28. That
said the attachment regions 28 need not be limited in
composition to one biocompatible material. On the con-
trary, the attachment regions 28 can be comprised of a
plurality of biocompatible materials as long as the plural-
ity of biocompatible materials of the attachment regions
28 includes at least one biocompatible material with a
melting temperature that is less than the melting temper-
ature(s) of the biocompatible material(s) of the non-at-
tachment regions 30.
[0039] Referring again to FIG. 6, the body 24 of the
compressible adjunct 14 may include a fibrous construct
comprising a plurality of fibers. Suitable compressible ad-
juncts may include meshes, other filamentous structures,
non-woven structures, sponges, woven or non-woven
materials, knit or non-knit materials, felts, salt eluted po-
rous materials, molded porous materials, and/or 3D-
printing generated adjuncts, for example. Other tech-
niques for preparing the compressible adjunct 14 are
contemplated by the present disclosure.
[0040] In at least one instance, the non-attachment re-
gions 30 may include a first plurality of fibers, and the
attachment regions 28 may include a second plurality of
fibers different from the first plurality of fibers. For exam-
ple, the second plurality of fibers may have a lower melt-
ing temperature than the first plurality of fibers. In such
instances, exposing the face 26 of the compressible ad-
junct 14 to the outer surface 18, which is uniformly heated
to a temperature which is greater than or equal to the
melting temperature of the second plurality of fibers but
lower than the melting temperature of the first plurality of
fibers, causes the second plurality of fibers of the attach-
ment regions 28 to melt and flow onto the outer surface
18. The first plurality of fibers of the non-attachment re-
gions 30, however, will remain in their solid state as the
temperature of the outer surface 18 is below the melting
temperature of the first plurality of fibers.
[0041] The fibrous construct of the body 24 of the com-
pressible adjunct 14 can be pressed onto or positioned
against the outer surface 18 which is uniformly heated
to a temperature sufficient to melt the fibers of the attach-
ment regions 28 but not the fibers of the non-attachment
regions 30. Upon resolidifying, the melted fibers of the
attachment regions 28 secure the body 24 of the com-
pressible adjunct 14 to the outer surface 18 of the car-
tridge deck 16.
[0042] In some instances, the outer surface 18 may
comprise bonding zones for bonding with the attachment
regions 28. In certain instances, the bonding zones are
treated to improve the bond between the attachment re-
gions 28 and the outer surface 18. In at least one in-
stance, one or more of the bonding zones may comprise
an irregular topography that increases the roughness of
the bonding zones compared to the remainder of the out-
er surface 18. As described above, the increased rough-
ness may correspond to an increase in the surface area
of the bonding zones available for bonding with the at-
tachment regions 28.

[0043] Referring to FIG. 7, a staple cartridge assembly
40 includes a staple cartridge 42 which is similar in many
respects to the staple cartridges 12 and 10000. Like the
staple cartridge 10000, the staple cartridge 42 includes
a plurality of staples such as, for example, a plurality of
staples 43 which are housed in the staple cartridge 42 in
a plurality of cavities or pockets 52. Furthermore, like the
staples of the staple cartridge 10000, the staples 43 can
be deployed from the staple cartridge 42 into captured
tissue by the surgical stapling and severing instrument
8010.
[0044] The staple cartridge 42 includes a cartridge
deck 46. Like the cartridge deck 16, the cartridge deck
46 includes an outer surface such as, for example, an
outer surface 48. The plurality of pockets 52 extend from
the cartridge deck 46 into the staple cartridge 42 and are
configured to house the plurality of staples 43, as illus-
trated in FIG. 7. When the staple cartridge 42 is used
with the surgical stapling and severing instrument 8010,
the advancement of the sled 10050 through the staple
cartridge 42 causes the staples 43 to be deployed from
their respective pockets 52 into tissue in the same, or
substantially the same, manner that the staples 10030
are deployed from the staple cartridge 10000.
[0045] The staple cartridge assembly 40 includes a lay-
er such as, for example, a tissue thickness compensator
or compressible adjunct. As illustrated, the staple car-
tridge assembly 40 includes a compressible adjunct 14.
The compressible adjunct 14 is assembled with, or po-
sitioned against, the cartridge deck 46 of the staple car-
tridge 42. The compressible adjunct 14 is secured to a
plurality of bonding zones 56 on the cartridge deck 46,
as described in greater detail below.
[0046] In certain instances, the bonding zones 56 can
be arranged in rows. Each row may include a plurality of
the bonding zones 56. As illustrated in FIG. 7, the bonding
zones 56 are arranged in three parallel rows 56a-56c
extending along a length of the cartridge deck 46 on each
side of the knife slot 20. Alternatively, the bonding zones
56 may be arranged in two parallel rows along a length
of the cartridge deck 46 on each side of the knife slot 20.
Alternatively, the bonding zones 56 may be arranged in
a single row along a length of the cartridge deck 46 on
each side of the knife slot 20. Alternatively, the bonding
zones 56 may be arranged in non-parallel rows. In certain
instances, the bonding zones 56 may be arranged along
a perimeter, or a periphery, of the cartridge deck 46.
[0047] The middle row 56b is offset from the outer rows
56a, 56c. Said another way, a pair of the bonding zones
of the outer rows 56a, 56c is laterally aligned with a gap
between two consecutive bonding zones of the middle
row 56b. The gap may include a pocket 52. In certain
instances, a plurality of bonding zones 56 and a plurality
of pockets 52 may be arranged in a row such that each
bonding zone 56 is disposed between two consecutive
pockets 52, as illustrated in FIG. 7. Other arrangements
of the bonding zones 56 with respect to the cartridge deck
46 are contemplated by the present disclosure.
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[0048] As illustrated in FIG. 7, the cartridge deck 42
may include a plurality of pocket extenders 54 which ex-
tend from the outer surface 48. The pocket extenders 54
can serve a number of functions. For example, the pock-
ets extenders 54 may protect the legs of the staples 43
that extend outside the pockets 52 in their unfired posi-
tions. Also, the pocket extenders 54 may guide the sta-
ples 43 as they are being fired. A bonding zone 56 may
extend between two adjacent pocket extenders 54 of two
different pockets 52. Said another way, the bonding zone
56 may extend between two adjacent atraumatic pocket
extenders 54 each protecting a staple leg of a different
staple.
[0049] In certain instances, a plurality of pocket extend-
ers 54 may be arranged with a plurality of bonding zones
56 in a row such as, for example, the rows 56a-56c. In
at least one instance, each of the plurality of bonding
zones 56 in such a row can be positioned between two
consecutive atraumatic pocket extenders 54. For exam-
ple, as illustrated in FIG. 7, a bonding zone 56’ is posi-
tioned between a distal staple 43a and proximal staple
43b such that the bonding zone 56’ extends between a
first pocket extender 54a protecting a proximal leg 45 of
the distal staple 43a and a second pocket extender 54b
protecting a distal leg (not shown) of the proximal staple
43b.
[0050] As indicated above, the bonding zones 56 of
the cartridge deck 46 may extend from the outer surface
48. In other words, the bonding zones 56 may be elevat-
ed, or stepped up, relative to the outer surface 48, as
illustrated in FIG. 7. In some instances, the attachment
regions 28 can be positioned on the bonding zones 56.
The elevation of the bonding zones 56 relative to the
outer surface 48 can prevent, or at least limit, overflow
of the melted material of the attachment regions 28 out-
side the bonding zones 56, which can help maintain the
attachment between the compressible adjunct 14 and
the cartridge deck 46 to discrete regions defined by the
bonding zones 56.
[0051] In some instances, the bonding zones 56 of the
cartridge deck 46 are treated to improve their attachment
to corresponding attachment regions 28 of the compress-
ible adjunct 14. In at least one instance, one or more of
the bonding zones 56 may comprise an irregular topog-
raphy, as illustrated in FIG. 7. In other words, the bonding
zones 56 may comprise a greater roughness than the
remainder of the outer surface 48. The greater roughness
improves bonding with the melted attachment regions
28. The desired roughness of the bonding zones can be
achieved by any suitable process such as, for example,
mechanical abrading, chemical etching, shot peening,
laser peening, and/or plasma spraying. Other processes
for producing the desired roughness are contemplated
by the present disclosure.
[0052] In some instances, the cartridge deck 46 may
further include one or more attachment members 58. The
attachment members 58 aid in securing the compressible
adjunct 14 to the cartridge deck 46. In certain instances,

the attachment members 58 comprise barbs that can
maintain an initial alignment between the bonding zone
56 and the corresponding attachment regions 48 of the
compressible adjunct 14 during the melting and/or reso-
lidifying processes used to bond the compressible ad-
junct 14 to the cartridge deck 46. The compressible ad-
junct 14 can be pressed against the cartridge deck 46 so
that the attachment members 58 engage the face 26 of
the compressible adjunct 14, and/or to establish an initial
alignment between the bonding zones 56 and the attach-
ment regions 28. The attachment regions 28 are then
melted onto the bonding zones 56. Upon resolidifying,
the attachment regions 58 secure the compressible ad-
junct 14 to the bonding zones 56.
[0053] Referring now to FIG. 8, a staple cartridge as-
sembly 60 is assembled with a surgical stapling and sev-
ering instrument such as, for example, the surgical sta-
pling and severing instrument 8010. The staple cartridge
assembly 60 includes a staple cartridge 62. The staple
cartridge 62 is similar in many respects to the staple car-
tridges 12, 42, and 10000. The staple cartridge 62 in-
cludes a cartridge deck 66, which includes an outer sur-
face such as, for example, an outer surface 68. The staple
cartridge assembly 60 further includes a compressible
layer 64 and a bonding layer 65. The bonding layer 65
can be comprised of a plurality of bonding islands 67, as
illustrated in FIG. 8. The bonding islands 67 can be
spaced apart from one another and disposed on the outer
surface 68 of the cartridge deck 66 in a predetermined
arrangement. The bonding islands 67 are arranged in a
pattern surrounding, or at least partially surrounding, the
knife slot 20. Said another way, the bonding islands 67
are arranged in a pattern along a periphery, or a perim-
eter, of the knife slot 20. Other arrangements of the bond-
ing islands 67 onto the outer surface 68 are contemplated
by the present disclosure.
[0054] In certain instances, one or more of the bonding
islands 67 comprise a cylindrical shape, as illustrated in
FIG. 8. Other shapes are also contemplated by the
present disclosure. For example, one or more bonding
islands 67 may comprise a dome shape. As illustrated in
FIG. 8, a bonding island 67’ is disposed in the outer sur-
face 68 at distal portion thereof, which is distal to the knife
slot 20.
[0055] In some instances, the bonding islands 67 of
the bonding layer 65 can be formed with the cartridge
deck 66 during manufacturing. Alternatively, the bonding
layer 65 can be attached to the cartridge deck 66 by the
surgeon, for example. Any suitable attachment technique
can be employed to secure the boding layer 65 to the
cartridge deck 66. In at least one instance, the bonding
layer 65 may include one or more connecting straps 69,
for example. The connecting straps 69 also interconnect
the bonding islands 67, and can be employed to secure
the boding layer 65 to the cartridge deck 66, for example.
[0056] In any event, the compressible layer 64 can be
secured to the cartridge deck 66 by pressing, or position-
ing, the compressible layer 64 against the melted, or at
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least partially melted, bonding islands 67, then allowing,
or causing, the bonding islands 67 to resolidify. Said an-
other way, the compressible layer 64 can be secured to
the cartridge deck 66 by causing a temporary phase tran-
sition in the bonding islands 67 while the compressible
layer 64 is pressed, or positioned, against the bonding
islands 67.
[0057] The compressible layer 64 can be pressed, or
positioned, against the bonding islands 67. Then, the
bonding islands 67 are heated to a predetermined tem-
perature which causes the bonding islands 67 to be melt-
ed, or at least partially melted. Finally, the bonding islands
67 are cooled, or allowed to cool, down below the pre-
determined temperature thereby causing the bonding is-
lands 67 to resolidify and secure the compressible layer
64 to the cartridge deck 66. Alternatively, the bonding
islands 67 can be heated to the predetermined temper-
ature prior to pressing, or positioning, the compressible
layer 64 against the bonding islands 67.
[0058] In certain instances, the bonding islands 67 are
resolidified by removing or deactivating the heat source.
In other instances, the bonding islands 67 are resolidified
by active cooling in addition to removing or deactivating
the heat source. For example, a fan or any other cooling
system can be employed to cool the bonding islands 67
to a temperature below the predetermined temperature.
[0059] In at least one instance, the compressible layer
64 may be comprised of a first biocompatible material,
and the bonding islands 67 may be comprised of a sec-
ond biocompatible material which is different from the
first biocompatible material. The second biocompatible
material may have a lower melting temperature than the
first biocompatible material. In such instances, heating
the bonding islands 67 to the melting temperature of the
second biocompatible material but lower than the melting
temperature of the first biocompatible material, causes
the bonding islands 67 to melt and flow into the com-
pressible layer 64 and onto the outer surface 68. The
compressible layer 64, however, will remain in a solid
phase. Upon resolidifying, the bonding islands 67 secure
the compressible layer 64 to the outer surface 68 of the
cartridge deck 66.
[0060] In at least one instance, the compressible layer
64 is secured to the cartridge deck 66 by causing a tem-
porary phase change or transition in the second biocom-
patible material of the bonding islands 67 while the com-
pressible layer 64 is pressed, or positioned, against the
cartridge deck 66. In certain instances, the temporary
phase change in the second biocompatible material is
not accompanied by a phase change in the first biocom-
patible material of the compressible layer 64.
[0061] In some instances, the compressible layer 64
and/or the bonding layer 67 may comprise bioabsorbable
materials such as, for example, polyglycolic acid (PGA)
which is marketed under the trade name Vicryl, polylactic
acid (PLA or PLLA), polydioxanone (PDS), polyhydroxy-
alkanoate (PHA), poliglecaprone 25 (PGCL) which is
marketed under the trade name Monocryl, and/or polyc-

aprolactone (PCL). In certain instances, the compressi-
ble layer 64 and/or the bonding layer 67 may comprise
composite materials that include two or more polymers,
the polymers selected from a group including PGA, PLA,
PDS, PHA, PGCL and/or PCL, for example. In at least
one instance, the second biocompatible material is com-
prised of PDS, for example.
[0062] The reader will appreciate that the compressi-
ble adjuncts and/or layers of the present disclosure can
be attached to an anvil such as, for example, the anvil
8014 of the surgical stapling and severing instrument
8010 in the same manner the compressible adjuncts
and/or layers are attached to the staple cartridges of the
present disclosure, and vice versa. For example, the
compressible adjunct 14 can be attached to the anvil
8014 by uniformly heating the anvil 8014 to a temperature
sufficient to melt the fibers of the attachment regions 28
but not the fibers of the non-attachment regions 30. Upon
resolidifying, the melted fibers of the attachment regions
28 secure the body 24 of the compressible adjunct 14 to
the anvil 8014. Likewise the bonding layer 65 can be
employed to secure the compressible layer 64 to the anvil
8014 in the same manner the bonding layer 65 secures
the compressible layer 64 to the staple cartridge 62.
[0063] Referring primarily to FIGS. 1 and 9, a surgical
stapling and severing instrument such as, for example,
the surgical stapling and severing instrument 8010 may
include a compressible adjunct assembly 104. The com-
pressible adjunct assembly 80 can be attached to a jaw
member of the surgical stapling and severing instrument
8010. In at least one instance, the compressible adjunct
assembly 104 is attached to an anvil such as, for exam-
ple, an anvil 84 (FIG. 9), which is similar in many respects
to the anvil 8014 (FIG. 1).
[0064] Alternatively, the compressible adjunct assem-
bly 104 can be attached to a staple cartridge such as, for
example, the staple cartridge 10000. In certain instances,
a first compressible adjunct assembly 104 is attached to
an anvil and a second compressible adjunct assembly
104 is attached to a staple cartridge of the same surgical
stapling and severing instrument. In such instances, tis-
sue is captured between the first and second compress-
ible adjunct assemblies 104 upon transitioning the sur-
gical stapling and severing instrument to a closed con-
figuration.
[0065] Like the anvil 8014, the anvil 84 includes an
elongate slot 86 that extends through a length of the anvil
84 defining a first outer surface 88 extending on a first
side 90 of the elongate slot 86, and a second outer sur-
face 92 extending on a second side 94 of the elongate
slot 86, as illustrated in FIG. 9. In certain instances, the
anvil 84 is movable relative to a staple cartridge such as,
for example, the staple cartridge 10000 to capture tissue
therebetween. Alternatively, the staple cartridge 10000
can be moved relative to the anvil 84 to capture tissue
therebetween. Alternatively, the anvil 84 and the staple
cartridge 10000 can be moved toward one another to
capture the tissue therebetween. A firing assembly such
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as, for example, the firing assembly 9090 (FIG. 3) can
be utilized with the surgical stapling and severing instru-
ment 8010 to deploy staples from the staple applying
assembly 8012 (FIG. 1) into tissue captured between the
anvil 84 and the staple cartridge 10000, as described in
greater detail above.
[0066] Referring to FIG. 9, the first outer surface 88
includes a plurality of pockets 96. Likewise, the second
outer surface 92 includes a plurality of pockets 98. The
pockets 96 and 98 can be configured to receive and de-
form the staples as they are deployed from the staple
cartridge 10000, for example. Furthermore, the elongate
slot 86 can be configured to accommodate the cutting
edge 9116 (FIG. 3) as it is advanced to cut tissue captured
by the surgical stapling and severing instrument 8010.
[0067] Referring to FIGS. 3 and 9, the anvil 84 may
include an internal surface 100 that defines an internal
space 102 within the anvil 84. The pins 9110 (FIG. 3) of
the firing assembly 9090 can ride against the internal
surface 102, and can be motivated through the internal
space 102 as the firing assembly 9090 is advanced to
deploy the staples into the tissue captured by the staple
applying assembly 8012.
[0068] Referring again to FIG. 9, the compressible ad-
junct assembly 104 includes an attachment layer 106, a
first compressible adjunct 108, and a second compress-
ible adjunct 110. The attachment layer 106 can be con-
figured to couple the first compressible adjunct 108 and
the second compressible adjunct 110 to the anvil 84, as
described in greater detail below. A first section 106a of
the attachment layer 106 is positionable on the first side
90 of the elongate slot 86, and a second section 106b is
positionable on the second side 94 of the elongate slot
86. The elongate slot 86 separates the first section 106a
from the second section 106b. An intermediary section
106c of the attachment layer 106 extends between the
first section 106a and the second section 106b. The in-
termediary section 106c bridges the elongate slot 86. In
certain instances, the intermediary section 106c only par-
tially bridges the elongate slot 86
[0069] In certain instances, the intermediary section
106c completely bridges the elongate slot 86. In at least
one instance, the intermediary section 106c may be com-
prised of a plurality of bridging portions 107, as illustrated
in FIG. 9. Each bridging portion 107 extends between
the first section 106a and the second section 106b. The
bridging portions 107 are spaced apart from one another.
Gaps 109 in the intermediary section 106b separate the
bridging portions 107. The gaps 109 expose the elongate
slot 86.
[0070] As illustrated in FIG. 9, the bridging portions 107
can be strategically arranged along the elongate slot 86
to maintain the integrity of the attachment layer 106 while
minimizing the firing force needed to drive the cutting
edge 9116 (FIG. 3) as it is advanced to cut the interme-
diate layer 106c and tissue captured between a staple
cartridge and the anvil 84. The gaps 109 and the bridging
portions 107 alternate in position along at least a portion

of the elongate slot 86.
[0071] Various techniques for manufacturing a com-
pressible adjunct assembly such as, for example, the
compressible adjunct assembly 104 are described in
U.S. Patent Application Serial No. 14/187,383, entitled
IMPLANTABLE LAYERS AND METHODS FOR ALTER-
ING IMPLANTABLE LAYERS FOR USE WITH SURGI-
CAL FASTENING INSTRUMENTS, and filed February
24, 2014, now U.S. Patent Application Publication No.
2015/0238185. In at least one instance, the attachment
layer 106 can be attached to the first compressible ad-
junct 108 and second compressible adjunct 110 during
fabrication of the first compressible adjunct 108 and sec-
ond compressible adjunct 110 using a lyophilization proc-
ess, for example.
[0072] Alternatively, the attachment layer 106 can be
attached to the first compressible adjunct 108 and sec-
ond compressible adjunct 110 after fabrication of the first
compressible adjunct 108 and second compressible ad-
junct 110. For example, as described in greater detail
elsewhere herein, the first compressible adjunct 108 can
be positioned, or pressed, against a partially melted first
section 106a of the attachment layer 106. Upon resolid-
ification, the first section 106a is attached to the first com-
pressible adjunct 108. In a similar manner, the first sec-
tion 106a can be attached to the first outer surface 88,
the second section 106b can be attached to the outer
surface 92, and the second section 106b can be attached
to the second compressible adjunct 110, for example.
[0073] As illustrated in FIG. 9, the first section 106a of
the attachment layer 106 extends between the first com-
pressible adjunct 108 and the first outer surface 88. Like-
wise, the second section 106b of the attachment layer
106 may extend between the second compressible ad-
junct 110 and the outer surface 92. The first section 106a
completely separates the first compressible adjunct 108
from the first outer surface 88. In addition, the second
section 106b completely separates the second com-
pressible adjunct 110 from the outer surface 92. Alterna-
tively, a compressible adjunct assembly may comprise
an attachment layer 206 that only partially separates one
or more compressible adjuncts from an anvil. Said an-
other way, the first section 106a may include one or more
gaps configured to expose the first compressible adjunct
108 to the first outer surface 88. Likewise, the second
section 106b may include one or more gaps configured
to expose the second compressible adjunct 110 to the
outer surface 92.
[0074] The attachment layer 106 comprises a height
that is smaller than the height of the first compressible
adjunct 108 and/or the height of the second compressible
adjunct 110. Alternatively, the attachment layer 106 may
comprise a height that is greater than or equal to the
height of the first compressible adjunct 108 and/or the
height of the second compressible adjunct 110. In at least
one instance, the attachment layer 106 is comprised of
a film, which can be attached to the first compressible
adjunct 108 and/or the second compressible adjunct 108.
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[0075] Referring to FIG. 10, a compressible adjunct
assembly 204 may comprise an attachment layer 206
that partially separates a first compressible adjunct 208
from the first outer surface 88 and/or partially separates
a second compressible adjunct 210 from the outer sur-
face 92. The compressible adjunct assembly 204 is sim-
ilar in many respects to the compressible adjunct assem-
bly 104. The compressible adjunct assembly 204 can be
assembled with the anvil 84.
[0076] The attachment layer 206 of the compressible
adjunct assembly 204 includes a first section 206a posi-
tionable on the first side 90 of the elongate slot 86, and
a second section 206b positionable on the second side
94 of the elongate slot 86. Also, an intermediary section
206c of the attachment layer 206 extends between the
first section 206a and the second section 206b. The in-
termediary section bridges the elongate slot 86, as illus-
trated in FIG. 10. In certain instances, the intermediary
section 206c only partially bridges the elongate slot 86.
[0077] The first compressible adjunct 208 of the com-
pressible adjunct assembly 204 is attached to the first
section 206a, and the second compressible adjunct 210
of the compressible adjunct assembly 204 is attached to
the second section 206b. When the compressible adjunct
assembly 204 is assembled with the anvil 84, as illustrat-
ed in FIG. 10, the first compressible adjunct 208 extends
laterally beyond the first section 206a in a first direction
away from the elongate slot 86. In addition, the first outer
surface 88 also extends laterally beyond the first section
206a in the first direction. Likewise, the second com-
pressible adjunct 210 extends laterally beyond the sec-
ond section 206b in a second direction away from the
elongate slot 86 and opposite the first direction. In addi-
tion, the outer surface 92 also extends laterally beyond
the second section 206b in the second direction. In result,
as illustrated in FIG. 10, an external portion 208a of the
first compressible adjunct 208 is in direct contact with the
outer surface 88 while a stepped internal portion 208b is
separated from the outer surface 88 by the first section
206a of the attachment layer 206. Likewise, an external
portion 210a of the second compressible adjunct 210 is
in direct contact with the outer surface 92 while a stepped
internal portion 210b is separated from the outer surface
92 by the second section 206b of the attachment layer
206.
[0078] The stepped internal portions 208b and 210b
define first and second boundaries 208c and 210c, re-
spectively. The attachment layer 206 extends laterally
between the first boundary 208c and the second bound-
ary 210c crossing the elongate slot 86 to interconnect
the first compressible adjunct 208 and the second com-
pressible adjunct 210. When the compressible adjunct
assembly 204 is assembled with the anvil 84, as illustrat-
ed in FIG. 10, the attachment layer 206 is positioned
against a central area of the anvil 84 extending between
an inner row of the pockets 96 and an inner row of the
pockets 98. In addition, the internal stepped portions
208b and 210b are separated from the anvil 84 by the

attachment layer 206.
[0079] The first boundary 208c is interior to the inner
row of the pockets 96, and the second boundary 210c is
interior to the inner row of the pockets 98. The first section
206a of the attachment layer 206 is positioned against a
portion of the outer surface 88 extending between the
elongate slot 86 and the inner row of the pockets 96. In
addition, the external portion 208a is directly positioned
against the pockets 96 of the outer surface 88. Likewise,
the second section 206b of the attachment layer 206 is
positioned against a portion of the outer surface 92 ex-
tending between the elongate slot 86 and the inner row
of the pockets 98. In addition, the external portion 210a
is directly positioned against the pockets 98 of the outer
surface 92. In certain instances, the boundaries 208c and
210c can be further spaced apart laterally to allow the
attachment layer 206 to further encompass one or more
of the rows of the pockets 96 and/or one or more of the
rows of the pockets 98.
[0080] The attachment layer 206 comprises a height
that is smaller than the height of the first compressible
adjunct 208 and/or the height of the second compressible
adjunct 210. Alternatively, the attachment layer 206 may
comprise a height that is greater than or equal to the
height of the first compressible adjunct 208 and/or the
height of the second compressible adjunct 210. In at least
one instance, the attachment layer 206 is comprised of
a film, which can be attached to the internal stepped por-
tion 208b of the first compressible adjunct 208 and/or to
the internal stepped portion 210b of the second com-
pressible adjunct 108.
[0081] Referring to FIGS. 11-15, a compressible ad-
junct assembly 304 includes an attachment layer 306
that includes a raised, elevated, or stepped up interme-
diary section 306c. The compressible adjunct assembly
304 is similar in many respects to the compressible ad-
junct assembly 104. For example, the compressible ad-
junct assembly 304 can be assembled with the anvil 84,
as illustrated in FIG. 11. Also, the first compressible ad-
junct 108 of the compressible adjunct assembly 304 can
be attached to a first section 306a of the attachment layer
306, and the second compressible adjunct 110 of the
compressible adjunct assembly 304 can be attached to
a second section 306b of the attachment layer 306, for
example.
[0082] The intermediary section 306c is configured to
protrude into a gap defined between the first compress-
ible adjunct 108 and the second compressible adjunct
110. Alternatively, the intermediary section 306c can be
configured to protrude into the elongate slot 86 when the
compressible adjunct assembly 304 is assembled with
the anvil 84, as illustrated in FIG. 12. In certain instances,
the intermediary section 306c may include a first portion
configured to protrude into the elongate slot 86 and a
second portion configured to protrude into the gap de-
fined between the first compressible adjunct 108 and the
second compressible adjunct 110.
[0083] In certain instances, the intermediary section
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306c serves as an alignment feature for aligning the first
compressible adjunct 108 against the first section 306a
of the attachment layer 306 and/or aligning the second
compressible adjunct 110 against the second section
306b of the attachment layer 306. As illustrated in FIG.
11, the intermediary section 306c includes side walls 320
and 322. The first compressible adjunct 108 is configured
to abut against the side wall 320, and the second com-
pressible adjunct 108 is configured to abut against the
side wall 322.
[0084] In certain instances, the intermediary section
306c serves as an alignment feature for aligning the at-
tachment layer 306 in position against the anvil 84. As
illustrated in FIGS. 12 and 13, the intermediary section
306c includes include a plurality of projections 307 that
are insertable into the elongate slot 86. The projections
307 are spaced apart from one another and arranged
longitudinally in a row along a length of the intermediary
section 306c. In at least one instance, the projections
307 can be equidistant from one another. Alternatively,
the projections 307 can be arranged closer to each other
in a first portion of the intermediary section 306c than a
second portion of the intermediary section 306c. In at
least one instance, one or more of the projections 307
comprises a top surface with a rectangular, or at least
substantially rectangular, shape. Other shapes are con-
templated by the present disclosure such as, for exam-
ple, a circular shape or a dome shape.
[0085] The projections 307 are arranged longitudinally
in a row along a length of the elongate slot 86, and are
dimensioned to fit into the elongate slot 86. The projec-
tions 307 serve as alignment features for aligning the
attachment layer 306 in position against the anvil 84. In
certain instances, the projections 307 can be dimen-
sioned to fit into the gap defined between the first com-
pressible adjunct 108 and the second compressible ad-
junct 110. The projections 307 can serve as alignment
features for aligning the first compressible adjunct 108
against the first section 306a of the attachment layer 306
and/or aligning the second compressible adjunct 110
against the second section 306b of the attachment layer
306.
[0086] In at least one instance, the opening of the elon-
gate slot 86 is slightly greater than the widths the projec-
tions 307. Alternatively, the opening of the elongate slot
86 can be slightly smaller than the widths the projections
307, which may cause the projections 307 to be slightly
deformed as they are pressed into the elongate slot 86.
The deformed projections 307 may serve as anchoring
features for securing the compressible adjunct assembly
304 to the anvil 84.
[0087] Referring to FIGS. 14 and 15, tissue is sand-
wiched between the compressible adjunct assembly 304
and a compressible adjunct assembly 311. The tissue is
stapled and cut using a surgical stapling and severing
instrument such as, for example, the surgical stapling
and severing instrument 8010. A plurality of staples 305
are deployed from a staple cartridge such as, for exam-

ple, the staple cartridge 1000 (FIG. 17) to capture the
tissue between the compressible adjunct assembly 304
and the compressible adjunct assembly 311. The cap-
tured tissue is severed along with the projections 307 of
the attachment layer 306 as the cutting edge 9116 (FIG.
3) is advanced through the longitudinal slot 86. The com-
pressible adjunct assembly 304, originally attached to
the anvil 84, is now released from the anvil 84 and re-
mains with the stapled tissue in the patient’s body. Like-
wise, compressible adjunct assembly 311, originally at-
tached to the staple cartridge 10000, is now released
from the staple cartridge 10000 and remains with the
stapled tissue in the patient’s body.
[0088] As illustrated in FIG. 16, the intermediary sec-
tion 306c includes a bar 309 extending longitudinally
along a length of the intermediary section 306c. The bar
309 comprises a top surface with a rectangular, or at
least substantially rectangular, shape. Other shapes are
contemplated by the present disclosure such as, for ex-
ample, a dome shape or a curved shape. The bar 309
extends longitudinally along a length of the elongate slot
86, and is dimensioned to fit into the elongate slot 86. In
at least one instance, the bar 309 is dimensioned to snug-
gly or tightly fit into the elongate slot 86. In at least one
instance, the opening of the elongate slot 86 is slightly
greater than the width of the bar 309. Alternatively, the
opening of the elongate slot 86 can be slightly smaller
than the width of the bar 309, which may cause of the
bar 309 to be slightly deformed as it is pressed into the
elongate slot 86. The deformed bar 309 may serve as an
anchoring feature for securing the compressible adjunct
assembly 304 to the anvil 84. In addition, the bar 309 can
serve as an alignment feature for aligning the attachment
layer 306 in position against the anvil 84.
[0089] Like the projections 307, the bar 309 can be
dimensioned to fit into the gap defined between the first
compressible adjunct 108 and the second compressible
adjunct 110. The bar 309 can serve as an alignment fea-
ture for aligning the first compressible adjunct 108
against the first section 306a of the attachment layer 306
and/or aligning the second compressible adjunct 110
against the second section 306b of the attachment layer
306.
[0090] Referring to FIG. 17, a compressible adjunct
assembly 404 is assembled with the anvil 84. The com-
pressible adjunct assembly 404 is similar in many re-
spects to the compressible adjunct assembly 104. For
example, the compressible adjunct assembly 404 in-
cludes the attachment layer 106. As described above in
greater detail, the attachment layer 106 includes the
bridging portions 107 that extend between the first sec-
tion 106a and the second section 106b.
[0091] As illustrated in FIG. 17, the compressible ad-
junct assembly 404 also includes a compressible layer
or adjunct 408, which is similar in many respects to the
compressible adjuncts 108 and 110. In addition, the com-
pressible adjunct 408 includes a first compressible por-
tion 408a positionable on the first side 90 of the elongate
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slot 86, and a second compressible portion 408b posi-
tionable on the second side 94 of the elongate slot 86.
In other words, the elongate slot 86 separates the first
compressible portion 408a from the second compressi-
ble portion 408b when the compressible adjunct assem-
bly 404 is assembled with the anvil 84. An intermediary
compressible portion 408c of the compressible adjunct
408 extends between the first compressible portion 408a
and the second compressible portion 408b. The interme-
diary compressible portion 408c bridges the elongate slot
86, as illustrated in FIG. 17. In certain instances, the in-
termediary compressible portion 408c only partially
bridges the elongate slot 86. In certain instances, the
intermediary compressible portion 408c completely cov-
ers the elongate slot 86.
[0092] Referring to FIG. 17, the intermediary com-
pressible portion 408c includes of a plurality of bridging
portions 407 extending between the first compressible
portion 408a and the second compressible portion 408b.
The bridging portions 407 are spaced apart from one
another in the same, or at least substantially the same,
manner the bridging portions 107 of the attachment layer
106 are spaced from one another. The gaps 109 defined
between the bridging portions 107 also extend between
corresponding bridging portions 407 which are aligned
with the bridging portions 107 such that the elongate slot
86 is exposed through the Gaps 109. In certain instances,
however, the bridging portions 107 and the bridging por-
tions 407 can be out of alignment preventing or reducing
thorough gaps.
[0093] The attachment layer 106 comprises a height
that is smaller than the height of the compressible adjunct
408. Said another way, the attachment layer 106 can be
thinner than the compressible adjunct 408. Alternatively,
in certain instances, the attachment layer 106 may com-
prise a height that is greater than or equal to the height
of the compressible adjunct 408. In at least one instance,
the attachment layer 106 is comprised of a film, which
can be attached to the compressible adjunct 408 such
that the bridging portions 407 are aligned with the bridg-
ing portions 107, as illustrated in FIG. 17.
[0094] Referring to FIGS. 18 and 16, a compressible
adjunct assembly 504 includes a compressible layer 506,
a first attachment member 508, and a second attachment
member 510. It is envisioned that the compressible ad-
junct assembly 504 includes only one attachment mem-
ber. Alternatively, the compressible adjunct assembly
504 may include three or more attachment members. As
illustrated in FIG. 19, the compressible adjunct assembly
504 can be assembled with a jaw member of a surgical
stapling and severing instrument such as, for example,
the anvil 84 of the surgical stapling and severing instru-
ment 8010. The attachment members 508 and 510 are
configured to releasably attach the compressible layer
506 to the anvil 84.
[0095] Referring again to FIG. 19, the cutting edge
9116 has severed the compressible layer 506 of the com-
pressible adjunct assembly 504 into a first compressible

portion 506a on the first side 90 of the anvil 84 and a
second compressible portion 506b on the second side
92 of the anvil 84. Tissue Captured by the surgical sta-
pling and severing instrument 8010 can also be severed
along with the compressible layer 506 by the cutting edge
9116 as the cutting edge 9116 is advanced through the
elongate slot 86. A first portion of the severed tissue may
be stapled was the first compressible portion 506a, and
a second portion of the severed tissue may be stapled
with the second compressible portion 506b.
[0096] In certain instances, the first compressible por-
tion 506a and the second compressible portion 506b can
be independent members that are separately attached
to the anvil 84. In such instances, the cutting edge 9116
may not sever the compressible layer 506 while severing
the captured tissue, as described above. Instead, the cut-
ting edge 9116 may pass between the first compressible
portion 506a and the second compressible portion 506b.
[0097] Referring again to FIGS. 18 and 16, the attach-
ment members 508 and 510 are spaced apart from each
other. A passage 512 extends between the attachment
members 508 and 510 for accommodating the cutting
edge 9116 as the cutting edge 9116 is advanced through
the elongate slot 86. When the compressible adjunct as-
sembly 504 is assembled with the anvil 84, the first at-
tachment member 508 is matingly engaged with a first
ledge 91 of the first side 90 of the anvil 84 and the second
attachment member 510 is matingly engaged with a sec-
ond ledge 93 of the second side 92 of the anvil 84. The
attachment members 508 and 510 comprise "C" shaped
profiles that are dimensioned and/or sufficiently resilient
to snap fit around the ledges 93 and 95, respectively, to
secure the compressible adjunct assembly to the anvil
84. Matting recesses 514 and 516 of the attachment
members 508 and 510, respectively, are configured to
receive the ledges 91 and 93, respectively.
[0098] The first attachment member 508 includes a first
attachment portion 508a positionable against an internal
portion 100’ of the internal surface 100. The internal por-
tion 100’ may form a top surface of the first ledge 91. A
second attachment portion 508b of the attachment mem-
ber 508 is attached to an intermediate compressible por-
tion 506c of the compressible layer 506. A coupling por-
tion 508c interconnects the first attachment portion 508a
and the second attachment portion 508b. The coupling
portion 508c extends into the elongate slot 86, and is
positioned against a side wall 95 of the ledge 91.
[0099] Like the first attachment member 508, the sec-
ond attachment member 510 includes a first attachment
portion 510a positionable against an internal portion
100" of the internal surface 100. The internal portion 100"
may form a top surface of the second ledge 93. A second
attachment portion 510b of the attachment member 510
is attached to the intermediate compressible portion 506c
of the compressible layer 506. Like the coupling portion
508c, a coupling portion 510c interconnects the first at-
tachment portion 510a and the second attachment por-
tion 510b. The coupling portion 510c extends into the
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elongate slot 86, and is positioned against a side wall 97
of the ledge 97.
[0100] As illustrated in FIG. 18, the attachment mem-
bers 508 and 510, when assembled with the compress-
ible layer 506, are oriented such that second attachment
member 510 is a mirror-image of the first attachment
member 508. The attachment members 508 and 510 ex-
tend along the compressible layer 506 in parallel, or at
least substantially in parallel, with each other. The space
between the coupling portion 508c and the coupling por-
tion 510c defines the passage 512 which is configured
to accommodate the advancement of the cutting edge
9116, as described above. Furthermore, the pins 9110
(FIG. 3) of the firing assembly 9090 ride against the first
attachment portions 508a and 510a as the firing assem-
bly 9090 is advanced to deploy the staples into the tissue
captured by the surgical stapling and severing instrument
8010.
[0101] Referring again to FIG. 18, the attachment
members 508 and 510 extend along the entire length of
the compressible layer 506. Alternatively, the attachment
members 508 and 510 may extend along a portion of the
length of the compressible layer 506. In at least one in-
stance, the attachment members 508 and 510 may ex-
tend along a middle portion of the length of the compress-
ible layer 506. In at least one instance, the first attach-
ment member 508 extends along a first portion of the
length of the compressible layer 506, while the second
attachment member 510 extends along a second portion
of the length of the compressible layer 506 that is different
from the first portion.
[0102] In certain instances, one or both of the second
attachment portions 508b and 510b can be embedded
in the intermediate compressible portion 506c. In at least
one instance, one or both of the second attachment por-
tions 508b and 510b can be inserted, or partially inserted,
into a solution that is lyophilized to produce the com-
pressible layer 506. Alternatively, one or both of the sec-
ond attachment portions 508b and 510b can be attached
to the compressible layer 506 after fabrication of the com-
pressible layer 506. Any suitable attachment technique
can be employed in attaching the second attachment por-
tions 508b and 510b to the compressible layer 506 such
as, for example, a biocompatible adhesive.
[0103] Referring to FIG. 20, a compressible adjunct
assembly 604 is depicted. The compressible adjunct as-
sembly 604 is similar in many respects to the compress-
ible adjunct assembly 504. For example, the compress-
ible adjunct assembly 604 can be assembled with a jaw
member of a surgical stapling and severing instrument
such as, for example, the anvil 84 of the surgical stapling
and severing instrument 8010. However, the compress-
ible adjunct assembly 604 does not include spaced apart
attachment members. Instead, the attachment members
are united in the form of a single attachment layer 607
that is shaped to form the attachment portions 508a and
510a. The attachment layer 607 is configured to releas-
ably attach the compressible adjunct assembly 604 to

the anvil 84.
[0104] In at least one instance, the attachment layer
607 is formed as a flat, or at least substantially flat, layer
or film which is modified to a desired shape that compris-
es the attachment portions 508a and 510a. Alternatively,
the attachment layer 607 can take its desired shape dur-
ing formation. For example, a mold comprising the de-
sired shape can receive a melted biocompatible material,
which is solidified inside the mold forming the desired
shape of the attachment layer 607. Other techniques for
manufacturing the attachment layer 607 are contemplat-
ed by the present disclosure.
[0105] Referring again to FIG. 20, the attachment layer
607 includes the second an intermediate attachment por-
tion 609 which replaces the attachment portions 508b
and 510b. The intermediate attachment portion 609 is
attached to the intermediate compressible portion 506c.
In at least one instance, the intermediate attachment por-
tion 609 is embedded, or at least partially embedded, in
the intermediate compressible portion 506c. Further-
more, coupling portions 508c and 510c protrude from
opposite ends of the intermediate attachment portion
609, in a direction away from the intermediate compress-
ible portion 506c of the compressible layer 506, to define
the passage 512. The cutting edge 9116 is advanced
through the passage 512 between the coupling portions
508c and 510c as it cuts through the intermediate attach-
ment portion 609, the intermediate compressible portion
506c, and the captured tissue during the firing sequence.
[0106] Mating recesses 614 and 616 are defined be-
tween the attachment layer 607 and the compressible
layer 506 on opposite sides from the passage 512, as
illustrated in FIG. 20. The mating recesses 614 and 616
are configured to receive the ledges 91 and 93, respec-
tively. When the compressible adjunct assembly 604 is
assembled with the anvil 84, the ledge 91 is positioned
between the first attachment portion 508a and the first
compressible portion 506a of the compressible layer 506,
and the ledge 93 is positioned between the first attach-
ment portion 510a and the second compressible portion
506b of the compressible layer 506.
[0107] In certain instances, the attachment layer 607
and/or the compressible layer 506 may comprise varia-
tions in thickness and/or edge conditions to reduce the
potential for tissue trauma in surrounding tissue and/or
to help maintain the integrity of the compressible adjunct
assembly 604 during attachment, manipulation, and/or
release from the anvil 84. In at least one instance, the
attachment layer 607 and/or the compressible layer 506
are reinforced with atraumatic and/or thicker edges.
[0108] Referring to FIG. 21, the attachment layer 607’
includes rolled edges 620 and 622, which reduce the
potential for tissue trauma in surrounding tissue. In ad-
dition, the attachment layer 607’ is reinforced with rela-
tively thicker regions 624 and 626 at the intermediate
attachment portion 609 to improve the robustness of the
compressible adjunct assembly 604 during attachment,
manipulation, and/or release from the anvil 84. Other high
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stress areas in the compressible adjunct assembly 604
can also be reinforced in the same, or a similar, manner.
[0109] Referring now to FIGS. 22-24, a compressible
adjunct assembly 704 includes the compressible layer
506 and a plurality of attachment members 708 that are
spaced apart from one another and arranged longitudi-
nally in a row along a length of the compressible layer
506. In certain instances, the attachment members 708
are arranged along a central portion of the compressible
layer 506. In certain instances, the attachment members
708 are arranged along a distal portion and/or a proximal
portion of the compressible layer 506. Like the attach-
ment members 508 and 510, the attachment members
708 are configured to releasably attach the compressible
layer 506 to the anvil 84. However, unlike the attachment
members 508 and 510, each attachment member 708 is
capable of being positioned against the ledges 95 and
97 simultaneously. The attachment members 708 are
severed by the cutting edge 9116 as the cutting edge
9116 is advanced through the elongate slot 86 to cut the
compressible layer 506 and the captured tissue.
[0110] The attachment members 708 each comprise
a base 710, a stem 712 extending from the base, and a
head or crown 714 extending from the stem 712. When
the compressible adjunct assembly 704 is assembled
with the anvil 84, the stem 712 is positioned in the elon-
gate slot 86, as illustrated in FIG. 23, and the head 714
resides in the internal space 102 within the anvil 84. The
head 714 comprises a transverse cross-sectional area
that resembles the shape of a dome which extends lat-
erally beyond the stem 712 to simultaneously engage
the internal surfaces 100’ and 100" of the anvil 84, as
illustrated in FIG. 23. Other shapes of the head 714 are
contemplated by the present disclosure.
[0111] Lateral extensions 716 and 718 of the head 714
comprise flat surfaces 720 and 722, respectively, which
rest against the internal surfaces 100’ and 100", respec-
tively. The surfaces 720 and 722 need not be completely
flat. In certain instances, the surfaces 720 and 722 can
be roughened to improve traction against the internal sur-
faces 100’ and 100". Gripping features may be incorpo-
rated into the surfaces 720 and 722. In certain instances,
a biocompatible adhesive may be employed to bond the
surfaces 720 and 722 to the internal surfaces 100’ and
100", for example.
[0112] Referring again to FIG. 22, the head 714 and/or
the stem 712 are configured to bend in the distal direction
as the E-beam 9102 is advanced distally against the head
714 during the firing sequence. The proximally projecting
top guide 9118 may push against the head 714 causing
the head 714 to bend forward and downward to allow
room for the passage of the E-beam 9102. The pins 9110
may pass on top of the lateral extensions 716 and 718.
As the lateral extensions 716 and 718 flatten against the
internal surfaces 100’ and 100", the head 714 may assist
in blocking tissue ahead of the E-beam 9102 from enter-
ing the internal space 102 and disrupting the advance-
ment of the pins 9110. This added functionality can im-

prove the performance of the firing assembly 9090 and
reduce potential trauma to the treated tissue by prevent-
ing the treated tissue from being entrapped within the
anvil 84. As illustrated in FIG. 22, the head 714 and the
stem 712 comprise a reduced transverse cross-sectional
area. In other words the head 714 and the stem 712 are
substantially flattened to improve bending and/or facili-
tate insertion of the head 714 into the internal space 102.
Also, in some instances, the head 714 and/or the stem
712 are comprised, or at least partially comprised, of a
resilient biocompatible material to improve bending
and/or facilitate insertion of the head 714 into the internal
space 102.
[0113] Referring to FIG. 24, the base 710 is embedded
in the compressible layer 506. In certain instances, the
base 710 is only partially embedded in the compressible
layer 506. In certain instances, the base 710 is not em-
bedded into the compressible layer 506, but instead is
attached to an exterior surface thereof. For example, a
biocompatible adhesive can be employed to attach the
base 710 to the compressible layer 506. As illustrated in
FIG. 24, the base 710 defines an axis A-A which inter-
sects an axis B-B defined by the stem 712 at an angle
α. The angle α is 90°. In certain instances, the angle α
is greater than 90°. In other instances, the angle α is less
than 90°.
[0114] As illustrated in FIG. 24, the stem 712 protrudes
from a proximal end portion of the base 710. Alternatively,
the stem 712 may protrude from a distal end portion of
the base 710. Alternatively, the stem 712 may protrude
from a central portion of the base 710. As illustrated in
FIG. 22, the base 712 comprises a rectangular shape.
The rectangular-shaped he bases 710 are aligned lon-
gitudinally along the longitudinal slot 86 when the com-
pressible adjunct assembly 704 is assembled with the
anvil 84. Other shapes, sizes, and arrangements of the
bases 712 are contemplated by the present disclosure.
In at least one instance, a base 712 may comprise a
circular shape and a stem 714 may protrude from the
center of the circular base 712.
[0115] Referring now to FIGS. 25-28, a compressible
adjunct assembly 804 includes a compressible layer 806
that is attached to a plurality of attachment members 808.
The compressible adjunct assembly 804 is similar in
many respects to the compressible adjunct assemblies
504, 604, and 704. For example, the compressible ad-
junct assembly 804 can be assembled with a jaw member
of a surgical stapling and severing instrument such as,
for example, the anvil 84 of the surgical stapling and sev-
ering instrument 8010. As described in greater detail be-
low, the attachment members 808 releasably attach the
compressible layer 806 to the anvil 84.
[0116] The compressible layer 806 includes an inter-
mediate compressible portion 806c extending longitudi-
nally between a first compressible portion 806a and a
second compressible portion 806b. A plurality of slots
809 are defined in the intermediate compressible portion
806c. The slots 809 are spaced apart from one another
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and arranged longitudinally in a row along a length of the
compressible layer 806. In certain instances, the slots
809 are arranged along a central portion of the interme-
diate compressible portion 806c of the compressible lay-
er 806. In certain instances, the slots 809 are arranged
along a distal portion and/or a proximal portion of the
intermediate compressible portion 806c. When the com-
pressible adjunct assembly 804 is assembled with the
anvil 84, the slots 809 are aligned with the elongate slot
86 such that the cutting edge 9116 passes through the
slots 809 during distal advancement of the cutting edge
9116. This reduces friction against the cutting edge 9116
which prolongs the life of the cutting edge 9116 and/or
reduces the force required to advance the firing assembly
9090.
[0117] Referring to FIG. 25, the attachment members
808 are spaced apart from one another and arranged
longitudinally along a length of the intermediate com-
pressible portion 806c such that the attachment mem-
bers 808 alternate between two sides 814 and 816 of a
plane define by the slots 809. Other positions and ar-
rangements of the attachment members 808 with respect
to the compressible layer 806 are contemplated by the
present disclosure. Each attachment member 808 is po-
sitioned against a slot 809. Alternatively, an attachment
member 808 can be positioned between two consecutive
slots 809.
[0118] The attachment members 808 comprise a gen-
erally curved shape which can improve the stiffness of
the attachment members 808. Other shapes are contem-
plated by the present disclosure. As illustrated in FIG.
25, the attachment members 808 comprise a partial cy-
lindrical frame with a concave side 820 facing away from
the slots 809 and a convex side 818 facing toward the
slots 809. The attachment members 808 further comprise
a coupling portion 808c extending between an attach-
ment portion 808a and a base 808b. The attachment por-
tion 808a comprise lateral extensions 810 that are con-
figured to rest against the internal surface 100’ or the
internal surface 100" to secure the compressible adjunct
assembly 804 to the anvil 84.
[0119] The base 808b includes tabs 824 configured to
secure the attachment member 808 to the compressible
layer 806. In at least one instance, as illustrated in FIG.
26, a base 808b includes a single tab 824 that is received
in a bifurcated portion 826 of the compressible layer 806.
In at least one instance, as illustrated in FIG. 27, a base
808b includes two tabs 824 that are configured to receive
a portion 828 of the compressible layer 806 therebe-
tween. In at least one instance, as illustrated in FIG. 28,
a base 808a includes a tab 824 that comprises a slot
830. The portion 828 of the compressible layer 806 can
be twisted and inserted into the slot 830 to secure the
attachment member 808 to the compressible layer 806.
[0120] Referring now to FIG. 29, a compressible ad-
junct assembly 904 is assembled with an anvil 984. The
anvil 984 is similar in many respects to the anvil 84 (FIG.
9) and the anvil 8014 (FIG. 1). For example, the anvil 984

includes the elongate slot 86 which defines a first outer
surface 988 extending on the first side 90 of the elongate
slot 86, and a second outer surface 992 extending on the
second side 94 of the elongate slot 86. Also, the anvil
984 is movable relative to a staple cartridge such as, for
example, the staple cartridge 10000 to capture tissue
therebetween. The outer surfaces 988 and 992 of the
anvil 984 are stepped, as illustrated in FIG. 29. In other
examples, however, an anvil can include planar outer
surfaces that are not stepped. In at least one instance,
an anvil may include a central surface that is offset from
two lateral surfaces. Other anvils with various shapes
and surfaces are contemplated by the present disclosure.
[0121] In any event, the compressible adjunct assem-
bly 904 includes a first attachment layer 908 positionable
against the first outer surface 988 and a second attach-
ment layer 910 positionable against the second outer sur-
face 992. As illustrated in FIG. 29, the first attachment
layer 908 is releasably attached to the second attach-
ment layer 910. Attachment members 916 and 918 ex-
tend laterally from the attachment layers 908 and 916,
respectively. The attachment members 916 and 918 in-
clude interlocking portions 912 and 920, respectively,
and distal end portions 914 and 922, respectively. The
distal end portions 914 and 922 are tucked under the
ledges 91 and 93, respectively, to secure the compress-
ible adjunct assembly 904 to the anvil 984, as illustrated
in FIG. 29. Although one pair of the attachment members
916 and 918 is shown, it is understood that the first layer
908 may include a plurality of the attachment members
916 which can be interlocked with a plurality of the at-
tachment members 918 extending from the second layer
910.
[0122] Referring to FIG. 30, the interlocking portions
912 and 920 may include interlocking slots 913 and 921,
respectively, which can be configured for mating engage-
ment with one another. In at least one instance, a bio-
compatible adhesive can be employed to reinforce the
engagement between the slot 913 and 921.
[0123] Referring to FIGS. 31-34, the attachment layers
908 and 910 are further joined by a distal end portion 930
that includes a bent or rolled tab 932 which is tucked or
inserted into a distal end of the anvil 984 to secure the
compressible adjunct assembly 904 to the anvil 984. As
illustrated in FIG. 32, the distal end portion 930 can be
comprised of two separated end portions 934 and 936
extending from the layers 908 and 910, respectively. The
end portions 934 and 936 are joined together to form the
distal end portion 930. As illustrated in FIG. 33, the end
portions 934 and 936 may comprise dovetail-shaped
transverse joints 938 and corresponding dovetail-shaped
transverse slots 940 for mating engagement with the
dovetail-shaped transverse joints 938. Other coupling
features for attaching the end portions 934 and 936 to
form the distal end portion 930 are contemplated by the
present disclosure.
[0124] A staple cartridge assembly 1000 comprising a
cartridge body 1010 and an implantable adjunct 1030 is
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depicted in FIGS. 35 and 36. The cartridge body 1010
comprises a cartridge deck, or adjunct facing surface,
1013 and a plurality of staple cavities 1015 defined in the
deck 1013. The staple cartridge assembly 1000 further
comprises a plurality of staples 1020 positioned in the
staple cavities 1015 and a plurality of staple drivers 1011
configured to drive the staples 1020 out of the staple
cavities 1015. Each staple 1020 comprises staple legs
1021 and a staple base 1023 from which the staple legs
1021 extend. In an unfired state, the staples 1020 are
stored within the cartridge body 1010 such that the staple
legs 1021 partially extend out of the staple cavity 1015
beyond, or above, the cartridge deck 1013. The staple
legs 1021 can at least partially extend into the implantable
adjunct 1030 when the staples 1020 are in their unfired
state. Alternatives are envisioned in which the staple legs
do not extend above the cartridge deck 1013 when the
staples are in their unfired state.
[0125] The implantable adjunct 1030 comprises at
least one attachment feature 1031 comprising deck-at-
tachment portions 1033. Each attachment feature 1031
comprises a unitary structure, for example, and is con-
figured to releasably hold, or attach, the implantable ad-
junct 1030 to the cartridge deck 1013. Each attachment
feature 1031 traverses a staple cavity 1015 such that,
when the staple 1020 in the staple cavity 1015 is de-
ployed from the staple cavity 1015, the attachment fea-
ture 1031 is engaged, broken, and/or torn, by the staple
base 1023 of the staple 1020 to release a portion of the
implantable adjunct 1030 from the cartridge deck 1013.
The attachment feature 1031 may traverse the cavity
1015 in a direction which is perpendicular to, or at an
angle with respect to, the staple cavity 1015. As illustrated
in FIGS. 35 and 36, the attachment features 1031 extend
laterally across the staple cavities 1015. Alternative ar-
rangements are envisioned where multiple attachment
features traverse each staple cavity 1015 such that the
staple bases 1023 of the staples 1020 must engage and
overcome multiple attachment features to release the ad-
junct 1030 from the cartridge deck 1013. Other arrange-
ments are envisioned where one attachment portion
spans multiple staple cavities requiring more than one
staple to contact and dislodge the attachment portion.
[0126] The attachments features 1031 are attached to
the adjunct 1030 in any suitable manner. In at least one
instance, the attachments features 1031 comprise fibers
which are woven into the adjunct 1030, for example. In
at least one such instance, the adjunct 1030 is comprised
of interwoven fibers and the attachment features 1031
are interwoven into the adjunct 1030. In certain instanc-
es, the attachment features 1031 are adhered to the ad-
junct 1030 utilizing at least one adhesive. In at least one
such instance, the adjunct 1030 comprises a film and the
attachment features 1031 are bonded to the film. In any
event, the deck-attachment portions 1033 of the attach-
ment features 1031 can be attached to the deck 1013 in
any suitable manner. In at least one instance, the attach-
ment portions 1033 can be adhered to the deck 1013

utilizing at least one adhesive. In certain instances, the
attachment features 1031 of the adjunct 1030 can be
heated and then pressed against the deck 1013 in order
to attach the deck-attachment portions 1033 to the deck
1013.
[0127] Attaching the adjunct to the cartridge in the
above-described manner permits segments of the ad-
junct to stay attached to the cartridge deck until the sta-
ples which capture such segments of the adjunct are de-
ployed. Attaching the adjunct to the cartridge in this man-
ner also provides multiple, distinct attachment locations
which are progressively released as the firing assembly
incises and staples tissue. For example, as the firing as-
sembly travels from a proximal end of the staple cartridge
assembly to a distal end of the staple cartridge assembly,
the proximal-most staples are deployed from the staple
cartridge before the distal-most staples are deployed
which, as a result, releases the proximal end of the ad-
junct before the distal end of the adjunct. Stated another
way, the attachment features that have not yet been en-
gaged by their respective staples remain attached to the
cartridge deck during the firing progression until the firing
assembly reaches those staples.
[0128] FIG. 36 depicts a staple base 1023 of a staple
1020 after it has engaged and released an attachment
feature 1031 of the adjunct 1030 from the cartridge deck
1013. The attachment feature 1031 comprises break-
away portions which are configured to fail once a force
is applied to the attachment feature 1031 by the staple
base 1023 that exceeds a threshold force. Upon reaching
the threshold force, the attachment feature 1031 is con-
figured to break, rip, and/or tear in order to release the
adjunct 1030 from the cartridge deck 1013. The deck-
attachment portions 1033 are configured to remain at-
tached to the cartridge deck 1013 when the attachment
feature 1031 breaks. Other arrangements are envisioned
where the detachment of the attachment portions 1033
from the cartridge deck 1013 are responsible for the re-
lease of the adjunct 1030 from the cartridge deck 1013.
In such cases, the attachment feature 1031 disengages
from the cartridge deck 1013 entirely.
[0129] In addition to or in lieu of the above, the deck
1013 can be treated and/or cleaned before the adjunct
1030 is attached to the deck 1013. Such treatment and/or
cleaning can improve the bond between the adjunct 1030
and the deck 1013. In at least one instance, surfactants,
soaps, and/or lubricants are used to facilitate the loading,
or insertion, of the staples into the staple cavities and, in
such instances, the deck 1013, or at least portions of the
deck 1013, can be screened to prevent or inhibit sur-
factants, soaps, and/or lubricants from flowing onto the
deck 1013. One such soap comprises sodium stearate,
for example. In certain instances, lasers, plasma and/or
IR heating can be utilized to clean the deck 1013, or at
least portions of the deck 1013, in order to improve the
adhesion between the attachment features 1031 and the
deck 1013.
[0130] A surgical stapling assembly 1100 is depicted
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in FIG. 37 and FIG. 38. The surgical stapling assembly
1100 comprises an anvil 1160, a staple cartridge assem-
bly 1110, and an implantable adjunct 1130. The staple
cartridge assembly 1110 comprises a cartridge body
comprising a plurality of staple cavities 1111 and a deck
surface 1113, a plurality of staples 1120 removably
stored within the staple cavities 1111, and a plurality of
staple drivers 1140 configured to drive the staples 1120
out of the staple cavities 1111 toward the anvil 1160 of
the surgical stapling assembly 1100. The staple cartridge
assembly 1110 also comprises a sled 1150 configured
to convert the linear motion of a firing assembly into ver-
tical motion of the staple drivers 1140 to drive the staples
1120 out of the staple cavities 1111. The sled 1150 com-
prises an initial contact ramp 1151, an intermediate con-
tact surface 1153, and a final contact ramp 1155 all con-
figured to contact the staple drivers 1140 as the firing
assembly drives the sled 1150 from a proximal end of
the cartridge assembly 1110 to a distal end of the car-
tridge assembly 1110.
[0131] Each staple driver 1140 comprises three or
more portions - an initial lift portion 1143 configured to
be engaged by the initial contact ramp 1151 of the sled
1150 as the sled 1150 travels distally through the car-
tridge body - a bottom surface 1145 configured to be
engaged by the intermediate contact surface 1153 and
the final contact ramp 1155 of the sled 1150 - and a top,
or staple support, surface 1141. After the initial lift portion
1143 is engaged by the contact ramp 1151 of the sled
1150, the staple drivers 1140 are contacted by the inter-
mediate contact surface 1153 and then the final contact
ramp 1155 of the sled 1150. The final contact ramp 1155
of the sled 1150 is configured to drive the staple drivers
1140 such that the top surface 1141 is driven above the
cartridge deck surface 1113. Lifting the top surface 1141
of the staple drivers 1140 beyond the cartridge deck 1113
permits the staple drivers 1140 to lift the adjunct 1130
and/or tissue T away from the cartridge deck surface
1113. More specifically, lifting the top surface 1141 of the
staple drivers 1140 beyond the cartridge deck 1113 en-
courages the detachment of attachment portions 1131
of the adjunct 1130 from the cartridge deck 1113.
[0132] The attachment portions 1131 are attached to
the cartridge deck 1113 intermediate the staple cavities
1111 defined in the deck 1113. During the longitudinal
progression of the firing assembly, the adjunct 1130 is
disengaged from the cartridge body at the attachment
portions 1131. The attachment portions 1131 are config-
ured to progressively release corresponding portions of
the adjunct 1130 from the cartridge body one attachment
portion 1131 at a time. More specifically, as a driver 1140
is lifted above the cartridge deck 1113 through a staple
cavity opening, as discussed above, the attachment por-
tions 1131 adjacent the staple cavity opening are re-
leased thereby releasing a corresponding portion of the
adjunct 1130 from the cartridge deck 1113 while the at-
tachment portions 1131 positioned distal to the detached
attachment portions 1131 retain the adjunct 1130 against

the cartridge deck 1113 until the subsequent drivers 1140
are lifted above the cartridge deck 1113.
[0133] In many instances, all of the staples stored in a
staple cartridge are deployed from the staple cartridge.
In such instances, the adjunct 1130 is entirely released
from the deck 1113 by the staples during the firing proc-
ess. In other instances, however, a surgeon may elect
to not fire all of the staples from the staple cartridge. In
such instances, the remaining adjunct that has not been
stapled to the tissue remains attached to the cartridge
deck 1113. The portion of the adjunct that has not been
stapled to the tissue can be easily torn, or separated,
from the portion of the adjunct that has been stapled to
the tissue. The portion of the adjunct that has not been
stapled to the tissue remains attached to the cartridge to
limit, or eliminate, the amount of unstapled adjunct left in
the patient. In some instances, the adjunct 1130 tears
proximal of the last driver lifted above the cartridge deck
1113. In other instances, the adjunct 1130 tears distal of
the last driver lifted above the cartridge 1113.
[0134] The attachment portions 1131 can be created
utilizing any suitable method. In at least one instance, a
laser melting process can be utilized to create the attach-
ment portions 1131. In certain instances, a heat staking
process can be utilized to create the attachment portions
1131. In at least one instance, portions of a woven fiber
adjunct can be preprocessed with discrete laser melting
such that the fibers become sticky in the attachment por-
tions 1131. Regardless of the manner used to create the
attachment portions 1131, the adjunct 1130 can be held
tightly over the staple cavities such that sufficient tension,
shear, and/or pealing forces are applied to the attach-
ment portions 1131 to detach the adjunct 1130 from the
deck 1113.
[0135] A surgical stapling assembly 1200 is depicted
in FIGS. 39 and 40. The surgical stapling assembly 1200
comprises an anvil 1260, a staple cartridge assembly
1210, and an implantable adjunct 1230. The staple car-
tridge assembly 1210 comprises a cartridge body com-
prising a plurality of staple cavities 1211 and a deck sur-
face 1213, a plurality of staples 1220 removably stored
within the staple cavities 1211, and a plurality of staple
drivers 1240 configured to drive the staples 1220 out of
the staple cavities 1211 and toward the anvil 1260 of the
surgical stapling assembly 1200. The staple cartridge as-
sembly 1210 also comprises a sled 1250 configured to
convert the linear motion of the firing assembly into ver-
tical motion of the staple drivers 1240 to drive the staples
1220 out of the staple cavities 1211. The sled 1250 com-
prises an initial contact ramp 1251 and a final contact
ramp 1253 configured to contact the staple drivers 1240
as the firing assembly drives the sled 1250 from a prox-
imal end of the cartridge assembly 1210 to a distal end
of the cartridge assembly 1210.
[0136] The staple drivers 1240 comprise, one, initial
lift portions 1243 configured to be engaged by the initial
contact ramp 1251 of the sled 1250 as the sled 1250
travels distally through the cartridge body to initiate lifting
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of the drivers 1243, two, bottom surfaces 1245 configured
to be engaged by the final contact ramp 1253 of the sled
1250 and, three, a top, or staple support, surface 1241.
The legs of the staples 1220 are biased against the side-
walls of the staple cavities 1211 to hold the staples 1220
in the staple cavities 1211. The legs of the staples 1220
comprise staple tips 1221 having a barbed configuration
configured to releasably retain, or hold, the adjunct 1230
to the cartridge body. As a result, the adjunct 1230 is held
to the cartridge deck 1213 by the staple tips 1221 of a
staple 1220 until the staple 1220 is driven out of the staple
cavity 1211. As the staple 1220 is driven out of the staple
cavity 1211, and owing to the interaction between the
barbs, the adjunct 1230 is able to travel with the staple
1220 as the staple tips 1221 are moved toward the anvil
1260. The barbed configuration of the staple tips 1221
permit a progressive release of the adjunct 1230 from
the cartridge deck 1213.
[0137] The staple tips 1221 are configured to progres-
sively release the adjunct 1230 from the cartridge deck
1213 in a manner similar to those discussed above. As
a proximal staple 1220 is ejected from the cartridge body,
a distal staple 1220 retains the adjunct 1230 against the
cartridge deck 1213. In the event that a clinician decides
to remove the surgical stapling instrument from the sta-
pling site after only partially firing the staple cartridge, the
remaining adjunct that has not been stapled to the tissue
remains attached to the cartridge deck 1213. The portion
of the adjunct that has not been stapled to the tissue can
be torn, or separated, from the portion of the adjunct that
has been stapled to the tissue. The portion of the adjunct
that has not been stapled to the tissue remains attached
to the cartridge to limit, or eliminate, the amount of un-
stapled adjunct left in the patient. In some instances, the
adjunct 1230 can comprise perforations, or discontinui-
ties, for example, configured to permit tearing of the ad-
junct 1230 without difficulty. The perforations can be po-
sitioned between each staple cavity 1211, for example.
[0138] A staple leg of a staple 1220, for example, can
have a first set of barbs configured to engage the adjunct
1230 when the staple 1220 is in its unfired position. As
the staple 1220 is being fired, the first set of barbs can
exit the adjunct 1230. As the first set of barbs exit the
adjunct 1230, a second set of barbs can enter into the
adjunct 1230. The second set of barbs can be engaged
with the adjunct 1230 when the staple 1220 is in its fired
position. In at least one instance, the first set of barbs
can comprise two barbs while the second set of barbs
can comprise two barbs, for example. Regardless of the
number of barbs that are used, the first set of barbs can
be positioned above the deck 1213 of the cartridge body
when the staples 1220 are in their unfired position while
the second set of barbs can be positioned below the top
surface of the deck 1213 when the staples 1220 are in
their unfired position.
[0139] As illustrated in FIG. 40, the barbs extend lat-
erally outwardly; however, the barbs can extend in any
suitable direction, such as laterally inwardly, for example.

In addition to or in lieu of the above, a staple leg can
comprise tip portions which extend inwardly to grip an
adjunct.
[0140] A staple cartridge assembly 1300 is depicted in
FIG. 41. The staple cartridge assembly 1300, configured
for use with a surgical stapling instrument, comprises an
implantable adjunct, or material, 1310 and a staple car-
tridge body 1301. The staple cartridge comprises a plu-
rality of deck features such as staple cavities 1303 con-
figured to removably store a plurality of staples therein
and, in addition, a slot 1305 configured to receive a firing
assembly therethrough. The implantable adjunct 1310 is
attached, secured, and/or affixed to the cartridge body
1301 by thermoforming. For example, the cartridge body
1301 is heated to a specific temperature and then the
implantable adjunct 1310 is pressed onto, into, and/or
against the cartridge body 1301. Upon engagement with
the cartridge body 1301, the implantable adjunct 1310
forms, or molds, into the deck features of the cartridge
body 1301 providing attachment features 1311 config-
ured to permit the progressive release of the adjunct 1310
from the cartridge body 1301. Similarly, a portion 1315
of the adjunct 1310 can conform to the configuration of
the slot 1305. The portion 1315 can extend along the
entirety of the slot 1305 or a portion of the slot 1305. In
at least one instance, the portion 1315 is only positioned
at the proximal end of the slot 1305, for example. One
advantage of the staple cartridge assembly 1300 may
include having an implantable adjunct with a more com-
plex shape which custom fits with a corresponding staple
cartridge while sustaining a simpler manufacturing proc-
ess, for example.
[0141] The staples can be loaded into the cartridge
body 1301 to form a sub-assembly which is then heated
to a temperature above, at, or close to the glass transition
temperature of the material, or materials, comprising the
adjunct 1310. In at least one instance, the sub-assembly
is heated to about 105 degrees Celsius, for example. The
adjunct 1310 is then placed over the cartridge body 1301.
At this point, the adjunct 1310 is unheated, or at room
temperature; however, it is contemplated that the adjunct
1310 could be pre-heated. The adjunct 1310 is then
pushed downwardly onto the cartridge body 1301 and,
as a result, the cartridge body 1301 heats the adjunct
1310 to a temperature which is above, at, or close to the
glass transition temperature of the material, or materials,
comprising the adjunct 1310. In at least one instance,
the adjunct 1310 is a foam comprised of PGA and/or
PLA, for example. Owing to the fact that the foam is heat-
ed to a temperature above, at, or slightly below the glass
transition temperature of the PGA and/or PLA, the foam
can take a new permanent shape around the features of
the cartridge body 1301 and/or the staples positioned
therein. For instance, the cartridge body 1301 can include
projections extending from the deck and, when the ad-
junct 1310 is pushed onto the heated deck projections,
the adjunct 1310 can be permanently deformed around
the deck projections. In such instances, the adjunct 1310
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tightly grips the deck projections until the adjunct 1310
is pushed off the projections by the staples. Similarly, the
adjunct 1310 can permanently deform around and tightly
grip the heated staple legs. In at least one instance, the
diameter of the newly-formed holes can be about 10%
smaller than the diameter of the staple legs, for example.
In any event, the pressure applied to the adjunct 1310
can be removed at any suitable time. In at least one in-
stance, the pressure is applied to the adjunct 1310 until
the temperature of the cartridge body 1301, the staples,
and the adjunct 1310 is well below, or at least below, the
glass transition temperature of the materials comprising
the adjunct 1310. Alternatively, the pressure can be re-
moved when the temperature of the staple cartridge as-
sembly 1300 is at or above the glass transition temper-
ature of the materials comprising the adjunct 1310.
[0142] FIGS. 42-44 depict yet another surgical stapling
assembly 1400. The surgical stapling assembly 1400
comprises an anvil 1460, a staple cartridge assembly
1410, and an implantable adjunct 1430. The staple car-
tridge assembly 1410 comprises a cartridge body com-
prising a plurality of staple cavities 1411, a deck surface
1413, and a slot 1415. The staple cartridge assembly
1410 further comprises a plurality of staples 1420 remov-
ably stored within the staple cavities 1411, and a plurality
of staple drivers 1440 configured to drive the staples 1420
out of the staple cavities 1411 toward the anvil 1460 of
the surgical stapling assembly 1400. The staple cartridge
assembly 1410 also comprises a sled 1450 configured
to convert the linear motion of a firing assembly into ver-
tical motion of the staple drivers 1440 to drive the staples
1420 out of the staple cavities 1411. The sled 1450 com-
prises driver ramps 1451 configured to contact and drive
the staple drivers 1440 toward the anvil 1460 and, in ad-
dition, a release portion 1453 configured to detach the
adjunct 1430 from the deck 1413.
[0143] The release portion 1453 comprises lateral
flanges which extend over a portion of the deck surface
1413. More specifically, the lateral flanges extend over
the deck surface 1413 between the slot 1415 and the
inner rows of staple cavities 1411. The adjunct 1430 com-
prises attachment portions 1431 configured to releasably
hold the adjunct 1430 to the cartridge deck 1413 until the
release portion 1453 of the sled 1450 engages the at-
tachment portions 1431. As the firing assembly progress-
es through the staple cartridge assembly 1410, the re-
lease portion 1453 can act as a plow, for example, con-
figured to plow, cut, incise, and/or slice the attachment
portions 1431 as the release portion 1453 engages the
attachment portions 1431. The attachment portions 1431
are engaged progressively as the firing assembly travers-
es the cartridge body from its proximal end toward its
distal end.
[0144] Turning now to FIG. 45, a staple cartridge as-
sembly 1500 is depicted. The staple cartridge assembly
1500 comprises a cartridge body 1510 comprising a car-
tridge deck 1513, attachment features 1515, deck fea-
tures 1517, and a slot 1519. The staple cartridge assem-

bly 1500 further comprises a plurality of staples 1520 and
an implantable adjunct 1530 releasably held to the car-
tridge deck 1513 by the attachment features 1515. The
deck features 1517 guide the staples 1520 as the staples
1520 are ejected from the staple cartridge 1510. The deck
features 1517 also limit movement of the adjunct 1530
during clamping and/or cutting of the tissue captured by
the surgical instrument employing the staple cartridge
assembly 1500.
[0145] The attachment features 1515 comprise barbs,
for example. Each barb 1515 comprises a sharp tip con-
figured to puncture the adjunct 1530 and a retention
shoulder configured to inhibit the barb 1515 from backing
out of the adjunct 1530. The barbs 1515 can extend from
the deck 1513 at any suitable location. For instance, the
barbs 1515 can be arranged in longitudinal rows on op-
posite sides of the cartridge body 1510. In such instanc-
es, the adjunct 1530 can be held between the longitudinal
rows of barbs 1515. The adjunct 1530 can be held taut,
tensioned, or stretched between the rows of barbs 1515
which can facilitate the transection of the adjunct 1530
by a cutting member of a firing assembly passing through
the longitudinal slot 1519. As the cutting member
transects the adjunct 1530, the tension within the adjunct
1530 is released. Moreover, the transected portions of
the adjunct 1530 may move, or migrate, laterally outward-
ly away from the longitudinal slot 1519 in response to the
release of the tension within the adjunct 1530. Such
movement of the transected adjunct portions may cause
the transected adjunct portions to at least partially detach
from the barbs 1515. In at least one instance, the reten-
tion shoulders of the barbs 1515 face laterally outwardly
such that the lateral outward movement of the adjunct
portions tends to release the adjunct portions from the
barbs 1515.
[0146] As discussed above, an adjunct can be manu-
factured and then assembled to a staple cartridge. Turn-
ing now to FIGS. 46-48, a staple cartridge assembly 1600
comprises a cartridge body 1610 including staple cavities
1611 and a longitudinal slot 1613 defined therein. The
staple cartridge assembly 1600 further comprises an im-
plantable adjunct which is manufactured directly on the
cartridge body 1610. As illustrated in FIG. 46, an implant-
able material 1630 can be dispensed on the deck of the
cartridge body 1610. In some instances, the implantable
material can comprise melt-blown non-woven material,
for example. Such an instance is depicted in FIG. 47, for
example. Electro-spinning can be utilized to melt and
blow a polymeric material onto the cartridge body 1610.
For example, the polymeric material is heated to a tem-
perature which exceeds the glass transition temperature
of the polymeric material, for example. The polymeric
material is part of a solution. In either event, the polymeric
material is flowable and is accelerated toward the car-
tridge body 1610. The polymeric material is accelerated
by a mechanical spinning member, such as a spinneret,
for example, and/or accelerated by applying a voltage
differential between the polymeric material and a target.
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In some instances, the polymeric material is electrically
charged. In at least one instance, the polymeric material
comprises one or more magnetic materials embedded
therein. The target can comprise the cartridge body 1610
and/or a metal plate positioned behind the cartridge body
1610, for example.
[0147] In some instances, the melt-blown non-woven
material extends over the edges of the cartridge body
1610 after it has been dispensed on the cartridge body
1610. Such excess material, referring to FIG. 48, can be
trimmed such that the edges of the material 1630 are
aligned with, or substantially aligned with, the edges of
the cartridge body 1610. Such trimming can occur once
the temperature of the melt-blown non-woven material
has sufficiently cooled.
[0148] Melt-blown non-woven material can be used to
manufacture an implantable adjunct which is not formed
directly on a cartridge body. In at least one such instance,
a polymeric material is heated and blown into a cavity,
or mold, to form an implantable adjunct. After the poly-
meric material has sufficiently cooled, the polymeric ma-
terial can be trimmed to a suitable size. In addition to or
in lieu of the above, a melt-blown non-woven material
can be applied to a cartridge body to adhere an implant-
able adjunct to the cartridge body. In such instances, the
adjunct can be pressed onto the melt-blown non-woven
material while the material is still at least partially melted,
for example.
[0149] Turning now to FIG. 49, a staple cartridge as-
sembly 2000 comprises a cartridge body 2010 and an
implantable layer 2030. The cartridge body 2010 com-
prises a deck 2011 and a plurality of staple cavities 2012
defined in the deck 2011. The layer 2030 is adjacent the
deck 2011 and extends over the staple cavities 2012. A
staple 2020 is removably positioned in each staple cavity
2012. Each staple 2020 is movable from an unfired po-
sition to a fired position by a firing member and/or staple
driver system. As illustrated in FIG. 49, the tips 2021 of
the staples 2020 extend above the deck 2011 and are
partially embedded in the layer 2030 when the staples
2020 are in their unfired position; however, other arrange-
ments are envisioned in which the tips 2021 do not extend
above the deck 2011 and are not embedded in the layer
2030. When the staples 2020 are ejected from the staple
cavities 2012, the staples 2020 capture portions of the
layer 2030 therein and implant the layer 2030 against the
patient tissue T, as illustrated in FIG. 50.
[0150] The layer 2030 is comprised of a plurality of first
fibers and a plurality of second fibers. The first fibers are
comprised of a first material and the second fibers are
comprised of a second material which is different than
the first material. The first material has a first thermal
transition temperature in which the first material changes
states. The second material has a second thermal tran-
sition temperature in which the second material changes
states. In at least one instance, the first material has a
first glass transition temperature and the second material
has a second glass transition temperature which is dif-

ferent than the first glass transition temperature. When
the first material exceeds its glass transition temperature,
the first fibers will contract. Similarly, the second fibers
will contract when the second material exceeds its glass
transition temperature. A contraction of a fiber comprises
a shortening of its longest length. More specifically, a
fiber often comprises a strand which has a curved and/or
twisted shape and, when the strand is heated above its
glass transition temperature, the shape of the strand will
tend to become more curved and/or twisted which short-
ens its longest length even though the overall length of
the strand has not changed. In such instances, the con-
figuration of the fibers will become less organized.
[0151] The first fibers and the second fibers of the layer
2030 can be mixed utilizing any suitable process. In at
least one process, the first fibers and the second fibers
can be interwoven, for example. For instance, the first
fibers can be woven into a mesh and the second fibers
can be interwoven into the mesh. After the fibers have
been suitably mixed, the fibers can be exposed to heat.
The fibers are heated to a temperature above the first
thermal transition temperature but below the second ther-
mal transition temperature. As a result, the first fibers
contract and the second fibers do not contract, or at least
they do not substantially contract. Nonetheless, the con-
traction of the first fibers will constrict the second fibers
and change the overall shape of the layer 2030. More
specifically, the contracting first fibers will pull the edges
of the layer 2030 inwardly. Such inward movement of the
edges can increase the thickness 2031 of the layer 2030.
In certain instances, the layer will become puffy and/or
bunch up. In any event, the heating processes described
herein can allow a layer 2030 to assume a configuration
which can compensate for variations of the tissue thick-
ness captured in the staples.
[0152] The first and second materials of the layer 2030
can comprise any suitable materials. For example, the
first material is a first polymer and the second material
is a second polymer. For instance, the first material is
polydioxanone (PDS) and the second material is polyg-
lycolic acid (PGA), such as VICRYL manufactured by
Ethicon, Inc., for example. The layer 2030 comprises
more of the second material having a higher thermal tran-
sition temperature than the first material having a lower
thermal transition temperature. In at least one example,
the ratio of VICRYL, i.e., the second material, to PDS,
i.e., the first material, is approximately 7:1. In at least one
other example, the ratio ofVICRYL, i.e., the second ma-
terial, to PDS, i.e., the first material, is approximately 5:1.
Other ratios and materials are possible.
[0153] Alternatives are envisioned in which the layer
2030 is heated to a processing temperature such that
the first fibers are heated above their thermal transition
temperature and the second fibers are also heated above
their thermal transition temperature. In at least one such
instance where the first thermal transition temperature is
below the second thermal transition temperature, the first
fibers will contract more than the second fibers.
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[0154] After the layer 2030 has been heated to achieve
its desirable properties as described herein, the layer
2030 is cooled and/or permitted to cool below the first
thermal transition temperature and the second thermal
transition temperature. The layer 2030 is cooled below
the first and second thermal transition temperatures be-
fore being assembled to the cartridge body 2010.
[0155] Alternatively, turning now to FIG. 57, a layer
2330 of a staple cartridge assembly 2300 is heated to a
temperature that is above at least one of the first thermal
transition temperature and the second thermal transition
temperature and then positioned and/or pressed against
a cartridge body 2310 of the cartridge assembly 2300.
The layer 2330 is then cooled and/or permitted to cool.
[0156] The cartridge body 2310 comprises a deck 2311
and staple cavities 2312 defined in the deck 2311. The
cartridge body 2310 further comprises posts 2315 ex-
tending upwardly from the deck 2311. When the heated
layer 2330 is pressed against the deck 2311, the layer
2330 can conform to the features of the cartridge body
2310. For instance, portions of the layer 2330 can be
wedged into the staple cavities 2312 and can assume
the shape of the staple cavities 2312 to form projections
2332. Similarly, portions of the layer 2330 can form
around the posts 2315 and assume the shape of the posts
2315 to form apertures 2335. Also, similarly, portions of
the layer 2330 can be wedged into a longitudinal knife
slot 2314 of the cartridge body 2310 to form tabs 2334.
[0157] The initial alignment between the heated layer
2330 and the cartridge body 2310 will determine how the
features are formed on the bottom of the layer 2330. The
cartridge body 2310 comprises one or more datums
which can assist in the proper alignment between the
layer 2330 and the cartridge body 2310. The cartridge
body 2310 comprises alignment stops 2318 extending
upwardly from the proximal end of the cartridge body
2310 which can be utilized to align the proximal end 2338
of the layer 2330 with the proximal end of the cartridge
body 2310.
[0158] Turning now to FIG. 52, a first fiber 2231 and a
second fiber 2232 are intertwined or interwoven. When
the fibers 2231 and 2232 are exposed to heat, Q, the first
fiber 2231 becomes less disorganized and begins to con-
tract along its longest dimension, as illustrated in FIG.
52. As also illustrated in FIG. 52, the first fiber 2231 con-
tracts relative to the second fiber 2232. While the first
fiber 2231 contracts in its longest dimension, referring to
FIG. 53, the first fiber 2231 expands in a lateral direction.
As a result, the assembly of fibers 2231, 2232 can be-
come resilient and can change shape under load.
[0159] The arrangement of the fibers 2231 and 2232
within a layer can be random. In certain instances, the
arrangement of the fibers 2231 and 2232 within a layer
can be at least partially organized. Turning now to FIG.
55, a layer 2230 comprises a mesh of second fibers 2232.
The second fibers 2232 are attached, or interwoven, to
one another at nodes 2235; however, the second fibers
2232 my not be attached to each other. The second fibers

2232 are arranged in a lattice, or network, which extends
along longitudinal axes 2233 and lateral axes 2234. The
axes 2233 and 2234 are orthogonal, or substantially or-
thogonal, to each other; however, other arrangements
are envisioned in which the lattice of second fibers 2232
is not arranged along an organized array of axes. The
first fibers 2231 are interwoven into the mesh of the sec-
ond fibers 2232. When the layer 2230 is exposed to a
temperature which exceeds the first thermal transition
temperature of the first material, the first fibers 2231 con-
tract, as illustrated in FIG. 56. As a result, the layer 2230
assumes a laterally expanded configuration, referenced
as layer 2230’.
[0160] Turning now to FIG. 51, a layer assembly 2130
comprises a first layer 2131, a second layer 2132, and a
third layer 2133. The first layer 2131 comprises a plurality
of first fibers 2134 interwoven with a plurality of second
fibers 2135. Similarly, the third layer 2133 comprises a
plurality of first fibers 2134 interwoven with a plurality of
second fibers 2135. Similar to the above, the first fibers
2134 are comprised of a first material having a first ther-
mal transition temperature and the second fibers 2135
are comprised of a second material having a second ther-
mal transition temperature which is different than the first
thermal transition temperature. The second layer 2132
is positioned intermediate the first layer 2131 and the
third layer 2133. The second layer 2132 is comprised of
a film; however, any suitable material could be utilized.
The first layer 2131 and the third layer 2133 can be at-
tached to the second layer 2132 utilizing one or more
adhesives, for example. The second layer 2132 sepa-
rates the first layer 2131 from the third layer 2133. In
some instances, the second layer 2132 can permit the
first layer 2131 and the third layer 2133 to be constricted
independently of one another.
[0161] In some instances, portions of a layer can be
removed and/or modified utilizing any suitable process.
Referring again to FIG. 57, one or more longitudinal slits
2337 can be created in the layer 2330 utilizing a laser
cutting process, for example. Bridges 2336 are defined
intermediate the slits 2337 and hold the two lateral halves
of the layer 2330 together.
[0162] Turning now to FIG. 58, an end effector assem-
bly 2400 comprises a staple cartridge body 2410 and an
anvil 2490. The cartridge body 2410 comprises a deck
2411, a longitudinal knife slot 2414, and longitudinal rows
of staple cavities defined on opposite sides of the slot
2414. More particularly, a first longitudinal row of staple
cavities 2412a is disposed on each side of the longitudi-
nal slot 2414, a second longitudinal row of staple cavities
2412b is disposed laterally relative to each first row of
staple cavities 2412a, and a third longitudinal row of sta-
ple cavities 2412c is disposed laterally relative to each
second row of staple cavities 2412b. A first staple 2020a
is removably stored in each first staple cavity 2412a, a
second staple 2020b is removably stored in each second
staple cavity 2412b, and a third staple 2020c is removably
stored in each third staple cavity 2412c.
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[0163] the first staples 2020a each have a first un-
formed height, the second staples 2020b each have a
second unformed height, and the third staples 2020c
each have a third unformed height. The first unformed
height is shorter than the second unformed height and
the second unformed height is shorter than the third un-
formed height. Other arrangements are envisioned in
which the firs staples 2020a, the second staples 2020b,
and/or the third staples 2020c have the same unformed
height. Reference is made to U.S. Patent No. 8,317,070,
entitled SURGICAL STAPLING DEVICES THAT PRO-
DUCE FORMED STAPLES HAVING DIFFERENT
LENGTHS, which issued on November 27, 2012. The
anvil 2490 comprises a first longitudinal row of forming
pockets 2492a aligned with the staple cavities 2412a, a
second longitudinal row of forming pockets 2492b
aligned with the staple cavities 2412b, and a third longi-
tudinal row of forming pockets 2492c aligned with the
staple cavities 2412c. The staples 2020a, 2020b, and
2020c are ejected from the staple cavities 2412a, 2412b,
and 2412c by a plurality of staple drivers positioned in
the cartridge body 2410 which lift the staples 2020a,
2020b, and 2020c into contact with the forming pockets
2492a, 2492b, and 2492c, respectively.
[0164] The staple drivers positioned in the cartridge
body 2410 and the forming pockets 2492a, 2492b, and
2492c of the anvil 2490 are configured to deform the sta-
ples 2020a, 2020b, and 2020c to different formed
heights. More specifically, the first staples 2020a are de-
formed to a first formed height, the second staples 2020b
are deformed to a second formed height which is taller
than the first formed height, and the third staples 2020c
are deformed to a third formed height which is taller than
the second formed height. FIG. 59 illustrates such an
arrangement. Other arrangements are envisioned in
which the third formed height is the same as the second
formed height.
[0165] Referring again to FIG. 58, the deck 2411 of the
cartridge body 2410 comprises a sloped support surface.
The portion of the deck 2411 extending along the first
longitudinal row of staple cavities 2412a is higher than
the portion of the deck 2411 extending along the second
longitudinal row of staple cavities 2412b. Similarly, the
portion of the deck 2411 extending along the second lon-
gitudinal row of staple cavities 2412b is higher than the
portion of the deck 2411 extending along the third longi-
tudinal row of staple cavities 2412c. The deck 2411 com-
prises an arcuate surface. In some instances, the sloped
support surface of the deck 2411 can include discrete
stepped surfaces. For instance, the deck 2411 can in-
clude a first longitudinal step which extends along the
first row of staple cavities 2412a, a second longitudinal
step which extends along the second row of staple cav-
ities 2412b, and/or a third longitudinal step which extends
along the third row of staple cavities 2412c. The deck
2411 can further include sloped surfaces intermediate
the first step and the second step and/or intermediate
the second step and the third step.

[0166] The anvil 2490 includes a stepped tissue com-
pression surface. For instance, the third longitudinal rows
of forming pockets 2492c are defined in longitudinal
steps. Alternatively, the anvil 2490 comprises a flat tissue
compression surface. In either event, tissue positioned
between the cartridge body 2410 and the anvil 2490 is
compressed to a suitable pressure therebetween when
the end effector 2400 is in a clamped configuration, as
illustrated in FIG. 58. Such tissue compression, however,
is not uniform within the end effector 2400. For instance,
the tissue adjacent the first row of staple cavities 2412a
is compressed to a first pressure, the tissue adjacent the
second row of staple cavities 2412b is compressed to a
second pressure which is less than the first pressure,
and the tissue adjacent the third row of staple cavities is
compressed to a third pressure which is less than the
second pressure. Other arrangements are contemplat-
ed.
[0167] The end effector 2400 further comprises im-
plantable layers 2430 positioned over the deck 2411. For
instance, a first layer 2430 is positioned on a first side of
the longitudinal slot 2414 and a second layer 2430 is
positioned on a second side of the longitudinal slot 2414.
The layers 2430 define a longitudinal slot therebetween
which is aligned, or at least substantially aligned, with
the slot 2414 defined in the cartridge body 2410 and a
longitudinal slot 2494 defined in the anvil 2490. The car-
tridge slot 2414, the layer slot, and the anvil slot 2494
are configured to permit a firing member to move longi-
tudinally through the end effector 2400. Alternatively, a
layer positioned on the deck 2411 does not comprise a
layer slot and a cutting portion of the firing member
transects the layer as the firing member is moved distally.
[0168] The implantable layers described herein can be
comprised of fibers which are interwoven together. Fibers
3000, for example, are illustrated in FIGS. 60 and 61.
Each fiber 3000 comprises a strand which has been plas-
tically deformed and includes one or more kinks defined
therein. An implantable layer, such as layer 3030 illus-
trated in FIG. 63, for example, that comprises fibers 3000
is resilient and can compensate for variations in tissue
thickness captured within staples 3020. The fibers 3000
are woven together to form an implantable layer which
can act as a collective spring. Moreover, the fibers 3000
of the layer 3030 are soft as a result of their kinked con-
figuration and are less likely to abrade tissue T as com-
pared to previous implantable layers that do not include
the fibers 3000, such as the layer 3130 depicted in FIG.
62, for example.
[0169] The fibers 3000 can be manufactured in any
suitable manner. In some instances, a manufacturing
process can utilize any suitable means for mechanically
and/or thermally creating kinks in the fibers 3000 and/or
otherwise plastically deforming the fibers 3000. Turning
now to FIG. 65, a heated die can be utilized to plastically
deform a strand 3000’ to form a continuous fiber 3000.
The heated die comprises first and second sides 3050
wherein at least one of the sides is movable relative to
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the other side between an open position and a closed
position. FIG. 65 illustrates the heated die in an open
configuration. When the die is in its open configuration,
a portion of the unformed strand 3000’ is positioned in
the die between the open sides 3050. In at least one
instance, the manufacturing process includes a spool
3060 configured to pull the strand 3000’ into the die. Each
side 3050 of the die includes a heated surface 3051. The
heated surfaces 3051 include a plurality of projections
which are configured to contact the strand 3000’ and,
through mechanical pressure and/or heating, plastically
deform the strand 3000’. At such point, the continuous
strand 3000’ becomes a continuous fiber 3000 which is
wrapped around the spool 3060. The continuous fiber
3000 can be transected during a subsequent step in the
manufacturing process, if desired.
[0170] Turning now to FIG. 66, a manufacturing proc-
ess includes one or more rotatable dies 3350. Each die
3350 is rotatable about an axis 3352 and includes a plu-
rality of teeth 3351 extending around the die 3350. The
teeth 3351 of the rotatable dies 3350 are intermeshed
and deform the continuous strand 3000’ into the contin-
uous fiber 3000 when the strand 3000’ passes through
the intermeshed teeth 3351. Similar to the above, the
dies 3350 are heated and apply heat (Q) to the strand
3000’. Turning now to FIG. 67, a manufacturing process
includes a rotatable die 3450. The die 3450 is rotatable
about an axis 3452 and includes teeth 3451 extending
therefrom. A continuous strand 3000’ is wrapped around
the perimeter of the die 3450 and is engaged with the
teeth 3451. The teeth 3451 are heated and, when the
teeth 3451 contact the strand 3000’, the strand 3000’
becomes a continuous kinked fiber 3000. A tensile force
can be applied to the fiber 3000 to pull the fiber 3000
around the die 3450.
[0171] In addition to or in lieu of the above, the fibers
3000 can be deformed, or kinked, in any suitable manner.
In some instances, air texturing and/or any other suitable
form of texturing could be used, for example. Moreover,
the intervals between the deformations, or kinks, in the
fibers 3000 can be utilized to control the properties of the
fibers 3000. Fibers 3000 having shorter intervals be-
tween the deformations, or kinks, will be less stiff than
fibers 3000 having longer intervals between the defor-
mations, or kinks. Regardless of the manner of deforma-
tion used to deform the fibers 3000, the fibers 3000 can
comprise any suitable cross-section. In at least one in-
stance, the strands 3000’ can comprise a circular, or an
at least substantially circular, cross-section which is at
least partially flattened after the strands 3000’ have been
deformed, or kinked to form the fibers 3000. In some
instances, the fibers 3000 have an oblate cross-section
where they have been deformed, for example.
[0172] The fibers 3000 can undergo a deformation, or
kinking process, during one or more steps of a manufac-
turing process to form an implantable layer. In at least
one process, the fibers 3000 are deformed, or kinked,
before they are weaved together in a preliminary weaving

process. Such a deformation process can utilize pressure
and/or heat, for example. Alternatively, the fibers do not
undergo a deformation process before the preliminary
weaving process. In either event, once the fibers 3000
have been woven together, they are unwoven. The proc-
ess of weaving and then unweaving the fibers 3000 de-
forms, or kinks, the fibers 3000. After the fibers 3000
have been unwoven, they may or may not undergo a
deformation, or kinking, process. Such a deformation
process can utilize pressure and/or heat, for example.
After the fibers 3000 have undergone a suitable number
of pre-kinking processes, the fibers 3000 are then re-
woven into an implantable layer.
[0173] In some instances, only the pre-kinked fibers
3000 are utilized to weave an implantable layer while, in
other instances, the pre-kinked fibers 3000 are mixed
with other fibers, such as unkinked fibers, for example.
In at least one instance, a woven implantable layer com-
prises a first group of pre-kinked fibers 3000 comprised
of a material and a second group of unkinked fibers com-
prised of the same material. In another instance, a woven
implantable layer comprises a first group of pre-kinked
fibers 3000 comprised of a first material and a second
group of unkinked fibers comprised of a second material
which is different than the first material. In yet another
instance, a woven implantable layer comprises a first
group of pre-kinked fibers 3000 which are kinked at a
first interval and a second group of pre-kinked fibers
which are kinked at a second interval which is different
than the first interval. Implantable layers comprised of a
first group of fibers having a higher stiffness interwoven
with a second group of fibers having a higher stiffness,
such as those described herein, for example, can provide
the implantable layer with a desired modulus of elasticity.
[0174] The deformed, or kinked, fibers described here-
in can be woven into an implantable layer in any suitable
manner. In some instances, an implantable layer can be
woven such that it does not comprise seams. Turning
now to FIG. 68, an implantable layer 3530 can be woven,
or knitted, such that it comprises seams. The implantable
layer 3530 comprises a top surface 3531, a bottom sur-
face 3532, and interwoven fibers which are connected
to each other along lateral seams 3533, longitudinal
seams 3534, and internal seams 3535. Referring to FIG.
69, the layer 3530 is comprised of fibers 3000 and, in
addition, fibers 3500. Referring to FIG. 70, the fibers 3000
and 3500 are interwoven to form the seams 3533, 3534,
and 3535.
[0175] The seams 3533, 3534, and 3535 can be inter-
woven at a desired density to achieve a desired result.
For instance, the density of the longitudinal seams 3534
is higher on the lateral sides of the layer 3530 than in the
middle of the layer 3530. The middle of the layer 3530 is
aligned with a cutting member of the stapling instrument
when the layer 3530 is positioned on a staple cartridge
and inserted into the stapling instrument. Owing to the
lower density in the middle of the layer 3530 being aligned
with the cutting member, the layer 3530 can be more
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easily transected by the cutting member while permitting
the layer 3530 to have a different density in the regions
which are captured by the staples. Also, for instance, the
density of the lateral seams 3533 is higher in the middle
of the layer 3530 than at the proximal and distal ends of
the layer 3530. Owing to the lower density at the proximal
end of the layer 3530, the cutting member can more easily
begin its transection of the layer 3530. Similarly, the lower
density at the distal end of the layer 3530 can assist the
cutting member in finishing its cut as the cutting member
slows down at the end of its stroke.
[0176] A layer 3230 is illustrated in FIG. 64. The layer
3230 comprises a top portion 3231, a bottom portion
3232, and an intermediate portion 3233 connecting the
top portion 3231 and the bottom portion 3232. The inter-
mediate portion 3233 spaces and positions the top por-
tion 3231 relative to the bottom portion 3232. The portions
3231, 3232, and 3233 are comprised of kinked fibers
3000. The fibers 3000 are organized, or weaved, into
lateral seams 3233 and longitudinal seams 3234. The
density of the longitudinal seams 3234 is higher in the
medial portion of the layer 3230 as compared to the lat-
eral portions of the layer 3230.
[0177] Turning now to FIGS. 71 and 72, a staple car-
tridge 3600 includes a cartridge body 3610 and an im-
plantable layer 3630. The cartridge body 3610 comprises
a deck 3611 configured to support the layer 3630. The
layer 3630 comprises a top surface 3631, a bottom sur-
face 3632, and is comprised of fibers 3633. The density
3634 of the fibers 3633 is higher in the middle of the layer
3630 than the lateral sides of the layer 3630. In fact, the
higher density 3634 of the fibers 3633 is aligned with a
longitudinal slot 3614 defined in the cartridge body 3610
which is configured to receive a cutting portion of the
firing member. The higher density 3634 of the fibers 3633
in the middle of the layer 3630 can reduce buckling or
movement of the layer 3630 relative to the cartridge body
3610.
[0178] Turning now to FIG. 73, an implantable layer
3730 comprises a top surface 3731, a bottom surface
3732, and a body comprised of interwoven fibers. The
fibers are interwoven into lateral seams 3733 and longi-
tudinal seams 3734. The fibers are interconnected to one
another at weave points 3735. The weave points 3735
connect fibers that extend laterally and/or longitudinally
within the implantable layer 3730. The weave points 3735
can connect the fibers within a lateral seam 3733. The
weave points 3735 can connect fibers within a longitudi-
nal seam 3734. The weave points 3735 can connect the
lateral seams 3733 with the longitudinal seams 3734.
The density of the weave points 3735 in the implantable
layer 3730 can control the resiliency or elasticity of the
implantable layer 3730. The portions of the layer 3730
having a higher weave point density may be less resilient
than the portions of the layer 3730 having a lower weave
point density. With regard to FIG. 73, the lateral portions
of the layer 3730 have a high weave point density while
the medial portion of the layer 3730 has a low weave

point density; however, any suitable arrangement of
weave point densities could be utilized.
[0179] Turning now to FIG. 74, an implantable layer
3830 comprises a top surface 3831, a bottom surface
3832, and a body comprised of interwoven fibers. The
fibers are interwoven into lateral seams 3833 and longi-
tudinal seams 3834. The fibers are interconnected to one
another at weave points 3835. The weave points 3835
connect fibers that extend laterally and/or longitudinally
within the implantable layer 3830. The weave points 3835
can connect the fibers within a lateral seam 3833. The
weave points 3835 can connect fibers within a longitudi-
nal seam 3834. The weave points 3835 can connect the
lateral seams 3833 with the longitudinal seams 3834.
[0180] In some instances, the fibers that are interwo-
ven into an implantable layer can have the same diameter
and/or length. In other instances, the fibers can have dif-
ferent diameters and/or lengths. Referring again to FIG.
74, certain fibers of the implantable layer 3830 have a
first diameter, or thickness, and other fibers have a sec-
ond diameter, or thickness, which is larger than the first
diameter. The thinner fibers are in the center of the im-
plantable layer 3830 and the thicker fibers are in the lat-
eral sides of the implantable layer 3830. When the cutting
member of the surgical stapling instrument passes
through the center of the implantable layer 3830, the thin-
ner fibers can facilitate the cutting of the implantable layer
3830. Alternatively, the thicker fibers are in the center of
the implantable layer 3830 which can inhibit the layer
3830 from buckling.
[0181] Turning now to FIGS. 75 and 76, an implantable
adjunct 4030 comprises a plurality of layers. The adjunct
4030 comprises a first outside layer 4031 and a second
outside layer 4035. The first outside layer 4031 is com-
prised of interwoven fibers. Similarly, the second outside
layer 4035 is comprised of interwoven fibers. The fibers
of the outside layers 4031, 4035 can be comprised of
any suitable material, such as VICRYL and/or any of the
materials described in the present application, for exam-
ple. The adjunct 4030 further comprises a middle, or in-
termediate, layer 4033. The middle layer 4033 is also
comprised of interwoven fibers. The middle layer 4033
can be comprised of the same materials as the outside
layers 4031, 4035 and/or different materials.
[0182] Referring again to FIGS. 75 and 76, the adjunct
4030 further comprises a first bonding layer 4032 and a
second bonding layer 4034. The first bonding layer 4032
is positioned intermediate the first outside layer 4031 and
the middle layer 4033. The second bonding layer 4034
is positioned intermediate the second outside layer 4035
and the middle layer 4033. The first bonding layer 4032
is comprised of a material that has a lower melt temper-
ature than the materials comprising the layers 4031,
4033, and 4035. Similarly, the second bonding layer 4034
is comprised of a material that has a lower melt temper-
ature than the materials comprising the layers 4031,
4033, and 4035.
[0183] The layers 4031, 4032, 4033, 4034, and 4035
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of the adjunct 4030 are stacked in the manner depicted
in FIG. 75. The adjunct 4030 is then heated. The adjunct
4030 is heated such that the temperature of the bonding
layers 4032 and 4034 equals or exceeds the melt tem-
perature of the material comprising the bonding layers
4032 and 4034. When the bonding layers 4032 and 4034
are comprised of the same material, the bonding layers
4032 and 4034 will melt at the same temperature. This
temperature can be referred to as the threshold melt tem-
perature. When the first bonding layer 4032 is comprised
of a first material having a first melt temperature and the
second bonding layer 4034 is comprised of a second
material having a second, or different, melt temperature,
one of the layers 4032, 4034 will begin to melt before the
other. In such instances, the threshold melt temperature
comprises the higher of the first and second melt tem-
peratures.
[0184] As the bonding layers 4032, 4034 are melting,
the melted material penetrates the first outside layer
4031, the middle layer 4033, and/or the second layer
4035. The amount in which the melted layers 4032, 4034
penetrate into the layers 4031, 4033, 4035 can be de-
pendent on several factors. For example, the layers
4031, 4033, and/or 4035 can be comprised of interwoven
fibers and the amount in which the melted layers 4032,
4034 penetrate the fiber weaves can depend on the open-
ness of the fiber weaves. For instance, the melted layers
4032, 4034 can penetrate deeper into a more open, or
looser, weave than a more closed, or tighter, weave. Stat-
ed another way, the melted layers 4032, 4034 may not
penetrate extensively into a tightly knit weave. The first
outside layer 4031 and the second outside layer 4035
have the same, or at least substantially the same, weave
density. Alternatively, the first outside layer 4031 and the
second outside layer 4035 have different weave densi-
ties. Turning now to FIG. 77, the second outside layer
4035" of an alternative adjunct 4030" has a tighter weave
than the first outside layer 4031". The first bonding layer
4032" may penetrate deeper, or more extensively, into
the first outside layer 4031" than the second bonding lay-
er 4034" may penetrate into the second outside layer
4035".
[0185] Referring again to FIG. 75, the middle layer
4033 of the adjunct layer 4030 comprises apertures 4036
defined therein. The apertures 4036 comprise through
holes. The melted bonding layers 4032, 4034 can enter
into the apertures 4036 to improve, or increase, the bond
between the bonding layers 4032, 4034 and the middle
layer 4033. Alternatively, the apertures 4036 may not ex-
tend entirely through the middle layer 4033. That said,
such apertures 4036 may be sufficiently deep to receive
a sufficient quantity of melted material to form an ade-
quate bond with the bonding layers 4032, 4034. The first
outside layer 4031 and/or the second outside layer 4035
may include apertures defined therein to improve, or in-
crease, their bond with the first bonding layer 4032 and
the second bonding layer 4034, respectively.
[0186] As discussed above, the adjunct 4030 is heated

to melt, or at least partially melt, the bonding layers 4032,
4034. As also discussed above, the melted portions of
the bonding layer 4032, 4034 flow into the layers 4031,
4033, and/or 4035. After the adjunct has been sufficiently
heated, the adjunct 4030 is cooled and/or is permitted to
cool. The adjunct 4030 can be placed in a refrigeration
unit, set out in the open air, and/or exposed to a flow of
air, for example. When the adjunct 4030 cools below the
threshold melt temperature, the melted bonding layers
4032, 4034 can begin to solidify, thereby locking the lay-
ers 4031, 4032, 4033, 4034, and 4035 together. In some
instances, the melted bonding layers 4032 and 4034 can
assume a mechanically interlocked configuration with the
layers 4031, 4033, and 4035, as illustrated in FIG. 76.
[0187] The layers 4031, 4033, and 4035 of the adjunct
4030 are comprised of materials having a melt temper-
ature which is greater than the threshold melt tempera-
ture of the bonding layers 4032 and 4034. Moreover, the
layers 4031, 4033, and 4035 are comprised of materials
having a melt temperature which is greater than the high-
est processing temperature in which the adjunct 4030 is
exposed to. As a result, the layers 4031, 4033, and 4035
will not melt while the bonding layers 4032 and 4034 are
being melted. In at least one instance, the layers 4031,
4033, and 4035 are comprised of VICRYL, for example,
and the bonding layers 4032 and 4034 are comprised of
PDS, for example. In at least one such instance, the
bonding layers 4032 and 4034 are comprised of a PDS
film, for example.
[0188] Each bonding layer 4032, 4034 can be com-
prised of two or more materials. In certain instances, each
material comprising the bonding layers 4032, 4034 has
a melt temperature which is equal to or below the maxi-
mum processing temperature of the adjunct 4030. In oth-
er instances, some of the materials comprising the bond-
ing layers 4032, 4034 have a melt temperature equal to
or below the maximum processing temperature while oth-
ers have a melt temperature above the maximum
processing temperature. Thus, some portions of the lay-
ers 4032 and 4034 will melt and penetrate the adjacent
layers 4032, 4033, and 4035 while other portions of the
layers 4032 and 4034 will maintain their structural integ-
rity.
[0189] Each layer 4031, 4033, and 4035 can be com-
prised of two or more materials. In certain instances, each
material comprising the layers 4031, 4033, 4035 has a
melt temperature which is above the maximum process-
ing temperature of the adjunct 4030. In other instances,
some of the materials comprising the layers 4031, 4033,
4035 have a melt temperature above the maximum
processing temperature while others have a melt tem-
perature equal to or below the maximum processing tem-
perature. Thus, some portions of the layers 4031, 4033,
4035 will melt and mix with the melted portions of the
adjacent bonding layers 4032, 4034 thereby improving
the bond between the layers 4031, 4032, 4033, 4034,
and 4035 once the temperature of the adjunct 4030 has
cooled below the melt temperature of each of the mate-
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rials comprising the adjunct 4030.
[0190] The adjunct 4030 is not pressed when it is ex-
posed to heat. The melted materials of the adjunct 4030
flow in response to the natural forces, such as gravita-
tional and/or capillary forces, for example, acting on the
melted materials; however, the adjunct 4030 could be
pressed when it is exposed to heat. Such pressure can
improve the flow of the melted materials within the adjunct
4030 and improve the bond between the layers 4031,
4032, 4033, 4034, and 4035. The pressure can be re-
moved from the adjunct 4030 while the melted portions
are still flowable. Alternatively, the pressure can be re-
moved after the melted portions have re-solidified.
[0191] The adjunct 4030 comprises five layers; how-
ever, an adjunct employing the principles disclosed here-
in may comprise any suitable number of layers. For ex-
ample, an adjunct can comprise three layers including
the first outer layer 4031, the second outer layer 4035,
and a bonding layer positioned intermediate the first outer
layer 4031 and the second outer layer 4035.
[0192] Alternatively, an adjunct may not utilize a bond-
ing layer. For example, an adjunct can utilize the first
outer layer 4031 and the second outer layer 4035 wherein
one or both of the layers 4031, 4035 is comprised of a
material which is melted to flow and directly bond the
layers 4031, 4035 together. Similarly, an adjunct can uti-
lize the outer layers 4031, 4035 and the middle layer
4033 positioned intermediate the outer layers 4031, 4035
wherein one or more of the layers 4031, 4033, 4035 is
comprised of a material which is melted to flow and di-
rectly bond the layers 4031, 4035 to the middle layer
4033.
[0193] As discussed above, the layers 4031, 4033, and
4035 of adjunct 4030 are comprised of interwoven fibers.
In certain instances, the layers 4031, 4033, and 4035
can have the same, or at least substantially the same,
weave density. In other instances, at least one of the
layers 4031, 4033, and 4035 can have a weave density
which is different than the other layers. Referring again
to FIG. 77, the adjunct 4030" comprises a first outer layer
4031", a first bonding layer 4032", a spacer layer 4033",
a second bonding layer 4034", and a second outer layer
4035". The weave density of the second outer layer
4035" is greater than the weave density of the first outer
layer 4031". Similarly, the weave density of the first outer
layer 4031" is greater than the weave density of the spac-
er layer 4033".
[0194] As discussed above, the bonding layers 4032
and 4034 of the adjunct 4030, when melted, can pene-
trate the adjacent layers 4031, 4033, and 4035. The pen-
etration of the bonding layers 4032 and 4034 into the
layers 4031, 4033, and 4035 can change the stiffness of
the layers 4031, 4033, and 4035. More specifically, the
penetration of the bonding layers 4032, 4034 into the
layers 4031, 4033, 4035 can increase the stiffness of the
layers 4031, 4033, 4035, depending on the degree in
which the bonding layers 4032, 4034 penetrate the layers
4031, 4033, 4035. In some instances, the bonding layers

4032, 4034 can strengthen, fixate, and/or support the
fibers of the adjacent layers 4031, 4033, 4035.
[0195] The weave densities of the layers 4031, 4033,
and/or 4035 can be selected so as to control the pene-
tration of the layers 4032, 4034 therein. Referring now
to FIGS. 91 and 92, an adjunct 4730 comprises a first
outer layer 4731, an intermediate layer 4733, a first bond-
ing layer 4732 positioned intermediate the first outer layer
4731 and the intermediate layer 4733, a second outer
layer 4735, and a second bonding layer 4734 positioned
intermediate the second outer layer 4735 and the inter-
mediate layer 4733. Certain portions of the intermediate
layer 4733 have a low, or loose, weave density while
other portions of the intermediate layer 4733 have a high,
or tight, weave density. When the adjunct 4730 is heated
to a temperature that at least equals the melt temperature
of the first bonding layer 4732, the first bonding layer
4732 penetrates deeper into the portions of the interme-
diate layer 4733 having a loose weave density than the
portions of the intermediate layer 4733 having a tight
weave density. In addition to or in lieu of the above, the
weave densities of the first outside layer 4731 and/or the
second outside layer 4735 can be adapted to control the
penetration of the bonding layers 4732 and 4734 into the
outside layers 4731 and 4735, respectively.
[0196] Referring again to FIG. 75, the density, size,
and/or depth of the apertures 4036 can be selected to
control the depth in which the layers 4032 and 4034 pen-
etrate into the spacer layer 4033. As a result of the above,
the stiffness of the adjunct 4030 can be controlled. For
instance, the adjunct 4030 can comprise a longitudinal
path defined therein which has a lower stiffness than the
other portions of the adjunct 4030. In such instances, a
knife transecting the adjunct 4030 can transect the ad-
junct 4030 along a path having a low stiffness. In at least
one instance, the proximal and distal ends of the adjunct
4030 can have a lower stiffness than the other portions
of the adjunct 4030. In such instances, the adjunct 4030
may provide less resistance to the cutting and stapling
thereof at the beginning and the end of the firing stroke.
[0197] Alternatively, an adjunct can comprise a bond-
ing layer which does not penetrate, or at least substan-
tially penetrate, the adjacent layers of the adjunct. In such
cases, the bonding layer can join adjacent layers without
substantially affecting the stiffness of the adjacent layers.
Turning now to FIG. 90, an adjunct 4630 comprises a
bonding layer 4632 which holds a first outer layer 4631
and an intermediate layer 4633 together without pene-
trating the first outer layer 4631 and/or the intermediate
layer 4633. Similarly, the adjunct 4630 comprises a bond-
ing layer 4634 which holds a second outer layer 4635
and the intermediate layer 4633 together without pene-
trating the second outer layer 4635 and/or the interme-
diate layer 4633.
[0198] As described above, an adjunct can comprise
a bonding layer positioned intermediate first and second
outer layers. Turning now to FIGS. 80 and 81, an adjunct
4230 comprises a first outer layer 4231, a second outer
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layer 4235, and an intermediate layer 4233 positioned
intermediate the first outer layer 4231 and the second
outer layer 4235. The outer layers 4231 and 4235 are
comprised of one or more materials having a lower melt
temperature than the melt temperature of the materials
comprising the intermediate layer 4233. As a result, the
melt temperatures of the outside layers 4231 and 4235
define the threshold melt temperature of the adjunct
4230. The adjunct 4230 is exposed to a processing tem-
perature which at least partially melts the outside layers
4231 and 4235 but does not melt the intermediate layer
4233.
[0199] In addition to or in lieu of the above, one or more
layers of an implantable adjunct can include relief, or
stretch, joints. Moreover, one or more layers of an im-
plantable adjunct can include relief, or stretch, slots de-
fined therein. Turning now to FIG. 78, an implantable
adjunct 4130 comprises a first outside layer 4131, a sec-
ond outside layer 4135, and a bonding layer 4133 posi-
tioned intermediate the first outside layer 4131 and the
second outside layer 4135. Turning now to FIGS. 79 and
82, the first outside layer 4131 comprises relief joints
4137 which extend laterally through the layer 4131. As
illustrated in FIG. 83, the lateral relief joints 4137 de-
crease the longitudinal stiffness of the layer 4131, and
the adjunct 4130, and facilitate the longitudinal expansion
of the layer 4131, and the adjunct 4130. The relief joints
4137 have the same length; however, alternatives are
envisioned in which one or more of the relief joints 4137
have lengths which are different than the lengths of the
other relief joints 4137.
[0200] Referring again to FIG. 79, the second outside
layer 4135 comprises relief joints 4136 which extend lon-
gitudinally through the layer 4135. The longitudinal joints
4136 extend between a proximal end and a distal end of
the adjunct 4130. The longitudinal relief joints 4136 de-
crease the lateral stiffness of the layer 4131, and the
adjunct 4130, and facilitate the lateral expansion of the
layer 4131, and the adjunct 4130. The relief joints 4136
have the same length; however, alternatives are envi-
sioned in which one or more relief joints 4136 have
lengths which are different than the lengths of the other
relief joints 4136.
[0201] Referring to FIGS. 79 and 84, the bonding layer
4133 comprises an array of slits 4138 defined therein.
The slits 4138 are arranged in longitudinal rows which
extend along longitudinal axes. Each slit 4138 comprises
an elongate configuration wherein the longest dimension
of each slit 4138 is aligned with an axis of a longitudinal
row. As illustrated in FIG. 85, the slits 4138 facilitate the
longitudinal and/or lateral expansion of the layer 4133
and the adjunct 4130. The slits 4138 have the same con-
figuration; however, alternatives are envisioned in which
one or more slits 4138 have configurations which are
different than the configurations of the other slits 4138.
In some instances, any suitable layer of an adjunct can
include the slits 4138.
[0202] Turning now to FIG. 86, a layer 4233 of an ad-

junct comprises apertures 4238 defined therein which
are configured to facilitate the longitudinal and/or lateral
stretch of the layer 4233. Each aperture 4238 comprises
a diamond configuration. The apertures 4238 defined in
one row are offset laterally and longitudinally with respect
to the apertures 4238 defined in an adjacent row. Turning
now to FIG. 87, a layer 4333 of an adjunct comprises
apertures 4338 defined therein which are configured to
facilitate the longitudinal and/or lateral stretch of the layer
4333. Each aperture 4338 comprises a circular configu-
ration. The apertures 4338 defined in one row are aligned
with the apertures 4338 defined in an adjacent row. Turn-
ing now to FIG. 88, a layer 4433 of an adjunct comprises
apertures 4438 defined therein which are configured to
facilitate the longitudinal and/or lateral stretch of the layer
4433. Each aperture 4438 comprises a zig-zag slit that
extends laterally and longitudinally. The apertures 4438
in one row are offset laterally and longitudinally with re-
spect to the apertures 4438 in an adjacent row.
[0203] The apertures described herein can be created
in a layer utilizing any suitable process. Turning now to
FIG. 89A, a layer 4533 of an adjunct 4530 comprises a
plurality of apertures 4538’ defined therein. The aper-
tures 4538’ are burned in the layer 4533 utilizing a laser
4539’. Turning now to FIG. 89B, a rotatable die 4539" is
utilized to punch apertures 4538" into the layer 4533.
Turning now to FIG. 89C, a stamping die 4539’" is utilized
to punch apertures 4538"’ into the layer 4533.
[0204] Referring to FIG. 93, a compressible adjunct
assembly 6000 includes an outer fibrous tubular member
6002, an inner fibrous tubular member 6010, a first inter-
mediate fibrous tubular member 6004, a second inter-
mediate fibrous tubular member 6006, and a third inter-
mediate fibrous tubular member 6008. In certain instanc-
es, the compressible adjunct assembly 6000 may only
include the inner and outer fibrous tubular members. Al-
ternatively, the compressible adjunct assembly 6000
may include the inner and outer fibrous tubular members
and only one of the intermediate fibrous tubular mem-
bers. Alternatively, the compressible adjunct assembly
6000 may include the inner and outer fibrous tubular
members and only two of the intermediate fibrous tubular
members. Alternatively, the compressible adjunct as-
sembly 6000 may include the inner and outer fibrous tu-
bular members and more than three intermediate fibrous
tubular members.
[0205] In certain instances, the inner fibrous tubular
member 6010 can be switched with a core fibrous con-
struct that is not hollow. In certain instances, the com-
pressible adjunct assembly 6000 may be comprised of
a plurality of hollow fibrous members that are not tubular
or cylindrical in shape. In certain instances, the plurality
of hollow fibrous members of the compressible adjunct
assembly 6000 may comprise a square-shaped or rec-
tangular transverse cross-sectional area. Other shapes
are contemplated by the present disclosure.
[0206] Like other compressible adjunct assemblies of
the present disclosure, the compressible adjunct assem-
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bly 6000 can be assembled with a jaw member of a sur-
gical stapling and severing instrument such as, for ex-
ample, the anvil 8014 and/or the staple cartridge 10000
of the surgical stapling and severing instrument 8010. In
certain instances, a first compressible adjunct assembly
6000 can be assembled with the anvil 8014 and a second
compressible adjunct assembly 6000 can be assembled
with the staple cartridge 10000 such that tissue is cap-
tured between the first and second compressible adjunct
assemblies 6000 when the surgical stapling and severing
instrument 8010 is in a closed configuration. In either
event, a plurality of staples can be deployed into a com-
pressible adjunct assembly 6000 to fasten tissue cap-
tured by the surgical stapling and severing instrument
8010.
[0207] The fibrous tubular members of the compress-
ible adjunct assembly 6000 are concentrically aligned
along a longitudinal axis L-L and disposed around, or at
least partially around, one another, as illustrated in FIG.
93. The second intermediate fibrous tubular member
6006 is disposed between the first and third intermediate
fibrous tubular members 6004 and 6008. For the sake of
brevity, the following discussion of the compressible ad-
junct assembly 6000 will focus on the second intermedi-
ate fibrous tubular member 6006 in addition to the outer
and inner fibrous tubular members 6002 and 6010. The
reader, however, will appreciate that the following dis-
cussion is equally applicable to the first and third inter-
mediate fibrous tubular members 6004 and 6008.
[0208] Referring to FIG. 93, the inner fibrous tubular
member 6010 is sized to fit, or at least partially fit, within
the intermediate fibrous tubular member 6006 to define
a cylindrical space or gap 6012 therebetween. Likewise,
the intermediate fibrous tubular member 6006 is sized to
fit, or at least partially fit, within the outer fibrous tubular
member 6002 to define a cylindrical space or gap 6014
therebetween. As illustrated in FIG. 93, the inner fibrous
tubular member 6010 extends, or at least partially ex-
tends, through the intermediate fibrous tubular member
6006 which extends, or at least partially extends, through
the outer fibrous tubular member 6002.
[0209] Referring to FIG. 93, the fibrous tubular mem-
bers of the compressible adjunct assembly 6000 are wo-
ven. In certain instances, one or more of the fibrous tu-
bular members of the compressible adjunct assembly
6000 can be non-woven constructs. In at least one in-
stance, the inner fibrous tubular member 6010 can be
comprised of a non-woven fibrous construct that is not
hollow. In any event, the fibers of the adjacent fibrous
tubular members of the compressible adjunct assembly
6000 are intertwined, interrelated, and/or capable of in-
teraction with one another.
[0210] One or more of the fibrous tubular members
and/or fibrous constructs of the compressible adjunct as-
sembly 6000 includes at least one fiber that is constricted
or shrunk in response to a thermal treatment of the com-
pressible adjunct assembly 6000. The at least one fiber
is comprised of at least one biocompatible material that

experiences a reduction in size when heated to the pre-
determined temperature. In at least one instance, the at
least one biocompatible material is an elastomer. In cer-
tain instances, the at least one biocompatible material
has a glass transition temperature below ambient tem-
perature.
[0211] In certain instances, the thermal treatment com-
prises heating the compressible adjunct assembly 6000
to a predetermined temperature. For example, the com-
pressible adjunct assembly 6000 can be inserted into an
oven, which can be heated to the predetermined temper-
ature. Other techniques for delivering the thermal treat-
ment to the compressible adjunct assembly 6000 are
contemplated by the present disclosure.
[0212] One or more of the fibrous tubular members
and/or fibrous constructs of the compressible adjunct as-
sembly 6000 includes at least one fiber that has experi-
enced a transition from a more ordered phase to a less
ordered phase in response to the thermal treatment of
the compressible adjunct assembly 6000. In at least one
instance, the compressible adjunct assembly 6000 in-
cludes at least one fiber that has experienced an increase
in entropy in response to the thermal treatment.
[0213] Referring to FIG. 94, the shrinkage or constric-
tion of the at least one fiber reinforces the compressible
adjunct assembly 6000 by causing the individual fibrous
tubular members of the compressible adjunct assembly
6000 to be brought closer to one another thereby reduc-
ing the empty space therebetween. The shrinkage of the
at least one fiber can density the compressible adjunct
assembly 6000 by causing the fibers of the fibrous tubular
members to bunch up or cluster into more compact semi-
organized or disorganized tubular structures. In result,
as illustrated in FIG. 94, the individual fibrous tubular
members may lose their uniform tubular frames and in-
stead adopt irregular shapes with bulges and depres-
sions that improve the structural integrity of the com-
pressible adjunct assembly 6000.
[0214] Referring to FIG. 94, one or more of the fibrous
tubular members and/or fibrous constructs of the com-
pressible adjunct assembly 6000 may comprise bioab-
sorbable materials such as, for example, polyglycolic ac-
id (PGA) which is marketed under the trade name VIC-
RYL, polylactic acid (PLA or PLLA), polydioxanone
(PDS), polyhydroxyalkanoate (PHA), poliglecaprone 25
(PGCL) which is marketed under the trade name
MONOCRYL, and/or polycaprolactone (PCL). One or
more of the fibrous tubular members and/or fibrous con-
structs of the compressible adjunct assembly 6000 may
comprise one or more composite materials that include
two or more polymers, the polymers selected from a
group including PGA, PLA, PDS, PHA, PGCL and/or
PCL, for example.
[0215] Referring again to FIG. 93, one or more of the
fibrous tubular members and/or fibrous constructs of the
compressible adjunct assembly 6000 includes a first plu-
rality of fibers comprised of a first biocompatible material
such as, for example, VICRYL, and a second plurality of
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fibers comprised of a second biocompatible material, dif-
ferent from the first biocompatible material, such as, for
example PDS. The compressible adjunct assembly 6000
comprises more of the first biocompatible material than
the second biocompatible material. In at least one in-
stance, the ratio of the first biocompatible material of the
first plurality of fibers to the second biocompatible mate-
rial of the second plurality of fibers can be any value se-
lected from a range of about 3:1 to about 10:1, for exam-
ple. In at least one instance, the ratio of the first biocom-
patible material to the second biocompatible material can
be any value selected from a range of about 4:1 to about
9:1, for example. In at least one instance, the ratio of the
first biocompatible material to the second biocompatible
material can be any value selected from a range of about
5:1 to about 8:1, for example. In at least one instance,
the ratio of the first biocompatible material to the second
biocompatible material is 7:1. In at least one instance,
the ratio of the first biocompatible material to the second
biocompatible material is about 5:1, for example. Other
ratios of the first biocompatible material to the second
biocompatible material are contemplated by the present
disclosure.
[0216] In at least one instance, all the fibrous tubular
members and/or fibrous constructs of the compressible
adjunct assembly 6000 may comprise the same, or at
least substantially the same, ratio of the first biocompat-
ible material to the second biocompatible material. Alter-
natively, the fibrous tubular members and/or fibrous con-
structs of the compressible adjunct assembly 6000 may
comprise different ratios of the first biocompatible mate-
rial to the second biocompatible material.
[0217] The compressible adjunct assembly 6000 is
heated to a predetermined temperature at which the sec-
ond plurality of fibers experiences a reduction in size cor-
responding to an increase in Entropy in response to the
thermal treatment. In certain instances, the first plurality
of fibers and the second plurality of fibers are entangled
such that the shrinkage of the second plurality of fibers
causes some or all of the first plurality of fibers to be
pulled together, which densifies the compressible ad-
junct assembly 6000. In certain instances, the second
plurality of fibers are in an outer fibrous tubular member
of the compressible adjunct assembly 6000 while the first
plurality of fibers are in an inner fibrous tubular member
of the compressible adjunct assembly 6000. In such in-
stances, the second plurality of fibers, while shrinking,
may cause the outer fibrous tubular member to constrict
the inner fibrous tubular member.
[0218] Referring now to FIGS. 95-97, a compressible
adjunct assembly 6100 is similar in many respects to the
compressible adjunct assembly 6000. For example, the
compressible adjunct assembly 6100 comprises a plu-
rality of fibrous tubular members 6102-6110 that are
aligned concentrically and disposed around, or at least
partially around, one another. Also, the compressible ad-
junct assembly 6100 can be assembled with a jaw mem-
ber of a surgical stapling and severing instrument such

as, for example, the anvil 8014 and/or the staple cartridge
10000 of the surgical stapling and severing instrument
8010. As discussed in greater detail below, the com-
pressible adjunct assembly 6100 is modified into a de-
sired shape by a thermal pressing process to be used
with the surgical stapling and severing instrument 8010,
for example.
[0219] As illustrated in FIG. 95, the compressible ad-
junct assembly 6100 is inserted into a mold 6020, which
can be heated to a predetermined temperature. A pre-
determined external pressure is applied to the compress-
ible adjunct assembly 6100 to modify the shape of the
compressible adjunct assembly 6100 to the desired
shape, as illustrated in FIG. 96. The compressible adjunct
assembly 6100 is maintained under the predetermined
conditions of temperature and pressure for a predeter-
mined time period after which the compressible adjunct
assembly 6100 is allowed to cool or is actively cooled
below the predetermined temperature while the external
pressure is maintained. Finally, the external pressure is
removed, as illustrated in FIG. 96. Additional details of a
thermal pressing process are described in U.S. Patent
Application Serial No. 14/187,383, entitled IMPLANTA-
BLE LAYERS AND METHODS FOR ALTERING IM-
PLANTABLE LAYERS FOR USE WITH SURGICAL
FASTENING INSTRUMENTS, and filed February 24,
2014, now U.S. Patent Application Publication No.
2015/0238185.
[0220] Referring again to FIGS. 95-97, one or more of
the fibrous tubular members 6102-6110 of the compress-
ible adjunct assembly 6100 has a plurality of fibers that
comprises a biocompatible material with a glass transi-
tion temperature "Tg". The predetermined temperature
of the process described above is set to be greater than
or equal to the glass transition temperature "Tg" but lower
than the melting temperature of the biocompatible mate-
rial. As illustrated in FIG. 96, a modifying member 6122
is employed to apply the predetermined external pres-
sure to the compressible adjunct assembly 6100. The
predetermined external pressure is set to a pressure suf-
ficient to modify the compressible adjunct assembly 6100
to the desired shape. The value of the predetermined
external pressure depends in part on the size of the mold
6120, the original size and/or shape of the compressible
adjunct assembly 6100, and/or the desired size and/or
shape of the compressible adjunct assembly 6100, for
example.
[0221] In at least one instance, the predetermined
pressure is maintained for approximately 10 minutes at
the predetermined temperature and/or for approximately
10 minutes at a temperature below the predetermined
temperature, for example. In certain instances, the pre-
determined pressure can be maintained for a period of
time from about 30 seconds to about 8 hours, for exam-
ple, at the predetermined temperature and/or for a period
of time from about 30 seconds to about 8 hours, for ex-
ample, at a temperature below the predetermined tem-
perature. Other time periods for maintaining the prede-
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termined temperature and/or pressure are contemplated
by the present disclosure.
[0222] In certain instances, only the outer fibrous tu-
bular member 6102 includes a biocompatible material
comprising a glass transition temperature "Tg" below the
predetermined temperature. Nonetheless, the modifica-
tion to the outer fibrous tubular member 6102 by the ther-
mal pressing process can be sufficient to cause the outer
fibrous tubular member 6102 to hold the remaining fi-
brous tubular members 6104-6110, disposed within the
outer fibrous tubular member 6102, in the desired shape.
[0223] In certain instances, the desired shape of the
compressible adjunct assembly 6100 may comprise
square-shaped or a rectangular transverse cross-sec-
tional area. Other shapes are contemplated by the
present disclosure. In at least one instance, the com-
pressible adjunct assembly 6100 comprises a transverse
cross-sectional area in the shape of a rectangular prism
with edges and ends tapered flat or smashed flat for at-
tachment to and/or alignment with an anvil such as, for
example, the anvil 8014, and/or a staple cartridge such
as, for example, the staple cartridge 10000.
[0224] Referring now to FIGS. 98-100, a compressible
adjunct assembly 6200 is similar in many respects to the
compressible adjunct assemblies 6000 and 6100. For
example, the compressible adjunct assembly 6200 com-
prises a plurality of fibrous tubular members that are
aligned concentrically and disposed around, or at least
partially around, one another. Also, the compressible ad-
junct assembly 6200 is shrunk or constricted into a com-
pact semi-organized or disorganized structure causing
the individual fibrous tubular members to lose their uni-
form tubular frames and instead adopt irregular shapes
with bulges 6214 and depressions 6216, as illustrated in
FIG. 100, that improve the structural integrity of the com-
pressible adjunct assembly 6200. Also, like the com-
pressible adjunct assembly 6100, the compressible ad-
junct assembly 6200 has been transformed from an initial
generally tubular shape to a desired shape, as illustrated
in FIG. 99, during a thermal pressing process. The as-
sembly 6200 is suitable for assembly with a jaw member
of a surgical stapling and severing instrument such as,
for example, the anvil 8014 and/or the staple cartridge
10000 of the surgical stapling and severing instrument
8010.
[0225] Referring to FIG. 98, the compressible adjunct
assembly 6200 is assembled with a staple cartridge 6202
by inserting an attachment portion 6204 of the compress-
ible adjunct assembly 6200 into an elongate slot 6206 of
the staple cartridge 6202. The attachment portion 6204
is slightly larger than the elongate slot 6206. Accordingly,
the attachment portion 6204 is deformed as it is inserted
into the elongate slot 6206 and the friction built between
the deformed attachment portion 6204 and the walls of
the elongate slot 6206 holds the compressible adjunct
assembly 6200 against and/or adjacent to a cartridge
deck 6208 of the staple cartridge 6202. The attachment
portion 6204 includes a laterally-extended apex portion

6210, as illustrated in FIG. 99, which improves the at-
tachment of the compressible adjunct assembly 6200 to
the staple cartridge 6202. In certain instances, additional
or alternative attachment techniques can be employed
to releasably attach the compressible adjunct assembly
6200 to the staple cartridge 6202. In at least one instance,
a biocompatible glue can replace the attachment portion
6204 or can be used in addition to the attachment portion
6204. In the latter instance, the biocompatible glue can
be applied to the attachment portion 6204 prior to its in-
sertion into the elongate slot 6206, for example.
[0226] The compressible adjunct assembly 6200 in-
cludes a first compressible portion 6232 and a second
compressible portion 6234. An elongate slot or a channel
6230 is defined between the first compressible portion
6232 and the second compressible portion 6234. The
elongate slot 6230 extends, or at least partially extends,
along a length of the elongate slot 6206 of the staple
cartridge 6202 when the compressible adjunct assembly
is assembled with the staple cartridge 6202. The attach-
ment portion 6204 protrudes from a base 6236 defined
at the bottom of the elongate slot 6230, as illustrated in
FIG. 99. As the firing assembly 9090 (FIG. 3) is advanced
to deploy the staples into the compressible adjunct as-
sembly 6200 and the tissue captured by the surgical sta-
pling and severing instrument 8010, the cutting edge
9116 (FIG. 3) is driven through the elongate slot 6230.
In addition, the cutting edge 9116 may cut through the
attachment portion 6204.
[0227] In certain instances, the attachment portion
6204 is torn from the base 6236 to release the compress-
ible adjunct assembly 6200 from the staple cartridge
6202. Alternatively, the attachment portion 6204 is pulled
out of the elongate slot 6206 of the staple cartridge 6202
as the compressible adjunct assembly 6200 is released
from the staple cartridge 6202. In certain instances, the
base 6236 remains intact, or at least partially intact, after
the compressible adjunct assembly 6200 is released
from the staple cartridge 6202. In such instances, the
base 6236 continues to connect the first compressible
portion 6232 and second compressible portion 6234 after
the release is completed. Alternatively, the base 6236
can be severed or torn, which causes the first compress-
ible portion 6232 and second compressible portion 6234
to be separated from one another.
[0228] The attachment portion 6204 continuously ex-
tends along a length of the elongate slot 6230. In certain
instances, the attachment portion 6204 is divided into a
plurality of attachment members that are spaced apart
from one another and arranged longitudinally along a
length of the elongate slot 6230. In at least one instance,
the plurality of attachment members are equidistant from
one another. Alternatively, the plurality of attachment
members can be arranged closer to each other in a first
portion of the elongate slot 6230 than a second portion
of the elongate slot 6230. In certain instances, the at-
tachment members can be concentrated at a proximal
portion, a distal portion, and/or a central portion of the
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elongate slot 6230, for example.
[0229] In at least one instance, one or more of the plu-
rality of attachment members may comprise a top surface
with a rectangular, or an at least substantially rectangu-
lar, shape. Other shapes are contemplated by the
present disclosure such as, for example, a circular shape
or a dome shape. Like the attachment portion 6204, one
or more of the attachment members may include a lat-
erally extending end.
[0230] Referring to FIG. 101, one or more of the fibrous
tubular members and/or fibrous constructs of the com-
pressible adjunct assembly 6000 includes a first plurality
of fibers 6050 comprised of a first biocompatible material,
such as VICRYL, for example, and a second plurality of
fibers 6052 comprised of a second biocompatible mate-
rial that is different from the first biocompatible material,
such as PDS, for example. As illustrated in FIG. 101, the
plurality of second fibers 6052 can be melted and reso-
lidified to bond and reinforce the plurality of first fibers
6050.
[0231] In certain instances, the compressible adjunct
assembly 6000 can be heated to a predetermined tem-
perature that is equal to or greater than the melting tem-
perature of the second biocompatible material but less
than the melting temperature of the first biocompatible
material. In such instances, the plurality of second fibers
6052 are melted. The melted material flow along, onto,
and/or between the plurality of first fibers 6050. Upon
cooling, the melted fibers 6052 bond to the fibers 6050
and interconnect adjacent fibers thereby reinforcing the
structure of the compressible adjunct assembly 6000, as
illustrated in FIG. 101.
[0232] Referring to FIG. 102, a compressible adjunct
assembly 6200 includes biocompatible fibers 6302 that
are entangled to form a three-dimensional structure. In
addition, the compressible adjunct assembly 6200 in-
cludes a bonding medium 6310 that defines nexus points
or bonding nodes 6304 that reinforce the three-dimen-
sional structure of the compressible adjunct assembly
6200. The bonding nodes 6304 include adjacent portions
of the fibers 6302 that are surrounded, or at least partially
surrounded, by the bonding medium 6310 which affixes
such adjacent portions of the fibers 6302.
[0233] Referring again to FIG. 102, a first fiber 6302’
extends over a second fiber 6302", while the bonding
medium 6310 extends between adjacent portions of the
fibers 6302’ and 6302". The bonding medium 6310 is
attached to the adjacent portions of the fibers 6302’ and
6302" defining a bonding node 6304’. Other arrange-
ments of the fibers 6302 and the bonding nodes 6304
are contemplated by the present disclosure. In at least
one instance, the bonding medium 6310 may join an end
portion of one fiber with an intermediate portion of another
fiber to define a bonding node, for example.
[0234] The bonding nodes 6304 define load bearing
zones within the compressible adjunct assembly 6200,
which are characterized by an increased density and/or
a greater stiffness compared to surrounding zones which

lack the bonding nodes 6304. The load bearing zones
can be employed as attachment regions for securing the
compressible adjunct assembly 6200 to a jaw member
of a surgical stapling and severing instrument such as,
for example, the anvil 8014 and/or the staple cartridge
10000 of the surgical stapling and severing instrument
8010.
[0235] In certain instances, a first compressible ad-
junct assembly 6200 can be assembled with the anvil
8014 and a second compressible adjunct assembly 6200
can be assembled with the staple cartridge 10000 such
that tissue is captured between the first and second com-
pressible adjunct assemblies 6300 when the surgical sta-
pling and severing instrument 8010 is in a closed config-
uration. Also, a plurality of staples can be deployed into
the compressible adjunct assembly 6200 to fasten tissue
captured by the surgical stapling and severing instrument
8010, as described in greater detail elsewhere in the
present disclosure.
[0236] Referring again to FIG. 10A, the compressible
adjunct assembly 6200 is fabricated from a plurality of
the fibers 6302 and a plurality of bonding fibers that are
reshaped or altered to form the bonding medium 6310.
The fibers 6302 and the bonding fibers are entangled
into a three-dimensional structure that ultimately forms
the compressible adjunct assembly 6200. The fibers
6302 are fabricated, or at least partially fabricated, from
a first biocompatible material with a first melting point,
while the bonding fibers are fabricated, or at least partially
fabricated, from a second biocompatible material with a
second melting point that is less than the first melting
point of the first biocompatible material. Furthermore, the
fibers 6302 lack or exclude the second biocompatible
material of the bonding fibers; however, small amounts
of the second biocompatible material can be present in
the fiber 6302.
[0237] In certain instances, the fibers 6302 can be fab-
ricated from a plurality of biocompatible materials with
melting points that are greater than the melting point(s)
of the biocompatible material(s) of the bonding fibers.
Similarly, the bonding fibers can be fabricated from a
plurality of biocompatible material with melting points that
are less than the melting point(s) of the biocompatible
material(s) of the fibers 6302.
[0238] The three-dimensional structure of the entan-
gled fibers 6302 and bonding fibers can be subjected to
one or more thermal pressing treatments. Predetermined
pressures and/or temperatures are applied to a three-
dimensional structure of the entangled fibers 6302 and
bonding fibers resulting in the formation of the compress-
ible adjunct assembly 6200. In certain instances, the
pressure can be removed and the three-dimensional
structure is only subjected to the predetermined temper-
ature. In other instances, the pressure can be substituted
with tension that may stretch the three-dimensional struc-
ture. Various combinations of pressure and tension can
be employed to mold the three-dimensional structure into
a desired shape.
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[0239] Referring to FIG. 103, the mold 6120 and the
modifying member 6122 are employed to implement the
thermal pressing treatment. The three-dimensional
structure, which ultimately becomes, the compressible
adjunct assembly 6200, is inserted into the mold 6120.
The modifying member 6122 is then operated to apply a
predetermined pressure to the three-dimensional struc-
ture to bring the three-dimensional structure to a desired
shape. The applied pressure brings adjacent portions of
the fibers 6302 and the bonding fibers into a closer prox-
imity in preparation for the transition of the bonding fibers
into the bonding medium 6310.
[0240] While the predetermined pressure is main-
tained, the mold is heated to bring the three-dimensional
structure to the predetermined temperature. The prede-
termined temperature is a temperature, or range of tem-
peratures, capable of melting the bonding fibers but not
the fibers 6302. Said another way, the predetermined
temperature is any temperature, or range of tempera-
tures, greater than or equal to the melting point of the
second biocompatible material but less than the melting
point of the first biocompatible material. The melted bond-
ing fibers flow along, onto, and/or between the fibers
6302.
[0241] As the system is actively cooled or allowed to
cool to a temperature lower than the predetermined tem-
perature, the bonding medium 6310 is resolidified caus-
ing the formation of the bonding nodes 6304 between
adjacent portions of the fibers 6302. Furthermore, the
bonding medium 6310 may coat, or at least partially coat,
at least portions of the fibers 6302 along their lengths,
as illustrated in FIG. 104.The predetermined pressure
can be maintained during cooling. The predetermined
pressure can also be maintained for a predetermined pe-
riod of time after the cooling is completed. When the pres-
sure is removed, the newly formed bonding nodes 6304
maintain, or at least partially maintain, the new shape of
the compressible adjunct assembly 6200.
[0242] In certain instances, the predetermined pres-
sure causes the three-dimensional structure to decrease
in height. In at least one instance, the reduction in height
is selected from a range of values of about 1% to about
200%, for example. Other values for the reduction in
height that is caused by the application of the predeter-
mined pressure are contemplated by the present disclo-
sure. Similar reductions in length and/or width are also
contemplated by the present disclosure. In instances
where tension is applied, one or more of the dimensions
of three-dimensional structure may experience an in-
crease in value. In any event, as illustrated in FIG. 103,
the resulting compressible adjunct assembly 6200 com-
prises a shape suitable for assembly with a jaw member
of a surgical stapling and severing instrument such as,
for example, the anvil 8014 and/or the staple cartridge
10000 of the surgical stapling and severing instrument
8010.
[0243] In at least one instance, the predetermined
pressure is maintained for approximately 10 minutes be-

fore heating, approximately 10 minutes at the predeter-
mined temperature, and/or approximately 10 minutes at
a temperature below the predetermined temperature, for
example. In certain instances, the predetermined pres-
sure can be maintained for a period of time from about
30 seconds to about 8 hours, for example, before heating,
for a period of time from about 30 seconds to about 8
hours, for example, at the predetermined temperature,
and/or for a period of time from about 30 seconds to about
8 hours, for example, at a temperature below the prede-
termined temperature. Other time periods for maintaining
the predetermined temperature and/or pressure are con-
templated by the present disclosure.
[0244] As illustrated in FIG. 102, the fibers 6302 of the
compressible adjunct assembly 6200 are disorganized
and randomly entangled. Accordingly, the bonding nodes
6304 of the compressible adjunct assembly 6200 are also
disorganized and randomly positioned within the com-
pressible adjunct assembly 6200. Alternatively, it may be
desirable to produce compressible adjunct assemblies
with bonding nodes that are organized into a planned
framework. To do so, the fibers of the three-dimensional
structure are systematically organized in a planned pat-
tern. In at least one instance, the fibers are knitted or
woven into a matrix or network with intersection points
that are designed to give rise to bonding nodes.
[0245] Referring to FIG. 104, a compressible adjunct
assembly 6400 is similar in many respects to the com-
pressible adjunct assembly 6200. For example, the com-
pressible adjunct assembly 6400 can be releasably at-
tached to a jaw member of a surgical stapling and sev-
ering instrument such as, for example, the anvil 8014
and/or the staple cartridge 10000 of the surgical stapling
and severing instrument 8010. In addition, the compress-
ible adjunct assembly 6400 includes first fibers 6402
spaced apart from one another and generally arranged
in a first direction, and second fibers 6403 which are also
spaced apart from one another and generally arranged
in a second direction intersecting the first direction. The
first fibers 6402 and the second fibers 6403 are inter-
twined forming a matrix or network of fibers with a plurality
of intersection points.
[0246] The compressible adjunct assembly 6400 also
includes bonding fibers that are melted and resolidified
to form a bonding medium 6410 that defines bonding
nodes 6404 at the intersection points between the first
fibers 6402 and the second fibers 6403. A bonding node
6404 may include portions of one or more fibers 6402
and portions of one or more fibers 6403. The bonding
fibers can be strategically arranged adjacent to the fibers
6402 and/or 6403 to allow the bonding medium 6410 to
flow along, onto, and/or between the fibers 6402 and/or
6403.
[0247] Referring again to FIG. 104, the framework de-
fined by the first fibers 6402 and the second fibers 6403
is embedded, or at least partially embedded, in the bond-
ing medium 6410. In certain instances, a bonding node
6404 is formed at an intersection point between a fiber
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6402 and a fiber 6403. In certain instances, a bonding
node 6404 is formed at an intersection point between
three fibers including one fiber 6402 and two fibers 6403,
or two fibers 6402 and one fiber 6403. Other bonding
nodes 6404 may comprise various other combinations
of the fibers 6402 and 6403.
[0248] The distance between adjacent fibers of the
compressible adjunct assembly 6400 can determine, at
least in part, the extent to which such space is filled or
bridged by the bonding medium 6410. The greater the
distance between adjacent fibers the less likely it is for
the melted bonding fibers to bridge the gap between such
adjacent fibers. The fluidity of the melted bonding fibers
and/or the thickness of the bonding fibers can also de-
termine whether the bonding medium 6410 is capable of
filling or bridging a space therebetween. Spaces that re-
main unfilled define gaps 6408 that can be in different
shapes and sizes, as illustrated in FIG. 104. The number
and size of the gaps 6408 determine, among other things,
the porosity of the compressible adjunct assembly 6400.
Accordingly, the porosity of the compressible adjunct as-
sembly 6400 can be increased by increasing the distanc-
es between the adjacent fibers. Alternatively, the porosity
of the compressible adjunct assembly 6400 can be de-
creased by decreasing the distances between the adja-
cent fibers. In at least one instance, a gap 6408 is defined
by a plurality of fibers including two of the fibers 6402
and two of the fibers 6403 that intersect to form four bond-
ing nodes 6404 around the gap 6408.
[0249] Referring now to FIG. 105, a compressible ad-
junct assembly 6500 is similar in many respects to the
compressible adjunct assemblies 6300 and 6400. For
example, the compressible adjunct assembly 6400 can
be releasably attached to a jaw member of a surgical
stapling and severing instrument such as, for example,
the anvil 8014 and/or the staple cartridge 10000 of the
surgical stapling and severing instrument 8010.
[0250] In addition, the compressible adjunct assembly
6500 includes a top portion 6512 and a bottom portion
6514 which is spaced apart from the top portion 6512. A
plurality of fibers 6502 and a plurality of fibers 6503 ex-
tend between the top portion 6512 and the bottom portion
6514. The fibers 6502 are spaced apart and extend in
parallel, or at least substantially in parallel, to one another
in a first direction defined by an axis A-A. Likewise, the
fibers 6503 are spaced apart and extend in parallel, or
at least substantially in parallel, to one another in a sec-
ond direction defined by an axis B-B. The top portion
6512 and the bottom portion 6514 are parallel, or at least
substantially parallel, to one another. The axis A-A inter-
sects the top portion 6512 and the bottom portion 6514
at an angle α1 while the axis B-B intersects the top portion
6512 and the bottom portion 6514 at an angle α2. The
angle α2 is greater than the angle α1.
[0251] In certain instances, the angle α2 is greater than
90° and the angle α1 is less than 90°, for example. In at
least one instance, the angle α1 is selected from a range
of about 45° to about 85°, for example. In at least one

instance, the angle α2 is selected from a range of about
135° to about 175°, for example. In at least one instance,
the angle α1 is about 60°, for example. In at least one
instances, the angle α2 is about 150°, for example. Other
values for the angles α1 and α2 are contemplated by the
present disclosure.
[0252] Each fiber 6502 includes an intermediate por-
tion 6502b extending between two end portions 6502a
and 6502c. Likewise, each fiber 6503 includes an inter-
mediate portion 6503b extending between two end por-
tions 6503a and 6503c. The intermediate portions 6502b
and 6503b intersect forming an angle α3 therebetween,
as illustrated in FIG. 105. The angle α3 is less than 90°.
In certain instances, the angle α3 is selected from a range
of about 15° to about 85°, for example. In at least one
instance, the angle α3 is about 35°, for example. Other
values for the angle α3 are contemplated by the present
disclosure.
[0253] Referring again to FIG. 105, an end portion
6502a of a fiber 6502 intersects an end portion 6503a of
an adjacent fiber 6503 and defines an angle α4 therebe-
tween. The end portions 6502a and 6503a are anchored
to the top portion 6512 at their points of intersection. Like-
wise, an end portion 6502c intersects an end portion
6503c defining an angle α5 therebetween. The end por-
tions 6502c and 6503c are anchored to the bottom portion
6514 at their points of intersection. In certain instances,
the angles α4 and α5 are the same, or at least substan-
tially the same. In at least one instance, the angles α4
and α5 are selected from a range of about 15 to about
85, for example.
[0254] The compressible adjunct assembly 6500 in-
cludes a bonding medium 6510 that defines nexus points
or bonding nodes that reinforce the three-dimensional
structure of the compressible adjunct assembly 6500.
Bonding nodes 6504a include intersecting the end por-
tions 6502a and 6503a that are surrounded, or at least
partially surrounded, by the bonding medium 6510 which
affixes the intersecting end portions 6502a and 6503a.
Likewise, bonding nodes 6504c include intersecting the
end portions 6502c and 6503c that are surrounded, or
at least partially surrounded, by the bonding medium
6510 which affixes the intersecting end portions 6502c
and 6503c.The compressible adjunct assembly 6500 in-
cludes bonding nodes 6504b that include intersecting the
intermediate portions 6502b and 6503b that are sur-
rounded, or at least partially surrounded, by the bonding
medium 6510 which affixes the intersecting intermediate
portions 6502b and 6503b. Like the compressible adjunct
assembly 6200, the compressible adjunct assembly
6500 also includes bonding fibers that are melted and
resolidified to form the bonding medium 6510 in the
same, or at least substantially the same, manner the
bonding medium 6310 is formed.
[0255] Referring again to FIG. 105, the bonding nodes
6504a are aligned in a top row 6516, the bonding nodes
6504c are aligned in a bottom row 6518, and the bonding
nodes 6504b are aligned in an intermediate row 6520
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between the top row 6516 and the bottom row 6518. The
intermediate row 6520 of the bonding nodes 6504b is out
of alignment with the top row 6516 of the bonding nodes
6504a and the bottom row 6518 of the bonding nodes
6504c. Said another way, a bonding node 6504b is
aligned with a first gap between two consecutive bonding
nodes 6504a, and a second gap between two consecu-
tive bonding nodes 6504c. This arrangement improves
the stability of the compressible adjunct assembly 6500.
The intermediate row 6520 is equidistant, or at least sub-
stantially equidistant, from the rows 6516 and 6518. In
certain instances, the intermediate row 6520 is closer to
the top row 6516 than the bottom row 6518. Alternatively,
in other instances, the intermediate row 6520 can be clos-
er to the bottom row 6518 than the top row 6516. The
reader will appreciate that the terms top and bottom as
used herein are for convenience purposes only. The
compressible adjunct assembly 6500 can be turned up
side down such that the bottom row 6516 is on the top
and the top row 6518 is on the bottom.
[0256] Referring again to FIG. 105, the bonding medi-
um 6510 at the bonding nodes 6504b prevents, or at least
resists, translation of the transecting fibers 6502 and
6503 relative to one another. This arrangement can, at
least in part, increase the column strength of the com-
pressible adjunct assembly 6500 and/or improve its
spring rate. Although the compressible adjunct assembly
6500 is depicted to only have three rows of bonding
nodes. It is understood that this number of rows is pro-
vided as an example. In certain instances, the compress-
ible adjunct assembly 6500 may include only two rows
of bonding nodes. Alternatively, the compressible ad-
junct assembly 6500 may include four or more rows of
bonding nodes.
[0257] In certain instances, a first building block of the
compressible adjunct assembly 6500 includes five bond-
ing nodes, wherein a central bonding node 6504b is sus-
pended between two first bonding nodes 6504a and two
first bonding nodes 6504c. The central bonding node
6504b is tethered to each of the four bonding nodes
6502a and 6502c by a portion of either a fiber 6502 or a
fiber 6503. Tethering portions 6522 are not covered by
the bonding medium 6510. A second building block of
the compressible adjunct assembly 6500 may be posi-
tioned on a first side of the first building block. The second
building block may also be comprised of five bonding
nodes, and may share bonding nodes with the first build-
ing block. Moreover, a third building block of the com-
pressible adjunct assembly 6500 may be positioned on
a second side of the first building block opposite the first
side, for example, such that the first building block is po-
sitioned between the second building block and the third
building block. The third building block may also be com-
prised of five bonding nodes, and may share bonding
nodes with the first building block.
[0258] Referring again to FIG. 105, as described
above, the tethering portions 6522 of the fibers 6502 and
6503 are not covered by the bonding medium 6510. Al-

ternatively, one or more of the tethering portions 6522
can be covered, or at least partially covered, by the bond-
ing medium 6510 to increase the stiffness of the building
blocks of the compressible adjunct assembly 6500, which
increases the overall stiffness of the compressible ad-
junct assembly 6500. It is envisioned that the stiffness of
the compressible adjunct assembly 6500 can be control-
led by varying the stiffness of the tethering portions 6522
to selectively produce a more or less compressible ad-
junct 6522.
[0259] Referring now to FIG. 106, a compressible ad-
junct assembly 6600 is similar in many respects to the
compressible adjunct assemblies 6300, 6400, and 6500.
For example, the compressible adjunct assembly 6600
can be releasably attached to a jaw member of a surgical
stapling and severing instrument such as, for example,
the anvil 8014 and/or the staple cartridge 10000 of the
surgical stapling and severing instrument 8010. Also, the
compressible adjunct assembly 6600 includes the top
portion 6512 and the bottom portion 6514.
[0260] The compressible adjunct assembly 6600 in-
cludes a plurality of building blocks 6630. As illustrated
in FIG. 106, a building block 6630 includes a first fiber
6602, a second fiber 6603, and a bonding fiber. The bond-
ing fiber is melted and resolidified to form a bonding me-
dium 6610 in the same, or at least substantially the same,
manner that the bonding mediums 6310, 6410, and 6510
are formed. The fibers 6602 and 6603 in a building block
6630 extend in parallel, or at least substantially in parallel,
with one another between the top portion 6512 and the
bottom portion 6514. An inner transverse distance "A"
separates the fibers 6602 and 6603. The bonding fiber
extends, or at least partially extends, between the top
portion 6512 and the bottom portion 6514 along a trans-
verse axis Z-Z defined in the space between the fibers
6602 and 6603.
[0261] Referring again to FIG. 106, the bonding medi-
um 6610 defines nexus points or bonding nodes 6604
that reinforce the three-dimensional structure of the com-
pressible adjunct assembly 6600. The bonding nodes
6604 include adjacent portions of the fibers 6302 and
6603 that are surrounded, or at least partially surrounded,
by the bonding medium 6110 which affixes such adjacent
portions of the fibers 6302 and 6603. The fibers 6602
and 6603 are completely embedded in the bonding me-
dium 6610. Alternatively, in certain instances, the fibers
6602 and 6603 are only partially embedded in, or covered
by, the bonding medium 6610.
[0262] The inner transverse distance "A" within a build-
ing block 6630 of the compressible adjunct assembly
6600 can determine, at least in part, the extent to which
such space is filled or bridged by the bonding medium
6610. The fluidity of the melted bonding fibers and/or the
thickness of the bonding fibers can also determine wheth-
er the bonding medium 6610 is capable of filling or bridg-
ing the inner transverse distance "A". Spaces that remain
unfilled define gaps 6608 that can be in different shapes
and sizes, as illustrated in FIG. 106. The number and
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size of the gaps 6608 determine, among other things,
the porosity of the compressible adjunct assembly 6600.
Accordingly, the porosity of the compressible adjunct as-
sembly 6600 within a building block 6630 can be in-
creased by increasing the inner transverse distance "A".
Alternatively, the porosity of the compressible adjunct
assembly 6600 within a building block 6630 can be de-
creased by decreasing the inner transverse distance "A".
[0263] Referring again to FIG. 106, adjacent building
blocks 6630 are spaced apart with sufficient space ther-
ebetween to prevent flow of the melted bonding fibers
between the adjacent building blocks 6630. An interme-
diate distance "B" is defined between adjacent building
blocks 6630. The intermediate distance "B" is greater
than the inner transverse distance "A". The intermediate
distance "B" is also greater than an outer transverse dis-
tance "C" defined by the building blocks 6630. In at least
one instance, the ratio of the outer transverse distance
"C" to the intermediate distance "B" is any ratio selected
from a range of about 0.1, for example, to about 0.9, for
example. In at least one instance, the ratio of the outer
transverse distance "C" to the intermediate distance "B"
is any ratio selected from a range of about 0.2, for exam-
ple, to about 0.8, for example. In at least one instance,
the ratio of the outer transverse distance "C" to the inter-
mediate distance "B" is any ratio selected from a range
of about 0.3, for example, to about 0.7, for example. In
at least one instance, the ratio of the outer transverse
distance "C" to the intermediate distance "B" is about 0.4,
for example. Other values for the ratio of the outer trans-
verse distance "C" to the intermediate distance "B" are
contemplated by the present disclosure.
[0264] Referring now to FIG. 107, a compressible ad-
junct assembly 6700 is similar in many respects to the
compressible adjunct assemblies 6300, 6400, 6500, and
6600. For example, the compressible adjunct assembly
6700 can be releasably attached to a jaw member of a
surgical stapling and severing instrument such as, for
example, the anvil 8014 and/or the staple cartridge 10000
of the surgical stapling and severing instrument 8010.
Also, the compressible adjunct assembly 6700 includes
the top portion 6512, the bottom portion 6514, and a plu-
rality of building blocks 6730 that include the first fiber
6602 and the second fiber 6603. In addition, the building
blocks 6730 include angled bonding fibers that are melt-
ed and resolidified to form a bonding medium 6710 in the
same, or at least substantially the same, manner that the
bonding mediums 6310, 6410, 6510 and 6610 are
formed.
[0265] Referring now to FIG. 107, the bonding medium
6710 within a building block 6730 extends, or at least
partially extends, along an axis z-z that transects the top
portion 6512 and the bottom portion 6514 at an angle α1.
The angle α1 is less than 90°. In certain instances, the
angle α1 is in a range of about 15° to about 85°. In at
least one instance, the angle α1 is about 45°. Other val-
ues for the angle α1 are contemplated by the present
disclosure.

[0266] The bonding medium 6710 within a building
block 6730 includes a first bonding portion 6710a extend-
ing between the top portion 6512 and a first fiber 6602
on a first side of the fiber 6602. A second bonding portion
6710b extends between a second side of the first fiber
6602 and a first side of a fiber 6603 extending in parallel,
or at least substantially in parallel, with the first fiber 6602.
In addition, a third bonding portion 6710c extends be-
tween a second side of the second fiber 6603 and the
bottom portion 6214. The first bonding portion 6710a af-
fixes the first fiber 6602 to the top portion 6512 and the
third bonding portion 6710c affixes the second fiber 6603
to the bottom portion 6514. In addition, the second bond-
ing portion 6710b affixes the first fiber 6602 to the second
fiber 6603. Such an arrangement stabilizes the building
block 6730 by providing additional anchors for the fibers
6602 and 6603 in the form of the bonding portions 6710a
and 6710c, respectively, and by affixing the first fiber
6602 to the second fiber 6603 via the second bonding
portion 6710b, as illustrated in FIG. 107.
[0267] The fiber portion 6710a, 5710b, and 6710c ex-
tend along an axis z-z at an intersection angles α2 and
α3. In at least one instance, the intersection angles α2
and α3 are the same. In at least one instance, the inter-
section angles α2 and α3 are different. In at least one
instance, one or both of the intersection angles α2 and
α3 are in a range of about 105° to about 175°, for exam-
ple. In at least one instance, one or both of the intersection
angles α2 and α3 are in a range of about 125° to about
165°, for example. Other values for the intersection an-
gles α2 and α3 are contemplated by the present disclo-
sure.
[0268] An implantable layer, or adjunct, can be manu-
factured and/or modified utilizing any suitable process to
provide the layer with desirable properties. In some in-
stances, an implantable adjunct can be manufactured
utilizing fused filament fabrication, for example. In at least
one such instance, a polymeric filament, for example, is
fed into an extruder, heated, and then forced through a
nozzle into a mold and/or directly onto a staple cartridge.
The filament is fed into an extruder by a pinch system
which can control the direction and/or rate in which the
filament is fed into the extruder. The filament is at least
partially melted by a heater block. The heater block can
be positioned upstream with respect to the nozzle and/or
within the nozzle. The mold and/or staple cartridge is
positioned on a movable bed which can be moved relative
to the nozzle. Such a fused filament fabrication process
can be used to control the porosity within the implantable
adjunct. In at least one instance, the heated polymeric
filament is dispensed in interconnected patterns utilizing
triangles, arcs, hexagonal shapes, and/or any suitable
polygonal shapes, for example. Moreover, the heated
polymeric material can be dispensed in one layer or a
plurality of layers stacked on one another. The pattern(s)
and the number of layers in which the polymeric material
is dispensed can control the porosity of the implantable
adjunct. A more porous implantable adjunct can promote
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tissue in-growth into the implantable adjunct. In addition,
such a process can create an implantable adjunct without
using a lyophilization process and/or dioxane, for exam-
ple.
[0269] A laser process can be utilized to create open-
ings in an implantable adjunct. In at least one instance,
a laser can be utilized to cut holes into an extruded film
comprised of PGA and/or PCL, for example. The film can
comprise a thickness of approximately 0.003", for exam-
ple, and the holes can comprise a diameter of approxi-
mately 0.001", for example. The holes can be microvoids,
for example, and can comprise any suitably-shaped pe-
rimeter, such as round, hexagonal, and/or triangular, for
example. Any suitable number of holes can be created.
For example, hundreds of holes could be utilized in an
implantable adjunct. The holes can be uniformly distrib-
uted, or distributed in any suitable manner. In some in-
stances, the holes can be distributed in a pattern includ-
ing rows which are aligned laterally, longitudinally, and/or
diagonally, for example. In some instances, several lay-
ers of extruded film can be stacked and bonded to one
another to form the implantable adjunct. For instance,
four or five film layers could be used, for example. Also,
for instance, the film layers can be bonded by heating
the film layers above the glass transition temperature of
at least one of the film layers without utilizing an adhesive.
The layers of film can have the same pattern of holes, or
different patterns. In certain instances, at least one of the
layers has apertures while at least one of the layers does
not. In some instances, the laser process could be utilized
to remove bulk shapes from the implantable adjunct, or
a layer of the implantable adjunct. In at least one such
instance, a line could be formed in a layer along the lon-
gitudinal cut line and/or toward the outer perimeter of the
implantable adjunct, for example, to create a stepped
effect, especially when such a layer is stacked with and
bonded to another layer not having such bulk shapes
removed. In some instances, the laser process can be
utilized to create a feathering effect along the outer edges
of the implantable adjunct and/or along the inner lines
discussed above, for example. For instance, the laser
process can be utilized to reduce the thickness of the
implantable adjunct along the perimeter, and/or within an
opening defined in the implantable adjunct, from approx-
imately 0.006" to approximately 0.002" to 0.003", for ex-
ample. Moreover, the laser process can be utilized to
make any other suitable localized changes to the implant-
able adjunct. For instance, the density of the holes in the
portions of the adjunct that are captured by the staples
can be tuned to soften the adjunct in those areas. In at
least one instance, the holes can be limited to certain
zones. For example, stronger, non-hole zones can be
created in the adjunct which are aligned with the staple
legs while weaker, hole-zones are aligned with the staple
crowns or bases. The reverse of the above-described
example is also possible. Although a laser process can
be utilized to modify an implantable adjunct comprised
of film, for example, the laser process could be utilized

to modify an implantable adjunct comprised of foam
and/or melt-blown non-woven material, for example. In
addition to or in lieu of the laser process described above,
water-cutting, stamping, punching and/or piercing, for ex-
ample, could be utilized. Also, in addition to or in lieu of
the laser process described above, an implantable ad-
junct can undergo a dimpling process which can locally
stretch the adjunct. The dimples can have a thickness
that is thinner than the non-dimpled areas of the adjunct.
The dimples can be used in the same or similar manner
as the holes to achieve the same or similar results. In
some instances, the dimples and/or holes can be present
in any suitable layer of an adjunct. In at least one instance,
the dimples and/or holes are buried, or present in an inner
layer, of the adjunct, for example. In certain instances,
the selective use of low molecular weight polymers within
an adjunct comprised of high molecular weight polymers
can be utilized to create softer regions within the adjunct.
Ultimately, the processes described above can be uti-
lized to create a compliant, highly elastic, and stretchable
implantable adjunct having a porosity which is sufficient
to promote tissue ingrowth.

Examples

[0270]

Example 1 - A method of applying an implantable
layer to a cartridge body comprising the steps of ob-
taining a staple cartridge body including staple cav-
ities, heating a polymeric material, and accelerating
the heated polymeric material toward the staple car-
tridge body such that an implantable layer is formed
over the staple cavities.

Example 2 - The method of Example 1, further com-
prising the step of inserting staples into the staple
cavities before the accelerating step.

Example 3 - The method of Examples 1 or 2, further
comprising the steps of cooling the heated polymeric
material and trimming the polymeric material after
the cooling step.

Example 4 - The method of Example 3, wherein the
cartridge body comprises a periphery, and wherein
the implantable layer is trimmed according to the pe-
riphery during the trimming step.

Example 5 - The method of Examples 1, 2, 3, or 4,
wherein the heating step comprises heating the pol-
ymeric material above its glass transition tempera-
ture.

Example 6 - The method of Examples 1, 2, 3, 4, or
5, wherein the heating step comprises heating the
polymeric material above its melt temperature.
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Example 7 - The method of Examples 1, 2, 3, 4, 5,
or 6, further comprising the steps of heating a second
polymeric material and accelerating the second
heated polymeric material toward the staple car-
tridge body such that a second implantable layer is
formed over the staple cavities.

Example 8 - The method of Examples 1, 2, 3, 4, 5,
6, or 7, wherein the heated polymeric material com-
prises a first heated polymeric material, and wherein
the accelerating step comprises accelerating a sec-
ond heated polymeric material with the first heated
polymeric material toward the staple cartridge body.

Example 9 - The method of Examples 1, 2, 3, 4, 5,
6, 7, or 8, wherein the method is performed without
mixing the polymeric material with a solvent.

Example 10 - The method of Examples 1, 2, 3, 4, 5,
6, 7, 8, or 9, wherein the method is performed without
mixing the polymeric material with dioxane.

Example 11 - The method of Examples 1, 2, 3, 4, 5,
6, 7, 8, 9, or 10, wherein the accelerating step com-
prises accelerating the polymeric material utilizing
an electric charge.

Example 12 - The method of Examples 1, 2, 3, 4, 5,
6, 7, 8, 9, 10, or 11, wherein the accelerating step
comprises accelerating the polymeric material utiliz-
ing a voltage differential.

Example 13 - The method of Examples 1, 2, 3, 4, 5,
6, 7, 8, 9, 10, 11, or 12, wherein the accelerating step
comprises accelerating the polymeric material utiliz-
ing a spinning member.

Example 14 - The method of Examples 1, 2, 3, 4, 5,
6, 7, 8, 9, 10, 11, 12, or 13, wherein the accelerating
step comprises pouring the polymeric material onto
the staple cartridge body utilizing gravity.

Example 15 - The method of Examples 1, 2, 3, 4, 5,
6, 7, 8, 9, 10, 11, 12, 13, or 14, wherein the acceler-
ating step comprises the steps of applying a trans-
lational acceleration to the polymeric material and
applying a rotational acceleration to the polymeric
material.

Example 16 - The method of Examples 1, 2, 3, 4, 5,
6, 7, 8, 9, 10, 11, 12, 13, 14, or 15, wherein the ac-
celerating step comprises creating a random, porous
polymeric structure on the staple cartridge body.

Example 17 - The method of Examples 1, 2, 3, 4, 5,
6, 7, 8, 9, 10, 11, 12, 13, 14, 15, or 16, wherein the
heating step comprises liquefying the polymeric ma-
terial.

Example 18 - The method of Examples 1, 2, 3, 4, 5,
6, 7, 8, 9, 10, 11, 12, 13, 14, 15, or 16, wherein the
heating step does not comprise liquefying the poly-
meric material.

Example 19 - A method of applying an implantable
layer to a cartridge body comprising the steps of ob-
taining a staple cartridge body including staple cav-
ities, heating a polymeric material, and applying the
heated polymeric material directly onto the staple
cartridge body such that an implantable layer is
formed over the staple cavities.

Example 20 - A method of applying an implantable
layer to a cartridge body comprising the steps of ob-
taining a staple cartridge body including staple cav-
ities, heating a material, and accelerating the heated
material toward the staple cartridge body such that
an implantable layer is formed over the staple cavi-
ties.

Example 21 - A staple cartridge assembly compris-
ing a cartridge body comprising a deck, a plurality of
staples and an implantable layer positioned over the
deck. The implantable layer comprises a first plurality
of fibers comprised of a first material having a first
thermal transition temperature and a second plurality
of fibers comprised of a second material having a
second thermal transition temperature, wherein the
second thermal transition temperature is lower than
the first thermal transition temperature, wherein the
second material is intermixed with the first material,
and wherein the second fibers are contracted within
the layer during a process which exposes the layer
to a process temperature which exceeds the second
thermal transition temperature.

Example 22 - The staple cartridge assembly of Ex-
ample 21, wherein the second plurality of fibers are
arranged in a structural lattice frame, and wherein
the structural lattice frame contracts during the proc-
ess.

Example 23 - The staple cartridge assembly of Ex-
amples 21 or 22, wherein the second material com-
prises polydioxanone.

Example 24 - The staple cartridge assembly of Ex-
amples 21, 22, or 23, wherein the first material com-
prises polyglycolic acid.

Example 25 - The staple cartridge assembly of Ex-
amples 21, 22, 23, or 24, wherein the implantable
layer is part of an implantable layer assembly which
further comprises a laminate film.

Example 26 - The staple cartridge assembly of Ex-
amples 21, 22, 23, 24, or 25, wherein the process
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temperature is less than the first thermal transition
temperature.

Example 27 - A staple cartridge assembly compris-
ing a cartridge body comprising a deck, a plurality of
staples, and an implantable layer positioned over the
deck. The implantable layer comprises a mesh com-
prised of a first material having a first thermal tran-
sition temperature and fibers comprised of a second
material having a second thermal transition temper-
ature, wherein the first thermal transition tempera-
ture is lower than the second thermal transition tem-
perature, wherein the fibers are interwoven with the
mesh, and wherein the mesh is constricted during a
process which exposes the layer to a process tem-
perature which exceeds the first thermal transition
temperature.

Example 28 - The staple cartridge assembly of Ex-
ample 27, wherein the first material comprises poly-
dioxanone.

Example 29 - The staple cartridge assembly of Ex-
amples 27 or2 8, wherein the second material com-
prises polyglycolic acid.

Example 30 - The staple cartridge assembly of Ex-
amples 27, 28, or 29, wherein the implantable layer
is part of an implantable layer assembly which further
comprises a laminate film.

Example 31 - The staple cartridge assembly of Ex-
amples 27, 28, 29, or 30, wherein the process tem-
perature is less than the second thermal transition
temperature.

Example 32 - A staple cartridge assembly compris-
ing a cartridge body comprising a deck, a plurality of
staples, and an implantable layer positioned over the
deck. The implantable layer comprises a first plurality
of fibers comprised of a first material having a first
glass transition temperature and a second plurality
of fibers comprised of a second material having a
second glass transition temperature, wherein the
second glass transition temperature is lower than
the first glass transition temperature, wherein the
second material is interwoven with the first material,
and wherein the second glass transition temperature
has been previously exceeded to contract the sec-
ond fibers.

Example 33 - The staple cartridge assembly of Ex-
ample 32, wherein the first material comprises poly-
dioxanone.

Example 34 - The staple cartridge assembly of Ex-
amples 32 or 33, wherein the second material com-
prises polyglycolic acid.

Example 35 - The staple cartridge assembly of Ex-
amples 32, 33, or 34, wherein the implantable layer
is part of an implantable layer assembly which further
comprises a laminate film.

Example 36 - A method of manufacturing an implant-
able layer, the method comprising the steps of ob-
taining first fibers comprised of a first material having
a first thermal transition temperature, obtaining sec-
ond fibers comprised of a second material having a
second thermal transition temperature, wherein the
second thermal transition temperature is lower than
the first thermal transition temperature, intermixing
the first fibers with the second fibers, and heating
the second fibers to a processing temperature which
exceeds the second thermal transition temperature
so that the second fibers contract after the intermix-
ing step.

Example 37 - The method of Example 36, wherein
the intermixing step comprises interweaving the first
fibers and the second fibers.

Example 38 - The method of Examples 36 or 37,
wherein the processing temperature does not ex-
ceed the first thermal transition temperature.

Example 39 - The method of Examples 36, 37, or
38, wherein the intermixing step comprises inter-
weaving the first fibers into a mesh of the second
fibers.

Example 40 - A compressible adjunct for use with a
surgical instrument, wherein the compressible ad-
junct comprises a hollow fibrous construct and a core
fibrous construct housed within the hollow fibrous
construct, wherein the hollow fibrous construct com-
prises at least one biocompatible material that ex-
perienced at least one transition from a more ordered
phase to a less ordered phase in response to heating
the hollow fibrous construct to a predetermined tem-
perature.

Example 41 - The compressible adjunct of Example
40, wherein the at least one transition constricts the
hollow fibrous construct around the core fibrous con-
struct.

Example 42 - The compressible adjunct of Examples
40 or 41, wherein the at least one transition compris-
es an increase in entropy.

Example 43 - The compressible adjunct of Examples
40, 41, or 42, wherein the at least one biocompatible
material is an elastomer.

Example 44 - The compressible adjunct of Examples
40, 41, 42, or 43, wherein the core fibrous construct
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comprises the at least one biocompatible material.

Example 45 - The compressible adjunct of Examples
40, 41, 42, 43, or 44, wherein the hollow fibrous con-
struct is transitioned from a first size to a second size
smaller than the first size in response to the at least
one transition.

Example 46 - The compressible adjunct of Examples
40, 41, 42, 43, 44, or 45, further comprising an elon-
gate slot, wherein the elongate slot extends along a
length of the hollow fibrous construct, and wherein
the elongate slot extends along a length of the core
fibrous construct.

Example 47 - A compressible adjunct for use with a
surgical instrument, the compressible adjunct com-
prising a hollow fibrous construct comprising a first
fibrous tubular member defining a space within and
a second fibrous tubular member treated with at least
one thermal treatment, wherein the hollow fibrous
construct extends at least partially through the
space.

Example 48 - The compressible adjunct of Example
47, wherein the first fibrous tubular member is shrunk
around the second fibrous tubular member in re-
sponse to the at least one thermal treatment.

Example 49 - The compressible adjunct of Examples
47 or 48, wherein the first fibrous tubular member
comprises at least one biocompatible material that
experienced at least one transition from a more or-
dered phase to a less ordered phase in response to
the at least one thermal treatment.

Example 50 - The compressible adjunct of Examples
47, 48, or 49, wherein the hollow fibrous construct
comprises at least one biocompatible material that
experienced a temporary phase transition in re-
sponse to the at least one thermal treatment.

Example 51 - The compressible adjunct of Examples
49 or 50, wherein the at least one biocompatible ma-
terial is an elastomer.

Example 52 - The compressible adjunct of Examples
49, 50, or 51, wherein the at least one biocompatible
material is absorbable.

Example 53 - The compressible adjunct of Examples
47, 48, 49, 50, 51, or 52, wherein the hollow fibrous
construct comprises a first biocompatible material
that experienced a temporary phase change in re-
sponse to the at least one thermal treatment and a
second biocompatible material that remained in a
solid phase during the at least one thermal treatment.

Example 54 - The compressible adjunct of Example
47, wherein the hollow fibrous construct is transi-
tioned from a first size to a second size smaller than
the first size in response to the at least one thermal
treatment.

Example 55 - A method for preparing a compressible
adjunct for use with a surgical instrument, the meth-
od comprising providing a first fibrous tubular mem-
ber defining a space there within, providing a second
fibrous tubular member sized to fit into the space,
inserting the second fibrous tubular member into the
space, and effecting an at least one change in at
least one of the first fibrous tubular member and the
second fibrous tubular member through at least one
thermal treatment.

Example 56 - The method of Example 55, wherein
the effecting step comprises shrinking the first fi-
brous tubular member around the second fibrous tu-
bular member.

Example 57 - The method of Examples 55 or 56,
wherein at least one of the first fibrous tubular mem-
ber and the second fibrous tubular member compris-
es at least one biocompatible material, and wherein
the effecting step comprises effecting a temporary
phase change in the at least one biocompatible ma-
terial.

Example 58 - The method of Examples 55, 56, or
57, wherein at least one of the first fibrous tubular
member and the second fibrous tubular member
comprises at least one biocompatible material, and
wherein the effecting step comprises at least one
transition in the at least one biocompatible material
from a more ordered phase to a less ordered phase.

Example 59 - The method of Examples 55, 56, 57,
or 58, wherein the effecting step comprises at least
one change in size in the at least one of the first
fibrous tubular member around the second fibrous
tubular member.

Example 60 - A staple cartridge assembly compris-
ing a cartridge body comprising a deck, a plurality of
staples, and an implantable layer positioned over the
deck, wherein the implantable layer comprises a plu-
rality of interwoven fibers, and wherein each fiber
comprises a strand having a kinked configuration.

Example 61 - The staple cartridge assembly of Ex-
ample 60, wherein the kinked configuration of the
fibers is produced by exposing the fibers to heat.

Example 62 - The staple cartridge assembly of Ex-
amples 60 or 61, wherein the kinked fibers are inter-
woven into a first woven zone and a second woven
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zone, wherein the first woven zone has a first density
and the second woven zone has a second density,
and wherein the first density is different than the sec-
ond density.

Example 63 - The staple cartridge assembly of Ex-
ample 62, wherein the implantable layer comprises
a perimeter, wherein the second density is greater
than the first density, and wherein the second woven
zone is defined along the perimeter.

Example 64 - The staple cartridge assembly of Ex-
ample 62, wherein the cartridge body comprises a
longitudinal slot configured to receive a cutting por-
tion, wherein the first density is less than the second
density, and wherein the first woven zone is aligned
with the longitudinal slot.

Example 65 - The staple cartridge assembly of Ex-
amples 62 or 63, further comprising an anchor ex-
tending over the implantable layer to releasably hold
the layer to the cartridge body, wherein the second
density is greater than the first density, and wherein
the anchor is aligned with the second woven zone.

Example 66 - The staple cartridge assembly of Ex-
ample 65, wherein the cartridge body further com-
prises a longitudinal slot, wherein the longitudinal
slot is configured to receive a cutting member, and
wherein the cutting member is configured to transect
the anchor as the cutting member moves within the
longitudinal slot.

Example 67 - The staple cartridge assembly of Ex-
amples 65 or 66, further comprising a proximal end,
wherein the anchor and the second woven zone are
adjacent the proximal end.

Example 68 - The staple cartridge assembly of Ex-
ample 67, further comprising a distal end opposite
the proximal end, a distal anchor extending over the
implantable layer to releasably hold the layer to the
cartridge body, and a third woven zone defined in
the layer having a third density which is greater than
the first density, wherein the distal anchor is aligned
with the third woven zone.

Example 69 - The staple cartridge assembly of Ex-
amples 62, 63, 64, 65, 66, 67, or 68, wherein the
cartridge body comprises a first longitudinal row of
staple cavities and a second longitudinal row of sta-
ple cavities, wherein the first woven zone is aligned
with the first row of staple cavities and the second
woven zone is aligned with the second row of staple
cavities.

Example 70 - The staple cartridge assembly of Ex-
amples 60, 61, 62, 63, 64, 65, 66, 67, 68, or 69,

wherein the kinked fibers are interwoven into a first
woven zone and a second woven zone, wherein the
first woven zone has a first modulus of elasticity and
the second woven zone has a second modulus of
elasticity, and wherein the first modulus of elasticity
is different than the second modulus of elasticity.

Example 71 - The staple cartridge assembly of Ex-
ample 70, wherein the implantable layer comprises
a perimeter, wherein the second density is greater
than the first density, and wherein the second woven
zone is defined along the perimeter.

Example 72 - The staple cartridge assembly of Ex-
amples 70 or 71, wherein the cartridge body com-
prises a longitudinal slot configured to receive a cut-
ting portion, wherein the first modulus of elasticity is
less than the second modulus of elasticity, and
wherein the first woven zone is aligned with the lon-
gitudinal slot.

Example 73 - The staple cartridge assembly of Ex-
amples 70 or 71, further comprising an anchor ex-
tending over the implantable layer to releasably hold
the layer to the cartridge body, wherein the second
modulus of elasticity is greater than the first modulus
of elasticity, and wherein the anchor is aligned with
the second woven zone.

Example 74 - The staple cartridge assembly of Ex-
ample 73, wherein the cartridge body further com-
prises a longitudinal slot, wherein the longitudinal
slot is configured to receive a cutting member, and
wherein the cutting member is configured to transect
the anchor as the cutting member moves within the
longitudinal slot.

Example 75 - The staple cartridge assembly of Ex-
amples 73 or 74, further comprising a proximal end,
wherein the anchor and the second woven zone are
adjacent the proximal end.

Example 76 - The staple cartridge assembly of Ex-
ample 75, further comprising a distal end opposite
the proximal end, a distal anchor extending over the
implantable layer to releasably hold the layer to the
cartridge body, and a third woven zone defined in
the layer having a third modulus of elasticity which
is greater than the first modulus of elasticity, wherein
the distal anchor is aligned with the third woven zone.

Example 77 - The staple cartridge assembly of Ex-
amples 70, 71, 72, 73, 74, 75, or 76, wherein the
cartridge body comprises a first longitudinal row of
staple cavities and a second longitudinal row of sta-
ple cavities, wherein the first woven zone is aligned
with the first row of staple cavities and the second
woven zone is aligned with the second row of staple
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cavities.

Example 78 - A method of manufacturing an implant-
able layer, the method comprising the steps of ob-
taining fibers, weaving the fibers, unweaving the fib-
ers after the weaving step, kinking the fibers after
the unweaving step, and reweaving the fibers into
an implantable layer after the kinking step.

Example 79 - The method of Example 78, wherein
the reweaving step comprises knitting the fibers into
a fluffy fabric.

Example 80 - A compressible adjunct for use with a
surgical instrument including a staple cartridge deck,
wherein the compressible adjunct comprises a first
biocompatible material, a second biocompatible ma-
terial with a lower melting temperature than the first
biocompatible material, and a body comprising a
face positionable against a length of the staple car-
tridge deck. The face comprises a plurality of attach-
ment regions spaced apart from one another, where-
in the plurality of attachment regions include the sec-
ond biocompatible material, and wherein the face is
selectively attachable to the staple cartridge deck at
the plurality of attachment regions. The face further
comprises a plurality of non-attachment regions ex-
tending between the plurality of attachment regions,
wherein the second biocompatible material is selec-
tively disposed outside the non-attachment regions.

Example 81 - The compressible adjunct of Example
80, wherein the plurality of attachment regions define
an attachment pattern.

Example 82 - The compressible adjunct of Examples
80 or 81, wherein the body comprises a woven fi-
brous construct.

Example 83 - The compressible adjunct of Examples
80, 81, or 82, wherein at least one of the first bio-
compatible material and the second biocompatible
material is absorbable.

Example 84 - The compressible adjunct of Examples
80, 81, 82, or 83 wherein the second biocompatible
material is poly-p-dioxanone (PDS).

Example 85 - A staple cartridge assembly for use
with a surgical stapling instrument, wherein the sta-
ple cartridge assembly comprises a staple cartridge
comprising a plurality of staples and a cartridge deck
comprising an outer surface. The staple cartridge
further comprises a fibrous construct comprising,
one, a body comprising a first plurality of fibers com-
prised of a first biocompatible material having a first
melting temperature and, two, a face positioned
against the outer surface of the cartridge deck. The

face comprises a plurality of attachment regions
spaced apart from one another, wherein each of the
plurality of attachment regions comprises a second
plurality of fibers comprised of a second biocompat-
ible material having a second melting temperature
lower than the first melting temperature and a plu-
rality of non-attachment regions extending between
the plurality of attachment regions, wherein the non-
attachment regions exclude the second plurality of
fibers, and wherein the face is selectively attached
to the outer surface at the plurality of attachment
regions by temporarily heating the face to a temper-
ature greater than or equal to the second melting
temperature but less than the first melting tempera-
ture.

Example 86 - The staple cartridge assembly of Ex-
ample 85, wherein the plurality of attachment regions
define an attachment pattern.

Example 87 - The staple cartridge assembly of Ex-
amples 85 or 86, wherein the fibrous construct is a
woven fibrous construct.

Example 88 - The staple cartridge assembly of Ex-
amples 85, 86, or 87, wherein at least one of the first
biocompatible material and the second biocompati-
ble material is absorbable.

Example 89 - The staple cartridge assembly of Ex-
amples 85, 86, 87, or 88, wherein the second bio-
compatible material is poly-p-dioxanone (PDS).

Example 90 - The staple cartridge assembly of Ex-
amples 85, 86, 87, 88, or 89, wherein the cartridge
deck further comprises at least one attachment
member configured to secure the fibrous construct
to the outer surface.

Example 91 - The staple cartridge assembly of Ex-
ample 90, wherein the at least one attachment mem-
ber comprises a mechanical barb.

Example 92 - The staple cartridge assembly of Ex-
amples 85, 86, 87, 88, 89, 90, or 91, wherein the
outer surface comprises a plurality of rough zones.

Example 93 - The staple cartridge assembly of Ex-
ample 92, wherein the rough zones are etched into
the outer surface.

Example 94 - A staple cartridge assembly for use
with a surgical stapling instrument, wherein the sta-
ple cartridge assembly comprises a staple cartridge
comprising a plurality of staples and a cartridge deck.
The cartridge deck comprises an outer surface com-
prising a plurality of attachment zones spaced apart
from one another and a plurality of bonding islands,
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wherein each of the plurality of bonding islands is
disposed within one of the attachment zones, and
wherein each of the plurality of bonding islands is
comprised of a first biocompatible material. The sta-
ple cartridge assembly further comprises a com-
pressible layer positioned against the cartridge deck,
wherein the compressible layer is comprised of a
second biocompatible material different from the first
biocompatible material, and wherein the compress-
ible layer is secured to the cartridge deck by a tem-
porary phase transition in the first biocompatible ma-
terial.

Example 95 - The staple cartridge assembly of Ex-
ample 94, wherein the temporary phase transition in
the first biocompatible material is not accompanied
by a phase transition in the second biocompatible
material.

Example 96 - The staple cartridge assembly of Ex-
amples 94 or 95, wherein the cartridge deck further
comprises at least one attachment member config-
ured to secure the compressible layer to the cartridge
deck.

Example 97 - The staple cartridge assembly of Ex-
ample 96, wherein the at least one attachment mem-
ber comprises a mechanical barb.

Example 98 - The staple cartridge assembly of Ex-
amples 94, 95, 96, or 97, wherein the attachment
zones are etched into the outer surface.

Example 99 - A surgical instrument comprising a jaw
member comprising an elongate slot extending
along a longitudinal axis, a first outer surface on a
first side of the elongate slot, and a second outer
surface on a second side of the elongate slot oppo-
site the first side. The surgical instrument further
comprises a compressible adjunct assembly com-
prising an attachment layer comprising a first section
on the first side of the elongate slot, wherein the first
section is attached to the first outer surface, a second
section on the second side of the elongate slot,
wherein the second section is attached to the second
outer surface, and an intermediary section extending
between the first section and the second section,
wherein the intermediary section at least partially
bridges the elongate slot. The compressible adjunct
assembly further comprises a first compressible ad-
junct on the first side of the elongate slot, and a sec-
ond compressible adjunct on the second side of the
elongate slot, wherein the first compressible adjunct
is spaced apart from the second compressible ad-
junct, wherein the first section is attached to the first
compressible adjunct, and wherein the second sec-
tion is attached to the second compressible adjunct.

Example 100 - The surgical instrument of Example
99, wherein the intermediary section comprises a
bar extending along a length of the intermediary sec-
tion, wherein the bar is stepped up from the first sec-
tion, and wherein the bar is stepped up from the sec-
ond section.

Example 101 - The surgical instrument of Example
100, wherein the bar is aligned longitudinally with
the elongate slot.

Example 102 - The surgical instrument of Examples
100 or 101, wherein the bar protrudes into a gap
defined between the first compressible adjunct and
the second compressible adjunct.

Example 103 - The surgical instrument of Examples
100, 101, or 102 wherein the bar protrudes into the
elongate slot.

Example 104 - The surgical instrument of Examples
99, 100, 101, 102, or 103, wherein the intermediary
section comprises at least one anchoring feature for
securing the compressible adjunct assembly to the
jaw member.

Example 105 - The surgical instrument of Examples
99, 100, 101, 102, 103, or 104, wherein the interme-
diary section comprises a plurality of projections
spaced apart from one another.

Example 106 - The surgical instrument of Example
105, wherein the projections are aligned longitudi-
nally with the elongate slot.

Example 107 - The surgical instrument of Examples
105 or 106, wherein the projections protrude into a
gap defined between the first compressible adjunct
and the second compressible adjunct.

Example 108 - The surgical instrument of Examples
105, 106, or 107, wherein the projections protrude
into the elongate slot.

Example 109 - The surgical instrument of Examples
100, 101, 102, 103, 104, 105, 106, 107, or 108,
wherein the attachment layer comprises a film.

Example 110 - The surgical instrument of Examples
100, 101, 102, 103, 104, 105, 106, 107, 108, or 109,
wherein the attachment layer is thinner than the first
compressible adjunct, and wherein the attachment
layer is thinner than the second compressible ad-
junct.

Example 111 - The surgical instrument of Examples
100, 101, 102, 103, 104, 105, 106, 107, 108, 109, or
110, wherein the first section completely separates
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the first compressible adjunct from the first outer sur-
face, and wherein the second section completely
separates the second compressible adjunct from the
second outer surface.

Example 112 - The surgical instrument of Examples
100, 101, 102, 103, 104, 105, 106, 107, 108, 109,
110, or 111, wherein the first compressible adjunct
extends laterally beyond the first section in a first
direction away from the elongate slot, and wherein
the first outer surface extends laterally beyond the
first section in the first direction.

Example 113 - The surgical instrument of Example
112, wherein the second compressible adjunct ex-
tends laterally beyond the second section in a sec-
ond direction away from the elongate slot, wherein
the second outer surface extends laterally beyond
the second compressible adjunct in the second di-
rection, and wherein the second direction is opposite
the first direction.

Example 114 - The surgical instrument of Examples
100, 101, 102, 103, 104, 105, 106, 107, 108, 109,
110, 111, 112, or 113, wherein the first outer surface
comprises a first plurality of pockets, wherein the
second outer surface comprises a second plurality
of pockets, wherein the attachment layer is posi-
tioned between the first plurality of pockets and the
second plurality of pockets.

Example 115 - A surgical instrument comprising a
jaw member comprising an elongate slot extending
along a longitudinal axis, a first outer surface on a
first side of the elongate slot, and a second outer
surface on a second side of the elongate slot oppo-
site the first side. The surgical instrument further
comprises a compressible adjunct assembly com-
prising a compressible layer comprising a first com-
pressible portion on the first side of the elongate slot,
a second compressible portion on the second side
of the elongate slot, and a first plurality of bridging
portions separated by a plurality of gaps, wherein
the first plurality of bridging portions extend between
the first compressible portion and the second com-
pressible portion, wherein the first plurality of bridg-
ing portions are arranged along a length of the elon-
gate slot, and wherein each of the first plurality of
bridging portions bridges the elongate slot. The com-
pressible adjunct assembly further comprises an at-
tachment layer comprising a first attachment portion
on the first side of the elongate slot, wherein the first
attachment portion is attached to the first outer sur-
face, and wherein the first attachment portion is at-
tached to the first compressible portion, and a sec-
ond attachment portion on the second side of the
elongate slot, wherein the second attachment por-
tion is attached to the second outer surface, and

wherein the second attachment portion is attached
to the second compressible portion. The attachment
layer further comprises a second plurality of bridging
portions separated by the plurality of gaps, wherein
the second plurality of bridging portions extend be-
tween the first attachment portion and the second
attachment portion, wherein the second plurality of
bridging portions are arranged along the length of
the elongate slot, and wherein each of the second
plurality of bridging portions bridges the elongate
slot.

Example 116 - The surgical instrument of Example
115, wherein the attachment layer comprises a film.

Example 117 - The surgical instrument of Examples
115 or 116, wherein the attachment layer is thinner
than the compressible layer.

Example 118 - A surgical instrument comprising an
anvil comprising an elongate slot extending along a
longitudinal axis, an internal surface defining an in-
ternal gap connected to the elongate slot, a first outer
surface on a first side of the elongate slot, and a
second outer surface on a second side of the elon-
gate slot opposite the first side. The surgical instru-
ment further comprises a compressible adjunct as-
sembly comprising a compressible layer comprising
a first compressible portion on the first side of the
elongate slot a second compressible portion on the
second side of the elongate slot, and an intermediate
compressible portion extending between the first
compressible portion and the second compressible
portion, wherein the intermediate compressible por-
tion bridges the slot. The compressible adjunct as-
sembly further comprises at least one attachment
member comprising a first attachment portion posi-
tioned against the internal surface, a second attach-
ment portion attached to the intermediate compress-
ible portion, and a coupling portion connecting the
first attachment portion to the second attachment
portion.

Example 119 - The surgical instrument of Example
118, wherein the coupling portion extends into the
elongate slot.

Example 120 - The surgical instrument of Examples
118 or 119, wherein the second attachment portion
is embedded in the intermediate compressible por-
tion.

Example 121 - A staple cartridge assembly for use
with a surgical stapling instrument, wherein the sta-
ple cartridge assembly is configured to receive a fir-
ing actuation such that, upon receiving the firing ac-
tuation, a firing assembly is configured to translate
through the staple cartridge assembly from a proxi-
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mal end to a distal end during a firing progression,
and wherein the staple cartridge assembly compris-
es a cartridge body, a plurality of staples removably
stored within the cartridge body, and an implantable
adjunct. The implantable adjunct comprises a body
portion and a plurality of distinct attachment portions
configured to retain the implantable adjunct against
the cartridge body, wherein the firing assembly is
configured to engage each attachment portion dur-
ing the firing progression, and wherein the attach-
ment portions are progressively released from the
cartridge body during the advancement of the firing
assembly from the proximal end to the distal end.

Example 122 - The staple cartridge assembly of Ex-
ample 121, wherein each staple is configured to sep-
arate each attachment portion from the cartridge
body.

Example 123 - The staple cartridge assembly of Ex-
amples 121 or 122, wherein the firing assembly is
configured to lift the implantable adjunct away from
the cartridge body to release the implantable adjunct
from the cartridge body.

Example 124 - The staple cartridge assembly of Ex-
amples 121, 122, or 123, further comprising a plu-
rality of drivers, wherein the cartridge body compris-
es a deck surface, wherein the firing assembly is
configured to lift the drivers above the deck surface.

Example 125 - The staple cartridge assembly of Ex-
amples 121, 122, 123, or 124, wherein the cartridge
body comprises a plurality of staple cavities, and
wherein the attachment portions extend at least par-
tially into the staple cavities.

Example 126 - The staple cartridge assembly of Ex-
amples 121, 122, 123, 124, or 125, wherein the im-
plantable adjunct comprises a unitary piece of ma-
terial.

Example 127 - The staple cartridge assembly of Ex-
amples 121, 122, 123, 124, 125, or 126, wherein the
cartridge body comprises a slot, wherein the attach-
ment portions are positioned adjacent the slot, and
wherein the firing assembly comprises a release por-
tion configured to engage the attachment portions
to release the implantable adjunct from the cartridge
body as the firing assembly advances from the prox-
imal end to the distal end.

Example 128 - The staple cartridge assembly of Ex-
amples 121, 122, 123, 124, 125, 126, or 127, wherein
the implantable adjunct comprises a first portion and
second portion wherein the first portion is configured
to be detached from the second portion, and wherein
the second portion is configured to be retained

against the cartridge body by a staple that has not
been deployed by the firing assembly.

Example 129 - The staple cartridge assembly of Ex-
amples 121, 122, 123, 124, 125, 126, 127, or 128,
wherein the implantable adjunct further comprises a
discontinuity, and wherein the first portion is detach-
able from the second portion at the discontinuity.

Example 130 - The staple cartridge assembly of Ex-
ample 129, wherein the discontinuity comprises at
least one perforation.

Example 131 - The staple cartridge assembly of Ex-
amples 121, 122, 123, 124, 125, 126, 127, 128, 129,
or 130 wherein each staple comprises a pair of staple
legs, and wherein each staple leg comprises a barb
embedded in the implantable adjunct.

Example 132 - The staple cartridge assembly of Ex-
ample 131, wherein the barbs extend outwardly.

Example 133 - The staple cartridge assembly of Ex-
amples 121, 122, 123, 124, 125, 126, 127, 128, 129,
130, 131, or 132, wherein the cartridge body com-
prises a plurality of staple cavities, and wherein each
attachment portion extends over a staple cavity.

Example 134 - The staple cartridge assembly of Ex-
amples 121, 122, 123, 124, 125, 126, 127, 128, 129,
130, 131, 132, or 133, wherein the staples engage
the attachment portions and detach the attachment
portions from the cartridge body when the staples
are ejected from the cartridge body.

Example 135 - A staple cartridge assembly compris-
ing a cartridge body comprising a proximal end, a
distal end, a deck, a plurality of staple cavities de-
fined in the deck, and a longitudinal slot defined in
the deck extending from the proximal end toward the
distal end. The staple cartridge assembly further
comprises a plurality of staples removably stored
within the staple cavities, a firing member configured
to eject the staples from the staple cavities during a
firing progression of the firing member from the prox-
imal end toward the distal end, and an implantable
adjunct. The implantable adjunct comprises a body
portion and a plurality of distinct attachment portions
configured to releasably retain the implantable ad-
junct against the cartridge body, wherein the firing
member is configured to progressively release the
attachment portions from the cartridge body during
the firing progression.

Example 136 - The staple cartridge assembly of Ex-
ample 135, wherein the firing member extends over
the deck and directly engages the attachment por-
tions.
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Example 137 - The staple cartridge assembly of Ex-
amples 135 or 136, wherein the staple cavities are
arranged in longitudinal rows, wherein the longitudi-
nal rows comprise inner longitudinal rows adjacent
the longitudinal slot, and wherein the attachment por-
tions are positioned intermediate the longitudinal slot
and the inner longitudinal rows.

Example 138 - The staple cartridge assembly of Ex-
ample 137, wherein the firing member slides along
the deck between the longitudinal slot and the inner
longitudinal rows.

Example 139 - A method for assembling a surgical
stapling assembly for use with a surgical stapling
instrument, the surgical stapling assembly compris-
ing a staple cartridge, a plurality of staples, and a
fibrous adjunct positioned at least partially on the
staple cartridge, the method comprising pouring fi-
brous adjunct material onto a mold resembling the
staple cartridge, allowing the fibrous adjunct material
to cool, removing the fibrous adjunct material from
the mold, and placing the fibrous adjunct material
onto the staple cartridge, wherein the fibrous adjunct
material maintains a continuous, fibrous structure
upon being placed onto the staple cartridge.

Example 140 - A staple cartridge assembly compris-
ing a cartridge body comprising a deck, staples re-
movably stored in the cartridge body, and an implant-
able adjunct positioned over the deck. The implant-
able adjunct comprises a first outer layer comprised
of interwoven fibers, a second outer layer comprised
of interwoven fibers, and a bonding layer positioned
intermediate the first outer layer and the second out-
er layer, wherein the bonding layer is comprised of
a meltable material having a threshold melt temper-
ature, and wherein the adjunct has previously been
exposed to a temperature in excess of the threshold
melt temperature such that the bonding layer is
bonded with the first outer layer and the second outer
layer.

Example 141 - The staple cartridge assembly of Ex-
ample 140, wherein the interwoven fibers of the first
outer layer are comprised of a first material having
a first melt temperature which is greater than the
threshold melt temperature, and wherein the inter-
woven fibers of the first outer layer have not been
melted.

Example 142 - The staple cartridge assembly of Ex-
ample 141, wherein the interwoven fibers of the sec-
ond outer layer are comprised of a second material
having a second melt temperature which is different
than the first melt temperature and greater than the
threshold melt temperature, and wherein the inter-
woven fibers of the second outer layer have not been

melted.

Example 143 - The staple cartridge assembly of Ex-
amples 140, 141, or 142, wherein the bonding layer
comprises a first bonding layer, and wherein the ad-
junct further comprises a spacer layer comprised of
a material having a melt temperature which is greater
than the threshold melt temperature and a second
bonding layer comprised of the meltable material,
wherein the first bonding layer is positioned interme-
diate the first outer layer and the spacer layer, and
wherein the second bonding layer is positioned in-
termediate the second outer layer and the spacer
layer.

Example 144 - The staple cartridge assembly of Ex-
ample 143, wherein the spacer layer comprises a
plurality of openings defined therein which are con-
figured to receive melted portions of the first bonding
layer and the second bonding layer when the adjunct
is exposed to a temperature in excess of the thresh-
old melt temperature.

Example 145 - The staple cartridge assembly of Ex-
amples 143 or 144, wherein melted portions of the
first bonding layer has penetrated the first outside
layer, and wherein melted portions of the second
bonding layer has penetrated the second outside lay-
er.

Example 146 - The staple cartridge assembly of Ex-
amples 143, 144, or 145, wherein the plurality of
openings are arranged in a first density in a first por-
tion of the spacer layer and a second density in a
second portion of the spacer layer, wherein the first
density is greater than the second density, and
wherein the bond between the first portion and the
bonding layers is stronger than the bond between
the second portion and the bonding layers.

Example 147 - The staple cartridge assembly of Ex-
amples 143, 144, 145, or 146, wherein the spacer
layer comprises a lofted weave.

Example 148 - The staple cartridge assembly of Ex-
amples 140, 141, 142, 143, 144, 145, 146, or 147,
wherein the bonding layer comprises a PDS film.

Example 149 - The staple cartridge assembly of Ex-
amples 140, 141, 142, 143, 144, 145, 146, 147, or
148, wherein the bonding layer comprises apertures
defined therein.

Example 150 - The staple cartridge assembly of Ex-
amples 140, 141, 142, 143, 144, 145, 146, 147, 148,
or 149, wherein the bonding layer has penetrated
the first outside layer and the second outside layer.
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Example 151 - The staple cartridge assembly of Ex-
amples 140, 141, 142, 143, 144, 145, 146, 147, 148,
149, or 150, wherein the first outside layer and the
second outside layer include meltable portions which
are comprised of the meltable material, and wherein
the meltable portions of the first outside layer and
the second outside layer are merged with the bond-
ing layer after the adjunct is exposed to a tempera-
ture in excess of the threshold melt temperature.

Example 152 - A staple cartridge assembly compris-
ing a cartridge body comprising a deck, staples re-
movably stored in the cartridge body, and an implant-
able layer assembly positioned over the deck. The
implantable layer comprises a first layer, a second
layer, and a bonding layer positioned intermediate
the first layer and the second layer, wherein the
bonding layer is comprised of a meltable material
having a threshold melt temperature, and wherein
the implantable layer assembly has been previously
exposed to a temperature at least equaling the
threshold melt temperature such that the bonding
layer is bonded with at least one of the first layer and
the second layer.

Example 153 - The staple cartridge assembly of Ex-
ample 152, wherein the bonding layer is mechani-
cally bonded to the first layer and the second layer.

Example 154 - The staple cartridge assembly of Ex-
amples 152 or 153, wherein the interwoven fibers of
the first layer are comprised of a first material having
a first melt temperature which is greater than the
threshold melt temperature, and wherein the inter-
woven fibers of the first layer have not been melted.

Example 155 - The staple cartridge assembly of Ex-
ample 154, wherein the interwoven fibers of the sec-
ond layer are comprised of a second material having
a second melt temperature which is different than
the first melt temperature and greater than the
threshold melt temperature, and wherein the inter-
woven fibers of the second layer have not been melt-
ed.

Example 156 - The staple cartridge assembly of Ex-
amples 152, 153, 154, or 155, wherein the bonding
layer comprises a first bonding layer, and wherein
the implantable layer assembly further comprises a
spacer layer comprised of a material having a melt
temperature which is greater than the threshold melt
temperature and a second bonding layer comprised
of the meltable material, wherein the first bonding
layer is positioned intermediate the first layer and
the spacer layer, and wherein the second bonding
layer is positioned intermediate the second layer and
the spacer layer.

Example 157 - The staple cartridge assembly of Ex-
ample 156, wherein the spacer layer comprises a
plurality of openings defined therein which are con-
figured to receive melted portions of the first bonding
layer and the second bonding layer when the adjunct
is exposed to a temperature that at least equals the
threshold melt temperature.

Example 158 - The staple cartridge assembly of Ex-
ample 157, wherein the plurality of openings are ar-
ranged in a first density in a first portion of the spacer
layer and a second density in a second portion of
the spacer layer, wherein the first density is greater
than the second density, and wherein a bond be-
tween the first portion and the bonding layers is
stronger than a bond between the second portion
and the bonding layers.

Example 159 - The staple cartridge assembly of Ex-
amples 156, 157, or 158, wherein melted portions of
the first bonding layer has penetrated the first layer,
and wherein melted portions of the second bonding
layer has penetrated the second layer.

Example 160 - A method of manufacturing a staple
cartridge assembly comprising the steps of obtaining
a first layer, a second layer, and a bonding layer,
positioning the bonding layer intermediate the first
layer and the second layer, heating the bonding layer
to a temperature which at least partially melts the
bonding layer, obtaining a cartridge body, position-
ing staples in the cartridge body, and attaching the
first layer, the second layer, and the bonding layer
to the cartridge body.

Example 161 - The method of Example 160, wherein
the heating step does not melt the first layer and the
second layer.

Example 162 - A staple cartridge assembly for use
with a surgical stapler, wherein the staple cartridge
assembly comprises a staple cartridge comprising a
cartridge body, a cartridge deck, and a plurality of
staples deployable from the cartridge body through
the cartridge deck. The staple cartridge assembly
further comprises a compressible adjunct position-
able against the cartridge deck, wherein the com-
pressible adjunct comprises a plurality of unaltered
fibers comprising a first fiber including a first fiber
portion and a second fiber including a second fiber
portion extending over the first fiber portion. The
compressible adjunct further comprises a plurality of
altered fibers that are melted and resolidified and a
node comprising the first fiber portion, the second
fiber portion, and at least a portion of the plurality of
altered fibers, wherein the at least a portion of the
plurality of altered fibers affixes the first fiber portion
and the second fiber portion.
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Example 163 - The staple cartridge assembly of Ex-
ample 162, wherein the first fiber and the second
fiber are comprised of a first biocompatible material
comprising a first melting point.

Example 164 - The staple cartridge assembly of Ex-
ample 163, wherein the plurality of altered fibers
comprises a second biocompatible material com-
prising a second melting point lower than the first
melting point.

Example 165 - The staple cartridge assembly of Ex-
ample 164, wherein the first fiber is at least partially
covered with the second biocompatible material.

Example 166 - The staple cartridge assembly of Ex-
amples 162, 163, 164, or 165, wherein the plurality
of unaltered fibers further comprises a third fiber in-
cluding a third fiber portion extending over the first
fiber portion.

Example 167 - The staple cartridge assembly of Ex-
amples 162, 163, 164, 165, or 166, wherein the node
releasably attaches the compressible adjunct to the
cartridge deck.

Example 168 - The staple cartridge assembly of Ex-
amples 162, 163, 164, 165, 166, or 167, further com-
prising a plurality of nodes defining attachment
zones.

Example 169 - The staple cartridge assembly of Ex-
ample 168, further comprising unattached zones be-
tween the attachment zones.

Example 170 - The staple cartridge assembly of Ex-
ample 169, wherein the attachment zones comprise
greater densities than the unattached zones.

Example 171 - A staple cartridge assembly for use
with a surgical stapler, wherein the staple cartridge
assembly comprises a staple cartridge comprising a
cartridge body, a cartridge deck, and a plurality of
staples deployable from the cartridge body through
the cartridge deck. The staple cartridge assembly
further comprises a compressible adjunct position-
able against the cartridge deck, wherein the com-
pressible adjunct comprises a plurality of unaltered
fibers comprising a first fiber including a first fiber
portion and a second fiber including a second fiber
portion extending over the first fiber portion. The
compressible adjunct further comprises a plurality of
altered fibers melted and resolidified to define a
bonding medium and a node comprising the first fiber
portion, the second fiber portion, and at least a por-
tion of the bonding medium at least partially sur-
rounding the first fiber portion and the second fiber
portion.

Example 172 - The staple cartridge assembly of Ex-
ample 171, wherein the first fiber and the second
fiber are comprised of a first biocompatible material
comprising a first melting point.

Example 173 - The staple cartridge assembly of Ex-
ample 172, wherein the plurality of altered fibers
comprises a second biocompatible material com-
prising a second melting point lower than the first
melting point.

Example 174 - The staple cartridge assembly of Ex-
ample 173, wherein the first fiber is at least partially
covered with the second biocompatible material.

Example 175 - The staple cartridge assembly of Ex-
amples 171, 172, 173, or 174, wherein the plurality
of unaltered fibers further comprises a third fiber in-
cluding a third fiber portion extending over the first
fiber portion.

Example 176 - The staple cartridge assembly of Ex-
amples 171, 172, 173, 174, or 175, wherein the node
releasably attaches the compressible adjunct to the
cartridge deck.

Example 177 - The staple cartridge assembly of Ex-
amples 171, 172, 173, 174, 175, or 176, further com-
prising a plurality of nodes defining attachment
zones.

Example 178 - The staple cartridge assembly of Ex-
ample 177, further comprising non-attachment
zones between the attachment zones.

Example 179 - The staple cartridge assembly of Ex-
ample 178, wherein the attachment zones comprise
greater densities than the non-attachment zones.

Example 180 - A staple cartridge assembly for use
with a surgical stapler, wherein the staple cartridge
assembly comprises a staple cartridge comprising a
cartridge body, a cartridge deck, and a plurality of
staples deployable from the cartridge body through
the cartridge deck. The staple cartridge assembly
further comprises a compressible adjunct position-
able against the cartridge deck, wherein the com-
pressible adjunct comprises a plurality of fibers com-
prising a first fiber including a first fiber portion and
a second fiber including a second fiber portion
spaced apart from the first fiber portion. The com-
pressible adjunct further comprises a bonding fiber
melted and resolidified, wherein the bonding fiber
comprises a bonding fiber portion extending be-
tween the first fiber portion and the second fiber por-
tion, wherein the bonding fiber portion is attached to
the first fiber portion, and wherein the bonding fiber
portion is attached to second fiber portion. Example
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181 - The staple cartridge assembly of Example 180,
wherein the first fiber and the second fiber are com-
prised of a first biocompatible material comprising a
first melting point, and wherein the bonding fiber
comprises a second biocompatible material com-
prising a second melting point lower than the first
melting point.

[0271] Adjuncts attached to and/or positioned on a sta-
ple cartridge have been disclosed. It should be under-
stood that such teachings are applicable where an ad-
junct is attached to and/or positioned on an anvil of a
surgical instrument. Arrangements in which a first adjunct
is attached to and/or positioned on a cartridge and a sec-
ond adjunct is attached to and/or positioned on an anvil
are also envisioned.
[0272] The compressible adjuncts of the present dis-
closure can be positioned against a cartridge deck of a
staple cartridge such as, for example, the cartridge deck
16 of the staple cartridge 12. In at least one instance, a
compressible adjunct can be positioned against a car-
tridge deck of a staple cartridge prior to loading the staple
cartridge onto a surgical instrument such as, for example,
the surgical stapling and severing instrument 8010 (FIG.
1). Alternatively, a compressible adjunct can be posi-
tioned against a cartridge deck of a staple cartridge after
the staple cartridge has been loaded into the surgical
stapling and severing instrument. A loading unit can be
employed to deposit a compressible adjunct onto the car-
tridge deck of the staple cartridge. The loading unit may
include attachment features and/or placement features
for manipulating and positioning the compressible ad-
junct against the cartridge deck. Once the compressible
adjunct is correctly positioned against the cartridge deck,
the loading unit can release the compressible adjunct.
[0273] A compressible adjunct can be positioned
against a cartridge deck without attachment to the staple
cartridge. Alternatively, a compressible adjunct can be
attached to the staple cartridge prior to or after the staple
cartridge is loaded into the surgical stapling and severing
instrument. For example, the compressible adjunct can
be partially melted onto the cartridge deck then resolid-
ified by cooling which causes the compressible adjunct
to bond to the cartridge deck. Attachment features can
also be employed to attach a compressible adjunct to a
staple cartridge such as, for example, sutures, straps,
barbs, and/or other mechanical attachment mecha-
nisms.
[0274] Where materials are disclosed for certain com-
ponents, other materials may be used. Furthermore, a
single component may be replaced by multiple compo-
nents, and multiple components may be replaced by a
single component, to perform a given function or func-
tions. The foregoing description and following claims are
intended to cover all such modification and variations.
[0275] The devices disclosed herein can be designed
to be disposed of after a single use, or they can be de-
signed to be used multiple times. In either case, however,

the device can be reconditioned for reuse after at least
one use. Reconditioning can include any combination of
the steps of disassembly of the device, followed by clean-
ing or replacement of particular pieces, and subsequent
reassembly. In particular, the device can be disassem-
bled, and any number of the particular pieces or parts of
the device can be selectively replaced or removed in any
combination. Upon cleaning and/or replacement of par-
ticular parts, the device can be reassembled for subse-
quent use either at a reconditioning facility, or by a sur-
gical team immediately prior to a surgical procedure. Re-
conditioning of a device can utilize a variety of techniques
for disassembly, cleaning/replacement, and reassembly.
Use of such techniques, and the resulting reconditioned
device, are all within the scope of the present application.
[0276] By way of example only, devices described
herein may be processed before surgery. First, a new or
used instrument may be obtained and when necessary
cleaned. The instrument may then be sterilized. In one
sterilization technique, the instrument is placed in a
closed and sealed container, such as a plastic or TYVEK
bag. The container and instrument may then be placed
in a field of radiation that can penetrate the container,
such as gamma radiation, x-rays, or high-energy elec-
trons. The radiation may kill bacteria on the instrument
and in the container. The sterilized instrument may then
be stored in the sterile container. The sealed container
may keep the instrument sterile until it is opened in a
medical facility. A device also may be sterilized using any
other technique known in the art, including but not limited
to beta or gamma radiation, ethylene oxide, plasma per-
oxide, or steam.
[0277] While this invention has been described as hav-
ing exemplary designs, the present invention may be fur-
ther modified within the spirit and scope of the disclosure.
This application is therefore intended to cover any vari-
ations, uses, or adaptations of the invention using its gen-
eral principles.

Claims

1. A staple cartridge assembly, comprising:

a cartridge body comprising a deck;
a plurality of staples; and
an implantable layer positioned over said deck,
wherein said implantable layer comprises a plu-
rality of interwoven fibers, and wherein each said
fiber comprises a strand having a kinked config-
uration.

2. The staple cartridge assembly of Claim 1, wherein
said kinked configuration of said fibers is produced
by exposing said fibers to heat.

3. The staple cartridge assembly of Claim 1 or 2, where-
in said kinked fibers are interwoven into a first woven
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zone and a second woven zone, wherein said first
woven zone has a first density and said second wo-
ven zone has a second density, and wherein said
first density is less than said second density.

4. The staple cartridge assembly of any preceding
Claim, wherein said kinked fibers are interwoven into
a first woven zone and a second woven zone, where-
in said first woven zone has a first modulus of elas-
ticity and said second woven zone has a second
modulus of elasticity, and wherein said first modulus
of elasticity is less than said second modulus of elas-
ticity.

5. The staple cartridge assembly of Claim 3 or 4, where-
in said implantable layer comprises a perimeter, and
wherein said second woven zone is defined along
said perimeter.

6. The staple cartridge assembly of any one of Claims
3 - 5, wherein said cartridge body comprises a lon-
gitudinal slot configured to receive a cutting portion,
and wherein said first woven zone is aligned with
said longitudinal slot.

7. The staple cartridge assembly of any one of Claims
3 - 6, further comprising an anchor extending over
said implantable layer to releasably hold said layer
to said cartridge body, wherein said anchor is aligned
with said second woven zone.

8. The staple cartridge assembly of Claim 7, wherein
said cartridge body comprises a longitudinal slot,
wherein said longitudinal slot is configured to receive
a cutting member, and wherein the cutting member
is configured to transect said anchor as the cutting
member moves within said longitudinal slot.

9. The staple cartridge assembly of Claim 8, further
comprising a proximal end, wherein said anchor and
said second woven zone are adjacent said proximal
end.

10. The staple cartridge assembly of Claim 9, further
comprising:

a distal end opposite said proximal end;
a distal anchor extending over said implantable
layer to releasably hold said layer to said car-
tridge body; and
a third woven zone defined in said layer having
a third density which is greater than said first
density, wherein said distal anchor is aligned
with said third woven zone.

11. The staple cartridge assembly of Claim 9, further
comprising:

a distal end opposite said proximal end;
a distal anchor extending over said implantable
layer to releasably hold said layer to said car-
tridge body; and
a third woven zone defined in said layer having
a third modulus of elasticity which is greater than
said first modulus of elasticity, wherein said dis-
tal anchor is aligned with said third woven zone.

12. The staple cartridge assembly of any one of Claims
3 - 11, wherein said cartridge body comprises a first
longitudinal row of staple cavities and a second lon-
gitudinal row of staple cavities, wherein said first wo-
ven zone is aligned with said first row of staple cav-
ities and said second woven zone is aligned with
said second row of staple cavities.

13. A method of manufacturing an implantable layer,
said method comprising the steps of:

obtaining fibers;
weaving the fibers;
unweaving the fibers after said weaving step;
kinking the fibers after said unweaving step; and
reweaving the fibers into an implantable layer
after said kinking step.

14. The method of Claim 13, wherein said reweaving
step comprises knitting the fibers into a fluffy fabric.
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