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(54) CAPSULE, SYSTEM AND METHOD FOR PREPARING A PREDETERMINED QUANTITY OF 
BEVERAGE SUITABLE FOR CONSUMPTION

(57) A capsule for preparing a predetermined quan-
tity of beverage suitable for consumption using an ex-
tractable product, by means of a beverage brewing de-
vice comprising a receptacle for receiving the capsule.
The capsule comprises a cup comprising a circumferen-
tial wall, a bottom closing the circumferential wall at a
first end, and a lid in use connected to the cup at a second
end of the circumferential wall opposite the bottom. The
wall, bottom and lid, in use, enclose an inner space com-
prising the extractable product. At least a portion of a
surface of the capsule conceived to, in use, interact with
the receptacle is provided with at least one projection for
forming a sealing engagement with the receptacle.
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Description

FIELD

[0001] The invention relates to a capsule, a system
and a method for preparing a predetermined quantity of
beverage suitable for consumption using an extractable
product.

BACKGROUND

[0002] Systems for preparing a beverage, such as cof-
fee, using a brewing device for supplying a liquid, such
as water, under pressure to a capsule comprising a dose
of a beverage ingredient are known. Commonly, the
brewing device comprises a receptacle for receiving the
capsule, such as an enclosing member for enclosing the
capsule. In use a sealing engagement is provided be-
tween the capsule and the enclosing member, so as to
prevent leaking of a liquid, e.g. water or the beverage.
The sealing engagement is usually obtained by pressing
the capsule and the enclosing member against each oth-
er along a circumferential line of contact.
[0003] It is possible that the material of the enclosing
member at the location of the sealing engagement, e.g.
an elastomeric material, is softer than the material of the
capsule at the location of the sealing engagement, e.g.
aluminium. Such system is for instance known from EP
1 203 554. In such case the material of the enclosing
member at the location of the sealing engagement may
be compressed. Such systems may have the disadvan-
tage that the material of the enclosing member at the
location of the sealing engagement can subject to wear,
degradation and/or fouling, so that the quality of the seal-
ing engagement may deteriorate if the age of the brewing
device increases.
[0004] This disadvantage seems to be, at least partial-
ly, overcome by other known systems, wherein the ma-
terial of the enclosing member at the location of the seal-
ing engagement, e.g. a metal, is harder than the material
of the capsule at the location of the sealing engagement,
e.g. a plastics material. Such system is for instance
known from FR 2 617 389. In such case the material of
the capsule at the location of the sealing engagement
may be compressed. Such systems have the advantage
that the material of the enclosing member at the location
of the sealing engagement may be less subject to wear,
degradation and/or fouling, while good sealing engage-
ment may be obtained. Especially when the material of
the capsule at the location of the sealing engagement is
the same material as the material of the circumferential
wall, the capsule may be manufactured with great ease.
This may, however, provide the disadvantage that such
sealing engagement may be upset if the enclosing mem-
ber, at the location of the sealing engagement, possess-
es irregularities, such as scratches, crevices, caked-on
foul, protrusions or the like.

SUMMARY OF THE INVENTION

[0005] It is an object of the invention to at least partially
meet at least one of the above disadvantages. In partic-
ular, it is an object of the invention to provide a capsule
for preparing a predetermined quantity of beverage suit-
able for consumption using an extractable product con-
ceived to be used in a beverage brewing device compris-
ing a receptacle for interacting with the capsule, wherein
there is has improved engagement between the capsule
and the receptacle for mitigating possible leakages due
to surface irregularities of the receptacle and/or the cap-
sule.
[0006] Thereto, according to the invention a capsule
is provided for preparing a predetermined quantity of bev-
erage suitable for consumption using an extractable
product, by means of a beverage brewing device com-
prising a receptacle for receiving the capsule, comprising
a cup comprising a circumferential wall, a bottom closing
the circumferential wall at a first end, and a lid in use
connected to the cup at a second end of the circumfer-
ential wall opposite the bottom, wherein the wall, bottom
and lid, in use, enclose an inner space comprising the
extractable product, and wherein at least a portion of a
surface of the capsule conceived to, in use, interact with
the receptacle is provided with at least one projection for
forming a sealing engagement with the receptacle,
wherein the capsule comprises a further ridge which is
substantially concentrically enveloping the at least one
projection, wherein a height of the further ridge is different
from the height of the at least one projection.
[0007] It is found that by providing local projections on
a surface of the capsule in the area conceived to interact
with the surface of the receptacle, surface irregularities
of the latter may be efficiently mitigated. It will be appre-
ciated that different type of surface irregularities may be
envisaged, including, but not limited to, local recesses,
local protrusions, cracks, bursts, local wear and so forth.
Accordingly, the at least one projection may be provided
on the surface of the capsule at a position wherein such
irregularities have occurred or are likely to occur. The at
least one projection may for instance be provided on the
outer surface of the cup. In case the cup comprises a
flange-like rim extending outwardly of the circumferential
wall at the second end, the at least one projection may
for instance be provided on the flange-like rim. The re-
ceptacle may be provided in the form of an enclosing
member, which may be arranged to at least partially en-
close the capsule, and may, in use, be pressed against
the rim of the capsule. Due to the fact that the receptacle
is usually manufactured from extruded plastic, minor
manufacturing defects may occur. This may lead to fur-
ther local irregularities of the outer surface of the recep-
tacle conceived to engage with the flange-like rim of the
capsule in use. Such further local irregularities may relate
to recesses, i.e. local deepening of the outer surface of
the receptacle or protrusions, i.e. local elevations of the
outer surface of the receptacle.
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[0008] By providing the flange-like rim of the capsule
with at least one projection conceived to interact with a
surface of the receptacle in use, thereby forming a sealing
engagement with the receptacle, the named irregularities
may be mitigated.
[0009] It will be appreciated that different types of a
sealing engagement may be envisaged. For example,
the at least one projection may be provided at an area
of the capsule for achieving an abutment between the at
least one projection and the surface of the receptacle
conceived to interact with the capsule in use. It will be
appreciated that those skilled in the art knowing a shape
and a dimension of the outer surface of the receptacle
conceived to come into contact with the capsule may
readily appreciate at which region of the capsule the at
least one projection is to be provided for forming said
abutment.
[0010] In an embodiment, the height of the further ridge
may be larger than the height of the at least one projec-
tion.
[0011] The further ridge may be arranged on a flange-
like rim of the cup, on the side facing away from the lid.
Here, the further ridge may be integral with the flange-
like rim. The further ridge may be substantially concentric
with the at least one projection. The further ridge may be
arranged to abut against an outer circumferential surface
of the receptacle of the brewing device which receptacle
may be embodied as an enclosing. The outer circumfer-
ential surface of the enclosing member may be wedged
against the inner circumferential surface of the further
ridge.
[0012] In an embodiment, the further ridge may com-
prise a conical section on an inner circumferential surface
thereof.
[0013] Such a conical section on the inner circumfer-
ential surface of the further ridge facilitates insertion of
the enclosing member within the perimeter of the further
ridge.
[0014] Thus, the at least one projection abuts against
the enclosing member, and additionally, the further ridge
abuts against the enclosing member. Hence, an im-
proved sealing engagement between the capsule and
the enclosing member may be obtained.
In an embodiment of the capsule according to the inven-
tion the at least one projection is circumferential with re-
spect to the flange-like rim. However, it will be appreci-
ated that the thus formed circumferential projection may
not necessarily be circular. An irregularly shaped circum-
ferential projection adapted to cooperate with a surface
of the receptacle is envisaged as well. Such irregularly
shaped circumferential projection may still have a rota-
tional symmetry. This embodiment will be discussed in
more details with reference to Figures.
[0015] It is found that although the at least one projec-
tion may be provided on selective areas of the flange-
like rim which are likely to have irregular surface, for ex-
ample, on separate regions along a periphery of the
flange-like rim, it is advantageous to provide the at least

one projection as a circumferential structure so that a
rotational symmetry is preserved for positioning the cap-
sule in the receptacle of the beverage brewing device.
[0016] In a still further embodiment of the capsule ac-
cording to the invention the at least one projection com-
prises a body capable of retaining fluid.
[0017] It is found to be particularly advantageous to
select for the at least one projection conceived to form a
sealing engagement with the receptacle a material, which
is capable of retaining fluid. Due to this feature possible
microscopic imperfections of the sealing engagement
are effectively mitigated due to fluid absorption in the
material of the projection. Preferably, for such material a
sponge-like material is used.
[0018] In a still further embodiment of the capsule ac-
cording to the invention a plurality of elongated individual
projections is provided, said projections forming a brush-
like area.
It is found that a reliable sealing engagement can be
achieved when a multi-body projection is envisaged, for
example when a brush-like structure is provided on the
flange-like rim of the capsule. This may have a reason
that the elongated individual projections may be bent or
be otherwise deformed by the receptacle without sub-
stantially influencing a spatial position of a neighbouring
elongated projection. As a result, for example, when a
surface of the receptacle conceived to come into contact
with the capsule in use comprises a recess, such recess
may be filled or be otherwise mitigated by one or a few
elongated projections, for example, hairs, the neighbour-
ing elongated projections being substantially not affect-
ed.
[0019] In a still further embodiment of the capsule ac-
cording to the invention the elongated individual projec-
tions have different height.
It is found that local height differences of the surface of
the receptacle may be effectively smoothed out when the
individual elongated bodies of the brush-like structure
have different height. Preferably, a basis height is select-
ed for forming a sealing engagement when no surface
irregularities of the receptacle are present. Some elon-
gated bodies will have a greater height for mitigating local
surface irregularities due to recesses. Preferably, height
of the elongated individual projections is in the range of
0.1 - 2 mm, preferably in the range of 0.13 - 1 mm, more
preferably in the range of 0.15-0.5 mm. It is found that
good results have been achieved when the height of the
elongated individual projections is about 0.25mm. Pref-
erably such brush-like structure is provided on the flange-
like rim of the capsule for mitigating substantial surface
irregularities, like cracks, surface indentation, for exam-
ple due to wear and so forth.
It will be further appreciated that the elongated bodies
may be provided on a base structure, or, alternatively,
the elongated bodies may be formed as a set of grooves
formed on an elevated base. Also in this case a height
of the elongated structures, measured at their tops, is in
the range of 0.1 - 2 mm, preferably in the range of 0.13

3 4 



EP 3 150 512 A1

4

5

10

15

20

25

30

35

40

45

50

55

- 1 mm, more preferably in the range of 0.15-0.5 mm. It
will be appreciated that such height may be measured
with respect to a base surface of the flange-like rim of
the capsule. This embodiment will be discussed in more
detail with reference to Figures.
It will be further appreciated that such elongated struc-
tures may be formed from a material capable of deform-
ing. In an extreme situation an elongated structure may
be capable of being substantially fully flattened. The elon-
gated structures may have a triangular, a circular or any
other suitable cross-section.
In an alternative embodiment, the projection arranged on
the flange-like rim may be substantially flat having a
height in the range of 0.8 - 1.0 mm, whereas the projection
is preferably formed from a soft material capable of de-
forming. Those skilled in the art will readily appreciate
which class of materials, preferably plastics may be used
for implementing such projection. In a still further embod-
iment of the capsule according to the invention the at
least one projection comprises a textured material.
[0020] This technical measure is based on the insight
that minor surface irregularities may be mitigated by pro-
viding the at least one projection having a modulated
surface, like texture. The modulated surface may com-
prise a mixture of regularly spaced depressions and el-
evated areas. Preferably, a height difference between
the elevated areas and the depressed areas being at
least 0,05 mm, preferably at least 0.15 mm. It is found
that such embodiment is effective for providing adequate
sealing engagement between the flange-like rim and the
surface of the receptacle when the latter comprises re-
cesses and/or protrusions.
[0021] In a still further embodiment of the capsule ac-
cording to the invention the at least one projection com-
prises a plurality of interconnected tubular structures.
[0022] It is found that such embodiment advanta-
geously combines features of a material capable of re-
taining fluid and a material capable of individual defor-
mation, like a brush. Preferably, the plurality of intercon-
nected tubular structures comprises polygonal struc-
tures, such as honeycomb structures. When interacting
with the surface of the receptacle having either a protru-
sion or a depression, the array of tubular structures may
deform locally substantially matching geometry of the lo-
cal irregularity (depression or protrusion). Preferably, a
height of the tubular structure is selected so that the array
of the tubular structures is at least slightly compressed
when being in contact with the surface of the receptacle
for forming a sealing engagement.
[0023] In a still further embodiment of the capsule ac-
cording to the invention the at least one projection com-
prises an oblique bridge extending between the flange-
like rim and the wall.
[0024] This technical measure is based on the insight
that leakages may occur in the area where a vertical cap-
sule wall contacts the substantially horizontal and flat
flange-like rim. In order to provide a sealing engagement
with the receptacle in use, the flange-like rim is provided

with an oblique structure which can act as a fitting be-
tween the receptacle and otherwise substantially rectan-
gular geometry of the wall/rim interface.
[0025] It will be appreciated that the bridge structure
may be provided along the whole circumference of the
rim adjacent the wall, or, alternatively a suitable number
of isolated bridge elements may be provided.
[0026] In a still further embodiment of the capsule the
bridge comprises two or more branches deviating from
a base portion attached to the flange-like rim.
[0027] It is found that by providing two deviating
branches it is possible to achieve a further flexibility in
accommodating local surface irregularities of the recep-
tacle.
[0028] In a still further embodiment of the capsule the
at least one projection is flexible. Preferably, at least one
projection is elastically deformable.
[0029] In a still further embodiment of the capsule the
at least one projection comprises a circumferential ridge.
It has been found that such circumferential ridge may
e.g. be subject to local deformation in order to adapt to
any irregularities in the surface of the receptacle. Pref-
erably, the at least one projection comprises a plurality
of circumferential ridges.
[0030] For example, the capsule may be provided with
a cup comprising a circumferential wall, a bottom closing
the circumferential wall at a first end, and a flange-like
rim extending outwardly of the circumferential wall at a
second end opposite the bottom, and a lid in use con-
nected to the flange-like rim, wherein the wall, bottom
and lid, in use, enclose an inner space comprising the
extractable product, and wherein the cup further com-
prises a plurality of substantially concentric circumferen-
tial ridges extending outwardly of the cup, wherein the
ridges are made of the same material as the cup.
[0031] In use, at least one of the circumferential ridges
may abut against at least a portion of the enclosing mem-
ber, such that the sealing engagement is formed be-
tween, e.g. the top of, at least one of the ridges and the
at least one portion of the receptacle, such as the en-
closing member. Since the plurality of ridges is provided,
a misalignment between the capsule and the enclosing
member may be allowed while still obtaining the sealing
engagement.
[0032] It is possible that in general the at least one
projection is made of the same material as the cup.
Hence, a relatively cheap at least one projection may be
provided.
[0033] Preferably, the at least one projection, e.g. the
ridge or ridges, is arranged on the flange-like rim, e.g. on
the side of the flange-like rim facing away from the lid.
Hence, the at least one projection, e.g. the ridge or ridges,
may abut against a leading edge of the enclosing mem-
ber. Thus, the sealing engagement may be formed at the
location of the flange-like rim.
[0034] It is possible that the at least one projection, e.g.
the ridge or ridges, is integral with the flange-like rim.
Thus manufacture of the cup may include manufacture
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of the at least one projection, e.g. the ridge or ridges, e.g.
by injection moulding the ensemble of the cup and the
at least one projection, e.g. the ridge or ridges. Hence,
easy manufacture of the cup of the capsule may be ob-
tained.
[0035] In one embodiment, each ridge of the plurality
of ridges has substantially the same height prior to use.
Hence, each of the ridges of the plurality of ridges may
contribute to the sealing engagement between the cap-
sule and the enclosing member. Optionally, each ridge
of the plurality of ridges has substantially the same width.
[0036] It is possible that a width of a ridge, of the plu-
rality of ridges is smaller than a height of that ridge. Pref-
erably this applies to each ridge of the plurality of ridges.
Hence the ridge has a slender form, allowing easy de-
formation of the ridge, e.g. by compression of a top edge
of he ridge towards a base of the ridge. Hence, the ridge
may easily follow an irregularity of the enclosing member
at the location of the sealing engagement, e.g. a dent
and/or a protrusion at the leading edge of the enclosing
member.
[0037] Preferably, a ridge of the plurality of the ridges
has a width that is equal to or less than a thickness of
the flange-like rim. Preferably, a ridge of the plurality of
ridges has a height that is equal to or less than a thickness
of the flange-like rim. Preferably this applies to each ridge
of the plurality of ridges. Hence, a resistance of the ridge
against compression may be less than a resistance
against compression of the rim. Thus, the rim may be
rigid relative to the ridge, while the ridge may possess
enough compressibility due to its shape and/or dimen-
sions to provide the sealing engagement with the enclos-
ing member even if the enclosing member comprises an
irregularity at the location of the sealing engagement.
[0038] It is possible that a ridge of the plurality of ridges
has a height of more than 0.3 mm, preferably more than
0.21 mm, more preferably more than 0.15 mm. It is also
possible that a ridge of the plurality of ridges has a max-
imum width of more than 0.3 mm, preferably more than
0.21 mm, more preferably more than 0.15 mm. Prefera-
bly, this applies to each ridge of the plurality of ridges.
These dimensions have been found to provide good seal-
ing engagement between the ridge and the enclosing
member.
[0039] In an embodiment, a ridge of the plurality of ridg-
es has a tapered, e.g. a substantially triangular, cross
section. Preferably this applies to each ridge of the plu-
rality of ridges. This provides the advantage that com-
pression of the ridge requires a progressively increasing
force. Hence, the ridge can easily follow the contour of
an irregularity of the enclosing member since this will
exert a locally increased force on the ridge.
[0040] Preferably all ridges of the plurality of ridges
have the same cross sectional shape.
[0041] In an embodiment, a radial distance between
two neighbouring ridges is less than a maximum width
of the ridges, preferably less than 50% of the maximum
width, more preferably less than 25% of the maximum

width. Thus, the ridges are spaced closely together, al-
lowing a good chance that at least one of the ridges prop-
erly abuts against the enclosing member, while still al-
lowing ample space for the ridges to widen due to com-
pression. Also, the closely spaced ridges allow for in-
creased tolerance to misalignment of the capsule with
respect to the enclosing member, since the narrow space
between the ridges may form a labyrinth providing suffi-
cient resistance against fluid flow to provide a sufficient
sealing engagement between the capsule and the en-
closing member, even if not one single ridge fully abuts
against the enclosing member.
[0042] Preferably, the lid is connected to the flange-
like rim and the inner space is at least partially filled with
the extractable product. Hence, the capsule ready for
use is provided. The capsule may be hermetically closed,
e.g. so as to improve shelf life of the capsule. Alterna-
tively, the lid and/or bottom is porous and/or comprises
openings for allowing a liquid to enter and/or exit the inner
space.
[0043] In an embodiment, the capsule is disposable.
The disposable capsule is designed and intended to be
disposed after single use. Thus, problems associated
with hygiene, e.g. microbial growth, may be minimised.
[0044] Preferably, the capsule is designed for prepar-
ing a single serving of the beverage.
[0045] The invention also relates to a system for pre-
paring a predetermined quantity of beverage suitable for
consumption using an extractable product, comprising i)
a capsule according to the invention; and ii) a beverage
brewing device comprising a receptacle for interacting
with the capsule, e.g. an enclosing member for enclosing
the capsule, wherein, in use, the at least one projection,
e.g. at least one of the ridges, abuts against at least a
portion of the receptacle, e.g. enclosing member, such
that a sealing engagement between the capsule and the
receptacle, e.g. enclosing member, is formed.
[0046] In an embodiment at least a portion of a leading
edge of the enclosing member is arranged to abut against
at least one of the ridges. Herein the ridges may be ar-
ranged on the flange-like rim of the capsule.
[0047] Preferably, the ridges each have an individual
width that is less than the width of the leading edge of
the enclosing member. This provides the advantage that
the ridges are narrow relative to the leading edge of the
enclosing member. Thus, the ridges may easily adapt to
a, e.g. small, irregularity, such as a dent, scratch, crevice
and/or protrusion, on the leading edge of the enclosing
member.
[0048] Preferably, the plurality of ridges has a com-
bined width that is larger than the width of the leading
edge of the enclosing member. Hence, considerable tol-
erance for misalignment of the capsule with respect to
the leading edge of the enclosing member is provided.
[0049] It is possible that a ridge of the plurality of ridges
has a height that is less than the width of the leading
edge of the enclosing member. Preferably this applies to
each ridge of the plurality of ridges. Thus, the ridge has
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a small height relative to the width of the leading edge of
the enclosing member. This may prevent buckling of the
ridges so that good sealing engagement between the
leading edge of the enclosing member and the ridges
may be obtained.
[0050] The invention also relates to a method for pre-
paring a predetermined quantity of beverage suitable for
consumption using a system according to the invention.
[0051] These and other aspects of the invention will be
discussed in more detail with reference to drawings,
wherein like reference numerals refer to like elements. It
will be appreciated that the drawings are presents for
illustrative purposes and may not be used for limiting the
scope of the appended claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0052] The invention will now be further elucidated by
means of, nonlimiting, examples referring to the drawing,
in which

Fig. 1 shows a schematic representation of a first
example of a system according to the invention.
Fig. 2 presents a schematic view of an embodiment
of a capsule according to an aspect of the invention.
Fig. 3 presents a schematic view of an embodiment
of a capsule according to an aspect of the invention.
Fig. 4 presents a schematic view of an embodiment
of a capsule according to an aspect of the invention;
Fig. 5 presents a schematic view of an embodiment
of a capsule according to an aspect of the invention.
Fig. 6 presents a schematic view of an embodiment
of a capsule according to an aspect of the invention.
Fig. 7 shows a schematic representation of a second
example of a system according to the invention;
Fig. 8a shows an enlarged detail of a part of the sys-
tem according to the invention;
Fig. 8b shows an enlarged detail of a part of the sys-
tem according to the invention;
Fig. 9 shows an enlarged detail of a part of the system
according to the invention;
Fig. 10a shows a schematic representation of a fur-
ther example of a system according to the invention;
and
Fig. 10b shows a schematic representation of an
even further example of a system according to the
invention.
Fig. 11 presents in a schematic way an embodiment
of a further example of a capsule according to the
invention.
Fig. 12 presents in a schematic way an embodiment
of a still further example of a capsule according to
the invention.
Fig.13 presents in a schematic way a top view of an
embodiment of a circumferential projection.

DETAILED DESCRIPTION OF THE DRAWINGS

[0053] Fig. 1 shows a schematic representation, in
cross sectional view, of a first example of a system 1 for
preparing a predetermined quantity of beverage suitable
for consumption using an extractable product. The sys-
tem 1 comprises an exchangeable capsule 2, and a bev-
erage brewing device 4. The device 4 comprises a re-
ceptacle in the form of an enclosing member 6 for holding
the exchangeable capsule 2. In this example, the device
4 further comprises a support member 8 for supporting
the capsule 2.
[0054] In Fig. 1 a gap is drawn between the capsule 2,
the enclosing member 6 and the support member 8 for
clarity. It will be appreciated that, in use, the capsule 2
may lie in contact with the enclosing member 6 and the
support member 8. Commonly, the enclosing member 6
has a shape complementary to the shape of the capsule
2. The apparatus 4 further comprises a fluid dispensing
device 10 for supplying an amount of a fluid, such as
water, under a pressure, of e.g. 9 bars, to the exchange-
able capsule 2.
[0055] In the example shown in Fig. 1, the exchange-
able capsule 2 comprises a cup 12 and a lid 14. In this
example, the cup 12 comprises a circumferential wall 16,
a bottom 18 closing the circumferential wall 16 at a first
end, and a flange-like rim 20 extending outwardly of the
circumferential wall 16 at a second end opposite the bot-
tom 18 wall. The circumferential wall 16, the bottom 18
and the lid 14 enclose an inner space 22 comprising the
extractable product. In this example, the capsule is ini-
tially sealed, i.e. is hermetically closed prior to use.
[0056] The system 1 of Fig. 1 comprises bottom pierc-
ing means 24 for piercing the bottom 18 of the capsule
2 for creating at least one entrance opening 25 in the
bottom 18 for supplying the fluid to the extractable prod-
uct through the entrance opening 25.
[0057] The system 1 of Fig. 1 further comprises lid
piercing means 26, here embodied as protrusions of the
support member 8, for piercing the lid 14 of the capsule
2. The lid piercing means 26 may be arranged to tear the
lid 14 once a (fluid) pressure inside the inner space 22
exceeds a threshold pressure and presses the lid 14
against the lid piercing means 26 with sufficient force.
The lid 14 may e.g. comprise a tearable foil, e.g. made
of aluminium.
[0058] In this example, the cup 12 further comprises a
plurality of projections in the form of substantially con-
centric circumferential ridges 28.i (i=1,2,3). In this exam-
ple, the ridges 28.i are arranged on the flange-like rim
20. Here the ridges 28.i are arranged on the side of the
flange-like rim 20 facing away from the lid 14. More gen-
erally put, the ridges 28.i extend outwardly of the cup 12.
In this example the ridges 28.i are made of the same
material as the cup 12. In this example, the ridges 28.i
are integral with the cup 12.
[0059] As can be seen from Fig. 1, in use the ridges
28.i may abut against a leading edge 30 of the enclosing
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member 6. When in this example at least one ridge 28.i
abuts against at least a portion of the leading edge 30 of
the enclosing member 6, a sealing engagement is ob-
tained between the enclosing member 6 and the capsule
2 at the location where the at least one ridge 28.i abuts
against at least the portion of the leading edge 30 of the
enclosing member 6.
[0060] The system 1 shown in Fig. 1 is operated as
follows for preparing a cup of coffee, wherein the extract-
able product is roasted and ground coffee.
[0061] The capsule 2 is placed in the enclosing mem-
ber 6. The support member 8 is brought into contact with
the capsule 2. The bottom piercing means 24 pierce the
bottom 18 of the capsule 2 for creating the entrance open-
ings 25. The fluid, here hot water under pressure, is sup-
plied to the extractable product in the inner space 22
through the entrance openings 25. The water will wet the
coffee grounds and extract the desired substances to
form the coffee beverage.
[0062] During supplying the water under pressure to
the inner space 22, the pressure inside the capsule 2 will
rise. The rise in pressure will cause the lid 14 to deform
and be pressed against the lid piercing means 26. Once
the pressure reaches a certain level, the tear strength of
the lid 14 will be surpassed and the lid will rupture against
the lid piercing means 26, creating exit openings. The
prepared coffee will drain from the capsule 2 through the
exit openings and outlets 32 of the support member 8,
and may be supplied to a container such as a cup (not
shown).
[0063] Fig. 2 presents a schematic view of another em-
bodiment of a capsule according to an aspect of the in-
vention. In this figure a schematic vertical cross-section
of a portion of the capsule is shown. The capsule 110
comprises a wall 102 having an inner surface 102b con-
ceived to define at least a portion of the inner space I for
accommodating the extractable product. The outer sur-
face 102a of the capsule may be orthogonally or obliquely
arranged with respect to the flange-like rim 104. The
flange-like rim 104 comprises an upper surface 104a con-
ceived to undergo interaction with a surface 109 of a re-
ceptacle 108 of the beverage brewing device. The flange-
like rim 104 may have a substantially flat portion between
the base of the wall 102a and a terminal ring 106. The
terminal ring 106 may be provided to centre the recep-
tacle 108 with respect to the capsule. It will be appreci-
ated that the receptacle 108 may be shaped to receive
the capsule 110 so that the portion 108 substantially en-
velopes it.
[0064] In accordance with an aspect of the invention
in order to form a sealing engagement between the cap-
sule 110 and the surface 109 of the receptacle in use, a
portion of the surface 104a is provided with a projection
107. It will be appreciated that the projection 107 may be
arranged substantially anywhere along width L of the
flange-like rim. Also the way the projection 107 is used
for forming a sealing engagement may be different.
[0065] First, the projection 107 may be arranged in an

area wherein the wall 102 intercepts the flange-like rim
104 so that the surface 109 substantially abuts the pro-
jection 107. This has an advantage that the projection
may be slightly compressed so that local surface irregu-
larities of the receptacle 108 are mitigated. For example,
when for the projection a material is selected capable of
retaining fluid, microscopic leakages from the rim-recep-
tacle interface may be counteracted.
[0066] Secondly, the projection 107, for example the
sponge-like body, may be arranged close to the outer
ring 106 so that it may next to abutting the surface 109
of the receptacle also engage with a vertical outer surface
of it. In this case the sponge-like projection may provide
an improved sealing engagement as the outermost sur-
face of the receptacle 108 may be at least partially en-
veloped by the sponge-like body 107.
[0067] Fig. 3 presents a schematic view of an embod-
iment of a capsule according to an aspect of the invention,
wherein geometry of the capsule 120 and of the recep-
tacle 108 are substantially the same as discussed with
reference to Fig. 2.
[0068] In this particular embodiment the projection
comprises a plurality of individual elongated members
117, wherein the individual elongated members may
have the same height or may have different heights h1,
h2. It will be appreciated that various embodiments of
the individual elongated members are envisaged. First,
the members may be provided as a brush-like structure,
which may be adhered to the surface 104a using a suit-
able adhesive. The individual members may be manu-
factured from plastic, synthetic hair or the like. The indi-
vidual members may e.g. be made of the same material
as the cup 102, 104, 106. The individual members may
e.g. be integral with the cup, e.g by injection moulding of
the cup and the members simultaneously. The projection
117 may be provided as a circumferential structure along
a periphery of the capsule’s rim. Preferably, the circum-
ferential structure is concentric with a rotational axis of
the capsule (not shown). Also, more than one circumfer-
entially arranged projections 117 may be provided. For
example, one circumferential projection may be provided
at or near a rim-wall interface and a second circumfer-
ential projection may be provided at a rim/ring interface
thereby providing a second barrier for possible micro-
scopic leakages. Additionally or alternatively, the projec-
tion 117 may be provided as a number of isolated islands
along the surface 104a. Such islands may be provided
in a two-dimensional pattern, e.g. a chequered pattern,
or they may be provided along other suitable pattern. In
the example of Fig. 3, the individual members are drawn
as being straight. It will be appreciated that tit is also
possible that the individual members are curved or
curled. It will be appreciated that the members may be
intertwined e.g. forming a fleece-like structure. Such
fleece-like structure may be injection moulded together
with the cup.
[0069] Fig. 4 presents a schematic view of an embod-
iment of a capsule according to an aspect of the invention,
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wherein geometry of the capsule 130 and of the recep-
tacle 108 are substantially the same as discussed with
reference to Fig. 2.
[0070] In this particular embodiment the at least one
projection comprises a textured material 127, which may
be provided anywhere along width L of the surface 104a.
Also in this case the projection 127 may be provided as
one or more circumferential structures or as individual
regions. The material 127 preferably comprises depres-
sions and projections. Preferably, a height difference be-
tween adjacent depressions and projections is at least
about 0.5 mm.
[0071] Fig. 5 presents a schematic view of an embod-
iment of a capsule according to an aspect of the invention,
wherein geometry of the capsule 140b and of the recep-
tacle 108 are substantially the same as discussed with
reference to Fig. 2.
[0072] In a top view 140a a capsule portion is depicted
wherein on the surface 104a between the ring 106 and
the wall 102a a projection is provided comprising a
number of interconnected tubular structures. Although in
this particular example honeycomb tubular structures are
shown any cross-sectional shape is possible. A polygo-
nal cross-section may be preferred as any tubular struc-
ture is connected to a plurality of adjacent tubular struc-
tures increasing flexibility of such projection in a vertical
direction V.
[0073] The tubular structure may be provided along a
circumference of the surface 104a, or it may be provided
at selected regions. The projection comprising hollow tu-
bular bodies may have an advantage that these bodies
may easily be compressed by the receptacle (not shown)
for forming the sealing engagement. Inner volume of the
tubular bodies may be used as microscopic vessels for
receiving fluid escaping from the sealing engagement,
which may further improve the sealing engagement.
[0074] Fig. 6 presents a schematic view of an embod-
iment of a capsule according to an aspect of the invention,
wherein geometry of the capsule 150 and of the recep-
tacle 108 are substantially the same as discussed with
reference to Fig. 2.
[0075] In this particular embodiment the at least one
projection is provided as a bridge between the surface
104a and the wall 102a. Preferably a plurality of bridges
147a, 147b, 147c, ..., 147n are provided. It will be appre-
ciated that the bridge structure may be provided as an
oblique link having a base portion 153 on the surface
104a and end portions terminating on the wall 102a. Al-
ternatively, the bridge may be provided as a triangular or
prismatic filling between the surface 104a and the wall
102a. In both cases the bridge may have two or more
bifurcations 151, 152 having the same base and splitting
and the wall 102a. It will further be appreciated that al-
though the base portion 153 is schematically depicted to
be arranged near the rim/wall interface, it may be posi-
tioned substantially distanced from said interface. Also,
it is possible, that different isolated bridge structures have
differently positioned base portions. Alternatively, it is

possible that a one circumferentially arranged bridge
structure is provided connecting the rim surface 104a
and the wall 102.
[0076] Fig. 7 shows a schematic representation, in
cross sectional view, of a second example of a system
1 discussed with reference to Fig. 1 for preparing a pre-
determined quantity of beverage suitable for consump-
tion using an extractable product. The system 1 compris-
es an exchangeable capsule 2, and a beverage brewing
device 4. The device 4 comprises a receptacle, here en-
closing member 6, for holding the exchangeable capsule
2. In this example, the device 4 further comprises a sup-
port member 8 for supporting the capsule 2.
[0077] In Fig. 7 a gap is drawn between the capsule 2,
the enclosing member 6 and the support member 8 for
clarity. It will be appreciated that, in use, the capsule 2
may lie in contact with the enclosing member 6 and the
support member 8. Commonly, the enclosing member 6
has a shape complementary to the shape of the capsule
2. The apparatus 4 further comprises a fluid dispensing
device 10 for supplying an amount of a fluid, such as
water, under a pressure, of e.g. 9 bars, to the exchange-
able capsule 2.
[0078] In the example shown in Fig. 7, the exchange-
able capsule 2 comprises a cup 12 and a lid 14. In this
example, the cup 12 comprises a circumferential wall 16,
a bottom 18 closing the circumferential wall 16 at a first
end, and a flange-like rim 20 extending outwardly of the
circumferential wall 16 at a second end opposite the bot-
tom 18 wall. The circumferential wall 16, the bottom 18
and the lid 14 enclose an inner space 22 comprising the
extractable product. In this example, the capsule is ini-
tially open. Hence, the capsule 2 comprises pre-made
entrance openings 25. The entrance openings 25 may
be through holes in the bottom 18. Further, the capsule
2 comprises premade exit openings 27. The exit holes
27 may be through holes in a foil-like lid 14, e.g. manu-
factured from plastics material, or may be pores in a po-
rous lid, e.g. manufactured from a non-woven material
such as filter paper.
[0079] The system 1 of Fig. 7 does not comprise bottom
piercing means nor lid piercing means 26.
[0080] In this example, the cup 12 further comprises a
plurality of substantially concentric circumferential ridges
28.i (i=1,2,3,...). In this example, the ridges 28.i are ar-
ranged on the flange-like rim 20. Here the ridges 28.i are
arranged on the side of the flange-like rim 20 facing away
from the lid 14. More generally put, the ridges 28.i extend
outwardly of the cup 12. In this example the ridges 28.i
are made of the same material as the cup 12. In this
example, the ridges 28.i are integral with the cup 12.
[0081] As can be seen from Fig. 7, in use the ridges
28.i may abut against a leading edge 30 of the enclosing
member 6. When in this example at least one ridge 28.i
abuts against at least a portion of the leading edge 30 of
the enclosing member 6, a sealing engagement is ob-
tained between the enclosing member 6 and the capsule
2 at the location where the at least one ridge 28.i abuts
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against at least the portion of the leading edge 30 of the
enclosing member 6.
[0082] The system 1 shown in Fig. 7 is operated as
follows for preparing a cup of coffee, wherein the extract-
able product is roasted and ground coffee.
[0083] The capsule 2 is placed in the enclosing mem-
ber 6. The support member 8 is brought into contact with
the capsule 2. The fluid, here hot water under pressure,
is supplied to the extractable product in the inner space
22 through the entrance opening 25. The water will wet
the coffee grounds and extract the desired substances
to form the coffee beverage.
[0084] During supplying the water under pressure to
the inner space 22, the pressure inside the capsule 2
may rise. The prepared coffee will drain from the capsule
2 through the exit openings 27 and outlets 32 of the sup-
port member 8, and may be supplied to a container such
as a cup (not shown).
[0085] Figs. 8a and 8b show an enlarged detail of a
part of the system 1 according to the invention. In this
example four circumferential ridges 28.i are arranged on
the flange-like rim 20. Here, the ridges 28.i are integral
with the rim 20. In this example the ridges 28.i are ar-
ranged concentrically with respect to each other. In this
example the ridges 28.i are also arranged concentrically
with an axis of the cup 12.
[0086] In Fig. 8a the leading edge 30 of the enclosing
member 6 comprises an irregularity in the form of a pro-
trusion 34, e.g. a bulge, a burr or a lump (e.g. caked-on
debris). It can be seen that in this example one particular
ridge 28.3 of the ridges 28.i abuts the protrusion 34 and
is locally more compressed. Hence, the ridges 28.i and
the enclosing member 6 are in sealing engagement de-
spite the presence of the protrusion 34.
[0087] In Fig. 8b the leading edge 30 of the enclosing
member 6 comprises an irregularity in the form of a re-
cess 35 or depression, e.g. a dent, scratch or a crevice.
It can be seen that in this example one particular ridge
28.2 of the ridges 28.i faces the recess 35. A neighbour-
ing ridge 28.3 will, accordingly, be locally more com-
pressed and abut the leading edge 30 of the enclosing
member 6. Hence, the ridges 28.i and the enclosing
member 6 are in sealing engagement despite the pres-
ence of the recess 35.
[0088] In the examples of Figs. 8a and 8b, each of the
ridges 28.i has a substantially triangular cross section.
This provides the advantage that compression of the ridg-
es 28.i requires a progressively increasing force. Hence,
each ridge 28.i can easily follow the contour of the irreg-
ularity of the enclosing member 6.
[0089] In the examples of Figs. 8a and 8b, all ridges
have substantially the same height HR prior to use, e.g.
prior to being compressed. Hence, all ridges 28.i may
equally contribute to the sealing engagement between
the capsule 2 and the enclosing member 6. Hence, a
misalignment between the capsule 2 and the enclosing
member 6 may be tolerated, without the leading edge 30
failing to abut any ridge 28.i.

[0090] In the examples of Figs. 8a and 8b the ridges
28.i each have a maximum individual width WR that is
less than the width WLE of the leading edge 30 of the
enclosing member 6. Thus, each ridge 28.i is narrow rel-
ative to the leading edge 30, so that each ridge 28.i can
easily be compressed by the leading edge 30. Further,
here the plurality of ridges 28.i has a combined width WC
that is larger than the width WLE of the leading edge 30
of the enclosing member 6. Hence, a misalignment be-
tween the capsule 2 and the enclosing member 6 may
be tolerated, without the leading edge 30 failing to abut
any ridge 28.i. It will be appreciated that in general the
width of individual members of the at least one protrusion
may be less than the width of the portion of the receptacle
arranged to interact with the capsule. It will also be ap-
preciated that in general the width of the at least one
protrusion may be larger than the width of the portion of
the receptacle arranged to interact with the capsule.
[0091] In these examples, the width WR of each of the
ridges 28.i is smaller than the height HR of that ridge prior
to use. Hence the ridges 28.i have a slender form, allow-
ing easy deformation of the ridges 28.i, e.g. by compres-
sion of a top edge 36 of he ridges towards a base 38 of
the ridges 28.i. Hence, the ridges 28.i may easily follow
the irregularity in the enclosing member 6 at the location
of the sealing engagement. It is noted that herein the
width WR of the ridge is measured parallel to the plane
onto which the ridge is arranged and that the height HR
of the ridge is measured orthogonal to the width.
[0092] In these examples, the width WR each of the
ridges 28.i is less than a thickness HF of the flange-like
rim 20. Also in these examples, the height HR of each of
the ridges 28.i prior to use is less than the thickness HF
of the flange-like rim 20. Hence, a resistance against
compression of the ridges 28.i may be less than a resist-
ance against compression of the rim 20. In these exam-
ples the rim 20 will be rigid relative to the ridges 28.i,
while the ridges 28.i may possess enough compressibility
due to their shape and dimensions to provide the sealing
engagement with the enclosing member 6 even if the
enclosing member comprises the irregularity at the loca-
tion of the sealing engagement. It will be appreciated that
the ratio of the resistance against compression of the
ridges 28.i to the resistance against compression of the
rim 20 may be further improved by increasing the thick-
ness of the rim 20 at least locally at the position of the
ridges 28.i.
[0093] The geometry of the ridges 28.i allows the ridg-
es 28.i to adapt to an irregularity at the enclosing member
6, even if a material is chosen which allows the remainder
of the cup 12 to be substantially rigid. Such substantially
rigid cup 12 may increase the ease of handling of the
capsule 2. It is for instance possible that the ridges 28.i
are unitary with the flange-like rim 20, circumferential wall
16, and optionally the bottom 18, e.g. of a plastics mate-
rial. It has been found that in such case the cup 12 may
be substantially rigid, while the ridges 28.i may cooperate
with the enclosing member 6 to provide the sealing en-
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gagement even if the chosen plastics material has a
shore D hardness of 70 or more.
[0094] In these examples, the thickness of the rim 20
is approximately 0.2 mm. In these examples, the width
of the leading edge 30 of the enclosing member 6 is ap-
proximately 0.7 mm. In these examples the height HR of
each of the ridges 28.i is approximately 0.2 mm prior to
use. Preferably the height HR is more than 0.3 mm, more
preferably more than 0.21 mm, it is also possible that the
height HR is more than 0.15 mm prior to use. In these
examples the maximum width WR of each of the ridges
28.i is approximately 0.14 mm. Preferably, the width WR
is more than 0.3 mm, more preferably more than 0.21
mm, most preferably more than 0.15 mm. These dimen-
sions have been found to provide good sealing engage-
ment between the ridges 28.i and the enclosing member
6.
[0095] In the examples of Figs. 8a and 8b the ridges
28.i are spaced radially such that two neighbouring ridges
substantially abut radially. More in general, the radial dis-
tance between two neighbouring ridges 28.i is preferably
less than the maximum width WR of the ridges 28.i, more
preferably less than 50% of the maximum width WR, most
preferably less than 25% of the maximum width WR.
Thus, the ridges 28.i are spaced closely together, allow-
ing a good chance that at least one of the ridges 28.i
properly abuts against the leading edge 30 of the enclos-
ing member 6. Also, the closely spaced ridges 28.i allow
for increased tolerance to misalignment of the capsule 2
with respect to the enclosing member 6, since the narrow
space between the ridges 28.i may form a labyrinth pro-
viding sufficient resistance against fluid flow to provide a
sufficient sealing engagement, even if not one single
ridge 28.i fully abuts against the enclosing member 6.
[0096] In a preferred embodiment according to Fig. 8a
or Fig. 8b, the ridges 28.i are integrally formed with the
cup 12. The ensemble of the cup 12 and ridges 28.i may
e.g. be injection moulded in one piece. The ensemble
may be formed from a plastics material, such as for in-
stance polypropylene.
[0097] In a preferred embodiment the material of the
ridges 28.i is chosen to be plastically deformable. Pref-
erably, the ridges 28.i, at least the tops 36 of the ridges
may be plastically deformed upon contact with the en-
closing member 6. The plastically deforming ridges 28.i
may easily adapt to an irregularity of the enclosing mem-
ber 6 at the location of the sealing engagement.
[0098] It will be appreciated that the details of Figs. 8a
and 8b may be applied to the system described in view
of Fig. 1 as well as to the system described in view of
Fig. 7.
[0099] Fig. 9 shows an enlarged detail of a part of an
elaborate system 1 according to the invention. In this
example, in addition to the plurality of ridges 28.i, the
capsule 2 comprises a further ridge 40.
[0100] In Fig. 9 the further ridge 40 is arranged on the
flange-like rim 20, on the side facing away from the lid
14. Here, the further ridge 40 is integral with the flange-

like rim 20. In this example, the further ridge 40 is sub-
stantially concentric with the ridges 28.i. Here the further
ridge 40 is positioned circumscribing the ridges 28.i. It
will be noted that a height HFR of the further ridge 40 is
different from the height HR of the ridges 28.i. In this ex-
ample, the height HFR of the further ridge 40 is larger
than the height HR of the ridges 28.i.
[0101] In this example, the further ridge 40 is arranged
to abut against an outer circumferential surface 42 of the
enclosing member 6. The outer circumferential surface
42 may be wedged against the inner circumferential sur-
face 44 of the further ridge 40. In order to facilitate inser-
tion of the enclosing member 6 within the perimeter of
the further ridge 40, the further ridge 40 may comprise a
conical section 46 on the inner circumferential surface 44.
[0102] Thus, in this example at least one of the ridges
28.i abuts against the enclosing member 6, and addition-
ally, the further ridge 40 abuts against the enclosing
member 6. Hence, an improved sealing engagement be-
tween the capsule 2 and the enclosing member 6 may
be obtained.
[0103] It will be appreciated that the further ridge 40
may also be applied in the situations described with re-
spect to Figs. 1, 7, 8a and 8b. It will be appreciated that
the further ridge 40 may also be used in conjunction with
any one of the protrusions discussed with respect to Figs.
2-6.
[0104] Fig. 10a shows a schematic representation of
a further example of a system 1 according to the inven-
tion. The system 1 shown in Fig. 10a is substantially iden-
tical to the system shown in Fig. 1. In Fig. 10a, however,
the location of the at least one projection, here ridges
28.i, on the cup 12 is different. In this example, the at
least one projection, here ridges 28.i, is located on the
circumferential side wall 16 of the cup 12. Here, the at
least one projection, here ridges 28.i, abuts against an
inner circumferential surface 48 of the enclosing member
6. In Fig. 10a the at least one projection, here ridges 28.i,
and the inner circumferential surface 48 are in sealing
engagement. It will be appreciated that also in the system
shown in Figs. 2-7 the at least one projection, e.g. the
ridges 28.i, may be located on the circumferential side
wall 16 of the cup 12.
[0105] Fig. 10b shows a schematic representation of
a further example of a system 1 according to the inven-
tion. The system 1 shown in Fig. 10b is substantially iden-
tical to the system shown in Fig. 7. In Fig. 10b, however,
the location of the at least one projection, here the ridges
28.i, on the cup 12 is different. In this example, the at
least one projection, here the ridges 28.i, is located on
the outer surface of the bottom 18 of the cup 12. Here,
the at least one projection, here ridges 28.i, abuts against
an inner back surface 50 of the enclosing member 6. In
Fig. 10b the at least one projection, i.e. the ridges 28.i,
and the inner back surface 50 are in sealing engagement.
It will be appreciated that also in the system shown in
Figs. 1-6 the at least one protrusion, e.g. the ridges 28.i,
may be located on the outer surface of the bottom 18 of
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the cup 12.
[0106] Fig. 11 presents in a schematic way an embod-
iment of a further example of a capsule according to the
invention. View 160 presents schematically a portion of
an axial cross-section of the capsule according to a fur-
ther aspect of the invention. It will be appreciated that
general details not discussed with reference to this Figure
may be found with reference to Figure 2.
[0107] In accordance with a present aspect of the in-
vention the capsule 160 and the surface 109 of the re-
ceptacle in use form a substantially sealing engagement
when the surface 109 of the receptacle 108 intercepts
the elongated structures 164.
[0108] Preferably, the height of the flange-like rim 104
at a periphery of the capsule 160 near the outer ring 106
may be about 0.2 mm. The elongated structures 164 may
be provided on a projection 162, which may be as high
as 0.5 - 0.7 mm counting from the bottom surface 104a
of the flange-like rim, see item H1. The elongated struc-
tures 164 may be about 0.25 mm high (see item h2) lead-
ing to a total elevation of the flange-like rim at this are to
0.8 - 1 mm.
[0109] It was found that by providing the local elevation
of the flange-like rim in an area adjacent or connecting
to the outer surface of the capsule 102a an improved
sealing engagement between the capsule and the recep-
tacle is obtained. Due to the fact that the elongated struc-
tures may be depressed of otherwise deformed individ-
ually the quality of the sealing engagement is substan-
tially improved.
[0110] Fig. 12 presents in a schematic way an embod-
iment of a still further example of a capsule according to
the invention. In this embodiment two variants are shown
which may be used individually or in combination.
[0111] For the sake of simplicity, items discussed with
reference to Figures 2 and 11 will be not repeated here
unless modified.
[0112] In a first embodiment, the surface of the flange-
like rim may be elevated as a whole to a level H3, which
may be as high as 0.8 - 1.0 mm. It this way a substantially
elevated projection is provided which may be seamlessly
connected to the outer surface of the capsule 102a. Pref-
erably, the projection 104" is made of a substantially soft
and deformable material. More preferably, the capsule
is made from the same soft and deformable material
whereby the projection 104" is inherently integrated with
it. For example, such structure may be provided by suit-
able molding techniques.
[0113] Secondly, the elevated projection 104" may be
provided with elongated projections 164" which may be
provided as suitable grooved in the body of the projection
104. In this way local deforming properties of the projec-
tion are substantially increased as the elongated struc-
tures 164" may be deformed individually. It will be appre-
ciated that the elongated structures may be provided on
a portion of the elevated projection 104", or they may
cover its whole lateral surface.
[0114] Figure 13 presents schematically a top view of

a suitable circumferential projection having an irregular
shape. The projection 180 is arranged on the flange-like
rim, in such a way that it runs across a path conceived
to be occupied by a surface of the receptacle in use. It
will be appreciated that a suitable plurality of variants of
the shape of the projection 180 is possible, including zig-
zags, labyrinths and so forth. Also, a plurality of coherent
irregular shapes a, b may be provided.
[0115] In the foregoing specification, the invention has
been described with reference to specific examples of
embodiments of the invention. It will, however, be evident
that various modifications and changes may be made
therein without departing from the broader spirit and
scope of the invention as set forth in the appended claims.
[0116] It is for instance possible that the capsule as
shown in Fig. 7 is used in the system of Fig. 1. It is possible
that in such instance the capsule is designed such that
the bottom is not pierced by the bottom piercing means.
It is also possible that the lid and the lid piercing means
are designed such that the lid is not torn under the effect
of fluid pressure in the inner space of the capsule.
[0117] It will be appreciated that if the enclosing mem-
ber has the leading edge for abutting the flange-like rim
of the capsule, this leading edge may also comprise ir-
regularities in the form of a plurality of radially extending
grooves. Also in such case a sealing engagement may
be obtained between the leading edge of the enclosing
member and the ridges of the capsule according to the
invention.
[0118] It is possible that the capsule is provided as a
fillable or refillable capsule that can be filled or refilled by
a user, respectively. Such capsule may be provided as
a separate cup and lid that may be connected to the cup
by the user after filling the capsule with a beverage in-
gredient. Alternatively, the lid may be partially, e.g.
hingedly, connected to the cup so the user can connect
the lid to substantially the entire perimeter of the flange-
like rim after filling the cup with the beverage ingredient.
[0119] In the examples, the plurality of ridges compris-
es three or four ridges. It will be appreciated that also
another number of ridges may be used, such as two, five
or six ridges.
[0120] It will be appreciated that while specific embod-
iments of the invention have been described above, that
the invention may be practiced otherwise than as de-
scribed. In addition, isolated features discussed with ref-
erence to different figures may be combined.
[0121] However, other modifications, variations and al-
ternatives are also possible. The specifications, drawings
and examples are, accordingly, to be regarded in an il-
lustrative rather than in a restrictive sense.
[0122] The invention also relates to the subject matter
claimed in the original mother application. The original
claims of the mother application are repeated hereafter
as clauses:

1. A capsule for preparing a predetermined quantity
of beverage suitable for consumption using an ex-

19 20 



EP 3 150 512 A1

12

5

10

15

20

25

30

35

40

45

50

55

tractable product, by means of a beverage brewing
device comprising a receptacle for receiving the cap-
sule, comprising
a cup comprising a circumferential wall, a bottom
closing the circumferential wall at a first end, and
a lid in use connected to the cup at a second end of
the circumferential wall opposite the bottom,
wherein the wall, bottom and lid, in use, enclose an
inner space comprising the extractable product, and
wherein at least a portion of a surface of the capsule
conceived to, in use, interact with the receptacle is
provided with at least one projection for forming a
sealing engagement with the receptacle.

2. A capsule according to clause 1, wherein the cup
further comprises a flange-like rim extending out-
wardly of the circumferential wall at the second end,
wherein the at least one projection is provided on
the flange-like rim.

3. A capsule according to clause 1 or 2, wherein the
at least one projection is circumferential with respect
to the capsule.

4. A capsule according to clause 1, 2 or 3, wherein
the at least one projection is provided on separate
regions along a periphery of the capsule.

5. A capsule according to any one of the preceding
clauses, wherein a height of the at least one projec-
tion is modulated.

6. A capsule according to any one of clauses 1-5,
wherein the at least one projection comprises a cir-
cumferential ridge.

7. A capsule according to clause 6, wherein the at
least one projection comprises a plurality of circum-
ferential ridges.

8. A capsule according to any one of clauses 1-6,
wherein said at least one projection is not a plurality
of concentric circumferential ridges made of the
same material as the cup provided on the flange-like
rim.

9. A capsule according to any one of clauses 1-5,
wherein the at least one projection comprises a body
capable of retaining fluid.

10. A capsule according to clause 9, wherein said
body comprises a sponge.

11. A capsule according to any one of clauses 1 - 5,
wherein a plurality of elongated individual projec-
tions is provided, said projections forming a brush-
like area.

12. A capsule according to clause 11, wherein at
least one of the elongated individual projections has
a different height than the other elongated individual
projections.

13. A capsule according to clause 12, wherein height
of the elongated individual projections is in the range
of 0.1 to 2 mm, preferably in the range of 0.13 to 1
mm, more preferably in the range from 0.15 to 0.5
mm.

14. A capsule according to any one of clauses 1 - 5,
wherein the at least one projection comprises a tex-
tured material.

15. A capsule according to clause 14, wherein the
textured material comprises an elevated area and a
depressed area, a height difference between the el-
evated area and the depressed area being at least
0.05 mm, preferably at least 0.15 mm.

16. A capsule according to any one of clauses 1 - 5,
wherein the at least one projection comprises a plu-
rality of interconnected tubular structures.

17. A capsule according to clause 16, wherein the
plurality of interconnected tubular structures com-
prises polygonal structures, preferably honeycomb
structures.

18. A capsule according to clause 16 or 17, wherein
the tubular structures are hollow.

19. A capsule according to any one of clauses 1 - 5,
wherein the at least one projection comprises an ob-
lique bridge extending between the flange-like rim
and the wall.

20. A capsule according to clause 19, wherein the
bridge comprises two or more branches bifurcating
from a base portion attached to the flange-like rim.

21. A capsule according to any one of the preceding
clauses, wherein the at least one projection is flexi-
ble.

22. A capsule according to clause 21, wherein the
at least one projection is elastically deformable.

23. A capsule according to any one of the preceding
clauses, wherein the at least one projection is plas-
tically deformable.

24. A capsule according to any one of the preceding
clauses, wherein the projection is made of the same
material as the cup.

25. A capsule according to any one of the preceding
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clauses, wherein the projection is integral with the
cup.

26. A capsule according to clause 14, wherein each
ridge of the plurality of ridges has substantially the
same height.

27. A capsule according to clause 14 or 26, wherein
each ridge of the plurality of ridges has substantially
the same width.

28. A capsule according to clauses 14, 26 or 27,
wherein a width of a ridge of the plurality of ridges is
smaller than a height of that ridge.

29. A capsule according to clause 14 or any one of
clauses 26 - 28, wherein a ridge of the plurality of
ridges has a width that is equal to or less than a
thickness of the flange-like rim.

30. A capsule according to clause 14 or any one of
clauses 26 - 29, wherein a ridge of the plurality of
ridges has a height that is equal to or less than a
thickness of the flange-like rim.

31. A capsule according to clause 14 or any one of
clauses 26 - 30, wherein each ridge of the plurality
of ridges has substantially the same cross sectional
shape.

32. A capsule according to clause 14 or any one of
clauses 26 - 31, wherein a ridge of the plurality of
ridges has a tapered, e.g. a substantially triangular,
cross section.

33. A capsule according to clause 14 or any one of
clauses 26 - 32, wherein a radial distance between
two neighbouring ridges is less than a maximum
width of the ridges, preferably less than 50% of the
maximum width, more preferably less than 25% of
the maximum width.

34. A capsule according to clause 14 or any one of
clauses 26 - 33, wherein the plurality of ridges com-
prises two, three, four, five or six ridges.

35. A capsule according to clause 14 or any one of
the preceding clauses 26 - 34, wherein a ridge of the
plurality of ridges has a height of less than 0.3 mm,
preferably less than 0.21 mm, more preferably less
than 0.15 mm.

36. A capsule according to clause 14 or any one of
clauses 26 - 35, wherein a ridge of the plurality of
ridges has a maximum width of less than 0.3 mm,
preferably less than 0.21 mm, more preferably less
than 0.15 mm.

37. A capsule according to clause 14 or any one of
clauses 26 - 36, wherein the ridges are made from
a plastic material.

38. A capsule according to clause 14 or any one of
clauses 26 - 37, wherein the ridges are plastically
deformable.

39. A capsule according to any one of the preceding
clauses, wherein the capsule comprises a further
ridge which is substantially concentrically envelop-
ing the at least one projection, wherein a height of
the further ridge is different from the height of the at
least one projection.

40. A capsule according to clause 39, wherein the
height of the further ridge is larger than the height of
the at least one projection.

41. A capsule according to clause 39 or 40, wherein
the further ridge comprises a conical section on an
inner circumferential surface thereof.

42. A capsule according to any one of the preceding
clauses, wherein the lid is connected to cup at the
second end of the circumferential wall, e.g. to the
flange-like rim, and the inner space is at least partially
filled with the extractable product.

43. A capsule according to clause 42, wherein the
capsule is hermetically closed.

44. A capsule according to clause 42, wherein the
lid and/or bottom is porous and/or comprises open-
ings for allowing a liquid to enter and/or exit the inner
space.

45. A capsule according to any one of the preceding
clauses, wherein the capsule is disposable.

46. A system for preparing a predetermined quantity
of beverage suitable for consumption using an ex-
tractable product, comprising:

- a capsule according to any one of the preceding
clauses; and

- a beverage brewing device comprising a recep-
tacle for interacting with the capsule,

wherein, in use, the at least one projection abuts
against at least a portion of the receptacle such that
a sealing engagement between the capsule and the
receptacle is formed.

47. A system according to clause 46, wherein the
receptacle is provided in a form of an enclosing mem-
ber.
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48. A system according to clause 47 comprising a
capsule according to clause 39, wherein the further
ridge is arranged to abut against an outer circumfer-
ential surface of the enclosing member.

49. A system according to clause 47 comprising a
capsule according to any one of clauses 42-44,
wherein the capsule is enclosed in the enclosing
member such that the at least one projection abuts
against at least the portion of the enclosing member,
such that a sealing engagement between the cap-
sule and the enclosing member is formed.

50. A method of preparing a predetermined quantity
of beverage suitable for consumption using an ex-
tractable product, comprising the steps of:

- providing a capsule according to any one of the
preceding clauses 1 - 45;

- providing a beverage brewing device compris-
ing a receptacle for interacting with the capsule;

- positioning the capsule in the receptacle such
that at least one of the projections contacts at
least a portion of the receptacle for forming a
sealing engagement between the capsule and
the receptacle;

- providing a fluid, such as water, to the inner
space of the capsule for preparing the beverage;

- draining the beverage from the capsule.

[0123] In the claims, any reference signs placed be-
tween parentheses shall not be construed as limiting the
claim. The word ’comprising’ does not exclude the pres-
ence of other features or steps then those listed in a claim.
Furthermore, the words ’a’ and ’an’ shall not be construed
as limited to ’only one’, but instead are used to mean ’at
least one’, and do not exclude a plurality. The mere fact
that certain measures are recited in mutually different
claims does not indicate that a combination of these
measures cannot be used to advantage.

Claims

1. A capsule for preparing a predetermined quantity of
beverage suitable for consumption using an extract-
able product, by means of a beverage brewing de-
vice comprising a receptacle for receiving the cap-
sule, comprising
a cup comprising a circumferential wall, a bottom
closing the circumferential wall at a first end, and
a lid in use connected to the cup at a second end of
the circumferential wall opposite the bottom,
wherein the wall, bottom and lid, in use, enclose an
inner space comprising the extractable product,
wherein at least a portion of a surface of the capsule
conceived to, in use, interact with the receptacle is
provided with at least one projection for forming a

sealing engagement with the receptacle, and
wherein the capsule comprises a further ridge which
is substantially concentrically enveloping the at least
one projection, wherein a height of the further ridge
is different from the height of the at least one projec-
tion.

2. A capsule according to claim 1, wherein the height
of the further ridge is larger than the height of the at
least one projection.

3. A capsule according to claim 1 or 2, wherein the fur-
ther ridge comprises a conical section on an inner
circumferential surface thereof..

4. A capsule according to any one of claims 1-3, where-
in the cup further comprises a flange-like rim extend-
ing outwardly of the circumferential wall at the sec-
ond end, wherein the at least one projection is pro-
vided on the flange-like rim.

5. A capsule according to any one of claims 1-4, where-
in the at least one projection is circumferential with
respect to the capsule.

6. A capsule according to any one of claims 1-5, where-
in the at least one projection is provided on separate
regions along a periphery of the capsule.

7. A capsule according to any one of the preceding
claims, wherein a height of the at least one projection
is modulated.

8. A capsule according to any one of claims 1-7, where-
in the at least one projection comprises a circumfer-
ential ridge.

9. A capsule according to claim 8, wherein the at least
one projection comprises a plurality of circumferen-
tial ridges.

10. A capsule according to any one of claims 1-8, where-
in said at least one projection is not a plurality of
concentric circumferential ridges made of the same
material as the cup provided on the flange-like rim.

11. A capsule according to any one of claims 1-7, where-
in the at least one projection comprises a body ca-
pable of retaining fluid.

12. A capsule according to claim 11, wherein said body
comprises a sponge.

13. A capsule according to any one of claims 1 - 7, where-
in a plurality of elongated individual projections is
provided, said projections forming a brush-like area.

14. A capsule according to claim 13, wherein at least
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one of the elongated individual projections has a dif-
ferent height than the other elongated individual pro-
jections.

15. A capsule according to claim 14, wherein a height
of the elongated individual projections is in the range
of 0.1 to 2 mm.

16. A capsule according to claim 14, wherein a height
of the elongated individual projections is in the range
of 0.13 to 1 mm.

17. A capsule according to claim 14, wherein a height
of the elongated individual projections is in the range
from 0.15 to 0.5 mm.

18. A capsule according to any one of claims 1 - 7, where-
in the at least one projection comprises a plurality of
interconnected tubular structures.

19. A capsule according to claim 18, wherein the plurality
of interconnected tubular structures comprises po-
lygonal structures, preferably honeycomb struc-
tures.

20. A capsule according to claim 18 or 19, wherein the
tubular structures are hollow.

21. A capsule according to any one of claims 1 - 7, where-
in the at least one projection comprises an oblique
bridge extending between the flange-like rim and the
wall.

22. A capsule according to claim 21, wherein the bridge
comprises two or more branches bifurcating from a
base portion attached to the flange-like rim.

23. A capsule according to any one of the preceding
claims, wherein the at least one projection is flexible.

24. A capsule according to claim 23, wherein the at least
one projection is elastically deformable.

25. A capsule according to any one of the preceding
claims, wherein the at least one projection is plasti-
cally deformable.

26. A capsule according to any one of the preceding
claims, wherein the projection is made of the same
material as the cup.

27. A capsule according to any one of the preceding
claims, wherein the projection is integral with the cup.

28. A capsule according to claim 9, wherein each ridge
of the plurality of ridges has substantially the same
height.

29. A capsule according to claim 9 or 28, wherein each
ridge of the plurality of ridges has substantially the
same width.

30. A capsule according to claims 9, 28 or 29, wherein
a width of a ridge of the plurality of ridges is smaller
than a height of that ridge.

31. A capsule according to claim 9 or any one of claims
28 - 30, wherein a ridge of the plurality of ridges has
a width that is equal to or less than a thickness of
the flange-like rim.

32. A capsule according to claim 9 or any one of claims
28 - 31, wherein a ridge of the plurality of ridges has
a height that is equal to or less than a thickness of
the flange-like rim.

33. A capsule according to claim 9 or any one of claims
28 - 32, wherein each ridge of the plurality of ridges
has substantially the same cross sectional shape.

34. A capsule according to claim 9 or any one of claims
28 - 33, wherein a ridge of the plurality of ridges has
a tapered, e.g. a substantially triangular, cross sec-
tion.

35. A capsule according to claim 9 or any one of claims
28 - 33, wherein a radial distance between two neigh-
bouring ridges is less than a maximum width of the
ridges, preferably less than 50% of the maximum
width, more preferably less than 25% of the maxi-
mum width.

36. A capsule according to claim 9 or any one of claims
28 - 35, wherein the plurality of ridges comprises
two, three, four, five or six ridges.

37. A capsule according to claim 9 or any one of the
preceding claims 28 - 36, wherein a ridge of the plu-
rality of ridges has a height of less than 0.3 mm,
preferably less than 0.21 mm, more preferably less
than 0.15 mm.

38. A capsule according to claim 9 or any one of claims
28 - 37, wherein a ridge of the plurality of ridges has
a maximum width of less than 0.3 mm, preferably
less than 0.21 mm, more preferably less than 0.15
mm.

39. A capsule according to claim 9 or any one of claims
28 - 38, wherein the ridges are made from a plastic
material.

40. A capsule according to claim 9 or any one of claims
28 - 39, wherein the ridges are plastically deforma-
ble.
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41. A capsule according to any one of the preceding
claims, wherein the lid is connected to cup at the
second end of the circumferential walland the inner
space is at least partially filled with the extractable
product.

42. A capsule according to claim 41, wherein the capsule
is hermetically closed.

43. A capsule according to claim 41, wherein the lid
and/or bottom is porous and/or comprises openings
for allowing a liquid to enter and/or exit the inner
space.

44. A capsule according to any one of the preceding
claims, wherein the capsule is disposable.

45. A system for preparing a predetermined quantity of
beverage suitable for consumption using an extract-
able product, comprising:

- a capsule according to any one of the preceding
claims; and
- a beverage brewing device comprising a re-
ceptacle for interacting with the capsule,

wherein, in use, the at least one projection abuts
against at least a portion of the receptacle such that
a sealing engagement between the capsule and the
receptacle is formed.

46. A system according to claim 45, wherein the recep-
tacle is provided in a form of an enclosing member.

47. A system according to claim 46 comprising a capsule
according to claim 1, wherein the further ridge is ar-
ranged to abut against an outer circumferential sur-
face of the enclosing member.

48. A system according to claim 46 comprising a capsule
according to any one of claims 41-43, wherein the
capsule is enclosed in the enclosing member such
that the at least one projection abuts against at least
the portion of the enclosing member, such that a
sealing engagement between the capsule and the
enclosing member is formed.

49. A method of preparing a predetermined quantity of
beverage suitable for consumption using an extract-
able product, comprising the steps of:

- providing a capsule according to any one of
the preceding claims 1 - 44;
- providing a beverage brewing device compris-
ing a receptacle for interacting with the capsule;
- positioning the capsule in the receptacle such
that at least one of the projections contacts at
least a portion of the receptacle for forming a

sealing engagement between the capsule and
the receptacle;
- providing a fluid, such as water, to the inner
space of the capsule for preparing the beverage;
- draining the beverage from the capsule.
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