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(54) WIRELESS COMMUNICATION SYSTEM

(57) The terminal measures the wireless channel
quality of each frequency band, and notifies the base
station of the quality. The base station determines the
frequency band to be used by the terminal on the basis
of the notification from the terminal. Then, the terminal
is grouped depending on the difference etc. in frequency
band in operating the terminal, and notified which termi-
nal group the terminal belongs. Upon receipt of the noti-
fication from the base station, the terminal sets its own
available frequency band and terminal group, and meas-
ures the notified wireless channel quality of the available
frequency band. The measurement result is notified to
the base station. The base station perform a scheduling
process for each available frequency band on the basis
of the wireless channel quality of the available frequency
band of the terminal, and starts communicating with the
terminal.
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Description

Technical Field

[0001] The present invention relates to a wireless com-
munication system.

Background Art

[0002] A mobile communication system for assigning
transmission using a scheduler as an HSDPA system
standardized in a 3GPP has been partially put to practical
use.
[0003] Described below is an example of an HSDPA
system for performing a high-speed downlink transmis-
sion using an example of the configuration of a terminal
and an example of a configuration of a base station.
[0004] FIGS. 1 through 5 are explanatory views of a
conventional HSDPA system.
[0005] In the terminal illustrated in FIG. 1, for example,
a wireless channel quality measurement/calculation unit
13 measures and calculates a wireless channel quality
indicator (hereinafter referred to as a CQI (channel qual-
ity indicator)) according to the pilot signal of a downlink
signal received through an antenna 10, a radio unit 11,
and a demodulation/decoding unit 12. As a practical ex-
ample, an SIR is calculated by measuring the reception
power and interference power of the pilot signal. The CQI
value is assembled into a transmitting signal by a wireless
channel quality indicator transmission unit 14, encoded
and modulated by a coding/modulation unit 15, and trans-
mitted to a base station on an uplink wireless channel
through the antenna 10.
[0006] On the other hand, the base station illustrated
in FIG. 2 receives a signal carrying the CQI value trans-
mitted from a terminal through an antenna 20, a radio
unit 21, and a demodulation/decoding unit 22, collects a
wireless channel quality indicator (CQI), and notifies a
scheduler 24 of the indicator. The scheduler 24 calcu-
lates the priority of the terminal for each available fre-
quency band using the wireless channel quality indicator
(hereinafter referred to as a CQI (channel quality indica-
tor) reported from the terminal, and selects a transmis-
sion parameter on a higher priority basis. A control signal
generation unit 25 generates a transmitting control sig-
nal, and transmits the signal to a terminal through a cod-
ing/modulation unit 27, a radio unit 28, and the antenna
20. The transmission data of a transmission data buffer
26 is transmitted to a terminal after the control signal is
transmitted.
[0007] FIG. 3 is a flowchart of a scheduling process.
[0008] Assume that there are terminals UE1 through
UEn in the cell of a base station. In step S10, the CQI
values (CQI1 through CQIn) of the terminals UE1 through
UEn are received. In step S11, the CQI1 through CQIn
are stored. In step S12, a TTI is initialized. A TTI is short
for a transmission time interval, and refers to a transmis-
sion interval of the data to a terminal. In this example, it

is used as a variable indicating a transmission frequency.
In step S13, the TTI is increased by 1. In step S14, the
priority Pk of the terminal UEk is calculated. In step S15,
the system is initialized to i=0, j=1. In step S16, the wire-
less resources Ri is calculated. With i=0, the wireless
resources have not been assigned. Therefore, Ri refers
to the entire wireless resources. In step S17, if is deter-
mined whether or not the wireless resources Ri is smaller
than 0. If the determination in step S17 is YES, control
is passed to step S21. If the determination in step S17
is NO, the terminal UEj having the priority Pk of the max-
imum value Pk_max is calculated from the n-i terminals
in step S18. In step S19, the method of transmitting data
(data length, modulation system, etc.) to the terminal UEj
is selected. In step S20, i is increased by 1, j is increased
by 1, and control is returned to step S16. In step S21,
the transmitting method selected in step S19 is modulat-
ed as a control signal, and the result is transmitted to the
terminal. In step S22, the transmission data is modulated
for the terminal to which the control signal has been trans-
mitted, transmits the result to the terminal, and control is
returned to step S13.
[0009] As a method of calculating the priority, the MAX
CIR method of selecting a larger CQI value, and the PF
(proportional fairness) method of selecting a larger CQI
and performing a selection for equal opportunity.
[0010] In the above-mentioned 3GPP, the specifica-
tion of the E3G (evolved 3G) system is inspected as a
next generation mobile communication system. In this
respect, the implementation of the OFDMA system and
the SC-FDMA system are studied respectively for down-
stream and upstream as a multi-connection method.
[0011] In addition, in the E3G system, a scheduling
process is performed as with the HSDPA system using
the frequency band broader than the conventional HSD-
PA (for example, four times). Furthermore, the terminal
used in the E3G system has different bandwidths be-
tween upstream and downstream. Additionally, in the
downstream, the available bands by terminals depend
on each terminal, for example, 1.25 MHz, 2.5 MHz, 5
MHz, 10 MHz, 20 MHz, etc.
[0012] Therefore, it is necessary to perform a sched-
uling process at the system band of 20 MHz by consid-
ering the available bandwidth.
[0013] That is, as illustrated in FIG. 4, it is necessary
to perform the scheduling process on the entire system
using one scheduler.
[0014] Furthermore, assume that the downlink system
bandwidth is 20 MHz, and the downlink bandwidth of a
terminal is 5 MHz. At this time, the frequency used during
operation is variable with the relationship with other ter-
minals taken into account, and there are four options.
Therefore, to allow the scheduler of a base station to
select the optimum band from among a plurality of bands
with the available bandwidths by other terminals taken
into account, the CQI is measured and calculated for eve-
ry 5 MHz band at a terminal as illustrated in FIG. 5, and
the result is to be reported to the base station.
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[0015] That is, four times as much as the measurement
and calculation are required as compared with the HSD-
PA system. In addition, the frequency of reporting the
CQIs to the base stations quadruples. As a result, the
interference of the up-channel also quadruples.
[0016] In the E3G system, when the entire system is
scheduled by one scheduler,

• When simply compared with the scheduler of the
conventional HSDPA system, the number of termi-
nals to be scheduled is multiplied (for example, quad-
rupled).

• As compared with the transmission interval of 2 msec
of the conventional HSDPA system, the interval is
1/4, that is, 0.5 msec.

[0017] For the two above-mentioned reasons, for ex-
ample, 16 times scheduling speed as fast as the conven-
tional system is demanded. That is, the priority calcula-
tion time is to be set to 1/16.
[0018] On the other hand, the improvement of the per-
formance of the process of the CPU and the DSP for
performing the scheduling process approximately quad-
ruples on the basis of the reference of year 2010 as the
target of starting the service of the E3G, which is far from
the above-mentioned 16 times with the Moore’s Law
(double process speed in 18 months) taken into account.
[0019] Therefore, it is inevitable that the scheduling
process is performed at a higher speed.
[0020] The patent document 1 discloses the technol-
ogy of grouping and scheduling terminals moving at a
high speed. Furthermore, it specifies the bands to be
scheduled. It is assumed that they are based on the
HSUPA (high speed uplink packet access) of the 3GPP.
However, in the descriptions, a terminal moving at a low
speed or during halts is not scheduled.
[0021] The patent document 2 discloses an example
using an OFCDM (orthogonal frequency and code divi-
sion multiplexing). That is, a spreading process is per-
formed in the frequency and time directions, and then a
multiplexing operation is performed.
[0022] The patent document 3 groups the terminals
using the amount of attenuation of transmission power.
Since there are no descriptions about available frequen-
cy bands, it is considered that the conventional OFDM
is used.
[0023] The patent document 4 discloses a base station
detecting the moving speed of a mobile station using a
Doppler frequency, and optimally selecting a coding rate
and a modulation system.
[0024] The patent document 5 discloses optimally de-
termining the transmission rate of the communications
of a mobile station and a base station according to the
information about the Doppler frequency etc. of a mobile
station.
[0025] The patent document 6 discloses grouping a
subcarrier, acquiring channel quality information for each
group, and transmitting and receiving the information.

Patent Document 1: Japanese Laid-open Patent
Publication No. 2006-060814
Patent Document 2: Japanese Laid-open Patent
Publication No. 2005-318434
Patent Document 3: Japanese Laid-open Patent
Publication No. 2001-036950
Patent Document 4: Japanese Laid-open Patent
Publication No. 2003-259437
Patent Document 5: Japanese Laid-open Patent
Publication No. 2005-260992
Patent Document 6: Japanese Laid-open Patent
Publication No. 2005-160079

Disclosure of the Invention

[0026] The present invention aims at providing a wire-
less communication system capable of speeding up a
scheduling process at a base station.
[0027] The wireless communication system according
to the present invention having a base station communi-
cating with a plurality of subordinate terminals using a
plurality of frequency bands includes: a grouping device
for assigning the plurality of terminals to a group of each
of the frequency bands according to the wireless channel
quality acquired for each frequency band used by a ter-
minal in communicating with a base station; a scheduling
device for scheduling the grouped terminal for each
group; and a communication device for the base station
communicating with a terminal according to a result of
the scheduling.

Brief Description of the Drawings

[0028]

FIG. 1 is an explanatory view (1) of a conventional
HSDPA system;
FIG. 2 is an explanatory view (2) of a conventional
HSDPA system;
FIG. 3 is an explanatory view (3) of a conventional
HSDPA system;
FIG. 4 is an explanatory view (4) of a conventional
HSDPA system;
FIG. 5 is an explanatory view (5) of a conventional
HSDPA system;
FIG. 6 is a sequence of the flow of the process ac-
cording to an embodiment of the present invention;
FIG. 7 is an explanatory view illustrating the case in
which a grouping operation is performed in the eas-
iest method on a basis of channel quality of each
band during channel setting;
FIG. 8 illustrates an image of measuring wireless
channel quality for each available band;
FIG. 9 is an explanatory view (1) of the method of
grouping and scheduling a terminal;
FIG. 10 is an explanatory view (2) of the method of
grouping and scheduling a terminal;
FIG. 11 is an explanatory view of an image of group-
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ing and scheduling methods when the available
bandwidth of a terminal is different from that illustrat-
ed in FIG. 10;
FIG. 12 is an explanatory view (1) of a hierarchical
grouping process;
FIG. 13 is an explanatory view (2) of a hierarchical
grouping process;
FIG. 14 illustrates an example of a grouping table of
a base station when a terminal is grouped;
FIG. 15 is an explanatory view of other grouping
methods;
FIG. 16 illustrates an example of a grouping table of
a base station for the grouping operation illustrated
in FIG. 15;
FIG. 17 is a view (1) of an example of the process
when a terminal is grouped;
FIG. 18 is a view (2) of an example of the process
when a terminal is grouped;
FIG. 19 is a view (3) of an example of the process
when a terminal is grouped;
FIG. 20 is a view (4) of an example of the process
when a terminal is grouped;
FIG. 21 is a view (5) of an example of the process
when a terminal is grouped;
FIG. 22 is a view of the configuration illustrating the
principle of the terminal according to the present in-
vention;
FIG. 23 is a view illustrating the configuration of the
principle of the base station according to the present
invention;
FIG. 24 illustrates an example of a configuration il-
lustrated in FIG. 22 applied to a case when a CQI is
measured as wireless channel quality;
FIG. 25 illustrates an example of a configuration il-
lustrated in FIG. 23 applied to a case when a CQI is
measured on as wireless channel quality;
FIG. 26 illustrates the second example of a config-
uration of a base station according to an embodiment
of the present invention;
FIG. 27 illustrates the third example of a configura-
tion of a base station according to an embodiment
of the present invention;
FIG. 28 illustrates the second example of a config-
uration of a terminal according to an embodiment of
the present invention corresponding to FIG. 27;
FIG. 29 illustrates the fourth example of a configu-
ration of a base station according to an embodiment
of the present invention;
FIG. 30 illustrates the fifth example of a configuration
of a base station according to an embodiment of the
present invention;

Best Mode for Carrying Out the Invention

[0029] Described below is a downlink transmission as
an example.
[0030] FIG. 6 is a sequence of the flow of the process
according to an embodiment of the present invention.

[0031] In FIG. 6, a terminal measures the wireless
channel quality for each frequency band (1). That is, an
SIR is calculated from received data, and a CQI value is
obtained on the basis of the calculated SIR. The meas-
ured wireless channel quality is notified to a base station
(2). The base station determines the available frequency
band by the terminal from the information about the re-
ceived wireless channel quality (3), and classifies all ter-
minals that have transmitted the wireless channel quality
into groups (4). When the grouping process is completed,
the base station notifies each terminal of the terminal
group to which the terminal belongs (5). Upon receipt of
the terminal group notification, the terminal sets an avail-
able frequency band and the terminal group (6). The ter-
minal measures the wireless channel quality at the avail-
able frequency bands set for the terminal (7), and notifies
the base station of the measurement result (8). The base
station performs a scheduling process for each available
frequency band on the basis of the notified wireless chan-
nel quality. That is, the base station selects a technique
for transmission on the basis of the priority of the terminal,
and selects a transmitting method. Then, it generates
control information to be received by the terminal (9),
notifies the terminal of the transmission control informa-
tion (10), and then transmits data (11).
[0032] Thus, in the OFDMA system and the MC-CDMA
system, terminals are grouped depending on the possible
available bandwidths and the available frequencies. The
grouping process can be performed when a wireless
channel is set, or can be performed at predetermined
intervals after setting the wireless channel. The informa-
tion for the grouping process can be a possible available
bandwidth of a terminal, the channel quality of each band,
the use of a channel (load) of each band, etc.
[0033] FIG. 7 is an explanatory view illustrating the
case in which a grouping operation is performed in the
easiest method on a basis of channel quality of each
band during channel setting.
[0034] Practically, assume a case in which a terminal
has the maximum possible available bandwidth of 5 MHz,
and the bandwidth of the system of 20 MHz. When a
characteristic is set, the terminal measures the wireless
channel quality for each band obtained by dividing the
system band of 20 MHz by the maximum possible avail-
able bandwidth of 5 MHz, calculates a wireless channel
quality indicator (1), and notifies the base station of the
calculated indicator (2). The base station (or a wireless
channel control station) determines the available fre-
quencies on the basis of the information and the possible
available bandwidth about the terminal (3), divides the
terminal for each available bandwidth and available fre-
quencies, and performs the grouping process (4). It is
also possible to determine the available frequencies by
considering the channel load between the frequencies
that can be accommodated.
[0035] FIG. 7 is substantially the same as FIG. 6, but
the available frequency bands and the terminal group are
set when a channel is set, and the wireless channel qual-
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ity of the available frequency bands of each terminal is
measured by each terminal in a normal state, and the
base station performs the scheduling process on the ba-
sis of the reported wireless channel quality, and starts
communications. The operation in the normal state is the
same as in FIG. 6, and the description is omitted here.
[0036] FIG. 8 illustrates an image of measuring wire-
less channel quality for each available band.
[0037] As described above, the terminal for which a
terminal group is determined measures the channel qual-
ity only for the determined available frequencies, calcu-
late the CQI, and reports the results to the base station.
[0038] Thus, the number of CQI reports decreases,
thereby reducing the uplink interference.
[0039] The base station that has received the CQI clas-
sifies the CQI for each group of the terminal, and performs
the scheduling process for each terminal group (each
available frequency band). Thus, since the number of
terminals to be scheduled decreases, the computational
complexity in calculating a priority of the terminal in the
scheduling process is reduced, thereby speeding up the
entire process. Furthermore, since the scheduling proc-
ess is performed on each terminal group, the entire proc-
ess can be furthermore sped up by concurrently operat-
ing a plurality of schedulers.
[0040] FIGS. 9 and 10 are explanatory views of the
method of grouping and scheduling a terminal.
[0041] In FIGS. 9 and 10, the band of the system is 20
MHz, the available bandwidth of the terminal is 5 MHz,
and the terminals UE 100 through 139 are classified into
four groups. Using a frequency band 1, a group 1 is
scheduled by a scheduler 1 in the four schedulers. Sim-
ilarly, a group 2 is assigned a band 2 and a scheduler 2,
a group 3 is assigned a band 3 and a scheduler 3, and
a group 4 is assigned a band 4 and a scheduler 4. They
are illustrated by (a) in FIG. 10. Since the data transmis-
sion interval is 0.5 ms, the scheduling process of each
group is performed every 0.5 ms.
[0042] Thus, when a plurality of schedulers are provid-
ed, one scheduler is assigned to each terminal group.
That is, the group 1 is scheduled by, for example, the
scheduler 1, and the group 2 is scheduled by the sched-
uler 2. The scheduling processes can be concurrently
performed as illustrated by (b) in FIG. 10.
[0043] FIG. 11 is an explanatory view (1) of an image
of grouping and scheduling methods when the available
bandwidth of a terminal is different from that illustrated
in FIG. 10.
[0044] In FIG. 11, the available bandwidth of the ter-
minal is 10 MHz, and there are a group 5 scheduled by
a scheduler 5 using bands 1 and 2, and a group 6 sched-
uled by a scheduler 6 using the bands 3 and 4.
[0045] FIGS. 12 and 13 are explanatory view of hier-
archical grouping.
[0046] As described above, the possible available
bandwidth by a terminal depends on the performance of
a terminal. Therefore, there can be a method of perform-
ing a grouping process on the basis of a possible avail-

able bandwidth. In the case illustrated in FIG. 12, the
terminals UE 160 through 169 capable of using 20 MHz
are classified into a group 7, and scheduled by a sched-
uler 7. On the other hand, the terminals UE 140 through
149, and the UE 150 through 159 having the available
band of 10 MHz are respectively classified into the group
5 scheduled by the scheduler 5 using the bands 1 and 2
and the group 6 scheduled by the scheduler 6 using the
bands 3 and 4. The terminals UE 100 through 109, UE
110 through 119, UE 120 through 129, and UE 130
through 139 having the available band of 5 MHz are re-
spectively classified into the group 1 scheduled by the
scheduler 1 using the band 1, the group 2 scheduled by
the scheduler 2 using the band 2, the group 3 scheduled
by the scheduler 3 using the band 3, and the group 4
scheduled by the scheduler 4 using the band 4.
[0047] As illustrated by (a) and (b) in FIG. 13, it is as-
sumed that all of the possible available bands are used,
and that, for example, a group having a broad loop such
as 10 MHz as a possible available band is defined as a
higher order group, and a group having a narrow loop
such as 5 MHz as a possible available band is defined
as a lower order group. At this time, the scheduling proc-
ess is performed from the higher order group to the lower
order group.
[0048] As illustrated by (a) in FIG. 13, the group 7 is
first scheduled every 0.5 ms as the transmission time of
each piece of data, and then the groups 5 and 6, and
finally the groups 1 through 4 are scheduled. Part (b) in
FIG. 13 illustrates the image of hierarchical scheduling.
The scheduling process is performed sequentially and
hierarchically from the scheduler 7. Since the two sched-
ulers, that is, the schedulers 5 and 6, and the four sched-
ulers, that is, the schedulers 1 through 4, are concurrently
operated, the scheduling processes can be expected to
be sped up.
[0049] FIG. 14 illustrates an example of a grouping ta-
ble of a base station when a terminal is grouped.
[0050] Corresponding to each terminal group number,
the central frequency of the available band of each group,
the bandwidth, and the identification number of the ter-
minal belonging to each group is entered.
[0051] FIG. 15 is an explanatory view of other grouping
methods.
[0052] The necessary transmission speed depends on
the data to be transmitted. Therefore, the necessary
bandwidth depends on the data. That is, QoS may need
an available broad bandwidth, or an available narrow
bandwidth. Furthermore, if a transmission can be per-
formed by narrowing the bandwidth for the relationship
with other terminals although a necessary transmission
speed cannot be satisfied, the transmission can be per-
formed. Therefore, when the possible available band-
width of a terminal is 20 MHz, it cannot only belong to
the terminal group of 20 MHz, but also belong to the ter-
minal group of a narrower bandwidth such as 10 MHz, 5
MHz, etc. Therefore, the terminal group is hierarchically
defined in the descending order of size of the available
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bandwidth. In FIG. 15, the terminal having the available
band of 20 MHz can perform communications at 10 MHz
and 5 MHz. In addition, the terminal having the available
band of 10 MHz can also perform communications at 5
MHz. The terminals UE 160 through 169 having the avail-
able band of 20 MHz not only belong to the group 7 sched-
uled by the scheduler 7, but also belong to all groups 1
through 6. Accordingly, when the terminals UE 160
through 169 cannot use the band of 20 MHz, they can
be assigned to the group 5 or 6 having the band of 10
MHz. When they cannot also use the band of 10 MHz,
they can be assigned to any of the groups 1 through 4
of the band of 5 MHz. Thus, the possibility that the ter-
minals UE 160 through 169 cannot perform communica-
tions can be reduced. Similarly, the terminals UE 140
through 149 and UE 150 through 159 having the available
band of 10 MHz can also be assigned to the groups 1
through 4 so that communications can also be performed
at 5 MHz when the communications cannot be performed
at the band of 10 MHz. Since the terminals UE 100
through 109, UE 110 through 119, UE 120 through 129,
and UE 130 through 139 belong only to the groups 1
through 4 because there is no available band lower than
5 MHz.
[0053] The scheduling process is performed from a
higher order group (for example, 20 MHz) to a lower order
group (for example, 5 MHz). Thus, the number of termi-
nals to be scheduled in a group can be reduced, and the
priority calculating process can also be reduced, thereby
speeding up the entire scheduling process.
[0054] FIG. 16 illustrates an example of a grouping ta-
ble of a base station for the grouping operation illustrated
in FIG. 15.
[0055] The central frequency of the available band of
each group, the bandwidth, and the identification num-
bers of the terminals belonging to each group are entered
in the table corresponding to each of the terminal group
numbers 1 through 7.
[0056] As with the case illustrated in FIG. 14, when a
plurality of schedulers are provided, the number of sched-
ulers are to be equal to the number of groups. By provid-
ing a scheduler for each group and concurrently and hi-
erarchically operating the plurality of schedulers, the
scheduling process can be sped up. In addition, the plu-
rality of schedulers can be replaced with one scheduler
capable of performing concurrent operations.
[0057] FIGS. 17 through 21 are views of examples of
the process when a terminal is grouped.
[0058] In the example illustrated in FIG. 17, in step S30,
the maximum possible available bandwidth of a target
terminal is confirmed. In step S31, the CQI of each band
is received from the terminal. In step S32, the available
band is selected from the maximum value of the CQI. In
step S33, a terminal group corresponding to the selected
band is selected.
[0059] In the example illustrated in FIG. 18, the maxi-
mum possible available bandwidth of a target terminal is
confirmed in step S35, and the CQI of each band is re-

ceived in step S36. In step S37, the available band is
selected from the CQI and the use state of each band,
and in step S38, a terminal group is selected. The use
state of each band refers to the number of terminals al-
ready assigned to each band, etc. When the number of
terminals assigned to a certain band becomes too large,
the frequency of the selection by the scheduler is reduced
and the transmission speed becomes lower. In this case,
performed is the process of selecting the band of the
second largest CQI, not the band of the largest CQI, etc.
[0060] In the example illustrated in FIG. 19, the maxi-
mum possible available bandwidth of a target terminal is
confirmed in step S40. In step S41, the bandwidth and
the CQI for each band are received from the terminal. In
step S42, the available bandwidth and the available band
are selected from the maximum value of the CQI. In step
S43, a terminal group is selected. In FIG. 19, the terminal
can use a plurality of available bands. For example, when
the system band is 20 MHz and the available band of the
terminal is 10 MHz, the terminal can use 10 MHz and 5
MHz. Therefore, the terminal measures the CQIs of two
bands having a 10 MHz width and four bands having a
5 MHz, and the base station selects the available band
from the measurement results.
[0061] In the example illustrated in FIG. 20, for exam-
ple, assume the case in which the GBR (guaranteed bit
rate) of the QoS is set. That is, assume the case in which
a service of the regulated lowest transmission speed is
set. For example, assume that the possible transmission
speed is 3 Mbps with the band of 5 MHz, the modulation
system of the QPSK, and at the coding rate of 1/3. At this
time, when the GBR of a terminal is 5 Mbps, it is neces-
sary to have the bandwidth of 10 MHz to satisfy the GBR.
Therefore, the terminal is assigned to the group having
the available bandwidth of 10 MHz. The modulation sys-
tem can be a QPSK, and a multivalue modulation system
of 16 QAM, 64 QAM, etc. , the coding rate can be variable,
and the MIMO function can be used.
[0062] In step S45, the maximum possible available
bandwidth of a target terminal is confirmed. In step S46,
the QoS of transmission data to the target terminal is
confirmed. In step S47, the necessary bandwidth is cal-
culated. In step S48, the CQI for each band of the nec-
essary bandwidth is received from the terminal. In step
S49, the available bandwidth is selected from the maxi-
mum value of the CQI, the possible available bandwidth,
and the necessary bandwidth. In step S50, a terminal
group is selected.
[0063] In the example illustrated in FIG. 21, the deg-
radation of the transmission characteristic by the move-
ment of a terminal is considered. That is, the Doppler
frequency is determined by the moving speed of the ter-
minal, and the level of the degradation of the transmission
characteristic is determined by the Doppler frequency.
Since the Doppler frequency is enhanced with increasing
available frequencies, it is desired to use a lower frequen-
cy in the communications with the terminal to correspond
to a high-speed movement.
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[0064] Then, for example, when the system bandwidth
is 20 MHz, and the central frequency is f1<f2<f3<f4 in
FIG. 14, a higher frequency band (central frequencies f3,
f4, and f6) is defined for a high-speed movement terminal
while a lower frequency band (f1, f2, and f5) is defined
for a low-speed movement or suspended terminal.
[0065] Prior to grouping a terminal, the terminal or the
base station estimates the moving speed of the terminal.
An estimating method can be realized by, for example,
measuring the interval (fading pitch) of a drop of the in-
tensity of a reception electric field by fading. The result
is compared with the threshold of the moving speed, a
high-speed movement is determined when the moving
speed is higher, and a low-speed movement or a sus-
pended state is determined when the moving speed is
lower.
[0066] In step S55, the moving speed of a target ter-
minal is estimated. In step S56, a high-speed move-
ment/low-speed movement is determined. In step S57,
the maximum possible available bandwidth of a target
terminal is confirmed. In step S58, the CQI of each band
of a necessary bandwidth is received from the terminal.
In step S59, a bandwidth and a available band are se-
lected from the moving speed, the possible available
bandwidth, and the CQI of each band. In step S60, a
terminal group is selected.
[0067] FIG. 22 is a view of the configuration illustrating
the principle of the terminal according to the present in-
vention. FIG. 23 is a view illustrating the configuration of
the principle of the base station according to the present
invention. In FIG. 22, a component corresponding to that
in FIG. 1 is assigned the same reference numeral. In FIG.
23, a component corresponding to that in FIG. 2 is as-
signed the same reference numeral.
[0068] In the downlink transmission of the wireless
communication system using a plurality of bands in the
OFDMA system such as the E3G etc. and the MC-CDMA
system etc., when a terminal receives a downlink control
signal (for example, a pilot signal) when a channel is set
through the antenna 10, the radio unit 11, and the de-
modulation/decoding unit 12, and measures and calcu-
lates the wireless channel quality of each band by the
wireless channel quality measurement unit 13, and noti-
fies the base station using an uplink wireless channel
through the channel quality transmission unit 14, the cod-
ing/modulation unit 15, the radio unit 16, and the antenna
10.
[0069] In the base station that receives the wireless
channel quality of each band, a channel setting meas-
urement result extraction unit 29 extracts the wireless
channel quality etc. of each band measured by a terminal,
and provides it for a channel setting unit 30. The channel
setting unit 30 refers to the information about the terminal
of a terminal group setting unit 31, considers the possible
available bandwidth of the terminal, the use state and
the load of the band, determines the band used by the
terminal, groups the terminal by the available band, and
notifies the terminal of the result through a terminal group

setting signal generation unit 32.
[0070] Upon receipt of the notification, the terminal al-
lows a terminal group setting information extraction unit
17 to extract the information, sets the frequency band
etc. of the terminal group to which the terminal is assigned
on the radio units 11 and 16 and the channel quality
measurement unit 13 through a terminal setting control
unit 18. Afterwards, the channel quality of the available
band is periodically measured by the channel quality
measurement unit 13, calculates the channel quality in-
dicator, and reports the result to the base station through
the uplink wireless channel.
[0071] When the base station allows the channel qual-
ity information collection/classification unit 23 to receive
the wireless channel quality indicator from each terminal
classifies the wireless channel quality indicator for each
group to which the terminal belongs, and calculates the
transmission priority on the basis of the wireless channel
quality indicator for each group using schedulers 24-1
through 24-n. At this time, a scheduler of the schedulers
24-1 through 24-n is selected for taking charge of the
terminal group to which the terminal that has transmitted
the channel quality information belongs, and calculates
the transmission priority. In FIG. 23, only two schedulers
are illustrated, but generally n schedulers can be provid-
ed, and it is effective when the number of schedulers is
equal to the number of terminal groups.
[0072] A transmission terminal is selected on the basis
of the priority calculation result, a transmitting method
(for example, the amount of transmission data, a modu-
lation system, a coding rate, etc.) is selected, a transmis-
sion control signal is generated by control signal gener-
ation units 25-1 through 25-n on the basis of the selection
result, and the signal is transmitted to the terminal that
transmits data. After the transmission control signal,
transmission data is coded in the determined transmitting
method, modulated, and then transmitted to the terminal.
With the possible available bandwidth of the terminal and
the possible available modulation system taken into ac-
count, a transmitting method is selected. Furthermore,
by limiting the possible available modulation system for
each group (for each scheduler), the transmitting method
selecting process can be more easily performed.
[0073] The terminal allows a control signal extraction
unit 19 to extract the transmission control signal trans-
mitted from the base station, interprets the contents of
the signal, and makes necessary settings in receiving
data on the demodulation/decoding unit 12. After the set-
tings, the data transmitted from the base station is re-
ceived.
[0074] As described above, the following processes
can be performed by grouping terminals on the basis of
the available bands.

1) The wireless channel quality is measured only for
the available band, the wireless channel quality in-
dicator is calculated, and the result is reported to the
base station.
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2) The scheduling process is performed or each
group, the priority is calculated, the transmitting ter-
minal is selected, and the transmitting method is de-
termined.

[0075] As described above, the following effect can be
obtained.
[0076] The measurement of the wireless channel qual-
ity can be reduced on the unused bands. That is, the
process can be easily performed. In addition, the number
of reports of the wireless channel quality indicator to the
base station can be reduced. Thus, the transmitting proc-
ess at the terminal can be reduced, and the number of
reports can be decreased, thereby reducing the wave
interference with the up-channel.
[0077] Furthermore, since the scheduling process can
be performed for each group, the number of terminals to
be scheduled can be reduced, and the processing time
required to calculate the priority etc. can be shortened.
In addition, by performing the scheduling process for
each group, the scheduling processes can be concur-
rently performed, and the processing time required to
calculate the priority etc. can be shortened.
[0078] In the example of the configuration of the base
station illustrated in FIG. 23, the channel setting unit 30
and the terminal group setting unit 31 enclosed by the
doted lines can be provided for the wireless channel con-
trol station (RNC) as an upper-stream device of the base
station.
[0079] In the descriptions above, the terminals are
grouped when a channel is set, but the grouping process
can be changed at predetermined intervals or for adjust-
ment of the number of accommodated terminals in the
corresponding bands (that is, a negative load). In this
case, for example, the process can be performed in the
procedure illustrated in FIG. 6.
[0080] FIG. 24 illustrates an example of a configuration
illustrated in FIG. 22 applied to a case when a CQI is
measured as wireless channel quality. FIG. 25 illustrates
an example of a configuration illustrated in FIG. 23 ap-
plied to a case when a CQI is measured as wireless chan-
nel quality.
[0081] The CQI measurement/calculation unit illustrat-
ed in FIG. 24 measures and calculates the CQI only for
the frequency band used by the related terminal group
after it is determined which terminal group the related
terminal belongs. The necessary settings are performed
by the terminal setting control unit 18. The CQI collec-
tion/classification unit 23 illustrated in FIG. 25 measures
the CQI relating to the available frequency bands of the
terminal group to which the terminal belongs, and collects
the calculation value. The obtained CQI value is passed
to the scheduler for managing the scheduling of the cor-
responding terminal group.
[0082] FIG. 26 illustrates the second example of a con-
figuration of a base station according to an embodiment
of the present invention.
[0083] In FIG. 26, a component corresponding to that

illustrated in FIG. 23 is assigned the same reference nu-
meral.
[0084] In the example of the configuration above, the
grouping process is performed with the possible available
bandwidth of the terminal taken into account. In this ex-
ample, the possible available band of a terminal is 20
MHz, and one divided band is 5 MHz. The terminal be-
longs to the group of the available band of 20 MHz. How-
ever, depending on the data to be transmitted, the re-
quested transmission speed may not require the band-
width of 20 MHz. In this case, the available bandwidth of
20 MHz is not efficient. However, in the group for which
the available bandwidth is fixed, the available band is 20
MHz.
[0085] Then, assume that the terminal belongs to pos-
sible multiple groups of the bandwidths of 20 MHz, 10
MHz, and 5 MHz. Since the terminal can belong to the
groups having different available central frequencies, the
terminal can belong to seven groups. In this case, when
a broad bandwidth is used, and when a transmitting ter-
minal is selected, the scheduling process is to be per-
formed in the descending order of the available band-
widths. By hierarchically arranging the groups in the de-
scending order of available bandwidths, a broad band
can be easily used. In addition, when a broad band is
used, it is desired that consecutive bands are selected,
but the consecutive bands can be more easily used by
the hierarchical configuration above.
[0086] When the hierarchical grouping is performed,
different schedulers are not assigned to each terminal
group, but it is performed by providing one hierarchical
scheduler 24a capable of performing a concurrent cal-
culation.
[0087] FIG. 27 illustrates the third example of a con-
figuration of a base station according to an embodiment
of the present invention. FIG. 28 illustrates the second
example of a configuration of a terminal according to an
embodiment of the present invention corresponding to
FIG. 27. In FIG. 27, the component corresponding to that
in FIG. 23 is assigned the same reference numeral. In
FIG. 28, the component corresponding to that in FIG. 22
is assigned the same reference numeral.
[0088] In this example, an uplink transmission is de-
scribed as an example, but an available frequency band
can be selected using uplink wireless channel quality for
a downlink transmission.
[0089] A terminal performance information generation
unit 53 generates terminal performance information on
the basis of the terminal performance stored in a terminal
performance storage unit 52, and the terminal transmits
a control signal (for example, a pilot signal) generated
by an uplink control signal generation unit 54 according
to the information about the possible available band as
the terminal performance.
[0090] The base station measures the reception power
of the control signal (for example, a pilot signal) trans-
mitted from the terminal using each band in a CQI meas-
urement/calculation unit 50 during channel setting, a ter-
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minal performance information extraction unit 51 extracts
a result obtained by calculating the wireless channel
quality of each band and the possible available band-
width of the terminal, they are provided for the channel
setting unit 30, a group to which the corresponding ter-
minal belongs is selected, and the terminal is notified of
the result.
[0091] Upon receipt of the notification, the terminal al-
lows the terminal group setting information extraction unit
17 to extract group information, the terminal setting con-
trol unit 18 to set devices such as the radio units 11 and
16, and then performs an uplink data transmission using
the bands.
[0092] On the other hand, the base station allows the
wireless channel quality indicator collection unit 23 to
measure and calculate the uplink wireless channel qual-
ity only on the bands of the group to which the terminal
belongs, and performs the scheduling process on the
basis of the results of the measurement and the calcu-
lation. A terminal is selected on the basis of the priority
calculated in the scheduling process, an uplink transmit-
ting method is selected, and the selected terminal is no-
tified of the results. The notification is extracted by the
control signal extraction unit 19 of the terminal, and set
by the demodulation/decoding unit 12.
[0093] FIG. 29 illustrates the fourth example of a con-
figuration of a base station according to an embodiment
of the present invention. In FIG. 29, the component cor-
responding to that in FIG. 23 is assigned the same ref-
erence numeral.
[0094] With the above-mentioned configuration, a ter-
minal is grouped by the wireless channel quality of each
band and the possible available bandwidth. However, in
this example, since the terminal is grouped with the QoS
(quality of service) of the transmission data taken into
account. Since the QoS is predetermined (for example,
during channel setting) when the base station communi-
cates with the terminal, and the base station is informed
of the QoS in advance when it communicates with the
terminal, it inputs the information to the channel setting
unit 30 and the terminal group setting unit 31 to consider
the terminal in the grouping process.
[0095] FIG. 30 illustrates the fifth example of a config-
uration of a base station according to an embodiment of
the present invention. In FIG. 30, the component corre-
sponding to that in FIG. 23 is assigned the same refer-
ence numeral.
[0096] With the above-mentioned configuration, a ter-
minal is grouped using the wireless channel quality of
each band and the possible available bandwidth of the
terminal. However, in this example, the grouping process
is performed with the moving speed of the terminal taken
into account. In the base station, for example, a moving
speed measurement/calculation unit 40 measures the
control signal (for example, a pilot signal) transmitted
from the terminal and the reception power of data, and
calculates the moving speed (or the relative speed be-
tween the terminal and the base station) of the terminal

on the basis of the measurement result. In the terminal
group setting unit 31 or the channel setting unit 30, the
measured and calculated speed of the terminal is com-
pared with the speed threshold stored in the terminal
group setting unit 31 of the channel setting unit 30. If it
is equal to or exceeds the threshold, then it is determined
that the terminal is moving at a high speed, an available
bandwidth and an available frequency are selected, and
a terminal group is selected. The speed threshold can
be externally stored for the terminal group setting unit 31
and the channel setting unit 30.
[0097] As described above, according to the present
invention, a terminal is grouped for each available fre-
quency, and scheduled for group, thereby reducing the
number of target terminals to be scheduled, concurrently
performing the scheduling processes, and shortening the
processing time for the scheduling processes.
[0098] In addition, since the wireless channel quality
can be measured only for the available frequency band,
the measuring process can be reduced. Furthermore,
since the number of reports of the wireless channel qual-
ity can be reduced, the interference power can be suc-
cessfully reduced.

STATEMENTS

[0099]

1. A wireless communication system having a base
station communicating with a plurality of subordinate
terminals using a plurality of frequency bands, com-
prising:

a grouping device assigning the plurality of ter-
minals to a group of each of the frequency bands
according to wireless channel quality acquired
for each frequency band used by a terminal in
communicating with a base station;
a scheduling device scheduling the grouped ter-
minal for each group; and
a communication device for the base station
communicating with a terminal according to a
result of the scheduling.

2. The system according to statement 1, wherein
the terminal is grouped hierarchically depending on
a level of a bandwidth of a frequency band used by
the terminal to schedule the terminal in a descending
order of a hierarchical structure of terminal groups.

3. The system according to statement 1 or 2, wherein
the terminal can belong to multiple groups.

4. The system according to statement 1, wherein
the base station can measure wireless channel qual-
ity only on a frequency band of a group to which the
terminal to communicate with belongs.
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5. The system according to statement 1, wherein
the terminal can measure wireless channel quality
only on a frequency band of a group to which the
terminal belongs.

6. The system according to statement 5, wherein
a wireless channel quality indicator is acquired by
calculating measured wireless channel quality, and
the indicator is transmitted to the base station.

7. The system according to statement 1, wherein
the terminal calculates wireless channel quality from
reception power of a control signal transmitted from
the base station during channel setting, and trans-
mits a result to the base station; and
the base station groups the terminal on the basis of
the received wireless channel quality, and notifies
the terminal of the group to which the terminal be-
longs.

8. The system according to statement 1, wherein
the base station calculates wireless channel quality
from reception power of a signal transmitted from
the terminal during channel setting, groups the ter-
minal on the basis of the wireless channel quality,
and notifies the terminal of the group to which the
terminal belongs.

9. The system according to statement 1, wherein
the terminal is grouped with possible available fre-
quency bandwidth of each terminal further taken into
account.

10. The system according to statement 1, wherein
the terminal is grouped with service quality informa-
tion about transmission data further taken into ac-
count.

11. The system according to claim 1, wherein
the terminal is grouped with a measurement value
of a moving speed of the terminal further taken into
account.

12. The system according to statement 1, wherein
a modulation system and a coding rate for use in
communications are set for each group.

13. The system according to statement 1, wherein
the scheduling device comprises a plurality of sched-
ulers taking charge of scheduling of respective
groups.

14. A wireless communication method in which a
base station communicates with a plurality of subor-
dinate terminals using a plurality of frequency bands,
comprising:

assigning the plurality of terminals to a group of

each of the frequency bands according to wire-
less channel quality acquired for each frequency
band used by a terminal in communicating with
a base station;
scheduling the grouped terminal for each group;
and
the base station’s communicating with the ter-
minal according to a result of the scheduling.

15. A wireless communication system having a base
station communicating with a plurality of subordinate
terminals using a plurality of frequency bands, com-
prising
a grouping device assigning the plurality of terminals
to a group of each of the frequency bands according
to wireless channel quality acquired for each fre-
quency band used by a terminal in communicating
with a base station.

Claims

1. A wireless communication system having a base sta-
tion communicating with a terminal using a plurality
of frequency bands simultaneously, the wireless
communication system comprising:

assignment means for assigning a plurality of
wireless resources respectively in the plurality
of frequency bands to the terminal based on a
bandwidth in which the terminal is able to com-
municate as a terminal performance; and
communication means for enabling the base
station to communicate with the terminal using
the assigned wireless resources simultaneous-
ly.

2. A base station for use in a wireless communication
system having the base station communicating with
a terminal using a plurality of frequency bands simul-
taneously, the base station comprising:

assignment means for assigning a plurality of
wireless resources respectively in the plurality
of frequency bands to the terminal based on a
bandwidth in which the terminal is able to com-
municate as a terminal performance;
notification means for notifying the terminal of a
result of the assigning the plurality of wireless
resources; and
communication means for communicating with
the terminal using the assigned wireless re-
sources simultaneously.

3. A terminal for use in a wireless communication sys-
tem having the base station communicating with the
terminal using a plurality of frequency bands simul-
taneously, the terminal comprising:
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communication means for communicating with
the base station using a plurality of wireless re-
sources simultaneously, the plurality of wireless
resources being assigned to the terminal re-
spectively in the plurality of frequency bands by
the base station based on a bandwidth in which
the terminal is able to communicate as a terminal
performance.
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