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(54) MULTI-FUNCTIONAL HOME SERVICE ROBOT

(57) Disclosed is a home service robot, comprising
an intelligent control system, a mechanical structure and
a remote control terminal. The intelligent control system
is mounted in the mechanical structure, and the intelligent
control system is controlled by the remote control termi-
nal, to cause the mechanical structure to act correspond-
ingly. The mechanical structure comprises a head (1), a
body (2), a chassis (7), a chassis suspension protection
and movement mechanism and two movable mov-
ing-wing mechanisms (4). The head (1) is mounted at an
upper end of the body (2), and the body (2) is mounted
on the chassis (7); the two moving-wing mechanisms (4)
are symmetrically mounted on two sides of the body (2),
and the chassis suspension protection and movement
mechanism is mounted on the bottom of the chassis (7).
The robot has multiple functions.
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Description

TECHNICAL FIELD

[0001] The present invention relates to a robot and in
particular to a multi-functional home service robot.

BACKGROUND OF THE PRESENT INVENTION

[0002] At present, the application of robots has begun
to expand to various fields such as national security, spe-
cial environmental service, medical assistance and sci-
entific investigation. However, once in the intelligent era,
the social network constructed by the robot industry will
spread all over the fields of social production and life,
and become the basis of a social form (i.e., intelligent
society) resulted from a new round of industrial revolu-
tion. Most of the so-called intelligent robots on the human
market are simple family toys controlled by a single-chip
microcomputer, and are unable to effectively achieve real
sense of high-tech artificial intelligence. Especially, all
the robots on the market are unable to provide appropri-
ate voice and image feedback and body feedback ac-
cording to human voice commands.

SUMMARY OF THE PRESENT INVENTION

[0003] In order to solve the problems, a technical prob-
lem to be solved by the present invention is to provide a
multi-functional home service robot with an intelligent
control system.
[0004] A technical solution employed by the present
invention to solve the technical problem is as follows: a
multi-functional home service robot is provided, including
an intelligent control system, a mechanical structure and
a remote control terminal; the intelligent control system
is mounted in the mechanical structure, and the intelligent
control system is controlled by the remote control termi-
nal, to cause the mechanical structure to act correspond-
ingly; and
[0005] the mechanical structure includes a head, a
body, a chassis, a chassis suspension protection and
movement mechanism and two movable moving-wing
mechanisms, the head being mounted at an upper end
of the body, and the body being mounted on the chassis;
the two moving-wing mechanisms being symmetrically
mounted on two sides of the body, and the chassis sus-
pension protection and movement mechanism being
mounted on the bottom of the chassis.
[0006] The present invention has the following benefi-
cial effects: the robot of the present invention can provide
appropriate voice and image feedback and body feed-
back according to human voice commands; the robot has
functions of dust removal, sterilization, organic-matter
decomposition, gas detection, air purification, autono-
mous navigation, autonomous acting and charging; the
robot can control all-directional shooting, projection and
entertainment by using an intelligent microcomputer, can

carry out information storage and intelligent interaction
in voice, text and image; and the robot further has func-
tions of remote control and inspection for indoor security,
and emergency alarm.
[0007] On the basis of the technical solution, the
present invention can further have the following improve-
ments.
[0008] Further, the head is connected to the body by
a head rotating mechanism, the head rotating mecha-
nism including a body fixing plate, a central sleeve, a
bearing, a head turntable, a fixed seat, a compression
spring, a gland nut, a fixed frame, a head DC motor, a
driving wheel, a driven wheel and at least three universal
balls;
the body fixing plate, having a middle portion sleeved
outside a lower portion of the central sleeve, is horizon-
tally mounted at the upper end of the body and connected
to the central sleeve by the bearing;
the head turntable, the fixed seat, the compression spring
and the gland nut are successively sleeved on the central
sleeve above the body fixing plate from the bottom up;
the head turntable is fixedly connected to the central
sleeve, the fixed seat is fixed on the head turntable, and
the gland nut is mounted at an upper end of the central
sleeve; one end of the compression spring is resisted
against the fixed seat, and the other end thereof is re-
sisted against the gland nut;
an upper end of the fixed frame is fixed on the bottom of
the body fixing plate and at a position near the central
sleeve, the head DC motor is vertically fixed at a lower
end of the fixed frame, and an output shaft of the head
DC motor, on which the driving wheel is sleeved, is ar-
ranged in the fixed frame;
the driven wheel is sleeved on an outer side of a lower
end of the central sleeve, and the driving wheel and the
driven wheel are in engaged connection;
the universal balls are uniformly distributed on the head
turntable, and the head is fixedly connected to the head
turntable by the universal balls; and
a power module and a motor driving module jointly control
the operation of the head rotating mechanism to cause
the head rotating mechanism to act correspondingly.
[0009] Further, each of the moving-wing mechanisms
includes a moving-wing DC motor, a moving-wing DC
motor mounting frame, a crank, a connecting rod, a rock-
er, a moving-wing, a first connecting shaft and a second
connecting shaft;
the moving-wing DC motor is fixed on the moving-wing
DC motor mounting frame, one end of the crank is fixedly
connected to an output end of the moving-wing DC motor
and the other end thereof is fixed on one end of the first
connecting shaft;
one end of the connecting rod is rotationally connected
to the other end of the first connecting shaft, and the other
end thereof is fixedly connected to one end of the second
connecting shaft;
the other end of the second connecting shaft is fixedly
connected to one end of the rocker, and the other end of
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the rocker is fixedly connected to one end of the moving-
wing; a middle portion of the rocker is rotationally con-
nected to the moving-wing DC motor mounting frame;
the moving-wing DC motor mounting frame is fixed on
the body; and
a motor driving module controls the operation of the mov-
ing-wing mechanisms.
[0010] Further, the chassis suspension protection and
movement mechanism includes two driving wheel struc-
tures which are symmetrically mounted on two sides of
the bottom of the chassis;
each of the driving wheel structures includes a traveling
motor, a driving wheel, a tension spring, a chassis swing
link, a first support, a second support and a travel switch,
the first support and the second support are symmetri-
cally and vertically mounted in a groove reserved on the
bottom of the chassis, and one end of the tension spring
is fixedly connected to a top end of the first support and
the other end thereof is fixedly connected to a top end of
the second support;
the driving wheel is fixed at an output end of the traveling
motor, one end of the chassis swing link is clamped on
the second support and the other end thereof is fixed in
the middle of the driving wheel and at a position near the
motor;
the travel switch is mounted on the second support and
located below the chassis swing link; when leaving the
ground, the driving wheel can drive the chassis swing
link to press downward, so that the travel switch is turned
on; and
the motor driving module controls the operation of the
chassis suspension protection and movement mecha-
nism; a global positioning module and an autonomous
navigation module can control the movement track of the
chassis suspension protection and movement mecha-
nism.
[0011] Further, the robot further includes two universal
wheels which are symmetrically mounted at a bottom end
of the chassis and at a position near the driving wheel
structure.
[0012] A touch display screen, a camera, a microphone
and a protective mask are mounted on the head; and the
touch display screen is mounted on an outer side of the
head; the camera is mounted on the outer side of the
head above the touch display screen, the microphone is
mounted on the outer side of the head below the touch
display screen, and the protective mask is embedded in
the upper end of the head and can be exposed from the
head to cover the touch display screen, the camera and
the microphone; and
the touch display screen, the camera and the microphone
are connected to a master control board circuit.
[0013] Further, two air inlets, a tray for conveying arti-
cles, a loudspeaker box, an emergency brake button ca-
pable of cutting off the power, a projector, a purification
filter cover, an air outlet, a charging device and a number
of ultrasonic sensors are further mounted on the body;
the air inlets are symmetrically arranged on the two sides

of the body and located below the moving-wing mecha-
nisms;
the loudspeaker box is mounted in the middle of a front
face of the body; the tray is mounted on an upper portion
of the front face of the body and located above the loud-
speaker box; and the tray is embedded in the body and
can be pulled out of the body;
the emergency brake button, the projector, the purifica-
tion filter cover, the air outlet and the charging device are
successively mounted on the back of the body from the
top down,
the ultrasonic sensors are uniformly distributed on the
outer side of the upper end of the body;
a projector module controls the operation of the projector;
the power module controls the operation of the charging
device; and
a loudspeaker box module controls the operation of the
loudspeaker box.
[0014] Further, the intelligent control system includes
a host computer master control board, a slave computer
master control board, an image acquisition module for
scanning an image and converting and transferring in-
formation, a sound acquisition and positioning module
for acquiring and analyzing sound and processing feed-
back, a loudspeaker box module for reinforcing effect of
a loudspeaker and toning the sound, a WiFi routing mod-
ule for wireless communication with a remote control ter-
minal, a power module, a motor driving module, a posi-
tioning and navigation module for positioning a charging
point of the robot and avoiding the obstacles, a purifier
module and a projector module;
the host computer master control board is mounted in
the head, the slave computer master control board is
mounted in the chassis, and the host computer master
control board and the slave computer master control
board are connected together by circuits; the image ac-
quisition module, the sound acquisition and positioning
module, the loudspeaker box module and the WiFi rout-
ing module are respectively connected to the host com-
puter master control board by circuits; the power module,
the motor driving module, the positioning and navigation
module, the purifier module and the projector module are
respectively connected to the slave computer master
control board by circuits; and
the positioning and navigation module includes a global
positioning module for positioning the mechanical struc-
ture, and an autonomous navigation module for realizing
the autonomous operation of the mechanical structure.
[0015] Further, the robot further includes an informa-
tion acquisition and processing module which is connect-
ed to the host computer master control board by circuits;
the information acquisition and processing module in-
cludes a gyroscope, an acceleration sensor, an infrared
sensor with an analog output, an infrared sensor with a
digital output, a smoke sensor for monitoring the concen-
tration of smoke for fire prevention, a CO sensor for mon-
itoring the concentration of CO for gas leakage preven-
tion, a CO2 and formaldehyde sensor for detecting the
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concentration of indoor CO2 and formaldehyde toxic gas-
es, a dust sensor for monitoring the dust content, and a
temperature and humidity sensor for sensing the indoor
temperature and humidity; and
the dust sensor and the temperature and humidity sensor
are both connected to the purifier module by circuits.
[0016] Further, the robot further includes a voice inter-
action module which is connected to the host computer
master control board by circuits and can be used for con-
trolling the robot to receive voice information from the
outside and to provide voice feedback.
[0017] With the further solution, the present invention
has the following beneficial effects: the robot has func-
tions of autonomous walking and control, voice position-
ing, image recognition, autonomous mapping and navi-
gation, autonomous charging and homing, intelligent in-
teraction in voice, text and image, article transportation,
remote control and inspection for indoor security, and
emergency alarm.

BRIEF DESCRIPTION OF THE DRAWINGS

[0018]

Fig. 1 is a schematic front view according to the
present invention;
Fig. 2 is a schematic front view according to the
present invention;
Fig. 3 is a schematic front view of a head rotating
mechanism according to the present invention;
Fig. 4 is a schematic section view of the head rotating
mechanism according to the present invention;
Fig. 5 is a schematic top view of the head rotating
mechanism according to the present invention;
Fig. 6 is a stereoscopic structure diagram of the head
rotating mechanism, when viewed from top, accord-
ing to the present invention;
Fig. 7 is a stereoscopic structure diagram of the head
rotating mechanism, when viewed from bottom, ac-
cording to the present invention;
Fig. 8 is a structure diagram of a moving-wing mech-
anism according to the present invention;
Fig. 9 is a schematic front view of a driving wheel
structure according to the present invention;
Fig. 10 is a schematic back view of the driving wheel
structure according to the present invention; and
Fig. 11 is a flowchart of an intelligent control system
according to the present invention,
in which:

1: head;

1-1: camera;
1-2: protective mask;
1-3: touch display screen;
1-4: microphone;

2: body;

2-1: air inlet;
2-2: tray for loading a disc;
2-3: loudspeaker box;
2-4: emergency brake button;
2-5: projector;
2-6: purification filter cover;
2-7: air outlet;
2-8: charging device;
2-9: ultrasonic sensor;

3: head rotating mechanism;

3-1: head DC motor;
3-2: driven wheel;
3-3: body fixing plate;
3-4: central sleeve;
3-5: head turntable;
3-6: fixed seat;
3-7: gland nut;
3-8: universal ball;
3-9: compression spring;
3-10: driving wheel;
3-11: bearing;
3-12: fixed frame;

4: moving-wing mechanism;

4-1: moving-wing DC motor;
4-2: moving-wing DC motor mounting
frame;
4-3: crank;
4-4: connecting rod;
4-5: rocker;
4-6: moving-wing;
4-7: first connecting shaft;
4-8: second connecting shaft;

5: driving wheel structure;

5-1: traveling motor;
5-2: driving wheel;
5-3: tension spring;
5-4: chassis swing link;
5-5: first support;
5-6: second support;
5-7: travel switch;

6: universal wheel;
7: chassis

DETAILED DESCRIPTION OF THE PRESENT INVEN-
TION

[0019] The principle and features of the present inven-
tion will be described with reference to the accompanying
drawings, and the examples listed are merely used for
explaining the present invention but not for limiting the
scope of the present invention.
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[0020] With reference to Fig. 1 to Fig. 7, a multi-func-
tional home service robot is provided, including an intel-
ligent control system, a mechanical structure and a re-
mote control terminal; the intelligent control system is
mounted in the mechanical structure, and the intelligent
control system is controlled by the remote control termi-
nal, to cause the mechanical structure to act correspond-
ingly; and
the mechanical structure includes a head 1, a body 2, a
chassis 7, a chassis suspension protection and move-
ment mechanism and two movable moving-wing mech-
anisms 4; the head 1 is mounted at an upper end of the
body 2, and the body 2 is mounted on the chassis 7; the
two moving-wing mechanisms 4 are symmetrically
mounted on two sides of the body 2, and the chassis
suspension protection and movement mechanism is
mounted on the bottom of the chassis 7.
[0021] The head 1 is connected to the body 2 by a head
rotating mechanism 3, and the head rotating mechanism
3 includes a body fixing plate 3-3, a central sleeve 3-4,
a bearing 3-11, a head turntable 3-5, a fixed seat 3-6, a
compression spring 3-9, a gland nut 3-7, a fixed frame
3-12, a head DC motor 3-1, a driving wheel 3-10, a driven
wheel 3-2 and at least three universal balls 3-8;
the body fixing plate 3-3, having a middle portion sleeved
outside a lower portion of the central sleeve 3-4, is hor-
izontally mounted at the upper end of the body 2 and
connected to the central sleeve 3-4 by the bearing 3-11;
the head turntable 3-5, the fixed seat 3-6, the compres-
sion spring 3-9 and the gland nut 3-7 are successively
sleeved on the central sleeve 3-4 above the body fixing
plate 3-3 from the bottom up; the head turntable 3-5 is
fixedly connected to the central sleeve 3-4, the fixed seat
3-6 is fixed on the head turntable 3-5, and the gland nut
3-7 is mounted at an upper end of the central sleeve 3-4;
one end of the compression spring 3-9 is resisted against
the fixed seat 3-6, and the other end thereof is resisted
against the gland nut 3-7;
an upper end of the fixed frame 3-12 is fixed on the bottom
of the body fixing plate 3-3 and at a position near the
central sleeve 3-4, the head DC motor 3-1 is vertically
fixed at a lower end of the fixed frame 3-12, and an output
shaft of the head DC motor 3-1, on which the driving
wheel 3-10 is sleeved, is arranged in the fixed frame 3-12;
the driven wheel 3-2 is sleeved on an outer side of a
lower end of the central sleeve 3-4, and the driving wheel
3-10 and the driven wheel 3-2 are in engaged connection;
the universal balls 3-8 are uniformly distributed on the
head turntable 3-5, and the head 1 is fixedly connected
to the head turntable 3-5 by the universal balls 3-8; and
a power module and a motor driving module jointly control
the operation of the head rotating mechanism 3 to cause
the head rotating mechanism 3 to act correspondingly.
[0022] Each of the moving-wing mechanisms 4 in-
cludes a moving-wing DC motor 4-1, a moving-wing DC
motor mounting frame 4-2, a crank 4-3, a connecting rod
4-4, a rocker 4-5, a moving-wing 4-6, a first connecting
shaft 4-7 and a second connecting shaft 4-8;

the moving-wing DC motor 4-1 is fixed on the moving-
wing DC motor mounting frame 4-2, one end of the crank
4-3 is fixedly connected to an output end of the moving-
wing DC motor 4-1, and the other end thereof is fixed on
one end of the first connecting shaft 4-7;
one end of the connecting rod 4-4 is rotationally connect-
ed to the other end of the first connecting shaft 4-7, and
the other end thereof is fixedly connected to one end of
the second connecting shaft 4-8;
the other end of the second connecting shaft 4-8 is fixedly
connected to one end of the rocker 4-5, and the other
end of the rocker 4-5 is fixedly connected to one end of
the moving-wing 4-6; a middle portion of the rocker 4-5
is rotationally connected to the moving-wing DC motor
mounting frame 4-2;
the moving-wing DC motor mounting frame 4-2 is fixed
on the body 2; and
a motor driving module controls the operation of the mov-
ing-wing mechanisms 4.
[0023] The chassis suspension protection and move-
ment mechanism includes two driving wheel structures
5 which are symmetrically mounted on two sides of the
bottom of the chassis 7;
each of the driving wheel structures 5 includes a traveling
motor 5-1, a driving wheel 5-2, a tension spring 5-3, a
chassis swing link 5-4, a first support 5-5, a second sup-
port 5-6 and a travel switch 5-7, the first support 5-5 and
the second support 5-6 are symmetrically and vertically
mounted in a groove reserved on the bottom of the chas-
sis 7, and one end of the tension spring 5-3 is fixedly
connected to a top end of the first support 5-5 and the
other end thereof is fixedly connected to a top end of the
second support 5-6;
the driving wheel 5-2 is fixed at an output end of the
traveling motor 5-1, one end of the chassis swing link 5-4
is clamped on the second support 5-6 and the other end
thereof is fixed in the middle of the driving wheel 5-2 and
at a position near the motor;
the travel switch 5-7 is mounted on the second support
5-6 and located below the chassis swing link 5-4; when
leaving the ground, the driving wheel 5-2 can drive the
chassis swing link 5-4 to press downward, so that the
travel switch 5-7 is turned on; and
the motor driving module controls the operation of the
chassis suspension protection and movement mecha-
nism; a global positioning module and an autonomous
navigation module can control the movement track of the
chassis suspension protection and movement mecha-
nism.
[0024] The robot further includes two universal wheels
6 which are symmetrically mounted at a bottom end of
the chassis 7 and at a position near the driving wheel
structure 5.
[0025] A touch display screen 1-3, a camera 1-1, a
microphone 1-4 and a protective mask 1-2 are mounted
on the head 1; and the touch display screen 1-3 is mount-
ed on an outer side of the head 1; the camera 1-1 is
mounted on the outer side of the head 1 above the touch
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display screen, the microphone 1-4 is mounted on the
outer side of the head 1 below the touch display screen,
and the protective mask 1-2 is embedded in the upper
end of the head 1 and can be exposed from the head 1
to cover the touch display screen 1-3, the camera 1-1
and the microphone 1-4; and
the touch display screen 1-3, the camera 1-1 and the
microphone 1-4 are connected to a master control board
circuit.
[0026] Two air inlets 2-1, a tray 2-2 for conveying arti-
cles, a loudspeaker box 2-3, an emergency brake button
2-4 capable of cutting off the power, a projector 2-5, a
purification filter cover 2-6, an air outlet 2-7, a charging
device 2-8 and a number of ultrasonic sensors 2-9 are
further mounted on the body 2;
the air inlets 2-1 are symmetrically arranged on the two
sides of the body 2 and located below the moving-wing
mechanisms 4;
the loudspeaker box 2-3 is mounted in the middle of a
front face of the body 2; the tray 2-2 is mounted on an
upper portion of the front face of the body 2 and located
above the loudspeaker box 2-3; and the tray 2-2 is em-
bedded in the body 2 and can be pulled out of the body 2;
the emergency brake button 2-4, the projector 2-5, the
purification filter cover 2-6, the air outlet 2-7 and the
charging device 2-8 are successively mounted on the
back of the body 2 from the top down,
the ultrasonic sensors 2-9 are uniformly distributed on
the outer side of the upper end of the body 2;
a projector module controls the operation of the projector
2-5;
the power module controls the operation of the charging
device 2-8; and
a loudspeaker box module controls the operation of the
loudspeaker box 2-3.
[0027] The intelligent control system includes a host
computer master control board, a slave computer master
control board, an image acquisition module for scanning
an image and converting and transferring information, a
sound acquisition and positioning module for acquiring
and analyzing sound and processing feedback, a loud-
speaker box module for reinforcing effect of a loudspeak-
er and toning the sound, a WiFi routing module for wire-
less communication with a remote control terminal, a
power module, a motor driving module, a positioning and
navigation module for positioning a charging point of the
robot and avoiding the obstacles, a purifier module and
a projector module;
the host computer master control board is mounted in
the head 1, the slave computer master control board is
mounted in the chassis 7, and the host computer master
control board and the slave computer master control
board are connected together by circuits; the image ac-
quisition module, the sound acquisition and positioning
module, the loudspeaker box module and the WiFi rout-
ing module are respectively connected to the host com-
puter master control board by circuits; and the power
module, the motor driving module, the positioning and

navigation module, the purifier module and the projector
module are respectively connected to the slave computer
master control board by circuits; and
the positioning and navigation module includes a global
positioning module for positioning the mechanical struc-
ture, and an autonomous navigation module for realizing
the autonomous operation of the mechanical structure.
[0028] The robot further includes an information acqui-
sition and processing module which is connected to the
host computer master control board by circuits;
the information acquisition and processing module in-
cludes a gyroscope, an acceleration sensor, an infrared
sensor with an analog output, an infrared sensor with a
digital output, a smoke sensor for monitoring the concen-
tration of smoke for fire prevention, a CO sensor for mon-
itoring the concentration of CO for gas leakage preven-
tion, a CO2 and formaldehyde sensor for detecting the
concentration of indoor CO2 and formaldehyde toxic gas-
es, a dust sensor for monitoring the dust content, and a
temperature and humidity sensor for sensing the indoor
temperature and humidity; and
the dust sensor and the temperature and humidity sensor
are both connected to the purifier module by circuits.
[0029] The robot further includes a voice interaction
module which is connected to the host computer master
control board by circuits and can be used for controlling
the robot to receive voice information from the outside
and to provide voice feedback.
[0030] The present invention has the following working
principle and working processes: since a mechanical
structure of a robot is driven by an intelligent control sys-
tem, the present invention can provide appropriate voice
and image feedback and body feedback according to hu-
man voice commands, has dust removal, sterilization,
organic-matter degradation, gas detection, air purifica-
tion, autonomous navigation, autonomous action and
charging and other functions simultaneously, can control
all-directional camera and projection entertainment by
using an intelligent microcomputer, can carry out infor-
mation storage and intelligent interaction for voice, text
and image, and further has functions of remote control
and inspection for indoor security and emergency alarm.
[0031] The above descriptions are merely preferred
embodiments of the present invention, but not for limiting
the present invention. Any modification, equivalent re-
placement and improvement done within the spirit and
principle of the present invention should be regarded as
falling into the protection scope of the present invention.

Claims

1. A multi-functional home service robot, comprising an
intelligent control system, a mechanical structure
and a remote control terminal; the intelligent control
system is mounted in the mechanical structure, and
the intelligent control system is controlled by the re-
mote control terminal, to cause the mechanical struc-
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ture to act correspondingly; and
the mechanical structure comprises a head (1), a
body (2), a chassis (7), a chassis suspension pro-
tection and movement mechanism and two movable
moving-wing mechanisms (4), the head (1) being
mounted at an upper end of the body (2), and the
body (2) being mounted on the chassis (7); the two
moving-wing mechanisms (4) being symmetrically
mounted on two sides of the body (2), and the chas-
sis suspension protection and movement mecha-
nism being mounted on the bottom of the chassis (7).

2. The multi-functional home service robot according
to claim 1, characterized in that the head (1) is con-
nected to the body (2) by a head rotating mechanism
(3), the head rotating mechanism (3) comprising a
body fixing plate (3-3), a central sleeve (3-4), a bear-
ing (3-11), a head turntable (3-5), a fixed seat (3-6),
a compression spring (3-9), a gland nut (3-7), a fixed
frame (3-12), a head DC motor (3-1), a driving wheel
(3-10), a driven wheel (3-2) and at least three uni-
versal balls (3-8);
the body fixing plate (3-3), having a middle portion
sleeved outside a lower portion of the central sleeve
(3-4), is horizontally mounted at the upper end of the
body (2) and connected to the central sleeve (3-4)
by the bearing (3-11);
the head turntable (3-5), the fixed seat (3-6), the com-
pression spring (3-9) and the gland nut (3-7) are suc-
cessively sleeved on the central sleeve (3-4) above
the body fixing plate (3-3) from the bottom up; the
head turntable (3-5) is fixedly connected to the cen-
tral sleeve (3-4), the fixed seat (3-6) is fixed on the
head turntable (3-5), and the gland nut (3-7) is
mounted at an upper end of the central sleeve (3-4);
one end of the compression spring (3-9) is resisted
against the fixed seat (3-6), and the other end thereof
is resisted against the gland nut (3-7);
an upper end of the fixed frame (3-12) is fixed on the
bottom of the body fixing plate (3-3) and at a position
near the central sleeve (3-4), the head DC motor
(3-1) is vertically fixed at a lower end of the fixed
frame (3-12), and an output shaft of the head DC
motor (3-1), on which the driving wheel (3-10) is
sleeved, is arranged in the fixed frame (3-12);
the driven wheel (3-2) is sleeved on an outer side of
a lower end of the central sleeve (3-4), and the driving
wheel (3-10) and the driven wheel (3-2) are in en-
gaged connection;
the universal balls (3-8) are uniformly distributed on
the head turntable (3-5), and the head (1) is fixedly
connected to the head turntable (3-5) by the univer-
sal balls (3-8); and
a power module and a motor driving module jointly
control the operation of the head rotating mechanism
(3) to cause the head rotating mechanism (3) to act
correspondingly.

3. The multi-functional home service robot according
to claim 2, characterized in that each of the moving-
wing mechanisms (4) comprises a moving-wing DC
motor (4-1), a moving-wing DC motor mounting
frame (4-2), a crank (4-3), a connecting rod (4-4), a
rocker (4-5), a moving-wing (4-6), a first connecting
shaft (4-7) and a second connecting shaft (4-8);
the moving-wing DC motor (4-1) is fixed on the mov-
ing-wing DC motor mounting frame (4-2), one end
of the crank (4-3) is fixedly connected to an output
end of the moving-wing DC motor (4-1), and the other
end thereof is fixed on one end of the first connecting
shaft (4-7);
one end of the connecting rod (4-4) is rotationally
connected to the other end of the first connecting
shaft (4-7), and the other end thereof is fixedly con-
nected to one end of the second connecting shaft
(4-8);
the other end of the second connecting shaft (4-8)
is fixedly connected to one end of the rocker (4-5),
and the other end of the rocker (4-5) is fixedly con-
nected to one end of the moving-wing (4-6); a middle
portion of the rocker (4-5) is rotationally connected
to the moving-wing DC motor mounting frame (4-2);
the moving-wing DC motor mounting frame (4-2) is
fixed on the body (2); and
a motor driving module controls the operation of the
moving-wing mechanisms (4).

4. The multi-functional home service robot according
to claim 3, characterized in that the chassis sus-
pension protection and movement mechanism com-
prises two driving wheel structures (5) which are
symmetrically mounted on two sides of the bottom
of the chassis (7);
each of the driving wheel structures (5) comprises a
traveling motor (5-1), a driving wheel (5-2), a tension
spring (5-3), a chassis swing link (5-4), a first support
(5-5), a second support (5-6) and a travel switch
(5-7), the first support (5-5) and the second support
(5-6) are symmetrically and vertically mounted in a
groove reserved on the bottom of the chassis (7),
and one end of the tension spring (5-3) is fixedly
connected to a top end of the first support (5-5) and
the other end thereof is fixedly connected to a top
end of the second support (5-6);
the driving wheel (5-2) is fixed at an output end of
the traveling motor (5-1), one end of the chassis
swing link (5-4) is clamped on the second support
(5-6) and the other end thereof is fixed in the middle
of the driving wheel (5-2) and at a position near the
motor;
the travel switch (5-7) is mounted on the second sup-
port (5-6) and located below the chassis swing link
(5-4); when leaving the ground, the driving wheel
(5-2) can drive the chassis swing link (5-4) to press
downward, so that the travel switch (5-7) is turned
on; and
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the motor driving module controls the operation of
the chassis suspension protection and movement
mechanism; a global positioning module and an au-
tonomous navigation module can control the move-
ment track of the chassis suspension protection and
movement mechanism.

5. The multi-functional home service robot according
to claim 4, further comprising two universal wheels
(6) which are symmetrically mounted at a bottom end
of the chassis (7) and at a position near the driving
wheel structure (5).

6. The multi-functional home service robot according
to claim 5, characterized in that a touch display
screen (1-3), a camera (1-1), a microphone (1-4) and
a protective mask (1-2) are mounted on the head
(1); and the touch display screen (1-3) is mounted
on an outer side of the head (1); the camera (1-1) is
mounted on the outer side of the head (1) above the
touch display screen, the microphone (1-4) is mount-
ed on the outer side of the head (1) below the touch
display screen, and the protective mask (1-2) is em-
bedded in the upper end of the head (1) and can be
exposed from the head (1) to cover the touch display
screen (1-3), the camera (1-1) and the microphone
(1-4); and
the touch display screen (1-3), the camera (1-1) and
the microphone (1-4) are connected to a master con-
trol board circuit.

7. The multi-functional home service robot according
to claim 6, characterized in that two air inlets (2-1),
a tray (2-2) for conveying articles, a loudspeaker box
(2-3), an emergency brake button (2-4) capable of
cutting off the power, a projector (2-5), a purification
filter cover (2-6), an air outlet (2-7), a charging device
(2-8) and a number of ultrasonic sensors (2-9) are
further mounted on the body (2);
the air inlets (2-1) are symmetrically arranged on the
two sides of the body (2) and located below the mov-
ing-wing mechanisms (4);
the loudspeaker box (2-3) is mounted in the middle
of a front face of the body (2); the tray (2-2) is mount-
ed on an upper portion of the front face of the body
(2) and located above the loudspeaker box (2-3);
and the tray (2-2) is embedded in the body (2) and
can be pulled out of the body (2);
the emergency brake button (2-4), the projector
(2-5), the purification filter cover (2-6), the air outlet
(2-7) and the charging device (2-8) are successively
mounted on the back of the body (2) from the top
down;
the ultrasonic sensors (2-9) are uniformly distributed
on the outer side of the upper end of the body (2);
a projector module controls the operation of the pro-
jector (2-5);
the power module controls the operation of the

charging device (2-8); and
a loudspeaker box module controls the operation of
the loudspeaker box (2-3).

8. The multi-functional home service robot according
to any one of claims 1 to 7, characterized in that
the intelligent control system comprises a host com-
puter master control board, a slave computer master
control board, an image acquisition module for scan-
ning an image and converting and transferring infor-
mation, a sound acquisition and positioning module
for acquiring and analyzing sound and processing
feedback, a loudspeaker box module for reinforcing
effect of a loudspeaker and toning the sound, a WiFi
routing module for wireless communication with a
remote control terminal, a power module, a motor
driving module, a positioning and navigation module
for positioning a charging point of the robot and
avoiding the obstacles, a purifier module and a pro-
jector module;
the host computer master control board is mounted
in the head (1), the slave computer master control
board is mounted in the chassis (7), and the host
computer master control board and the slave com-
puter master control board are connected together
by circuits; the image acquisition module, the sound
acquisition and positioning module, the loudspeaker
box module and the WiFi routing module are respec-
tively connected to the host computer master control
board by circuits; the power module, the motor driv-
ing module, the positioning and navigation module,
the purifier module and the projector module are re-
spectively connected to the slave computer master
control board by circuits; and
the positioning and navigation module comprises a
global positioning module for positioning the me-
chanical structure, and an autonomous navigation
module for realizing the autonomous operation of
the mechanical structure.

9. The multi-functional home service robot according
to claim 8, further comprising
an information acquisition and processing module
which is connected to the host computer master con-
trol board by circuits;
the information acquisition and processing module
comprises a gyroscope, an acceleration sensor, an
infrared sensor with an analog output, an infrared
sensor with a digital output, a smoke sensor for mon-
itoring the concentration of smoke for fire prevention,
a CO sensor for monitoring the concentration of CO
for gas leakage prevention, a CO2 and formaldehyde
sensor for detecting the concentration of indoor CO2
and formaldehyde toxic gases, a dust sensor for
monitoring the dust content, and a temperature and
humidity sensor for sensing the indoor temperature
and humidity; and
the dust sensor and the temperature and humidity
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sensor are both connected to the purifier module by
circuits.

10. The multi-functional home service robot according
to claim 9, further comprising a voice interaction
module which is connected to the host computer
master control board by circuits and can be used for
controlling the robot to receive voice information from
the outside and to provide voice feedback.
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