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(54) WIRELESS ENVIRONMENT INFORMATION COLLECTING SYSTEM AND METHOD

(57) Provided is a wireless environment information
collection system including a plurality of wireless stations
performing wireless communication using a CSMA/CA
scheme over a first frequency channel, and a wireless
environment information management unit collecting
wireless environment information of managed wireless
stations being connected through a wired network or a
wireless network among the plurality of wireless stations,
in which the wireless environment information manage-
ment unit includes a unit which generates and outputs a
channel measurement frame which determines the wire-
less stations performing stopping of communication over
the first frequency channel for a fixed time, starting of
measuring channel utilization of the first frequency chan-
nel, or both the stopping of communication and the start-
ing of measuring among the managed wireless stations,
and the managed wireless stations include a unit which
performs, at a time designated by the channel measure-
ment frame from the wireless environment information
management unit, the stopping of the communication
over the first frequency channel, the measuring of the
channel utilization of the first frequency channel, or both

the stopping of the communication and the measuring of
the channel utilization, and which outputs the obtained
wireless environment information to the wireless envi-
ronment information management unit through the wired
network or the wireless network.
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Description

TECHNICAL FIELD

[0001] The present invention relates to a wireless en-
vironment information collection system and a wireless
environment information collection method that acquire
wireless environment information which includes chan-
nel utilization and a wireless station ID relating to the
channel utilization and estimate throughput characteris-
tics in a network in which access control that is based on
Carrier Sense Multiple Access/ Collision Avoidance (CS-
MA/CA) is performed.

BACKGROUND ART

[0002] Wireless Local Area Network (LAN) systems
that are stipulated in a standard IEEE 802.11 have been
improved in throughput year after year, and have come
into widespread use as one example of main wireless
access (Non-Patent Document 1). Because the wireless
LAN system can be used in an unlicensed band that is
a frequency band that does not require a license, various
types of wireless terminals have come into widespread
use. Particularly, the spread of smartphones remarkably
increases an opportunity to use the wireless LAN system.
[0003] Because access control that is based on a CS-
MA/CA scheme is performed on the wireless LAN system
in a 2.4 GHz band and a 5 GHz band, a case where
throughput cannot be determined in conditions such as
a Signal to Noise Ratio (SNR) of a physical link occurs,
such as when throughput greatly decreases due to inter-
ference caused by a communication link in the vicinity.
The greater the number of nodes that performs the ac-
cess control that uses the CSMA/CA scheme, the more
serious a problem.
[0004] Particularly, a decrease in throughput is also
due to a hidden terminal problem and an exposed termi-
nal problem. These influences are determined by a com-
munication situation of a wireless station in the vicinity
or a condition in which wireless stations detect each oth-
er. On the other hand, an attempt is made to interpret
throughput characteristics in the CSMA/CA using a con-
tention graph in which wireless stations that possibly de-
tect each other, which can be defined with a graph theory
are linked using edges and in which a communication
link that is made from wireless stations or wireless sta-
tions for transmission and reception is taken as a vertex.
However, there remain serious problems with estimation
for an actual system, such as when a traffic condition of
a wireless station in the vicinity is always assumed to be
in a saturated state, when conditions in which the wireless
station is detectable with transmission and reception are
the same, or when only one of the uplink and the downlink
is assumed.

PRIOR ART DOCUMENT

NON-PATENT DOCUMENT

[0005] Non-Patent Document 1: IEEE Std 802.11
ac(TM)-2013, "IEEE Standard for Information technology
-Telecommunications and information exchange be-
tween systems Local and metropolitan area networks -
Specific requirements, Part 11: Wireless LAN Medium
Access Control (MAC) and Physical Layer (PHY) Spec-
ifications", December 2013

DISCLOSURE OF THE INVENTION

PROBLEMS TO BE SOLVED BY THE INVENTION

[0006] In a network in which the access control that is
based on the CSMA/CA scheme is performed, in order
to evaluate throughput of a certain wireless station, there
is a need to determine how many wireless resources are
used by many wireless stations that have a spatial rela-
tionship, which is connected with the contention graph.
However, when the wireless station collects wireless en-
vironment information in a completely asynchronous
manner, because loss of information due to frame colli-
sion takes place or data integrity lacks, there is a problem
in that a wireless situation cannot be now precisely
known.
[0007] Particularly, because of a rapid increase in traf-
fic, in a situation where wireless resources run short, if
the wireless station measures the channel utilization in-
dividually, frames that are transmitted by wireless sta-
tions that have a hidden terminal relationship overlap,
and thus a preamble portion of the frame is not correctly
read and the wireless station that transmits the frame
cannot be specified. Furthermore, a result of the meas-
uring depends heavily on a communication situation of
the wireless station that uses a network temporarily, and
a problem occurs in that the result of the measuring is
hard to deal with as statistical information.
[0008] A proposition of the present invention is to pro-
vide a wireless environment information collection sys-
tem and a wireless environment information collection
method that are capable of reliably acquiring wireless
environment information that includes channel utilization
and a wireless station ID relating to the channel utilization
and of estimating throughput characteristics in a wireless
communication system in which wireless communication
is performed using a CSMA/CA scheme.

MEANS FOR SOLVING THE PROBLEMS

[0009] According to a first invention, there is provided
a wireless environment information collection system in-
cluding a plurality of wireless stations performing wireless
communication using a CSMA/CA scheme over a first
frequency channel, and a wireless environment informa-
tion management unit collecting wireless environment in-
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formation of manage wireless stations being connected
through a wired network or a wireless network among
the plurality of wireless stations, in which the wireless
environment information management unit includes a
unit which generates and outputs a channel measure-
ment frame which determines the wireless stations per-
forming stopping of communication over the first frequen-
cy channel for a fixed time, starting of measuring of chan-
nel utilization of the first frequency channel, or the stop-
ping of communication and the starting of measuring
among the managed wireless stations; and the managed
wireless stations include a unit which performs, at a time
designated by the channel measurement frame from the
wireless environment information management unit, the
stopping of the communication over the first frequency
channel, the measuring of the channel utilization of the
first frequency channel, or the stopping of the communi-
cation and the measuring of the channel utilization, and
which outputs the obtained wireless environment infor-
mation to the wireless environment information manage-
ment unit through the wired network or the wireless net-
work.
[0010] In the wireless environment information collec-
tion system according to the first invention, part of or all
of the managed wireless stations may have a function of
transferring the channel measurement frame and wire-
less environment information between each of the man-
aged wireless stations using a second frequency chan-
nel.
[0011] In the wireless environment information collec-
tion system according to the first invention, the wireless
environment information management unit may include
a unit which generates the channel measurement frame
performing the measuring of the channel utilization to be
started in a fixed amount of time after the stopping of the
communication over first frequency channel.
[0012] In the wireless environment information collec-
tion system according to the first invention, the managed
wireless stations may include a notification unit which
notifies a stop of a communication function to the wireless
stations being a communication partner when the time
to perform the stopping of the communication over the
first frequency channel, the measuring of the channel
utilization of the first frequency channel, or both the stop-
ping of the communication and the measuring of the
channel utilization is designated by the channel meas-
urement frame from the wireless environment informa-
tion management unit and when the designated time ap-
proaches.
[0013] In the wireless environment information collec-
tion system according to the first invention, the managed
wireless stations may include a unit which discards, dur-
ing a period of designated time, a frame received from
the wireless stations being a communication partner
when the time to perform the stopping of the communi-
cation over the first frequency channel, the measuring of
the channel utilization of the first frequency channel, or
both the stopping of the communication and the meas-

uring of the channel utilization is designated by the chan-
nel measurement frame from the wireless environment
information management unit.
[0014] In the wireless environment information collec-
tion system according to the first invention, the managed
wireless stations may include a unit which measures, dur-
ing a period of designated time, the channel utilization
by excluding from a calculation of the channel utilization
a time required to receive a frame and a time required to
transmit a control signal from the wireless stations being
a communication partner when the time to perform the
stopping of the communication over the first frequency
channel, the measuring of the channel utilization of the
first frequency channel, or both the stopping of the com-
munication and the measuring of the channel utilization
is designated by the channel measurement frame from
the wireless environment information management unit.
[0015] In the wireless environment information collec-
tion system according to the first invention, the managed
wireless stations may include a unit which notifies a
change of an association wireless terminal ID to the wire-
less stations when the time to perform the stopping of
the communication over the first frequency channel, the
measuring of the channel utilization of the first frequency
channel, or both the stopping of the communication and
the measuring of the channel utilization is designated by
the channel measurement frame from the wireless envi-
ronment information management unit and when the des-
ignated time approaches.
[0016] In the wireless environment information collec-
tion system according to the first invention, the wireless
environment information management unit may include
a channel measurement frame generator generating a
channel measurement frame which assigns to immedi-
ately perform the stopping of the communication over the
first frequency channel, the measuring of the channel
utilization of the first frequency channel, or both the stop-
ping of the communication and the measuring of the
channel utilization; a database storing a delay time re-
quired for a signal to reach the managed wireless sta-
tions; and a network communication unit outputting the
channel measurement frame to the managed wireless
stations at a timing earlier than an amount of time which
corresponds to the delay time.
[0017] In the wireless environment information collec-
tion system according to the first invention, the wireless
environment information management unit may include
a unit which determines a schedule for the stopping the
communication over the first frequency channel, the
measuring the channel utilization of the first frequency
channel, or both the stopping of the communication and
the measuring of the channel utilization for the managed
wireless stations using the second frequency channel,
and which outputs a result of the determination as the
channel measurement frame.
[0018] According to a second invention, there is pro-
vided a wireless environment information collection
method collecting wireless environment information of
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managed wireless stations including a plurality of wire-
less stations performing wireless communication using
a CSMA/CA scheme over a first frequency channel, and
a wireless environment information management unit
collecting the wireless environment information of the
manage wireless stations being connected through a
wired network or a wireless network among the plurality
of wireless stations, in which the wireless environment
information management unit generates and outputs a
channel measurement frame which determines the wire-
less stations performing stopping of communication over
the first frequency channel for a fixed time, starting of
measuring channel utilization of the first frequency chan-
nel, or both the stopping of communication and the start-
ing of measuring among the managed wireless stations;
and the managed wireless stations perform, at a time
designated by the channel measurement frame from the
wireless environment information management unit, the
stopping of the communication over the first frequency
channel, the measuring of the channel utilization of the
first frequency channel, or both the stopping of the com-
munication and the measuring of the channel utilization,
and outputs the obtained wireless environment informa-
tion to the wireless environment information manage-
ment unit through the wired network or the wireless net-
work.

EFFECTS OF THE INVENTION

[0019] According to the present invention, a wireless
station that causes stopping of communication over a
first frequency channel, or measuring of channel utiliza-
tion of the first frequency channel, or both these opera-
tions to be performed in a managed wireless station that
performs wireless communication that is based on a CS-
MA/CA scheme, and thus a result of the measuring of
the channel utilization can be prevented from exerting an
influence on a frame of the managed wireless station, a
frame collision probability can be decreased, and a failure
in preamble reading or mixing of pieces of data that have
a low correlation in terms of time can be prevented. Ac-
cordingly, acquisition of a preamble signal indicating a
wireless station that transmits an observed frame or a
wireless communication system to which the wireless
station belongs can be reliably performed and wireless
environment information can be collected in more detail.

BRIEF DESCRIPTION OF DRAWINGS

[0020]

FIG. 1 is a diagram illustrating an example of a basic
configuration of a wireless environment information
collection system according to the present invention.
FIG. 2 is a diagram illustrating a configuration of an
embodiment of the wireless environment information
collection system according to the present invention.
FIG. 3 is a diagram illustrating an example of a con-

figuration of a wireless environment information
management unit 2.
FIG. 4 is a flowchart illustrating an example of a pro-
cedure for processing for providing an instruction to
measure channel information or to temporarily stop
communication.
FIG. 5 is a flowchart illustrating an example of a pro-
cedure for processing for providing an instruction to
designate a timing for measuring the channel infor-
mation or temporarily stopping the communication.

BEST MODE FOR CARRYING OUT THE INVENTION

[0021] FIG. 1 illustrates an example of a basic config-
uration of a wireless environment information collection
system according to the present invention.
[0022] In FIG. 1, wireless stations are categorized into
managed wireless stations 1-1 to 1-N that are connected
to a wireless environment information management unit
2 through a wired or wireless network or a wired and
wireless network, and unmanaged wireless stations 0-1
to 0-M that are not connected to the wireless environment
information management unit 2. Each of the managed
wireless stations 1-1 to 1-N and the unmanaged wireless
stations 0-1 to 0-M has one or more unique wireless sta-
tions ID and possibly performs communication using eve-
ry wireless station ID. The wireless station ID is any iden-
tifiable ID among a SSID, a MAC address, and an IP
address, an ID of a carrier wave generator of the wireless
station, a manufacture ID of the wireless station, and the
like.
[0023] At this point, the managed wireless stations 1-1
to 1 -N, and the unmanaged wireless stations 0-1 to 0-
M in the vicinity of the managed wireless stations 1-1 to
1 -N, respectively, perform wireless communication that
is based on a CSMA/CA scheme, over one or more fre-
quency channels. Furthermore, a frequency channel
over which communication is performed in compliance
with the CSMA/CA scheme is defined as a first frequency
channel, and a frequency channel over which the com-
munication is performed using other schemes, for exam-
ple, cellular communication is defined as a second fre-
quency channel.
[0024] The present invention has the following feature.
The wireless environment information management unit
2 individually performs stopping of communication over
the first frequency channel or measuring of channel uti-
lization of the first frequency channel, or control of both
of the stopping and the measurement, on the managed
wireless stations 1 -1 to 1-N, thereby measuring channel
utilization of the first frequency, collecting wireless envi-
ronment information that includes a wireless station ID,
and estimating throughput characteristics of each man-
aged wireless station.
[0025] FIG. 2 illustrates a configuration of an embodi-
ment of the wireless environment information collection
system according to the present embodiment.
[0026] In FIG. 2, the managed wireless stations (1-1
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to 1-N in FIG. 1) are categorized, by a connection rela-
tionship with the wireless environment information man-
agement unit 2 or by a frequency channel that is used,
into managed wireless access points 1a and 1b and man-
aged wireless terminals 1c and 1d that belong to the man-
aged wireless access points 1a and 1b, respectively. The
managed wireless access points 1a and 1b are connect-
ed to the wireless environment information management
unit 2 through a wired network. The managed wireless
terminal 1c belongs to the managed wireless access
point 1a and the managed wireless access point 1b, per-
forms the wireless communication in compliance with the
CSMA/CA scheme with the managed wireless access
point 1a using the first frequency channel, and also pos-
sibly performs the wireless communication, which uses
the cellular communication, with the managed wireless
access point 1b using the second frequency channel.
The managed wireless terminal 1d belongs to the man-
aged wireless access point 1b and performs the wireless
communication, which uses the cellular communication,
using the second frequency channel, and also performs
the wireless communication in compliance with the CS-
MA/CA scheme with the unmanaged wireless station 0
using the first frequency channel. Additionally, although
not illustrated, the unmanaged wireless station 0 is
present which performs the wireless communication in
compliance with the CSMA/CA scheme using the first
frequency channel without belonging to the managed
wireless access points 1a and 1b.
[0027] The wireless environment information manage-
ment unit 2 can collect in advance information as to
whether or not the managed wireless access point 1a
that is connected in a wired or wireless network and the
managed wireless terminals 1c and 1d that belong to the
managed wireless access points 1a and 1b, respectively,
perform the communication in compliance with the CS-
MA/CA scheme using the first frequency channel, a
bandwidth that is used for the communication, a position
of the wireless station, information on the network to
which the wireless station is connected, a session initia-
tion failure on the first frequency channel, a communica-
tion abnormality, such as a decrease in throughput on
the first frequency channel, and information on the
throughput that is obtained by the wireless station
through the communication, as pieces of wireless envi-
ronment information. However, the managed wireless
terminal 1c that belongs to the managed wireless access
point 1a cannot of itself select a frequency channel, and
because of this, can also transfer a station function, such
as a selectable frequency channel or bandwidth, as the
wireless environment information, to the wireless envi-
ronment information management unit 2.
[0028] The wireless environment information manage-
ment unit 2 may further collect connection station infor-
mation on the managed wireless access point 1b that
performs communication using the second frequency
channel, application information of the station that is con-
nected, traffic information on the second frequency chan-

nel, or throughput information on the second frequency
channel, as the wireless environment information.
[0029] An embodiment of a method of acquiring the
channel utilization in the wireless environment informa-
tion management unit 2 will be described below.

(First Embodiment)

[0030] In a first embodiment, the managed wireless
access point 1a that sets the first frequency channel to
be a primary channel, or the managed wireless terminal
1c that communicates with the managed wireless access
point 1a is instructed to stop frame communication at the
same time, or to start to measure the channel utilization,
or to perform both these operations. For example, the
managed wireless terminal 1c may be instructed to stop
the frame communication and the managed wireless ac-
cess point 1a may be instructed to start to measure the
channel utilization.
[0031] Furthermore, among wireless stations that set
the first frequency channel to be the primary channel, or
a group of wireless stations that have a spatial relation
to each other may be selected. For example, the group
of wireless stations that have the spatial relation to each
other can be determined as follows.

Condition 1: A wireless station A that belongs to the
group of wireless stations is a wireless station B other
than the wireless station A, which belongs to the
group of wireless stations, or is a wireless station C
that the wireless station B possibly detects.
Condition 2: Positional information that is collected
from the wireless station satisfies a certain condition.
Condition 3: The wireless station detects a wireless
station ID that is determined in advance.
Condition 4: The wireless station detects the man-
aged wireless access point 1b that uses the cellular
communication which is determined in advance.
Condition 5: The wireless station is a wireless station
that is determined in advance by an owner of the
wireless station or a type of contract that is signed
by the owner.

[0032] In the wireless environment information man-
agement unit 2, when the wireless station that performs
stopping of the frame communication at the same time,
or starting of the measuring of the channel utilization, or
both these operations are determined, a timing or a
schedule for measurement is determined. The timing for
measurement is determined from the collected wireless
environment information. However, for the timing for
measurement, measuring time may be determined in ad-
vance such as 10:00 am, 12:00 am, 15:00 am, or 18:00
am, or time that is based on time tables for public trans-
portation, such as a train or an airplane may be deter-
mined. When the timing is determined using the wireless
environment information, for example, in the wireless sta-
tion that performs the communication over the first fre-
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quency channel, the timing for measurement may be time
at which the communication abnormality is reported or
time that is a fixed amount of time earlier than time sched-
uled for the report, time at which the number of the man-
aged wireless terminals 1c and 1d increases or time that
is a fixed amount of time earlier than time scheduled for
the increase, time at which the number of the managed
wireless terminals 1c and 1d decreases, time at which
traffic increases on the first frequency channel or time
that is a fixed amount of time earlier than time scheduled
for the increase, time at which the traffic decreases on
the first frequency channel, and the like.

(Second Embodiment)

[0033] In the second embodiment, the managed ac-
cess point 1a and the managed wireless terminals 1c
and 1d are instructed to stop the frame transmission over
the first frequency channel or to start to measure the
channel utilization of the first frequency channel, or to
perform both these operations. Furthermore, one or more
wireless stations in which the traffic does not occur may
be selected, and the channel utilization of the first fre-
quency channel may be measured. Furthermore, in a
wireless station, when a wireless station that is subject
to a specific condition, or the managed wireless access
point 1 b that uses the second frequency channel is de-
tected, the measuring of the first frequency channel may
be performed on the wireless station.
[0034] For example, in the wireless environment infor-
mation management unit 2, a case where information on
the group of wireless stations that have a spatial relation-
ship with a wireless station ID xx22 is collected is as-
sumed. As conditions for making a determination that the
wireless environment information relating to the ID xx22
is collected with high priority, for example, the following
conditions are considered: an amount of traffic in the ID
xx22 is large, the number of wireless stations that are
connected to ID xx22 is great, an amount of traffic in the
managed wireless access point 1b that uses the second
frequency channel in which the ID xx22 and a cell overlap
is large, a backhaul network capacity of the ID xx22 is
large, a connection type of the ID xx22 is convenient for
causing the traffic to flow, and so forth.
[0035] It is assumed that the wireless station ID xx22
performs the communication over the first frequency
channel and that the wireless station ID xx22 detects
wireless stations ID xx11 and ID xx33. In the first embod-
iment, the wireless environment information manage-
ment unit 2 instructs the ID xx22, the ID xx11 , and the
ID xx33 to stop the frame transmission over the first fre-
quency channel or to start to measure the channel utili-
zation of the first frequency channel, or to perform both
these operations. In the second embodiment, the group
of wireless stations, collection from the group of wireless
stations, a wireless station that uses another frequency
channel, which detects the ID xx22, the ID xx11, and the
ID xx33, or a wireless station which detects that the man-

aged wireless terminals 1c and 1d which detect a new
group of wireless stations are present are performed.
[0036] The wireless environment information manage-
ment unit 2 checks conditions for measurable channel
utilization, such as a condition in which, although the wire-
less station in the group of wireless stations performs the
measuring of the channel utilization of the first frequency
channel over which the wireless station ID xx22 performs
the communication, this neither exerts any influence on
user experience, not pose any problem in terms of a type
of contract that is signed by an owner of the terminal
wireless station, nor causes traffic on the first frequency
channel to occur in a terminal wireless station, and then
notifies the terminal wireless station of the measuring of
the channel utilization of the first frequency channel. On
this occasion, a notification signal that immediately caus-
es the channel utilization to be measured may be trans-
mitted, and the measurement may be performed at a
specified time. Furthermore, when the channel utilization
is immediately measured, a notification timing is made
different for each wireless station, in such a manner that
processing, such as measurement starting or communi-
cation stopping, is started at approximately the same
time, considering a transfer delay between the wireless
environment information management unit 2 and the
wireless station that is a target which is instructed to stop
the frame transmission over the first frequency channel
or to start to measure the channel utilization of the first
frequency channel, or to perform these both operations.
[0037] The frequency channel that is measured in the
second embodiment, and the timing or the schedule for
measurement are determined from the collected wireless
environment information. However, for the timing for
measurement, measuring time may be determined in ad-
vance such as 10:00 am, 12:00 am, 15:00 am, or 18:00
am, or time that is based on time tables for public trans-
portation, such as a train or an airplane may be deter-
mined. When the timing is determined using the wireless
environment information, for example, in the wireless sta-
tion that performs the communication over the first fre-
quency channel, the timing for measurement may be time
at which the communication abnormality is reported or
time that is a fixed amount of time earlier than time sched-
uled for the report, time at which the number of the man-
aged wireless terminals 1c and 1d increases or time that
is a fixed amount of time earlier than time scheduled for
the increase, time at which the number of the managed
wireless terminals 1c and 1d decreases, time at which
traffic increases on the first frequency channel or time
that is a fixed amount of time earlier than time scheduled
for the increase, time at which the traffic decreases on
the first frequency channel, and the like.
[0038] Furthermore, the timing or the schedule at
which the communication stopping or the measuring of
the channel utilization is performed on the first frequency
channel that is determined in the second embodiment
may be determined for every managed wireless access
point 1b that uses the second frequency channel. The
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managed wireless access point 1b may store in advance
a channel measurement frame for providing an instruc-
tion to stop the communication over the first frequency
channel or to measure the channel utilization of the first
frequency channel, and may transmit the channel meas-
urement frame at a timing for establishing communica-
tions with the managed wireless terminals 1c and 1d, or
at a timing for transmitting a control signal.

(Third Embodiment)

[0039] In a third embodiment, as in the first embodi-
ment and the second embodiment, with the channel
measurement frame from the wireless environment in-
formation management unit 2, the measuring of the chan-
nel utilization is performed immediately or at a designated
time. However, the third embodiment is different from the
first embodiment or the second embodiment in that a
channel dedicated apparatus is used. A measuring ap-
paratus in the third embodiment is a wireless station ID
that does not perform the communication at a certain
time, a measuring apparatus that is capable of perform-
ing only the measuring of the frequency channel.
[0040] In the third embodiment, the wireless environ-
ment information management unit 2 may determine
which the wireless station ID is caused to operate as the
measuring apparatus, or may determine an area where
the measuring apparatus is necessary. As the wireless
station that is caused to operate as the measuring appa-
ratus, a wireless station that has a plurality of carrier wave
generators (RFs) or a wireless station that includes a RF
for measuring the wireless environment information can
be designated. When the wireless station that has the
plurality of RFs is set to be the measuring apparatus and
the RF is caused to operate, a wireless station in which
the frequency with which the traffic occurs is low may be
selected. The wireless station in which the frequency with
which the traffic occurs is low may be determined for
every time or day of the week, or every day of the month
and thus may be changed. When installation of the meas-
uring apparatus is determined, this determination may
be made when a wireless station that has the capability
to further perform the measuring of the channel utilization
is not present for the reason that the traffic is heavy and
the like, or when an amount of information in a database,
which relates to a specific area or the wireless station is
small. For example, the wireless station that operates as
the measuring apparatus may be installed in a place
where a specific wireless station ID is detectable.
[0041] FIG. 3 illustrates an example of a configuration
of the wireless environment information management
unit 2.
[0042] In FIG. 3, the wireless environment information
management unit 2 is configured with a network commu-
nication unit 21, a wireless environment information col-
lection unit 22, a database 23, and a channel measure-
ment frame generator 24. The wireless environment in-
formation collection unit 22 collects pieces of wireless

environment information, such as the wireless station ID
and the channel utilization, from the wireless station
ahead of time, through the network communication unit
21 and builds the database 23. For example, the wireless
station ID that is detectable for every wireless station is
stored in the database. With an approach that uses a
contention graph which is available in the related art, and
the like, it can be determined that the channel utilization
of the unmanaged wireless station, which exerts an in-
fluence on throughput characteristics in a specific wire-
less station ID is measured. The contention graph is a
wireless station ID that has a spatial relationship as de-
scribed above. The channel measurement frame gener-
ator 24 determines a plurality of wireless stations that are
caused to perform the stopping of the communication
over the first frequency channel for a fixed time or the
starting of the measuring of the channel utilization, or
both these operations, among wireless stations, and a
timing for each of these operations, and generates the
channel measurement frame. Furthermore, the time re-
quired for a signal to reach the wireless station may be
stored in the database 23, and control that outputs the
channel measurement frame at a timing that is the time
corresponding to the delay time earlier may be per-
formed.
[0043] FIG. 4 illustrates an example of a procedure for
processing for providing an instruction to measure the
channel information or to temporarily stop the communi-
cation.
[0044] At this point, when determining the first frequen-
cy channel on which the measuring is performed, the
wireless station that causes the communication over the
first frequency channel to be stopped, and the wireless
station that causes the measuring of the channel utiliza-
tion to be performed, the wireless environment informa-
tion management unit 2 outputs the channel measure-
ment frame with the determined wireless station as a
destination. At this time, a plurality of wireless stations
neither necessarily need to be present, nor include the
wireless station that performs the temporary stopping of
the communication, but the channel measurement frame
is generated in such a manner that the wireless station
which performs the measuring of the channel utilization
is necessarily present. The channel measurement frame
is a signal for providing an instruction to temporarily stop
the communication over the first frequency channel or to
measure the channel utilization of the first frequency
channel. The wireless environment information manage-
ment unit 2 may output the channel measurement frame
at a timing that is an amount of time earlier which increas-
es in proportion to a length of latency in the wireless sta-
tion, considering latency of the frame between the wire-
less environment information management unit 2 and the
wireless station, in such a manner that a plurality of wire-
less stations receive the channel measurement frame
and that the stopping of the designated communication
or the measuring of the channel utilization is performed
at approximately the same time.
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[0045] In FIG. 4, when the wireless station receives
the channel measurement frame (S001), according to
the instruction that is provided by the channel measure-
ment frame, the ending or the temporary stopping of the
communication over the first frequency channel is noti-
fied (S002). For example, if user data is being transmit-
ted, as soon as transmission of a frame that is being
currently transmitted and replying with an ACK are fin-
ished, transmission of the next frame is awaited. Further-
more, if the user data is being received, the replying with
the ACK is finished, and then a reply is stopped since
reception of the next frame. When, along with the stop-
ping of the transmission and reception, the communica-
tion with the wireless station that has the likelihood of
transmitting a frame to the wireless station to which the
wireless environment information management unit 2 it-
self belongs is performed, notification of the stopping of
the communication to the wireless station, the utilization
of a sleep function, or the like may be performed. Fur-
thermore, designation may be made in such a manner
that switching to communication with another wireless
station ID of the wireless station to which the wireless
environment information management unit 2 itself be-
longs takes place. Furthermore, the channel utilization
may be measured without performing spontaneous com-
munication. If all communication targets are managed
wireless stations, because there is a likelihood that the
notification of the stopping of the communication or the
measuring of the channel utilization will come from the
wireless environment information management unit 2
over the first frequency channel or the second frequency
channel, high-precision measuring of the channel utiliza-
tion can be realized only by imposing limitation of the
spontaneous communication to each managed wireless
station.
[0046] After performing necessary pre-processing
such as changing of the frequency channel, the wireless
station performs the measuring of the channel utilization
or performs the stopping of the communication (S003).
A measuring time section may also be designated by the
wireless environment information management unit 2.
The measuring time and the communication stopping
time each are designated, a timing for starting the com-
munication stopping is set to be earlier than the meas-
uring time of the channel utilization, and a fixed time
length is added to the timing. Thus, the wireless environ-
ment information management unit 2 can compensate
for a gap in operation starting time for the wireless station
due to the latency required for the channel measurement
frame to arrive. For example, if it is assumed that there
is a gap of 500 ms in performing the starting of the channel
utilization or the stopping of the communication in the
wireless station, when setting is performed in such a man-
ner that the starting of the measuring of the channel uti-
lization is performed 500 ms or later after the stopping
the communication, a likelihood that the channel utiliza-
tion will be measured during the time for which all wireless
stations that receive at least the channel measurement

frame stop the communication is increased.
[0047] When the measuring of the channel utilization
is ended, processing, such as quantization and, if nec-
essary, compression, is performed on the measured
channel utilization, or the channel utilization and infor-
mation on the wireless station ID associated with the
channel utilization, and then a result of the processing is
stored in a frame (S004) and is output to the wireless
environment information management unit 2 using a
backhaul network or a wireless network (S005).
[0048] FIG. 5 illustrates an example of a procedure for
processing for providing an instruction to designate a tim-
ing for measuring the channel information or temporarily
stopping the communication.
[0049] At this point, when determining the first frequen-
cy channel on which the measuring is performed, the
wireless station that causes the communication over the
first frequency channel to be stopped, the wireless station
that causes the measuring of the channel utilization to
be performed, and a timing for measuring the channel
utilization, the wireless environment information man-
agement unit 2 outputs the channel measurement frame
with the determined wireless station as a destination. At
this time, a plurality of wireless stations neither neces-
sarily need to be present, nor include the wireless station
that performs the temporary stopping of the communica-
tion, but the channel measurement frame is generated
in such a manner that the wireless station which performs
the measuring of the channel utilization is necessarily
present. The channel measurement frame is a signal for
providing an instruction to temporarily stop the commu-
nication over the first frequency channel at a specified
time or to measure the channel utilization of the first fre-
quency channel.
[0050] In FIG. 5, when the wireless station receives
the channel measurement frame (S101), a measuring
condition that includes a timing for designating the chan-
nel measurement frame is acquired (S102). In addition
to the timing for measuring the channel utilization, the
measuring conditions are a condition as to whether a
wireless station has a specific function, a condition for a
state, such as mobility of the wireless station/ power sup-
ply situation or mobility, network utilization conditions,
and the like. The wireless environment information man-
agement unit 2 may be caused to determine whether the
designated measuring condition is satisfied. When the
measuring condition is satisfied and a measuring timing
draws near, the ending of the communication or the tem-
porary stopping of the communication over the first fre-
quency channel is broadcast a fixed amount of time be-
fore a designated time (S103). In the same manner as
in an example in FIG. 4, the channel utilization may be
measured without performing the spontaneous commu-
nication. When a preparation is completed, at a desig-
nated timing, the measuring of the channel utilization is
performed or the stopping of the communication is per-
formed (S104). The timing for stopping the spontaneous
communication over the first frequency channel or start-
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ing to measure the channel utilization of the first frequen-
cy channel may be individually designated. In the same
manner as in the example in FIG. 4, the timing for starting
the communication stopping is set to be earlier than the
measuring time of the channel utilization, and a fixed time
length is added to the timing. Thus, the wireless environ-
ment information management unit 2 can compensate
for a gap in operation starting time for the wireless station
due to the latency required for the channel measurement
frame to arrive. When the measuring of the channel uti-
lization is ended, processing, such as quantization and,
if necessary, compression, is performed on the meas-
ured channel utilization, or the channel utilization and
information on the wireless station ID associated with the
channel utilization, and then a result of the processing is
stored in a frame (S105) and is output to the wireless
environment information management unit 2 using the
backhaul network or the wireless network (S106).
[0051] Merits will be described below which results
from causing the stopping of the frame transmission over
the first frequency channel or the starting of the meas-
urement of the channel utilization of the first frequency
channel, or both these operations to be performed.

(First Merit)

[0052] When each managed wireless station individu-
ally performs the measuring of the channel utilization,
there are a great number of managed wireless stations
which perform the frame transmission thus frame colli-
sion due to the wireless stations in a mutually hidden
terminal state and frame collision that results from con-
current random backoff occur frequently, a preamble sig-
nal in a frame becomes difficult to read, and there occurs
a problem that a wireless station ID transmitting a frame
cannot be determined. According to the present inven-
tion, a plurality of managed wireless stations are caused
to stop performing the frame transmission, and thus a
wireless station ID and a communication situation of the
unmanaged wireless station can be known with higher
precision.

(Second Merit)

[0053] Results of the measuring in every managed
wireless station can be compared with each other with
high precision by performing the measuring at the same
time. For example, with the comparison of the results of
the channel utilization, if the channel utilization that is
measured in one wireless station is high in the commu-
nication between a pair of wireless stations that detect
each other, there is a high likelihood that the hidden ter-
minal problem will occur in the communication in which
that wireless station is set to be the receiving side. That
is, the result of the measuring of the channel utilization
is easy to utilize for the determination of the hidden ter-
minal.

(Third Merit)

[0054] Because the measuring is performed at the
same point in time, management as a database is easy.
Pieces of data that are collected intermittently from a
wireless station at different times are difficult to associate
with each other. However, if the pieces of data are pieces
of information that are measured at the same time or at
approximately the same time, the pieces of data can be
stored in a state of being temporally associated with each
other, and becomes data that is easy to use in an algo-
rithm, such as one for machine learning.

(Fourth Merit)

[0055] In the contention graph that is obtained from the
managed wireless station that has a spatial relationship,
because a wireless resource usage situation of the un-
managed wireless station is acquired in a state where
the traffic in the managed wireless station does not exert
any influence, when traffic is imposed on the managed
wireless station, it is easy to simulate what influence is
exerted on the contention graph. Channel setting can be
performed in such a manner that a system capacity on
the managed wireless station side, or channel setting for
the managed wireless station can be performed in such
a manner that the contention graph showing that a spe-
cific managed wireless station to have an advantage is
attained. By introducing an actual wireless resource us-
age situation into the contention graph, it is also possible
that the wireless station ID is determined without only the
detection of the wireless station exerting any influence
on the surroundings.

EXPLANATION OF REFERENCE NUMERALS

[0056]

0 UNMANAGED WIRELESS STATION
1 MANAGED WIRELESS STATION
1a MANAGED WIRELESS ACCESS POINT

THAT USES FIRST FREQUENCY CHANNEL
1 b MANAGED WIRELESS ACCESS POINT

THAT USES SECOND FREQUENCY CHAN-
NEL

1c, 1d MANAGED WIRELESS TERMINAL
2 WIRELESS ENVIRONMENT INFORMATION

MANAGEMENT UNIT
21 NETWORK COMMUNICATION UNIT
22 WIRELESS ENVIRONMENT INFORMATION

COLLECTION UNIT
23 DATABASE
24 CHANNEL MEASUREMENT FRAME GEN-

ERATOR
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Claims

1. A wireless environment information collection sys-
tem comprising:

a plurality of wireless stations performing wire-
less communication using a CSMA/CA scheme
over a first frequency channel; and
a wireless environment information manage-
ment unit collecting wireless environment infor-
mation of managed wireless stations among the
plurality of wireless stations, the managed wire-
less stations being connected through a wired
network or a wireless network, wherein:

the wireless environment information man-
agement unit includes a unit which gener-
ates and outputs a channel measurement
frame which determines the wireless sta-
tions among the managed wireless stations,
the determined wireless stations perform
one of stopping of communication over the
first frequency channel for a fixed time, start-
ing of measuring channel utilization of the
first frequency channel, and both the stop-
ping of communication and the starting of
measuring; and
the managed wireless stations include a
unit

which performs, at a time designated
by the channel measurement frame
from the wireless environment informa-
tion management unit, one of the stop-
ping of the communication over the first
frequency channel, the measuring of
the channel utilization of the first fre-
quency channel, and both the stopping
of the communication and the measur-
ing of the channel utilization,
which obtains the wireless environment
information, and
which outputs the obtained wireless en-
vironment information to the wireless
environment information management
unit through the wired network or the
wireless network.

2. The wireless environment information collection sys-
tem according to claim 1, wherein
part of or all of the managed wireless stations have
a function of transferring the channel measurement
frame and the wireless environment information be-
tween each of the managed wireless stations using
a second frequency channel.

3. The wireless environment information collection sys-
tem according to claim 1 or 2, wherein

the wireless environment information management
unit includes a unit which generates the channel
measurement frame performing the measuring of
the channel utilization to be started in a fixed amount
of time after the stopping of the communication over
the first frequency channel.

4. The wireless environment information collection sys-
tem according to claim 1 or 2, wherein
the managed wireless stations include a notification
unit which notifies a stop of a communication function
to the wireless stations being a communication part-
ner when the time to perform one of the stopping of
the communication over the first frequency channel,
the measuring of the channel utilization of the first
frequency channel, and both the stopping of the com-
munication and the measuring of the channel utili-
zation is designated by the channel measurement
frame from the wireless environment information
management unit and when the designated time ap-
proaches.

5. The wireless environment information collection sys-
tem according to claim 1 or 2, wherein
the managed wireless stations include a unit which
discards, during a period of designated time, a frame
received from the wireless stations being a commu-
nication partner when the time to perform one of the
stopping of the communication over the first frequen-
cy channel, the measuring of the channel utilization
of the first frequency channel, and both the stopping
of the communication and the measuring of the chan-
nel utilization is designated by the channel measure-
ment frame from the wireless environment informa-
tion management unit.

6. The wireless environment information collection sys-
tem according to claim 1 or 2, wherein
the managed wireless stations include a unit which
measures, during a period of designated time, the
channel utilization by excluding from a calculation of
the channel utilization a time required to receive a
frame and a time required to transmit a control signal
from the wireless stations being a communication
partner when the time to perform one of the stopping
of the communication over the first frequency chan-
nel, the measuring of the channel utilization of the
first frequency channel, and both the stopping of the
communication and the measuring of the channel
utilization is designated by the channel measure-
ment frame from the wireless environment informa-
tion management unit.

7. The wireless environment information collection sys-
tem according to claim 1 or 2, wherein
the managed wireless stations include a unit which
notifies a change of an association wireless terminal
ID to the wireless stations being a communication
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partner when the time to perform one of the stopping
of the communication over the first frequency chan-
nel, the measuring of the channel utilization of the
first frequency channel, and both the stopping of the
communication and the measuring of the channel
utilization is designated by the channel measure-
ment frame from the wireless environment informa-
tion management unit and when the designated time
approaches.

8. The wireless environment information collection sys-
tem according to claim 1 or 2, wherein
the wireless environment information management
unit includes:

a channel measurement frame generator gen-
erating a channel measurement frame which as-
signs to immediately perform one of the stopping
of the communication over the first frequency
channel, the measuring of the channel utilization
of the first frequency channel, and both the stop-
ping of the communication and the measuring
of the channel utilization;
a database storing a delay time required for a
signal to reach the managed wireless stations;
and
a network communication unit outputting the
channel measurement frame to the managed
wireless stations at a timing earlier than an
amount of time which corresponds to the delay
time.

9. The wireless environment information collection sys-
tem according to claim 2, wherein
the wireless environment information management
unit includes a unit

which determines a schedule for one of the stop-
ping the communication over the first frequency
channel, the measuring the channel utilization
of the first frequency channel, and both the stop-
ping of the communication and the measuring
of the channel utilization for the managed wire-
less stations using the second frequency chan-
nel, and
which outputs a result of the determination as
the channel measurement frame.

10. A wireless environment information collection meth-
od collecting wireless environment information of
managed wireless stations, comprising:

a plurality of wireless stations performing wire-
less communication using a CSMA/CA scheme
over a first frequency channel; and
a wireless environment information manage-
ment unit collecting the wireless environment in-
formation of the managed wireless stations

among the plurality of wireless stations, the
managed wireless stations being connected
through a wired network or a wireless network,
wherein:

the wireless environment information man-
agement unit generates and outputs a
channel measurement frame which deter-
mines the wireless stations among the man-
aged wireless stations, the determined
wireless stations perform one of stopping of
communication over the first frequency
channel for a fixed time, starting of meas-
uring channel utilization of the first frequen-
cy channel, and both the stopping of com-
munication and the starting of measuring;
and
the managed wireless stations

perform, at a time designated by the
channel measurement frame from the
wireless environment information man-
agement unit, one of the stopping of the
communication over the first frequency
channel, the measuring of the channel
utilization of the first frequency channel,
and both the stopping of the communi-
cation and the measuring of the chan-
nel utilization,
obtains the wireless environment infor-
mation, and
output the obtained wireless environ-
ment information to the wireless envi-
ronment information management unit
through the wired network or the wire-
less network.
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