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(54) HOUSING AND MOTOR INCLUDING SAME

(57) The present invention provides a housing in-
cluding a teeth support part formed to protrude from the
inner bottom surface thereof so as to come into contact
with the end surfaces of stator teeth and support the
same, and thus provides an advantageous effect of pre-
venting the generation of cogging torque, which can oc-
cur because of the non-uniform assembly of a stator.
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Description

HOUSING AND MOTOR INCLUDING SAME

[Technical Field]

[0001] The present invention relates to a motor hous-
ing and a motor including the same, and more specifical-
ly, to a motor housing including a stator having a plurality
of teeth formed inward from a stator core, and a motor
including the same.

[Background Art]

[0002] Cogging torque, which is non-uniform torque of
a stator necessarily generated in a motor using a perma-
nent magnet, refers to radial torque for moving to an equi-
librium state, that is, a position at which magnetic energy
of the motor is minimal.
[0003] An abrupt change in magnetic flux around a
boundary between N and S poles of a magnet generates
the cogging torque. The cogging torque causes noise
and vibration and reduces the performance of a motor,
and thus it is important to reduce the cogging torque.
Particularly, it is very important to reduce the cogging
torque of a motor used for an actuator for controlling a
precise position.
[0004] Teeth of a stator and a magnet of a rotor are
disposed to face each other, and cogging caused by a
change in magnetic flux density may be generated in an
edge area of the teeth of the stator. Particularly, when
end surfaces of the teeth of the stators do not form a
perfect circle, cogging torque may be generated.

[Technical Problem]

[0005] The present invention is directed to providing a
motor housing which reduces cogging torque by inducing
end surfaces of teeth of a stator to form a perfect circle,
and a motor.
[0006] Objects of the present invention are not limited
to the above-described objects and other objects that
have not been described should be clearly understood
by those skilled in the art from the following description.

[Technical Solution]

[0007] One aspect of the present invention provides a
housing comprising a teeth support part configured to
protrude from an inner bottom surface and come in con-
tact with end surfaces of teeth of a stator.
[0008] The teeth support part may be configured to pro-
trude in a cylindrical shape, and an outer diameter of the
teeth support part is equal to an inner diameter of a virtual
circle formed by end surfaces of the plurality of teeth.
[0009] The teeth support part may include a guide pro-
truding from an outer face thereof and is dispoesd be-
tween the teeth adjacent to each other.

[0010] The housing may include a bearing pocket part
configured to accommodate a bearing is disposed in side
the teeth support part.
[0011] An inner diameter of the teeth support part may
be equal to an outer diameter of the bearing pocket por-
tion.
[0012] The teeth support part and the bearing pocket
part may be integrally formed.
[0013] Another aspect of the present invention pro-
vides a motor comprising a shaft, a rotor including a hole
in which the shaft disposed, a stator disposed outside
the rotor;and a housing accommodating the rotor and the
shaft, wherein the stator including a plurality of teeth,
wherein the housing including a teeth support part con-
figured to protrude from an inner bottom surface and
come in contact with end surfaces of the teeth of the
stator to support the end surfaces of the teeth of the sta-
tor.
[0014] The teeth support part may be configured to pro-
trude in a cylindrical shape, and an outer diameter of the
teeth support part is equal to an inner diameter of a virtual
circle formed by end surfaces of the plurality of teeth.
[0015] The teeth support part may include a guide pro-
truding from an outer face thereof and is dispoesd be-
tween the teeth adjacent to each other.
[0016] The guide may be formed at regular intervals
on the outer surface of the teeth support part along the
circumferential direction.
[0017] A width of the guide in the circumferential direc-
tion may correspond to the length between the end sur-
faces of the adjacent teeth.

[Advantageous Effects]

[0018] According to an embodiment of the present in-
vention, a motor housing and a motor including the same
provide an advantageous effect of preventing the gener-
ation of cogging torque caused by the non-uniform as-
sembly of a stator by a teeth support part formed to pro-
trude from a bottom surface of the housing and coming
in contact with end surfaces of teeth of the stator to sup-
port the same.

[Description of Drawings]

[0019]

FIG. 1 is a view showing a motor according to one
exemplary embodiment of the present invention.
FIG. 2 is a view showing a stator.
FIG. 3 is a view showing a teeth support part.
FIG. 4 is a view showing a stator inserted into the
teeth support part.
FIG. 5 is a view showing a modified example of the
teeth support part.
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[Modes of the Invention]

[0020] Hereinafter, exemplary embodiments of the
present invention will be described in detail with refer-
ence to the accompanying drawings. Purposes, specific
advantages, and novel features of the present invention
will be clear from exemplary embodiments and the fol-
lowing detailed description in connection with the accom-
panying drawings. Terms and words used in this speci-
fication and claims should not be interpreted as limited
to commonly used meanings or meanings in dictionaries
and should be interpreted with meanings and concepts
which are consistent with the technological scope of the
present invention based on the principle that the inven-
tors have appropriately defined concepts of terms in or-
der to describe the present invention in the best way.
When describing the present invention, detailed descrip-
tions of related well-known technique that are deemed
to unnecessarily obscure the gist of the present invention
will be omitted.
[0021] It should be understood that when an element
is referred to as being "connected" or "coupled" to an-
other element, the element may be directly connected or
coupled to the other element or an intervening elements
may be present. In contrast, when an element is referred
to as being "directly connected" or "directly coupled" to
another element, there are no intervening elements
present.
[0022] FIG. 1 is a view showing a motor according to
one exemplary embodiment of the present invention.
[0023] Referring to FIG. 1, a motor 10 according to the
present invention may include a housing 100, a stator
200, a rotor 300, and a shaft 400.
[0024] The housing 100 has a cylindrical shape and
has a space in which the stator 200 and the rotor 300
may be mounted. In this case, the shape and the material
of the housing 100 may be variously changed, but a metal
material, which is able to endure even a high tempera-
ture, may be selected because the housing 100 is mount-
ed in a vehicle.
[0025] FIG. 2 is a view showing a stator.
[0026] Referring to FIG. 2, the stator 200 may include
a stator core 210, and the stator core 210 may include a
coil 220 (shown in FIG. 1) wound therearound and form-
ing a rotating magnetic field. The coil 220 wound around
the stator core 210 may be surrounded and insulated by
an insulating material. Meanwhile, the stator core 210
may be formed by combining a plurality of divided cores.
[0027] The stator core 210 includes a plurality of teeth
230 extending inward. Although a total of 9 teeth 230 are
shown in FIG. 2, the motor according to one embodiment
of the present invention is not limited thereto, and may
be variously changed depending on the number of poles
of the motor.
[0028] A space between the adjacent teeth 230 corre-
sponds to a slot space in which the coil is wound.
[0029] End portions of the teeth 230 expand in a width
direction and may be disposed toward a center C of the

stator core 210. In this case, end surfaces 231 of the
teeth 230 form a virtual perfect circle O with respect to
the center C of the stator core 210 to reduce cogging
torque.
[0030] Referring to FIG. 1, the rotor 300 is disposed to
rotate with the stator 200. The rotor 300 may include a
magnet attached to an inside of a rotor core or attached
to an outer circumferential surface of the rotor core. The
magnet attached to the rotor 300 causes an electromag-
netic interaction with the stator 200 to rotate the rotor
300. A rotating shaft 400 may be coupled to a central
portion of the rotor 300. Thus, when the rotor 300 rotates,
the rotating shaft 400 is also rotated. In this case, the
rotating shaft 400 may be supported by a bearing 500.
[0031] The housing 100 of the motor 10 according to
one exemplary embodiment of the present invention may
include a teeth support part 110 (shown in FIG. 1). The
teeth support part 110 comes in contact with end surfaces
at lower portions of the teeth 230 of the stator 200 and
supports the same to fix the stator 200.
[0032] FIG. 3 is a view showing a teeth support part.
FIG. 3 clearly shows only a main portion to help concep-
tually and clearly understand the present invention. As a
result, various modifications of a diagram are expected,
and the scope of the present invention may not be limited
by a particular shape shown in the drawing.
[0033] Referring to FIGS. 1 and 3, the teeth support
part 110 may protrude from a bottom surface of the hous-
ing 100. The stator 200 may be formed by combining a
plurality of divided stator cores 210, and may be disposed
in a misaligned form by not having a perfect circle O
(shown in FIG. 2), formed by the end surfaces 231 of the
teeth 230, due to assembly tolerance or vibration.
[0034] When the end surfaces 231 of the teeth 230 are
not aligned in a circumferential direction, a magnetic flux
density is changed between the magnet of the rotor 300
and the teeth 230 of the stator core 210 in the circumfer-
ential direction, and thus cogging torque may be gener-
ated.
[0035] In this case, the teeth support part 110 physi-
cally fixes the teeth 230 and induces the end surfaces of
the teeth 230 formed on the stator core 210 to be aligned
in a circumferential direction, and thus prevents the gen-
eration of cogging torque.
[0036] The teeth support part 110 may protrude up-
ward from a bottom surface of the housing 100 and may
have an annular shape so that an outer face comes in
contact with the end surfaces 231 of the teeth 230 of the
stator core 210. Therefore, an outer diameter R1 (shown
in FIG. 3) of the teeth support part 110 may be formed
to correspond to an inner diameter R2 (shown in FIG. 2)
of a virtual perfect circle O (shown in FIG. 2) formed by
the plurality of teeth 230.
[0037] As shown in FIG. 1, as one embodiment of the
teeth support part 110, the teeth support part 110 may
be formed as an outer face of the bearing pocket part
600. The bearing pocket part 600 refers to an element
protruding from a bottom surface of the housing 100 to
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form an accommodation space therein so that the bear-
ing 500 is accommodated in the accommodation space.
The accommodated bearing 500 rotatably supports the
rotating shaft 400.
[0038] The inner face of the bearing pocket part 600
is fixed to an outer ring of the accommodated bearing
500, and the outer face may be used as the teeth support
part 110 supporting the end surfaces 231 of the teeth 230.
[0039] FIG. 4 is a view showing a stator inserted into
the teeth support part.
[0040] Referring to FIGS. 3 and 4, the teeth support
part 110 may include a guide 111.
[0041] The guide 111 protrudes from an outer face of
the teeth support part 110 and may be inserted into a
gap between the end surfaces 231 of mutually adjacent
teeth 230. The guide 111 may be formed long in an axial
direction of the rotating shaft 400. Guides 111 may be
formed at the outer face of the teeth support part 110 at
regular intervals in a circumferential direction. In the cir-
cumferential direction, a space between mutually adja-
cent guides 111 may be formed to correspond to a width
of an end portion of the teeth 230.
[0042] That is, the adjacent guides 111 and the outer
face of the teeth support part 110 between the guides
111 form a slot into which an end portion of the teeth 230
is inserted, and fix positions of the teeth 230 so that the
end surfaces 231 of the teeth 230 form a perfect circle
O (shown in FIG. 2).
[0043] The end surfaces of the teeth 230 may not be
aligned due to an assembling process of the stator core
210 or external vibration, and the teeth support part 110
aligns and fixes the stator cores 210 so that an inner
circumferential surface of the stator 200 has a perfect
circle. Thus, a change in magnetic flux density between
the magnet of the rotor 300 and the teeth 230 is mini-
mized, and the generation of cogging torque can be pre-
vented.
[0044] When an outer face of the bearing pocket part
600 is used as the teeth support part 110, the guide 111
may be easily formed by convexly protruding from an
outer face of the bearing pocket part 600.
[0045] FIG. 5 is a view showing a modified example of
the teeth support part.
[0046] Referring to FIG. 5, as a modified example of
the teeth support part 110, the teeth support part 110
may be formed as a separate member protruding from a
bottom surface of the housing 100 rather than as a part
of the bearing pocket part 600, separately from the bear-
ing pocket part 600. The teeth support part 110 may also
have an annular shape to correspond to an inner circum-
ferential area formed by the end surfaces of the teeth
230 of the stator 200.
[0047] The motor housing according to one exemplary
embodiment of the present invention and the motor in-
cluding the same have been described in detail with ref-
erence to the accompanying drawings.
[0048] While the present invention has been particu-
larly described with reference to exemplary embodi-

ments, it should be understood by those of skilled in the
art that various changes, modifications, and replace-
ments in form and details may be made without departing
from the spirit and scope of the present invention. There-
fore, the exemplary embodiments and claims disclosed
in the present invention should be considered in a de-
scriptive sense only and not for purposes of limitation.
Accordingly, the scope of the present invention is not
limited by the embodiments and the accompanying draw-
ings. The scope of the present invention should be de-
fined by the appended claims, and encompasses all mod-
ifications and equivalents that fall within the scope of the
appended claims.

<Description of symbols>

[0049]

10: MOTOR
100: HOUSING
200: STATOR
210: STATOR CORE
220: COIL
230: TEETH
231: END SURFACES
300: ROTOR
400: ROTATING SHAFT
500: BEARING
600: BEARING POCKET PART

Claims

1. A housing including a teeth support part configured
to protrude from an inner bottom surface and come
in contact with end surfaces of teeth of a stator.

2. The housing of claim 1, wherein the teeth support
part is configured to protrude in a cylindrical shape,
and an outer diameter of the teeth support part is
equal to an inner diameter of a virtual circle formed
by end surfaces of the plurality of teeth.

3. The housing of claim 1, wherein the teeth support
part includes a guide protruding from an outer face
thereof and is disposed between the teeth adjacent
to each other.

4. The housing of claim 3, wherein the housing includes
a bearing pocket part configured to accommodate a
bearing is disposed in side the teeth support part.

5. The housing of claim 4, an inner diameter of the teeth
support part is equal to an outer diameter of the bear-
ing pocket portion.

6. wherein the teeth support part and the bearing pock-
et part are integrally formed.

5 6 
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7. A motor comprising;
a shaft;
a rotor including a hole in which the shaft disposed;
a stator disposed outside the rotor; and
a housing accommodating the rotor and the shaft;
wherein the stator including a plurality of teeth;
wherein the housing including a teeth support part
configured to protrude from an inner bottom surface
and come in contact with end surfaces of the teeth
of the stator to support the end surfaces of the teeth
of the stator.

8. The motor of claim 7, wherein the teeth support part
is configured to protrude in a cylindrical shape, and
an outer diameter of the teeth support part is equal
to an inner diameter of a virtual circle formed by end
surfaces of the plurality of teeth.

9. The motor of claim 7, wherein the teeth support part
includes a guide protruding from an outer face there-
of and is disposed between the teeth adjacent to
each other.

10. The motor of claim 9, wherein the guide is formed at
regular intervals on the outer surface of the teeth
support part along the circumferential direction.

11. The motor of claim 9, a width of the guide in the
circumferential direction corresponding to the length
between the end surfaces of the adjacent teeth.

7 8 
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