
Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
3 

33
4 

23
3

A
1

TEPZZ¥¥¥4 ¥¥A_T
(11) EP 3 334 233 A1

(12) EUROPEAN PATENT APPLICATION
published in accordance with Art. 153(4) EPC

(43) Date of publication: 
13.06.2018 Bulletin 2018/24

(21) Application number: 16835021.3

(22) Date of filing: 02.08.2016

(51) Int Cl.:
H04W 72/04 (2009.01) H04W 28/06 (2009.01)

(86) International application number: 
PCT/JP2016/072630

(87) International publication number: 
WO 2017/026324 (16.02.2017 Gazette 2017/07)

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR
Designated Extension States: 
BA ME
Designated Validation States: 
MA MD

(30) Priority: 07.08.2015 JP 2015156690

(71) Applicant: Sharp Kabushiki Kaisha
Sakai City, Osaka 590-8522 (JP)

(72) Inventors:  
• SUZUKI, Shoichi

Sakai City, osaka 590-8522 (JP)
• AIBA, Tatsushi

Sakai City, osaka 590-8522 (JP)
• YOKOMAKURA, Kazunari

Sakai City, osaka 590-8522 (JP)
• TAKAHASHI, Hiroki

Sakai City, osaka 590-8522 (JP)

(74) Representative: Müller-Boré & Partner 
Patentanwälte PartG mbB
Friedenheimer Brücke 21
80639 München (DE)

(54) TERMINAL DEVICE, COMMUNICATION METHOD, AND INTEGRATED CIRCUIT

(57) A terminal device and a base station device ef-
ficiently communicate with each other by using multiple
cells. The terminal device selects a physical uplink con-
trol channel resource used to transmit an SR from a first
resource on a first cell for a first subframe and a second
resource on a second cell for the first subframe. In a case
that neither transmission of a first HARQ-ACK using a
given PUCCH format in the first cell nor transmission of
second HARQ-ACK using a given PUCCH format in the
second cell takes place in the first subframe, the SR is
multiplexed with each of the first HARQ-ACK transmitted
by using the given PUCCH format in the first subframe
on the first cell and the second HARQ-ACK transmitted
by using the given PUCCH format in the first subframe
on the second cell.
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Description

TECHNICAL FIELD

[0001] The present invention relates to a terminal de-
vice, a communication method, and an integrated circuit.
This application claims priority based on Japanese Pat-
ent Application No. 2015-156690 filed in Japan on August
7, 2015, the contents of which are incorporated herein
by reference.

BACKGROUND ART

[0002] In the 3rd Generation Partnership Project
(3GPP), a radio access method and a radio network for
cellular mobile communications (hereinafter, referred to
as "Long Term Evolution (LTE)", or "Evolved Universal
Terrestrial Radio Access (EUTRA)") have been studied.
In LTE, a base station device is also referred to as an
evolved NodeB (eNodeB), and a terminal device is also
referred to as User Equipment (UE). LTE is a cellular
communication system in which an area is divided into
multiple cells to form a cellular pattern, each of the cells
being served by a base station device. A single base
station device may manage multiple cells.
[0003] In 3GPP, career aggregation has been speci-
fied which allows a terminal device to perform simulta-
neous transmission and/or reception in up to five serving
cells (component careers).
[0004] In 3GPP, a configuration where a terminal de-
vice performs simultaneous transmission and/or recep-
tion in more than five serving cells (component careers)
has been considered (NPL 1). Furthermore, a configu-
ration where a terminal device transmits a physical uplink
control channel in a secondary cell which is a serving cell
other than a primary cell has been considered (NPL 1).

CITATION LIST

[Non-Patent Literature]

[0005]

NPL 1: "New WI proposal: LTE Carrier Aggregation
Enhancement Beyond 5 Carriers", RP-142286, No-
kia Corporation, NTT DoCoMo Inc., Nokia Networks,
3GPP TSG RAN Meeting #66, Hawaii, United States
of America, 8th - 11th December 2014.
NPL 2: "3GPP TS 36.321 v12.5.0 (2015-03)", 27th
March 2015.
NPL 3: "3GPP TS 36.211 V12.5.0 (2015-03)", 26th
March, 2015.
NPL 4: "3GPP TS 36.212 V12.4.0 (2015-03)", 26th
March, 2015.
NPL 5: "3GPP TS 36.213 V12.5.0 (2015-03)", 26th
March, 2015.

DISCLOSURE OF THE INVENTION

Problems to be Solved by the Invention

[0006] However, a specific method of transmitting a
scheduling request from a terminal device to a base sta-
tion device in a case that a physical uplink control channel
is transmitted in a secondary cell, which is a serving cell
and different from a primary cell, is not sufficiently con-
sidered.
[0007] The present invention provides a terminal de-
vice capable of efficiently communicating with a base sta-
tion device by using multiple cells (component carriers),
a communication method to be used by the terminal de-
vice, an integrated circuit to be implemented in the ter-
minal device, a base station device for communicating
with the terminal device, an integrated circuit to be im-
plemented in the base station device, and a communi-
cation method to be used by the base station device.

Means for Solving the Problems

[0008]

(1) According to some aspects of the present inven-
tion, the following measures are provided. Specifi-
cally, a first aspect of the present invention is a ter-
minal device including: a selection unit configured to
select a physical uplink control channel resource
used to transmit a scheduling request, from a first
physical uplink control channel resource on a first
serving cell in a first subframe, and a second physical
uplink control channel resource on a second serving
cell in the first subframe; and a transmission unit con-
figured to transmit the scheduling request by using
the physical uplink control channel resource that has
been selected and a physical uplink control channel
format 1, in a case that neither transmission of a first
Hybrid Automatic Repeat reQuest ACKnowledge-
ment (HARQ-ACK) using a given physical uplink
control channel format of the first serving cell nor
transmission of a second HARQ-ACK using the giv-
en physical uplink control channel format of the sec-
ond serving cell takes place in the first subframe. In
a case that the transmission of the first HARQ-ACK
using the given physical uplink control channel for-
mat on the first serving cell, and the transmission of
the second HARQ-ACK using the given physical up-
link control channel format on the second serving
cell take place in the first subframe, the scheduling
request is multiplexed with each of the first HARQ-
ACK transmitted by using the given physical uplink
control channel format in the first subframe on the
first serving cell and the second HARQ-ACK trans-
mitted by using the given physical uplink control
channel format in the first subframe on the second
serving cell.
(2) A second aspect of the present invention is a
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communication method to be used by a terminal de-
vice, the communication method including: selecting
a physical uplink control channel resource used to
transmit a scheduling request, from a first physical
uplink control channel resource on a first serving cell
in a first subframe, and a second physical uplink con-
trol channel resource on a second serving cell in the
first subframe; and transmitting the scheduling re-
quest by using the physical uplink control channel
resource that has been selected and a physical up-
link control channel format 1, in a case that neither
transmission of first Hybrid Automatic Repeat re-
Quest ACKnowledgement (HARQ-ACK) using a giv-
en physical uplink control channel format on the first
serving cell nor transmission of a second HARQ-
ACK using the given physical uplink control channel
format on the second serving cell takes place in the
first subframe. In a case that the transmission of the
first HARQ-ACK using the given physical uplink con-
trol channel format on the first serving cell, and the
transmission of the second HARQ-ACK using the
given physical uplink control channel format on the
second serving cell take place in the first subframe,
the scheduling request is multiplexed with each of
the first HARQ-ACK transmitted by using the given
physical uplink control channel format in the first sub-
frame on the first serving cell and the second HARQ-
ACK transmitted by using the given physical uplink
control channel format in the first subframe on the
second serving cell.
(3) A third aspect of the present invention is an inte-
grated circuit to be implemented in a terminal device,
the integrated circuit including: a selection circuit
configured to select a physical uplink control channel
resource used to transmit a scheduling request, from
a first physical uplink control channel resource on a
first serving cell in a first subframe and a second
physical uplink control channel resource on a second
serving cell in the first subframe; and a transmission
circuit configured to transmit the scheduling request
by using the physical uplink control channel resource
that has been selected and a physical uplink control
channel format 1, in a case that neither transmission
of first Hybrid Automatic Repeat reQuest ACKnowl-
edgement (HARQ-ACK) using a given physical up-
link control channel format on the first serving cell
nor transmission of second HARQ-ACK using the
given physical uplink control channel format on the
second serving cell takes place in the first subframe.
In a case that the transmission of the first HARQ-
ACK using the given physical uplink control channel
format on the first serving cell and the transmission
of the second HARQ-ACK using the given physical
uplink control channel format on the second serving
cell take place in the first subframe, the scheduling
request is multiplexed with each of the first HARQ-
ACK transmitted by using the given physical uplink
control channel format in the first subframe on the

first serving cell and the second HARQ-ACK trans-
mitted by using the given physical uplink control
channel format in the first subframe on the second
serving cell.

Effects of the Invention

[0009] According to the present invention, the terminal
device is capable of efficiently communicating with the
base station device by using multiple cells (component
carriers).

BRIEF DESCRIPTION OF THE DRAWINGS

[0010]

FIG. 1 is a conceptual diagram of a radio communi-
cation system according to the present embodiment.
FIG. 2 is a diagram illustrating a schematic configu-
ration of a radio frame according to the present em-
bodiment.
FIG. 3 is a diagram illustrating one example of
PUCCH cell groups according to the present embod-
iment.
FIG. 4 is a diagram illustrating an example of
processing associated with a scheduling request
performed on each subframe (TTI) according to the
present embodiment.
FIG. 5 is a diagram illustrating multiple cases that
transmission of a scheduling request and transmis-
sion of uplink control information simultaneously oc-
cur in a subframe according to the present embodi-
ment.
FIG. 6 is a schematic block diagram illustrating a
configuration of a terminal device 1 according to the
present embodiment.
FIG. 7 is a schematic block diagram illustrating a
configuration of a base station device 3 according to
the present embodiment.

MODE FOR CARRYING OUT THE INVENTION

[0011] Embodiments of the present invention will be
described below.
[0012] FIG. 1 is a conceptual diagram of a radio com-
munication system according to the present embodi-
ment. In FIG. 1, the radio communication system includes
terminal devices 1A to 1C and a base station device 3.
Hereinafter, each of the terminal devices 1A to 1C is re-
ferred to as a terminal device 1.
[0013] Carrier aggregation will be described below.
[0014] In the present embodiment, multiple serving
cells are configured for a terminal device 1. A technology
in which the terminal device 1 communicates via the mul-
tiple cells is referred to as cell aggregation or carrier ag-
gregation. The present invention may be applied to each
of the multiple serving cells configured for the terminal
device 1. Furthermore, the present invention may be ap-
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plied to some of the configured multiple serving cells.
Furthermore, the present invention may be applied to
each of groups of the configured multiple serving cells.
Furthermore, the present invention may be applied to
some of the groups of the configured multiple serving
cells. According to carrier aggregation, the configured
multiple serving cells are also referred to as "aggregated
serving cells".
[0015] Time Division Duplex (TDD) and/or Frequency
Division Duplex (FDD) is applied to a radio communica-
tion system according to the present embodiment. For
cell aggregation, TDD may be applied to all of the multiple
serving cells. Alternatively, serving cells to which TDD is
applied and serving cells to which FDD is applied may
be aggregated.
[0016] The configured multiple serving cells include
one primary cell and one or multiple secondary cells. The
primary cell is a serving cell in which an initial connection
establishment procedure has been performed, a serving
cell in which a connection re-establishment procedure
has been started, or a cell indicated as a primary cell
during a handover procedure. At the point in time when
a Radio Resource Control (RRC) connection is estab-
lished, or later, a secondary cell may be configured.
[0017] A carrier corresponding to a serving cell in the
downlink is referred to as a downlink component carrier.
A carrier corresponding to a serving cell in the uplink is
referred to as an uplink component carrier. The downlink
component carrier and the uplink component carrier are
collectively referred to as a component carrier.
[0018] The terminal device 1 can perform simultane-
ous transmission and/or reception on multiple physical
channels in multiple serving cells (component careers).
A single physical channel is transmitted in a single serv-
ing cell (component carrier) of the multiple serving cells
(component carriers).
[0019] In the present embodiment, a secondary cell
used for transmission on a Physical Uplink Control CHan-
nel (PUCCH) is referred to as a PUCCH secondary cell.
In the present embodiment, a secondary cell not used
for the transmission of the PUCCH is referred to as a
non-PUCCH secondary cell, a non-PUCCH serving cell,
or a non-PUCCH cell. The primary cell and the PUCCH
secondary cell are collectively referred to as a PUCCH
serving cell and PUCCH cell.
[0020] The PUCCH serving cell (the primary cell, the
PUCCH secondary cell) includes the downlink compo-
nent carrier and the uplink component carrier. A resource
for PUCCH is configured in the PUCCH serving cell (pri-
mary cell, PUCCH secondary cell).
[0021] The non-PUCCH serving cell (non-PUCCH
secondary cell) may include only the downlink compo-
nent carrier. The non-PUCCH serving cell (non-PUCCH
secondary cell) may include the downlink component car-
rier and the uplink component carrier.
[0022] The terminal device 1 performs PUCCH trans-
mission on the PUCCH serving cell. The terminal device
1 performs transmission on the PUCCH in the primary

cell. Moreover, the terminal device 1 performs PUCCH
transmission on the PUCCH secondary cell. Moreover,
the terminal device 1 performs PUCCH transmission on
the non-PUCCH secondary cell.
[0023] Note that, the PUCCH secondary cell may be
defined as a serving cell that is neither a primary cell nor
a secondary cell.
[0024] Physical channels and physical signals accord-
ing to the present embodiment will be described.
[0025] In FIG. 1, in uplink radio communication from
the terminal device 1 to the base station device 3, the
following uplink physical channels are used. The uplink
physical channels are used to transmit information output
from a higher layer.

• Physical Uplink Control CHannel (PUCCH)
• Physical Uplink Shared CHannel (PUSCH)
• Physical Random Access CHannel (PRACH)

[0026] The PUCCH is used to transmit Uplink Control
Information (UCI). The uplink control information in-
cludes: downlink Channel State Information (CSI); a
Scheduling Request (SR) used to request for a PUSCH
(UpLink-Shared CHannel: UL-SCH) resource for initial
transmission; and a Hybrid Automatic Repeat reQuest
ACKnowledgement (HARQ-ACK) for downlink data (a
Transport block, a Medium Access Control Protocol Data
Unit (MAC PDU), a DownLink-Shared CHannel (DL-
SCH), or a Physical Downlink Shared CHannel (PD-
SCH)). The HARQ-ACK indicates an ACKnowledgement
(ACK) or a Negative-ACKnowledgement (NACK). The
HARQ-ACK is also referred to as ACK/NACK, HARQ
feedback, HARQ acknowledge, HARQ information, or
HARQ control information.
[0027] The scheduling request includes a positive
scheduling request or a negative scheduling request. The
positive scheduling request indicates to request a UL-
SCH resource for initial transmission. The negative
scheduling request indicates not to request the UL-SCH
resource for the initial transmission.
[0028] PUCCH format 1 is used to transmit the positive
scheduling request. PUCCH format 1a is used to transmit
1-bit HARQ-ACK. PUCCH format 1b is used to transmit
2-bit HARQ-ACK. PUCCH format 1b with channel selec-
tion is used to transmit the HARQ-ACK up to four bits in
a case that more than one serving cells are configured
to the terminal device. PUCCH format 3 may be used to
transmit only HARQ-ACK. PUCCH format 3 may be used
to transmit the HARQ-ACK and the scheduling request
(the positive scheduling request or the negative sched-
uling request). PUCCH format 3 may be used to transmit
HARQ-ACK, channel state information, and the sched-
uling request (the positive scheduling request or the neg-
ative scheduling request).
[0029] The PUSCH is used to transmit uplink data (Up-
Link-Shared CHannel (UL-SCH)). Furthermore, the
PUSCH may be used to transmit the HARQ-ACK and/or
channel state information along with the uplink data. Fur-
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thermore, the PUSCH may be used to transmit only the
channel state information or to transmit only the HARQ-
ACK and the channel state information.
[0030] Here, the base station device 3 and the terminal
device 1 communicate a signal in (transmit and/or receive
signals to and from) the higher layer. For example, the
base station device 3 and the terminal device 1 may
transmit and/or receive RRC signaling (also referred to
as an Radio Resource Control message (RRC mes-
sage), Radio Resource Control information (RRC infor-
mation)) in a Radio Resource Control (RRC) layer. The
base station device 3 and the terminal device 1 may
transmit and/or receive a MAC CE, in a Medium Access
Control (MAC) layer. Here, the RRC signaling and/or the
MAC CE is also referred to as higher layer signaling.
[0031] The PUSCH is used to transmit the RRC sign-
aling and the MAC CE. Here, the RRC signaling trans-
mitted from the base station device 3 may be signaling
shared by multiple terminal devices 1 on a cell. The RRC
signaling transmitted from the base station device 3 may
be signaling special to a certain terminal device 1 (also
referred to as dedicated signaling). In other words, user
device-specific (user device-unique) information is trans-
mitted using the signaling special to a certain terminal
device 1.
[0032] The PRACH is used to transmit a random ac-
cess preamble. The PRACH is used for the initial con-
nection establishment procedure, the handover proce-
dure, the connection re-establishment procedure, syn-
chronization (timing adjustment) for uplink transmission,
and the request for the PUSCH resource.
[0033] In FIG. 1, the following uplink physical signal is
used in the uplink radio communication. The uplink phys-
ical signal is not used to transmit information output from
the higher layer, but is used by a physical layer.

• UpLink Reference Signal (UL RS)

[0034] According to the present embodiment, the fol-
lowing two types of uplink reference signals are used.

• Demodulation Reference Signal (DMRS)
• Sounding Reference Signal (SRS)

[0035] The DMRS is associated with transmission of
the PUSCH or the PUCCH. The DMRS is time-multi-
plexed with the PUSCH or the PUCCH. The base station
device 3 uses the DMRS in order to perform channel
compensation of the PUSCH or the PUCCH. Transmis-
sion of both the PUSCH and the DMRS is hereinafter
referred to simply as transmission of the PUSCH. Trans-
mission of both the PUCCH and the DMRS is hereinafter
referred to simply as transmission of the PUCCH.
[0036] The SRS is not associated with the transmission
of the PUSCH or the PUCCH. The base station device
3 uses the SRS in order to measure an uplink channel
state.
[0037] In FIG. 1, the following downlink physical chan-

nels are used for downlink radio communication from the
base station device 3 to the terminal device 1. The down-
link physical channels are used to transmit the informa-
tion output from the higher layer.

• Physical Broadcast CHannel (PBCH)
• Physical Control Format Indicator CHannel (PC-

FICH)
• Physical Hybrid automatic repeat request Indicator

CHannel (PHICH)
• Physical Downlink Control CHannel (PDCCH)
• Enhanced Physical Downlink Control CHannel (EP-

DCCH)
• Physical Downlink Shared CHannel (PDSCH)
• Physical Multicast CHannel (PMCH)

[0038] The PBCH is used to broadcast a Master Infor-
mation Block (MIB), or a Broadcast CHannel (BCH),
which is shared by the terminal devices 1.
[0039] The PCFICH is used to transmit information in-
dicating a region (OFDM symbols) to be used for trans-
mission of the PDCCH.
[0040] The PHICH is used to transmit an HARQ indi-
cator (HARQ feedback or response information) indicat-
ing an ACKnowledgement (ACK) or a Negative AC-
Knowledgement (NACK) with respect to the uplink data
(UpLink Shared CHannel (UL-SCH)) received by the
base station device 3.
[0041] The PDCCH and the EPDCCH are used to
transmit Downlink Control Information (DCI). The down-
link control information is also referred to as a DCI format.
The downlink control information includes DCI format 3,
DCI format 3A, a downlink grant and an uplink grant. The
downlink grant is also referred to as downlink assignment
or downlink allocation.
[0042] The downlink grant is used for scheduling of a
single PDSCH within a single cell. The downlink grant is
used for scheduling of the PDSCH within the same sub-
frame as the subframe in which the downlink grant is
transmitted.
[0043] The uplink grant is used for scheduling of a sin-
gle PUSCH within a single cell. The uplink grant is used
for scheduling of a single PUSCH within the fourth or
later subframe from the subframe in which the uplink
grant is transmitted. The uplink grant includes a TPC
command for the PUSCH.
[0044] The CRC parity bits attached to a downlink grant
or an uplink grant are scrambled with a Cell-Radio Net-
work Temporary Identifier (C-RNTI) or a Semi Persistent
Scheduling Cell-Radio Network Temporary Identifier
(SPS C-RNTI). The C-RNTI and the SPS C-RNTI are
identifiers for identifying a terminal device within a cell.
[0045] The C-RNTI is used to control the PDSCH or
the PUSCH in a single subframe. The SPS C-RNTI is
used to periodically allocate a resource for the PDSCH
or the PUSCH.
[0046] The PDSCH is used to transmit downlink data
(DownLink Shared CHannel (DL-SCH)).
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[0047] The PMCH is used to transmit multicast data
(Multicast CHannel (MCH)).
[0048] In FIG. 1, the following downlink physical sig-
nals are used in the downlink radio communication. The
downlink physical signals are not used to transmit the
information output from the higher layer, but are used by
the physical layer.

• Synchronization signal (SS)
• DownLink Reference Signal (DL RS)

[0049] The synchronization signal is used for the ter-
minal device 1 to be synchronized in terms of frequency
and time domains for downlink. In the TDD scheme, the
synchronization signal is mapped to subframes 0, 1, 5,
and 6 within a radio frame. In the FDD scheme, the syn-
chronization signal is mapped to subframes 0 and 5 within
the radio frame.
[0050] The downlink reference signal is used for the
terminal device 1 to perform the channel compensation
of the downlink physical channel. The downlink reference
signal is used for the terminal device 1 to calculate the
downlink channel state information.
[0051] According to the present embodiment, the fol-
lowing five types of downlink reference signals are used.

• Cell-specific Reference Signal (CRS)
• UE-specific Reference Signal (URS) associated with

the PDSCH
• Demodulation Reference Signal (DMRS) associated

with the EPDCCH
• Non-Zero Power Channel State Information-Refer-

ence Signal (NZP CSI-RS)
• Zero Power Chanel State Information-Reference

Signal (ZP CSI-RS)
• Multimedia Broadcast and Multicast Service over

Single Frequency Network Reference Signal (MBS-
FN RS)

• Positioning Reference Signal (PRS)

[0052] The downlink physical channels and the down-
link physical signals are collectively referred to as a down-
link signal. The uplink physical channels and the uplink
physical signals are collectively referred to as an uplink
signal. The downlink physical channels and the uplink
physical channels are collectively referred to as a phys-
ical channel. The downlink physical signals and the uplink
physical signals are collectively referred to as a physical
signal.
[0053] The BCH, the MCH, the UL-SCH, and the DL-
SCH are transport channels. A channel used in the Me-
dium Access Control (MAC) layer is referred to as a trans-
port channel. The unit of the transport channel used in
the MAC layer is referred to as a Transport Block (TB)
or a MAC Protocol Data Unit (PDU). A Hybrid Automatic
Repeat reQuest (HARQ) is controlled for each transport
block in the MAC layer. The transport block serves as a
unit of data that is delivered by the MAC layer to the

physical layer. In the physical layer, the transport block
is mapped to a codeword, and coding processing is per-
formed on a codeword-by-codeword basis.
[0054] In the present embodiment, a random access
procedure may be performed in the primary cell and the
secondary cell. The random access procedure includes
a contention based random access procedure and a non-
contention based random access procedure. The sec-
ondary cell does not support the contention based ran-
dom access procedure. The PUCCH secondary cell does
not support the contention based random access proce-
dure.
[0055] In the primary cell, the PRACH may be trans-
mitted. The terminal device 1 receives from the base sta-
tion device 3 information (RRC message) on the random
access procedure in the primary cell. The information on
the random access procedure in the primary cell includes
information indicating a set of PRACH resources in the
primary cell.
[0056] In the secondary cell, the PRACH may be trans-
mitted. The terminal device 1 receives from the base sta-
tion device 3 the information (RRC message) on the ran-
dom access procedure in the secondary cell. The infor-
mation on the random access procedure in the secondary
cell includes information indicating PRACH resources in
the secondary cell.
[0057] In the present embodiment, a group of multiple
serving cells is referred to as a PUCCH cell group. A
serving cell belongs to any one of the PUCCH cell groups.
[0058] One PUCCH cell group includes one PUCCH
serving cell. One PUCCH cell group may include only
one PUCCH serving cell. One PUCCH cell group may
include one PUCCH serving cell, and one or multiple non-
PUCCH serving cells.
[0059] A PUCCH cell group including the primary cell
is referred to as a primary PUCCH cell group. A PUCCH
cell group not including the primary cell is referred to as
a secondary PUCCH cell group. In other words, the sec-
ondary PUCCH cell group includes the PUCCH second-
ary cell.
[0060] An index for identifying a PUCCH cell group (cell
group index) may be defined. The index for the primary
PUCCH cell group is always zero. The index for the sec-
ondary PUCCH cell group may be configured by a net-
work device (the base station device 3).
[0061] The PUCCH of the PUCCH serving cell is used
to transmit uplink control information (HARQ-ACK and/or
CSI) with respect to the serving cell (PUCCH serving cell,
non-PUCCH serving cell) included in the PUCCH cell
group to which the PUCCH serving cell belongs.
[0062] In other words, the uplink control information
(HARQ-ACK and/or CSI) with respect to a serving cell
(PUCCH serving cell, non-PUCCH serving cell) included
in the PUCCH cell group is transmitted using the PUCCH
on the PUCCH serving cell included in the PUCCH cell
group.
[0063] For example, the uplink control information
(HARQ-ACK and/or CSI) with respect to a serving cell
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included in the primary PUCCH cell group is transmitted
using the PUCCH on the PUCCH serving cell included
in the primary PUCCH cell group.
[0064] The scheduling request may be transmitted in
one PUCCH serving cell of multiple PUCCH serving cells.
In part or all the multiple PUCCH serving cells, transmis-
sion of multiple scheduling requests may occur simulta-
neously. Each of the scheduling requests may be trans-
mitted via the PUCCH in the primary cell. Each of the
scheduling requests may be transmitted via the PUCCH
in the PUCCH secondary cell.
[0065] In part or all of the multiple PUCCH serving cells.
The PUCCH resource(s) for the scheduling request(s) is
configured per PUCCH serving cell by the higher layer.
The base station device 3 transmits to the terminal device
1 information (RRC message) indicating the PUCCH re-
source(s) for the scheduling request(s). In the PUCCH
resource(s) for the scheduling request(s), PUCCH format
1 is transmitted. An uplink subframe including the
PUCCH resource(s) for the scheduling request(s) is re-
ferred to as a "scheduling request transmission in-
stance". Scheduling request transmission instances are
periodic uplink subframes. The PUCCH resource(s) for
the scheduling request(s) is the PUCCH resource(s) for
transmitting the scheduling request(s) by using PUCCH
format 1. The PUCCH resource(s) for the scheduling re-
quest(s) is also referred to as "PUCCH format 1 re-
source(s)". Note that, the scheduling request(s) may be
transmitted by using a PUCCH resource other than the
PUCCH resource (PUCCH format 1 resource) for the
scheduling request, and a PUCCH format other than
PUCCH format 1.
[0066] The scheduling request transmission instance
is configured per PUCCH serving cell by the higher layer.
The information (RRC message) indicating the PUCCH
resource for the scheduling request may include infor-
mation indicating the scheduling request transmission in-
stance. That is, the information indicating the scheduling
request transmission instance is defined per PUCCH
serving cell. The information indicating the scheduling
request transmission instance indicates a periodicity and
an offset. A subframe is also referred to as a Transmis-
sion Time Interval (TTI).
[0067] FIG. 2 is a diagram illustrating a schematic con-
figuration of the radio frame according to the present em-
bodiment. In FIG. 2, the horizontal axis is a time axis.
Each of radio frames of type 1 and type 2 is 10 ms in
length, and is defined by 10 subframes. Each of the sub-
frames is 1 ms in length and is defined by two consecutive
slots. Each of the slots is 0.5 ms in length. The i-th sub-
frame within a radio frame is constituted of the (23i)-th
slot and the (2xi+1)-th slot.
[0068] Following three types of subframes are defined
for frame structure type 2.

• Downlink subframe
• Uplink subframe
• Special subframe

[0069] The downlink subframe is a subframe reserved
for the downlink transmission. The uplink subframe is a
subframe reserved for the uplink transmission. The spe-
cial subframe is constituted of three fields. The three
fields are a Downlink Pilot Time Slot (DwPTS), a Guard
Period (GP), and an Uplink Pilot Time Slot (UpPTS). The
sum of lengths of the DwPTS, the GP, and the UpPTS
is 1 ms. The DwPTS is a field reserved for the downlink
transmission. The UpPTS is a field reserved for the uplink
transmission. The GP is a field in which neither the down-
link transmission nor the uplink transmission is per-
formed. Moreover, the special subframe may be consti-
tuted of only the DwPTS and the GP, or may be consti-
tuted of only the GP and the UpPTS.
[0070] A radio frame of frame structure type 2 is con-
stituted of at least the downlink subframe, the uplink sub-
frame, and the special subframe. The constitution of the
radio frame of frame structure type 2 is indicated by an
UpLink-DownLink configuration (UL-DL configuration).
The terminal device 1 receives information indicating the
UL-DL configuration from the base station device 3.
[0071] According to FDD, all subframes are downlink
subframes. According to FDD, all subframes are uplink
subframes.
[0072] FIG. 3 is a diagram illustrating one example of
PUCCH cell groups according to the present embodi-
ment.
[0073] In FIG. 3, each of squares assigned 200 to 207
represents a serving cell to be aggregated. In FIG. 3, the
serving cell 200 is a primary cell, and the serving cells
201 to 207 are secondary cells. In FIG. 3, the serving
cells 200 and 204 are PUCCH serving cells, and the serv-
ing cells 201, 202, 203, 205, 206 and 207 are non-
PUCCH serving cells.
[0074] In FIG. 3, the PUCCH cell group includes a pri-
mary PUCCH cell group 210 and a secondary PUCCH
cell group 220. The primary PUCCH cell group 210 in-
cludes the serving cells 200 to 203. A HARQ-ACK for the
serving cells 200 to 203 included in the primary PUCCH
cell group 210 may be transmitted by using the PUCCH
on the serving cell 200. The HARQ-ACK for the serving
cells 200 to 203 included in the primary PUCCH cell group
210 may be transmitted by using the PUSCH on one of
the serving cells 200 to 203. In a specific subframe, the
HARQ-ACK for the serving cells 200 to 203 included in
the primary PUCCH cell group 210 is transmitted on one
physical channel.
[0075] The secondary PUCCH cell group 220 includes
the serving cells 204 to 207. A HARQ-ACK for the serving
cells 204 to 207 included in the secondary PUCCH cell
group 220 may be transmitted by using the PUCCH on
the serving cell 204. The HARQ-ACK for the serving cells
204 to 207 included in the secondary PUCCH cell group
220 may be transmitted by using the PUSCH on one of
the serving cells 204 to 207. In a specific subframe, the
HARQ-ACK for the serving cells 204 to 207 included in
the secondary PUCCH cell group 210 is transmitted on
one physical channel.
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[0076] In a specific subframe, transmission of the
HARQ-ACK for the serving cells 200 to 203 included in
the primary PUCCH cell group 210, and transmission of
the HARQ-ACK of the serving cells 204 to 207 included
in the secondary PUCCH cell group 220 may occur si-
multaneously.
[0077] In the present embodiment, the phrase that "X
and Y occur simultaneously in a subframe" is a synonym
of phrase that "Y takes place in a subframe in which X
takes place". In addition, in the subframe, the X and Y
may occur simultaneously in the time domain or may not
occur simultaneously in the time domain. In addition, the
X and Y may partially or entirely overlap or may not over-
lap in the time domain.
[0078] In FIG. 3, the scheduling request may be trans-
mitted by using the PUCCH on one of the serving cells
200 and 204.
[0079] Hereinafter, processing associated with a
scheduling request will be described.
[0080] In a case that the scheduling request is trig-
gered, the scheduling request is regarded to be pending
until the scheduling request is cancelled. In a case that
the scheduling request is triggered, and there is no other
pending scheduling request, the terminal device 1 sets
a counter SR_COUNTER to 0.
[0081] FIG. 4 is a diagram illustrating an example of
processing associated with a scheduling request per-
formed on each subframe (TTI) in the present embodi-
ment. The processing in FIG. 4 is performed in a MAC
layer. While at least one scheduling request is pending,
the terminal device 1 performs the processing in FIG. 4
on each subframe including no UL-SCH available for
transmission. The MAC layer does not instruct the phys-
ical layer to signal the scheduling request by using the
PUCCH in the subframe including the UL-SCH available
for transmission. Note that, specific processing is not lim-
ited to the processing in FIG. 4, and also includes
processing, which is changed by replacing, adding and
removing the steps or the like without departing from the
scope of the present invention. Furthermore, the
processing in FIG. 4 can be variously modified within the
scope defined by claims, and embodiments that are
made by suitably combining technical means disclosed
are also included in the technical scope of the present
invention.
[0082] In step 400, the terminal device 1 determines
whether condition(s) included in condition(s) 400 is sat-
isfied. In a case that the condition(s) included in the con-
dition(s) 400 is satisfied in step 400, the terminal device
1 proceeds to step 402. In a case that the condition(s)
included in the condition(s) 400 is not satisfied in step
400, the terminal device 1 proceeds to step 404. The
condition(s) 400 include at least a condition that the ter-
minal device 1 does not include a valid PUCCH resource
for a scheduling request configured in any subframe on
any serving cell. In other words, the condition(s) 400 in-
clude at least a condition that the PUCCH resource is
not configured in any serving cell. In this regard, the valid

PUCCH resources do not include the PUCCH resource
in a deactivated secondary cell.
[0083] In step 402, the terminal device 1 performs
processing 402, and proceeds to step 404. The process-
ing 402 includes at least processing of initiating a random
access procedure in a primary cell, and processing of
canceling all pending scheduling requests.
[0084] In step 404, the terminal device 1 determines
whether condition(s) included in condition(s) 404 is sat-
isfied. In a case that the condition(s) included in the con-
dition(s) 404 is satisfied in step 404, the terminal device
1 proceeds to step 406. In a case that the condition(s)
included in the condition(s) 404 is not satisfied in step
404, the terminal device 1 terminates the processing on
this TTI. The condition(s) 404 include at least a condition
that this subframe includes a valid PUCCH resource for
a scheduling request configured on one of serving cells,
a condition that this sub frame is not part of a measure-
ment gap, and a condition that a timer sr-ProhibitTimer
is not running. In other words, the condition(s) 404 include
at least a condition that, in this subframe, the valid
PUCCH resource for the scheduling request is config-
ured on one of serving cells, and the serving cell is acti-
vated.
[0085] In step 406, the terminal device 1 determines
whether condition(s) included in condition(s) 406 is sat-
isfied. In a case that no condition included in the condi-
tion(s) 406 is satisfied in step 406, the terminal device 1
terminates the processing on this TTI. The condition(s)
406 include condition(s) 4062 and condition(s) 4604.
[0086] In a case that condition(s) included in the con-
dition(s) 4062 is satisfied in step 406, the terminal device
1 proceeds to step 408. The condition(s) 4062 include at
least a condition that a value of a counter SR_COUNTER
is smaller than a given value dsr-TransMax.
[0087] In step 408, the terminal device 1 performs
processing 408. The processing 408 includes at least
processing of incrementing the value of the counter
SR_COUNTER by one, processing of announcing/in-
structing the physical layer to signal a scheduling request
by using a PUCCH, and processing of starting the timer
sr-ProhibitTimer.
[0088] The given value dsr-TransMax may be control-
led by the base station device 3. The base station device
3 may transmit information indicating the given value dsr-
TransMax to the terminal device 1. A default value of the
given value dsr-TransMax may be defined in advance.
[0089] In a case that condition(s) included in the con-
dition(s) 4064 is satisfied in step 406, the terminal device
1 proceeds to step 410. The condition(s) 4064 include at
least a condition that the value of the counter
SR_COUNTER is the same as the given value dsr-Trans-
Max or is larger than the given value dsr-TransMax.
[0090] In step 410, the terminal device 1 performs
processing 410. The processing 410 includes at least
processing of announcing/instructing to an RRC a
PUCCH/SRS for all serving cells to release, processing
of clearing a configured downlink assignment and a con-
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figured uplink assignment, processing of initiating the
random access procedure in the primary cell, and
processing of canceling all pending scheduling requests.
The PUCCHs for all serving cells may include PUCCHs
for a CSI, PUCCHs for a HARQ-ACK and/or PUCCHs
for scheduling requests. The uplink assignment is semi-
statically configured.
[0091] The RRC layer releases the PUCCH/SRS for
all or part of serving cells based on a report/indication
from the MAC layer. In other words, the RRC releases
PUCCH/SRS resources for all or part of serving cells
based on the indication from the MAC layer. In the
present embodiment, the RRC layer and the MAC layer
are also referred to as "higher layers".
[0092] The physical layer signals a scheduling request
by using the PUCCH based on the report/indication from
the MAC layer. The physical layer transmits the sched-
uling request by using the PUCCH based on the indica-
tion from the MAC layer. In the present embodiment,
"transmitting a scheduling request by using a PUCCH
based on an indication from the MAC layer" is a synonym
of that "a scheduling request takes place".
[0093] In a case that, in multiple PUCCH serving cells
of scheduling request transmission instances instructed
by the MAC layer to signal scheduling requests by using
the PUCCH, the multiple PUCCH resources for the
scheduling requests are configured, the physical layer
and/or the MAC layer selects the PUCCH resource from
the multiple PUCCH resources of the scheduling request
transmission instances. The physical layer may transmit
a scheduling request by using the selected PUCCH re-
source and PUCCH format 1 in the scheduling request
transmission instance. The physical layer does not trans-
mit the scheduling request by using the multiple PUCCH
resources except the selected PUCCH resource, and
PUCCH format 1 in the scheduling request transmission
instance. The physical layer may not transmit the sched-
uling request by using the selected PUCCH resource and
PUCCH format 1 in the scheduling request transmission
instance, and may transmit the scheduling request by
using the PUCCH resource for a HARQ-ACK and
PUCCH format 3.
[0094] In a case that only a positive scheduling request
is transmitted in a specific subframe, the terminal device
1 transmits the positive scheduling request by using the
PUCCH resource for the scheduling request and PUCCH
format 1 in the specific subframe.
[0095] In a case that transmission of the scheduling
request takes place in a subframe in which transmission
of PUCCH format 1a/1b (PUCCH format 1a or PUCCH
format 1b) is performed, and that the scheduling request
is a negative scheduling request, the terminal device 1
transmits the HARQ-ACK by using the PUCCH resource
for the HARQ-ACK.
[0096] In a case that the transmission of the scheduling
request takes place in a subframe in which the transmis-
sion of PUCCH format 1a/1b is performed, and that the
scheduling request is the positive scheduling request and

transmission of a HARQ-ACK and the transmission of
the scheduling request take place in different serving
cells, the terminal device 1 may transmit the positive
scheduling request by using the PUCCH resource for the
scheduling request and PUCCH format 1, and transmit
the HARQ-ACK by using the PUCCH resource for the
HARQ-ACK.
[0097] In a case that the transmission of the scheduling
request takes place in a subframe in which the transmis-
sion of PUCCH format 1a/1b is performed, and that the
scheduling request is the positive scheduling request and
both of transmission of a HARQ-ACK and the transmis-
sion of the scheduling request take place in the same
serving cell, the terminal device 1 may transmit the
HARQ-ACK by using the PUCCH resource for the HARQ
scheduling request.
[0098] In a case that the transmission of the scheduling
request takes place in a subframe in which the transmis-
sion of PUCCH format 1b with channel selection is per-
formed, and that the scheduling request is the negative
scheduling request, the terminal device 1 transmits the
HARQ-ACK by using the PUCCH resource for the
HARQ-ACK.
[0099] In a case that the transmission of the scheduling
request takes place in a subframe in which the transmis-
sion of PUCCH format 1b with channel selection is per-
formed, and that the scheduling request is the positive
scheduling request and transmission of a HARQ-ACK
and the transmission of the scheduling request take place
in different serving cells, the terminal device 1 may trans-
mit the positive scheduling request by using the PUCCH
resource for the scheduling request and PUCCH format
1, and transmit the HARQ-ACK by using the PUCCH
resource for the HARQ-ACK for each serving cell.
[0100] In a case that the transmission of the scheduling
request takes place in a subframe in which the transmis-
sion of PUCCH format 1b with channel selection is per-
formed, and that the scheduling request is the positive
scheduling request and both of transmission of a HARQ-
ACK and the transmission of the scheduling request take
place in the same serving cell, the terminal device 1 may
transmit a 1-bit HARQ-ACK (HARQ-ACK indicated by
using 1-bit information) by using the PUCCH resource
for the scheduling request. In other words, in a case that,
for example, information bits of two bits (b(0) and b(1))
are transmitted by using the PUCCH resource for the
scheduling request, each of the information bits of the
two bits (b(0) and b(1)) is associated with one serving cell.
[0101] In a case that one transport block or only a PD-
CCH/EPDCCH for instructing one downlink Semi Per-
sistent Scheduling (SPS) release is detected in a serving
cell, the 1-bit HARQ-ACK for the serving cells is a bit of
the HARQ-ACK associated with the one transport block
or the PDCCH/EPDCCH for instructing the one downlink
SPS release. In a case that two transport blocks are re-
ceived in a serving cell, the 1-bit HARQ-ACK for the serv-
ing cell is generated by spatially bundling the two HARQ-
ACK bits associated with the two transport blocks. The
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bundling is performed by a logical OR operation. In a
case that none of the PDSCH transmission to which a
HARQ-ACK response is provided and the PDCCH/EP-
DCCH for instructing downlink SPS release is detected,
the bit of the HARQ-ACK for the serving cell is set to
NACK.
[0102] In a case that two PUCCH cell groups are con-
figured to the terminal device 1, PUCCH format 1b with
channel selection is configured to each of the two PUCCH
cell groups, and transmission of a scheduling request
takes place in a subframe in which transmission of
PUCCH format 1b with channel selection is performed,
and that the scheduling request is the positive scheduling
request, the terminal device 1 may transmit the 1-bit
HARQ-ACK per PUCCH cell group by using the PUCCH
resource for the scheduling request. In other words, in a
case that, for example, information bits of two bits (b(0)
and b(1)) are transmitted by using the PUCCH resource
for the scheduling request, each of the information bits
of the two bits (b(0) and b(1)) is associated with one
PUCCH cell group.
[0103] In a case that, in a scheduling request trans-
mission instance which is instructed by the MAC layer to
signal a scheduling request by using the PUCCH, and
does not include the PUSCH, transmission of a HARQ-
ACK takes place by using PUCCH format 3 in the PUCCH
serving cell to which the PUCCH resource for the sched-
uling request is configured, both of the HARQ-ACK and
the scheduling request may be transmitted by using the
PUCCH resource for the HARQ-ACK and PUCCH format
3 in the PUCCH serving cell to which the PUCCH re-
source for the scheduling request is configured. The
scheduling request is multiplexed with the HARQ-ACK
transmitted by using PUCCH format 3 in the scheduling
request transmission instance.
[0104] In a case that, in a scheduling request trans-
mission instance which is instructed by the MAC layer to
signal a scheduling request by using the PUCCH, and
does not include the PUSCH, transmission of a HARQ-
ACK takes place by using PUCCH format 3 in a PUCCH
serving cell other than the PUCCH serving cell to which
the PUCCH resource for the scheduling request is con-
figured, both of the HARQ-ACK and the scheduling re-
quest may be transmitted by using the PUCCH resource
for the HARQ-ACK and PUCCH format 3 in the PUCCH
serving cell other than the PUCCH serving cell to which
the PUCCH resource for the scheduling request is con-
figured.
[0105] FIG. 5 is a diagram illustrating multiple cases
that transmission of a scheduling request and transmis-
sion of uplink control information occur simultaneously
in a subframe according to the present embodiment. FIG.
5 illustrates Case 1 to Case 32. Respective cases of Case
1 to Case 32 may be associated with different subframes
or may be associated with an identical subframe. The
MAC layer instructs the physical layer to signal a sched-
uling request by using a PUCCH in each of Case 1 to
Case 32.

[0106] In Case 1 to Case 32, a higher layer parameter
(simultaneousPUCCH-PUSCH) is not configured to the
terminal device 1. The higher layer parameter (simulta-
neousPUCCH-PUSCH) indicates whether simultaneous
transmission of the PUCCH and the PUSCH is config-
ured. The higher layer parameter (simultaneousPUCCH-
PUSCH) is defined/configured per PUCCH serving cell.
The base station device 3 configures the higher layer
parameter (simultaneousPUCCH-PUSCH) field to the
PUCCH serving cell. The terminal device 1 does not si-
multaneously transmits a PUCCH of a PUCCH serving
cell to which simultaneous transmission of the PUCCH
and the PUSCH (simultaneousPUCCH-PUSCH) is not
configured, and the PUSCH of the serving cell in a spe-
cific subframe.
[0107] The terminal device 1 may simultaneously
transmit the PUCCH of the PUCCH serving cell to which
simultaneous transmission of the PUCCH and the
PUSCH (simultaneousPUCCH-PUSCH) is configured,
and the PUSCH of the serving cell in a specific subframe.
[0108] In each of Case 1 to Case 32 in FIG. 5, trans-
mission of the PUSCH including a transport block does
not take place. In FIG. 5, one of the first serving cell and
the second serving cell is a primary cell, and the other of
the first serving cell and the second serving cell is a sec-
ondary cell. The secondary cell is not a primary second-
ary cell.
[0109] Reference numeral 501 in FIG. 5 denotes a first
PUCCH resource (first PUCCH format 1 resource) for a
scheduling request configured to the first serving cell. In
each of Case 1 to Case 32, the first PUCCH resource for
the scheduling request is configured to the first serving
cell.
[0110] Reference numeral 502 in FIG. 5 denotes trans-
mission of the first PUSCH not including a transport block
(UL-SCH) in the first serving cell. In each of the even-
numbered cases, the transmission of the first PUSCH
not including a transport block takes place in the first
serving cell. The transmission of the PUSCH not includ-
ing the transport block (UL-SCH) is transmission of a
PUSCH which includes only HARQ-ACK and/or channel
state information.
[0111] Reference numeral 503 in FIG. 5 denotes trans-
mission of a first HARQ-ACK which uses a given PUCCH
format in the first serving cell. In each of cases in which
remainders obtained by dividing the case numbers by 4
are {0, 3}, the transmission of the first HARQ-ACK which
uses the given PUCCH format takes place in the first
serving cell. The given PUCCH format may include
PUCCH format 3, and/or a PUCCH format other than
PUCCH format 3.
[0112] In the cases that the transmission of the first
HARQ-ACK which uses the given PUCCH format does
not take place in the first serving cell, the transmission
of the first HARQ-ACK which uses the PUCCH format
other than the given PUCCH format may take place in
the first serving cell. The "cases that the transmission of
the first HARQ-ACK which uses the given PUCCH format
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does not take place in the first serving cell" correspond
to the "Cases in which remainders obtained by dividing
the case numbers by 4 are {1, 2}". The "transmission of
the HARQ-ACK which uses the PUCCH format other
than the given PUCCH format" includes "transmission of
a HARQ-ACK which uses PUCCH format 1a, PUCCH
format 1b, or PUCCH format 1b with channel selection".
[0113] Reference numeral 511 in FIG. 5 denotes a sec-
ond PUCCH resource (second PUCCH format 1 re-
source) for a scheduling request configured to the second
serving cell. In each of the cases in which remainders
obtained by dividing the case numbers by 8 are {0, 5, 6,
7}, the second PUCCH resource for the scheduling re-
quest is configured to the second serving cell. In each of
the cases in which remainders obtained by dividing the
case numbers by 8 are {0, 5, 6, 7}, the physical layer
and/or the MAC layer selects one of the first PUCCH
resource configured in the first serving cell, and the sec-
ond PUCCH resource configured in the second serving
cell.
[0114] The terminal device 1 may select one of the first
PUCCH resource and the second PUCCH resource
based on a value of estimated transmit power for uplink
transmission. The terminal device 1 may select one of
the first PUCCH resource and the second PUCCH re-
source based on whether the value of the estimated
transmit power for the uplink transmission reaches a val-
ue of maximum transmit power.
[0115] The terminal device 1 may select one of the first
PUCCH resource and the second PUCCH resource
based on whether the first PUCCH resource or the sec-
ond PUCCH resource is included in a serving cell in which
transmission of the PUSCH not including a transport
block is performed in a specific subframe.
[0116] The terminal device 1 may select one of the first
PUCCH resource and the second PUCCH resource
based on whether the first PUCCH resource or the sec-
ond PUCCH resource is included in the serving cell in
which transmission of a HARQ-ACK by using a given
PUCCH format is performed in a specific subframe.
[0117] The terminal device 1 may select one of the first
PUCCH resource and the second PUCCH resource
based on (i) whether the value of the estimated transmit
power for the uplink transmission reaches the value of
the maximum transmit power, (ii) whether the first
PUCCH resource or the second PUCCH resource is in-
cluded in the serving cell in which the transmission of the
PUSCH not including the transport block is performed,
and/or (iii) whether the first PUCCH resource or the sec-
ond PUCCH resource is included in the serving cell in
which the transmission of the HARQ-ACK by using the
given PUCCH format is performed in a specific subframe.
[0118] Reference numeral 512 in FIG. 5 denotes trans-
mission of the second PUSCH not including the transport
block (UL-SCH) in the second serving cell. In each of
Case 9 to Case 16 and Case 25 to Case 32, the trans-
mission of the second PUSCH not including a transport
block takes place in the second serving cell.

[0119] Reference numeral 513 in FIG. 5 denotes trans-
mission of a second HARQ-ACK which uses a given
PUCCH format in the second serving cell. In each of Case
17 to Case 32, the transmission of the second HARQ-
ACK which uses the given PUCCH format takes place in
the second serving cell.
[0120] In cases that the transmission of the second
HARQ-ACK which uses the given PUCCH format does
not take place in the second serving cell, transmission
of a HARQ-ACK which uses a PUCCH format other than
the given PUCCH format may take place in the second
serving cell. The "cases that the transmission of the sec-
ond HARQ-ACK which uses the given PUCCH format
does not take place in the second serving cell" corre-
spond to "Case 1 to Case 16". "The transmission of the
HARQ-ACK which uses the PUCCH format other than
the given PUCCH format" includes "transmission of a
HARQ-ACK which uses PUCCH format 1a, PUCCH for-
mat 1b, or PUCCH format 1b with channel selection".
[0121] For example, in Case 11 in FIG. 5, (i) the first
PUCCH resource for a scheduling request is configured
to the first serving cell, (ii) transmission of the first PUSCH
not including a transport block does not take place in the
first serving cell, (iii) transmission of the first HARQ-ACK
which uses a given PUCCH format takes place in the first
serving cell, (iv) the second PUCCH resource for a sched-
uling request is not configured to the second serving cell,
(v) transmission of the second PUSCH not including a
transport block takes place in the second serving cell,
and (vi) transmission of the second HARQ-ACK which
uses a given PUCCH format does not take place in the
second serving cell.
[0122] Hereinafter, how the terminal device 1 transmit
a scheduling request, a HARQ-ACK and/or channel state
information in each of Case 1 to Case 32 in FIG. 5 will
be described.

(Case 1) In a subframe associated with Case 1, the
terminal device 1 transmits a scheduling request by
using the first PUCCH resource and PUCCH format
1.
(Case 2) In a subframe associated with Case 2, the
terminal device 1 transmits a scheduling request by
using the first PUCCH resource configured to the
first serving cell, and PUCCH format 1, and does not
transmit the first PUSCH not including a transport
block in the first serving cell.
(Case 3) In a subframe associated with Case 3, the
terminal device I does not transmit a scheduling re-
quest by using the first PUCCH resource configured
to the first serving cell, and PUCCH format 1, and
transmits the first HARQ-ACK and the scheduling
request by using a given PUCCH format in the first
serving cell. The scheduling request is multiplexed
with the first HARQ-ACK transmitted by using the
given PUCCH format in the first serving cell. The
value of the scheduling request multiplexed with the
first HARQ-ACK is associated with the positive
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scheduling request.
(Case 4) In a subframe associated with Case 4, the
terminal device 1 does not transmit a scheduling re-
quest by using the first PUCCH resource configured
to the first serving cell, and PUCCH format 1, does
not transmit the first PUSCH not including the trans-
port block in the first serving cell, and transmits a
first HARQ-ACK and the scheduling request by using
the given PUCCH format in the first serving cell. The
value of the scheduling request multiplexed with the
first HARQ-ACK is associated with the positive
scheduling request.
(Case 5) The terminal device 1 selects one of the
first PUCCH resource configured to the first serving
cell, and the second PUCCH resource configured to
the second serving cell. In a subframe associated
with Case 5, the terminal device 1 transmits a sched-
uling request by using the selected PUCCH resource
and PUCCH format 1.
(Case 6) In a case that the terminal device 1 selects
one of the PUCCH resource configured to the first
serving cell and the PUCCH resource configured to
the second serving cell, the second PUCCH re-
source configured to the second serving cell in which
transmission of the second PUSCH not including a
transport block is not performed may have a higher
priority, and the terminal device 1 may select the
second PUCCH resource.
(Case 6) In a case that the terminal device 1 selects
the first PUCCH resource configured to the first serv-
ing cell from the first PUCCH resource configured to
the first serving cell and the second PUCCH re-
source configured to the second serving cell, the ter-
minal device 1, in a subframe associated with Case
6, transmits a scheduling request by using the first
PUCCH resource configured to the first serving cell,
and PUCCH format 1, does not transmit the first
PUSCH not including the transport block in the first
serving cell, and does not transmit the scheduling
request by using the second PUCCH resource con-
figured to the second serving cell, and PUCCH for-
mat 1.
(Case 6) In a case that the terminal device 1 selects
the second PUCCH resource configured to the sec-
ond serving cell from the first PUCCH resource con-
figured to the first serving cell and the second
PUCCH resource configured to the second serving
cell, the terminal device 1, in the subframe associ-
ated with Case 6, does not transmit the scheduling
request by using the first PUCCH resource config-
ured to the first serving cell, and PUCCH format 1,
transmits the first PUSCH not including the transport
block in the first serving cell, and transmits the sched-
uling request by using the second PUCCH resource
configured to the second serving cell, and PUCCH
format 1.
(Case 7) In a case that the terminal device 1 selects
one of the first PUCCH resource configured to the

first serving cell and the second PUCCH resource
configured to the second serving cell, the second
PUCCH resource configured to the second serving
cell in which transmission of a second HARQ-ACK
by using a given PUCCH format is not performed
may have a lower priority, and the terminal device 1
may select the first PUCCH resource.
(Case 7) In the case that the terminal device 1 selects
the first PUCCH resource configured to the first serv-
ing cell from the first PUCCH resource configured to
the first serving cell and the second PUCCH re-
source configured to the second serving cell, the ter-
minal device 1, in a subframe associated with Case
7, does not transmit the scheduling request by using
the first PUCCH resource configured to the first serv-
ing cell, and PUCCH format 1, transmits the first
HARQ-ACK and the scheduling request by using the
given PUCCH format in the first serving cell, and
does not transmit the scheduling request by using
the second PUCCH resource configured to the sec-
ond serving cell and the PUCCH format 1. The value
of the scheduling request multiplexed with the first
HARQ-ACK is associated with the positive schedul-
ing request.
(Case 7) In the case that the terminal device 1 selects
the second PUCCH resource configured to the sec-
ond serving cell from the first PUCCH resource con-
figured to the first serving cell and the second
PUCCH resource configured to the second serving
cell, the terminal device 1, in the subframe associ-
ated with Case 7, does not transmit the scheduling
request by using the first PUCCH resource config-
ured to the first serving cell, and PUCCH format 1,
transmits the first HARQ-ACK and the scheduling
request by using the given PUCCH format in the first
serving cell, and transmits the scheduling request
by using the second PUCCH resource configured to
the second serving cell, and PUCCH format 1. The
scheduling request is not multiplexed with the first
HARQ-ACK transmitted by using the given PUCCH
format in the first serving cell. The value of the sched-
uling request multiplexed with the first HARQ-ACK
is associated with the negative scheduling request.
The value of the scheduling request multiplexed with
the first HARQ-ACK may be associated with the pos-
itive scheduling request.
(Case 7) In the subframe associated with Case 7,
irrespective of which one of the first PUCCH re-
source configured to the first serving cell and the
second PUCCH resource configured to the second
serving cell is selected, the terminal device 1 may
not transmit the scheduling request by using the first
PUCCH resource in the first serving cell and PUCCH
format 1, may transmit the first HARQ-ACK and the
scheduling request by using the given PUCCH for-
mat in the first serving cell, and may not transmit the
scheduling request by using the second PUCCH re-
source in the second serving cell and PUCCH format
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1. The value of the scheduling request multiplexed
with the first HARQ-ACK is associated with the pos-
itive scheduling request.
(Case 8) In the case that the terminal device 1 selects
one of the first PUCCH resource configured to the
first serving cell and the second PUCCH resource
configured to the second serving cell, the first
PUCCH resource configured to the first serving cell
in which transmission of the first PUSCH not includ-
ing a transport block is performed, and transmission
of the first HARQ-ACK is performed by using the
given PUCCH format may have a lower priority, and
the terminal device 1 may select the second PUCCH
resource.
(Case 8) In the case that the terminal device 1 selects
one of the first PUCCH resource configured to the
first serving cell and the second PUCCH resource
configured to the second serving cell, the terminal
device 1 may select the first PUCCH resource based
on the value of the estimated transmit power for the
uplink transmission reaching the value of the maxi-
mum transmit power.
(Case 8) In the case that the terminal device 1 selects
one of the first PUCCH resource configured to the
first serving cell and the second PUCCH resource
configured to the second serving cell, the terminal
device 1 may select the second PUCCH resource
based on the value of the estimated transmit power
for the uplink transmission not reaching the value of
the maximum transmit power.
(Case 8) In the case that the terminal device 1 selects
the first PUCCH resource configured to the first serv-
ing cell from the first PUCCH resource configured to
the first serving cell and the second PUCCH re-
source configured to the second serving cell, the ter-
minal device 1, in a subframe associated with Case
8, does not transmit the scheduling request by using
the first PUCCH resource configured to the first serv-
ing cell, and PUCCH format 1, does not transmit the
first PUSCH not including the transport block in the
first serving cell, transmits the first HARQ-ACK and
the scheduling request by using the given PUCCH
format in the first serving cell, and does not transmit
the scheduling request by using the second PUCCH
resource configured to the second serving cell, and
PUCCH format 1. The value of the scheduling re-
quest multiplexed with the first HARQ-ACK is asso-
ciated with the positive scheduling request.
(Case 8) In the case that the terminal device 1 selects
the second PUCCH resource configured to the sec-
ond serving cell from the first PUCCH resource con-
figured to the first serving cell and the second
PUCCH resource configured to the second serving
cell, the terminal device 1, in the subframe associ-
ated with Case 8, does not transmit the scheduling
request by using the first PUCCH resource config-
ured to the first serving cell, and PUCCH format 1,
transmits the first PUSCH not including the transport

block in the first serving cell, does not transmit the
scheduling request and the HARQ-ACK by using the
given PUCCH format in the first serving cell, and
transmits the scheduling request by using the sec-
ond PUCCH resource configured to the second serv-
ing cell, and PUCCH format 1. The first HARQ-ACK
is included in the first PUSCH.
(Case 8) In the subframe associated with Case 8,
irrespective of which one of the first PUCCH re-
source configured to the first serving cell and the
second PUCCH resource configured to the second
serving cell is selected, the terminal device 1 may
not transmit the scheduling request by using the se-
lected PUCCH resource and PUCCH format 1, may
not transmit the first PUSCH not including the trans-
port block in the first serving cell, and may transmit
the first HARQ-ACK and the scheduling request by
using the given PUCCH format in the first serving
cell. The value of the scheduling request multiplexed
with the first HARQ-ACK is associated with the pos-
itive scheduling request.
(Case 9) In a subframe associated with Case 9, the
terminal device 1 transmits the scheduling request
by using the first PUCCH resource configured to the
first serving cell, and PUCCH format 1, and transmits
the second PUSCH not including the transport block
in the second serving cell.
(Case 10) In a subframe associated with Case 10,
the terminal device 1 transmits the scheduling re-
quest by using the first PUCCH resource configured
to the first serving cell, and PUCCH format 1, does
not transmit the first PUSCH not including the trans-
port block in the first serving cell, and transmits the
second PUSCH not including the transport block in
the second serving cell.
(Case 11) In a subframe associated with Case 11,
the terminal device 1 does not transmit the schedul-
ing request by using the first PUCCH resource con-
figured to the first serving cell, and PUCCH format
1, transmits the first HARQ-ACK and the scheduling
request by using the given PUCCH format in the first
serving cell, and transmits the second PUSCH not
including the transport block in the second serving
cell. The value of the scheduling request multiplexed
with the first HARQ-ACK is associated with a positive
scheduling request.
(Case 12) In a subframe associated with Case 12,
the terminal device 1 does not transmit the schedul-
ing request by using the first PUCCH resource con-
figured to the first serving cell, and PUCCH format
1, does not transmit the first PUSCH not including
the transport block in the first serving cell, transmits
the first HARQ-ACK and the scheduling request by
using the given PUCCH format in the first serving
cell, and transmits the second PUSCH not including
the transport block in the second serving cell. The
value of the scheduling request multiplexed with the
first HARQ-ACK is associated with the positive

23 24 



EP 3 334 233 A1

14

5

10

15

20

25

30

35

40

45

50

55

scheduling request.
(Case 13) Description of Case 13 is omitted. By re-
placing the first serving cell in Case 6 and the second
serving cell in Case 6 with each other, Case 6 thus
replaced is the same as Case 13.
(Case 14) The terminal device 1 selects one of the
first PUCCH resource configured to the first serving
cell and the second PUCCH resource configured to
the second serving cell.
(Case 14) In the case that the terminal device 1 se-
lects the first PUCCH resource configured to the first
serving cell from the first PUCCH resource config-
ured to the first serving cell and the second PUCCH
resource configured to the second serving cell, the
terminal device 1, in a subframe associated with
Case 14, transmits the scheduling request by using
the first PUCCH resource configured to the first serv-
ing cell, and PUCCH format 1, does not transmit the
first PUSCH not including the transport block in the
first serving cell, does not transmit the scheduling
request by using the second PUCCH resource con-
figured to the second serving cell, and PUCCH for-
mat 1, and transmits the second PUSCH not includ-
ing the transport block in the second serving cell.
(Case 14) In the case that the terminal device 1 se-
lects the second PUCCH resource configured to the
second serving cell from the first PUCCH resource
configured to the first serving cell and the second
PUCCH resource configured to the second serving
cell, the terminal device 1, in a subframe associated
with Case 14, does not transmit a scheduling request
by using the first PUCCH resource configured to the
first serving cell, and PUCCH format 1, transmits the
first PUSCH not including the transport block in the
first serving cell, transmits the scheduling request by
using the second PUCCH resource configured to the
second serving cell, and PUCCH format 1, and does
not transmit the second PUSCH not including the
transport block in the second serving cell.
(Case 15) In the case that the terminal device 1 se-
lects one of the first PUCCH resource configured to
the first serving cell and the second PUCCH re-
source configured to the second serving cell, the sec-
ond PUCCH resource configured to the second serv-
ing cell in which transmission of the second PUSCH
not including the transport block is performed may
have a lower priority than the first PUCCH resource
configured to the first serving cell in which transmis-
sion of the first HARQ-ACK is performed by using
the given PUCCH format, and the terminal device 1
may select the first PUCCH resource.
(Case 15) In the case that the terminal device 1 se-
lects the first PUCCH resource configured to the first
serving cell from the first PUCCH resource config-
ured to the first serving cell and the second PUCCH
resource configured to the second serving cell, the
terminal device 1, in a subframe associated with
Case 15, does not transmit a scheduling request by

using the first PUCCH resource configured to the
first serving cell, and PUCCH format 1, transmits the
first HARQ-ACK and the scheduling request by using
the given PUCCH format in the first serving cell, does
not transmit the scheduling request by using the sec-
ond PUCCH resource configured to the second serv-
ing cell, and PUCCH format 1, and transmits the sec-
ond PUSCH not including the transport block in the
second serving cell. The value of the scheduling re-
quest multiplexed with the first HARQ-ACK is asso-
ciated with the positive scheduling request.
(Case 15) In the case that the terminal device 1 se-
lects the second PUCCH resource configured to the
second serving cell from the first PUCCH resource
configured to the first serving cell and the second
PUCCH resource configured to the second serving
cell, the terminal device 1, in a subframe associated
with Case 15, does not transmit a scheduling request
by using the first PUCCH resource configured to the
first serving cell, and PUCCH format 1, transmits the
first HARQ-ACK and the scheduling request by using
the given PUCCH format in the first serving cell,
transmits the scheduling request by using the sec-
ond PUCCH resource configured to the second serv-
ing cell, and PUCCH format 1, and does not transmit
the second PUSCH not including the transport block
in the second serving cell. The value of the sched-
uling request multiplexed with the first HARQ-ACK
is associated with the negative scheduling request.
The value of the scheduling request multiplexed with
the first HARQ-ACK may be associated with the pos-
itive scheduling request.
(Case 15) In the subframe associated with Case 15,
irrespective of which one of the first PUCCH re-
source configured to the first serving cell and the
second PUCCH resource configured to the second
serving cell is selected, the terminal device 1 may
not transmit the scheduling request by using the first
PUCCH resource configured to the first serving cell,
and PUCCH format 1, may not transmit the first
HARQ-ACK and the scheduling request by using the
given PUCCH format in the first serving cell, may not
transmit the scheduling request by using the second
PUCCH resource configured to the second serving
cell, and PUCCH format 1, and may transmit the sec-
ond PUSCH not including the transport block in the
second serving cell. The value of the scheduling re-
quest multiplexed with the first HARQ-ACK is asso-
ciated with the positive scheduling request.
(Case 16) The terminal device 1 selects one of the
first PUCCH resource configured to the first serving
cell and the second PUCCH resource configured to
the second serving cell.
(Case 16) In the case that the terminal device 1 se-
lects the first PUCCH resource configured to the first
serving cell from the first PUCCH resource config-
ured to the first serving cell and the second PUCCH
resource configured to the second serving cell, the
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terminal device 1, in a subframe associated with
Case 16, does not transmit a scheduling request by
using the first PUCCH resource configured to the
first serving cell, and PUCCH format 1, does not
transmit the first PUSCH not including the transport
block in the first serving cell, transmits the first
HARQ-ACK and the scheduling request by using the
given PUCCH format in the first serving cell, does
not transmit the scheduling request by using the sec-
ond PUCCH resource configured to the second serv-
ing cell, and PUCCH format 1, and transmits the sec-
ond PUSCH not including the transport block in the
second serving cell. The value of the scheduling re-
quest multiplexed with the first HARQ-ACK is asso-
ciated with the positive scheduling request.
(Case 16) In the case that the terminal device 1 se-
lects the second PUCCH resource configured to the
second serving cell from the first PUCCH resource
configured to the first serving cell and the second
PUCCH resource configured to the second serving
cell, the terminal device 1 does not transmit a sched-
uling request by using the first PUCCH resource con-
figured to the first serving cell, and PUCCH format
1 in the sub frame associated with Case 16, transmits
the first PUSCH not including the transport block in
the first serving cell, does not transmit the first
HARQ-ACK and the scheduling request by using the
given PUCCH format in the first serving cell, trans-
mits the scheduling request by using the second
PUCCH resource configured to the second serving
cell, and PUCCH format 1, and does not transmit the
second PUSCH not including the transport block in
the second serving cell. The first HARQ-ACK is in-
cluded in the first PUSCH.
(Case 17) In a subframe associated with Case 1, the
terminal device 1 transmits the scheduling request
by using the PUCCH resource configured to the first
serving cell, and PUCCH format 1, and transmits the
second HARQ-ACK without the scheduling request
by using the given PUCCH format in the second serv-
ing cell.
(Case 17) In the subframe associated with Case 17,
the terminal device 1 may not transmit the scheduling
request by using the PUCCH resource configured to
the first serving cell, and PUCCH format 1, and may
transmit the second HARQ-ACK and the scheduling
request by using the given PUCCH format in the sec-
ond serving cell. The value of the scheduling request
multiplexed with the second HARQ-ACK is associ-
ated with the positive scheduling request.
(Case 18) In a subframe associated with Case 18,
the terminal device 1 transmits the scheduling re-
quest by using the PUCCH resource configured to
the first serving cell, and PUCCH format 1, does not
transmit the first PUSCH not including the transport
block in the first serving cell, and transmits the sec-
ond HARQ-ACK without the scheduling request by
using the given PUCCH format in the second serving

cell.
(Case 18) In the subframe associated with Case 18,
the terminal device 1 may not transmit the scheduling
request by using the PUCCH resource configured to
the first serving cell, and PUCCH format 1, may
transmit the first PUSCH not including the transport
block in the first serving cell, and may transmit the
second HARQ-ACK and the scheduling request by
using the given PUCCH format in the second serving
cell. The value of the scheduling request multiplexed
with the second HARQ-ACK is associated with the
positive scheduling request.
(Case 19) In a subframe associated with Case 19,
the terminal device 1 does not transmit a scheduling
request by using the first PUCCH resource config-
ured to the first serving cell, and PUCCH format 1,
transmits the first HARQ-ACK and the scheduling
request by using the given PUCCH format in the first
serving cell, and transmits the second HARQ-ACK
without the scheduling request by using the given
PUCCH format in the second serving cell. The value
of the scheduling request multiplexed with the first
HARQ-ACK is associated with the positive schedul-
ing request.
(Case 19) In the subframe associated with Case 19,
the terminal device 1 may transmit the second
HARQ-ACK and the scheduling request by using the
given PUCCH format in the second serving cell. The
value of the scheduling request multiplexed with the
second HARQ-ACK may be associated with the pos-
itive scheduling request. Consequently, it is possible
to transmit the positive scheduling request robustly.
(Case 20) In a subframe associated with Case 20,
the terminal device 1 does not transmit a scheduling
request by using the first PUCCH resource config-
ured to the first serving cell, and PUCCH format 1,
does not transmit the first PUSCH not including the
transport block in the first serving cell, transmits the
first HARQ-ACK and the scheduling request by using
the given PUCCH format in the first serving cell, and
transmits the second HARQ-ACK without the sched-
uling request by using the given PUCCH format in
the second serving cell. The value of the scheduling
request multiplexed with the first HARQ-ACK is as-
sociated with the positive scheduling request.
(Case 20) In the subframe associated with Case 20,
the terminal device 1 may transmit the second
HARQ-ACK and the scheduling request by using the
given PUCCH format in the second serving cell. The
value of the scheduling request multiplexed with the
second HARQ-ACK may be associated with the pos-
itive scheduling request. Consequently, it is possible
to transmit the positive scheduling request robustly.
(Case 20) In the subframe associated with Case 20,
the terminal device 1 may not transmit the scheduling
request by using the first PUCCH resource config-
ured to the first serving cell, and PUCCH format 1,
may transmit the first PUSCH not including the trans-
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port block in the first serving cell, may not transmit
the first HARQ-ACK and the scheduling request by
using the given PUCCH format in the first serving
cell, and may transmit the second HARQ-ACK and
the scheduling request by using the given PUCCH
format in the second serving cell. The first HARQ-
ACK is included in the first PUSCH.
(Case 21) Description of Case 21 is omitted. By re-
placing the first serving cell in Case 7 and the second
serving cell in Case 7 with each other, Case 7 thus
replaced is the same as Case 21.
(Case 22) Description of Case 22 is omitted. By re-
placing the first serving cell in Case 15 and the sec-
ond serving cell in Case 15 with each other, Case
15 thus replaced is the same as Case 22.
(Case 23) The terminal device 1 selects one of the
first PUCCH resource configured to the first serving
cell and the second PUCCH resource configured to
the second serving cell.
(Case 23) In the case that the terminal device 1 se-
lects the first PUCCH resource configured to the first
serving cell from the first PUCCH resource config-
ured to the first serving cell and the second PUCCH
resource configured to the second serving cell, the
terminal device 1, in a subframe associated with
Case 23, does not transmit a scheduling request by
using the first PUCCH resource configured to the
first serving cell, and PUCCH format 1, transmits the
first HARQ-ACK and the scheduling request by using
the given PUCCH format in the first serving cell, does
not transmit the scheduling request by using the sec-
ond PUCCH resource configured to the second serv-
ing cell, and PUCCH format 1, and transmits the sec-
ond HARQ-ACK and the scheduling request by using
the given PUCCH format in the second serving cell.
The value of the scheduling request multiplexed with
the first HARQ-ACK is associated with the positive
scheduling request. The value of the scheduling re-
quest multiplexed with the second HARQ-ACK is as-
sociated with the negative scheduling request. The
value of the scheduling request multiplexed with the
second HARQ-ACK may be associated with the pos-
itive scheduling request.
(Case 23) In the case that the terminal device 1 se-
lects the second PUCCH resource configured to the
second serving cell from the first PUCCH resource
configured to the first serving cell and the second
PUCCH resource configured to the second serving
cell, the terminal device 1, in a subframe associated
with Case 23, does not transmit a scheduling request
by using the first PUCCH resource configured to the
first serving cell, and PUCCH format 1, transmits the
first HARQ-ACK and the scheduling request by using
the given PUCCH format in the first serving cell, does
not transmit the scheduling request by using the sec-
ond PUCCH resource configured to the second serv-
ing cell, and PUCCH format 1, and transmits the sec-
ond HARQ-ACK and the scheduling request by using

the given PUCCH format in the second serving cell.
The value of the scheduling request multiplexed with
the first HARQ-ACK is associated with the negative
scheduling request. The value of the scheduling re-
quest multiplexed with the second HARQ-ACK is as-
sociated with the positive scheduling request. The
value of the scheduling request multiplexed with the
first HARQ-ACK may be associated with the positive
scheduling request.
(Case 23) In a subframe associated with Case 23,
irrespective of which one of the first PUCCH re-
source configured to the first serving cell and the
second PUCCH resource configured to the second
serving cell is selected, the terminal device I may not
transmit the scheduling request by using the first
PUCCH resource in the first serving cell and PUCCH
format 1, may transmit the first HARQ-ACK and the
positive scheduling request by using the given
PUCCH format in the first serving cell, may not trans-
mit the scheduling request by using the second
PUCCH resource in the second serving cell and
PUCCH format 1, and may transmit the second
HARQ-ACK and the positive scheduling request by
using the given PUCCH format in the second serving
cell.
(Case 24) In the case that the terminal device 1 se-
lects one of the first PUCCH resource configured to
the first serving cell and the second PUCCH re-
source configured to the second serving cell, the first
PUCCH resource configured to the first serving cell
in which transmission of the first PUSCH not includ-
ing the transport block is performed and transmission
of the first HARQ-ACK by using the given PUCCH
format is performed may have a lower priority than
the second PUCCH resource configured to the sec-
ond serving cell in which transmission of the second
PUSCH not including the transport block is not per-
formed and transmission of the second HARQ-ACK
by using the given PUCCH format is performed, and
the terminal device 1 may select the second PUCCH
resource.
(Case 24) In the case that the terminal device 1 se-
lects the first PUCCH resource configured to the first
serving cell from the first PUCCH resource config-
ured to the first serving cell and the second PUCCH
resource configured to the second serving cell, the
terminal device 1, in a subframe associated with
Case 24, does not transmit a scheduling request by
using the first PUCCH resource configured to the
first serving cell, and PUCCH format 1, does not
transmit the first PUSCH not including the transport
block in the first serving cell, transmits the first
HARQ-ACK and the scheduling request by using the
given PUCCH format in the first serving cell, does
not transmit the scheduling request by using the sec-
ond PUCCH resource configured to the second serv-
ing cell, and PUCCH format 1, and transmits the sec-
ond HARQ-ACK and the scheduling request by using
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the given PUCCH format in the second serving cell.
The value of the scheduling request multiplexed with
the first HARQ-ACK is associated with the positive
scheduling request. The value of the scheduling re-
quest multiplexed with the second HARQ-ACK is as-
sociated with the negative scheduling request. The
value of the scheduling request multiplexed with the
second HARQ-ACK may be associated with the pos-
itive scheduling request.
(Case 24) In the case that the terminal device 1 se-
lects the second PUCCH resource configured to the
second serving cell from the first PUCCH resource
configured to the first serving cell and the second
PUCCH resource configured to the second serving
cell, the terminal device 1, in a subframe associated
with Case 24, does not transmit a scheduling request
by using the first PUCCH resource configured to the
first serving cell, and PUCCH format 1, transmits the
first PUSCH not including the transport block in the
first serving cell, does not transmit the first HARQ-
ACK and the scheduling request by using the given
PUCCH format in the first serving cell, does not trans-
mit the scheduling request by using the second
PUCCH resource configured to the second serving
cell, and PUCCH format 1, and transmits the second
HARQ-ACK and the scheduling request by using the
given PUCCH format in the second serving cell. The
first HARQ-ACK is included in the first PUSCH. The
value of the scheduling request multiplexed with the
second HARQ-ACK is associated with the positive
scheduling request.
(Case 24) In the subframe associated with Case 24,
irrespective of which one of the first PUCCH re-
source configured to the first serving cell and the
second PUCCH resource configured to the second
serving cell is selected, the terminal device 1 may
not transmit the scheduling request by using the first
PUCCH resource configured to the first serving cell,
and PUCCH format 1, may transmit the first PUSCH
not including the transport block in the first serving
cell, may not transmit the first HARQ-ACK and the
scheduling request by using the given PUCCH for-
mat in the first serving cell, may not transmit the
scheduling request by using the second PUCCH re-
source configured to the second serving cell, and
PUCCH format 1, and may transmit the second
HARQ-ACK and the scheduling request by using the
given PUCCH format in the second serving cell. The
first HARQ-ACK is included in the first PUSCH. The
value of the scheduling request multiplexed with the
second HARQ-ACK is associated with the positive
scheduling request.
(Case 25) In a subframe associated with Case 25,
the terminal device 1 transmits a scheduling request
by using the first PUCCH resource configured to the
first serving cell, and PUCCH format 1, transmits the
second PUSCH not including the transport block in
the second serving cell, and does not transmit the

second HARQ-ACK and the scheduling request by
using the given PUCCH format in the second serving
cell. The second HARQ-ACK is included in the sec-
ond PUSCH.
(Case 25) In the subframe associated with Case 25,
the terminal device 1 may not transmit the scheduling
request by using the first PUCCH resource config-
ured to the first serving cell, and PUCCH format 1,
may not transmit the second PUSCH not including
the transport block in the second serving cell, and
may transmit the second HARQ-ACK and the sched-
uling request by using the given PUCCH format in
the second serving cell. The value of the scheduling
request multiplexed with the second HARQ-ACK is
associated with the positive scheduling request.
(Case 26) In a subframe associated with Case 26,
the terminal device 1 transmits a scheduling request
by using the first PUCCH resource configured to the
first serving cell, and PUCCH format 1, does not
transmit the first PUSCH not including the transport
block in the first serving cell, transmits the second
PUSCH not including the transport block in the sec-
ond serving cell, and does not transmit the second
HARQ-ACK and the scheduling request by using the
given PUCCH format in the second serving cell. The
second HARQ-ACK is included in the second
PUSCH.
(Case 26) In the subframe associated with Case 26,
the terminal device 1 may not transmit the scheduling
request by using the first PUCCH resource config-
ured to the first serving cell, and PUCCH format 1,
may transmit the first PUSCH not including the trans-
port block in the first serving cell, may not transmit
the second PUSCH not including the transport block
in the second serving cell, and may transmit the sec-
ond HARQ-ACK and the scheduling request by using
the given PUCCH format in the second serving cell.
The value of the scheduling request multiplexed with
the second HARQ-ACK is associated with the pos-
itive scheduling request.
(Case 27) In a subframe associated with Case 27,
the terminal device 1 does not transmit a scheduling
request by using the first PUCCH resource config-
ured to the first serving cell, and PUCCH format 1,
transmits the first HARQ-ACK and the scheduling
request by using the given PUCCH format in the first
serving cell, transmits the second PUSCH not includ-
ing the transport block in the second serving cell,
and does not transmit the second HARQ-ACK and
the scheduling request by using the given PUCCH
format in the second serving cell. The value of the
scheduling request multiplexed with the first HARQ-
ACK is associated with the positive scheduling re-
quest. The second HARQ-ACK is included in the
second PUSCH.
(Case 28) In a subframe associated with Case 28,
the terminal device 1 does not transmit a scheduling
request by using the first PUCCH resource config-
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ured to the first serving cell, and PUCCH format 1,
does not transmit the first PUSCH not including the
transport block in the first serving cell, transmits the
first HARQ-ACK and the scheduling request by using
the given PUCCH format in the first serving cell,
transmits the second PUSCH not including the trans-
port block in the second serving cell, and does not
transmit the second HARQ-ACK and the scheduling
request by using the given PUCCH format in the sec-
ond serving cell. The value of the scheduling request
multiplexed with the first HARQ-ACK is associated
with the positive scheduling request. The second
HARQ-ACK is included in the second PUSCH.
(Case 28) In the subframe associated with Case 28,
the terminal device 1 may not transmit the scheduling
request by using the first PUCCH resource config-
ured to the first serving cell, and PUCCH format 1,
may transmit the first PUSCH not including the trans-
port block in the first serving cell, may not transmit
the first HARQ-ACK and the scheduling request by
using the given PUCCH format in the first serving
cell, may not transmit the second PUSCH not includ-
ing the transport block in the second serving cell,
and may transmit the second HARQ-ACK and the
scheduling request by using the given PUCCH for-
mat in the second serving cell. In this regard, the first
HARQ-ACK is included in the first PUSCH. The value
of the scheduling request multiplexed with the sec-
ond HARQ-ACK is associated with the positive
scheduling request.
(Case 29) Description of Case 29 is omitted. By re-
placing the first serving cell in Case 8 and the second
serving cell in Case 8 with each other, Case 8 thus
replaced is the same as Case 29.
(Case 30) Description of Case 30 is omitted. By re-
placing the first serving cell in Case 16 and the sec-
ond serving cell in Case 16 with each other, Case
16 thus replaced is the same as Case 30.
(Case 31) Description of Case 31 is omitted. By re-
placing the first serving cell in Case 24 and the sec-
ond serving cell in Case 24 with each other, Case
24 thus replaced is the same as Case 31.
(Case 32) The terminal device 1 selects one of the
first PUCCH resource configured to the first serving
cell and the second PUCCH resource configured to
the second serving cell.
(Case 32) In the case that the terminal device 1 se-
lects the first PUCCH resource configured to the first
serving cell from the first PUCCH resource config-
ured to the first serving cell and the second PUCCH
resource configured to the second serving cell, the
terminal device 1, in a subframe associated with
Case 32, does not transmit a scheduling request by
using the first PUCCH resource configured to the
first serving cell, and PUCCH format 1, does not
transmit the first PUSCH not including the transport
block in the first serving cell, transmits the first
HARQ-ACK and the scheduling request by using the

given PUCCH format in the first serving cell, does
not transmit the scheduling request by using the sec-
ond PUCCH resource configured to the second serv-
ing cell, and PUCCH format 1, transmits the second
PUSCH not including the transport block in the sec-
ond serving cell, and does not transmit the second
HARQ-ACK and the scheduling request by using the
given PUCCH format in the second serving cell. The
value of the scheduling request multiplexed with the
first HARQ-ACK is associated with the positive
scheduling request. The second HARQ-ACK is in-
cluded in the second PUSCH.
(Case 32) In the case that the terminal device 1 se-
lects the second PUCCH resource configured to the
second serving cell from the first PUCCH resource
configured to the first serving cell and the second
PUCCH resource configured to the second serving
cell, the terminal device 1, in the subframe associ-
ated with Case 32, does not transmit a scheduling
request by using the first PUCCH resource config-
ured to the first serving cell, and PUCCH format 1,
transmits the first PUSCH not including the transport
block in the first serving cell, does not transmit the
first HARQ-ACK and the scheduling request by using
the given PUCCH format in the first serving cell, does
not transmit the scheduling request by using the sec-
ond PUCCH resource configured to the second serv-
ing cell, and PUCCH format 1, does not transmit the
second PUSCH not including the transport block in
the second serving cell, and transmits the second
HARQ-ACK and the scheduling request by using the
given PUCCH format in the second serving cell. The
value of the scheduling request multiplexed with the
second HARQ-ACK is associated with the positive
scheduling request. In this regard, the first HARQ-
ACK is included in the first PUSCH.

[0123] In a case that the higher layer parameter (si-
multaneousPUCCH-PUSCH) is configured to one of the
first serving cell and the second serving cell, and the high-
er layer parameter (simultaneousPUCCH-PUSCH) is not
configured to the other one of the first serving cell and
the second serving cell, the terminal device 1, in each
subframe associated with part of cases in which remain-
ders obtained by dividing the case numbers by 8 are {0,
5, 6, 7} among Case 1 to Case 32 in FIG. 5, may select
a PUCCH format 1 resource of one of the first serving
cell and the second serving cell.
[0124] In a case that, for example, the higher layer pa-
rameter (simultaneousPUCCH-PUSCH) is configured to
the first serving cell in Cases 14, 16, 30 and 32, the higher
layer parameter (simultaneousPUCCH-PUSCH) is not
configured to the second serving cell, and the terminal
device 1 selects one of the first PUCCH resource con-
figured to the first serving cell and the second PUCCH
resource configured to the second serving cell, the sec-
ond PUCCH resource may have a lower priority than the
first PUCCH resource, and the terminal device 1 may
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select the first PUCCH resource.
[0125] In a case that, for example, the higher layer pa-
rameter (simultaneousPUCCH-PUSCH) is not config-
ured to the first serving cell in Cases 14, 16, 30 and 32,
the higher layer parameter (simultaneousPUCCH-
PUSCH) is configured to the second serving cell, and the
terminal device 1 selects one of the first PUCCH resource
configured to the first serving cell and the second PUCCH
resource configured to the second serving cell, the first
PUCCH resource may have a lower priority than the sec-
ond PUCCH resource, and the terminal device 1 may
select the second PUCCH resource.
[0126] The terminal device 1 may select one of the first
PUCCH resource and the second PUCCH resource in a
subframe based on (i) whether the value of the estimated
transmit power for the uplink transmission reaches the
value of the maximum transmit power, (ii) whether the
first PUCCH resource or the second PUCCH resource
is included in a serving cell for performing transmission
of the PUSCH not including the transport block, (iii)
whether the first PUCCH resource or the second PUCCH
resource is included in a serving cell in which transmis-
sion of a HARQ-ACK by using the given PUCCH format
is performed, (iv) whether the higher layer parameter (si-
multaneousPUCCH-PUSCH) is configured to the first
serving cell, and/or (v) whether the higher layer param-
eter (simultaneousPUCCH-PUSCH) is configured to the
second serving cell.
[0127] In a case that the higher layer parameter (si-
multaneousPUCCH-PUSCH) is not configured to the first
serving cell in the subframe associated with Case 14, the
higher layer parameter (simultaneousPUCCH-PUSCH)
is configured to the second serving cell, and the first
PUCCH resource configured to the first serving cell is
selected from the first PUCCH resource configured to
the first serving cell and the second PUCCH resource
configured to the second serving cell, the terminal device
1, in the subframe associated with Case 14, transmits a
scheduling request by using the first PUCCH resource
configured to the first serving cell, and PUCCH format 1,
transmits the first PUSCH not including the transport
block in the first serving cell, does not transmit the sched-
uling request by using the second PUCCH resource con-
figured to the second serving cell, and PUCCH format 1,
and transmits the second PUSCH not including the trans-
port block in the second serving cell.
[0128] In a case that, for example, the higher layer pa-
rameter (simultaneousPUCCH-PUSCH) is not config-
ured to the first serving cell in the subframe associated
with Case 14, the higher layer parameter (simultaneous-
PUCCH-PUSCH) is configured to the second serving
cell, and the second PUCCH resource configured to the
second serving cell is selected from the first PUCCH re-
source configured to the first serving cell and the second
PUCCH resource configured to the second serving cell,
the terminal device 1, in the subframe associated with
Case 14, does not transmit a scheduling request by using
the first PUCCH resource configured to the first serving

cell, and PUCCH format 1, transmits the first PUSCH not
including the transport block in the first serving cell, trans-
mits the scheduling request by using the second PUCCH
resource configured to the second serving cell, and
PUCCH format 1, and does not transmit the second
PUSCH not including the transport block in the second
serving cell.
[0129] In FIG. 5, transmission of the first PUSCH not
including the transport block (UL-SCH) in the first serving
cell may be replaced with transmission of the first PUSCH
not including the transport block in one of the serving
cells included in the PUCCH cell group to which the first
serving cell belongs. In FIG. 5, transmission of the second
PUSCH not including the transport block (UL-SCH) in
the second serving cell may be replaced with transmis-
sion of the second PUSCH not including the transport
block in one of the serving cells included in the PUCCH
cell group to which the second serving cell belongs.
[0130] In FIG. 5, one of the first serving cell and the
second serving cell is the primary cell, and the other one
of the first serving cell and the second serving cell is the
primary secondary cell.
[0131] The terminal device 1 may switch processing
based on which one of the first serving cell and the second
serving cell is the primary secondary cell.
[0132] Dual connectivity is a technique that the termi-
nal device 1 simultaneously communicates with a master
base station 3 (master eNB) and a secondary base sta-
tion device 3 (secondary eNB). The primary cell is asso-
ciated with the mater base station device 3. The primary
secondary cell is associated with the secondary base
station device 3. The primary secondary cell is a cell
which supports transmission of PUCCHs and the con-
tention based random access procedure.
[0133] A configuration of devices according to the
present embodiment will be described below.
[0134] FIG. 6 is a schematic block diagram illustrating
a configuration of the terminal device 1 according to the
present embodiment. As illustrated in FIG. 6, the terminal
device 1 is configured to include a radio transmission
and/or reception unit 10 and a higher layer processing
unit 14. The radio transmission and/or reception unit 10
is configured to include an antenna unit 11, a Radio Fre-
quency (RF) unit 12, and a baseband unit 13. The higher
layer processing unit 14 is configured to include a medi-
um access control layer processing unit 15, a radio re-
source control layer processing unit 16 and a selection
unit 17. The radio transmission and/or reception unit 10
is also referred to as a transmission unit, a reception unit
or a physical layer processing unit.
[0135] The higher layer processing unit 14 outputs up-
link data (transport block) generated by a user operation
or the like, to the radio transmission and/or reception unit
10. The higher layer processing unit 14 performs
processing of the Medium Access Control (MAC) layer,
the Packet Data Convergence Protocol (PDCP) layer,
the Radio Link Control (RLC) layer, and the Radio Re-
source Control (RRC) layer.
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[0136] The medium access control layer processing
unit 15 included in the higher layer processing unit 14
performs processing of a medium access control layer.
The medium access control layer processing unit 15 con-
trols transmission of a scheduling request based on var-
ious configuration information/parameters managed by
the radio resource control layer processing unit 16.
[0137] The radio resource control layer processing unit
16 included in the higher layer processing unit 14 per-
forms processing of a radio resource control layer. The
radio resource control layer processing unit 16 manages
the various configuration information/parameters of the
terminal device 1 itself. The radio resource control layer
processing unit 16 sets the various configuration infor-
mation/parameters in accordance with a higher layer sig-
naling received from the base station device 3. Specifi-
cally, the radio resource control layer processing unit 16
sets the various configuration information/parameters in
accordance with the information indicating the various
configuration information/parameters received from the
base station device 3.
[0138] The selection unit 17 included in the higher layer
processing unit 14 selects the PUCCH format 1 resource
for the scheduling request. The selection unit 17 selects
one or multiple PUCCH format 1 resources from the mul-
tiple PUCCH format 1 resources configured to a specific
subframe. The selection unit 17 and a function of the
selection unit 17 may be included in the radio transmis-
sion and/or reception unit 10 or the medium access con-
trol layer processing unit 15.
[0139] The radio transmission and/or reception unit 10
performs processing of the physical layer, such as mod-
ulation, demodulation, coding, and decoding. The radio
transmission and/or reception unit 10 demultiplexes, de-
modulates, and decodes a signal received from the base
station device 3, and outputs the information resulting
from the decoding to the higher layer processing unit 14.
The radio transmission and/or reception unit 10 modu-
lates and codes data to generate a transmit signal, and
transmits the transmit signal to the base station device 3.
[0140] The RF unit 12 converts (down-converts) a sig-
nal received through the antenna unit 11 into a baseband
signal by orthogonal demodulation and removes unnec-
essary frequency components. The RF unit 12 outputs
the processed analog signal to the baseband unit.
[0141] The baseband unit 13 converts the analog sig-
nal input from the RF unit 12 into a digital signal. The
baseband unit 13 removes a portion corresponding to a
Cyclic Prefix (CP) from the digital signal resulting from
the conversion, performs Fast Fourier Transform (FFT)
on the signal from which the CP has been removed, and
extracts a signal in the frequency domain.
[0142] The baseband unit 13 performs Inverse Fast
Fourier Transform (IFFT) on data, generates an SC-FD-
MA symbol, attaches a CP to the generated SC-FDMA
symbol, generates a baseband digital signal, and con-
verts the baseband digital signal into an analog signal.
The baseband unit 13 outputs the analog signal resulting

from the conversion, to the RF unit 12.
[0143] The RF unit 12 removes unnecessary frequen-
cy components from the analog signal input from the
baseband unit 13 using a low-pass filter, up-converts the
analog signal into a signal of a carrier frequency, and
transmits the final result via the antenna unit 11. Further-
more, the RF unit 12 amplifies power. Furthermore, the
RF unit 12 may have a function of controlling transmit
power. The RF unit 12 is also referred to as a "transmit
power control unit".
[0144] FIG. 7 is a schematic block diagram illustrating
a configuration of the base station device 3 according to
the present embodiment. As illustrated in FIG. 7, the base
station device 3 is configured to include a radio transmis-
sion and/or reception unit 30 and a higher layer process-
ing unit 34. The radio transmission and/or reception unit
30 is configured to include an antenna unit 31, an RF unit
32, and a baseband unit 33. The higher layer processing
unit 34 is configured to include a medium access control
layer processing unit 35 and a radio resource control lay-
er processing unit 36. The radio transmission and/or re-
ception unit 30 is also referred to as a transmission unit,
a reception unit or a physical layer processing unit.
[0145] The higher layer processing unit 34 performs
processing of the Medium Access Control (MAC) layer,
the Packet Data Convergence Protocol (PDCP) layer,
the Radio Link Control (RLC) layer, and the Radio Re-
source Control (RRC) layer.
[0146] The medium access control layer processing
unit 35 included in the higher layer processing unit 34
performs processing of the medium access control layer.
The medium access control layer processing unit 35 per-
forms processing associated with a scheduling request
based on various configuration information/parameters
managed by the radio resource control layer processing
unit 36.
[0147] The radio resource control layer processing unit
36 included in the higher layer processing unit 34 proc-
esses the radio resource control layer. The radio re-
source control layer processing unit 36 generates, or ac-
quires from a higher node, downlink data (transport
block) arranged on a physical downlink shared channel,
system information, an RRC message, a MAC Control
Element (CE), and the like, and outputs the generated
or acquired data to the radio transmission and/or recep-
tion unit 30. Furthermore, the radio resource control layer
processing unit 36 manages various configuration infor-
mation/parameters for each of the terminal devices 1.
The radio resource control layer processing unit 36 may
set various configuration information/parameters for
each of the terminal devices 1 via the higher layer sign-
aling. In other words, the radio resource control layer
processing unit 36 transmits/broadcasts information in-
dicating various configuration information/parameters.
[0148] The functionality of the radio transmission
and/or reception unit 30 is similar to that of the radio trans-
mission and/or reception unit 10, and hence description
thereof is omitted.
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[0149] Various aspects of the terminal device accord-
ing to the present embodiment will be described below.

(1) According to a first aspect of the present embod-
iment, the terminal device 1 includes: the selection
unit 17 configured to select a physical uplink control
channel resource used to transmit a scheduling re-
quest, from a first physical uplink control channel re-
source in a first subframe on a first serving cell, and
a second physical uplink control channel resource
in the first subframe on a second serving cell; the
transmission unit 10 configured to transmit the
scheduling request by using the physical uplink con-
trol channel resource that has been selected and a
physical uplink control channel format 1 in the first
subframe; and the medium access control layer
processing unit 15 configured to instruct the trans-
mission unit to transmit the scheduling request in the
first subframe. In a case that a first physical uplink
shared channel not including a transport block of the
first serving cell in the first subframe is transmitted,
and a second physical uplink shared channel not in-
cluding a transport block of the second serving cell
in the first subframe is not transmitted, the second
physical uplink control channel resource in the first
subframe on the second serving cell is selected as
a physical uplink control channel resource used to
transmit the scheduling request.
(2) According to the first aspect of the present em-
bodiment, in a case that the first physical uplink
shared channel not including the transport block in
the first subframe on the first serving cell is transmit-
ted, and the second physical uplink shared channel
not including the transport block in the first subframe
on the second serving cell is transmitted, one of the
first physical uplink control channel resource and the
second physical uplink control channel resource is
selected as a physical uplink control channel used
to transmit the scheduling request, and transmission
of a physical uplink shared channel not including the
transport block in a serving cell including a physical
uplink control channel resource used to transmit the
scheduling request in the first subframe is dropped.
(3) According to a second aspect of the present em-
bodiment, the terminal device 1 includes: the selec-
tion unit 17 configured to select a physical uplink
control channel resource used to transmit a sched-
uling request, from a first physical uplink control
channel resource on a first serving cell in a first sub-
frame and a second physical uplink control channel
resource on a second serving cell in the first sub-
frame; the transmission unit 10 configured to, in a
case that neither transmission of a first Hybrid Auto-
matic Repeat reQuest ACKnowledgement (HARQ-
ACK) which uses a given physical uplink control
channel format on the first serving cell nor transmis-
sion of a second HARQ-ACK which uses the given
physical uplink control channel format in the second

serving cell takes place in the first subframe, transmit
the scheduling request by using the physical uplink
control channel resource that has been selected and
a physical uplink control channel format 1; and the
medium access control layer processing unit 15 con-
figured to instruct the transmission unit to transmit
the scheduling request in the first subframe. In a case
that transmission of the first HARQ-ACK which uses
the given physical uplink control channel format on
the first serving cell, and transmission of the second
HARQ-ACK which uses the given physical uplink
control channel format on the second serving cell
take place in the first subframe, the scheduling re-
quest is multiplexed with the first HARQ-ACK trans-
mitted by using the given physical uplink control
channel format in the first subframe on the first serv-
ing cell, and the second HARQ-ACK transmitted by
using the given physical uplink control channel for-
mat in the first subframe on the second serving cell.
(4) According to the second aspect of the present
embodiment, the scheduling request multiplexed
with the first HARQ-ACK and the scheduling request
multiplexed with the second HARQ-ACK are set to
the same value. In this regard, the same value is
associated with a positive scheduling request.
(5) According to the second aspect of the present
embodiment, in a case that the transmission of the
first HARQ-ACK which uses the given physical uplink
control channel format on the first serving cell, and
the transmission of the second HARQ-ACK which
uses the given physical uplink control channel format
in the second serving cell take place in the first sub-
frame, the transmission of the scheduling request
which uses the selected physical uplink control chan-
nel resource and physical uplink control channel for-
mat 1 in the first subframe is dropped.
(6) According to the second aspect of the present
embodiment, the selection unit 17 selects the first
physical uplink control channel resource in the first
serving cell as a physical uplink control channel re-
source in the first subframe used to transmit a sched-
uling request in the first subframe, and in a case that
the transmission of the first HARQ-ACK which uses
the given physical uplink control channel format in
the first subframe on the first serving cell does not
take place in the first subframe, and the transmission
of the second HARQ-ACK which uses the given
physical uplink control channel format on the second
serving cell takes place, the scheduling request is
multiplexed with the second HARQ-ACK transmitted
by using the given physical uplink control channel
format in the first subframe on the second serving
cell, and the transmission of the scheduling request
which uses the selected first physical uplink control
channel resource in the first subframe and physical
uplink control channel format 1 in the first serving
cell is dropped.
(7) According to the second aspect of the present
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embodiment, one of the first serving cell and the sec-
ond serving cell is a primary cell, and the other one
of the first serving cell and the second serving cell
is a secondary cell which is not the primary second-
ary cell.
(8) According to a third aspect of the present em-
bodiment, the terminal device 1 includes: the recep-
tion unit 10 configured to receive information indicat-
ing a first physical uplink control channel resource
on a first serving cell and information indicating a
second physical uplink control channel resource on
a second serving cell; the transmission unit 10 con-
figured to, in a case that transmission of a Hybrid
Automatic Repeat reQuest ACKnowledgement
(HARQ-ACK) which uses a given physical uplink
control channel format does not take place in a first
subframe, transmit the scheduling request by using
one or both of the first physical uplink control channel
resource and the second physical uplink control
channel resource; and the medium access control
layer processing unit 15 configured to instruct the
transmission unit to transmit the scheduling request
in the first subframe. Here, the first serving cell can
be a primary cell. In a case that the first physical
uplink control channel resource on the first serving
cell is selected as a physical uplink control channel
resource used to transmit the scheduling request in
the first subframe, and the transmission of the
HARQ-ACK which uses the given physical uplink
control channel format on the second serving cell
takes place in the first subframe, whether the sched-
uling request is multiplexed with the HARQ-ACK
transmitted by using the given physical uplink control
channel format on the second serving cell in the first
subframe is based on whether the second serving
cell is a primary secondary cell.
(9) According to the third aspect of the present em-
bodiment, in a case that the first physical uplink con-
trol channel resource on the first serving cell is se-
lected as a physical uplink control channel resource
used to transmit the scheduling request in the first
subframe, the transmission of the HARQ-ACK which
uses the given physical uplink control channel format
on the second serving cell takes place in the first
subframe, and the second serving cell is a primary
secondary cell, the scheduling request is not multi-
plexed with the HARQ-ACK transmitted by using the
given physical uplink control channel format on the
second serving cell in the first subframe, and is trans-
mitted in the first subframe on the first serving cell.
In a case that the first physical uplink control channel
resource on the first serving cell is selected as a
physical uplink control channel resource used to
transmit the scheduling request in the first subframe,
the transmission of the HARQ-ACK which uses the
given physical uplink control channel format on the
second serving cell takes place in the first subframe,
and the second serving cell is not a primary second-

ary cell, the scheduling request is multiplexed with
the HARQ-ACK transmitted by using the given phys-
ical uplink control channel format in the first subframe
on the second serving cell, and is not transmitted by
using the selected first physical uplink control chan-
nel resource in the first subframe on the first serving
cell and the physical uplink control channel format 1.

[0150] Consequently, the terminal device 1 can effi-
ciently communicate with the base station device 3 by
using multiple cells.
[0151] A program running on each of the base station
device 3 and the terminal device 1 according to the
present invention may be a program that controls a Cen-
tral Processing Unit (CPU) and the like (a program for
causing a computer to operate) in such a manner as to
realize the functions according to the above-described
embodiments of the present invention. The information
handled in these devices is temporarily stored in a Ran-
dom Access Memory (RAM) while being processed.
Thereafter, the information is stored in various types of
Read Only Memory (ROM) such as a Flash ROM and a
Hard Disk Drive (HDD) and when necessary, is read by
the CPU to be modified or rewritten.
[0152] Moreover, the terminal device 1 and the base
station device 3 according to the above-described em-
bodiments may be partially realized by the computer.
This configuration may be realized by recording a pro-
gram for realizing such control functions on a computer-
readable medium and causing a computer system to read
the program recorded on the recording medium for exe-
cution.
[0153] The "computer system" refers to a computer
system built into the terminal device 1 or the base station
device 3, and the computer system includes an OS and
hardware components such as a peripheral device. Fur-
thermore, the "computer-readable recording medium" re-
fers to a portable medium such as a flexible disk, a mag-
neto-optical disk, a ROM, and a CD-ROM, and a storage
device such as a hard disk built into the computer system.
[0154] Moreover, the "computer-readable recording
medium" may include a medium that dynamically retains
the program for a short period of time, such as a com-
munication line that is used to transmit the program over
a network such as the Internet or over a communication
circuit such as a telephone circuit, and a medium that
retains, in that case, the program for a fixed period of
time, such as a volatile memory within the computer sys-
tem which functions as a server or a client. Furthermore,
the program may be configured to realize some of the
functions described above, and also may be configured
to be capable of realizing the functions described above
in combination with a program already recorded in the
computer system.
[0155] Furthermore, the base station device 3 accord-
ing to the above-described embodiments can be realized
as an aggregation (a device group) constituted of multiple
devices. Devices constituting the device group may be
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each equipped with some or all portions of each function
or each functional block of the base station device 3 ac-
cording to the above-described embodiments. It is only
required that the device group itself include general func-
tions or general functional blocks of the base station de-
vice 3. Furthermore, the terminal device 1 according to
the above-described embodiments can also communi-
cate with the base station device as the aggregation.
[0156] Furthermore, the base station device 3 accord-
ing to the above-described embodiments may be an
Evolved Universal Terrestrial Radio Access Network
(EUTRAN). Furthermore, the base station device 3 ac-
cording to the above-described embodiments may have
some or all portions of the function of a node higher than
an eNodeB.
[0157] Furthermore, some or all portions of each of the
terminal device 1 and the base station device 3 according
to the above-described embodiments may be realized
as an LSI that is a typical integrated circuit or may be
realized as a chip set. The functional blocks of each of
the terminal device 1 and the base station device 3 may
be individually realized as a chip, or some or all of the
functional blocks may be integrated into a chip. Further-
more, the circuit integration technique is not limited to
the LSI, and the integrated circuit may be realized with
a dedicated circuit or a general-purpose processor. Fur-
thermore, in a case where with advances in semiconduc-
tor technology, a circuit integration technology with which
an LSI is replaced appears, it is also possible to use an
integrated circuit based on the technology.
[0158] Furthermore, according to the above-described
embodiment, the terminal device is described as one ex-
ample of a communication device, but the present inven-
tion is not limited to this, and can be applied to a fixed-
type or a stationary-type electronic apparatus installed
indoors or outdoors, for example, a terminal device or a
communication device, such as an audio-video (AV) ap-
paratus, a kitchen apparatus, a cleaning or washing ma-
chine, an air-conditioning apparatus, office equipment, a
vending machine, an automobile, a bicycle, and other
household apparatuses.
[0159] The embodiments of the present invention have
been described in detail above referring to the drawings,
but the specific configuration is not limited to the embod-
iments and includes, for example, an amendment to a
design that falls within the scope that does not depart
from the gist of the present invention. Furthermore, var-
ious modifications are possible within the scope of the
present invention defined by claims, and embodiments
that are made by suitably combining technical means
disclosed according to the different embodiments are al-
so included in the technical scope of the present inven-
tion. Furthermore, a configuration in which a constituent
element that achieves the same effect is substituted for
the one that is described according to the embodiments
is also included in the technical scope of the present in-
vention.

DESCRIPTION OF REFERENCE NUMERALS

[0160]

1 (1A, 1B, 1C) Terminal device
3 Base station device
10 Radio transmission and/or reception unit
11 Antenna unit
12 RF unit
13 Baseband unit
14 Higher layer processing unit
15 Medium access control layer processing unit
16 Radio resource control layer processing unit
17 Selection unit
30 Radio transmission and/or reception unit
31 Antenna unit
32 RF unit
33 Baseband unit
34 Higher layer processing unit
35 Medium access control layer processing unit
36 Radio resource control layer processing unit

Claims

1. A terminal device comprising:

a selection unit configured to select a physical
uplink control channel resource used to transmit
a scheduling request, from a first physical uplink
control channel resource on a first serving cell
in a first subframe and a second physical uplink
control channel resource on a second serving
cell in the first subframe; and
a transmission unit configured to transmit the
scheduling request by using the physical uplink
control channel resource that has been selected
and a physical uplink control channel format 1,
in a case that neither transmission of a first Hy-
brid Automatic Repeat reQuest ACKnowledge-
ment (HARQ-ACK) using a given physical uplink
control channel format on the first serving cell
nor transmission of a second HARQ-ACK using
the given physical uplink control channel format
on the second serving cell takes place in the first
subframe, wherein
in a case that the transmission of the first HARQ-
ACK using the given physical uplink control
channel format on the first serving cell and the
transmission of the second HARQ-ACK using
the given physical uplink control channel format
on the second serving cell take place in the first
subframe, the scheduling request is multiplexed
with each of the first HARQ-ACK transmitted by
using the given physical uplink control channel
format in the first subframe on the first serving
cell and the second HARQ-ACK transmitted by
using the given physical uplink control channel
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format in the first subframe on the second serv-
ing cell.

2. The terminal device according to claim 1 or 2, where-
in
in the case that the transmission of the first HARQ-
ACK using the given physical uplink control channel
format on the first serving cell and the transmission
of the second HARQ-ACK using the given physical
uplink control channel format on the second serving
cell take place in the first subframe,
the transmission of the scheduling request using the
physical uplink control channel format 1 in the first
subframe is dropped.

3. The terminal device according to claim 1, wherein
one of the first serving cell or the second serving cell
is a primary cell, and the other one of the first serving
cell or the second serving cell is a secondary cell
that is not a primary secondary cell.

4. A communication method to be used by a terminal
device, the communication method comprising:

selecting a physical uplink control channel re-
source used to transmit a scheduling request,
from a first physical uplink control channel re-
source on a first serving cell in a first subframe
and a second physical uplink control channel
resource on a second serving cell in the first sub-
frame; and
transmitting the scheduling request by using the
physical uplink control channel resource that
has been selected and a physical uplink control
channel format 1, in a case that neither trans-
mission of a first Hybrid Automatic Repeat re-
Quest ACKnowledgement (HARQ-ACK) using
a given physical uplink control channel format
on the first serving cell nor transmission of a sec-
ond HARQ-ACK using the given physical uplink
control channel format on the second serving
cell takes place in the first subframe, wherein
in a case that the transmission of the first HARQ-
ACK using the given physical uplink control
channel format on the first serving cell and the
transmission of the second HARQ-ACK using
the given physical uplink control channel format
on the second serving cell take place in the first
subframe, the scheduling request is multiplexed
with each of the first HARQ-ACK transmitted by
using the given physical uplink control channel
format in the first subframe on the first serving
cell and the second HARQ-ACK transmitted by
using the given physical uplink control channel
format in the first subframe on the second serv-
ing cell.

5. An integrated circuit to be implemented in a terminal

device, the integrated circuit comprising:

a selection circuit configured to select a physical
uplink control channel resource used to transmit
a scheduling request, from a first physical uplink
control channel resource on a first serving cell
in a first subframe and a second physical uplink
control channel resource on a second serving
cell in the first subframe; and
a transmission circuit configured to transmit the
scheduling request by using the physical uplink
control channel resource that has been selected
and a physical uplink control channel format 1,
in a case that neither transmission of a first Hy-
brid Automatic Repeat reQuest ACKnowledge-
ment (HARQ-ACK) using a given physical uplink
control channel format on the first serving cell
nor transmission of a second HARQ-ACK using
the given physical uplink control channel format
on the second serving cell takes place in the first
subframe, wherein
in a case that the transmission of the first HARQ-
ACK using the given physical uplink control
channel format on the first serving cell and the
transmission of the second HARQ-ACK using
the given physical uplink control channel format
on the second serving cell take place in the first
subframe, and the scheduling request is multi-
plexed with each of the first HARQ-ACK trans-
mitted by using the given physical uplink control
channel format in the first subframe on the first
serving cell and the second HARQ-ACK trans-
mitted by using the given physical uplink control
channel format in the first subframe on the sec-
ond serving cell.
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