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(54) VALVE STRUCTURE FOR BUFFER

(57) A valve structure of a shock absorber 100 in-
cludes a piston 3 to which a first communication passage
3a and a second communication passage 3b are provid-
ed, and a load application member 42 that applies an
initial load to a first leaf valve 41. The initial load is applied
to the first leaf valve 41 within a range between the inside
in the radial direction from a first seat part 3f and the
outside in the radial direction from an abutting part 3e of
the piston 3, the first seat part 3f being positioned on the
outside in the radial direction of the first communication
passage 3a.
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Description

TECHNICAL FIELD

[0001] The present invention relates to a valve struc-
ture of a shock absorber.

BACKGROUND ART

[0002] JP2015-90180A discloses a shock absorber in-
cluding the following: a piston that partitions the inside
of a cylinder into two chambers; a passage that is formed
in the piston and allows communication between the two
chambers; and a damping valve provided to the piston.
The damping valve is constituted by a plurality of leaf
valves, and generates a damping force by applying re-
sistance to hydraulic oil that flows through the passage.
[0003] The damping force characteristics of the shock
absorber disclosed in JP2015-90180A are modified by
changing the deflection force of the leaf valves.
[0004] However, in the shock absorber disclosed in
JP2015-90180A, the range over which the damping force
characteristics can be modified is limited to a piston
speed range from when the leaf valves begin to open
until the leaf valves are fully opened. Therefore, it is dif-
ficult to modify the damping force characteristics over a
wider range of piston speeds.
[0005] An object of the present invention is to provide
a valve structure of a shock absorber which enables the
damping force characteristics to be modified over a wide
range.
[0006] According to one aspect of the present inven-
tion, a valve structure of a shock absorber includes: a
valve disc provided within a cylinder and configured to
partition a first pressure chamber and a second pressure
chamber; a first communication passage provided to the
valve disc and configured to allow communication be-
tween the first pressure chamber and the second pres-
sure chamber; a second communication passage pro-
vided to the valve disc on the inside in the radial direction
from the first communication passage, the second com-
munication passage being configured to allow commu-
nication between the first pressure chamber and the sec-
ond pressure chamber; a first seat part provided around
the periphery of an opening edge of the first communi-
cation passage on the first pressure chamber side; a sec-
ond seat part provided around the periphery of an open-
ing edge of the second communication passage on the
first pressure chamber side; an annular first plate valve
configured to abut the first seat part and the second seat
part; and a load application member configured to apply
an initial load that pushes the first plate valve to the first
seat part and the second seat part. The valve disc in-
cludes an abutting part to which an inner peripheral edge
of the first plate valve abuts. The initial load is applied to
the first plate valve within a range between the inside in
the radial direction from the first seat part and the outside
in the radial direction from the abutting part, the first seat

part being positioned on the outside in the radial direction
of the first communication passage.

BRIEF DESCRIPTION OF DRAWINGS

[0007]

FIG. 1 is a partial cross-section view of a shock ab-
sorber according to an embodiment of the present
invention;
FIG. 2 illustrates an enlarged cross-section view of
a valve structure of the shock absorber according to
the embodiment of the present invention;
FIG. 3 is a plan view of a piston of the shock absorber
according to the embodiment of the present inven-
tion;
FIG. 4 is a graph illustrating the damping force char-
acteristics of the shock absorber according to the
embodiment of the present invention; and
FIG. 5 is a graph illustrating the damping force char-
acteristics of the shock absorber according to the
embodiment of the present invention.

DESCRIPTION OF EMBODIMENTS

[0008] An embodiment of the present invention will
now be explained below referring to the drawings.
[0009] Referring to FIGS. 1 to 3, a valve structure of a
shock absorber 100 according to the embodiment of the
present invention will now be explained.
[0010] The shock absorber 100 is, for example, a de-
vice that is interposed between the vehicle body and the
axle of an automobile (not illustrated), and generates a
damping force to suppress vibrations of the vehicle body.
[0011] As shown in FIG. 1, the shock absorber 100
includes the following: an inner tube 1 serving as a cyl-
inder that is filled with hydraulic oil serving as a working
liquid; an outer tube 2 that is disposed so as to cover the
inner tube 1; a piston 3 serving as a valve disc that is
slidably inserted into the inner tube 1; and a piston rod 4
that is connected to the piston 3 and inserted into the
inner tube 1 such that the piston rod 4 can move into and
out of the inner tube 1.
[0012] The inside of the inner tube 1 is partitioned by
the piston 3 into a contraction-side chamber 60 serving
as a first pressure chamber and an extension-side cham-
ber 50 serving as a second pressure chamber. A reser-
voir 70 that stores hydraulic oil is formed between the
inner tube 1 and the outer tube 2. In addition to storing
the hydraulic oil, a compressed gas for preventing cavi-
tation of the hydraulic oil, etc. is also sealed in the res-
ervoir 70.
[0013] The end of the outer tube 2 on the contraction-
side chamber 60 side, which is the bottom side of the
outer tube 2, is closed by a bottom member 5. The bottom
member 5 is fixed by welding to the outer tube 2. A con-
nection member 6 for attaching the shock absorber 100
to a vehicle is provided to the bottom member 5.
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[0014] A rod guide (not illustrated) that slidably sup-
ports the piston rod 4 and an oil seal (not illustrated) for
preventing the hydraulic oil and the compressed gas from
leaking to the outside of the shock absorber 100 are pro-
vided to the end of the inner tube 1 on the extension-side
chamber 50 side. A base valve 8 that partitions the con-
traction-side chamber 60 and the reservoir 70 is provided
to the end of the inner tube 1 on the contraction-side
chamber 60 side, which is the bottom side of the inner
tube 1.
[0015] The base valve 8 includes: a plurality of legs 8a
that are formed on the outer peripheral side of the surface
on the bottom member 5 side and that abut the bottom
member 5; passages 8b, 8c that allow communication
between the contraction-side chamber 60 and the reser-
voir 70; and a press-fitting part 8d formed on the outer
peripheral side. The base valve 8 is fixed by press-fitting
the press-fitting part 8d into the inner tube 1 and sand-
wiching the legs 8a between the end surface of the inner
tube 1 on the contraction-side chamber 60 side and the
bottom member 5.
[0016] A check valve 9 is disposed on the contraction-
side chamber 60 side of the base valve 8, and a damping
valve 10 is disposed on the reservoir 70 side of the base
valve 8.
[0017] The check valve 9 is opened by the pressure
difference between the contraction-side chamber 60 and
the reservoir 70 during extension of the shock absorber
100, thereby opening the passage 8b. The check valve
9 closes the passage 8b during contraction of the shock
absorber 100.
[0018] The damping valve 10 is opened by the pres-
sure difference between the contraction-side chamber
60 and the reservoir 70 during contraction of the shock
absorber 100, thereby opening the passage 8c. Further,
the damping valve 10 applies resistance to the flow of
hydraulic oil flowing from the contraction-side chamber
60 to the reservoir 70 via the passage 8c. The damping
valve 10 closes the passage 8c during extension of the
shock absorber 100.
[0019] A small-diameter part 4a, which is smaller in
diameter than the outer diameter of the piston rod 4 and
is inserted into the piston 3, is formed on the end of the
piston rod 4 on the piston 3 side. Male threads are formed
on the small-diameter part 4a, and the piston rod 4 and
the piston 3 are connected by screwing a nut 11 onto the
small-diameter part 4a.
[0020] The piston 3 has a first communication passage
3a, a second communication passage 3b, and a third
communication passage 3c that allow communication
between the extension-side chamber 50 and the contrac-
tion-side chamber 60. A check valve 13 is disposed on
the extension-side chamber 50 side of the piston 3, and
a damping valve 40 is disposed on the contraction-side
chamber 60 side of the piston 3. In the present embodi-
ment, the valve structure is constituted by the piston 3
and the damping valve 40.
[0021] The check valve 13 is an annular leaf valve, and

the inner peripheral edge of the check valve 13 is sand-
wiched between the piston 3 and the piston rod 4 as a
fixed end and the outer peripheral edge of the check valve
13 elastically deforms as a free end. The check valve 13
is opened by the pressure difference between the exten-
sion-side chamber 50 and the contraction-side chamber
60 during contraction of the shock absorber 100, thereby
opening the third communication passage 3c. The check
valve 13 closes the third communication passage 3c dur-
ing extension of the shock absorber 100.
[0022] As shown in FIG. 2, the damping valve 40 in-
cludes a first leaf valve 41 that serves as a first plate
valve and is disposed abutting the piston 3, and a load
application member 42 that applies, to the first leaf valve
41, an initial load F acting in a direction to push the first
leaf valve 41 to the piston 3.
[0023] The first leaf valve 41 is annular, and the inner
peripheral edge of the first leaf valve 41 is sandwiched
between the piston 3 and the nut 11 as a fixed end and
the outer peripheral edge of the first leaf valve 41 elasti-
cally deforms as a free end.
[0024] The load application member 42 includes the
following: an annular second leaf valve 43 that serves as
a second plate valve; an annular transmission plate 44
that is sandwiched between the first leaf valve 41 and
the second leaf valve 43, and that transmits an elastic
force of the second leaf valve 43 to the first leaf valve 41;
and an annular spacer 45 that is sandwiched between
the inner peripheral edge of the second leaf valve 43 and
the inner peripheral edge of the transmission plate 44.
[0025] A protrusion 44a, which causes the outer pe-
ripheral edge of the second leaf valve 43 to elastically
deform, is formed on the outer peripheral edge of the
transmission plate 44 so as to protrude toward the outer
peripheral edge of the second leave valve 43. A load that
is generated when the outer peripheral edge of the sec-
ond leaf valve 43 elastically deforms acts as the initial
load F on the first leaf valve 41 via the protrusion 44a of
the transmission plate 44. In this way, the load application
member 42 presses the first leaf valve 41 toward the
piston 3.
[0026] The magnitude of the initial load F that is applied
by the load application member 42 is changed by modi-
fying the rigidity of the second leaf valve 43 or the defor-
mation amount of the outer peripheral edge of the second
leaf valve 43. In particular, the deformation amount of
the outer peripheral edge of the second leaf valve 43 is
changed by modifying the thickness of the spacer 45,
and thus the magnitude of the initial load F can be easily
adjusted by simply exchanging the spacer 45. The meth-
od for adjusting the magnitude of the initial load F is not
limited to that described above, and the magnitude of the
initial load F may also be adjusted by modifying the pro-
trusion amount of the protrusion 44a of the transmission
plate 44 so as to modify the deformation amount of the
outer peripheral edge of the second leaf valve 43.
[0027] The position on the first leaf valve 41 at which
the initial load F is applied can be changed by modifying
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the outer diameter of the transmission plate 44 and the
second leaf valve 43.
[0028] The protrusion 44a may be provided continu-
ously in the peripheral direction, or may be provided in-
termittently. The protrusion 44a may also be formed to
protrude toward the first leaf valve 41 instead of the sec-
ond leaf valve 43. The cross-section shape of the protru-
sion 44a is not limited to a hemispherical shape, and the
protrusion 44a may have any cross-section shape as
long as it can cause the outer peripheral edge of the
second leaf valve 43 to elastically deform. The protrusion
44a may also be formed as a separate member from the
transmission plate 44, such as a ring-shaped member
that is sandwiched between the transmission plate 44
and the second leaf valve 43.
[0029] In the damping valve 40 configured as de-
scribed above, the following are laminated in order from
the piston 3 side: the first leaf valve 41, the transmission
plate 44, the spacer 45, and the second leaf valve 43. In
the laminated state, the inner peripheral edges of these
members are sandwiched between the nut 11 and the
piston 3 via a washer 46. In this way, the damping valve
40 is fixed to the piston 3.
[0030] The damping valve 40 is opened by the pres-
sure difference between the extension-side chamber 50
and the contraction-side chamber 60 during extension of
the shock absorber 100, thereby opening the first com-
munication passage 3a and the second communication
passage 3b, and the damping valve 40 applies resistance
to the flow of hydraulic oil flowing from the extension-side
chamber 50 to the contraction-side chamber 60 via the
first communication passage 3a and the second commu-
nication passage 3b. The damping valve 40 closes the
first communication passage 3a and the second commu-
nication passage 3b during contraction of the shock ab-
sorber 100. The concrete operation of the damping valve
40 will be explained later.
[0031] Next, referring to FIGS. 2 and 3, the structure
of the piston 3 on the side at which the damping valve
40 is provided will be explained. FIG. 3 is a plan view of
the piston 3 when viewed from the contraction-side
chamber 60 side.
[0032] The piston 3 is an annular member having a
through-hole 3d, through which the small-diameter part
4a of the piston rod 4 penetrates, formed in the center
thereof. The first communication passage 3a and the
third communication passage 3c are provided alternately
in the circumferential direction at portions toward the out-
er periphery of the piston 3. The second communication
passage 3b is provided on the inside in the radial direction
of the first communication passage 3a. These commu-
nication passages 3a, 3b, and 3c are formed to penetrate
through the piston 3 in the axial direction.
[0033] A flat-shaped abutting part 3e which is abutted
by the inner peripheral edge of the first leaf valve 41 is
provided between the through-hole 3d and the second
communication passage 3b. Further, a first seat part 3f
and a second seat part 3g which are abutted by the first

leaf valve 41 are provided respectively around the pe-
riphery of the opening edge of the first communication
passage 3a and around the periphery of the opening
edge of the second communication passage 3b.
[0034] The first seat part 3f is formed so as to surround
the opening edge of the first communication passage 3a,
and the portion between the opening edge of the first
communication passage 3a and the opening edge of the
second communication passage 3b forms a common
seat part with the second seat part 3g. A notch 3h is
provided to the first seat part 3f that is provided on the
outside in the radial direction of the first communication
passage 3a. The notch 3h functions as an orifice, and
allows communication between the extension-side
chamber 50 and the contraction-side chamber 60 via the
first communication passage 3a even when the first leaf
valve 41 is abutting the first seat part 3f.
[0035] The second seat part 3g is provided on the out-
side in the radial direction of the second communication
passage 3b and is formed in an annular shape centered
on the axial center of the piston 3. All of the second com-
munication passages 3b are closed when the first leaf
valve 41, the inner peripheral edge of which abuts the
abutting part 3e, abuts the second seat part 3g.
[0036] Support parts 3i which support the first leaf
valve 41 are provided to the piston 3 between the second
seat part 3g and the abutting part 3e. The support parts
3i are constituted by a plurality of ribs that extend radially
inward from the second seat part 3g. The surface at which
the support parts 3i contact the first leaf valve 41 is pro-
vided to be on the same plane as the surface at which
the first seat part 3f, the second seat part 3g and the
abutting part 3e contact the first leaf valve 41. By provid-
ing the support parts 3i, the first leaf valve 41 is prevented
from deforming toward the piston 3 between the second
seat part 3g and the abutting part 3e.
[0037] Herein, the valve-opening pressure of an annu-
lar leaf valve is generally determined by the rigidity there-
of, and decreases toward the free end. In the damping
valve 40 provided to the piston 3 configured as described
above, as shown in FIG. 2, the initial load F is applied to
the first leaf valve 41 at a position separated from the
axial center O of the piston rod 4 by a predetermined
distance (radius R). Therefore, the valve-opening pres-
sure of the first leaf valve 41 increases more toward the
inside in the radial direction from the position at which
the initial load F is applied according to the magnitude of
the initial load F. In other words, the valve-opening pres-
sure of the first leaf valve 41 can be made to differ on the
inside in the radial direction from the position at which
the initial load F is applied and on the outside in the radial
direction from the position at which the initial load F is
applied.
[0038] If the position at which the initial load F is applied
is on the first seat part 3f which is positioned on the out-
side in the radial direction of the first communication pas-
sage 3a, the valve-opening pressure of the entire first
leaf valve 41 increases according to the magnitude of
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the initial load F. Therefore, the valve-opening pressure
of the first leaf valve 41 cannot be made to differ on the
inside in the radial direction and on the outside in the
radial direction from the position at which the initial load
F is applied. Further, if the position at which the initial
load F is applied is on the abutting part 3e, the valve-
opening pressure of the first leaf valve 41 does not
change. Therefore, the position at which the initial load
F is applied is set within a range between the inside in
the radial direction from the first seat part 3f, which is
positioned on the outside in the radial direction of the first
communication passage 3a, and the outside in the radial
direction from the abutting part 3e.
[0039] In other words, if the position at which the initial
load F is applied is modified within a range from the max-
imum radius Rmax to the minimum radius Rmin shown
in FIG. 2, the valve-opening pressure of the first leaf valve
41 can be made to differ on the inside in the radial direc-
tion and on the outside in the radial direction from the
position at which the initial load F is applied.
[0040] Next, referring to FIGS. 2, 4, and 5, the opera-
tion of the damping valve 40 will be explained. FIG. 4 is
a graph illustrating changes in the damping force char-
acteristics when the position (radius R) at which the initial
load F is applied is changed, and FIG. 5 is a graph illus-
trating changes in the damping force characteristics
when the magnitude of the initial load F is changed.
[0041] The damping valve 40 changes the damping
force of the shock absorber 100 by changing the opening
degree of the first communication passage 3a and the
second communication passage 3b according to the
movement speed of the piston 3 during extension of the
shock absorber 100 in which the piston rod 4 moves out
of the inner tube 1.
[0042] First, as shown in FIG. 2, a case in which the
position at which the initial load F is applied is near the
second seat part 3g (hereinafter referred to as the First
Embodiment A1) will be explained.
[0043] While the movement speed of the piston 3 is
relatively low, the pressing force of the hydraulic oil that
acts on the first leaf valve 41 is low, and thus the first leaf
valve 41 is maintained in a state in which it is seated on
the first seat part 3f and the second seat part 3g. There-
fore, the hydraulic oil flows from the extension-side cham-
ber 50 to the contraction-side chamber 60 via the notch
3h. The notch 3h functions as an orifice, and thus the
damping force during this period exhibits square-law
characteristics in which the damping force changes pro-
portional to the square of the piston speed.
[0044] If the movement speed of the piston 3 increases
and the pressure of the hydraulic oil reaches the valve-
opening pressure of the first leaf valve 41 on the outside
in the radial direction from the position at which the initial
load F is applied, the outer peripheral edge of the first
leaf valve 41 deflects, and the first leaf valve 41 separates
from the first seat part 3f. Therefore, the hydraulic oil
flows from the extension-side chamber 50 to the contrac-
tion-side chamber 60 via a gap between the outer pe-

ripheral edge of the first leaf valve 41 and the first seat
part 3f. This gap increases as the pressure of the hydrau-
lic oil increases, i.e. as the piston speed increases. Thus,
the damping force of the shock absorber 100 changes
approximately proportional to the piston speed.
[0045] If the movement speed of the piston 3 increases
further and the pressure of the hydraulic oil reaches the
valve-opening pressure of the first leaf valve 41 on the
inside in the radial direction from the position at which
the initial load F is applied, the first leaf valve 41 separates
from the second seat part 3g. Therefore, the hydraulic
oil flows from the extension-side chamber 50 to the con-
traction-side chamber 60 via the first communication pas-
sage 3a, which has already been opened, as well as a
gap between the first leaf valve 41 and the second seat
part 3g. In this way, since the surface area of the pas-
sages that allow communication between the extension-
side chamber 50 and the contraction-side chamber 60
increases together with an increase in the piston speed,
the damping force of the shock absorber 100 increases
gradually.
[0046] The first communication passage 3a and the
second communication passage 3b that are closed by
the first leaf valve 41 are formed independently of each
other, and thus the damping force after the first leaf valve
41 is opened changes in two stages as indicated by the
solid line in FIG. 4. Therefore, sudden changes in the
damping force relative to the piston speed can be sup-
pressed, and the riding comfort of the vehicle can be
improved.
[0047] Next, a case in which the position at which the
initial load F is applied is closer to the maximum radius
Rmax which is on the outside in the radial direction from
the second seat part 3g (hereinafter referred to as the
Second Embodiment A2) will be explained.
[0048] While the movement speed of the piston 3 is
relatively low, the hydraulic oil flows from the extension-
side chamber 50 to the contraction-side chamber 60 via
the notch 3h similar to the First Embodiment A1. Thus,
an explanation thereof will be omitted.
[0049] If the movement speed of the piston 3 increases
and the pressure of the hydraulic oil reaches the valve-
opening pressure of the first leaf valve 41 on the outside
in the radial direction from the position at which the initial
load F is applied, the outer peripheral edge of the first
leaf valve 41 deflects, and the first leaf valve 41 separates
from the first seat part 3f. Herein, in the Second Embod-
iment A2, the position at which the initial load F is applied,
i.e. the position which serves as a fulcrum of the deflec-
tion of the outer peripheral edge of the first leaf valve 41,
is more toward the outside in the radial direction com-
pared to the First Embodiment A1. Therefore, the range
in which the outer peripheral edge of the first leaf valve
41 can deflect in the axial direction is smaller compared
to the First Embodiment A1, and the gap between the
outer peripheral edge of the first leaf valve 41 and the
first seat part 3f is smaller than that in the First Embodi-
ment A1. Accordingly, as indicated by the dashed line in
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FIG. 4, the damping force of the Second Embodiment A2
becomes larger than the damping force of the First Em-
bodiment A1.
[0050] If the movement speed of the piston 3 increases
further and the pressure of the hydraulic oil reaches the
valve-opening pressure of the first leaf valve 41 on the
inside in the radial direction from the position at which
the initial load F is applied, the first leaf valve 41 opens
the first communication passage 3a and also separates
from the second seat part 3g. Therefore, the hydraulic
oil flows from the extension-side chamber 50 to the con-
traction-side chamber 60 via the first communication pas-
sage 3a as well as a gap between the first leaf valve 41
and the second seat part 3g. As a result, the damping
force of the Second Embodiment A2 increases gradually
approximately proportional to the piston speed as in the
First Embodiment A1.
[0051] Next, a case in which the position at which the
initial load F is applied is closer to the minimum radius
Rmin which is on the inside in the radial direction from
the second seat part 3g (hereinafter referred to as the
Third Embodiment A3) will be explained.
[0052] While the movement speed of the piston 3 is
relatively low, the hydraulic oil flows from the extension-
side chamber 50 to the contraction-side chamber 60 via
the notch 3h similar to the First Embodiment A1. Thus,
an explanation thereof will be omitted.
[0053] If the movement speed of the piston 3 increases
and the pressure of the hydraulic oil reaches the valve-
opening pressure of the first leaf valve 41 on the outside
in the radial direction from the position at which the initial
load F is applied, the outer peripheral edge of the first
leaf valve 41 deflects. Herein, in the Third Embodiment
A3, the position at which the initial load F is applied, i.e.
the position which serves as a fulcrum of the deflection
of the outer peripheral edge of the first leaf valve 41, is
more toward the inside in the radial direction compared
to the First Embodiment A1. Therefore, if the pressure
of the hydraulic oil, i.e. the piston speed, increases, the
first leaf valve 41 separates from the first seat part 3f and
also separates from the second seat part 3g. In this way,
the gap through which the hydraulic oil can flow is larger
than that in the First Embodiment A1. Accordingly, as
indicated by the dash-dot line in FIG. 4, the damping force
of the Third Embodiment A3 becomes smaller than the
damping force of the First Embodiment A1.
[0054] If the movement speed of the piston 3 increases
further and the pressure of the hydraulic oil reaches the
valve-opening pressure of the first leaf valve 41 on the
inside in the radial direction from the position at which
the initial load F is applied, the first leaf valve 41 further
opens the second communication passage 3b. There-
fore, the hydraulic oil flows from the extension-side cham-
ber 50 to the contraction-side chamber 60 via the first
communication passage 3a as well as the second com-
munication passage 3b which has been opened. As a
result, the damping force of the Third Embodiment A3
increases gradually approximately proportional to the

piston speed as in the First Embodiment A1.
[0055] In the case that the position at which the initial
load F is applied is set to be more toward the inside in
the radial direction than the second seat part 3g, the first
leaf valve 41 is deformed to the piston 3 side by the initial
load F between the second seat part 3g and the abutting
part 3e, and thus the outer peripheral edge of the first
leaf valve 41 may float up from the first seat part 3f. In
the present embodiment, the support parts 3i are provid-
ed to the piston 3 between the second seat part 3g and
the abutting part 3e. The first leaf valve 41 is supported
by the support parts 3i, and thus even if the initial load F
is applied, the first leaf valve 41 is prevented from de-
forming to the piston 3 side. As a result, the outer periph-
eral edge of the first leaf valve 41 is prevented from float-
ing up from the first seat part 3f and the range in which
the initial load F can be applied is broadened, and thus
the desired damping force characteristics can be ob-
tained.
[0056] In this way, by changing the radius R which is
the position at which the initial load F is applied to the
first leaf valve 41, the damping force characteristics can
be changed particularly in an intermediate speed region
on the low-speed side as shown in FIG. 4. Specifically,
the damping force increases as the radius R is increased,
and the damping force decreases as the radius R is de-
creased.
[0057] Next, a case in which the magnitude of the initial
load F is increased compared to the First Embodiment
A1 (hereinafter referred to as the Fourth Embodiment
A4) will be explained.
[0058] While the movement speed of the piston 3 is
relatively low, the hydraulic oil flows from the extension-
side chamber 50 to the contraction-side chamber 60 via
the notch 3h similar to the First Embodiment A1. Thus,
an explanation thereof will be omitted.
[0059] If the movement speed of the piston 3 increases
and the pressure of the hydraulic oil reaches the valve-
opening pressure of the first leaf valve 41 on the outside
in the radial direction from the position at which the initial
load F is applied, the outer peripheral edge of the first
leaf valve 41 deflects and the first leaf valve 41 separates
from the first seat part 3f. In the Fourth Embodiment A4,
the position at which the initial load F is applied, i.e. the
position which serves as a fulcrum of the deflection of
the outer peripheral edge of the first leaf valve 41, is the
same as in the First Embodiment A1. Therefore, the
damping force of the Fourth Embodiment A4 increases
approximately proportional to the piston speed similar to
the First Embodiment A1.
[0060] If the movement speed of the piston 3 increases
further and the pressure of the hydraulic oil reaches the
valve-opening pressure of the first leaf valve 41 on the
inside in the radial direction from the position at which
the initial load F is applied, the first leaf valve 41 opens
the second communication passage 3b. Herein, since
the initial load F of the Fourth Embodiment A4 is larger
than that of the First Embodiment A1, the valve-opening
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pressure of the first leaf valve 41 on the inside in the
radial direction from the position at which the initial load
F is applied is larger than that of the First Embodiment
A1. Therefore, as indicated by the dashed line in FIG. 5,
the damping force of the Fourth Embodiment A4 surpass-
es the damping force of the First Embodiment A1 in the
region in which the piston speed is high.
[0061] Next, a case in which the magnitude of the initial
load F is decreased compared to the First Embodiment
A1 (hereinafter referred to as the Fifth Embodiment A5)
will be explained.
[0062] While the movement speed of the piston 3 is
relatively low, the hydraulic oil flows from the extension-
side chamber 50 to the contraction-side chamber 60 via
the notch 3h similar to the First Embodiment A1. Thus,
an explanation thereof will be omitted.
[0063] If the movement speed of the piston 3 increases
and the pressure of the hydraulic oil reaches the valve-
opening pressure of the first leaf valve 41 on the outside
in the radial direction from the position at which the initial
load F is applied, the outer peripheral edge of the first
leaf valve 41 deflects and the first leaf valve 41 separates
from the first seat part 3f. In the Fifth Embodiment A5,
the position at which the initial load F is applied, i.e. the
position which serves as a fulcrum of the deflection of
the outer peripheral edge of the first leaf valve 41, is the
same as in the First Embodiment A1. Therefore, the
damping force of the Fifth Embodiment A5 increases ap-
proximately proportional to the piston speed similar to
the First Embodiment A1.
[0064] If the movement speed of the piston 3 increases
further and the pressure of the hydraulic oil reaches the
valve-opening pressure of the first leaf valve 41 on the
inside in the radial direction from the position at which
the initial load F is applied, the first leaf valve 41 opens
the second communication passage 3b. Herein, since
the initial load F of the Fifth Embodiment A5 is smaller
than that of the First Embodiment A1, the valve-opening
pressure of the first leaf valve 41 on the inside in the
radial direction from the position at which the initial load
F is applied is smaller than that of the First Embodiment
A1. Therefore, as indicated by the dash-dot line in FIG.
5, the damping force of the Fifth Embodiment A5 falls
below the damping force of the First Embodiment A1 in
the region in which the piston speed is high.
[0065] In this way, by changing the magnitude of the
initial load F, the damping force characteristics can be
changed particularly in the high-speed region as shown
in FIG. 5. Specifically, the damping force increases as
the magnitude of the initial load F is increased, and the
damping force decreases as the magnitude of the initial
load F is decreased.
[0066] As described above, according to the present
embodiment, the damping force characteristics can be
changed in a broad range of piston speeds by changing
the radius R at which the initial load F acts and by chang-
ing the magnitude of the initial load F.
[0067] In general, if the damping force suddenly chang-

es relative to the piston speed, the riding comfort of the
vehicle may worsen. In the present embodiment, the first
communication passage 3a and the second communi-
cation passage 3b, which are closed by the first leaf valve
41, are formed individually, and thus as shown in FIGS.
4 and 5, the damping force changes gradually according
to the piston speed without any sudden changes. As a
result, damping force characteristics which improve the
riding comfort of the vehicle can be realized.
[0068] The configuration, operation, and effects of the
above embodiment of the present invention will now be
summarized below.
[0069] The valve structure of the shock absorber 100
includes the following: the piston 3 that is provided within
the inner tube 1 and partitions the contraction-side cham-
ber 60 and the extension-side chamber 50; the first com-
munication passage 3a that is provided to the piston 3
and allows communication between the contraction-side
chamber 60 and the extension-side chamber 50; the sec-
ond communication passage 3b that is provided to the
piston 3 more toward the inside in the radial direction
than the first communication passage 3a, and allows
communication between the contraction-side chamber
60 and the extension-side chamber 50; the first seat part
3f that is provided around the periphery of the opening
edge of the first communication passage 3a on the con-
traction-side chamber 60 side; the second seat part 3g
that is provided around the periphery of the opening edge
of the second communication passage 3b on the con-
traction-side chamber 60 side; the annular first leaf valve
41 that abuts the first seat part 3f and the second seat
part 3g; and the load application member 42 that applies
the initial load F which pushes the first leaf valve 41 to
the first seat part 3f and the second seat part 3g. The
piston 3 includes the abutting part 3e which is abutted
by the inner peripheral edge of the first leaf valve 41, and
the initial load F is applied to the first leaf valve 41 within
a range between the inside in the radial direction from
the first seat part 3f, which is positioned on the outside
in the radial direction of the first communication passage
3a, and the outside in the radial direction from the abutting
part 3e.
[0070] According to this configuration, the load which
causes the first leaf valve 41 to separate from the first
seat part 3f and the second seat part 3g is changed by
changing the position at which the initial load F is applied
and by changing the magnitude of the initial load F. As
a result, the damping force characteristics of the shock
absorber 100 can be modified over a wide range of piston
speeds. In particular, by changing the position at which
the initial load F is applied, the damping force character-
istics in the low to intermediate speed region can be mod-
ified, and by changing the magnitude of the initial load F,
the damping force characteristics on the high-speed side
can be modified.
[0071] Further, in this configuration, the passages
which are closed by the first leaf valve 41 are formed
individually, and thus the damping force changes grad-
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ually from the low-speed side to the high-speed side. In
addition, by changing the position at which the initial load
F is applied and by changing the magnitude of the initial
load F, the damping force in the intermediate speed re-
gion can be adjusted so that the damping force on the
low-speed side and the damping force on the high-speed
side are smoothly connected. As a result, sudden chang-
es in the damping force relative to the piston speed can
be suppressed, and the riding comfort of the vehicle can
be improved.
[0072] In addition, in this configuration, the passages
which are closed by the first leaf valve 41 are formed
individually, and the piston speed at which each passage
opens upon application of the initial load F to the first leaf
valve 41 is different. Therefore, by opening the first com-
munication passage 3a on the outer peripheral edge side
of the first leaf valve 41 earlier, the region of the damping
force characteristics which serve as the valve character-
istics can be expanded to the low-speed side. As a result,
the region of the orifice characteristics becomes smaller,
and thus the damping coefficient of the orifice character-
istics can be increased and the damping force in the ex-
tremely low speed region can be increased.
[0073] The piston 3 further includes the support parts
3i which are provided between the second seat part 3g
and the abutting part 3e and support the first leaf valve 41.
[0074] If the position at which the initial load F is applied
to the first leaf valve 41 is more toward the inside in the
radial direction than the second seat part 3g, the first leaf
valve 41 deforms to the piston 3 side, and the outer pe-
ripheral edge of the first leaf valve 41 may float up from
the first seat part 3f. In this configuration, the support
parts 3i are provided to the piston 3 between the second
seat part 3g and the abutting part 3e. The first leaf valve
41 is supported by the support parts 3i, and thus even if
the initial load F is applied, the first leaf valve 41 is pre-
vented from deforming to the piston 3 side. As a result,
the outer peripheral edge of the first leaf valve 41 is pre-
vented from floating up from the first seat part 3f, and
thus the desired damping force characteristics can be
obtained.
[0075] The initial load F is applied to the first leaf valve
41 within a range between the inside in the radial direction
from the first seat part 3f, which is positioned on the out-
side in the radial direction of the first communication pas-
sage 3a, and the outside in the radial direction from the
support parts 3i.
[0076] Due to this configuration, the first leaf valve 41
is supported by the support parts 3i so that the first leaf
valve 41 is prevented from deforming to the piston 3 side,
and the damping force characteristics can be arbitrarily
modified from the low-speed region to the high-speed
region by changing the position at which the initial load
F is applied to the first leaf valve 41.
[0077] The load application member 42 includes the
following: the annular second leaf valve 43; and the an-
nular transmission plate 44 that is sandwiched between
the first leaf valve 41 and the second leaf valve 43. The

transmission plate 44 has the protrusion 44a that pro-
trudes in the axial direction and abuts the first leaf valve
41 or the second leaf valve 43.
[0078] Due to this configuration, the initial load F is
applied to the first leaf valve 41 from the second leaf valve
43 via the transmission plate 44. Therefore, the position
at which the initial load F is applied to the first leaf valve
41 and the magnitude of the initial load F can be easily
changed by modifying the outer diameter of the trans-
mission plate 44, the protrusion amount of the protrusion
44a, the rigidity of the second leaf valve 43, and the like.
As a result, the desired damping force characteristics
can be easily realized.
[0079] Embodiments of this invention were described
above, but the above embodiments are merely examples
of applications of this invention, and the technical scope
of this invention is not limited to the specific constitutions
of the above embodiments.
[0080] For example, in the above-described embodi-
ment, hydraulic oil is used as the working fluid, but an-
other liquid such as water or the like may be used.
[0081] The load application member 42 is not limited
to using the repulsive force of the second leaf valve 43,
and may use the elastic force of a coil spring, etc. sup-
ported at one end by the nut 11, etc.
[0082] The valve structure is not limited to being con-
stituted by the piston 3 and the damping valve 40 of the
twin-tube type shock absorber, and the valve structure
may be constituted by the base valve 8 and the damping
valve 10 of the twin-tube type shock absorber. Further,
the valve structure may be used in a mono-tube type
shock absorber to apply resistance to hydraulic oil flowing
from the contraction-side chamber to the extension-side
chamber or to apply resistance to hydraulic oil flowing
from the extension-side chamber to the contraction-side
chamber.
[0083] The surface at which the first seat part 3f, the
second seat part 3g, the support parts 3i, and the abutting
part 3e provided to the piston 3 contact the first leaf valve
41 may be formed so as to be inclined to become higher
toward the outer peripheral edge of the first leaf valve
41. In this case, it becomes easier for the first leaf valve
41 to contact the seat parts, and the sealing performance
can be improved.
[0084] The passages that are opened/closed by the
first leaf valve 41 are not limited to the first communication
passage 3a and the second communication passage 3b,
and three or more passages can be formed aligned in
the radial direction. For example, an independent pas-
sage may be further provided on the inside in the radial
direction from the second communication passage 3b.
[0085] In order to change the damping characteristics,
instead of modifying the magnitude and position of the
initial load F, the rigidity of the first leaf valve 41, the
second leaf valve 43, and the transmission plate 44 may
be appropriately modified.
[0086] This application claims priority based on Japa-
nese Patent Application No. 2015-157518 filed with the

13 14 



EP 3 333 446 A1

9

5

10

15

20

25

30

35

40

45

50

55

Japan Patent Office on August 7, 2015, the entire con-
tents of which are incorporated into this specification.

Claims

1. A valve structure of a shock absorber comprising:

a valve disc provided within a cylinder and con-
figured to partition a first pressure chamber and
a second pressure chamber;
a first communication passage provided to the
valve disc and configured to allow communica-
tion between the first pressure chamber and the
second pressure chamber;
a second communication passage provided to
the valve disc on the inside in the radial direction
from the first communication passage, the sec-
ond communication passage being configured
to allow communication between the first pres-
sure chamber and the second pressure cham-
ber;
a first seat part provided around the periphery
of an opening edge of the first communication
passage on the first pressure chamber side;
a second seat part provided around the periph-
ery of an opening edge of the second commu-
nication passage on the first pressure chamber
side;
an annular first plate valve configured to abut
the first seat part and the second seat part; and
a load application member configured to apply
an initial load that pushes the first plate valve to
the first seat part and the second seat part,
wherein the valve disc includes an abutting part
to which an inner peripheral edge of the first plate
valve abuts, and
the initial load is applied to the first plate valve
within a range between the inside in the radial
direction from the first seat part and the outside
in the radial direction from the abutting part, the
first seat part being positioned on the outside in
the radial direction of the first communication
passage.

2. The valve structure of the shock absorber according
to claim 1, wherein the valve disc further includes a
support part provided between the second seat part
and the abutting part, the support part being config-
ured to support the first plate valve.

3. The valve structure of the shock absorber according
to claim 2, wherein the initial load is applied to the
first plate valve within a range between the inside in
the radial direction from the first seat part and the
outside in the radial direction from the support part,
the first seat part being positioned on the outside in
the radial direction of the first communication pas-

sage.

4. The valve structure of the shock absorber according
to claim 1, wherein the load application member in-
cludes:

an annular second plate valve; and
an annular transmission plate sandwiched be-
tween the first plate valve and the second plate
valve,
wherein the transmission plate includes a pro-
trusion that protrudes in the axial direction and
is configured to abut the first plate valve or the
second plate valve.
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