
Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
3 

34
6 

57
2

A
1

TEPZZ¥¥4657 A_T
(11) EP 3 346 572 A1

(12) EUROPEAN PATENT APPLICATION
published in accordance with Art. 153(4) EPC

(43) Date of publication: 
11.07.2018 Bulletin 2018/28

(21) Application number: 16841309.4

(22) Date of filing: 15.07.2016

(51) Int Cl.:
H02J 7/00 (2006.01) B60L 11/18 (2006.01)

G06Q 50/30 (2012.01)

(86) International application number: 
PCT/JP2016/071064

(87) International publication number: 
WO 2017/038277 (09.03.2017 Gazette 2017/10)

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR
Designated Extension States: 
BA ME
Designated Validation States: 
MA MD

(30) Priority: 01.09.2015 JP 2015172242

(71) Applicants:  
• Kabushiki Kaisha Toshiba

Minato-ku
Tokyo 105-8001 (JP)

• Toshiba Infrastructure Systems & 
Solutions Corporation
Kawasaki-shi, Kanagawa 212-0013 (JP)

(72) Inventors:  
• TAKEHARA, Jun

Tokyo 105-8001 (JP)
• MIYOSHI, Fumiyasu

Tokyo 105-8001 (JP)

(74) Representative: AWA Sweden AB
Junkersgatan 1
582 35 Linköping (SE)

(54) CHARGING SYSTEM AND CHARGER

(57) A charging system of an embodiment includes
an electric bus (1) and a charger (2). The electric bus (1)
includes a storage functional unit (3), a drive unit, a charg-
ing unit (4), and a first communication unit (6). The drive
unit drives the electric bus (1) using power discharged
from the storage functional unit (3). The charging unit (4)
charges the storage functional unit (3) using power sup-
plied from the charger (2). The first communication unit
(6) receives an identifier of the charger (2) from the charg-
er (2), and transmits a first command commanding a start
of radio communication, to the charger (2) identified by
the received identifier. The charger (2) includes a supply
unit (8) and a second communication unit (9). The supply
unit (8) supplies power to the electric bus (1) stopped at

a preset position. If power is being supplied to the electric
bus (1) by the supply unit (8), the second communication
unit (9) transmits a first identifier of the charger (2), if
power is not being supplied to the electric bus (1) by the
supply unit (8), transmits a second identifier that is an
identifier of the charger (2) and different from the first
identifier, and if the first command is received from the
electric bus (1), transmits and receives information relat-
ed to charging of the storage functional unit (3), with the
electric bus (!) being a transmission source of the first
command, using radio communication. If the second
identifier is received, the first communication unit (6) pro-
hibits transmission of the first command.
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Description

FIELD

[0001] Embodiments of the present invention relate to
a charging system and a charger.

BACKGROUND

[0002] For suppressing global warming and preparing
for depletion of oil resources, an electric vehicle (EV) that
travels by electric energy is introduced. In addition, also
in a public transportation system such as a route bus,
the introduction of the EV progresses. Meanwhile, the
EV needs to charge a storage functional unit such as a
rechargeable battery that is mounted in the EV. In the
case of employing the EV as a route bus, there are a
method of charging a storage functional unit once a day
so that the route bus can travel for one day, a method of
charging a storage functional unit by a charger provided
at a terminal or a station, when the route bus stops at the
terminal or the station, and the like.
[0003] According to the method of charging a storage
functional unit of a route bus once a day, a size, cost,
and weight of the storage functional unit that are required
for storing power for the route bus traveling for one day
increase. Thus, the method of frequently charging the
storage functional unit while the route bus is stopped at
a terminal or a station can save the size and the cost of
the storage functional unit more. Furthermore, in this
method, a travel distance of the route bus per unit power
amount becomes longer due to the weight saving of the
storage functional unit.

CITATION LIST

Patent Literature

[0004] Patent Literature 1: JP 2013-243922 A

SUMMARY OF THE INVENTION

Problem to be Solved by the Invention

[0005] Nevertheless, the method of charging the stor-
age functional unit while the route bus is stopped at a
terminal or a station may decrease running efficiency of
the route bus if a time required for charging becomes
longer.

Means for Solving Problem

[0006] A charging system of an embodiment includes
an electric bus and a charger. The electric bus includes
a storage functional unit, a drive unit, a charging unit, and
a first communication unit. The drive unit drives the elec-
tric bus using power discharged from the storage func-
tional unit. The charging unit charges the storage func-

tional unit using power supplied from the charger. The
first communication unit receives an identifier of the
charger from the charger, and transmits a first command
commanding a start of radio communication, to the
charger identified by the received identifier. The charger
includes a supply unit and a second communication unit.
The supply unit supplies power to the electric bus stopped
at a preset position. If power is being supplied to the
electric bus by the supply unit, the second communica-
tion unit transmits a first identifier of the charger, if power
is not being supplied to the electric bus by the supply
unit, transmits a second identifier that is an identifier of
the charger and different from the first identifier, and if
the first command is received from the electric bus, trans-
mits and receives information related to charging of the
storage functional unit, with the electric bus being a trans-
mission source of the first command, using radio com-
munication. If the second identifier is received, the first
communication unit prohibits transmission of the first
command.

BRIEF DESCRIPTION OF DRAWINGS

[0007]

FIG. 1 is a diagram illustrating an example of a con-
figuration of a charging system according to a first
embodiment.
FIG. 2 is a diagram illustrating an example in which
a plurality of chargers is adjacently arranged in a
charging system according to a second embodi-
ment.
FIG. 3 is an overhead view of a charging space in
which the plurality of chargers is adjacently arranged
in the charging system according to the second em-
bodiment.
FIG. 4 is an overhead view of a charging space in
which a plurality of chargers is adjacently arranged
in a charging system according to a third embodi-
ment.
FIG. 5 is a diagram illustrating an example of a charg-
er ID table stored by a route bus of the charging
system according to the third embodiment.
FIG. 6 is a diagram for illustrating an example of
transmission processing of reservation information
in a charging system according to a fourth embodi-
ment.
FIG. 7 is a diagram illustrating an example of a con-
figuration of a charging system according to a fifth
embodiment.

DETAILED DESCRIPTION

[0008] A charging system and a charger according to
the present embodiment will be described below using
the attached drawings.

1 2 
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(First Embodiment)

[0009] FIG. 1 is a diagram illustrating an example of a
configuration of a charging system according to a first
embodiment. As illustrated in FIG. 1, the charging system
according to the present embodiment includes a route
bus (EV: Electric Vehicle) 1 that travels using electric
energy as driving power, and a charger 2 that is provided
at a preset position (hereinafter, referred to as a charging
point P) such as a terminal and a station of the route bus
1, and performs charging by supplying power to the route
bus 1 stopped at the charging point P.
[0010] The route bus 1 includes a storage functional
unit 3, a charge-discharge functional unit 4, a charging
port 5, a route bus side communication unit 6, and an
operation display unit 10. The operation display unit 10
is an operation unit that can input various operations to
the route bus 1. In addition, the operation display unit 10
also functions as a display unit that displays various types
of information to be notified to a driver of the route bus
1. The storage functional unit 3 is a rechargeable battery,
a capacitor, or the like, and is charged using power re-
ceived from an external device such as the charger 2,
and discharges power when the route bus 1 is driven
(e.g., at the time of traveling).
[0011] The charge-discharge functional unit 4 (an ex-
ample of a charging unit) charges the storage functional
unit 3 using power received from the external device by
the charging port 5 to be described later. In addition, the
charge-discharge functional unit 4 supplies power dis-
charged from the storage functional unit 3, to a drive unit
(not illustrated). Here, the drive unit drives the route bus
1 using the power discharged from the storage functional
unit 3. In the present embodiment, the drive unit is a safety
mechanism or an electric component that is included in
a vehicle operated by a power converter, a motor, diesel
engine, or the like, fare collection equipment that collects
fares from passengers, the operation display unit 10, or
the like.
[0012] The charging port 5 is a charging plate, for ex-
ample, and is a power receiving unit that contacts a
charging mechanism unit 8 included in the charger 2, to
receive power supplied from the charger 2. In the present
embodiment, the charging port 5 is provided on a roof of
the route bus 1, and contacts the charging mechanism
unit 8 having moved to an upper portion of the route bus
1 that is to be described later, and receives power sup-
plied from the charger 2, via the charging mechanism
unit 8.
[0013] The route bus side communication unit 6 (an
example of a first communication unit) is a communica-
tion unit that performs communication with an external
device such as the charger 2. In the present embodiment,
the route bus side communication unit 6 transmits radio
waves via an antenna (not illustrated), and performs radio
communication with the charger 2 or the like.
[0014] The charger 2 has a function of receiving power
supply from an external power generating device 7 such

as a commercial power system, a power generator, and
a solar power generator, and converting the supplied
power into power for charging the route bus 1. In addition,
the charger 2 includes the charging mechanism unit 8
(an example of a supply unit) that supplies power to the
route bus 1 via the charging port 5, with being in contact
with the charging port 5 of the route bus 1 stopped at the
charging point P.
[0015] In the present embodiment, the charging mech-
anism unit 8 supplies power supplied from the external
power generating device 7, to the route bus 1 via the
charging port 5, with being in contact with the charging
port 5 of the route bus 1. Nevertheless, the charging
mechanism unit 8 is not limited to this as long as the
charging mechanism unit 8 supplies power to the route
bus 1 stopped at the charging point P. For example, the
charging mechanism unit 8 may supply power supplied
from the external power generating device 7, to the route
bus 1, by a noncontact method using electromagnetic
induction, magnetic resonance, or the like.
[0016] Furthermore, the charger 2 includes a charger
side communication unit 9 (an example of a second com-
munication unit) being a communication unit that com-
municates with an external device such as the route bus
1. In the present embodiment, the charger side commu-
nication unit 9 transmits radio waves via an antenna (not
illustrated), and performs radio communication with the
route bus 1 or the like. The route bus side communication
unit 6 and the charger side communication unit 9 perform
radio communication with each other, according to a
wireless local area network (LAN) standard such as an
Institute of Electrical and Electronic Engineers (IEEE)
802.11 standard, for example.
[0017] In the present embodiment, the route bus side
communication unit 6 functions as a client of a wireless
LAN, and the charger side communication unit 9 func-
tions as an access point of the wireless LAN. In radio
communication compliant with the wireless LAN stand-
ard, generally, an access point periodically transmits a
service set identifier (SSID) being an example of an iden-
tifier for identifying the access point, for establishing radio
communication. If a client receives the SSID transmitted
from the access point, the client attempts to establish
radio communication with the access point, by transmit-
ting a connection request that includes the SSID and
commands a start of radio communication, to the access
point identified by the received SSID. If the access point
receives a connection request including an SSID match-
ing the SSID transmitted by itself, the access point re-
sponds whether radio communication can be performed,
to the client being a transmission source of the connec-
tion request. Through the above processing, the access
point and the client recognize existences of each other,
and establish radio communication. After that, the access
point and the client perform various types of processing
such as authentication, and then perform transmission
and reception of various types of information using radio
communication.
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[0018] Next, the description will be given of processing
of establishing radio communication between the route
bus 1 and the charger 2 in the charging system according
to the present embodiment.
[0019] The charger side communication unit 9 of the
charger 2 includes a storage unit (not illustrated) that
stores two types of SSIDs that make the charger 2 iden-
tifiable, and are different from each other. Then, the
charger side communication unit 9 transmits at least ei-
ther one of the two types of SSIDs stored in the storage
unit (not illustrated), according to a state of power supply
to the route bus 1 by the charging mechanism unit 8. In
the present embodiment, when transmitting an SSID, the
charger side communication unit 9 transmits a beacon
to which the SSID is added. After that, if the charger side
communication unit 9 receives, from the route bus 1, a
connection request including the SSID of the charger 2
itself, the charger side communication unit 9 establishes
radio communication with the route bus 1 being a trans-
mission source of the connection request, and transmits
and receives information related to charging of the stor-
age functional unit 3 (hereinafter, referred to as charging
information). Here, the charging information is, for exam-
ple, an electric parameter such as storage capacity of
the storage functional unit 3 mounted in the route bus 1,
charging voltage, and current that can be flowed from
the storage functional unit 3, a preset identification code
or model name of the route bus 1, or a combination of
these.
[0020] More specifically, if power is not being supplied
to the route bus 1 by the charging mechanism unit 8, and
the charger side communication unit 9 is on standby, the
charger side communication unit 9 transmits a first SSID
(an example of a first identifier): Charger1_A, and does
not transmit a second SSID (an example of a second
identifier): Charger1_NA different from the first SSID.
Then, if the charger side communication unit 9 receives
a connection request including the first SSID:
Charger1_A of the charger 2 itself, the charger side com-
munication unit 9 transmits a connection response to the
route bus 1 being a transmission source of the connection
request, and transmits and receives the charging infor-
mation with the route bus 1 using radio communication.
[0021] In addition, if power is being supplied to the
route bus 1 by the charging mechanism unit 8, the charg-
er side communication unit 9 transmits the second SSID:
Charger1_NA, and does not transmit the first SSID:
Charger1_A. Then, if the charger side communication
unit 9 receives a connection request including the second
SSID: Charger1_NA of the charger 2 itself, the charger
side communication unit 9 does not transmit a connection
response to the route bus 1 being a transmission source
of the connection request.
[0022] In addition, if the charging mechanism unit 8
cannot supply power to the route bus 1 because the
charging mechanism unit 8 is out of order, under main-
tenance, or the like, the charger side communication unit
9 transmits both of the first SSID: Charger1_A and the

second SSID: Charger1_NA. Then, if the charger side
communication unit 9 receives a connection request in-
cluding the first SSID: Charger1_A or the second SSID:
Charger1_NA of the charger 2 itself, the charger side
communication unit 9 transmits a connection response
to the route bus 1 being a transmission source of the
connection request, and transmits and receives the
charging information with the route bus 1 using radio
communication.
[0023] On the other hand, if the route bus 1 gets close
to the charging point P, and receives an SSID, the route
bus side communication unit 6 of the route bus 1 attempts
to establish radio communication with the charger 2 by
transmitting a connection request to the charger 2 iden-
tified by the received SSID. After that, if radio communi-
cation with the charger 2 is established, the route bus
side communication unit 6 transmits and receives charg-
ing information with the charger 2.
[0024] More specifically, if the route bus side commu-
nication unit 6 receives the first SSID, and does not re-
ceive the second SSID, the route bus side communica-
tion unit 6 determines that the charger 2 is normal, and
on standby. Then, the route bus side communication unit
6 establishes radio communication with the charger 2 by
transmitting, to the charger 2 identified by the first SSID:
Charger1_A, a connection request including the first
SSID: Charger1_A, and transmits and receives charging
information with the charger 2.
[0025] In addition, if the route bus side communication
unit 6 receives the second SSID, and does not receive
the first SSID, the route bus side communication unit 6
determines that the charger 2 is normal, and is charging.
Then, the route bus side communication unit 6 prohibits
transmission of a connection request to the charger 2
identified by the second SSID: Charger1_NA. Neverthe-
less, the route bus side communication unit 6 cancels
prohibition of a connection request if the transmission of
a connection request is commanded by a driver via the
operation display unit 10, or if a remaining amount of the
storage functional unit 3 is a predetermined amount or
less. Then, the route bus side communication unit 6 es-
tablishes radio communication with the charger 2 by
transmitting, to the charger 2, a connection request in-
cluding the second SSID: Charger1_NA, and transmits
and receives charging information with the charger 2.
[0026] In addition, if the route bus side communication
unit 6 receives both of the first SSID and the second
SSID, the route bus side communication unit 6 deter-
mines that the charger 2 is in a state of being unable to
supply power to the route bus 1. Then, the route bus side
communication unit 6 prohibits transmission of a connec-
tion request to the charger 2 identified by the first SSID:
Charger1_A or the second SSID: Charger1_NA.
[0027] In this manner, the route bus side communica-
tion unit 6 can identify whether the charger 2 can charge
the storage functional unit 3, without establishing radio
communication with the charger 2, and transmitting and
receiving charging information. Thus, if the charger 2
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cannot charge the storage functional unit 3, it can be
promptly determined to head for another charging point
P, without performing unnecessary radio communica-
tion.
[0028] As mentioned above, if the route bus side com-
munication unit 6 receives the first SSID, and does not
receive the second SSID, the route bus side communi-
cation unit 6 performs transmission and reception of
charging information using radio communication, for
starting charging of the storage functional unit 3. In ad-
dition, if the route bus side communication unit 6 receives
the second SSID, and does not receive the first SSID,
the route bus side communication unit 6 may display, on
the operation display unit 10, a message prompting the
driver to stand by until charging by the charger 2 ends,
or to head for another charging point P. In addition, if the
route bus side communication unit 6 receives both of the
first SSID and the second SSID, the route bus side com-
munication unit 6 may display, on the operation display
unit 10, a message prompting the driver to head for an-
other charging point P.
[0029] Meanwhile, for charging the route bus 1 while
passengers are getting on and off at a terminal, a station,
or the like, charging of the route bus 1 needs to be per-
formed in a short time. Nevertheless, for performing
charging of the route bus 1, advance preparation
processing of confirming normality of the charger 2 such
as whether the charger 2 can perform charging, before
power is supplied from the charger 2 to the route bus 1,
charging processing of supplying power from the charger
2 to the route bus 1, end processing of shifting to a state
in which the route bus 1 is travelable, after the end of
charging of the route bus 1, and the like need to be per-
formed, and a time of the charging processing may fail
to be sufficiently secured.
[0030] Thus, for sufficiently securing a time of the
charging processing, the advance preparation process-
ing is preferably executed before the route bus 1 arrives
at a terminal, a station, or the like. Nevertheless, because
the route bus 1 is a movable body, for executing the ad-
vance preparation processing before the route bus 1 ar-
rives at a terminal, a station, or the like, confirmation in-
formation indicating whether the charger 2 can perform
charging needs to be exchanged with the charger 2 using
radio communication. Nevertheless, if the route bus 1
starts radio communication by getting close to a terminal,
a station, or the like, normally, the route bus 1 receives
an SSID of the charger 2, establishes radio communica-
tion with the charger 2 by transmitting a connection com-
mand for commanding radio communication, to the
charger 2 identified by the received SSID, and then, ex-
changes the confirmation information. Thus, a time re-
quired for charging becomes longer due to the time of
the advance preparation processing, and this declines
running efficiency of the route bus 1.
[0031] In contrast to this, according to the charging sys-
tem according to the first embodiment, whether the
charger 2 can perform charging can be identified by a

low layer of radio communication (transmission and re-
ception of the beacon to which an SSID is added). With
this configuration, the charger 2 that can perform charg-
ing can be found, without establishing radio communica-
tion of a higher layer (transmission and reception of
charging information) between the route bus 1 and the
charger 2, and exchanging the confirmation information
(i.e., without executing the advance preparation process-
ing). Thus, a time required for charging can be shortened,
and running efficiency of the route bus 1 can be en-
hanced.
[0032] In addition, if the route bus side communication
unit 6 misrecognizes that only either one of the first SSID
and the second SSID is received, even though the first
SSID and the second SSID are transmitted, and a con-
nection request is transmitted, the charger side commu-
nication unit 9 of the charger 2 establishes radio commu-
nication with the route bus 1 by transmitting a connection
response to the route bus 1 being a transmission source
of the connection request, and transmits, to the route bus
1, a message notifying that the charger 2 cannot be used.
[0033] Furthermore, if the charger side communication
unit 9 gets out of order, the route bus side communication
unit 6 of the route bus 1 can receive neither the first SSID
nor the second SSID even if getting close to the charging
point P. In this case, the route bus side communication
unit 6 cannot recognize existence of the charger side
communication unit 9. Thus, the route bus side commu-
nication unit 6 transmits an SSID being an identifier of
the route bus 1, and waits for a response from the charger
2. If the route bus side communication unit 6 does not
receive a response from the charger 2 until a predeter-
mined time elapses from when the transmission of the
SSID is started, the route bus side communication unit
6 determines that the charger side communication unit
9 is out of order, and displays, on the operation display
unit 10, a message prompting the driver to heard for an-
other charging point P.

(Second Embodiment)

[0034] The present embodiment is an example of
transmitting an SSID different from an SSID transmitted
from another charger having an at least partially-over-
lapping range in which communication can be performed
using radio communication. In the following description,
the description of parts similar to the first embodiment
will be omitted.
[0035] Also in the present embodiment, in addition to
the storage functional unit 3, the charge-discharge func-
tional unit 4, the charging port 5, and the operation display
unit 10, the route bus 1 includes a route bus side com-
munication unit 6 different from that in the first embodi-
ment. In addition, the charger 2 includes a charger side
communication unit 9 different from that in the first em-
bodiment, in addition to the charging mechanism unit 8.
[0036] FIG. 2 is a diagram illustrating an example in
which a plurality of chargers is adjacently arranged in a
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charging system according to a second embodiment.
FIG. 3 is an overhead view of a charging space in which
the plurality of chargers is adjacently arranged in the
charging system according to the second embodiment.
As illustrated in FIGS. 2 and 3, in the present embodi-
ment, the charging system includes adjacently-arranged
two chargers 2-1 and 2-2. The charger 2-1 has a charging
point P1 at a position in a charging space S1, such as a
position on a road surface R of a road, and a position
adjacent to a road, the position being near the charger
2-1, and performs charging of the route bus 1 stopped
at the charging point P1. In addition, the charger 2-2 has
a charging point P2 at a position in the charging space
S1, the position being near the charger 2-2, and performs
charging of the route bus 1 stopped at the charging point
P2.
[0037] In addition, the charger side communication unit
9 included in the charger 2-1 has a radio communication-
available range A1 (hereinafter, referred to as a first radio
communication-available area). In addition, the charger
side communication unit 9 included in the charger 2-2
has a radio communication-available range A2 (herein-
after, referred to as a second radio communication-avail-
able area). Then, the first radio communication-available
area A1 and the second radio communication-available
area A2 partially overlap. In the present embodiment, the
first radio communication-available area A1 and the sec-
ond radio communication-available area A2 partially
overlap. Nevertheless, the overlap is not limited to this
as long as the first radio communication-available area
A1 and the second radio communication-available area
A2 overlap at least partially. For example, the first radio
communication-available area A1 and the second radio
communication-available area A2 may totally overlap.
[0038] Then, the charger side communication unit 9 of
the charger 2-1 transmits a first SSID: Charger1_A and
a second SSID: Charger1_NA being different from SSIDs
transmitted by the charger side communication unit 9 of
the charger 2-2. In addition, the charger side communi-
cation unit 9 of the charger 2-2 transmits a first SSID:
Charger2_A and a second SSID: Charger2_NA being
different from the SSIDs transmitted by the charger side
communication unit 9 of the charger 2-1.
[0039] In the present embodiment, because the first
radio communication-available area A1 and the second
radio communication-available area A2 partially overlap,
as illustrated in FIG. 3, if the route bus 1 enters a position
at which the first radio communication-available area A1
and the second radio communication-available area A2
overlap, the route bus side communication unit 6 of the
route bus 1 receives all or part of the first SSID and the
second SSID transmitted from the charger 2-1, and the
first SSID and the second SSID transmitted from the
charger 2-2.
[0040] As mentioned above, the chargers 2-1 and 2-2
transmit the first SSIDs or the second SSIDs different
from each other. Thus, based on the first SSIDs or the
second SSIDs respectively received from the two charg-

ers 2-1 and 2-2, the route bus side communication unit
6 can identify from which charger 2 of the two chargers
2-1 and 2-2 the first SSID or the second SSID is received.
[0041] Then, the route bus side communication unit 6
transmits a connection request to the charger 2 identified
by the received first SSID, to establish radio communi-
cation with the charger 2. With this configuration, if the
plurality of chargers 2-1 and 2-2 is adjacently arranged,
the charger 2 being normal and on standby, out of the
plurality of chargers 2-1 and 2-2, can be identified without
performing radio communication with each of the plurality
of chargers 2-1 and 2-2. Thus, a procedure of starting
charging of the route bus 1 can be promptly started.
[0042] In addition, the route bus side communication
unit 6 can also transmit a connection request to the charg-
er 2 identified by the received second SSID. Neverthe-
less, as mentioned above, it is preferable to transmit a
connection request to the charger 2 identified by the re-
ceived first SSID. For example, if the charger 2-1 or the
charger 2-2 is charging or out of order, the route bus side
communication unit 6 receives the second SSID. The
route bus side communication unit 6 therefore prohibits
transmission of a connection request to the charger 2
identified by the second SSID. With this configuration,
because radio communication is not performed with the
charger 2 being charging or out of order, a time required
for radio communication with the chargers 2-1 and 2-2
can be saved.
[0043] In addition, if both of the received SSIDs are the
second SSIDs, and both of the chargers 2-1 and 2-2 are
charging or out of order, the route bus side communica-
tion unit 6 may display, on the operation display unit 10,
a message prompting the driver to cause the route bus
1 to stand by until the first SSID is received, or a message
prompting the driver to move to the next charging space.
[0044] In this manner, according to the charging sys-
tem of the second embodiment, if a plurality of chargers
2 is adjacently arranged, a charger 2 being normal and
on standby, out of the plurality of chargers 2, can be iden-
tified without performing radio communication with each
of the plurality of chargers 2. Thus, a procedure of starting
charging of the route bus 1 can be promptly started.

(Third Embodiment)

[0045] The present embodiment is an example of in-
cluding a storage unit that stores a position at which a
route bus stops in a travel route of the route bus, and
charger information related to a charger that can charge
a route bus stopped at the position, in association with
each other. In the following description, the description
of parts similar to the aforementioned embodiments will
be omitted.
[0046] Also in the present embodiment, in addition to
the storage functional unit 3, the charge-discharge func-
tional unit 4, the charging port 5, and the operation display
unit 10, the route bus 1 includes a route bus side com-
munication unit 6 different from that in the first embodi-
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ment. In addition, the charger 2 includes a charger side
communication unit 9 different from that in the first em-
bodiment, in addition to the charging mechanism unit 8.
[0047] FIG. 4 is an overhead view of a charging space
in which a plurality of chargers is adjacently arranged in
a charging system according to a third embodiment. FIG.
5 is a diagram illustrating an example of a charger ID
table stored by a route bus of the charging system ac-
cording to the third embodiment. As illustrated in FIG. 4,
in the present embodiment, in the charging system, a
charger 2-3 is adjacently arranged in addition to the
chargers 2-1 and 2-2. The charger 2-3 has a charging
point P3 at a position in the charging space S1, the po-
sition being near the charger 2-3, and performs charging
of the route bus 1 stopped at the charging point P3.
[0048] In addition, as illustrated in FIG. 4, in the present
embodiment, in the charging system, a charger 2-4 is
arranged at a position distant from the chargers 2-1, 2-2,
and 2-3. The charger 2-4 has a charging point P4 at a
position in a charging space S2 distant from the charging
space S1, such as a position on a road surface R of a
road, and a position adjacent to a road, the position being
near the charger 2-4, and performs charging of the route
bus 1 stopped at the charging point P4.
[0049] In addition, the charger side communication unit
9 included in the charger 2-3 has a radio communication-
available range A3 (hereinafter, referred to as a third ra-
dio communication-available area). The third radio com-
munication-available area A3 partially overlaps the first
radio communication-available area A1 and the second
radio communication-available area A2. Then, the charg-
er side communication unit 9 included in the charger 2-3
transmits a first SSID: Charger3_A and a second SSID:
Charger3_NA being different from the SSIDs transmitted
by the charger side communication units 9 of the chargers
2-1 and 2-2.
[0050] In addition, the charger side communication unit
9 included in the charger 2-4 has a radio communication-
available range A4 (hereinafter, referred to as a fourth
radio communication-available area). The fourth radio
communication-available area A4 overlaps none of the
first radio communication-available area A1, the second
radio communication-available area A2, and the third ra-
dio communication-available area A3. Nevertheless, in
the present embodiment, the charger side communica-
tion unit 9 included in the charger 2-4 transmits a first
SSID; Charger4_A and a second SSID: Charger4_NA
being different from the SSIDs transmitted by the charger
side communication units 9 of the chargers 2-1, 2-2, and
2-3.
[0051] In the present embodiment, as illustrated in FIG.
5, the route bus side communication unit 6 of the route
bus 1 includes the storage unit that stores a charger ID
table T that associates charging spaces S1 to S5 being
positions at which the route bus 1 stops in a route traveled
by the route bus 1 (hereinafter, referred to as a bus run-
ning route), and charger information (an example of first
information) related to chargers 2 that can charge the

route bus 1 at the charging spaces S1 to S5. Here, the
charger ID table T stores the charging spaces S at which
the route bus 1 stops in the bus running route, in an order
in which the route bus 1 stops. In addition, the charger
information includes a charger ID of the charger 2, a
channel used for radio communication by the charger
side communication unit 9 of the charger 2, and a lane
on which the charging point P of the charger 2 is installed.
[0052] For example, in the charger ID table T, the
charging space S1 at which the route bus 1 firstly stops
in the bus running route is associated with charger infor-
mation of each of the two chargers 2-1 and 2-2 provided
in the charging space S1. The charger information of the
charger 2-1 includes a charger ID: Charger1 of the charg-
er 2-1, a channel: CH1 used for radio communication by
the charger side communication unit 9 of the charger 2-1,
and a lane: Lane1 on which the charging point P of the
charger 2-1 is installed. In addition, the charger informa-
tion of the charger 2-2 includes a charger ID: Charger2
of the charger 2-2, a channel: CH2 used for radio com-
munication by the charger side communication unit 9 of
the charger 2-2, and a lane: Lane2 on which the charging
point P of the charger 2-2 is installed.
[0053] In addition, the charging point P3 of the charger
2-3 is provided in the charging space S1, but the charging
point P3 is provided on a lane on an opposite side of a
lane on which the route bus 1 travels when firstly stop-
ping. Thus, in the charger ID table T, the first charging
space S1 is not associated with device identification in-
formation of the charger 2-3 provided at the charging
point P3.
[0054] In addition, in the charger ID table T, the charg-
ing space S2 at which the route bus 1 secondly stops in
the bus running route is associated with charger infor-
mation of the one charger 2-4 provided in the charging
space S2. The charger information of the charger 2-4
includes a charger ID: Charger4 of the charger 2-4, a
channel: CH4 used for radio communication by the
charger side communication unit 9 of the charger 2-4,
and a lane: Lane1 on which the charging point P of the
charger 2-4 is installed. In addition, because no charger
2 is provided in the charging space S at which the route
bus 1 fourthly stops in the bus running route, the fourth
charging space S is not associated with charger informa-
tion in the charger ID table T.
[0055] Also in the present embodiment, the charger
side communication unit 9 of the charger 2 transmits at
least one of the first SSID and the second SSID different
from SSIDs transmitted by another charger 2 having an
at least-partially overlapping range in which the charger
side communication unit 9 can perform radio communi-
cation. For example, the charger side communication unit
9 of the charger 2-1 can transmit at least one of the first
SSID: Charger1_A or the second SSID: Charger1_NA.
In addition, the charger side communication unit 9 of the
charger 2-2 can transmit at least one of the first SSID:
Charger2_A and the second SSID: Charger2_NA. In ad-
dition, the charger side communication unit 9 of the
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charger 2-3 can transmit at least one of the first SSID:
Charger3_A and the second SSID: Charger3_NA. In ad-
dition, the charger side communication unit 9 of the
charger 2-4 can transmit at least one of the first SSID:
Charger4_A and the second SSID: Charger4_NA.
[0056] If an ordinal number of a charging space S at
which the route bus 1 is caused to stop next is input using
the operation display unit 10, before the route bus 1 gets
close to the charging space S, the route bus side com-
munication unit 6 reads out, from the charger ID table T,
charger information stored in association with the charg-
ing space S of the input ordinal number. Then, referring
to the read charger information, the route bus side com-
munication unit 6 changes various profiles, such as a
channel used for radio communication with the charger
2, and an SSID to which a connection request is to be
transmitted, among SSIDs received from the charger 2.
[0057] For example, if the first is input from the oper-
ation display unit 10 as an ordinal number of a charging
space S at which the route bus 1 is caused to stop next,
the route bus side communication unit 6 reads out, from
the charger ID table T, charger information (e.g., charger
IDs: Charger1, Charger2, channels: CH1, CH6, lanes:
Lane1, Lane2) associated with the first charging space
S1. Then, the route bus side communication unit 6 chang-
es a channel used for radio communication with the
charger 2, to CH1, CH6, according to the channels read
as the charger information. Furthermore, based on the
charger IDs: Charger1, Charger2 read as the charger
information, the route bus side communication unit 6 sets
SSIDs of chargers 2 with which radio communication is
to be performed, to Charger1_A, Charger1_NA,
Charger2_A, and Charger2_NA. Then, the route bus side
communication unit 6 transmits a connection request to
the chargers 2 identified by the set SSIDs.
[0058] In the present embodiment, the route bus side
communication unit 6 changes a channel used for radio
communication with the charger 2, and sets the SSID of
the charger 2 that performs radio communication, ac-
cording to the input of the ordinal number from the oper-
ation display unit 10. Alternatively, the route bus side
communication unit 6 may change a channel used for
radio communication with the charger 2, and set the SSID
of the charger 2 that performs radio communication,
when charging of the route bus 1 is completed at a charg-
ing space S one space before, when a position of the
route bus 1 that is detected by the Global Positioning
System (GPS) gets close to the charging space S.
[0059] Here, as illustrated in FIG. 4, because the
charger 2-1 is charging a route bus 1-1 stopped at the
charging point P1, the charger side communication unit
9 of the charger 2-1 transmits the second SSID:
Charger1_NA. On the other hand, because the route bus
1 is not stopped at the charging point P2, and the charger
2-2 is on standby, the charger side communication unit
9 of the charger 2-2 transmits the first SSID: Charger1_A.
In addition, because the charger 2-3 is charging a route
bus 1-3 stopped at the charging point P3, the charger

side communication unit 9 of the charger 2-3 transmits
the second SSID: Charger3_NA.
[0060] Thus, as illustrated in FIG. 4, if a route bus 1-2
gets close to the charging space S1, the route bus side
communication unit 6 of the route bus 1-2 receives the
second SSID transmitted from the charger 2-1, the first
SSID transmitted from the charger 2-2, and the second
SSID transmitted from the charger 2-3. Nevertheless, the
SSID transmitted from the charger 2-3 is not included in
the SSIDs: Charger1_A, Charger1_NA, Charger2_A,
and Charger2_NA of the chargers 2 that perform radio
communication. Thus, the route bus side communication
unit 6 of the route bus 1-2 discards the SSID transmitted
from the charger 2-3.
[0061] In addition, because the route bus side commu-
nication unit 6 of the route bus 1-2 receives the second
SSID from the charger 2-1, the route bus side commu-
nication unit 6 determines that the charger 2-1 is normal
and charging, and prohibits transmission of a connection
request to the charger 2-1 identified by the second SSID.
On the other hand, because the route bus side commu-
nication unit 6 of the route bus 1-2 receives the first SSID
from the charger 2-2, the route bus side communication
unit 6 determines that the charger 2-2 is normal and
charging, and transmits a connection request to the
charger 2-2 identified by the first SSID, to establish radio
communication with the charger 2-2. In addition, when
radio communication with the charger 2-2 is established,
and transmission and reception of charging information
with the charger 2-2 is started, the route bus side com-
munication unit 6 of the route bus 1-2 may display, on
the operation display unit 10, a message prompting the
driver to cause the route bus 1 to stop at the charging
point P2 of the charger 2-2.
[0062] In addition, as illustrated in FIG. 4, because the
route bus 1-2 does not enter the fourth radio communi-
cation-available area A4 even if the route bus 1-2 gets
close to the charging space S1, the route bus side com-
munication unit 6 of the route bus 1-2 does not receive
the SSID transmitted from the charger 2-4. Even if the
route bus side communication unit 6 of the route bus 1-2
receives the SSID transmitted from the charger 2-4, be-
cause the SSID is not included in the SSIDs: Charger1_A,
Charger1_NA, Charger2_A, and Charger2_NA of the
chargers 2 that perform radio communication, the route
bus side communication unit 6 discards the SSID trans-
mitted from the charger 2-3.
[0063] In this manner, according to the charging sys-
tem according to the third embodiment, when the route
bus 1 gets close to a charging space S, an SSID of a
charger 2 that performs radio communication is preset.
With this configuration, if there is a plurality of charging
points P in a charging space S at which a route bus 1 is
to stop, radio communication can be promptly performed
with a charger 2 provided at an appropriate charging point
P. In other words, the number of chargers 2 being radio
communication targets is reduced, and a time required
for establishing radio communication between the route
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bus 1 and the chargers 2 can be shortened. Thus, a time
required for charging can be shortened, and running ef-
ficiency of the route bus 1 can be enhanced.

(Fourth Embodiment)

[0064] The present embodiment is an example of
transmitting, if the second SSID is received, and a charg-
ing reservation command (an example of a second com-
mand) commanding charging of a route bus is input, res-
ervation information (an example of second information)
commanding reservation of charging of the storage func-
tional unit 3, to a charger. In the following description,
the description of parts similar to the aforementioned em-
bodiments will be omitted.
[0065] Also in the present embodiment, the route bus
1 includes the storage functional unit 3, the charge-dis-
charge functional unit 4, the charging port 5, the route
bus side communication unit 6, and the operation display
unit 10. In addition, the charger 2 includes a charger side
communication unit 9 different from that in the first em-
bodiment, in addition to the charging mechanism unit 8.
[0066] FIG. 6 is a diagram for illustrating an example
of transmission processing of reservation information in
a charging system according to the fourth embodiment.
As illustrated in FIG. 6, if the charger 2 is supplying power
to the storage functional unit 3 of the route bus 1-1, the
charger side communication unit 9 of the charger 2 trans-
mits the second SSID. If the route bus 1-2 enters the first
radio communication-available area A1, the route bus
side communication unit 6 of the route bus 1-2 receives
the second SSID transmitted from the charger 2. Then,
if the route bus side communication unit 6 of the route
bus 1-2 receives the second SSID from the charger 2,
the route bus side communication unit 6 determines that
the charger 2 is normal and charging, and prohibits trans-
mission of a connection request to the charger 2 identified
by the second SSID. At this time, if the driver of the route
bus 1-2 operates an operation input unit 10 to input a
message (an example of a second command) command-
ing charging of the storage functional unit 3 of the route
bus 1-2, the route bus side communication unit 6 of the
route bus 1-2 transmits, to the charger 2, reservation in-
formation (an example of second information) command-
ing reservation of charging of the storage functional unit
3. In the present embodiment, the reservation information
includes an SSID that makes the route bus 1 identifiable.
[0067] The charger side communication unit 9 of the
charger 2 includes a storage unit (not illustrated) that
receives reservation information from the route bus 1,
and stores the received reservation information in the
order of reception. With this configuration, based on res-
ervation information stored in the storage unit (not illus-
trated), the charger side communication unit 9 can iden-
tify the number of route buses 1 that are waiting for charg-
ing. In addition, the charger side communication unit 9
counts the number of reservations being the number of
pieces of reservation information stored in the storage

unit (not illustrated), and if the counted number of reser-
vations reaches a preset upper limit of the number of
reservations, the charger side communication unit 9
refuses the reception of new reservation information.
With this configuration, concentration of charging reser-
vation on a specific charger 2 can be avoided.
[0068] In this manner, according to the charging sys-
tem according to the fourth embodiment, the number of
route buses 1 that are waiting for charging can be iden-
tified based on reservation information transmitted from
the route bus 1.

(Fifth Embodiment)

[0069] The present embodiment is an example in
which a route bus includes an imaging unit provided to
be able to image the periphery of a charger, and an ac-
quisition unit that acquires an SSID of the charger from
an image obtained by imaging of the imaging unit, and if
the SSID acquired by the acquisition unit, and a received
SSID match, a route bus side communication unit trans-
mits a connection request to the charger. In the following
description, the description of parts similar to the afore-
mentioned embodiments will be omitted.
[0070] FIG. 7 is a diagram illustrating an example of a
configuration of a charging system according to a fifth
embodiment. As illustrated in FIG. 7, in the present em-
bodiment, the route bus 1 includes a camera 601 (an
example of the imaging unit) provided to be able to image
the periphery of the charger 2, and an acquisition unit
602 that acquires an SSID of the charger 2 from an image
obtained by imaging of the camera 601. In addition, at a
position where the camera 601 of the route bus 1 can
perform imaging in the periphery of the charger 2 (or, the
charging point P of the charger 2), the charger 2 displays
an image G representing an SSID of the charger 2 (here-
inafter, referred to as an ID image. For example, an image
representing an SSID by color, graphics, characters, or
the like).
[0071] The acquisition unit 602 of the route bus 1 de-
tects the ID image G from images obtained by imaging
of the camera 601. Then, if the ID image G is detected,
the acquisition unit 602 acquires an SSID from the de-
tected ID image G. In the present embodiment, the ac-
quisition unit 602 acquires an SSID from the ID image
G. Nevertheless, if the charger 2 has a Radio Frequency
Identifier (RFID) tag storing an SSID of the charger 2
itself, the acquisition unit 602 may acquire the SSID of
the charger 2 from the RFID tag.
[0072] The route bus side communication unit 6 deter-
mines whether the SSID acquired by the acquisition unit
602, and a received SSID match. Here, if the SSID ac-
quired by the acquisition unit 602, and the received SSID
do not match, the operation display unit 10 (an example
of a notification unit) displays (notifies) a message indi-
cating that the charging point P being a stop position at
which the route bus 1 is stopped is wrong, and prompts
the driver to move the route bus 1.
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[0073] On the other hand, if the SSID acquired by the
acquisition unit 602, and the received SSID match, the
route bus side communication unit 6 detects that the route
bus 1 is stopped at a correct charging point P, and trans-
mits a connection request to the charger 2 identified by
the received SSID. In addition, the operation display unit
10 counts an elapsed time from when the SSID is re-
ceived, and if an SSID is not acquired by the acquisition
unit 602 even though the counted elapsed time exceeds
a predetermined time, the operation display unit 10 de-
tects that the charging point P at which the route bus 1
is stopped is wrong, and displays a message prompting
the driver to move the route bus 1.
[0074] In this manner, according to the charging sys-
tem according to the fifth embodiment, it can be con-
firmed whether the charger 2 performing radio commu-
nication, and the charger 2 provided at the charging point
P at which the route bus 1 is stopped match. Thus, the
driver of the route bus 1 can cause the route bus 1 to
stop at a correct charging point P.
[0075] As described above, according to the first to fifth
embodiments, a time required for charging can be short-
ened, and running efficiency of the route bus 1 can be
enhanced.
[0076] Several embodiments of the present invention
have been described, but these embodiments are pre-
sented as examples, and are not intended to limit the
scope of the invention. These novel embodiments can
be implemented in other various forms, and various omis-
sions, substitutions, and modifications can be performed
without departing from the gist of the invention. The em-
bodiments and modifications thereof are included in the
scope and gist of the invention, and are included in the
invention described in Claims, and a scope equivalent
thereto.

Claims

1. A charging system comprising: an electric bus; and
a charger,
wherein the electric bus includes:

a storage functional unit;
a drive unit configured to drive the electric bus
using power discharged from the storage func-
tional unit;
a charging unit configured to charge the storage
functional unit using power supplied from the
charger; and
a first communication unit configured to receive
an identifier of the charger from the charger, and
transmit a first command commanding a start of
radio communication, to the charger identified
by the received identifier,
wherein the charger includes:

a supply unit configured to supply power to

the electric bus stopped at a preset position;
and
a second communication unit configured, if
power is being supplied to the electric bus
by the supply unit, to transmit a first identifier
of the charger, if power is not being supplied
to the electric bus by the supply unit, to
transmit a second identifier that is an iden-
tifier of the charger and different from the
first identifier, and if the first command is
received from the electric bus, to transmit
and receive information related to charging
of the storage functional unit, with the elec-
tric bus being a transmission source of the
first command, using radio communication,
and
wherein, if the second identifier is received,
the first communication unit prohibits trans-
mission of the first command.

2. The charging system according to claim 1,
wherein, if power cannot be supplied to the electric
bus by the supply unit, the second communication
unit transmits the first identifier and the second iden-
tifier, and
wherein, if the first identifier and the second identifier
are received, the first communication unit deter-
mines that the charger is unusable.

3. The charging system according to claim 1, wherein
the second communication unit transmits the first
identifier and the second identifier that are different
from identifiers of other charger having an at least
partially-overlapping range in which communication
can be performed using radio communication.

4. The charging system according to claim 1,
wherein the electric bus includes a storage config-
ured to store a position at which the electric bus stops
in a travel route of the electric bus, and first informa-
tion related to the charger that charges the electric
bus stopped at the position, in association with each
other, and
wherein the first communication unit sets an identifier
of the charger that performs radio communication,
based on the first information stored in the storage
in association with a position at which the electric
bus stops next, and transmits the first command to
the charger identified by the set identifier.

5. The charging system according to claim 1,
wherein, if the second identifier is received, and a
second command commanding charging of the elec-
tric bus is input, the first communication unit trans-
mits, to the charger, second information command-
ing reservation of charging of the storage functional
unit, and
wherein the second communication unit includes a
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storage configured to store the second information
received from the electric bus.

6. The charging system according to claim 1,
wherein the electric bus includes:

an imaging unit configured to image a periphery
of the charger, and
an acquisition unit configured to acquire an iden-
tifier of the charger from an image obtained by
imaging of the imaging unit, and
wherein, if an identifier acquired by the acquisi-
tion unit, and a received identifier match, the first
communication unit transmits the first command
to the charger.

7. The charging system according to claim 6,
wherein the electric bus includes
a notification unit configured to notify a driver of the
electric bus that a stop position of the electric bus is
wrong, if an identifier acquired by the acquisition unit,
and a received identifier do not match.

8. A charger comprising:

a supply unit configured to supply power to an
electric bus stopped at a preset position; and
a second communication unit configured, if pow-
er is being supplied to the electric bus by the
supply unit, to transmit a first identifier of the
charger, if power is not being supplied to the
electric bus by the supply unit, to transmit a sec-
ond identifier that is an identifier of the charger
and different from the first identifier, and if a first
command commanding a start of radio commu-
nication is received from the electric bus, to
transmit and receive information related to
charging of a storage functional unit included in
the electric bus, with the electric bus being a
transmission source of the first command, using
radio communication.

19 20 



EP 3 346 572 A1

12



EP 3 346 572 A1

13



EP 3 346 572 A1

14



EP 3 346 572 A1

15



EP 3 346 572 A1

16

5

10

15

20

25

30

35

40

45

50

55



EP 3 346 572 A1

17

5

10

15

20

25

30

35

40

45

50

55



EP 3 346 572 A1

18

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• JP 2013243922 A [0004]


	bibliography
	abstract
	description
	claims
	drawings
	search report
	cited references

