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(54) VITREOUS BODY CUTTER

(57) There is provided a vitreous body cutter that al-
lows wide movement of an opening position at the end
part of a pipe even when the pipe is thin and that allows
suction of vitreous bodies etc. in a wide range. The vit-
reous body cutter (10) includes: a pipe (20) having an
opening (21) on the side of an end part; a cutter (30),
which slides along the inner surface of the pipe (20); a
power output section (25), which is connected to the pipe
(20) and slides the cutter (30); and an outer case (40),
through which the pipe (20) passes, and which includes
the power output section (25) inside; and further includes
a joint (41) for connecting the outer case (40) to a cannula
(50) attached to an eyeball (60). The protrusion length
of the pipe (20) from the outer case (40) can be changed.
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Description

Technical field

[0001] The present invention relates to a vitreous body
cutter used in ophthalmic surgery.

Background Art

[0002] The vitreous body cutter used in ophthalmic sur-
gery is used for cutting and removing from an eyeball a
jelly-like vitreous body and/or a proliferative membrane
(called "vitreous body etc." hereafter) on the retina which
is generated through denaturation of the vitreous body.
Patent Document 1 discloses a structure of the end part
of such a vitreous body cutter (vitreous body surgical
probe). Fig. 5 is a cross-sectional view of the end part of
the vitreous body cutter.
[0003] The vitreous body cutter includes a pipe 20
whose end part is sealed, and a cutter 30, which is slid-
able in the axial direction of the pipe 20 on the inner sur-
face thereof with continuous contact on that surface. An
opening 21 is formed in the side near the tip of the pipe
20, and the vitreous bodies etc. 65 are sucked in through
the opening. At this time, the cutter 30 slides on the inner
surface of the pipe 20, and when the tip of the cutter 30
passes by the opening 21, the vitreous bodies etc. 65
are cut off. The vitreous bodies etc. 65 cut smaller are
sucked in at the back side of the pipe 20 (on the right
side of Fig. 5).
[0004] Such a vitreous body cutter is used by being
put into a cannula or pipe inserted into the eyeball. When
the diameter of the pipe of the vitreous body cutter is
small, it is difficult to move the opening position widely
within the eyeball because the pipe may be bent on the
outside of the cannula when trying to move the opening
position at the end part of the pipe. However, since the
vitreous body cutter is used for operation within the eye-
ball, the smallest possible pipe diameter is preferred. A
27 gauge pipe (0.4 mm) is often used these days, and
such a thin vitreous body cutter has particularly low ri-
gidity. Therefore, an operation without eyeball movement
is strongly recommended.
[0005] However, when it is hard to move the pipe widely
and without eyeball movement, the range of sucking in
the vitreous bodies etc. is restricted. As a result, there is
a greater possibility that residual vitreous bodies etc. will
remain in the eyeball. Therefore, even in the case where
the pipe of the vitreous body cutter is thin, an operation
while moving the vitreous body cutter and the eyeball
freely is desired.

Prior Art Documents

Patent Documents

[0006] [Patent Document 1] JP 2014-42703A

DISCLOSURE OF INVENTION

Problem to be Solved by the Invention

[0007] In view of this problem, the present invention
aims to provide a vitreous body cutter that allows wide
movement of an opening position in the end part of a pipe
even when the pipe is thin and that allows suction of
vitreous bodies in a wide range.

Solution to the Problem

[0008] The vitreous body cutter according to the
present invention includes a pipe with an opening on the
side of an end part; a cutter, which slides along the inner
surface of the pipe; a power output section, which is con-
nected to the pipe and slides the cutter; and an outer
case, through which the pipe passes, and which com-
prises the power output section inside; and further in-
cludes a joint for connecting the outer case to a cannula
attached to an eyeball.
[0009] Moreover, it is preferable that the pipe, the cut-
ter, and the power output section can shift along the axis
of the pipe relative to the outer case, and the protrusion
length of the pipe from the outer case can be changed.
Advantageous Effect of the Invention
[0010] Since a vitreous body cutter and a cannula are
unified to be a single body according to the present in-
vention, the following effect is provided: the range in
which the opening of a pipe can be moved within an eye-
ball is wide even when the pipe is thin, and range in which
the vitreous body can be sucked in is wide.
[0011] Moreover, since the protrusion length of the
pipe from an outer case can be changed as desired, the
following effect is provided: sucking in the vitreous bodies
etc. in the front side of an eyeball is possible with a can-
nula unified with the vitreous body cutter.

BRIEF DESCRIPTION OF DRAWINGS

[0012]

Fig. 1 shows outlines of a vitreous body cutter ac-
cording to the present invention; wherein Fig. 1(a)
shows the vitreous body cutter before connected to
a cannula, and Fig. 1(b) shows the vitreous body
cutter after connected to the cannula;
Fig. 2 shows moving ranges of the opening in the
case where a pipe is thin; wherein Fig. 2(a) shows
a conventional vitreous body cutter, and Fig. 2(b)
shows a vitreous body cutter according to the
present invention;
Fig. 3 shows cross-sectional views of the internal
structure of the vitreous body cutter according to the
present invention; wherein Fig. 3(a) shows the case
where the protrusion length of the pipe is large, and
Fig. 3(b) shows the case where the protrusion length
of the pipe is small;
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Fig. 4 shows the moving ranges of the opening ac-
cording to the present invention; wherein Fig. 4(a)
shows the case where the protrusion length of the
pipe is small, and Fig. 4(b) shows the protrusion
length of the pipe is large; and
Fig. 5 is a cross-sectional view of an end part of the
vitreous body cutter.

DESCRIPTION OF EMBODIMENTS

[0013] An embodiment according to the present inven-
tion is described below with reference to accompanying
drawings.
[0014] Fig. 1 shows outlines of a vitreous body cutter
according to the present invention; wherein Fig. 1(a)
shows the vitreous body cutter before connected to a
cannula, and Fig. 1(b) shows the vitreous body cutter
after connected to the cannula. A vitreous body cutter 10
sucks in vitreous bodies etc. from an eyeball 60 by in-
serting a pipe 20 of the vitreous body cutter 10 into a
cannula 50 inserted into the eyeball 60.
[0015] The vitreous body cutter 10 has an outer case
40 through which the pipe 20 protrudes. The tip of the
pipe 20 is sealed. An opening 21 for sucking in the vitre-
ous bodies etc. is formed in a side of the end part. A
power output section that is connected to the pipe 20 is
built in the outer case 40. This power output section slides
the cutter 30 along the inner surface of the pipe 20. The
vitreous bodies etc. are removed in the same way as
described above; namely, when the cutter 30 slides along
the inner surface of the pipe 20, the vitreous bodies etc.
sucked in through the opening 21 are cut smaller, and
then sucked further into the depth of the pipe 20.
[0016] The cannula 50 includes a tubular main body
51, which is inserted into the eyeball 60, and a base 52,
which serves as a stopper. As shown in Fig. 1(a), the
pipe 20 of the vitreous body cutter 10 is put in the main
body 51 of the cannula 50 attached to the eyeball 60,
resulting in the state shown in Fig. 1(b). At this time, when
a convex joint 41 prepared on the outer case 40 is con-
nected to the base 52 of the cannula 50, the vitreous
body cutter 10 and the cannula 50 are unified. Note that
to the method of connecting the outer case 40 to the
cannula 50 is not limited in particular, but they should be
connected in such a manner that allows integrated move-
ment of the cannula 50 and the pipe 20 when the outer
case 40 is moved while they are connected.
[0017] A result from unifying the vitreous body cutter
10 with the cannula 50 in such a manner is described
below. Fig. 2 shows a moving range of the opening in
the case where the pipe is thin; Fig. 2(a) shows a con-
ventional vitreous body cutter, and Fig. 2(b) shows a vit-
reous body cutter according to the present invention.
[0018] In Fig. 2(a), since the vitreous body cutter 10
and the cannula 50 are not unified, and the pipe 20 is
thin, the pipe 20 will bend at a position 20a outside the
cannula 50 when the outer case 40 is moved. This makes
it difficult to move the pipe 20 widely within an eyeball.

[0019] Therefore, unifying the vitreous body cutter 10
and the cannula 50 in such a manner as shown in Fig.
2(b) allows movement of the cannula 50 and the pipe 20
at the same angle as that of the outer case 40 when the
outer case 40 is moved. As a result, the opening 21 pro-
vided in the end part of the pipe 20 can be widely moved.
[0020] However, in the case where the vitreous body
cutter 10 and the cannula 50 are unified, backward and
forward movement of the outer case 40 (in the direction
of moving close to and away from an eyeball) is restricted,
so as to prevent the cannula 50 from detaching from the
eyeball 60. As a result, movement of the opening 21 will
be allowed only at a fixed depth of the eyeball 60. There-
fore, in order to make it possible to change the insertion
depth, we have decided to enable adjustment of the pro-
trusion length of the pipe 20.
[0021] Fig. 3 show cross-sectional views of an internal
structure of the vitreous body cutter according to the
present invention; wherein Fig. 3(a) shows the case
where the protrusion length of the pipe is large, and Fig.
3(b) shows the case where the protrusion length of the
pipe is small. The state where the cannula 50 and the
vitreous body cutter 10 are unified is illustrated in the
drawings. As for a protrusion length L from the outer case
40, Figs. 3(a) and 3(b) exemplify the maximum protrusion
length Lmax and the minimum protrusion length Lmin,
respectively.
[0022] Since the pipe 20, the cutter 30, and the power
output section 25 are combined to be a single body, ad-
justment of the protrusion length L can be made by shift-
ing the power output section 25 built in the outer case 40
backward and/or forward relative to the outer case 40.
[0023] How to move the power output section 25 is not
limited in particular. In the example shown in Fig. 3, how-
ever, a protrusion length adjustor 26 connected to the
power output section 25 is penetrated through the outer
case 40, and the protrusion length L is changed by sliding
the protrusion length adjustor 26 along the axis of the
pipe 20.
[0024] Fig. 4 shows moving ranges of the opening ac-
cording to the present invention; wherein Fig. 4(a) shows
the case where the protrusion length of the pipe is large,
and Fig. 4(b) shows the case where the protrusion length
of the pipe is small. Dashed lines denote the moving rang-
es of the opening 21.
[0025] When the protrusion length is large, the vitreous
body etc. located deep in the eyeball 60 can be sucked
in, as shown in Fig. 4(a). If the cannula 50 and the vitreous
body cutter 10 are unified but the protrusion length of the
pipe 20 cannot be changed, it is difficult to suck in the
vitreous body etc. located in the front side of the eyeball
60 without extracting the cannula 50 from the eyeball 60.
Meanwhile, according to the present invention, the pro-
trusion length of the pipe 20 can be changed. Therefore,
making a protrusion length smaller enables the vitreous
body etc. located in the front side of the eyeball 60 to be
sucked in without extracting the cannula 50 from the eye-
ball 60.
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[0026] According to the present invention, the cannula
and the vitreous body cutter are unified as described
above, thereby allowing the opening to be shifted widely
even when the pipe is thin. Furthermore, the vitreous
bodies etc. in the entire eyeball can be sucked in by mak-
ing it possible to change the protrusion length of the pipe.

Explanation of References

[0027]

10: Vitreous body cutter
20: Pipe
21: Opening
25: Power output section
26: Protrusion length adjustor
30: Cutter
40: Outer case
41: Joint
50: Cannula
51: Main body
52: Base
60: Eyeball
65: Vitreous body etc.

Claims

1. A vitreous body cutter comprising:

a pipe comprising an opening on the side of an
end part,
a cutter, which slides along the inner surface of
the pipe,
a power output section, which is connected to
the pipe and slides the cutter, and
an outer case, through which the pipe passes,
and which comprises the power output section
inside;
further comprising a joint for connecting the out-
er case to a cannula attached to an eyeball.

2. The vitreous body cutter according to Claim 1,
wherein the pipe, the cutter, and the power output
section can shift along the axis of the pipe relative
to the outer case, and the protrusion length of the
pipe from the outer case can be changed.
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