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(57) An object is to provide a vacuum glass panel
capable of reducing degradation of spacers and thereby
keeping a vacuum space stably. A glass panel unit 1
includes: a first panel (T10); a second panel (T20) facing
the first panel (T10); a sealing member bonded to re-
spective facing peripheral portions of the first panel (T10)
and the second panel (T20); and at least one spacer (40)
provided in a reduced pressure space between the first
panel (T10) and the second panel (T20). The at least one
spacer (40) includes a resin body (41) and at least one
ultraviolet protective layer (42) provided on a surface of
the resin body (41).
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Description

Technical Field

[0001] The present invention relates to a glass panel
unit, a glass window including a glass panel unit, and a
method for manufacturing a glass panel unit.

Background Art

[0002] A glass panel having a vacuum space between
a pair of glass plates (hereinafter referred to as a "vacuum
glass panel") has been known in the art. The vacuum
glass panel is also called a "multiple pane." The vacuum
glass panel has excellent thermal insulation properties
because the vacuum space reduces heat conduction.
When a vacuum glass panel is manufactured, two glass
plates to form a pair are bonded together with a gap left
between them, the space inside the pair is evacuated,
and the inner space is sealed hermetically, thus forming
a vacuum space there.
[0003] It has been proposed that spacers be used to
maintain a sufficient thickness for the vacuum space of
such a vacuum glass panel. The spacers are parts to be
interposed between the two glass plates. The spacers
are required to have some strength, and therefore, a met-
al is one of well-known materials for the spacers. Mean-
while, spacers made of a polymer have also been dis-
closed as in Patent Literature 1, for example.
[0004] According to Patent Literature 1, using a poly-
mer (i.e., a resin) as a material for the spacers imparts
some flexibility to the spacers. However, it is not easy to
ensure a sufficient thickness for the vacuum space suc-
cessfully with such polymer spacers. In addition, install-
ing a vacuum glass panel in a place exposed to an ultra-
violet ray (e.g., outdoors) would make the spacers easily
degradable, which is not beneficial.

Citation List

Patent Literature

[0005] Patent Literature 1: US 6,541,084 B2

Summary of Invention

[0006] It is therefore an object of the present invention
to provide a vacuum glass panel allowing for reducing
the degradation of the spacers to keep a vacuum space
stably and also provide a method for manufacturing such
a vacuum glass panel.
[0007] A glass panel unit according to the present dis-
closure includes: a first panel including at least a first
glass plate; a second panel facing the first panel and
including at least a second glass plate; a frame member
bonding respective peripheral portions of the first panel
and the second panel together; and a spacer provided
between the first panel and the second panel. A reduced

pressure space is provided as an inner space between
the first panel and second panel. The spacer includes a
resin body and at least one ultraviolet protective layer
provided on a surface of the resin body.
[0008] A glass window according to the present disclo-
sure includes: the glass panel unit described above; and
a window frame attached to a peripheral portion of the
glass panel unit.
[0009] A method for manufacturing a vacuum glass
panel includes: a composite sheet forming step of form-
ing an ultraviolet protective layer on at least one surface
of a resin sheet; a spacer forming step of forming a plu-
rality of spacers by punching a composite sheet including
the resin sheet and the ultraviolet protective layer; a spac-
er arrangement step of arranging the plurality of spacers
between a first substrate including a first glass substrate
and a second substrate including a second glass sub-
strate; a glass adhesive disposing step of disposing a
glass adhesive in a frame shape between the first sub-
strate and the second substrate; an evacuation step of
evacuating a space located between the first substrate
and the second substrate and surrounded with the glass
adhesive; and a bonding step of bonding the first sub-
strate and the second substrate together with the glass
adhesive.

Brief Description of Drawings

[0010]

FIGS. 1A and 1B illustrate an exemplary glass panel
unit, wherein FIG. 1A is a cross-sectional view of the
exemplary glass panel unit and FIG. 1B is a plan
view of the exemplary glass panel unit;
FIGS. 2A to 2C are enlarged cross-sectional views
illustrating some examples (including variations) of
the glass panel unit;
FIGS. 3A to 3F illustrate some steps of an exemplary
manufacturing process of the glass panel unit in
which spacers are being formed, wherein FIGS. 3A,
3C, and 3E are cross-sectional views and FIGS. 3B,
3D, and 3F are perspective views;
FIGS. 4A to 4D are cross-sectional views illustrating
some steps of the exemplary manufacturing process
of the glass panel unit in which the glass panel unit
is being formed;
FIGS. 5A to 5C are plan views illustrating some steps
of the exemplary manufacturing process of the glass
panel unit in which the glass panel unit is being
formed;
FIGS. 6A and 6B illustrate another exemplary glass
panel unit (as a second embodiment), wherein FIG.
6A is a cross-sectional view of the exemplary glass
panel unit and FIG. 6B is a plan view of the exemplary
glass panel unit;
FIGS. 7A and 7B illustrate a glass panel unit accord-
ing to a third embodiment, wherein FIG. 7A is a cut-
away plan view of the glass panel unit according to
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the third embodiment, and FIG. 7B is a cross-sec-
tional view thereof taken along the plane A-A shown
in FIG. 7A; and
FIG. 8 is a plan view illustrating a glass window ac-
cording to a fourth embodiment.

Description of Embodiments

[0011] The following embodiments relate to a glass
panel unit, a glass window including the glass panel unit,
and a method for manufacturing a glass panel unit, and
more particularly relate to a glass panel unit having a
reduced pressure space as an inner space between a
pair of panels of glass, a window frame including the glass
panel unit, and a method for manufacturing such a glass
panel unit.
[0012] FIGS. 1A and 1B illustrate an exemplary glass
panel unit (hereinafter referred to as a "glass panel unit
1"). In the following description, FIGS. 1A and 1B will be
collectively referred to as "FIG. 1." FIG. 1A is a cross-
sectional view and FIG. 1B is a plan view. Note that FIGS.
1A and 1B illustrate the glass panel unit 1 just schemat-
ically and the dimensions of respective portions thereof
are not necessarily to scale and may be different from
actual ones. Particularly, in FIG. 1A, the thickness of the
glass panel unit is illustrated to be larger than the actual
one to facilitate the reader’s understanding. In addition,
the spacers are also illustrated in a larger size (i.e., a
relative size thereof with respect to the entire glass panel
unit) than actual ones.
[0013] The glass panel unit 1 is basically transparent,
and therefore, internal parts of the glass panel unit 1
(such as a frame member 30 and spacers 40) are visible.
FIG. 1B illustrates such visible internal parts. More spe-
cifically, FIG. 1B is a plan view of the glass panel unit 1
seen from a first glass plate 10 thereof.
[0014] The glass panel unit 1 includes a first panel T10,
a second panel T20 facing the first panel T10, a sealing
member (e.g., a frame member 30 in this embodiment)
bonding the respective peripheral portions of the first
panel T10 and the second panel T20 together, and spac-
ers 40 arranged between the first panel T10 and the sec-
ond panel T20. The glass panel unit 1 has an inner space
(hereinafter referred to as a "first inner space") imple-
mented as a reduced pressure space (e.g., a vacuum
space 50 in this embodiment). The vacuum space 50 is
provided between the first panel T10 and the second pan-
el T20. The spacers 40 each include a resin body 41 and
at least one ultraviolet protective layer 42 provided on a
surface of the resin body 41.
[0015] The first panel T10 includes at least a glass plate
(hereinafter referred to as a "first glass plate 10"). That
is to say, the first panel T10 includes at least the first
glass plate 10. In this embodiment, the first panel T10
includes the first glass plate 10 and a thermal reflective
film 11 provided on an inner surface (first surface 10a)
of the first glass plate 10. Alternatively, the first panel T10
may consist of the first glass plate 10 alone.

[0016] The second panel T20 includes at least a glass
plate (hereinafter referred to as a "second glass plate
20"). That is to say, the second panel T20 includes at
least the second glass plate 20. In this embodiment, the
second panel T20 consists of the second glass plate 20
alone. Alternatively, the second panel T20 may include
not only the second glass plate 20 but also a coating, for
example, which may be provided on an inner or outer
surface of the second glass plate 20.
[0017] In the glass panel unit 1 of this embodiment, the
spacers with a resin body may have a lower thermal con-
ductivity than metallic spacers, thus increasing the ther-
mal insulation properties of the vacuum glass panel. In
addition, the resin has more elasticity than a metal, and
therefore, is able to absorb the force applied to the glass
plates, thus enhancing the impact resistance of the vac-
uum glass panel. Moreover, the ultraviolet protective lay-
er provided on the surface of the resin body protects the
resin body from an incoming ultraviolet ray and decreas-
es the area of the resin body being exposed to the ultra-
violet ray, thus reducing degradation of the spacers due
to the exposure to the ultraviolet ray. This is because the
ultraviolet protective layer has the ability not to allow an
ultraviolet ray to pass therethrough. Degradation of the
resin spacers due to the ultraviolet exposure would de-
compose the resin into its chemical ingredients, thus gen-
erating a gas and possibly negatively affecting the vac-
uum space (e.g., causing a decrease in the degree of
vacuum (i.e., an increase in the pressure in the vacuum
space)). Among other things, if the resin includes a car-
bonyl group or a benzene ring, a portion of the resin with
such ingredients will be decomposed particularly easily
when exposed to ultraviolet radiation. In addition, degra-
dation of the resin spacers due to the ultraviolet exposure
could cause a decrease in the strength of the spacers,
which could make the vacuum glass panel breakable
more easily. Furthermore, degradation of the resin spac-
ers due to the ultraviolet exposure would make the spac-
ers discolored, thus possibly having a negative impact
on the appearance of the vacuum glass panel. Thus, ac-
cording to this embodiment, the use of the spacers de-
scribed above allows for reducing the degradation of the
spacers due to the ultraviolet exposure and thereby keep-
ing a vacuum space stably.
[0018] In the first panel T10, the inner surface thereof
is defined to be a first surface T10a, and the outer surface
thereof is defined to be a second surface T10b. Likewise,
in the second panel T20, the inner surface thereof is de-
fined to be a first surface 20a, and the outer surface there-
of is defined to be a second surface 20b. The first surface
T10a of the first panel T10 and the first surface 20a of
the second panel T20 face each other. In the first glass
plate 10, the inner surface thereof is defined to be a first
surface 10a, and the outer surface thereof is defined to
be a second surface 10b. In this embodiment, the second
surface 10b of the first glass plate 10 is identical to the
second surface T10b of the first panel T10.
[0019] The first glass plate 10 and the second glass
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plate 20 may have a thickness of 1 to 10 mm, for example.
In this embodiment, the first glass plate 10 may be as
thick as the second glass plate 20, which would facilitate
the manufacturing process because the same glass plate
may be used when the first glass plate 10 is as thick as
the second glass plate 20.
[0020] As shown in FIG. 1B, the first glass plate 10 and
the second glass plate 20 have a rectangular shape, and
the glass panel unit 1 is also rectangular overall. When
viewed in plan, the first glass plate 10 and the second
glass plate 20 have their outer edges aligned with each
other. As used herein, viewing the glass panel unit 1 in
plan means viewing the glass panel unit 1 in the thickness
direction thereof.
[0021] Examples of materials for the first glass plate
10 and the second glass plate 20 include soda lime glass,
high strain point glass, chemically strengthened glass,
no-alkali glass, quartz glass, Neoceram, and physically
strengthened glass.
[0022] The vacuum space 50 is sealed hermetically by
the first panel T10, the second panel T20, and the frame
member 30. The frame member 30 serves as a sealer.
The vacuum space 50 may have a degree of vacuum of
equal to or less than a predetermined value. The prede-
termined degree of vacuum may be 0.01 Pa, for example.
The vacuum space 50 may be created by evacuation.
The vacuum space 50 may have a thickness of 10 to
1000 mm, for example. Thus, it can be said that the glass
panel unit 1 of this embodiment is a vacuum glass panel.
[0023] Note that as a glass panel unit, the inner space
surrounded with the first panel 10, the second panel T20,
and the frame member 30 does not have to be a vacuum
space but may also be a reduced pressure space with a
lower pressure than the atmospheric pressure. The rea-
son is that reducing the pressure in the inner space low-
ers the thermal conductivity of the glass panel unit 1, thus
improving the thermal insulation properties thereof.
[0024] Optionally, the glass panel unit 1 may have a
gas adsorbent material in the vacuum space 50. The gas
adsorbent material may include a getter. The gas adsorb-
ent material adsorbs the gas in the vacuum space 50,
thus maintaining a sufficient degree of vacuum in the
vacuum space 50 and improving the thermal insulation
properties. The gas adsorbent material may be provided
for any of the inner surface (i.e., the first surface T10a)
of the first panel T10, the inner surface (i.e., the first sur-
face 20a) of the second panel T20, a side of the frame
member 30, or the inside of the spacers 40.
[0025] The frame member 30 may be made of a glass
adhesive. Examples of the glass adhesive include hot
melt glass, which is also called "low-melting glass." The
glass adhesive may be a glass frit including hot melt
glass. Examples of the glass frits include a bismuth-
based glass frit (i.e., a glass frit including bismuth), a
lead-based glass frit (i.e., a glass frit including lead), and
a vanadium-based glass frit (i.e., a glass frit including
vanadium). These are examples of low-melting glass.
Using the low-melting glass allows for reducing the ther-

mal damage to be done on the spacers 40 during the
manufacturing process of the glass panel unit 1.
[0026] The frame member 30 is placed on the outer
edge (peripheral portion) of the glass panel unit 1. That
is to say, the frame member 30 bonds the first panel T10
and the second panel T20 together. The frame member
30 creates a space between the first panel T10 and the
second panel T20. Having the frame member 30 bond
the first panel T10 and the second panel T20 together
protects the outer edge of the glass panel unit 1.
[0027] The first panel T1 includes a thermal reflective
film 11. In this case, the thermal reflective film 11 is pro-
vided on the inner surface (i.e., the first surface 10a) of
the first glass plate 10. Providing the thermal reflective
film 11 on the first glass plate 10 reduces the heat con-
duction in the thickness direction of the glass panel unit
1, thus further improving the thermal insulation proper-
ties.
[0028] The thermal reflective film 11 may be imple-
mented as an infrared reflective film, for example. The
infrared reflective film is able to cut off incoming infrared
rays, thus improving the thermal insulation properties of
the glass panel unit 1. The thermal reflective film 11 may
be a low-E film, which may be a stack of two types of
metallic thin films that are alternately stacked one upon
the other a number of times. Specific examples of such
a low-E film include a multi-layer film in which Ag and
ZnO thin films are alternately stacked one upon the other.
Optionally, the thermal reflective film 11 may have heat
shield properties. The thermal reflective film 11 may be
implemented as one, two, or more metallic thin films with
the ability to cut off incoming infrared rays. The metallic
thin film is thin enough to transmit incoming light and
hardly affects the transparency of the glass panel unit 1.
[0029] The thermal reflective film 11 separates the vac-
uum space 50 from the first glass plate 10 so that the
vacuum space 50 and the first glass plate 10 are not
directly in contact with each other. The thermal reflective
film 11 is provided over the entire first surface 10a of the
first glass plate 10. Optionally, the second panel T20 may
include a thermal reflective film similar to the thermal re-
flective film 11 on the first surface 20a of the second glass
plate 20. Alternatively, the first panel T10 may have no
thermal reflective films 11.
[0030] When the glass panel unit 1 is applied to a build-
ing, for example, the first glass plate 10 may face the
exterior and the second glass plate 20 may face the in-
terior. Naturally, these glass plates may be arranged re-
versely, i.e., so that the first glass plate 10 faces the in-
terior and the second glass plate 20 faces the exterior.
As can be seen, the glass panel unit 1 may be installed
such that the first glass plate 10 faces the outside of an
object (such as a building) to which the glass panel unit
1 is attached and the second glass plate 20 faces the
inside of that object. The glass panel unit 1 may be used
in, for example, windows, partitions, signage panels, and
showcases (including refrigerating showcases and food
warming showcases).

5 6 



EP 3 357 883 A1

5

5

10

15

20

25

30

35

40

45

50

55

[0031] The glass panel unit 1 includes a plurality of
spacers 40. Those spacers 40 maintain a gap between
the first panel T10 and the second panel T20, thus cre-
ating the vacuum space 50 easily.
[0032] The spacers 40 are arranged in the vacuum
space 50. The spacers 40 are in contact with the thermal
reflective film 11 provided on the first glass plate 10. The
spacers 40 are also in contact with the second glass plate
20. In this embodiment, the spacers 40 are columnar.
The spacers 40 may have a diameter of 0.1 to 10 mm,
for example. The smaller the diameter of the spacers 40
is, the less perceivable the spacers 40 will be. On the
other hand, the larger the diameter of the spacers 40 is,
the stronger the spacers 40 will be. The spacers 40 may
have a height of 10 to 1000 mm, for example. The height
of the spacers 40 defines the gap between the first panel
T10 and the second panel T20, i.e., the thickness of the
vacuum space 50.
[0033] Those spacers 40 are arranged at respective
intersections of a virtual grid of a figure with four sides
and four right angles (see FIG. 1B). The spacers 40 may
be arranged at a pitch of 10 to 100 mm, for example.
Specifically, this pitch may be 20 mm. The shapes, sizes,
number, pitch, and arrangement pattern of the spacers
40 are not particularly limited but may be selected ap-
propriately. For example, the spacers 40 may have pris-
matic shapes or spherical shapes.
[0034] The spacers 40 of this glass panel unit 1 are
made of a resin. More specifically, the spacers 40 each
include a body 41 made of a resin (hereinafter referred
to as a "resin body 41") and at least one ultraviolet pro-
tective layer 42. The ultraviolet protective layer 42 is pro-
vided on one or both surfaces of the resin body 41. The
resin body 41 is made of a resin, and therefore, easily
degradable when exposed to an ultraviolet ray. That is
why the ultraviolet protective layer 42 is provided for the
resin body 41.
[0035] In the known art, a metal has generally been
used as a material for spacers of a vacuum glass panel.
However, a metal has too high thermal conductivity to
achieve thermal insulation advantageously. In addition,
a metal has too poor elasticity to absorb impact effec-
tively, thus making the vacuum glass panel more vulner-
able to impact. Glass or a ceramic could be used as a
material for the spacers. In that case, however, the
strength would tend to decrease. A resin with high
strength could be used according to another method.
However, a resin is easily degradable when exposed to
an ultraviolet ray, thus making it difficult to select an ap-
propriate resin. When a resin is used, ultraviolet protec-
tion ability is imparted to a glass plate as a means for
reducing the degradation of the resin according to an
approach. Nevertheless, such a glass plate with ultravi-
olet protection ability is too expensive to make a vacuum
glass plate easily at a low cost. On top of that, to protect
the spacer portions from the ultraviolet exposure, the ul-
traviolet protection ability needs to be imparted to the
entire glass plate, which is far from an efficient measure

to take. In the glass panel unit 1 of this embodiment, the
spacers 40 are each made up of the resin body 41 and
the ultraviolet protective layer 42, thus efficiently reducing
the degradation of the resin due to the ultraviolet expo-
sure. Those spacers 40 are able to reduce the degrada-
tion of the resin significantly, creating the vacuum space
50 with good stability without negatively affecting the ap-
pearance easily. Furthermore, the spacers 40 with a resin
have elasticity high enough to increase the impact resist-
ance. Moreover, the spacers 40 with a resin have such
a low thermal conductivity as to improve the thermal in-
sulation properties of the glass panel unit 1.
[0036] The structure of spacers for a vacuum glass
panel will be described in further detail with reference to
FIGS. 2A to 2C, which are cross-sectional views illustrat-
ing a spacer and its surrounding portion in a vacuum
glass panel. The example illustrated in FIG. 2A corre-
sponds to the glass panel unit 1 of the embodiment shown
in FIG. 1. The examples illustrated in FIGS 2B and 2C
represent modified examples of the embodiment shown
in FIG. 1. The spacers 40 shown in FIGS. 2B and 2C
may be each replaced with the spacer 40 shown in FIGS.
1 and 2A.
[0037] In FIG. 2A, the spacer 40 includes a resin body
41 and two ultraviolet protective layers 42, which are pro-
vided on both surfaces of the resin body 41 (i.e., on both
surfaces in a center axis direction thereof). One of the
two ultraviolet protective layers 42 is a first ultraviolet
protective layer 42a and the other is a second ultraviolet
protective layer 42b. In FIG. 2A, the ultraviolet protective
layers 42 include the first ultraviolet protective layer 42a
adjacent to the first panel T10 and the second ultraviolet
protective layer 42b adjacent to the second panel T20.
The first ultraviolet protective layer 42a is provided on a
surface of the resin body 41 closer to the first panel T10.
In other words, the first ultraviolet protective layer 42a is
present between the first panel T10 and the resin body
41. More specifically, the first ultraviolet protective layer
42a is interposed between a thermal reflective film 11
and the resin body 41. The first ultraviolet protective layer
42a is in contact with the thermal reflective film 11. On
the other hand, the second ultraviolet protective layer
42b is provided on a surface of the resin body 41 closer
to the second panel T20. In other words, the second ul-
traviolet protective layer 42b is present between the sec-
ond glass plate 20 and the resin body 41. The second
ultraviolet protective layer 42b is in contact with the sec-
ond panel T20 (i.e., the second glass plate 20).
[0038] Providing the ultraviolet protective layers 42 on
both surfaces of the resin body 41 as shown in FIG. 2A
substantially prevents an ultraviolet ray from impinging
on the resin body 41 even in an environment where ul-
traviolet rays may enter the glass panel unit 1 through
any of both surfaces thereof, thus significantly reducing
the degradation of the spacers 40. In addition, protecting
the resin body 41 with the ultraviolet protective layers 42
provided on both surfaces thereof substantially prevents
an ultraviolet ray that has been incident on any of both

7 8 



EP 3 357 883 A1

6

5

10

15

20

25

30

35

40

45

50

55

surfaces of the glass panel unit 1 from entering the resin
body 41. That is why no matter which of the two glass
plates is placed in an environment with a lot of ultraviolet
radiation (e.g., outside of a building), the ultraviolet radi-
ation may still be substantially prevented from entering
the resin body 41. This will make the characteristics of
the glass panel unit 1 on both sides thereof even more
equal to each other (i.e., further reduce the difference in
characteristics between both sides thereof), thus making
it easier to install the glass panel unit 1. On top of that,
during the manufacturing process of the glass panel unit
1, the spacers 40 may be arranged with either of the two
surfaces thereof facing up. This facilitates the arrange-
ment of the spacers 40 and eventually facilitates the man-
ufacturing process of glass panel unit 1 in the end. The
thickness of the first ultraviolet protective layer 42a may
be different from, but may also be equal to, that of the
second ultraviolet protective layer 42b.
[0039] In the example illustrated in FIG. 2B, the spacer
40 includes the resin body 41 and a single ultraviolet
protective layer 42, which is provided on one surface (i.e.,
one of the two surfaces in the center axis direction) of
the resin body 41. The ultraviolet protective layer 42 cor-
responds to the first ultraviolet protective layer 42a shown
in FIG. 2A and is adjacent to the first panel T10. The
ultraviolet protective layer 42 is provided on a surface of
the resin body 41 closer to the first panel T10. In other
words, the ultraviolet protective layer 42 is present be-
tween the first panel T10 and the resin body 41. More
specifically, the ultraviolet protective layer 42 is inter-
posed between a thermal reflective film 11 and the resin
body 41. The ultraviolet protective layer 42 is in contact
with the thermal reflective film 11. Providing the ultraviolet
protective layer 42 on only one side of the resin body 41
in this manner allows such an even simpler configuration
to substantially prevent an incoming ultraviolet ray from
impinging on the resin body 41. This may facilitate the
manufacturing process of the glass panel unit 1.
[0040] In the example illustrated in FIG. 2C, the spacer
40 includes the resin body 41 and a single ultraviolet
protective layer 42, which is provided on one surface (i.e.,
one of the two surfaces in the center axis direction) of
the resin body 41. The ultraviolet protective layer 42 cor-
responds to the second ultraviolet protective layer 42b
shown in FIG. 2A and is adjacent to the second panel
T20. The ultraviolet protective layer 42 is provided on a
surface of the resin body 41 closer to the second panel
T20. In other words, the ultraviolet protective layer 42 is
present between the second glass plate 20 and the resin
body 41. More specifically, the ultraviolet protective layer
42 is in contact with the second panel T20 (i.e., the sec-
ond glass plate 20). Providing the ultraviolet protective
layer 42 on only one side of the resin body 41 in this
manner allows such an even simpler configuration to sub-
stantially prevent an incoming ultraviolet ray from imping-
ing on the resin body 41. This may facilitate the manu-
facturing process of the glass panel unit 1.
[0041] According to the configurations shown in FIGS.

2B and 2C, the ultraviolet protective layer 42 needs to
be provided on only one side of the resin body 41, which
is certainly advantageous. Nevertheless, according to
these configurations, the glass panel unit 1 needs to be
manufactured such that all spacers 40 are arranged in
the same manner so that the respective ultraviolet pro-
tective layers 42 thereof are on either an upper side or a
lower side. In addition, the glass panel unit 1 needs to
be arranged such that the one side of every spacer 40
covered with the ultraviolet protective layer 42 is oriented
to make the incoming ultraviolet ray incident thereon eas-
ily. For these reasons, the glass panel units 1 shown in
FIGS. 2B and 2C is subjected to stricter regulation in
terms of orientation than the glass panel unit shown in
FIG. 2A. That is why it is more beneficial to adopt the
configuration shown in FIG. 2A rather than the configu-
rations shown in FIGS. 2B and 2C. Thus, it is recom-
mended that the spacer 40 include the first ultraviolet
protective layer 42a facing the first panel T10 and the
second ultraviolet protective layer 42b facing the second
panel T20. The thickness of the ultraviolet protective lay-
er 42 varies depending on its material and is not partic-
ularly limited, but may be in the range of 0.01 to 10 mm,
for example.
[0042] In an exemplary embodiment, the ultraviolet
protective layer 42 is suitably a metallic thin film. Accord-
ing to the configuration shown in FIG. 2A, one of the first
ultraviolet protective layer 42a or the second ultraviolet
protective layer 42b is suitably a metallic thin film, and
more suitably, both of them are metallic thin films. In the
configuration shown in FIG. 2B, the ultraviolet protective
layer 42 (corresponding to the first ultraviolet protective
layer 42a) is suitably a metallic thin film. In the configu-
ration shown in FIG. 2C, the ultraviolet protective layer
42 (corresponding to the second ultraviolet protective lay-
er 42b) is suitably a metallic thin film. Making the metallic
thin film reflect the incoming ultraviolet ray protects the
resin body 41 from the ultraviolet exposure.
[0043] When implemented as a metallic thin film, the
ultraviolet protective layer 42 may serve as an ultraviolet
reflective film. A thin film made of a metal has excellent
ultraviolet reflectivity. The ultraviolet protective layer 42
is suitably made of a material having the ability to reflect
the incoming ultraviolet ray and to withstand the thermal
process during the manufacturing process of the glass
panel unit 1. Examples of the ultraviolet protective layers
42 include a noble metal layer of gold, platinum, silver or
any other noble metal, an aluminum thin film, a thin film
of copper, tin, or any other suitable metal, and a thin film
of an alloy including at least one of these metals. Never-
theless, the type of the metal used may depend on the
process environment. The thickness of the metallic thin
film is not particularly limited but suitably falls within the
range of 0.05 to 1 mm, for example. Setting the thickness
of the metallic thin film within this range not only enhances
the ultraviolet protection effect but also prevents the film
from becoming too thick and too hard to avoid doing dam-
age to the glass plates. The thickness of the metallic thin
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film may be greater than the thickness of the thermal
reflective film 11. Also, the metallic thin film may have
lower optical transmittance than the thermal reflective
film 11.
[0044] In an exemplary embodiment, the ultraviolet
protective layer 42 is suitably a resin layer. This resin
layer has ultraviolet protection ability (i.e., the ability to
protect something from ultraviolet exposure). When im-
plemented as a resin layer, the ultraviolet protective layer
42 may serve as a degradation sacrificial layer. Accord-
ing to the configuration shown in FIG. 2A, at least one of
the first ultraviolet protective layer 42a or the second ul-
traviolet protective layer 42b is suitably a resin layer,
more suitably, both of these layers are resin layers. In
the configuration shown in FIG. 2B, the ultraviolet pro-
tective layer 42 (corresponding to the first ultraviolet pro-
tective layer 42a) is suitably a resin layer. In the config-
uration shown in FIG. 2C, the ultraviolet protective layer
42 (corresponding to the second ultraviolet protective lay-
er 42b) is suitably a resin layer.
[0045] When implemented as a resin layer, the ultra-
violet protective layer 42 is provided as a separate layer
on a surface of the resin body 41. In serving as a degra-
dation sacrificial layer, this resin layer absorbs the ultra-
violet ray and degrades itself to reduce the percentage
of the ultraviolet ray reaching the resin body 41. That is
to say, that resin layer sacrifices and degrades itself by
being exposed to the incoming ultraviolet ray, thus pro-
tecting the resin body 41 from the incoming ultraviolet
ray. According to an analysis, the incoming ultraviolet ray
often reaches a depth of at most about 5 mm under the
surface of the spacer 40, although the penetration depth
varies depending on the type of the constituent resin ma-
terial of the spacer 40. That is why if a resin body 41 with
a thickness of 125 mm is used, providing a resin layer
with a thickness of 5 mm (as a degradation sacrificial
layer) on both surfaces of the resin body 41 significantly
reduces the ultraviolet ray impinging on the resin body
41. The material for the resin layer suitably has substan-
tially the same composition as the material for the resin
body 41. Alternatively, the resin layer may be made of a
material prepared by adding an ultraviolet protection
agent to the material of the resin body 41, for example.
The ultraviolet protection agent is able to substantially
prevent the ultraviolet ray from entering the resin body
41. The ultraviolet protection agent may be inorganic par-
ticles, for example. Specific examples of the ultraviolet
protection agents include mica and titanium dioxide. A
resin layer containing an ultraviolet protection agent is
suitably used as the ultraviolet protective layer 42. The
thickness of the resin layer is not particularly limited but
suitably falls within the range of 0.5 to 5 mm, and more
suitably falls within the range of 1 to 3 mm.
[0046] The resin body 41 may be made of a heat-re-
sistant resin, for example. During the manufacturing
process of the glass panel unit 1, the frame member 30
may be bonded to the respective peripheral portions of
the first panel T10 and the second panel T20 under heat.

In this step, imparting heat resistance to the resin makes
the resin body 1 hardly collapsible.
[0047] The resin body 41 is suitably made of a polyim-
ide. In other words, the resin body 41 suitably includes
a polyimide. Generally speaking, the polyimide has ex-
cellent heat resistance. Having high heat resistance, the
polyimide is able to maintain its shape even under intense
heat during the manufacturing process of the glass panel
unit 1. In addition, the polyimide has high strength. Being
a strong polymer, the polyimide is able to receive the
force applied in such directions in which the two glass
plates are brought closer to each other to ensure a pre-
determined gap between those glass plates. The use of
a polyimide makes the spacers 40 highly heat-resistant
and mechanically strong. Such spacers 40 of a polyimide
allow for creating a vacuum space with good stability.
The polyimide may be a product of a polycondensation
reaction between a tetracarboxylic anhydride and a di-
amine. Examples of the polyimides include an aromatic
polyimide. The polyimide suitably has high optical trans-
mittance (i.e., suitably has transparency).
[0048] In this embodiment, the resin body 41 of the
spacers 40 is suitably formed of at least one resin sheet.
The use of a resin sheet makes it easier to form the spac-
ers 40. Portions of the resin sheet may be cut out into
pieces in the shape of spacers 40, which may be used
as the spacers 40. An ultraviolet protective film may be
provided on one or both surfaces of the resin sheet. More
specifically, the spacers 40 may be formed of a resin
sheet with an ultraviolet protective film (i.e., a stack of
the resin sheet and the ultraviolet protective film, which
may be hereinafter referred to as a "composite sheet").
The resin sheet will constitute the resin body 41 of the
spacers 40. The ultraviolet protective film will constitute
the ultraviolet protective layer 42 of the spacers 40. The
resin sheet may be a resin film. The resin sheet may be
a polyimide film, for example.
[0049] The individual resin bodies 41 of the spacers
40 may be formed of a single resin sheet. Alternatively,
the resin bodies 41 of the spacers 40 may also be formed
of two or more resin sheets. In the latter case, a stack of
the resin sheets will constitute the spacers 40. In such a
situation, providing an ultraviolet protective film on the
outermost surface of the stack of sheets allows for form-
ing spacers 40 with the ultraviolet protective layers 42.
The spacers 40 may be obtained by cutting out portions
of a film to a predetermined size by punching. Note that
the resin bodies 41 of the spacers 40 do not have to be
formed of such a resin sheet. Alternatively, the spacers
40 may also be formed as a stack of material substances.
Specifically, the spacers 40 may be formed by depositing
a metallic thin film by evaporation and applying a resin
in the shape of the spacers 40 onto a glass plate.
[0050] An exemplary method for manufacturing the
glass panel unit 1 (hereinafter referred to as an "exem-
plary manufacturing process") will be described.
[0051] FIGS. 3A to 3F, FIGS. 4A to 4D, and FIGS. 5A
to 5C illustrate an exemplary manufacturing process of
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the glass panel unit 1. Specifically, FIGS. 3A to 3F illus-
trate intermediate products obtained while spacers are
being formed. FIGS. 3A, 3C, and 3E are cross-sectional
views, and FIGS. 3B, 3D, and 3F are perspective views.
In the following description, FIGS. 3A to 3F will be col-
lectively referred to herein as FIG. 3. FIGS. 4A to 4D are
cross-sectional views and will be collectively referred to
herein as FIG. 4. FIGS. 5A to 5C are plan views. FIG.
5C illustrates internal members just like FIG. 1B. FIGS.
5A to 5C will be collectively referred to herein as FIG. 5.
The glass panel unit 1 shown in FIG. 1 may be manufac-
tured by the exemplary method illustrated in FIGS. 3, 4,
and 5. Note that FIG. 4 illustrates the members and ma-
terials of the glass panel unit of FIG. 1 upside down. That
is to say, FIG. 4 is drawn such that the first panel T10 is
located under the second panel T20.
[0052] The method for manufacturing the glass panel
unit 1 includes a composite sheet forming step, a spacer
forming step, a spacer arrangement step, a glass adhe-
sive disposition step, an evacuation step, and a bonding
step. The composite sheet forming step is a step of form-
ing an ultraviolet protective layer 42 on at least one sur-
face of the resin sheet 410. The spacer forming step is
a step of forming spacers 40 by punching the composite
sheet 400 including the resin sheet 410 and the ultraviolet
protective layer 42. The spacer arrangement step is a
step of arranging the spacers 40 between a first glass
substrate 100 and a second glass substrate 200. The
glass adhesive disposition step is a step of disposing a
glass adhesive 300 in a frame shape between the first
glass substrate 100 and the second glass substrate 200.
The evacuation step is a step of evacuating the space
surrounded with the glass adhesive 300 between the first
glass substrate 100 and the second glass substrate 200.
The bonding step is a step of bonding the first glass sub-
strate 100 and the second glass substrate 200 together
with the glass adhesive 300.
[0053] In the manufacturing process of the glass panel
unit 1, first of all, a composite sheet 400 to be spacers
40 is formed as shown in FIG. 3. Use of the composite
sheet 40 allows for efficiently manufacturing the glass
panel unit 1 capable of reducing the degradation of the
spacers 40. It will be described in detail how to form the
spacers 40 out of the composite sheet 400.
[0054] To form the spacers 40, first of all, a resin sheet
410 to be resin bodies 41 is provided. The resin sheet
410 is illustrated in FIGS. 3A and 3B. Each resin body
41 may be formed of either a single resin sheet or a stack
of a plurality of resin sheets. In other words, the resin
sheet 410 may include either one resin sheet or two or
more resin sheets. A plurality of sheets may be bonded
together by pressure (i.e., by pressure bonding), by uti-
lizing the self-adhesiveness of the resin, with an adhe-
sive, or with electrostatic force, for example.
[0055] Next, as shown in FIGS. 3C and 3D, an ultravi-
olet protective layer 42 (ultraviolet protective film) is
formed either on one surface or on both surfaces of the
resin sheet 410. In FIGS. 3C and 3D, the ultraviolet pro-

tective layers 42 are formed on both surfaces of the resin
sheet 410. One of the two ultraviolet protective layers 42
serves as a first ultraviolet protective layer 42a and the
other serves as a second ultraviolet protective layer 42b.
In FIG. 3D, the range covered with the ultraviolet protec-
tive layer 42 is indicated by a dotted pattern to facilitate
the understanding. As can be seen, the ultraviolet pro-
tective layer 42 may be formed to cover the entire surface
of the resin sheet 410. The thickness of the first ultraviolet
protective layer 42a may be different from, but may also
be equal to, the thickness of the second ultraviolet pro-
tective layer 42b.
[0056] The ultraviolet protective layer 42 may be
formed by an appropriate method. If the ultraviolet pro-
tective layer 42 is implemented as a metallic thin film,
then the metallic thin film (which will serve as the ultra-
violet protective layer 42) may be formed by depositing
a metal on the surface of the resin sheet 410 by evapo-
ration, sputtering, or any other suitable process. For ex-
ample, an aluminum thin film may be deposited easily by
this method. Alternatively, the metallic thin film (which
will serve as the ultraviolet protective layer 42) may also
be formed by printing a metallic resinate paste on the
surface of the resin sheet 410 and baking the paste. A
gold or platinum thin film, for example, may be deposited
easily by this method. The baking temperature may be
in the range of about 350 to 450°C, for example. If a
thermal load is applied to the resin sheet 410 while the
ultraviolet protective layer 42 is being formed, the resin
sheet 410 suitably has heat resistance. Among other
things, it is advantageous to form a polyimide film as the
metallic thin film, because the polyimide has high heat
resistance.
[0057] If the ultraviolet protective layer 42 is imple-
mented as a resin layer (which will serve as a degradation
sacrificial layer), the resin layer (which will serve as the
ultraviolet protective layer 42) may be formed by applying
a resin material onto the surface of the resin sheet 410,
for example. The material of the resin layer may be the
same as the material of the resin body 41 or may be
obtained by adding an ultraviolet protection agent to the
material of the resin body 41. Naturally, the resin layer
(which will serve as the ultraviolet protective layer 42)
may also be made of a different resin from the resin body
41.
[0058] Forming the ultraviolet protective layers 42
completes the composite sheet 400. The composite
sheet 400 includes the resin sheet 410 and the ultraviolet
protective layer(s) 42. As shown in FIG. 3C, the compos-
ite sheet 400 includes the ultraviolet protective layers 42
on both surfaces of the resin sheet 410. Alternatively, the
composite sheet 400 may also be composed of the resin
sheet 410 (which will serve as the resin body 41) and the
ultraviolet protective layer 42 provided on one surface of
the resin sheet 410. In that case, spacers 40 having the
ultraviolet protective layer 42 on one surface will be ob-
tained as shown in FIGS. 2B and 2C.
[0059] After the composite sheet 400 has been formed,

13 14 



EP 3 357 883 A1

9

5

10

15

20

25

30

35

40

45

50

55

spacers 40 are formed by punching the composite sheet
400 as shown in FIGS. 3E and 3F. Only two of the plurality
of spacers 40 cut out by punching are illustrated as sam-
ples in FIG. 3F. The spacers 40 may be formed by cutting
out portions having the shape of the spacers 40 from the
composite sheet 400 with a puncher. A plurality of spac-
ers 40 are usually formed out of a single composite sheet
400. For example, cutting out circular portions from the
composite sheet 400 forms a plurality of columnar spac-
ers 40. The spacers 40 may each have a diameter of 0.5
mm, for example. The plurality of spacers 40 thus ob-
tained may be used in the manufacturing of the glass
panel unit 1.
[0060] The manufacturing method of the glass panel
unit 1 will be further described with reference to FIGS. 4
and 5.
[0061] According to the manufacturing method of the
glass panel unit 1, a glass composite 2 including a first
substrate T100 with the first glass substrate 100, a sec-
ond substrate T200 with the second glass substrate 200,
the glass adhesive 300, and the spacers 40 is formed as
an intermediate product. The glass composite 2 is illus-
trated in FIG. 4C.
[0062] At the beginning of the manufacturing process
of the glass panel unit 1, first of all, the first substrate
T100 and the second substrate T200 are provided. The
manufacturing process of the glass panel unit 1 includes
a glass substrate providing step. The first substrate T100
provided is illustrated in FIGS. 4A and 5A. The first sub-
strate T100 includes at least the first glass substrate 100.
In this embodiment, the first substrate T100 includes the
first glass substrate 100 and a thermal reflective film 11
provided on the surface of the first glass substrate 100.
The first glass substrate 100 will eventually turn into a
first glass plate 10 as a result of this manufacturing meth-
od. Optionally, the glass substrate providing step may
include adjusting the size of the first glass substrate 100
to an appropriate one and loading the first glass substrate
100 into a predetermined apparatus.
[0063] Although only the first substrate T100 is illus-
trated in FIGS. 4A and 5A, the second substrate T200 is
also provided separately. Providing the second substrate
T200 includes providing a glass substrate of a predeter-
mined size so that the second substrate T200 may be
paired with the first substrate T100. The second substrate
T200 includes at least the second glass substrate 200.
In this embodiment, the second glass substrate 200 con-
sists of a second glass plate 20 alone but may further
include a thermal reflective film.
[0064] In FIG. 4C, shown is the second substrate T200
(which has already been stacked over the first substrate
T100). The second substrate T200 has an exhaust port
201, which is a communication channel composed of a
hole running through the second glass substrate 200 and
an exhaust pipe 202. The exhaust pipe 202 protrudes
from the outer periphery of the hole that runs through the
second glass substrate 200. The inner face of the exhaust
pipe 202 is continuous with the hole that runs through

the second glass substrate 200. Providing the second
substrate T200 may include cutting the exhaust port 201
through the second glass substrate 200 and connecting
the exhaust pipe 202 to the second glass substrate 200.
[0065] Speaking of the panel size, the size of the first
substrate T100 and the second substrate T200 provided
at the beginning of the manufacturing process is set to
be larger than the size of the first panel T10 and the sec-
ond panel T20 of the glass panel unit 1 as a final product.
In this exemplary manufacturing process, the first sub-
strate T100 and the second substrate T200 are partially
removed ultimately. Each of the first substrate T100 and
the second substrate T200 for use in the manufacturing
process includes a portion to be the glass panel unit 1
and a portion to be removed ultimately.
[0066] Next, as shown in FIGS. 4B and 5B, the glass
adhesive 300 is disposed (in the glass adhesive dispo-
sition step). The spacers 40 may be arranged along with
the glass adhesive 300 being disposed. Examples of the
glass adhesive 300 include hot melt glass. The glass
adhesive 300 is disposed in the shape of a frame and
will ultimately form the frame member 30.
[0067] The glass adhesive 300 includes at least two
types of glass adhesives (hereinafter referred to as a
"first glass adhesive 301" and a "second glass adhesive
302," respectively). The first glass adhesive 301 and the
second glass adhesive 302 are disposed at respectively
predetermined locations. In FIG. 4B, the second glass
adhesive 302 is indicated by the dotted rectangle. This
means that the second glass adhesive 302 is disposed
only discontinuously in a straight line parallel to the short-
er sides of the first glass substrate 100. The relative ar-
rangement of the first glass adhesive 301 and the second
glass adhesive 302 is understandable from FIG. 5B.
[0068] After the first glass adhesive 301 and the sec-
ond glass adhesive 302 have been disposed, pre-baking
may be performed. Pre-baking allows each of the first
glass adhesive 301 and the second glass adhesive 302
to have their internal glass powder particles bonded to-
gether. Nevertheless, the first glass adhesive 301 and
the second glass adhesive 302 are out of contact with
each other. Pre-baking decreases the chances of unin-
tentionally and carelessly scattering the glass adhesive
300. Optionally, during the pre-baking process, the first
glass adhesive 301 and the second glass adhesive 302
may be fixed onto the first glass substrate 100. Pre-bak-
ing may be carried out by heating the glass adhesive 300
to a temperature lower than the melting temperature
thereof.
[0069] The spacers 40 are suitably arranged after the
glass adhesive 300 has been disposed. This facilitates
the arrangement of the spacers 40. The spacers 40 may
be arranged at regular intervals. Alternatively, the spac-
ers 40 may also be dispersed irregularly. The spacers
40 may be formed of the composite sheet 400 as de-
scribed above. The spacers 40 may be arranged with a
chip mounter, for example. Although the spacers 40 are
formed of the resin sheet 410 in the exemplary manufac-
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turing process described above, the spacers 40 may also
be formed by a known thin film deposition process in-
stead. For example, the spacers 40 may be formed by
depositing a metallic thin film (which will serve as one of
the ultraviolet protective layers 42) on the surface of a
glass plate by evaporation process, applying a resin
(which will serve as the resin body 41) thereto, and then
depositing another metallic thin film (which will serve as
the other ultraviolet protective layer 42) thereon by evap-
oration process in this order.
[0070] In FIG. 4B, the glass adhesive 300 is disposed
on the first substrate T100. However, the glass adhesive
300 may also be disposed in any appropriate way. For
example, the glass adhesive 300 may be disposed on
the second substrate T200. Alternatively, after the first
substrate T100 and the second substrate T200 have
been arranged to face each other, the glass adhesive
300 may be injected into the gap between the first sub-
strate T100 and the second substrate T200. In that case,
the glass adhesive 300 will be disposed on both of the
first substrate T100 and the second substrate T200 si-
multaneously.
[0071] Optionally, a gas adsorbent may be disposed
on one or both of the first substrate T100 and the second
substrate T200. In that case, a solid gas adsorbent may
be bonded or a gas adsorbent material with fluidity may
be applied and dried.
[0072] As shown in FIG. 5B, the first glass adhesive
301 is disposed along the outer periphery (i.e., the pe-
ripheral portion) of the first substrate T100. The first glass
adhesive 301 is formed, on the first substrate T100, in
the shape of a continuous frame that makes one round
of the first substrate T100. The second glass adhesive
302 is provided so as to be located at an end of the glass
panel unit 1 as a final product. The second glass adhesive
302 is disposed to be surrounded with, and located in-
side, the first glass adhesive 301.
[0073] In FIG. 5B, two pieces of the second glass ad-
hesive 302 are arranged in line parallel to the shorter
sides of the glass panel unit 1. The number of pieces of
the second glass adhesive 302 may also be one or three
or more. Those pieces of the second glass adhesive 302
are arranged to form a wall. When the second substrate
T200 (glass substrate 200) is laid upon the first substrate
T100 as shown in FIG. 5B, an inner space 500 is formed
between the first substrate T100 and the second sub-
strate T200. The second glass adhesive 302 partitions
the inner space 500 into two spaces. Note that the second
glass adhesive 302 does not completely partition the in-
ner space 500 into the two spaces but is disposed such
that those two spaces in the inner space 500 communi-
cate with each other. Of these two partitioned spaces of
the inner space 500, the space located more distant from
the exhaust port 201 is defined herein to be a first space
501, while the space located closer to the exhaust port
201 is defined herein to be a second space 502. The first
space 501 and the second space 502 are partitioned by
the second glass adhesive 302. At a position facing the

second space 502, located is the exhaust port 201 cut
through the second substrate T200 (see FIG. 4C). Mean-
while, there are no exhaust ports 201 at any position fac-
ing the first space 501. In this exemplary manufacturing
process, the second glass adhesive 302 is out of contact
with the first glass adhesive 301, and the two pieces of
the second glass adhesive 302 are spaced from each
other, thus allowing the first space 501 and the second
space 502 to communicate with each other. The gaps
between the first glass adhesive 301 and the second
glass adhesive 302 and the gap between the two pieces
of the second glass adhesive 302 serve as air passages
during the evacuation. In the evacuation step, air is
pumped out of the first space 501 through the air pas-
sages.
[0074] Next, as shown in FIG. 4C, the second substrate
T200 is mounted on the glass adhesive 300 so as to face
the first substrate T100 (i.e., the panel arrangement step
is performed), thus forming a glass composite 2 including
the first substrate T100, the second substrate T200, the
glass adhesive 300, and the spacers 40. The glass com-
posite 2 has the inner space 500 between the first sub-
strate T100 and the second substrate T200. As already
described with reference to FIG. 5B, the inner space 500
is partitioned into two spaces. In FIG. 4C, the second
glass adhesive 302 is indicated by the dotted rectangle.
Note that the second glass adhesive 302 does not com-
pletely partition the inner space 500 into two spaces.
[0075] Then, the glass composite 2 is heated. The
glass composite 2 may be heated in a heating furnace.
Heating causes a rise in the temperature of the glass
composite 2. In this case, heating the glass adhesive 300
to a melting temperature melts the glass in the glass ad-
hesive 300, thus allowing the glass adhesive 300 to ex-
press adhesiveness. The glass adhesive 300 may have
a melting temperature higher than 300°C, for example.
The melting temperature of the glass adhesive 300 may
be higher than 400°C. Nevertheless, the lower the melt-
ing temperature of the glass adhesive 300 is, the more
advantageous it is to perform the process smoothly. For
this reason, the melting temperature of the glass adhe-
sive 300 is suitably at most equal to or less than 400°C,
more suitably 360°C or less. The melting temperature of
the first glass adhesive 301 is suitably different from that
of the second glass adhesive 302.
[0076] The heating step is suitably performed in two or
more stages. For example, the heating process may be
carried out such that the temperature of the glass com-
posite 2 is raised through a first stage of heating to a
predetermined temperature, which will be maintained for
a while and then will be further raised to another prede-
termined temperature through a second stage of heating.
The first stage of heating is defined herein to be a "first
heating step" and the second stage of heating is defined
herein to be a "second heating step."
[0077] In this exemplary manufacturing process, the
first glass adhesive 301 melts at a lower temperature
than the second glass adhesive 302. In other words, the
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first glass adhesive 301 melts earlier than the second
glass adhesive 302. In the first heating step, the first glass
adhesive 301 does melt, but the second glass adhesive
302 does not. Melting of the first glass adhesive 301 al-
lows the first glass adhesive 301 to bond the first sub-
strate T100 and the second substrate T200 together, thus
sealing the inner space 500 hermetically. The tempera-
ture at which the first glass adhesive 301 melts but the
second glass adhesive 302 does not melt is defined here-
in to be a first melting temperature. Since the second
glass adhesive 302 does not melt at the first melting tem-
perature, the second glass adhesive 302 maintains its
shape.
[0078] After the temperature has reached the first melt-
ing temperature, the evacuation step is started to pump
the gas out of the inner space 500 (i.e., the evacuation
step is performed). In that case, the evacuation step may
be performed after the temperature has become lower
than the first melting temperature (such a temperature
will be hereinafter referred to as an "evacuation starting
temperature"). Alternatively, the evacuation step may be
started even before the first melting temperature is
reached, unless the glass composite 2 is deformed.
[0079] The evacuation step may be performed with a
vacuum pump connected to the exhaust port 201. In this
case, the exhaust pipe 202 may be connected to a pipe
extending from the vacuum pump. The evacuation step
reduces the pressure in the inner space 500 to create a
vacuum in the inner space 500. Note that such an evac-
uation step is only an exemplary step for the manufac-
turing process of this embodiment. That is to say, the
evacuation step may be performed by a different evac-
uation method. For example, the evacuation step may
also be performed with the glass composite 2 disposed
in its entirety in a low pressure chamber such that the
entire glass composite 2 is evacuated.
[0080] In FIG. 4C, the direction in which the gas in the
inner space 500 is released is indicated by the upward
arrow. In addition, in FIG. 4C, the direction in which the
gas flows from the first space 501 to the second space
502 is indicated by the rightward arrow. Since the second
glass adhesive 302 is disposed to provide air passages
as described above, the air passes through those air pas-
sages to be pumped out through the exhaust port 201.
This creates a vacuum in the inner space 500 including
the first space 501 and the second space 502.
[0081] After the degree of vacuum in the inner space
500 has reached a predetermined value, the glass com-
posite 2 is heated to a higher temperature (i.e., the sec-
ond heating step is performed). The heating temperature
is raised with the evacuation continued. Raising the heat-
ing temperature allows the temperature to reach a sec-
ond melting temperature, which is higher than the first
melting temperature. The second melting temperature
may be higher than the first melting temperature by 10
to 100°C, for example.
[0082] Optionally, the glass adhesive 300 may melt to
the point that softening of the hot melt glass under the

heat allows the glass adhesive 300 to be deformed or
bonded. In that case, the glass adhesive 300 does not
have to exhibit such a degree of meltability that causes
the glass adhesive 300 to flow out.
[0083] At the second melting temperature, the second
glass adhesive 302 melts. This allows the second glass
adhesive 302 melted to bond the first glass substrate 100
and the second glass substrate 200 together at the loca-
tion where the second glass adhesive 302 is disposed.
In addition, the second glass adhesive 302 softens due
to its meltability. Furthermore, the second glass adhesive
302 softened may be deformed to close the air passages.
In this exemplary manufacturing process, the gaps (i.e.,
the air passages) left between the first glass adhesive
301 and the second glass adhesive 302 are closed. In
addition, the gap (i.e., the air passage) left between the
two pieces of the second glass adhesive 302 is also
closed. Each piece of the second glass adhesive 302
has a pair of closing portions 302a at both ends thereof
(see FIG. 5B). Such closing portions 302a each have a
larger amount of the second glass adhesive 302 and are
arranged to extend parallel to the longer sides of the glass
panel unit 1 at the ends of each piece of the second glass
adhesive 302. Deforming the closing portions 302a clos-
es the air passages described above. Note that the bond-
ing step may be performed in parallel with the first and
second heating steps. In this exemplary manufacturing
process, the evacuation step may proceed in the middle
of the bonding step.
[0084] FIGS. 4D and 5C illustrate how the glass com-
posite 2 looks after the air passages have been closed.
In the glass composite 2, the first substrate T100 and the
second substrate T200 are integrated together due to
the adhesion action of the glass adhesive 300. The glass
composite 2 thus integrated serves as a panel as an in-
termediate product (hereinafter defined as an "integrated
panel 3").
[0085] The vacuum space 50 is formed by splitting the
inner space 500 into a vacuum space 50 located more
distant from the exhaust port 201 and an evacuation
space 51 located closer to the exhaust port 201. Defor-
mation of the second glass adhesive 302 creates the
vacuum space 50, which is formed of the first space 501.
The evacuation space 51 is formed of the second space
502. The vacuum space 50 and the evacuation space 51
do not communicate with each other. The vacuum space
50 is sealed hermetically by the first glass adhesive 301
and the second glass adhesive 302.
[0086] In the integrated panel 3, the first glass adhesive
301 and the second glass adhesive 302 are integrated
together to form the frame member 30, which surrounds
the vacuum space 50. The frame member 30 also sur-
rounds the evacuation space 51. The first glass adhesive
301 forms part of the frame member 30, and the second
glass adhesive 302 forms another part of the frame mem-
ber 30.
[0087] After the vacuum space 50 has been created,
the integrated panel 3 is cooled. Also, after the vacuum
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space 50 has been created, the evacuation step is
stopped. Sealing the vacuum space 50 hermetically al-
lows the vacuum space 50 to be maintained even though
the evacuation step is no longer performed. In any case,
the evacuation step is stopped for safety after the inte-
grated panel 3 has been cooled. Optionally, the evacu-
ation space 51 may recover the ordinary pressure since
the evacuation step is no longer performed.
[0088] Finally, the integrated panel 3 is cut off. The
integrated panel 3 includes a portion to be the glass panel
unit 1 (hereinafter defined as a "glass panel unit portion
101") and an unnecessary portion (hereinafter defined
as an "unnecessary portion 102"). The glass panel unit
portion 101 includes the vacuum space 50. The unnec-
essary portion 102 has the exhaust port 201.
[0089] In FIGS. 4D and 5C, the cutting line of the inte-
grated panel 3 is indicated by the broken line (i.e., the
cutting line CL). The integrated panel 3 may be cut off
along the outer edge of the frame member 30 of a portion
to be the glass panel unit 1 eventually. The integrated
panel 3 is cut off along an appropriate line so that the
vacuum space 50 is not destroyed.
[0090] When the integrated panel 3 is cut off, the un-
necessary portion 102 is removed and the glass panel
unit portion 101 is taken out. The glass panel unit 1 as
shown in FIG. 1 is obtained from this glass panel unit
portion 101. Cutting off the first substrate T100 and the
second substrate T200 forms a cut face at the end of the
first panel T10 and the second panel T20 of the glass
panel unit 1.
[0091] As can be seen, the manufacturing process of
the glass panel unit 1 suitably further includes such a
cutting step of cutting off the first substrate T100 and the
second substrate T200 after the bonding step. By cutting
off these substrates, a glass panel unit 1 with no exhaust
ports is obtained easily.
[0092] FIG. 6 illustrates another exemplary glass panel
unit (as a second embodiment). In the following descrip-
tion, any constituent member of this second embodiment
having the same function as the counterpart of the em-
bodiment described above will be designated by the
same reference signs as that counterpart’s, and a de-
tailed description thereof will be omitted herein. The glass
panel unit of the second embodiment has an exhaust
port 201, which is a major difference from the embodi-
ment described above. In this case, the exhaust port 201
means a hole through which evacuation has been per-
formed to create a vacuum space 50.
[0093] The outlet end of the exhaust port 201 is closed
with a sealing portion 203, thus allowing the vacuum
space 50 to maintain an internal pressure (e.g., a vacu-
um). The sealing portion 203 is formed of the exhaust
pipe 202 (see FIG. 4C). The sealing portion 203 may be
formed by heat-melting the glass as a constituent mate-
rial for the exhaust pipe 202. The sealing portion 203 is
covered with a cap 204, which is arranged outside the
sealing portion 203. Covering the sealing portion 203 with
the cap 204 increases the degree of closedness (i.e.,

airtightness) of the exhaust port 201. The cap 204 also
reduces the damage to be done to the sealing portion
203, especially around the exhaust port 201.
[0094] The glass panel unit of the second embodiment
may be manufactured basically by the manufacturing
method of the integrated panel 3 described above (see
FIGS. 4 and 5). More specifically, the glass panel unit
may be obtained by forming the integrated panel 3 and
by sealing the exhaust port 201. In that case, there is no
need to cut off a portion with the exhaust port 201 from
the integrated panel 3. In addition, the second glass ad-
hesive 302 does not have to be used, either. Such a glass
panel unit 1 may be easier to make, because there is no
need to remove such a portion with the exhaust port 201.
[0095] Next, a glass panel unit 1 according to a third
embodiment and a manufacturing method thereof will be
described with reference to FIG. 7. Note that the glass
panel unit 1 according to this third embodiment is ob-
tained by simply providing some additional members to
either the first embodiment or the second embodiment.
Thus, any constituent member corresponding to a coun-
terpart of the first embodiment will be designated by a
combination of the same reference sign as that counter-
part’s and the suffix "B", and a detailed description thereof
will be omitted herein.
[0096] A glass panel unit 1B according to a third em-
bodiment includes a third panel T60B, which is arranged
to face the second panel T20B. Although the third panel
T60B is supposed to face the second panel T20B for
convenience sake according to this embodiment, the
third panel T60B may face the first panel T10B instead.
[0097] The third panel T60B includes at least a third
glass plate 60B. The third glass plate 60B of the third
panel T60B has a flat surface and a predetermined thick-
ness. In this embodiment, the third panel T60B consists
of the third glass plate 60B alone.
[0098] Optionally, in the third panel T60B, a thermal
reflective film may be provided on either surface of the
third glass plate 60B. In that case, the third panel T60B
is made up of the third glass plate 60B and the thermal
reflective film.
[0099] The glass panel unit 1B further includes a sec-
ond sealing member 70B, which is arranged between the
second panel T20B and the third panel T60B to hermet-
ically join the respective peripheral portions of the second
panel T20B and the third panel T60B together. The sec-
ond sealing member 70B is arranged in a ring between
the peripheral portion of the second panel T20B and the
peripheral portion of the third panel T60B. The second
sealing member 70B is formed of a glass adhesive. Note
that the second sealing member 70B may or may not be
formed of the same glass adhesive as the sealing mem-
ber 30B. That is to say, the material of the second sealing
member 70B is not particularly limited.
[0100] The glass panel unit 1B of this embodiment has
a second inner space 80B, which is sealed hermetically
by the second panel T20B, the third panel T60B, and the
second sealing member 70B and in which a dry gas is
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enclosed. Examples of the dry gas include dry rare gases
such as an argon gas and dry air. However, any type of
dry gas may be used without particular limitation.
[0101] In addition, inside the second sealing member
70B, arranged in a ring is a hollow framing member 61B.
A through hole 62B leading to the second inner space
80B is cut through the framing member 61B. Inside the
through hole 62B, housed is a desiccant 63B such as a
silica gel.
[0102] The second panel T20B and the third panel
T60B may be joined together as described below in al-
most the same way as in the step in which the first panel
T10B and the second panel T20B are joined together.
[0103] First of all, a third substrate 600B to be the third
panel T60B through this manufacturing method and an
assembly including the first panel T10B and the second
panel T20B (corresponding to the glass panel unit 1 of
the first or second embodiment) are provided. The third
substrate T600B includes at least a third glass substrate
600B. The third glass substrate 600B of the third sub-
strate T600B has a flat surface and a predetermined
thickness. In this embodiment, the third substrate T600B
consists of the third glass substrate 600B alone. Option-
ally, the third substrate T600B may include a thermal
reflective film on either surface thereof. In that case, the
third panel T600B is made up of the third glass substrate
600B and the thermal reflective film.
[0104] A glass adhesive to be the second sealing mem-
ber 70B in the end through this manufacturing method is
disposed in the shape of a frame in either the peripheral
portion of the third panel T60B or that of the second panel
T20B (hereinafter referred to as a "third glass adhesive
disposing step"). In this step, air passages similar to the
air passages provided for the second glass adhesive 302
in the first or second embodiment are formed through the
third glass adhesive.
[0105] Next, the third substrate T600B is arranged to
face the second substrate T200B (hereinafter referred to
as a "third substrate arrangement step").
[0106] Subsequently, the temperature is raised to, and
maintained at, the melting temperature of the third glass
adhesive (hereinafter referred to as a "third glass adhe-
sive heating step"). In this embodiment, the third glass
adhesive disposing step, the third substrate arrangement
step, and the third glass adhesive heating step constitute
a second inner space creating step.
[0107] Thereafter, a dry gas is introduced into the sec-
ond inner space 80B (hereinafter referred to as a "dry
gas introduction step"). In this step, the second inner
space 80B may be filled with the dry gas only or some
air may be left there.
[0108] Then, the air passages are closed so that the
second inner space 80B is sealed hermetically (herein-
after referred to as a "second space sealing step").
[0109] In this manner, the glass panel unit 1B is ob-
tained. The glass panel unit 1B of this embodiment
achieves further improved thermal insulation properties.
[0110] Next, a fourth embodiment will be described

with reference to FIG. 8. The fourth embodiment is a glass
window 90C including the glass panel unit 1 (or 1B) ac-
cording to any of the first to third embodiments described
above. In the following description, any constituent mem-
ber of the fourth embodiment having the same function
as the counterpart of the first embodiment described
above will be designated by a combination of the same
reference sign as that counterpart’s and the suffix "C",
and a detailed description thereof will be omitted herein.
[0111] The fourth embodiment includes a glass panel
unit 1C similar to the glass panel unit of any of the first
to third embodiments. The glass window 90C is formed
by attaching a window frame 91C to an outer peripheral
portion of the glass panel unit 1C. Specifically, the win-
dow frame 91C is formed to have a U-cross section and
the peripheral portion of the glass panel unit 1C is fitted
into the window frame 91C, which is provided over the
entire outer periphery of the glass panel unit 1C.
[0112] The glass window 90C of this fourth embodi-
ment includes the glass panel unit 1 with thermal insula-
tion properties, and therefore, exhibits excellent thermal
insulation properties itself as well.
[0113] As is clear from the foregoing description of em-
bodiments, a glass panel unit 1 according to a first aspect
of the present invention includes: a first panel T10 includ-
ing at least a first glass plate 10; a second panel T20
facing the first panel T10 and including at least a second
glass plate 20; a sealing member (frame member 30);
and a spacer 40. The sealing member is formed in a
frame shape and bonded hermetically to respective fac-
ing peripheral portions of the first panel T10 and the sec-
ond panel T20. The spacer 40 is provided between the
first panel T10 and the second panel T20. A reduced
pressure space (e.g., a vacuum space 50 in the embod-
iment described above) is provided as an inner space
between the first panel T10 and the second panel T20.
The spacer 40 includes a resin body 41 and at least one
ultraviolet protective layer 42 provided on a surface of
the resin body 41.
[0114] According to the first aspect, the spacer 40 in-
cluding the resin body 41 and the ultraviolet protective
layer 42 allows for reduction in degradation of the resin
body 41 of the spacer 40 due to exposure to an ultraviolet
ray, thus creating a vacuum space 50 with good stability.
This reduces a negative impact on the appearance of the
panel unit 1. In addition, the spacer 40 including the resin
has sufficient elasticity to enhance the impact resistance
thereof. On top of that, the spacer 40 including the resin
has a thermal conductivity low enough to improve the
thermal insulation properties of the glass panel unit 1.
[0115] In a glass panel unit 1 according to a second
aspect of the present invention, which would be realized
in combination with the first aspect, the ultraviolet pro-
tective layer 42 is a metallic thin film.
[0116] According to the second aspect, the ultraviolet
protective layer 42 is able to serve as an ultraviolet re-
flective film, because a metallic thin film has excellent
ultraviolet reflectivity. Thus, according to the second as-
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pect, the spacer 40 is allowed to exhibit an enhanced
ultraviolet protection effect.
[0117] In a glass panel unit 1 according to a third aspect
of the present invention, which would be realized in com-
bination with the first aspect, the ultraviolet protective lay-
er 42 is a resin layer with ultraviolet protection ability.
[0118] According to the third aspect, the ultraviolet pro-
tective layer 42 is able to function as a degradation sac-
rificial layer. This allows the spacer 40 to have enhanced
ultraviolet protection ability according to the third aspect.
[0119] In a glass panel unit 1 according to a fourth as-
pect of the present invention, which would be realized in
combination with any one of the first to third aspects, the
ultraviolet protective layer 42 includes a first ultraviolet
protective layer 42a adjacent to the first panel T10 and
a second ultraviolet protective layer 42b adjacent to the
second panel T20.
[0120] According to the fourth aspect, no matter which
of the first panel T10 or the second panel T20 faces out-
doors when the glass panel unit 1 is installed, degradation
of the spacer 40 due to exposure to an ultraviolet ray is
reducible significantly.
[0121] In a glass panel unit according to a fifth aspect
of the present invention, which would be realized in com-
bination with any one of the first to fourth aspects, the
resin body includes a polyimide.
[0122] According to the fifth aspect, the high heat re-
sistance of the polyimide allows the spacer 40 to maintain
its original shape even under intense heat during the
manufacturing process of the glass panel unit 1.
[0123] In a glass panel unit 1 according to a sixth as-
pect of the present invention, which would be realized in
combination with any one of the first to fifth aspects, the
resin body 41 is formed of at least one resin sheet.
[0124] According to the sixth aspect, the spacers 40
are formed more easily.
[0125] A glass panel unit 1B according to a seventh
aspect of the present invention, which would be realized
in combination with any one of the first to fifth aspects,
further includes a third panel T60B, a second sealing
member 70B, and a dry gas. The third panel T60B is
arranged to face the second panel T20B and includes at
least a third glass plate 60B. The second sealing member
70B is bonded hermetically to respective facing periph-
eral portions of the second panel T20B and the third panel
T60B. The dry gas is enclosed in a second inner space
80B that is sealed hermetically by the second panel
T20B, the third panel T60B, and the second sealing mem-
ber 70B.
[0126] According to the seventh aspect, a glass panel
unit 1B with high thermal insulation properties is ob-
tained.
[0127] A glass window 90C according to an eighth as-
pect of the present invention includes: the glass panel
unit 1, 1B according to any one of the first to seventh
aspects; and a window frame 91C attached to a periph-
eral portion of the glass panel unit 1, 1B.
[0128] According to the eighth aspect, a glass window

90C may be formed to include the glass panel unit 1, 1B
with thermal insulation properties, thus providing a glass
window 90C with high thermal insulation properties.
[0129] A method for manufacturing a glass panel unit
1, according to a ninth aspect of the present invention
includes a composite sheet forming step, a spacer form-
ing step, a spacer arrangement step, a glass adhesive
disposing step, an evacuation step, and a bonding step.
The composite sheet forming step includes forming an
ultraviolet protective layer 42 on at least one surface of
a resin sheet. The spacer forming step includes forming
a spacer 40 by punching a composite sheet 400 including
the resin sheet and the ultraviolet protective layer 42.
The spacer arrangement step includes arranging the
spacer 40 between a first substrate T100 including at
least a first glass substrate and a second substrate T200
including at least a second glass substrate 200. The glass
adhesive disposing step includes disposing a glass ad-
hesive in a frame shape between the first substrate T100
and the second substrate T200. The evacuation step in-
cludes evacuating a space located between the first sub-
strate T100 and the second substrate T200 and sur-
rounded with the glass adhesive 300. The bonding step
includes bonding the first substrate T100 and the second
substrate T200 together with the glass adhesive 300.
[0130] According to the ninth aspect, a glass panel unit
in which a reduced pressure space is created between
the first panel T10 and the second panel T20 is provided.
[0131] A method for manufacturing a glass panel unit
1 according to a ninth aspect of the present invention
includes a composite sheet forming step, a spacer form-
ing step, a spacer arranging and adhesive disposing
step, a substrate arrangement step, an evacuation step,
and a bonding step. The composite sheet forming step
includes forming an ultraviolet protective layer 42 on at
least one surface of a resin sheet. The spacer forming
step includes forming a plurality of spacers 40 by punch-
ing a composite sheet 400 including the resin sheet and
the ultraviolet protective layer 42. The spacer arranging
and adhesive disposing step includes disposing a glass
adhesive 300 in a frame shape on a peripheral portion
of a surface of a first substrate T100 including at least a
first glass substrate 100 and arranging the plurality of
spacers 40 in a space surrounded with the glass adhesive
300. The substrate arrangement step includes arranging
a second substrate T200 including at least a second glass
substrate to allow the second substrate T200 to face the
surface of the first substrate T100 on which the glass
adhesive 300 is disposed. The evacuation step includes
evacuating a space located between the first substrate
T100 and the second substrate T200 and surrounded
with the glass adhesive 300. The bonding step includes
bonding the first substrate T100 and the second sub-
strate T200 together with the glass adhesive 300 in the
shape of the frame.
[0132] According to the tenth aspect, a glass panel unit
in which a reduced pressure space is created between
the first panel T10 and the second panel T20 is provided.
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Reference Signs List

[0133]

1 Glass Panel Unit
10 First Glass Plate
T10 First Panel
20 Second Glass Plate
T20 Second Panel
30 Frame member (Sealing Member)
40 Spacer
41 Body (Resin Body)
42 Ultraviolet Protective Layer
42a First Ultraviolet Protective Layer
42b Second Ultraviolet Protective Layer
50 Vacuum Space (Reduced Pressure Space)
60B Third Glass Plate
T60B Third Panel
70B Second Sealing Member
80B Second Inner Space
90C Glass Window
100 First Glass Substrate
T100 First Substrate
200 Second Glass Substrate
T200 Second Substrate
300 Glass Adhesive
400 Composite Sheet
410 Resin Sheet

Claims

1. A glass panel unit comprising:

a first panel including at least a first glass plate;
a second panel facing the first panel and includ-
ing at least a second glass plate;
a sealing member formed in a frame shape and
bonded hermetically to respective facing periph-
eral portions of the first panel and the second
panel; and
at least one spacer provided in an inner space
between the first panel and the second panel,
the inner space being a reduced pressure
space,
the at least one spacer including a resin body
and at least one ultraviolet protective layer pro-
vided on a surface of the resin body.

2. The glass panel unit of claim 1, wherein
the ultraviolet protective layer is a metallic thin film.

3. The glass panel unit of claim 1, wherein
the ultraviolet protective layer is a resin layer with
ultraviolet protection ability.

4. The glass panel unit of any one of claims 1 to 3,
wherein

the ultraviolet protective layer includes a first ultra-
violet protective layer adjacent to the first panel and
a second ultraviolet protective layer adjacent to the
second panel.

5. The glass panel unit of any one of claims 1 to 4,
wherein
the resin body includes a polyimide.

6. The glass panel unit of any one of claims 1 to 5,
wherein
the resin body is formed of at least one resin sheet.

7. The glass panel unit of any one of claims 1 to 6,
further comprising:

a third panel arranged to face the second panel
and including at least a third glass plate;
a second sealing member formed in a frame
shape and bonded hermetically to respective
facing peripheral portions of the second panel
and the third panel; and
a dry gas enclosed in a second inner space that
is sealed hermetically by the second panel, the
third panel, and the second sealing member.

8. A glass window comprising:

the glass panel unit of any one of claims 1 to 7;
and
a window frame attached to a peripheral portion
of the glass panel unit.

9. A method for manufacturing a glass panel unit, com-
prising:

a composite sheet forming step of forming an
ultraviolet protective layer on at least one sur-
face of a resin sheet;
a spacer forming step of forming a plurality of
spacers by punching a composite sheet includ-
ing the resin sheet and the ultraviolet protective
layer;
a spacer arrangement step of arranging the plu-
rality of spacers between a first substrate includ-
ing at least a first glass substrate and a second
substrate including at least a second glass sub-
strate;
a glass adhesive disposing step of disposing a
glass adhesive in a frame shape between the
first substrate and the second substrate;
an evacuation step of evacuating a space locat-
ed between the first substrate and the second
substrate and surrounded with the glass adhe-
sive; and
a bonding step of bonding the first substrate and
the second substrate together with the glass ad-
hesive in the shape of the frame.
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10. A method for manufacturing a glass panel unit, com-
prising:

a composite sheet forming step of forming an
ultraviolet protective layer on at least one sur-
face of a resin sheet;
a spacer forming step of forming a plurality of
spacers by punching a composite sheet includ-
ing the resin sheet and the ultraviolet protective
layer;
a step including disposing a glass adhesive in a
frame shape on a peripheral portion of a surface
of a first substrate including at least a first glass
substrate, and arranging the plurality of spacers
in a space surrounded with the adhesive;
a substrate arrangement step of arranging a
second substrate including at least a second
glass substrate to allow the second substrate to
face the surface of the first substrate on which
the glass adhesive is disposed;
an evacuation step of evacuating a space locat-
ed between the first substrate and the second
substrate and surrounded with the glass adhe-
sive; and
a bonding step of bonding the first substrate and
the second substrate together with the glass ad-
hesive in the shape of the frame.
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