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(54) PARKING ASSISTANCE DEVICE

(57) Provided is a parking assistance device that cal-
culates evaluation results based on the driver’s evalua-
tion criterion, with regard to a plurality of parking spaces.

A parking assistance device includes a parking
space recognizer 511 configured to recognize a plurality

of parking spaces; a parking space selection criterion
setter 512 configured to set a driver’s parking space se-
lection criterion; and a parking space candidate calcula-
tor 513 configured to calculate a parking space candidate
based on the parking space selection criterion.
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Description

TECHNICAL FIELD

[0001] The present invention relates to a parking as-
sistance device.

BACKGROUND ART

[0002] Patent Literature 1 discloses a technique of dis-
playing a remaining time to completion of parking on a
display after a start of the parking in a parking assistance
device configured to automatically park a vehicle in a
parking space.

CITATION LIST

PATENT LITERATURE

[0003] PTL 1: JP 2013-241087A

SUMMARY

TECHNICAL PROBLEM

[0004] In the above prior art, there is a demand for
calculating evaluation results based on the driver’s eval-
uation criterion, with regard to a plurality of parking spac-
es.
[0005] An object of the present disclosure is to provide
a parking assistance device configured to calculate eval-
uation results based on the driver’s evaluation criterion,
with regard to a plurality of parking spaces.

SOLUTION TO PROBLEM

[0006] The present invention calculates evaluation re-
sults with regard to a plurality of recognized parking spac-
es, based on the driver’s evaluation criteria.

ADVANTAGEOUS EFFECTS

[0007] This configuration enables the evaluation re-
sults to be calculated, based on the driver’s evaluation
criteria, with regard to a plurality of parking spaces.

BRIEF DESCRIPTION OF DRAWINGS

[0008]

Fig. 1 is a configuration diagram illustrating a vehicle
which a parking assistance device according to Em-
bodiment 1 is applied to;
Fig. 2 is a configuration diagram illustrating the park-
ing assistance device according to Embodiment 1;
Fig. 3 is a configuration diagram showing control of
parking assist;
Fig. 4 is a control block diagram of a vehicle speed

controller 55;
Fig. 5 is a control block diagram of a steering angle
controller 56;
Fig. 6 is a control block diagram of a parking space
determiner 51 according to Embodiment 1;
Fig. 7 is a flowchart showing a processing flow of a
candidate specifier 61 in a parking space recognition
mode;
Fig. 8 is a flowchart showing a processing flow of a
route etc. calculator 62 in the parking space recog-
nition mode;
Fig. 9 is a flowchart showing a processing flow of a
display controller 514 in the parking space recogni-
tion mode;
Fig. 10 is a flowchart showing a processing flow of
the display controller 514 when the driver sets park-
ing space selecting conditions;
Fig. 11 is a diagram illustrating a display example of
parking space candidates;
Fig. 12 is a diagram illustrating another display ex-
ample of parking space candidates;
Fig. 13 is a diagram illustrating a display example of
a condition setting screen; and
Fig. 14 is a control block diagram of the parking
space determiner 51 according to Embodiment 2.

DESCRIPTION OF EMBODIMENTS

Embodiment 1

[0009] Fig. 1 is a configuration diagram illustrating a
vehicle which a parking assistance device according to
Embodiment 1 is applied to.
[0010] The driver operates a shift lever 8 to move the
vehicle forward, to move the vehicle back or to stop the
vehicle, while operating an accelerator pedal 6 to give
an instruction on the driving force of a drive motor 1. The
drive motor 1 may be replaced by an engine. The drive
motor 1 is capable of generating a driving force or a brak-
ing force independently of the driver’s accelerator pedal
operation or a shift operation.
[0011] The pedal force of a brake pedal 7 is boosted
by a brake booster 15, and a hydraulic pressure corre-
sponding to the boosted force is generated in a master
cylinder 16. The generated hydraulic pressure is supplied
to wheel cylinders 21 to 24 via an electric hydraulic brake
2. The driver operates the brake pedal 7 to control the
braking force. The electric hydraulic brake 2 includes a
pump driven by a motor, a solenoid valve and the like
and is configured to control the braking force of four
wheels (hydraulic pressure of wheel cylinders 21 to 24)
independently of the driver’s brake pedal operation. The
braking force of the four wheels by the driver’s brake
pedal operation has no difference between left and right.
[0012] An electric power steering 3 is configured to
generate an assist torque corresponding to a steering
torque input by the driver via a steering wheel 9. Left and
right front wheels (parking drive wheels) 41 and 42 are
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driven by the driver’s steering torque and the assist
torque of the electric power steering 3, so as to turn the
vehicle during vehicle running. The electric power steer-
ing 3 is capable of generating a steering torque inde-
pendently of the driver’s steering operation to drive the
left and right front wheels 41 and 42.
[0013] Four cameras 11 to 14 are mounted on front,
rear, left and right sides of the vehicle to take images of
the periphery of the vehicle and recognize objects in the
periphery of the vehicle. The images taken by the four
cameras 11 to 14 are synthesized, and a plan view that
provides a downward view of the vehicle and the periph-
ery of the vehicle is displayed as an initial screen on the
screen of a touch panel (display portion, display screen)
18. The driver may not depend on the parking assist con-
trol but may park the vehicle with viewing this plan view.
[0014] The parking assistance device of Embodiment
1 starts a parking space recognition mode when the driver
touches an automatic parking mode start button dis-
played on the screen of the touch panel 18 in a parking
lot or the like. In the parking space recognition mode,
when the driver drives the vehicle to the neighborhood
of any parking space, parking space candidates corre-
sponding to the driver’s parking space selecting condi-
tions (evaluation criterion conditions) are displayed on
the screen among one or a plurality of parking spaces
(parking spots) recognized from the images of the cam-
eras 11 to 14. When the driver touches one of the dis-
played parking space candidates, the corresponding
parking space is in a selective state. When the driver
touches a parking start button displayed on the screen
in this state, the mode is changed from the parking space
recognition mode to an automatic parking mode. The
drive motor 1, the electric hydraulic brake 2 and the elec-
tric power steering 3 are then automatically controlled to
cause the vehicle to reach the specified parking space.
[0015] The vehicle of Embodiment 1 is provided with
a steering angle sensor 4 and wheel speed sensors 31
to 34 to control a parking route at the time of automatic
parking. The electric hydraulic brake 2 has the vehicle
antiskid function and the antilock brake control function,
in response to sensor signals from a vehicle motion de-
tection sensor 17 configured to detect a longitudinal ac-
celeration, a lateral acceleration and a yaw rate, the
steering angle sensor 4 and the wheel speed sensors 31
to 34. The signals of the steering angle sensor 4 and the
wheel speed sensors 31 to 34 are shared with the parking
assist control.
[0016] The electric devices described above are all
controlled by an electronic control unit 5, and all the re-
spective sensor signals are input into the electronic con-
trol unit 5. The respective sensor signals include an ac-
celerator pedal operation amount, a brake pedal opera-
tion amount, a shift position and a steering torque that
are the driver’s operation amounts. A modification may
be configured by dividing the functions of the electronic
control unit 5, such that an electronic control unit may be
mounted on each of the electric devices and that the re-

spective electronic control units make communication to
transmit required information therebetween.
[0017] Fig. 2 is a configuration diagram illustrating the
parking assistance device according to Embodiment 1.
[0018] In the automatic parking mode, the operations
of the vehicle are automatically controlled by the drive
motor 1, the electric hydraulic brake 2 and the electric
power steering 3. The driver’s operation amounts are,
however, monitored, and the driver is allowed to override
the control. The driver may temporarily stop the vehicle
by operating the brake pedal 7. The parking operation
by automatic control is resumed after the driver releases
the brake. When any obstacle enters a parking route, this
configuration gives preference to the driver’s braking op-
eration and thereby prevents the vehicle from hitting
against an obstacle. The parking operation by automatic
control is resumed in response to a subsequent release
of the operation of the brake pedal 7. This configuration
automatically resumes the parking assist operation when
the obstacle is away from the parking route. The parking
operation by automatic control is cancelled when the driv-
er changes the shift position or when the driver’s steering
torque becomes equal to or greater than a predetermined
value. This configuration drives the vehicle with giving
preference to the driver’s shift operation or steering op-
eration. A Cancel button 79 (shown in Fig. 11) is dis-
played on the screen of the touch panel 18, and the driver
touches the Cancel button 79 to cancel the automatic
control.
[0019] Fig. 3 is a configuration diagram showing con-
trol of parking assist in the electronic control unit 5.
[0020] The electronic control unit 5 includes, as a con-
figuration for achieving control of parking assist, a parking
space determiner 51, a moving distance calculator 52, a
vehicle speed calculator 53, a route controller 54, a ve-
hicle speed controller 55 and a steering angle controller
56.
[0021] The parking space determiner 51 displays park-
ing spaces corresponding to the driver’s parking space
selecting conditions on the screen of the touch panel 18,
as parking space candidates among one or a plurality of
parking spaces recognized from the images of the cam-
eras 11 to 14, and determines a parking space candidate
selected by the driver, as the parking space. The parking
space determiner 51 sends a parking route for automat-
ically parking the own vehicle in the determined parking
space, to the route controller 54.
[0022] The wheel speed sensors 31 to 34 respectively
generate a plurality of wheel speed pulses per one rota-
tion of each wheel. The frequencies of the wheel speed
pulses are integrated, and the moving distance calculator
52 calculates the moving distance of the vehicle. The
vehicle speed calculator 53 calculates a vehicle speed
V using the generation cycles of the wheel speed pulses.
According to Embodiment 1, the moving distance and
the vehicle speed V denote a moving distance and a ve-
hicle speed at the center of a rear wheel axle, so that an
average value of the moving distances and an average
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value of the wheel speeds of the left and right rear wheels
43 and 44 are specified as the calculated moving distance
and the calculated vehicle speed V.
[0023] The route controller 54 determines a vehicle
speed command (target value of vehicle speed) V* and
a steering angle command (target value of steering an-
gle) δh* from the parking route and the moving distance
of the vehicle. The vehicle speed command is set to a
predetermined speed with regard to a straight part of the
parking route and is set to a speed that satisfies a pre-
determined maximum steering angular speed setting val-
ue and that is determined from the curvature with regard
to a curved part of the parking route.
[0024] The vehicle speed controller 55 performs vehi-
cle speed control based on the vehicle speed command
V* and the vehicle speed V, and determines, as operating
amounts, a drive torque command Tac* to the drive motor
1 and a fluid pressure command Pwc* to the electric hy-
draulic brake 2. The drive motor 1 and the electric hy-
draulic brake 2 generate a driving force and a braking
force, in response to these commands. The driving force
and the braking force may be generated by only the drive
motor 1 or may be generated in a shared manner: for
example, the driving force may be generated by the drive
motor 1 and the braking force may be generated by the
electric hydraulic brake 2. The latter method may be em-
ployed when the drive motor 1 is replaced with an engine.
In Embodiment 1 that does not use the engine but uses
the drive motor 1, the driving force is generated by the
drive motor 1, and the braking force is generated by the
electric hydraulic brake 2.
[0025] The steering angle controller 56 performs steer-
ing angle control based on the steering angle command
δh* and the steering angle δh measured by the steering
angle sensor 4 and determines a steering torque com-
mand Tst* as an operating amount. The electric power
steering 3 generates a steering torque, in response to
this command.
[0026] Fig. 4 is a control block diagram of the vehicle
speed controller 55.
[0027] A subtractor 100 outputs a vehicle speed devi-
ation (V* - V) by subtracting the vehicle speed V from the
vehicle speed command V*.
[0028] A multiplier 101 multiplies the vehicle speed de-
viation by a proportional gain Kp_a.
[0029] An integrator 102 integrates the vehicle speed
deviation.
[0030] A multiplier 103 multiplies the integrated value
of the vehicle speed deviation by an integral gain Ki_a.
[0031] An adder 104 outputs the sum of the outputs of
the two multipliers 101 and 103 as a drive torque com-
mand Tac*.
[0032] A multiplier 105 performs positive/negative in-
version of the vehicle speed deviation.
[0033] A multiplier 106 multiplies the vehicle speed de-
viation after the positive/negative inversion by a propor-
tional gain Kp_b.
[0034] An integrator 107 integrates the vehicle speed

deviation after the positive-negative inversion.
[0035] A multiplier 108 multiplies the integrated value
of the deviation after the positive-negative inversion by
an integral gain Ki_b.
[0036] An adder 109 outputs the sum of the outputs of
the two multipliers 106 and 108 as a fluid pressure com-
mand Pwc*.
[0037] A determiner 110 outputs a link operation se-
lective command= 1 (true) when the vehicle speed devi-
ation is equal to or greater than 0, while outputting the
link operation selective command= 0 (false) when the
vehicle speed deviation is less than 0.
[0038] A switch 111 outputs the drive torque command
Tac* when the link operation selective command output
by the determiner 110 is 1, while outputting the fluid pres-
sure command Pwc* when the link operation selective
command is 0.
[0039] A plant model (vehicle model) 112 receives in-
put of either the drive torque command Tac* or the fluid
pressure command Pwc* and outputs the vehicle speed
V.
[0040] As described above, the vehicle speed control-
ler 55 selectively uses the drive motor 1 and the electric
hydraulic brake 2 according to the positive/negative of
the vehicle speed deviation (V* - V) by PI control. When
the vehicle speed deviation is equal to or greater than 0,
the drive motor 1 is driven with the drive torque command
Tac* that is calculated by using the proportional gain
Kp_a and the integral gain Ki_a, in order to make the
vehicle speed V closer to the vehicle speed command
V* with the driving force by the drive motor 1. In this state,
no braking force is generated by setting the fluid pressure
command Pwc* to the electric hydraulic brake 2 to 0.
When the vehicle speed deviation is less than 0, on the
other hand, the electric hydraulic brake 2 is driven with
the fluid pressure command Pwc* that is calculated by
using the proportional gain Kp_b and the integral gain
Ki_b, in order to make the vehicle speed V closer to the
vehicle speed command V* with the braking force by the
electric hydraulic brake 2. In this state, no driving force
is generated by setting the drive torque command Tac*
to the drive motor 1 to 0.
[0041] Fig. 5 is a control block diagram of the steering
angle controller 56. This control is two-degree freedom
control using a disturbance observer that cancels out a
disturbance d, and freely sets a steering angle response
by a target response G.
[0042] A subtractor 120 outputs a steering angle devi-
ation (δh* - δh) by subtracting the steering angle δh from
the steering angle command δh*.
[0043] A model matching compensator 121 is a feed-
back compensator that receives input of the steering an-
gle deviation and outputs an ideal steering torque that
makes the steering angle deviation equal to a desired
target response G that is given previously.
[0044] A subtractor 122 subtracts an estimated distur-
bance torque from the ideal steering torque and outputs
the difference as a steering torque command Tst*.
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[0045] An adder 123 adds the disturbance d to the
steering torque command Tst*.
[0046] A plant model (vehicle model) 124 receives in-
put of the disturbance-added steering torque command
and outputs a steering angle δh.
[0047] A noise filter portion 125 performs a filtering
process of the steering torque command Tst* by a low-
pass filter.
[0048] An inverse plant model 126 performs a filtering
process of a steering torque command that gives the
steering angle δh with a lowpass filter that is identical
with the lowpass filter used in the noise filter portion 125.
[0049] A subtractor 127 subtracts the output of the
noise filter portion 125 from the output of the inverse plant
model 126 and outputs the difference as the estimated
disturbance torque.
[0050] Fig. 6 is a control block diagram of the parking
space determiner 51.
[0051] A parking space recognizer 511 recognizes a
plurality of parking spaces from the images taken by the
cameras 11 to 14 and sends information (coordinates
and the like) regarding the plurality of recognized parking
spaces to a parking space candidate calculator.
a parking space selection criterion setter (evaluation cri-
terion setter) 512 sets parking space selection criteria
(evaluation criteria) used to calculate parking spaces that
are to be provided to the driver as parking space candi-
dates, among the plurality of parking spaces recognized
by the parking space recognizer 511. According to Em-
bodiment 1, factors relating to the time axis, i.e., a re-
quired parking time and a forward reverse switching fre-
quency, are used as the parking space selection criteria.
The required parking time denotes a required parking
time duration that is required to move the own vehicle
along a parking route from a parking assist start position
(for example, current position) to a parking space (for
example, a middle position of a parking spot). The for-
ward reverse switching frequency denotes the number
of times of forward motions and reverse motions in one
set. In the case of reverse parking, for example, the for-
ward reverse switching frequency is 0 for only one re-
verse motion, is 1 for one forward motion and one sub-
sequent reverse motion, is 2 for one forward motion, one
subsequent reverse motion, one subsequent forward
motion and one subsequent reverse motion. In the case
of forward parking, the reverse motion and the forward
motion described above are exchanged. The parking
space selection criterion setter 512 includes a condition
setter 512a. The condition setter 512a sets parking space
selecting conditions (an upper limit of parking time and
an upper limit of forward reverse switching frequency).
The parking space selecting conditions are set by the
driver’s screen entry to the touch panel 18.
[0052] A parking space candidate calculator 513 in-
cludes a candidate specifier 61 and a route etc. calculator
62. The candidate specifier 61 specifies, as parking
space candidates, parking spaces that satisfy part or all
of the parking space selecting conditions (for example,

conditions that the required parking time is equal to or
less than the upper limit of parking time and that the for-
ward reverse switching frequency is equal to or less than
the upper limit of forward reverse switching frequency)
set by the condition setter 512a out of the parking space
selection criteria set by the parking space selection cri-
terion setter 512, among a plurality of parking spaces
available to automatically park the vehicle (available to
set parking routes for automatically parking the vehicle)
that are determined by the route etc. calculator 62. The
route etc. calculator 62 calculates a plurality of parking
spaces available to automatically park the vehicle among
the plurality of parking spaces recognized by the parking
space recognizer 511, calculates parking routes, vehicle
speed commands and the like with regard to the plurality
of calculated parking spaces, and sends the calculation
results to the candidate specifier 61. The route etc. cal-
culator 62 includes a parking route calculator 62a, a re-
quired parking time calculator 62b and a forward reverse
switching frequency calculator 62c. The parking route
calculator 62a calculates parking routes from a parking
assist start position to a plurality of parking spaces, with
regard to the respective parking space candidates. The
required parking time calculator 62b calculates required
parking times that are required to move the own vehicle
along the plurality of parking routes from the assist start
position to the respective parking spaces, with regard to
the respective parking space candidates. The forward
reverse switching frequency calculator 62c calculates
forward reverse switching frequencies when the own ve-
hicle moves along the plurality of parking routes from the
parking assist start position to the respective parking
spaces, with regard to the respective parking space can-
didates.
[0053] The display controller 514 displays information
regarding the parking space candidates calculated by
the parking space candidate calculator 513 on the touch
panel 18 and prompts the driver to select a parking space.
The driver touches one of a plurality of parking space
candidates displayed on the touch panel 18 to select a
parking space. The selected parking space is shown in
a selected state by providing a decorated display (for
example, highlighted display) different from those of the
other parking spaces. The display controller 514 outputs
the selected parking space to the parking space candi-
date calculator 513. The parking space candidate calcu-
lator 513 outputs a parking route for the selected parking
space. The display controller 514 also displays the set-
ting details of the parking space selecting conditions on
the touch panel 18. When the driver operates the touch
panel 18 to update the parking space selecting condi-
tions, the update details are output to the condition setter
512a.
[0054] The following describes the processing of the
candidate specifier 61, the route etc. calculator 62 and
the display controller 514 in the parking space recognition
mode with reference to Figs. 7 to 9.
[0055] Fig. 7 is a flowchart showing a processing flow
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of the candidate specifier 61 in the parking space recog-
nition mode.
[0056] At step S71, the candidate specifier 61 deter-
mines whether a parking space recognition mode termi-
nation request is received from the route etc. calculator
62. In the case of YES, the processing is terminated. In
the case of NO, the processing proceeds to step S72.
The description starts from the processing of Fig. 7.
[0057] At step S72, the candidate specifier 61 deter-
mines whether one or more parking spaces available to
automatically park the vehicle are recognized by the
parking space recognizer 511. In the case of YES, the
processing proceeds to step S73. In the case of NO, the
processing returns to step S71.
[0058] At step S73, the candidate specifier 61 sends
coordinates of the parking space to the route etc. calcu-
lator 62.
[0059] At step S74, the candidate specifier 61 deter-
mines whether parking route parameters (distance of a
parking route, a vehicle speed command and the like)
are received from the route etc. calculator 62. In the case
of YES, the processing proceeds to step S75. In the case
of NO, the processing returns to step S71.
[0060] At step S75, the candidate specifier 61 deter-
mines whether there is any parking space satisfying the
parking space selecting conditions. In the case of YES,
the processing proceeds to step S76. In the case of NO,
the processing returns to step S71.
[0061] At step S76, the candidate specifier 61 sets a
parking available flag.
[0062] At step S77, the candidate specifier 61 deter-
mines whether there is any parking space candidate hav-
ing the highest matching degree with the parking space
selecting conditions. In the case of YES, the processing
proceeds to step S78. In the case of NO, the processing
proceeds to step S79.
[0063] At step S78, the candidate specifier 61 sets a
recommendation (preference) flag for the parking space
candidate having the highest matching degree with the
parking space selecting conditions.
[0064] At step S79, the candidate specifier 61 sends
parking space candidate data to the display controller
514.
[0065] Fig. 8 is a flowchart showing a processing flow
of the route etc. calculator 62 in the parking space rec-
ognition mode.
[0066] At step S81, the route etc. calculator 62 deter-
mines whether the coordinates of any parking space are
received from the candidate specifier 61. In the case of
YES, the processing proceeds to step S82. In the case
of NO, the processing repeats step S81.
[0067] At step S82, the route etc. calculator 62 calcu-
lates a parking route to each parking space according to
a known algorithm.
[0068] At step S83, the route etc. calculator 62 deter-
mines whether a parking route is generable for at least
one parking space. In the case of YES, the processing
proceeds to S84. In the case of NO, the processing re-

turns to step S81.
[0069] At step S84, the route etc. calculator 62 calcu-
lates a required parking time and a forward reverse
switching frequency with regard to the parking space for
which the parking route is generable, i.e., the parking
space available to automatically park the vehicle. The
required parking time is calculated from a moving dis-
tance of the vehicle and an average value of a vehicle
speed command and additionally from a time required
for a shift change. A method employed to calculate the
vehicle speed command is identical with the method em-
ployed in the route controller 54.
[0070] At step S85, the route etc. calculator 62 sends
the required parking time, the forward reverse switching
frequency and the parking route to the candidate specifier
61.
[0071] At step S86, the route etc. calculator 62 deter-
mines whether the automatic parking mode is to be start-
ed. In the case of YES, the processing proceeds to step
S87. In the case of NO, the processing returns to step
S81. At this step, it is determined that the automatic park-
ing mode is to be started, in response to the driver’s press
of a parking start button displayed on the touch panel 18.
[0072] At step S87, the route etc. calculator 62 sends
the parking space recognition mode termination request
to the candidate specifier 61 and the display controller
514.
[0073] Fig. 9 is a flowchart showing a processing flow
of the display controller 514 in the parking space recog-
nition mode.
[0074] At step S91, the display controller 514 deter-
mines whether the parking space recognition mode ter-
mination request is received from the route etc. calculator
62. In the case of YES, the processing is terminated. In
the case of NO, the processing proceeds to step S92.
[0075] At step S92, the display controller 514 deter-
mines whether the parking space candidate data is re-
ceived from the candidate specifier 61. In the case of
YES, the processing proceeds to step S93. In the case
of NO, the processing returns to step S91.
[0076] At step S93, the display controller 514 displays
frame borders of parking space candidates on the screen
of the touch panel 18.
[0077] At step S94, the display controller 514 deter-
mines whether the recommendation flag is set. In the
case of YES, the processing proceeds to step S95. In
the case of NO, the processing returns to step S91.
[0078] At step S95, the display controller 514 displays
a parking route of the parking space candidate having
the highest matching degree with the parking space se-
lecting conditions set by the driver and a recommenda-
tion mark on the screen of the touch panel 18.
[0079] At step S96, the display controller 514 shifts the
screen to the automatic parking mode.
[0080] Fig. 11 illustrates a display example of parking
space candidates. The screen of the touch panel 18 is
divided into two right and left parts, i.e., a parking space
candidate display part 18a and a camera image display
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part 18b. An own vehicle 71 and three parking space
candidates 72 to 74 are displayed as a plan view in the
parking space candidate display part 18a. Required park-
ing times 75 to 77 are shown in the frames of the respec-
tive parking space candidates 72 to 74. Display/non-dis-
play of the required parking times and the forward reverse
switching frequencies may be changed over via the driv-
er’s screen entry to the touch panel 18. Between the re-
spective parking space candidates 72 to 74, the frame
of the parking space candidate 73 which the recommen-
dation flag is set in and which has the highest matching
degree with the parking space selecting conditions (the
shortest parking time and the lowest forward reverse
switching frequency) has highlighted display indicating a
default selected state and includes display of a recom-
mendation mark 80 in a circular shape. A parking route
78 corresponding to the selected parking space candi-
date 73 is displayed additionally. When the driver touches
one of the other parking space candidates in this state,
the highlighted display is shifted to the newly touched
parking space candidate and a parking route for the newly
touched parking space candidate is displayed. Display-
ing the parking route enables the driver to visually check
any obstacle that may not be recognized by the cameras
11 to 14 and thereby enhances the safety. An image of
a camera in the moving direction (front camera 11 in the
example of Fig. 11) is displayed in the camera image
display part 18b. A Cancel button 79 which the driver
touches to cancel automatic parking is displayed at an
upper right corner of the camera image display part 18b.
In the parking space recognition mode, a message show-
ing searching for a parking space is displayed on the
lower side of the camera image display part 18b.
[0081] The recommendation mark 80 may be replaced
by a character string such as "Recommended!" as shown
in Fig. 12. Furthermore, rectangular shape lines 81 to 83
may be respectively shown in the frames of the respective
parking space candidates 72 to 74 including the parking
space candidates without the recommendation flag. The
respective rectangular shape lines 81 to 83 may have
different colors to distinguish the difference in matching
degree at first glance. The colors of the rectangular shape
lines may be, for example, green, yellow and red in de-
scending order of the matching degree. Any of various
highlighted displays may be employed: for example, the
higher matching degree may be indicated by the thicker
rectangular shape line or may be indicated by the higher
blink rate.
[0082] Fig. 10 is a flowchart showing a processing flow
of the display controller 514 when the driver sets the park-
ing space selecting conditions.
[0083] At step S101, the display controller 514 deter-
mines whether there is a condition setting request. In the
case of YES, the processing proceeds to step S102. In
the case of NO, the processing returns to step S101. At
this step, it is determined that there is a condition setting
request when the driver touches a condition setting but-
ton displayed on the screen of the touch panel 18.

[0084] At step S102, the display is shifted to a condition
setting screen. Fig. 13 illustrates a display example of
the condition setting screen. The screen of the touch pan-
el 18 includes display of respective set buttons 84 to 88,
a Save button 89 and a Return button 90. The current
settings are shown in the respective set buttons 84 to 88.
When the driver touches each set button, a pulldown
menu appears to allow for the driver’s entry of a numerical
value or the like. The preferentially displayed parking
space set button 84 is a button operated by the driver to
set a condition of a parking space to be preferentially
displayed (for example, the shorter parking time or the
lower forward reverse switching frequency). The parking
time upper limit set button 85 is a button operated by the
driver to set an upper limit of required parking time
(number of seconds or no upper limit). For example, when
the upper limit is 60 seconds, the display does not include
any parking space candidate that has the required park-
ing time exceeding 60 seconds. The forward reverse
switching frequency upper limit set button 86 is a button
operated by the driver to set an upper limit (number of
times or no upper limit) of forward reverse switching fre-
quency. For example, when the upper limit is one time,
the display does not include any parking space candidate
that has the forward reverse switching frequency exceed-
ing one time. The parking time display set button 87 is a
button operated to set whether a required parking time
is to be displayed along with each parking space candi-
date. The forward reverse switching frequency display
set button 88 is a button operated to set whether a forward
reverse switching frequency is to be displayed along with
each parking space candidate. The Save button 89 is a
button operated to save the respective set conditions.
The Return button 90 is a button operated to shift the
display from the condition setting screen to an initial
screen.
[0085] At step S103, the display controller 514 deter-
mines whether there is a setting termination request. In
the case of YES, the processing proceeds to step S107.
In the case of NO, the processing proceeds to step S104.
At this step, it is determined that there is a setting termi-
nation request when the driver touches either the Save
button or the Return button in the condition setting
screen.
[0086] At step S104, the driver enters numerical values
(parking space selecting conditions).
[0087] At step S105, the display controller 514 deter-
mines whether the parking space selecting conditions
are to be updated. In the case of YES, the processing
proceeds to step S106. In the case of NO, the processing
returns to step S103. At this step, it is determined that
the parking space selecting conditions are to be updated
when the driver touches the Save button in the condition
setting screen.
[0088] At step S106, the display controller 514 sends
an update request flag and the setting details to the con-
dition setter 512a. The condition setter 512a updates the
parking space selecting conditions to the received setting
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details.
[0089] At step S107, the display is shifted to the initial
screen.
[0090] The prior art parking assistance device has a
known configuration that shows a remaining time to com-
pletion of parking on a display after a start of parking.
This configuration, however, merely provides a time re-
quired for parking with regard to a parking space deter-
mined in advance. When there are a plurality of parking
spaces near to the own vehicle in a parking lot or the like,
this configuration fails to provide information useful for
the driver’s selection of a parking space (information us-
able as a hint for decision-making) .
[0091] The parking assistance device of Embodiment
1, on the other hand, calculates the required parking
times and the forward reverse switching frequencies re-
spectively with regard to a plurality of parking space can-
didates recognized from the images of the cameras 11
to 14 and displays the calculation results on the screen
of the touch panel 18. When there are a plurality of park-
ing spaces, this configuration provides information useful
for the driver’s selection of a parking space (the required
parking time and the forward reverse switching frequen-
cy). The driver is thus allowed to determine an appropri-
ate parking space among the plurality of parking space
candidates, based on the display of the required parking
times and the forward reverse switching frequencies.
[0092] The parking space candidates displayed on the
screen of the touch panel 18 are those corresponding to
the parking space selecting conditions set by the driver.
This configuration accordingly suppresses useless (un-
required) information from being displayed on the screen
of the touch panel 18. In other words, this configuration
provides only the information useful for the driver’s se-
lection of a parking space.
[0093] Embodiment 1 has advantageous effects de-
scribed below.

(1) The parking assistance device includes the park-
ing space recognizer 511 configured to recognize a
plurality of parking spaces; the parking space selec-
tion criterion setter 512 configured to set the driver’s
parking space selection criterion; and the evaluation
result calculator (parking space candidate calculator
513) configured to calculate evaluation results with
regard to the plurality of parking spaces, based on
the parking space selection criterion.
This configuration enables the evaluation results to
be calculated, based on the driver’s parking space
selection criterion, with regard to the plurality of park-
ing spaces.
(2) In the parking assistance device described in (1),
the evaluation result calculator is the parking space
candidate calculator 513 configured to calculate a
parking space candidate as the evaluation result.
This configuration enables the parking space candi-
date to be calculated, based on the driver’s parking
space selection criterion, among the plurality of park-

ing spaces.
(3) The parking assistance device described in (2)
further includes the parking route calculator 62a con-
figured to calculate respective parking routes from a
parking assist start position to the plurality of parking
spaces. The parking space selection criterion setter
512 sets a required parking time that is required for
parking, as the evaluation criterion. The parking
space candidate calculator 513 includes the required
parking time calculator 62b configured to calculate
respective required parking times that are required
when the own vehicle moves along the plurality of
parking routes. The parking space candidate calcu-
lator 513 calculates the parking space candidate,
based on the plurality of required parking times.
This configuration enables the parking space candi-
date to be calculated, based on the time required for
parking and thereby enables the driver’s desired
parking space candidate to be calculated when the
driver gives priority to the time.
(4) In the parking assistance device described in (3),
the parking space selection criterion setter 512 sets
an allowable parking time that is allowed by the driv-
er, as the evaluation criterion. The parking space
candidate calculator 513 calculates a parking space
having the required parking time that is equal to or
shorter than the allowable parking time, as the park-
ing space candidate, among the plurality of parking
spaces.
This configuration calculates a parking space can-
didate that meets the driver’s parking space select-
ing condition.
(5) In the parking assistance device described in (4),
the parking space selection criterion setter 512 in-
cludes the condition setter 512a configured to cause
the driver to set a parking space selecting condition.
The parking space candidate calculator 513 sets a
priority in relation to the condition and calculates a
parking space of a higher priority, as the parking
space candidate.
This configuration calculates a parking space can-
didate that is close to the driver’s parking space se-
lecting condition.
(6) The parking assistance device described in (5)
further includes the touch panel 18 configured to dis-
play the parking space candidate.
This configuration enables the driver to visually rec-
ognize the parking space candidate and thereby
readily perceive the parking space candidate.
(7) The parking assistance device described in (2)
further includes a parking route calculator 62a con-
figured to calculate respective parking routes from a
parking assist start position to the plurality of parking
spaces. The parking space selection criterion setter
512 sets a forward reverse switching frequency re-
quired for parking, as the evaluation criterion. The
parking space candidate calculator 513 includes the
forward reverse switching frequency calculator 62c
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configured to calculate respective switching frequen-
cies when the own vehicle moves along the plurality
of parking routes. The parking space candidate cal-
culator 513 calculates the parking space candidate,
based on the plurality of switching frequencies.
This configuration enables the parking space candi-
date to be calculated, based on the forward reverse
switching frequency and thereby enables the driver’s
desired parking space candidate to be calculated
when the driver gives priority to the forward reverse
switching frequency.
(8) In the parking assistance device described in (7),
the parking space selection criterion setter 512 sets
an allowable switching frequency that is allowed by
the driver, as the evaluation criterion. The parking
space candidate calculator 513 calculates a parking
space having the switching frequency that is equal
to or less than the allowable switching frequency, as
the parking space candidate, among the plurality of
parking spaces.
This configuration calculates a parking space can-
didate that meets the driver’s parking space select-
ing condition.
(9) In the parking assistance device described in (8),
the parking space selection criterion setter 512 in-
cludes the condition setter 512a configured to cause
the driver to set a parking space selecting condition.
The parking space candidate calculator 513 sets a
priority in relation to the condition and calculates a
parking space of a higher priority, as the parking
space candidate.
This configuration calculates a parking space can-
didate that is close to the driver’s parking space se-
lecting condition.
(10) The parking assistance device described in (9)
further includes the touch panel 18 configured to dis-
play the parking space candidate.
This configuration enables the driver to visually rec-
ognize the parking space candidate and thereby
readily perceive the parking space candidate.
(11) In the parking assistance device described in
(2), the parking space selection criterion setter 512
includes the condition setter 512a configured to
cause the driver to set a parking space selecting con-
dition. The parking space candidate calculator 513
sets a priority in relation to the condition and calcu-
lates a parking space of a higher priority, as the park-
ing space candidate.
This configuration calculates a parking space can-
didate that is close to the driver’s parking space se-
lecting condition.
(12) The parking assistance device described in (11)
further includes the parking route calculator 62a con-
figured to calculate respective parking routes from a
parking assist start position to the plurality of parking
spaces. The parking space candidate calculator 513
includes the required parking time calculator 62b
configured to calculate respective required parking

times that are required when the own vehicle moves
along the plurality of parking routes; and the forward
reverse switching frequency calculator 62c config-
ured to calculate respective switching frequencies
when the own vehicle moves along the plurality of
parking routes. The parking space candidate calcu-
lator 513 calculates a parking space having a calcu-
lated required parking time and a calculated switch-
ing frequency corresponding to conditions set by the
driver, as the parking space candidate, among the
plurality of parking spaces.
This configuration enables the parking space candi-
date to be calculated, based on the time required for
parking and the forward reverse switching frequency
and thereby enables the driver’s desired parking
space candidate to be calculated when the driver
gives priority to the time and to the forward reverse
switching frequency.
(13) The parking assistance device includes the
parking space recognizer 511 configured to recog-
nize a plurality of parking spaces; the required park-
ing time calculator 62b configured to assist parking
of the own vehicle with regard to the plurality of park-
ing spaces and calculate respective parking times
when the own vehicle moves from a parking start
position to a parking completion position; the forward
reverse switching frequency calculator 62c config-
ured to calculate respective forward reverse switch-
ing frequencies during parking assist of the own ve-
hicle from the parking start position to the parking
completion position; and the parking space candi-
date calculator 513 configured to calculate a parking
space candidate, based on the plurality of parking
times and the plurality of switching frequencies,
among the plurality of parking spaces.
This configuration enables the parking space candi-
date to be calculated, based on the time required for
parking and the forward reverse switching frequency
and thereby enables the driver’s desired parking
space candidate to be calculated when the driver
gives priority to the time and to the forward reverse
switching frequency.
(14) The parking assistance device includes the
cameras 11 to 14 configured to take information on
the periphery of the own vehicle; the parking space
recognizer 511 configured to recognize a plurality of
parking spaces from the information of the cameras
11 to 14; the condition setter 512a configured to
cause the driver to set a parking space selecting con-
dition; the parking space candidate calculator 513
configured to relate information corresponding to the
parking space selecting condition to each of the plu-
rality of parking spaces and calculate a parking
space candidate corresponding to the condition,
among the plurality of parking spaces; and the touch
panel 18 configured to display the parking space
candidate.
This configuration uses the cameras 11 to 14 to rec-
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ognize a plurality of parking spaces near to the own
vehicle. This configuration also enables the driver to
visually and readily perceive a parking space candi-
date corresponding to the parking space selecting
condition that is set by the driver.

Embodiment 2

[0094] The following describes Embodiment 2. Em-
bodiment 2 has a basic configuration that is similar to
that of Embodiment 1, so that only the differences are
described below. Fig. 14 is a control block diagram of the
parking space determiner 51 according to Embodiment
2. A steering turning frequency calculator 62d calculates
respective left right turning frequencies of a steering with
regard to the respective parking space candidates. The
left right turning frequency may be calculated from a park-
ing route. The driver is allowed to set an upper limit
(number of times or no upper limit) of the left right turning
frequency via a condition setting screen.
[0095] Embodiment 2 has advantageous effects de-
scribed below.

(15) The parking assistance device described in (2)
further includes the parking route calculator 62a con-
figured to calculate respective parking routes from a
parking assist start position to the plurality of parking
spaces. The parking space candidate calculator 513
includes the steering turning frequency calculator
62d configured to calculate respective turning fre-
quencies of the steering with regard to the plurality
of parking routes. The parking space calculator 513
calculates the parking space candidate, based on
the turning frequencies.

[0096] This configuration enables the parking space
candidate to be calculated, based on the left right turning
frequency of the steering and thereby enables the driver’s
desired parking space candidate to be calculated when
the driver gives priority to the left right turning frequency.
[0097] The following describes technical aspects that
may be understood from the embodiments.

(a) In the drive assistance device described in claim
14, the parking assistance device further includes a
condition setter configured to cause a driver to set
conditions of parking time and switching frequency.
The parking space candidate calculator calculates a
parking space having a calculated parking time and
a calculated switching frequency corresponding to
the condition, as the parking space candidate.
This configuration calculates a parking space can-
didate corresponding to the driver’s desired condi-
tion.
(b) In the drive assistance device described in (a),
the parking assistance device includes a configura-
tion that the parking space candidate calculator sets
a priority in relation to the condition and calculates

a parking space of a higher priority, as the parking
space candidate.
This configuration calculates a parking space can-
didate that is close to the driver’s desired condition.
(c) In the drive assistance device described in (b),
the parking assistance device further includes a dis-
play portion configured to display the parking space
candidate.
This configuration enables the driver to visually rec-
ognize the parking space candidate and thereby
readily perceive the parking space candidate.
(d) In the drive assistance device described in claim
15, the parking assistance device includes a config-
uration that the condition is set via the display screen.

[0098] This configuration enables the driver to visually
set the condition and thereby facilitates condition setting.
[0099] The foregoing describes only some embodi-
ments of the present invention. As readily understanda-
ble by a person skilled in the art, the illustrated embodi-
ments may be subjected to various changes or modifi-
cations without substantially departing from the novel
teachings and advantages of the present invention. Ac-
cordingly, aspects including such changes or modifica-
tions are intended to be included in the technical scope
of the present invention.
[0100] The present application claims priority to Japa-
nese patent application No. 2015-192979 filed on Sep-
tember 30, 2015. The entirety of the disclosure including
the specification, the claims, the drawings and the ab-
stract of Japanese patent application No. 2015-192979
filed on September 30, 2015 is hereby incorporated by
reference into this application.
[0101] The entirety of the disclosure including the
specification, the claims, the drawings and the abstract
of JP 2013-241087A (Patent Literature 1) is hereby in-
corporated by reference into this application.

REFERENCE SIGNS LIST

[0102]

11-14 cameras
18 touch panel (display portion, display screen)
62a parking route calculator
62b required parking time calculator (parking time
calculator)
62c forward reverse switching frequency calculator
62d steering turning frequency calculator
511 parking space recognizer
512 parking space selection criterion setter (evalu-
ation criterion setter)
512a condition setter
513 parking space candidate calculator (evaluation
criterion calculator)
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Claims

1. A parking assistance device comprising:

a parking space recognizer configured to recog-
nize a plurality of parking spaces;
an evaluation criterion setter configured to set a
driver’s evaluation criterion; and
an evaluation result calculator configured to cal-
culate evaluation results with regard to the plu-
rality of parking spaces, based on the evaluation
criterion.

2. The parking assistance device according to claim 1,
wherein the evaluation result calculator is a parking
space candidate calculator configured to calculate a
parking space candidate, as the evaluation result.

3. The parking assistance device according to claim 2,
further comprising:

a parking route calculator configured to calcu-
late respective parking routes from a parking as-
sist start position to the plurality of parking spac-
es, wherein
the evaluation criterion setter sets a required
parking time that is required for parking, as the
evaluation criterion, and
the parking space candidate calculator compris-
es a required parking time calculator configured
to calculate respective required parking times
that are required when an own vehicle moves
along the plurality of parking routes, and the
parking space candidate calculator calculates
the parking space candidate, based on the plu-
rality of required parking times.

4. The parking assistance device according to claim 3,
wherein the evaluation criterion setter sets an allow-
able parking time that is allowed by the driver, as the
evaluation criterion, and
the parking space candidate calculator calculates a
parking space having the required parking time that
is equal to or shorter than the allowable parking time,
as the parking space candidate, among the plurality
of parking spaces.

5. The parking assistance device according to claim 4,
wherein the evaluation criterion setter comprises a
condition setter configured to cause the driver to set
a condition of the evaluation criterion, and
the parking space candidate calculator sets a priority
in relation to the condition and calculates a parking
space of a higher priority, as the parking space can-
didate.

6. The parking assistance device according to claim 5,
further comprising:

a display portion configured to display the parking
space candidate.

7. The parking assistance device according to claim 2,
further comprising:

a parking route calculator configured to calcu-
late respective parking routes from a parking as-
sist start position to the plurality of parking spac-
es, wherein
the evaluation criterion setter sets a forward re-
verse switching frequency required for parking,
as the evaluation criterion, and
the parking space candidate calculator compris-
es a switching frequency calculator configured
to calculate respective switching frequencies
when an own vehicle moves along the plurality
of parking routes, and the parking space candi-
date calculator calculates the parking space
candidate, based on the plurality of switching
frequencies.

8. The parking assistance device according to claim 7,
wherein the evaluation criterion setter sets an allow-
able switching frequency that is allowed by the driver,
as the evaluation criterion, and
the parking space candidate calculator calculates a
parking space having the switching frequency that
is equal to or less than the allowable switching fre-
quency, as the parking space candidate, among the
plurality of parking spaces.

9. The parking assistance device according to claim 8,
wherein the evaluation criterion setter comprises a
condition setter configured to cause the driver to set
a condition of the evaluation criterion, and
the parking space candidate calculator sets a priority
in relation to the condition and calculates a parking
space of a higher priority, as the parking space can-
didate.

10. The parking assistance device according to claim 9,
further comprising:
a display portion configured to display the parking
space candidate.

11. The parking assistance device according to claim 2,
wherein the evaluation criterion setter comprises a
condition setter configured to cause the driver to set
a condition of the evaluation criterion, and
the parking space candidate calculator sets a priority
in relation to the condition and calculates a parking
space of a higher priority, as the parking space can-
didate.

12. The parking assistance device according to claim
11, further comprising:

19 20 



EP 3 357 776 A1

12

5

10

15

20

25

30

35

40

45

50

55

a parking route calculator configured to calcu-
late respective parking routes from a parking as-
sist start position to the plurality of parking spac-
es, wherein
the parking space candidate calculator compris-
es a required parking time calculator configured
to calculate respective required parking times
that are required when an own vehicle moves
along the plurality of parking routes; and a
switching frequency calculator configured to cal-
culate the respective switching frequencies
when the own vehicle moves along the plurality
of parking routes, and the parking space candi-
date calculator calculates a parking space hav-
ing a calculated required parking time and a cal-
culated switching frequency corresponding to
conditions set by the driver, as the parking space
candidate, among the plurality of parking spac-
es.

13. The parking assistance device according to claim 2,
further comprising:

a parking route calculator configured to calcu-
late respective parking routes from a parking as-
sist start position to the plurality of parking spac-
es, wherein
the parking space candidate calculator compris-
es a switching frequency calculator configured
to calculate respective turning frequencies of a
steering with regard to the plurality of parking
routes, and the parking space calculator calcu-
lates the parking space candidate, based on the
turning frequencies.

14. A parking assistance device comprising:

a parking space recognizer configured to recog-
nize a plurality of parking spaces;
a parking time calculator configured to calculate
respective parking times when assist parking of
an own vehicle is performed with regard to the
plurality of parking spaces and the own vehicle
moves from a parking start position to a parking
completion position;
a switching frequency calculator configured to
calculate respective forward reverse switching
frequencies during the parking assist of the own
vehicle from the parking start position to the
parking completion position; and
a parking space candidate calculator configured
to calculate a parking space candidate, based
on the plurality of parking times and the plurality
of switching frequencies, among the plurality of
parking spaces.

15. The parking assistance device according to claim
14, further comprising:

a condition setter configured to cause a driver
to set conditions of the parking time and the
switching frequency, wherein
the parking space candidate calculator calcu-
lates a parking space having a calculated park-
ing time and a calculated switching frequency
corresponding to the conditions, as the parking
space candidate.

16. The parking assistance device according to claim 15,
wherein the parking space candidate calculator sets
a priority in relation to the conditions and calculates
a parking space of a higher priority, as the parking
space candidate.

17. The parking assistance device according to claim
16, further comprising:
a display portion configured to display the parking
space candidate.

18. A drive assistance device comprising:

a camera configured to take information on a
periphery of an own vehicle;
a parking space recognizer configured to recog-
nize a plurality of parking spaces from the infor-
mation of the camera;
a condition setter configured to cause a driver
to set a condition of an evaluation criterion;
a parking space candidate calculator configured
to relate information corresponding to the con-
dition to each of the plurality of parking spaces
and calculate a parking space candidate corre-
sponding to the condition, among the plurality
of parking spaces; and
a display screen configured to display the park-
ing space candidate.

19. The drive assistance device according to claim 18,
wherein the condition is set via the display screen.
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