
Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
3 

35
7 

80
3

A
1

TEPZZ¥¥578Z¥A_T
(11) EP 3 357 803 A1

(12) EUROPEAN PATENT APPLICATION
published in accordance with Art. 153(4) EPC

(43) Date of publication: 
08.08.2018 Bulletin 2018/32

(21) Application number: 16850947.9

(22) Date of filing: 18.08.2016

(51) Int Cl.:
B62J 23/00 (2006.01) B62J 3/00 (2006.01)

B62J 6/02 (2006.01) B62J 17/00 (2006.01)

(86) International application number: 
PCT/JP2016/074128

(87) International publication number: 
WO 2017/056771 (06.04.2017 Gazette 2017/14)

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR
Designated Extension States: 
BA ME
Designated Validation States: 
MA MD

(30) Priority: 28.09.2015 JP 2015189846

(71) Applicant: Honda Motor Co., Ltd.
Tokyo 107-8556 (JP)

(72) Inventor: KATAOKA Keiko
Wako-shi
Saitama 351-0193 (JP)

(74) Representative: Weickmann & Weickmann 
PartmbB
Postfach 860 820
81635 München (DE)

(54) SADDLED VEHICLE

(57) Provided is a saddled vehicle capable of making
the opening for the horn inconspicuous as well as of sup-
pressing the reduction of the rigidity of the front cowl. The
saddled vehicle includes a front cowl (20) covering a head
pipe (11) from the front and a horn (50) at least a part of
which is covered by the front cowl (20), when viewed
from the front of the saddled vehicle. An opening (21) for

the horn (50) is formed in the front cowl (20). The front
cowl (20) is configured by combining plurally divided
cowls (30, 40); and the opening (21) for the horn (50) is
formed by providing a gap (22c) at a combined portion
(22) at which the divided cowls (30, 40) are combined
together.
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Description

TECHNICAL FIELD

[0001] The present invention relates to a saddled ve-
hicle.

BACKGROUND ART

[0002] Conventionally, as disclosed in Patent Litera-
ture 1, as an example, there have been known a saddled
vehicle including a front cowl (50) covering a head pipe
(3) from the front; and a horn (15) at least a part of which
is covered with the front cowl (52), when viewed from the
front of the vehicle in which an opening (52) for the horn
is formed in the front cowl (50).

CITATION LIST

PATENT LITERATURE

[0003] PATENT LITERATURE 1: Japanese Unexam-
ined Patent Application Publication No.2006-143176

SUMMARY OF INVENTION

TECHNICAL PROBLEM

[0004] Since in the above-mentioned conventional
saddled vehicle, the opening (52) for the horn is formed
as a hole (52) by directly forming an opening (52) in the
front cowl (52), a problem lies in that the opening (52) for
the horn is conspicuous and is likely to have a great in-
fluence on visual appearance thereof. Also, since the
opening (52) for the horn is directly formed in the front
cowl (52) which is susceptible to wind pressure, a prob-
lem lies in that the rigidity around the opening (52) for
the horn is likely to be reduced.
[0005] The technical problem to be solved by the
present invention is to provide a saddled vehicle capable
of making the opening for the horn inconspicuous as well
as of suppressing the reduction of the rigidity of the front
cowl.

SOLUTION TO PROBLEM

[0006] In order to solve the above technical problems,
the saddled vehicle according to the present invention
includes a saddled vehicle provided with a front cowl cov-
ering a head pipe from the front and a horn at least part
of which is covered with the front cowl when viewed from
the front of the vehicle, in which an opening for the horn
is formed in the front cowl, the front cowl is configured
by combining plural divided cowls; and the opening for
the horn is formed with a gap provided at a combined
portion where the divided cowls are combined together.
[0007] With the saddled vehicle configured as above,
since the opening for the horn is formed by making a gap

at the combined portion of the divided cowls, the arrange-
ment makes the opening for the horn inconspicuous by
overlapping the opening for the horn with the divisional
line of the front cowl. Further, since it eliminates the ne-
cessity to directly make a hole in the front cowl, thereby
suppressing the reduction of the rigidity of the front cowl.
[0008] In the above saddled vehicle, it can be arranged
such that the combined portion includes a joined part at
which the divided cowls are jointed together that a non-
joined part forming the opening for the horn; and that the
non-joined part is formed at a midway part of the joined
part.
[0009] With the arrangement thus configure as above,
the divided cowls are jointed together such that they in-
terpose the opening for the horn therebetween as a result
that the opening for the horn is formed on the midway
part of the joined part, thereby sufficiently securing the
rigidity of the front cowl.
[0010] In the above saddled vehicle, it can be arranged
such that the divided cowls include at least the first di-
vided cowl and the second divided cowl; that at least a
part of the opening for the horn is formed by a first opening
forming part for the horn which is formed in the first di-
vided cowl and a second opening forming part for the
horn which is formed in the second divided cowl; and that
a bend portion which bends backward is formed on at
least one of the first opening forming part for the horn
and the second opening forming part for the horn.
[0011] With the arrangement thus configured as
above, the bend portion which bends backward can en-
hance the rigidity of the front cowl around the opening
for the horn. Further, since this bend portion which bends
backward or bends so as to come closer to the horn, the
bend portion can act as a guide for an alarm sound, there-
by improving the transmission efficiency of the forward
alarm sound emitted from the horn.
[0012] In the above saddled vehicle, it can be arranged
such that the combined portion includes a joined part at
which the divided cowls are jointed together; that a non-
joined part forming the opening for the horn; and that the
bend portion is formed consecutively from the non-joined
part to the joined part.
[0013] The arrangement thus configured as above al-
lows the rigidity of the front cowl around the opening for
the horn to be more enhanced, and the opening for the
horn to be made more inconspicuous by consecutively
forming the bend portion in the joined part, thereby en-
hancing the visual appearance of the vehicle.
[0014] In the above saddled vehicle, it can be arranged
such that the vehicle is provided with a front fender cov-
ering an upper side of the front wheel; and that the open-
ing for the horn is formed at a position nearer to the upper
portion of the front cowl with respect to the vertical direc-
tion of the front cowl positioned above the upper end of
the front fender when viewed from the side of the vehicle.
[0015] With the arrangement thus configured as
above, since the opening for the horn is formed nearer
to the upper portion of the front cowl, the arrangement
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more improves the transmission efficiency of the forward
alarm sound emitted from the horn.
[0016] In the above saddled vehicle, it can be arranged
such that the combined portion is formed so as to have
a U-shaped divisional line or a V-shaped divisional line
when viewed from the front of the vehicle; and that the
opening for the horn is formed so as to include an apex
of the U-shaped divisional line or the V-shaped divisional
line.
[0017] With the arrangement thus configured as
above, since a gap made at the combined portion forming
the opening for the horn includes the apex of the U-
shaped divisional line or the V-shaped divisional line
when viewed from the front of the vehicle, the arrange-
ment allows the opening for the horn to be made in a
more inconspicuous manner. Further, since the opening
for the horn is formed so as to include the apex of the U-
shaped divisional line or the V-shaped divisional line, the
arrangement also allows the rigidity of the front cowl
around the opening for the horn to be enhanced.
[0018] In the above saddled vehicle, it can be arranged
such that a lighting system is mounted on the right and
left sides of the front cowl respectively; and the lighting
system is mounted on the right and left sides of the horn
respectively.
[0019] With the arrangement thus configured as
above, since the lighting systems enable a part of the
alarm sound to be guided to the opening for the horn, the
arrangement improves the transmission efficiency of the
forward alarm sound emitted from the horn. Further, the
arrangement allows compactization of the front side of
the vehicle in the longitudinal direction.
[0020] Note that the lighting systems may be such sys-
tems as including at least one of a blinker, a position lamp
and a headlight.
[0021] In the above saddled vehicle, it can be arranged
such that the horn is arranged ahead of rear ends of the
lighting systems.
[0022] The arrangement thus configured as above al-
lows the transmission efficiency of the forward alarm
sound emitted from the horn to be more effectively im-
proved; and compactization of the front side of the vehicle
in the longitudinal direction.
[0023] In the above saddled vehicle, it can be arranged
such that the horn is arranged at a position where the
horn overlaps with the lighting systems in the vertical
direction of the vehicle when viewed from the front of the
vehicle.
[0024] The arrangement thus configured as above, al-
lows the transmission efficiency of the forward alarm
sound emitted from the horn to be more effectively im-
proved; and also compactization of the front side of the
vehicle in the vertical direction.

BRIEF DESCRIPTION OF DRAWINGS

[0025]

[Fig. 1] Fig. 1 is a front side view of an embodiment
of the saddled vehicle according to the present in-
vention.
[Fig. 2] Fig. 2 is a left side view of the saddled vehicle.
[Fig. 3] Fig. 3 is a partially enlarged front side view
of the saddled vehicle.
[Fig. 4] Fig. 4 is a partially omitted enlarged front side
view (the divided cowls 30 and 40 are removed from
Fig. 3) of the saddled vehicle.
[Fig. 5] Fig. 5 is a partially enlarged perspective view
of the saddled vehicle.
[Fig. 6] Fig. 6 is a partially omitted cross-sectional
view taken along line 6-6 of Fig. 3.
[Fig. 7] Fig. 7 is a partially enlarged view of Fig. 6.
[Fig. 8] Fig. 8 is a partially omitted cross-sectional
view taken along line 8-8 of Fig. 3.
[Fig. 9] Fig. 9 is a partially omitted cross-sectional
view taken along line 9-9 of Fig. 3.
[Fig. 10] Fig. 10 is a partially omitted cross-sectional
view taken along line 10-10 of Fig. 2.

DESCRIPTION OF EMBODIMENT

[0026] Hereafter, a description will be given of an em-
bodiment of the saddled vehicle according to the present
invention with reference to the accompanying drawings.
Note that the drawings should be seen along the direction
of the reference numerals. In the following description,
front and rear sides, right and left sides, upper and lower
sides are set along the directions seen from a driver; and
the front side, the rear side, the left side, the right side,
the upper side and the lower side of the vehicle are indi-
cated as Fr, Rr, L, R, U and D respectively in the following
description, if necessary. The same portions or corre-
sponding portions are denoted by the same numerals
throughout the respective drawings.
[0027] As shown in Figs. 1 and 2, the saddled vehicle
1 according to the present embodiment is provided with
a front cowl 20 covering a head pipe 11 (see Fig. 2) from
the front; and a horn 50 at least a part of which is covered
with the front cowl 20 when viewed from the front of the
vehicle, in which an opening 21 for the horn is formed in
the front cowl 20.
[0028] As shown in Fig. 2, the head pipe 11 is provided
on the front part of a vehicle body frame 10. A front fork
12 is attached in a steerable manner to the head pipe 11
and a front wheel WF is attached to the lower end of the
front fork 12. The upper side of the front wheel WF is
covered with a front fender 18. A steering handle 13 is
attached to the upper side of the front fork 12. A power
unit 15 is supported in a swingable manner on the vehicle
body frame 10 through a pivot 14 and a rear wheel WR
driven by the power unit 15 is provided on the rear end
of the power unit 15. A cushion unit 16 is provided be-
tween the rear side of the power unit 15 and the vehicle
body frame 10. A seat 17 on which a driver and a fellow
passenger are sit is provided on the rear side of the steer-
ing handle 13.
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[0029] As shown in Figs. 3 and 5, the front cowl 20 is
configured by combining a plurality of divided cowls 30
and 40 (two divided cowls are shown herein) and a gap
22c serves as the opening 21 for the horn by proving the
gap 22c in a combined portion 22 at which the divided
cowls 30 and 40 are combined together.
[0030] According to the above saddled vehicle, since
the opening 21 for the horn is formed by providing the
gap 22c at the combined portion 22 at which the divided
cowls 30 and 40 are combined together, overlapping the
opening 21 for the horn with a divisional line (22) of the
front cowl 20 allows the opening 21 for the horn to be
made inconspicuous. Further, the provision of the gap
22c eliminates the necessity to directly make a hole in
the front cowl 20, thereby suppressing the reduction of
the rigidity of the front cowl 20.
[0031] As shown in Fig. 5, the combined portion 22
includes a joined part 22b at which the divided cowls 30
and 40 are joined together and a non-joined part (22c)
forming the opening 21 for the horn. The non-joined part
(22c) is formed on a midway part 22b1 of the joined part
22b.
[0032] The arrangement thus configured as above, al-
lows the divided cowls 30 and 40 to come to be joined
together (22b, 22b) so as to interpose the opening 21 for
the horn therebetween as a result of that the opening 21
for the horn is formed on the midway part 22b1 of the
joined part 22b, thereby sufficiently securing the rigidity
of the front cowl 20.
[0033] As shown in Figs. 5 to 7, the divided cowls in-
cludes at least the first divided cowl 30 and the second
divided cowl 40. A first opening forming part 31 for the
horn formed in the first divided cowl 30 and a second
opening forming part 41 for the horn formed in the second
divided cowl 40 configured in at least a part of the opening
21 for the horn. A bend portion 42 which bends backward
is formed on at least one of the first opening forming part
31 for the horn and the second opening forming part 41
for the horn.
[0034] The arrangement thus configured as above al-
lows the rigidity of the front cowl 20 around the opening
21 for the horn to be enhanced by the bend portion 40
which bends backward. Further, this bend portion 42
bends backward or bends such that the bend portion 40
comes closer to the horn 50, so that the bend portion 42
can serve as a guide for an alarm sound. Thus, the ar-
rangement improves the transmission efficiency of the
forward alarm sound emitted from the horn 50.
[0035] In the present embodiment shown herein, the
front cowl 20 is divided into the upper and lower two di-
vided cowls 30 and 40. Alternatively, as shown in Fig. 5
by a phantom line, for instance, the under front cowl 40
that is one of the divided cowls may be divided further
into right and left divided cowls 40’ and 40’ in order for
the number of division of the front cowl 20 to be three.
Instead, it may also be feasible to increase the number
of division of the front cowl 20.
[0036] Further, in the present embodiment shown

herein, the bend portion 42 is formed on the second open-
ing forming part 41 for the horn. Alternatively, the bend
portion 42 may be formed on the first opening forming
part 31 for the horn or be formed on both opening forming
parts. In other words, the bend portion may be formed
on all the opening forming parts for the horn or be formed
on only either one of them.
[0037] The bend portion mentioned herein also in-
cludes a curved portion (a curved shape).
[0038] As shown in Figs. 5 and 7, in the present em-
bodiment, the bend portion 42 is provided on the second
divided cowl 40 or is composed of a first bend part 42a
and a second bend part 42b at least in the second open-
ing forming part 41 for the horn. The bend portion 42 is
provided with the first bend part 42a which bends back-
ward and the second bend part 42b which is consecu-
tively connected to the first bend part 42a and bends
backward at a more steep angle than the first bend part
42a. The arrangement thus configured as above enables
the transmission efficiency of the alarm sound emitted
from the horn 50 to be more improved as well as makes
the field of view toward the inner side of the vehicle
through the opening 21 for the horn to be narrowed when
viewed from the obliquely upper side of the vehicle, which
enhances the visual appearance of the vehicle. Further,
as shown in Fig. 7, a rear end 41r of the second opening
forming part 41 for the horn is configured such that the
rear end 41f is positioned at the rear side than a front
end 31f of the first opening forming part 31 for the horn,
so that the second opening part 41 has a configuration
that raindrops entering from the above is difficult to in-
trude into the inside of the front cowl 20 from the opening
21 for the horn.
[0039] As mentioned above (see Fig. 5), although the
combined portion 22 is provided with the joined part 22b
with which the divided cowls 30 and 40 are joined togeth-
er and the non-joined part (22c) forming the opening 21
for the horn, the bend portion 42 is not only formed on
the non-joined part (22c), but also formed continuously
from the non-joined part (22c) to the joined part 22b.
[0040] The arrangement thus configured as above, the
rigidity of the front cowl 20 around the opening 21 for the
horn to be more enhanced. Further, continuously forming
the bend portion 42 on the joined part 22b as well allows
the opening 21 for the horn to be made more inconspic-
uous, thereby enhancing the visual appearance of the
vehicle.
[0041] As shown in Fig. 7, the opening 21 for the horn
is formed at a position nearer to the upper portion of the
front cowl 20 with respect to the vertical direction of the
front cowl 20 positioned above the upper end of the front
fender 18 (see Fig. 1) when viewed from the side of the
vehicle.
[0042] With the arrangement thus configured as
above, since the opening 21 for the horn is formed nearer
to the upper portion of the front cowl 20, the arrangement
allows the transmission efficiency of the forward alarm
sound emitted from the horn to be more improved.
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[0043] Specifically, as shown in Fig. 7, in the vertical
direction of the front cowl 20, when the height of the front
cowl 20 which is higher than the upper end of the front
fender 18 is defined as H2 and the height from the lower
end of the front cowl 20 which is positioned higher than
the upper end of the front fender 18 to the center of the
opening 21 for the horn is taken as H1, the opening 21
for the horn is formed so as to satisfy the relation of (H2)/2
< H1.
[0044] Note that the vertical height of the lower end of
H1 and H2 respectively coincides with the vertical height
of the upper end of the front fender 18.
[0045] As shown in Fig. 3, the combined portion 22 is
formed so as to have a U-shaped divisional line or a V-
shaped divisional line (22) when viewed from the front of
the vehicle. The opening 21 for the horn is formed so as
to include an apex 22d (in Fig. 3, a portion corresponding
to the center in the vehicle width direction of the U-shaped
divisional line or the V-shaped divisional line) of the U-
shaped divisional line or the V-shaped divisional line (22).
[0046] With the arrangement thus configured as
above, since a gap 22c formed at the combined portion
22 forming the opening 21 for the horn includes the apex
22d of the U-shaped divisional line or the V-shaped divi-
sional line (22) when viewed from the front of the vehicle,
the arrangement allows the opening 21 for the horn to
be made more inconspicuous. Further, since the opening
21 for the horn is formed so as to include the apex 22d
of the U-shaped divisional line or the V-shaped divisional
line (22), the arrangement also enables the rigidity of the
front cowl 20 around the opening 21 for the horn to be
enhanced.
[0047] Note that in the present embodiment shown
herein, the apex 22d is a valley portion of the divisional
line (22). In case where the U-shaped divisional line or
the V-shaped divisional line (22) is turned upside down,
the apex 22d is the ridge portion of the divisional line (22).
[0048] As shown in Figs. 3 and 4 as well as Figs. 8 and
9, a lighting system 60 is mounted on the right and left
sides of the front cowl 20 respectively; and the lighting
system 60 is mounted on the right and left sides of the
horn 50 respectively.
[0049] With the arrangement thus configured as
above, since the lighting systems 60 enable a part of the
alarm sound to be guided to the opening 21 for the horn,
the arrangement allows the transmission efficiency of the
forward alarm sound emitted from the horn 50 to be im-
proved.
[0050] Specifically, as shown in Figs. 4 and 8, since
the side walls 64 of the lighting systems 60 at the horn
50 side serve as a guide for the alarm sound emitted from
the horn 50, it results in improving the transmission effi-
ciency of the forward alarm sound emitted from the horn
50.
[0051] Further, as a result that the lighting system 60
is mounted on the right and left sides of the front cowl 20
respectively; and the lighting system 60 is mounted on
the right and left sides of the horn 50 respectively, the

arrangement allows compactification of the front side of
the vehicle in the longitudinal direction compactification.
[0052] The lighting systems 60 may be such systems
as including at least one of a blinker, a position lamp and
a headlight.
[0053] As shown in Fig. 9, the horn 50 is mounted
ahead of a rear end 61 of the lighting systems 60 respec-
tively.
[0054] The arrangement thus configured as above al-
lows the transmission efficiency of the forward alarm
sound emitted from the horn 50 to be more effectively
enhanced, thereby allowing compactization of the vehi-
cle in the longitudinal direction.
[0055] As shown in Fig. 4, the horn 50 is mounted on
a position where the horn 50 overlaps with the lighting
systems 60 in the vertical direction of the vehicle when
viewed from the front of the vehicle.
[0056] The arrangement thus configured as above al-
lows the transmission efficiency of the forward alarm
sound emitted from the horn 50 to be more effectively
enhanced, thereby also allowing compactization of the
front side of the vehicle in the vertical direction.
[0057] Specifically, as shown in Fig. 4, when the height
of the lower end 62 of the lighting systems 60 is defined
as H3; the height of an upper end 63 of the lighting sys-
tems 60 is defined as H5; and the height of the horn 50
to its center 51 is defined as H4 respectively, taking road
surface (not shown) as a reference with respect to the
vertical direction of the vehicle, the horn 50 is mounted
so as to satisfy the relation of H3 < H4 < H5.
[0058] As shown in Fig. 3, it is arranged such that the
width W1 of the opening 21 for the horn is substantially
the same as the maximum width of the horn 50.
[0059] The arrangement thus configured as above al-
lows the transmission efficiency of the forward alarm
sound emitted from the horn 50 to be enhanced.
[0060] The divided cowls 30 and 40 constituting the
front cowl 20 can be joined together by an appropriate
means. In the present embodiment, as shown in Figs. 3
and 6, the front cowl 20 is configured by fixedly fastening
the other divided cowl 40 with a screw from its backside
to fastening portions 32 provided four in total on the back
surface of the one divided cowl 30 in all directions.
[0061] Although any attachment structure of the front
cowl 20 to the vehicle body frame is available, in the
present embodiment, the divided cowls 30 and 40 are
previously divided into a small group; and the small di-
vided cowls 30 and 40 are fixedly supported to the right
and left lighting systems 60 and an upper leg shield 73
(see Figs. 2 and 10).
[0062] The lighting systems 60 are supported to the
head pipe 11 by attaching the lighting systems 60 to at-
tachment portions 54 to be described below. Further, the
upper leg shield 73 is supported at a prescribed portion
(not shown) of the vehicle body frame 10.
[0063] In Figs. 1, 2 and 10, reference numerals 70, 71,
72, 73 and 74 denote a front side cover, a garnish, a lid
for container box or for maintenance, the above-men-
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tioned upper leg shield and a lower leg shield bulged in
a shevron shape respectively. A step floor 19 which ex-
tends rearward up to the lower side of the seat 17 is
provided on the lower end of the lower leg shield 74.
[0064] Since the lower leg shield 74 bulges upward
and rearward in the shevron shape, as shown in Fig. 10
by an arrow W, the raindrops entering from above are
externally guided in to the vehicle width direction.
[0065] As shown in Fig. 6, the horn 50 is attached to a
stay 52 provided on the head pipe 11.
[0066] The stay 52 is provided with an attachment por-
tion 53 for the garnish 71 and the attachment portions 54
for the lighting systems 60.
[0067] The reference numeral 56 denotes an ABS
modulator attached to the stay 52.
[0068] As described above, the embodiment of the
present invention is described. However, the present in-
vention is not necessarily limited to the above embodi-
ment, and may be appropriately modified without depart-
ing from the scope of the present invention.

REFERENCE SIGNS LIST

[0069]

WF: front wheel
1: saddled vehicle
11: head pipe
18: front fender
20: front cowl
21: opening for horn
22: combined portion (divisional line)
22b: joined part
22b1: midway part
22c: gap (non-joined part)
22d: apex
30, 40: divided cowl
31: first opening forming part for horn
41: second opening forming part for horn
42: bend portion
50: horn
60: lighting system
61: rear end

Claims

1. A saddled vehicle comprising a front cowl (20) cov-
ering a head pipe (11) from the front and a horn (50)
at least a part of which is covered by the front cowl
(20) when viewed from the front of the vehicle, an
opening (21) for the horn being formed in the front
cowl (20),
wherein the front cowl (20) is configured by combin-
ing a plurality of divided cowls (30, 40); and
the opening (21) for the horn is formed with a gap
(22c) provided at a combined portion (22) where the
divided cowls (30, 40) are combined together.

2. The saddled vehicle according to claim 1, wherein
the combined portion (22) includes a joined part
(22b) at which the divided cowls (30, 40) are jointed
together;
a non-joined part (22c) forming the opening (21) for
the horn; and
the non-joined part (22c) is formed at a midway part
(22b1) of the joined part (22b).

3. The saddled vehicle according to claim 1, wherein
the divided cowls (30, 40) include at least a first di-
vided cowl (30) and a second divided cowl (40);
at least a part of the opening (21) for the horn is
formed with a first opening forming part (31) for the
horn formed in the first divided cowl (30) and a sec-
ond opening forming part (41) for the horn formed in
the second divided cowl (30); and
a bend portion (42) which bends backward is formed
on at least one of the first opening forming part (31)
for the horn and the second opening forming part
(41) for the horn.

4. The saddled vehicle according to claim 3, wherein
the combined portion (22) includes a joined part
(22b) at which the divided cowls (30, 40) are jointed
together;
a non-joined part (22c) forming the opening (21) for
the horn; and
the bend portion (42) is formed consecutively from
the non-joined part (22c) to the joined part (22b).

5. The saddled vehicle according to claim 1, wherein
the saddled vehicle is provided with a front fender
(18) covering the upper side of a front wheel (WF);
and
the opening (21) for the horn is formed at a position
nearer to an upper portion of the front cowl (20) with
respect to the vertical direction of the front cowl (20)
positioned above the upper end of the front fender
(18) when viewed from the side of the vehicle.

6. The saddled vehicle according to claim 1, wherein
the combined portion (22) is formed so as to have a
U-shaped divisional line or a V-shaped divisional line
(22) when viewed from the front of the vehicle; and
the opening (21) for the horn is formed so as to in-
clude an apex (22d) of the U-shaped divisional line
or the V-shaped divisional line (22).

7. The saddled vehicle according to claim 1, wherein a
lighting system (60) is mounted on the right and left
sides of the front cowl (20) respectively; and
the lighting system (60) is mounted on the right and
left sides of the horn (50) respectively.

8. The saddled vehicle according to claim 7, wherein
the horn (50) is mounted ahead of rear ends of the
lighting systems (60).
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9. The saddled vehicle according to claim 7, wherein
the horn (50) is mounted at a position where the horn
(50) overlaps with the lighting systems (60) in the
vertical direction when viewed from the front of the
vehicle.
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