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(54) IMAGE-READING DEVICE AND IMAGE-FORMING DEVICE

(57) An image reading unit (5) reads a source docu-
ment image in 600 dpi, and a resolution conversion unit
(84) converts the resolution of the image to 75 dpi. An
inclination detection unit (82) detects inclination of the
source document image. When a character conversion
unit (85) is to execute character recognition after crop-
ping, a mode setting unit (101) sets a quality-first mode.
The inclination correction unit (82) corrects the inclination
of the image of 600 dpi, according to the inclination of
the source document image detected by the inclination
detection unit (82). A document image clipping unit (81)
clips out the source document image, and the resolution
conversion unit (84) converts the resolution of the source
document image to 200 dpi. Thereafter, the character
conversion unit (85) executes the character recognition.
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Description

[Technical Field]

[0001] The present invention relates to an image read-
ing apparatus that reads a source document and ac-
quires an image, and an image forming apparatus that
prints the image.

[Background Art]

[0002] Some of image reading apparatuses for reading
an image of a source document have a function to auto-
matically clip out only a source document image, from
the image that has been read (automatic cropping). Gen-
erally, the automatic cropping function is configured to
detect an inclination of the source document image when
performing the cropping, when the source document
placed on a document table is tilted, correct the inclination
of the source document image clipped out, and display
or store the corrected image. Patent Literature (PTL) 1
discloses a method of clipping out a source document
image from an image read by an image reading appara-
tus, detecting an inclination of the source document im-
age, and correcting the detected inclination of the source
document image. In addition, PTL 2 discloses a method
of clipping out an image from each of a plurality of source
documents placed on a document table, detecting the
inclination of each of the source document images, and
correcting the detected inclination of the each of the
source document images.

[Citation List]

[Patent Literature]

[0003]

[PTL 1] Japanese Unexamined Patent Application
Publication No. 2004-274198
[PTL 2] Japanese Unexamined Patent Application
Publication No. 2005-57603

[Summary of Invention]

[Technical Problem]

[0004] Many of the latest image reading apparatuses
have a character conversion function (for example, opti-
cal character recognition (OCR)), for acquiring a source
document image from a source document that has been
read, identifying characters contained in the source doc-
ument image, and converting the characters into char-
acter data that can be recognized by a computer or the
like. In the case where the quality of the source document
image is poor when the characters in the source docu-
ment image are to be recognized with the OCR, the rec-
ognition accuracy is degraded. For example, when image

processing, such as the character recognition (OCR), is
performed after the inclination of the source document
image is corrected on the basis of the acquired image of
a reduced resolution, the image quality is degraded ow-
ing to the inclination correction, resulting in degraded ac-
curacy of the character recognition. Accordingly, it is de-
sirable to shorten the time for the inclination detection
and also reduce the data amount, and yet minimize the
degradation in quality of the source document image after
the inclination correction. PTL 1 and PTL 2 make no ref-
erence to the case of correcting the inclination on the
basis of the acquired image of a reduced resolution, and
no reference to maintaining the image quality through
the character recognition process.
[0005] The present invention has been accomplished
in view of the foregoing situation, and provides a tech-
nique to shorten the time for the inclination detection and
also reduce the data amount, and yet minimize the deg-
radation in quality of the source document image after
the inclination correction.

[Solution to Problem]

[0006] In an aspect, the present invention provides an
image reading apparatus including an image reading unit
that reads a source document in a predetermined reso-
lution and acquires an image, a first resolution conversion
unit that converts the resolution of the image acquired
by the image reading unit into a first resolution for incli-
nation detection lower than the predetermined resolution,
an inclination detection unit that detects the inclination
of an image of the source document contained in the
image subjected to the resolution conversion by the first
resolution conversion unit, an inclination correction unit
that corrects the inclination of the image according to the
inclination detected by the inclination detection unit, a
document image clipping unit that clips out the image of
the source document from the image, a second resolution
conversion unit that converts the resolution of the image
into a second resolution for generating a read image low-
er than the predetermined resolution and higher than the
first resolution, and a mode setting unit that sets a quality-
first mode or a speed-first mode. When the mode setting
unit sets the quality-first mode, the document image clip-
ping unit clips out, after the inclination correction unit cor-
rects the inclination of the image acquired by the image
reading unit in the predetermined resolution, according
to the inclination detected by the inclination detection
unit, the image of the source document from the image
subjected to the inclination correction, and the second
resolution conversion unit converts the resolution of the
image of the source document into the second resolution.
When the mode setting unit sets the speed-first mode,
the second resolution conversion unit converts, after the
document image clipping unit clips out the image of the
source document from the image acquired by the image
reading unit in the predetermined resolution, the resolu-
tion of the image of the source document that has been
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clipped out into the second resolution, and the inclination
correction unit corrects the inclination of the image of the
source document subjected to the resolution conversion
into the second resolution, according to the inclination
detected by the inclination detection unit.
[0007] In another aspect, the present invention pro-
vides an image forming apparatus including the foregoing
image reading apparatus, and an image forming unit that
prints an image read by the image reading apparatus, on
a sheet.

[Advantageous Effects of Invention]

[0008] The foregoing configuration shortens the time
for the inclination detection to be shortened and also re-
duces the data amount, and yet minimizes the degrada-
tion in quality of the source document image after the
inclination correction.

[Brief Description of Drawings]

[0009]

[Fig. 1] Fig. 1 is a schematic drawing showing an
internal configuration of an image reading apparatus
according to the present invention.
[Fig. 2] Fig. 2 is a schematic plan view showing a
document table.
[Fig. 3] Fig. 3 is a functional block diagram showing
an essential internal configuration of an image read-
ing apparatus according to an embodiment 1.
[Fig. 4] Fig. 4 is a flowchart showing a cropping proc-
ess performed by the image reading apparatus ac-
cording to the embodiment 1.
[Fig. 5] Fig. 5 is a flowchart showing another cropping
process performed by the image reading apparatus
according to the embodiment 1.
[Fig. 6] Fig. 6 is a flowchart showing still another crop-
ping process performed by the image reading appa-
ratus according to the embodiment 1.
[Fig. 7] Fig. 7 is a functional block diagram showing
an essential internal configuration of an image read-
ing apparatus according to an embodiment 2.
[Fig. 8] Fig. 8 is a flowchart showing a clipping proc-
ess of image data, performed by the image reading
apparatus according to the embodiment 2.
[Fig. 9A and Fig. 9B] Fig. 9A and Fig. 9B are sche-
matic drawings each showing an example of image
data, a third edge line of which is detected by the
image reading apparatus according to the embodi-
ment 2.
[Fig. 10A to Fig. 10D] Fig. 10A to Fig. 10D are sche-
matic drawings showing a process of deciding
whether, when there is a crossing edge line inter-
secting another edge line, in the third edge line, the
another edge line is on an outer side with respect to
the crossing edge line, performed by the image read-
ing apparatus according to the embodiment 2.

[Fig. 11A to Fig. 11H] Fig. 11A to Fig. 11H are sche-
matic drawings each showing an example of image
data, the third edge line of which is detected by the
image reading apparatus according to the embodi-
ment 2.
[Fig. 12] Fig. 12 is a functional block diagram showing
an essential internal configuration of an image read-
ing apparatus according to an embodiment 3.
[Fig. 13] Fig. 13 is a schematic plan view showing
the document table with a source document placed
thereon, in the image reading apparatus according
to an embodiment 3.
[Fig. 14A and Fig. 14B] Fig. 14A is a schematic plan
view showing a state where the source document is
in contact with a far-side document guide, and Fig.
14B is a schematic plan view for explaining a detec-
tion process of the region covered with the source
document in the mentioned state.
[Fig. 15A and Fig. 15B] Fig. 15A is a schematic plan
view showing a state where the source document is
in contact with a left document guide, and Fig. 15B
is a schematic plan view for explaining a detection
process of the region covered with the source doc-
ument in the mentioned state.
[Fig. 16A and Fig. 16B] Fig. 16A is a schematic plan
view showing a state where the source document is
in contact with the left-side and far-side document
guides, and Fig. 16B is a schematic plan view for
explaining a detection process of the region covered
with the source document in the mentioned state.
[Fig. 17] Fig. 17 is a flowchart showing an example
of a process performed by a control unit of the image
reading apparatus according to an embodiment 3.
[Fig. 18] Fig. 18 is a flowchart showing another ex-
ample of the process performed by a control unit of
the image reading apparatus according to an em-
bodiment 3.
[Fig. 19] Fig. 19 is a flowchart showing still another
example of the process performed by a control unit
of the image reading apparatus according to an em-
bodiment 3.

[Description of Embodiments]

[0010] Hereafter, an image reading apparatus and an
image forming apparatus according to embodiments of
the present invention will be described in detail, with ref-
erence to the drawings. In the embodiments, the image
reading apparatus will be taken up as example, for sim-
plifying the description. The image forming apparatus ac-
cording to the present invention can be obtained by com-
bining an electrophotographic image forming apparatus,
an ink jet printing apparatus or the like, with the image
reading apparatus described hereunder.

[Embodiment 1]

[0011] Fig. 1 is a schematic cross-sectional view show-
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ing a general configuration of the image reading appa-
ratus 1. Although the image reading apparatus 1 shown
in Fig. 1 includes a document feeding unit 6, configured
as an automatic document feeder (ADF), the document
feeding unit 6 may be omitted. The image reading appa-
ratus 1 includes an image reading unit 5 and the docu-
ment feeding unit 6.
[0012] The image reading unit 5 includes a contact
glass 161 provided on the upper face, for a source doc-
ument to be placed thereon, a light source 26 that emits
light to the source document placed on the contact glass
161, a first mirror 21 that reflects the reflected light from
the source document toward a second mirror 22, a third
mirror 23 and a lens system 24 that conduct the reflected
light to an image pickup device 25 constituted of an image
sensor such as a charge coupled device (CCD) or a com-
plementary metal oxide semiconductor (CMOS), and a
document reading slit 53.
[0013] The document feeding unit 6 drives a feed roller
and a transport roller, to pick up the documents one by
one from a document stack S placed on a document set-
ting section 61, transport the document to the position
opposing the document reading slit 53 so as to allow the
image reading unit 5 to read the document through the
document reading slit 53, and discharge the document
to a document discharge section 66.
[0014] Fig. 2 is a schematic plan view showing the con-
tact glass 161 (document table). The contact glass 161
is used to place the source document to be read, and
document guides 162F, 162L, 162B, and 162R are lo-
cated along the respective sides of the contact glass 161.
[0015] The document guides 162L, 162B respectively
located on the left side and the far side include a scale
for measuring the size of the source document, so that
an operator can utilize the scale as reference when plac-
ing the source document on the contact glass 161.
[0016] The document feeding unit 6 also includes a
document cover 162 that opens and closes the contact
glass 161 on the upper face of the image reading unit 5,
and is opposed to the upper surface of the contact glass
161 when the document feeding unit 6 is closed.
[0017] When the user places the source document on
the contact glass 161, and presses a start button (not
shown) upon closing the document feeding unit 6, the
light source 26 emits light under control of a controller
100 to be subsequently described, and the light from the
light source 26 is transmitted through the contact glass
161 and illuminates the source document. As result, the
light reflected by the source document is incident upon
the first mirror 21 through the contact glass 161. Such
incident light is reflected by the second mirror 22, third
mirror 23 and enters the image pickup device 25 through
the lens system 24.
[0018] The image pickup device 25, which acts under
control of the controller 100, converts the received light
into an electrical signal. A plurality of the image pickup
devices 25 are aligned in a main scanning direction, to
acquire an output value corresponding to one line in the

main scanning direction.
[0019] Further, the light source 26, the first mirror 21,
the second mirror 22, and the third mirror 23 are driven
by a drive unit such as a motor (not shown), so as to
move in a sub scanning direction (indicated by an arrow
Y), at a constant speed. Thus, the image reading unit 5
successively acquires, in the sub scanning direction, the
output values corresponding to one line of the source
document in the main scanning direction, and conse-
quently reads the overall image of the source document.
[0020] Fig. 3 is a functional block diagram showing an
essential internal configuration of the image reading ap-
paratus 1. The image reading apparatus 1 includes the
controller 100, the document feeding unit 6, the image
reading unit 5, an image memory 3, a storage unit 4, an
operation unit 7, an image processing unit 8, and a data
communication unit 9. The elements same as those
shown in Fig. 1 are given the same numeral, and the
description thereof will not be repeated.
[0021] The image memory 3 temporarily stores the da-
ta read by the image reading unit 5 and data received by
the data communication unit 9 from an external device.
The storage unit 4 stores programs and data necessary
for the operation of the image reading apparatus 1.
[0022] The operation unit 7 receives instructions of the
user for operations and processings that the image read-
ing apparatus 1 is configured to execute. For example,
the operation unit 7 includes hard keys such as a ten key,
a start button for executing or stopping operations, and
a reset button, and a display screen constituted of a liquid
crystal display (LCD) or the like. The display screen is
for displaying operation methods, messages, and oper-
ation buttons. Normally the display screen is integrated
with a touch panel, so that the user can operate the image
reading apparatus 1 by touching the operation button dis-
played on the display screen. Here, the operation unit 7
according to this embodiment corresponds to the mode
reception unit in the present invention.
[0023] The image processing unit 8 performs image
processing with respect to the print data stored in the
image memory 3, such as clipping out (cropping) of a
source document image, detection and correction of in-
clination of the image, resolution conversion, character
conversion, picture quality adjustment, and scaling up
and down. The image processing unit 8 includes a doc-
ument image clipping unit 81, an inclination detection unit
82, an inclination correction unit 83, a resolution conver-
sion unit 84, and a character conversion unit 85.
[0024] The document image clipping unit 81 clips out
an image in a region corresponding to a source document
image, from the image read by the image reading unit 5.
More specifically, the document image clipping unit 81
performs Hough transform with respect to the image read
by the image reading unit 5, to thereby detect edge po-
sitions in the image. The document image clipping unit
81 then identifies peripheral edges of the source docu-
ment on the basis of the edge positions detected, and
determines a region surrounded by the peripheral edges
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as the region to be clipped out from the image data. The
inclination detection unit 82 detects an inclination of the
source document image contained in the image read by
the image reading unit 5.
[0025] The inclination correction unit 83 corrects the
inclination of the image, according to the inclination de-
tected by the inclination detection unit 82 (rotation). The
resolution conversion unit 84 converts the resolution of
the image read by the image reading unit 5 into a prede-
termined resolution, and corresponds to the first resolu-
tion conversion unit and the second resolution conver-
sion unit in the present invention.
[0026] The character conversion unit 85 identifies
characters contained in the source document image, and
converts the characters into character data that a com-
puter can recognize. The character conversion unit 85
performs the character data conversion, for example us-
ing an OCR function. The document position detection
unit 104 detects the position of the source document, on
the basis of the source document image converted into
a first resolution.
[0027] The data communication unit 9 includes a cod-
ing/decoding unit, a modem, and a network control unit
(NCU), which are not shown, to perform facsimile trans-
mission through the public telephone network. The data
communication unit 9 also includes a network interface,
to perform data transmission and reception to and from
an external device such as a personal computer on the
internet or in a local area, through a LAN connected to
the data communication unit 9.
[0028] The controller 100 includes a central processing
unit (CPU), a RAM, a ROM, and an exclusive hardware
circuit, and controls the overall operation of the image
reading apparatus 1. The controller 100 includes a mode
setting unit 101, a character size detection unit 102, and
a document size detection unit 103.
[0029] The mode setting unit 101 sets one of a quality-
first mode, in which the resolution is converted after the
inclination of the image read by the image reading unit 5
is corrected, and a speed-first mode in which the reso-
lution is converted after the inclination of the image read
by the image reading unit 5 is corrected.
[0030] The character size detection unit 102 detects
the size of the character contained in the image read by
the image reading unit 5. In this embodiment, the char-
acter size detection unit 102 detects the document size
on the basis of the source document image converted
into the first resolution. Except for the case of detecting
the document size on the basis of the source document
image converted into the first resolution, the character
size detection unit 102 detects the character size by a
known method.
[0031] The document size detection unit 103 detects
the size of the image read by the image reading unit 5.
The document size detection unit 103 detects the image
size by a known method.
[0032] When acquiring a read image by processing the
image read by the image reading unit 5, first the image

reading unit 5 reads the image in the predetermined res-
olution, and reduces the resolution of the image to the
predetermined second resolution before the image
processing. The image reading unit 5 then processes the
image of the second resolution, and provides the image
subjected to the processing as the read image. It is for
the purpose of reducing the data amount of the read im-
age, that the resolution of the image is reduced to the
second resolution. For example, the image reading unit
5 may read the source document in the predetermined
resolution, for instance 600 dpi, and the resolution con-
version unit 84 may reduce the resolution to the second
resolution, for instance 200 dpi, before the image
processing. In such a case, when the inclination correc-
tion unit 83 further corrects the inclination, the picture
quality obtained after the processing differs depending
on the order of the resolution conversion and the inclina-
tion correction.
[0033] To be more detailed, between a case (1) where
the inclination correction unit 83 corrects the inclination
of the image of 600 dpi, and then the resolution conver-
sion unit 84 reduces the resolution of the image to 200
dpi, and a case (2) where the resolution conversion unit
84 reduces the resolution of the image of 600 dpi to 200
dpi, and then the inclination correction unit 83 corrects
the inclination of the image, the case (1) more effectively
minimizes degradation of the picture quality compared
with the case (2). This is because correcting the inclina-
tion of the image of 600 dpi, which contains a larger
amount of image information, incurs a smaller loss of
data, after the inclination correction.
[0034] In contrast, correcting the inclination of the im-
age of 200 dpi consumes a smaller amount of memory
and requires a shorter time than correcting the inclination
of the image of 600 dpi, because a smaller amount of
image information is handled. Thus, the case (2) more
effectively reduces the memory consumption and
processing time, compared with the case (1).
[0035] Accordingly, the mode setting unit 101 sets ei-
ther of the speed-first mode based on the case (1), and
the quality-first mode based on the case (2), depending
on the conditions described hereunder.
[0036] For example, when the character conversion
unit 85 recognizes the characters in the image after the
image read by the image reading unit 5 is subjected to
the resolution conversion and the inclination correction,
the image of lower quality leads to degraded recognition
accuracy, hence to degraded reliability of the image read-
ing apparatus 1. Therefore, when the character conver-
sion unit 85 is to perform the character recognition, the
mode setting unit 101 sets the quality-first mode.
[0037] In addition, when the characters contained in
the image are smaller than a predetermined value, the
mode setting unit 101 sets the quality-first mode, to pre-
vent degradation in picture quality such that the charac-
ters are unidentifiably deformed, through the inclination
correction performed after the resolution conversion.
[0038] When the size of the image read by the image
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reading unit 5 is equal to or larger than a predetermined
value, the mode setting unit 101 sets the speed-first mode
to reduce the processing time.
[0039] Further, the user may optionally select one of
the speed-first mode and the quality-first mode, by oper-
ating the operation unit 7. The mode setting unit 101 sets
the speed-first mode or the quality-first mode, according
to the input made through the operation unit 7.
[0040] Fig. 4 to Fig. 6 are flowcharts each showing the
steps of the cropping process, and representing different
conditions under which the mode setting unit 101 sets
the quality-first mode or the speed-first mode. Fig. 4 rep-
resents the case where the mode setting unit 101 deter-
mines the mode depending on whether the character rec-
ognition is to be performed after the cropping.
[0041] First, the image reading unit 5 reads the source
document image in the predetermined resolution, for ex-
ample 600 dpi (step S11), and the resolution conversion
unit 84 converts the resolution of the image to the first
resolution lower than 600 dpi (e.g., 75 dpi), for detecting
image information such as inclination (step S12). A rea-
son for reducing the resolution is that it takes a shorter
time to detect the position, the size, and the inclination
of the source document image from the image read by
the image reading unit 5.
[0042] Then the inclination detection unit 82 detects
the inclination of the source document image, on the ba-
sis of the image of 75 dpi (step S13). At step S13, the
document size detection unit 103 and the document po-
sition detection unit 104 also detect the size and the po-
sition of the source document image respectively, on the
basis of the image of 75 dpi, and holds the detected data.
[0043] In the case where the character conversion unit
85 is to perform the character recognition (OCR) after
the cropping (YES at step S14), the mode setting unit
101 sets the quality-first mode, and proceeds with the
operation according to the case (1). More specifically,
the inclination correction unit 83 corrects the inclination
of the image of 600 dpi read at step S11, according to
the inclination of the source document image detected
by the inclination detection unit 82 (step S15).
[0044] Then the document image clipping unit 81 clips
out the source document image from the image subjected
to the inclination correction at step S15 (step S16), and
the resolution conversion unit 84 converts the resolution
of the source document image to the second resolution
lower than 600 dpi (e.g., 200 dpi) (step S17). The char-
acter conversion unit 85 then performs the character rec-
ognition (step S21), and the operation is finished.
[0045] In contrast, in the case where the character con-
version unit 85 is not to perform the OCR after the crop-
ping (NO at step S14), the mode setting unit 101 sets the
speed-first mode, and proceeds with the operation ac-
cording to the case (2). More specifically, the document
image clipping unit 81 clips out the source document im-
age from the image of 600 dpi read at step S11 (step S18).
[0046] Then the resolution conversion unit 84 converts
the resolution of the image clipped out at step S18 to the

second resolution lower than the predetermined resolu-
tion of 600 dpi and higher than the first resolution of 75
dpi (e.g., 200 dpi), for generating the read image, and
the inclination correction unit 83 corrects the inclination
of the image, according to the inclination of the source
document image detected by the inclination detection
unit 82 (step S20). At this point, the operation is finished.
[0047] Fig. 5 represents the case where the mode set-
ting unit 101 determines the mode depending on the size
of the characters contained in the image. The steps of
the same numeral as those of Fig. 4 represent the same
process, and hence the description thereof will not be
repeated.
[0048] At step S31, the character size detection unit
102 detects the size of the characters contained in the
image, and the mode setting unit 101 sets the quality-
first mode when the character size is smaller than a pre-
determined value, and the speed-first mode when the
character size is equal to or larger than the predetermined
value.
[0049] Fig. 6 represents the case where the mode set-
ting unit 101 determines the mode depending on the size
of the image read by the image reading unit 5. The steps
of the same numeral as those of Fig. 4 represent the
same process, and hence the description thereof will not
be repeated.
[0050] At step S41, the document size detection unit
103 detects the size of the image read by the image read-
ing unit 5, and the mode setting unit 101 sets the quality-
first mode when the image size is smaller than a prede-
termined value, and the speed-first mode when the image
size is equal to or larger than the predetermined value.
[0051] Although the mode selection by the mode set-
ting unit 101 has been described above with respect to
each of the conditions, the mode may be determined on
the basis of a combination of a plurality of conditions.
[0052] As described above, the image reading appa-
ratus according to the embodiment 1 minimizes the deg-
radation in picture quality because, after the inclination
correction unit 83 corrects the inclination of the image
read by the image reading unit 5, the resolution conver-
sion unit 84 reduces the resolution of the image to the
second resolution. Such an arrangement also prevents
a decline in character recognition rate, when the charac-
ter recognition is performed. In contrast, in the case
where the inclination correction unit 83 corrects the incli-
nation of the image read by the image reading unit 5 after
the resolution conversion unit 84 reduces the resolution
of the image to the second resolution, the memory con-
sumption for the inclination correction, as well as the
processing time, can be reduced.
[0053] Further, after the resolution conversion unit 84
converts the resolution of the image of the predetermined
resolution read by the image reading unit 5 into the first
resolution for detecting the inclination, the position, the
size, and the inclination of the source document image
are detected on the basis of the image subjected to the
resolution conversion. Therefore, the time required for
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such detection can be shortened.

[Embodiment 2]

[0054] Fig. 7 is a functional block diagram showing an
essential internal configuration of an image reading ap-
paratus according to an embodiment 2. The same ele-
ments as those of the image reading apparatus according
to the embodiment 1 shown in Fig. 3 are given the same
numeral, and the description thereof will not be repeated.
[0055] As shown in Fig. 7, the image reading apparatus
according to the embodiment 2 includes an edge align-
ment decision unit 105, as an additional unit in the con-
troller 100. The edge alignment decision unit 105 is con-
figured to decide whether the source document is located
along the edge of the reading range on the contact glass
161, when the image reading unit 5 is to read the image.
[0056] Now, when the source document to be read is
located along the edge of a predetermined reading range
on the contact glass 161, the edge position in the image
data may fail to be properly detected by Hough transform.
For example, when the source document is placed on
the contact glass 161 in contact with at least one of the
upper side, the lower side, the left side, and the right side
of the contact glass 161, a peripheral edge of the source
document in contact with one of the sides of the contact
glass 161 may fail to be detected, by the detection based
on the Hough transform. To avoid such a case, in the
image reading apparatus according to the embodiment
2, the edge alignment decision unit 105 decides whether
the source document is located along the edge of the
reading range on the contact glass 161. The document
image clipping unit 81 determines the region to be clipped
out from the image data, according to the decision of the
edge alignment, made by the edge alignment decision
unit 105.
[0057] Hereunder, details of the edge alignment deci-
sion made by the edge alignment decision unit 105, and
the clipping of the image data by the document image
clipping unit 81, in other words the details of the operation
at step S16 and step S18 of the embodiment 1, will be
described mainly referring to Fig. 8, and also to Fig. 9A
to Fig. 11H, where appropriate.
[0058] Fig. 8 is a flowchart showing an image reading
process performed by the image reading apparatus 1.
Upon receipt of an image reading instruction, to the effect
that the image reading has to be performed (YES at step
S21), the image reading unit 5 reads the predetermined
reading range on the contact glass 161, thereby acquiring
the image, under the control of the controller 100 (step
S22).
[0059] Then the edge alignment decision unit 105 per-
forms an image analysis such as Hough transform, with
respect to the image acquired at step S22, to thereby
detect edge points in the image, and further a succession
of a predetermined number or more of the detected edge
points, as a first edge line (step S23).
[0060] After step S23, the edge alignment decision unit

105 extracts, as a second edge line, an edge line in the
first edge line that is perpendicular or horizontal to the
four sides defining the image data (step S24).
[0061] Here, the edge alignment decision unit 105 ex-
tracts, not only the edge line that is strictly perpendicular
or horizontal to the four sides defining the image, but also
the edge line deviated within a predetermined angle from
the line perpendicular or horizontal to the four sides, as
the second edge line. Upon extracting such an edge line,
the edge alignment decision unit 105 rotates the extract-
ed edge line by the angle deviated from the line that is
perpendicular or horizontal, and adopts the rotated edge
line as the second edge line.
[0062] After step S24, the edge alignment decision unit
105 selects, as third edge lines, the edge lines in the
second edge line that are closest to the respective four
sides defining the image (step S25). At step S25, in other
words, the second edge lines that are most distant from
the center of the image, in the direction toward the upper
side, the lower side, the left side, and the right side of the
image respectively, are selected as the third edge line.
[0063] In the example shown in Fig. 9A, four third edge
lines e1, e2, e3, and e4 are detected in an image D1. For
example, the third edge line e1 is the second edge line
most distant from the center F toward the left side, and
the third edge line e2 is the second edge line most distant
from the center F toward the right side.
[0064] In the example shown in Fig. 9B, two third edge
lines e5 and e6 are detected in an image D2. The third
edge line e5 is the second edge line most distant from
the center F toward the left side and the right side, and
the third edge line e6 is the second edge line most distant
from the center F toward the upper side and the lower
side.
[0065] Back to Fig. 8, after step S25 the edge alignment
decision unit 105 decides whether there is a crossing
edge line intersecting another edge line in the third edge
line, and whether the another edge line protrudes out-
wardly from the crossing edge line (step S26). When such
another edge line protrudes outwardly from the crossing
edge line, it can be assumed that the peripheral edge of
the source document is located on a further outer side
with respect to the crossing edge line.
[0066] In the example shown in Fig. 10A, the third edge
line e1 corresponds to the crossing edge line, and the
third edge lines e3 and e4 intersecting the third edge line
e1 correspond to the other edge lines. In this case, the
third edge lines e3 and e4 protrude outwardly from the
first edge line e1, in other words toward the left side of
the image D1, as indicated by arrows in Fig. 10A, and
therefore the edge alignment decision unit 105 decides
that the other edge lines protrude outwardly from the
crossing edge line.
[0067] In the example shown in Fig. 10B, the third edge
line e2 corresponds to the crossing edge line, and the
third edge lines e3 and e4 intersecting the third edge line
e2 correspond to the other edge lines. In this case, since
the third edge lines e3 and e4 do not extend outwardly
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from the third edge line e2, in other words toward the
right side of the image D1 as indicated by arrows in Fig.
10B, the edge alignment decision unit 105 decides that
the other edge lines do not protrude outwardly from the
crossing edge line.
[0068] Likewise, in the case of Fig. 10C, the edge align-
ment decision unit 105 decides that the other edge lines
(third edge lines e1 and e2) protrude outwardly from the
crossing edge line (third edge line e3). In the case of Fig.
10D, the edge alignment decision unit 105 decides that
the other edge lines (third edge lines e1 and e2) do not
protrude outwardly from the crossing edge line (third
edge line e4).
[0069] Back again to Fig. 8, upon deciding at step S26
that there is only one crossing edge line, from which the
another edge line protrudes outwardly (YES at step S27),
the edge alignment decision unit 105 decides that the
source document is located along the edge of the reading
range (step S29). More specifically, the edge alignment
decision unit 105 decides that the source document is
located along the edge, along the side to which the an-
other edge line extends.
[0070] Upon deciding that there are two crossing edge
lines, from which another edge line protrudes outwardly,
and that the two crossing edge lines are orthogonal to
each other (YES at step S28), the edge alignment deci-
sion unit 105 decides that the source document is located
along the edge of the reading range (step S29). In this
case, the edge alignment decision unit 105 decides that
the source document is located along the edges, along
the two sides to which the other edge lines extend.
[0071] In the cases other than the mentioned two cas-
es, in other words in one of the cases (i) to (iii) cited below,
the edge alignment decision unit 105 decides that the
source document is not located along the edge of the
reading range (step S31).
[0072]

(i) There is no crossing edge line from which another
edge line protrudes outwardly;
(ii) Although there are two crossing edge lines from
which another edge line protrudes outwardly, the two
crossing edge lines are not orthogonal to each other;
and
(iii) There are three or more crossing edge lines from
which another edge line protrudes outwardly.

[0073] Fig. 11A to Fig. 11H each represent an example
of the image in which the third edge lines are detected.
In these drawings, D3 to D10 denote the image data in
the respective examples, and e9 to e38 each denote the
third edge line.
[0074] Fig. 11A corresponds to the case (i) above, Fig.
11B corresponds to the case (ii) above, Fig. 11C corre-
sponds to the case where there are two crossing edge
lines from which another edge line protrudes outwardly,
and the two crossing edge lines are orthogonal to each
other, and Fig. 11D corresponds to the case (ii) above.

Fig. 11E corresponds to the case where there are two
crossing edge lines from which another edge line pro-
trudes outwardly, and the two crossing edge lines are
orthogonal to each other, Fig. 11F corresponds to the
case where there is only one crossing edge line from
which another edge line protrudes outwardly, Fig. 11G
corresponds to the case (iii) above, and Fig. 11H corre-
sponds to the case (ii) above.
[0075] In the case (ii) above, in other words in the case
shown in Fig. 11B and Fig. 11D, the edge alignment de-
cision unit 105 decides that the source document is not
located along the edge of the reading range, on the
premise that the source document is not placed in contact
with both of the opposing sides of the contact glass 161.
[0076] Back again to Fig. 8, after step S29 the docu-
ment image clipping unit 81 determines as the region to
be clipped out, the region surrounded by the third edge
lines other than the crossing edge line, and the sides of
the image located on the outer side with respect to the
crossing edge line (step S30). In the example shown in
Fig. 9A, the region surrounded by the third edge lines e2
and e4, and the upper side and the left side of the image
D1, is determined as the region to be clipped out.
[0077] The document image clipping unit 81 further de-
termines, after step S31, the region surrounded by the
first edge line located on the outer side with respect to
the third edge line (step S32). In the example shown in
Fig. 11B, the first edge line closer to the left side of the
image D4 than the third edge line e11 is, the first edge
line closer to the right side of the image D4 than the third
edge line e12 is, the first edge line closer to the upper
side of the image D4 than the third edge line e13 is, and
the first edge line closer to the lower side of the image
D4 than the third edge line e14 is, are detected, and the
region surrounded by the detected first edge lines is de-
termined as the region to be clipped out.
[0078] After step S30 or step S32, the document image
clipping unit 81 clips out the region determined at step
S30 or step S32 from the image, and generates an object
image (step S23).
[0079] Then the inclination correction unit 83 corrects
the inclination of the object image generated at step S33
(step S34), and stores the object image that has under-
gone the inclination correction in the storage unit 4 (step
S35).
[0080] As described above, the foregoing image read-
ing apparatus is capable of accurately detecting the pe-
ripheral edge of the source document to be read, even
when the source document is located along the edge of
the predetermined reading range on the contact glass
161.

[Embodiment 3]

[0081] Fig. 12 is a functional block diagram showing
an essential internal configuration of an image reading
apparatus according to an embodiment 3. The same el-
ements as those of the image reading apparatus accord-
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ing to the embodiment 1 shown in Fig. 3 are given the
same numeral, and the description thereof will not be
repeated.
[0082] As shown in Fig. 12, the image reading appa-
ratus according to the embodiment 3 includes a far side
detection unit 811 and a left side detection unit 812, as
additional elements of the document image clipping unit
81.
[0083] The document image clipping unit 81 detects a
contact made by the source document with document
guides 162L and 162B, and detects the region covered
with the source document.
[0084] The far side detection unit 811 detects that the
source document is in contact with the document guide
162B, on the basis of a reduced image subjected to res-
olution reduction by the resolution conversion unit 84,
when a shadow of the document guide 162B (document
guide shadow) is absent.
[0085] The left side detection unit 812 detects that the
source document is in contact with the document guide
162L, on the basis of a reduced image subjected to res-
olution reduction by the resolution conversion unit 84,
when there is a shadow along the left side of the contact
glass 161.
[0086] Here, the document guide shadow and the
shadow that appears along the left side of the contact
glass 161 will be described hereunder.
[0087] Fig. 13 illustrates the contact glass 161 with the
source document M placed thereon. Around the source
document M, document shadows SF and SL appear on
the near side and the left side respectively, and halation
regions HB and HR are created on the far side and the
right side, respectively. The halation refers to a phenom-
enon that the light intensity increases along the source
document M, such that the image turns to white. While
the document shadows SF and SL are dark, the halation
regions HB and HR are white.
[0088] In addition, the shadow of the document guide
162B (document guide shadow SG) appears along the
far side of the contact glass 161.
[0089] Although the locations where the document
shadows SF and SL, the halation regions HB and HR,
and the document guide shadow SG appear vary de-
pending on the configuration of the image reading appa-
ratus 1 (in particular, position and orientation of the light
source that illuminates the source document M), in this
embodiment it will be assumed that the document shad-
ows SF and SL appear on the near side (lower side in
Fig. 13) and the left side of the source document M, the
halation regions HB and HR appear on the far side (upper
side in Fig. 13) and the right side of the source document
M, and the document guide shadow SG appears on the
far side of the contact glass 161 (upper side in Fig. 13).
Hereinafter, the term "far side" refers to the upper side
in Fig. 13, "near side" refers to the lower side in Fig. 13,
"right side" refers to the right-hand side in Fig. 13, and
the "left side" refers to the left-hand side in Fig. 13 (the
same applies to Fig. 14A to Fig. 16B).

[0090] Fig. 14A illustrates a state where the source
document M is in contact with the far-side document
guide 162B, and Fig. 14B is a schematic drawing for ex-
plaining the detection process of the region covered with
the source document M, in the mentioned state. When
the source document M is in contact with the document
guide 162B, the document guide shadow SG does not
appear along the interface with the source document M.
[0091] Thus, when the shadow is absent along the far
side of the contact glass 161, where the document guide
shadow SG is supposed to appear, it can be presumed
that the source document M is in contact with the docu-
ment guide 162B.
[0092] Referring to Fig. 14B, an example of the detec-
tion process of the region covered with the source doc-
ument M will be described.
[0093] First step: The shadow is searched in a sub
scanning direction (direction of arrow 1 in Fig. 14B) from
the far right corner in Fig. 14B. When the disappearance
of the shadow (document guide shadow SG) is detected,
it is decided that the source document M is in contact
with the document guide 162B, and the position where
the shadow has disappeared is defined as the far right
corner of the source document M.
[0094] Second step: The search of the shadow in the
sub scanning direction is continued (direction of arrow 2
in Fig. 14B). When the appearance of the shadow (doc-
ument guide shadow SG) is detected, the position where
the shadow has appeared is defined as the far left corner
of the source document M, and the distance along which
the shadow is absent is presumed to be the length of the
source document M in the sub scanning direction.
[0095] Third step: The shadow is searched in a main
scanning direction from the far side toward the near side
(direction of arrow 3 in Fig. 14B). When the disappear-
ance of the shadow (document shadow SL) is detected,
the position where the shadow has disappeared is de-
fined as the near left corner of the source document M,
and the length of the shadow is presumed to be the length
of the source document M in the main scanning direction.
[0096] Fourth step: The shadow is searched in the sub
scanning direction to the right (direction of arrow 4 in Fig.
14B). When the disappearance of the shadow (document
shadow SF) is detected, the position where the shadow
has disappeared is defined as the near right corner of
the source document M, and the length of the shadow is
presumed to be the length of the source document M in
the sub scanning direction. Comparing the length of the
source document M with the length presumed at the sec-
ond step leads to improved detection accuracy.
[0097] Here, the expression "search the shadow" re-
fers to detecting a predetermined image corresponding
to the shadow in the image data (e.g., image composed
of a predetermined number or more of pixels represent-
ing a black color, for example corresponding to 0 to 50
in the 256 gradations, aligned in the main scanning di-
rection and the sub scanning direction). Here, the men-
tioned gradation number of the pixel is merely exemplary,
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and in no way intended for limitation.
[0098] Fig. 15A illustrates a state where the source
document M is in contact with the left-side document
guide 162L, and Fig. 15B is a schematic drawing for ex-
plaining the detection process of the region covered with
the source document M, in the mentioned state. When
the source document M is in contact with the document
guide 162L, a shadow appears along the left side of the
contact glass 161, owing to the shadow appearing
around the source document (document shadow SF).
[0099] Thus, when the document shadow SL is absent
along the left side of the contact glass 161, where the
document shadow SL is supposed to appear, it can be
presumed that the source document M is in contact with
the document guide 162L.
[0100] Referring to Fig. 15B, an example of the detec-
tion process of the region covered with the source doc-
ument M will be described.
[0101] First step: The shadow is searched in the main
scanning direction from the near left corner in Fig. 15B.
When the appearance of the shadow (document shadow
SF) is detected, it is decided that the source document
M is in contact with the document guide 162L, and the
position where the shadow has appeared is defined as
the near left corner of the source document M.
[0102] Second step: The shadow is searched in the
sub scanning direction to the right. When the disappear-
ance of the shadow (document shadow SF) is detected,
the position where the shadow has disappeared is de-
fined as the near right corner of the source document M,
and the length of the shadow is presumed to be the length
of the source document M in the sub scanning direction.
[0103] Third step: A white portion (halation region HR)
is searched in the main scanning direction toward the far
side. When the disappearance of the halation region HR
is detected, the position where the halation region HR
has disappeared is defined as the far right corner of the
source document M, and the length of the halation region
HR is presumed to be the length of the source document
M in the main scanning direction.
[0104] Here, the expression "search the halation re-
gion HR" refers to detecting a predetermined image cor-
responding to the halation region HR in the image data
(e.g., image composed of a predetermined number or
more of the pixels representing a white color, for example
corresponding to 240 to 255 in the 256 gradations,
aligned in the main scanning direction and the sub scan-
ning direction). Here, the mentioned gradation number
of the pixel is merely exemplary, and in no way intended
for limitation.
[0105] Fig. 16A illustrates a state where the source
document M is in contact with the left-side and far-side
document guides 162L and 162B, and Fig. 16B is a sche-
matic drawing for explaining the detection process of the
region covered with the source document M, in the men-
tioned state. When the source document M is in contact
with the document guides 162L and 162B, the document
guide shadow SG does not appear along the left and far

sides of the contact glass 161.
[0106] Referring to Fig. 16B, an example of the detec-
tion process of the region covered with the source doc-
ument M will be described.
[0107] First step: The shadow is searched in the sub
scanning direction from the far right corner in Fig. 16B.
When the disappearance of the shadow (document guide
shadow SG) is detected, it is decided that the source
document M is in contact with the document guide 162B,
and the position where the shadow has disappeared is
defined as the far right corner of the source document M.
[0108] Second step: The search of the shadow in the
sub scanning direction is continued. When the far left
corner is reached without the shadow (document guide
shadow SG) being detected, it is decided that the source
document M is also in contact with the document guide
162L, and the far left corner of the contact glass 161 is
defined as the far left corner of the source document M.
Further, the distance along which the shadow is absent
is presumed to be the length of the source document M
in the sub scanning direction.
[0109] Third step: The shadow is searched in the main
scanning direction from the near left corner. When the
appearance of the shadow (document shadow SF) is de-
tected, the position where the shadow has appeared is
defined as the near left corner of the source document
M, and the distance between the near left corner and the
far left corner of the source document M is presumed to
be the length of the source document M in the main scan-
ning direction.
[0110] Fourth step: The shadow is searched in the sub
scanning direction to the right. When the disappearance
of the shadow (document shadow SF) is detected, the
position where the shadow has disappeared is defined
as the near right corner of the source document M, and
the length of the shadow is presumed to be the length of
the source document M in the sub scanning direction.
Comparing the length of the source document M with the
length presumed at the second step leads to improved
detection accuracy.
[0111] Referring now to flowcharts shown in Fig. 17 to
Fig. 19, examples of the operations performed by the
controller 100 of the image reading apparatus 1 will be
described hereunder. The following operations are per-
formed when the image reading apparatus 1 reads the
source document.
[0112] First, the controller 100 causes the image read-
ing unit 5 to read the source document, with the document
cover closed (step S40), and stores the image data ac-
quired by the image reading unit 5 in the image memory
3 (step S41).
[0113] The resolution conversion unit 84 generates a
reduced image of the source document from the image
data acquired by the image reading unit 5 and stored in
the image memory 3 (step S42), and stores the data of
the reduced image in the storage unit 4 (step S43).
[0114] The far side detection unit 811 searches the
shadow in the sub scanning direction from the far right
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corner in Fig. 13 to Fig. 16B, on the basis of the reduced
image data stored in the storage unit 4 (the position and
direction respectively corresponding to the far right cor-
ner and the sub scanning direction, in the storage region
in the memory in which the reduced image data is stored,
which also applies to the subsequent cases) (step S44),
and decides whether the shadow (document guide shad-
ow SG) has disappeared (step S45). Upon deciding that
the shadow has disappeared (YES at step S45), the far
side detection unit 811 decides whether the position
where the shadow has disappeared is the far left corner
(step S46).
[0115] In the case where the far side detection unit 811
decides that the position where the shadow has disap-
peared is not the far left corner (NO at step S46), the far
side detection unit 811 decides that the source document
M is in contact with the document guide 162B, and de-
tects the position where the shadow has disappeared as
the far right corner of the source document M. Then the
far side detection unit 811 continues with the search of
the shadow in the sub scanning direction (steps S47,
S48, and S49).
[0116] In contrast, in the case where the far side de-
tection unit 811 decides that the position where the shad-
ow has disappeared is the far left corner (YES at step
S46), the document guide shadow SG has not disap-
peared and hence the source document M is not in con-
tact with the document guide 162B. Accordingly, the op-
eration proceeds to step S70 (Fig. 18), where the left side
detection unit 812 decides whether the source document
M is in contact with the left-side document guide 162L.
[0117] Then the far side detection unit 811 decides
whether the shadow has appeared (step S50), and upon
deciding that the shadow (document guide shadow SG)
has appeared (YES at step S50), the far side detection
unit 811 detects the position where the shadow has ap-
peared as the far left corner of the source document M
(step S51). The far side detection unit 811 further calcu-
lates the length along which the shadow is absent, and
detects the length obtained by the calculation as the
length of the source document M in the sub scanning
direction (step S52), after which the far side detection
unit 811 searches the shadow in the main scanning di-
rection, from the far side toward the near side (step S53).
[0118] In contrast, in the case where the far side de-
tection unit 811 decides that the shadow has not ap-
peared (NO at S50), the far side detection unit 811 de-
cides whether the far left corner (far left corner of the
contact glass 161) has been reached without the shadow
having appeared (step S54). Upon deciding that the far
left corner has been reached without the shadow having
appeared (YES at step S54), the far side detection unit
811 decides that the source document M is in contact
not only with the far side, but also with the left side doc-
ument guide 162L, and detects the far left corner of the
contact glass 161 as the far left corner of the source doc-
ument M (steps S55 and S56), which is followed by step
S90 (Fig. 19). In the case where the far side detection

unit 811 decides that the far left corner has not been
reached (NO at step S54), the operation returns to step
S50.
[0119] The far side detection unit 811 then decides
whether the shadow has disappeared (step S57). Upon
deciding that the shadow (document shadow SL) has
disappeared (YES at step S57), the far side detection
unit 811 detects the position where the shadow has dis-
appeared as the near left corner of the source document
M (step S58). The far side detection unit 811 further cal-
culates the length of the shadow, and detects the length
obtained by the calculation as the length of the source
document M in the main scanning direction (step S59).
[0120] Thereafter, the controller 100 extracts the im-
age of the source document M from the image data stored
in the image memory 3, according to the information in-
dicating the region covered with the source document M
detected by the far side detection unit 811 (step S60).
[0121] At S70 shown in Fig. 18, the left side detection
unit 812 searches the shadow in the main scanning di-
rection from the near left corner, on the basis of the re-
duced image data stored in the storage unit 4 (step S70),
and decides whether the shadow has appeared (step
S71). Upon deciding that the shadow (document shadow
SF or document guide shadow SG) has appeared (YES
at step S71), the left side detection unit 812 decides
whether the position where the shadow has appeared is
the far left corner (step S72).
[0122] In the case where the left side detection unit
812 decides that the position where the shadow has ap-
peared is not the far left corner (NO at step S72), the
shadow that has appeared is the document shadow SF,
and therefore the left side detection unit 812 decides that
the source document M is in contact with the document
guide 162L. The left side detection unit 812 also detects
the position where the shadow (document shadow SF)
has appeared as the near left corner of the source doc-
ument M, and then searches the shadow in the sub scan-
ning direction to the right (steps S73, S74, and S75).
[0123] In contrast, in the case where the left side de-
tection unit 812 decides that the position where the shad-
ow has appeared is the far left corner (YES at step S72),
the shadow that has appeared is the document guide
shadow SG, and hence the source document M is in con-
tact with neither of the document guide 162L and the
document guide 162B. Accordingly, the left side detec-
tion unit 812 assumes that the source document M is not
in contact with any of the document guides 162F, 162L,
162B, and 162R, and the controller 100 extracts the edge
of the source document M by a known method on the
basis of the reduced image data stored in the storage
unit 4, thereby detecting the region covered with the
source document M (step S76). Further, the controller
100 extracts the image of the source document M from
the image data stored in the image memory 3, according
to the information indicating the detected region of the
source document M (step S77). Here, in the case where
the inclination of the source document M is detected, the
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controller 100 executes rotational correction of the
source document image.
[0124] The left side detection unit 812 then decides
whether the shadow has disappeared (step S78). Upon
deciding that the shadow (document shadow SF) has
disappeared (YES at step S78), the left side detection
unit 812 detects the position where the shadow has dis-
appeared as the near right corner of the source document
M (step S79). The left side detection unit 812 further cal-
culates the length of the shadow, and detects the length
obtained by the calculation as the length of the source
document M in the sub scanning direction (step S80),
after which the left side detection unit 812 searches the
halation region HR in the main scanning direction, toward
the far side (step S81).
[0125] Then the left side detection unit 812 decides
whether the halation region HR has disappeared (step
S82). Upon deciding that the halation region HR has dis-
appeared (YES at step S82), the left side detection unit
812 detects the position where the halation region HR
has disappeared as the far right corner of the source
document M (step S83). The left side detection unit 812
further calculates the length of the halation region HR,
and detects the length obtained by the calculation as the
length of the source document M in the main scanning
direction (step S84).
[0126] Thereafter, the controller 100 extracts the im-
age of the source document M from the image data stored
in the image memory 3, according to the information in-
dicating the region covered with the source document M
detected by the left side detection unit 812 (step S85).
[0127] At S90 shown in Fig. 19, the left side detection
unit 812 searches the shadow in the main scanning di-
rection from the near left corner, on the basis of the re-
duced image data stored in the storage unit 4 (step S90).
[0128] The left side detection unit 812 then decides
whether the shadow has appeared (step S91). Upon de-
ciding that the shadow (document shadow SF) has ap-
peared (YES at step S91), the left side detection unit 812
detects the position where the shadow has appeared as
the near left corner of the source document M (step S92).
The left side detection unit 812 further calculates the
length between the near left corner and the far left corner
(far left corner of the contact glass 161) of the source
document M, and detects the length obtained by the cal-
culation as the length of the source document M in the
main scanning direction (step S93), after which the left
side detection unit 812 searches the shadow in the sub
scanning direction, to the right (step S94).
[0129] The left side detection unit 812 then decides
whether the shadow has disappeared (step S95). Upon
deciding that the shadow (document shadow SF) has
disappeared (YES at step S95), the left side detection
unit 812 detects the position where the shadow has dis-
appeared as the near right corner of the source document
M (step S96). The left side detection unit 812 further cal-
culates the length of the shadow, and detects the length
obtained by the calculation as the length of the source

document M in the sub scanning direction (step S97).
[0130] Thereafter, the controller 100 detects the region
indicated by the information detected by the far side de-
tection unit 811 and the left side detection unit 812 as
the region covered with the source document M, and ex-
tracts the image corresponding to the region covered with
the source document M, from the image data stored in
the image memory 3, according to the region covered
with the source document M detected as above (step
S98).
[0131] According to this embodiment, the contact of
the source document M with the document guides 162B
and 162L can be detected, depending on whether the
document guide shadow SG, which is supposed to ap-
pear along the side of the contact glass 161, is absent,
and whether the document shadow SF that appears
around the source document M has appeared along the
side of the contact glass 161. Accordingly, the edge of
the source document M can be detected, even though
the edge of the source document M fails to be directly
extracted from the image data. Therefore, the region cov-
ered with the source document M can be properly de-
tected, despite the source document M being in contact
with the document guide 162B or 162L. Accordingly, the
region covered with the source document M can be prop-
erly detected, despite the source document M being in
contact with the document guide 162B or 162L.
[0132] The present invention is not limited to the fore-
going embodiments, but may be modified in various man-
ners. Although the image reading apparatus according
to the present invention is exemplified by the multifunc-
tion peripheral in the embodiments, the present invention
is also applicable to different electronic apparatuses, for
example other image reading apparatuses having a cop-
ying function, a printing function, a scanning function, or
a facsimile function.
[0133] Further, the configurations and processing ac-
cording to the foregoing embodiments, described above
with reference to Fig. 1 to Fig. 19, are merely exemplary
and in no way intended to limit the configurations and
processing of the present invention.

Claims

1. An image reading apparatus comprising:

a document table on which a source document
is to be placed;
an image reading unit that reads the source doc-
ument placed on the document table in a pre-
determined resolution and acquires an image;
a first resolution conversion unit that converts
the resolution of the image acquired by the im-
age reading unit into a first resolution for incli-
nation detection lower than the predetermined
resolution;
an inclination detection unit that detects the in-
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clination of an image of the source document
contained in the image subjected to the resolu-
tion conversion by the first resolution conversion
unit;
an inclination correction unit that corrects the
inclination of the image according to the inclina-
tion detected by the inclination detection unit;
a document image clipping unit that clips out the
image of the source document from the image;
a second resolution conversion unit that con-
verts the resolution of the image into a second
resolution for generating a read image lower
than the predetermined resolution and higher
than the first resolution; and
a mode setting unit that sets a quality-first mode
or a speed-first mode, wherein, when the mode
setting unit sets the quality-first mode, the doc-
ument image clipping unit clips out, after the in-
clination correction unit corrects the inclination
of the image acquired by the image reading unit
in the predetermined resolution, according to the
inclination detected by the inclination detection
unit, the image of the source document from the
image subjected to the inclination correction,
and the second resolution conversion unit con-
verts the resolution of the image of the source
document into the second resolution, and
when the mode setting unit sets the speed-first
mode, the second resolution conversion unit
converts, after the document image clipping unit
clips out the image of the source document from
the image acquired by the image reading unit in
the predetermined resolution, the resolution of
the image of the source document that has been
clipped out into the second resolution, and the
inclination correction unit corrects the inclination
of the image of the source document subjected
to the resolution conversion into the second res-
olution, according to the inclination detected by
the inclination detection unit.

2. The image reading apparatus according to claim 1,
further comprising:

a document size detection unit that detects a
size of the source document from the image sub-
jected to resolution conversion by the first res-
olution conversion unit; and
a document position detection unit that detects
a position of the source document, from the im-
age subjected to the resolution conversion by
the first resolution conversion unit.

3. The image reading apparatus according to claim 1,
further comprising a character conversion unit that
recognizes a character contained in the image and
converts the character into character data,
wherein, when the character conversion unit is to

convert the character contained in the source docu-
ment image into the character data, the mode setting
unit sets the quality-first mode.

4. The image reading apparatus according to claim 1,
further comprising a character size detection unit that
detects a size of a character contained in the source
document image,
wherein the mode setting unit sets the speed-first
mode when the character contained in the source
document image is equal to or larger than a prede-
termined size, and the mode setting unit sets the
quality-first mode when the character contained in
the source document image is smaller than the pre-
determined size.

5. The image reading apparatus according to claim 2,
wherein the mode setting unit sets the speed-first
mode when the image read by the image reading
unit is equal to or larger than a predetermined size,
and the mode setting unit sets the quality-first mode
when the image read by the image reading unit is
smaller than the predetermined size.

6.  The image reading apparatus according to claim 1,
further comprising a mode reception unit through
which a selection of the quality-first mode or the
speed-first mode is inputted by a user,
wherein the mode setting unit sets either mode ac-
cording to the input received through the mode re-
ception unit.

7. The image reading apparatus according to claim 1,
further comprising an edge alignment decision unit
that analyzes the image acquired by the image read-
ing unit and decides whether the source document
is located along an edge of a reading range, when
the image reading unit is to read the source docu-
ment,
wherein the edge alignment decision unit (i) detects
edge points in the image, and detects a succession
of a predetermined number or more of the detected
edge points as a first edge line; (ii) extracts, from the
first edge line, a second edge line perpendicular or
horizontal in the image of a rectangular shape; (iii)
selects a third edge line closest to each of four sides
defining the image of the rectangular shape, from
the second edge line; (iv) decides, when one of the
third edge lines intersects another of the third edge
line, and the one intersecting edge line is defined as
a crossing edge line, whether the another edge line
protrudes from the crossing edge line toward a side
defining the image closest to the crossing edge line;
(v) decides that the source document is located
along an edge of the reading range, when there is
one crossing edge line from which the another edge
line protrudes toward the side defining the image, or
when there are two crossing edge lines from which
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the another edge line protrudes toward the side de-
fining the image, and the two edge lines are orthog-
onal to each other; and (vi) decides that the source
document is not located along an edge of the reading
range, when there is no crossing edge line from
which the another edge line protrudes toward the
side defining the image, or when there are two cross-
ing edge lines from which the another edge line pro-
trudes toward the side defining the image, but the
two edge lines are not orthogonal to each other, and
the document image clipping unit (i) determines,
when the edge alignment decision unit decides that
the source document is located along an edge of the
reading range, a region surrounded by the third edge
line other than the crossing edge line and the side
defining the image data closest to the crossing edge
line, as a region to be clipped out from the image;
and (ii) determines, when the edge alignment deci-
sion unit decides that the source document is not
located along an edge of the reading range, a region
surrounded by the first edge line closer than the third
edge line to a side defining the image closest to the
third edge line, as the region to be clipped out.

8. The image reading apparatus according to claim 7,
wherein the edge alignment decision unit extracts
the first edge line deviated from the line perpendic-
ular or horizontal in the image of the rectangular
shape, within a predetermined angle.

9. The image reading apparatus according to claim 1,
further comprising a document guide located along
a side of the document table,
wherein the document image clipping unit deter-
mines a region to be clipped out from the image of
the source document, on a basis of the image ob-
tained through the reading of the image reading unit,
by detecting an edge of the source document, ac-
cording to an image representing a shadow that ap-
pears around the source document and an image
representing halation that takes place around the
source document, detecting a length of a side of the
source document in a region where the image rep-
resenting the shadow and the image representing
the halation are absent, on a basis of a length of an
image indicating that a shadow of the document
guide, supposed to appear at a position in the image
corresponding to the side of the document table, is
absent, and detecting that the side of the source doc-
ument is in contact with the document guide, when
the image representing the shadow has reached a
position corresponding to the side of the document
table.

10. The image reading apparatus according to claim 9,
wherein the document image clipping unit deter-
mines the region to be clipped out, on a basis of a
reduced image subjected to resolution conversion

by the first resolution conversion unit.

11. An image forming apparatus comprising:

the image reading apparatus according to claim
1; and
an image forming unit that prints an image read
by the image reading apparatus, on a sheet.
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